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Hardware 
Specifications 

Shield and Cable Clamps 

Shell SIZB 

2 

3 

Application Tooling 

Cable Bu shings 

With 

Without 

With 

Without 

Wi th 

With out 

AMP crimping tools range from hand 
tools to automatic terminating 
machines. Each is designed to meet 
a specific production requirement. 
Contact specifications listed on 
pages 6 thru 11 indicate the recom­
mended tool and crimping die 
numbers for each contact type. 

AMP-O-MATIC Stripper/Crimper Machine 

CERTI-CRIMP Hand Tools 

Strain Relief Clamp 

For Three Module Shell 
(Part No. 202567-1) 

Sh ield and Cable 
Clamp Part Nos. 

202764-1 

202305-1 

202617-1 

20261 7-2 

1-202301 -1 

1-202301-0 

AMP-O-LECTRIC Terminating Machine 

Pneumafic Tools 

AMP-TAPEMATIC Tools 



~IVIP 

/ " 
~/ ,. 

Features 

• Zero insertion force for blind 
mat ing and low contact wear 

• Modular construction for 
reliability and economy 

• Positive lock housings prevent 
accidental unmating 

• Keyed housings, with optional 
keying positions available 

• Single cable clamp assembly 
provides 90 0

, 135 0 or 180 0 cable 
exit for 120 and 156 position 
connectors 

• Wipe and backwipe motion of 
contacts ensu res engagement of 
precleaned surface for excellent 
electrical continuity 

• Contact preloading assures high 
contact normal forces with 
minimum relative movement 

Zero Insertion Force Connectors 

• Crimp snap-in contacts for plug 
half can be machine terminated 
to wire for low applied cost 

• Insulation displation contacts 
available for high reliability and 
greater economy 

• .025 [0.64] sq . posted receptacle 
contacts accept wrap-type 
terminations or can be intermated 
with round conductor, flexible 
flat cable connectors 

• .028 [0.71] diameter posted 
contacts available for 120 
position plug 

• All contacts on .100 [2.54] centers 
for high density applications 

• Contacts fully protected in both 
connector halves 

© Copyright t974 and 1976 by AMP Incorporated , Harr isburg, Pa. All Internat ional Rights Reserved. AMP Incorporated products covered by U.S. and foreign patents and /or patents pending . 

10-15 



m 
Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 

Introduction 

Crimp Snap-In Contact 

Insulation Displation Contact 
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General 
Information 

The AMP CR Series Connector Line 
offers true zero-insertion force 
connectors designed for quick and 
easy mating of a large number of 
contacts. Complete connector 
assemblies are available in 40, ·120 
and 156 positions and are finding 
wide acceptance in computer, 
peripheral, business machine and 
test equipment applications. 

The zero insertion force of the 
mating connector halves ensures 
maximum contact life. The integral 
camming action during contact 
engagement provides forward and 
backward wiping of the contact 
surface. This wipe, backwipe motion 
allows the contact to seat itself on a 
precleaned surface for a high 
degree of electrical continuity. 

80th plug and receptacle are mod­
ularized, affording the user a high 
degree of economy since only the 
exact number of contact positions 
required need be loaded into the 
plug. In actual application the modu­
larized receptacle is panel mounted 
and preloaded with posted contacts 
for either wrap-type termination or 
for intermating with round con­
ductor, flexible flat cable con­
nectors. The modularized plug may 
be a 40 position which contains 
one module of 40 contacts, a 120 
position which contains three 
modules of 40 contacts or a 156 
position which contains six modules 
of 26 contacts. 

Three types of contact modules are 
available for termination in thlj 120 
position plug .. . crimp, snap-ir, 
modules for standard lead sizes 
28-24 AWG [0.08 to 0.2 mm2], mod­
ules with the revolutionary insulation 
displation contact for 28-26 AWG 
[0.08 to 0.15 mm2] stranded wire and 
.028 [0.71] diameter round post 
contacts which mate with 
AMPMODU receptacle connectors. 
The 40 and 156 position plug hous­
ings will accept either crimp snap-in 
or insulation displation modules. 
All receptacle assemblies have 

.025 [0.64] sq. PQsted contacts 
which mate with AMP Latch and 
AMPMODU receptacle connectors 
and accept wrap-type terminations. 

Contacts feature selective gold over 
nickel plating per MIL-G-45204 with 
a base material of copper alloy per 
00-8-750. Housings, contact mod­
ules, camshafts, keying plugs, strain 
reliefs and cable clamps are fabri­
cated from glass-filled thermo­
plastic. Option stainless steel hold 
down clips are available for the back 
wiring of the 120 pOSition 
receptacle connector. 

All connectors are positive locking 
and are keyed for correct mating . 
A variety of optional key ing posi­
tions is available depending on 
your application. 

Crimp contacts are available in 
loose piece or on precision formed 
strips for high speed automatic 
machine application . 

AMP has a complete range of 
application tooling for terminating 
crimp, snap-in contacts. You can 
choose from the AMPOMATOR fully 
automati c lead making mach ine 
which measures, cuts , strips and 
terminates one or both ends of your 
lead , the AMP-O-LECTRIC bench 
press which terminates prestripped 
leads and the AMP side-feed or air 
logic stripper/ crimper bench 
mounted machine . For limited pro­
duction , prototype, mai ntenance 
and repair, the AMP CERTI-CRIMP 
hand tool provides ident ical positive 
crimp terminations time after time. 

Insulation eiisplation contacts can 
be terminated with either a hand 
operated multiple terminating tool 
or a semi-automatic module termi­
nating machine - both terminate 
leads without the need for expensive, 
time-consuming wire preparation . 

For your specific zero insertion 
force application consult your local 
AMP Sales Engineer or contact 
AMP Incorporated, Harrisburg , Pa. 



General 
Information (Cont'd) 
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Typical Assembly 

/ 
/ 

con~ 

Note: 120 position connector illustrated 

/ 
Plug Module 

Housing 

Clip 

Recep~odules 

~Ptacle 
Module Housing 

Connector Selection Guide 

40 Position Connector 120 Position Connector 156 Position Connector 

206952·1 
Receptacle 
Assembly 
(Pg . 10·18) 

206527·1 
206950.1 Plug Kit (Pg. 10·19) 

Plug Kit (Pg. 10·18) I 
(Without Modules) I 

I I 
I I 
I I 
I I 
I I 
~ _____________ .J 

r---..L----, 
I I 

206536·1 
Receptacle Kit (Pg. 10·19) 206740·1 

Plug Kit (Pg. 10·20) 

206540·1 

206742·1 
Receptacle (Pg. 10·20) 

206737·1 
I I 
I I Strain Relief Kit (Pg . 10·23) 

I I 
I I 
I I 
I I 

o u 
206541·1 

Module for 
Crimp Contacts 

(Pg.l0·21) 

206573·1 
Module with 

Displation Contacts 
(Pg.l0·21) 

I 

o 
206968·1 

Module with 
Posted Contacts, 
120 Posit ion Only 

(Pg.l0·21) 

Strain Relief Kit (Pg. 10·23) 

~ l n mIiJJru 
~ l-J 206743·1 206745·1 206746 

206542·1 
Module with 

Posted Contacts 
(Pg.l0·21) 

Module for Module with Module with 
Crimp Contacts Displation Posted Contacts 

(Pg.l0.22) Contacts 206746·1 (With Guides) 
(Pg.l0.22) 206746·2 (Without Guides) 

(Pg.l0·22) 
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1m 
Dimensioning : 
All dimens ions in inches and millimetre • . 
Va lues in brackets are metric equivalents. 

Plug Kit 

Material : Glass-fill ed thermoplastic, black 
Part Number: 206950-1 

Materia l : 

Receptacle Housing 
Assembly 

Housing-Gl ass-fi ll ed thermoplastic, black 
Contacts-Gol d plated copper al loy 
Part Number: 206952-1 

10-18 

.140 Dia. Hole 
[3.56) (4 PI's.) 

1---
3.166 f 

T:*JI ill 
.205 ~ . [5.21) 

.410 
[10.41) 

Recommended Panel 
Cutout 

40 Position 
Connector 

Plug Module 
(Shown for ref. only. 

Must be ordered 
separately. ) 

See Page 10-21. 

.240 
[6.1) 

.025
S Pt [0.64) q. os s 

Panel 

sa 
+ ~ 

++ 
+1-...... ..... 
++ 
.. + 
++ 
+ + 
++ 
++ ..... ...... 
++ 
++ 
++ 

88 

2.750 
[69.85J 

.460 
[11.69) 

.100 
[2.54) 

Mounting Holes For 
# 4 Pan Hd. Screws. 

8ll! ... . ... 
• • .. ~ 
++ 
++ 
++ 
+ + 
++ 
+ + 
+ + 
++ 
TT 
T + 

3.1 66 
[80.42J 

3.950 
[100.33J 

3.626 
[92. 1J 

.230 
[5.84) 



Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 

Plug Kit 

Material: Glass-filled thermoplastic , black 
Part Number: 206527-1 

Receptacle Kit 

Material : Glass-fill ed thermoplastic , black 
Part Number: 206536-1 

t 
.140 Dia. Hole 

[3.56] (4 PI's.) 

.190 

fh l,:,'lj, 
3.170 

[~60~~]_ +1-- -1 U[SO'52] 
Min. 
.855 

[21.72] 

Recommended Panel 
Cutout 

120 Position 
Connector 

1--1.260 __ 
1_[32] 

2.350 
[59.69] 

KeYing -$- -$-1-- -.-
Plug Holes """'1.,;;-=--...... 

Hold Down Clip' 
(Not Included with 
Housing) 

Receptacle Module 
(Shown for ref. only. 
Must be ordered 
separately.) 

# 2 Thread Forming 
Screws (6) 

Housing Accepls 
3, 40 Position 

Modules. 
.450.-to ....... -1-1-- .235 See Page 10-21. 

[11.43] [5 .97] 

' Hold Down Clip Material : Stainless steel 
Part Number: 206538-1 

Raised Char's. 

3.950 
[100.33] 

3.550 
[90.17] 

2.350 
[59.69] 

Mounting Holes 
For # 4 Screws 

10-19 



. nsioning: . nd millimetres. ~::":i mensions in Inche~:tric equivalents. Values in brackets are 

Plug Kit 

. black 'al' Glass-filled thermoplastic, Mater! . 1 
Part Number: 206740-

Receptacle Housing 

. d thermoplastic, black Material: Glass-flile 
Part Number: 206742-1 

10-20 

.190 
[4.83] 

Recommended Panel 
Cutout 

.855 
[21 .72] 

156 Position 
Connector 

Housing Accepts 6, 
26 Position Modules. 

See Page 10·22. 

I ~ .235 
.700 +--R--[597] [17 .78] 



Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 

Plug and 
Receptacle 

Modules 

40 Position 
Modules 

Plug Module 
for Crimp Contacts 

Material: Glass-filled th ermoplastic, black 
Part Number: 206541-1 

.2971-­
[7:54)\ 

--,--',.-~ 

-$--. 
& W Raised Char's. 
-+ + (4 PI's, 

2.570 
[65.28) 

-+ t as shown) 

+t I T+ 
++ 
T+ 
:::::: 2.350 
+ + [59.69) 
-+T 
T+ 
T+ 
+-+ 
-++ 
++ 
T+ 
++ 
++ 
alii! 

Plug Module 
with .028 [0.71] Diameter Posts 

Material: 
Housing-Glass-filled thermoplastic, black 
Contact-Copper all oy, plated gold per 
MIL-G-4S204 over nickel per QQ-N -290 
Part Number: 206968-1 

r-l 
I 

I 
I 

I I 
2.570 , [65.28) 

..... .100 
++ 
+ + 

[2.54) 

+ + 
+ t 
t + 
+ + 
+ .. 
+ t 
+ t 

2.350 
[59.69) 

I 
I ' 

L_J 
+ + Raised Char's . .. t 

(4 PI's, +t 
as shown) 

.10-0-
[2.54) 

Hole For "='2 Thread 
Forming Screw (2 PI's.) 

Plug Module 
with Displation Contacts 

Material: 
Housing and Cover-Glass-filled 
thermoplastic, black 
Contact-Copper alloy, plated gold per 
MIL-G-4S204 over nickel per QQ-N-290 
Housing Part NUmber: 206573-1 
Cover Part Number: 206574-1 

2.570 
[65.28) 

"t .. 
+ .. 

'\gj 
+ .. , 

0+ .. 
... + ...... .... .... 
+ .. .... 

I! : 1 

.100 
[2.54) 

2.350 
[59.69) 

Cover 

Hole For # 2 Raised Char's. 
(4 PI 's, as shown) Thread Forming Screw 

(2 PI's.) 

Receptacle Module 
with .025 [0.64] Sq. Posts 

Material : 
Housing-Glass-filled thermoplastic , black 
Contact-Copper all oy, plated gold per 
MIL-G-4S204 over nickel per QQ-N-290 
Part Number: 206542-1 

r·
57°frl [14.48) 
.250 

[6.35) 

2.570 
[65.28) 

++ 
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m 
Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metr ic equivalents. 

10-22 

Plug and 
Receptacle 

Modules 

26 Position 
Modules 

Plug Module 
for Crimp Contacts 

Material : Gl ass- fill ed th ermoplastic , black 
Part Number: 206743-1 

Plug Module 
with ·Displation Contacts 

Material: 
Housing and Cover-Glass-f ill ed thermoplastic, bl ack 
Contact-Copper alloy. plated gol d pe r 
MIL-G-4S204 over nickel per QQ-N-290 
Housing Part Number: 206745-1 
Cover Part Number: 206574-3 

r:: 1.025 ---I -I .295 I--
[2604J I [749J I 

i---T ~~ 
I 
I 

I 
r:'::_::~ ______ _ 

1.710 
[43.43J 

1 
Raised Char's. 

(4 PI's, as shown) 

T T 
.. T 
+ T 
TT 

.. + 
T .. 

T + 
.. + 
W+ 
26 25 

1.200 
[30.48J 

Receptacle Module 
with _025 [0_64] Sq_ Posts 

Material : 
Housing-Glass-fill ed thermoplastic, black 
Contact-Coppe r al loy, plated gold per 
MI L-G-4S204 over ni cke l per QQ-N-290 

Part Number: 206746-1 (with guides) 
206746-2 (without guides) 

!.230r-
[:~i~G"'" 

I 

.100 
[2.54J 

+ + 
T + 
T + 
T + 
+ + 
.. + 
+ t 
+ + 
•• .. . 
25'2· 6 

.100 
[2 .54J 



Dimensioning : 
1. All dimensons in inches and millimetres. 

Va lues in brackets are metric equivalents. 
2. Chart contains dimensions in inches over 

mi ll imetres. 

Strain Relief Kits 
(for 120 and 156 
position plugs) 

Keying Plug 
(used with 120 and 

156 position housings) 

Strain Reliefs 
and Keying Plug 

L- 2.430 ----I 
I [61.72] 

G 

Note: Parts shown assemb led, but are packaged unassembled. 

Cable Gates 
(posi tioned 

for 180°) 

Cable Gates 
(positioned 
for 135°) 

Cable Gates 
(positioned 
for 90°) 

A 

Thread Forming 
Screw Mater ial : Glass-filled thermoplastic , black 

Cable--~~ 

Detail "A" 

, , 

---,-, 

~ 
( J ,--­, 
/ 

'--< \ 
Plug Size A 
IPosition) Dim. 

120 3.780 
96.01 

156 4.792 
121 .72 

Material: Gl ass-fill ed therm oplastic , bl ac k 
Part Number: 206545-1 

Strain Relief 
Kit Pa rt No. 

206540-1 

206737-1 
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Crimp Contact 

Crimp Contact 
Application Tooling 

Contacts 
and 
Tooling 

Material: Copper all oy per 00-8-750 
Finish: Select ivel y plated gold per MI L-G-45204 

over nickel per 00-N-290 

Dimensioning: 
1. All dimensons in inches and millimetres. 

Values in brackets are metric equivalents. 
2. Chart contains dimensions in inches over 

millimetres. 

Wire Size Ins. oia. 
(Max .) 

Strip Form Contact Part Nos . 
loose Piece 

Contact Part No . 
Hand Tool 
Part No . AWG mm' 

28-24 0.08-0 .2 .065 
1.66 

Insertion Tool Part Number: 91002-1 
Extraction Tool Part Number: 91111-1 

.'J 

Reeled lor Reeled lor 
Min. Applicator Std . Applicator 

66555-2 66555-4 66555-3 

AMPOMATOR Fully Automatic Lead Making Machine 
(with Miniature Applicator) 

AMP-O-LECTRIC Machine 
(with Miniature Applicator) 

90309-1 

AMP Side-Feed StrIpper/Crimper Machine 
(with Standard Applicator) 

AMP Air Logic Stripper/Crimper Machine 



Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 

Displation Contact 
(for replacement) 

Displation Contact 
Application Tooling 

Contacts 
and m 
Tooling (Cont'd) 

Wire Size: 28-26 AWG [0 .08-0 .15 mm2]. stranded 
Insulation Dia. : .049 [1.251 Max. 
Material: Copper alloy per 00-8-750 
Finish: Selective ly plated gold per MI L-G-45204 

ove r nickel per QO-N-290 
Part Numbers: 
66559-5-Right Hand Contact 
66559-6-Left Hand Contact 
Extraction Tool Part Number: 91111-1 

AMP's insulation displation tech­
nique is the latest advance in termi­
nation technology. The simplicity 
of this terminating method is what 
assures its high reliability. In 
operation the AMP insulation dis­
placement machine accepts insu­
lated wire - no wire preparation is 
required. The insulated conductor 
is positioned above the two slots 
in the contact terminating area. 
When the machine is actuated, the 
terminating die forces the con­
ductor deeper into position where 
the "funne[-shaped" area of the 

Semi-Automatic 
Module Terminating Machine 

40 Positi on Module Termin ating Machine 
Part Number 90320-1 
26 Position Module Termin ating Machine 
Part Number 90319·1 

Hand Operated Multiple 
Terminating Tool 

40 Position Module Terminating Tool 
Part Number 91114·1 
26 Position Module Terminating Tool 
Part Number 91113·1 

Single Lead Tool (also avail able) 
Part Number 91119·1 

slot displaces the insulation and 
restricts the conductor. Continual 
downward movement of the die fits 
the conductor into the confines of 
the narrow parallel portion of the 
slot where a "wipe clean" electrical 
contact is made. 
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Other Modular Connectors 

187-Series FASTIN-FASTON Connectors-Section 4, Page 4 -141. Tab and 
Receptacle type Connector. One-piece molded nylon housings snap 
together for quick, easy circuit expansion providing maximum flexibility. 

Modular Miniature DUALATCH Connectors-Section 11, Page 11-26. 
Hermaphroditic Contact Connector with 4-position snap-in polycarbonate 
housing. Complete hardware available, including metal tracks. retention 
clips, mounting brackets, latching springs and screws. 
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