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Analog Devices designs, manufactures and sells worldwide so
phisticated electronic components and subsystems for use in 
real-world signal processing. More than six hundred standard 
products are produced in manufacturing facilities located 
throughout the world. These facilities encompass all relevant 
technologies, including several embodiments of CMOS, BiMOS, 
bipolar and hybrid integrated circuits, each optimized for spe
cific attributes-and assembled products in the form of potted 
modules, printed-circuit boards and instrument packages. 

State-of-the-art technologies have been utilized (and in many 
cases invented) to provide timely, reliable, easy-to-use advanced 
designs at realistic prices. Our popular IC products are available 
in both conventional and surface-mount packages (SOIC, LCC, 
PLCC), and many of our assembled products employ surface
mount technology to reduce manufacturing costs and overall 
size. A quarter-century of successful applications experience and 
continuing vertical integration insure that these products are 
oriented to user needs. The ongoing application of today's state
of-the-art and the invention of tomorrow's state-of-the-art pro
cesses strengthen the leadership position of Analog Devices in 
standard data-acquisition and signal-processing products and 
make us a strong contender in high performance mixed-signal 
ASICs. 

MAJOR PROGRESS 
Since publication of the selection guides in the 1988 Databook 
Series, more than 120 significant new products have been intro
duced by Analog Devices; they run the gamut from brand new 
product categories and technologies to new standard products 
(with improvements in price, performance or design) to aug
mented second-source products. They are all classified and sum
marized in these volumes, along with existing products that are 
desirable for use in new designs. 

Examples of outstanding new products to be found in this book 
include: 
• the AD840-849 series of monolithic operational amplifiers 

combining high speed and precision-fabricated in Analog 
Devices' complementary bipolar process-and the wideband, 
low-distortion AD9617/9618 current-feedback op amps 

• the AD546 low cost plastic-packaged electrometer op amp 
• the AD705 op amp with minimal voltage and current drifts 
• the AD640 monolithic high-accuracy wideband logarithmic

amplifier strip 
• the AD598 monolithic error-insensitive LVDT signal 

conditioner 
• the high speed, monolithic AD969619697 single and dual com

parators-and the fast, high-precision AD790 comparator 
• the monolithic AD1322 200 MHz pin drivers and AD1315 

active load for ATE applications 
• the monolithic AD9901 dead-zone-free precision phase 

discriminator 
• the 6B Series of configurable, digitizing, "sensor-to-serial" 

isolated signal-conditioning modules. 
Many more could have been included in this list. 

Introduction 
THE 1990 LINEAR PRODUCTS DATABOOK 
This volume provides complete technical data on Analog De- II 
vices "linear" products-designed to process, condition and oth-
erwise operate on Cl1IQlog signals with analog results . One of a set 
of three volumes, it is accompanied by the DSP Products Data-
book, dedicated to products for high-performance digital signal
processing (i.e., digital-to-digital), and the Conversion Products 
Databook, which covers products involved in spanning the inter-
face between analog and digital. 

The product data in this book are intended primarily for the 
majority of users who are concerned with new designs. For this 
reason, those existing and available products that offer little if 
any unique advantage over newer products in future designs are 
included in the Index and data sheets are available from us sepa
rately-but they are not published in this book. 

This book includes: 
• comprehensive data sheets on more than 160 significant 

product families 
• orientation material and selection guides for rapid product 

finding 
• a representative list of available Analog Devices technical pub

lications on real-world analog and digital signal-processing 
• our Worldwide Sales Directory and 
• the Product Index to all three volumes. 

TECHNICAL SUPPORT 
Our extensive technical literature discusses the technology and 
applications of products for precision measurement and control. 
Besides tutorial material and comprehensive data sheets, includ
ing a large number in our Databooks, we offer Application 
Notes, Application Guides, Technical Handbooks (at reasonable 
prices), and several free serial publications; for example, Analog 
Productlog provides brief information on new products being 
introduced, and Analog Dialogue, our technical magazine, pro
vides in-depth discussions of new developments in analog and 
digital circuit technology as applied to data acquisition, signal 
processing, control, and test. DSPatch ,. is a quarterly newslet
ter that brings its reader up-to-date applications information on 
our DSP products and the general field of digital signal process
ing. We maintain a mailing list of engineers, scientists, and 
technicians with a serious interest in our products. In addition 
to Databook catalogs-and general short-form selection 
guides-we also publish several short-form catalogs on specific 
product families. You will fmd typical publications described on 
pages 21-7 to 21-9 at the back of the book. 

DSPal<:h is a trademark of Analog Devices, Inc. 
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SALES OFFICES· 
Backing up our design -and mailUfacruring capabilities and our 
extensive atray of publications is a network of sales offices and-
representatives throughout the United States and most of the 
world. They are staffed by experienced sales and applications 
engineers, and many of them maintain a local stock of Analog 
Devices products. Our Worldwide Sales Directory, as of the 
publication date, appeatS on pages 21-10 and 21-11 at the back 
of the book. 

RELIABILITY 
The manufacture of reliable products is a key objective at 
Analog Devices. The primary -focus is the companywide Quality 
Improvement Process (QIP). In addition, we maintain facilities 
that have been qualified under-such standards as MIL-M-38510 
for ICs in the U.S. and Ireland and MIL-STD-1772 for hybrids. 
More than 14 of our products-both proprietary and second
source-have qualified fot JAN part numbers; others are- in the 
process. A larger number of products-including many of the 
newer ones lust starting the JAN qualification process-are 
specifically characterized on Standard Military Drawings 
(SMDs): Most of our ICs are available in versions that comply 
with MIL-STD-883C Class B. We publish a Military Products 
Databook for designers who specify ICs and hybrids for military 
contracts (the 1990 issue contains data on nearly 223 available 
product famiIies). A newsletter, Analog Briefings®, provides cur
rent information about the status of reliability at ADI. 

Our PLUS program makes available standard devices (commer
cial ~d industrial ~ades, _ plastic or ceramic packaging) for any -
user with demanding application environments, at a small pre
mium. SUbjected to stringent screening, similar toMIL-STD-
883 test methods, these devices are suffui~d "/ +" and are 
available from stock. 

Anai.,g Briefings is a registered trademark of Analog Devices, Inc. 
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PRODUCTS NOT FOUND IN THE SELECTION 
GUIDES 
For maximum usefulness to designers of new equipment, we 
have limited the contents of selection guides to products most 
likely to be used for the design of new circnits and systems. If 
the model number of a product you are interested in is notin 
the Index,turn to page 21-4 at the back of this volume where 
you will fmd a list of older products for which data sheets are 
available upon request. On page 21-5 you will fmd a guide to 
substitutions (wh<;re possible) for products no longer available. 

PRICES 
Accurate, up-to-date prices are an important consideration in 
making a c1toice among the many available product famiIies. 
Since prices are subject to c1tange, current price lists and/or 
quotations are available upon request from our s8Jes offices. 
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Selection Guide 
Operational Amplifiers 
High Speed Amplifiers 

Settling Supply 
GBW SR Time Vos lOUT Current 
MHz V/fJ-s nsto % Acr. min mV mA mA Package Temp 

Model typ typ typ VN typ min typ Options l Range' Page Comments 

AD5539 1400 600 12-1 +5, -4 2 11 25 N,Q C,M 2·335 Improved Replacement for SElNE5539 
ADS29 750 230 65-0.1 1 0.2 32 typ 5 N,Q,R C,I,M 2·247 High Speed, Low Noise, Video Amp 
AD844 900 2000 100-0.1 1 0.05 SO 6.5 N,Q,R I,M 2·287 Constant 10 ns Rise Time for Any 

Pulse Input, Current Feedback 
ADS49 725 300 SO-O.1 25 0.3 32 typ 5.1 N,Q,R C,I,M 2·327 High Speed, Low Power Preamp, 

Drives Capacitive Loads 
AD846 450 450 110-0.01 1 0.025 65 typ 5 N,Q I,M 2·307 High Speed, Precision, 

Current Feedback 
AD840 400 400 100-0.01 10 0.1 50 10.5 N,Q C,M 2·251 Wide Bandwidth Precision, 

Fast Settling, AVCL 2: 10 
AD9617 180 1600 10-0.1 3 0.4 60 34 N,Q,R C,I,M 2·359 Low Distortion, Wide Bandwidth, 

IMDs -70 dBc at 20 MHz 
AD84S 175 300 100-0.1 5 0.2 32 typ 5.1 N,Q,R C,I,M 2·327 High Speed, Low Power, 

Drives Capacitive Loads 
AD9618 160 IS00 10-0.1 +5, -1 0.2 60 31 N,Q,R C,I,M 2·367 Low Distortion, Wideband, 

IMD s -70 dBc at 20 MHz 
AD9610 100 3500 18-0.1 1 0.3 50 21 H I,M 2·351 Wide Bandwidth, Fast Settling 
ADS42 SO 375 100-0.01 2 0.5 50 13 H,N,Q C,M 2·267 Fast Settling, High Current Output, 

Cable Driver, AVCL 2: 2 
ADS27 50 300 120-0.1 1 0.5 32 typ 10 N,Q,R C,I,M 2·239 DuaIAD847 
AD847 50 300 120-0.1 1 0.5 32typ 5.1 N,Q,R C,I,M 2·319 High Speed, Low Power, 

Drives Capacitive Loads 
AD841 40 300 110-0.01 1 0.5 50 11 E,H,N,Q C,M 2·259 High Speed, Precision, 

0 
Drives Capacitive Loads 

iR AD843 34 250 135-0.01 1 0.5 50 12 N,Q,H C,I,M 2·275 FET Input, Fast Settling, High Speed 

~ AD845 16 100 350-0.01 1 0.7 50 typ 10 N,Q C,I,M 2·299 FET Input, Fast Settling, High Speed 

:::! AD744 13 75 500-0.01 +2, -1 0.3 25 3.5 H,N,Q,R C,I,M 2·219 FET Input, Fast Settling, High Speed, 
0 Custom Compensation 

~ AD746 13 75 500-0.01 +2, -1 0.3 25 3.5 H,N,Q,R C,I,M 2·231 DualAD744 
..... AD713 4 20 1000-0.01 1 0.3 25 typ 10 H,N,Q C,I,M 2·191 QuadAD711 
:to AD711 3 16 1000-0.01 1 0.3 25 typ 2.5 H,N,Q,R C,I,M 2·167 Precision BiFET 
~ AD712 3 16 1000-0.01 1 0.3 25 typ 5 H,N,Q,R C,I,M 2·179 Dual AD711 
I"" 
::;; 

'Package Options: E-Leadless Chip Carrier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line; Q-Cerdip; R-Small Outline Plastic (SOlC). i'ii 
~ 2Ternpersrure Ranges: G-Commercial, 0 to +70"<:; I-Industrial, -40"<: to +85"<: (Some older products -25°C to +85°C); M-Military, -55"<: to +125"<:. 

Boldface Type: Product recommended for new design. 
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~ Selection Guide 
c 
~ 
~ Operational Amplifiers 
:.:l c 
~ Precision Amplifiers 

Noise Slew : CMRR ,... 
Vos VosTC fA.Vp-p GBW Rate 

.. 

IB ·dB 
~ 
15: fA.V fA.VrC 0.1-10 Hz MHz V/fA.s nA f=lkHz Package Temp 

~ 
Model max max typ typ typ max typ Optionsl Range' Page Comments 

5i AD707 5-100 0.0~.3 0.23 0.9 0.3 0.5-2.5 140 H,N,Q,R C,I,M 2-151 Highest DC precision 
iii AD708 5-90 0.0~.3 0.23 0.9 0.3 0.S-2.5 140 H,N,Q,R C,I,M 2-159 DualAD707 
~ AD844 50-300 1-5 60 2000 450 N,Q I,M i-287 Precision, High. Speed 

AD846 25-200 0.8-5.5 75 450 450 N,Q I,M 2-:307 High Precision, High Speed 
ADOP-07 25-100 0.6-2.5 0.35 0.6 0.17 2-12 95 H,N,Q,R C,M 2-383 Imp1:Oved Industry Standard 
ADOP·27 25-100 0.6-1.8 0.08 8 2.8 40-80 123 H,N,Q I,M 2-389 Ultralow Noise 
ADOP·37 25-100 0.6-1.8 0.08 63 (GBP) 17 40-80 123 H,N,Q I,M 2-397 Combines preeision and Speed 
AD705 25-90 0.6-2.0 0.5 0.8 0.15 0.1-0.15 110 N,Q,R C,I,M 2-135 Low IB precision Bipolar 
AD704 50-100 0.6-1.5 0.5 0.8 0.15 0.15-0.25 110 N,Q,R C.,I,M 2-131 QusdAD705 
AD706 50-100 1.0-1.5 0.5 0.8 0.15 0.15-0.25 110 N,Q,R C,I,M 2-143 Dual AD705 
AD517 50-100 1.3--3 2 0.25 0.1 0.25-2 94 H C,M 2-45 
AD547 250-1000 1-5 2 1 3 0.025-0.05 60 H C,M 2-51 Low Drift BiFET 
AD647 250-1000 2.5-10 4 1 3 0.035 76 E,H C,M 2-115 Dual AD547 
AD548 250-2000 2-20 2 1 1.8 0.0~.015 83 H,N,Q,R C,I,M 2-75 Low Power BiFET 
AD648 100-2000 3--20 2 1 1.8 0.03-0.015 83 H,N,Q,R C,I,M 2-121 DualAD548 

Low Noise Amplifiers 
Voltage Voltage Current 
Noise Noise Noise 
en en In ± In- Settling 
typ typ typ IB Vos GBW SR Time ~L 
10kHz 1kHz 1 kHz typ mV MHz V/fA.s nsto % mIn Package Temp 

Model nVYHZ nVYHZ pAYHZ nA typ typ typ typ VN Optionsl Range' Page Comments 

AD9617 1.3 2.0 45/45 12000 0.5 190 1600 10-0.1 ±1 N,Q,R C,I,M 2-359 Low Distortion, Wide Bandwidth 
AD9618 1.3 2.0 45/45 10000 0.5 160 1800 9-0.1 +5, -1 N,Q,R C,I,M 2-367 Low Distortion, Wide Bandwidth 
AD844 2 12/10 200 0.05 900 2000 100-0.1 1 N,Q I,M 2-287 Current Feedback Amplifier 
AD846 2 6120 100 0.025 450 450 110-0.01 1 N,Q I,M 2-307 Current Feedback, precision 
AD849 3 3300 0.3 725 300 80-0.1 25 N,Q,R C,I,M 2-327 High Speed, Low Power 
ADOP·27 0.35 3 0.4/0.4 10 0.025 8 1.7 1 H,N,Q I,M 2-389 Low Noise, precision 
AD OP·37 0.08 3 0.410.4 10 0.025 63 17 5 H,N,Q I,M 2-397 Low Noise, Precision 
AD743 2.9 3.2 0.007 0.15 0.1 4.5 2.8 1 N,Q,R C,I,M 2-207 Ultralow Noise FET Input 
AD829 2 1.5 3300 0.2 750 230 65-0.1 1 N,Q,R C,I,M 2-247 High Speed, Low Noise, Video Amp 
AD5539 4 6000 2 1400 600 12-1 +5,-4 N,Q C,M 2-335 Improved Replacement for NE5539 
AD840 4 3500 0.1 400 400 100-0.01 10 N,Q C,M 2-251 Wide Bandwidth, precision 
AD848 5 3300 0.2 175 300 100-0.1 5 N,Q,R C,I,M 2-327 High Speed, Low Power 
AD645 8 9 0.610.6 0.0007 0.1 2 2 1 H,N C,I,M 2-107 FET Input, Low IB 
AD9611 1.1 1..6 38/38 1000 0.5 280 1900 13-0.01 1 H I,M 21-4 Ultrafast Settling, Wide Bandwidth 
AD9610 0.7 1.6 32132 5000 0.3 100 3500 18-0.1 1 H I,M 2-351 Wide Bandwidth, Fast Settling 
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Low Cost, General Purpose Amplifiers 
Settling 
Time Noise 

Vos VosTC IB BW SR jl.S jl.Vp-p 
mV jl.V/"C nA MHz V/jl.s 0.01% 0.1-10 Hz Package Temp 

Model max max max typ3 typ typ typ Options1 Range' Page Comments 

AD707 0.015-0.09 0.1-1 1-2.5 0.9 0.15 0.23 H,N,Q,R C,I,M 2-151 Very High DC Precision 
AD705 0.025-0.09 0.6-2.0 0.1-0.15 0.8 0.15 0.5 N,Q,R C,I,M 2-135 Low IB Precision Bipolar 
AD704 0.05-0.10 0.6-1.5 0.15-0.25 0.8 0.15 8 0.5 N,Q,R C,I,M 2-131 QuadAD705 
AD706 0.05-0.10 1.0-1.5 0.15-0.25 0.8 0.15 8 0.5 N,Q,R C,I,M 2-143 DualAD705 
ADOP-07 0.025-0.15 0.6-2.5 3-12 0.6 0.17 0.35-0.38 H,N,Q,R C,M 2-383 Improved Industry Standard 
AD711 0.025-2 3-20 0.025-0.05 4 20 1 2 H,N,Q,R C,I,M 2-167 ExceUent Combination of AC 

and DC Performance at 
Very Competitive Prices 

AD548 0.25-2 2-20 0.01-0.02 1 1.8 8 2 H,N,Q,R C,I,M 2-75 Low Power, High Performance 
ADS42 0.5-2 S-20 0.02S--{).05 1 3 2 H C,M 2-51 High Performance BiFET 
ADS44 0.5-2 5-20 0.025--{).05 2 13 2 H C,M 2-51 High Performance BiFET 
AD741 3-6 20 200-500 1 0.5 H,N C,I,M 2-203 Improved Second Source 

Low Input Current Amplifiers 

Input Impedance CMRR Vas 
IB Differential Common Mode dB Vas TC BW 
pA fillpF f=l kHz mV jl.vrc MHz Package Temp 

Model max typ typ max max typ3 Options1 Range' Page Comments 

AD549 0.06-6.25 W3111 1015110.8 62 0.25-1 5-20 1 H C,M 2-83 Monolithic, Lowest IB 
ADS15A 0.075--{).3 1013111.6 1015110.8 62 1-3 15-50 1 H C 2-39 Lower Cost ADSlS Replacement 
AD546 0.5-1 1013111 1015110.8 62 1-2 20 1 N C 2-{i3 Precision Low Cost Electrometer 
AD645 1.5-3 W 3111 101~13 94 0.25-0.5 5-10 2 H,N C,I,M 2-107 Low Noise, Precision BIFET 
AD545A 1-2 1013111.6 1015110.8 62 0.25-1 3-25 1 H C 2-59 Lower Cost ADS45 Replacement 
AD548 10-20 101'113 3 x 1012113 84 0.25-2 2-20 1 H,N,Q,R C,I,M 2-75 Low Power, Low Cost 
ADS47 25-S0 1012116 10121113 60 0.25-1 1-5 1 H C,M 2-51 Low Drift 
AD711 25-50 3 x 1012115.5 3 x 1012115.5 62 0.25-2 3-20 4 H,N,Q,R C,I,M 2-167 Low Cost BiFET, ExceUent 

AC and DC Performance 

IPackage Options: E-Leadless Chip Cartier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual·In-Line; Q-Cerdip; R-Small Outline Plastic (SOle). 
'Temperature Ranges: C-Commercial, 0 to +70"C; I-Industrial, -40·C to +8S·C (Some older products -2S·C to +8S·C); M-Military, -SS"C to + l2S·C. 
'Unity gain small signal bandwidth. 
Boldface Type: Product recommended for new design. 

II 



~ 
0) 

0 
fR 
~ 
:::! 
0 

~ 
r-
:to 

~ ,... 
5i 
!Ti 
~ 

Selection Guide 
Operational Amplifiers 
Dual Operational Amplifiers Settling 

Vos Slew Time 

Vos TC IB BW Rate to 0.01% 

mV fJ-vrc nA MHz V/fJ-s fJ-s Package Temp 

Model max max max typl typ typ Options2 Range3 Page Comments 

AD70S 0.03-0.1 0.3-1.0 1-2.5 0.9 0.3 H,N,Q C,I,M 2-159 Highest DC Precision; Excellent 

Matching Between Amps, Dual AD707 

AD706 0,05-0.10 1.0-1.5 0.15-0.25 O.S 0.15 N,Q,R C,I,M 2-143 Dual AD70S, Low IB Precision Bipolar 

AD712 0.3-3 5-20 0.05-0.075 4 20 H,N,Q,R C,I,M 2-179 Excellent AC and DC Performance, 

Dual AD711 

AD746 0.25-1 3-20 US 13 75 0.5 H,N,Q C,I,M 2-231 Precision, Fast Settling, Dual AD744 

AD647 0.25-1 2.5-10 0.035-0.075 3 E,H C,M 2-115 Dual AD547 

AD648 0.3-2 3-20 0.01-0.02 1 1.8 S H,N,Q C,I,M 2-121 Low Power, BiFET, Dual ADS48 

AD642 0.5-2 0.035-0.075 I 3 H C,M 2-95 Dual AD542 

AD644 0.5-2 0.035-0.075 2 13 H C,M 2-101 Dual AD544 

ADS27 2.0-4.0 IS SO 300 0.065-0.1 N,Q,R C,I,M 2-239 Dual AD847, High Speed, Low Power 

Quad Operational Amplifiers Settling 

Vos Slew Time 

Vos TC IB BW Rate to 0.01% 
mV fJ-VrC pA MHz V/fJ-s fJ-s Package Temp 

Model max max max typl typ typ Options2 Ranges3 Page Comments 

AD704 0.05-0.10 0.6-1.5 150-250 O.S 0.15 N,Q,R C,I,M 2-131 Quad AD70S, Low IB Precision Bipolar 
AD713 0.5-1.5 20 75-150 4 20 N,Q C,I,M 2-191 Superior AC and DC Performance, Quad AD711 

Unity Gain Buffers 
-3 dB 
BW SR lOUT Vos Iss 
MHz V/fJ-S mA mV mA Package Temp 

Model typ min min typ max Options2 Range3 Page Comments 

AD9630 700 IS00 SO 2 22 N,R,Q,Z I,M 2-377 High Performance, Wide-Band Buffer 
AD9620 600 2300 SO 2 40 D I,M 2-375 High Performance, Low Harmonic Distortion Buffer 

'Unity gain smaII signal bandwidth. 
'Package Options: D-Side-Brazed Dual-In Line Cersmic; E-Leadless Chip Carrier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line; Q-Cerdip; R-SmaIl Outline Plastic (sorC); 
Z-Leaded Chip Carrier (Gull Wing). 

'Tempersture Ranges: C-{;ommercial, 0 to +70'C; I-Industrial, -40'C to +8S'C (Some older products -2S'C to +8SOC); M-Military, -SS'C to +12S'C. 
Boldface Type: Product recommended for new desigo. 



The amplifiers listed in this volume are intended to provide 
cost-effective solutions to the bulk of op amp requirements in 
precision measurement and control, as well as to more general 
requirements in electronic circuits. The technical data included 
here* cover the properties of more than 40 op amp families, 
comprising about 100 distinct types. Some are general purpose; 
others provide near optimum performance for specific classes of 
application. 

They differ in a variety of ways, for example, circuit technology, 
circuit architecture, package type and contents, input properties, 
output properties, operating temperature range and in terms of 
the many performance specifications. Most are monolithic ICs, 
including precision and high-speed dual devices; some are hybrid 
ICs. 

The IC and hybrid amplifiers catalogued in this volume are 
available in a broad choice of packaging styles, temperature 
ranges, and performance grades. If your application calls for 
versions of these products that have been processed in accordance 
with MIL-STD-883, a wealth of relevant information can be 
found in the latest edition of the Military Products Databook, 
available free upon request from Analog Devices. 

BACKGROUND 
The operational amplifier is today the most widely used analog 
subassembly. It is safe to say that its basic properties and appli
cations are sufficiently understood by most circuit designers and 
builders. However, the basis for choice, the subtleties of using 
op amps in circuits for best results (especially in precision meas
urement and control) and the varieties of possible applications 
are less clearly understood by op amp users, in varying degrees. 

In these few pages, we shall address the question of making a 
proper choice of op amp type for an application, in relation to 
the extensive array of device properties presented in the data 
sheets that follow. 

For those users requiring basic tutorial material, and detailed 
information on getting the most out of op amps, we have provided 
on page 2-17 a bibliography that should make available up to 
99% of information needed now and then, with "fanout" to the 
vast body of literature that - with some redundancy - will provide 
the remainder. Analog Devices' op amp data sheets are an excellent 
source of pertinent information. 

SELECTION PRINCIPLES 
In selecting the right device for a specific application, you should 
have clearly in mind your design objectives and a firm under
standing of what published specifications mean. Beyond this, 
you should detail the significant variables that are pertinent to 
your application. The purpose of this section is to put these 
many decision factors into perspective to help you make the 
most meaningful buying decisions. 

*In addition to the products Hated here, which are recommeaded for new 
designs, a number of older products are still available (ace page 11-4); 
data sheets are available upon request. 

Orientation 
Operational Amplifiers 

To make a proper choice of an operational amplifier for any 
given set of requirements, the designer must have: 

1. A complete definition of the design objecti'Oes. 
Signal levels, closed-loop gain, accuracy desired, bandwidth II 
requirements, circuit impedance, environmental conditions 
and other factors must be well defined before selection can 
be effectively undertaken. 

2. Firm understanding of what the manufacturer means by the 
numbers published for the parameters. 
Two manufacturers may have comparable published specifi
cations, but they may have been arrived at using differing 
measurement techniques. This creates a pitfall in op amp 
selection. To avoid these difficulties, the designer must know 
what the published specifications mean and how these pa
rameters are measured and then must be able to translate 
these published specifications in terms meaningful to the 
design requirements. 

There are three fundamental aspects to the rational selection of 
an operational amplifier for a given application: (1) establishing 
the circuit architecture, (2) defining the performance levels and 
(3) choosing the amplifier(s). 

1. To obtain a circuit building block to implement a defined 
functional job, the principal choices are either to purchase a 
committed functional device or to design a circuit employing 
op amps to perform the function. For example, to obtain a 
difference between two voltages, one may either purchase an 
instrumentation or isolation amplifier or design a suitable 
subtraction circuit using op amps. If a committed functional 
building block, with appropriate specs and price, is not avail
able, the circuit designer must start by developing schematic 
diagrams of circuits that will perform the function simply 
using "ideal" operational amplifiers. Many commonly used 
circuits can be found in textbooks, "cookbooks" and linear 
circuit books as well as in application notes and data sheets. 

2. Recognizing that the choice of an op amp depends on both 
the overall circuit requirements and the characteristics of 
available op amps, the designer should interpret the desired 
overall performance in terms of the parameters of op amps 
and establish acceptable ranges of parameters and their variation 
with time, temperature, supply voltage, etc. Examples of the 
key parameters are the input offset voltage, input bias and 
offset currents, and the high frequency performance and 
transient behavior of the op amp block (and its effect on the 
closed-loop circuit) for large and small signals. It will be 
helpful to develop an application checklist which includes 
such considerations as the character of the input signals and 
their impedance, the output load, the desired accuracy
static and dynamic - and the environmental conditions. 

3. The designer must then relate acceptable performance of the 
op amp building block to the specifications and prices of 
available devices from preferred suppliers, bearing in mind a 
firm understanding of the way in which manufacturers defme 
their specifications and how defInitions can differ in a way 
that may be misleading. A set of definitions used by Analog 
Devices follows this discussion. 
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APPLICATION CHECKLIST 
Byway of an application checklist, the designer will need to 
account for the following: 

Chmactm of the application: . The character of the application 
(inverter, follower, differential amplifier, etc.) willoften.influence 
the choice of amplifier. For example, an adjustable-gain wideband 
application may call for a transimpedance op amp to !«:ep bandwidth 
independent of gain setting. 

Accurate description of the input signal: It is extremely important 
that the input signal be thoroughly characterized. Is the input a 
voltage source or current source? Range of amplitude? Source 
impedance? Time/frequency characteristics? 

Environmental conditions: What is the maximum range of tem
perature, time and supply voltage over which the circuits must 
operate (to the required accuracy) without readjustment? 

Accuracy desired: The accuracy requirement determines the 
extent to which the foregoing considerations are critical, and 
ultimately pointS the way to a device (or series of devices) which 
are acceptable. Accuracy must, of course, be defined in terms 
meaningful to the application with regard to bandwidth, dc 
offset and other parameters. 

SELECTION PROCESS 
In general, the objective of amplifier selection should be to 
choose the least expensive device which will meet the physical, 
electrical.and environmenal requirements imposed by the.appli
cation. This suggests that a "General Purpose" amplifier· will be 
the best choice in all applications where the desired performance 
requirements can be met. Where this is not possible, it is generally 
because of limitations encountered in two areas - bandwidth 
requirements and/or offset and drift parameters. 

To make it easier to relate bandwidth requirements with the 
drift and offset characteristics, a capsule view of bandwidth 
considerations precedes the dc discussion below. The reader is 
then returned to an expanded discussion of gain bandwidth 
considerations. . 

Gain Bandwidth Considerations, A Capsule View 
Although all selection criteria must be met simultaneously, 
determination of the bandwidth requirements is a logical starting 
point because: 

1. If dc information is not of interest, a suitable blocking capacitor 
can be connected at the amplifier input and/or output and all 
of the "diift" specifications may usually be ignored, and 

2. Where high frequency (> 10MHz) characteristics are of primary 
importance, the choice will be limited to those amplifiers 
designated "Wide BandwidthlFast Settling." 

Where dc information is required and where frequency require
ments are relatively m04est (full power response below 100kHz, 
unity gain bandwidth of less than 1.5MHz) other criteria will 
probably influence the final choice. It is important, however, to 
choose an amplifier with which an adequate value of loop gain is 
assured (at the maximum frequency of interest) to obtain the 
desired accuracy. Loop gain is the excess of open-loop gain Qver 
closed-loop gain, and is responsible for the diminishing error 
due to fluctuations in the open-loop gain due to time, temperature, 
etc. For example, if the closed-loop gain is 1,000, the open-loop 
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gain must be at least 100,000 to yield an error of no more than 
1%, and 1,000,000 to yield an error no greater than 0.1%. Where 
undistorted response is required, the specifications for full Iiuear 
response and slewing rate should be chosen such that they are 
not exceeded at the highest frequency of operation. 

Most. operationaiamplifiers are voltage-to-voltage IIIl1plifiers. 
However, for wide bandwidth applications, it is often useful to 
consider applying a class of current -to-voltage amplifiers called 
cUrTent feedback (transimpedance) amplifiers. They are characterized 
by transresistance (AV J Ali) instead of gain CAV .,fA V i). Unlike 
voltage amplifiers, with their high input impedance, current 
feedback amplifiers have low (ideally zero) input impedance in 
order to minimize the gain-error voltage developed by their 
input current. Such amplifiers tend to be characterized by high 
slewing rates and high closed-loop bandwidth. In contrast to the 
const4nt gain. x bandwidth of most voltage amplifiers, the closed
loop bandwidth of a current feedback amplifier is essentially 
independent of closed-loop gain - as long as the feedback resistsnce 
is kept constant when the gain is adjusted. 

Offset and Drift Considerations 
In the majority of op amp applications, final selection is determined 
by the dc offset and drift characteristics. To undertake amplifier 
selection in these cases, it is necessary to translate the requireIn:ents 
listed above as follows. (It is assumed that bandwidth requirements 
and temperature range have been established at this point.) 

1.. What input impedance must the circuit present to the signal SOUf'ce? 
This depends primarily on the source impedance, R", and 
the amount of losding error which is acceptable. Most amplifier 
ckcuits are designed around the inverting and noninverting 
circuits of Figure I. The choice is often made between the 
two to accommodate the impedance requirement. Input 
impedance for the inverting circuit is approximately equal· to 
the summing impedance, R;, and the upper limit on the 
magnitude of R; is determined by the allowable drift error 
because of input bias current as discussed below. The nonin
vert.ing circuit offers inherently higher input impedance than 
the inverting circuit (due to "bootstrapping" feedback), and 
in .this case input impedance is approximately equal to the: 
common-mode impedance of the amplifier ReM. 

2. Huw much drift error can be tolerated? The question"is related 
to the input signal level, e., and the required accuracy. For 
example, to amplify or otherwise manipulate a dc input signal 
of one volt with an accuracy ofO.I%,the offset drift error, 
V d, must be one millivolt or less. (This assumes that other 
sources of error such as input losding, noise and gain error 
have already been allowed for.) By the same reasoning, the 
allowable drift error for a 1 volt signal and 0.01% accuracy . 
would be lOO",V. 

When this has been defmed, the allowable limits of offset 
voltage (c;,.), bias current (ib) and difference current can be· 
calculated by the equations of Figure 1. 



80 = -~ [as + 80s (Af:f Ri) + Ib Ri] 

~'------V------J 
Signal Input Drif; Error"" Vd 

RI r. RI + R· .1 
8 0 = - Ri les + ·os --R-I _I + id R~ 

'-r" • 
Signal Input Drift Error"" Vd 

Input Impedance RIN I::::: Ri 

% Drift Error "" 100Vd .. 

ForAe ::: 0 

and Rs« Ri 

For Re = Ri Rf/(Ri + Rf} 

and Rs« Ri 

Figure 1a. InvertingConfigwation 

'. 

RZ+R; r. . 1 
... --R-;- Les + eos + Ib RSJ for Re = 0 

'-r'~ 
Signal Drift Error = Vd 

Rz + R; [ .] R; Rz 
80 = --R-' - es + eos + Id Rs for Ae = As - ---

I Ri + R2 ----.-----. 
Signal Drift Error::::: Vd 

Input Impedance RIN ~ ReM 

% Drift Error = 100Vd 
e, 

Figure 1 b. Noninverting Configuration 

For example, in the case of the inverting circuit, an offset error 
voltage, i~;, is generated by the bias current flowing through 
the summing impedance. This error increases for increasing R;. 
Since R; also sets the input impedance, there is a conflict between 
high input impedance and low offset errors. Likewise, for a 
given offset error, higher values for R; can be used with an 
amplifier which has lower bias current. 

Where it will otherwise function properly, the noninverting 
circuit generally makes a better choice for high input impedance 
circuits. Also, for the same source and input impedance require
ment, a given amplifier will generate lower offset errors for the 
noninverting circuit than for the inverting circuit. This is so 
because the bias current flows only through R, for the noninverter 

and this will always be less than the input impedance, R;, of the 
inverter. Input impedance of the noninverter (approximately 
ReM) is typically 107 ohms even for the least expensive bipolar 
amplifiers and up to lOll ohms for FET types. 

Unfortunately, however, the noninverting configuration cannot -
always be used since it is not convenient to use for many circuit -
functions such as integration or summation. A further limitation 
occurs in high accuracy applications where common-mode errors 
may rule out this circuit configuration. Transimpedance amplifiers 
in the noninverting configuration have high dynamic input 
impedance, but they must be driven from a source that can 
furnish the input current. This rules out the possibility of unloading 
some high impedance sources but still permits a single amplifier 
to be used for noninverting gains (as always, it is helpful to 
consult the data sheet). 

Initial offsets can usually be zeroed at room temperature so that 
only the maximum temperature excursion (~T) from + 25°C 
need be considered. For example, over the range of - 25°C to 
+ 85°C, the maximum temperature excursion (~T) from +25°C 
would be 60°C. As a practical matter, offset errors due to supply 
voltage and time drift can generally be neglected since errors 
due to temperature drift are usually much greater. 

Current Amplifier Considerations 
Before leaving the subject of offset errors, we shall discuss 
briefly the current amplifier configuration which is shown in 
Figure 2a. The obvious approach to measuring current is to 
develop a voltage drop across a load resistor, Rr. and to measure 
this potential with a high impedance amplifier as shown in 
Figure 2b. 

eo "" -Rf [is + 80s ( R~,+A:') + ibJ .,..... . 
Signal Drift error = If 

'. 

InputlmpedanceAIN =(R:f+R~d) (1 +' Af3) 

where 1/(1 = 1 + Rf (A, + Rd) % Drift Error = 1~ If 
Rs Ad Is 

Figure 2a. Current Amplifier 

.o·Afis + 80s + ib Rf forAs>Rf 

~ ... Drift' Error = Vd 

Input Impedance RIN - Rf 

% Drift Error = R1~," I', 

'. 

Figure 2b. Voltage Amplifier with Sampling Resistor 
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This approach has several disadvantages as compared to the 
circuit of Figure 2a. First, the noninverting amplifier intro
duces common-mode errors which do not occur for Figure 2a. 
Second, an ideal current meter would have zero impedance 
whereas Rr in Figure 2b may become very large since this resistor 
determines the sensitivity of the measurement. Third, the changes 
of input impedance, Rem, for the noninverting amplifier with 
temperature will cause variable loading on Rr and hence a change 
in sensitivity. 

The current amplifier of Figure 2a circumvents all of these 
difficulties and approaches an ideal current meter; that is, there 
is essentially no voltage drop across the measuring circuit, since 
with enough open-loop gain, A, the input impedance RIN becomes 
very small.. 

In selecting a current amplifier, the most important consideration 
is current noise, and bias current drift. Measuring accuracy is 
largely the ratio of current noise and drift to signal current, is. 
To obtain the drift of error current Ie referred to the input, use 
the following expression. 

lH = [l:!.eos(Rf+RS)+ l:!.iB]l:!.T 
e l:!.T RfRs l:!.T 

Now, to make a proper selection you must pick an amplifier 
with an error current, Ie, over the operating temperature which 
is small compared to the signal current, is. Do not overlook 
current noise which may be more important than current drift 
in many applications. 

Gain Bandwidth Considerations, Expanded Discussion 
From the previous discussion, it is apparent that most general 
purpose operational amplifiers will usually give adequate per
formance for dc and audio-frequency-range applications. However, 
amplifiers having unity-gain bandwidth above 2MHz, full power 
response above 20kHz and slewing rate above 6V/fJ.s, in general, 
require special design techniques. Amplifiers with wideband, 
fast response characteristics have been listed in the Wide 
Bandwidth group to simplify the selection for higher frequency 
applications. 

One factor often overlooked is that stray capacitance and impedance 
levels of the external feedback circuit can be the major limitation 
in high frequency applications. For example, in Figure la, if Rr 
were one megohm, and stray capacitance, Cs, were one picofarad, 
then the closed-loop bandwidth would be limited to 160kHz 
(1I(21TR~-Cs» regardless of how fast the amplifier is. Moreover, 
output slewing rate will be limited by how fast Cs can be charged, 
which in tum is related to signal level, e" and input impedance, 
Rh by de.,ldt = - e,IR;Cs. For these reasons it is usually not 
possible to obtain both fast response and high input impedance 
for an inverting circuit since both R; and Rr must be large to 
obtain high input impedance. 

Another advantage of the noninverting circuit (Figure 1 b) is 
that input impedance, being determined by potentiometric feed
back, is independent of the impedance levels for R\ and R2. 
Therefore, a low impedance can be used for R2 so that stray 
capacitance of Cs will not limit the circuit's.bandwidth. In this 
case the minimum value for R2 is constrained only by the 
output current rating of the amplifier. Again the trade-off 
between the frequency response and input impedance of the 
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inverting and noninverting circuits must be evaluated in light of 
the common-mode rejection error (with frequency) introduced 
by the noninverter. 

For greater emphasis, wideband applications can be separated 
into categories - steady state and transient. Since the amplifier 
requirements for the two are somewhat different, these categories 
will be discussed separately. 

STEADY STATE APPLICATIONS 
Steady state applications involve amplifying or otherwise man
ipUlating continuous sinusoidal, complex or random waveforms. 
In these applications the significant issues in choosing an amplifier 
are as follows: 

1. Is dc coupling required? If dc information is of no consequence, 
then the offset drift errors are not usually important and a 
capacitor can be used if necessary to block the output dc 
offset. Your only concern here is that dc offset at the output 
does not become so large, as might be the case with a high 
gain stage, that the output is saturated or the dynamic swing 
for ac signals is limited. One way to circumvent the latter 
problem is to use feedback to limit the gain at dc as shown 
in Figure 3. The gain of this kind of circuit can be small at 
dc but large at high frequencies. 

., 
'1 C>-""" ..... , >----.... .., .. 

80 /8; 

t 
R - RaA4 
s- R2 + R4 

--------.~----

1 
(R3 +R.IC 

1 .,c 
w_ 

Figure 3. DC Feedback Minimizes Output Offset 
for AC Applications 

2. What closed-loop gain and bandwidth are required? Closed loop 
gain, G, is dictated by the application. For V/V amplifiers, 
to a first approximation the intersection of the open- and 
closed-loop gain curves in Figure 4 gives the closed loop 
bandwidth, fel ( - 3dB). For high gain, wideband requirements, 
it may be necessary, or more economical, to use two amplifiers 
in cascade each at lower gain. For transimpedance amplifiers, 
fel changes little over a wide range of gain as set by the choice 
ofR,. 

3. What loop gain is required or alternatively what gain stability, 
output impedance and/or linearity are necessary? The available 
loop gain at a particular frequency or over a range of frequencies 
is very often more important than closed-loop bandwidth in 
selecting an amplifier. Loop gain as illustrated in Figure 4, is 
defined as the difference, in dB, or as the ratio, arithmetically, 
of the open- to closed-loop gain (A[3 = A/G). You will find in 
most of the equations defining the closed-loop characteristic 
of a feedback (V/v) amplifier that the loop gain (A[3) is the 



determining factor in performance. Some of the more notable 
examples of this point are as follows: 

Figure 4. Closed-Loop Bandwidth and Loop Gain 

a. Closed-loop gain stability = Ll.G/G 
Ll.G/G=(Ll.A/A) [1/(1 +A(3)] where Ll.A/A is the open-loop 
gain stability, usually about 1 %rc. 

b. Closed-loop output impedance = Zoel = ZJ(l + A(3), where 
Zo is the open-loop output impedance, usually 200 to 5,000 
ohms. 

c. Closed-loop nonlinearity = Lcl = Lol/(l + A(3), where Lol is 
the open-loop linearity error, usually less than 50/0. 

Loop gain of 100, or 4OdB, is adequate for most applications, 
and this is readily achievable at dc and low frequencies. But 
note that loop gain decreases with increasing frequency which 
makes it difficult to obtain large loop gains at high frequencies. 
For this reason it may be necessary to use a 10MHz unity gain 
amplifier in order to obtain adequate feedback over a 10kHz 
bandwidth. 

4. What full power response and/or slew rate are required? 
You should examine your expected output waveform and 
select an amplifier whose slewing rate, with the expected 
capacitive output load, exceeds the maximum rate of change 
of output signal. For a sinusoidal waveform with a peak 
voltage output equal to the rated amplifier output the frequency 
should not exceed fp, the full power response of the amplifier. 
As the output signal voltage is reduced below the rated output 
voltage, the usable maximum frequency can be extended 
proportionately. If you do not observe these restrictions, you 
will get distortion and unexpected de offsets at the output of 
the amplifier. 

For some monolithic amplifier designs intended for high-gain 
and wide-bandwidth applications, their frequency response is 
not a simple 6dB roll-off; the response may be shaped with 
external RC components for improved performance at lower 
closed-loop gains. Using feedforward or phase lag compensation 
networks, gain-bandwidth product and/or full power response 
may be shaped to meet varying design requirements. Most 
internally compensated V N op amps offer a stable 6dB per 
octave roll-off with specified unity gain-bandwidth and slew rate 
thereby limiting maximum speed and response to those published 
specifications. 

Eo+4E-..... 
ERROR ~ -FINALVALUE.io---

BAND 1 

SLEWING RECOVERY LINEAR SETTLING 

SETTLING TIME TO:!: il.E-t 

OR:!:~X100% 

Figure 5. Typical Settling Time Characteristics 

TRANSIENT APPLICATIONS 
In applications such as A/D and D/A converters and pulse am
plifiers, the transient response of the wideband amplifier is generally 
more important than the gain bandwidth characteristic described 
above. Slewing rate, overload recovery and settling time are the 
specifications which determine the transient response. 

When applying the high frequency amplifier, it is important to 
understand how amplifier performance is affected by component 
selection as well as impedance levels used around the amplifier. 

Settling Time 
S etlling time is defined as the time elapsed from the application 
of a perfect step input to the time when the amplifier output 
has entered and remained within a specified error band symmetrical 
about the final value (Figure 5). Settling time therefore includes 
the time required for the amplifier to slew from the initial value, 
recover from slew rate limited overload, and settle to a given 
error in the linear range. 

The time and frequency response of a linear, bilateral network 
or amplifier are related by well know mathematics. For example, 
the step response for a well behaved, ideally linear, 6dB/octave 
amplifier with a closed-loop bandwidth of Wcl is shown in 
Figure 6. 

However, since settling time is determined by a combination of 
amplifier characteristics (both linear and nonlinear) and because 
it is a closed-loop parameter, it cannot be readily predicted from 
the open-loop specifications such as slew rate, small signal band
width, etc. 

Analog Devices specifies settling time for the condition of unity 
gain, relatively low impedance levels and no capacitive loading 
(unless otherwise indicated). A full-scale step input is used to 
determine settling time and the step is generally unipolar - i.e., 
from zero to plus or minus full scale. The settling time indicated 
is generally the longest time resulting from a step of either 
polarity and is given as a percentage of the full-scale step 
transition. 

Settling time is a nonlinear function. It varies with the input 
signal level and it is greatly affected by impedances external to 
the amplifier. 
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ERRORS DUE TO NOISE 
A major criterion in the selection of an amplifier for low level 
signals is. the .!ID!plifier input noise, since this is usually the 
limiting factor on system resolution. In the general case, amplifier 
noise can be chamcterized by a voltage source in series with the 
summing junction and a current source in parallel with the 
summing junction" Whenever high source impedance is encoun
tered, current noise flowing through the source impedance will 
appear as an additional voltage noise, combining with the amplifier 
voltage noise. The sum of these noise sources will then be amplified 
along with the desired signal. For this reason, selection of a 
particular amplifier must consider both the amplifier noise per
formance as well as the source impedance. 

FINAL VALUE T = -.!.. 
w" 

2.3f 4.6T 

Figure 6. Step Response for Linear6dB/Octave Amplifier 

Consideration must also be given to noise sources other than the 
amplifi!!r whenever determining total system noise. RF and digi
tal noise may be fed into an amplifier through any connecting 
wire, including power supply and output leads. Adequate shielding 
and low_pass filters on aU incoming leads will greatly reduce 
noise pickup. 

Thermal noise is generated in any conductor or resistor as a 
result of thermal agitation of the electrons. This noise voltage 
source, 'sometimes referred to as "Johnson Noise," is' generated 
in the resistive component of any impedance and has.a value: 

en = v'4kTBR 

where en = the rms value of the noise voltage 
k :. BoltZlt1an's Constant (1.38 x 1<¥3 jouleslK) 
T = absolute temperature of the resistance, K 
B = the bandwidth in which the noise is measured 

Since noise is related to the bandwidth over which the measurement 
is made, no noise specification is meaningful unless the bandwidth 
for the specification is given. Although the thermal noise equation 
iriay appear unwieldy, for practical noise calculations, all that is 
required to enable rapid approximations is to apply a few sirhple 
rules of thumb. ' 

Rules of Thumb 
1. Remember that a lOOkO resistor generates 4OnV'rms in a 

1Hz bandwidth. The noise voltages generated by other values 
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of resistances in other bandwidths can be calculated by re
membering that the rioise is proportional to the square root 
of the resistance and the bandwidth; i.e. . . 

en (rms) = (40nWvHz) ( V l : kO (BW) ) 

2. To conven the rms noise to a p-p value, a conversion factor 
of 6.61lV P-p/IlV rms is applied for less than 0:1% probability 
of noise peaks exceeding calculated limits. 

3. The total rins noise contribution due to several noise sources 
is determined by the square root of the sum of the squares: 

If any noise source is' less than ,a third of another, it may be 
neglected. The resulting error will beless than 5%. 

4. Restricting the bandwidth ofa system to the minimum usable 
and using the lowest impedances possible are W;lYS to reduce 
noise. 

DESIGN EXAMPLE 
Figure 7a illustrates a typical circuit with noise calculations 
shown for each noise source. 'The total of the noise sources is 
obtained by adding each of the individual sources in arms 
fashion. 

COMPONENT ~ OUTPUT CONTRIBUTION 

R'N JohnsOn 'Ncti$e ~(RF/RINI 
As Johnson Noise ~(RF/RIN+1) 
R, Johnson Noise ~ 
'., Amp. CumIRl Noise . in,RF 

' ... Amp. CUrrent Noise (iazRs) (RF/RIN.+1) 

On Amp. Voltage Noise en (RF/RIN+1) 

Figure 7a. Noise Components 

Figure 7b illustrates how the Rules of Thumb may be applied 
in a pmctical case to approximate the total output noise. . 
In this exairiple, a low noise type amplifier (AD OP·37) is 
being used with a 50kO source impedance. The two major noise 
sources, in addition to the AD OP-37's input voltage noise of 
0.181lV p-p, are the Johnson noise (591lV p-p) and current 
noise (83pA p-p). 



GAIN = 100 
BW'"' 0.01 TO 10Hz 
RS "'5Okn 
RF = 1D1dl 
RIN = 100.0 

1) RESISTOR NOISE: RF -i 13nVtVHZ 
nlN -+ !1.3nV/VHZ 
Rs -:\' 128nV/VHzl 101 = 2.8flVlvHZ 

TOTAL RESISTOn NOISE IN 10Hz BW = 
(2.8pVlVHZI fVi'iiHz16.6pV poP/flV rms = 59f1.V p.p 

21 AMPLIFIER CURRENT NOISE: f83pA pop) (50k) (101) ::: 422p V (Rs) 
(83pAp·pI!10kl = O.8 ... VIRFI 

31 AMPLIFIER VOLTAGE NOISE: (0.18Vp·pl(101}::: 18.2pVp·p 

TOTAL OUTPUT NOISE = \l'1422Iz + 15912 +118.212 +10.1812 '" 426flV pop 

Figure 7b. Design Example 

HOW THE OPERATIONAL AMPLIFIERS ARE 
CLASSIFIED 
To assist the designer in distinguishing among the many types 
available from Analog Devices, we have provided a Selection 
Guide in which amplifiers are grouped in terms of common 
properties which have been optimized in order to satisfy the 
needs of specific classes of applications. Once the choice has 
been narrowed to the manageable number of types in any group, 
distinctions can be dtawn in terms ·of other requirements or 
considerations. 

Temperature Range and Nomenclature: Analog Devices operational
amplifier nomenclature uses suffixes to permit ready identification 
of the temperature range for which device operation to meet 
critical specifications has been designed or selected. The most 
popular range comprises the "commercial" temperatures from 0 
to 70°C; it is designated by suffixes such as J, K, L, M, in 
order of increasingly tighter specs (e.g., ADS49L). Also popular 
is the "extended" range, - SSOC to + 12SOC, designated by S, 
T, U, (e.g., ADS lOS); not all families have types with specified 
performance in this range. There are a few types designed for 
operation in the "industrial" range, - 2SOC to + 8SOC, designated 
by A, B. Wide-range types will generally meet the same or 
better specs in a narrower temperature range. A few types are 
second-sources for products originally introduced by other manu
facturers. In those instances, the generic nomenclature is used 
(AD741C) or enlarged upon, if superior selections are offered 
(e.g., AD741L). 

SELECTION GUIDES 
Seven Selection Guides classify operational amplifiers within 
these categories: 

High Speed Amplifiers 
Unity Gain Buffers 
Precision Amplifiers (low Vos, low drift, high dc gain) 
Low Input-Current Amplifiers 
Low Noise Amplifiers 
Low Cost, General Purpose Op Amps 
Dual OpAmps 
Quad Op Amps 

The choice of category depends on which class of specifications 
is most critical. Within these categories, the selection guides 
provide comparisons of salient specifications. 

These selection areas are pretty broad; they include various 
criteria, not all of which are central to the application. For 
example, if one is seeking a high-input-impedance amplifier for 
an ac application, voltage offset and dtift may be far less critical 
than bias current, and both of these may be unimportant compared 
to bandwidth. 

With the hope that it will be found useful, the following interpretive 
list identifies the best device choices in a variety of categories: 

(At the extremes of performance are the fastest op amps and the 
highest-precision op amps.) 

The fastest op amps include those having 

• the highest slewing rates, - the hybrid AD9610 (3,S00V/ILS), 
and the monolithic AD844 (2,OOOV/",s) and AD9618 (1,800YI 
",s) 

• the lowest settling time - the monolithic CB (complementary 
bipolar) AD840/841/8421846 (liOns to ±0.01%), the hybrid 
AD9610 (20ns to 0.1%) and the AD9618 (9ns to 0.1%) 

• the highest gain--bandwidth - the ADSS39 (l,400MHz) and 
the CB AD844 (900MHz), AD849 (72SMHz) and AD840 
(400MHz) 

High-speed op amps are characterized by high slewing 
rates, fast settling time and wide bandwidth. Fast settling 
time is especially important in applications with rapidly 
changing or switched analog data in buffess, D/A conver
ters, and multiplexer circuits; wide small-signal bandwidth 
is important in preamplification and in handling low-level 
wideband ac signals; high slewing rate is associated with 
fast settling time and is also important in handling ac 
signals having large magnitudes with minimum distortion 
since the large-signal bandwidth is closely related to the 
slewing rate. 

ICs using the proprietary Analog Devices CB (com
plementary bipolar) process contain wideband PNP and 
NPN transistors that have similar characteristics - without 
the use of dielectric isolation. Since poor frequency 
response of lateral PNPs is the source of the bandwidth 
limitation in conventional linear bipolar processes, CB 
devices can have much faster response. 

The highest-precision monolithic op amp families include those 
having 

• the grades with the lowest untrimmed offset 'DOltage- the AD707 
(1S",V) and AD OP-07/27/37 (2S",V) 

• the lowest bias currenr - the revolutionary electrometer op amp 
using top-gate-FET inputs, the ADS49 (60 femtoamperes) 

• the knvest drift - the AD707 (lOOnYI"C) 
• the highest open-loop gain (hence highest accuracy as an integrator 

and high-gain amplifier) - again the AD707! (13 x 10"V1V) 
• the highest common-mode rejection - once again the AD707 

(130dB), followed by the AD OP-27/37 (1l4dB) and the AD 
OP-07 (1l0dB) 

Precision op amps (in this list) include those emphasizing 
• Low IMs current and high input impedance. These types 

use the inherently high input impedance and low leakage 
current of junction field-effect transistors (FETs) to deal 
with cOnI1gI1rations that measure low currents or involve 
high resistance values. Applications range from general 
purpose high-impedance circuitry to integrators, current
to-voltage convertess, and log-function generation, to 
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measurements with high-impedance transducers such as 
photomultipliers, flame detectors, pH cells and radiation 
detectorS. 

• High QCCIII'/JCjI through low offset and drift voltage,low 
. voltage noise, high open-loop gain, and high common
mode rejection (CMR). Such types are used for high
accuracy instrumentation, low-level transducer circuitry, 
precision voltage compsrison, and impedance buffering. 

All PET-input op amps from Analog Devices are 
conservstively manufactured to meet their published 
bias-current specifications after full warmup (some man
ufacturers specify initial current, which is lower than 
wsrmed-up bias current). Our published msx bias-current 
specificstion applies to eit1ur input (some manufacturers 
call "bias current" the average of the two input 
currents). 

For applications needing high, but not extreme, performance or 
where high speed and high precision must be cambined, there are a 
number of device families to be considered. For example, 

• the complementary-bipolar AD844 family cambines low offset 
'VOltage (2oo,..V) with high slewing rate (2000V/,..s) 

• the AD744 BiFET family cambines low input bias current (SOpA) 
with low settling time (Soons to 0.01%) 

• the AD OP-37 family cambines low drift (6OOnVI"C) with wide 
gain bandwidth (63MHz) 

• the hybrid AD3811382 combine SOpA bias current with 0.7S,..s 
settling time (to 0.1%) and SOmA output-current range 

F au amplifiers, which often boast output current ranges of 
SOmA or l00mA, include families with 

• high slewing rate - the CB mOliolithic AD846 (400V/,..s) and 
AD840/8411842 (40013OO/37SVI,..s), and the hybrid, AD380 
(330V/,..s), and AD96i7/9618 (l,400V/,..s) 

• low settling time - the monolithic AD847/848/849 (6Sns to 
0.1%) and hybrid HOS-050 (80ns to 0.1%, 200ns to 0.01%), 
the AD845 and AD744 families (300ns and sOOns to 0.01%), 
and the AD9617 (IOns to 0.1%) and AD9618 (9ns to 0.1%) 

• wide gain-bandwidth - the monolithic AD848 (250MHz) and 
the hybrid AD9611 (280MHz) and HOS-050/060 (IOOMHz) 

High-precision monolithic amplifier families start with lower 
grades of the highest-precision families; beyond this, they include 
the . 

• low-drift AD OP-07/27/37 families (600nVI"C) 
• high-gain AD OP-07 (3 x 1O~ and AD OP-27/37 (1 x 10~ 
• high-CMR AD821 (90dB); low-Vas AD846 (200,..V) and a 
• wide selection of low bias-current PET-input op amps - the 

AD645 (2pA)and ADS48 (IOpA), and the AD711 (25pA) 

Many of these devices are duPlicated in a single package; for 
example, 

• the'AD712 is a dual AD711 
• the AD746 is a dual AD744 
• the AD648 is a dual AD548 
• the AD708 is a dual AD707 
• the AD713 is a quad version of the AD711 

Also included in this section are buffers, wideband' amplifiers 
having slightly less than unity gain, low output impedanCe and 
high output-current availability (50mA). Although they can 
stand alone; a more frequent use is inside-the-loopas a "booster" 
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amplifier to magnify the output power capability of any op amp 
or reduce the dynamic output impedance without losing precision. 
A typical example is the AD9630, which can follow slewing 
mtes of up to 1,800Vl,..s with a full-power fri:quency of 125MHz 
and deliver voltages up to ± 3V and currents up to ± SOmA. 

DEFlNmONS OF SPECIFICATIONS 
Absolute Maximum Differential Voltage 
Under most operating conditions, feedback maintains the error 
voltage between inputs to nearly zero volts. However, under 
overload conditions or between applications, such as voltage 
comparators, the voltage berween the inputs can be large. This 
specification defines the maximum voltage which can be applied 
berween inputs without causing permanent damage to the 
amplifier. 

Cammon-Mode Rejection 
An ideal opemtionaJ amplifier responds only to the difference 
voltage berween inputs (e + - e -) and produces no output for a 
cammon-mode 'VOltage, that is, when both inputs are at the same 
potential. However, due to slightly different gains between the 
plus and minus inputs, or variations in offset voltage as a function 
of common-mode level, common-mode input voltages are not 
eliminated at the output. If the output emir voltage, due to a 
known magnitude of common-mode voltage, is referred to the 
input (dividing by the closed-loop gain), it refleCts the equivalent 
cammon-mode error voltage (CME) berween the inputs; Common
mode rejection ratio (CMRR) is defined as the ratio of comm~
mode voltage to the resulting common-mode error voltage. 
Common-mode rejection is usuaJly expressed logarithmically: 
CMR (in dB) = 20 IOg10 (CMRR). 

The precise specification of CMRis complicated by the fact that 
the common-mode voltage error can be a highly nonlinear function 
of common-mQde voltage and also varies with t~Perature. As a 
conseque!lce, CMR data published by Analog Devices are average 
figur\:S, assuming an end-point measurement over the common
mode range specified. The incremental CMR about smaJJ values 
of conimQn-mode voltage may be greater than the avemge CMR. 
specified but decrease and become less in the neighborhood of 
large CMV. Published CMR specifications for op amps pertain 
to low-frequency voltages, unless specified othe~se: CMR .. 
decreases with frequency. 

Cammon-Mode Voltage, Maximum 
For differential-input amplifiers, the voltage at both inputs can 
swing about ground (power-supply common) level. Common-mode 
'VOltage is defmed as any voltage (above or below ground) that 
could be observed at both inputs. The maximum common-mode 
voltage is defined as that voltage which will produce less than a 
specified value of common-mode error. This establishes the 
maximum input voltage for the voltage-follower connections. 

Drift vs. Supply 
Offset voltage, bias current and difference cw;rent vary as supply 
voltage is varied. U suaJly, dc errors due to this effect are negligible 
compared to drift with tempemture. No inference may be drawn 
from this low-frequency specification concerning the effects of 
mpid variation of voltage at the supply terminaJs. 



Drift 'Vs . Temperature 
Offset voltage, bias current and difference current all change, or 
"drift," from their initial values with temperature. This is by 
far the most important source of error in most precision applica
tions. The temperarure coefficients (tempcos) of those parameters 
are all defined as the average slope over a specified temperature 
range. Drift can be a nonlinear function of temperature (though 
it is often quite linear over limited temperature rauge); the 
slopes generally are greater at the extremes of temperature than 
around normal ambient ( + 25°C), which generally means that 
for small temperature excursions in the vicinity of + 25°C, the 
specification is conservative. 

Analog Devices precision operational amplifiers are specified by 
three- (or more) point measurements, at 25°C and at the high 
and low extremes of the rauge (T H, T L), with the amplifier 
adjusted to zero at room temperature. The sum of the magnitudes 
of the drift in the two ranges must be less than the specified 
drift rate ("'V rc or nArc) multiplied by the total temperature 
range (modified "butterfly"), or, in some cases, the magnitude 
of the drifts in both ranges must be less than the specified drift 
rate multiplied by the respective temperature ranges ("true 
butterfly"). 

True Butterfly Spec Modified Butterfly Spec 

b.eos I eosH I + I eOll 1 
6'f = TH Tc 

6. ~;s is the max. drift coefficient permissible 

The lowest-cost second-source IC amplifiers are specified only 
in terms of the maximum value of the parameter (e.g., offset 
voltage) over temperature in the specified range. 

Drift'Vs. Time 
Offset voltage, bias current and difference current change with 
time as components age. It is important to realize that drift with 
time is random and rarely - if ever - accumulates linearly for 
healthy devices. For example, voltage drift might be quoted at 
lS",V/month, whereas cumulative drift might not exceed SO",V 
in a year. A convenient rule of thumb for extrapolation is to 
divide the drift for a stated interval by the square root of its 
ratio to any other interval of interest. 

Full-Power Response 
The large-signal and small-signal response characteristics of 
operational amplifiers differ substantia1ly. An amplifier's output 
will not respond to large signal changes as fast as the small-signal 
bandwidth characteristics would predict, primarily because of 
slew-rate limiting in the output stages. Full-power response is 
specified in two ways: full linear response and full peak response. 
Full linear response is specified in terms of the maximum fre
quency, at unity closed-loop gain, for which a sinusoidal input 
signal will produce full output at rated load without exceeding a 
predetermined distortion level. There is no industrywide accepted 

value for the distortion level which determines the full-linear
response limitation, but unless otherwise noted, we use 3% as a 
a maximum acceptable limit. 

In many applications, the distortion caused by exceeding the 2 
full linear response can be comfortably ignored, but a more 
serious effect (often overlooked) is an effect equivalent to dc 
offset voltage that can be generated when full linear response is 
exceeded, due to rectification of the asymmetrical feedback 
waveform or overloading of the input stage by large distortion 
signals at the summing junction. 

Another frequency response that is often of interest is the maximum 
frequency at which full output swing may be obtained, irrespective 
of distonion. This is termed "full peak response" and can often 
be found in a plot of output voltage swing vs. frequency. 

Initial Bias Current 
Bias current is defined as the current required at either input 
from an infinite source impedance to drive the output to zero 
(assuming zero common-mode voltage). For differential amplifiers, 
bias current is present at both the negative and the positive 
input. All Analog Devices specifications pertain to the larger of 
the two, not the average. 

Analog Devices specifies initial bias current, Ib, as the bias 
current at either input, specified at + 25°C ambient with the 
input junctions at normal operating temperature. (Some manufac
turers specify initial bias current at power turn-on. Such 
specifications may be misleading. For example, in FET-input 
amplifiers, bias current is doubled for each· 10°C increase; since 
junction temperatures may warm up to 20°C or more above 
ambient, the "initial bias current" specs used by some manufac
turers may be met only during a brief interval after the power is 
burned on, and Ib may be quadrupled under ordinary operation 
conditions.) 

Initial Difference Cllrrent 
Difference current is defined as the difference between the bias 
currents at the two inputs. Uncompensated input circuitry of 
differential amplifiers is generally symmetrical, so that bias 
currents at both inputs tend to be equal and tend to track with 
changes in temperature and supply voltage. Therefore, difference 
current is often about 0.1 times the bias current at either input, 
assuming that initial bias current has not been compensated 
internally at the input terminals. For amplifiers in which bias 
currents track, it is often possible to reduce voltage errors due 
to bias current and its variations by the use of equal impedance 
loads at both inputs. 

Input Impedance 
Differential input impedancp of voltage-input op amps is defmed 
as the impedance between the two input terminals at + 25°C, 
assuming that the error voltage is nulled or very near zero volts. 
To a first approximation, dynamic impedance can be represented 
by a capacitor in parallel with a resistor. 

Common-mode impedance, expressed as a resistance in parallel 
with a capacitance, is defmed as the impedance between each 
input and power-supply common, specified at + 25OC. For most 
circuits, common-mode impedance on the negative input has 
little significance, except for the capacitance which it adds at the 
summing junction (one exception is electrometer circuitry). 
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However, common-mode impedance on the plus input sets the 
upper limit on closed-loop input impedance for the noninverting 
configuration. Common-mode impedance is a nonlinear function 
of both temperature and common-mode voltage. For FET-input 
amplifiers,. common-mode resistance is reduced by a factor of 
two for each 10° of temperature rise. As a function of common
mode voltage, the resistive component is defmed as the average 
resistance for a common-mode cbange from zero to the maximum 
common-mode voltage. Incremental resistance may be less than 
the specified average value, especially at full-scale for some 
FET -input amplifiers. 

Input Offset Voltage 
Offset voltage is defmed as the voltage required at the input 
from zero source impedance to drive the output to zero; its 
magnitude is measured by closing the loop (using low values of 
resistance) to establish a large fixed gain, measuring the amplified 
error at the output and dividing the measured value by the gain. 

The initial offset voltage is specified at + 25°C and rated supply 
voltage. In most amplifiers, provisions are made to adjust initial 
offset to zero with an external trim potentiometer. 

Input Noise 
Input voltage- and current-noise characteristics can be specified 
and analyzed in much the same way as offset-voltage and bias
current characteristics. In fact, long-term drift can be considered 
as noise which occurs at very low frequencies. When evaluating 
noise performance, bandwidth or period must be considered. 
Also rms noise from different sources is summed by root-sum-of
squares, rather than linear, addition. Depending on the amplifier 
design, noise may have differing characteristics as a function of 
frequency, being dominated by "lIf noise," resistor noise or 
junction noise, at various frequencies. 

For this reason, several noise specifications are given. Low
frequency noise in the band 0.01 to 1Hz (or 0.1 to 10Hz) is 
specified as peak-to-peak, with a 3.311 uncertainty, signifying 
that 99.9"-'" of the observed peak-to-peak excursions will fall 
within the specified limits. Wideband noise is specified as rms. 
For soine amplifiers types, spectral-density plots or "spot noise," 
at specific frequencies, in jLV/vHZ or pA/vHZ, are provided. 

Open-Loop Gain 
Opeil-loop gain is defined as the ratio of a change of output 
voltage to the voltage applied between the amplifier inputs to 
produce the change. Gain is specified at dc. In many applications, 
the frequency dependence of gain is important; for this reason, 
the typical open-loop gain as a function of frequency is published 
for each amplifier type. See also unity gain small-signal response. 

For transimpedance amplifiers, since the input is a current and 
the output is a voltage, the "gain" is expressed in ohms 
(R = VII). Because small changes in current cause large voltilge 
cbanges, the transimpedance can be quite large - e.g., lOOMO 
for the AD846. As long as the amplifier's internal input impedance 
is very low, errors in closed-loop circuitry depend principally on 
the ratio, Rp/RT> relative to unity - where RF is the feedback 
resistance and RT is the transimpedance. It will be recalled that, 
in VN op amps, the increase in error depends mainly on RP/(AR/), 
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where A is the open-loop gain and Rr is the resistance of the 
external input resistor. The significant difference is that, as gain 
or transresistance decreases with increasing frequency, the error 
in transimpedance-amplifier circuits is independent of R/; hence 
closed-loop gain can be increased by reducing Rr without sub
stantially affecting bandwidth. 

Overload Recovery 
Overload recovery is defined as the time required for the output 
voltage to recover to the rated output voltage from a saturaled 
condition caused by a 50% overdrive. Published specifications 
apply for low impedances and contain the assumption that .over
load recovery is not degraded by stray capacitance in the feedback 
network. 

Rated Output 
Rated output voltage is the minimum peak output voltage which 
can be obtained at rated current or a specified value of resistive 
load before clipping or out -of-spec nonlinearity occurs. Rated 
output current is the minimum guaranteed value of current supplied 
at the rated output voltage (or other specified voltage). Load 
impedances less than the specified (or implied) value can be 
used, but the maximum output voltage will decrease, distortion 
may increase, and the open-loop gain will be reduced. (All models 
are short -circuit protected to ground, and many are safe against 
shorts to the supplies.) 

Settling Time 
Settling time is defined as the time elapsed from the application 
of a perfect step input to the time when the amplifier output 
has entered and remained within a specified error band symmetrical 
about the fmal value. Settling time, therefore, includes the time 
required: for the signal to propagate through the amplifier, for 
the amplifier to slew from the initial value, recover from slew-rate 
limited overload (if it occurs) and settle to a given error in the 
linear range. It may also include a "long tail" due to the time 
required to reach thermal equilibrium, or the settling time of 
compensation circuits. Settling time is usually specified for the 
condition of unity gain, relatively low impedance levels, and no 
(or a specified value of) capacitive loading, and any specified 
compensation. A full-scale unipolar step input is used, and both 
polarities are tested. 

Although settling time can generally be grossly inferred from 
the other amplifier specifications (an amplifier that has extra-wide 
small-signal bandwidth, extra-fast slewing and excellent full-power 
response may reasonably - but not always - be expected to have 
fast settling), the settling time cannot usually be rationally pre
dicted from the other dynamic specifications. 

Slewing Rate 
The slewing rate of an amplifier, usually in volts per microsecond 
(V/jLs), defines the maximum rate of change of output voltage 
for a large input step change. 

Unity-Gain Small-Signa/ Response 
Unity-gain smau-signal response is the frequency at which the 
open-loop gain (or its projection on a Bode plo.t) falls to lVN, 
or OdB under a specified compensation condition. For amplifiers 
having 6 dB-per-octave rolloff, this freqJ,lency is also called 



unity-gain bandwidth; for such amplifiers, the gain-bandwidth 
product is essentially constant. "Small signal" indicates that, in 
general, it is not possible to obtain large output voltage swing at 
high frequencies because of distortion due to slew-rate limiting 
or signal rectification. 

For amplifiers with symmetrical response for signals applied to 
either input, the dynamic behavior will be consistent for both 
inverting and noninverting configurations. However, if feed
forward compensation is used, fast response will be available 
only on the negative input, restricting fast applications of the 
device to the inverting mode. 

For amplifiers having 6 dB-per-octave rolloff, this frequency is 
also called unity-gain bandwidth; for such amplifiers, the gain
bandwidth product is essentially constant. 
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WDEVICES 

FEATURES 
High Output Current: 50mA @ ± 10V 
Fast Settling to 0.1%: 130ns 
High Slew Rate: 330V/ .... s 
High Gain-Bandwidth Product: 300MHz 
High Unity Gain Bandwidth: 40MHz 
Low Offset Voltage (1mV for AD380K, L, SI 

PRODUCT DESCRIPTION 
The AD380 is a hybrid operational amplifier that combines the 
low input bias current advantages of a PET input stage with the 
high slew rate and line driving capability of a fast, high power 
output amplifier. 

The AD380 has a slew rate of 330V/ .... s and will output ± lOY at 
± SOmA. A single external compensation capacitor allows the 
user to optimize the bandwidth, slew rate, or settling time for 
the given application. 

A true differential input ensures equally superior performance 
in all system designs whether they are inverting, noninverting, 
or differential. 

The AD380 is especially designed for use in applications, such 
as fast AID, D/A and sampling circuits, that require fast and 
smooth settling and PET input parameters. 

The AD380 is offered in three commercial versions, J, K and L 
specified from 0 to + 70°C and one extended temperature version, 
the S, specified from - 55°C to + 125°C. All grades are packaged 
in hermetically sealed TO-8 style cans. 

Wideband, Fast-Settling 
FET-Input Op Amp 

AD380 I 
AD380 FUNCTIONAL BLOCK DIAGRAM 

TOP VIEW 

PRODUCT IDGHLIGHTS 
1. The AD380's high output current (SOmA @ ± 10V) makes it 

suitable for driving terminated 200n twisted pairs. 

2. The fast settling output (250ns to 0.01%) makes the AD380 
an ideal choice for video AID and D/A converters and sample 
and hold applications. 

3. The settling wave forms are not only fast but are also very 
smooth. The absence of large overshoot and oscillations 
nulkes the AD380 a very predictable and dependable system 
element. 

4. The high gain-bandwidth product (300MHz) ensures low 
distortion in high frequency applications. 

5. Quick, symmetrical overdrive recovery time (250ns) is assured 
by an internal antisaturation diode. This is useful in applications 
where large transient signals may occur. 

6. The precision input (1m V offset, max), along with fast settling 
and high current output make the AD380 an excellent choice 
for: 

• ATE pin drivers 
• precision coax buffers 
• signal conditioning on pulse waveforms 
• high resolution graphics displays. 
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SPECIFICATION,s(typic;aI@+25"C and Vs = +15V de unless otherllise specified) -
MODEL AD380JH 

OPEN LOOPgAIN , 

VOIlT = ± 10V, no load 4O,OOOmin 
VOIlT= ±IOV,RL "'2000 2S,OOOmin 

OUTPUT CHARACTERISTICS 
Voirase@kL ='2000,T,,=mintomax ± 12V(± 10Vmin) 
Output Impedance (Open Loop) 1000 
Short Circuit Current lOOmA 

DYNAMIC RESPONSE 
Unity Gain, Small Signal 40MHz 
Gain-Bandwidth Product,f= lOOkHz,Cc= IpF 300MHz(200MHzmin) 
Full Power Response ' 6MHz 
SlewRate,Cc",lpF,20VSwing 330Vl",s(200V/",smin) 
Sett1ingTime: 10V Step to 1% 90ns 

10VSteptoO.1% nOns 
IOV Step to 0.01% 2SOns 

INPUT OFFSET VOLTAGE 2.OmVmax 
vs. Temperaturei , TA = minto~ SO",Vl"Cmax 
vs.Supply ImVNmax 

INPUT BIAS CURRENT 
Either Input, lnitial2 lOpA (IOOpA max) 
Input Offset Current SpA 

INPUT IMPEDANCE 
Differential 1011nl16pF 
Common Mode 1011nll6PF 

INPUT VOLTAGE RANGE 
Differential' ±20V 
Common Mode ±12V(±IOVmin) 
Common ModeReiection, VIN = ±IOV 60dBmin 

POWER SUPPLY 
Rated Performance ±ISV 
Opetsting ±(6to20)V 
Quiescent Current 12mA(lSmAmax) 

VOLTAGE NOISE 
O. 1Hz to 100Hz 3.3", V pop (0.5", V rms) 
lOOHzto 10kHz 6.6",Vp-p(I",Vrms) 
10kHz to I MHz 4O",Vp-p(6",Vnns) 

TEMPERATURE RANGE 
Opetsting, Rated Performance Oto +7O'C 
Stotase - 65"C to + 1SO'C 
Thermal Resistance OJ" lOO"CIW 

0JC 71Y'C1W 
PACKAGE OPTIoN' 

T0-8Style H-I2A 

NOTES 
'Input Offset Voltage Drift is specifIed with the offset voltage Ul\Dulled. 
Nulling will induce an additions! 3",Vl"ClmV of offset nulled. 

2Biss Current specifications are guaranteed mszimum at either input at 
T CASH = + 2S"C. For higher temperatures see' Figure 16. 

'Defined as the mszimum safe voltage between inputs such that neither 
ezceeds ± lOY from ground. 
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AD380KH AD380LH AD380SH 

• • • 
• • • 

• • • 
• • • · • • 

· • • 
• · • 
• • · · · • 
• • · · · · 2SOns (4OOns max) •• .. 
l.OmVmax .. ** 
20", V I"C max 10",Vl"Cmax SO",Vl"Cmax · · • 

• · • · · • 

• · • 
• • · 
• • · • • • · · • 

• • • 
• · • 
• • · 
• · · · • · • · • 

• · - S5"C to + 125"C · • • 
• · • 
• • · 
• • • 

'See Section 20 for package outline information. 

·Specifications same as AD380JH .. 
**Specifications same as AD380KH. 
Specif1C8tiOns subject to chanse without notice. 
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Figure 24a. Overdrive Recovery 
Test Circuit 

Figure 24b. Overdrive Recovery 
Response (Symmetrial 20ns 
Version Available) 

AD380 

Figure 25a. Unity Gain Inverter 
Settling Time Test Circuit 

Figure 25b. Unity Gain Inverter 
Large Signal Response 

Figure 25c. Unity Gain Inverter 
Small Signal Response 

Figure 26a. Unity Gain Buffer Circuit 
Figure 26b. Unity Gain Buffer 
Large Signal Response 

Figure 26c. Unity Gain Small 
Signal Response 

APPLICATIONS INFORMATION 
CompeDSation Capacitor 
For low gain applications a 5pF to 27pF capacitor between the 
frequency compensation input (pin 11) and the output (pin 9) 
will reduce the risk of oscillation by adding phase margin. A 
compensation capacitor is especially needed when driving capaci
tive loads. For gains greater than 30 a IpF compensation capacitor 
is recommended; -see Figure 22. 

For unity gain buffer applications it may be necessary to add a 
small (IOpF to 2OpF) capacitor between pins 8 and 10 for improved 
phase margin; see Figure 26a. 

Offset Null 
If the initial offset voltage is not low enough for the user's ap
plication offset nulling is required. To null the offset tie a 20kO 
potentiometer between the offset null pins (pins 2 and 8). The 
wiper of the potentiometer is tied to the positive supply. With 
the analog input signal to the circuit grounded, adjust the 
potentiometer for zero output. 

To minimize the effects of offset voltage drift as a function of 
temperature, null the offset at the midpoint of the operating 
temperature range. For example, if the operating environment is 
O"C to 70"C do the offset nulling at 35°C. This will insure a 
maximum offset voltage drift of 35 times the V os drift specification 
at either temperature extreme. 
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Typical Circuits 

·Optional Differential Input Components Used to Reject 
Noise Between Input Ground and the AID Analog Ground. 

AD578 
12·BIT 

AID 

Figure 27. Fast-Settling 8uffer 

DIGITAL 
OUTPUTS 

Its quick recovery from load variations makes the AD380 an 
excellent buffer for fast successive approximation AID 
converters; see Figure 27. 

Many high speed AID converters require a wideband buffer that 
can hold a constant output voltage under dynamically-changing 
load conditions that fluctuate at the bit decision rate. 

AD566A 
D/A 

10pF 

Figure 28. 12·8it Voltage Output DAC Circuit Settles to 
112LS8 in 300ns 

The AD565A 12-bit digital to analog converter with an AD380 
output amplifier will give a voltage output that typically settles 
to within 1I2LSB in less than 300ns. Total settling time is the 
root mean square of the DAC current output settling time and 
the output amplifier settling time. 
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DIGITAL 
INPUTS 

INPUT 
DATA 

LATCH 

AD7545 

100pF 

Figure 29. CMOS DAC Output Amplifier 

CMOS DAC output amplifiers require low offset voltage op 
amps. The output impedance of CMOS DACs varies with input 
code. This can cause a code dependent error term at the output 
that approaches the op amps' offset voltage. If the DAC has a 
differential nonlinearity of 1I2LSB, it will require an output 
amplifier with less than 1I2LSB offset error to remain monotonic. 
An LSB for a 12·bit DAC such as the AD7545 is 2.44mV (10 
volts full scalel4096). Thus, the AD380KH, with only ImV 
offset maximum, will contribute less than 1I2LSB to differential 
linearity error. 

VOUT 

RF 
3.45kfi 

Figure 30. Video Amplifier 

The high output current capability of the AD380 makes it suitable 
for video speed driver applications. In the circuit above the 
closed loop gain of 70 (37dB) is available over a bandwidth of 
5MHz. Note that a IpF compensation capacitor is required in 
this high gain application. 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
High Slew Rate 30V/ .... 
Fast Settling to 0.1'%: 700ns 
High Output Current: 50mA for AD382 

nOmA for AD381) 
Low Drift (5p,VI"C-L Gredes) 
Low Offset Voltage (250p,V-L Gredes) 
Low Input Bles Currents 
Low Noise (2p,V pop) 

PRODUCT DESCRIPTION 
The AD3811AD382 are hybrid operational amplifiers combining 
the very low input bias current advantages of a PET input stage 
with high slew rate and line driving capability of a high power 
output stage. 

The offset voltage (0.2SmV maximum for the L grades) and 
offset voltage drift (S,...vrc maximum for the L grades) are 
exceptionally low for high speed operational amplifiers. 

In addition to superior low drift performance, the AD381 and 
AD382 offer the lowest guaranteed input bias currents of any 
wideband PET amplifier with l00pA max for the J grades of 
each and SOpA max for the AD382 K, L and S grades. Since 
Analog Devices, unlike most other manufacturers, specifies 
input bias current with the amplifiers warmed-up, our FET 
amplifiers are specified under actual operating conditions. 

The AD381 and AD382 are especially designed for use in appli
cations, such as precision high speed data acquisition systems 
and signal conditioning circuits, that require excellent input 
parameters and a fast, high power output. 

The AD381 and AD382 are offered in three commercial versions, 
J, K and L specified from 0 to +70"C, and one extended tem
perature version, the S specified from - SS"C to + 12S"C. All 
grades are packaged in hermetically sealed metal cans. 

PRODUCT HIGHLIGHTS 
1. Laser trimming techniques reduce offset voltage drift to 

S,...vrc max and reduce offset voltage to only 2S0,...V max on 
the L grade versions. 

2. Analog Devices FET processing provides l00pA max (20pA 
typical) bias currents specified after 5 minutes of warm-up. 

High Speed, Low Drift 
FET Operational Amplifiers 

AD381/AD382 I 
AD381 PIN CONFIGURATION 

TAB 

v-
OFFSET OFFSET 

0L '1 ~L 
.. 4 v-

"KEEP THIS LEADAS SHORT AS POSSISlI:. 

TOP VIEW 

AD382 PIN CONFIGURATION 

NC 

Ii' ® NC 
OFFSET \:.J ® 
NrL~® ®v 

INVERTING 3 - 9 OUTPUT 
INPUT + I 

NONINVERTI~G 4 ®2FFSET 

INPU\v-<D0 0 ,LL 
~ 

OFfSET OFFSET 

N~L 

~v-
·KEEPTHISLEADASSHORT ASPOSSIBLE. 

TOP VIEW 

3. Internal frequency compensation, low offset voltage, and full 
device protection eliminate the need for external components 
and adjustments. This reduces circuit size and complexity 
and increases reliability. 

4. The fast settling output (700ns to 0.1%) makes the AD381 
and AD382 ideal for D/A and AID converter amplifier 
applications. 

5. The AD382's high output current (SOmA minimum at ± 10 
volts) makes it suitable for driving terminated (2000) twisted 
pair cables over the commercial temperature ranges. 

6. The high slew rate (30V/,...s) and high gain bandwidth product 
(SMHz) make the AD381 and AD382 an ideal choice for 
sample and holds and for high speed integrator circuits. 
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SPECIFICATIONS (typicaI.@ +25"1: and Vs = :l:15V de unless oIIIarwise specified) 
tj· 

AD38lJH AD3811CH AD381L11 ; AD381SH 
Model AD38lJH AD38lKII AD382LH ,'AD382SH 

OPENLOOPGAIN 
Your = =!= IOV,RL"'2kfl(AD381). 6O,OOOmin lOO,OOOmin 
Your = :t:IOV,~ = ZOOO(AD382) 2S,OOOmin 35,000 min ** 

~ = IOkfi(AI;>382) 100,000 min ISO,OOOmin ** 
OUTPUT CHARACTERISTICS (AD382) 

:t:12V(:t:IOV~) Voltage@RL=2000 
Voltage@RL=IOkfi " :t: BV (:t: 12V min) 
SbortCircuitCurrent, Continuous SOmA 

OUTPUT CHARACTERISTICS (AD381) 
Voltage@RL=lkn,T ... =mintomax :t: 12V (:t: IOV min) 
Voltage@RL =2kn,TA =mintomu :t: 12V (:t: IOV min) * 
Voltage@RL= IOkn, T ... '= mintomax :t: BV (:t: 12V min) * 
Short Circuit Current, Continuous 20mA 

DYNAMIC RESPONSE 
UnityGain, Sma11Sigoa1 SMHz 
Full Power Response 500kHz * 
Slew Rate, Unity Gain 3OVI""(20V/",, min) 
SettlingTime: IOV Step toO. 1% 700ns 

IOVSteptoO.Or% 1.2",. 1.2""(2.0",,max) 

INPUT OFFSET VOLTAGE I.OmVmax O.SmVmax 0.2SmVmax 
VI. Temperatun:, TA = mintomax' IS",Vrcmax 10",Vrcmax s",vrcmax 
VI. Supply 200",VNmax lOO",VND18J[ 

INPUT BIASCURJU!N1:4 
Eitbet Input(AD381) 2OpA(100pAD18J[) 
Eitbet Input (AD382) 20pA (IOOpA max) 10pA(SOpAmax) ** 
Input Offset Current SpA * 

INPUT IMPEDANCE 
Diffetentia1 10120117pF 
Common Mode 10'20117pF * 

INPUT VOLTAGBRANGB 
Diffetentia1' :t:20V 
CommonMode :t:12V(:t:IOVmin) 
Common-MocieRejeetinn, VIN = :t: 10V 76dBmin 80dBmin .** 

POWBRSUPPLY 
Rated PetfOtllWlCe :t:ISV 
Operatins :t:(StoI8)V * 
Quiescent Current AD382 3.4mA(6mAmax) 

AD381 3.2mA (SmA max) * 
VOLTAGBNOISB 

O.IHz-IOR> 2",Vp-p * 
lOR> 3SnV!v'Hi * 
100Hz 22nV!v'Hi * * 
1kHz 18nV!v'Hi 
10kHz 16nV!v'Hi * * 

TBMPBRATURERANGE" 
Opeiatins, RatedPetformance Oto +7O"C * * 
Storige , - 65'C to + lSO"C * 
ThetmiIl Resistance- OJA (AD382) lOO'C/W * * 
ThetmiIlResistance-OJC(AD382) 7f1'C1W * 

NOTES . . . 
'TbeAD382SHbaaanouqiu ........ of ± IZV(± IOV .... )ror 
a 2000 load from. T ... to + lOO"C. To + 12S"C meoutpUt 
currentil3SmA. 

4Jsiu Current spec;ific:ations are guaranteed muimum at either input 
afterSmlnutesofopc:n.tiooatTA = +2S"C.Forhiabett'empefttures, 
tbecurrcntdouble&cvery IO"C. 

'TbeAD38ISHbaaanoutpUt ... _of±IZV(±IOV .... )fOtalkll 
1ootdfrom T ... to + 7O"C.1''''''' + 7O"Cto + IZS'CtheoutpUtc:umm. 
iI'hriA .. 

'lnputOll'sotVoI_DriftioapedficdwithtboolUen.l1ajp:umiuIJed. 
NuJliDswilliDdacemaddiIiol1ol3"Vl'Cf'orcverymVofolUetnuUecl. 

Model 

AD38IJH 
AD381KH 
AD38ILH 
AD381SH 
AD382JH 
AD382KH 
AD382LH 
AD382SH 

'Definedasthemaximumsafcvoltaae betwcminputs,suchtbat 
neither ......... ± IOVfromlJfllWlll. 

'TbeS-lftdeioavai1ablciDfuIlcompliana:withMlr;STD-883RevC. 
AskfOttheMllAa .. 11H:et. 

.SPecificationa ....... J ande. 
*:'Specifi<:atiom ....... Kande. 
SpCci&atiouooubjoctto ....... _notke. 

ORDERING GUIDE 
Initial Package 
Offae. OffsetT.C. Output Options· 

ImV IS/LVI"C IOmA H-08B 
O.5mV IO".VI"C IOmA H-08B 
O.2SmV S/LVI"C lOrnA H-08B 
ImV IO/LVI"C IOmA H-08B 
ImV IS".VI"C SOmA H-12A 
O.5mV IO",VI"C SOmA H-12A 
O.2SmV S/LVI"C SOmA H-12A 
ImV IO".VI"C SOmA H-12A 

"'See Section 20 for packageoutline information. 
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Figure20a. AD381 Output Settling Time 
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Figure 20b. A0382 Settling Time vs. 
Output Swing and Error (Circuit of 
Figure 23a) 
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Figure 21. Settling Time vs. Closed 
Loop Gain (Circuits of Figures 
22a & 23a) 
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Figure 22. A0381 Unity Gain Inverter 
Settling Time Test Circuit 
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11IIIIIIII ANALOG 
WDEVICES 

Ie, Wideband, Fast Slewing 
General Purpose Operational Amplifier 

FEATURES 
Gain Bandwidth: 100MHz 
Slew Rate: 20V IllS min 
IB: 15nA max (AD507K) 
VOl: 3mV max (AD507K) 
VOl Drift: 151lVfC max (AD507K) 
High Capacitive Drive 

PRODUCT DESCRIPTION 
The Analog Devices ADS071, K and S are low eost monolithic 
. operational amplifiers that are designed for general purpose 
applications where high gain bandwidth and high speed are 
significant requirements. The devices also provide excellent dc 
performance with low input offset voltage, low offset voltage 
drift and low bias current. The ADS07 is a low cost, high 
performance alternative to a wide variety of modular and IC 
op amps; a brief review of the specifications confirms its out
standing price/performance characteristics. 

The ADS07 is recommended for use where low cost and all 
around performance, especially at high frequencies, are 
needed. It is particularly well suited as a fast, high impedance 
comparator, integrator or wideband amplifier and in sample/ 
hold circuits. It is unconditionally stable for all closed loop 
gains above 10 without external compensation; the frequency 
compensation terminal is used for stability at lower closed 
loop gains. The circuit is short circuit protected and offset 
voltage n~llable. The ADS071 and K are specified over the 
o to +70 C temperature range, the ADS07S over the extended 
temperature range, -55°C to +12SoC. All devices are 
packaged in the hermetic TO-99 metal can. 

PRODUCT HIGHLIGHTS 
1. Excellent dc and ac performance combined with low cost. 

2. The ADS 07 will drive several hundred pF of ourput capaci
tance without oscillation. 

3. All guaranteed de parameters, including offset voltage drift, 
are 100% tested. 

4. To insure compliance with gain bandwidth and slew rate 
specifications, all devices are tested for ac performance 
characteristics. 

S. To take full advantage of the inherent high reliability of 
Ie's, evc;.ty ADS07S receives a 24 hour stabilization bake 
at +150 C. 

AD507 I 
ADS07 PIN CONFIGURATION 

INVERTING 
INPUT 

MIL-STANDARD-883 

FREQUENCY 
COMPENSATION 

V-

The ADS07S/883 has the same electrical specifications as the 
AD507S, but is subjected to the 100% screening requirements 
specified in MIL-STD-883, Method 5004, Class B. 

This procedure includes: 

1. Pre-Cap Visual Inspection: Method 2010, Condition B. 

2. Stabilization Bake: Method 1008, Condition C, 24 hours @ 

+150oC. 

3. Temperature Cycle: Method 1010, Condition C, -65°C to 
+150oC, 10 cycles. 

4. Centrifuge: Method 2001, Condition E, 30,000 g, Y I 
orientation. 

5. Hermeticity, Gross Leak: Method 1014, Condition C, 
steps 1 and 2. 

6. Hermeticity, Fine Leak: Method 1014, Condition A, 
5 x 10-8 atm/cc/sec. 

7. Bum-In: Method 1015, 160 hours @ +125°C. 

8. Final Electrical Test. 

9. External Visual: Method 2009. 
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SPECIFICATIONS (typical at +25°C and ±15V dc, unless otherwise noted) 

PARAMETER 

OPEN LOOP GAIN 
RL = 2kil, CL = 50pF 
@Tmin tOTmax 

OUTPUT CHARACTERISTICS 

AD507J 

80,000 min (150,000 typ) 
70,000 min 

Voltage@ RL = 2kil, CL = 50pF, Tmin to Tmax 
Current@Vo = ±10V 

±lOV min (±12V typ) 
±IOmA min (±20mA typ) 
25mA Short Circuit Current 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 

@ A = I (open loop) 
@A= 100 (closed loop) 

Full Power Response 
Slew Rate 
Settling Time (to 0.1 %) 

INPUT OFFSET VOLTAGE 
Initial 
Avg vs Temp. Tmin to Tmax 

vs Supply, Tmin to Tmax 

INPUT BIAS CURRENT 
Initial 
Tmin to Tmax 

INPUT OFFSET CURRENT 
Initial 
Tmin to Tmax 
Avg vs Temp, Tmin to Tmax 

INPUT IMPEDANCE 
Differential 
Common Mode 

INPUT VOLTAGE NOISE 
f = 10Hz 
f = 100Hz 
f= 100kHz 

INPUT VOLTAGE RANGE 
Differential, Max Safe 

35MHz 
IMHz 
320kHz min (600kHz typ) 
±20Vllls min (±35Vllls typ) 
900ns 

5.0mV max (3.0mV typ) 
151lVIoC 
200llVIV max 

25nA max 
40nAmax 

25nA max 
40nA max 
0.5nAloC 

40Mil min (300Mil typ) 
1000Mil 

100nVI..jfu 
30nVI..jfu 
12nVI..jfu 

Common Mode Voltage Range, Tmin to Tmax 
Common Mode Rejection @±SV, Tmin [0 Tmax 

±12.0V 
±11.0V 
74dB min (lOOdB typ) 

POWER SUPPLY 
Rated Performance 
Operating 
Current, Quiescent 

TEMPERATURE RANGE 
Rated Performance 
Operating 
Storage 

PACKAGE OPTION' 
H-08A 

NOTES 
1 See Section 20 for package outline information. 

·Specifications same as ADS07J . 
•• ADS07S/88 3 minimum order 10 pieces. 
Specifications subject to change without notice. 

±15V 
±(5 to 20)V 
4.0mA max (3 .OmA typ) 

o to +70oC 
-25°C to +8SoC 
-65°C to +lS0oC 

AD507JH 

~
v 

INPUT 

ov 

+5V - --- ... ----90% _________ t--, 
OUTPUT I tN 

10%---- ____ ~-:L 
OV I I I .....-6T ..... SLEWRATE 

I! ItNIlJ.T 

AD507K 

100,000 min (150,000 typ) 
85,000 min 

400kHz min (600kHz typ) 
±25Vllls min (±35Vllls typ) 

3.0mV max (1.5mV typ) 
151lVIoC max (SIlVloC typ) 
100llVIV max 

15nA max 
25nA max 

15nA max 
25nA max 
0.2nAI"C 

SOdB min (lOOdB typ) 

AD507KH 

.,., 

Slew Rate Definition and Test Circuit 
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AD507S(AD507SI883)** 

100,000 min (150,000 typ) 
70,000 min 

±IOV min (±12V typ) 
±15mA min (±22mA typ) 
25mA 

400kHz min (600kHz typ) 
20VIJ1S min (±35VIIlS typ) 

4mV n;ax (0.5mV tYj) 
20llV I C max (SIlVI C typ) 
lOOIlVIVmax 

lSnAmax 
35nAmax 

15nA max 
35nA max 
0.2nAloC 

65Mil min (500Mil typ) 

SOdB min (IOOdB typ) 

-55°C to +12SoC 
-65°C to +lS0oC 

AD507SH 



APPLICATION CONSIDERATIONS 
The ADS07 combines excellent dc characteristics and dynamic 
performance with ease of application. Because it is a wideband, 
high speed amplifier, care should be exercised in its stabiliza
tion. Several practical stabilization techniques are suggested to 
insure proper operation and minimize user experimentation. 

GENERAL PURPOSE WIDEBAND COMPENSATION 
The following considerations are intended to provide guidance 
in critical wideband applications. While not necessary in all 
cases, the considerations are of prime importance for the user 
attempting to obtain the highest performance from his circuit 
design. 

High Gain Conditions 
The ADS07 is fully compensated internally for all closed loop 
gains above 10; however, it is necessary to load the amplifier 
with SOpF. In many applications this minimum capacitive load 
will be provided by the load or by a cable at the output of the 
ADS07, making an additional SOpF unnecessary. Figure 1 
shows the suggested configuration for general purpose use for 
closed loop gains above 10. 

The O.l~F ceramic power supply bypass capacitors are consid
erably more important for the ADS07 than for low frequency 
general purpose amplifiers. Their main purpose is. to convert 
the distributed high frequency ground to a lumped single point 
(the V+ point). The V+ to V- O.l~F capacitor equalizes the 
supply grounds while the O.I~F capacitor from V+ to signal 
ground should be returned to signal common. The signal 
common, which is bypassed to pin 7, is defined as that point 
at which the input signal source, the feedback network, and 
the return side of the load are joined to the power common. 

Note that the diagrams show each individual capacitor 
directly connected to the appropriate terminal (pin 7 [V+ I 
and pin 6 [Output)). In addition, it is suggested that all 
connections be made short and direct, and as physically close 
to the can as possible, so that the length of any conducting 
path shared by external components will be minimized. 

OFFSET 
NULL 1011tO t;:5 OFFSET NULL 

2kn 
70Y 

-NOT REQUIRED FOR LOAD OR 
CABLE CAPACITANCE ;lo5Opf 

OUTPUT 

Figure 1. General Purpose Configuration to Closed Loop 
Gain> 10 

Low Gain Conditions 
For low closed loop gain applications, the ADS07 should be 
compensated with a 20pF capacitor from pin 8 (frequency 
compensation) to signal common or pin 7 (V+). This configur
ation also requires a 30pF feedback capacitor from pin 6 
(Output) to pin 8 (see Figure 2). The SOpF minimum load 
capacitance recommended for uncompensated applications is 
not required when the ADS07 is used in the compensated 
mode. This compensation results in a uniry gain frequency of 
approximately 10 to 12MHz. 

Applying the AD507 
The excellent input characterisitcs of the ADS07 make it 
useful in low frequency applications where both dc and ac 
performance superior to the 741 type of op amp is desired. 
Some experimentation may be necessary to optimize the 
ADS07 for the specific requirement. The unity gain bandwidth 
can be reduced by increasing the value of the compensation 
capacitor in inverse proportion to the desired bandwidth 
reduction. It is advisable to increase the feedback capacitor at _ 
the same time, maintaining its value about SO% larger than the _ 
compensation capacitor. Because the ADS07 is fundamentally 
a wideband amplifier, careful power supply decoupling and 
compensation component layout are required even in low 
bandwidth applications. 

OFFSET VOLTAGE NULLING 
Note that the offset voltage null circuit includes a 2kS"! resistor 
in series with the wiper arm of the lOOkS"! potentiometer. 
This resistor is not absolutely required, but its use can prevent 
a condition of false null that can be obtained at the ends of 
the pot range. The knowledgeable user should have no trouble 
differentiating between nulling in the pot mid-range and 
erratic end-range behavior when the wiper is connected 
directly to V+. 

OUTPUT 

Figure 2. Configuration for Unity Gain Applications 

HIGH CAPACITIVE LOADING 
Like all wideband amplifiers, the ADS07 is sensitive to capa
citive loading. Unlike many, however, the ADS07 can be 
used to effectively drive reasonable capacitive loads in virtually 
all applications, and capacitive loads of several hundred pico
farads in a number of specific configurations. 

In an inverting gain of ten configuration, the internally com
pensated amplifier will drive more than 200pF in addition to 
the recommended SOpF load, or a total of over 2S0pF. Under 
such conditions, the slew rate will be only slightly reduced; 
and the overall settling time somewhat lengthened. 

In general, the capacitive drive capability of the ADS07 will 
increase in high gain configurations which reduce closed loop 
bandwidth. 

In any wideband application, it is essential to return the load 
currents supplied by the amplifier to the power supply with
out sharing a path with input or feedback signals. This con
sideration becomes particularly important when driving capa
citive loads which may resonate with short lengths of inter
connecting wire. 

FAST SETTLING TIME 
A small capacitor (Cs in Figure 3) will improve the settling 
time of the ADS07, when it is used with large feedback 
resistors. The ADS07 input capacitance (typically 2 or 3pF), 
together with additional circuit capacitance, will introduce an 
unwanted pole of open-loop response. The extra phase shift 
introduced, for example, by 4pF of input capacitance, and 
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Skn input source impedance, will result in an underdamped 
transient response, and long settling time. A small (1.5 to 
3.0pF) feedback capacitor will introduce a zero in the open
loop transfer function, reducing the phase shift and inereasing 
the damping, which will more than compensate for the slight 
reduction in closed-loop bandwidth, 

BIAS COMPENSATION NOT REQUIRED 
Circuit applications using conventional op amps generally 
require that the source resistances be matched at the inputs to 
cancel the effects of the input currents and take advantage of 
low offset current. In circuits similar to that shown in 
Figure 3; the compensation resistance would be equal to the 
parallel combination of RI and RF, and for large values 
would require a bypass capacitor. The ADS07 is specially 
designed to cancel the input currents so as to reduce them to 
the offset current level. As a result, optimum performance 
can be obtained even though no bias compensation is used, 
and the non-inverting input ean be connected directly to the 
signal common. 

CONSIO£RATIONIOF FlGUAE 1 AHLY Exta'T FOR 
THE LOAD CAPACITOR 

Figure 3. Fast Settling Time Configuration 

TYPICAL PERFORMANCE CURVES 

+'& 

+'0 

OFFSET CURRENT", - ~::r:RENT-
-'0 
-,& o 

... -
+2& +50 +76 

TEMPERATURE _ DC 

Input ImptlC/ance 
lIS, Temperature 

Input Bias Current and Offset 
Current lIS Temperature 

'000 

-....... 
~ 
~ 

200 

0 +2& +&0 +7' 
TEMPERATURE _ DC 

2-34 OPERATIONAL AMPLIFIERS 

120 

" 0 
III 

V,-±2QV 

V.-:t:16V 

Open Loop VoItilge Gain 
lIS TemfJflf8ture 

I 
!! 

~ '00 

80 

~±'ov 
V,-t6V 
I-- --
o +2& +BO +15 

TEMPERATURE _ °c 

Common Mode Volt:sge Range 
lIS Supply VoIt:sge 

Power Supply Current 
lIS Temperature 

Open Loop Gain 
lIS Frequency 

./ 

/' 
/ 

/ 
,/ 

TA-O'TO 7O'"c 
J 

10 1& 
SUPPLY VOLTAGE -Volts 

Output Voltage Swing 
lIS Frequency 

4,0 

r-- va· :t2OV 

~ r---
3.0 

~, 
I ,.. 
~ 2.0 

a 
',0 

i-- -
Y.-:t:1OV 

Vs·:l:6V 

+25 +60 +75 
TEMPERATURE _ °c 

Broadband Input 
Nol. Characteristics 

II 120 
I 100 

~ 80 
W 80 

~ : 
~ 0 

~ -20'0 
1!5 

Va -:t:16V 

,~ TA-26°C-

'''; ~ Ce-OpF-

~ 
Cc-2OpF~ 
f i ~ 

I 
100 1k 10k 100k 1M 10M 

FREQUENCY - Hz 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Fast Settling Time 

0.1% in 500ns max 
0.01% in 2.5"s max 

High Slew Rete: 100V/ps min 
Low los: 25nA max 
Guaranteed Vos Drift: 3O"vfc max 
High CMRR: SOdB min 
Drives 500pF 
Low Price 

APPLICATIONS 
DIA and AID Conversion 
Wideband Amplifiers 
Multiplexers 
Pulse Amplifiers 

PRODUCT DESCRIPTION 
The ADS09], ADS09K and ADS09S are monolithic 
operational amplifiers specifically designed for applications 
requiring fast settling times to high accuracy. Other compar
able dynamic parameters include a small signal bandwidth of 
20MHz, slew rate of 100V I"s min and a full power response 
of 1 50kHz min. The devices are internally compensated for 
all closed loop gains greater than 3, and are compensated with 
a single capacitor for lower gains. 

The input characteristics of the ADS09 are consistent with 
0.01 % accuracy over limited temperature ranges; offset cuttent 
is 2SnA max, offset voltage is SmV max, nullable to zero, and 
offset voltage drift is limited to 30"V f C max. PSRR and 
CMRR are typically 9OdB. 

The ADS09 is designed for use with high speed D/A or AID 
conveners where the minimum conversion time is limited by 
the amplifier settling time. If 0.01% accuracy of conversion 
is required, a conversion cannot be made in a shorter period 
than the time required for the amplifier to settle to within 
0.01 % of its final value. 

All devices are supplied in the TO-99 package .. The AD509] 
and ADS09K are specified for 0 to +70oC temperature range; 
the ADS09S for operation from -55°C to +12SoC. 

High Speed, 
Fast Settling Ie Op Amp 

AD509 I 
AD509 PIN CONFIGURATIONS 

T0-99 

INVERTING 
INPUT 

FREQUENCY 
COMPENSATION 

V-

~ 2.. T ~ 
V+ 

TOP VIEW 

PRODUCT HIGHUGHTS 
1. The ADS09 is internally compensated for all closed loop 

gains above 3, and compensated with a single capacitor for 
lower gains thus eliminating the elaborate stabilizing tech
niques required by other high speed IC op amps. 

2. The ADS09 will drive capacitive loads of SOOpF without 
deterioration in settling time. Larger capacitive loads 
can be driven by tailoring the compensation to minimize 
settling time. 

3. Common Mode Rejection, Gain and Noise are compatible 
with a 0.01 % accuracy device. 

4. The ADS09K and ADS09S are 100% tested for minimum 
slew rate and guaranteed to settle to 0.01 % of its final 
value in less than 2.S"s. 
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SPECIFICATIONS (@ +25"C and Vs = :!: 15V de unless otherNise specified) 

Model 

OPEN LOOP GAIN 
Vo= :tIOV,RI..;;,2kll 
TmintoTmax,RI:= 2kH 

OUTPUT CHARACTERISTICS 
Voltage(tl RI. = 2kH, Tmin to Tmax 

FREQUENCY RESPONSE 
Unity Gain Small Signal 
Full Power Response 

Slew Rate, Unity Gain 
Seuling Time 

toO.I% 
toO.OI% 

INPUT OFFSET VOLTAGE 
Initial Offset 
Input Offset Voltage T min to T max 

InputOffsetVoltagevs. Supply, 
Tmin[oTmax 

INPUT BIAS CURRENT 
Initial 
TmintoTmax 

INPUT OFFSET CURRENT 
Initial 
TA = min to max 

INPUT IMPEDANCE 
Differential 

INPUT VOLTAGE RANGE 
Differential 
Common Mode 
Common Mode Rejection 

INPUT NOISE VOLTAGE 
f= 10Hz 
f= 100Hz 
f= 100kHz 

POWER SUPPLY 
Rated Performance 
Operating 
Quiescent Current 

TEMPERATURE RANGE 
Operating, Rated Performance 
Storage 

PACKAGEOPTION i 

TO-99 Style (H-OSA) 

NOTES 
ISee Section 20 for package outline information. 
Specifications subject to change without notice. 
All min and max specifications are guaranteed. 

AD509J 
Min Typ Max 

7,500 15,000 
5,000 

±10 ::t 12 

20 
1.2 1.6 
SO 120 

200 
1.0 

5 10 
14 

200 

125 250 
500 

20 50 
100 

40 100 

:t 15 
:t1O 

74 90 

100 
30 
19 

±IS 
:t5 :t20 

4 6 

0 +70 
-65 +150 

ADS09JH 

Specifications shown in boldface are tested on all production units at Imal 
electrical test. Results from those tests are used to calculate outgoing quality 
levels. 
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AD509K 
Min Typ Max 

10,000 .15,000 
7,500 

:t 10 :t 12 

20 
1.5 2.0 
SO 120 

200 
1.0 

4 8 
11 

100 

100 200 
400 

10 25 
50 

50 100 

:t 15 
:t1O 

80 90 

100 
30 
19 

:t 15 
:t5 ,,20 

4 6 

0 +70 
-65 +150 

ADS09KH 

AD509S 
Min Typ Max Units 

10,000 15,000 VN 
7,500 VN 

:t 10 :t 12 V 

20 MHz 
1.5 2.0 MHz 
100 120 VI".. 

200 500 ms 
1.0 2.5 ILS 

4 8 mV 
11 mV 

100 ILVN 

100 200 nA 

400 nA 

10 25 nA 
50 nA 

50 100 MU 

" 15 V 
,,10 V 

80 90 dB 

100 nV/v'Hz 
30 . nV/v'Hz 

19 nV/v'Hz 

:t 15 V 
:t5 ,,20 V 

4 6 rnA 

-55 +70 °C 
~65 +150 °c 

AD509SH 



APPLYING THE ADS09 

MEASURING SETTLING TIME. Settling time is defined as 
that period required for an amplifier output to swing from 
o volts to full scale, usually 10 volts, and to settle to within 
a specified percentage of the final output voltage. For high 
accuracy systems, the accuracy requirement is normally 
specified as either 0.1 % (10-bit accuracy) or 0.01 % (12-bit 
accuracy) of the 10 volt output level. The settling time 
period is comprised of an initial propagation delay, an 
additional time for the amplifier to slew to the vicinity of 
10 volts, and a final time period to recover from internal 
saturation and other effects, and settle within the specified 
error band. Because settling time depends on both linear 
and nonlinear factors, there is no simple approach to 
predicting its final value ·to different levels of accuracy. In 
particular, exttemely high slew rates do not assure a rapid 
settling time, since this is only one of many factors affecting 
settling time. In most high speed amplifiers, after the 
amplifier has slewed to the vicinity of the final output 
voltage, it must recover from internal saturation and then 
allow any overshoot and ringing to damp out. These 
definitions are illustrated in Figure 1. 

Eo + <l.E-... 
ERROR I FINALV'ALUCEo-- ----

BAND 
E~-':~E;:';>---- -------- --

-SLEWING RECOVERY LINEAR SETTLING 

-SETTLING TIME TO±<l.E-1 

OR ±fo '100% 

Figure 1. Settling Time 

The ADS09K and ADS09S are guaranteed to settle to 0.1% 
in SOOns and 0.01 % in 2.Sj.ls when tested as shown in Figure 2. 
There is no appreciable degradation in settling time when 
the capacitive load is increased to SOOpF, as discussed below. 
The settling time is computed by summing the o.!ltput and the 
input into a differential amplifier, which then drives a scope 

5pF 

Eino-_"'N'.,..=.j 

DECOUPLING CAPACITORS 
OMITTED FOR CLARITY 

SCOPE 

Figure 2. AD509 Settling Time Test Circuit 

Applying the AD509 
display. The resultant waveform of (Eo - EIN) of a typical 
ADS09 is shown in Figure 3. Note that the waveform crosses 
the 1mV point representing 0.01 % accuracy in approximately 
l.Sj.IS. The top ttace represents the output signal; the bottom 
trace represents the error signal. 

It 
[I 1.0 [-r.::-

OUTPUT II 
ERROR 
SIGNAl 

, 
11m' 
II- ... i-

Figure 3. Settling Time of AD509 

SETTLING TIME VS. Rf AND Ri. Settling time of an 
amplifier is a function of the feedback and input resistors, 
since they interact with the input capacitance of the amplifier. 
When operating in the non-inverting mode, the source 
impedance should be kept relatively low; e.g., SkSl; in order 
to insure optimum performance. The small feedback 
capacitor (SpF) is used in the settling time test circuit in 
parallel with the feedback resistor to reduce ringing. This 
capacitor partially cancels the pole formed in the loop gain 
response as a result of the feedback and input resistors, and 
the input capacitance. 

SETTLING TIME VS. CAPACITIVE LOAD. The ADS09 
will drive capacitive loads of SOOpF without appreciable 
deterioration in settling time. Larger capacitive loads can be 
driven by tailoring the compensation to minimize settling 
time. Figure 4 shows the settling time of a typical ADS09, 
compensated for unity gain with a lSpF capacitor, with a 
SOOpF capacitive load on the output. Note that settling time 
to 0.01 % is still under 2.0j.lS. 

OUTPUT 

ERROR 
SIGNAL 

1.0 , 
• m , 

-ns -
::;: ... :..:: 

Figure 4. AD509 with 500pF Capacitive Load 

SUGGESTIONS FOR MINIMIZING SETTLING TIME. The 
ADS09 has been designed to settle to 0.01 % accuracy in 
1 to 2.Sj.ls. However, this amplifier is only a building block 
in a circuit that also has a feedback network, input and output 
connections, power supply connections, and a number of 
external components. What has been painstakingly gained in 
amplifier design can be lost without careful circuit design. 
Some of the elements of a good high speed design are ......... . 

CONNECTIONS. It is essential that care be taken in the 
signal and power ground circuits to avoid inducing or 
generating extraneous voltages in the ground signal paths. 
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The O,lpF ceramic power supply bypass capacitors are 
considerably more important for the ADS09 than for low 
frequency general purpose ,amplifiers. Their main purpose 
is to convert the dis~ributed high frequency ground to a 
lumped singie point (the V+ point). The V+ to V- O.lI.1F 
capaeitor equalizes the supply grounds while the O.lI.1F 
capaCitor from V + to signal ground should be returned to 
signal common. The signal common, which is bypassed to 
pin 7, is defined as that point at which the input signal 
source, the feedback network, and the return side of the load 
are joined to the power common. 

Note that the diagram shows each individual capacitor 
directly connected to the appropriate terminal (pin 7 [V+ ) ). 

INYERnNG 
INPUT 

NONINYBmNG 
INPUT 

O .... F 
CERAMIC DISC 

Figure 5. Configuration for Unity Gain Applications 

DYNAMIC RESPONSE OF ADS09 
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Figure 6. Open Loop Frequency and Phase Response 

THE ADS09 AS AN OUTPUT AMPUFIER FOR FAST 
CURRENT-DUTPUT D-TD-A CONVERTERS 

Most fast integrated ,circuit digital to analog converters have 
current outputs. That is, the digital input code is translated 
to an output current proportional to the digital code. In 
many applications, that output current is converted to a volt
age by connecting an operational amplifier in the current-to
voltage conversion mode. 

The settling time of the combination depends on the settling 
time of the DAC and the output amplifier. A good approxima
tion is: 

Some IC DACs settle to final output value in 100-S00 nano
seconds. Since most IC op amps require a longer time to settle 
to to.l% or to.01% of final value, amplifier settling time can 
dominate total settling time. And for a 12-bit DAC, one least 
significant bit is only 0.024% of full-scale, so low drift and 
high linearity and precision are also required of the output 
amplifier. 
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In addition, it is suggested that all connections be short and 
direct, and as physically close to the case as possible, so that 
the length of any conducting path shared by external 
components will be minimized. 

COMPONENTS. Resistors are preferably metal film types, 
because they have less capacitance and stray inductance 
than wirewound types, and are available with excellent 
accuracies and temperature coefficients. 

Diodes are hot carrier types for the very fastest-settling 
applications, but 1N914 types are suitable for more 
routine uses. 

Capacitors in critical locations are polystyrene, teflon, or 
polycarbonate to minimize dielectric absorption. 

CIRCUIT. For the fastest settling times, keep leads short, 
orient components to minimize stray capacitance, keep 
circuit impedance levels as low as consistent with the out
put capabilities of the amplifier and the signal source, 
reduce all external load capacitances to the absolute 
minimum. Don't overlook sockets or printed circuit 
board mounting as possible sources of dielectric absorption. 
Avoid pole-zero mismatches in any feedback networks used 
with the amplifier. Minimize noise pickup. 
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Figure 7. Open Loop Frequency Response for Various Cc's 

Figure 8 shows the ADS09K connected as an output amplifier 
with the ADS6SK, high speed 12-bit IC digital-to-analog con
verter. The 10 picofarad capacitor, Cl, compensates for the 
2SpF ADS6S output capacitance. The voltage output of the 
ADS6SK/ADS09K combination settles to to.01% in one 
microsecond. The low input voltage drift and high open loop 
gain of the ADS09K assures 12-bit accuracy over the operating 
temperature range. 

AD565K 
5k1l 

Figure 8. AD509 as an Output Amplifier for a Fast Current
Output D-to-A Convener 
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FEATURES 
Ultralow Bias Current: 75fA max (AD515AL) 

150fA max (AD515AK) 
300fA max (AD515AJ) 

Low Power: 1.5mA max Quiescent Current 
(O.6mA typ) 

Low Offset Voltage: 1.0mV max (AD515AK & LI 
Low Drift: 15 .... VrC max (AD515AK) 
Low Noise: 4 .... V pop, O.1Hz to 10Hz 

PRODUCT DESCRIPTION 
The ADS1SA is a monolithic FET-input operational amplifier 
with a guaranteed maximum input bias current of 7SfA 
(ADS1SAL). The ADS1SA is a monolithic successor to the 
industry standard ADS 1 5 electrometer, and will replace the 
ADS IS in most aplications. The ADS1SA also delivers laser
trimmed offset voltage, low drift, low noise and low power, a 
combination of features not previously available in ultralow bias 
current circuits. All devices are internally compensated, protected 
against latch-up and are short circuit protected. 

The ADS1SA's combination of low input bias current, low 
offset voltage and low drift optimizes it for a wide variety of 
electrometer and very high impedance buffer applications in
cluding photo-current detection, vacuum ion-gage measurement, 
long-term precision integration and low drift sample/hold appli
cations. This amplifier is also an excellent choice for all forms of 
biomedical instrumentation such as pH/pIon sensitive electrodes, 
very low current oxygen sensors, and high impedance biological 
microprobes. In addition, the low cost and pin compatibility of 
the ADSlSA with standard FET op amps will allow designers to 
upgrade the performance of present systems at little or no additional 
cost. The 10150 common-mode input impedance ensures that 
the input bias current is essentially independent of common-mode 
voltage. 

As with previous electrometer amplifier designs from Analog 
Devices, the case is brought out to its own connection (Pin 8) so 
that the case can be independently connected to a point at the 
same potential as the input, thus minimizing stray leakage to 
the case. This feature will also shield the input circuitry from 
external noise and supply transients. 

The ADS1SA is available in three versions of bias current and 
offset voltage, the "}", "K" and "L"; all are specified for rated 

·Covered by Patent No. 4,639,683. 

Monolithic Precision, Low Power 
FET -Input Electrometer Op Amp 

AD515A* I 
AD515A PIN CONFIGURATION 

INVERTING 
INPUT 

GUARD PIN (CONNECTED TO eASEl 
TAB . 

v-
OFFseT OFFSET 

(i)' 1 ~ 
4 v-

performance from 0 to + 70"C and supplied in a hermetically 
sealed TO-99 package. The industry standard hybrid version, 
ADS 15, will also be available. 

PRODUCT HIGHUGHTS 
1. The ADSl5A provides subpicoampere bias currents in an 

integrated circuit amplifier. 
• The ultralow input bias currents are specified as the 

maximum measured at either input with the device fully 
warmed up on ± ISV supplies at + 2S·C ambient with no 
heat sink. This parameter is 100% tested. 

• By using ± 5V supplies, input bias current can typically 
be brought below SOfA. 

2. The input offset voltage on all grades is laser trimmed, typically 
less than 500 .... V. 
• The offset voltage drift is ISII-VrC maximum on the K 

grade. 
• If additional nulling is desired, the amount required will 

have a minimal effect on offset drift (approximately 311-vrc 
per mY). 

3. The low quiescent current drain of O.6mA typical and 1.5mA 
maximum, keeps self-heating effects to a minimum and renders 
the AD51SA suitable for a wide range of remote probe 
applications. 

4. The combination of low input noise voltage and very low 
input noise current is such that for source impedances from 
IM.{l to 10110, the Johnson noise of the source will easily 
dominate the noise characteristic. 

S. Every ADSISA receives a 24-hour stabilization bake at + ISO"C, 
to ensure reliability and long-term stability. 
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SPECIFICATIONS(typica'@ +2S"C with Vs = ±l5Vdc,unlessotherwisespecified) 
' .. 

Model ADSlSAj ADSISAK ADS15AL,. 

OPEN-LOOPGAiN I .: 
; 

VOUT= ± lOV,RL;a.2k,O, 2O,OOOVlVmin 40,OOOVNmin 2S,OOOV N min 
RL;a.lOk,O, 4O,OOOVN min lOO,OOOVN min SO,OOOVNmin 

T A=mintomaxR[;;a.2kn lS,OOOVNmin 4O,OOOVNmin 2S,OOOVNmin 

OUTPUT CHARACTERISTICS 
Voltage@RL=2k,O"TA=mmtomax ±IOVmin(:t 12Vtyp) * * 

@RL=IOk'o', TA = min to max ± 12V min ( ± 13Vtyp) * * 
Load Capacitance2 lOOOpF 
Short -Circuit Current 10mAmin (20mA typ) 

FREQUENCY RESPONSE 
Unity Gain, Small Signal IMHz * * 
Full Power Response 5kHz min (50kHz typ) * * 
Slew Rate Inverting Unity Gain O.3V/fLs inin (3.0V IfLS typ) * * 
Overload Recovery Inverting Unity Gain lOOfLsmax(2fLs typ) * * 

INPUT OFFSET VOL TAGE3 3.l!mVmax(O.4mVtyp) l.Omv max (O.4mVtyp) l.Omvmax (O.4mVtyp) 
vs. Temperature, T A = min to max SO,..VI"Cmax lS,..VI"Cmax 2S,..VI"Cmax 
vs. Supply, TA = min to max 400,..VNmax(SO,..VNtyp) lOO,..VNmax 200,..VNmax 

INPUT BIAS CURRENT 
Either Input4 300fAmax lSOfAmax 7SfAmax 

INPUT IMPEDANCE 
Differential VDlFF = ± IV 1.6pF111013,O, * * 
Common Mode 0.SpF11101S,O, * * 

INPUT NOISE 
Voltage, O.IHz to 10Hz 4.0fL V (P-p) * * 

f=IOHz 75nV/YHz * * 
f=IOOHz 55nV/YHz * * 
f=lkHz SOnV/VHz * * 

Current, O.IHz to 10Hz 0.{107pA(p-p) * * 
10Hz to 10kHz O.OlpAtms * * 

INPUT VOLTAGE RANGE 
piffe1"l!ntial ±2OVmin * * 
Common Mode, T A = min to max ±lOVmin(+12V, -lltyp) * * 
Common-Mode Rejection, V1N = ± lOV 66dBmin(94dBtyp) 
MaxinIum Safe Input VoltageS ±Vs 

POWER SUPPLY 
Rated Performance ±ISV 
Operating ± SV min (± 18V max) 
Quiescent Current l.SmAmax (O.6mAtyp) 

TEMPERATURE 
Operating, Rated Performance Oto +70°C 
Storage - 65°C to + 150°C 

PACKAGE OPTION6 

TO-99 (H-OSA) ADSlSAJH 

NOTES 
*Specifications same as ADSlSAJ. 
'Open Loop Gain is specified with or without nulling of Vos. ' 
'A conservative design would not exceed 7S0pF of load capacitance. 
'Input Offset Voltage specifications are guaranteed after 5 minutes of 
operation at TA = +2S"C. 

4Bias Current specifications are guaranteed after 5 minutes of operation at 
TA = + 25°C. For higher temperatures, the current doubles every + lOoC. 

80dBmin 70dBmin 

* * 

* * 
*, * 
* * 

'* * 
* * 

ADSlSAKH ADSISALH 

'If it is possible for the input voltage to exceed the supply voltage, a series 
protection"resistor should be added to limit input current to O.lmA. 
The input devices can bandle overload currents of O.lmA indefmitely without 
damage. See next Plllle. 

·See Section 20 for package outline information. 
Specifi~ations subject to change without notice. 
Specifications shown in boldface are tested on all !'1"O'iuction units at fmal 
test. 

ESDPRECA~ONS----------------------------~-------------------------------------------------------

Cbarges as high as 4000V readily accumulate on the humao body 
and test equipment and discharge without detection. Therefore, 
reasonable ESD precautions are recommended to avoid functional 
damage or performance degradation. Unused devices should be 
stored in conductive foam or shunts, and the foam should be dis
charged to the destination socket before devices are removed. For 
further information on ESD precautions, refer to Analog Devices' 

WARNING! 0 
~~DEVICE 

ESDPrevmtion~wU. __________________________________________________________________________________ __ 
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LAYOUT AND CONNECTIONS CONSIDERATIONS 
The design of very high impedance measurement systems in
troduces a new level of problems associated with the reduction 
of leakage paths and noiae pickup. 

I. A primary consideration in high impedance system designs is 
to attempt to place the measuring device as near to the signal 
source as possible. This will minimize current leakage paths, 
noise pickup and capacitive loading. The AD515A, with its 
combination of low offset voltage (normally eliminating the 
need for trimming), low quiescent current (minimal source 
heating, possible battery operation), internal compensation 
and small physical size lends itself very nicely to installation 
at the signal source or inside a probe. Also, as a result of the 
high load capacitance rating, the AD515A can comfortably 
drive a long signal cable. 

2. The use of guarding techniques is essential to realizing the 
capability of the ultralow input currents of the AD515A. 
Guarding is achieved by applying a low impedance bootstrap 
potential to the outside of the insulation material surrounding 
the high impedance signal line. This bootstrap potential is 
held at the same level as that of the high impedance line; 
therefore, there is no voltage drop across the insulation and, 
hence, no leakage. The guard will also act as a shield to 
reduce noiae pickup and serves an additional function of 
reducing the effective capacitance to the input line. The case 
of the AD515A is brought out separately to Pin 8 so that the 
case can also be connected to the guard potential. This technique 
virtually eliminates potential leakage paths across the package 
insulation, provides a noiae shield for the sensitive circuitry 
and reduces common-mode input capacitance to about O.8pF. 
Figure I shows a proper printed circuit board layout for 
input guarding and connecting the case guard. Figures 2 and 
3 show guarding connections for typical inverting and nonin
verting applications. If Pin 8 is not used for guarding, it 
should be connected to ground or a power supply to reduce 
noise. 

(BOTTOM VIEW) 

SAME PATTERN SHOULD BE 
LAIO OUT ON BOTH SIDES 
OF PC BOARD 

Figure 1. Board Layout for Guarding Inputs with Guarded 
TO-99 Package 

3. Printed circuit board layout and construction is critical for 
achieving the ultimate in low leakage performance that the 
AD515A can deliver. The best performance will be realized 
by using a teflon IC socket for the ADSISA; but at least a 
teflon stand-off should be used for the high impedance lead. 
If this is not feasible, the input guarding scheme shown in 
Figure I will minimize leakage as much as possible; the 
guard ring should be applied to both sides of the board. The 
guard ring is connected to a low impedance potential at the 
same level as the inputs. High impedance signal lines should 
not be extended for any unnecessary length on a printed 
circuit; to minimize noiae and leakage, they must be carried 
in rigid, shielded cables. 

Applying the AD515A 
4. Another important concern for achieving and maintaining 

low leakage currents is complete cleanliness of circuit boards 
and components. Completed assemblies should be washed 
thoroughly in a low residue solvent such as TMC Freon or 
high-purity methanol followed by a rinse with deionized 
water and nitrogen drying. If service is anticipated in a high 
contaminant or high humidity environment, a high dielectric 
conformal coating is recommended. All insulation materials II 
except Kel-F or teflon will show rapid degradation of surface 
leakage at high humidities. 

Eo"" 1mV/picoamp 

Figure 2. Picoampere Current-to-Voltage Converter 
Inverting Configuration 

OPTIONAL Rp 

EO=Vs(I+!!f) 
R. 

Z'N = 10" nuO.2pF 

Figure 3. Very High Impedance Noninverting Amplifier 

INPUT PROTECTION 
The AD515A is guaranteed for a maximum safe input potential 
equal to the power supply potential. 

Many instrumentation situations, such as flame detectors in gas 
chromatographs, involve measurement of low level currents 
from high-voltage sources. In such applications, a sensor fault 
condition may apply a very high potential to the input of the 
current-to-voltage converting amplifier. This possibility necessi
tates some form of input protection. Many electrometer type 
devices, especially CMOS designs, can require elaborate Zener 
protection schemes which often compromiae overall performance. 
The ADS 15A requires input protection only if the source is not 
current limited, and as such is similar to many JFET -input 
designs. The failure mode would be overheating from excess 
current rather than voltage breakdown. If the source is not 
cul-rent limited, all that is required is a resistor in series with 
the affected input terminal so that the maximum overload current 
is O.lmA (for example, IMn for a l00V overload). This simple 
scheme will cause no significant reduction in performance and 
give complete overload protection. Figures 2 and 3 show proper 
connections. 
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COAXIAL CABLE AND CAPACITANCE EFFECTS 
If it is not possible to attach the ADSlSA vinually on top of the 
signal source, considerable care should be exercised in designing 
the connecting lines carrying the high impedance signal. Shielded 
c:oaxial cable must be used for noise reduction, but use of c:oaxial 
cables for high impedance work am add problems from cable 
leakage, noise and capacitance. Only the best polyethylene or 
virgin teflon (not reconstituted) should be used to obtain the 
highest possible insUlation resistance. 

Cable systems should be made as rigid and vibration free as 
possible since cable movement am cause noise signals of three 
types, all significant in high impedance systems. Frictions! 
movement of the shield over the insulation material generates a 
charge which is sensed by the signal line as a noise voltage. Low 
noise cable with graphite lubricant such as Ampheno121-S37 
will reduce the noise, but short, rigid lines are better. Cable 
movements will also make small changes in the internsl cable 
capacitance and capacitance to other objects. Since the total 
charge on these capacitances cannot be changed instantly, a 
noise voltage results as predicted from: !J. V = Q/!J.C. Noise voltage 
is also generated by the motion of a conductor in a magnetic 
field. 

The conductor-to-shie1d capacitance of c:oaxial cable is usually 
about 3OpF/foot. Charging this capacitance am cause considerable 
stretching of high impedance signal rise-rime, thus cancelling 
the low input capacitance feature of the ADSISA. There are two 
ways to circumvent this problem. For inverting sigDI!ls or low-level 
current measurements, the signal is carried on the line connected 
to the inverting input and shielded (guarded) by the ground line 
as shown in Figure 2. Since the signal is always at virtusl ground, 
no voltage change is required and no capacitances are cbarged. 
In many circumstances, this will destsbilize the circuit; if so, 
capacitance from output to inverting input will stabilize the 
circuit. 

Noninverting and buffer situstions are more critical since the 
signal line voltage and therefore charge will change, causing 
signal delay. This effect can be reduced conSiderably by connecting 
the cable shield to a guard potential instead of ground, an option 
shown in Figure 3. Since such a connection results in pOsitive 
feedback to the input, the circuit may be destabilized and oscillate. 
If so, capacitance from positive input to ground mwit be Bdded 
to make the net capacitance at Pin 3 positive. This technique 
can considerably reduce the effective capacitance which must be 
charged. 

Typical Performance Curves 
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ELECTROMETER APPLICATION NOTES 
The AD515A offers subpicoampere input bias currents available 
in an integrated circuit package. This design will open up many 
new application opportunities for measurements from very high 
impedance and very low current sources. Performing accurate 
measurements of this sort requires careful attention to detail; 
the notes given here will aid the user in realizing the full meas
urement potential of the AD515A and perhaps extending its 
performance limits. 

I. As with all junction FET input devices, the temperature of 
the FETs themselves is all important in determining the 
input bias currents. Over the operating temperature range, 
the input bias currents closely follow a characteristic of doubling 
every lOGe; therefore, every effort should be made to minimize 
device operating temperamre. 

2. The heat dissipation can be reduced initially by careful inves
tigation of the application. First, if it is possible to reduce 
the required power supplies, this should be done since internal 
power consumption contributes the largest component of 
self-heating. To tuinimize this effect, the qniescent current of 
the AD515A has been reduced to less than ImA. Figure 8 
shows typical input bias current and quiescent current versus 
supply voltage. 

3. Output loading effects, which are normally ignored, can 
cause a significant increase in chip temperamre and therefore 
bias current. For example, a 2kO load driven at lOY at the 
output will cause at least an additional 25m W dissipation in 
the output stage (and some in other stages) over the typical 
24mW, thereby at least doubling the effects of self-heating. 
The results of this form of additional power dissipation are 
demonstrated in Figure 9, which shows normalized input 
bias current versus additional power dissipated. Therefore, 
although many dc performance parameters are specified 
driving a 2kO load, to reduce this additional dissipation, we 
recommend restricting the load resistance to be at least 
10kO. 

4. Figure 10 shows the AD515A's input current versus differential 
input voltage. Input current at either tertuinal stays below a 
few hundred fA until one input tertuinal is forced higher 
than I to 1.5V above the other terminal. Input current limits 
at 30ILA under these conditions. 

AD515A 
~r-----~------'-------r------''' 

T ... =+25"C 
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Figure 8. Input Bias Current and Supply Current vs. Supply 
Voltage 
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ADSlSA CIRCUIT APPLICATION NOTES 
The ADS15A is quite simple to apply to a wide variety of appli
cations because of the pretrimmed offset voltage and internal 
compensation, which minimize required external components 
and eliminate the need for adjustments to the device itself. The 
major considerations in applying this device are the external 
problems of layout and heat control which have already been 
discussed. In circuit situations employing the use of very high 
value resistors, such as low level current to voltage converters, 
electrometer operational amplifiers can be destabilized by a pole 
created by the small capacitance at the negative input. If this 
occurs, a capacitor of 2 to 5pF in parallel with the resistor will 
stabilize the loop. A much larger capacitor may be used if desired 
to limit bandwidth and thereby reduce wideband noise. 

Selection of passive components employed in high impedance 
situations is critical. High MO resistors should be of the carbon 
film or deposited ceramic oxide to obtain the best in low noise 
and high stability performance. The best packaging for high 
MO resistors is a glass body sprayed with silicone varnish to 
minimize huruidity effects. These resistors must be handled 
very carefully to prevent surface contamination. Capacitors for 
any high impedance or long-tertn integration situation should be 
of a polystyrene fortnulation for optimum perfortnance. Most 
other types have too Iowan insulation resistance, or high dielectric 
absorption. 

Unlike situations involving standard operational amplifiers with 
much higher bias currents, balancing the impedances seen at the 
input tertninals of the AD51SA is usually unnecessary and probably 
undesirable. At the large source impedances where these effects 
matter, obtaining quality, matched resistors will be difficult. 
More important, instead of a cancelling effect, as with bias 
current, the noise voltage of the additional resistor will add by 
root -sum-of-squares to that of the other resistor thus increasing 
the total noise by about 40%. Noise currents driving the resistors 
also add, but in the AD5l5A are siguificant only above lOHO. 

+ 

OUTPUT 

(ALL RESISTORS OF SAME NUMBER SHOULD BE MATCHED ±O.1%) 

(SUFFER Al BOOSTS COMMON MODE ZIN BY DRIVING CABLE SHIELDS 
AT COMMON MODE VOLTAGE AND NEUTRALIZING eM CAPACITANCE) 

Figure ". Very High Impedance Instrumentation 
Amplifier 
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Figure 12. Low Drift Integrator and Low-Leakage Guarded 
Reset 

LOW-LEVEL CURRENT-TO-VOL TAGE CONVERTERS 
Figure 2 shows a standard low-level current-to-voltage converter. 
To obtain higher sensitivity, it is obvious to simply use a higher 
value feedback resistor. However, high value resistors above 
1090 tend to be expensive, large, noisy and unstable. To avoid 
this, it may be desirable to use a circuit configuration with 
output gain, as in Figure 13. The drawback is that input errors 
of offset voltage drift and noise are multiplied by the same gain, 
but the precision performance of the AD5l SA makes the tradeoff 
easier. 

Figure 13. Picoampere to Voltage Converter with Gain 

One of the problems with low-level leakage current testing or 
low-level current transducers (such as Clark oxygen sensors) is 
finding a way to apply voltage bias to the device while still 
grounding the device and the bias source. Figure 14 shows a 
technique in which the desired bias is applied at the noninverting 
terminal thus forcing that voltage at the inverting terminal. The 
current is sensed by Rp , and the ADS24 instrumentation amplifier 
converts the floating differential signal to a single-ended output. 

Figure 14. Current-to-Voltage Converters with Grounded 
Bias and Sensor 
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WDEVICES 

FEATURES 
Low Input Bias Current: 1nA max (AD517L) 
Low Input Offset Current: O.25nA max (AD517L) 
Low Vos: 5o,.tV max (AD517L). 15o,.tV max (AD517J) 
Low Vos Drift: 1.3p.VfC (AD517L) 
Internal Compensation 
MI L-8tandard Parts Available 
S.pin TO-99 Hermetic Metal Can 
Available in Chip Form 

PRODUCT DESCRIPTION 

The ADS17 is a high accuracy monolithic op amp featuring ex
tremely low offset voltages and input currents. Analog Devices' 
thermally-balanced layout and superior IC processing combine 
to produce a truly precision device at low cost. 

The ADS17 is laser trimmed at the wafer level (LWT) to pro
duce offset voltages less than SOIlV and offset voltage drifts 
less than 1.31lV IC unnulled. Superbeta input transistors pro
vide extremely low input bias currents of InA max and offset 
currents as low as 0.2SnA max. While these figures are com
parable to presently available BIFET amplifiers at room tem
perature, the ADS17 input currents decrease, rather than 
increase, at elevated temperatures. Open-loop gain in many IC 
amplifiers is degraded under loaded conditions due to thermal 
gradients on the chip. However, the ADS17 layout is balanced 
along a thermal axis, maintaining open-loop gain in excess of 
1,000,000 for a wide range of load resistances. 

The input stage of the ADS17 is fully protected, allowing dif
ferential input voltages of up to ±Vs without degradation of 
gain or bias current due to reverse breakdown. The output 
stage is short-circuit protected and is capable of driving a load 
capacitance up to 100OpF. 

The ADS17 is well suited to applications requiring high pre
cision and excellent long-term stability at low cost, such as 
stable references, followers, bridge instruments and analog 
computation circuits. 

Low Cost, Laser 
Trimmed, Precision IC Op Amp 

AD517 I 
ADS17 PIN CONFIGURATION 

OFFS~T NULL S 

1 

-IN 2 

+IN 

4 
-Vs 

TOP VIEW 

6 OUTPUT 

NC 

The circuit is packaged in a hermetically sealed TO-99 metal 
can, and is available in three performance versions (J, K, and 
L) specified over the commercial 0 to +70oC range; and one 
version (AD517S) specified over the extended temperature 
range, -SSoC to +12SoC. 

PRODUCT HIGHLIGHTS 
1. Offset voltage is 100% tested and guaranteed on all models. 
2. The ADS17 exhibits extremely low input bias currents 

without sacrificing CMRR (over 100dB) or offset voltage 
stability. 

3. The ADS17 inputs are protected (to ±VS)' preventing offset 
voltage and bias current degradation due to reverse break
down of the input transistors. 

4. Internal compensation is provided, eliminating the need for 
additional components (often required by high accuracy IC 
op amps). 

S. The ADS17 can directly replace 72S, 108, and AD510 am
plifiers. In addition, it can replace 741-type amplifiers if the 
offset-nulling potentiometer is removed. 

6. Thermally-balanced layout insures high open-loop gain inde
pendent of thermal gradients induced by output loading, 
offset nulling, and power supply variations. 

7. Chips are available. 
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SPECIFICATI,ONS (@ +25"1: and Vs= ±lSV de) 
, , 

. " i, ~ ""Mia, \.AD~7J Model 
" 

Max 

OPllNLOOPGAIN 
Vo "" ±lOV~RL~2kO "10' 

T ... to T"';". RL'- 21ti} 500.000 

OUTPUTCHAR.kTERISTICS 
Voltage (a' RL = 2k!l, T riuia to T maX ±IO 
Load Capacitance 1000 
OutputCurrent io 
Shon Circuit Current 25 

FREQUENCY RESPONSE 
Unity Gain Small Signal 250 
Full Power Response 1.5 
Slew Rate, Unity Gain 0.10 

INPUT OFFSET VOLTAGE 
Initial Offset ISO 
Input Offset vs. Temp. 3.0 
Input Off'set VI. Supply. is 

Tmin to Tmu. 40 

INPUT BIAS CURRENT 
Initial 5 
Tmin to Tmu. S 

vs. Temp, T min to Tina +20, 

INPUT OFFSET CURRENT 
Initial 1.0 
Tmin to Tmax 1.5 

INPUT IMPEDANCE 
Differential 15111.5 
Common Mode 2.0x 10" 

INPUT VOLTAGE RANGE 

Differen~ ±Vs 
CommonMode~jectiQD. 94 
Common Mode Rejection 

Tmin to Tmax 94 

INPUT NOISE 
Voitage,O. 1Hz to 10Hz 2 

f-IOHz 35 
f-lOOHz 25 
f=lkHz 20 

~t,f=10kHz 0.05 
f-lOOHz 0.03 
f-lkHz 0.03 

POWER SUPPLY 
Rated PerfOl'llWlC< ~15 

Operating ~5 ±lB 
Quiescent Current 4 

TEMPERATURE RANGE 
Operating, 'Rated Performance 0 +70 
Storage -65 +150 

PACKAGE OPTION' 
TO-99 Styie{H-08B) ADSI7JH 

J and S Grade Chips 
Also Available 

NOTES 'Sec _ 20 for ........ ourliac __ don. 

S]JOClIbIiGaa IIIbjoct .. ~ witbout ....... 
S]JOClIbIiGaa &bown in bokIf'KC are tested. on aU productioD. WIiIB at fiDal 
cIectrica1 telt. Raults from. those rats are UIOCl to calculate outsoiaa: quality 
_. All mlD mcI_ opedtkadoao ore ..........-eI. olIbou&b 0IIly _ 

tbowa ill boIcIfKe are hIIk:d on aU pnxluc:ticua uuihl. 
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MiD ' ~~K 

10' 

500.000 

±IO 
1000 

10 
25 

250 
1.5 
0.10 

21111.5 
2.0xlO" 

±Vs 
lIO 

110 

2 
35 
25 
20 
0.05 
0.03 
0.03 

±15 
~5 

0 
-65 

AD517KH 

ADSI7L AD517S 

Max Min Typ Max MiD Typ MU Units 

10' 10' VN 

500.000 250,000 VN 

±IO ±IO V 

1000 1000 pF 

10 10 rnA 
25 ,'\ 25 rnA 

.25,0. 250 kHz .. 
1.5 1.5 kHz 

0.10 0.10 V/jJ.s 

75 SO 75 "V 
1.8 1.3 1.8 "vrc 
10 10 10 "VN 
15 15 20 "VN 

2 1.0 2,0 nA 
3.5 1.5 10 nA 
+10 ~4 ~IO pAI'C 

0.75 0.25 2.0 nA 

1.25 0.4 10 nA 

20111.5 21111.5 MOllpF 
2.0xIO" 2.0x 10" n 

±Vs ±Vs V 

lIO lIO 4B 

100 100 dB 

2 2 "Vp-p 
35 35 nVlv'iii 

25 25 nVIY'Hz 

20 20 nVIY'Hz 

0.05 0.05 pNv'iii 

0.03 0.03 pNv'iii 

0.03 0.03 pNYHz 

~ 15 ±15 V 

±IS ±5 ±)S ~5 ±IS V 

3 3' 3 rnA 

+7(1 0 +70 -55 + 125 'C 

+150 -65 + ISO -65 +150 'C 

ADSI7LH ADSI7SH 
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NULLING THE ADSI7 
The internally-trimmed offset voltage of the ADS 17 will be low 
enough for most circuits without further nulling. However, in 
high precision applications, the ADS 17 may be nulled using 
either of the following methods: 

Figure 1A shows a simple circuit using a 10kU, ten-turn poten
tiometer. This circuit allows nulling to within several microvolts. 

The circuit of Figure 1B is recommended in applications where 
nulling to within liN is desired. This circuit has the advantage 
that potentiometer instability effects are reduced by a factor 
of ten. Values of R1' and R2' are calculated as follows: 

I. Null the offset to zero using a standard 10k pot, as shown 
in Figure IA. 

2. Measure pot halves R1 and R2. 

3. Calculate: 

, R1 x SOkU, R1 = _-0-:-= __ 
SOkU-R1 

4. Replace the pot with R1' and R2' using the closest value 
1 % metal film resistors. 

S. Use a lOOk, ten-turn pot for Rp to complete the nulling. 

7 

1 8 
10k 

10 TURNS 

A. Simple 

7 
R1' R2' 

1Ht----y.,."'-----i~8 

B. High Precision 

Figure 1. Nulling Circuits 

AN INSTRUMENT INPUT AMPLIFIER USING THE ADSI7L 
The circuit shown in Figure 2 represents a typical input stage 
for laboratory instruments and panel meters. The amplifier is 
non-inverting and offers selectable gains from 1 to 1000 in 
decade steps. 

Applying the AD517 

+15V 

R2 
10k 1% 

INPUT >-..... -"""'_--1 
R1 
10M!"! 
1% 6 

R10 
90k 0.02% 

R8 R11 
9.091< 1% 9k 0.02% 

R9 R12 
10k 1% 9OO!l 0.02% 

R13 
100!l0.02% 

Figure 2. Stable Instrument Input Amplifier 

Input impedance of this amplifier is 10 megohms, determined 
by resistor R1. The offset nulling network comprised of R 3, 
R4 and Rs is the same one described earlier. If a less precise 
adjustment can be tolerated, a single 10k potentiometer can be 
substituted for R3, R4 and RS' 

Gain switching is accomplished in the feedback network. The 
divider consisting of RlO, Ru , R12 and R13 determines. the 
gain by dividing the output and returning it to the inverting 
input of the amplifier. The ratio tolerances of these resistors 
uniquely determine the gain of the amplifier. The impedance 
seen by the inverting input is held constant at 10k ohms by 
R6, R7 Rs or ~ depending on the gain selected. Since input 
bias currents flow through equal resistances, the offset voltages 
produced will cancel each other. The input offset currents will 
produce an insignificant offset voltage on the order of 1 micro
volt. If this offset is nulled out at the highest gain selected, it 
will be nulled on all ranges. 

The ADS 17 offers excellent temperature stabiliry in this cir
cuit. Once the offset has been zeroed, the error produced by 
offset current drift will remain quite low due to the extremely 
low offset current drift of the ADS 17. A FET-input op amp 
would not work well in this application, since the input offset 
currents would double for each 10°C increase in temperature, 
soon exceeding the input offset currents of the AD S 17. 
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CHIP DIMENSIONS AND BONDING DIAGRAM 

0.071 
(1.803) 

-IN 0---1_ 
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Contact factory for latest dimension •. 
Dimensions shown in inches and (mm). 

THE AD517 IS AVAILABLE IN 
LASER-TRIMMED CHIP FORM. 

_I--o+Vs 

~ ... -o OUTPUT 

CHIP EDGE 



~ANALOG 
L.III DEVICES 

FEATURES 
Ultralow Drift: 1 .... Vrc - AD547L 
Low Offset Voltage: 0.25mV - AD547L 
Low Input Bias Currents: 25pA max, Warmed-Up 
Low Quiescent Currant: 1.5mA 
Low Noise: 2 .... V POp 
High Open Loop Gain: nOdB 
High Slew Rate: 13V/j.LS 
Fast Settling to :1:0.01%: 3j.LS 
Low Total Harmonic Distortion: 0.0025% 
Available in Hermetic Metal Can 

Packages and Chip Form 
MIL-8TD-883B Processing Available 
Dual Versions Available: AD642. AD644. AD647 

PRODUCT DESCRIPTION 
The BiFET series are precision monolithic FET -input operational 
amplifiers fabricated with the most advanced BiFET and laser 
trimming technologies. The series offers bias currents significantly 
lower than currently available BiFET devices, 25pA max, warmed
up. 

In addition, the offset voltage is laser trimmed to less than 
0.25mV on the AD547L which is achieved by utilizing Analog's 
exclusive laser-wafer trimming (LWT) process. When combined 
with the AD547's low offset voltage drift (l",vrC), these features 
offer the user IC performance truly superior to existing BiFET 
op amps-and at low, BiFET pricing. 

The AD542 or AD547 is recommended for any operational 
amplifier application requiring excellent dc performance at low 
to moderate costs. Precision instrument front ends requiring 
accurate amplification of millivolt level signals from megohm 
source impedances will benefit from the device's excellent com
bination of low offset voltage and drift, low bias current and 
low lIf noise. High common mode rejection (80dB, min on the 
"K" and "L" versions) and high open-loop gain-even under 
heavy loading-ensures better than "12-bit" linearity in high 
impedance buffer applications. 

The AD544 is recommended for any operational amplifier appli
cation requiring excellent ac and de performance at low cost. 
The 2MHz bandwidth and low offset of the AD544 make it the 
first choice as an output amplifier for current output DI A con
verters such as the AD7541, 12-bit CMOS DAC. 

Devices in this series are available in four versions: the "J," 
"K" and "L" are specified over the 0 to + 7O"C temperature 
range and the "S" over the - 55"C to + 125"C operating tem
perature range. AU devices are packaged in the hermetically-sealed, 
TO-99 metal can. 

High Performance, 
BiFET Operational Amplifiers 

AD542/AD544/AD547 I 
ADS42/AD544IADS47 FUNCTIONAL BLOCK DIAGRAM 

INVERTING 
INPUT 

PRODUCT HIGHLIGHTS 

TAB 

V-leASE) 

TOP VIEW 

1. Improved bipolar and JFET processing results in the lowest 
bias current available in a monolithic FET op amp. 

2. Analog Devices, unlike some manufacturers, specifies each 
device for the maximum bias current at either input in the 
warmed-up condition, thus assuring the user that the device 
will meet its published specifications in actual use. 

3. Advanced laser wafer trimming techniques reduce offset 
voltage drift to 1 ",vrc max and offset voltage to only 0.25mV 
max on the AD547L. 

4. Low voltage noise (2",V, pop), and low offset voltage drift 
enhance performance as a precision op amp. 

5. The high slew rate (13.0V/l1s) and fast settling time to 0.01% 
(3.0I1s) make the AD544 ideal for D/A, AID, sample-hold 
circuits and high speed integrators. 

6. Low harmonic distortion (0.0025%) make the AD544 an 
ideal choice for audio applications. 

7. Unmounted chips available for hybrid circuit applications. 
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SPECIFICATIONS (@ +2SOC and ¥ •• = ±15V de) 
" ADS4l AD544 AD547 

Mo4eI MiD 'I)p - MiD 'I)p - MiD 'I)p - UDk. 
OPEN LOOPGAIN' 

VOU': = ~lOVRL-;a.2kn 
) 100,. 30.'" 100,000 .. 'IN 
K.L.S, 259,- 50.'" 15O.1IGO VN 

TA=T-itoT~ 
) 100,000 20.000 100,000 VN 
S 100,000 20.000 lDO,_ VN 

.K.L 250.000 40.000 15O.'" VN 

OUTPUT CHARACTERISTICS 
VOVT = RL =2kO 

T" = TmintoT_ ZlO ±12 :10 ~1l ZlO :t12 Volts 
VOUT = RL = 10k{) 

TA,=TlllintoT_ Zl2 ±13 :ll :t13 :ll :tI3 VoIlS 
ShonCin:uitCurrcnt 25 25 25 mA 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 1.0 2.0 1.0 MHz 
Full P ...... Rcapol18< 50 200 50 kHz 
Slew Rate, ~nityGain 2.0 3.0 8.0 13.0 l.O 3.0 VI,.. 
TotalHarmonicDist~ 0.0025 % 

INPUT OFFSET VOLTAGE' 
) 2.0 2.' U mV 
K 1.0 1.0 0.5 mV 
L e.s 0.5 0.25 mV 
S 1.0 1.0 0.5 mV 

... Temperanue' 
) 20 20 5 ~vrc 

K 10 10 2 ~vrc 

L 5 5 1 ~vrc 

S IS 15 5 ~vrc 

VI. Supply, T" = TIlliDtoTmu 

) 200 200- 200 ~VN 

K.L.S 100 100 100 ~VN 

INPUT BIASCURRI!NT' 
Bither Input 

) 50 50 50 pA 
K.L.S 10 25 10 2S 10 25 pA 

Input Offset Curttp,t 

) S 15 S 15 5 15 pA 
K.L.S 2 15 2 15 2 15 pA 

INPUT IMPEDANCE 
DUrcrential 10121li~F 1012 IliI6PF lOl2fl116pF 
CommonMode 1012 1l13pF 1012 1li13pF 1012 nn3pF 

INPUT VOLTAGE' 
Differeruial ~2O ~2O ~2O Vohs 
CommonMode :10 ±12 :10 ±12 ZlO ±12 Volts 
Common-ModeRejection 

VIN = :tIOV 
) 76 76 76 dB 

K.L.S 80 80 80 dB 

POWERSUPPL Y . -- ±IS :tIS ~IS Volts 0pentiDs ~S :18 ",S :18 ",5 "'18 Volu 

QuiacenlCunom 1.1 1.5 1.8 2.5 1.1 1.5 mA 

VOLTAGE NOISE 
O.I-IOHz 

) 2.0 2.0 2.0 ~Vp-p 

K.L.S 2.0 2.0 U 
:~~ 10Hz 70 35 70 

100Hz 4S 22 45 aVtV'ih 
1kHz 30 18 30 aVtV'ih 
10kHz 25 16 2S aVtV'ih 

TEMPERATURE RANGE 0pentiDs.--
).K.L Oto +70 Oro +70 010 +70 'C 

S -55 .. +125 -SSto +12S -55 .. +125 'C 

S ...... -65£0+150 -65 to + 165 -65 to +165 'C 

TRANSISTORCOUNT 29 29 29 

PACKAGEOPTIONr 
TO-99(H-08A) IIDS42)H. AD542KH ADS44)H.ADS44KH AD547)H.ADS47KH 

ADS42LH ADS42SH ADS44LH ADS44SH ADS47LH ADS47SH 

NOTES 
IOpca Loop Gaia is apecifial witb Vas both auUcd mel UIIDUIIcd. 'IapatOflictV .... opec:ificaiooa .. ___ Smlawaol __ .. T. = +2S'C. 
'Iapat 0fIict V .... Drill. __ wilb .... o8icc ...... 1IDIIIIlIed. Nulliao..m _ .. Iddidood 3~VI"CImV oIl111lla108icc • 
... Cumrat specific:ariou an: JUIIIIltCIId moimum M citbcr iDp,lt.au, miaUIa rI opendoa M T" = + ZS"C. Pm biaber tempenhIIa, Ibc aurau: doubIa every IO"C. 
'Dofiaod .............. _ ...... _ ....... _ ..... _...-"'IOV_ ........ 
'SccSecdoo2Ofar ........ __ . SpocificoIioaa_iaboldfaa: .. _ .. oU"-"",,,6aol_ 
SpocificoIioaambjootto __ ....... cal-. ____ ... IIICd .. _ ......... qaolilJ_.1IJI 

... aad IDU. tpCCi6c:Mioaa are ........ , 1IIbouib...., ........ ill 
bcJId&ce lie 1aad .. aU pradacdoD 1IIIka. . 
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Figure 19. T.H.D. TestCircuits 

Figure 21 B. Unity Gain Follower 
Pulse Response (Large Signa/) 
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Figure 22a. Unity Gain Inverter
AD5421AD547 

2-54 OPERATIONAL AMPLIFIERS 

Figure 21b. UnityGain,Follower 
Pulse Response (Small Signa/) 

Figure 22b. Unity Gain Inverter 
Pulse Respohse (Large Signa/) 
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Figure 23a. Unity Gain Follower 
Pulse Response (Large Signal) 

Figure 23b. Unity Gain Follower 
Pulse Response (Small Signal) 
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Pulse Response (Large Signal) 

Figure 24c. Unity Gain Inverter 
Pulse Response (Small Signal) 

r==::":':':":'=-- ~~~51~ERTICAL 
4.99k VEAROR ~ VIN; Your 

4.99k 

Your 

Figure 25. Settling Time Test Circuit 

The upper trace of the oscilloscope photograph of Figure 26 
shows the settling characteristic of the ADS44. The lower trace 
represents the input to Figure 27. The ADS44 has been designed 
for fast settling to 0.01%, however, feedback components, circuit 
layout and circuit design must be carefully considered to obtain 
the optimum settling time. 

VERROR.1mV/OIV 

VIN = lOV/DIV 

Figure 26. Settling Characteristic Detail - AD544 

~. 4.99k.o 

- U""INPUT 

TYPICAL CAPACITANCE 
LIMIT FOR VARIOUS 
LOAD RESISTORS 

RL Ct. UP TO 
2kSl .... 1500pF 
10kSl -+ BOOpF 
2Okn..... 500pF 

4.99kO 

Figure 27. Circuit for Driving a Large Capacitance Load 

The circuit in Figure 27 employs a lOon isolation resistor which 
enables the amplifier to drive capacitance loads exceeding SOOpF; 
the resistor effectively isolates the high frequem;y feedback from 
the load and stabilizes the circuit. Low frequency feedback is 
returned to the amplifier summing junction via the low pass 
filter formed by the lOOn series resistor and the load capacitance, 
CL • 

Figure 28. Transient Response RL = 2kfJ CL = 500pF-AD544 
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ORDERING GUIDE 

Initial 
Offset 

Model . Voltage 

ADS42JH t.Omv 
ADS42KH l.OmV· 
ADS42LH .O.SmV 
ADS42SH l.OmV 

ADS47JH I.OmV 
ADS47KH O.5mV 
ADS47LH 0.2SmV 
ADS47SH O.5mV 

ADS44JH 2.0mV 
ADS44KH l.OmV 
AD544LH O.SmV 
ADS44SH l.OmV 

BiFET Application Hints 
APPLICAnON NOTES 
The BiFET series was designed for high performance op-amp 
applications that require true dc precision. To capitalize on all 
of the performance available from the BiFETs there are some 
practical error sOurces that should be considered. 

The bias currents of JFET input amplifiers double with every 
lOOC increase in chip temperature. Therefore, minimizing the 
junction temperature of the chip will result in extending the 
performance limits of the deviCe. 

1. Heat dissipation due to power consumption is the main con
tributor to self-heating and can be minimized by reducing 
the power supplies to the lowest level allowed by the applica
tion. 

2. The effects of output loading should be carefully considered. 
Greater power dissipation increases bias currents and decreases 
open loop gain. 

GUARDING 
The low input bias current (2SpA) and low noise characteristics 
of the high performance BiFET op amp make it suitable for 
electrometer applications such as photo diode preamplifiers and 
picoampere current-to-voltage conveners. The use of guarding 
techniques in printed circuit board layout and construction is 
critiCal for' achieving the ultimate in low leakage performance 
available from these amplifiers. The input guarding scheme 
shown in Figure 29 will minimize leakage as much as possible; 
the guard ring is connected to a low impedance potential at the 
same level as the inputs. High impedance signal lines should not 
be extended for any unnecessary length on a printed circuit. 

,0.0 t.v+ 
[BOTTOM VIEW) 

SAME PATTERN SHOULD BE 
LAtD OUT ON BOTH SIDES 
'OF P.C. BOARD 

Figure 29. Board Layout for Guarding Inputs 
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Offset Sett1ingTime 
Voltage to ±O.012%for 
Drift· lOVStep 

20ILVrc SjJ.s 
lOj1.VrC SILS 
Sj1.VrC Sj1.S 
ISILV/"C: Sj1.S 

Sj1.VrC Sj1.S 
·.2j1.Vrc SILS 

Ij1.Vrc Sf.LS 
slLvrc Sj1.S 

20j1.VrC 3j1.s 
10j1.Vrc 3j1.s 
Sf.Lvrc 3ILs 
ISj1.VrC 3j1.S 

INPUT PROTECTION 
The BiFET series is guaranteed for a maximum safe input potential 
equal to the power supply potential. The input stage design also 
allows differential input voltages of up to ± I volt while maintaining 
the full differential input resistance of 10120. This makes the 
BiFET series suitable for comparator situations employing a 
direct connection to high impedance source. 

Many instrumentation situations, such as flame detectors in gas 
chromatographs, involve measurement of low level currents 
from high-voltage sources. In such applications, a sensor fault 
condition may apply a very high potential to the input of the 
current-ta-voltage converting amplifier. This possibility necessi
tates some form of input protection. Many electrometer type 

devices, especially CMOS designs, can require elaborate zener 
protection schemes which often compromise overall performance. 
The BiFET series requires input protection only if the source is 
not current-limited, and as such is simi1ar to many JFET -input 
designs. The failure mode would be overheating from excess 
current rather than voltage breakdown. If the source is not 
current-limited, all that is required is a resistor in series with 
the affected input terminal so that the maximum overload current 
is l.OrnA (for example, IOOkO for a 100 volt overload). This 
simple scheme will cause no significant reduction in performance 
and give complete overload protection. Figure 30 shows proper 
connections. 

R, • .J!I!..- FOR CONTINUOUS OVERLOADS 
100"A 

Figure 30. Input Protection 



D/A CONVERTER APPLICATIONS 
The BiFET series of operational amplifiers can be used with 
CMOS DACs to perform both 2-quadrant and 4-quadrant oper
ation. The output impedance of a CMOS DAC varies with the 
digital word, thus changing the noise gain of the amplifier circuit. 
The effect will cause a nonlinearity the magnitude of which is 
dependent on the offset voltage of the amplifier. The BiFET 
series with trimmed offset will minimize this effect. Additionally, 
the Schottky protection diodes recommended for use with many 
older CMOS DACs are not required when using one of the 
BiFET series amplifiers. 

Figure 31a shows the ADS47 and AD7S41 configured for unipolar 
binaty (2-quadrant multiplication) operation. With a dc reference 
voltage or current (positive or negative polarity) applied at pin 
17, the circuit operates as a unipolar converter. With an ac 
reference voltage or current, the circuit provides 2-quadrant 
multiplication (digitally controlled attenuation). 

(MSB) 
BIT 1 

BIT 2 

DIGITAL 
INPUT 

BIT 12 
(LSB) 

+1SV 

Figure 31a. AD547 Used as DAC Output Amplifier 

The oscilloscope photo of Figure 31b shows the output of the 
circuit of Figure 31a. The upper trace represents the reference 
input, and the bottom trace shows the output voltage for a 
digital input of all ones on the DAC (Gain 1_2·n). The 47pF 
capacitor across the feedback resistor compensates for the DAC 
output capacitance, and the ISOpF load capacitor serves to 
minimize output glitches. 

VREF IN. 20V p.p. 33kHz 

10V!DIV VERT, 
Sps/DIV HORIZ. 

VOUT. 

SV'IDIVVERT 
~I/DIV HORIZ. 

SETTLING TIME: 151' TO 
0.0'" ON 20V STEP 

Figure 31b. Voltage Output DAC Settling Characteristic 

Figure 32a illustrates the IO-bit digital-ta-analog converter, 
AD7S33, connected for bipolar operation. Since the digital 
input can accept bipolar numbers and VREF can accept a bipolar 
analog input, the circuit can perform a 4-quadrant multiplying 
function. 

Applications - AD542/AD544/AD547 

.5 
,OOk 

BIPOLAR 
ANALOG INPUT 

:t10V 

BIPOLAR 
OFfSET 

.6 
'Ok NOTES: 

1. R3IR4 MATCH 0.0&'110 OR BETTER. 
2. R1, R2 USED ONLY IFOAIN 

ADJUSTMENT IS REQUIRED 

Figure 32a. AD544 Ussd as DAC Output Amp/ifien 

The photos exhibit the response to a step input at VREP• Figure 
32b is the large signal response and Figure 32c is the small 
signal response. CI phase compensation (lSpF) is required for 
stability when using high speed amplifiers. CI is used to cancel 
the pole formed by the DAC internal feedback resistance and 
the output capacitance of the DAC. 

Figure 32b. Large Signal Response 

Figure 32c. Small Signal Response 

USING THE ADS47 IN LOG AMPLIFIER 
APPLICATIONS 
Log amplifiers or log ratio amplifiers are useful in applications 
requiring compression of wide-range analog input data, lineari
zation of transducers having exponential outputs, and analog 
computing, ranging from simple translation of natural relationships 
in log form (e.g., computing absorbence as the log-ratio of input 
currents), to the use of logarithms in facilitating analog compu
tation of terms involving arbitrary exponents and multi-term 
products and ratios. 

The picoamp level input current and low offset voltage of the 
ADS47 make it suitable for wide dynamic range log amplifiers. 
Figure 33 is a schematic of a log ratio circuit employing the 
ADS47 that can achieve less than 1% conformance error over S 
decades of current input, InA to IOO",A. For voltage inputs, the 
dynamic range is typically sOm V to IOV for 1% error, limited 
on the low end by the amplifiers' input offset voltage. 
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+16V 

I,o-_..-~ 

v, 

,00k ,. 
1k 

I,o--+--'-" 
RTe TEL LABS 
+~6OOppm 081 

NOTES 
CLRCUIT SHOWN FOR NEGATIVE V OR liN. 

-15V FOR POSITIVE INPUTS,01 = PNP.AND VA =·-15V. 

Figure 33. Log-Ratio Amplifier 

The conversion between current (or voltage) input and.1og output 
is accomplished by the base emitter junctions of the dual transistor 
Q1. Assuming QI has 13> 100, which is the case for tlie specified 
transistor, the base-emitter voltage on side I is to a close ap~ 
proximation: 

VBE A = kT/q In II/lSI 

This circuit is arranged to tlikethe difference of the V BE'S of 
QIA and QIB, thus producing' an, ,output voltage proportional 

Figu~e 34; Differentiator 

'----+-+-0 RESET 
(NEGATIVE PULSE) 

OUT 

Fig,ure 35. Low Drift Integrator and Low-Leakage GuariJed 
Reset 

C, _F 
~~-----4-l 

,"'" 

Figure 36. Wien-Bridge Oscillator - fo = 10kHz 
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to the log of the ratiO of the inputs: 

Kkt 
VOUT=-K(VBEA - VBEB)=-q-(lnll/Isl-lnlz/lsz) 

VOUT= - K kT/q In 11/lz 

The scaling constant; K is set by RI and R rc to about 16, to 
produce IV change in output voltage per decade differ6nce in 
input signals. R rc is a special r~sistor with a + 3500ppmf'C 
tem~raiure coefficient, which makes K inverSely proportional 
to temPerature, compensating for the "T" ,iii kT/q. The log-ratio 
transfer characteristic is therefore inpependent of temperature. 

This particular log ratio circuit is Jree from the dynamic problems 
that plague many other log circuits. The - 3dB bandwidth is 
50kHz over the top 3 decades, lOOnA to 100f.l.A, and decreases 
shi~thlyat lower input levels. This circuit needs no additional' 
frequ~ncy compensation for stable operation from input current 
solirces, such as photodiodes, that may have 100pF of shunt 
capacitalice. For larger input capacitances a 20pF integration 
capacitor around each amplifier will provide a smoother frequency 
response. 

This log ratio amplifier can be readily adjusted for optimum 
accuracy by following this simple procedure. First, apply 
VI = V2= -IO.OOV and adjust "Balance" for VOUT=O.OOV. 
Next apply VI = - 10.00V, V2 = -1.00V and adjust gain for 
VolTr = + 1.00V. Repeat this procedure until gain and balance 
readings are within 2mV of ideal values. 

Rl 10k 

Figure 37. CapaCitance Multiplier 

R, 

VR<>-..,.......i\i'k;;.;"..-t-'WIr'--I 
VOUT 

Figure 38. Long Interval timer - 1,000 Seconds 

RESET 

1.5kn 

Figure 39. Positive Peak Detector 



.... ANALOG 
WDEVICES 

FEATURES 
Low Offset Voltage: O.5mV max (AD545AL) 

O.25mV max (AD545AM) 
Low Offset Voltage Drift: 511VI"C max (AD545AL), 

311VI"C max (AD545AM) 
Low Power: 1.5mA max 
Low Bias Current: 1pA max (AD545AK, L, MI 
Low Noise: 311V p-p, O.1Hz to 10Hz 

PRODUCT DESCRIPTION 
The AD545A is a monolithic precision FET -input operational 
amplifier. It is a successor to the AD545 and will replace the 
AD545 in most applications. Bias current is specified as 2pA 
max for the AD545AJ and IpA max for the AD545AK, Land 
M. Offset voltage is lasertrimmed to 0.5m V max for the AD545AL, 
0.25mV max for the AD545AM. All devices also feature low 
voltage noise and power consumption. The AD545A is internally 
compensated, short circuit protected and free of latch-up. 

The AD545A series offers a broad combination of performance 
features. For precision applications the AD545AM specifies a 
0.25mV max offset voltage, 3fLVrC max drift and IpA max bias 
current. The AD545AJ, with a ImV max offset voltage, 25fLVrC 
max drift and 2pA max bias current, is the best price performance 
choice. 

These devices are recommended for a variety of general purpose 
and precision applications requiring low bias currents and high 
input impedance such as pH/pIon sensitive electrodes, photo
current detectors, biological microprobes, long-term precision 
integrators and vacuum ion gage measurements. The versatility 
of the AD545A is further enhanced by its excellent low frequency 
noise (3fLV p-p, O.IHz to 10Hz) and low power consumption 
(1.5mA max) for portable applications. 

As with previous electrometer amplifier designs from Analog 
Devices, the case is guarded thus minimizing stray leakage. 
This feature will also shield the input circuitry from external 
noise and supply transients. 

The AD545A is available in four versions of bias current and 
offset voltage, the "J", "K", "L", and "M." All are specified 
from 0 to + 70°C and supplied in a hermetically sealed TO-99 
package. The hybrid version, AD545, will also be available. 

'Covered by U.S. Patent No. 4,639,683. 

Monolithic Precision, Low Drift 
FET-Input Op Amp 

AD545A* I 
AD545A PIN CONFIGURATION 

GUARD PIN (CONNECTED TO eASEl 
TAB 

OFFSET v- OFFSET 

N~ULL 10kn NULL 
, 5 

4 v-

PRODUCT HIGHLIGHTS 
1. The offset voltage on the AD545A is laser trimmed to a level 

typically less than 250fLV. Offset voltage drift is only 3fLV/oC 
max for the AD545AM. If additional external nulling is 
desired, the effect on drift is minimal (approximately 
2.5fLVrC mY, nulled). 

2. Bias current is specified as the maximum measured at either 
input with the device fully warmed up on :!:.15V supplies at 
+ 25°C ambient. 

3. The low quiescent current drain ofO.6mA typical, and 1.5mA 
max keeps self-heating to a minimum. 

4. The combination of low input noise voltage and very low 
input noise current is such that for source impedances from 
much over one Mn up to IO lIn, the Johnson noise of the 
source will easily dominate the noise characteristics. 

OPERA TIONAL AMPLIFIERS 2-59 

• 



SPECIFICATIONS (typicaI@ +2RwilhYs = :!:l5Ydc,lUIlessolh8lWlsespeciliad) 

Moctel AD54SAJ AD54SAK AD54SAL AD54SAM 

OPEN LOOPGAINI 

VOUT= ± 10V,RL",,2kfl 20,OOOVIV min 4O,OOOVIV min 4O,OOOVIV min 4O,OOOVlVmin 
RL",,10kfl 4O,OOOVIV min SO,OOOVIV min SO,OOOVIV min SO,OOOVIV min 

TA=mintomaxRL;';2kfi lS,OOOVlVmin 2S,OOOVIV min 4O,OOOVlVmin 4O,OOOVlVmin 

OUTPUT ClIARACTERISTICS 
Voltage@RL=2kfi,TA=mintomax ::I: lOY min ( ::I: 12V typ) * * * 

@RL=10kfl,TA=mintomax ::I: 12V min (::I: 13V typ) * * * 
Load Capacitance2 500pF * * * 
Short Circuit Current 10mAmin(20mAtyp) * * * 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 1MHz * * * 
Full Power Response 5kHz min (30kHz typ) * * * 
Slew Rate Inverting Unity Gain 0.3V/,",,8 min (2.0V/,"", typ) * * * 
Overload Recovery Inverting Unity Gain 100,",,8 max (2jLS typ) * * * 

INPUTOFFSETVOLTAGE3 1.OmVmax 1.OmVmax O.SmVmax O.2SmVmax 
vs. Temperature, T A = min to max 2S"VfCmax lS"VfCmax S"VfCmax 3"VfCmax 
vs. Supply, TA = min to max 4OO"VIVmax (SO"VIVtyp) 200"VlVmax 200"VlVmu 2OO"VlVmax 

INPUT BIAS CURRENT 
Either Input4 2pAmax IpAmu IpAmax IpAmax 

INPUT IMPEDANCE 
Differential VIN = ± IV 1.6pFIl1013n * * * 
Common Mode 0. 8pFII1015n * * * 

INPUT NOISE 
Voltage,0.lHzto10Hz 3.0,"" V (p,-p) * * S"V(p,-p)max 

f=10Hz 55nV/YHz * * * 
f=l00Hz 45nVtYHz * * * 
f=lkHz 3SnVtYHz * * * 

Current,O.lHzto 10Hz 0.03pA(p-p) * * * 
10Hz to 10kHz O.OSpAtms * * * 

lNPUT VOLTAGE RANGE 
Differential ±20Vmin * * * 
Common Mode, TA = min to max ±10Vmin * * * 
Common-Mode Rejection, VIN= ± IOV 66dB min (SOdB typ) 70dBmin 76dBmin 76dBmin 
Maximum Safe Input Voltages~ ±Vs * * * 

POWER SUPPLY 
RatedPerfonnance ±15V * * * 
Operating ::I: SV min (::I: 18V max) * * * 
Quiescent Current 1.5mAmax(O.6mAtyp) * * * 

TEMPERATURE 
Operating, RatedPerfonnance Oto +700c * * * 
Storage -6S"Cto + lSO"C * * * 

PACKAGE OPTIOW H-OSA * * * 
NOTES 
*Specifications same as ADS4SA]. 
'Open Loop Gain is specified with or without nulling of Vos. 
2 A Conservative design wou1d not e>a:eed SOOpF of load capacitance. 
'Input Offset Voltage specifications are guaranteed after S minutes of operation at T ... = + 2S'C. 
'Bias Current specifications are guaranteed after S minutes of operation at T ... = + 2S'C. For bigber temperatures, the current doubles every + 1O'C. 
sIf it is possible for the input voltage to e>a:eed the supply voltage, a series.protection resistor sbouId be added to limit input current to O.lmA. Tbe 
input devices can handle overload currents of O.lmA indefinitely without damage. 

"See Section 20 for package outline information. 
Specifications subject to cbanse without notice. 
Specifications shown in boldface are tested on all production units at final test. 
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LAYOUT AND CONNECTIONS CONSIDERATIONS 
The design of very high impedance measurement systems in
troduces a new level of problems associated with the reduction 
of leakage paths and noise pickup. 

I. A primary consideration in high impedance system designs is 
to attempt to place the measuring device as near to the signal 
source as possible. This will minimize current leakage paths, 
noise pickup and capacitive loading. 

2. The use of guarding techniques is essential to realizing the 
capability of the low input currents of the AD545A. Guarding 
is achieved by applying a low impedance bootstrap potential 
to the outside of the insulation material surrounding the high 
impedance signal line. This bootstrap potential is held at the 
same level as that of the high impedance line; therefore, 
there is no voltage drop across the insulation, and hence, no 
leakage. The guard will also act as a shield to reduce noise 
pickUp and serves an additional function of reducing the 
effective capacitance to the input line. The case of the AD545A 
is brought out separately to Pin 8 so that it can also be connected 
to the guard potential. This technique virtually eliminates 
potential leakage paths across the package insulation, provides 
a noise shield for the sensitive circuitry, and reduces common
mode input capacitance to about 0.8pF. Figure 10 shows a 
proper printed circuit board layout for input guarding and 
connecting the case guard. Figures 2 and 3 show guarding 
connections for typical inverting and noninverting applications. 
If Pin 8 is not used for guarding, it should be connected to 
ground or one of the amplifier's power supplies to reduce 
noise. 

3. Printed circuit board layout and construction is critical for 
achieving low leakage performance. The best performance 
will be realized by using a teflon IC socket for the AD545A 
but at least a teflon stand-off should be used for the high
impedance lead. If this is not feasible, the input guarding 
scheme shown in Figure 10 will minimize leakage as much as 
possible and should be applied to both sides of the board. 

Figure 1. Picoampere Current-to-Voltage Converter 
Inverting Configuration 

EO"VS(1+~) 

ZIN '" 1015 nIlO.2pF 

Figure 2. Very High Impedance N(;minverting Amplifier 

Applying the AD545A 
The guard ring is connected to a low impedance potential at 
the same level as the inputs. High impedance signal lines 
should not be extended for any unnecessary length on a 
printed circuit; to minimize noise and leakage, they must be 
carried in rigid, shielded cables. 

APPLICATION NOTES 
The AD545A offers one of the lowest input bias currents available 
in an integrated circuit package. Performing accurate measure
ments with this device requires careful attention to detail; the 
notes given here will aid the user in realizing the full measurement 
potential of the AD545A and extending its performance limits. 

I. As with all junction FET input devices, the temperature of 
the FETs themselves is all-important in determining the 
input bias currents. Over the operating temperature range, 
the input bias currents closely follow a characteristic of doubling 
every 10°C; therefore, every effort should be made to minimize 
device operating temperature. 

2. The heat dissipation can be reduced initially by careful inves
tigation of the application. First, if possible, reduce the required 
voltage power supplies, since internal power consumption 
contributes the largest component of self-heating. The effects 
of this are shown in Figure 7, which shows typical input bias 
current versus supply voltage. 

3. Output loading effects, which are normally ignored, can 
cause a significant increase in chip temperature and therefore 
bias current. For example, a 2kn load driven at 10V at the 
output will cause at least an additional 25m W dissipation in 
the output stage (and some in other stages) over the typical 
24m W, thereby at least doubling the effects of self-heating. 
The results of this form of additional power dissipation are 
demonstrated in Figure 9, which shows normalized input 
bias current versus additional power dissipated (it doubles 
every 10°C); we recommend restricting the load impedance 
to be at least I Okn. 

4. Figure 8 shows the AD545A's input currents versus differential 
input voltage. Input current at either terminal stays below a 
few hundred fA until one input terminal is forced higher 
than IV to 1.5V above the other terminal. Input current 
limits at 30ILA under these conditions. 
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Typical Performance Curves 
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Figure 3. PSRR and CMRR vs. Frequency 
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Figure 8. Input Bias Current vs. 
Differential Input Voltage 

Figure 9. Input Bias Current vs. 
Additional Power Dissipation 
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Figure 10. Board Layout for Guarding Inputs with Guarded 
TO-99 Package 
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IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
DC PERFORMANCE 
1 mV max Input Offset Voltage 
Low Offset Drift: 20 p.V/·C 
1 pA max Input Bias Current 
Input Bias Current Guaranteed Over Full 

Common Mode Voltage Range 

AC PERFORMANCE 
3 V/p.S Slew Rate 
1 MHz Unity Gain Bandwidth 
Low Input Voltage Noise: 4p.V p-p. 0.1 Hz to 10 Hz 
Available in a Low Cost. a·Pin Plastic Mini·DIP 
Standard Op Amp Pinout 

APPUCATIONS 
Electrometer Amplifiers 
Photodiode Preamps 
pH Electrode Buffers 
Log Ratio Amplifiers 

PRODUCT DESCRIPTION 
The AD546 is a monolithic electrometer combining the virtues 
of low (1 pA) input bias current with the cost effectiveness of a 
plastic mini·DIP package. Both input offset voltage and input 
offset voltage drift are laser trimmed, providing very high per
formance for such a low cost amplifier. 

Input bias currents are reduced significantly by using "topgate" 
JFET technology. The 1015 n common mode impedance, result
ing from a bootstrapped input stage, insures that input bias 
current is essentially independent of common mode voltage 
variations. 

The AD546 is suitable for applications requiring both minimal 
levels of input bias current and low input offset voltage. Appli
cations for the AD546 include use as a buffer amplifier for cur
rent output transducers such as photodiodes and pH probes. It 
may also be used as a precision integrator or as a low droop rate 

*Covered by Patent No. 4,639,Q13 

1 pA Monolithic Electrometer 
Operational Amplifier 

AD546* I 
AD546 CONNECTION DIAGRAM 

8·Pin TOP VIEW 
Plastic 
Mini-DIP NULL 
Package 

-IN V+ 

+IN 

V- NULL 

NC = NO CONNECT 

sample and hold amplifier. The AD546 is pin compatible with 
standard op amps; its plastic mini-DIP package is ideal for use 
with automatic insertion equipment. 

The AD546 is available in two performance grades, all rated 
over the 0 to +70"C commercial temperature range, and pack
aged in an 8-pin plastic mini-DIP. 

PRODUCT HIGHLIGHTS 
1. The input bias current of the AD546 is specified, 100% 

tested and guaranteed with the device in the fully warmed·up 
condition. 

2. The input offset voltage of the AD546 is laser trimmed to 
less than I mV (ADS46K). 

3. The AD546 is packaged in a standard, low cost, 8-pin 
mini-DIP. 

4. A low quiescent supply current of 700 !LA minimizes any 
thermal effects which might degrade input bias current and 
input offset voltage specifications. 
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SPECIFICATIONS (@ +25°C and +15 V de unless otherwise noted) 
AD546J AD546K 

Model Conditions Min Typ Max Min Typ, Max Units 

INPUT BIAS CURRENT' 
Either Input VCM= 0 V 0.2 1 0.2 0.5 pA 
Either Input VCM = ±lOV 0.2 I 0.2 0.5 pA 
Either Input 

@Tmax VCM = 0 V 40 20 pA 
Either Input VCM=±IOV 40 20 pA 
Offset Current VCM = 0 V 0.17 0.09 pA 
Offset Current 

@Tmax VCM = 0 V 13 7 pA 

INPUT OFFSET VOLTAGE2 

Initial Offset 2 1 mV 
Offset @ T max 3 2 mV 
vs. Temp. 20 20 jJ.vrc 
vs. Supply 100 100 jJ.VN 
vs. Supply Tmin-Tmax 100 100 jJ.VN 
Long Term Stability 20 20 jJ.V/month 

INPUT VOLTAGE NOISE 
f= 0.1 Hz to 10Hz 4 4 jJ.Vp-p 
f = 10 Hz 90 90 nV/vHZ 
f = 100 Hz 60 60 nV/vHZ 
f= 1kHz 35 35 nV/vHZ 
f = 10 kHz 35 35 nV/vHZ 

INPUT CURRENT NOISE 
f = 0.1 Hz to 10 Hz 1.3 1.3 fA rms 
f=lkHz 0.4 0.4 fAlvHZ 

INPUT IMPEDANCE 
Differential VmFF = ±I V 1013111 1013111 GllpF 
Common Mode VCM = ±10V 1015110.8 10'5110.8 GllpF 

OPEN LOOP GAIN Vo = ±10V 
RLOAD = 10 kG 300 1000 300 1000 V/mV 

Tmin-Tmax Vo = ±IOV 
RLOAD = 10 kG 300 800 300 800 V/mV 
Vo = ±10V 
RLOAD = 2 kG 100 25i> 100 250 V/mV 

Tmin-Tmax Vo = ±IOV 
RLOAD = 2 kG 80 200 80 200 V/mV 

INPUT VOLTAGE RANGE 
Differential3 ±20 ±20 V 
Common Mode Voltage -10 +10 -10 +10 V 
Common Mode 

Rejection Ratio VCM = ±IOV 80 90 84 100 dB 
Tm;n to Tmax 76 80 76 80 dB 

OUTPUT CHARACTERISTICS 
Voltage RLOAD = 10 kG -12 +12 -12 +12 V 

RLOAD = 2 kG -10 +10 -10 +10 V 
Current Short Circuit 15 20 35 15 20 35 rnA 
Load Capacitance 

Stability Gain = +1 4000 4000 pF 
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AD546 
ADS46J AD546K 

Model Conditions Min Typ Max Min Typ Max Units 

FREQUENCY RESPONSE 
Gain BW, Small Signal G =-1 0.7 1.0 0.7 1.0 MHz 
Full Power Response Vo = 20 V p-p 50 50 kHz 
Slew Rate, Unity Gain G = -I 2 3 2 3 \'/IJ.S 
Settling Time to 0.1% 4.5 4.5 IJ.S 

to 0.01% 5 5 IJ.s 

Overload Recovery 50% Overdrive 
Gain = -I 2 2 IJ.s 

POWER SUPPLY 
Rated Performance ± IS ±15 V 
Operating Range ±S ±lS ±S ±lS V 
Quiescent Current 0.60 0.7 0.60 0.7 rnA 
Transistor Count # of Transistors 50 50 

PACKAGE OPTIONS' 
Plastic Mini-DIP (N-S) AD546JN AD546KN 

NOTES 
IBias current specifications are guaranteed maximum, at either input, after 5 minutes of operation at TA = +25°C. Bias current increases by a factor of 2.3 for 
every lOoC rise in temperature. 

2Input offset voltage specifications are guaranteed after 5 minutes of operation at T A = + 25°C. 
3Defmed as max continuous voltage between inputs, such that neither exceeds ± 10 V from ground. 
4See Section 20 for package outline information. 

Specifications subject to change without notice. 

Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing quality levels. All min 
and max specifications are guaranteed, although only those shown in boldface are tested on all production units. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ±IS V 
Internal Power Dissipation .................. 500 mW 
Input Voltage2 •••••••••.•••••••••••••••.• ± IS V 
Output Short Circuit Duration ............... .Indefinite 
Differential Input Voltage . . . . . . . . . . . . . . . + V sand - V s 
Storage Temperature Range .......... -65'C to + 125'C 
Operating Temperature Range .............. 0 to + 70'C 
Lead Temperature Range 

(Soldering 60 seconds) ................. .... 300'C 

NOTES 
tStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indi
cated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

lFor supply voltages less than ::1:::18 V, the absolute maximum input voltage is 
equal to the supply voltage. 

ESD PRECAUTIONS 
Charges as high as 4000 V readily accumulate on the human 
body and test equipment and discharge without detection. 
Therefore, reasonable ESD precautions are recommended to 
avoid functional damage or performance degradation. Unused 
devices should be stored in conductive foam or shunts, and the 
foam should be discharged to the destination socket before de
vices are removed. For further information on ESD precautions, 
refer to Analog Devices' ESD Prevention Manual. 
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Typical Characteristics (Ys = ±15 v, unless otherwise specified) 

Hr------r------.------T----~ 

~15r-----~------+------+--~~ 

! 
~ 

~ ,.~----_t------+_~~~~--~ 

g 
i 
~ 5r-----~~~~------t-----~ 

'l. , 

·.~------~----~,.~----~'5~--~2. 
SUPPL V VOLTAGE:!: V 

Figure 1. Input Voltage Range 
vs. Supply Voltage 

~.r------r------r-----~------, 

7 •• r-----_t------t------t-------j 

!~J_----_t::::::+=::::=t====~1 

Ii g ... I------!---+--I-----I 

~ 

400 '-. --~--.L-------'-,.------..L'5------...I2. 
SUPPLY VOLTAGE:!; V 

Figure 4. Quiescent Current VS. 

Supply Voltage 

~ - ............. 

~ 
1'\ 

1\ = 10kU \ 
I '00 

-55 -25 535 .. 
TEMPERATURE - "C 

os 

Figure 7. Open Loop Gain VS. 

Temperature 

, .. 

2"-66 OPERA TlONAL AMPLIFIERS 

2.r------r __ ----.------T----~ 25'C 
RL = 10"11 

~'5r-----_+------+_----_+~~__; 

I 
~,.r-----_+------tz~--_+----__; 
~ 
!; 
5 • r------t:uc---+_----_+----__; 
o 

·~.------~-----,~O------7.'5~--~m 
SUPPL v VOLTAGE:!: V 

'2 • 

.. 
~ 110 

i 
~ 100 

! 
~ 9. 
~ 

I 00 

70 

Figure 2. Output Voltage Range 
VS. Supply Voltage 

I 

I 
-15 -10 +10 +'5 

3. 

25 

~ 
I ,. 

1 .. ,. 

INPUT COMMON MODE VOLTAGE - V 

Figure 5. CMRR VS. Input 
Common Mode Voltage 

/ 

/ 
/ 

II 
WARM-UP nME- Minutes 

Figure 8 .. Change in Offset 
Voltage VS. Warm-Up Time 

3. 

---

vs= :t15 VOLTS 

/ 
V 

• ,. 100 1k 10k , ... 

300 • 

> 
~ 100 • , 
I 
§ 
I 30 • 

,. • 

... 

LOAD RESISTANCE - n 

Figure 3. Output Voltage Swing 
VS. Load Resistance 

--
/ 

/ 

V 1\.= 10kU 

10 15 
SUPPlY VOLTAGE :tV 

Figure 6. Open Loop Gain VS. 

Supply Voltage 

+2S'C 

, .. -,. -5 

COMMON MODE VOLTAGE - VoIII 

Figure 9. Input Bias Current VS. 

Common Mode Voltage 

m 

,. 



... 

'00 

'00 

80 

ao 
III , 
Z40 g 
~ 20 
9 
z 
~ 0 
o 

-20 

5 10 15 

SUPPLY VOLTAGE ± VOlTS 

+25"C 

Figure 10. Input Bias Current 
vs. Supply Voltage 

'" ...... ....... 

"" \ 

I"" \ 

I"" \ 

"'" 
\ 

20 

~ 

, 00 

BO 

-20 

,ao 

'40 

~'20 
, 
~'OO 
~ 
" i: 
w 

~ 40 

20 

"-
I"-

I'--. 

'0 100 1k 
FREQUENCV - Hz 

Figure ". Input Voltage Noise 
Spectral Density vs. Frequency 

40 

3. 

i\ 
\ 

AD546 
'00kr-----------------------------, 

'Ok r:==r==j==:.r=::..:r==;;='--:l 
~ 
> T lkr---_r----+---_+----~~_+-~~~ 
w 

\l 
~100r----r--~~~-+----~~-+~r-, 

~'O II 
i 

10k 0.' l:'O=Ok:--~:----:~--::!:::---:l=---~::---.,,:J. 

'00 

BO 

ao 

III , 
0:40 

~ 
20 

SOURCE RESISTANCE - Ohms 

Figure 12. Noise vs. Source 
Resistance 

----..... 

'" '" '" "" -40 

'0 '00 1k 'Ok ,OOk 
\ 40 

1M 10M '0 '00 
-20 l~ 

lk 10k 'OOk 1M 10 100 lk 10k 100k ,M 10M 
FREQUENCY _ Hz 

Figure 13. Open Loop Frequency 
Response 

'20 

'00 

BO "'" 
........ 

"" ...... 
"'" 

~ +SUPPLV i" ...... 
I'.... 

-SUPPLY 

I"" 

FREQUENCY - Hz 

Figure 14. Large Signal Frequency 
Response 

FREQUENCY - Hz 

Figure 15. CMRR vs. Frequency 

'Or-----r-----r-----.---~~--__, 

"-I"-

> , 
!;l 
~ 
w 

~ o~----~----+-----+_----+_--~ 
g 

20 

"'" 
~ 
5-s~----~----+-~~~----+---~ 

-20 -'O~ ____ L-____ ~ ____ ~ ____ ~~~ 

'0 '00 1k 1011 lOOk 1M 10M 
FREQUENCY - Hz SETTUNG TIME - .... s 

Figure 16. PSRR vs. Frequency Figure 17. Output Swing and Error 
Voltage vs. Output Settling Time 

OPERA TIONAL AMPLIFIERS 2-67 



Figure 18. Unity Gain Follower Figure 19. Unity Gain Follower 
Large Signal Pulse Response 

Figure 20. Unity Gain Follower 
Small Signal Pulse Response 
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Figure 21. Unity Gain Inverter Figure 22. Unity Gain Inverter 
Large Signal Rulse Response 

Figure 23. Unity Gain Inverter 
Small Signal Pulse Response 

MINIMIZING INPUT CURRENT 
The AD546 is guaranteed to have less than I pA max input 
bias current at room temperature. Careful attention to how 
the amplifier is used will reduce input currents in actual 
applications. 

The amplifier operating temperature should be kept as low as 
possible to minimize input current. Like other JFET input 
amplifiers, the AD546's input current is sensitive to chip tem
perature, rising by a factor of 2.3 for every lOoe rise. This is 
illustrated in Figure 24, a plot of AD546 input current versus 
ambient temperature. 
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Figure 24. AD546 Input Bias Current VB. Ambient 
Temperature 
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On-chip power dissipation will raise .chip operating temperature 
causing an increase in input bias current. Due to the AD546's 
low quiescent supply current, chip temperature when the 
(unloaded) amplifier is operated with IS V supplies, is less 
than 3°C higher than ambient. The difference in input current 
is negligible. 

However, heavy output loads can cause a significant increase in 
chip temperature and a corresponding increase in input current. 
Maintaining a minimum load resistance of lOka is recom
mended. Input current versus additional power dissipation due 
to output drive current is plotted in Figure 25. 
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Figure 25. AD546 Input Bias Current vs. Additional Power 
Dissipation 



Circuit Board Notes 
The ADS46 is designed for through hole mount into PC boards. 
Maintaining picoampere level resolution in that environment 
requires a lot of care. Since both the printed circuit board and 
the amplifier's package have a finite resistance, the voltage dif
ference between the amplifier's input pin and other pins (or 
traces on the PC board) will cause parasitic currents to flow into 
(or out of) the signal path (see Figure 26). These currents can 
easily exceed the 1 pA input current level of the ADS46 unless 
special precautions are taken. Two successful methods for mini
mizing leakage are guarding the ADS46's input lines and main
taining adequate insulation resistance. 

/ 12P/ 

Rp Cp 

Vs 

AD546 
CF 

+ 

The ADS46's positive input ( Pin 3) is located next to the nega
tive supply voltage pin (Pin 4). The negative input (Pin 2) is 
next to the balance adjust pin (Pin 1) which is biased at a poten· 
tial close to the negative supply voltage. The layouts shown in 
Figures 27a and 27b for the inverter and follower connections 
will guard against the effects of low surface resistance of the 
board. Note that the guard traces should be placed on both sides 
of the board. In addition the input trace should be guarded on 
both of its edges along its entire length. 

Figure 26. Sources of Parasitic Leakage Currents 
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Figure 27a. Guarding Scheme-Inverter 
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PC BOARD 
~-L#-______ ¥.-__ ~ 

TEFLON INSULATED STANDOFF 

Figure 28. Input Pin to Insulating Standoff 

Leakage through the bulk of the circuit board will still occur 
with the guarding schemes shown in Figures 27a and 27b. Stan
dard "G 10" type printed circuit board material may not have 
high enough volume resistivity to hold leakages at the sub
picoampere level particularly under high humidity conditions. 
One option that eliminates all effects of board resistance is 
shown in Figure 28. The AD546's sensitive input pin (either Pin 
2 when connected as an inverter, or Pin 3 when connected as a 
follower) is bent up and soldered directly to a Teflon* insulated 
standoff. Both the signal input and feedback component leads 
must also be insulated from the circuit board by Teflon 
standoffs or low-leakage shielded cable. 

Contaminants such as solder flux on the board's surface and on 
the amplifier's package can greatly reduce the insulation resis
tance between the input pin and those traces with supply or sig
nal voltages. Both the package and the board must be kept clean 
and dry. An effective cleaning procedure is to first swab the sur
face with high grade isopropyl alcohol, then rinse it with deion
ized water and, finally, bake it at 80·C for I hour. Note that if 
either polystyrene or polypropylene capacitors are used on the 
printed circuit board, a baking temperature of 70·C is safer, 
since both of these plastic compounds begin to melt at approxi
mately +8S·C. 

Other guidelines include making the circuit layout as compact as 
pOssible and reducing the length of input lines. Keeping circuit 
board components rigid and minimizing vibration will reduce 
triboelectric and piezoelectric effects. All precision high imped
ance circuitry requires shielding from electrical noise and inter
ference. For example, a ground plane should be used under all 
high value (i.e., greater than I MO) feedback resistors. In some 
cases, a shield placed over the resistors, or even the entire 
amplifier, may be needed to minimize electrical interference 
originating from other circuits. Referring to the equation in Fig
ure 26, this coupling can take place in either, or both, of two 

different forms-coupling via time varying fields: 

dV 

dT CP 

or by injection of parasitic currents by changes in capacitance 
due'to mechanical vibration: 

dCp 
dt"V 

Both proper shielding and rigid mechanical mounting of 
components help minimize error currents from both of these 
sources. Table I lists various insulators and their properties. 
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Volume Minima1 
Resistivity Triboelectric 

Material' (O-CM) Effects 

Teflon* 1017":10'. W 
KeI-F** 1017_10'. W 
Sapphire 10'6_10'· M 
Polyethylene 1014-10'. M 
Polystyrene 1012_10'. W 
Ceramic 10'2_1014 W 
Glass Epoxy 10'0_10" W 
PVC 10'o_101S G 

Phenolic U)' 1012 W 

G-Good with Regard to Property 
M-Moderate with Regard to Property 
W-Weak with Regard to PropertY 

Minima1 Resistance 
Piezoelectric to Water 
Effects Absorption 

W G 

M G 

G G 

G M 
M M 
M W 
M W 
M G 

G W 

'Ekctronic Measurements, pp.1S-17, Keithley Instruments, Inc., Cleveland, 
Ohio, 1977. 
*Teflon is • registered trademark of E.I. du Pont Co. 

**Kel-F is • registered trademark of 3·M Company. 

Table I. Insulating Materials and Characteristics 

OFFSET NULLING 
The ADS46's input offset voltage can be nulled by using balance 
Pins I and 5, as shown in Figure 29. Nulling the input offset 
voltage in this fashion will introduce an added input offset volt
age drift component of 2.4 .,.vrc per millivolt of nulled offset. 

+Vs 

-Vs 

Figure 29. Standard Offset Null Circuit 



The circuit in Figure 30 can be used when the amplifier is used 
as an inverter. This method introduces a small voltage in series 
with the amplifier's positive input terminal. The amplifier's 
input offset voltage drift with temperature is not affected. How
ever, variation of the power supply voltages will cause offset 
shifts. 

}----o + 
V, VOUT 

+Vs ~-

..---'IIY'Y ............. 
4
V
99

v.,k ... i .00 ~ 
~O.1 ... F -Vs 

Figure 30. Alternate Offset Null Circuit for Inverter 

AC RESPONSE WITH HIGH VALUE SOURCE AND 
FEEDBACK RESISTANCE 
Source and feedback resistances greater than 100 k!l will mag
nify the effect of input capacitances (stray and inherent to the 
AD546) on the at behavior of the circuit. The effects of com
mon mode and differential input capacitances should be taken 
into account since the circuit's bandwidth and stability can be 
adversely affected. 

In a follower, the source resistance, Rs, and input common 
mode capacitance, Cs (including capacitance due to board and 
capacitance inherent to the AD546), form a pole that limits cir
cuit bandwidth to llZ'11" RsCs. Figure 31 shows the follower 
pulse response from a 1 MO source resistance with the amplifi
er's input pin isolated from the board, only the effect of the 
AD546's input common mode capacitance is seen. 

Figure 31. Follower Pulse Response from 1 M!1 Source 
Resistance 

In an inverting configuration, the differential input capacitance 
forms a pole in the circuit's loop ttansmission. This can create 
peaking in the ac response and possible instability. A feedback 
capacitance can be used to stabilize the circuit. The inverter 
pulse response with Rp and Rs equal to 1 MO, and the input 
pin isolated from the board appears in Figure 3Z. Figure 33 
shows the response of the same circuit with a 1 pF feedback 
capacitance. Typical differential input capacitance for the 
AD546 is 1 pF. 

AD546 

Figure 32. Inverter Pulse Response with 1 M!1 Source and 
Feedback Resistance 

Figure 33. Inverter Pulse Response with 1 M!1 Source and 
Feedback Resistance, 1 pF Feedback Capacitance 

COMMON MODE INPUT VOLTAGE OVERLOAD 
The rated common-mode input voltage range of the AD546 is 
from 3 V less than the positive supply voltage to 5 V greater 
than the negative supply voltage. Exceeding this range will 
degrade the amplifier's CMRR. Driving the common mode volt
age above the positive supply will cause the amplifier's output to 
saturate at the upper limit of output voltage. Recovery time is 
typically 2 IIos after the input has been returned to within the 
normal operating range. Driving the input common mode volt
age within 1 V of the negative supply causes phase reversal of 
the output signal. In this case, normal operation is typically 
resumed within 0.5 ms of the input 1I0itage returning within 
range. 

DIFFERENTIAL INPUT VOLTAGE OVERLOAD 
A plot of the AD546's input current versus differential input 
voltage (defined as V1N+ -V1N-) appears in Figure 34. The 
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Figure 34. Input Current vs. Differential Input Voltage 
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input current at either terminal stays below a few hundred fem
toainps until one input terminal is forced higher than I to 1.5 V 
above the other terminal. Under these conditions, the input cur
rent limits at 30 ILA. 
INPUT PROTECTION:' 
The AD546 safely handles any input voltage within the supply 
voltage range. Subjecting the inpilt terminals to voltages beyond 
the power supply can destrOy the device or causesbiftsin input 
cuiTent or offset voltage if the amplifier is not protected. 

A protection scheme for the amplifier as an inverter is shown in 
Figure 35. The protection resistor; Rp, is choSen t!)limit the 
current through the inverting input to I mA for expected tran
sient (less than 1 sCcat1!f) overvoltage conditions, or to 100 ILA 
for a continuous overload. Since Rp is inside the feedback loop, 
and is much lower in value than the amplifier's input resistance, 
it does not affect the inverter's dc gain. However, the Johnson 
noise of the resistor will add root sum of squares to the amplifi
er's input noise. 

SOURCE 

II,. 
r~-' 
I I 
I I "L __ -' 

Figure 35. Inverter with Input Current Limit 

In the corresponding' version of this scheme for a follower, 
shown in Figure 36, Rp and the' capacitance at the positive input 
terminal will produce a pole in the signal frequency response at 
a f= 1I21TRC. Again, the Johnson noise of Rp will add to the 
amplifier's input voltage noise. 

Figure 37 is a schematic of the AD546 as an inverter with an 
input voltage clamp. Bootstrapping the clamp diodes at the 
inverting input minimizes the voltage across the clamps and 
keeps the leakage due to the diodes low. Low leakage diodes 

SOURCE 

Rp 
r---, 
I I 

Figure 36. Follower with Input Current Limit 

SOURCE 

Figure 37. Input Voltage Clamp with Diodes 
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(less than I pA), such as the FD333's should be used, and 
should be shielded from light to keep photocurrents from being 
generated. Even with these precautions, the diodes will measur
ably increase the input current and capacitance. 

In order to achieve the low input bias currents of the AD546, it 
is not possible to use the same on-chip protection as Used in 
other Analog Devices op amps. This makes the AD546 sensitive 
to handling and precautions should be t8ken to minimize ESD 
exposure whenever possible. 
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Figure 38. Sample and Difference Circuit for Measuring 
Electrometer Leakage .Currents 

MEASURING ELECTROMETER LEAKAGE CURRENTS 
There are a number of methods Used to test electrometer leak
age currents, including current integration and direct current to 
voltage conversion. Regardless of the method used, board and 
interconnect cl!!imliness, proper choice of insulating materials 
(such as Teflon or Kel-F), C<!rrect guarding arid shielding tech
niques and care in physical layout arC: essential for making accu
rate leakage measurements. 

Figure 38 is :II Schematic of the sample and difference circuit 
which is useful for measuring the leakage currents of the ADS46 
and other eleCtrometer amplifiers. The circuit uses two AD549 
electrometer amplifiers (A and B) as current to voltage convert
ers with high value (1010 0) sense resistors (RSa and RSb). RI 
and R2 provide for an overall circuit sensitivity of 10 fAlm V 
(10 pA full scale). Cc and Cp provide noise suppression and 
loop compensation. Cc should be a low leakage polystyrene 
capacitor. An ultralow-leakage Kel-F test socket is used for con
tacting the device under test. Rigid Teflon coaxial cable is used 
to make connections to all high impedance nodes. The use of 
rigid coax affords inlmunity to error induced by mechanical 
vibration and provides an outer Conductor for shielding .. The 
entire circuit is enclosed in a grounded metal box; 



The test apparatus is calibrated without a device under test 
present. A five minute stabilization period after the power is 
turned on is required. 'First, VERR1 and VERR2 are measured. 
These voltages are the errors caused by offset voltages and leak
age currents of the current to voltage converters. ' 

VERRI = 10 (V osA - IaA x RSa) 
VERR2 = 10 (VosB - I.J3 x RSb) 

Once measured, these errors are subtracted from the readings 
taken with a device under test present. Amplifier B closes the 
feedback loop to the device under test, in addition to providing 
current to voltage conversion. The offset error of the device 
under test appears as a common mode signal and does not affect 
the test measurement. As a result, only the leakage current of 
the device under test is measured. 

VA - VERRI = lO{RSa x IB (+)] 
Vx - VERR2 = 10{RSb x IB(-)] 

Although a series of devices can be tested after only one calibra
tion measurement, calibration should be updated periodically to 
compensate for any thermal drift of the current-to-voltage con
verters or changes in the ambient environment. Laboratory 
results have shown that repeatable measurements within 10 fA 
can be realized when this apparatus is properly implemented. 
These results are achieved in part by the design of the circuit, 
which eliminates relays and other parasitic leakage paths in the 
Iligh impedance signal lines, and in part by the inherent cancel
lation of errors through the calibration and measurement 
procedure. 

PHOTODIODE INTERFACE 
The ADS46's 1 pA current and low input offset voltage make it 
a good choice for very sensitive photodiode preamps (Figure 
39). The photodiode develops a signal current, Is, equal to: 

Is = R x P 

where P is light power incident on the diode's surface in watts 
and R is the photodiode responsivity in amps/watt. Rp converts 
the signal current to an output voltage: 

Vour = RF X Is 

c. '0 pF 

Figure 39. Photodiode Preamp 

DC error sources and an equivalent circuit for a sma1l area 
(0.2 mm square) photodiode are indicated in Figure 40. 

Input current, IB , will contribute an output voltage error, VE " 

proportional to the feedback resistance: 

VEl = IB X RF 

AD546 
The op amp's input voltage offset will cause an error current 
through the photodiode's shunt resistance, Rs: 

1= VosiRs 

The error current will result in an error voltage (V E2) at the 
amplifier's output equal to: 

VE2 = (1+RplRs) Vos 

Given typical values of photodiode shunt resistance (on the 
order of 10' 0), R,JRs can be greater than one, especially if a 
large feedback resistance is used. Also, R,JRs will increase with 
temperature, as photodiode shunt resistance typically drops by a 
factor of two for every 10·C rise in temperature. An op amp 
with low offset voltage and low drift helps maintain accuracy. 

,.'1'0 
c, .... 

Figure 40. Photodiode Preamp DC Error Sources 

Photodiode Preamp Noise 
Noise limits the signal resolution obtainable with the preamp. 
The output voltage noise divided by the feedback resistance is 
the minimum current signal that can be detected. This mini
mum detectable current divided by the responsivity of the pho
todiode represents the lowest light power that can be detected 
by the preamp. 

Noise sources associated with the photodiode, amplifier, and 
feedback resistance are shown in Figure 41; Figure 42 is the 
voltage spectral density versus frequency plot of each of the 
noise source's contribution to the output voltage noise (circuit 
parameters in Figure 40 are assumed). Each noise source's rms 
contribution to the total output voltage noise is obtained by inte
grating the square of its spectral density function over frequen
cy. The rms value of the output voltage noise is the square root 
of the sum of all contributions. Minimizing the total area under 
these curves will optimize the preamplifier's resolution for a 
given bandwidth. 

c, 

Figure 41. Photodiode Preamp Noise Sources 
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Figure 42. Photodiode Preamp Noise Sources' Spectral 
Density vs. Frequency 

The photodiode preamp in Figure 39 can detect a signal current 
of 26 fA rms at a bandwidth of 16 Hz, which assuming a photo
diode responsivity of 0.5 A1W, translates to a 52 tW rms mini
mum detectable power. The photodiode used has a high source 
resistance and low junction capacitance. CF sets the signal band
width with RF and also limits the "peak" in the noise gain that 
multiplies the op amp's input voltage noise contribution. A sin
gle pole ftIter at the amplifier's output limits the op amp's out
put voltage noise bandwidth to 26 Hz, a frequency comparable 
to the signal bandwidth. This greatly improves the preamplifi
er's signal to noise ratio (in this case, by a factor of three). 

Photodiode Array Processor 
The AD546 is a cost effective preamp for multichannel applica
tions, such as amplifying signals from photo diode arrays, as 
illustrated in Figure 43. An AD546 preamp converts each of the 
diodes' output currents to a voltage. An 8 to 1 multiplexer 
switches a particular preamp output to the input of an AD 1380 
16-bit sampling ADC. The output of the ADC can be displayed 
or put onto a databus. Additional preamps and muxes can be 
added to handle larger arrays. Layout of multichannel circuits is 
critical. Refer to "PC board notes" for guidance. 

16·BIT 
ADC MSB 
AD1380 

CONTROL LOGIC 
& TIMING 

Figure 43. Photodiode Array Processor 

2-74 OPERATIONAL AMPLIFIERS 

DISPLAY 

pH PROBE AMPLIFIER 
A pH probe can be modeled as a mY-level voltage source with a 
series source resistance dependent upon the electrode's composi
tion and configuration. The glass bulb resistance of a typical pH 
electrode pair falls between 106 and 10· fi. It is therefore impor
tant to select an amplifier with low enough input currents such 
that the voltage drop produced by the amplifier's input bias cur
rent and the electrode resistance does not become an appreciable 
percentage of a pH unit. 

The circuit in Figure 44 illustrates the use of the AD546 as a 
pH probe amplifier. As with other electrometer applications, the 
use of guarding, shielding, Teflon standoffs, etc., is a must in 
order to capitalize on the AD546's low input current. If an 
AD546J (1 pA max input current) is used, the error contributed 
by input current will be held below 10 m V for pH electrode 
source impedances up to 10· fi. Input offset voltage (which can 
be trimmed) will be below 2 mY. Refer to AD549 data sheet for 
temperature compensated pH probe amplifier circuit. 

prf~BE <>---r-':-< 
OUTPUT 

12k 

(BI 
)--<t----O OUTPUT 

1 k 

SCALE FACTOR 
ADJUST 

Figure 44. pH Probe Amplifier 



11IIIIIIII ANALOG 
WDEVICES Precision, Low Power BiFET Op Amp 

FEATURES 
Enhanced Replacement for LF441 and TL061 
DC Performance: 

200pA max Quiescent Current 
10pA max Bias Current. Warmed Up (AD548C) 
250 .... V max Offset Voltage (AD548C) 
2 .... Vrc max Drift (AD548CI 
2 .... V POp Noise. 0.1 to 10Hz 

AC Performance: 
1.8V/ .... s Slew Rate 
1MHz Unity Gain Bandwidth 

Available in Plastic. Hermetic Cerdip and 
Hermetic Metal Can Packages 

MIL-STD-883B Parts Available 
Dual Version Available: AD648 
Surface Mount (SOICI Package Available 

PRODUCT DESCRIPTION 
The ADS48 is a low power, precision monolithic operational 
amplifier. It offers both low bias current (IOpA max, warmed 
up) and low quiescent current (200,...A max) and is fabricated 
with ion-implanted FET and laser wafer trimming technologies. 
Input bias current is guaranteed over the ADS48's entire common
mode voltage range. 

The economical J grade has a maximum guaranteed input offset 
voltage of less than 2m V and an input offset voltage drift of less 
than 20,... V rc. The C grade reduces input offset voltage to less 
than 0.2SmV and offset voltage drift to less than 2,...VrC. This 
level of dc precision is achieved utilizing Analog's laser wafer 
drift trimming process. The combination of low quiescent current 
and low offset voltage drift minimizes changes in input offset 
voltage due to self-heating effects. Five additional grades are 
offered over the commercial, industrial and military temperature 
ranges. 

The ADS48 is recommended for any dual supply op amp appli
cation requiring low power and excellent dc and ac performance. 
In applications such as battery-powered, precision instrument 
front ends and CMOS DAC buffers, the ADS48's excellent 
combination of low input offset voltage and drift, low bias current 
and low IIf noise reduces output errors. High common-mode 
rejection (86dB, min on the "c" grade) and high open-loop gain 
ensures better than l2-bit linearity in high impedance, buffer 
applications. 

The ADS48 is pinned out in a standard op amp configuration 
and is available in seven performance grades. The ADS48J and 
ADS48K are rated over the commercial temperature range of 0 
to + 70·C. The ADS48A, ADS48B and ADS48C are rated over 
the industrial temperature range of - 400C to + 8S·C. The 

ADS48S and ADS48T are rated over the military temperature 
range of - SS·C to + l2S·C and are available processed to MIL
STD-883B, Rev. C. 

AD548 I 

AD548 CONNECTION DIAGRAMS 
Plastic Mini-DIP (N) Package, 

Cerdip (Q) Package 
and 

SOIC (R) Package 

INVERTING 
INPUT 

NONINVERTING 
INPUT 

TOP VIEW 

TO-99 
(H) Package 

v-
NOTE: PIN 4 CONNECTED TO CASE 

~
10kU , . 

4 -15V 

Vas TRIM 

TOP VIEW 

Extended reliability PLUS screening is available for parts specified 
over the commercial and industrial temperature ranges. PLUS 
screening includes l68-hour burn-in, as well as other environ
mental and physical tests. 

The ADS48 is available in an 8-pin plastic mini-DIP, cerdip, 
TO-99 metal can, surface mount (SOIC), or in chip form. 

PRODUCT HIGHLIGHTS 
1. A combination of low supply current, excellent dc and ac 

performance and low drift makes the ADS48 the ideal op 
amp for high-performance, low-power applications. 

~. The ADS48 is pin compatible with industry standard op 
amps such as the LF441, TL06I, and ADS42, enabling 
designers to improve performance while achieving a reduction 
in power dissipation of up to 8S%. 

3. Guaranteed low input offset voltage (2mV max) and drift 
(20,...VrC max) for the ADS48J are achieved utilizing Analog 
Devices' laser drift trimming technology, eliminating the 
need for external trimming. 

4. Analog Devices specifies each device in the warmed-up con
dition, insuring that the device will meet its published specifica
tions in· actual use. 

S. A dual version, the AD648 is also available. 
6. The ADS48 is available in chip form. 
7. Enhanced replacement for LF441 and TL061. 
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SPECIFICATIONS (@ + 2rCandVs = ±l5Vdc,IIIIassatll8lwisenal8d) 
Model AD548JIAIS AD548KIIIIT 

Min Typ Max Min Typ Max 

INPUT OFFSET VOLTAGE' 
InitialOffset 0.75 2.0 0.3 0.5 
T min.to T mu: 3.013.013.0 0.710.811.0 
vs. Temp. 20 5 
... Supply 80 86 

vs. Supply, TmintoTmu: 76176176 80 
Long-Term Offset Stability 15 15 

INPUT BIAS CURRENT 
, 

Eitherlupur', VCM=O S 20 3 10 
Either Input2 at T rou, VCM = 0 0.4511.3120 0.2SI0.6511O 
Max Input Bias Current Over 

Common-ModeVoItageRaJIse 30 15 
Offset Current, VCM =0 5 10 2 5 
Offset Current at T max 0.2510.65110 0.15/O.3SI5 

INPUT IMPEDANCE 
Differential Ix 10"113 Ix 10"113 
Common Mode 3x 10"113 3 x 1012113 

INPUT VOLTAGE RANGE 
Differential' ±20 ±20 
Common Mode ±Il ±12 ±u ±12 
Common-Mode Rejection 

VCM= ±10V 7~ 90 82 92 
TmintoTmax 7617617~ 90 82 92 

VCM= ±l1V 70 84 7~ 86 
Tmin to Tmax 7DnOnO 84 7~ 86 

INPUT VOLTAGE NOISE 
VoltageO. 1Hz to 10Hz 2 2 

f= 10Hz 80 80 
f=IOOHz 40 40 
f= 1kHz 30 30 
f= 10kHz 30 30 

INPUT CURRENT NOISE 
f=lkHz 1.8 1.8 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 0.8 1.0 0.8 1.0 
Full Power Reaponse 30 30 
Slew Rate, Unity Gain 1.0 1.8 1.0 1.8 
Sett1ingTimeto ±0.01% 8 8 

OPEN LOOP GAIN 
Vo= ± 10V,RL",IOkn 300 1000 300 1000 
TmintoTmal"RLC!:lOkO 3001300I300 700 300 700 
Vo= ± 10V,RL"'Skn 150 500 ISO 500 
TmintoTmax,RL~SkO ISOl15011SO 300 ISO 300 

OUTPUT CHARACTERISTICS 
VoItage@RL",IOkn, :t12 ±13 :t12 ±13 

Tmin to Tmu. ± 121± I2I:t12 :t12 
VoItage@RL"'Skn, :tll ±12.3 :tll ±12.3 

TmintoTIUZ ± 11I± l1I:tll ±11 
Short<;:ircuit Current IS 15 

POWER SUPPLY 
Rated Performance ±lS ±15 
Operating RaJIse :t4.5 :t18 :t4.5 :t18 
Quiescent Current 170 200 170 200 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to + 7O"C) AD548J ADS48K 
Industrial ( - 4O"C to + 85"C) AD548A AD548B 
Military ( -55"Cto + 125"C) AD548S AD548T 

PACKAGEOPTIONS' 
PlaStic(N-8) AD548JN AD548KN 
Cerdip(Q-S) AD548AQ, AD548SQ AD548BQ, AD548TQ 
Metal Can (H-OSA) AD548AH,AD548SH AD548BH,AD548TH 
SOIC(R-S) AD548AR, AD548JR AD548BR 
Tape and Reel AD54SAR-REEL,AD548JR-REEL AD548BR-REEL 
J and S ChipsAlsoAui1able AD54SJ CHIPS; AD548S CHIPS 

NOTES 
Ilnput Offset Voltage specifications are guaranteed after 5 minutes of operation at TA = + 25"C. 
lBias Current specJticatioJ;as ad guaranteed maximum. at either input ute, S minuteS of operation at TA = + ZS"C. 
For b;pCr temperature, the c:um:nt doubles every 1O"C. ' 

3Defined. as voltages between inputs, such that neither exceeds "± lOV from ground. 
'See Section 20 for pockaae outline iDformation. 
Specifications subjeet to cbaD&e without notice. 
Specifications in boldface all' tested on 011 proc\u<tion uBits at final eIectri<al test. ~ from those ..... arc used to 
calculate oulJlOinll quality'lOvels. All min omd max spccifIaltions are .....,.,teed, oItbOUp only those ........ in boldface 
are tested on all production units. 
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AD548C 
Min Typ Max Units 

0.10 0.25 mV 
0.4 mV 
2.0 fLVfOC 

86 dB 
80 dB 

IS /.LV/month 

3 10 pA 
0.6S nA 

15 pA 
2 5 pA 

0.35 nA 

Ix 1012113 nllpF 
3x 10"113 nllpF 

±20 V 
±11 ±12 V 

8~ 98 dB 
86 98 dB 
7~ 90 dB 
7~ 90 dB 

," 

2 4.0 fLV~ 
80 nVI Hz 
40 nVIYHz 
30 nVIYHz 
30 nVIYHz 

1.8 fAIv'Hz 

0.8 1.0 MHz 
30 kHz 

1.0 1.8 Vlp.s 
8 fl' 

300 1000 VlmV 
300 700 VlmV 
150 500 VlmV 
150 300 VlmV 

:t12 ±13 V 
:t12 
:tll ±12.3 V 
:tll 

IS mA 

±lS V 
:t4.5 :t18 V 

170 200 JLA 

AD548C 

AD548CQ 
AD548CH 



ABSOLUTE MAXIMUM RATINGS1 

Supply Voltage ..... . 
Internal Power Dissipation2 • • 

Input Voltage3 • • ••••••• 

Output Shon Circuit Duration 
Differential Input Voltage ... 
Storage Temperature Range Q, H 

N 
Operating Temperature Range 

ADS48J/K 
AD548A/B/C . . . . . .. 
AD548SIT ....... . 

Lead Temperature Range (Soldering 6Osec) 

NOTES 

. ±18V 
SOOmW 

. ±18V 
Indefmite 

+Vs and -Vs 
-65°C to + 150°C 
- 65°C to + 125°C 

... 0 to +70°C 
- 40°C to + 85°C 

- 55°C to + 125°C 
...... 300°C 

·Stresses above those listed under "Absolute Maximum Ratings" may 
cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any other conditions above 
those indicated in the operational sections of this specification is Dot 

implied. Exposure to absolute maximum rating conditions for extended 
periods may affect device reliability. 

'Thermal Characteristics 
8-Pin Plastic Package; 6JA = 9IrCIW 
8-PinCerdipPackage; 6Jc= 22"CIW, 6JA = 110"c/w 
8-Pin Metal Can Package; 6JC = 6S'C/W, 6JA = 1S0"CIW 

'For supply voltages less than ± 18V, the absolute maximum input voltage is 
equal to the supply voltage. 

INVERTING 
INPUT 

NONINVERTING 
INPUT 

A0548 
METALIZATION PHOTOGRAPH 

Contact factory for latest dimensions. 
Dimensions shown in inches and (nun). 

0.072 
11.829) 

OFFSET NULL 
1 

4 
v-
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Figure 11. Open Loop Voltage Gain 
vs. Supply Voltage 

30 

ioo---o 
10 

v-

1/ 
/ 

10' 1k 10k 

LOAD RESISTANCE - n 
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Figure 9. Open Loop Gain vs. 
Temperature 
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Figure 20a. Unity Gain Inverter 

Typical Characteristics -- AD548 
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Figure 14. Large Signal Frequency 
Response 
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Figure 17. Input Noise Voltage 
Spectral Density 

Figure 19b. Unity Gain Follower 
Pulse Response (Large Signal) 

Figure 20b. Unity Gain Inverter 
Pulse Response (Large Signal) 
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Figure 15. Output Swing and Error 
Voltage vs. Output Settling Time 
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Figure 19c. Unity Gain Follower 
Pulse Response (Small Signal) 

Figure 2Oc. Unity Gain Inverter 
Pulse Response (Small Signal) 

OPERA TlONAL AMPLIFIERS 2-79 

II 



Applying the AD548 
APPUCA'I10N NOTES 
The AD548 is a JFET -input op amp with a guaranteed muimum 
IB of less than IOpA, and offset and drift laser-trimmed to 0.2SmV 
and 2j1oVrc respectively (ADS48C). AC specs include IMHz 
bandwidth, 1.8V/jIoS typical slew rate and 8j1oS settling time for a 
20V step to ± 0.01% - all at a supply current less than 200f,I.A. 
To capitalize on the device's perfOrDllll1Ce, a number of error 
soun:es should be considered. 

The minimsl power drain and low offset drift of the AD548 
reduce self-heating or ''warm-up'' effects on input offset voltage, 
making the AD548 ideal for onIoff battery powered applicatinns. 
The power dissipatinn due to the AD548's 200jioA supply current 
has a negligible effect on input current, but heavy output loading 
will raise the c:hip temperature. Since a JFET's input current 
doubles for every 1O"C rise in c:hip temperature, this can be a 
noticeable effect. 

The ampJifier is designed to be functional with power supply 
voltages as low as ± 4.SV. It will exhibit a higher input offset 
voltage than at the rated supply voltage of ± 15V, due to power 
supply rejection effects. The common-mode range of the AD548 
extends from 3V more positive than the negative supply to IV 
more negative than the positive supply. Designed to cleanly 
drive up to 10k.(} and lOOpF loads, the AD548 will drive a, 2k.O 
load with reduced open loop gain. 

OFFSET NULLING 
Unlike bipolar input ampJifiers, zeroing the input offset voltage 
of a BiFET op amp will not minimize offset drift. Using balance 
Pins I and 5 to adjust the input offset voltage as shown in Figure 
21 will induce an added drift of 0.24j1oVrc per lOOjloV of nulled 
offset. The low initial offset (0.2SmV)of the ADS48C results in 
only 0.6j1oVrc of additional drift. 

+v. 

-v. 

Figure 21. Offset Nui,Configuration 

LAYour 
To tske full advantage of the ADS48's IOpA max input current, 
parasitic leaka&es must be kept below an acceptable level. The 
praaic:allimit of the ~a: of epoxy or phenolic ~t 
board material is between I x 10120 and 3 x 10120. This can . 
result in an additiOnal leakage ofSpA 'between an input of 1)"v 
and a -ISV supPIYline. Tefloli oruimilar low leakage materiaj , 
(with a resistanc:i:exc:eeding 1017Q) should be used to isolate ' 
hiP impedaDce input lines from adiia:nt lines carrying hiP 
.vol •• The insul8tor should be ~ clean, since i:o.ntamiJwlts 
will degrade die s1lrfia: reSist8na:: ..... . 
A metal JIUIlIi aittlp1etely ~ the hiP impedance 
nodes and. driven by a voltage near the common-mode input 
poteDtial can also be used to reduce some parasitic leaka&es. 
Tbe guarding pattern in Figure 22 will reduce parasitic leakage 
due to finite board surface resistanc:i:; but it will not compensate 
for a low volume resistivity board. 
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Figure 22. Board Layout for Guarding Inputs 

INPUT PROTEC'I10N 
The AD548 is guaranteed to withstand input voltages equal to 
the power supply potential. Exceeding the negative supply voltage 
on either input will forward bias the subatrate junction of the 
c:hip. Tbe induced current may destroy the ampJifier due to 
exa:as heat. 

Input protection is required in applications such as a flame 
detector in a gas chromatograph, where a very hiP potential 
may be applied to the input terminals during a sensor fault 
condition. Figure 23 shows a simple current limiting scheme 
that can be used. RPROTI!CT should be c:hoaen such that the 
maximum overload current is 1.0mA (lOOk.(} for a lOOV overload, 
for eumple). 

Exceeding the negative common-mode range on either input 
terminal causes a phase reversal at the output, forcing the ampJifier 
output to the corresponding hiP or low state. Exceeding the 
negative common-mode on both inputs simultaneously forces 
the output hiP, Exceeding the positive common-J:Ilode range on 
a single input doesn't cause a phase reversal,but, if both inputs 
exc:eed the limit the output will be forced hiP, In all cases, 
normalampJifier operation is resumed when input voltages are 

'brought back within the common-mode range. 

10pF 

---. ...J1-.. 1. 
R. TYPICALLY 100kfi TO 1MIl 

Rp = ~ FOR 1 SECOND OR LESS TRANSIENTS 

R. = I~O"A FOR CONTINUOUS OVERLOAD 

Figure 23. Input Protection of IV Converter 

D/A Q)NVERTER OUTPUT BUFFEIl 
. Tbe ciraiit in Figure 24 shows the AD548 and AD7S4S 12-bit 

CMOS D/A converter in a unipolar binary configuration. VOlTI' 
will be equal to VIU!F attenuated by a factor depending on the 

'./ diaJjtal word. VIU!F sets the full scale. Overall gain is trimmed 
by adjusting RIN• The AD548's low input offset voltage, low 
drift and clean dynamics make it an attractive low power output 
buffer. 



Figure 24. AD548 Used as DAC Output Amplifier 

The input offset voltage of the AD548 output amplifier results 
in an output error voltage. This error voltage equals the input 
offset voltage of the op amp times the noise gain of the amplifier. 
That is: 

Vos Output = Vos Input (I + ::) 

RP8 is the feedback resistor for the op amp, which is internal to 
the DAC. Ro is the DAC's R-2R ladder output resistance. The 
value of Ro is code dependent. This has the effect of changing 
the offset error voltage at the amplifier's output. An output 
amplifier with a sub millivolt input offset voltage is needed to 
preserve the linearity of the DAC's transfer function. 

The AD548 in this conf1gllI'ation provides a 700kHz small signal 
bandwidth and 1.8V/jl.s typical slew rate. The 33pF capacitor 
across the feedback resistor optimizes the circuit's response. 
The oscilloscope photos in Figures 25 and 26 show small and 

Figure 25. Response to ± 20V p-p Reference Square Wave 

Figure 26. Response to ± 100m V p-p Reference Square 
Wave 

Application Hints - AD548 
large signal outputs of the circuit in Figure 24. Upper traces 
show the input signal VIN• Lower traces are the resulting output 
voltage with the DAC's digital input set to all Is. The ADS48 
settles to :t 0.01% for a 20V input step in 14p.s. 

PHOTODIODE PREAMP 
The performance of the photodiode preamp shown in Figure 27 
is enhanced by the AD548's low input current, input voltage ._ 
offset and offset voltage drift. The photodiode sources a current 
proportional to the incident light power on its surface. Rp converts 
the photodiode current to an output voltage equal to Rp x Is. 

PHOTO DIODE 
EQUIVALENT CIRCUIT 

Figure 27. 

R, 
100MII 

AD548 PHOTO DIODE 
PRE AMP 

An error budget illustrating the importance of low amplifier 
input current, voltage offset and offset voltage drift to minimize 
output voltage errors can be developed by considering the equi
valent circuit for the small (0.2mmz area) photodiode shown in 
Figure 27. The input current results in an error proportional to 
the feedback resistance used. The amplifier's offset will produce 
an error proportional to the preamp's noise gain (I + Rp/RsW, 
where RsH is the photodiode shunt resistance. The amplifier's 
input current will double with every IO"C rise in temperature, 
and the photodiode's shunt resistance halves with every 1O"C 
rise. The error budget in Figure 28 assumes a room temperature 
photodiode Rm of 500MO, and the maximum input current 
and input offset voltage specs of an AD548C. 

TEMP 
"C RsH(MU) VosIIN) (1 + R,JRsH)VOS talpA) taR. TOTAL 

-25 15.970 150 151".V 0.30 30".V 181".V 
0 2.830 200 207".V 2.26 262".V 469".V 
+25 500 250 300".V 10.00 1.0mV 1.30mV 
+50 88.5 300 MOILV 56.6 5.6mV 6.24mV 
+75 15.6 350 2.6mV 320 32mV 34.6mV 
+85 7.8 370 5.1mV 640 64mV 69.1mV 

Figure 28. Photo Diode Pre-Amp Errors Over Temperature 

The capacitance at the amplifier's negative input (the sum of the 
photodiode's shunt capacitance, the op amp's differential input 
capacitance, stray capacitance due to wiring, etc.) will cause a 
rise in the preamp's noise gain over frequency. This can result 
in excess noise over the bandwidth of interest. Cp reduces the 
noise gain "peaking" at the expense of bandwidth. 
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INSnUMENTAn9N AMPLIFIER 
The A:PS48C's 1Jl8Xinl~ input ~t of lOpA makes it an 
excellent building block for the high input impedance in
s~en~tionamplifier ~own in Fi8ure 29. Total current. drain 
for this.circuitis ~4er6(JOJ.I.A. This configUration is optimal 
for conditio~ differential voltages from high impedance 
sources. 

VIN-

Vw+ 

OUTPUT 
SENSE 

OUTPUT 
REFERENCE 

I 

¢' 
FOR EACH AMPUFlER: 

PlN7'<E(:---::t:.-0-. ,-...... 0 +V, 

nO.1fJ.F 
PIN4 ( 'T O-Vs 

Figure 29: Low Power Instrumentation Amplifier 

The overall gain of the circuit is controlled by ~, resulting in 
the following transfer function: 

YoUr = 1 + (R1 + Rz) 
VIN ~ . 

Gains. of 1 to 100 can be accommodated with gain nonlinearities 
of less than 0.01%. Referred to input errors, .which contribute 
an output error proportional to in amp gain, include a maximum 
untrimmed input offset voltage of O.SmV and an input offset 
voltage drift .over temperature of 4j.LV rc. Output errors, which 
are independent of gain, will contribute an additional O.Sm V 
offset and 4j.LVrcdrift. The maximum input current is ISpA 
over the common-mode range, with a common-m04e impedance 
of over 1 x 10120. Resistor pairs R3IRS and R41R6 should be 
ratio matched to 0.01% to take full advantage of the AOS4S's 
high common mode rejection. Capacitors CI and Cl' compensate 
for peaking in the gain over frequency caused by input capacitance 
when gains of 1 to 3 are used. 

The - 3dB small signal bandwidth for this low power in
strumentation amplifier is 700kHz for a gain of 1 and 10kHz for 
a gain of 100. The typical output Slew rate is l.SV/j.Ls. 

LOG RATIO AMPLIFIER 
Log ratio amplifiers are useful for a variety of signal conditioning 
applications, such as linearizing exponential transducer outputs 
and compressing analog signals having a wide dynamic range. 
The AOS48's picoamp level input current and low input offset 
voltage make it a good choice for the front-end ~plifier of the 
log ratio circuit shown in Figure 30. This circuit produces an 
output voltage equal.to the log base io of the ratio of the input 
currents I, and 12 , Resistive inputs Rl and R2 are provided for 
voltage inputs. 

Input currents 11 and 12 set the collector currents of Q 1 and Q2, 
a matched pair of logging transistors. Voltages at points A and 
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B are developed according to the following familiar· diode 
equation: 

In this equation, k is Boltzmann's constant, T is absolute tem
perature, q is an electron charge, and IES is the reverse saturation 
current of the logging transistors. The difference of these two 
voltages is taken by the subtractor section and scaled by a factor 
of approximately 16 by resistors R9; RIO, and RS. Temperature 
compensation is provided by resistors RS and RIS, which have 
a positive 3500 ppml"Ctemperature coefficient. The transfer 
function for the output voltage is: 

Vour= IV 10gIO (hll,) 

Frequency compensation is provided by Rll, R12, Cl, and C2. 
Small signal bandwidth is approximately 300kHz at input currents 
above lOOILA and will proportionally decrease with lower signal 
levels. 01, 02, R13, and R14 compensate for the effects of the 
two logging transistors' ohmic emitter resistance. 

1,IN 

", 
'Ok 

V, IN 

R2 
'Ok 

V 2 1N 

",. 
49.9k 

02 

FOR EACH AMPLIFIER: 

PIN7( 1 01 .... F O+Vs 

~o., •• 
PlN4 ( - O-Vs 

R9 
14.3k 

Your = 1V ~"LOGIO~ 

vo~·='.1V X'LOG10~ 

D1.Q41N4148DIODES . 
R8.R15.1k + 3500 piprnr.'CTC RESISTOR 
*TEL LAB 081 OR PRECISION RESI$TORPT146 
AU OTHER RESISTORS ARE 1%METAL FILM 

Figure 30. Log Ratio Amplifier 

To trim this circuit, set the two input .currents to 101LA and 
adjust Your to ~. by. adjusting the pOtentiometer on A3. 
Then set 12 to lILA and adjust the scale factor suc,h that the 
output voltage is IV by triinming potentiometetRiO. Offset 
adjustment for Al and A2 is provided to increase the accuracy 
of the voltage inputs. 

This circuit ensures a ··10/.; log oonfOlmance error ov~ an input 
current range of300pA to lmA, with.low'lc.veI ~racy limited 
by the AOS4S'sinput clirrent. The low .Ievi:1 input voltage 
accuracy of this circuit. is limited by the input offset voltage and 
drift of the AOS4S. 



~ANALOG 
WDEVICES 

FEATURES 
Ultralow Bias Current: 60 fA max (AD549L) 

250 fA max (AD549J) 
Input Bias Current Guaranteed Over Common-Mode 

Voltage Range 
Low Offset Voltage: 0.25 mV max (AD549K) 

1.00 mV max (AD549J) 
Low Offset Drift: 5 ... V/oC max (AD549K) 

20 ... VI"C max (AD549J) 
Low Power: 700 ... A max Supply Current 
Low Input Voltage Noise: 4 ... V p-p 0.1 to 10 Hz 
MIL-STD-883B Parts Available 

APPLICATIONS 
Electrometer Amplifiers 
Photodiode Preamp 
pH Electrode Buffer 
Vacuum Ion Gage Measurement 

PRODUCT DESCRIPTION 
The AD549 is a monolithic electrometer operational amplifier 
with very low input bias current. Input offset voltage and input 
offset voltage drift are laser trimmed for precision performance. 
The AD549's ultralow input current is achieved with "Topgate" 
JFET technology, a process development exclusive to Analog 
Devices. This technology allows the fabrication of extremely low 
input current JFETs compatible with a standard junction
isolated bipolar process. The 1015 n common-mode impedance, 
a result of the bootstrapped input stage, insures that the input 
current is essentially independent of common-mode voltage. 

The AD549 is suited for applications requiring very low input 
current and low input offset voltage. It excels as a preamp for a 
wide variety of current output transducers such as photodiodes, 
photomultiplier tubes, or oxygen sensors. The AD549 can also 
be used as a precision integrator or low droop sample and hold. 
The AD549 is pin compatible with standard FET and electrom
eter op amps, allowing designers to upgrade the performance of 
present systems at little additional cost. 

The AD549 is available in a TO-99 hermetic package. The case 
is connected to Pin 8 so that the metal case can be independently 
connected to a point at the same potential as the input termi
nals, minimizing stray leakage to the case. 

Ultralow Input Bias Current 
Operational Amplifier 

AD549* I 
ADS49 CONNECTION DIAGRAM 

GUARD PIN, CONNECTED TO CASE 

INVERTING 2 
INPUT 

V-

NOTE: PIN 4 CONNECTED TO CASE 

~
10kn 

1 5 

4 -15V 

Vos TRIM 

The AD549 is available in four performance grades. The J, K, 
and L versions are rated over the commercial temperature range 
o to 170·C. The S grade is specified over the military tempera
ture range of -55·C to + 125°C and is available processed to 
MIL-STD-883B, Rev C. Extended reliability PLUS screening is 
also available. PLUS screening includes 168-hour burn-in, as 
well as other environmental and physical tests derived from 
MIL-STD-883B, Rev C. 

PRODUCT HIGHLIGHTS 
1. The AD549's input currents are specified, 100% tested and 

guaranteed after the device is warmed up. Input current is 
guaranteed over the entire common-mode input voltage 
range. 

2. The AD549's input offset voltage and drift are laser trimmed 
to 0.25 mV and 5 ILvrc (ADS49K), 1 mV and 20 ILvrc 
(ADS49J). 

3. A maximum quiescent supply current of 700 ILA minimizes 
heating effects on input current and offset voltage. 

4. AC specifications include 1 MHz unity gain bandwidth and 
3 V/lLs slew rate. Settling time for a 10 V input step is 5 ILS 
to 0.01%. 

5. The AD549 is an improved replacement for the AD515, 
OPAI04, and 3528. 

·Covered by PateDt No. 4,639,683. 
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SPECIFICATIONS . (@+25"C and Vs = +15 V dc, unless otherwise noted) 

ADS49J ADS49K ADS49L ADS49S 
Model Min Typ Max Min Typ Max Min Typ Max Min Typ Max Unit$ 

INPUT BIAS CURRENT1 

Either Input, V CM = 0 V ISO 250 75 100 40 60 75 100 fA 
Either Input, V CM = ± 10 V ISO 250 75 100 40 60 75 100 fA 
Either Input at T maX' 

VCM = 0 V 11 4.2 2.B 420 pA 
Offset Current 50 30 20 30 fA 
Offset Current at T .... 2.2 1.3 0.B5 125 pA 

INPUT OFFSET VOLTAGE2 

Initial Offset 0.5 1.0 0.15 0.25 0.3 0.5 0.3 0.5 mV 
Offset at T max 1.9 0.4 0.9 2.0 mV 
VS. Temperature 10 20 2 5 5 10 10 15 II-vrc 
VS. Supply 32 100 10 32 10 32 10 32 II-VN 
VS. Supply, T.run to T max 32 100 10 32 10 32 32 50 II-VN 
Long· Term Offset Stability 15 IS IS IS II-V/Month 

INPUT VOLTAGE NOISE 
f = 0.1 Hz to 10 Hz 4 4 6 4 4 II-VP-L 
f = 10 Hz 90 90 90 90 nVtv'Hz 
f = 100 Hz 60 60 60 60 nVtv'Hz 
f=lkHz 35 35 35 35 nVlv'Hz 
f= 10kHz 35 35 35 35 nVlv'Hz 

INPUT CURRENT NOISE 
f=O.1 Hz to 10 Hz 0.7 0.5 0.36 0.5 fArms 
f=1 kHz 0.22 0.16 0.11 0.16 fAlv'Hz 

INPUT IMPEDANCE 
Differential 
. VDIFF = ±I JOl~11 JOl'1I1 JOl'1I1 JOl'1I1 OllpF 

Common Mode 
VCM = ±IO JOl'1I0.B JOl'1I0.B 101'1I0.B JOl'1I0.B OllpF 

OPEN-LOOP GAIN 
Vo@±IOV,RL = 10k 300 1000 300 1000 300 1000 300 1000 VImV 
Vo@±IOV,RL = 10k, 

T_toT .... 300 BOO 300 BOO 300 BOO 300 BOO V/mV 
Vo= ±IO V, RL = 2k 100 250 100 250 100 250 100 250 V/mV 
Vo = ±IOV,RL = 2k, 

80 200 80 200 T_toT""", 80 200 25 ISO V/mV 

INPUT VOLTAGE RANGE 
Differential' ±20 ±20 ±20 ±20 V 
Common-Mode Voltage -10 +10 -10 +10 -10 +10 -10 +10 V 
Common-Mode Rejection Ratio 

V=+IOV, -IOV 80 90 90 100 90 100 90 100 dB 
T_ toT .... 76 BO SO 90 SO 90 80 90 dB 

OUTPUT CHARACTERISTICS 
Voltage @ RL = 10 k, 

T ... toT .... -]2 +12 -12 +12 -12 +12 -12 +12 V 
Voltage @ RL = 2 k, 

T ... to T .... -10 +10 -10 +10 -10 +10 -10 +10 V 
Shon Circuit Current 15 20 35 15 20 35 15 20 35 15 20 35 rnA 

T ... toT .... 9 9 9 6 rnA 
Load Capacitance Stability 

G = +1 4000 4000 4000 4000 pF 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 0.7 1.0 0.7 1.0 0.7 1.0 0.7 1.0 MHz 
Full Power Response 50 50 50 50 kHz 
Slew Rate 2 3 2 3 2 3 2 3 V/II-s 
Settling Time, 0.1% 4.5 4.5 4.5 4.5 II-s 

0.01% 5 5 5 5 II-S 
Overload Recovery, 

50% Overdrive, G = -I 2 2 2 2 II-s 

POWER SUPPLY 
Rated Performance ±15 ±15 ±15 ±15 V 
Operating ±5 ±lS ±5 :I:1S ±5 ±lS ±5 ±IS V 
Quiescent Current 0.60 0.70 0.60 0.70 0.60 0.70 0.60 0.70 rnA 
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AD549 
ADS49J ADS49K ADS49L ADS49S 

Model Min Typ Max Min Typ Max Min Typ Max Min Typ Max Units 

TEMPERATURE RANGE 
Operating, Rated Performance 0 70 0 70 0 70 -55 +125 ·C 
Storage -65 +150 -65 +150 -65 +150 -65 +150 '<: 

PACKAGE OPTION' 
TO·99 (H-OSA) ADS49JH ADS49KH ADS49LH ADS'-9SH 

NOTES 
'Bias current specifications are guaranteed after 5 minutes of operation at T A = + 25·C. Bias current increases by a factor of 2.3 for every IO"C rise in 
temperature. 

'Input offset voltage specifications are guaranteed after 5 minutes of operation at TA = +25'<:. 
'Defined as max continuous voltage between the inputs such that neither input exceeds :!: 10 V from ground. 
'See Section 20 for package outline information. 

Specifications subject to change without notice. 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at fmal electrical test. Results from those tests are 
used to calculate outgoing quality levels. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ............................ ±IS V 
Internal Power Dissipation ................... 500 mW 
Input Voltage ............................ ± IS V2 

Output Short Circuit Duration. . . . . . . . . . . . . . . .Indefmite 
Differential Input Voltage ................ +Vs and -Vs 
Storage Temperature Range H ........... -6S·C to + ISO°C 
Operating Temperature Range 

AD549J, K, L. ....................... 0 to +70°C 
ADS49S ........................ -SsoC to +12S·C 

Lead Temperature Range (Soldering 60 sec) ........ +300°C 

NOTES 
I Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage [0 the device. This is a suess rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to. 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

2Por supply voltages less than ± 18 V, the absolute maximum input voltage is 
equal to the supply voltage. 

CAUTION:----------------------~--------------~-----------------------------
ESD (electrostatic discharge) sensitive device. Charges as high as 4000 V readily accumUlate on 
the human body and test equipment and discharge without detection. Therefore, reasonable ESD 
precautions are recommended to avoid functional damage or performance degradation. Unused 
devices should be stored in oonductive foam or shunts, and the foam sho\ild be discharged to the 
destination socket before devices are removed. For further information on ESD precautions, refer 
to Analog Devices' ESD Preventiun ManUal.. 

WARNING! ~ 

~~::: 
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Typical Characateristics 
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Figure 1. Input Voltage Range 
vs. Supply Voltage 
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Figure 10. Input Bias Current 
vs. Supply Voltage 
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Figure 15. CMRR vs. 
Frequency 
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Figure 21. Unity Gain Inverter 
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Figure 17. Output Voltage 
Swing and Error vs. 
Settling Time 

Figure 19. Unity Gain Follower 
Large Signal Pulse Response 

Figure 22. Unity Gain Inverter 
Large Signal Pulse Response 

Figure 20. Unity Gain Follower 
Small Signal Pulse Response 

Figure 23. Unity Gain Inverter 
Small Signal Pulse Response 
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.M.INIMIZnJG INPUT CURRENT 
The ADS49 has been optimized for low input current and offset 
voltage. Careful attention to how the amplifier is used will re
duce input currents in actual applications. 

The amplifier operating temperature should be kept as low as 
possible to minimize input current. Like other JFET input am
plifiers, the ADS49's input current is sensitive to chip tempera
ture, rising by a factor of 2.3 for every 1O"C rise. This is illus
trated in Figure 24, a plot of ADS49 input current versus 
ambient temperature. 

'"A 

'OOpA 

10pA 1/ 
'pA / 

,000A / 
v --- -- --' 

'OIA 

1fA 
-5525 15 31 16 MUS -

TEMPERATURE -"C 

Figure 24. AD549 Input Bias Current vs. Ambient 
Temperature 

On-chip power dissipation will raise chip operating temperature 
causing an increase in input bias current. Due to the ADS49's 
low quiescent supply current, chip temperature when the (un
loaded) amplifier is operated with IS V supplies, is less than 
30C higher than ambient. The difference in input current is 
negligible. 

However, heavy output loads can cause a significant increase in 
chip temperature and a corresponding increase in input current. 
Maintaining a minimum 10!1<i resistance of 10 n is recommended. 
Input current versus additional power dissipation due to output 
drive current is plotted ill Figure 2S. . 
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Figure 25. AD549 Input BillS Current vs. Additional Power 
Dissipation . 

ClRCUrr BOARD NOTES 
There ate a number of physical phenomena that generate spuri
ous currents that degrade the accuracy of low current measure
ments.figure 26 is a schematic of an I-to-V convener with 
these parasitic currents modeled. 
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Figure 26. Sources of Parasitic Leakage Currents 

Finite resistance from input lines to voltages on the board, mod
eled by resistor Rp , results in parasitic leakage. Insulation resis
tance of over 1015 n must be maintained between the amplifier's 
signal and supply lines in order to capitalize on the ADS49's low 
input currents. Standard PC board material does not have high 
enough insulation resistance. Therefore, the ADS49's input 
leads should be connected to standoffs made of insulating mate
rial with adequate volume resistivity (e.g., Teflon*). The surface 
of the insulator's surface must be kept clean in order to preserve 
surface resistivity. For Teflon, an effective cleaning procedure 
consists of swabbing the surface with high-grade isopropyl alco
hol, rinsing with deionized water, and baking the board at 800C 
for 10 minutes. 

In addition to high volume and surface resistivity, other proper
ties are desirable in the insulating material chosen. Resistance to 
water absorption is important since surface water fIlms drasti
cally reduce surface resistivity. The insulator chosen should also 
exhibit minimal piezoelectric effects (charge emission due to me
chanical stress) and triboelectric effects (charge generated by 
friction). Charge imbalances generated by these mechanisms can 
appear as parasitic leakage currents. These effects are modeled 
by variable capacitor Cp in Figure 26. The table in Figure 27 
lists various insulators and their properties. 1 

Volume Minimal 
Raaistivlty Triboelactric 

Mstarial (O-CM) Effects 

Teflon 10"-10" W 
KaI·F" 10"-10'8 W 
Sapphire 10'8-10'8 M 
Polyathylene 10'4-10'8 M 
Polystyrene 10"-10'8 W 
Ceramic 10"-10" W 
Glass Epoxy 10'°_10" W 
PVC 10'°-10'· G 
Phenolic 10" -10" W 

G-Good with Ragard to Property 
M-Modersta with Regard to Proparty 
W-Weak with Regard to Proparty 

Minimal Resistance 
Piezoelectric to Wstar 
Effects Absorption 

W G 
M G 
G G 
G M 
M M 
M W 
M W 
M G 
G W 

Figure 27. Insulating Materials and Characteristics 

'1!Iecttoaic Masuremmts, pp.I5-17, KeitbIey 1usIrummIs,1Dc., CIcvdmcI, 
Ohio,I977. 
*TeIloa is • ftIisIered aademarIt of R.I. DuPont Co. 

**Ke1-P is. ftIIisIeI'ed aademarIt of 30M c-p.ay. 



Guarding the input lines by completely surrounding them with a 
metal conductor biased near the input lines' potential has two 
major benefits. First, parasitic leakage from the signal line is 
reduced since the voltage between the input line and the guard 
is very low. Second, stray capacitance at the input node is mini
mized. Input capacitance can substantially degrade signal band
width and the stability of the I-to-V converter. The case of the 
AD549 is connected to Pin 8 so that it can be bootstrapped near 
the input potential. This minimizes pin leakage and input 
common-mode capacitance due to the case. Guard schemes for 
inverting and noninverting amplifier topologies are illustrated in 
Figures 28 and 29. c, 

Figure 28. Inverting Amplifier with Guard 

T6JH--+ 
Y. 

VOUT 

R, 

R, 

Figure 29. Noninverting Amplifier with Guard 

Other guidelines include keeping the circuit layout as compact 
as possible and input lines short. Keeping the assembly rigid 
and minimizing sources of vibration will reduce triboelectric and 
piezoelectric effects. All precision high impedance circuitry re
quires shielding against interference noise. Low noise coax or 
triax cables should be used for remote connections to the input 
signal lines. 

OFFSET NULLING 
The AD549's input offset voltage can be nulled by using balance 
Pins I and 5, as shown in Figure 30. Nulling the input offset 
voltage in this fashion will introduce an added input offset volt
age drift component of 2.4 .,.vrc per millivolt of nulled offset 
(a maximum additional drift of 0.6 .,. V rc for the AD549K, 
1.2 .,.vrc for the AD549L, 2.4 .,.vrc for the AD549J). 

+Y. 

+ 
yOU"< 

-b-

-V. 

Figure 30. Standard Offset Null Circuit 

The approach in Figure 31 can be used when the amplifier is 
used as an inverter. This method introduces a small voltage 

AD549 
referenced to the power supplies in series with the amplifier's 
positive input terminal. The amplifier's input offset voltage drift 
with temperature is not affected. However, variation of the 
power supply voltages will cause offset shifts. 

Y, 

Figure 31. Alternate Offset Null Circuit for Inverter 
AC RESPONSE WITH HIGH VALUE SOURCE AND 
FEEDBACK RESISTANCE 
Source and feedback resistances greater than 100 k!l will mag
nify the effect of input capacitances (stray and inherent to the 
AD549) on the ac behavior of the circuit. The effects of 
common-mode and differential input capacitances should be 
taken into account since the circuit's bandwidth and stability 
can be adversely affected. 

In a follower, the source resistance and input common-mode 
capacitance form a pole that limits the bandwidth to 1I21T RsCs. 
Bootstrapping the metal case by connecting Pin 8 to the output 
minimizes capacitance due to the package. Figures 32 and 33 
show the follower pulse response from a I M!l source resistance 
with and without the package connected to the output. Typical 
common-mode input capacitance for the ADS49 is 0.8 pF. 

In an inverting configuration, the differential input capacitance 
forms a pole in the circuit's loop transmission. This can create 
peaking in the ac response and possible instability. A feedback 
capacitance can be used to stabilize the circuit. The inverter 
pulse response with Rp and Rs equal to I M!l appears in Figure 
34. Figure 35 shows the response of the same circuit with a 
I pF feedback capacitance. Typical differential input capacitance 
for the AD549 is I pF. 

Figure 32. Follower Pulse Response from 1 Mfl Source 
Resistance, Case Not Bootstrapped 

Figure 33. Follower Pulse Response from 1 Mfl Source 
Resistance, Case Bootstrapped 
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Figure 34. Inverter Pulse Response with 1 M{J Source and 
Feedback Resistance 

Figure 35. Inverter Pulse Response with 1 M{J Source and 
Feedback Resistance, 1 pF Feedback Capacitance 

COMMON-MODE INPUT VOLTAGE OVERLOAD 
The rated common-mode input voltage range of the AD549 is 
from 3 V less than the positive supply voltage to 5 V greater 
than the negative supply voltage. Exceeding this range will de
grade the amplifier's CMRR. Driving the common-mode voltage 
above the positive supply will cause the amplifier's output to 
saturate at the upper limit of output voltage. Recovery time is 
typically 2 IJ.S after the input has been returned to within,the 
normal operating range. Driving the input common-mode volt
age within 1 V of the negative supply causes phase reversal of 
the output signal. In this case, normal operation is typically re
sumed within 0.5 IJ.S of the input voltage returning within 
range. 

DIFFERENTIAL INPUT VOLTAGE OVERLOAD 
A plot of the AD549's input currents versus differential input 
voltage (defmed as Y,N'" -V,N-) appears iI) Figure 36. The 
input current at either t~rminal stays below a few hundred 
femtoamps until one jnpUI terminal is 'forced higher than 1 to 
1.5 V above the other termiJ:)al. Under these conditions, the in-
put current limits at 30 IJ.A. ' 
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Figure 36. Input Current vs. Differential Input Voltage 
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INPUT PROTECTION 
The AD549 safely handles any input voltage within the supply 
voltage range. Subjecting the input terminals ,to voltages beyond 
the power supply can destroy the device or cause shifts in input 
current or offset voltage if the amplifier is Ilot protected. 

A protection scheme for the amplifier as an inverter is shown in 
Figure 37. Rp is chosen to limit the current through the invert
ing input to 1 rnA for expected transient (less than I second) 
overvoltage conditions, or to 100 IJ.A for a continuous overload. 
Since Rp is inside the feedback loop, and is much lower in value 
than the amplifier's input resistance, it does not affect the in
verter's dc gain. However, the Johnson noise of the resistor will 
add root sum of squares to the amplifier's input noise. 

R, 

Figure 37. Inverter with Input Current Limit 

In the corresponding version of this scheme for a follower, 
shown in Figure 38, Rp and the capacitance at the positive input 
terminal will produce a pole in the signal frequency response at 
a f = 1I21rRC. Again, the Johnson noise Rp will add to the am
plifier's input voltage noise. 

RPAOTECT .-----, 
I I 
I I L.. ___ J 

Figure 38. Follower with Input Current Limit 

Figure 39 is a schematic of the AD549 as an inverter with an 
input voltage clamp. Bootstrapping the clamp diodes at the in
verting input minimizes the voltage across the clamps and keeps 
the leakage due to the diodes low. Low leakage diodes, such as 
the FD333's should be used, and should be shielded from light 
to keep photocurrents from being generated. Even with these 
precautions, the diodes will measurably increase the input cur
rent and capacitance. 

Figure 39. Input Voltage Clamp with Diodes 



SAMPLE AND DIFFERENCE CIRCUIT TO MEASURE 
ELECTROMETER LEAKAGE CURRENTS 
There are a number of methods used to test electrometer leak
age currents, including current integration and direct current to 
voltage conversion. Regardless of the method used, board and 
interconnect cleanliness, proper choice of insulating materials 
(such as Teflon or Kel-F), correct guarding and shielding tech
niques and care in physical layout are essential to making accu
rate leakage measurements. 

Figure 40 is a schematic of the sample and difference circuit. It 
uses two ADS49 electrometer amplifiers (A and B) as current-to
voltage converters with high value (1010 0) sense resistors (RSa 
and RSb). Rl and R2 provide for an overall circuit sensitivity of 
10 fAlmV (10 pA full scale). Cc and Cp provide noise suppres
sion and loop compensation. Cc should be a low leakage poly
styrene capacitor. An ultralow leakage Kel-F test socket is used 
for contacting the device under test. Rigid Teflon coaxial cable 
is used to make connections to all high impedance nodes. The 
use of rigid coax affords immunity to error induced by mechani
cal vibration and provides an outer conductor for shielding. The 
entire circuit is enclosed in a grounded metal box. 
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Figure 40. Sample and Difference Circuit for Measuring 
Electrometer Leakage Currents 

AD549 
The test apparatus is calibrated without a device under test 
present. A five minute stabilization period after the power is 
turned on is required. First, VERR1 and VERR2 are measured. 
These voltages are the errors caused by offset voltages and leak
age currents of the current to voltage converters. 

VERR1 = 10 (VosA - IBA x RSa) 
VERR2 = 10 (VosB - IBB x RSb) 

Once measured, these errors are subtracted from the readings 
taken with a device under test present. Amplifier B closes the 
feedback loop to the d.evice under test, in addition to providing 
current to voltage conversion. The offset error of the device un
der test appears as a common-mode signal and does not affect 
the test me~surement. As a result, only the leakage current of 
the device under test is measured. 

VA - VERR1 = 10[RSa x IB(+)] 
Vx - VERR2 = 10[RSb x IB(-)] 

Although a series of devices can be tested after only one calibra
tion measurement, calibration should be updated periodically to 
compensate for any thermal drift of the current to voltage con
verters or changes in the ambient environment. Laboratory re
sults have shown that repeatable measurements within 10 fA can 
be realized when this apparatus is properly implemented. These 
results are achieved in part by the design of the circuit, which 
eliminates relays and other parasitic leakage paths in the 
high impedance signal lines, and in part by the inherent can
cellation of errors through· the calibration and measurement 
procedure. 

PHOTODIODE INTERFACE 
The AD549's low input current and low input offset voltage 
make it an excellent choice for very sensitive photodiode pre
amps (Figure 41). The photodiode develops a signal current,Is 
equal to: 

Is = R x P 

where P is light power incident on the diode's surface in Watts 
and R is the photodiode responsivity in Amps/Watt. Rp con
verts the signal current to an output voltage: 

VOUT = Rp x Is 

10k 

~+ 
1.F ~~""' 

-v. 

Figure 41. Photodiode Preamp 
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DC error sources and an equivalent circuit for a small area 
(0.2 mm square) photodiode are indicated in Figure 42. 

'~n 
c. 

'0pF 

Figure 42. Photodiode Preamp DC Error Sources 

Input current, IB' will contribute an output voltage error, V BI> 

proportional to the feedback resistance: 

VBI = IB X Rp 

The op amp's input voltage offset will cause an error current 
through the photodiode's shunt resistance, Rs: 

1= VoslRs 

The error current will result in an error voltage (V B2) at the am
plifier's output equal to: 

VB2 = (I+RplRs) Vos 

Given typical values of photodiode shunt resistance (on the or
der of 109 0), RplRs can easily be greater than one, especially if 
a large feedback resistance is used. Also, RplRS will increase 
with temperature, as photodiode shunt resistance typically drops 
by a factor of two for every 1O"C rise in temperature. An op 
amp with low offset voltage and low drift must be used in order 
to maintain accuracy. The AD549K offers guaranteed maximum 
0.25 mV offset voltage, and 5 mVrC drift for very sensitive 
applications. 

Photodiode Preamp Noise 
Noise limits the signal resolution obtainable with the preamp. 
The output voltage noise divided by the feedback resistance is 
the minimum current signal that can be detected. This mini
mum detectable current divided by the responsivity of the pho
todiode. represents the lowest light power that can be detected 
by the preamp. 

Noise sources associated with the photodiode, amplifier, and 
feedback resistance are shown in Figure 43; Figure 44 is the 
spectral density versus frequency plot of each of the noise 
source's contribution to the output voltage noise (circuit parame
ters in Figure 42 are assumed). Each noise source's rms contri
bution to the total output voltage noise is obtained by integrat
ing the square of its spectral density function over frequency. 
The rms value of the output voltage noise is the square root of 
the sum of all contributions. Minimizing the total area under 
these curves will optir0i2e the preamplifier's resolution for a 
given bandwidth. 

'. 
c. 

Figure 43. Photodiode Preamp Noise Sources 
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Figure 44. Photodiode Preamp Noise Sources' Spectral 
Density vs. Frequency 

The photodiode preamp in Figure 41 can detect a signal current 
of 26 fA rms at a bandwidth of 16 Hz, which assuming a photo
diode responsivity of 0.5 AIW, translates to a 52 fW rms mini
mum detectable power. The photodiode used has a high source 
resistance and low junction capacitance. Cp sets the signal band
width with Rp and also limits the "peak" in the noise gain that 
multiplies the op amp's input voltage noise contribution. A sin
gle pole filter at the amplifier's output limits the op amp's out
put voltage noise bandwidth to 26 Hz, a frequency comparable 
to the signal bandwidth. This greatly improves the preamplifi
er's signal to noise ratio (in this case, by a factor of three). 

Log Ratio Amplifier 
Logarithmic ratio circuits are useful for processing signals with 
wide dynamic range. The AD549L's 60 fA maximum input cur
rent makes it possible to build a log ratio amplifier with 1 % log 
conformance for input current ranging from 10 pA to 1 mA, a 
dynamic range of 160 dB. 

The log ratio amplifier in Figure 45 provides an output voltage 
proportional to the log base 10 of the ratio of the input currents 
11 and 12. Resistors Rl and R2 are provided for voltage inputs. 
Since NPN devices are used in the feedback loop of the front
end amplifiers that provide the log transfer function, the output 
is valid only for positive input voltages and input currents. The 
input currents set the collector currents ICI and IC2 of a 
matched pair of log transistors Q I and Q2 to develop voltages 
VA and VB: 

VA, B = - (kT/q) In ICIIES 

where IES is the transistors' saturation current. 

The difference of VA and VB is taken by the subtractorsection 
to obtain: 

VC = (kT/q) In (IC2IICI) 

VC is scaled up by the ratio of (R9+ RI0)IR8, which is equal to 
approximately 16 at room temperature, resulting in the output 
voltage: 

VOUT = 1 x log (IC2IICl) V. 

R8 is a resistor with a positive 3500 ppmfC temperature coeffi
cient to provide the necessary temperature compensation. The 
parallel combination of R15 and R7 is provided to keep the sub
tractor section's gain for positive and negative inputs matched 
over temperature. 



Frequency compensation is provided by Rll, R12, and CI and 
C2. The bandwidth of the circuit is 300 kHz at input signals 
greater than 50 JLA, and decreases smoothly with decreasing sig
nallevels. 

To trim the circuit, set the input currents to 10 /LA and trim 
A3's offset using the amplifier's trim potentiometer so the out
put equals O. Then set 11 to I /LA and adjust the output to 
equal I V by trimming RIO. Additional offset trims on the am
plifiers Al and A2 can be used to increase the voltage input ac
curacy and dynamic range. 

The very low input current of the AD549 makes this circuit use
ful over a very wide range of signal currents. The total input 
current (which determines the low level accuracy of the circuit) 
is the sum of the amplifier input current, the leakage across the 
compensating capacitor (negligible if polystyrene or Teflon ca
pacitor is used), and the collector to collector, and collector to 
base leakages of one side of the dual log transistors. The magni
tude of these last two leakages depend on the amplifier's input 
offset voltage and are typically less than 10 fA with I m V off
sets. The low level accuracy is limited primarily by the amplifi
er's input current, only 60 fA maximum when the AD549L is 
used. 

The effects of the emitter resistance of Ql and Q2 can degrade 
the circuit's accuracy at input currents above 100 /LA. The net
works composed of R13, DI, R16, and R14, D2, R17 compen
sate for these errors, so that this circuit has less than 1% log 
conformance error at 1 rnA input currents. The correct value for 
R13 and R14 depends on the type of log transistors used. 
49.9 kO resistors were chosen for use with LM394 transistots. 
Smaller resistance values will be needed for smaller log 
transistors. 
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Figure 45. Log Ratio Amplifier 

AD549 
TEMPERATURE COMPENSATED pH PROBE 
AMPLIFIER 
A pH probe can be modeled as a mY-level voltage source with a 
series source resistance dependent upon the electrode's composi
tion and configuration. The glass bulb resistance of a typical pH 
electrode pair falls between 10· and 109 O. It is therefore impor
tant to select an amplifier with low enough input currents such 
that the voltage drop produced by the amplifier's input bias cur- IIlI 
rent and the electrode resistance does not become an appreciable .aI 
percentage of a pH unit. 

The circuit in Figure 46 illustrates the use of the AD549 as a 
pH probe amplifier. As with other electrometer applications, the 
use of guarding, shielding, Teflon standoffs, etc., is a must in 
order to capitalize on the AD549's low input current. If an 
AD549L (60 fA max input current) is used, the error contrib
uted by input current will be held below 60 /LV for pH elec
trode source impedances up to 109 O. Input offset voltage 
(which can be trimmed) will be below 0.5 mY. 

+15V 

Figure 46. Temperature Compensated pH Probe Amplifier 

The pH probe output is ideally zero volts at a pH of 7 indepen
dent of temperature. The slope of the probe's transfer function, 
though predictable, is temperature dependent ( - 54.2 m V /pH at 
o and -74.04 mY/pH at 100°C). By using an AD590 tempera
ture sensor and an AD535 analog divider, an accurate tempera
ture compensation network can be added to the basic pH probe 
amplifier. The table in Figure 47 shows voltages at various 
points and illustrates the compensation. The AD549 is set for a 
noninverting gain of 13.5l. The output of the AD590 circuitry 
(point C) will be equal to 10 V at 100°C and decrease by 
26.8 mVrC. The output of the AD535 analog divider (point D) 
will be a temperature compensated output voltage centered at 
zero volts for a pH of 7, and having a transfer function of 
-l.OOV/pH unit. The output range spans from -7.00 V 
(pH=14) to +7.00 V (pH=O) . 

PROBE A B C D 
TEMP (PROBE OUTPUT) (Ax13.51) (590 OUTPUT) (10 B/C) 

0 54.20mV 0.732 V 7.RV 1.00 V 
25'C 59.16mV 0.799 V 7.99 V 1.00 V 
37'C 61.54mV 0.831 V 8.31 V 1.00 V 
6O'C 66.10mV 0.893 V 8.93 V 1.00 V 

100'C 74.04mV 1.000 V 10.00 V 1.00 V 

Figure 47. Table Illustrating Temperature Compensation 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Matched Offset Voltage 
Matched Offset Voltage Over Temperature 
Matched Bias Current 
Crosstalk-124dB at 1kHz 
Low Bias Current: 35pA max Warmed Up 
Low Offset Voltage: 500IiV max 
Low Input Voltage Noise: 2IlV Pll 
High Open Loop Gain 
Low Ouiescent Current: 2.8mA max 
Low Total Harmonic Distortion 
Standard Dual Amplifier Pin Out 
Available in Hermetic Metal Can Package and Chip Form 
MIL·STD-8S3B Processing Available 
Single Version Available: AD542 

PRODUCT DESCRIPTION 
The AD642 is a pair of matched high speed monolithic Bi
FET operational amplifier fabricated with the most advanced 
bipolar, JFET and laser trimming technologies. The AD642 
offers matched bias currents that are significandy lower than 
currendy available monolithic dual FET input operational 
amplifiers: 3SpA max matched to 2SpA for the AD642K 
and L; 7SpA max, matched to 3SpA for the AD642J and S. 
In addition, the offset voltage is laser trimmed to less than 
O.SmV and matched to O.2SmV for the AD642L, 1.OmV and 
matched to O.SmV for the AD642K, utilizing Analog's laser
wafer trimming (LWI') process. 

The tight matching and temperature tracking between the 
operational amplifiers is achieved by ion-implanted JFETs 
and laser-wafer trimming. Ion-implantation permits the fab
rication of precision, matched JFETs on a monolithic bipolar 
chip. This optimizes the process to product matched bias 
currents which have lower initial bias currents than other 
popular BiFET op amps. Laser-wafer trimming each am
plifier's input offset voltage assures tight initial match and 
combined with superior IC processing guarantees offset volt
age tracking over the temperature range. 

The AD642 is recommended for applications in which excel
lent ac and dc performance is required •. The matched ampli
fiers provide a low-cost solution for true instrumentation 
amplifiers, log ratio amplifiers, and output amplifiers fodour 
quadrant multiplying D/A converters such as the AD7S41. 

Precision, Low Cost 
Dual BiFET Op Amp 

AD642 I 
AD642 PIN CONFIGURATION 

INVERTING 
INPUT 

V-

PIN 4 IS IN ELECTRICAL 
CONTACT WITH THE CASE 

TOP VIEW 

INVERTING 
INPUT 

The AD642 is available in four versions: the '']'', "K" and 
"L," all specified over the 0 to +70oC temperature range and 
one version, "S," over the -55°C to +12SoC extended oper
ating temperature range. All devices are packaged in the 
hermetically-sealed, TO-99 metal can or available in chip 
form. 

PRODUCT HIGHLIGHTS 
1. The AD642 has tight matching specifications to ensure 

high performance, eliminating the need to match indi
vidual devices. 

2. Analog Devices, unlike some manufacturers, specifies each 
device for the maximum bias current at either input in the 
warmed-up condition, thus assuring the user that the 
AD642 will meet its published specifications in actual use. 

3. Laser-wafer-trimming reduces offset Voltage to as low as 
O.SmV max and matched side to side to O.2SmV (AD642L), 
thus eliminating the need for external nulling. 

4. Low voltage noise (21lV, p-p), and high open loop gain 
enhance the AD642's performance as a precision op amp. 

S. The standard dual amplifier pin out allows the AD642 to 
replace lower performance duals without redesign. 

6. The AD642 is available in chip form. 
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SPECIFICATIONS (@ +25"1: and Vs= ±15V de) 

ADM2J AD6Wt AD642L AD64ZS 
Madel Mia TJp - Mia TJp - Mia TJp - Mia TJp 

OPEN LOOP GAIN 
Vo= ±10V,RLit:2Jd} leo.- 251,100 25O,GOI Z50,-
TmiII"toT ... ,RL=2kO 1eo,OOO lSI,_ Z5O,- 110,100 

OUTPUT CHARACTERISTICS 
Vol_<i<JRL=2kfI,T ... toT_ z10 ±i2 z10 ±12 z10 ",12 z10 ",12 
VoltqC@kL=lOkll,TnaintoT_ zll :!: 13 zll ±13 oill ±13 zlZ ",13 
ShortCin:uitCurre.at 25· 25 25 25 

FREQUENCY RESPONSE 
Unity Gain smaU Siana1 1.0 1.0 1.0 1.0 
Full Power Response SO SO SO SO 
SlewRatc, Unity Gain 2.G 3.0 Z.O 3.0 2.0 3.0 Z.O 3.0 

lNPUTOFFSETVOLTAGE' 
Initial Offset 2.0 1.0 0.5 
Input Of&ct VoJtagcT min to T rna 3.5 2.0 1.0 
Input Offset Vol_ ... Supply, 

Tmin.toT_ 2eo leo leo 

lNPUTBIASCURRENT' 
Either IDput 10 75 10 35 10 35 10 
Offset Curre.at 5 2 2 2 

MATCHING CHARACTERISTICS' 
Input orrset Vol_ 1.0 0.5 0.25 
Input Offset Vo1taacT min to T mu 3.5 2.0 1.0 
Input Bia.Current 3S 2S 2S 
Crosstalk -124 -124 -124 -124 

lNPUTlMPEDANCE 
DUl'erentiai 10"116 10"i6 IO'~16 10"16 
Common Mode \O'~16 10"116 10'~ 10"16 

lNPUT VOLTAGE RANGE 
DUl'crential' ±20 ",20 "'20 ",20 
Common Mode ",10 ",12 zlO '" 12 zlO ",12 zlO :ti2 
Common Mode Rejection 76 80 80 80 

INPUT NOISE 
Vol_O.IHztoIOHz 2 2 ·2 2 

f=IOHz 70 70 70 70 
f=IOOHz 45 45 45 45 
f=lkHz 30 30 30 30 
f=IOkHz 25 25 25 25 

POWBRSUPPLY 
Rated. Performance "'IS "'IS ± IS ±IS 
Operating ",5 ±IS ±5 ±15 ±5 ±15 '±5 

QuicscentCurrent 1.8 2.8 2.8 

TEMPERATURE RANGE 
Operating, Rated PerfOl'lll8ll<C 0 +70' 0 +70 ° +70 -55 

S .... -65 +150 -65 +150 -65 +150 -65 

TRANSISTORCOUNT 58 58 58 58 

PACKAGE OPTIoN' 
TO-99Style(H.08B) AD642JH AD642KH AD642LH AD642SH 

NOTES 
IInput Offset Voltage specifications are guaranteed after S minutes of opera~ at T" = + 25"<:. 
lBias Current spec:ifications are guaranteed at muimum at either input aftei.'5 minutes·of operation. at T" "" + 25OC. For JUsber temperatures, the current doubles every Ire. 
'Ma!l:bins is clefJDOCl as <be cIiff_ between _ of <be """ amplifiers, 
4DcfiDcd as the maximum life vol ... between iDputs, such that neither eKeeds ± lOV froiD ground. 
'See Section 20 for packase ou!line information. 

Spccilkationo IUbject to ....... without aotk:e. 

Spec:ific:ations shown in boldface are tesred on aU production units at final 
eIectric:al test. Results from dloae tc&tI are used. to calculate oulJOiq quality 
....... Alilnia and max specifications ate _teed, a1tbouah qoly ...... 
shown in bok:Ifac:c arc tested. on III production units. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm) 

MU ." UIIIII 
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Figure 7. Input Voltage Range VB. 
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Figure 21a. Unity Gain Follower 
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Figure 21b. Unity Gain Follower 
Pulse Response (Small Signal) 

Figure 22b. Unity Gain Inverter 
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Figure 23. Settling Time Test Circuit 

Fast settling time (8/lsto 0.01% for 20Vp-p step). low power 
and low offset voltage make the AD642 an excellent choice 
for use as an output amplifier for current output D/A con
verters such as the AD7S41. 

VERROIl1MV/DIV 

INPUT 10VIDIV 

Figure 24. Settling Characteristic Detail 

The upper trace of the oscilloscope photograph of Figure 24 
shows the settling characteristic of the AD642. The lower 
trace represents the input to Figure 23. The AD642 has been 
designed for fast settling to 0.01%, however, feedback com
ponents, circuit layout and circuit design must be carefully 
considered to obtain optimum settling time. 

':; 
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CS.C4" LOW LKG, POLVPROPELENE,OR POLVCARB. ,,,F,5%. &ov MIN 

Figure 25. O. 1Hz to 10Hz 2nd Order Bandpass Filter, 
Maximally Flat 

The low frequency (1ff) noise has a power spectrum that is 
inversely proportional to frequency. Typically this noise is 
not important above 10Hz, but it can be important for low 
frequency-high gain applitations. 

The low noise characteristics of the AD642 make it ideal for 
lIf noise testing circuits. The circuit of Figure 25 is a 0.1Hz 
to 10Hz bandpass filter with second order filter characteristics. 

The circuit illustrated in Figure 26 uses two AD642s to con
struct an instrumentation amplifier with low input current 
(35pA max), high linearity and low offset voltage and offset 
voltage drift. The AD644 may be substituted for increased 
speed, but the higher open-loop gain of the AD642 maintains 
better linearity over the gain range of 1 to 1000. Amplifier A1 
is an AD642L for low input offset voltage (2SO/lV max) and 
low input offset voltage drift at high gains because matching 
and tracking are very important for the balanced input stage. 
Amplifier A2 serves two nonrelated functions, output ampli
fier and active data-guard drive, and does not require close 
matching between sections; thus it may be an AD642J. 

AD642 

Figure 26. Precision FET Input Instrumentation Amplifier 

The output impedance of a CMOS DAC varies with the digital 
word thus changing the noise of the amplifier circuit. This 
effect will cause a nonlinearity whose magnitude is dependent 
on the offset voltage of the amplifier. The AD642K with trim
med offset will minimize the effect. The Schottky protection 
diodes recommended for use with many older CMOS DACs 
are not required when using the AD642. 

AS , ... 
BiPOlAR 
OFFSET .. , .. 

BiPOlAR 
ANALOG INPUT 

O1OV 

NOTES: 
1. R3JIMMATCHO.QRORBETTEA. 
2. Rt, R2 useD ONLY IF GAIN ADJUSTMENT IS REQUIRED 

'.,," 

Figure 27a. AD642 Used as DAC Output Amplifier 

Figure 27a illustrates the AD7S4112-bit digital-to-analog 
converter. connected for bipolar operation. Since the digital 
input can accept bipolar numbers and VREF can accept a bi
polar analog input, the circuit can perform a +quadrant 
multiplication. 

VAEF IN, 20V p.p, 33kHz 
10V/DIV VERT, 
&,AsIDIV HORIZ. 

VoUT, 

5V/DIVVERT 
5J,Is/DIV HORIZ. 

SETTLING TIME: 10pi TO 
0.01% ON 20V STEP 

Figure 27b. Voltage Output DAC Settling Characteristic 

The photo above shows the output of the circuit of Figure 
27a. The upper trace represents the reference input. and the 
bottom trace shows the output voltage for a digital input of 
all ones on the DAC. The 47pF capacitor across the feedback 
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resistor compensates for the DAC ouqiut capacitance, and the 
·ISOpF load capacitor serves to minimize outpu~ glitches. 

Log amplifiers or log ratio amplifiers are useful in applications 
requiring compression of wide-range analog input data, linear
ization of transducers having exponential outputs, and analog 
computing, ranging from simple translation of natural rela
tionships in log form (e.g .. computing absorbance as the log
ratio of input currents), to the use of logarithms in facilitating 
analog computation of terms involving arbitrary exponents 
and multi-term products and ratios. 

The picoamp level input current and low offset voltage of the 
AD642 make it suitable for wide dynamic range log ampli
fiers. Figure 28 is a schematic of a log ratio circuit employing 
the AD642 that can achieve less than 1%. conformance error 
over 5 decades of current input, InA to IOOJ,IA.For voltage 
inputs. the dynamic range is typicallySOmV to IOV for 1% 
error, limited on the low end by the amplifiers' input offset 
voltage. 

+16V 

11"':::I-~~L ____ ,--__ 

r---___ --~ 

'00k 
,. 1.0--.... - .... 

~u>~----~--~ 

NOTES 

1k OR -1V LOG10 v, IV 2 
} 

VOUT--1VLOGto 1,/12 

•• 
,6Ak 

, ... 
RTe TELLABS 
+3&OOppm 081 

CIRCUIT SHOWN FOR NEGATIVE V OR 1m. 
-1&V FOR POSITIVE INPUTS. a, • PNP, AND VA--16V. 

Figure 28. Log-Ratio Amplifier 
The conversion between current (or voltage) input and log 
output is accomplished by the base emitter junctions of the 
dual transistor QI. Assuming Ql has IJ> 100, which is the case 
for the specified transistor, the base-emitter voltage on side 1 
is to a close approximation: 

VBE A = kT/q In 1t/IS1 

This circuit is arranged to take the difference of the VBE'S of 
QIA and QIB, thus producing an output voltage proportional 
to the log of the ratio of the inputs: 

VOUT = -K(VBE A - VBE B) = - KkT (In 11/ls1 -In. 12/ls2) 
. q 

VOUT =-KkT/q In 11/12 

The scaling constant, K is set by Rl and RTC to about 16, 
to produce: IV change in output voltage per decade difference 
in input signals. RTC:is a special resistor with a +3500ppm/oC 
temperature coefficient, which makes K inversely proportional 
to temperature, compensating for the "T"in kT/q. The log
ratio transfer characteristit is therefore independen t of tem
perature~. 

This particular log ratio circuit is free from the dynamic prob
lems that plague many other log circuits. The -3dB bandwidth 
is 50kHz over the top 3 decades, IOOnA to 100J,IA,and de
creases smoothly at lower input levels. This circuit needs no 
additional frequency compensation for stable operation from 
input current sources, such as photodiodes, that may have 
lOOpF of shunt capacitance. For larger input capacitances a 
:ZOpF integration capacitor around each amplifier. will provide 
a smoother frequency response. 
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This log ratio amplifier can be readily adjusted for optimum 
accuracy by following this simple procedure. First, apply VI = 
V2 = -10.00V and adjust "Balance" for VOUT = O.OOV. Next 
apply VI = -IO.OOV, V2 = -1.00V and adjust gain for VOUT .. 
+1.OOV. Repeat this procedure until gain and balance readings 
are within 2mV of ideal values. 

The low input bias current (3SpA) and low noise character
istics of the AD642 make it suitable for electrometer appli
cations such as photo diode preamplifiers and picoampere 
current-to-voltage converters. The use of guarding techniques 
in printed circuit board layout and construction is critical 
for achieving the ultimate in low leakage performance that 
the AD642 can deliver. The input guarding scheme shown in 
Figure 29 will minimize leakage as much as possible; the 
guard ring should be applied to both sides of the board. The 
guard ring is connected to a low impedance potential at the 
same level as the inputs. High impedance signal lines should 
not be extended for any unnecessary length on a printed 
circuit; to minimize noise and leakage, they must be carried 
in rigid shielded cables. 

+V&, 

~ 
GUA.D)$I.~ 

Figurrl29. Board Layout for Guarding Inputs 

INPUT PROTECTION 
The AD642 is guaranteed for a maximum safe input potential 
equal to the power supply potential. The input stage design 
also allows differential input voltages of up to ±O.S volts while 
maintaining the full differential input resistance of 1012n. 
This makes the AD642 suitable for low speed voltage com
parators direcdy connected to a high impedance source. 

Many instrumentation situations, such as flame detectors in 
gas chromatographs, involve measurement of low level cur
rents from high-voltage sources. In.such applications, a sensor 
fault condition may apply a very high potential to the input 
of the current-to-voltage converting amplifier. This possibility 
necessitates some form of input protection. Many e1ectro
meterrype devices, especially CMOS designs, can require 
elaborate zener protection schemes which often compromise 
overall performance. The AD642 requires input protection 
only if the source is not current-limited, and as such is similar 
to many JFET-input designs. The failure mode would be over
heating from excess current rather than voltage breakdown. 
If the source is not current-limited, all that is required is a 
resistor in series with the affected input terminal so that the 
maximum overload current is 1.0mA (for eXaIl)ple, 100kn 
for a 100 volt overload). This simple scheme will cause no 
significant reduction in performance and give complete over
load protection. Figure 30 shows proper connections. 

Figurrl 30. AD642 Input Protection 



11IIIIIIII ANALOG 
LIllI DEVICES 

FEATURES 
Matchad Offset Voltage 
Matched Offset Voltage Over Temperature 
Metched Bin Currents 
Crosstalk -124dBet 1kHz 
Low Bin Current: 36pA max Warmed Up 
Low Offset Voltage: 500pV max 
Low Input Voltage Noise: 2p.V pop 
High Slew Rata: 13V/Jn 
Low Quiescent Current: 4.5mA max 
Fast Settling to ±O.01%: 3Jn 
Low Total Harmonic Distortion: 0.0015% at 1kHz 
Standard Dual Amplifier Pin Out 
Available in Hermetic Metal Can Package 

and Chip Form 
MI LoSTD-8S3B Processing Available 
Single Version Available: AD544 

PRODUCT DESCRIPTION 
The AD644 is a pair of matched high speed monolithic FET
input operational amplifiers fabricated with the most advanced 
bipolar, JFET and laser-trimming technologies. The AD644 
offers matched bias currents that are significantly lower than 
currently available monolithic dual BiFET operational ampli
fiers: 3 SpA max, matched to 2SpA for the AD644K and 
L, 7SpA max matched to 3 SpA for the AD644J and S. In ad
dition, the offset voltage is laser trimmed to less than O.SmV, 
and matched to 0.2SmV for the AD644L-, loOmV and matched 
to O.SmV for the AD644K, utilizing Analog Devices'laser
wafer trimming (LWT) process. 

The tight matching and temperature tracking between the 
operational amplifiers is achieved by ion-implanted JFETs 
and laser-wafer trimming. Ion-implantation permits the fabri
cation of precision, matched JFETs on a monolithic bipolar 
chip. This process optimizes the ability to produce matched 
amplifiers which have lower initial bias currents than other 
popular BiFET op amps. Laser-wafer trimming each ampli
fier's input offset voltage assures tight initial match and super
ior IC processing guarantees offset voltage tracking over the 
temperature range. 

The AD644 is recommended for applications in which both 
excellent ac and dc performance is required. The matched 
amplifiers provide a low cost solution to true wideband in
strumentation amplifiers, low dc drift active filters and output 
amplifiers for four quadrant multiplying D/A converters such 
as the AD7S41, 12-bit CMOS DAC. 

The AD644 is available in four versions: the "J", "K" and 
"L" are specified over the 0 to +70oC temperature range and 
the "s" over the -SSoC to +12SoC operating temperature 

Dual High Speed, 
Implanted BiFET Up Amp 

AD644 I 
AD644 PIN CONFIGURATION 

INVERTING 
INPUT 

v-
PIN 4 IS IN ELECTRICAL 

CONTACT WITH THE CASE 

TOP VIEW 

INVERTING 
INPUT 

range. All devices are packaged in the hermetically sealed, 
TO-99 metal can or available in chip form. 

PRODUCT HIGHLIGHTS 
1. The AD644 has tight side to side matching specifications to 

ensure high performance without matching individual 
devices. 

2. Analog Devices, unlike some manufacturers, specifies each 
device for the maximum bias current at either input in the 
warmed-up condition, thus assuring the user that the 
AD644 will meet its published specifications in actual use. 

3. Laser-wafer-trimming reduces offset voltage to as low as 
O.SmV max matched side to side to 0.2SmV (AD644L), 
thus eliminating the need for external nulling. 

4. Improved bipolar and JFET processing on the AD644 result 
in the lowest matched bias current available in a high speed 
monolithic FET op amp. 

S. Low voltage noise (21lV p-p) and high open loop gain en
hance the AD644's performance as a precision op amp. 

6. The high slew rate (13 .OV Ij.IS) and fast settling time to 
0.01% (3.0ps) make the AD644 ideal for D/A, AID, sample
hold circuits and dual high speed integrators. 

7. Low harmonic distortion (0.0015%) and low crosstalk 
(-124dB) make the AD644 an ideal choice for stereo audio 
applications. 

8. The standard dual amplifier pin out allows the AD644 to 
replace lower performance duals without redesign. 

9. The AD644 is available in chip form. 
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SPECIFICATIONS (@ +25"1: _ Vs= ±15V de) 

AD644J 
Model MiD Tn> 
OPEN LOOP GAIN 

Vo= :!:lOV)RL~2k!l 30,000 
Tmin to Tmu,RL = 2kQ 20,000 

OUTPUT CHARACTERISTICS 
Voltage@:RL==2kO;TmIntoTIIW: :10 ",12 
Voltage(¥i RL"" lOkO, TrnitJtoTD\IIII ,.12 ",\3 
Shon Circuit Current 25 

FREQUENCY RESPONSE 
UnilyGain Small Sigoa\ 2.0 
Full Power Response 200 
Slew Rate, Unity Gain 8.0 \3.0 
Total Harmonic Distortion 0.0015 

INPUT OFFSET VOLTAGE' 
Initial Offset 
Input Offset Voltage T min to T max 

[nputOffset Voltasevs. Suppl:'. 
Tminto Tmall 

INPUT BIAS CURRENT' 
Either Input 10 
Offset Current 10 

MATCHING CHARACTERISTICS' 
InputOffsetVol~ 
Input Offset Voltage T min to T_x 
Input Bias Current 
Crosswk -124 

INPUT IMPEDANCE 
Differential 10"116 
Common Mode 1012113 

INPUT VOLTAGE RANGE 
Differential4 ±20 
Common Mode :t10 " 12 
Common Mode Rejection 76 

INPUT NOISE 
Vol_O. 1Hz to 10Hz 2 

f= 10Hz . 35 
f= 100Hz 22 
f= 1kHz 18 
f= 10kHz 16 

POWERSUI'PLY 
Rated Performance ±15 
Operating ",5' 
QuiescentCurreot 3.5 

TEMPERATURE RANGE 
Operating, Rated Performance 0 
St~ -65 

PACKAGE OPTION' 
TO-99Sty1e(H-08B) AD644JH 

NOTES 
linput OffSet Voltage specifications are guaranrced after S minutes 
of operation at TA = + 25OC. 

2Biaa Current specifications arc guaranteed at maximum at either 
input after 5 miDutcs of operation at TA ;;: + 2SOC. For 
bi.ghcr wnperatures, tbe current doubles every lOOC. 

Max 

2.0 
l.5 

200 

75 

1.0 
3.5 
35 

'" 18 
4.5 

+70 
+150 

AD644K AD644L AD644S 
MiD Typ Max MiD Typ Max MiD Typ 

50,000 50,000 50,000 
40,000 40,000 20,000· 

:t10 ",12 :t10 ::t 12 :t10 ±I2 
:t12 ",\3 :12 ±13 :t12 ±\3 

25 25 25 

2.0 2.0 2.0 
200 200 200 

8.0 13.0 8.0 Il.O 8.0 \3.0 
0.0015 0.0015 0.0015 

1.0 0.5 
2.0 1.0 

100 100 

10 35 10 35 10 
5 5 5 

0.5 0.25 
2.0 1.0 
25 25 

-124 -124 -124 

10"116 1012116 1012116 
1012113 1012113 1012113 

"'20 ±20 ±20 
:t10 '" 12 :t10 ±12 :t10 ::t; 12 

80 80 80 

2 2 2 
35 35 35 
22 22 22 
18 18 18 
16 16 16 

±15 '" 15 ±15 
±5 '" 18 ",5 '" 18 ",5 

3.5 4.5 3.5 4.5 l.5 

0 +70 0 +70 -55 
-65 + 150 -65 + 150 -65 

AD644KH AD644LH AD644SH 

4DCfined as voltage between inputs, sucb that.ne.ither exceeds ± lOV from ground. 
sSee St:(:bon 20 for package outline infonnation. 
Specifications subject to change without notice. 

3MatcbiDg is defined as the difference between p8rametcrs ortbe two amplifiers. 
Specifitations shown in boldface are tested on all production units at final 
e1ectrical test. Results from those tests are used to calculau: outgoing quality 
levels. All min and max specifications are guaranteed, although only those 
shown in boldface are tested on all production units. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 
Contact factory for latest dimensions. 

OUTPUT 

4 

OUTPUT 2 
7 

6 
-INPUT 2 

14----------(::~~I-v--------------..j 
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Max Units 

VN 
VN 

V 
V 
rnA 

MHz 
kHz 
V/~s 
% 

1.0 mV 
l.5 mV 

100 "VN 

35 pA 
pA 

0.5 mV 
3.5 mV 
35 pA 

dB 

.. 
M~lpF 
MDllpF 

V 
V 
dB 

:~/~ 
nV/yHz 
nV/yHz 
nV/yHz 

V 
'" 18 V 
4.5 rnA 

+ 125 "C 
+ 150 "C 
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. Figure 19. T.H.D. Test Circuits 

Figure 21a. Unity Gain FolloWfIt' 
Pulse Response (Large Signal) 
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Figure 228. Unity Gain Inverter 
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Figure 21b. Unity Gain Follower 
Pulse Response (Small Signal) 

Figure 22b. Unity Gain fnllrirter 
Pulse Response (Large Signal) 
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Figure 20. Cl'08IItalk Test Circuit 

Figure 21c. Unity Gain Follower 

Figure 22c. Unity Gain Inverter 
Pulse Response '(Small Signal) 
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Figure 23a. Settling Time Test Circuit 

VERROA.lmV/DIV 

VIN ·1OV/DIV 

Figure 23b. Settling Characteristic Detail 

The fast setding time (3.0ps to 0.01% for 20V p-p step) and 
low offset voltage make the AD644 an excellent choice as an 
output amplifier for current output D/A converters such as 
the AD7541. The upper trace of the oscilloscope photograph 
of Figure 23b shows the sewing characteristics of the AD644. 
The lower trace represenu the input to Figure 23a. The AD644 
has been designed for fast setding to 0.01%, however, feedback 
components, circuit layout and circuit design must be carefully 
considered to obtain the optimum settling time. 

~_ 4.1IIJk(l 

- Lf,NPuT 

TYPICAL CAPACITANCE 
LIMIT FOR VARIOUS 
LOAD RESISTORS 

RL Ct. UP TO 

2k!I ~ 16CIOpF 
10kn.... 600pF 
20kn ~ _F 

....... 
3IlpF 

Figure 24. Circuit for Driving a Large Capacitive Load 

Transient Response RL =2kn CL =500pF 

The circuit in Figure 24 employs a lOOn isolation resiStor 
which enables the amplifier to drive capacitive loads ex
ceeding 500pF; the resistor effectively isolates the high fre
quency feedback from the load and stabilizes the circuit. Low 
frequency feedback is returned to the amplifier summing 

AD644 
junction via the low pass filter formed by the 1000. series 
resistor and the load capacitance, CL • 

The low input bias current (3SpA},low noise, high slew rate 
and high bandwidth characteristics of the AD644 make it 
suitable for electrometer applications such as photodiode 
preamplifiers and picoampere current-to-voltage converters. 
The use of guarding techniques in printed circuit board 
layout and construction is critical for achieving the ultimate in. 
low leakag~ performance that the AD644 can deliver. The in- _ 
put guarding scheme shown in Figure 25 will minimize leakage 
as much as possible. The same layout should be used on both 
sides of a double side board. The guard ring is connected to 
a low impedance potential at the same level as the inpuu. High 
impedance signal lines should not be extended for any unneces
sary length on a printed circuit; to minimize noise and leakage, 
such conductors should be replaced by rigid shielded cables. 

Figure 25. Board Layout for Guarding Inputs 

INPUT PROTECTION 
The AD644 is guaranteed for a maximum safe input potential 
equal to the power supply potential. The input stage design 
also allows differential input voltages of up to ±1 volt while 
maintaining the full differential input resistance of 1012 n. 
This makes the AD644 suitable for comparator situations 
employing a direct connection to high impedance source . 

Many instrumentation situations, such as flame detectors in 
gas chromatographs, involve measurement of low level currenu 
from high-voltage sources. In such applications, a sensor fault 
condition may apply a very high potential to the input of the 
current-to-voltage converting amplifier. This possibility neces
sitates some form of input protection. Many electrometer type 
devices, especially CMOS designs, can require elaborate zener 
protection schemes which often compromise overall perfor
mance. The AD644 requires input protection only if the source 
is not current-limited, and as such is similar to many JFET-input 
designs. The failure mode would be overheating from 
excess current rather than voltage breakdown. If the source is 
not cutrent-limited, all that is required is a resistor in series 
with the affected input terminal so that the maximum over
load current is 1.0mA (for example, 100kn for a 100 volt 
overload). This simple scheme will cause no significant reduc
tion in performance and give complete overload protection. 
Figure 26 shows proper connections. 

Rp "" ,~ FOR TRANSIENTS LESS THAN 1 SECOND 

Rp· ':I/:A FOR CONTINUOUS QVER LOADS 

Figure 26. AD644 Input Protaction 
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R5 , .... 

'BIPOLAR 
ANALOG INPUT 

:t10Y 

BIPOLAR 
OFFSET 

RI 
,10k NOTES: 

1. R3/R4 MATCH 0.06% OR BETTER. 
2. R1. R2USlD ONLY IF GAIN 

"DJUSTMENT IS REQUIRED .Y_ 

Figure 27a. AD644 Used as DACOutput Amplifiers 

Figure 27b. Large Signal Response 

Figure 27c. Small Signal Responlltl 

FigQre 27 a illustrates the lO-bit digital-to-analog converter, 
AD7 S 3 3, connected for bipolar operation. Since the digital in
put can accept bipolar numbers and VREF can accept a bipolar 
analog input, the circuit can perform a 4-quadrant multiplying 
function. The photos exhibit the response to a step input at 
VREF. Figure 27b is the large signal response and Figure 27c 
is the small signal response. 

The output impedance of a CMOS DAC varies with the digital 
word thus changing the noise gain of the amplifier circuit. The. 
effect will cause a nonlinearity the magnitude of which is 
dependent on the offset voltage of the amplifier. The AD644K 
with trimmed offset will minimize the effect. The Schottky 
protection diodes recommended for use with many older 
CMOS DACs are not required when using the AD644. 

AC'l1VE FILTERS 
Literature on active ftlter techniques and characteristics based 
on operational amplifiers is readily available. The successful. 
application of an active ftlter however, depends on the compo
nent selection to achieve the desired performance. The AD644 
is recommended for ftlters in medical, instrumentation, data 
acquisition and audio applications, because of its high gain 
bandwidth figure, symmetrical slewing, low noise, and low 
offset voltage. 
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. The state variable filter (Figute 28) is stable, easily tuned and 
is independent of circuit Q and gain. The use of the AD644 
with its low input bias current simplifies the resistor (R3, R4) 
selection for the passband center frequency, circuit Qand 
voltage gain. 

to • CENTER FREQUENCY" 1/2 11 He 
Q o = QUALITY' FACTOR _ R\R~2 
Ho· GAIN AT RESONANCE .. Rz/R1 

R3" R4 ... 101/fo 

00. IS ADJUSTABLE BY VARYING R2 
to, IS ADJUSTABLE BY VARYING R OR C 

Figure 28. Band Pass Stata Variable Filter 

Figure 29. Sample and Hold Circuit 

The sample and hold circuit, shown in Figure 29 is suitable for 
use with 8-bit AID converters. The acquisition time using a 
3900pF capacitor and fast CMOS SPST (ADG200) switch is 
lSI's. 
The droop rate is very low 2S X 10-' VII'S due to the low 
input bias currents of the AD644. Care should be taken to 
minimize leakage paths. Leakages around the hold capacitor 
will increase the droop rate and degrade performance. 

OFFSET ADJUST 
50k 

~ 
-INPUT 

OAIN.~J 

INSTRUMENTATION AMPLIFIER WITH GAIN OF TEN 

Figure 30. Wide Bandwidth Instrumentation Amp/ifiar 

The AD644 in the circuit of Figure 30 provides highly accurate 
signal conditioning with high frequency input signals. It pro
vides an offsetvoltage drift of lo,.tV/oC,CMRR of SOdB over 
the range of de to 10kHz and a bandwidth of 200kHz (-3dB) 
at 1 V p-p output. The circuit of Figure 30 can be configured 
for a gain range of 2 to 1000 with a typical nonlinearity of 
0.01% at a gain of 10. 
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FEATURES 
Improved Replacement for Burr-Brown 

OPA-111 and OPA-121 Op Amp 

LOW NOISE 
2.511V p-p max, 0.1 Hz to 10 Hz 
20 nVIv'Hz max at 100 Hz 
11 fA p-p Current Noise 0.1 Hz to 10 Hz 

HIGH DC ACCURACY 
250 I1V max Offset Voltage 
5 I1VloC max Drift 
1.5 pA max Input Bias Current 
114 dB min Open-Loop Gain 

AC PERFORMANCE 
2 V IllS Slew Rate 
2 MHz Unity-Gain Bandwidth 
Available in Plastic Mini-DIP or 8-Pin Header Packages. 
Both MIL-STD-883B and Plus Processing Are Available. 

APPLICATIONS 
Low Noise Photodiode Preamps 
CT Scanners 

PRODUCT DESCRIPTION 
The AD645 is a low noise, precision, FET input, monolithic 
operational amplifier. It offers both the low voltage noise of a 
bipolar input op amp and the very low bias current of a FET
input device. The 1014 n common-mode impedance insures that 
input bias current is essentially independent of common-mode 
voltage variations. 

The AD645 has both excellent de performance and a guaranteed 
and tested maximum input voltage noise. It features 1.5 pA 
maximum input bias current and 250 fl V maximum offset 
voltage. 

The AD645 is useful for many high input impedance, low noise 
applications. It is available in five performance grades. The 
AD645J and AD645K are rated over the commercial tempera
ture range of 0 to + 70°C. The AD645A and AD645B are rated 
over the industrial temperature of -40°C to +85°C. The 
AD645S is ~ated over the military temperature range of -55°C 
to + 125°C and is available processed to MIL-STD-883B. 

The AD645 is available in 8-pin plastic mini-DIP, 8-pin header, 
or in chip form. 

Low Noise, Precision, 
FET Op Amp 

AD645 I 
AD645 CONNECTION DIAGRAMS 

8-Pin Plastic Mini-DIP 
(N) Package 

Top Views 

TO-99 (H) Package 

OFFSET 
NULL 

OFFSET 
'--___ ...-- NULL 

Ne = NO CONNECT 

PRODUCT HIGHLIGHTS 

CASE 

-v 

NOTE: CASE IS 
CONNECTED TO PIN 18 

I. The guaranteed and tested low frequency noise level makes 
the AD645 suitable for many low noise applications where a 
FET input op amp is needed. 

2. The low input bias current of 1.5 pA allows the AD645 to be 
used for amplifying the output of high impedance sources. 
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SPEC,IFICATIONS (@ + 25°C and + 15 V de unless otherwise noted) - . 
Model AD645J/A AD645KIB AD645S 

, Conditions Min Typ Msx Min Typ Msx Min Typ Msx UiI!!s 

INPUT OFFSET VOLTAGE' 
Initial Offset 100 500 SO 250 100 500 iJ.V 
Offset Tmin to Tm&:lt 300 1000 100 400 500 1500 iJ.V 
vs. Temperature 3 12 2 5 4 10 iJ.Vre 
vs. Supply (PSRR) 90 110 94 110 90 110 dB 
vs. Supply , Tniin to Tmax 100 90 100 86 95 dB 

INPUT BIAS CURRENT' 
Either Input VCM = OV 0.7/1.8 3/5 0.7/1.8 1.513 1.8 5 pA 
Either Input 
@T~x VCM = OV 161115 16I11S 1800 pA 

Either Input VCM =+IOV 0.8/1.9 0.8/1.9 1.9 pA 
Offset Current VCM = OV 0.1 1.0 0.1 0.5 0.1 1.0 pA 
Offset Current 

@T_ VCM = OV 216 216 100 pA 

FREQUENCY RESPONSE 
Unity-Gain BW, Small Signal G= -I 2 2 2 MHz 
Full Power Response Vo=20'Vp-p 

RLOAD = 2 k!l 16 32 16 32 16 32 kHz 
Slew Rate, Unity Gsin VOUT = 20 V p-p 

RLOAD = 2 k!l I 2 I 2 I 2 VliJ.s 

SETTLING TIME' 
To 0.1% 6 6 6 iJ.s 
To 0.01% 8 8 8 iJ.s 
Overload Recovery" 50% Overdrive 5 5 5 iJ.S 
Total Harmonic f=lkHz 

Distortion RLOAD '" 2 kO 
Vo = 3 V rms 0.0006 0.0006 0.0006 % 

I'SPUT IMPEDANCE 
Differential VDIpP-= :!:l V 10"111 10"111 10"111 OllpF 
Common-Mode 1014112.2 10'4112.2 1014112.2 OllpF 

INPUT VOLTAGE RANGE 
Differential' ±20 ±20 ±20 V 
Common-Mode Voltage ±IO +11,-10.4 ±IO +11,-10.4 ±IO +11,-10.4 V 

Over Max Oper. Range ±IO ±JO ±IO V 
Common-Mode 

Rejection Ratio VCM = ±JOV 90 110 94 110 90 110 dB 
Tmin to Tmax 100 90 100 86 100 dB 

INPUT VOLTAGE NOISE 0.1 to JO Hz 1.0 3.3 1.0 2.5 1.0 3.3 iJ.Vp-p 
f=IOHz 20 SO 20 40 20 SO nVlyHZ 
f = 100 Hz JO 30 JO 20 JO 30 nVlyHZ 
f- I kHz 9 IS 9 12 9 IS nVly!!! 
f= 10kHz 8 JO 8 10 8 10 nVlyHz 

INPUT CURRENT NOISE f=O.ltoJOHz II 20 II IS II 20 fAP-L 
f=0.lt020kHz 0.6 1.1 0.6 0.8 0.6 1.1 fA/YRz 

OPEN-LOOP GAIN Vo = ±JOV 
RLOAD '" 2 k!l 114 130 120 130 114 130 dB 
TOlin to Tmax 114 110 dB 

OUTPUT CHARACTERISTICS 
Voltage RLOAD '" 2 kO ±JO ±II ±JO ±II ±JO ±II V 

Tmio to Tmax ±JO ±JO ±JO V 
Current VOUT = ±IOV ±S ±JO ±S ±JO ±S ±JO rnA 

Short Circuit ±IS ±IS ±IS rnA 

POWER SUPPLY 
Rated Perfonnance ±IS ±IS ±IS V 
Operating Range ±S ±18 ±S ±18 ±S ±18 V 
Quiescent Current 3.0 3.5 3.0 3.5 3.0 3.5 rnA 

TRANSISTOR COUNT # of Transistors 62 62 62 

NOTES 
'Input Offset Voltage specifications are guaranteed after 5 minutes of operation at TA = + 2S'C. 
'Bias Current Specifications are guaranteed maximum at either input after 5 minutes of operation at TA = + 2S'C. For higher temperature, the current doubles 
every lO'C. 

'Gsin = -I, RLOAD = 2 k!l 
'Defined as the time required for the amplifier's output to return to normal operation after removal of • 50% overload from the amplifier input. 
'Defined as 'the maximum continuous voltage between the inputs such that neither input exceeds ± 10 V from ground. 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test, all others are guaranteed but 
not necessatily tested. 

Specifications subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ± 18 V 
Internal Power Dissipation' (@' T A = + 25°C) 

8-Pin Header Package .................... 500 mW 
8-Pin Mini-DIP Package .................. 750 mW 

Input Voltage ............................. ±Vs 
Output Short Circuit Duration . . . . . . . . . . . . . . . Indefinite 
Differential Input Voltage ............... +Vs and -Vs 
Storage Temperature Range (H) ......... -65°C to + 150°C 
Storage Temperature Range (N) ......... -65°C to + 125°C 
Operating Temperature Range 

AD64SJ/K ......................... 0 to +70OC 
AD64SAIB ...................... -40°C to +8SoC 
AD64SS ....................... -55°C to + 125°C 

Lead Temperature Range 
(Soldering 60 seconds) ..................... 300°C 

NOTES 
'Stre .... above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

'Thermal Characteristics: 
8-Pin Plastic Mini-DIP Package: 8JA = lOO'C/Wan 
8·Pin Header Package: 8JA = 200'C/Wan 

AD645 
ORDERING GUIDE* 

Temperature Mini-DIP Header 
Range (N-8) (H-OSA) 

Commercial AD64SJN 
o to +70°C AD64SKN 

Industrial AD64SAH 
-40°C to +8SoC AD64SBH 

Military AD64SSH 
-55°C to + 125°C AD64SSH/883B 

''1'' and "sn Grade Chips are also available. 
*See Section 20 for package outline information. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 
Contact factory for latest dimensions. 

1~8ET 

• v-
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Typical Characteristics (@ +25°C. ±15 V unless otherwise stated) 

'OIl 

o. , 
'0 100 1k 10k 'OIl' 'M 

FREQUENCY - Hz 

Figure 1. Current Noise Spectral 
Density 
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Figure 4. Input Voltage Noise vs. 
Source Resistance 
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WARM-UP TIME - Minutes 

Figure 7. Change in Input Offset 
Voltage vs. Warmup Time 
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Figure 2. Voltage Noise Spectral 
Density 
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Figure 5. Voltage and Current Noise 
Spectral Density vs. Temperature 
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Figure 8. Change in Input Offset 
Voltage vs. Time from Thermal 
Shock 
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Figure 3. Voltage Noise Spectral 
Density vs. FrequenCY for Various 
Load Resistances 
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Figure 6. Voltage Noise Spectral 
Density @ 1 kHz vs. Source 
Resistance 
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Currents vs. Temperature 



10 r==t==t==l==:r.-:-:::.:;:-t== ,--f-----Jf---i---i T..,=+25°C 1----------
r VS=±15V I---------
f---f--f---i---i H PACKAGE l---

f---i--+-+--i--+-+---1 

O·~2'o0--:'15::----:'10:---':--"----':-----:'':-0---:'15· 
COMMON MODE VOLTAGE - Volts 

Figure 10. Input Bias Current vs. 
Common-Mode Voltage 
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Typical Characteristics 
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Figure 19. Output Swing and Error 
vs. Settling Time 

Figure 22a. Unity-Gain Follower 
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Figure 23a. Unity-Gain Inverter 
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Figure 24. The AD645 Used as a Sensitive Preamplifier 

Preamplifier Applications 
The low input current and offset voltage levels of the AD645 
together with its low voltage noise make this amplifier an excel
lent choice for preamplifiers used in sensitive photodiode appli
cations. In a typical preamp circuit, shown in Figure 24, the 
output of the amplifier is equal to: 

VOUT = In (Rf) = Rp (P) Rf 

where: 

In = photodiode signal current (Amps) 

Rp = photodiode sensitivity (AmplWatt) 

Rf = the value of the feedback resistor, in ohms. 

P = light power incident to photodiode surface, in watts. 

An equivalent model for a photodiode and its dc error sources is 
shown in Figure 25. The amplifier's input current, IB , will con
tribute an output voltage error which will be proportional to the 
value of the feedback resistor. The offset voltage error, Vos, 
will cause a "dark" current error due to the photodiode's finite 
shunt resistance, Rd. The resulting output voltage error, VE , is 
equal to: 

VE = (l + RjlRd) Vos + Rf IB 

A shunt resistance on the order of 109 ohms is typical for a 
sma11 photodiode. Resistance Rd is a junction resistance which 
will typically drop by a factor of two for every 10·C rise in tem
perature. In the AD645, both the offset voltage and drift are 
low, this helps minimize these errors. 

Cf 
10pF 

OUTPUT 

Figure 25. A Photodiode Model Showing DC Error 
Sources 

AD645 
Minimizing Noise Contributions 
The noise level limits the resolution obtainable from any pream
plifier. The total output voltage noise divided by the feedback 
resistance of the op amp defines the minimum detectable signal 
current. The minimum detectable current divided by the photo
diode sensitivity is the minimum detectable light power. 

Sources of noise in a typical preamp are shown in Figure 26. 
The total noise contribution is defined as: 

-v J"'"' 7, 7, ( Rf )' -, ( Rf (1 +, ICdIRd))' Ot'T ~ II, + '/ + 1,-1 1 +, ICj1 Rf + len-I 1+ /iii 1 + "Cj1 Rf 

Figure 27, a spectral density versus frequency plot of each 
source's noise contribution, shows that the bandwidth of the 
amplifier's input voltage noise contribution is much greater than 
its signal bandwidth. In addition, capacitance at the summing 
junction results in a "peaking" of noise gain in this configura
tion. This effect can be substantial when large photodiodes with 
large shunt capacitances are used_ Capacitor Cf sets the signal 
bandwidth and also limits the peak in the noise gain. Each 
source's rms or root-sum-square contribution to noise is ob
tained by integrating the sum of the squares of all the noise 
sources and then by obtaining the square root of this sum_ Mini
mizing the total area under these curves will optimize the 
preamplifier's overall noise performance. 

CI 
10pF 

Figure 26_ Noise Contributions of Various Sources 
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An output fi,lter with a passband close to that of the signal can 
greatly improve the preamplifier's signal to noise ratio. The pho
todiode preamplifier shown in Figure 26-without a bandpass 
filter-has a total output noise of 50 JL V rms. Using a 26 Hz. 
single pole output filter, the total output noise drops to 23 JLV 
rms, a factor of2 improvement with no loss in signal band-
width. . 

Using a "T" Network 
A "T" network, shown in Figure 28, can be used to boost the 
effective transimpedance of an I to V converter, for a given 
feedback resistor value. Unfortunately, amplifier noise and offset 
voltage contributions are also amplified by the "Tn network 
gain. A low noise, low offset voltage amplifier, such as the 
AD645, is needed for this type of application. 

10pF 
R., 

10kil 

Figure 28. A Photodiode Preamp Employing a "T" Net
work for Added Gain 

A pH Probe Buffer Amplifier 
A typical pH probe requires a buffer amplifier to isolate its 106 

to 109 Gsource resistance from external circuitry. Just such an 
amplifier is shown in Figure 29. The low input current of the 
AD645 allows .the voltage error produced by the bias current 
and electrode resistance to be minimal. The use of guarding, 
shielding, high insulation resistance standoffs, and other such 
standard methods used to minimize leakage are .all needed to 
maintain the accuracy of this circuit. . 

The slope of the pH probe transfer function, 50 mV per pH 
unit at room temperature, has a + 3300 ppml"C temperature co
efficient.The buffer of Figure 29 provides an output voltage 
equal to 1 volt/pH unit. Temperature compensation is provided 
by resistor RT which is a special temperature compensation re
sistor, part number Q81, 1 kG , 1%, +3500 ppml"C,available 
from Tel Labs Inc. 
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Figure 29. A pH Probe Amplifier 

Circuit Board Notes' 
The AD645 is designed for through hole mount into PC boards. 
Maintaining picoampere level resolution in that environment 
requires a lot of care~ Since both the printed circuit board and 
the amplifier's package have a fmite resistance, the voltage dif
ference between the amplifier's input pin and other pins (or 
traces on the PC board) will cause parasitic currents to flow into 
(or out of) the signal path. These currents can easily exceed the 
1.5 pA input current'level of the AD645 unless special precau
tions are taken. Two successful methods for minimizing leakage, 
are: guarding the AD645's input lines and maintaining adequate 
insulation resistance. 

Guarding the input lines by completely surrounding them with a 
metal conductor biased near the input lines' potential has two 
major benefits. First, parasitic leakage from the signal line is 
reduced, since the voltage between. the input line and the guard 
is very low. Second, stray capacitance at the input terminal is 
minimized which in tum increases signal bandwidth. In the 
header or can package, the case of the AD645 is connected to 
Pin 8 so that it may be tied to the input potential (when operat, 
ing as a follower) or tied to ground (when operating as an in
verter). The AD645's. positive input (Pin 3) is located next to 
the negative supply voltage pin (Pin4). The negative input (Pin 
2) is next to the balance adjust pin (Pin I) which is biased at a 
potential close to that of the negative supply voltage. Note that 
any guard traces should be placed on both sides of the board .. In 
addition, the input trace should be guarded along both of its 
edges, along its entire length. 

Contaminants such as solder flux, on the board's surface and on 
the amplifier's package, can greatly reduce the insulation resis
tance and also increase the sensitivity to atmospheric humidity. 
Both the package and the board must be kept clean and dry. An 
effective cleaning procedure is to: first, swab the surface with 
high grade isopropyl alcohol, then rinse it with deionized water, 
and finally, bake it at 80·C for 1 hour. Note that if either poly
styrene or polypropylene capacitors are used on the printed cir
cuit board that a baking temperature of 70·C is safer, since both 
of these plastic comPounds begin to melt at approximately 
+85·C. 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Low Offset Voltage Drift 
Matched Offset Voltage 
Matched Offset Voltage Over Temperature 
Matched Bias Current 
Crosstalk: -124dB at 1kHz 
Low Bias Current: 35pA max Warmed Up 
Low Offset Voltage: 250 .... V max 
Low Input Voltage: 2 .... V p-p 
High Open Loop Gain: 108dB 
Low Quiescent Current: 2.8mA max 
Low Total Harmonic Distortion 
Standard Dual Amplifier Pinout 
Available in Hermetic Metal Can Package, Hermetic 

Surface Mount (20-Pin LCC) and Chip Form 
MIL-STD-883B Processing Also Available 
Single Version Available: AD547 

PRODUCT DESCRIPTION 
The AD647 is an ultralow drift, dual JFET amplifier that com
bines high performance and convenience in a single package. 

The AD647 uses the most advanced ion-implantation and laser 
wafer drift trimming technologies to achieve the highest perfor
mance currently available in a dual JFET. Ion-implantation per
mits the fabrication of matched JFETs on a monolithic bipolar 
chip. Laser wafer drift trimming trims both the initial offset 
voltage and its drift with temperature to provide offsets as low 
as 100fl V (2S0fl V max) and drifts of 2.5fl VloC max. 

In addition to outstanding individual amplifier performance, the 
AD647 offers guaranteed and tested matching performance on 
critical parameters such as offset voltage, offset voltage drift and 
bias currents. 

The high level of performance makes the ADM7 especially well 
suited for high precision instrumentation amplifier applications 
that previously would have required the costly selection and 
matching of space wasting single amplifiers. 

The AD647 is offered in four performance grades, three com
mercial (the J, K and L) and one extended (the S). All are sup
plied in hermetically sealed 8-pin TO-99 packages and are 
available processed to MIL-STD-883B. The LCC version is also 
available processed to MIL-STD-883B. 

Ultralow Drift, 
Dual BiFET Op Amp 

AD647 I 
ADM7 PIN CONFIGURATIONS 

TO-99 (H) Package 

TOP VIEW 

PIN 41S IN ELECTRICAL 
CONTACT WITH THE CASE 

LCC (E) Package 

PRODUCT HIGHLIGHTS 
1. The ADM7 is guaranteed and tested to tight matching speci

fications to ensure high performance and to eliminate the se
lection and matching of single devices. 

2. Laser wafer drift trimming reduces offset voltage and offset 
voltage drifts to 2S0flV and 2.SflVI"C max. 

3. Voltage noise is guraanteed at 4fl V p-p max (0.1 to IOH<:) on 
K, L and S grades. 

4. Bias current (3SpA K, L, S; 7SpA 1) is specified after five 
minutes of operation. 

S. Total supply current is a low 2.8mA max. 

6. High open loop gain ensures high linearity in precision in
strumentation amplifier applications. 

7. The standard dual amplifier pinout permits the direct substi
tution of the AD647 for lower performance devices. 

8. The AD647 is available in chip form. 
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SPECIFICATIONS (@ +2rCand Ys=:l:15V de) '.' 

AD6I7J 
Modil- .' MiD Typ 

OPENLOOP.GAlN .;.' 
Vo=.:!:lOV,RL~2ItO. 180 •• 
T min to.T mix, RL = 2kQ lOO,ll8O 

OUTPUTCHARAC1'EIUm.cs 
Vo!tatIe@RL=2kIl;T .... IOT_ :tl0 ±"12 
VoI_@RI.=IOkll.T ... IOT .... ·:tlZ ±13 

. ShonCircuitCUrmir 25. 

FREQUENCYRE$PONSE 
UaityGoiD SmaU Sipl 1.0 
Full I'ow<r ReapoIIse 50 
Slew Ratc,UaityGIin ·2.0 3.0 

1NPUTOFFSETVOLTAGE' 
lDitiaIOffset 
Input Offset Vol ....... Temp. 
Input Offset Vol ....... 811P1'1Y; 

TmintoTmax 

INPUT BIAS CURRENT' 
Either Input 10 
Offset Current 5 

MATCHINGCHARAC1"ERISTICS' 
Input Offset Vol .... 
Input OffsetVoI .... T ... toT_ 
Input IliasCUrrent 
CrosotaIk -124 

INPUT IMPEDANCE 
DiII'emltia1 10"~ 
CUmmnnMode ui';6 

1NPUTVOLTAGERANGE 
Diffemuia14 ;,20 
CUmmnnMode :tl0 ;,12 
CUmmnn·Mode Reiectk>n 76 

1NPUTNOISE 
VoI .... O.IHztoIOHz 2 

f=IOHz 70 
f=IOOHz 45 
f=lkHz 30 
f=IOkHz 25 

POWERSUPPL y 
RatcdPerfonnance ;,15 
Openting ;,5 
QuiescentCuneiu 

Tl!MPl!RATURERANGE 
Opentins. RatcdPerformante 0 
SIOIIF -65 

PACKAGEOPrION' 
TO-99Style(H-OIIB) AD647JH 
LCC(E-ZOA) 

'. 

NO"I'I!S 
~InPUt 0ft8ct Voltap: ~ an parmteed at1ft' ! minuleS 
'of operation "TA == + ZS"C. 

2Jtias Current specifications are auaruiteec:l aI lDQimum It either 
iDput after 5 miDutcl of operation It TA ... + 2S"C. For 
hiIba- tempera ...... dleCllllOllt _ overylO"C. 
'Mat<:lIiqiadofincduthecllll'emlco_.......-of 
the two ampIIfien. 

"Defined u the maximum IIf'c vol. betweeD inPUII, such that 
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MIX MiD 

:ISO."" 
.25G,~ 

:t18 
:tlZ 

Z.O 

1.0 
10 

ZOO 

75 

I .• 
10 
35 

:tl0 
80 

±18 ;,5 
Z.B. 

+10 0 
+150 -65 

AD6I7K AD6I7L 
Typ MIX MiD Typ MIX· 

ZSO •• :ISO._ 

±U :tl0 ;,12 
±13 :tlZ ::1:13 
25 25 

1.0 1.0 
50 50 
3.0 Z.O 3.0 

0.5 O.ZS 
5 Z.S 

180 180 

10 35 10 35 
2 2 

0.5 O.ZS 
5 Z.S 
25 25 

-124 -124 

10"116 :~:~ 1O'~16 

;,20 ;,20 
±12 ,.It ,,12 

80 

4 4 
70 70 
45 45 
30 30 
25 25 

±lS ;,15 
±.18 ,,5 ;,18 
U Z.B 

+70 0 +70 
+150 -65 +150 

AD647KH AD647LH 

__ ±IOV_IfOII8CI; 

'See _ 20 r.. poc:Icqc oudine information. 
Speeifk:adoas .ubject to ....... without _. 

AD6I7S 
MiD Typ MIX 

:ISO._ 
l00.GOO 

:tl0 ;,12 
:tlZ ±13 

25 

1.0 
50 

Z.O 3.0 

0.5 
5.0 

100 

10 35 
2 

0.5 
10.0 
ZS 

-124 

10"116 
10'~~ 

;,20 
:tl0 ;,12 
80 

4 
70 
45 
30 
25 

±lS 
±5 ±18 

Z.8 

-55 +125 
-65 +150 

AD647SH 
AD647SE 
AD647SEI8B3B 

Specifications ibowa in boldface are tested (Ill aU production uoim at final 
eIectric:al tc:It. ReIUltl from dIOIC teItI are UIed. to CIlcuIIte ouflOiq quality 
1eft1o. All min .... _ apoci/katiooJ ......... _. IIIthouab cmIy ...... 

IbowD iD boldface are teaecI OIl aU ~tion UDita. 

METALlZATION PHOTOGRAPH· 
Contact factory for lateSt dimensions: 

Dimensions shown in inches and (mm). 
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Figure 22a. Unity Gain Inverter 
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Figure 21b. Unity Gain Follower 
Pulse Response (Small Signal) 

Figure 22b. Unity Gain Inverter 
Pulse Response (Large Signal) 
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APPLICATION NOTES 
The AD647 is fully specified under actual operating condi
tions to insure high performance in any application, but there 
are some steps that will improve on even this high level of 
performance. 

The bias current of a JFET amplifier doubles with every lODC 
increase in junction temperature. Any heat source that can be 
eliminated or minimized will significantly improve bias current 
performance. To account for normal power dissipation, the 
largest contributor to chip self-heating, the bias currents of the 
AD647 are guaranteed fully warmed up with ±l5V supplies. A 
decrease in supply voltage will decrease power consumption, 
resulting in a corresponding drop in bias currents. 

Open loop gain and bias currents, to some extent, are affected 
by output loading. In applications where high linearity is essen
tial, load impedance should be kept as high as possible to min
imize degradation of open loop gain. 

The outstanding ac and dc performance of the AD647 make it 
an ideal choice for critical instrumentation applications. In 
such applications, leakage paths, line losses and external noise 
sources should be considered in the layout of printed circuit 
boards. A guard ring surrounding the inputs and connected to 
a low impedance potential (at the same level as the inputs) 
should be placed on both sides of the circuit board. This will 
eliminate leakage paths that could degrade bias current per
formance. All signal paths should be shielded to minimize 
noise pick-up. 

.. 
'''''' 

BIPOLAR 
OFFSET 

" ,0< 

BIPOLAR 
ANALOG INPUT 

:tl0V 

NOTES: 
1. R3IR4 MATCH 0.05% OR BETTER. 
2. Rl. R2 USED ONLY IF GAIN ADJUSTMENT IS REQUIRED 

Figure 23. AD647 Used as DAC Outl!,ut Amplifier 

Applications - AD64 7 
A CMOS DAC AMPLIFIER 
The output impedance of a CMOS DAC, such as the AD7S4l, 
varies with digital input code. This causes a corresponding vari
ation in the noise gain of the DAC-amplifier combination. 
This noise gain modulation introduces a nonlinearity whose 
magnitude is dependent on the amount of offset voltage 
present. 

Laser wafer drift trimming lowers the initial offset voltage and III 
the offset voltage drift of the AD64 7, therefore minimizing 
the effect of this nonlinearity and its drift with temperature. 
This, in conjunction with the low bias current and high open 
loop gain, makes the AD647 ideal for DAC output amplifier 
applications. 

THE AD647 USED WITH THE AD7S46 
Figure 24 shows the AD647 used with the AD7S46 l6-bit seg
ment DAC. In this application, amplifier performance is criti
cal to the overall performance of the AD7546. Al is used as a 
dual precision buffer. Here the offset voltage match, low off
set voltage and high open loop gain of the AD647 ensure 
monotonicity and high linearity over the entire operating 
temperature range. A2 serves a dual function: amplifier A is a 
Track and Hold circuit that deglitches the DAC output and 
amplifier B acts as an output amplifier. The performance of 
the amplifiers of A2 is crucial to the accuracy of the system. 
The errors of these amplifiers are added to the errors due 
strictly to DAC imperfections. For this reason great care 
should be used in the selection of these amplifiers. The 
matching characteristics, low bias current and low tempera
ture coefficients of the AD647 make it ideal for this appli
cation . 

Figure 24. AD647 Used with AD7546 16-Bit DAC 
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USING THE AD647 IN we AMPLIFIER APPLICATIONS 
Log amplifiers or log· ratio amplifiers are useful in a wide range 
of analog computational applications, ranging from the simple 
linearization of exponential transducer outputs to the use of 
logarithms in computations involving multi-term producrs or 
arbitrary exponents. Log amps also facilitate the compression 
of wide ranging analog input signals into a range that can be 
easily handled using standard circuit techniques. 

The picoamp level inpilt current and low offset voltage of the 
AD647 make it suitable for wide dynamic range log ampli
fiers. Figure 27 is a schematic oia log ratio circuit employing 
the AD647 that can achieve less than 1% conformance error 
over 5 decades of current input, lnA to 100pA. For voltage 
inputs, the dynamic range is typically SOmV to 10V for 1% 
error, limited on the low end by the amplifiers' input offset 
voltage. 

v, 

''''' 

NOTES 

RTe TELLABS 
+3IiOOppm all 

CIRCUIT SHOWN FOR NIEGATIVE V OR liN. 
-15V FOR POSITIVE INPUTS,Q'''PNP.AND V,,"-'5V. 

Figure 25. Log-Ratio Amplifier 

The conversion between current (or voltage) input and log 
output is accomplished by the base-emitter junctions of the 
dual transistor Q1. Assuming Ql has fj> 100, which is the case 
for the specified transistor, the base-emitter voltage on side 1 
is to a close approximation: 

VBE A = kT/q In I111S1 

This circuit is arranged to take the difference of the VBE'S of 
QIA and Q1B, thus producing an output voltage proportional 
to the log of the ratio of the inputs: 

KkT 
VOUT = -K (VBE A - VBE B) =- q (In I111S1 -In 1211S2) 

VOUT = -K kT/q In 11112 

The scaling constant, K is set by Rl and RTC to about 16, to 
produce a 1 V change in output voltage per decade difference 
in input signals. RTC is a special resistor with a +3 sOOppm/"C 
temperature coefficient, which makes K inversely proportional 
to temperature, compensating for the "T" in kT/q. The log
ratio transfer characteristic is therefore independent of tem
perature. 

This particular log ratio circuit is free from the dynamic prob
lems that plague many other log circuits. The -3dB bandwidth 
is 50kHz over the top 3 decades, 100nA to 100pA, and de
creases smoothly at lower input levels. This circuit needs no 
additional frequency compensation for stable operation from 
input current sources, such as photodiodes, which may have 
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100pF of shunt capacitance. For larger input capacitances a 
20pF integration capacitor around each amplifier will provide 
a smoother frequency response. 
This log ratio amplifier can be readily adjusted for optimum· 
accuracy by following this simple procedure. First, apply Vl = 
V2 = -10.00V and adjust "Balance" for VOUT = O.OOV. Next 
apply Vl = -10.00V, V2 = -1.00V and. adjust gain for VOUT = 
+ 1.00V. Repeat this procedure until gain and balance readings 
are within 2mV of ideal values. 

ACTIVE FILTERS 
In active low pass filtering applications the dc accuracy of the 
amplifiers used is critical to the performance ·of the filter cir
cuits. DC error sources such as offset voltage and bias currents 
represent the largest individual contributors to output error. 
Offset voltages will be passed by the filtering network and 
may, depending on the design of the filter circuit, be ampli
fied and generate unacceptable output offset voltages. In filter 
circuits for low frequency ranges large value resistors are used 
to generate the low pass filter function. Input bias currents 
passing through these resistors will generate an additional off
set voltage that will also be passed to the output of the filter. 

The use of the AD647 will minimize these error sources and, 
therefore, maximize filter accuracy. The wide variety of per
formance levels of the AD647 allows for just the amount of 
accuracy required for any given application. 

AD647 AS AN INSTRUMENTATION AMPLIFIER 
The circuit shown in Figure 26 uses the AD647 to construct 
an ultra high precision instrumentation amplifier. In this type 
of application the matching characteristics of a monolithic 
dual amplifier are crucial to ensure high performance. 

.. ,. 
GUARD 

NOTES 
lis AND "0 ARE n"" ±tclppmfC 
A3 AND R4 ARE iI"" lICIpponfc. 
115, '" Ill, RI ARE A MATCHED NETWORK, 
:10.0111'0, t2pponJ"C TRACKING Te • 

Figure 26. Precision FET Input Instrumentation Amplifier. 

The use of an AD647L as the input amplifier Al, guarantees 
maximum offset voltage of 2S01lV, drift of 2.SIlVI'C and bias 
currents of 3 SpA. A2 serves two less critical functions in the 
amplifier and, therefore can be an AD647J. Amplifier A is an 
active data guard which increases ac CMRR and minimizes 
extraneous signal pickup and leakage. Amplifier B is the out
put amplifier of the instrumentation amplifier. To attain the 
precision available from this configuration, a great deal of care 
should be taken when selecting the external components. 
CMRR will depend on the matching of resistors Rl, R2, R3, 
and R4. The gain drift performance of this circuit will be 
affected by the matching TC of the resistors used. 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
DC Performance 

400 .... A max Quiescent Current 
10 pA max Bias Current, Warmed Up (AD648C) 
300 .... V max Offset Voltage (AD648C) 
3 .... V/oC max Drift (AD648C) 
2 .... V p-p Noise, 0.1 Hz to 10 Hz 

AC Performance 
1.8 V / p.s Slew Rate 
1 MHz Unity Gain Bandwidth 

Available in Plastic Mini-DIP, Cerdip, Plastic SOIC 
and Hermetic Metal Can Packages 

MIL-STD-883B Parts Available 
Surface Mount (SOIC) Package Available in Tape 

and Reel 
Single Version: AD548 

PRODUCT DESCRIPTION 
The AD648 is a matched pair of low power, precision mono
lithic operational amplifiers. It offers both low bias current 
(10 pA max, warmed up) and low quiescent current (400 fLA 
max) and is fabricated with ion-implanted FET and laser wafer 
trimming technologies. Input bias current is guaranteed over the 
AD648's entire common-mode voltage range. 

The economical J grade has a maximum guaranteed offset volt
age of less than 2 mY and an offset voltage drift of less than 
20 fL Yrc. The C grade reduces offset voltage to less than 
0.30 mY and offset voltage drift to less than 3 fLyrC. This level 
of dc precision is achieved utilizing Analog's laser wafer drift 
trimming process. The combination of low quiescent current 
and low offset voltage drift minimizes changes in input offset 
voltage due to self-heating effects. Five additional grades are 
offered over the commercial, industrial and military temperature 
ranges. 

The AD648 is recommended for any dual supply op amp appli
cation requiring low power and excellent dc and ac performance. 
In applications such as battery-powered, precision instrument 
front ends and CMOS DAC buffers, the AD648's excellent com
bination of low input offset voltage and drift, low bias current 
and low IIf noise reduces output errors. High common-mode 
rejection (86 dB, min on the "c" grade) and high open-loop 
gain ensures better than 12-bit linearity in high impedance, 
buffer applications. 

The AD648 is pinned out in a standard dual op amp configura
tion and is available in seven performance grades. The AD648J 
and AD648K are rated over the commercial temperature range 
of 0 to + 70°C. The AD648A, AD648B and AD648C are rated 
over the industrial temperature range of -40°C to +85°C. The 
AD648S and AD648T are rated over the military temperature 
range of - 55°C to + 125°C and are available processed to MIL
STD-883B, Rev. C. 

Extended reliability PLUS screening is available for parts speci
fied over the commercial and industrial temperature ranges. 

Dual Precision, 
Low Power BiFET Op Amp 

AD648 I 
AD648 CONNECTION DIAGRAMS 

TO-99 
(H) Package 

AMPUFIEA NO. , 'Vs 

NONINVERTING 3 
INPUT 

-Vs 

AMPUFIER NO.2 

6 INVERTING 
INPUT 

PIN41SlN ELECTRICAL 
CONTACT WITH THE CASE 

Plastic Mini-DIP (N) Package, 
Plastic SOIC (R) Package 

and 
Cerdip (Q) Package 

OUTPUT 1 

INVERTING 2 
INPUT 

NONINVERTING 
INPUT 

AMPLIFIER 2 

7 OUTPUT 

6 :=~~~TING 

5 ~~~~VERnNG 

PLUS screening includes 168-hour burn-in, as well as other en
vironmental and physical tests. 

The AD648 is available in an 8-pin plastic mini-DIP, cerdip, 
SOIC, TO-99 metal can, or in chip form. 

PRODUCT HIGHLIGHTS 
1. A combination of low supply current, excellent dc and ac 

performance and low drift makes the AD648 the ideal op 
amp for high performance, low power applications. 

2. The AD648 is pin compatible with industry standard dual op 
amps such as the LF442, TL062, and AD642, enabling de
signers to improve performance while achieving a reduction 
in power dissipation of up to 85%. 

3. Guaranteed low input offset voltage (2 mY max) and drift 
(20 fLyrC max) for the AD648J are achieved utilizing Analog 
Devices' laser drift trimming technology. 

4. Analog Devices specifies each device in the warmed-up con
dition, insuring that the device will meet its published speci
fications in actual use. 

5. Matching characteristics are excellent for all grades. The in
put offset voltage matching between amplifiers in the 
AD648J is within 2 mY, for the C grade matching is within 
0.4 mY. 

6. Crosstalk between amplifiers is less than -120 dB at I kHz. 

7. The AD648 is available in chip form. 
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SPECIFICATIONS ~ .-(@ + 25°C and Vs = + 15 V dc, unless otherwise noted) 
Model AD648J/A/S AD648KIBIT AD648C 

Min Typ Max Min Typ Max Min . Tn> Max Ullits 

INPUT OFFSET VOLTAGE' 
Illitial Offset 0.75 2.0 0.3 1.0 ·0.10 0.3 mV 
Tmin to Tmax 3.0/3.013.0 1.511.512.0 0.5 mV 
vs. Temp. 20 10 3.0 ",VI*C 
vs. Supply 80 86 S6 dB 

vs. Supply, Tmio to T_ 76176176 80 80 dB 
Long-Tenn Offset Stability IS IS IS ",Vlmonth 

INPUT BIAS CURRENT 
Either Input'> V CM = 0 5 20 3 10 3 10 pA 
Either Input' at T=x> VCM = 0 0.45/1.3120 0.2510.65/10 0.65 nA 
Max Input Bias Current Over 

Common-Mode Voltage Range 30 IS IS ·pA 
Offset Current, VeM = 0 5 10 2 5 2 5 pA 
Offset Current at T ~x 0.2510.7/10 0.15/0.3515 0.35 nA 

MATCHING CHARACTERISTICS' 
Input Offset Voltage 1.0 2.0 0.5 1.0 0.2 0.4 mV 
Input Offset Voltage T min to T ~x 3.013.013.0 1.5/1.512.0 0.5 mV 
Input Offset Voltage vs. Temp S 5 2.5 ",vrc 
Input Bias Current 10 5 5 pA 
Crosstalk -120 -120 -120 dB 

INPUT IMPEDANCE 
Differential IxlO12113 .IXI012113 I x 1012113 flllpF 
Common Mode 3XI012113 3x 1012113 3x 1012113 flllpF 

INPUT VOLTAGE RANGE 
Differential' ±20 ±20 ±20 V 
Common Mode ±11 ±12 ±11 ±12 ±11 ±12 V 
Common-Mode Rejection 

VCM = ±IOV 76 S2 86 dB 
Tminto Tnwr. 76176176 82 86 dB 

VOM = ±ll V 70 76 76 dB 
ToUO to Tmax 70170170 76 76 dB 

INPUT VOLTAGE NOISE 
Voltage 0.1 Hz to 10 Hz 2 2 2 4.0 ",V.ti' 

f = 10 Hz SO SO SO nVlHz 
f = 100 Hz 40 40 40 nViHZ 
f=lkHz 30 30 30 nViHZ 
f= 10kHz 30 30 30 nViHZ 

INPUT CURRENT NOISE 
f=lkHz I.S I.S I.S fAIHZ 

FREQUENCY RESPONSE 
Unity Gain, Small Signal O.S 1.0 O.S 1.0 O.S 1.0 MHz 
Full Power Response 30 30 30 kHz 
Slew Rate, Unity Gain 1.0 1.8 1.0 1.8 1.0 I.S VI"," 
Settling Time to ±0.01% S S S ",S 

OPEN-LOOP GAIN 
Vo= ±IOV,RL ""lOkn 300 1000 300 1000 300 1000 V/mV 
Tmin to Tmax, RL ~ 10 k{} 3001300I300 700 300 700 300 700 VlmV 
Vo =±IOV,RL ",,5kfl ISO 500 ISO 500 ISO 500 VlmV 
Tmin to Tmax' RL ~ S k!l 1501150/150 300 150 300 150 300 VlmV 

OUTPUT CHARACTERISTICS 
Voltage @ RL "" 10 kil, 

Tprln to Tmax ± 12I± 12I±12 ±13 ±12 ±13 ±12 ±13 V 
Voltage @ RL '" 5 kil, 

Tmin to Tm.JI: ±1II±1II±11 ±12 ±11 ±12 ±11 ±12 V 
Short Circuit Current IS IS IS rnA 

POWER SUPPLY 
Rated Performance ±IS ±15 ±15 V 
Operating Range ±4.5 ±18 ±4.s ±18 ±4.s ±18 V 
Quiescent Current (Both Amplifiers) .. 340 400 340 400 340 400 ",A 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to + 70'C) AD648J AD64SK 
Industrial (-4O'C to +85'C) AD648A AD64SB AD648C 
Military (-55'C to + 125'C) AD64SS AD64ST 

PACKAGE OPTIONS' 
SOIC (R-S) AD64SJR AD648KR 
Pl;lstic(N-S) AD64SJN AD648KN 
Cerdip (Q'S) AD648AQ, AD648SQ A064SBQ, AD64STQ AD64SCQ 
Metal Can (H-08A) AD648AH, AD64SSH AD64SBH, 'AD648TH AD648CH 
Tape and Reel AD648JR-REEL AD64SKR-REEL 
J and S Grade Chips Available 
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AD648 
NOTES 
'Input Offset Voltage specifications are guaranteed after 5 ntinutes of operation at TA = + 2S·C. 
2Bias Current specifications are guaranteed maximum at either input after 5 minutes of operation at TA = + 25°C. For higher temperature, the current doubles 
every JOOC. 

'Matching is defmed as the difference between parameters of the two amplifiers. 
4Defined as voltages between inputs, such that neither exceeds ± 10 V from ground. 
'See Section 20 for package outline information. 

Specifications subject to change without notice. 
Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing quality levels. All min II 
and max specifications are guaranteed. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ± 18 V 
Internal Power Dissipation2 •••••••• ' •••••••••• 500 mW 
Input Voltage' ........................... ± 18 V 
Output Short Circuit Duration ............... Indefinite 
Differential Input Voltage ............... +Vs and -Vs 
Storage Temperature Range Q, H ........ -65°C to + 150°C 

N ..... -65°C to + 125°C 
Operating Temperature Range 

AD648J/K ......................... 0 to + 70°C 
AD648A1B/C .................... -40°C to + 85°C 
AD648SIT ........... _ ......... -55°C to +l25°C 

Lead Temperature Range (Soldering 60 sec) ......... 300°C 
NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

2Thennal Characteristics 
8-Pin Plastic DIP Package: alA = 16S0 ClWatt 
8-Pin Cerdip Package: alc = 220C1Watt, alA = llO·ClWatt 
8-Pin Metal Can Package: alc = 6SOCIWatt, alA = ISO°ClWatt 

3Por supply voltages less than ±IS V, the absolute maximum input voltage is 
equal to the supply voltage. 

METALIZATION PHOTO 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 
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Typical Characteristics 
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Applying the AD648 
APPLICATION NOTES 
The AD648 is a pair of JFET-input op amps with a guaranteed 
maximum IB of less than 10 pA, and offset and drift laser
trimmed to 0.3 mV and 3 I1VrC,respectively (AD648C). AC 
specs include 1 MHz bandwidth, 1.8 V/",s typical slew rate and 
8 I1S settling time for a 20 V step to ±0.01 %-aJI at a supply 
current less than 400 I1A. To capita1ize on the device's perfor
mance, a number of error sources should be considered. 

The minimal power drain and low offset drift of the AD648 re
duce self-heating or "warm-up" effects on input offset voltage, 
making the AD648 ideal for onloff battery powered applications. 
The power dissipation ,due to the AD648's 400 !1A supply cur
rent has a negligible effect on input current, but heavy output 
loading will raise the chip temperature. Since a JFET's input 
current doubles for every lOoC rise in chip temperature, this can 
be a noticeable effect. 

The amplifier is designed to be functional with power supply 
voltages as low as ±4.5 V. It will exhibit a higher input offset 
voltage than at the rated supply voltage of ± 15 V, due to power 
supply rejection effects. Common-mode range extends from 3 V 
more positive than the negative supply to I V more negative 
than the positive supply. Designed to cleanly drive up to 10 k!l 
and 100 pF loads, the AD648 will drive a 2 k!l load with re
duced open-loop gain. 

Figure 21 shows the recommended crosstalk test circuit. A typi
cal value for crosstalk is -120 dB at I kHz. 

+Vs 00-----1:!p---< .. _PIN 8 

O.,.Fl--, 

O.l~F:!: ~ 
I . PIN4 -VsO 

VOUT 

Figure 21. Crosstalk Test Circuit 

LAYOUT 

2.26k 

To take full advantage of the AD648's 10 pA max input current, 
parasitic leakages must be kept below an acceptable level. The 
practical limit of the resistance of epoxy or phenolic circuit 
board materiaJ is between I x 1012 !l and 3 x 1012 !l. This can 
result in an additional leakage of 5 pA between an input of 0 V 
and a -IS V supply line. Teflon or a similar low leakage mate
rial (with a resistance exceeding 1017 !l) should be used to iso
late high impedance input lines from adjacent lines carrying 
high voltages. The insulator should be kept clean, since contam
inants will degrade the surface resistance. 

A metal guard completely surrounding the high impedance 
nodes and driven by a voltage near the common-mode input po
tential can also be used to reduce some parasitic leakages. The 
guarding pattern in Figure 22 will reduce parasitic leakage due 
to finite board surface resistance; but it will not compensate for 
a low volume resistivity board. 
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METAL CAN MINI-DIP 

Figure 22. Board Layout for Guarding Inputs 

INPUT PROTECTION 
The AD648 is guaranteed to withstand input voltages equal to 
the power supply potential. Exceeding the negative supply volt
age on either input will forward bias the substrate junction of 
the chip. The induced current may destrOy the amplifier due to 
excess heat. 

Input protection is required in applications such as a flame de
tector in a gas chromatograph, where a very high potential may 
be applied to the input terminals during a sensor fault condi
tion. Figures 23a and 23b show simple current limiting schemes 
that can be used. RpROTECT should be chosen such that the 
maximum overload current is 1.0 rnA (for example 100 k!l for a 
100 V overload). 

R, 

10pF 

Rp TYPICALLY l00kll TO 1MIl 

Rp = ~ FOR 1 SECOND OR LESS TRANSIENTS 

Rp = 1~"A FOR CONTINUOUS OVERLOAD 

Figure 23a. Input Protection of I-to-V Converter 

Figure 23b. Voltage Follower Input Protection Method 

Figure 23b shows the recommended method for protecting a 
voltage follower from excessive currents due to high voltage 
breakdown. The protection resistor, ~, limits the input cur
rent. A nominaJ value of 100 k!l will limit the input current to 
less than 1 rnA with a 100 volt input voltage applied. 

The stray capacitance between the summing junction and 
ground will produce a high frequency roll-off with a comer fre
quency equal to: 

fCOl'7lM 

Accordingly, a 100 k!l value for ~ with a 3 pF Cm,y will cause 
a 3dB comer frequency to occur at 531 kHz. 



Figure 23c shows a diode clamp protection scheme for an I-to-V 
convener using low leakage diodes. Because the diodes are con
nected to the op amp's summing junction, which is a vinual 
ground, their leakage contribution is minimal. 

R 

D,.Do FD333 
FD300 
lN457 
lN3595 

Figure 23c. I-to-V Converter with Diode Input Protection 

D/A CONVERTER BIPOLAR OUTPUT BUFFER 
The circuit in Figure 24 provides 4 quadrant multiplication with 
a resolution of 12 bits. The AD648 is used to conven the 
AD7545 CMOS DAC's output current to a voltage and provides 

AD648 
Exceeding the negative common-mode range on either input ter
minal causes a phase reversal at the output, forcing the amplifier 
output to the corresponding high or low state. Exceeding the 
negative common-mode on both inputs simultaneously forces the 
output high. Exceeding the positive common-mode range on a 
single input doesn't cause a phase reversal; but if both inputs 
exceed the limit, the output will be forced high. In all cases, 
normal amplifier operation is resumed when input voltages are 
brought back within the common-mode range. 

the necessary level shifting to achieve a bipolar voltage output. 
The circuit operates with a 12-bit plus sign input code. The 
transfer function is shown in Figure 25. 

Figure 24. 12-Bit Plus Sign Magnitude DIA Converter 

SIGN BIT BINARY NUMBER IN OAC REGISTER ANALOG OUTPUT 

o 
o 

1111 1111 1111 
0000 0000 0000 
0000 0000 0000 
1111 1111 1111 

+ V,N x (4095/4096) 

o VOLTS 

o VOLTS 
- V ,N x (4095/4096) 

NOTE: SIGN BIT AT "0" CONNECTS THE NON INVERTING INPUT OF 
A2 TO ANALOG COMMON 

Figure 25. Sign Magnitude Code Table 

The AD7592 is a fully protected dual CMOS SPDT switch with 
data latches. R4 and R5 should match to within 0.01% to main
tain the accuracy of the converter. A mismatch between R4 and 
R5 introduces a gain error. Overall gain is trimmed by adjusting 
RIN• The AD648's low input offset voltage, low drift over tem
perature, and excellent dynamics make it an attractive low 
power output buffer. 

The input offset voltage of the AD648 output amplifier results 
in an output error voltage. This error voltage equals the input 
offset voltage of the op amp times the noise gain of the 
amplifier. 

That is: 

Vos Output = Vos Input (I + ~:) 
RpB is the feedback resistor for the op amp, which is internal to 
the DAC. Ro is the DAC's R-2R ladder output resistance. The 
value of Ro is code dependent. This has the effect of changing 
the offset error voltage at the amplifier's output. An output am
plifier with a sub millivolt input offset voltage is needed to pre
serve the linearity of the DAC's transfer function. 

II 
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The AD648 in this configuration provides a 700 kHz smaIl sig
nal bandwidth and 1.8 V/jJ.s typical slew rate. The 33 pF capaci
tor across the feedback resistor optimizes the circuit's response. 
The oscilloscope photos in Figures 26a and 26b show smaIl and 

Figure 26a. Response to ±20 V p-p Reference Square 
Wave 

DUAL PHOTODIODE PREAMP 
The performance of the dual photodiode preamp shown in Fig
ure 27 is enhanced by the AD648's low input current, input 
voltage offset, and offset voltage drift. Each photodiode sources 
a current proportional to the incident light power on its surface. 
RF converts the photodiode current to an output voltage equal 
to RFxls' 

An error budget illustrating the importance of low amplifier in
put current, voltage offset, and offset voltage drift to minimize 
output voltage errors can be developed by considering the equiv
alent circuit for the small (0.2 mm2 area) photodiode shown in 
Figure 27. The input current results in an error proportional to 
the feedback resistance used. The amplifier's offset will produce 

CSH RSH 

20pF 500Mll 

PHOTO DIODE 
EQUIVALENT CIRCUIT 

large signal outputs of the circuit in Figure 24. Upper traces 
show the input signal V IN' Lower traces are the resulting output 
voltage with the DAC's digital input set to all Is. The circuit 
settles to ±0.01 % for a 20 V input step in 14 jJ.S. 

Figure 26b. Response to ±100 mV p-p Reference Square 
Wave 

an error proportional to the preamp's noise gain (1 + RplRsH), 
where RSH is the photodiode shunt resistance. The amplifier's 
input current will double with every 10°C rise in tempemture, 
and the photodiode's shunt resistance halves with every 10°C 
rise. The error budget in Figure 28 assumes a room temperature 
photodiode RsHof 500 MO, and the maximum input current 
and input offset voltage specs of an AD648C. 

The capacitance at the amplifier's negative input (the sum of the 
photodicide's shunt capacitance, the op amp's differential input 
capacitance, stray capacitance due to wiring, etc.) will cause a 
rise in the preamp's noise gain over frequency. This can result 
in excess noise over the bandwidth of interest. CF -reduces the 
noise gain "peaking" at the expense of signal bandwidth. 

Figure 27. A Dual Photodiode Pre-Amp 
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AD648 

TEMP RSH Vas IB 
·c (MOl (ILVI (1 + RF/RsHI Vas (pAl IBRF TOTAL 

-25 15.970 150 151 ILV 0.30 30 ILV 181 ILV 
0 2.830 225 233 ILV 2.26 262 ILV 495 ILV 
+25 500 300 360 ILV 10.00 1.0 mV 1.36 mV 

+50 88.5 375 800 ILV 56.6 5.6mV 6.40 mV 
+75 15.6 450 3.33 mV 320 32mV 35.3 mV II 
+85 7.8 480 6.63 mV 640 64mV 70.6mV 

Figure 28. Photodiode Pre-Amp Errors over Temperature 

INSTRUMENTATION AMPLIFIER 
The AD648J's maximum input current of 20 pA per amplifier 
makes it an excellent building block for the high input imped
ance instrumentation amplifier shown in Figure 29. Total cur
rent drain for this circuit is under 600 /-LA. This configuration is 
optimal for conditioning differential voltages from high imped
ance sources. 

The overall gain of the circuit is controlled by RG , resulting in 
the following transfer function: 

VOUT 

VIN 

FOR EACH 
AMPUFIER: 

+Vs 0 :I . AD548-PIN7 
O.1I'F AD648-PIN8 

-v.o O.1I'FP .. PIN4 

R5 
20k 

Gains of 1 to 100 can be accommodated with gain nonlinearities 
of less than 0.01 %. The maximum input current is 30 pA over 
the common-mode range, with a common-mode impedance of 
over lx101'O. The capacitors Cl, C2, C3 and C4 compensate 
for peaking in the gain over frequency which is caused by input 
capacitance. 

To calibrate this circuit, first adjust trimmer Rl for common
mode rejection with + 10 volts dc applied to the input pins. 
Next, adjust R2 for zero offset at VOUT with both inputs 
grounded. Trim the circuit a second time for optimal 
performance. 

The - 3dB small signal bandwidth for this low power instru
mentation amplifier is 700 kHz for a gain of 1 and 10kHz for a 
gain of 100. The typical output slew rate is 1.8 V//-Ls. 

C3 
15pF 

R7 
20k 

Vo 

R& 
20k 

R8 
19.1k 

C4 

~15PF 

~ o 2~k 0 
+V. RTQ OFFSET -V. 

TRIM 

NOTE: VALUES FOR ALL CAPACITORS WERE CHOSEN 
FOR BEST RESPONSE FOR GAINS OF 1 TO 5. 
THEY ARE NOT REQUIRED FOR GAINS ABQVE 5. 

Figure 29. Low Power Instrumentation Amplifier 
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LOG RATIO AMPLIFIER 
Log ratio amplifiers are useful for a variety of signal condition
ing applications, such as linearizing exponential transducer out
puts and compressing analog signals having a wide dynamic 
range. The AD648's picoamp level input current and low input 
offset voltage make it a good choice for the front-end amplifier 
of the log ratio circuit shown in Figure 30. This circuit produces 
an output voltage equal to the log base 10 of the ratio of the in
put currents I, and 12, Resistive inputs Rl and R2 are provided 
for voltage inputs. 

Input currents I, and 12 set the collector currents of Ql and Q2, 
a matched pair of logging transistors. Voltages at points A and B 
are developed according to the following familiar diode 
equation: 

VBE = (kTlqlln (Idhsl 

In this equation, k is Boltzmann's constant, T is absolute tem
perature, q is an electron charge, and IEs is the reverse satura
tion current of the logging transistors. The difference of these 
two voltages is taken by the subtractor section and scaled by a 
factor of approximately 16 by resistors R9, RIO and R8. Tem
perature compensation is provided by resistors R8 and R15, 

I,IN 

Al 
VosADJUST 

200k 
+vs~-vs 

499k +Vs 

VaIN o-VI/1~"'----:C-:-2-J 

100pF 

-V. 

+Vs~-Vs 
200k 
A2 

VosADJUST 

which have a positive 3500 ppmfC temperature coefficient. The 
transfer function for the output voltage is: 

VOUT = lV/agIO (hIIIi 

Frequency compensation is provided by Rll, R12, Cl, and C2. 
SmaIl signal bandwidth is approximately 300 kHz at input cur
rents above 100 ILi\ and will proportionally decrease with lower 
signal levels. Dl, D2, R13, and R14 compensate for the effects 
of the two logging transistors' ohmic emitter resistance. 

To trim this circuit, set the two input currents to 10 ILi\ and 
adjust V OUT to zero by adjusting the potentiometer on A3. 
Then set 12 to 1 !LA and adjust the scale factor such that the 
output voltage is IV by trimming potentiometer RIO. Offset 
adjustment for Al and A2 is provided to increase the accuracy 
of the voltage inputs. 

This circuit ensures a 1 % log conformance error over an input 
current range of 300 pA to 1 mA, with low level accuracy lim
ited by the AD648's input current. The low level input voltage 
accuracy of this circuit is limited by the input offset voltage and 
drift of the AD648. 

FOR EACH AMPLIFIER: 

IAD54BI-PIN7. 1: 
IAD64BI-PINB O.1"F 

O+Vs 

V ¥O.1"F 

PIN4 ~.---",,"""""--o -Vo 

RB 
lk 

VOUT = 1V X LOG10~ 

VOUT = 1V X LOG10~ 

Dl. D4 lN414li DIODES 
*RB. R15 lk +3500 ppmrc TC RESISTOR 
TEL LAB OBl OR PRECISION RESISTOR PT146 
ALL OTHER RESISTORS ARE 1% METAL FILM 

Figure 30. Precision Log Ratio Amplifier 
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1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Enhanced Replacement for OP400 and LM324 
HIGH DC PRECISION 

40 fJ.V max Offset Voltage 
1 fJ. V I·C max Offset Drift 
100 pA max Input Bias Current 
2.S pA/·C max 18 Drift 

LOW NOISE 
O.S fJ.V p-p typ Noise. 0.1 Hz to 10 Hz 

LOW POWER 
600 fJ.A max Supply Current per Amplifier 

MIL-STD-883B Processing Available 

Single Version: AD70S 
Dual Version: AD706 

PRIMARY APPLICATIONS 
Low Frequency Active Filters 
Precision Instrumentation 
Precision Integrators 

PRODUCT DESCRIPTION 
The AD704 is a quad, low power bipolar op amp that has the 
low input bias current of a BiFET amplifier but which offers a 
significantly lower IB drift over temperature. It utilizes 
beta bipolar input transistors to achieve picoa 
current levels like FET input amp . 
However, its IB only increases by 
amp, for which IB doubles every 1 
crease at + 125·C. The AD704 ac 
age and low noise characteristics of a pre 
amplifier. 

Since it has only 1120 the input bias current of an OP-07, 
AD704 does not require the commonly used "balancing" r 
tor. Furthermore, the current noise is 115 that of the OP-07 
which makes this amplifier usable with much higher source im
pedances. At 116 the supply current (per amplifier) of the 
OP-07, the AD704 is better suited for today's higher density 
circuit boards. 

The AD704 is an excellent choice for use in low frequency 
active filters in 12- and l4-bit data acquisition systems, in preci
sion instrumentation, and as a high quality integrator. 

Quad Picoampere Input Current 
Bipolar Op Amp 

AD704 I 

AD704 CONNECTION DIAGRAMS 

14-Pin Plastic (N) and 
14-Pin Cerdip (Q) Packages 

16-Pin SOIC 
(R) Package 

NC = NO CONNECT 

The AD704 is internally compensated for unity gain and is 
available in five performance grades. The AD704J and AD704K 
are rated over the commercial temperature range of 0 to + 70·C. 
The AD704A and AD704 are rated over the industrial temper

he AD704T is rated over the mili-
55·C to + 125·C and is available 
B, Rev. C. 

in three package types: 14-pin plastic 
l6-pin wide-body SOIC packages. Chips 

4 is a quad, low drift op amp that offers BiFET 
currents (at room temperature) yet has the 

of a bipolar amplifier. It may be used to upgrade 
circuits using quad op amps such as the OP400, LM324. 

The AD704 can be used in applications where a chopper am
plifier wonld normally be required but without the chopper's 
inherent noise and other problems. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS (@ TA = +25°C, VCM = 0 v, and ±15 V dc, unless otherwise noted) 

Model AD704J/A AD704KIB AD704T 
Conditions Min Typ Max Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE 
Initial Offset 30 100 10 40 10 50 fLY 
Offset Tmin - Tmax 40 150 25 70 25 150 fLY 
vs. Temp. Aver~ge TC 0.2 1.5 0.2 1.0 1.0 fLVI'C 
vs. Supply (PSRR) Vs = ±2 to ±18 V 110 132 110 132 114 132 dB 

Tmin - Tmax Vs = ±2.5 to ±18V 108 126 108 126 108 126 dB 
Long Term Stability 0.3 0.3 0.3 fLVlmontb 

INPUT BIAS CURRENT' VCM = 0 V 30 200 30 100 30 100 pA 
VCM = ±13.5 V 250 150 150 pA 

vs. Temp, Average TC 0.3 0.2 0.2 pAl'C 
Tmin to Tmax VCM = 0 V 300 200 600 pA 
Tmin to Tmax VCM = ±13.5 V 400 300 700 pA 

INPUT OFFSET CURRENT VCM = 0 V 30 150 30 100 30 100 pA 
VCM = ±13.5 V 200 150 150 pA 

vs. Temp, Average TC 0.6 0.4 0.4 pAl'C 
Tmin to Tmax VCM = 0 V 80 250 80 80 300 pA 
Tmin to Tmax VCM = ±13.5 V 80 350 80 400 pA 

MATCHING CHARACTERISTICS 
Offset Voltage 100 fLY 

Tmin - Tmax 300 fLY 
Input Bias Current 200 pA 

400 pA 
Common-Mode Rejection dB 

dB 
Power Supply Rejection dB 

104 dB 
Crosstalk 

RL = 2 kO 135 dB 

FREQUENCY RESPONSE 
UNITY GAIN 

Crossover Frequency 0.4 0.8 0.4 0.8 0.4 0.8 MHz 
Slew Rate, Unity Gain G = - 1 0.1 0.15 0.1 0.15 0.1 0.15 V/fLS 
Slew Rate Tmin - Tmax 0.05 0.15 0.05 0.15 0.05 0.15 VlfLS 

INPUT IMPEDANCE 
Differential 40112 40112 40112 MOllpF 
Common Mode 300112 300112 300112 GO//pF 

INPUT VOLTAGE RANGE 
Common Mode Voltage ±13.5 ±14 ±13.5 ±14 ±13.5 ±14 V 
Common Mode Rejection 

Ratio VCM = ±13.5 V 110 132 114 132 114 132 dB 
Tmin to Tmax 108 128 108 128 108 128 dB 

INPUT CURRENT NOISE 0.1 to 10 Hz 3 12 3 12 pAp-p 
f= 10Hz 50 50 50 fAlyHz 

INPUT VOLTAGE NOISE 0.1 to 10 Hz 0.5 0.5 0.5 1.0 fLVP-P 
f= 10Hz 17 17 17 nV/\lHz 
f=lkHz 15 22 15 22 15 22 nV/\lHz 

OPEN-LOOP GAIN Vo = ±12 V 
RLoAD = 10 kO 200 2000 400 2000 400 2000 V/mV 
Tmin to Tmax 150 1500 300 1500 300 1500 V/mV 
Vo = ±10V 
RLoAD = 2 kO 200 1000 300 1000 300 1000 VlmV 
Tmin - Tmax 150 1000 200 1000 200 1000 VlmV 

'OUTPUT CHARACTERISTICS 
Voltage Swing RLOAD = 10 kO 

Tmin - TmaJi. ±13 ±14 ±13 ±14 ±13 ±14 V 
Current Short Circuit ±15 ±15 ±15 rnA 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Model AD704J/A 
Conditions Min Typ 

CAPACITIVE LOAD 
Drive Capability Gain = +1 10,000 
Output Resistance Open-Loop 200 

POWER SUPPLY 
Rated Performance ±Is 
Operating Range ±2.0 
Quiescent Cutrent 

Tmin - Tmax 

TRANSISTOR COUNT No. of Transistors 

NOTES 
IBias Current Specifications are guaranteed maximum at either input. 
Specifications subject to change without notice. 
All min and max specifications are guaranteed. 

ABSOLUTE MAXIMUM RATINGS' 

1520 
1600 

ISO 

Supply Voltage ........................... ± 18 V 
Internal Power Dissipation2 •••••••••••••••••• 650 m W 
Input Voltage ............................. ± 
Differential Input Voltage' ............... . 
Output Short Circuit Duration 
Storage Temperature Range 

Q ............... . 
N,R .............. . 

Operating Temperature Range 
AD704J/K ................ . 
AD704A1B . . . . . . . . . . . . . . . . . 40·C 
AD704T ...................... -55·C 

Lead Temperature Range (Soldering 60 seconds) ... 

Max 

±IS 
2400 
2600 

AD704 
AD704K/B AD704T 

Min 

±2.0 

Typ 

10,000 
200 

±Is 

1520 
1600 

ISO 

Max Min Typ Max Units 

10,000 pF 
200 0 

±Is V 
±IS ±2.0 ±IS V 
2400 1520 2400 ILA 
2600 1600 2600 ILA 

ISO 

under Absolute Maximum Ratings may cause 
evice. This is a stress rating only and functional 

at these or any other conditions above those indicated 
. on of this specification is not implied. Exposure to 
ing conditions for extended periods may affect device 

in free air: 
ackage: alA = 85°C/Watt 

Package: alA = 1l0'CIWatt 
ody Small Outline Package: alA = 100'CIWatt 
of this amplifier are protected by back-to-back diodes. If the 
age exceeds ±O.7 volts, external series protection resistors 

a ded to limit the input current to less than 25 mAo 

ORDERING GUIDE* 

Temperature 14-Pin Plastic 14-Pin 16-Pin 
Range Mini-DIP (N-14) Cerdip (Q-14) SOIC (R-16) 

o to +70·C AD704JN AD704JR 
AD704KN 

-40·C to +85·C AD704AQ 
AD704BQ 

- 55·C to + 125·C AD704TQ 

*See Section 20 for package outine information. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 

DC PERFORMANCE 
25 p.V max Offset Voltage (AD705T) 
0.6 p.V/"C max Drift (AD705K/T) 
100 pA max Input Bias Current (AD705K) 
250 pA max Ie Over MIL Temperature Range (AD705T) 
114 dB min CMRR (AD705K/T) 
114 dB min PSRR (AD705T) 
200 V/mV min Open Loop Gain 
0.5 p.V p-p typ Noise, 0.1 Hz to 10 Hz 
600 p.A max Supply Current 

AC PERFORMANCE 
0.15 V/p.s Slew Rate 
800 kHz Unity Gain Crossover Frequency 
10,000 pF Capacitive Load Drive Capability 
Low Cost 
Available in 8 Pin Plastic Mini-DIP, Hermetic Cerdip, 

Surface Mount (SOle) Packages and Chip Form 
MIL-STD-883B Processing Available 
Dual Version Available: 706 

APPLICATIONS 
Low Frequency Active Filters 
Precision Instrumentation 
Precision Integrators 

PRODUCT DESCRIPTION 
The AD705 is a low power bipolar op amp that has the low in
put bias current of a BiFET amplifier but which offers a signifi
cantly lower IB drift over temperature. The AD705 offers many 
of the advantages of BiFET and bipolar op amps without their 
inherent disadvantages. It utilizes superbeta bipolar input tran
sistors to achieve the picoampere input bias current levels of 
FET input amplifiers (at room temperature), while its IB typi
cally only increases 5 times vs. BiFET amplifiers which exhibit 
a l000X increase over temperature. This means that, at room 
temperature, while a typical BiFET may have less IB than the 
AD705, the BiFET's input current will increase to a level of 
several nA at + 125°C. Superbeta bipolar technology also permits 
the AD70S to achieve the microvolt offset voltage and low noise 
characteristics of a precision bipolar input amplifier. 

The AD705 is a high quality replacement for the industry
standard OP-07 amplifier while drawing only one sixth of its 
power supply current. Since it has only 1/20th the input bias 
current of an OP-07, the AD70S can be used with much higher 
source impedances, while providing the same level of dc preci
sion. In addition, since the input bias currents are at picoAmp 
levels, the commonly used "balancing" resistor (connected be
tween the noninverting input of a bipolar op amp and ground) is 
not required. 

Picoampere Input-Current 
Bipolar Op Amp 

AD705 I 

AD705 CONNECTION DIAGRAM 

8 PIN PLASTIC 
MINI DIP IN). 
CERDIP(Q) 

AND SOIC IR) 
PACKAGES 

The AD705 is an excellent choice for use in low frequency ac
tive fIlters in 12- and 14-bit data acquisition systems, in preci
sion instrumentation and as a high quality integrator. 

The AD705 is internally compensated for unity gain and is 
available in five performance grades. The AD705J and AD705K 
are rated over the commercial temperature range of 0 to + 70°C. 
The AD705A and AD705B are rated over the industrial temper
ature range of -40°C to +85°C. The AD705T is rated over the 
military temperature range of -55°C to + 125°C and is available 
processed to MIL-STD-883B, Rev. C. 

The AD705 is offered in three varieties of 8-pin package: plastic 
DIP, hermetic cerdip and surface mount (SOIC). "J" grade 
chips are also available. 

PRODUCT HIGHLIGHTS 
1. The AD705 is a low drift op amp that offers BiFET level 

input bias currents, yet has the low IB drift of a Bipolar am
plifier. It upgrades the performance of circuits using op amps 
such as the OP-07, OP-97 and LTlOI2. 

2. The combination of Analog Devices' advanced Superbeta 
processing technology and factory trimming provides both 
low drift and high dc precision. 

3. The AD705 can be used in applications where a chopper am
plifier would normally be required but without the chopper's 
inherent noise and other problems. 
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SPECIFICATIONS(@ TA = +25°C, VCM = 0 V, and Vs = ±15 V dc, unless otherwise noted) 

AD705J/A AD705KIB AD705T 
Parameter' Conditions Min Typ Max Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE 
Initial Offset 30 90 10 35 10 25 .,.V 
Offset Tmio to Tmax 45 ISO 25 60 25 60 .,.V 

vs. Temp, Average TC 0.2 1.2 0.2 0.6 0.2 0.6 .,.VI"C 
vs. Supply (PSRR) Vs= ±2Vto±18V 110 129 110 129 114 129 dB 
Tmin to Tmax Vs'" ±2.5Vto±18V 108 126 108 126 108 126 dB 

Long Term Stability 0.3 0.3 0.3 .,.V/month 

INPUT BIAS CURRENT' 
VCM = 0 V 60 150 30 100 30 100 pA 
VCM = ±13.5 V 80 200 50 ISO SO 150 pA 

vs. Temp, Average TC 0.3 0.3 0.6 pArC 
Tmio to Tmax VCM = 0 V 80 250 50 ISO 90 250 pA 
Tmin to Tmax VCM = ±13.s V 100 450 70 350 120 450 pA 

INPUT OFFSET CURRENT VCM = 0 V 40 150 30 100 30 100 pA 
VCM = ±13.5 V 40 200 30 150 30 150 pA 

vs. Temp, Average TC 0.3 0.3 0.4 pArC 

Tmin to Tmax VCM = OV 80 250 50 ISO 80 250 pA 
Tmio to Tmax VCM = ±13.5 V 80 450 SO 350 80 450 pA 

FREQUENCY RESPONSE 
Unity Gain 

Crossover Frequency 0.4 0.8 0.4 0.8 0.4 0.8 MHz 
Slew Rate, Unity Gain G= -I 0.1 0.15 0.1 0.15 0.1 0.15 V/.,.s 
Slew Rate Tmin to Tmax 0.05 0.15 0.05 0.15 0.05 0.15 VI.,.s 

INPUT IMPEDANCE 
Differential 40112 40112 40112 MllI/pF 
Common Mode 300112 300112 300112 GllI/pF 

INPUT VOLTAGE RANGE 
Common Mode Voltage ±13.5 ±14 ±13.s ±14 ±13.s ±14 V 

COMMON MODE 
REJECTION RATIO VCM = ±13.s V 110 132 114 132 114 132 dB 

Tmin to Tmax 108 128 108 128 lOS 128 dB 

INPUT VOLTAGE NOISE 0.1 Hz to 10 Hz 0.5 0.5 1.0 0.5 1.0 .,.Vp-p 
f = 10 Hz 17 17 17 nVl\lHz 
f=lkHz IS 22 IS 22 15 22 nVI\lHz 

INPUT CURRENT NOISE f= 10Hz 50 SO SO fAl\lHz 

OPEN LOOP GAIN Vo - ±12V 
RLOAD = 10kU 300 2000 400 2000 400 2000 V/mV 
Tmin to Tmax 200 1500 300 1500 300 1500 V/mV 

Vo = ±IOV 
RLOAD = 2 kU 200 1000 300 1000 300 1000 V/mV 
Tmio to Tmax ISO 1000 200 1000 200 1000 V/mV 

OUTPUT CHARACTERISTICS 
Voltage Swing RLOAD = 10 kU ±13 ±14 ±!3 ±14 ±13 ±14 V 

T min to T max' ±13 ±14 ±13 ±14 ±13 ±14 V 
Current Shon Circuit ±15 ±Is ±15 rnA 
Capacitive Load 

Drive Capability Gain = +1 10,000 10,000 10,000 pF 
Output Resistance Open Loop 200 200 200 U 

POWER SUPPLY 
Rated Performance ±15 ±15 ±15 V 
Operating Range ±2.0 ±IS ±2.0 ±IS ±2.0 ±IS V 
Qniescent Current 380 600 380 600 380 600 .,.A 

Tmin to Tmax 400 800 400 800 400 SOO .,.A 

TEMPERATURE RANGE 
FOR RATED PERFORMANCE 
Commercial (0 to +70'C) AD705J AD705K 
Industrial (-4O'C to +85'C) AD705A AD705B 
Military ( - 55'C to + 125'C) AD705T 
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AD705 
PACKAGE OPTIONS2 

8-Pin Cerdip (Q-8) AD705AQ AD705BQ AD705TQ 

8-Pin Plastic Mini-DIP (N-8) AD705]N AD705KN 

8-Pin SOlC (R-8) AD705]R 

TRANSISTOR COUNT # of Transistors 45 45 45 

NOTES 
IBias Current Specifications are guaranteed maximum at either input. 
2See Section 20 for package outline information. 
All min and max specifications are'guaranteed. 

Specifications in boldface are tested on all production units at fmal electrical test. 
Results from those tests are used to calculate outgoing quality levels. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS! 
Supply Voltage .......................... ± 18 V 
Internal Power Dissipation2 •••••••••••••••••• 650 mW 
Input Voltage ............................. ±Vs 
Differential Input Voltage3 ••••••••••••••••• ±0.7 Volts 
Output Short Circuit Duration ............... Indefinite 
Storage Temperature Range Q . . . . . . -65°C to + 150°C 
Storage Temperature Range N, R ........ -65°C to + 125°C 
Operating Temperature Range 

AD705]IK ......................... 0 to +70°C 
AD705AIB ...................... -40°C to +85°C 
AD705T ...................... - 55°C to + 125°C 

Lead Temperature Range 
(Soldering 60 seconds) ..................... 300°C 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indi
cated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

'8-Pin Plastic Package: alA ~ 165°ClWatt 
8·Pin Cerdip Package: aJA ~ llO°ClWatt 
8·Pin SmaIl Outline Package: aJA ~ 155°ClWatt 

'The Input pins of this amplifier are protected by back-to·back diodes. If the 
differential voltage exceeds ±O.7 volts, external series protection resistors 
should be added to limit the input current to less than 25 rnA. 
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Typical Characteristics (@ +25°C, Vs = ±15 v, unless otherwise noted) 
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Figure 19. Slew Rate & Gain 
Bandwidth Product vs. Value of 
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Figure 21b. Unity Gain Follower 
Large Signal Pulse Response 
RF = 10 k(]' CL = 50 pF 
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Figure 22a. Unity Gain Inverter 
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Figure 21c. Unity Gain Follower 
Small Signal Pulse Response 
RF = O(], CL = 100pF 

Figure 22b. Unity Gain Inverter 
Large Signal Pulse Response 
CL =50pF 
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Figure 21a. Unity Gain Follower 
(For Large Signal Applications, 
Resistor RF Limits the Current 
Through the Input Protection 
Diodes) 

Figure 21d. Unity Gain Follower 
Small Signal Pulse Response 
RF = on, CL = 1000pF 

Figure 22c. Unity Gain Inverter 
Small Signal Pulse Response 
CL = 100pF 



Figure 22d. Unity Gain Inverter Small Signal 
Pulse Response CL = 1000 pF 
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Figure 23a. Follower Connected in 
Feed-Forward Mode 

Figure 23b. Follower Feed-Forward 
Pulse Response 

A High Performance Differential Amplifier Circuit 

INPUT 

OUTPUT 

Figure 25 shows a high input impedance, differential amplifier 
circuit that features a high common mode voltage, and which 
operates at low power. Table I details its performance with 
changes in gain. To optimize the common mode rejection of this 
circuit at low frequencies and dc, apply a I volt, I Hz sine wave 
to both inputs. Measuring the output with an oscilloscope, adjust 
trimming potentiometer R6 for minimum output. For the best 
CMR at higher frequencies, capacitor C2 should be replaced 
with a 1.5 pF to 20 pF trimmer capacitor. 

Both the IC socket and any standoffs at the op amp's input ter
minals should be made of Teflon* to maintain low input current 
drift over temperature. 

"Teflon is a registered trademark of E.!. DuPont, Co. 

AD705 

Figure 24. Offset Null and Overcompensation 
Connections 

WAIIllIl«i: POTENTIAL 
DANGER FROM HIGH 
SOURCE VOLTAGE. THIS 
DIFFERENTIAL AMPLIFIER 
DOES NOT PROVIDE 
GALVANIC ISOLATION. 
INPUT SOURCE MUST BE 
REFERRED TO THE SAME 
GROUND CONNECTION AS 
THIS AMPLIFIER. 

SOURCE 

GND 

Rl 
100Mu 

~. 

Rl· 
1DDMn 

CIRCUIT GAIN, G = - R2 ~, R3 (1 + ~) 
YOUT = G (YIN - - VIN.) 

Cl 
5pF 

R2 
1GUU 

COMMON MODE INPUT RANGE = 10 (v" -1.5V) 
FOR Vs= ±15V, VCM RANGE = ±135Y 

R3 
200ku RS* 

RESISTORS R1 AND R1', R2 AND R2° 
ARE VICTOREEN MOX-200 114 WATT, 
1% METAL OXIDE. 

*SEETABLE I 

Figure 25. A High Performance 
Differential Amplifier Circuit 

Circuit R4 R5 Trimmed RTI Average Circuit 
Gain (0) (0) DCCMR Drift TC Bandwid th 

1 
10 
100 

(dB) (,..VI"C) -3 dB 

1.13 kn 10 kn 2:85 30 4.4 kHz 
lOOn 9.76 k!l 2:85 30 2.8 kHz 
10.2 n 10 kn >85 30 930 Hz 

Table I. Typical Performance of Differential Amplifier 
Circuit Operating at Various Gains 
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i\ lRz, 2·Pole, Active Filter 
Table IIgives recommended component values for the I Hz fIl
ter of Figure 26. An unusual characteristic of the AD705 is that 
both the input bias current and the input offset current and 
their drift remain low over niost of the op amps rated tempera
ture range. Therefore, for most applications, there is no need to 
use the normal balancing resistor tied between the noninverting 
terminal of the op amp and ground. Eliminating the standard 
balancing resistor reduces board space and lowers circuit noise. 
However, this resistor is needed at temperatllIes above 110°C, 
because input bias current starts to change rapidly, as shown by 

, Figure 27. 

INPUT 

Rl 
lMU 

Cl 

OUTPUT 

Desired Low Pole PoleQ Cl Value 
Pass Response Frequency 

(Hz) ( .... F) 

Bessel, Response 1.27 0.58, 0.14 
, , 

0;.707 O:i3 ' Butterworth Response 1.00 

0.1 dB Chebychev 0.93 0:77 p:~ 
,0:80 

,; 

0.2 dB Chebychev 0:90 tl.28 

0.5 dB Chebychev 0.85 ' Q;'86' 032 

LO dB Chebychev O.W ~.% 0.38 

Specified Values are for a -' 3 dB IKiin! of 1.0'Hz. , 

For other frequencies, simply scale capacitors CI and C2' directly; 
i.e., for 3 Hi Bessel response, Cl =,0.046' v.i,', C2 = '0.037 ,v.F. 

C2 Value 

( .... F) 

0.11 

0.11 

0.11 

0.11 

0.11 

0.10 

Table II. Recommended Component Values for the 1 Hz 
Low Pass Filter 

90 

JrrHO~T~ "" r---- BALANCE RESISTOR, R3. 

f' ......... ~ 

~ 
I 

~ 60 

i""'-
CAPACITORS Cl AND C2 
ARE SOUTHERN 
ELECTRONICS MPCC, 
POlYCARBONATE, ±S%, 
SO VOLT 

t'-... r-r-~ 1\ 
WITH OPTIONAL BALANCE 

OPTIONAL .- -------------------- -. 
BALANCE' R3 • 
RESISTOR -: 2MU : 
NETWORK • .. ----W\r----..... : 
WITHOUT THE 
NETWORK, PINS 
2 AND 6 OF THE 
AD70S ARE TIED 
TOGETHER. 

· · · · L----'---ll-------' '. 
1_ ......... __ ...................................................... _1 

Figure 26. A 1 Hz, 2-Pole Active Filter 
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1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
HIGH DC PRECISION 
50 fJ.V max Offset Voltage 
0.6 fJ.V/·C max Offset Drift 
110 pA max Input Bias Current 

LOW NOISE 
0.5 fJ.V p-p Voltage Noise, 0.1 Hz to 10 Hz 

LOW POWER 
750 fJ.A Supply Current 

Available in 8-Pin Plastic Mini-DIP, Hermetic Cerdip and 
Surface Mount (SOIC) Packages 

MIL-STD-883B Processing Available 
Single Version: AD705, Quad Version (AD704) 

PRIMARY APPLICATIONS 
Low Frequency Active Filters 
Precision Instrumentation 
Precision Integrators 

PRODUCT DESCRIPTION 
The AD706 is a dual, low power, bipolar op amp that has the 
low input bias current of a BiFET amplifier but which offers a 
significantly lower IB drift over temperature. It utilizes super
beta bipolar input transistors to achieve picoampere input bias 
current levels (similar to FET input amplifiers at room tempera
ture), while its IB typically only increases by 5 x at l2Soe (un
like a BiFET amp, for which IB doubles every lOoe for a 
l000x increase at 125°C). The AD706 also achieves the micro
volt offset voltage and low noise characteristics of a precision 
bipolar input amplifier. 

Since it has only 1/20 the input bias current of an OP-07, the 
AD706 does not require the commonly used "balancing" resis
tor. Furthermore, the current noise is 115 that of the OP-07 
which makes this amplifier usable with much higher source 
impedances. At 116 the supply current (per amplifier) of the OP-
07, the AD706 is better suited for today's higher density boards. 

The AD706 is an excellent choice for use in low frequency ac
tive filters in 12- and 14-bit data acquisition systems, in preci
sion instrumentation, and as a high quality integmtor. The 
AD706 is internally compensated for unity gain and is available 

Dual Picoampere Input 
Current Bipolar Op Amp 

AD706 I 
AD706 CONNECTION DIAGRAM 

Plastic Mini-DIP (N) 
Cerdip (Q) and 

Plastic SOIC (R) Packages 

in five performance grades. The AD706J and AD706K are rated 
over the commercial temperature mnge of 0 to + 70·e. The 
AD706A and AD706B are rated over the industrial temperature 
range of -40°C to +8S·e. The AD706T is rated over the mili
tary tempemture range of - ss·e to + 12S·e and is available pro
cessed to MIL-STD-883B, Rev. e. 

The AD706 is offered in three varieties of an 8-pin package: 
plastic mini-DIP, hermetic cerdip and surface mount (SOIC). 
"J" grade chips are also available. 

PRODUCT HIGHLIGHTS 
1. The AD706 is a dual low drift op amp that offers BiFET 

level input bias currents, yet has the low IB drift of a bipolar 
amplifier. It may be used in circuits using dual op amps such 
as the OP-200, and LTl024. 

2. The AD706 provides both low drift and high dc precision. 

3. The AD706 can be used in applications where a chopper am
plifier would normally be required but without the chopper's 
inherent noise. 
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SPECIFICATIONS (@ TA = +250 C, VCM = 0 V, and ±15 V dc, unless otherwise noted) 
AD706J/A AD706K/B AD706T 

Parameter Conditions Min Typ Max Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE 
Initial Offset 30 100 10 50 10 50 fLY 
Offset T min to T max, 40 150 25 100 25 100 fLY 
vs. Temp, Average TC 0.2 1.5 0.2 0.6 0.2 0.6 fLVf'C 
vs. Supply (PSRR) Vs =±2Vto±18V 110 132 112 132 112 132 dB 
Tmin to Tmax Vs = ±2.5 Vto ±18V 106 126 108 126 108 126 dB 
Long Term Stability 0.3 0.3 0.3 fLY/month 

INPUT BIAS CURRENT 
VCM = OV 50 200 30 110 30 120 pA 
VCM = ±13.5 V 250 160 170 pA 

vs. Temp, Average TC 0.3 0.2 0.2 pAI'C 
Tmin to Tmax VCM = 0 V 300 200 400 pA 
Tmin to Tmax VCM = ±13.5 V 400 300 600 pA 

INPUT OFFSET CURRENT VCM - 0 V 30 ISO 30 100 30 100 pA 
VCM = ±13.5 V 250 200 200 pA 

vs. Temp, Average TC 0.6 0.4 0.4 pAl'C 
T min to T max VCM = 0 V 80 250 80 200 80 300 pA 
Tmin to Tmax VCM = ±13.5 V 80 350 80 300 80 450 pA 

MATCHING CHARACTERISTICS 
Offset Voltage ISO 75 75 fLY 

Tmin to Tmax 250 150 200 fLY 
Input Bias Current" 300 150 200 pA 

Tmin to.Tmax 500 250 400 pA 
Common-Mode Rejection 106 110 110 dB 

Tmin to Tmax 106 108 108 dB 
Power Supply Rejection 106 110 110 dB 

Tmin to Tmax 104 106 106 dB 
Crosstalk @f= 10Hz 

(Figure 19a) RL = 2 kO 150 ISO ISO dB 

FREQUENCY RESPONSE 
Unity Gain Crossover 

Frequency 0.8 0.8 0.8 MHz 
Slew Rate G =-1 0.15 0.15 0.15 V/fLS 

Tmin to Tmax 0.15 0.15 0.15 V/fLS 

INPUT IMPEDANCE 
Differential 40112 40/12 40112 Mnt/pF 
Common Mode 300112 300112 300//2 Gnt/pF 

INPUT VOLTAGE RANGE 
Common-Mode Voltage ±13.5 ±14 ±13.5 ±14 ±13.5 ±14 V 
Common-Mode Rejection 

Ratio VCM = ±13.5 V 110 132 114 132 114 132 dB 
Tmin to Tmax 108 128 108 128 108 128 dB 

INPUT CURRENT NOISE 0.1 Hz to 10 Hz 3 3 3 pAp-p 
f = 10 Hz 50 50 50 fAty'Hz 

INPUT VOLTAGE NOISE 0.1 Hz to 10 Hz 0.5 0.5 1.0 0.5 1.0 fLVP-..e... 
f = 10 Hz 17 17 17 nV/y'Hz 
f=lkHz IS 22 IS 22 IS 22 nV/YHz 

OPEN-LOOP GAIN Vo = ±12V 
RLOAD = 10 kn 200 2000 400 2000 400 2000 V/mV 
Tmin to Tmax ISO 1500 300 1500 300 1500 V/mV 
Vo = ±IOV 
RLOAD = 2 kO 200 1000 300 1000 200 1000 VlmV 
Tmin to Tmax ISO 1000 200 1000 100 1000 V/mV 

OUTPUT CHARACTERISTICS 
Voltage Swing RLOAD = 10 kO ±13 ±14 ±13 ±14 ±13 ±14 V 

Tmio to Tmax ±13 ±14 ±13 ±14 ±13 ±14 V 
Current Short Circuit ±15 ±15 ±15 mA 
Capacitive Load 

Drive Capability Gain = +1 10,000 10,000 10,000 pF 
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AD706 
AD706J/A AD706KIB AD706T 

Parameter Conditions Min Typ Max Min Typ Max Min Typ Max Units 

POWER SUPPLY 
Rated Performance ±15 ±15 ±15 V 
Operating Range ±2.0 ±IB ±2.0 ±IB ±2.0 ±IB V 
Quiescent Current, Total 0.75 1.2 0.75 1.2 0.75 1.2 rnA 

Tmin to Tmax 0.8 1.4 0.8 1.4 0.8 1.6 rnA 

TRANSISTOR COUNT # of Transistors 90 90 90 

NOTES 
IBias current specifications are guaranteed maximum at either input. 
2Input bias current match is the difference between corresponding inputs (I. of - IN of Amplifier # I minus I. of - IN of Amplifier #2). 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ........................... ± IS V 
Internal Power Dissipation 

(Total: Both Amplifiers)' .................. 650 mW 
Input Voltage ............................. ±Vs 
Differential Input Voltage' ................. ±0.7 Volts 
Output Short Circuit Duration ............... Indefinite 
Storage Temperature Range Q .......... -65°C to + 150°C 
Storage Temperature Range N, R ........ -65°C to + l2SoC 
Operating Temperature Range 

AD706}/K ......................... 0 to + 70°C 
AD706NB ...................... -40°C to +SsoC 
AD706T ...................... - 55°C to + 125°C 

Lead Temperature (Soldering 10 sees) ........... + 300°C 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 

Contact factory for latest dimensions. 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

2Specification is for device in free air: 
8-Pin Plastic Package: alA = lOO'ClWatt 
8·Pin Cerdip Package: alA = llO'ClWatt 
8-Pin Small Outline Package: alA = 15SOCIWatt 

'The input pins of this amplifier are protected by back-to-back diodes. If the 
differential voltage exceeds ±0.7 volts, external series protection resistors 
should be added to limit the input current to less than 25 mAo 

ORDERING GUIDE* 

Temperature S-Pin Plastic 8-Pin S-Pin 
Range Mini-DIP (N-S) Cerdip (Q-S) SOIC (R-S) 

o to +70°C AD706}N AD706}R 
AD706KN 

-40°C to +SsoC AD706AQ 
AD706BQ 

-55°C to + 125°C AD706TQ 

·See Section 20 for package outline information. 
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Typical Characteristics (@ +25°C, Vs = ±15 v, unless othelWise noted) 
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Figure 19b. Crosstalk Test Circuit 

V,N 

SQUARE 
WAVE 
INPUT 

Figure 21a. Unity Gain Follower (For Large Signal 
Applications, Resistor RF Limits the Current 
Through the Input Protection Diodes.) 

Figure 21b. Unity Gain Follower 
Large Signal Pulse Response 
RF = 10 k{J, CL = 1,000 pF 

Figure 21c. Unity Gain Follower 
Small Signal Pulse Response 
RF = a {J, CL = 100 pF 

Figure 27d. Unity Gain Follower 
Small Signal Pulse Response 
RF = on, CL = 7000pF 
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Figure 22a. Unity Gain Inverter Connection Figure 22b. Unity Gain Inverter 
Large Signal Pulse Response 
CL = 1,OOOpF 

Figure 22c. Unity Gain Inverter 
Small Signal Pulse Response 
CL =100pF 

RS 
2.4k 

OPTIONAL 

AC C:
4
R\TRIM 

47.Sk \ R3 

GAIN TRIM 
(SOOk POT) 

RG 

R1 

6.34k 6.34k 

V'N -0-______ -' 

V'N t,---------------------' 
R2 2R2 

G = 1 + Fi1+iiG" (FOR R1 = R3. R2 = R4 + RS) 

ALL RESISTORS METAL ALM. 1% 

Figure 23. An Instrumentation Amplifier with a Gain of 10 

R2 
49.9k 

The instrumentation amplifier circuit of Figure 23 offers many 
performance benefits including BiFET -level input bias currents 
and low input offset voltage drift. It consumes only 1.0 rnA qui
escent current. Table I provides resistance values for 3 common 
circuit gains. For other gains, use the following equations: 

R2 = R4 + R5 = 49.9kO 

49.9 kO 
RI = R3 = 0.9 G - I 

99.8 k 
Max Value of RG = 0.06 G 

I 
CI ... 21T (R31 5 x 105 

Circuit Gain RI & R3 
(G) 

10 6.34 kO 

100 5260 

1,000 56.20 

Figure 22d. Unity Gain Inverter 
Small Signal Pulse Response 
CL = 1000pF 

R.. (Max Value Bandwidth 
of Potentiometer) (-3 dB), Hz 

166 kO 50 k 

16.6 kO 5k 

1.66 kO 0.5 k 

Table I. Resistance Values for Various Gains 
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'WITHOUT THE NETWORK, PINS 1 & " 
AND 6 & 7 OF THE AD706 ARE TIED 
TOGETHER. 

OUTPUT 

CAPACITORS Cl & C, ARE 
SOUTHERN ELECTRONICS 
MPCC, POL YCARB 
±5%,50VOLT 

Figure 25. A 1 Hz, 4-Pole Active Filter 

A 1 Hz, 4,Pole, Active Filter 
An important characteristic of the AD706 is that both the input 
bias current, input offset current and their drift remain low over 
most of the op amp's rated temperature range. Therefore, for 
most applications, there is no need to use the normal balancing 
resistor. Adding the balancing resistor enhances performance at 
high temperatures, as shown by Figure 26. 

Section 1 Section 2 
Desired Low Frequency Q Frequency 
Pass Response (Hz) (Hz) 

Bessel 1.43 0.522 1.60 
Butterworth 1.00 0.541 1.00 
0.1 dB Chebychev 0.648 0.619 0.948 
0.2 dB Chebychev 0.603 0.646 0.941 
0.5 dB Chebychev 0.540 0.705 0.932 
1.0 dB Chebychev 0.492 0.785 0.925 

NOTE 

180 

~ 120 

~ (j 60 

~ 
I!; 

~ -60 
~ g 
~ -120 

-180 

-

"'-
~ 

BALANCE RESISTOR, R3. 

\ r-..... I I I 
I"""-'f-U 

WITH OPTIONAL BALANCE-
RESISTOR,R3 

-60 -40 -20 0 +20 ... 40 +60 +80 .100 +120 +140 

Q 

TEMPERATURE - 0C 

Figure 26. Vos vs. Temperature 
Performance of the 1 Hz Filter 

CI C2 C3 C4 
(jLF) (jLF) (jLF) (jLF) 

0.806 0.116 0.107 0.160 0.0616 
1.31 0.172 0.147 0.416 0.0609 
2.18 0.304 0.198 0.733 0.0385 
2.44 0.341 0.204 0.823 0.0347 
2.94 0.416 0.209 1.00 0.0290 
3.56 0.508 0.206 1.23 0.0242 

Specified Values are for a - 3 dB point of 1.0 Hz. For other frequencies simply scale capacitors CI through C4 
directly; i.e.: for 3 Hz Bessel response, CI = 0.0387 IJoF, C2 = 0.0357IJoF, C3 = 0.0533 IJoF, C4 = 0.0205 IJoF. 

Table If. 1 Hz, 4-Pole, Low Pass Filter Recommended Component Values 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Very High DC Precision 
15/LV max Offset Voltage 
0.1/LV/"C max Offset Voltage Drift 
0.35/LV p-p max Voltage Noise (0.1 Hz to 10 Hz) 
8 V//LV min Open-Loop Gain 
130 dB min CMRR 
120 dB min PSRR 
1 nA max Input Bias Current 

AC Performance 
0.3 V//Ls Slew Rate 
0.9 MHz Closed-Loop Bandwidth 
Dual Version: AD708 

PRODUCT DESCRIPTION 
The AD707 is a low cost, high precision op amp with state-of
the-art performance that makes it ideal for a wide range of pre
cision applications. The offset voltage spec of less than IS .. Vis 
the best available in a bipolar op amp, and maximum input 
offset current is 1.0 nA. The top grade is the first bipolar 
monolithic op amp to offer a maximum offset voltage drift of 
0.1 .. VI"C, and offset current drift and input bias current drift 
are both specified at 25 pAJoC maximum. 

The AD707's open-loop gain is 8 VI .. V minimum over the full 
± 10 V output range when driving a I kfl load. Maximum input 
voltage noise is 350 nV p-p (0.1 Hz to 10 Hz). CMRR and 
PSRR are 130 dB and 120 dB minimum, respectively. 

The AD707 is available in versions specified over commercial, 
industrial and military temperature ranges. It is offered in 8-pin 
plastic mini-DIP, small outline (SOIC), hermetic cerdip and 
hermetic TO-99 metal can packages. Chips, MIL-STD·883B, 
Rev. C, and tape & reel parts are also available. 

Ultralow Drift Op Amp 
AD707 I 

AD707 CONNECTION DIAGRAM 

TO-99 (H) 
Package 

NOTE: PIN 4 CONNECTED 
TO CASE 

NULL 

-v, 
Ne = NO CONNECT 

Plastic (N) 
and Cerdip (Q) 

Packages 

NULL 

-IN 

SOIC (R) Package 

+IN =:tt-1V 

-Vs 

Ne '" NO CONNECT' 

APPLICATION HIGHLIGHTS 

NULL 

OUTPUT 

NC 

I. The AD707's 13 V/ .. V typical open-loop gain and 140 dB 
typical common-mode rejection ratio make it ideal for preci
sion instrumentation applications. 

2. The precision of the AD707 makes tighter error budgets pos
sible at a lower cost. 

3. The low offset voltage drift and low noise of the AD707 al
low the designer to amplify very small signals without sacri
ficing overall system performance. 

4. The AD707 can be used where chopper amplifiers are re
quired, but without the inherent noise and application prob
lems. 

5. The AD707 is an improved pin-for-pin replacement for the 
OP-07, OP·77, OP-I77 and the LTiOOI. 
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SPECIFICATIONS (@ + 25°C and ± 15 V dc, unless otherwise noted) 

AD707J/A AD707KIB/S AD707CIT 
Conditions Min Typ Max Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE 
Initial 30 90 10 25 5 15 ,.v 
VB. Temperature 0.3 1.0 0.1 0.3 0.03 0.1 ,.vrc 

T_toT""", 50 100 15 45 71818 25 ,.V 
Long-Term Stability 0.3 0.3 0.2 ,.Vlmonth 
Adjustment Range R2 =20 kO (Figure 19) +4 +4 +4 mV 

INPUT BIAS CURRENT 1.0 2.5 0.5 1.5 0.5 1.0 nA 
T_toT""", 2.0 4.0 1.5 3.0 1.0 2.0 nA 

Average Drift 15 40 15 25125/35 10 25 pAre 
OFFSET CURRENT VCM=OV 0.5 2.0 0.3 1.5 0.1 1.0 nA 

T_ toT .... 2.0 4.0 1.0 2.0 0.2 1.5 nA 
Average Drift 2 40 1 25125/35 1 25 pAre 

INPUT VOLTAGE NOISE 0.1 to 10 Hz 0.23 0.6 0.23 0.6 0.23 0.35 ,.Vp-..2... 
f = 10 Hz 10.3 15 10.3 14 10.3 13 nV/v'!!z 
f= 100 Hz 10.0 13.0 10.0 12 10.0 11.0 nVlv'!!z 
f=lkHz 9.6 11.0 9.6 11.0 9.6 11.0 nVlyHz 

INPUT CURRENT NOISE 0.1 Hz to 10 Hz 14 35 14 30 14 30 pAP-.IL 
f= 10 Hz 0.32 0.9 0.32 0.8 0.32 0.8 pAlv'!!z 
f = 100 Hz 0.14 0.27 0.14 0.23 0.14 0.23 pAl'.t'fu 
f=lkHz 0.12 0.18 0.12 0.17 0.12 0.17 pAlyHz 

COMMON-MODE 
REJECTION RATIO VCM = ±13V 120 140 130 140 130 140 dB 

T_toT""", 120 140 130 140 130 140 dB 
OPEN-LOOP GAIN Vo - ±10V 

RLOAD2:2 kO 3 13 5 13 8 13 V/,.V 
T_toT""", 3 13 5 13 8 13 V/,.V 
RLOAD2:1kO 3 13 5 13 8 13 V/,.V 

POWER SUPPLY 
REJECTION RATIO VB = ±3Vto±18V 110 130 115 130 120 130 dB 

T_toT .... 110 130 115 130 120 130 dB 
FREQUENCY RESPONSE 

Closed-Loop Bandwidth 0.5 0.9 0.5 0.9 0.5 0.9 MHz 
Slew Rate 0.15 0.3 0.15 0.3 0.15 0.3 V/jJ.s 

INPUT RESISTANCE 
Differential 24 100 45 200 60 200 MO 
Common Mode 200 300 400 GO 

OUTPUT CHARACTERISTICS 
Voltage RLOAD2:1O kO 13.5 14 13.5 14 13.5 14 ±V 

RLOAD2:2 kO 12.5 13.0 12.5 13.0 12.5 13.0 ±V 
RLOAD2:1 kO 12.0 12.5 12.0 12.5 12.0 12.5 ±V 
RLOAD2:2 kO 
T_toT""", 12.0 13.0 12.0 13.0 12.0 13.0 ±V 

OPEN-LOOP OUTPUT 
RESISTANCE 60 60 60 0 

POWER SUPPLY 
Current, Quiescent 2.5 3 2.5 3 2.5 3 mA 
Power Consumption, No Load VB = ±15 V 75 90 75 90 75 90 mW 

VB =±3 V 7.5 9.0 7.5 9.0 7.5 9.0 mW 
TEMPERATURE RANGE 

Operating, Rated Performance 
Commercial o to +70'C AD707JN, AD707JR AD707KN, AD707KR1 

Industtial -40'C to +85'C AD707 AQ, AD707 AU AD707BQ, AD707BH AD707CQ, AD707CH 
AD707AR 

Military -55'C to + 125'C AD707SQ, AD707SH AD707TQ, AD707TH 

PACKAGE OPTIONS2 

Plastic (N-8) AD707JN AD707KN 
Cetdip (Q-8) AD707AQ AD707BQ/SQ AD707CQITQ 
TO-99 (H~8A) AD707AU AD707BHlSH AD707CHlTH 
SOIC(R-8) AD707JR, AD707AR AD707KR 
Tape and Reel AD707JR-Reel AD707KR·Reel 
Chips AD707J -Chips AD707S-Chips 
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AD707 
NOTES 
'AD707KR parts are production tested at +25"C only. All Tmin to T~x specifications are guaranteed but not 100% tested for this grade. 
'See Section 20 for package outline information. 
All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test. Results from those tests are 
used to calculate outgoing quality levels. 
Specifications are subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ........................... ±22 V 
Internal Power Dissipation' .................. 500 mW 
Input Voltage ............................. ±Vs 
Output Short Circuit Duration ............... Indefinite 
Differential Input Voltage ............... +Vs and -Vs 
Stomge Temperature Range Q, H ........ -65°C to + 150°C 
Stonge Temperature Range N, R ........ -65°C to + l2SoC 
Lead Tempemture Range (Soldering 60 sec) ....... +300°C 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. Exposure [0 absolute maximum rating con
ditions for extended periods may affect device reliability. 

'8-pin plastic package: OJA = 165"C/watt; 8-pin cerdip package: OJA = 
1l0"CIwatt; 8-pin small outline package: OJA = 155"C/watt; 8-pin header 
package: 200"CIwatt. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm) 
Contact factory for latest dimensions. 

~\~------------------~ 
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Typical Characteristics 
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OFFSET NULLING 
The input offset voltage of the AD707 is the lowest available in 
a bipolar op amp, but if additional nulling is required, the cir
cuit shown in Figure 19 offers a null range of 200 jL V. For 
wider null capability, omit Rl and substitute a 20 kn potenti
ometer for R2. 

Figure 19. External Offset Nulling and Power Supply 
Bypassing 

GAIN LINEARITY INTO A 1 kO LOAD 
The gain and gain linearity of the AD707 are the highest avail
able among monolithic bipolar amplifiers. Unlike other dc preci
sion amplifiers, the AD707 shows no degradation in gain or gain 
linearity when driving loads in excess of I kO over a ± 10 V 
output swing. This means high gain accuracy is assured over 
the output range. Figure 20 shows the gain of the AD707, 
AD OP-07, and the OP-77 amplifiers when driving a 1 kO load. 

The AD707 will drive 10 mA of output current with no signifi
cant effect on its gain or linearity. 

.~ AD707 

\ 

~ ~ ADOP·07 

\. - r---
I 

"N 
I 

OP-77 

(II 250C 1 RlOAD =1kU 

15 10 5 o 10 15 
OUTPUT VOLTAGE- V 

Figure 20. Gain Linearity of the AD707 vs. 
Other DC Precision Op Amps 
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OPERATION WITH A GAIN OF 100 
Demonstrating the outstanding dc precision of the AD707 in 
practical applications, Table I shows an error budget calculation 
for the gain of -100 configuration shown in Figure 21. 

lOkI! 

VOUT 

Figure 21. Gain of -100 Configuration 

Error Source 

Vos 
los 
Gain (2 kn Load) 
Noise 
Vos Drift 

Maximum Error Contribution 
Av = 100 (C Grade) 

(Full Scale: VOVT = 10 V, VIN = 100 mY) 

15 ... V/IOO mV = 150 ppm 
(100 O)(l nA)/IOO mV I ppm 
(100 V/8 x 106)100 mV 13 ppm 
0.35 ... V/l00 mV 4 ppm 
(0.1 W'C)/IOO mV I ppml"C 

- 168 ppm 
+ I ppml"C 

Total Unadjusted Error 
@ +25°C = 168 ppm> 12 Bits 

= 268 ppm> 11 Bits @ - 55"C to + 125°C 
With Offset Calibrated Out 

@ +25°C 
@ - 55"C to + 125°C 

= 17 ppm>15 Bits 
= 117 ppm> 13 Bits 

Table I. Error Budget 

Although the initial offset voltage of the AD707 is very low, it is 
nonetheless the Inajor contributor to system error. In cases 
requiring additional accuracy, the circuit shown in Figure 19 
can be used to null out the initial offset voltage. This method 
will also cancel the effects of input offset current error. With the 
offsets nulled, the AD707C will add less than 17 ppm of error. 

This error budget assumes no error in the resistor ratio and no 
errors from power supply variation (the 120 dB minimum PSRR 
of th~ AD707C makes this a good assumption). The external 
resistors can cause gain error from misInatch and drift over 
temperature. 



IS·BIT SETTLING TIME 
Figure 22 shows the AD707 settling to within 80 11 V of its final 
value for a 20 V output step in less than 100 I1S (in the test con
figuration shown in Figure 23). To achieve settling to 18 bits, 
any amplifier specified to have a gain of 4 V/I1 V would appear 
to be good enough, however, this is not the case. In order to 
truly achieve 18-bit accuracy, the gain linearity must be better 
than 4 ppm. 

The gain nonlinearity of the AD707 does not contribute to the 
error, and the gain itself only contributes 0.1 ppm. The gain 
error, along with the Vos and Vos drift errors do not comprise 
I LSB of error in a 18-bit system over the military temperature 
range. If calibration is used to null offset errors, the AD707 
resolves up to 20 bits at + 25°C. 

REFERENCE 
SIGNAl: 
10V/Div 

D.U.T 
OUTPUT 
ERROR: 

SO ... V/Oiy 

OUTPUT: 
lOY/Div ~ 

r------ -, 
FLAT· TOP 
PULSE 
GENERATOR 

DATA 
I DYNAMICS 

5109 

I 

OR 
EaUIVALENT 

I I L. _______ .J 

fl ,,,-

~/ 
TIME 50 ... sJDlv 

Figure 22. 18-8it Settling 

2XHP1N6263 

2kU 

-Vs +ys 

Figure 23. Op Amp Settling Time Test Circuit 

AD707 
140 dB CMRR INSTRUMENTATION AMPLIFIER 
The extremely tight dc specifications of the AD707 enable the 
designer to build very high performance, high gain instrumenta
tion amplifiers without having to select matched op amps for the 
crucial first stage. For the second stage, the lowest grade AD707 
is ideally suited. The CMRR is typically the same as the high 
grade parts, but does not exact a premium for drift performance 
(which is less critical in the second stage). Figure 24 shows an _ 
example of the classic instrumentation amp. Figure 25 shows ~ 
that the circuit has at least 140 dB of common-mode rejection 
for a ±IO V common-mode input at a gain of 1001 (RG = 200). 

CIRCUIT GAIN = 20~:0 + I 

R4 
10kH 

R2 
10kH 

RI 
10kH 

20011 

9.9kH '] 
R2 

ReM j 

Figure 24. A 3 Op Amp Instrumentation Amplifier 

High CMRR is obtained by first adjusting ReM until the output 
does not change as the input is swept through the full common
mode range. The value of RG should then be selected to achieve 
the desired gain. Matched resistors should be used for the out
put stage so that ReM is as small as possible. The smaller the 
value of ReM' the lower the noise introduced by potentiometer 
wiper vibrations. To maintain the CMRR at 140 dB over a 20°C 
range, the resistor ratios in the output stage, RIIR2 and R31R4, 
must track each other better than 10 ppml"C. 

INPUT 
COMMON· 
MODE 
SIGNAL: 10V/Diy 

COMMON·MODE 
ERROR REFERRED 
TO INPUT; 
5ltVlDiv 

/-~ 
~ / 

TIME-2secJDlv 

Figure 25. Instrumentation Amplifier 
Common-Mode Rejection 

CHl 

CHZ 
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PRECISION CURRENT TRANSMITTER 
The AD707's excellent de performance, especially the low offset 
voltage, low offset voltage drift and high CMRR, makes it possi
ble to make a high precision voltage-controlled current transmit
ter using a variation of the Howland Current Source circuit 
(Figure 26). This circuit provides a bidirectional load current 
which is derived from a differential input voltage. 

The performance and accuracy of this circuit will depend almost 
entirely on the tolerance and selection of the resistors. The scale 
resistor (RscALE) and the four feedback resistors directly affect 
the accuracy of the load current and should be chosen carefully 
or trimmed. 

As an example of the accuracy achievable, assume IL must be 
10 rnA, and the available VIN is only 10 mV. 

V ,N 

R3 
lOOk!! 

Rl 
lOOk!! 

RSCALE = 10mV/10 rnA =1 n 
IERROR due to the AD707C: 

Maximum IERROR = 2(V os)/RscALE + 2(Vos Drift)/RscALE + 
los (100 klRsCALE) 

= 2 (15 ",V)/I 0+2 (0.1 ",VrC)/1 0 
+ InA (100 k)/I 0 (1.5 nA @ 125°C) 

= 30 ",A+ 0.2 ",ArC + 100 ",A 
(ISO ,..A @ 125°C) 

= 130 ",AlIO rnA = 1.3% (ii 25°C 
= 120 ",AlIO mA = 2.00.25% fa l2SoC 

Low drift, high accuracy resistors are required to achieve high 
precision. 

+V. 
R4 

100kll 

R2 
lOOk!! 

RSCALE 

+O-~~~--------------~~-1 

Figure 26. Precision Current Source/Sink 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Very High dc Precision 

30",\( max Offset Voltage 
0.3",V/·C max Offset Voltage Drift 
0.35",V POp max Voltage Noise (0.1 to 10Hz) 
5 Million V IV min Open Loop Gain 
130dB min CMRR 
120dB min PSRR 

Matching Characteristics 
30",V max Offset Voltage Match 
0.3",VI"C max Offset Voltage Drift Match 
130dB min CMRR Match 

Single: AD707 
Available in 8-Pin Plastic Mini-DIP. 

Hermetic Cerdip and TO-99 Metal Can 
Packages. Chips and 1883B Parts Available. 

PRODUCT DESCRIPTION 
The AD708 is a very high precision, dual monolithic operational 
amplifier. Each amplifier individually offers excellent dc preci
sion with the best available max offset voltage and offset voltage 
drift of any dual bipolar op amp. In addition, the matching 
specifications are the best available in any dual op amp. 

The AD708 sets a new standard for dual precision op amps by 
providing 5V1J.L V min open loop gain and guaranteed max input 
voltage noise of 350nV POp (0.1 to 10Hz). All dc specifications 
show excellent stability over temperature, with offset voltage 
drift typically O.IJ.LV(C and input bias current drift of 25pAfC 
max. Both CMRR (BOdB min) and PSRR (120dB min) are an 
order of magnitude improved over any available single mono
lithic op amp except the AD707. 

The AD708 is available in four performance grades. The 
AD708J is rated over the commercial temperature range of 0 to 
+70·C and is available in a plastic mini-DIP package. The 
AD708A and AD708B are rated over the industrial temperature 
range of -40·C to +SS·C and are available in a cerdip and TO-
99 package. The AD70SS is rated over the military temperature 
range of - 550C to + 125·C and is available in cerdip and TO-99 
packages. Military versions are available processed to 
MIL-STD·SS3B, Rev. C. 

Ultralow Offset Voltage 
DualOpAmp 

AD708 I 
AD708 CONNECTION DIAGRAMS 

+V. 

-v 
TOP VIEW 

NOTE, PIN 4 CONNECTED TO CASE 

Plastic (N), 
and Cerdip (Q) 

Packages 

APPLICATION HIGHLIGHTS 

TO-99 (H) 
Package 

TOP VIEW 

1. The combination of outstanding matching and individual 
specifications makes the AD70S ideal for constructing high 
gain, precision instrumentation amplifiers. 

2. The low offset voltage drift and noise of the AD708 allows 
the designer to amplify very small signals without sacrificing 
overall system performance. 

3. The AD70S's 10VlJ.LV typical open loop gain and l40dB 
common-mode rejection make it ideal for precision 
applications. 

4. Unmounted dice are available for hybrid circuit 
applications. 

5. The AD70S is an improved replacement for the OP-207, 
OP-200 and the L T1OO2. 
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SPECIFICATIONS (@+25°C and +15V de unless otherwise noted) -
AD708J/A AD708B AD708S 

Model Conditions Min Typ Max Min Typ Max Min Typ Max Unils 

INPUT OFFSET VOLTAGE' 30 ' 100 5 SO 5 30 flV 
Tmin-Tmax 50 150 IS 65 15 SO flV 

Drift 0.3 1.0 0.1 0.4 0.1 0.3 flVI"C 
Long Term Stability 0.3 0.3 0.3 flVlmonth 

INPUT BIAS CURRENT 1.0 2.5 0.5 1.0 0.5 1 nA 
Tmin-Tmax 2.0 4.0 1.0 2.0 1.0 4 nA 

Average Drift IS 40 10 25 10 30 pAI"C 

OFFSET CURRENT VCM=OV 0.5 2.0 0.1 1.0 0.1 1 nA 
Tmin-Tmax 2.0 4.0 0.2 1.5 0.2 1.5 nA 

Average Drift 2 60 I 25 1 25 pAI"C 

MATCHING CHARACTERISTICS2 

Offset Voltage 80 SO 30 flV 
Tmin-Tmax ISO 75 SO flV 

Offset Voltage Drift 1.0 0.4 0.3 flVI"C 
Input Bias Current 4.0 1.0 1.0 nA 

Tmin-Tmax 5.0 2.0 2.0 nA 
Common-Mode Rejection 120 140 130 140 130 140 dB 

Tmin-Tmax llO 130 130 dB 
Power Supply Rejection 110 120 120 dB 

Tmin-Tmax llO 120 120 dB 

Channel Separation 135 140 140 dB 

INPUT VOLTAGE NOISE O.llli to 10lli 0.23 0.6 0.23 0.6 0.23 0.35 flVP-P 
f=lOlli 10.3 18 10.3 12 10.3 12 nVlvlh 

f=100Hz 10.0 13.0 10.0 11.0 10.0 II nV/vlh 

f=lklli 9.6 11.0 9.6 ll.O 9.6 11 nV/vlh 

INPUT CURRENT NOISE O.IHz to 10Hz 14 35 14 35 14 35 pAp-p 

f=IOHz 0.32 0.9 0.32 O.B 0.32 O.B pNvlh 

f=100Hz 0.14 0.27 0.14 0.23 0.14 0.23 pNvlh 

f=lkHz 0.12 O.IB 0.12 0.17 0.12 0.17 pNvlh 

COMMON-MODE 
REJECTION RATIO VcM=±I3V 120 140 130 140 130 140 dB 

Tmin-Tmax 120 140 130 140 130 140 dB 

OPEN LOOP GAIN Vo=±IOV 

RLOA022kO 3 10 5 10 5 10 V/flV 

Tmin-Tmax 3 10 5 10 4 7 V/flV 

POWER SUPPLY 
REJECTION RATIO Vs=±3V to ±IBV 110 130 120 130 120 130 dB 

Tmin-Tmax 110 130 120 130 120 130 dB 

FREQUENCY RESPONSE 
Closed Loop Bandwidth 0.5 0.9 0.5 0.9 0.5 0.9 Mlli 

Slew Rate 0.15 0.3 0.15 0.3 0.15 0.3 V/flS 

INPUT RESISTANCE 
Differential 60 200 200 MO 

Common Mode 200 400 400 GO 

OUTPUT VOLTAGE RLOAo21OkO 13.5 14 13.5 14 13.5 14 ±V 
RLOA022kO 12.5 13.0 12.5 13.0 12.5 13 ±V 
RLOAo21kO 12.0 12.5 12.0 12.5 12.0 12.5 ±V 

RLOA022kO 

Tmin-Tmax 12.0 13.0 12.0 13.0 12.0 13 ±V 

OPEN LOOP OUTPUT 
RESISTANCE 60 60 60 0 
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AD708J/A 
Model Conditions Min Typ Max 

POWER SUPPLY 
Current, Quiescent 4.5 5.5 
Power Consumption Vs~±15V 

No Load 135 165 
Vs~±3V 12 18 

Operating Range ±3 ±IS 

PACKAGE OPTIONS' 
Plastic (N-S) AD70SJN 
Cerdip (Q-S) AD70SAQ 

TO-99 (H-OSA) AD70SAH 
AD70S] Chips 

] Grade Chips Available 

NOTES 
'Input Offset Voltage specifications are guaranteed after 5 minutes of operation at T A ~ 25"C 
'Matching is defined as Ibe difference between parameters of Ibe two amplifiers. 
'See Section 20 for package outline information. 

AD708 
AD708B AD708S 

Min Typ Max Min Typ Max Units 

4.5 5.5 4.5 S.s rnA 

135 165 135 165 mW 
12 18 12 18 mW 

±3 ±IS ±3 ±IS V 

AD70SBQ AD70SSQ 

AD70SBH AD70SSH 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at fmal electrical test. Results from those tests are 
used to calculate outgoing quality levels. 

Specifications subject to cbange wilbout notice. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ±22V 
Internal Power Dissipation2 •••••••••••••••••• SOOmW 
Input Voltage3 ••••••••••••••••••••••••••••• ±Vs 
Output Shon Circuit Duration ............... Indefmite 
Differential Input Voltage . . . . . . . . . . . . . . . + V s and - V s 
Stomge Temperature Range Q, H ........ -65°C to + 150°C 
Storage Temperature Range N .......... -65°C to + 125°C 
Lead Temperature Range (Soldering 60sec) ........ + 300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indi
cated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

'Thermal Characteristics 
S-Pin Plastic Package: alA ~ 165'ClWatt 
8-Pin Cerdip Package: 0IC ~ 22'CIWatt, alA = 1I0"ClWatt 
8-Pin Metal Can Package: 0IC ~ 65'CIWatt, alA ~ 1500ClWatt 
'For supply voltages less !ban ±22V, Ibe absolute maximum input voltage is 
equal to Ibe supply voltage. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 
Contact factory for latest dimensions. 

1--------- &12~ --------ot 
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Typical Characteristics (Vs=±15V and TA= +25°C unless otherwise noted) 
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Matching Characteristics 
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CROSSTALK PERFORMANCE OF THE AD708 
The AD708 exhibits very low crosstalk as shown in Figures 24, 
25 and 26. Figure 24 shows the offset voltage induced in side B 
of the AD708 when side A's output is moving slowly (0.2Hz) 
from -IOV to + IOV under no load. This is the least stressful 
situation to the part since the overall power in the chip does not 
change; only the location of the power in the output devices 
changes. Figure 25 shows side B's input offset voltage change 
when side A is driving a 2kn load. Here the power is being 
changed in the chip with the maximum power change occurring 
at ±7.SV. Figure 26 shows crosstalk under the most severe con
ditions. Side A is connected as a follower with OV input, and is 
now forced to sink and source ±SmA of output current 
(Power = (30V)(SmA) = ISOmW). Even this large change in 
power causes only an 8 .... V (linear) change in side B's input off
set voltage. 

OPERATION WITH A GAIN OF -100 
To show the outstanding dc precision of the AD708 in real 
application, Table I shows an error budget calculation for a gain 
of -100 configuration shown in Figure 27. 

lOOk!! 

VOUT 

Figure 27. Gain of -100 Configuration 

Error Sources 

Vos 
los 
Gain (2kn load) 
Noise 
Vos Drift 

Total Unadjusted 
Error 

With Offset 
Calibrated Out 

Maximum Error Contribution 
Av = 100 (S Grade) 

(Full Scale: VouT=IOV, VIN=IOOmV) 

30 .... V/IOOmV = 300ppm 
(100kn)(lnA)/IOV = 10ppm 
(IOV/(S*106))/IOOmV = 20ppm 
0.3S .... V/IOOmV = 4ppm 
(O.3 .... Vf'C)/IOOmV = 3ppmf'C 

«1' 25°C 
-55°C to + 125°C 

(ii' 25°C 
-55°C to + 125°C 

Table I 

= 334ppm 
+ 3ppmf'C 

= 334ppm> II Bits 
= 634ppm> 10 Bits 

= 34ppm> 14 Bits 
= 334ppm> II Bits 

This error budget assumes no error in the resistor ratio and no 
error from power supply variation (the 120dB minimum PSRR 
of the AD708S makes this a good assumption). The external 
resistors can cause gain error from mismatch and drift over 
temperature. 

AD708 

V1NA 

10kl! 10kU 10kH 

A, S, 

A, 5, 

S. 

AD7502 

-v, 
5, 

+v, 

10k!! 10kU 10kH 

Figure 28. Precision PGA 

High Precision Programmable Gain Amplifier 
The three op amp programmable gain amplifier shown in Figure 
28 takes advantage of the outstanding matching characteristics of 
the AD708 to achieve high dc precision. The gains of the circuit 
are controlled by the select lines, AO and Al of the AD7502 
multiplexer, ~nd are I, 10, 100 and 1000 in this design. 

The input stage attains very high dc precision due to the 30 .... V 
maximum offset voltage match of the AD708S and the InA 
maximum input bias current match. The accuracy is maintained 
over temperature because of the ultralow drift performance of 
the AD708. The output stage uses an AD707J and well matched 
resistors configured as a precision subtracter. 

To achieve 0.1% gain accuracy, along with high common-mode 
rejection, the circuit should be trimmed as follows: 

To maximize common-mode rejection: 
I. Set the select lines for Gain = 1 and ground V INB' 

2. Apply a precision dc voltage to VINA and trim RA until 
V 0 = - V INA to the required precision. 

3. Next connect VINB to VINA and apply an input 
voltage equal to the full-scale common-mode expected. 

4. Trim RB until Vo=OV. 

To minimize gain errors: 
I. Select Gain = 10 with the control lines and apply a differential 

input voltage. 

2. Adjust the 1000. potentiometer such that Vo = 10VIN (adjust 
VIN magnitude as necessary). 

3. Repeat for Gain = 100 and Gain = 1000, adjusting lkn and 
IOkn potentiometers, respectively. 

The design shown should allow for 0.1 % gain accuracy and 
O.I .... VN common-mode rejection when ±I% resistors and ±S% 
potentiometers are used. 
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BRIDGE SIGNAL CONDITIONER 
The AD708 can be used in the circuit in Figure 29 to produce 
an accurate and inexpensive dynamic bridge conditioner. The 
low offset voltage match and low offset voltage drift match of 
the AD708 combine to achieve circuit performance better than 
all but the best instrumentation amplifiers. The AD708's out
standing specs: open loop gain, input offset currents and low 
input bias currents, do not limit circuit accuracy. 

As configured, the circuit only requires a gain resistor, Rc" of 
suitable accuracy and a stable, accurate voltage reference. The 
transfer function is: 

VO=VREF [aRJ(R+aR)][RdRl 

and the only significant errors due to the AD708S are: 

Vosout = (V osmatch)(2RdR) = 25m V 

Vos0tit(T) = (Vosdrift)(2Rc,/R) = O.3mV/oC 

To achieve high accuracy, the resistor RG should be O. I % or 
better and have a low drift coefficient. 

+15V 

AD580 

2.5V r-----, 
v .. , 

-15V 

Figure 29. Bridge Signal Conditioning Circuit 

10kU 10kU 

VIN 10kll 

5kU 

Figure 30. Precision Absolute Value Circuit 
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PRECISION ABSOLUTE VALUE CIRCUIT 
The AD708 is ideally suited to the precision absolute value cir
cuit shown in Figure 30. The low offset voltage match of the 
AD708 enables this circuit to accurately resolve the input signal. 
In addition, the tight offset voltage drift match maintains the 
resolution of the circuit over the fall military temperature range. 
The AD708's high dc open loop gain and exceptional gain lin
earity aIlowsthe circuit to perform well at both large and smaIl 
signal levels. 

In this circuit, the only significant dc errors are due to the offset 
voltage of the two amplifiers, the input offset current match of 
the amplifiers, and the mismatch of the resistors. Errors .associ
ated with the AD708S contribute less than 0.001 % error over 
- 55°C to + 125°C. 

Maximum error at 25°C 

30!-'V + (lOkO)(lnA) 

lOV 
error at + 125°C or -55°C 

50!-'V + (2nA)(lOkO) 

10V 

40!-'VIlOV 4ppm Maximum 

7ppm @' + 125°C 

Figure 31 shows VOUT vs. VIN for this circuit with a ±3mV 
input signal at O.OSHz. Note that the circuit exhibits vety low 
offset at the zero crossing. This circuit can also produce 
V OUT = -IV INI by reversing the polarity of the two diodes. 

V'N=1mV/Div 

Figure 31. Absolute Value Circuit Performance 
(Input signal = O.05Hz) 

SELECTION OF PASSIVE COMPONENTS 
To take full advantage of the high precision and low drift 
characteristics of the AD708, high quality passive components 
must be used. Discrete resistors and resistor networks with tem
perature coefficients of less than 10ppmfOC are available from 
Vishay, Caddock, PRP and others. 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Enhanced Replacement for LF411 and TL081 
AC PERFORMANCE: 

Settles to ±O.01% in 1p.s 
16V/ .... s min Slew Rate IAD711J) 
3MHz min Unity Gain Bandwidth IAD711J) 

DC PERFORMANCE: 
O.25mV max Offset Voltage: IAD711C) 
3 .... Vrc max Drift: IAD711C) 
200V/mV min Open-Loop Gain IAD711K) 
4 .... V p-p max Noise. O.1Hz to 10Hz IAD711C) 

Available in Plastic Mini-DIP. Plastic SO. Hermetic 
Cerdip. and Hermetic Metal Can Packages 

MIL-STD-883B Parts Available 
Available in Tape and Reel in Accordance with 

EIA-481A Standard 
Surface Mount ISOIC) 
Dual Version: AD712 
Quad Version: AD713 

PRODUCT DESCRIPTION 
The AD711 is a high speed, precision monolithic operational 
amplifier offering high performance at very modest prices. Its 
very low offset voltage and offset voltage drift are the results of 
advanced laser wafer trimming technology. These performance 
benefits allow the user to easily upgrade existing designs that 
use older precision BiFETs and, in many cases, bipolar op 
amps. 

The superior ac and dc performance of this op amp makes it 
suitable for active filter applications. With a slew rate of l6V/ .... s 
and a settling time of l .... s to ±0.01%, the AD711 is ideal as a 
buffer for l2-bit DI A and AID Converters and as a high-speed 
integrator. The settling time' is unmatched by any similar IC 
amplifier. 

The combination of excellent noise performance and low input 
current also make the AD711 useful for photo diode preamps. 
Common-mode rejection of 88dB and open loop gain of 400V/mV 
ensure l2-bit performance even in high-speed unity gain buffer 
circuits. 

The AD711 is pinned out in a standard op amp configuration 
and is available in seven performance grades. The AD711J and 
AD7llK are rated over the commercial temperature range of 0 
to +70°C. The AD71lA, AD71lB and AD711C are rated over 
the industrial temperature range of - 40°C to + 85°C. The 
AD71lS and AD711T are rated over the military temperature 
range of - 55°C to + 125°C and are available processed to MIL
STD-883B, Rev. C. 

Precision, Low Cost, 
High Speed BiFET Op Amp 

AD711 I 
AD711 CONNECTION DIAGRAMS 

TO-99 
(H) Package 

v-

Plastic Mini-DIP (N) 
Plastic Small Outline (R) 

and 
Cerdip (Q) Packages 

INVERTING 
INPUT 

NONINVERnNG 
INPUT 

NOTE; PIN 4 CONNECTED TO CASE 
NC '" NO CONNECT 

~ 
~-15V 

Vas TRIM 

Extended reliability PLUS screening is available, specified over 
the commercial and industrial temperature ranges. PLUS screening 
includes l68-hour burn-in, as well as other environmental and 
physical tests. 

The AD711 is available in an 8-pin plastic mini-DIP, 8-pin 
small outline, cerdip, TO-99 metal can or chip form. 

PRODUCT HIGHLIGHTS 
1. The AD711 offers excellent overall performance at very 

competitive prices. 
2. Analog Devices' advanced processing technology and with 

100% testing guarantees a low input offset voltage (0.25mV 
max, C grade, 2mV max, J grade). Input offset voltage is 
specified in the warmed-up condition. Analog Devices' laser 
wafer drift trimming process reduces input offset voltage 
drifts to 3 .... VrC max on the AD711C. 

3. Along with precision dc performance, the AD711 offers 
excellent dynamic response. It settles to ±0.01% in l .... s and 
has a 100% tested minimum slew rate of l6V/ .... s. Thus this 
device is ideal for applications such as DAC and ADC buffers 
which require a combination of superior ac and dc 
performance. 

4. The AD711 has a guaranteed and tested maximum voltage 
noise of 4 .... V pop, 0.1 to 10Hz (AD711C). 

5. Analog Devices' well-matched, ion-implanted JFETs ensure 
a guaranteed input bias current (at either input) of 25pA max 
(AD71IC) and an input offset current of IOpA max (AD71IC). 
Both input bias current and input offset current are guaranteed 
in the warmed-up condition. 
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SPECIFICATIONS (@ + 25CCandYs = ±l5Ydc,unlassolharwisemlllld) 

Model AD711J1A1S AD711KIBIT AD71IC 
Mia TJp Mas Mia TJp Mas MIa TJp Mas UoIIo 

INPUT OFFSET VOLTAGE' 
Initial Offset 0.3 ZlVI 0.2 1.5 0.1 t.25 mV 

Tmin to T ...... 31Z/2 I.G 1.45 mV 
va. Temp. 7 20/20/21 5 10 2 3 ,.VI'C 
VI. Supply 76 95 80 100 86 110 dB 
vs. Supply, Tmia toT DIU 76176176 80 86 dB 

LongTerm Offset Stability 15 15 15 ,.Vlmonth 

INPUT BIAS CURRENT' 
Either Input, VCM =0 15 50 15 50 15 25 pA 
Either Inputat TrAil" 1.1/3.2151 1.113.2151 1.6 nA 

VCM ~ 0(70'C185'C1125"C) 
Either Input, VCM = + lOY 20 100 20 100 20 50 pA 
Offset Current, VCM :::: 0 10 25 5 25 5 10 pA 
Offset Current at T_ 

(70'C185'C1125"C) 0.5711.6126 0.57/1.6126 0.65 nA 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 3.0 4 3.4 4 3.4 4 MHz 
Full Power Response 200 200 200 kHz 
Slew Rate, Unity-Gain 16 20 18 20 18 20 VI,.. 
SettlingTime [00.01%' I 1.2 I 1.2 I 1.2 ,.. 
Total Humonic Distortion 
f~ 1kHz 

RL ===21dl, Vo =3VRMS 0.0003 0.0003 0.0003 % 

INPUT IMPEDANCE 
Differential 3xlO"115.5 3x 10"115.5 3x 10"115.5 O~pF 
Common~Mode 3x 10"115.5 3x 10"115.5 3x 10"115.5 OllpF 

INPUT VOLTAGE RANGE 
Differential" ±20 ±20 ±20 V 
Common·ModeVoltage + 14.5, -11.5 + 14.5, -ll.S + 14.5, -11.5 

Over Max Operating Range' -Vs+4V +Vs-ZV -Vs+4V +Vs -2V -Vs+4V +Vs-ZV V 
Conunon·Mode Rejection Ratio 

VCM= :tIOV 76 88 80 88 86 94 dB 
TmintoTmu 76176176 84 80 84 86 90 dB 

VCM= ± llV 70 84 76 84 76 90 dB 
TlllintoT mu 7000170 80 74 80 74 84 dB 

INPUT VOLTAGE NOISE 
VohageO.IHzto 10Hz 2 2 2 4.0 ,.Vp-p 
f~IOHz 45 45 45 nV/v'iiZ 
f~ 100Hz 22 22 22 ~VNHz 
f~ 1kHz 18 18 18 nVlv'iiZ 
f~ 10kHz 16 16 16 nVlv'iiZ 

INPUT CURRENT NOISE 
f~ 1kHz 0.01 0.01 0.01 pANHz 

OPEN LOOP GAIN' 
Vo= :tlOV,RL ;;::2kO ISO 400 200 400 200 400 VlmV 
Vo= :tlOV,RL ===2kn, 
TmintoT~x 10011001100 100 100 V/mV 

OUTPUT CHARACTERISTICS 
Voltage(alRL ",2kO +13, -12.5 + 13.9, -13.3 +13, -U.S + 13.9, -13.3 +13, -12.5 + 13.9, -13.3 V 
Voltage @ RL~2kO, 

Tmin to Tnw: ±12l±12/::t:12 + 13.8,-13.1 ,012 + 13.8, -13.1 ,012 + 13.8, - 13.1 V 
Shon..circui[ Current 25 25 25 mA 

POWER SUPPLY 
Rated Performance ±IS ±15 ±IS V 

Operating Range ,04.5 ,018 ,04.5 ,018 ,04.5 ,018 V 

QuiesceJuCurrent 2.5 3.4 2.5 3.0 2.5 2.8 mA 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to +7O"C) "AD7llJ AD7llK 
Industrial ( - 4O"C to + 8S"C) AD7llA AD7llB AD7llC 
Military ( - 55"<: to + 125"<:) AD7lIS AD7llT 

PACKAGE OPTIONS' 
Plastic (N·8) AD7llJN AD7llKN 
SOIC(R·8) AD7llJR AD7llKR 
Cerdip(Q-8) AD7llAQ,AD711SQ AD7lIBQ,AD71ITQ AD711CQ 
TO·99 (H-08A) AD7llAH,AD7llSH AD7llBH,AD7llTH AD7llCH 
Tape and Reel AD7llJR·REEL AD7IIKR·REEL 

TRANSISTORCOUNT 30 30 30 
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AD711 
NOTES 
Ilnput offset voltage speciflCations are guaranrecd after 5 minutes of operation at T A = + 25OC. 
2Bias current specifications are guaranteed maximum at either input after 5 minutes of operation at TA = + 25OC. 
For higher temperature, the current doublcs every 10"C. 

JRefer to Figure 29. 
4Defined as voltase between inputs, such tbat neither exceeds ± lOV from ground. 
~Typically exceeding -14.1V negative common-mode voltage on either input results in an outpUt phase reversal. 
60pen_Loop Gain is specified with Vos both nuDed and unnulled. 
7See Section 20 for package outline information. 

Specifications subject to change without notice. 

All min and max specifICations are guaranteed. Specifications in boldface are tested on aU production units at fmal 
elecrrical test. Results from tbose tests are used to calculate outgoing quality lcve1s. 

METALLIZATION PHOTOGRAPH 
Dimensions in inches and (mm). 

INVERTING 2 
INPUT 

NONINVERTING 3 
INPUT 

Contact factory for latest dimensions. 

OFFSET NULL 
1 

I 
0.061 

(1.70181 

6 OUTPUT 

5 OFFSET 
NULL 

ABSOLUTE MAXIMUM RATINGS' Lead Temperature Range (Soldering 60 seconds) 
NOTES 

300°C 
Supply Voltage ..... . 
Internal Power Dissipation2 . • 

Input Voltage3 • • • • • • • • • 

Output Short Circuit Duration 
Differential Input Voltage . . . 
Storage Temperature Range Q, H 
Storage Temperature Range N 
Operating Temperature Range 

AD7IIJ/K 
AD711A/8/C 
AD7 11 SIT 

. ±18V 
SOOmW 

. ±18V 
Indefinite 

+Vs and -Vs 
-65°C to + 150°C 
-65°C to + 125°C 

o to + 70°C 
- 40°C to + 85°C 

- 55°C to + 125°C 

I Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 

lThermal Characteristics 
g·Pin Plastic Package: alA ~ 9O"CIW 
g·Pin Cerdip Package: alc ~ 22"CIW, alA ~ IIO"CIW 
g·Pin Metal Can Package: alc ~ 6S"CIW, alA ~ ISO"CIW 

3For supply voltages less than ± 18V, the absolute maximum input voltage is 
equal to the supply voltage. 
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Typical Characteristics 
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Figure 22b. Unity Gain Follower 
Pulse Response (Large Signal) 

Figure 23b. Unity Gain Inverter 
Pulse Response (Large Signal) 

Figure 22c. Unity Gain Follower 
Pulse Response (Small Signal) 

Figure 23c. Unity Gain Inverter 
Pulse Response (Small Signal) 



OPTIMIZING SETTLING TIME 
Most bipolar high-speed D/A converters have curent outputs; 
therefore, for most applications, an external op amp is required 
for current-to-voltage conversion. The settling time of the con
verter/op amp combination depends on the settling time of the 
DAC and output amplifier. A good approximation is: 

ts Total = Vet, DAC)2 + (t, AMP)2 

The settling time of an op amp DAC buffer will vary with the 
noise gain of the circuit, the DAC output capacitance, and with 
the amount of external compensation capacitance across the 
DAC output scaling resistor. 

Settling time for a bipolar DAC is typically 100 to 500ns. Previ
ously, conventional op amps have required much longer settling 
times than have typical state-of-the-art DACs; therefore, the 
amplifier settling time has been the major limitation to a high-speed 
voltage-output D-to-A function. The introduction of the AD7111 
712 family of op amps with their l",s (to ±0.01% of final value) 
settling time now permits the full high-speed capabilities of 
most modern DACs to be realized. 

AD711 
In addition to a significant improvement in settling time, the 
low offset voltage, low offset voltage drift, and high open-loop 
gain of the AD7Il family assures 12-bit accuracy over the full 
operating temperature range. 

The excellent high-speed performance of the AD711 is shown in 
the oscilloscope photos of Figure 25. Measurements were taken 
using a low input capacitance amplifier connected directly to the 
summing junction ofthe AD711 - both photos show the worst II 
case situation: a full-scale input transition. The DAC's 4kO 
[lOkOI18kO=4.4kO] output impedance together with a 10kH 
feedback resistor produce an op amp noise gain of 3.25. The 
current output from the DAC produces a lOY step at the op 
amp output (0 to -lOY Figure 25a, -IOV to OV Figure 25b.) 

Therefore, with an ideal op amp, settling to ± IIZLSB (±0.01%) 
requires that 375", V or less appears at the summing junction. 
This means that the error between the input and output (that 
voltage which appears at the AD7Il summing junction) must be 
less than 375", V. As shown in Figure 25, the total settling time 
for the AD7IIIAD565 combination is 1.2 microseconds. 

Figure 24. :!: 10V Voltage Output Bipolar DAC 
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a. (Full-Scale Negative Transition) 
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b. (Full-Scale Positive Transition) 
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Figure 25. Settling Characteristics for AD711 with AD565A 
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OP AMP SETI'LING TIME - A MATHEMATICAL 
MOQEL 
The design of the AD711 gives careful attention to optimizing 
individual circuit components; in addition, a careful tradeoff 
was made: the gain bandwidth product (4MHz) an:d slew rate 
(20V/ILS) were chosen to be high enough to provide very fast 
settling time but not too high to cause a significant reduction in 
phase margin (and therefore stability). Thus designed, the AD711 
settles to ±O.OI%, with a IOV output step, in under IlLS, while 
retaining the abiliry to drive Ii 250pF lOad capacitance when 
operating as a unity gain follower. 

If an op amp is modeled, as an ideal integrator with a unity gain 
crossover frequencyof wd27r, Equation I will accurately describe 
the small signal behavior of the cU-;;uit of Figure 26a, coDsisting 
of an op amp connected as an I-to-V converter at the output of 
a bipolar or CMOS DAC. This equation would completely 
describe the output of the system if not for the op amp's fuiite 
slew rate and other nonlinear effects. 

Equation 1. 

~ ,-R , , 
lIN = R(Cf + Cx) S2 + (GN + RCf) s + I 

000 000 

where ~: = op amp's unity gain frequency 

<iN = "noise" gain of circuit (I + ~) 

This equation may then be solved for Cr: 
Equation 2. 

Cr = 2 - GN + 2VRCxOO, + (I-,-GN) 

Roo. Roo. 

In these equations, capacitor Cx is the total capacitance appearing' 
at the inverting tertninal of the op amp. When modeling a DAC 
buffer application, the Norton equivalent circuit of Figure 26a 
can be used directly; capacitance Cx is the total capacitance of 
the output of the DAC plus the input capacitance of the op amp 
(since the two are in parallel). 

" .' 

Figure.26a, ':S(mplified M.odtll ofthf1 ADl11 Used as a 
Current-Out DACBuf(er " 
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When Ito and 10 are replaced with their Thevenin V IN and RIN 
equivalents, the general purpose inverting amplifier of Figure 
26b is created. Note that when using this general model, capaci-. 
tance Cx is EITHER the input capacitance of the op amp if a 
simple inverting op amp is being simulated OR it is the c()~bined ' 
capaciuuice of the DAC output and the op amp input if the 
DACbuffer is being modeled. ' 

V,N 

Figure 26b. Simplified Model of the AD711 Used as an 
Inverter 

In either case, the capacitance C~ causes the system to go from 
a one-pole to a two-pole response; this additional pole increases 
settling time by introducing peaking or ringing in the op amp 
output. Since the value of Cx can be estimated with reasonable 
accuracy, Equation 2 can be used to choose a small capacitor, 
CF, to cancel the input pole and optimize amplifier response. 
Figure -27is a: graphical solution of Equation 2 for the AD711 
with R = 4kO. 

x 

" 

Figure 27. Valutl of Capacitor CF vs. Value of Cx 



The photos of Figures 28a and 28b show the dynamic response 
of the AD711 in the settling test circuit of Figure 29. 

The input of the settling time fixture is driven·.by a flat-top 
pulse generator. The error signal output from the false summing 
node of Al is clamped, amplified by A2 and then clamped 
again. The error signal is thus clamped twice: once to prevent 

Figure 28a. Settling Characteristics 0 to + 10V Step 
Upper Trace: Output of A0711 Under Test (5V1Div) 
Lower Trace: Amplified Error Voltage (0.01%1Div) 

r-D;;A--' 
I DY~~:'CS I 
I I v,. 

liaR ~ 0 I EQUIVALENT I 
FLAT TOP 

I~~~~ATORI I 
L ___ ..J 

4.99kU 

AD711 
overloading amplifier A2 and then a second time to avoid over
loading the oscilloscope preamp. The Tektronix oscilloscope 
preamp type 7 A26 was carefully chosen because it does not 
overload with these input levels. Amplifier A2 needs to be a 
very high speed FET-input op amp; it provides a gain of 10, 
amplifying the error signal output of AI. 

Figure 28b. Settling Characteristics 0 to - 10V Step 
Upper Trace: Output of AD711 Under Test (5V1Div) 
Lower Trace: Amplified Error Voltage (0.01%1Div) 

Figure 29. Settling Time Test Circuit 

GUARDING 
The low input bias current (ISpA) and low noise characteristics 
of the AD711 BiFET op amp make it suitable for electrometer 
applications such as photo diode preamplifiers and picoampere 
current-ta-voltage converters. The use of a guarding technique 
such as that shown in Figure 30, in printed circuit board layout 
and construction is critical to minimize leakage currents. The 
guard ring is connected to a low impedance potential at the 
same level as the inputs. High impedance signal lines should not 
be extended for any unnecessary length on the printed circuit 
board. 

TO-99 (H) Package 
Plastic DIP (N) Package 

and 
Cerdip (Q) Package 

Figure 30. Board Layout for Guarding Inputs 
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ri/A CONVERTER APPLICATIONS 
The AD711 is an excellent output amplifier for CMOS DACs. 
It can be used to perform both 2 quadrant and 4 quadrant operation. 
The output impedance of a DAC using an inverted R-2R ladder 
approaches R for codes containing many Is, 3R for codes containing 
a single 1, and for codes containing all zero, the output impedance 
is infinite. 

For example, the output resistance of the AD7545 will modulate 
between llk!l and 33kn. Therefore, with the DAC's internal 
feedback resistance of llk!l, the noise gain will vary from 2 to 
4/3. This changing noise gain modulates the effect of the input 
offset voltage of the. amplifier, resulting in nonlinear DAC
amplifier performance. 

The AD711K with guaranteed 500jLV offset voltage minimizes 
this effect to achieve 12-bit performance. 

Figures 31 and 32 show the AD711 and AD7545 (l2-bit CMOS 
DAC) configured for unipolar binary (2-quadrant multiplication) 
or bipolar (4-quadrant mUltiplication) operation. Capacitor Cl 
provides phase compensation to reduce overshoot and ringing. 

DB11·DBO 

Figure 31. Unipolar Binary Operation 

... .. 
2Ok1% .. 

200'% 

·.'t.. 

Figures 33a and 33b show the settling time characteristics of the 
AD711 when used as a DAC output buffer for the AD7545. 

a. Full-Scale Positive Transition 

b. Full-Scale Negative Transition 

Figure 33. Settling Characteristics for AD711 with AD7545 

NOISE CHARACTERISTICS 
. '<& The random nature of noise, particularly in the IIf region, makes 

·FORVALUESOFR1ANDR2. 
SEETABLEI 

Figure 32. Bipolar Operation 

Rl and R2 calibrate the zero offset and gain error of the DAC. 
Specific values for these resistors depend upon the grade of 
AD7545 and are shown below. 

TRIM 

VOOT it difficult to specify in practical terms. At the same time, designers 
of precision instrumentation require certain guaranteed maximum 
noise levels to realize the full accuracy of their equipment. 

The AD711C grade is specified at a maximum level of 4.0jLV 
p-p, in a 0.1 to 10Hz bandwidth. Each AD711C receives a 
100% noise test for two 10-second intervals; devices with any 
excursion in excess of 4.0jL V are rejected. The screened lot is 
then submitted to Quality Control for verification on an AQL 
basis. 

All other grades of the AD711 are sample-tested on an. AQL 
basis to a limit of 6jL V p-p, 0.1 to 10Hz. 

RESISTOR JN/AQ/SD KNIBQITD LN/CQIUD GLNIGCQIGUD 

Rl 5000 2000 1000 200 
R2 1500 680 330 6.80 

Table I. Recommended Trim Resistor Values VB. Grades 
of the AD7545 for Voo = + 5V 

2-176 OPERA TlONALAMPLIFIERS 



DRIVING THE ANALOG INPUT OF AN AID 
CONVERTER 
An op amp driving the analog input of an AID converter, such 
as that shown in Figure 34, must be capable of maintaining a 
constant output voltage under dynamically changing load condi
tions. In successive-approximation converters, the input current 
is compared to a series of switched trial currents. The comparison 
point is diode clamped but may deviate several hundred millivolts 
resulting in high frequency modulation of AID input current. 
The output impedance of a feedback amplifier is made artificially 
low by the loop gain. At high frequencies, where the loop gain 
is low, the amplifier output impedance can approach its open 
loop value. Most IC amplifiers exhibit a minimum open loop 
output impedance of 2Sn due to current limiting resistors. A 
few hundred microamps reflected from the change in converter 

~,ov 

ANALOG 
INPUT 

Figure 34. AD711 as ADC Unity Gain Buffer 

a. Source Current = 2mA 

b. Sink Current = 1mA 

Figure 35. ADC Input Unity Gain Buffer Recovery Times 

AD711 
loading can introduce errors in instantaneous input voltage. If 
the AID conversion speed is not excessive and the bandwidth of 
the amplifier is sufficient, the amplifier's output will return to 
the nominal value before the converter makes its comparison. 
However, many amplifiers have relatively narrow bandwidth 
yielding slow recovery from output transients. The AD711 is 
ideally suited to drive high speed AID converters since it offers 
both wide bandwidth and high open-loop gain. 

DRIVING A LARGE CAPACITIVE LOAD 
The circuit in Figure 36 employs a lOOn isolation resistor which 
enables the amplifier to drive capacitive loads exceeding ISOOpF; 
the resistor effectively isolates the high frequency feedback from 
the load and stabilizes the circuit. Low frequency feedback is 
returned to the amplifier summing junction via the low pass 
filter formed by the lOOn series resistor and the load capacitance, 
CL • Figure 37 shows a typical transient response for this 
connection. 

1r ...... 4."' ....... fI ..... ~z) 
INPUT 

TYPICAL CAPACITANCE 
UMITFORVAAIOUS 
LOADREstSTORS 

Rt CtUPTO 
2kU 1600pF 
10kU 1SOOpF 
20kll 1000pF 

4.8U 

'Dpf 

-Va 

Figure 36. Circuit for Driving a Large Capacitive Load 

Figure 37. Transient Response RL = 2kn, CL = 500pF 

ACTIVE FILTER APPLICATIONS 
In active filter applications using op amps, the de accuracy of 
the amplifier is critical to optimal filter performance. The am
plifier's offset voltage and bias current contribute to output 
error. Offset voltage will be passed by the filter and may be 
amplified to produce excessive output offset. For low frequency 
applications requiring large value input resistors, bias currents 
flowing through these resistors will also generate an offset 
voltage. 

In addition, at higher frequencies, an op amp's dynamics must 
be carefully considered. Here, slew rate, bandwidth, and open-loop 
gain playa major role in op amp selection. The slew rate must 
be fast as well as symmetrical to minimize distortion. The am
plifier's bandwidth in conjunction with the filter's gain will 
dictate the frequency response of the filter. 

The use of a high performance amplifier such as the AD7ll will 
minimize both dc and ac errors in all active filter applications. 
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SECOND ORDER LOW PASS FILTER 
Figure 38 depicts the AD711 configured as a second order But
terworth low pass ·filter. With the values as shown, the corner 
frequency will be 20kHz; however, the wide bandwidth of the 
AD711 permits a comer frequency as high as several hundred 
kilohertz. Equations for component selection are shown below .. 

RI = R2 = user selected (typical values: 10kn- lOOkO) 

CI 1.414' C2 _ 0.707 
(21T) (fc~toff) (Rl)' - (21T) (fculotT) (RI) 

Where Cl and C2 are in farads. 

Figure 38. Second Order Low Pass Filter 

9 POLE CHEBYCHEV FILTER 
Figure 40 shows the AD711 and its dual counterpart, the AD712, 
as a 9 pole Chebychev filter using active frequency dependent 
negative resistors (FDNR). With a cutoff frequency of 50kHz 
and better than 90dB rejection, it may be used as an anti-aliasing 
filter for a 12-bit Data Acquisition System with 100kHz 
throughput. 

As shown in Figure 40; the filter is comprised of four FDNRs 

+15V 

An important propCrty of filters is their out-of~baD.d rejection. 
The simple 20kHz low pass filter shown in Figure 38, might be 
used to condition a signal contaminated with clock pulses or 
sampling glitches which have considerable energy content at 
high frequencies. 

The low output impedance and high bandwidth of the AD711 
minimize high frequency feedthrough as shown in Figure 39. 

The upper trace is that of another low cost BiFET op amp 
showing 17dB more feedthrough at 5MHz. 

Figure 39. 

(A, B, C, D) having values of 4.9395 x 10- 15 and 5.9276 x 10- 15 

farad-seconds. Each FDNR active network provides a two-pole 
response; for a total of 8 poles. The 9th pole consists of a O.OOIILF 
capacitor and a 124kO resistor at Pin 3 of amplifier A2. Figure 
41 depicts the circuits for each FDNR with the proper selection 
of R. To achieve optimal performance, the O.OOIILF capacitors 
must be selected for 1% or better matching and all resistors 
should have 1% or better tolerance. 

Figure 40. 9 Pole Chebychev Filter 
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Figure 41. FDNR for 9 Pole Chebychev Filter 
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Figure 42. High Frequency Response for 9 Pole Chebychev 
Filter 
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FEATURES 
Enhanced Replacement for LF412 and TL082 
AC PERFORMANCE: 

Settles to :t:0.01% in 1 .... s 
16V1jJ.s min Slew Rilte (AD712J) 
3MHz min Unity Gilin 81lndwidth (AD712J) 

DC PERFORMANCE: 
0.30mV mllX Offset Voltllge: (AD712C) 
5 .... VrC mllx Drift: (AD712C) 
200V/mV min Open Loop Gilin (AD712K) 
4 .... V p-p max Noise. 0.1Hz to 10Hz (AD712C) 

Surface Mount Available in Tape and Reel in 
Accordllnee with EIA-481A Standard 

MIL-STD-8838 Parts Available 
Single Version AVllilllble: AD711 
Quad Version: AD713 
Available in Plastic Mini-DIP. Plllstic SOIC. Hermetic 

Cerdip. Hermetic Metlll Ciln Pllckages Ilnd Chip 
Form 

PRODUCT DESCRIPTION 
The AD712 is a high speed, precision monolithic operational 
amplifier offering high performance at very modest prices. Its 
very low offset voltage and offset voltage drift are results of 
advanced laser wafer trimming technology. These performance 
benefits allow the user to easily upgrade existing designs that 
use older precision BiFETs and, in many cases, bipolar op 
amps. 

The superior ac and dc performance of this op amp makes it 
suitable for active filter applications. With a slew rate of 16V/ILS 
and a settling time of IlLS to ±0.01%, the AD712 is ideal as a 
buffer for l2-bit D/A and AID Converters and as a high-speed 
integrator. The settling time is unmatched by any similar IC 
amplifier. 

The combination of excellent noise performance and low input 
current also make the AD712 useful for photo diode preamps. 
Common-mode rejection of 88dB and open loop gain of 400V 1m V 
ensure 12-bit performance even in high-speed unity gain buffer 
circuits. 

The AD712 is pinned out in a standard op amp configuration 
and is available in seven performance grades. The AD712J and 
AD712K are rated over the commercial temperature range of 0 
to + 70·C. The AD712A, AD712B and AD712C are rated over 
the industrial temperature range of - 40·C to + 85°C. The 
AD712S and AD712T are rated over the military temperature 
range of - 55°C to + 125°C and are available processed to MIL
STD-883B, Rev. C. 

Dual Precision, Low Cost, 
High Speed, BiFEl Op Amp 

AD712 I 

AD712 FUNCTIONAL BLOCK DIAGRAMS 

TO-99 
(H) Package ... 

PlN4tSINELECTfUCAL 
CONTACTwmtTHECASE 

Plastic MiDi-DIP (N) Package, 
Cerdip (Q) Package 

and SOIC (R) Package 

Extended reliability PLUS screening is available, specified over 
the commercial and industrial temperature ranges. PLUS screening 
includes 168-hour burn-in, as well as other environmental and 
physical tests. 

The AD712 is available in an 8-pin plastic mini-DIP, cerdip, 
TO-99 metal can, or chip form. 

PRODUCT HIGHLIGHTS 
1. The AD712 offers excellent overall performance at very 

competitive prices. 
2. Analog Devices' advanced processing technology and with 

100% testing guarantees a low input offset voltage (O.3mV 
max, C grade, 3mV max, J grade). Input offset voltage is 
specified in the warmed-up condition. Analog Devices' laser 
wafer drift trimming process reduces input offset voltage 
drifts to slLvrc max on the AD712C. 

3. Along with precision dc performance, the AD712 offers 
excellent dynamic response. It settles to ±0.01% in IlLS and 
has a 100% tested minimum slew rate of 16V/ILS. Thus this 
device is ideal for applications such as DAC and ADC buffers 
which require a combination of superior ac and dc 
performance. 

4. The AD712 has a guaranteed and tested maximum voltage 
noise of 4ILV p-p, 0.1 to 10Hz (AD712C). 

S. Analog Devices' well-matched, ion-implanted JFETs ensure 
a guaranteed input bias current (at either input) of SOpA max 
(AD712C) and an input offset current of IOpA max (AD712C). 
Both input bias current and input offset current are guaranteed 
in the warmed-up condition. 
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SPECIFICATIONS (@ + 2ft and Vs = ±l5Ydc,unlassollielwisenallld) 

Model AD712J/AIS AD712KIB/T AD712C 
AIm Typ Mu AIm Typ Mu Mi. Typ Max 

INPUTOFFSETVOLTAGE1 

Initial Offset 0.3 3/1/1 0.2 1/0.110.7 0.1 0.30 

TmintoTmu 41212 211.5/1.5 0.60 
vs. Temp. 20/20120 10 3 5 
vs.Supply 16 95 80 100 86 110 
vs. Supply, Tmin toTmax 76176176 80 86 

Long-Term Offset Stability IS IS IS 

INPUT BIAS CURRENT2 

Either!npul, VCM=O 25 15 20 15 20 50 
Either Inpm at T max. 

VCM = 0 (70°Cl8SOCf125OC) 0.611.6/26 1.7/4.sn7 0.5/1.3/20 I.7/4.sn7 1.3 3.2 
Either Input, VeM = + lOY 100 100 15 
Offset Current, VCM = 0 10 25 25 10 

OffsetCurrentat T max 
(70"CI85°Cl125°C) O.3/0.7/11 0.611.6126 0.110.3/5 0.6/1.6126 0.3 0.7 

MA TCHINGCHARACTERISTICS3 

Input Offset Voltage 31111 110.7/0.7 0.3 

InputOffsetVoltageTmin toTmax 4/2/2 211.511.5 0.6 

Input Offset Voltagevs. Temp 20120/20 10 5 

Input Bias Current 25 25 10 
Crosstalk4@ 1kHz 120 120 120 

@l00kHz 90 90 90 

FREQUENCY RESPONSE 
Unity Gain, Small Signal 3.0 4 3.4 3.4 4 
Full Power Response 200 200 200 
Slew Rate. Unity Gain 16 20 18 20 18 20 
SeulingTimetoO.OI%5 1.2 1 1.2 1 1.2 

Total Hannonic Distortion 
f= IkHz,RL<!::2kO, Vo =3Vrms 0.0003 0.0003 0.0003 

INPUT IMPEDANCE 
Differential 3x 1012 115.5 3x 1012 115.5 3x1012 11S.5 
CommonMode 3xI012 IIS.5 3x 1012 115.5 3xlO12 IIS.5 

INPUT VOLTAGE RANGE 
Differential!> :!::20 ::!::20 ::!::20 
Common~Mode Voltage 

Over Max Operating Range7 -Vs+4V +14.5, -U.5 +Vs -2V -Vs+4V +14.5,-11.5 +Vs -2V -Vs+4V +14.5,-11.5 +Vs-2V 

Common·Mode Rejection Ratio 
VCM=:!::IOV 16 .. 80 .. 86 94 

TmintoT"",,, 76176176 84 80 84 86 90 

VCM= :tl1V 10 84 16 84 16 90 

Tmin toT max 70n0l70 80 14 80 14 84 

INPUT VOLTAGE NOISE 
VoltageO.lHztolOHz 

f=10Hz 45 45 45 

f=IOOHz 22 22 22 
f=lkHz 18 18 18 

f= 10kHz I. 16 16 

INPUT CURRENT NOISE 
f=lkHz 0.01 0.01 0.01 

OPEN LOOPGAIN 
Vo=:!::lOV.RL~2kO ISO 400 200 400 100 400 

TmintoT""""RL~2kO 100/100/100 100 100 

OUTPUT CHARACTERISTICS 
Voltage@RL~2kO +13, -12.S +13.9,-13.3 +13, -U.S + 13.9,-13.3 +13, -12.S + 13.9,-13.3 

Tmin to T""", ::!::12,:!::12,±12 +13.8,-13.1 ±12 + 13.8,-13.1 ±12 +13.8,-13.1 

ShonCircuitCurrent 25 25 25 

POWER SUPPLY 
Rated Perfonnance ±IS :!::15 :!::IS 

Operating Range ±4.S d8 ±4.S ±18 ±4.5 
Quiescent Current. 

Both Amplifiers 6.8 6.0 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to + 7O"C) AD712J AD712K 
Industrial ( -.woe to + 8S"C) AD712A AD712B AD712C 

Military ( -SS"Cto + 12S"C) AD712S AD712T 

PACKAGEOPTIONS8 

SOIC(R-8) AD7I2JR 
Plastic (N·8) AD7I2JN AD712KN 

Cerdip(Q~8) AD712AQ,AD712SQ AD712BQ, AD7I2TQ AD712CQ 

TO-99(H·08A) AD712AH,AD712SH AD712BH,AD7I2TH AD7I2CH 

A. J and S Grade Chips Available 

NOTES 
'Input Offset Voltage specifications are guaranteed after 5 minutes of operation at TA = + 25°C. 
2Bias Current specifications are guaranteed maximum at either input after 5 minutes of operation at T A = + 25"C. For higher temperature, tbe current doubles every 1O"C. 
3Matching is defmed as the difference between parameters of the two amplifiers. 
4Refer to Figure 21. 
5Referto Figure 29, 
6Defined. as voltage between inputs, such that neither exceeds ::!:: IOV from ground. 
7Typicallyexceeding - l4.IV negative common-mode voltage on either input resu)ts in an output phase reverwJ. 
8See Section 20 for package outline information. 

±18 

5.' 

Specifications subject to change without notice. 
Specifications in boldface are tested on a1l production units at fmal electrical test. Resu)ts from those tests are used to calculate outgoing quality levels. All min and max specifications 
are guaranteed, a1though only those shown in boldface are tested on all production units. 
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ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage .... .. 
Internal Power Dissipation2 • • 

Input Voltage3 • • • • • • • •• 

Output Short Circuit Duration 
Differential Input Voltage . . . 
Storage Temperature Range Q, H 
Storage Temperature Range N 
Operating Temperature Range 

. ±18V 
500mW 

. ±lSV 
Indefinite 

+Vsand -Vs 
- 65°C to + 150°C 
- 65°C to + 125°C 

AD7l2J/K . .. 0 to + 70°C 
AD712A/8/C . . . . . . . -40°C to +S5°C 
AD712SIT ........ - 55°C to + 125°C 

Lead Temperature Range (Soldering 60 seconds) . . .. 300°C 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 

2Thermal Characteristics: 
8·Pin Plastic Package: 0IA ~ 16S"CIW. 
8·PinCerdipPackage:OIC ~ 22°CIW,aIA ~ llOoCIW. 
8·PinMetalCanPackage: 0IC ~6SOCIW, alA ~ lSO°CIW. 

3For supply voltages less than ± 18V, the absolute maximum input voltage is 
equal to the supply voltage. 

AD712 
METALIZATION PHOTOGRAPH 

Contact factory for latest dimensions. 
Dimensions shown in inches and (mm). 

v+ ~~:!~T--~ 
7 -~N I 

~.... ' 
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OPERA TIONALAMPLIFIERS 2-181 



Typical Characteristics 
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Figure 20. T.H.D. Test Circuit 
VOUT 

20kU 

Figure 21. Crosstalk Test Circuit 

Figure 22b. Unity Gain Follower 
Pulse Response (Large Signal) 

Figure 23b. Unity Gain Inverter 
Pulse Response (Large Signal) 

Figure 22c. Unity Gain Follower 
Pulse Response (Small Signal) 

Figure 23c. Unity Gain Inverter 
Pulse Response (Small Signal) 



OPTIMIZING SETTLING TIME 
Most bipolar high-speed Df A converters have curent outputs; 
therefore, for most applications, an external op-amp is required 
for current-ta-voltage conversion. The settling time of the con
verterfop-amp combination depends on the settling time of the 
DAC and output amplifier. A good approximation is: 

to Total = V(t. DAC)2 + (t. AMP)2 

The settling time of an op amp DAC buffer will vary with the 
noise gain of the circuit, the DAC output capacitance, and with 
the amount of external compensation capacitance across the 
DAC output scaling resistor. 

Settling time for a bipolar DAC is typically 100 to 500ns. Previ
ously, conventional op-amps have required much longer settling 
times than have typical state-of-the-art DACs; therefore, the 
amplifier settling time has been the major limitation to a high-speed 
voltage-output D-ta-A function. The introduction of the AD71l1 
712 family of op amps with their l .... s (to ±0.01% of fmal value) 
settling time now permits the full high-speed capabilities of 
most modem DACs to be realized. 

AD712 

In addition to a significant improvement in settling time, the 
low offset voltage, low offset voltage drift, and high open-loop 
gain of the AD71l1AD712 family assures 12-bit accuracy over 
the full operating temperature range. 

The excellent high-speed performance of the AD712 is shown in 
the oscilloscope photos of Figure 25. Measurements were taken 
using a low input capacitance amplifier connected directly to the • 
summing junction of the AD712 - both photos show the worst 
case situation: a full-scale input transition. The DAC's 4kfl 
[IOkflI18kO=4.4kO] output impedance together with a 10kO 
feedback resistor produce an op-amp noise gain of 3.25. The 
current output from the DAC produces a lOY step at the op-amp 
output (0 to -IOV Figure 25a, -lOY to OV Figure 25b.) 

Therefore, with an ideal op-amp, settling to ± 1I2LSB (± 0.01 %) 
requires that 375 .... V or less appears at the summing junction. 
This means that the error between the input and output (that 
voltage which appears at the AD712 summing junction) must be 
less than 375 .... V. As shown in Figure 25, the total settling time 
for the AD712f AD565 combination is 1.2 microseconds. 

Figure 24. :t: 10V Voltage Output Bipolar DAC 

OV II!III!!!!~.I!I!! 

-10V 

a. (Full-Scale Negative Transition) 

AD712 
SUMMING 
JUNCTION 

AD712 
OUTPUT 

OV 

-10V 

b. (Full-Scale Positive Transition) 

AD712 
SUMMING 
JUNCTION 

AD712 
OUTPUT 

Figure 25. Settling Characteristics for AD712 with AD565A 
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OP·AMP SETTLING TIME - A MATHEMATICAL 
MODEL 
The design of the AD712 gives careful attention to optimizing 
individual circuit components; in addition. a careful tradeoff 
was made: the gain bandwidth product (4MHz) and slew rate 
(20V/jUS) were chosen to be high enough to provide very. fast 
settling time but not too high to cause a significant reduction in 
phase margin (and therefore stability). Thus designed. the AD712 
settles to ± 0.01%. with a 10V output step. in under l .... s. while 
retaining the ability to drive a 2SOpF load capacitance when 
operating as a unity gain follower. 

If an op-amp is modeled as an ideal integrator with a unity gain 
crossover frequency of 1JlQ!27r. Equation 1 will accurately describe 
the small signal behavior of the circuit of Figure 26a. consisting 
of an op-ampciJnnected as an I-to-V converter at the output of 
a bipolar or CMOS DAC. This equation would completely 
describe the output of the system if not for the op-amp's finite 
slew rate and other nonlinear effects. 

Equation 1. 

Vo -R 
lIN = R(Ct + Cx) S2 + (GN + RCr) s +1 

(do (a)o 

where ~ = op amp's unity gain frequency 

<iN = "noise" gain of circuit (1 + ~) 

This equation may then be solved for Ct: 
Equation 2. 

Ct = 2 - GN + 2VRCxoo. + (l-~) 
Roo. Roo. 

In these equations. capacitor Cx is the total capacitance appearing 
at the inverting terminal of the op-amp. When modeling a DAC 
buffer application. the Norton equivalent circuit of Figure 26a 
can be used directly; capacitance Cx is the total capacitance of 
the output of the DAC plus the input capacitance of the op-amp 
(since the two are in parallel). 

Figure 268. Simplified .Model of theAD712 Used as a 
Current·Out DAC Buffer 
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When Ro and 10 are replacedwitb their Thevenin VIN and RIN 
equivalents. the general purpoae inverting amplifier of Figure 
26b is created. Note that when using this general model, capaci
tance Cx is EITHER the Ulput Capacitance of the op:amp if a 
simple inverting op-amp is being simulated OR it is the combined 
capacitance of the DAC output and the op-amp input if the 
DAC buffer is being modeled. 

V,N 

Figure 26b. Simplified Model of the AD712 Used as an 
Inverter 

In either case. the capacitance Cx causes the system to go from 
a one-pole to a two-pole response; this additional pole increases 
settling time by introducing peaking or ringing in the op-amp 
output. Since the value of Cx can be estimated with reasonable 
accuracy. Equation 2 can be used to choose a small capacitor, 
CF • to cancel the input pole and optimize amplifier response. 
Figure 27 is a graphical solution of Equation 2 for the AD712 
with R = 4ldl. 

10 20 30 40 .. 50 

C, 

Figure 27. Value of Capacitor CF VB. Value of Cx 



The photos of Figures 28a and 28b show the dynamic response 
of the AD712 in the settling test circuit of Figure 29. 

The input of the settling time fixture is driven by a flat-top 
pulse generator. The error signal output from the false summing 
node of Al is clamped, amplified by A2 and then clamped 
again. The error signal is thus clamped twice: once to prevent 

Figure 28a. Settling Characteristics 0 to + 10V Step 
Upper Trace: Output of AD712 Under Test (5VlDiv) 
Lower Trace: Amplified Error Voltage (O.01%IDiv) 

AD712 
overloading amplifier A2 and then a second time to avoid over
loading the oscilloscope preamp. The Tektronix oscilloscope 
preamp type 7 A26 was carefully chosen because it does not 
overload with these input levels. Amplifier A2 needs to be a 
very high-speed, FET-input op amp; it provides a gain of 10, 
amplifying the error signal output of AI. 

SV 
I I 1 

I I 

I I; I 

I 

Figure 28b. Settling Characteristics 0 to - 10V Step 
Upper Trace: Output of AD712 Under Test (5VlDiv) 
Lower Trace: Amplified Error Voltage (O.01%IDiv) 

II 

Figure 29. Settling Time Test Circuit 

GUARDING 
The low input bias current (lSpA) and low noise characteristics 
of the AD712 BiFET op amp make it suitable for electrometer 
applications such as photo diode preamplifiers and picoampere 
current-ta-voltage converters. The use of a guarding technique 
such as that shown in Figure 30, in printed circuit board layout 
and construction is critical to minimize leakage currents. The 
guard ring is connected to a low impedance potential at the 
same level as the inputs. High impedance signal lines should not 
be extended for any unnecessary length on the printed circuit 
board. 

Plastic MiDi-DIP (N) Pac:kap 
TO·99 (H) Package and 

~3 A~5 ~(~;:;; 
0:0 0-- t ~ 1l..JJ:U c:J.4:J ~ 

,P 9 ~7 ,..{] ~ 
8 

Figure 30. Board Layout for Guarding Inputs 
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D/A CONVERTER APPUCATIONS 
The AD712 is an excellent outpUt amplifier for CMOS DACs. 
It can be used to perform both 2 quadrant and 4 quadrant operation. 
The output impedance of a DAC using an inverted R·2R ladder 
approachesR for codes containing many Is, 3Rfor codes containing 
a single 1, and for codes containing all zero, the output impedance 
is infmite. 

For example, the output resistance of the AD7545 will modulate 
between llkO and 33kO. Therefore, with the DAC's internal 
feedback resistance of 11kO, the noise gain will vary from 2 to 
413. This changing noise gain modulates the effect of the input 
offset voltage of the amplifier, resulting in nonlinear DAC
amplifier performance. 

The AD712K with guaranteed 700 .... V offset voltage minimizes 
this effect to achieve l2·bit performance. 

Figures 31 and 32 show the AD712 and AD7545 (12-bit CMOS 
DAC) configured for unipolar binary (2 quadrant multiplication) 
or bipolar (4 quadrant multiplication) operation. Capacitor Cl 
provides phase compenaation to reduce overshoot and ringing. 

DB11-DBO 

DB11-DBO 

Figure 37. Unipolar Binary Operation 

-FORVALUESOFR1 AND R2, 
SEETABLEI 

R2. 

Figure 32. Bipolar Operation 

.4 
2Ok1'Yo R5 ... ,% 

Rl and R2 calibrate the zero offset and gain error of the DAC. 
Specific values for these resistors depend upon the grade of 
AD7545 and are shown below. 
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TRIM 
RESISTOR JN/AQISD KNIBQITD LN/CQIUD GLN/GCQ/GUD 

IU sooo 2000 1000 200 
1U 1500 680 330 6.80 

Table I. Recommended Trim Resistor Values VB. Grades 
of the AD7545 for Voo = + 5V 

Figures 33a and 33b show the settling time characteristicS of the 
AD712 when used as a DAC outpUt buffer for the AD7545. 

a. Full·Scale Positive Transition 

b. Full-Scale Negative Transition 
Figure 33. Settling Characteristics for AD712 with AD7545 

NOISE CHARACTERISTICS 
The random nature of noise, particularly in the IIf region, makes 
it difficult to specify in practical terms. At the same time, designers 
of precision instrumentation require certain guaranteed maximum 
noise levcl.s to realize the full accuracy of their equipment. 

The AD712C grade is specified at a maximum level of 4.0 .... V 
pop, in a 0.1 to 10Hz bandwidth. Each AD712C receives a 
100% noise test for two 10-second intervals; devices with any 
excursion in excess of 4.0 .... V are rejected. The screened lot is 
then submitted to Quality Control for verification on an AQL 
basis. 

All other grades of the AD712 are sample-tested on an AQL 
basis to a limit of 6 .... V pop, O~ 1 to 10Hz. 



DRIVING THE ANALOG INPUT OF AN AID 
CONVERTER 
An op amp driving the aualog input of an AID converter, such 
as that shown in Figure 34, must be capable of maintaining a 
constant output voltage under dynamica1ly-changing load condi
tions. In successive-approximation converters, the input current 
is compared to a series of switched trial currents. The comparison 
point is diode clamped but may deviate several hundred millivolts 
resulting in high frequency modulation of AID input current. 
The output impedance of a feedback amplifier is made artificially 
low by the loop gain. At high frequencies, where the loop gain 
is low, the amplifier output impedance can approach its open 
loop value. Most IC ampliflers exhibit. a minimum open loop 
output impedance of 250 due to current limiting resistors. A 
few hundred microamps reflected from the change in converter 

",10V 
ANALOG 

INPUT 

Figure 34. AD712 as ADC Unity Gain Buffer 

a. Source Current = 2mA 

b. Sink Current = 1mA 

Figure 35. ADC Input Unity Gain Buffer Recovery Times 

AD712 
loading can introduce errors in instantaneous input voltage. If 
the AID conversion speed is not excessive and the bandwidth of 
the amplifler is sufficient, the amplifler's output will return to 
the nominal value before the converter makes its comparison. 
However, many ampliflers have relatively narrow bandwidth 
yielding slow recovery from output transients. The AD712 is 
ideally suited to drive high-speed AID converters since it offers 
both wide bandwidth and high open-loop gain. 

DRIVING A LARGE CAPACITIVE LOAD 
The circuit in Figure 36 employs a 1000 isolation resistor which 
enables the amplifler to drive capacitive loads exceeding ISOOpF; 
the resistor effectively isolates the high frequency feedback from 
the load and stabilizes the circuit. Low frequency feedback is 
returned to the amplifler summing junction via the low pass 
filter formed by the 1000 series resistor and the load capacitance, 
CL • Figure 37 shows a typical trsnsient response for this 
connection. 

Jl r- 4.99kU 

U INPUT 

TYPICAL CAPACITANCE 
LIMIT FOR VARIOUS 
LOAD RESISTORS 

RL CLUPTO 
2kU 1500pF 
10kU 1500pF 
20k1l 1000pF 

4.99kn 

30pF 

~----l 

-v, 

Figure 36. Circuit for Driving a Large Capacitive Load 

Figure 37. Transient Response RL = 2kfl, CL =500pF 

ACTIVE FILTER APPLICATIONS 
In active filter applications using op amps, the d.c. accuracy of 
the amplifier is critical to optimal filter performance. The am
plifler's offset voltage and bias current contribute to output 
error. Offset voltage will be passed by the filter and may be 
amplifled to produce excessive output offset. For low frequency 
applications requiring large value input resistors, bias currents 
flowing through these resistors will also generate an offset 
voltage. 

In addition, at higher frequencies, an op-amp's dynamics must 
be carefully considered. Here, slew rate, bandwidth, and open-loop 
gain playa major role in op-amp selection. The slew rate must 
be fast as well as symmetrical to minimize distortion. The am
plifler's bandwidth in conjunction with the filter's gaiJ:\' will 
dictate the frequency response of the filter. 

The use of a high performance amplifler such as the AD712 will 
minimize both dc and ac errors in all active filter applications. 
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SECOND ORDER LOW PASS FILTER 
Figure 38 depicts the AD712 configured as a second order But
terworth low pass fIlter. With the values as shown, the corner 
frequency will be 20kHz; however, the wide bandwidth of the 
AD712 permits a corner frequency as high as several hundred 
kilohertz. Equations for component selection are shown below. 

RI = R2 = user selected (typical values: 10k{} - lOOkO) 

CI (. " d) 1.414 C2 0.707 
m lara s = (21T) (fcutoff) (RI) = (21T) (fcutoff) (RI) 

Cl ..... 

Figure 38. Second Order Low Pass Filter 

9-POLE CHEBYCHEV FILTER 
Figure 40 shows the AD712 and its single counterpart, the 
AD711, as a 9-pole Chebychev fIlter using active frequency 
dependent negative resistors (FDNR). With a cutoff frequency 
of 50kHz and better than 90dB rejection, it may be used as an 
antialiasing fIlter for a 12-bit Data Acquisition System with 
100kHz throughput. 

As shown in Figure 40, the fIlter is comprised of four FDNRs 

An important property of fIlters is their out-of-band rejection. 
The simple 20kHz low pass filter shown in Figure 38, might be 
used to condition a signal contaminated with clock pulses or 
sampling glitches which have considerable energy content at 
high frequencies. 

The low output impedance and high bandwidth of the AD712 
minimize high frequency feedthrough as shown in Figure 39. 

The upper trace is that of another low-cost BiFET op amp 
showing 17dB more feedthrough at 5MHz. 

Figure 39. 

(A, B, C, D) having values of 4.9395 x 10- 15 and 5.9276 X 10- 15 

farad-seconds. Each FDNR active network provides a two-pole 
response; for a total of 8 poles. The 9th pole consists of a O.OOl.,.F 
capacitor and a 124kO resistor at Pin 3 of amplifier A2. Figure 
41 depicts the circuits for each FDNR with the proper selection 
of R. To achieve optimal performance, the O.OOI.,.F capacitors 
must be selected for I % or better matching and all resistors 
should have 1% or better tolerance. 

Figure 40. 9-Pole Chebychev Filter 

Figure 41. FDNR for 9-Pole Chebychev Filter 
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Chebychev Filter 



IIIIIIIIIII ANALOG 
L.III DEVICES 

Quad Precision, Low Cost, High Speed 
BiFET Up Amp 

FEATURES 
Enhanced Replacement for LF347 and TL084 

AC PERFORMANCE 
1.,.s Settling to 0.01% for 10V Step 
20V I.,.s Slew Rate 
0.0003% Total Harmonic Distortion (THD) 
4MHz Unity Gain Bandwidth 

DC PERFORMANCE 
0.5mV max Offset Voltage (AD713K) 
20.,.V/oC max Drift (AD713K) 
200V/mV min Open Loop Gain (AD713K) 
2.,.V p-p typ Noise. 0.1Hz to 10Hz 

True 14-Bit Accuracy 
Single Version: AD711. Dual Version: AD712 
Available in 14-Pin Plastic DIP and Hermetic 
Cerdip Packages and Chip Form 

MIL-STD-883B Processing Available 

APPLICA nONS 
Active Filters 
Quad Output Buffers for 12- and 14-Bit DACs 
Input Buffers for Precision ADCs 
Photo Diode Preamplifier Applications 

PRODUCT DESCRIPTION 
The AD713 is a quad operational amplifier, consisting offour 
AD711 BiFET op amps. These precision monolithic op amps 
offer excellent dc characteristics plus rapid settling times, high 
slew rates, and ample bandwidths. In addition, the AD713 
provides the close matching ac and dc characteristics inherent to 
amplifiers sharing the same monolithic die. 

The single-pole response of the AD713 provides fast settling: 
IllS to 0.01%. This feature combined with its high dc precision 
makes it suitable for use as a buffer amplifier for 12- or 14-bit 
DACs and ADCs. It is also an excellent choice for use in active 
filters in 12-, 14- and 16-bit data acquisition systems. Further
more, the AD713's low total harmonic distortion (THD) level of 
0.0003% and very close matching ac characteristics make it an 
ideal amplifier for many demanding audio applications. 

The AD713 is internally compensated for stable operation at 
unity gain and is available in seven performance grades. The 
AD713J and AD713K are rated over the commercial tempera
ture range of 0 to +70°C. The AD713A and AD713B are rated 

AD713 I 
AD713 FUNCTIONAL BLOCK DIAGRAM 

Plastic DIP (N) Package 
and 

Cerdip (Q) Package 

OUTPUT 

-IN 

+IN 

-Vo 

+IN 

-IN 

OUTPUT 

over the industrial temperature of -40°C to + 85°C. The 
AD713S and AD713T are rated over the military temperature 
range of - 55°C to + 125°C and are available processed to 
MIL-STD-883B, Rev. C. 

The AD713 is offered in a 14-pin plastic DIP package, a 
hermetic cerdip package, or chip form. 

PRODUCT HIGHLIGHTS 
I. The AD713 is a high speed BiFET op amp that offers 

excellent performance at competitive prices. It upgrades the 
performance of circuits using op amps such as the 
TL0741TL084, LTl058, LF347 and OPA404. 

2. Slew rate is 100% tested for a guaranteed minimum of 
16V1ILs (J, A and S Grades). 

3. The combination of Analog Devices' advanced processing 
technology, laser wafer drift trimming and well-matched 
ion-implanted JFETs provides outstanding dc precision. In
put offset voltage, input bias current and input offset 
current are specified in the warmed-up condition and are 
100% tested. 

4. Very close matching of ac characteristics between the four 
amplifiers makes the AD713 ideal for high quality active 
filter applications. 
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SPEC IFICATIONS (@ +25°C and :!:15V dc, unless otherwise noted) 

Model AD713J/AIS AD713K1B1I' 
Conditions Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE' 
Initial Offset 0.3 1.5 0.2 0.5 mV 
Offset Tmin to Tmax 0.5 2/212 0.4 0.7/0.7/1.0 mV 
vs. Temp. 5 5 20120/15 I1vre 
vs. Supply 78 95 84 100 dB 
vs. Supply Tmin to Tmax 76176176 95 84 100 dB 
Long-Term Stability IS IS I1V/month 

INPUT BIAS CURRENT2 

Either Input VCM=OV 40 150 40 75 pA 
Either Input 

(a T ~x = 70'C/8S'c/12S'C VCM=OV 3.419.6/154 1.7/4.8/77 nA 
Either Input VcM =+IOV 55 200 55 120 pA 

Offset Current VCM=OV 10 75 10 35 pA 
Offset Current 

(a,T ~ = 70'C/8S'c/125'C VCM=OV 1.7/4.8177 0.812.2/36 nA 

MATCHING 
CHARACTERISTICS 

Input Offset Voltage 0.5 1.8 0.4 0.8 mV 
Input Offset Voltage Tmin to Tmax 0.7 23123/2.3 0.6 1.011.0/1.3 mV 
Input Offset Voltage Drift 8 6 25 I1vre 
Input Bias Current 10 100 10 35 pA 
Crosstalk (See Figure 20) (i., 1kHz -130 -130 dB 

((., 100kHz -95 -95 dB 

FREQUENCY RESPONSE 
Gain BW, Small Signal G=-I 3 4 3.4 4 MHz 
Full Power Response Vo=20V p-p 200 200 kHz 

Slew Rate, Unity Gain G=-I 16 20 18 20 V/l1s 
Settling Time to 0.01% G= -I (Fig. 23) I 1.2 I 1.2 I1S 
Total Harmonic Distortion f=lkHz 

(See Figures 16 and 30) Rk2kU 
Vo=3V rms 0.0003 0.0003 % 

INPUT IMPEDANCE 
Differential 3x 1012115.5 3x 10'2115.5 UllpF 
Common Mode 3x 10'2115.5 3x 1012115.5 UllpF 

INPUT VOLTAGE RANGE 
Differential' ±20 ±20 V 
Common Mode Voltage' +14.5,-11.5 +14.5,-11.5 V 

Tmin to Tmax -11 +13 -11 +13 V 
Common-Mode Rejection 

Ratio VCM=±IOV 78 88 84 94 dB 

Tmin to Tmax 76/76/76 84 82 90 dB 

VcM=±I1V 72 84 78 90 dB 

Tmin to Tmax 70170170 80 74 84 dB 

INPUT VOLTAGE NOISE Noise 0.1 to 10Hz 2 2 I1V P-P 
f=10Hz 45 45 nV/'\IHZ 
f=lOOHz 22 22 nV/'\IHZ 
f=lkHz 18 18 nV/'\IHZ 
f=lOkHz 16 16 nV/'\IHZ 

INPUT CURRENT NOISE f=lkHz 0.01 0.01 pAl '\1HZ 
OPEN LOOP GAIN Vo=±lOV 

RLOAD",2kU 150 400 200 400 V/mV 
Tmin to Tmax 100/100/100 100 V/mV 

OUTPUT 
CHARACTERISTICS 

Voltage RLOAD",2kO +13,-12.5 +13.9,-13.3 +13,-12.5 + 13.9,-13.3 V 

TmmtoT~ ± 12/± 12I±12 + 13.8, -13, 1 ±12 +13.8,-13.1 V 

Current Short Circuit 25 25 mA 
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AD713 
Model AD713j/AlS AD713K1Brr 

Conditions Min Typ Max Min Typ Max Units 

POWER SUPPLY 

Rated Performance ±IS ±IS V 

Operating Range ±4.5 ±IS ±4.5 ±IS V 

Quiescent Current 10.0 13.5 10.0 12.0 rnA 

PACKAGE OPTIONS' 

Plastic (N-14) AD7I3JN AD713KN 

Cerdip (Q-14) AD713AQ, AD713SQ AD7I3BQ, AD713TQ 

J and S Grade Chips 

Also Available 

TRANSISTOR COUNT # of Transistors 120 120 

NOTES 
'Input Offset Voltage specifications are guaranteed after S minutes of operation at TA = +2S"C. 
2Bias Current Specifications are guaranteed maximum at either input after 5 minutes of operation at TA = + 25°C. For higher temperature, the current doubles 
every IO"C. 

3Defined as voltage between inputs, such that neither exceeds ± IOV from ground. 
4Typicallyexceeding -14.1V negative common-mode voltage on either input results in an output phase reversal. 
sSee Section 20 for package outline information. 

Specifications subject to change without notice. 
All min and max specifications are guaranteed. 
Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing qualiry levels. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ± 18V 
Internal Power Dissipation2 •••••••••••••••••• 6SOmW 
Input Voltage' ............................ ± 18V 
Output Short Circuit Duration 

(For One Amplifier) .................... Indefmite 
Differential Input Voltage ............... + V s and - V s 
Storage Temperature Range Q .......... -65°C to + 150°C 
Storage Temperature Range N .......... -65°C to + 125°C 
Operating Temperature Range 

AD713J/K ......................... 0 to +70°C 
AD713A1B ...................... -40°C to +8SoC 
AD713Srr ..................... -SSOC to + 125°C 

Lead Temperature Range (Soldering 60sec) ........ + 300°C 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indi~ 
cated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

'Thermal characteristics: 81c = 30"C1Watt; 81A = IlO°ClWatt. 
'For supply voltages less than ± ISV, the absolute maximum input voltage is 
equal to the supply voltage. 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 

CONNECTION DIAGRAM 

Plasti~ (N) and 
Cerdip (Q) Packages 
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Typical Characteristics 
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ApplyingtiJe A0713 -7 ° , 
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TO.'11F 

ARE CONNECTED 
AS SHOWN 

"THE SIGNAL INPUT 11kHz SINEWAVE. 2V p·pllS APPLIED 
TO ONE AMPLIFIER AT A TIME. THE OUTPUTS OF THE OTHER 
THREE AMPLIFIERS ARE THEN MEASURED FOR CROSSTAL.K. 
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Figure 21b. Unity Gain Follower 
Large Signal Pulse Response 

Figure 22b. Unity Gain Inverter 
Large Signal Pulse Response 

Figure 21c. Unity Gain Follower 
Small Signal Pulse Response 

Figure 22c. Unity Gain Inverter 
Small Signal Pulse Response 



MEASURING AD713 SETTLING TIME 
The photos of Figures 24 and 2S show the dynamic response of 
the AD7l3 while operating in the settling time test circuit of 
Figure 23. The input of the settling time fixture is driven by a 
flat-top pulse generator. The error signal output from the false 
summing node of AI, the AD713 under test, is clamped, ampli
fied by op amp A2 and then clamped again. 

DATA 
DVNAMICS 

5109 
OR 

EQUIVALENT I 
_______ .J 

TO TEKTRONIX 
1A26 

OSCILLOSCOPE 
PREAMP 

INPUT SEcnON 
(VIA LESS THAN 

1FT 500 
COAXIAL CABLE) 

r------, 
I I 

: ~ J!0pF: 
:lMn~T : 
I L ______ .J 

-

4.99kU 

10kU 

NOTE 

2" 
HP2835 

USE CIRCUIT BOARD 
WITH GROUND PLANE 

"'USE VERY 
SHORT CABLE 
OR TERMINATION 
RESISTOR 

Figure 23. Settling Time Test Circuit 

Figure 24. Settling Characteristics 0 to + ~OV Step. Upper 
Trace: Output of A0713 Under Test (5Vldiv). Lower Trace: 
Amplified Error Voltage (O.O~%Idiv) 

AD713 
The error signal is thus clamped twice: once to prevent over
loading amplifier A2 and then a second time to avoid overload
ing the oscilloscope preamp. A Tektronix oscilloscope preamp 
type 7 A26 was carefully chosen because it recovers from the 
approximately 0.4 volt overload quickly enough to allow accu
rate measurement of the AD713's lfiS settling time. Amplifier 
A2 is a very high speed FET input op amp; it provides a voltage 
gain of 10, amplifying the error signal output of the AD713 II 
under test (providing an overall gain of S). 

Figure 25. Settling Characteristics to -10V Step. Upper 
Trace: Output of AD713 Under Test (5V1div). Lower Trace: 
Amplified Error Voltage (O.01%ldiv) 

POWER SUPPLY BYPASSING 
The power supply connections to the AD713 must maintain a 
low impedance to ground over a bandwidth of 4MHz or more. 
This is especially important when driving a significant resistive 
or capacitive load, since all current delivered to the load comes 
from the power supplies. Multiple high quality bypass capacitors 
are recommended for each power supply line in any critical 
application. A O.lfiF ceramic and a lfiF electrolytic capacitor as 
shown in Figure 26 placed as close as possible to the amplifier 
(with short lead lengths to power supply common) will assure 
adequate high frequency bypassing in most applications. A 
minimum bypass capacitance of 0.1 fiF should be used for any 
application. 

Figure 26. Recommended Power Supply Bypassing 
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A HIGH SPEED INSTRUMENTATION AMPLIFIER 
CIRCUIT 
The instrumentation amplifier circuit shown in Figure 27 can 
provide a range of gains from unity up to 1000 and higher using 
only a single AD713. The circuit bandwidth is 1.2MHz at a gain 
of I and 250kHz at a gain of 10; settling time for the entire cir
cuit is less than 5J.Ls to within 0.01% for a 10 volt step, 
(G = 10). Other uses for amplifier A4 include an active data 
guard and an active sense input. 

CIRCUIT GAIN = 20::' + 1 

TO BUFFERED 
VOLTAGE REFERENCE 

OR 
REMOTE GROUNO 

SENSE 

·VOL TRONICS SP20 TRIMMER CAPACITOR 
OR EQUIVALENT 

uRATIO MATCHED 1% METAL F1LM RESISTORS 

Figure 27. A High Speed Instrumentation Amplifier Circuit 

Table I provides a performance summary for this circuit. The 
photo of Figure 28 shows the pulse response of this circuit for a 
gain of 10. 

Gain Ito 

I 
2 

10 

NC 
20k!! 
4.04k!! 

Bandwidth 

1.2MHz 
1.0MHz 
0.25MHz 

T Settle (0.01%) 

Table I. Performance Summary for the High Speed 
Instrumentation Amplifier Circuit 

Figure 28. The Pulse Response of the High Speed 
Instrumentation Amplifier. Gain = 10 
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A HIGH SPEED FOUR OP AMP CASCADED AMPLIFIER 
CIRCUIT 
Figure 29 shows how the four amplifiers of the AD713 may be 
connected in cascade to form a high gain, high bandwidth 
amplifier. This gain of 100 amplifier has a - 3dB bandwidth 
greater than 600kHz. 

+Vs: 
100kU I 

OPTIONAL Vas I 
I ADJUSTMENT I L ______ .J 

FOUROP·AMPCASCADED AMPLIFIER 
GAIN"" 100 
BANDWIDTH (-3dBI = 632kHz 

Figure 29. A High Speed Four Op Amp Cascaded 
Amplifier Circuit 

,." 

TO SPECTRUM ANALYZER ------

1kit 
NULL 

ADJUST 

100n 

ERROR SIGNAL 
OUTPUT 

IERROR/III 

10kU 

10kU 

+V. 

7,OOpF 

-Vo 

Figure 30. THD Test Circuit 

HIGH SPEED OP AMP APPLICATIONS AND 
TECHNIQUES 
DAC Buffers (I·to-V Converters) 
The wide input dynamic range of JFET amplifiers makes them 
ideal for use in both waveform reconstruction and digital-audio
DAC applications. The AD713, iI;! conjunction with the AD1860 
DAC, can achieve 0.0016% THD (here at a 4fs or a 176.4kHz 
update rate) without requiring the use of a deglitcher. Just such 
a circuit is shown in Figure 31. The 470pF feedback capacitor 
used with IC2a, along with op amp IC2b and its associated com
ponents, together form a 3-pole low-pass filter. Each or all of 
these poles can be tailored for the desired attenuation and phase 
characteristics required for a particular application. In this appli
cation, one half of an AD713 serves each channel in a two
channel stereo system. 



DIGITAL 
,.J;GND 

+Vcc 

CLOCK 

LATCH 
ENABLE 

DATA 
INPUT 

MSBTRIM 

470kll 100kll 200kll 
-V. 

+V. • 

-Q 
-V • • 
+ Vee .. 

m 
-VEE • 

AD713 

:t: <>W] 111'F ANALOG < COM POWER 

..-11'F 
SUPPLY < -5V 

::t < >" 1 111'F LOGIC < COM POWER 

=r'I'F 
SUPPLY < -5V 

1500pF 

IC2b 

Figure 31. A DIA Converter Circuit for Digital Audio 
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(FUNDAMENTAL NOTCH ATTENUATED 4OdB(Q 1kHzl 

lA.J\ 1\ AA .A~ft 
10 

FREQUENCY - kHz 

... -~ 
'5 20 

Figure 32. Harmonic Distortion vs. Frequency for the 
Digital Audio Circuit of Figure 31 

Driving the Analog Input of an AID Converter 
An op amp driving the analog input of an AID converter, such 
as that shown in Figure 33, must be capable of maintaining a 
constant output voltage under dynamically changing load condi
tions. In successive approximation converters, the input current 
is compared to a series of switched trial currents. The compari
son point is diode clamped but may vary by several hundred 
millivolts, resulting in high frequency modulation of the AID 
input current. The output impedance of a feedback amplifier is 
made artificially low by its loop gain. At high frequencies, 

+ 10V 

ANALOG 
INPUT 

- 15V ANALOG cotv'! 

Figure 33. The AD713 as an ADC Buffer 

where the loop gain is low, the amplifier output impedance can 
approach its open loop value. 

Most Ie amplifiers exhibit a minimum open loop output imped
ance of 25!1, due to current .limiting resistors. A few hundred 
microamps reflected from the change in converter loading can 
introduce errors in instantaneous input voltage. If the AID 
conversion speed is not excessive and the bandwidth of the 
amplifier is sufficient, the amplifier's output will return to the 
nominal value before the converter makes its comparison. How
ever, many amplifiers have relatively narrow bandwidths, yield
ing slow recovery from output transients. The AD713 is ideally 
suited as a driver for AID converters since it offers both a wide 
bandwidth and a high open loop gain. 
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Figure 34. Buffer Recovery Time Source Current=2mA 

Figure 35. Buffer Recovery Time Sink Current= 1mA 

Driving A Large Capacitive Load 
The circuit of Figure 36 employs a lOOn isolation resistor which 
enables the amplifier to drive capacitive loads exceeding 1500pF; 
the resistor effectively isolates the high frequency feedback from 
the load and stabilizes the circuit. Low frequency feedback is 
returned to the amplifier summing junction via the low pass 
filter formed by the lOOn series resistor and the load capaci
tance, Cl. Figure 37 shows a typical transient response for this 
connection. 

-I"l ,.... 4.99kit 

U INPUT 

TYPICAL CAPACITANCE 
LIMIT FOR VARIOUS 
LOAD RESISTORS 

RL ClUPTO 
2kU 1500pF 
10kll 1S00pf 
20kU 1000pF 

4.99kH 

30pF 

+v, 

-v, 

Figure 36. Circuit for Driving a Large Capacitance Load 

Trim JN/AQI KNIBQI LN/CQI GLN/GCQI 
Resistor SD TD UD GUD 

RI soon 2000 1000 200 
R2 1500 680 330 6.80 

Table II. Recommended Trim Resistor Values vs. Grades 
for AD7545 for Vo = +5V 
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Figure 37. Transient Response, RL = 2kil, CL = 500pF 

CMOS DAC APPLICATIONS 
The AD713 is an excellent output amplifier for CMOS DACs. It 
can be used to perform both 2 and 4 quadrant operation. The 
output impedance of a DAC using an inverted R-2R ladder 
approaches R for codes containing many" I "s, 3R for codes 
containing a single" I" and infinity for codes containing all 
zeros. 

For example, the output resistance of the AD7545 will modulate 
between Ilkn and 33kO. Therefore, with the DAC's internal 
feedback resistance of llkO , the noise gain will vary from 2 to 
4/3. This changing noise gain modulates the effect of the input 
offset voltage of the amplifier, resulting in nonlinear DAC
amplifier performance. The AD713, with its guaranteed 1.5mV 
input offset voltage, minimizes this effect achieving 12-bit 
performance. 

Figures 38 and 39 show the AD713 and a 12-bit CMOS DAC, 
the AD7S4S, configured for either a unipolar binary (2-quadrant 
multiplication) or bipolar (4-quadrant multiplication) operation. 
Capacitor C I provides phase compensation which reduces over
shoot and ringing. 

0811-080 

Figure 38. Unipolar Binary Operation 

DATA INPUT 
-FOR VALUES OF R1 AND R2 
SEe TABLE II 

Figure 39. Bipolar Operation 

R. 
20"'% R5 

20k1% 

-15V 



R5 30k 

DATA 2 

AD713 

CIRCUIT EQUATIONS 

Note: 
DAC equivalent resistance equals 
256 x (DAC Ladder resistance) 

DAC Digital Code 

Figure 40. A Programmable State Variable Filter Circuit 

FILTER APPLICATIONS 
A Programmable State Variable Filter 
For the state variable or universal filter configuration of Figure 
40 to function properly, DACs Al and BI need to control the 
gain and Q of the filter characteristic, while DACs A2 and B2 
must accurately track for the simple expression of fc to be true. 
This is readily accomplished using two AD7528 DACs and one 
AD713 quad op amp. Capacitor C3 compensates for the effects 
of op amp gain-bandwidth limitations. 

This filter provides low pass, high pass and band pass outputs 
and is ideally suited for applications where microprocessor con
trol of filter parameters is required. The programmable range 
for component values shown is fc = 0 to 15kHz and Q = 0.3 
to 4.5. 

GIC and FDNR FILTER APPLICATIONS 
The closely matched and uniform ac characteristics of the 
AD713 make it ideal for use in GIC (gyrator) and FDNR (fre-

f=--.!:.!!. 
c 2"1rRC 

C1 =C2 =C3=C. =c 

quency dependent negative resistor) filter applications. Figures 
41 and 43 show the AD713 used in two typical active filters. 
The first shows a single AD713 simulating two coupled induc
tors configured as a one-third octave bandpass filter. A single 
section of this filter meets ANSI class II specifications and han
dles a 7.07V rms signal with <0.002% THD (20Hz-20kHz). 

Figure 43 shows a 7-pole antialiasing filter for a 2 x oversam
piing (88.2kHz) digital audio application. This filter has --::0.05 
dB pass band ripple and 19.8 :+:0.3J.Ls delay, dc-20kHz and will 
handle a 5V rms signal (Vs = :+:15V) with no overload at any 
internal nodes. 

The filter of Figure 41 can be scaled for any center frequency 
by using the formula: 

l.ll 
fc = z"rRC 

Rl1 
5.62kH 

+Vs 
~ ~+ 

. AD713 
PIN 4 

COM 
fO.'~F f+'~F 

9 
-v. 

IO.'~F I '~F . ~~n~ 
Ru =4.32R 

R3=a.=Rs=R,;=R7=R8=~=RJO=R 

Figure 41. A 113 Octave Filter Circuit 
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where all resistors and capacitors scale equally. Resistors 
R3 - R8 should not be greater than 2k!l in value, to prevent 
parasitic oscillations caused by the amplifier's input capacitance. 

-'0 

-20 

E 
'Ii 
~ -30 

~ 
l! 
C -40 

~ 
" 0 

-50 

-50 

-70 

If this is not practical, small lead capacimnces (1O-20pF) should 
be added across R5 and R6. Figures ~2 and ~ show the output 
amplitude \'s. frequency of these filters. 

~ -
'f-~ .Ii 0 

J_ \ J '\ -
0-' 

" / \ ~ -2 -
c 

/ \ ~-3 / \ 
-

I "" 
0 -. 

I'... -s -

/ ~'.zon 2' 
fREQUENCV - kHz 

~ -- r--
o '0 20 30 40 50 50 70 • 0 .. '00 

~ 4100pF 

+v, 1 1+ ., =:~3 
To.,,,F T 1pF 

COM -I+---Jj+O--:::t 
r D"" r+ ,., <:7 
- • :In 

Figure 43. An Antialiasing Filter 
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~4700pF 

FREQUENCY _ kHz 

Figure 42. Output Amplitude vs. Frequency of 113 Octave Filter 
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Figure 44. Relative Output Amplitude vs. Frequency of Antialiasing Filter 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Precision Input Characteristics 

Low Vos: 0.5 mV max (LI 
Low Vos Drift: 5 p.V/oC max (LI 
Low Ib: 50 nA max (LI 
Low los: 5 nA max (LI 
High CMRR: 90 dB min (K. LI 

High Output Capability 
AOL = 25.000 min. 1 kG Load (J. SI 

T m1n to Tmax 

Vo = ±10 V min. 1 kG Load (J. SI 
Chips and MIL-STD-883B Parts Available 

GENERAL DESCRIPTION 
The Analog Devices AD741 Series are high performance mono
lithic operational amplifiers. All the devices feature full short 
circuit protection and internal compensation. 

The Analog Devices AD74lJ, AD741K, AD741L, and AD741S 
are specially tested and selected versions of the standard AD741 
operational amplifier. Improved processing and additional elec
trical testing guarantee the user precision performance at a very
low cost. The AD74lJ, K and L substantially increase overall 
accuracy over the standard AD741C by providing maximum 
limits on offset voltage drift and significantly reducing the errors 
due to offset voltage, bias current, offset current, voltage gain, 
power supply rejection, and common-mode rejection. For exam
ple, the AD741L features maximum offset voltage drift of 
5 /LVrC, offset voltage of 0.5 mV max, offset current of 5 nA 
max, bias current of 50 nA max, and a CMRR of 90 dB min. 
The AD741S offers guaranteed performance over the extended 
temperature range of -55°C to + 125°e, with max offset voltage 
drift of 15 /LVrC, max offset voltage of 4 mY, max offset cur
rent of 25 nA, and a minimum CMRR of 80 dB. 

Low Cost, 
High Accuracy IC Op Amps 

AD741 Series I 
AD741 SERIES FUNCTIONAL BLOCK DIAGRAMS 

TO-99 (H) Package 

Mini-DIP (N) Package 

HIGH OUTPUT CAPABILITY 
Both the AD74lJ and AD741S offer the user the additional ad
vantages of high guaranteed output current and gain at low val
ues of load impedance. The AD74lJ guarantees a minimum gain 
of 25,000 swinging ±10 V into a 1 kO load from 0 to +70oe. 
The AD741S guarantees a minimum gain of 25,000 swinging 
± 10 V into a 1 kO load from -55°e to + 125°C. 

All devices feature full short circuit protection, high gain, high 
common-mode range, and internal compensation. The AD74lJ, 
K and L are specified for operation from 0 to + 70oe, and are 
available in both the TO-99 and mini-DIP packages. The 
AD741S is specified for operation from -55°C to + 125°C, and 
is available in the TO-99 package. 
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SPECIFICATIONS (typical @ +25°C and +15 V dc unless otherwise specified) - , 
AD741C AD741 AD74lJ 

Model Min Typ Max Min Typ Max Min Typ Max Units 

OPEN-LOOP GAIN 
RL = I Idl, Vo = ±1O V SO,OOO 200,000 VN 
RL = 21dl, Vo = ±IOV 20,000 200,000 SO,OOO 200,000 VN 
TA = min to max RL = 21d! 15,000 25,000 25,000 VN 

OUTPUT CHARACTERISTICS 
Voltage@ RL = I ill, TA = min to max ±10 ±13 V 
Voltage @ RL = 2 ill, T A = min to max ±10 ±13 ±10 ±13 V 
Short Circuit Current 25 25 25 mA . 

FREQUENCY RESPONSE 
Unity Gain, smaU Signal I I I MHz 
Full Power Response 10 10 10 kHz 
Slew Rate 0.5 0.5 0.5 V/fJ.S 
Transient Response (Unity Gain) 

Rise Time CL '" 10 V p-p 0.3 0.3 0.3 "S 
Overshoot 5.0 5.0 5.0 % 

INPUT OFFSET VOLTAGE 
Initial, Rs '" 10 kG, Adjust to Zero 1.0 6.0 1.0 5.0 1.0 3.0 mV 
TA = min to max 1.0 7.5 1.0 6.0 4.0 mV 
Average vs. Temperature (Untrimmed) 20 "vrc 
vs. Supply, T A = min to max 30 100 "VN 

INPUT OFFSET CURRENT 
Initial 20 200 20 200 5 50 nA 
TA = min to max 40 300 85 500 100 nA 
Average vs. Temperature 0.1 nArc 

INPUT BIAS CURRENT 
Initial 80 500 80 SOO 40 200 nA 
TA = min to max 120 SOO 300 1,500 400 nA 
Average vs. Temperature 0.6 nAl'C 

INPUT IMPEDANCE DIFFERENTIAL 0.3 2.0 0.3 2.0 1.0 MG 

INPUT VOLTAGE RANGE' 
Differential, max Safe ±30 V 
Common-Mode, max Safe ±12 ±13 ±12 ±13 ±15 V 
Common-Mode Rejection, 

Rs = '" 10 kG, TA = min to max, 
VlN =±12V 70 90 70 90 80 90 dB 

POWER SUPPLY 
Rated Performance ±15 ±15 ±15 V 

Operatins ±5 ±18 V 
Power Supply Rejection Ratio 30 150 30 ISO "VN 
Quiescent Current 1.7 2.8 1.7 2.8 2.2 3.3 rnA 
Power Consumption 50 85 50 85 50 85 mW 

TA = min 60 100 mW 
TA = max 45 75 mW 

TEMPERATURE RANGE 
Operatins Rated Performance 0 +70 -55 +125 0 +70 'C 
Storage -65 +150 -65 +150 -65 +150 'C 

NOTES 
IFor supply voltages less than ±lS V, the absolute maximum input voltage is equal to the supply voltage. 
Specifications subject to change without notice. 
All min and max specifications are guaranteed. Specifications shown in boldface are tested on all production units at fmal electrical test. Results from 
those tests are used CO calculate outgOing qualily levels. . 

+1Is 

-VS 

Standard Nulling Offset Circuit 
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METALIZATION PHOTOGRAPH 
All versions of the AD741 are available in chip form. 

Contact factory for latest dimensions. 
Dimensions shown in inches and (mm). 



AD741 Series 
AD741K AD741L AD741S 

Model Min Typ Max 

OPEN-LOOP GAIN 
RL = I kil, Vo = ±10 V 
RL = 2 kil, Vo = ±10 V 50,000 200,000 
TA = min to max RL = 2kil 25,000 

OUTPUT CHARACTERISTICS 
Voltage@ RL = I kil, TA = min to max 
Voltage@ RL = 2 kil, TA = min to max ±10 ±13 
Short Circuit Current 25 

FREQUENCY RESPONSE 
Unity Gain, Small Signal I 
Full Power Response 10 
Slew Rate 0.5 
Transient Response (Unity Gain) 

Rise Time 0.3 
Overshoot 5.0 

INPUT OFFSET VOLTAGE 
Initial, Rs '" 10 kil, Adjust to Zero 0.5 2.0 
TA = min to max 3.0 
Average vs. Temperature (Untrimmed) 6.0 15.0 
vs. Supply, TA = min to max 5 15.0 

INPUT OFFSET CURRENT 
Initial 2 10 
TA = min to max 15 
Average vs. Temperature 0.02 0.02 

INPUT BIAS CURRENT 
Initial 30 75 
TA = min to max 120 
Average vs. Temperature 0.6 I.S 

INPUT IMPEDANCE DIFFERENTIAL 2 

INPUT VOLTAGE RANGE' 
Differential, max Safe :>:30 
Common-Mode, max Safe ±15 
Common-Mode Rejection, 

Rs = '" 10 kil, TA = min to max, 
V'N=±12V 90 100 

POWER SUPPLY 
Rated Performance ±15 
Operating ±5 ±22 
Power Supply Rejection Ratio 20 
Quiescent Current 1.7 2.8 
Power Consumption 50 S5 

TA = min 
TA = max 

TEMPERATURE RANGE 
Operating Rated Performance 0 +70 
Storage -65 +150 

ABSOLUTE MAXIMUM RATINGS 

Absolute Maximum Ratings 

Supply Voltage 
Internal Power Dissipstion 
Differential Input Voltage 
Input Voltage 
Storage Temperature Range 
Lead Temperature 

(Soldering, 60 sec) 
Output Short Circuit Duration 

NOTES 

AD741,J, 
K,L,S 

±22 V 
500mW' 
±30V 
±15 V 
-65·C to + 150"C 

+300·C 
Indefinite2 

AD741C 

±IS V 
500mW 
±30V 
± IS V 
-65'C to + 150·C 

+300'C 
Indefinite 

Min 

50,000 
25,000 

±10 

90 

±5 

0 
-65 

1Rating applies for case temperature to + 125"C. Derate TO:99 linearity at 6.5 mWrc for 
ambient temperatures above + 7O"C. 

lRating applies for shorts to ground or either supply at case temperatures to + 125°C or 
ambient temperatures to +75"C. 

Typ Max Min Typ Max Units 

50,000 200,000 VN 
200,000 VN 

25,000 VN 

±13 ±10 ±13 V 
25 25 mA 

I I MHz 
10 10 kHz 
0.5 0.5 V/tJ.s 

0.3 0.3 tJ.S 
5.0 5.0 % 

0.2 0.5 1.0 2 mV 
1.0 4 mV 

2.0 5.0 6.0 15.0 tJ.vrc 
5 15.0 30 100 tJ.VN 

2 5 2 10 nA 
10 25 nA 

0.02 0.1 0.1 0.25 nArC 

30 50 30 75 nA 
100 250 nA 

0.6 1.0 0.6 2.0 nArC 

2 2 Mil 

±30 ±30 V 
±15 ±15 V 

100 90 100 dB 

±15 ±15 V 
±22 ±5 :>:22 V 

20 20 tJ.VN 
1.7 2.8 2.0 2.8 rnA 
50 S5 50 S5 mW 

60 100 mW 
75 ll5 mW 

+70 -55 +125 'C 
+150 -65 +150 'C 

ORDERING GUIDE l 

Temperature Package Initial Off 
Model Range Options' Set Voltage 

AD741CN o to +70'C Mini-DIP (N-S) 6.0mV 
AD741CH o to +70'C· TO-99 (H-OSA) 6.0mV 
AD741}N o to +70·C Mini-DIP (N-S) 3.0mV 
AD741}H o to +70"C TO-99 (H-OSA) 3.0mV 
AD741KN o to +70·C Mini-DIP (N-S) 2.0mV 
AD741KH o to +70·C TO-99 (H-OSA) 2.0mV 
AD741LN o to +70·C Mini-DIP (N-S) 0.5mV 
AD741LH o to +70"C TO-99 (H-OSA) 0.5mV 
AD74IH, - WC to + 125'C TO-99 (H-OSA) 5.0mV 
AD74ISH - 55·C to + 125'C TO-99 (H-OSA) 2.0mV 

NOTES 
I J, K and S grade chips also available. 
'"See Section 20 for package outline information. 
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Typical Performance Curves 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 

UL TRALOW NOISE PERFORMANCE 
2.9 nV/YHz at 10 kHz 
0.38 fJ.V p-p, 0.1 to 10 Hz 
6.9 fA/YHz Current Noise at 1 kHz 

EXCELLENT DC PERFORMANCE 
0.5 mV max Offset Voltage (AD743K) 
250 pA max Input Bias Current (AD743K) 
1000 V/mV min Open-Loop Gain 

AC PERFORMANCE 
2.8 V/fJ.s Slew Rate 
4.5 MHz Unity-Gain Bandwidth 
THO = 0.0003% @ 1 kHz 

APPLICATIONS 
Sonar Preamplifiers 
High Dynamic Range Filters (>140 dB) 
Photodiode and IR Detector Amplifiers 

PRODUCT DESCRIPTION 
The AD743 is an ultralow noise precision, PET input, mono
lithic operational amplifier. It offers a combination of the 
ultralow voltage noise generally associated with bipolar input op 
amps and the very low input current of a FET -input device. 

The AD743's guaranteed, maximum input voltage noise of 
3.5 nV/y'Hz at 10 kHz is unsurpassed for a PET-input mono
lithic op amp, as is the maximum 1.0 f1V p-p, 0.1 to 10 Hz 
noise. The AD743 also has excellent dc performance with 
250 pA maximum input bias current and 0.5 mV maximum off
set voltage. 

The AD743 is specifically designed for use as a preamp in 
capacitive sensors, such as ceramic hydrophones. It is available 
in six performance grades. The AD743J and AD743K are rated 
over the commercial temperature range of 0 to + 70oe. The 
AD743A and AD743B are rated over the industrial temperature 
range of -40oe to +85°e. The AD743S is rated over the mili
tary temperature range of - 55°C to + 125°e and is available pro
cessed to MIL-STD-883B, Rev. e. 

The AD743 is available in 8-pin plastic mini-DIP, 8-pin cerdip, 
16-pin SOIC, or in chip form. 

Ultralow Noise 
BiFEl Op Amp 

AD743 I 
AD743 CONNECTION DIAGRAMS 

8-Pin Plastic (N) 
and 

Cerdip (Q) Packages 

16-Pin 
SOIC (R) 
Package 

PRODUCT HIGHLIGHTS 
I. The low offset voltage and low input offset voltage drift of 

the AD743 coupled with its ultralow noise performance mean 
that the AD743 can be used for upgrading many applications 
now using bipolar amplifiers. 

2. The combination of low voltage and low current noise make 
the AD743 ideal for charge sensitive applications such as 
accelerometers and hydrophones. 

3. The low input offset voltage and low noise level of the 
AD743 provide> 140 dB dynamic range. 

4. The typical 10 kHz noise level of 2.9 nVly'Hz permits a 
three op amp instrumentation amplifier, using three AD743s, 
to be built which exhibits less than 4.2 nV/y'Hz noise at 
10 kHz and which has low input bias currents. 
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SPECIFICATIONS (@ + 25°C and ± 15 V dc, unless otherwise noted) 

Model AD743J/A AD743KIB AD743S 
Conditions Min Typ Max MiD Typ Max MiD Typ Max Ullits 

INPUT OFFSET VOLTAGE' 
Initial Offset 0.25 1.0 0.1 0.5/0.25 0.25 1.0 mV 
Initial Offset TnUlI to Tmax 2.0 1.0/0.50 2.0 mV 
vs. Temp. TmiD to Tmax 2 I 2 ILvre 
vs. Supply (PSRR) ±12Vto±18V 90 96 100 106 90 96 dB 
vs. Supply (PSRR) Tmin to T_ 88 98 100 88 dB 

INPUT BIAS CURRENT' 
Either Input VCM = OV 150 400 150 250 150 400 pA 
Either Input 

fclTnw: VCM = OV 8.8/25.6 5.5/16 413 uA 
Either Input VCM = +10 V 250 600 250 400 300 600 pA 
Either Ioput, Vs = ±5 V VCM = OV 30 30 30 pA 

INPUT OFFSET CURRENT VCM = OV 20 100 25 50 20 100 pA 
Offset Current 

(a'Tmax VCM = OV 2.216.4 1.113.2 102 uA 

FREQUENCY RESPONSE 
Gain BW, Small Signal G= -1 4.5 4.5 4.5 MHz 
Full Power Response Vo = 20 V p-p 25 25 25 kHz 
Slew Rate, Unity Gain G= -1 2.8 2.8 2.8 VlIL' 
Settli.Qg Time to 0.01% 6 6 6 IL' 
Total Hannomc f= 1 kHz 

DiSlOnion' (Fig. 16) G= -1 0.0003 0.0003 0.0003 % 

INPUT IMPEDANCE 
Differential 1 x 10101120 1 x 10101120 I x 10101120 IlllpF 
Common Mode 3 x 10"1118 3 x 10"1118 3 x 10"1118 nllpF 

INPUT VOLTAGE RANGE 
Differential4 ±20 ±20 ±20 V 
Common-Mode Voltage + 13.3, -10.7 + 13.3, -10.7 +13.3, -10.7 V 
Over Max Operating Range -10 +12 -10 +12 -10 +12 V 
Common·Mode 

Rejection Ratio VCM = ±10V 80 95 90 102 80 95 dB 
Tmin to Tmax 78 88 78 dB 

INPUT VOLTAGE NOISE 0.1 to 10 Hz 0.38 0.38 1.0 0.38 ILVP-P 
f= 10 Hz 5.5 5.5 5.5 nVlyHz 
f= 100Hz 3.6 3.6 3.6 nVlyHz 
f=lkHz 3.2 3.2 3.2 nVlyHz 
f= 10kHz 2_9 2.9 3.5 2.9 nVlyHz 

INPUT CURRENT NOISE f= 1 kHz 6.9 6.9 6.9 Wv'Hz 

OPEN LOOP GAIN Vo - ±10V 
RLOAD 2: 2 kfl 1000 4000 2000 4000 1000 4000 V/mV 
Tmin toTmax 800 800 800 VlmV 
RLOAD = 6OO1l 1200 1200 1200 VlmV 

OUTPUT CHARACTERISTICS 
Voltage RLOAD ~ 6000 +13, -12 +13, -12 +13, -}2 V 

RLOAD === 6000 + 13.6, -12.6 + 13.6, -12.6 +13.6, -12.6 lV 
TlUintoT_ 
RLOAD 2: 2 kO ±12 + 13.8, -13.1 ±12 +13.8, -13.1 ±12 + 13.8, -13.1 V 

Current Shon Cireuit 20 40 20 40 20 40 mA 

POWER SUPPLY 
Rated Performance ±lS ±15 ±15 V 
Operating Ranae ±4.8 ±18 ±4.8 ±18 ±4.8 ±18 V 
Quiescent Current 8.1 10.0 8.1 10.0 8.1 10.0 mA 

TRANSISTOR COUNT '* of Transistors 50 50 50 

~~p~~ffset voltage specifications are guaranteed after 5 minutes of tion at TA = + 25"C. 
2Bias current specifications are guaranteed maximum at either input ~ 5 minutes of operation at T A = + 25"C. For higher temperature, the current doubles every 1O"C. 

:~ ~:~~:a; ~~1n;"'~, ~~cl, that neither exceeds ± 10 V from common. 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test; all others are guaranteed but not necessarily tested. 
Specifications subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ± 18 V 
Internal Power Dissipation2 

Input Voltage ............................. ±Vs 
Output Short Circuit Duration ............... Indefinite 
Differential Input Voltage ............... + V s and - V s 
Storage Temperature Range Q .......... -65°C to + 150°C 
Storage Temperature Range N, R ........ -65°C to + 125°C 
Operating Temperature Range 

AD743J/K ......................... 0 to + 70°C 
AD743A1B ...................... -40°C to +8SoC 
AD743S ....................... -55°C to + 125°C 

Lead Temperature Range (Soldering 60 seconds) ...... 300°C 

AD743 
NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of (his specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability . 

28'pin plastic package: alA = IOO°ClWatt 
8-pin cerdip package: OJA = llOOClWatt II 
l6'pin plastic SOle package: OJA = 9O"CIWatt 

ESD SUSCEPTIBILITY 
All pins are rated for a minimum of 4000 V protection. ESD 
testing conforms to human body model. 

METALIZATION PHOTOGRAPH 
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Contact factory for latest dimensions. 
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Typical Characteristics (@ +25°C. Ys = ±15 Yl 
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Figure 1. Input Voltage Swing 
vs. Supply Voltage 
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vs. Supply Voltage 

't 
j , 

I 
/ 

;' 
./ 

"..~ 
,1--

lcr' • 
-80 -40 -20 0 20 40 60 60 100 120 1. 

60 

70 

60 

10 

TEIlPERATURE - "C 

Figure 5. Input Bias Current 
vs. Temperature 

I I 
~ 

• OUTPUT 

t::-- ~ CURRENT 

I"" ~ t-.... 
-O~ t-. 

CURRENT I"'" 

-60 -40 -20 0 20 40 60 60 100 120 140 
TEMPERATURE _·C 

Figure 8. Short Circuit Current 
Limit vs. Temperature 

35 

I--f-

.LV 

/ 
J 

1/ 

V'" 
10 100 1k 

LOAD RESISTANCE - U 

200 

100 

" 10 I 

I 
I o. 

0.0 

1 

1 

1 
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Typical Characteristics 
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Figure 19. Typical Noise Distribution 
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Figure 22a. Unity-Gain Follower 
Large Signal Pulse Response 
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Figure 22b. Unity-Gain Follower 
Small Signal Pulse Response 
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Figure 23a. Unity-Gain Inverter 

Figure 23b. Unity-Gain Inverter 
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Figure 23c. Unity-Gain Inverter 
Small Signal Pulse Response 



OP AMP PERFORMANCE: JFET VS. BIPOLAR 
The AD743 is the first monolithic JFET op amp to offer the 
low input voltage noise of an industry-standard bipolar op amp 
without its inherent input current errors. This is demonstrated 
in Figure 24, which compares input voltage noise vs. input 
source resistance of the OP-27 and the AD743 op amps. From 
this figure, it is clear that at high source impedance the low cur
rent noise of the AD743 also provides lower total noise. It is 
also important to note that with the AD743 this noise reduction 
extends all the way down to low source impedances. The lower 
dc current errors of the AD743 also reduce errors due to offset 
and drift at high source impedances (Figure 25). 
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Figure 24. Total Input Noise Spectral Density @ 1 kHz vs. 
Source Resistance 
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Figure 25. Input Offset Voltage vs. Source Resistance 

AD743 
DESIGNING CIRCUITS FOR LOW NOISE 
An op amp's input voltage noise performance is typically di
vided into two regions: flatband and low frequency noise. The 
AD743 offers excellent performance with respect to both. The 
figure of 2.9 nV/yHz @10 kHz is excellent for a JFET input 
amplifier. The 0.1 to 10 Hz noise is typically 0.38 ,...V p-p. The 
user should pay careful attention to several design details in or
der to optimize low frequency noise performance. Random air 
currents can generate varying thermocouple voltages that appear 
as low frequency noise: therefore sensitive circuitry should be 
well shielded from air flow. Keeping absolute chip temperature 
low also reduces low frequency noise in two ways: first, the low 
frequency noise is strongly dependent on the ambient tempera
ture and increases above + 25°C. Secondly, since the gradient of 
temperature from the IC package to ambient is greater, the 
noise generated by random air currents, as previously men
tioned, will be larger in magnitude. Chip temperature can be 
reduced both by operation at reduced supply voltages and by 
the use of a suitable clip-on heat sink, if possible. 

Low frequency current noi~ can be computed from the magni
tude of the dc bias current (In = Y2qIBIl.f) and increases below 
approximately 100 Hz with a lIf power spectral density. For the 
AD743 the typical value of current noise is 6.9 fNyHz at 
1 kHz. Using the formula, In = y4kTIRM, to compute the 
Johnson noise of a resistor, expressed as a current, one can see 
that the current noise of the AD743 is equivalent to that of a 
3.45 x 10' n source resistance. 

At high frequencies, the current noise of a FET increases pro
portionately to frequency. This noise is due to the "real" part of 
the gate input impedance, which decreases with frequency. This 
noise component usually is not important, since the voltage 
noise of the amplifier impressed upon its input capacitance is an 
apparent current noise of approximately the same magnitude. 

In any FET input amplifier, the current noise of the internal 
bias circuitry can be coupled externally via the gate-to-source 
capacitances and appears as input current noise. This noise is 
totally correlated at the inputs, so source impedance matching 
will tend to cancel out its effect. Both input resistance and input 
capacitance should be balanced whenever dealing with source 
capacitances of less than 300 pF in value. 

LOW NOISE CHARGE AMPLIFIERS 
As stated, the AD743 provides both low'voltage and low current 
noise. This combination makes this device particularly suitable 
in applications requiring very high charge sensitivity., such as 
capacitive accelerometers and hydrophones. When dealing with 
a high source capacitance, it is useful to consider the total input 
charge uncertainty as a measure of system noise. 

Charge (Q) is related to voltage and current by the simply stated 
fundamental relationships: 

Q=CVandI=dQ 
dt 

As shown, voltage, current and charge noise can all be directly 
related. The change in upen circuit voltage (Il. V) on a capacitor 
will equal the combination uf the change in charge (Il.Q/C) and 
the change in capacitance with a built in charge (Q/fl.C). 
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Figur~s 26 and 27 show two ways to buffer and amplify the out
put of a charge output transducer. Both require using an ampli
fier which has a very high input impedance, such as the AD743. 
Figure 26 shows a model of a charge amplifier, circuit. lIere, 
amplification depends on the principal of conservation of charge 
at the input of amplifler AI, which r\!quires that the charge on 
capacitor Cs be transferred to capacitor CF , thus yielding an 
output voltage of tJ.Q/CF • The amplifiers input voltage noise will 
appear at the output amplified by the noise gain (l + (CslCF» 
of the circuit. 

• CPTICNAL, SEE TEXT 

Figure 26. A Charge. Amplifier Circuit 

Rl 

c· • 

R2 

• CPTICNAL, SEE TEXT 

Figure 27. Mcdel for a High i Follower with Gain 

The second circuit, Figure 27, is simply a'high impedance fol
lower with gain. Here the noise gain (1 + (RIIR2» is the same 
as the gain to the voltage oUt of the transducer. Resistor RB, in 
both circuits, is required as a de bias current return. 

There are threeiniportant Sources of noise in these circllits. Am
pliflers Al and A2 contribute both'voltage and current noise, 
while resistor RB contributes a current noise of: 

where: 

k = Bolt21l1an's Constant = 1.3.81 x 10-23 Joules/Kelvin 

T = Absolute Tempemture, Kelvin (O°C = +273.2 Kelvin) 

at = Bandwidth- iii Hz (ASsUming an Ideal "Briek Wall" 
Filter) 

This must root-sum~Square with the amplifier's own current 
noise. . 
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Figure 28 shows that these two circuits have an identical fre
quency response and the same noise performance (provided that 
CS/CF = RIIR2). One fearure of the first circllit is that a"T" 
network is used to increase the effective resistance' of RB and 
improve the low frequency cutoff point by the same factor. 
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Figure 28. Noise at the Outputs of the Circuits 
of Figures 26 and 27. Gain = 10, C = 3000 pF, 
Ra = 22MlJ 

However, this does not change the noise contribution of RB 
which, in this example, dominates at low frequencies. The 
graph of Figure 29 shows how to select an RB large enough to 
minimize this resistor's contribution to overall cirellit noise. 
When the equivalent currerit noise of RB (( y' 4kT)IR) equals the 
noise of IB (y'2qIB), there is diminishing return in making RB 
larger. 
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Figure 29. Graph of Resistance vs. Input Bias Current 
where the Equivalent Noise V4kTIR, Equals the Noise of 
the Bias Current V2qla 

To m~dc performance over temperarure, the source resis
tances should be balanced on each input of the amplifier. This is 
represented by the optional resistor RB in Figures 26 and 27. As 
previously mentioned, for best noise performance care should be 
taken to also balance the source capacitance designated by CB' 
The value for CB in Figure 26 would be equal to CF II Cs, in 
Figure 27). At values of CB over 300 pF, there is a diminishing 
impact on noise; capacitor CB can then be simply a large bypass 
of 0.01 fJ.F or greater. 



HOW CHIP PACKAGE TYPE AND POWER 
DISSIPATION AFFECT INPUT BIAS CURRENT 
As with all JFET input amplifiers, the input bias current of the 
AD743 is a direct function of device junction temperature, IB 
approximately doubling every lOoC. Figure 30 shows the rela
tionship between bias current and junction temperature for the 
AD743. This graph shows that lowering the junction tempera· 
ture will dramatically improve lB' 

10~ 

/ 
I v. ~t15J 

TA =+25"C 1/ 
)1 

• / 
v v ..... 

-I--, 

1012 

..QI -40 -20 0 20 40 60 80 100 120 140 
JUNCTION TEMPERTATURE - ·c 

Figure 30. Input Bias Current vs. Junction Temperature 

The dc thermal properties of an IC can be closely approximated 
by using the simple model of Figure 31 where current repre
sents power dissipation, voltage represents temperature, and re
sistors represent thermal resistance (6 in °Clwatt). 

~----~v~-----J 

IlJA 

WHERE: 

P,N = DEVICE DISSIPATION 
TA = AMBIENT TEMPERATURE 
TJ = JUNCTION TEMPERATURE 
IlJC = THERMAL RESISTANCE - JUNCTION TO CASE 
IlCA= THERMAL RESISTANCE - CASE TO AMBIENT 

Figure 31. A Device Thermal Model 

From this model TJ = TA +6JA Pin. Therefore, IB can be deter
mined in a particular application by using Figure 30 together 
with the published data for 6JA and power dissipation. The user 
can modify 6JA by use of an appropriate clip-on heat sink such 
as the Aavid #S801. 6JA is also a variable when using the 
AD743 in chip form. Figure 32 shows bias current vs. supply 
voltage with 6JA as the third variable. This graph can be used to 
predict bias current after 6JA has been computed. Again bias 
current will double for every lo°C. The designer using the 
AD743 in chip form (Figure 33) must also be concerned with 
both 6Jc and 6CA, since 6Jc can be affected by the type of die 
mount technology used. 

Typically, 6Jc's will be in the 3°C to SOClwatt range; therefore, 

AD743 
for normal packages, this small power dissipation level may be 
ignored. But, with a large hybrid substrate, 6JC will dominate 
proportionately more of the total 6JA . 
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Figure 32. Input Bias Current vs. Supply Voltage for 
Various Values of iJJA 

SA 

(JTO 
DIE MOUNT) 

Figure 33. A Breakdown of Various Package Thermal 
Resistances 

REDUCED POWER SUPPLY OPERATION FOR 
LOWERIB 

Reduced power supply operation lowers IB in two ways: first, 
by lowering both the total power dissipation and second, by re
ducing the basic gate-to-junction leakage (Figure 32). Figure 34 
shows a 40 dB gain piezoelectric transducer amplifier, which 
operates without an ac coupling capacitor, over the -40°C to 
+ 8SoC temperature range. If the optional coupling capacitor is 
used, this circuit will operate over the entire - SSoC to + 12SoC 
military temperature range. 

10011 10kll 

'OPTIONAL DC BLOCKING CAPACITOR 
"OPTIONAL, SEE TEXT 

Figure 34. A Piezoelectric Transducer 
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AN INPUT-IMPEDANCE-COMPENSATED, 
SALLEN-KEY FILTER 
The simple high pass fIlter of Figure 35 has an important source 
of error which is often overlooked. Even 5 pF of input capaci
tance in amplifier "A" will contribute an additional 1 % of pass
band amplitude error, as well as distortion, proportional to the 
CfV characteristics of the input junction capacitance. The addi
tion of the network designated "Z" will balance the source im
pedance-as seen by "A" -and thus eliminate these errors. 

1- - - - - - --I 

: 1000gJoOlUl: 

I~_ pF 1 

1 Y- 1000 500kn 1 

1 pF 

Figure 35. An Input Impedance Compensated Sal/en-Key 
Filter 

TWO HIGH PERFORMANCE ACCELEROMETER 
AMPLIFIERS 
Two of the most popular charge-out transducers are hydro
phones and accelerometers. Precision accelerometers are typi
cally calibrated for a charge output (pCIg). * Figures 36a and 36b 
show two ways in which to configure the AD743 as a low noise 
charge amplifier for use with a wide variety of piezoelectric ac
celerometers. The input sensitivity of these circuits will be de
termined by the value of capacitor CI and is equal to: 

.:\QOUT 
':\VOUT=~ 

The ratio of capacitor Cl to the internal capacitance (CT ) of the 
transducer determines the noise gain of this circuit (I + CT/Cl). 
The amplifiers voltage noise will appear at its output amplified 
by this amount. The low frequency bandwidth of these circuits 
will be dependent on the value of resistor Rl. If a "T" network 
is used, the effective value is: Rl (1 + R21R3). 

C1 
1250pF 

R1 
110MU 

(5 x 22MU) 
R2 

9kU 

OUTPUT 
>~t--o O.8mV/pC. 

Figure 36a. A Basic Accelerometer Circuit 

*pC = PioocouJombs 
g = Eanh's Gravitational Constant 
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R1 
110Mn 

(5 x 22Mn) 
R2 

9kn 

OUTPUT = O.amV/pC* 

'pC = PlCOCOULOMBS 
g = EARTH'S GRAVITATIONAL CONSTANT 

Figure 36b. An Accelerometer Circuit Employing a DC 
Servo Amplifier 

A dc servo-loop (Figure 36b) can be used to assure a :510 mV 
dc output, without the need for a large compensating resistor 
when dealing with bias currents as large as 100 nA. For optimal 
low frequency performance, the time constant of the servo loop 
(R4C2 = R5C3) should be: 

. ( R2) Time Constant 2: 10 RI 1 + R3 CI 

A LOW NOISE HYDROPHONE AMPLIFIER 
Hyrophones are usually calibrated into the voltage-out mode . 
The circuits of Figures 37a and 37b can be used to amplify the 
output of a typical hydrophone. Figure 37a shows a typical dc 
coupled circuit. The optional resistor and capacitor serve to 
counteract the dc offse! caused by bias currents flowing through 
resistor Rl. Figure 3tb, a variation of the original circuit, has a 
low frequency cutoff determined by an RC time constant equal 
to: 

R3 
100n 

I 
Time Constant = 2 C 

1T X C x 100 n 

R2 
1900n 

>--_-0 OUTPUT 

B & K TYPE 8100 .-----._--1 
HYDROPHONE 

~T 
R1 

10Bn 
INPUT SENSITIVITY = -179 dB reo 1 VlIIPB" 

'OPTIONAL, SEE TEXT 
**1 VOLT PER MICROPASCAL 

Figure 37a. A Basic Hydrophone Amplifier 



R3 
looU 

R2 
1900U 

>-"'-0 OUTPUT 

INPUT SENSITIVITY = -179 dB reo lVf~Pa" 

• OPTIONAL, SEE TEXT 
"1 VOLT PER MICROPASCAL 

Figure 37b. An AC-Coupled, Low Noise Hydrophone 
Amplifier 

Where the dc gain is I and the gain above the low frequency 
cutoff (11(2'11"4:(100 fi))) is the same as the circuit of Figure 
37a. The circuit of Figure 37c uses a dc servo loop to keep the 
dc output at 0 V and to maintain full dynamic range for IB's up 
to 100 nA. The time constant of R7 and C2 should be larger 
than that of RI and Cr for a smooth low frequency response. 

B&KTYPE 
8100 
HYDROPHONE 

Rl 
10"U 

R2 
1900U 

AD743 

+ 

RS 
100kU 

R6 
1M!! 

AD 743 

R7 
16MU 

OUTPUT 

DC OUTPUT" lmV FOR I. (AD743)" 100nA 

• OPTIONAL, SEE TEXT 

Figure 37c. A Hydrophone Amplifier Incorporating a DC 
Servo Loop 

The transducer shown has a source capacitance of 7500 pF. For 
smaller transducer capacitances (,;300 pF), lowest noise can be 
achieved by adding a parallel RC network (R4 = RI, CI = CT ) 

in series with the inverting input of the AD743. 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
AC PERFORMANCE 
500ns Settling to 0.01% for 10V Step 
1.5p.s Settling to 0.0025% for 10V Step 
75V/p.s Slew Rate 
0.0003% Total Harmonic Distortion (THO) 
13MHz Gain Bandwidth - Internal Compensation 
>200MHz Gain Bandwidth (G=1000) 

External Decompensation 
>1000pF Capacitive Load Drive Capability with 

10V/p.s Slew Rate - External Compensation 

DC PERFORMANCE 
0.25mV max Offset Voltage (AD744C) 
3p.Vrc max Drift (A0744C) 
250VlmV min Open-Loop Gain (A0744B) 
4p.V POp max Noise. 0.1Hz to 10Hz (AD744C) 
Available in Plastic Mini-DIP. Plastic SOIC. Hermetic 

Cerdip. Hermetic Metal Can Packages and Chip Form 
MIL-STD-883B Processing Available 
Surface Mount (SOIC) Package Available in Tape 

and Reel in Accordance with EIA-481A Standard 

APPLICATIONS 
Output Buffers for 12-Bit. 14-Bit and 16-Bit DACs. 

AOC Buffers. Cable Drivers. Wideband 
Preamplifiers and Active Filters 

PRODUCT DESCRIPTION 
The AD744 is a fast-settling, precision, FET input, monolithic 
operational amplifier. It offers the excellent dc characteristics of 
the AD7ll BiFET family with enhanced settling, slew rate, and 
bandwidth. The AD744 also offers the option of using custom 
compensation to achieve exceptional capacitive load drive 
capability. 

The single-pole response of the AD744 provides fast settling: 
500ns to 0.01%. This feature, combined with its high dc precision, 
makes it suitable for use as a buffer amplifier for 12-bit, 14-bit 
or 16-bit DACs and ADCs. Furthermore, the AD744's low total 
harmonic distortion (THD) level of 0.0003% and gain bandwidth 
product of 13MHz make it an ideal amplifier for demanding 
audio applications. It is also an excellent choice for use in active 
filters in 12-bit, 14-bit and 16-bit data acquisition systems. 

The AD744 is internally compensated for stable operation as a 
unity gain inverter or as a noninverting amplifier with a gain of 
two or greater. External compensation may be applied to the 
AD744 for stable operation as a unity gain follower. External 
compensation also allows the AD744 to drive 1000pF capacitive 
loads, slewing at 10V I,..s with full stability. Alternatively, external 
decompensation may be used to increase the gain bandwidth of 
the AD744 to over 200MHz at high gains. This makes the AD744 
ideal for use as ac preamps in digital signal processing (DSP) 
front ends. 

Precision, 500ns Settling 
BiFET Op Amp 

AD744 I 
AD744 CONNECTION DIAGRAMS 

TO-99 (H) Package 

NULLI 
COMPENSATION 

-v 
NOTE: PIN 4 CONNECTED 
TO CASE 

Plastic Mini-DIP (N), 
Small Outline (R) and 
Cerdip (Q) Packages 

NUll' 
DECOMPENSATION 8 ~~~ENSAll0N 

5 COMPENSATION 

The AD744 is available in seven performance grades. The AD744J 
and AD744K are rated over the commercial temperature range 
of 0 to + 70°C. The AD744A, AD744B and AD744C are rated 
over the industrial temperature range of - 40°C to + 85°C. The 
AD744S and AD744T are rated over the military temperature 
range of - 55°C to + 125°C and are available processed to MIL
STD-SS3B, Rev. C. 

Extended reliability PLUS screening is available, specified over 
the commercial and industrial temperature ranges. PLUS screening 
includes a 168-hour bum-in, as well as other environmental and 
physical tests. 

The AD744 is available in an S-pin plastic mini-DIP, S-pin 
small outline, S-pin cerdip or TO-99 metal can. 

PRODUCT HIGHLIGHTS 
I. The AD744 is a high-speed BiFET op amp that offers excellent 

performance at competitive prices. It outperforms the OP42144, 
OPA602/606, LF356 and LF400. 

2. The AD744 offers exceptional dynamic response. It settles to 
0.01% in 500ns and has a 100% tested minimum slew rate of 
50V/,..s (AD744B). 

3. The combination of Analog Devices' advanced processing 
technology, laser wafer drift trimming and well-matched ion
implanted JFETs provide outstanding dc precision. Input 
offset voltage, input bias current, and input offset current 
are specified in the warmed-up condition; all are lOOOA. 
tested. 

4. The AD744 has a guaranteed and tested maximUm voltage 
noise of 4,..V pop, O.IHz to 10Hz (AD744C). 
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SPECIFICATIONS(@ +25"Cand ±l5Vdc,uniessoth8lWisenotad) 

Model AD744J/AIS 
CoadI .... Mill TJp Ala 

INPUT OFFSET VOLTAGE' 
1DiIial0l&et 0.3 1 •• 

0I&et T .. -T_ 21211. 
VI.Temp 5 20I20I2O 
... Supply' 82 95 
... Supply Tmia-T _ 82/82182 

Luq-TermStability 15 

INPUT BIASCURRENT' 
Bither Input VCM=OV 30 180 
ruther InpuI@T_= VCM=OV 

J,K 7O'C 0.7 2.3 
A.B~C 85'C 1.9 6.4 
S,T 125'C 31 102 

rutherlnPUI VCM= +lOV 40 ISO 
0I&etCum:nt VCM=OV 20 SO 
OffsetCurrent@T __ = VCM=OV 

J,K 7O'C 0.4 1.1 
A,B,C 85'C 1.3 3.2 
S,T 125'C 20 52 

FREQUENCY RESPONSE 
GainBW, SmaU Signal G"-I 8 13 
FulIPowerRcapmue Vo=20Vp-p 1.2 
Slew Ra!e,UaityGain G=-I 4S 75 
ScttHngTimetoO.Ol%4 G--I 0.5 0.75 
TotaIHarmcmic f=lkHz 

Distortion Rl:2:2ldl 
Vo=3Vrms 0.0003 

INPUT IMPEDANCE 
Differential 3xI0''15.5 
CommonMode 3x 10''15.5 

INPUTVOLTAGERANGE 
Diffcrcntial5 ±20 
Common-Mode Vol"", + 14.5, -11.5 
Over Mu Opera,"" Raqo' -11 +13 
Common-~ Rejection Ratio VCM=±10V 78 88 

TmiatoTma 76176176 84 
VCM.:=j;:l1V 72 84 
TmiatoT_ 70f10170 80 

INPUT VOLTAGE NOISE O.ltolOHz 2 
f=10Hz 45 
f-lOOHz 22 
f=lkHz 18 
f=IOkHz 16 

INPUT CURRENT NOISE f-lkHz 0.01 

OPENLOOPGAIN' Vo=±lOV 
R.LOAD~2kn 200 400 
TmiatoT_ 10011001100 

OUTPUTCHARACTERlSTICS 
Vol"", RwAn~2k.Cl +13,-U.5 + 13.9, -13.3 

Tmm toT_ ±12l::!:l21:tlZ + 13.8, -13.1 
Currenl Short-Circuil 25 
Capacitive Load' Gain= -1 1000 

POWER SUPPLY 
Rated Performance ±IS 
OperaIiJI8Raqo ::t:4.S "'18 
Quiesc:enlCum:nt 3.5 5 •• 

TEMl'ERATURE RANGE 
0peraIiJI8, Rated Performance 

Commen:ial(O to + 70"C) AD744J 
InduauiIl ( - 4O'C to + 85'C) AD744A 
Mill_( - 55'C 10 + 125'C) AD744S 

PACKAGE OPllONS' 
8-PlDPluticMiDi-DIP(N-8)"'" 

SOIC(R-8) AD744JN,AD744JR 
8-PlD.CenIip(Q-8) AD744AQ, AD744SQ 
'fO.99MeWCm(H-08A) AD744AH, AD744SH 
Tape""'_ AD744JR-REEL 
J II!Id SGndeCbjpo 

AIIoA_ 

NOTES 
Ilnput 0fIIet Vol. 8pCICiIk:ItioDa Be gtanDteecl abr 5 miDura of opendoa aI: TA = + ZSOC. 
2psu1eltCOllditioas: +Vs-lSV, -V.-l2Vtol8V1Dd. +Vs·l2VtolBV, -Vs",,-l5V. 

AD744KIBIT 
Mia TJp Ala 

0.25 0.5 
1.1 

5 10 
88 100 
88 

15 

30 100 

0.7 2.3 
1.9 6.4 
31 102 
40 ISO 
10 SO 

0.2 1.1 
0.6 3.2 
10 52 

9 13 
1.2 

SO 75 
0.5 0.75 

0.0003 

3x 10"115.5 
3x 10"115.5 

±20 
+ 14.5, -11.5 

-11 +13 
82 88 
80 84 
78 84 
74 80 

2 
45 
22 
18 
16 

0.01 

2SO 400 
100 

+13, -12.5 + 13.9, -13.3 
",12 of- 13.8, -13.1 

25 
1000 

±15 
"'4.5 d8 

3.5 4.0 

AD744K 
AD744B 
AD744T 

AD744KN,AD744KR 
AD744BQ,AD744TQ 
AD744BH,AD744TI1 
AD744KR-REEL 

AD744C 
Mia TJp 

0.10 

2 
92 110 
92 

15 

30 

1.9 

40 
10 

0.6 

9 13 
1.2 

SO 75 
0.5 

0.0003 

3x lO"I~.5 
3x lO"I~.5 

±20 
+14.5, -11.S 

-11 
86 94 
86 90 
80 90 
76 84 

2 
45 
22 
18 
16 

0.01 

2SO 400 
ISO 

+13, -12.S + 13.9, -13.3 
",12 + 13.8, -13.1 

25 

:tiS 
"'4.5 

3.5 

AD744C 

AD744CQ 
AD744CH 

'Bias Cum:at Specificltioas are JUIIUDIId. maximum. lit eiIber iDput after 5 miauta of opcnIioD at TA = + 2S"C. For biabct taapcrature, the cunaat doubIa CftIY urc. 
'Gaia= -I,II.L-lk, Q-JOpF," to P!omo 25. 
'Defined u 10IIIp _ iDpua, ow:h !bot noIthor ....... ± JOY &om.....,.L 
'TypjcoUy .......... -1 •. IV....,.no ........ -mode ... on ekber '-' _ in "'_ pbooe""". 'Opcn-,- Olin;' specified _ V .. _ nailed aad 1DUIDIlecL 

Ala 

0.25 
US 
3 

SO 

3.2 

180 
20 

1.3 

0.75 

+13 

4 

1000 

",18 
4.0 

'Capocitho __ specified for eoo....-lOpP _ !be"'" __ .. __ in Fi&mio 32. UaoJe. __ ........ = J4V/ ... 1IId o.ol%..u.. _-I.S ... .,.;cd. 
_ to Table n for optimum COIIIpO!IIOIinn wbiIe drivIns. copooitift_. 

'See _20 forpacbp..- bdimDatioa. 
Specificationo oubjcct to -"_1_. 

Uolts 

mV 
mV 
~VI'C 
dB 
dB 
~V/momh 

pA 

oA 
oA 
oA 
pA 
pA 

oA 
oA 
oA 

MHz 
MHz 
VI ... ... 
% 

OiIPF 
IlIIpF 

V 
V 
V 
dB 
dB 
dB 
dB 

:~~ 
nVNiii 
nVNiii 
nVNiii 

IpANHz 

VlmV 
V/mV 

V 
V 
mA 
pF 

V 
V 
mA 

SpecificatioDa in IboIdf.ce are taa:d on aD procluc:doD UDits at fiDIl cIcc:tdcIl tat. It.auIlI fivm, .... tatI are .-. to c:Ik:uIIte ...... quality 1mb. AD miD. md. DIU apcdficatioal are......-, IItbouab 
only tboac sbowD iD boIdfIce an: taIrd. -aa ... J)IQdudiGa aaha. 
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ABSOLUTE MAXIMUM RATINGSl 

Supply Voltage ..... . 
Internal Power Dissipation2 • • 

Input Voltage3 • • • • • • • • • 

Output Short Circuit Duration 
Differential Input Voltage . . . 
Storage Temperature Range Q, H 
Storage Temperature Range N, R . 
Operating Temperature Range 

AD744J/K 
AD744AIB/C . . . . . .. 
AD744SIT ....... . 

Lead Temperature Range (Soldering 60 sec) 

NOTES 

. :!:18V 
SOOmW 

. :!: 18V 
Indefinite 

+Vsand -Vs 
-6S°C to + 150°C 
- 65°C to + 125°C 

... 0 to +70°C 
- 40°C to + 85°C 

- 55°C to + 125°C 
...... 300°C 

IStresses above those listed under "Absolute Maximum Ratings" may cause 
pennanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indi
ted in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 
'Thermal Characteristics 

8-Pin Plastic Package: 0IA ~ 9O"CIW 
8-Pin Cerdip Package: 0IC ~ 22°CIW, 0IA ~ llOoCIW 
8-PinMetalCanPackage: 0IC ~ 6soC/W,OIA ~ ISO"CIW 

3Por supply voltages less than ± 18V, the absolute maximum input voltage 
is equal to the supply voltage. 

AD 744 
METALIZATION PHOTOGRAPH 

Contact factory for latest dimensions. 
Dimensions shown in inches and (mm), 

III 

------r;o~----''-----
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Typical Characteristics 
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SUPPLY VOLTAGE :tVOLTS 

/ 

Figure 1. Input Voltage Swing vs. 
Supply Voltage 
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Figure 4. Quiescent Current vs. 
Supply Voltage 
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Figure 7. Input Bias Current vs. 
Common·Mode Voltage 
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Figure 2. Output Voltage Swing vs. 
Supply Voltage 
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Figure 3. Output Voltage Swing vs. 
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Figure 5. Input Bias Current vs. 
Temperature 
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Figure 6. Output Impedance vs. 
Frequency 
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Figure 22a. Unity Gain Follower 
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Figure 23a. Unity Gain Inverter 
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Figure 20. THD Test Circuit 

Figure 22b. Unity Gain Follower 
Large Signal Pulse Response, 
CCOMP=5pF 

Figure 23b. Unity Gain Inverter 
Large Signal Pulse Response, 
CCOMP=OpF 

+v. 

Figure 21. Offset Null Configuration 

Figure 22c. Unity Gain Follower 
Small Signal Pulse Response, 
CCOMP=5pF 

Figure 23c. Unity Gain Inverter 
Small Signal Pulse Response, 
CCOMP = OpF 



POWER SUPPLY BYPASSING 
The power supply connections to the AD744 must maintain a 
low impedance to ground over a bandwidth of lOMHz or more. 
This is especially important when driving a significant resistive 
or capacitive load, since all current delivered to the load comes 
from the power supplies. Multiple high quality bypass capacitors 
are recommended for each power supply line in any critical 
application. A O.I",F ceramic and a I",F electrolytic capacitor as 
shown in Figure 24 placed as close as possible to the amplifier 
(with short lead lengths to power supply common) will assure 
adequate high frequency bypassing, in most applications. A 
minimum bypass capacitance of O.I",F should be used for any 
application. 

+Vs 

Figure 24. Recommended Power Supply Bypassing 

MEASURING AD744 SETTLING TIME 
The photos of Figures 26 and 27 show the dynamic response of 
the AD744 while operating in the settling time test circuit of 
Figure 25. The input of the settling time fixture is driven by a 
flat-top pulse generator. The error signal output from the false 
summing node of AI, the AD744 under test, is clamped, amplified 
by op amp A2 and then clamped again. 

Figure 26. Settling Characteristics 0 to + 10V Step 
Upper Trace: Output of AD744 Under Test (5Vldiv.) 
Lower Trace: Amplified Error Voltage (O.Ol"/oIdiv.) 

r-----' 

: ~~~!MICS 
15109 

: ~gUIVALENT : 
L _____ .J 

+15V----"+V. 

COM~ 

-1SV -----.. -Vs 

Applying the AD744 

4.99kU 

10ldl 

TO 
TEKTRONIX 
7AZ6 
OSCILLOSCOPE 

r-----' 
I I 

"Mn~.L"'FI 
: ~T : 

:~r:ECTION L _____ J 

(VIA LESS THAN 1 FTson 
COAXlALCABLE) ----+ 

20611 

VERROR xl0 

2X 
HP2835 

+Vs + 'f;+ 11lF ¢. O.1p.F -Vs ¢ 1 .... f ¢ O.1 .... F 

NOTE: USE CIRCUIT BOARD WITH GROUND PLANE 

Figure 25. Settling Time Test Circuit 

The error signal is thus clamped twice: once to prevent overloading 
amplifier A2 and then a second time to avoid overloading the 
oscilloscope preamp. A Tektronix oscilloscope preamp type 
7 A26 was carefully chosen because it recovers from the approxi
mately O.4V overload quickly enough to allow accurate measure
ment of the AD744's 500ns settling time. Amplifier A2 is a very 
high-speed FET-input op amp; it provides a voltage gain of 10, 
amplifying the error signal output of the AD744 under test. 

Figure 27. Settling Characteristics 0 to - 10V Step 
Upper Trace: Output of AD744 Under Test (5Vldiv.) 
Lower Trace: Amplified Error Voltage (O.01"/oIdiv.) 
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NUW 
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NUW 
DECOMPENSATION 

6 COMPENSATION 

Figure 28. AD744 Simplified Schematic 

EXTERNAL FREQUENCY COMPENSATION 
Even though the AD744 is useable without compensation io 
most applications, it may be externally compensated for even 
more flexibility. This is accomplished by connecting a capacitor 
between Pins 5 and 8. Figure 28, a simplified schematic of the 
AD744, shows where this capacitor is connected. This feature is 
useful because it allows the AD744 to be used as a unity gain 
voltage follower. It also enables the amplifier to drive capacitive 
loads up to 2000pF and greater. 

The slew rate and gain bandwidth product of the AD744 are 
ioversely proportional to the value of the compensation capacitor, 
CcoMP. Therefore, when tryiog to maximize the speed of the 
amplifier, the value of CcoMP should be minimized. CcoMP can 
also be used to slow the amplifier to a poiot where the slew rate 
is perfectly symmetrical and well controlled. Figure 29 summarizes 
the effect of external compensation on slew rate and bandwidth. 
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1000 

Figure 29. Gain Bandwidth and Slew Rate VB. CCOMP 

The following section provides tables to show what CcoMP values 
will provide the necessary compensation for given circuit config
urations and capacitive loads. In each case, the recommended 
CcoMP is a minimum value. A larger CcoMP can always be used, 
but slew rate and bandwidth performance will be degraded. 
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Figure 30 shows the AD744 confJgUred as a unity gain voltage 
follower. In this case, a mioimum compensation capacitor of 
5pF is necessary for stable operation. Larger compensation 
capacitors can be used for driving larger capacitive loads. Table 
I outlines recommended minimum values for CcoMP based on 
the desired capacitive load. It also gives the slew rate and bandwidth 
that will be achieved for each case. 

+v. 

Vou> 

Figure 30. AD744 Connected as a Unity Gain Voltage 
Follower 

Max -3cIB 
CLOAD Caw. Slew Rate Bandwidth 

Gain (PF) (PF) (V/ .... s) (MHz) 

I 50 5 37 6.5 
I 150 10 25 4.3 
I 2000 25 12.5 2.0 

Table I. Recommended Values of CCOMP vs. Various 
Capacitive Loads 

Figures 31 and 32 show the AD744 as a voltage follower with 
gain and as an ioverting amplifier. In these cases, external com
pensation is not necessary for stable operation. However, com
pensation may be applied to drive capacitive loads above 5OpF. 
Table II gives recommended CcoMP values, along with expected 
slew rates and bandwidths for a variety of load conditions and 
gains for the circuits io Figures 31 and 32. 



RI' R2' 

+Vs 

V'N 

Figure 31. AD744 Connected as a Voltage Follower 
Operating at Gains of 2 or Greater 

Rl R2 Gain Gain 
(0) (0) Follower Inverter 

4.99k 4.99k 2 I 
4.99k 4.99k 2 I 
4.99k 4.99k 2 I 
4.99k 4.99k 2 I 

4990 4.99k II 10 
4990 4.99k II 10 
4990 4.99k II 10 

Max 
CLOAD 

(pF) 

50 
150 
1000 
>2000 

270 
390 
1000 

AD744 

R2' 

+vs 

RI' 

V'N 

Figure 32. AD744 Connected as an Inverting Amplifier 
Operating at Gains of 1 or Greater 

Slew -3dB 
CcoMP CLEAD Rate Bandwidth 
(pF) (pF) (V/f.l.s) (MHz) 

0 7 75 2.5** 
5 7 37 2.3** 
20 - 14 1.2 
25 - 12.5* 1.0 

0 - 75 1.2 
2 - SO 0.85 
5 - 37* 0.60 

*Into large capacitive loads the AD744's 2SmA output current limit sets the slew rate of the amplifier, 
in V/ .. s, equal to 0.025 amps divided by the value OfCLOAD in .. F. Slew rate is specified into rated 
max CLOAD except for cases marked *, which are specified with a SOpF load. 

**Bandwidth with CLEAD adjusted for minimum settling time. 

Table II. Recommended Values of CCOMP vs. Various Load Conditions for the 
Circuits of Figures 31 and 32. 

Using Decompensation to Extend the Gain Bandwidth 
Product 
When the AD744 is used in applications where the closed-loop 
gain is greater than 10, gain bandwidth product may be enhanced 
by connecting a small capacitor between Pins 1 and 5 (Figure 
33). At low frequencies, this capacitor cancels the effects of the 
chip's internal compensation capacitor, CcoMP, effectively de
compensating the amplifier. 

Due to manufacturing variations in the value of the internal 
<:COMP, it is recommended that the amplifier's response be 
optimized for the desired gain by using a 2 to IOpF trimmer 
capacitor rather than using a fixed value. 

Rl R2 Gain Gain -3dB GainIBW 
(0) (0) Follower Inverter Bandwidth Product 

lk 10k II 10 2.5MHz 25MHz 
100 10k 101 100 760kHz 76MHz 
100 lOOk 1001 1000 225kHz 225MHz 

Table III. Performance Summary for the Circuit of 
Figure 33 

RI' R2' 

+Vs 

V'N 

O.I"F 

~ 'SEE TABLE III 

Figure 33. Using the Decompensation Connection to Extend 
Gain Bandwidth 
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HIGH"SPEED OP AMP APPUCATIONS 
AND TECHNIQUES 

DAC Buffers (I-to-V Converters) 
Digital-to-analog converters which use bipolar transistors to 
switch currents into (or out of) their outputs can achieve very 
fast settling times. The AD565A, for example, is specified to 
settle to 12 bits in less than 250ns, with a current output. However, 
in many applications, a voltage output is desirable, and it would 
be useful - perhaps essential - that this I-to-V conversion be 
accomplished without increasing the settling time or without 
degrading the accuracy of the DAC. 

Figure 34 is a schematic of an AD565A DAC using an AD744 
output buffer. The IOpF CLEAD capacitor compensates for the 
DAC's output capacitance, plus the 5.5pF amplifier input 
capacitance. 

Figure 35 is an oscilloscope photo of the AD744's output voltage 
with a + lOY to OV step applied; this corresponds to an all "Is" 
to all "Os" code change on the DAC. Since the DAC is connected 
in the 20V span mode, ILSB is equal to 4.88mV. Output settling 
time for the AD565/AD744 combination is less than sOOns to 
within a 2.44mV, 1I2LSB error band. 

Figure 35. Upper Trace: AD744 Output Voltage for a + 10V 
to OV Step, Scale: 5mVldiv. 
Lower Trace: Logic Input Signal, Scale: 5V1div. 

BIPOLAR OFFSET ADJ. 

GAIN 
ADJ 

1000 

Figure 34. ± 10V Voltage Output Bipolar DAC Using the 
AD744 as an Output Buffer 
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A HIGH.SPEED, 3 OP AMP INSTRUMENTATION 
AMPLIFIER CIRCUIT 
The instrumentation amplifier circuit shown in Figure 36 can 
provide a range of gains from unity up to 1000 and higher. The 
circuit bandwidth is 4MHz at a gain of 1 and 750kHz at a gain 
of 10; settling time for the entire circuit is less than 2/Ls to 
within 0.01% for a lOV step, (G= 10). 

While the AD744 is not stable with 100% negative feedback (as 
when connected as a standard voltage follower), phase margin 
and therefore stability at unity gain may be increased to an 
acceptable level by placing the parallel combination of a resistor 
and a small lead capacitor between each amplifier's output and 
its inverting input terminal. 

The only penalty associated with this method is a small bandwidth 
reduction at low gains. The optimum value for CLilAD may be 
determined from the graph of Figure 41. This technique can be 
used in the circuit of Figure 36 to achieve stable operation at 
gains from unity to over 1000. 

+1SVO 

CIRCUIT GAIN = ~ + 1 

+1:, F 

"".5pF - 20pF 
(TRIM FOR BEST SETTLING TIME) 

SENSE 

REFERENCE 

*VOLTRONICS SP2D TRIMMER CAPACITOR OR EQUIVALENT 
"RATIO MATCHED ,% METAL FILM RESISTORS 

r------------
I ~ 1:. PlN7 I 
I tL'f1F O.1f1F I 

• +Ys 

II T EACH I 
0--:+---<1>-----'-, -:"+It--..... l AMPLIAER , 

I I,,,F Io.1P.F I 

COMMO +1 " ;g I,,,F 
-15VO • -Ys I ~ - .. PlN4 I ~ ___________ .J 

FOR OPTIONAL 
OFFSET ADJUSTMENT, 
TRIM A1, A3 USING TRIM 
PROCEDURE SHOWN IN 
FlGURE21. 

Figure 36. A High Performance, 3 Op Amp Instrumentation 
Amplifier Circuit 

Gain Rt; Bandwidth T Settle (0.01%) 

1 NC 3.5MHz 1.511-s 
2 20kn 2.5MHz 1.0ll-S 
10 2.22kO IMHz 211-s 
100 2020 290kHz 511-s 

Table ,V. Performance Summary for the 3 Op Amp 
Instrumentation Amplifier Circuit 

AD 744 

Figure 37. The Pulse Response of the 3 Op Amp 
Instrumentation Amplifier. Gain = 1, Horizontal Scale: 
0.51L Vldiv., Vertical Scale: 5V1div. (Gain = 10) 

Figure 38. Settling Time of the 3 Op Amp Instrumentation 
Amplifier. Horizontal Scale: 500nsldiv., Vertical Scale, 
Pulse Input: 5Vldiv., Output Settling: 1mVldiv. 

Minimizing Settling Time in Real·World Applications 
An amplifier with a "single pole" or "ideal" integrator open-loop 
frequency response will achieve the minimum possible settling 
time for any given unity-gain bandwidth. However, when this 
"ideal" amplifier is used in a practical circuit, the actual settling 
time is increased above the minimum value because of added 
time constants which are introduced due to additional capacitance 
on the amplific;r's summing junction. The following discussion 
will explain how to minimize this increase in settling time by 
the selection of the proper value for feedback capacitor, CL • 

If an op amp is modeled as an ideal integrator with a unity gain 
crossover frequency, fo, Equation 1 will accurately describe the 
small signal behavior of the circuit of Figure 39. This circuit 
models an op amp connected as an l-to-V converter. 

Equation 1 would completely describe the output of the system 
if not for the op amp's finite slew rate and other nonlinear effects. 
Even considering these effects, the fme scale settling to <0.1% 
will be determined by the op amp's small signal behavior. 
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Equation 1. 

Vo 

lIN = ---'7'-:=-''''" s+l 

Where Fo=the op amp's unity gain crossover frequency 

GN = the "noise" gain of the circuit ( 1 + t) 
This Equation May Then Be Solved for CL : 

Equation 2. 

In these equations, capacitance Cx is the total capacitance ap
pearing at the inverting terminal of the op amp. When modeling 
an I-to-V converter application, the Norton equivalent circuit of 
Figure 39 can be used directly. Capacitance Cx is the total 
capacitance of the output of the current source plus the input 
capacitance of the op amp, which includes any stray capacitance 
at the op amp's input. 

Ccor."p (optional) 

VOUT 

CLOAD 

Figure 39. A Simplified Model of the AD744 Used as a 
Current-to-Voltage Converter 

When Ro and Io are replaced with their Thevenin VIN and RIN 
equivalents, the general purpose inverting amplifier model of 
Figure 40 is created. Here capacitor Cx represents the input 
capacitance of the AD744 (S.SpF) plus any stray capacitance 
due to wiring and the type of IC package employed. 

In either case, the capacitance Cx causes the system to go from 
a one-pole to a two-pole response; this additional pole increases 
settling time by introducing peaking or ringing in the op amp's 
output. If the value of Cx can be estinIated with reasonable 
accuracy, Equation 2 can be used to choose the correct value for 
a small capacitor, CL , which will optimize amplifier response. If 
the value of ex is not known, CL should be a variable capacitor. 
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c..,.. (optIon.1) 

Figure 40. A Simplified Model of the AD744 Used as an 
Inverting Amplifier 

As an aid to the designer, the optimum value of CL for one 
specific amplifier connection can be determined from the graph 
of Figure 41. This graph has been produced for the case where 
the AD744 is connected as in Figures 39 and 40 with a practical 
mininIum value for CSTRAY of 2pF and a total Cx value of 
7.SpF. 

The approximate value of CL can be determined for almost any 
application by solving Equation 2. For example, the ADS6S! AD744 
circuit of Figure 34 constrains all the variables of Equation 2 
(~=3.2S,R= 101dl,Fo= 13MHz,andCx =32.SpF). Therefore, 
under these conditions, CL = 1O.SpF. 
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Figure 41. Practical Values of CL vs. Resistance of R for 
Various Amplifier Noise Gains 



1IIIIIIII ANALOG 
WOEVICES 

FEATURES 
AC PERFORMANCE 
500 ns Settling to 0.01% for 10 V Step 
75 V I".s Slew Rate 
0.0001% Total Harmonic Distortion (THO) 
13 MHz Gain Bandwidth 
Internal Compensation for Gains of +2 or Greater 

DC PERFORMANCE 
0.5 mV max Offset Voltage (AD746B) 
10 ".VI·C max Drift (AD746B) 
175 V/mV min Open Loop Gain (AD746B) 
2".V p-p Noise. 0.1 Hz to 10 Hz 
Available in Plastic Mini-DIP. Cerdip 

and Surface Mount Packages 
MIL-STD-B83B Processing Available 
Single Version Available: AD744 

APPLICATIONS 
Dual Output Buffers for 12- and 14-Bit DACs 
Input Buffers for Precision ADCs. Wideband 

Preamplifiers and Low Distortion Audio Circuitry 

PRODUCT DESCRIPTION 
The AD746 is a dual operational amplifier, consisting of two 
AD744 BiFET op amps on a single chip. These precision mono
lithic op amps offer excellent dc characteristics plus rapid settling 
times, high slew rates and ample bandwidths. In addition, the 
AD746 provides the close matching ac and dc characteristics 
inherent to amplifiers sharing the same monolithic die. 

The single pole response of the AD746 provides fast settling: 
500 ns to 0.01%. This feature, combined with its high dc preci
sion, makes it suitable for use as a buffer amplifier for 12- or 14-
bit DACs and ADCs. Furthermore, the AD746's low total har
monic distortion (THD) level of 0.0001 % and very close 
matching ac characteristics make it an ideal amplifier for many 
demanding audio applications. 

The AD746 is internally compensated for stable operation as a 
unity gain inverter or as a noninverting amplifier with a gain of 2 
or greater. It is available in four performance grades. The 
AD746J is rated over the commercial temperature range of 0 to 
+70·C. The AD746A and AD746B are rated over the industrial 
temperature range of -40OC to +8S·C. The AD746S is rated 
over the military temperature range of - SS·C to + 12S·C and is 
available processed to MIL-STD-883B, Rev. C. 

Dual Precision, 500 ns 
Settling, BiFET Up Amp 

AD746 I 
AD746 CONNECTION DIAGRAM 

Plastic Mini-DIP (N) 
Cerdip (Q) and 

Plastic SOIC (R) Packages 

AMPLIFIER 1 r:----., 

The AD746 is available in three 8-pin packages: plastic mini
DIP, hermetic cerdip and surface mount (SO). 

PRODUCT HIGHLIGHTS 
1. The AD746 offers exceptional dynamic response for high 

speed data acquisition systems. It settles to 0.01 % in 500 ns 
and has a 100% tested minimum slew rate of SO V/fJ.s 
(AD746B). 

2. Outstanding dc precision is provided by a combination of 
Analog Devices' advanced processing technology, laser wafer 
drift trimming and well-matched ion-implanted JFETs. Input 
offset voltage, input bias current and input offset current are 
specified in the warmed-up condition and are 100% tested. 

3. Differential and multichannel systems will benefit from the 
AD746's very close matching of ac characteristics. Input 
offset voltage specs are fully tested and guaranteed to a maxi
mum of 0.5 mV (AD746B). 

4. The AD746 has very close, guaranteed matching of input 
bias current between its two amplifiers. 

S. Unity gain stable version AD712 also available. 
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SPECIFICATIONS (@ +25°C and +15 V de unless otherwise noted) - . 
AD746J/A AD746B AD746S 

Model Conditions Min Typ Max Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE' 
Initial Offset 0.3 1.5 0.25 0.5 0.3 i.o mV 

Offset Tmin to Tmax 2.0 0.7 1.5 mV 
vs. Temperature 12 20 5 10 12 20 jJ.vrc 
vs. Supply' (PSRR) 80 95 84 100 80 95 dB 
vs. Supply (PSRR) TmjD to Tmax 80 84 80 dB 

Long Tenn Stability 15 15 15 jJ.V/month 

INPUT BIAS CURRENT' 
Either Inpuf VCM = 0 V 110 250 110 150 110 250 pA 
Either Input @. T mill\' VCM = OV 2.5/7 5.7/16 7 9.6 113 256 nA 
Either Input VcM =+IOV 145 350 145 200 145 350 pA 
Offset Current VCM = OV 45 125 45 75 45 125 pA 
Offset Current (f~ T max VCM = OV 1.0/3 2.818 3 4.8 45 128 nA 

MATCHING CHARACTERISTICS 
Input Offset Voltage 0.6 1.5 0.3 0.5 0.6 1.0 mV 
Input Offset Voltage Tmin to Tmllx 2.0 0.7 1.5 mV 
Input Offset Voltage Drift 20 20 20 jJ.vrc 
Input Bias Current 125 75 125 pA 
Crosstalk @ I kHz 120 120 120 dB 

@ 100 kHz 90 90 90 dB 

FREQUENCY RESPONSE 
Gain BW, Small Signal G= -I 8 13 9 13 8 13 MHz 
Slew Rate, Unity Gain G= -I 45 75 50 75 45 75 V/jJ.' 
Full Power Response Vo =20Vp-p 600 600 600 kHz 
Settling Time to 0.01 %' G=1 0.5 0.75 0.5 0.75 0.5 0.75 jJ.s 
Total Harmonic f= 1kHz 

Distortion R1;;,2 kO 
Vo =3Vnns 0.0001 0.0001 0.0001 % 

INPUT IMPEDANCE 
Differential 2.5x 10"115.5 2.5x 10"115.5 2.5x 10"115.5 llllpF 
Common Mode 2.5x 10"115.5 2.5xlO"1I5.5 2.5x 10"115.5 llllpF 

INPUT VOLTAGE RANGE 
DifferentialS ±20 ±20 ±20 V 
Common Mode Voltage +14.5, -11.5 + 14.5, -11.5 +14.5, -11.5 V 
Over Max Operating Range6 -11 +13 -11 +13 -11 +13 V 
Common Mode Rejection Ratio VCM=±IOV 78 88 82 88 78 88 dB 

Tmin to Tmax 76 84 80 84 76 84 dB 
VcM=±ll V 72 84 78 84 72 84 dB 
Tmin to Tmax 70 80 74 80 70 80 dB 

INPUT VOLTAGE NOISE 0.1 to 10 Hz 2 2 2 jJ.V p-p 
f = 10 Hz 45 45 45 nVlyHz 
f= 100 Hz 22 22 22 nV/y'Hz 
f= 1kHz 18 18 18 nV/yHz 
f=lOkHz 16 16 16 nV/yHz 

INPUT CURRENT NOISE f= 1kHz 0.01 0.01 0.01 ' pAlyHz 

OPEN LOOP GAIN Vo = ±IOV 
RLOAD~2 kG 150 300 175 300 150 300 V/mV 
Tmio to Tmax 75 200 75 200 65 175 V/mV 

OUTPUT CHARACTERSTICS 
Voltage RLOAD2=2 k!1 +13,-12.5 + 13.9, -13.3 +13, -12.5 +13,9, -13.3 +13,-12.5 + 13.9, -13.3 V 

Tmin to Tmax :tI2 + 13.8, -13.1 ±12 +13.8, -13.1 ±12 + 13.8, -13.1 V 
Current Shon Circuit 25 25 25 rnA 
Max Capacitive Load Gain = -I 50 50 50 pF 

Driving Capability Gain=-IO 500 500 500 pF 

POWER SUPPLY 
Rated Performance ±15 ±15 ±IS V 
Operating Range ±4.5 ±18 ±4.5 ±18 ±4.5 ±18 V 
Quiescent Current 7 10 7 8.0 7 10 rnA 

TEMPERATURE RANGE 
Rated Performance o to +70/-40 to +85 -40 to +85 -55 to +125 "C 

PACKAGE OPTIONS' 
8-Pin Plastic Mini-DIP (N-8) AD746JN 
8-Pin Cerdip (Q-8) AD746AQ AD746BQ AD746SQ 
8-Pin Surface Mount (R-8) AD746JR 

TRANSISTOR COUNT 54 54 54 
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AD746 
NOTES 
Ilnput Offset Voltage specifications are guaranteed after 5 minutes of operation at TA = +25°C. 
'PSRR lest conditions: +Vs ~ 15 V, -Vs ~ -12 V to -18 V and +Vs ~ 12 V to 18 V, -Vs ~ -15 V. 
3Bias Current Specifications are guaranteed maximum at either input after 5 minutes of operation at T A. = + 2SDC. For higher temperature, the current doubles every lODe. 
"'Gain ~ -1, Rl ~ 2 k, Cl ~ 10 pF. 
sDefined as voltage between inputs, such that neither exceeds ± 10 V from ground. 
tvrypically exceeding -14.1 V negative common mode voltage on either input results in an output phase reversal. 
7See Section 20 for package outline information. 
Specifications subject to change without notice. 
Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing quality levels. All min and max 
specifications are guaranteed, although only those shown in boldface are tested on all production units. 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ........................... ±lS V 
Internal Power Dissipation2 •••••••••••••••••• 500 mW 
Input Voltage ............................. ±Vs 
Output Short Circuit Duration 

(For One Amplifier) .................... Indefinite 
Differential Input Voltage ............... +Vs and -Vs 
Storage Temperature Range Q .......... -6SoC to +lS0°C 
Storage Temperature Range N, R ........ -65°C to + 125°C 
Operating Temperature Range 

AD7461 ........................... 0 to +70°C 
AD746AIB ...................... -40°C to +SsoC 
AD746S . . . . . . . . . . . . . . . . . . . -55°C to + 125°C 

Lead Temperature Range 
(Soldering 60 seconds) .................... + 300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
pennanenl damage 10 the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indi
cated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect de
vice reliability. 

'S-Pin Plastic Package: OJA ~ 165"ClWatt 
8-Pin Cerdip Package: 0JC ~ 22°ClWatt, OJA ~ llO°C!Watt 
Sma" Outline Package: aJA ~ lSS°C!Watt 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (nun). 

V+ OUTPUT #2 
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#1 #1 
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OPERA TIONALAMPLIFIERS 2-233 



Typical Characteristics 
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Power Supply BypaSsing 
The power supply connections to the AD746 must maintain a 
low impedance to ground over a bandwidth of 13 MHz or more. 
This is especially important when driving a significant resistive 
or capacitive load, since all current delivered to the load comes 
from the power supplies. Multiple high quality bypass capacitors 
are recommended for each power supply line in any critical . 
application. A 0.1 ,..:F ceramic and a I ,..:F tantalum capacitor as 
shown in Figure 20 placed as close as ·possible to the amplifier 

,Idl 

,Idl 

LOW 
DISTORTION 

ERROR SIGNAL 
OUTPUT 

(ERROR/;1) 

SINE WAVE INPUT 

-v. 

Figure 19. THD Test Circuit 

>---'--+--1--Ovo~ 

~ 100pF 

(with shon lead lengths to power supply common) will assure 
adequate high frequency bypassing, in most applications. A 
minimum bypass capacitance of 0.1 ,..:F should be used for any 
application. 

If only one of the two amplifiers inside the AD746 is to be 
utilized, the unused amplifier should be connected as shown 
in Figure 21a. Note that the noninverting input should be 
grounded and that RL and CL are not required. 

Figure 20. Power Supply 
Bypassing 

Figure 21a. Gain of 2 Follower Figure 21b. Gain of 2 Follower 
Large Signal Pulse Response 

Figure 21c. Gain of 2 Follower 
Small Signal Pulse Response 
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Figure 22a. Unity Gain Inverter 
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A HIGH SPEED 3 OP AMP INSTRUMENTATION 
AMPLIFIER CIRCUIT Gain 

2 
10 
100 

Ita 
20kO 
4.04 kO 
404 0 

AD746 
TSETTLE 

Bandwidth (0.01%) 

2.5 MHz 1.0 ILS 
1 MHz 2.0 ILS 
290 kHz 5.0 ILS 

The instrumentation amplifier circuit shown in Figure 23 can 
provide a range of gains from 2 up to 1000 and higher. The cir
cuit bandwidth is 2.5 MHz at a gain of 2 and 750 kHz at a gain 
of 10; settling time for the entire circuit is less than 2 ILS to 
within 0.01 % for a 10 volt step, (G = 10). 

Table I. Performance Summary for the 3 Op Amp Instru- II 
mentation Amplifier Circuit 

-IN 

+IN 

·1.5-20pF 
(TRIM FOR BEST SETTUNG TIME) 

+15V r-----------l 
o + 1: • +V. I 1: 1: • PIN 8 I 

COMM IF 1+ IF 01F OR7 I 

I " I I" f'" I o~-------t_---~.----+I-~---+- ~CH I 
I I"F O.I"F AMPUFIER I 

+Il"F. -v. 1= r: -~V __ _ 1+ • PIN 4 i 
L..... __________ ..... 

'VOLTRONICS SP20 TRIMMER CAPACITOR OR EQUIVALENT 
"RATIO MATCHED 1% METAL FILM RESISTORS 

Figure 23. A High Performance, 3 Op Amp, Instrumenta
tion Amplifier Circuit 

Figure 24. Pulse Response of the 3 
Op Amp Instrumentation Amplifier. 
Gain = 10, Horizontal Scale: 
0.5 p,BlDiv, Vertical Scale: 5 V/Div. 

Figure 25. Settling Time of the 3 Op 
Amp Instrumentation Amplifier. 
Gain = 10, Horizontal Scale: 
0.5 p,BlDiv, Vertical Scale: 5 VlDiv. 
Error Signal Scale: 0.01%/Div. 
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THD Performance Considerations 
The A0746 was carefully optimized to offer excellent perfor
mance in terms of total harmonic distortion (THO) in signal 
processing applications. The THO level when operating the 
A0746 in inverting gain applications will show a gradual rise 

10kO 

lkO 
VON O--'VVV-.... -1 

.>-6---oVOUT 

Figure 26. THO Measurement, Inverter Circuit 

from the distortion floor of 20 dB/decade (see Figure 28). In 
noninverting applications, care should be taken to balance the 
source impedances at both the inverting and noninverting 
inputs, to avoid distortion caused by the modulation of input 
capacitance inherent in all BiFET op amps. 

10kO 

Figure 27. THO Measurement, Follower Circuit 
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IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 

HIGH SPEED 
50 MHz Unity Gain Stable Operation 
300 V/Jl.s Slew Rate 
120 ns Settling Time 
Drives Unlimited Capacitive Loads 

EXCELLENT VIDEO PERFORMANCE 
0.04% Differential Gain @ 4.4 MHz 
0.19° Differential Phase @ 4.4 MHz 

GOOD DC PERFORMANCE 
2 mV max Input Offset Voltage 
15 Jl.V/OC Input Offset Voltage Drift 

LOW POWER 
Only 10 mA Total Supply Current for Both Amplifiers 

±5 V to ±15 V Supplies 

PRODUCT DESCRIPTION 
The AD827 is a dual version of Analog Devices' industry
standard AD847 op amp. Like the AD847, it provides high 
speed, low power performance at low cost. The AD827 achieves 
a 300 V/fJ.s slew rate and 50 MHz unity-gain bandwidth while 
consuming only 100 mW when operating from ±5 volt power 
supplies. Performance is specified for operation using ± 5 V to 
± 15 V power supplies. 

The AD827 offers an open-loop gain of 3,500 VN into 500 n 
loads. It also features a low input voltage noise of 15 nVlv'Hz, 
and a low input offset voltage of 2 mV maximum. Common
mode rejection ratio is a minimum of 80 dB. Power supply re
jection mtio is maintained at better than 20 dB with input fre
quencies as high as 1 MHz, thus minimizing noise feedthrough 
from switching power supplies. 

The AD827 is also ideal for use in demanding video applica
tions, driving coaxial cables with less than 0.04% differential 
gain and 0.19° differential phase errors for 643 mV p-p into a 
75 n reverse terminated cable. 

The AD827 is also useful in multichannel, high speed data con
version systems where its fast (120 ns to 0.1%) settling time is of 
importance. In such applications, the AD827 serves as an input 
buffer for 8-bit to lO-bit AID converters and as an output ampli
fier for high speed D/A converters. 

High Speed, Low Power 
Dual Op Amp 

AD827 I 

AD827 CONNECTION DIAGRAMS 

8-Pin Plastic (N) and Cerdip 
(Q) Packages 

APPLICATION HIGHLIGHTS 

16-Pin Small Outline 
(R) Package 

1. Performance is fully specified for operation using ± 5 V to 
± 15 V supplies. 

2. A 0.04% differential gain and 0.19° differential phase error at 
the 4.4 MHz color subcarrier frequency, together with its 
low cost, make it ideal for many video applications. 

3. The AD827 can drive unlimited capacitive loads, while its 
30 mA output current allows 50 nand 75 n reverse
terminated loads to be driven. 

4. The AD827's 50 MHz unity-gain bandwidth makes it an 
ideal candidate for multistage active filters. 

5. The AD827 is available in 8-pin plastic mini-DIP, cerdip, 
and 16-pin SOIC packages. Chips and MIL-STD-883B pro
cessing are also available. 
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SPECIFICATIONS (@ TA = +25°C, unless otherwise noted) 

AD827J AD827A1S 
Model Conditions V. MiD Typ Max Min Typ Max Units 

DC PERFORMANCE 
Input Offset Voltage' ±5 V 0.5 2 0.3 2 m\· 

Tmin to Tmax 3.5 4 mY 
±15 V 4 4 mY 

Tmin to Tmax 6 6 mY 
Offset Voltage Drift ±5Vro±15V 15 15 Il\"FC 
Input Bias Current ±5 V to ±15 V 3.3 7 3.3 7 IlA 

Tmin to Tmax 8.2 9.5 IlA 
Input Offset Current ±5 V to ±15 V 50 300 50 300 nA 

Tmin to Tmax 400 400 nA 
Offset Current Drift ±5 V to ±15 V 0.5 0.5 nAl"C 
Common-Mode Rejection Ratio VCM =±2.5 V ±5V 78 95 80 95 dB 

VCM =±12V ±15 V 78 95 80 95 dB 
Tmin to Tmax ±5 V to ±15 V 75 75 dB 

Power Supply Rejection Ratio ±5 V to ±15 V 75 86 75 86 dB 
Tmin to Tmax 72 72 dB 

Open-Loop Gain 
Vo=±2.5V ±5V 

RLOAD = 500 n 2 3.5 2 3.5 Vim\' 
Tmin to Tmax I I Vim\' 
RLOAD = 150 n 1.6 1.6 VlmV 

VOUT = ±IOV ±15 V 
RLOAD = I kO 3 5.5 3 5.5 VlmV 
Tmin to Tmax 1.5 1.5 V/mV 

MATCHING CHARACfERISTICS 
Input Offset Voltage ±5V 0.4 0.2 mV 
Crosstalk f=5MHz ±5 V 85 85 dB 

DYNAMIC PERFORMANCE 
Unity-Gain Bandwidth ±5V 35 35 MHz 

±15 V 50 50 MHz 
Full Power Bandwidth' Vo = 5 V p-p, 

RWAD = 500 0 ±5V 12.7 12.7 MHz 
Vo = 20 V p-p, 

RWAD = I kO ±15 V 4.7 4.7 MHz 
Slew Rate' RLOAD = 5000 ±5V 200 200 VIIlS 

RLOAD = I kO ±15V 300 300 VlIlS 
Settling Time to 0.1% Av =-1 

-2.5 V to +2.5 V ±5V 65 65 ns 
-5Vto+5V ±15 V 120 120 ns 

Phase Margin CWAD = 10 pF ±15 V 
RLOAD = I kn 50 50 Degrees 

Differential Gain Error f = 4.4 MHz ±15 V 0.04 0.04 % 
Differential Phase Error f = 4.4 MHz ±15 V 0.19 0.19 Degrees 

Input Voltage Noise f= 10kHz ±15 V IS 15 nVly'Hz 
Input Current Noise f= 10kHz ±15V 1.5 1.5 pAly'Hz 

Input Common-Mode 
Voltage Range ±5 V +4.3 +4.3 V 

-3.4 -3.4 V 
±15 V +14.3 +14.3 V 

-13.4 -13.4 V 

Output Voltage Swing RWAD = 500 n ±5 V 3.0 3.6 3.0 3.6 ±V 
RLOAD = 150 n ±5V 2.5 3.0 2.5 3.0 ±V 
RWAD = I kn ±IS V 12 13.3 12 13.3 ±V 
RWAD = 500 n ±IS V 10 12.2 10 12.2 ±V 

Short-Circuit Current Limit ±5 V to ±IS V 32 32 rnA 

INPUT CHARACTERISTICS 
Input Resistance 300 300 kn 
Input Capacitance 1.5 1.5 pF 

OUTPUT RESISTANCE Open Loop 15 15 n 

2-240 OPERATIONALAMPLIFIERS 



AD827 
AD827J AD827A1S 

Model Conditions Vs Min Typ Max Min Typ Max Units 

POWER SUPPLY 
Operating Range ±4.5 ±18 ±4.5 ±18 \' 
Quiescent Current ::5 V 10 13 10 13 mA 

T min to Tm .. 16 16.5/17.5 mA 
±15 V 10.5 13.5 10.5 13.5 mA 

Tmin to Tmax 16.5 17/18 mA 

TRANSISTOR COUNT 92 92 

NOTES 
IOffset voltage for the AD827 is guaranteed after power is applied and the device is fully warmed up. All other specifications are measured using high speed test 
equipment, approximately I second after power is applied. 

lpull Power Bandwidth = Slew Ratel21l' V PEAK' 

JGain = + 1, rising edge. 

All min and max specifications are guaranteed. 

Specifications subject to change without nmice. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage , ..................... , .... ± IS V 
Internal Power Dissipation2 

Plastic (N) Package (Derate at 10 mWrC) ........ 1.5 W 
Cerdip (Q) Package (Derate at S.7 mWrC) ........ 1.3 W 
Small Outline (R) Package (Derate at 10 mWrC) .... 1.5 W 

Input Common Mode Voltage ................... ±Vs 
Differential Input Voltage . . . . . . . . . . . . . . . . . . . . . . 6 V 
Output Short Circuit Duration3 •••••••••••••• Indefmite 
Storage Temperature Range N, R ........ -65°C to +125°C 
Storage Temperature Range Q .......... -65°C to + 150°C 
Operating Temperature Range 

ADS27J ........................... 0 to + 70°C 
ADS27A ....................... -40°C to +S5°C 
ADS27S ...........•........... -55°C to + 1250C 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Model 

ADS27JN 
ADS27JR 
ADS27AQ 
ADS27SQ 
ADS27SQ/SS3B 

NOTE 

Dimensions shown in inches and (nun). 

Substrate is connected to V +. 
0.12613.18' I 

ORDERING GUIDE 

Temperature Range 

o to +70°C 
o to +70°C 
-40°C to +S5°C 
- 55°C to + 125°C 
- 55°C to + 125°C 

Package Option· 

S-Pin Plastic DIP (N -S) 
16-Pin Plastic SO (R-16) 
S-Pin Cerdip (Q-S) 
S-Pin Cerdip (Q-S) 
S-Pin Cerdip (Q-S) 

*See Section 20 for package outline information. 

Lead Temperature Range 
(Soldering to 60 sec) . . . . . . . . . . . . . . . . . . . . . . . 300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum ratings for extended periods may affect device reliability. 

2 Masimum internal power dissipation is specified so that T I does not exceed 
+ 175"<: at an ambient temperature of + 25"<:. Thermal Characteristics: 

Mini-DIP: alA = lOO'ClWalt, 0IC = 33'CIWalt 
Cerdip: alA = 1l0'CIWall, 0IC = 30'CIWalt 
16-Pin Small Outline Package: alA = lOO'CIWall 

3Indefmite short circuit duration is only permissible as long as the absolute 
maximum power rating is not exceeded. 
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Typical Characteristics (@ +25°C & ±15 v, unless otherwise noted) 
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INPUT PROTECTION PRECAUTIONS 
An input resistor (resistor R'N of Figure 21a) is recommended 
in circuits where the input common-mode voltage to the AD827 
may exceed (on a transient basis) the positive supply voltage. 
This resistor provides protection for the input transistors by lim
iting the maximum current that can be forced into their bases. 

• B 

"." 
.v, 

VOUT 

RL = SOOO FOR ±Vs = 5V, 1kO: FOR ±Vs = 15V 
USE GROUND PLANE 
PINOUT SHOWN IS FOR MINIDIP PACKAGE 

Figure 20. Crosstalk Test Circuit 

For high performance circuits, it is recommended that a second 
resistor (RB in Figures 21a and 22a) be used to reduce bias
current errors by matching the impedance at each input. This 
resistor reduces the error caused by offset voltages by more than 
an order of magnirude . 

Figure 21a. Follower Connection Figure 21b. Follower Large Signal 
Pulse Response 

Figure 21c. Follower Small Signal 
Pulse Response 
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Figure 22a. Inverter Connection 
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Figure 23. A Video Line Driver 

VIDEO LINE DRIVER 
The AD827 functions very well as a low cost, high speed line 
driver for either terminated or unterminated cables. Figure 23 
shows the AD827 driving a doubly terminated cable in a fol
lower configuration. 

The termination resistor, RT> (when equal to the cable's charac
teristic impedance) minimizes reflections from the far end of the 
cable. While operating from ±S V supplies, the AD827 main
.tains a typical slew rate of 200 V/",s, which means it can drive a 
±1 V, 30 MHz signal into a terminated cable. 

Video Line Driver Performance Summary 

Over-

VIN * V SUPPLY Cc -3 dBBw shoot 

o dB or ±SOO mV Step ±IS 20pF 23 MHz 4% 
o dB or ±SOO mV Step ±IS 15 pF 21 MHz 0% 
o dB or ±SOO mV Step ±IS OpF 13 MHz 0% 
o dB or ±SOO mV Step ±S 20pF 18 MHz 2% 
o dB or ±SOO mV Step ±S 15 pF 16 MHz 0% 
o dB or ±SOO mV Step ±S OpF llMHz 0% 

NOTE 
• - 3 dB bandwidth numbers are for the 0 dBm signal input. Overshoot num
bers are the percent overshoot of the 1 Volt step input. 

Table I. Video Line Driver Performance Chart 

A back-termination resistor (RBT> also equal to the characteristic 
impedance of the cable) may be placed between the AD827 out
put and the cable input, in order to damp any reflected signals 
caused by a mismatch between RT and the cable's characteristic 
impedance. This will result in a flatter frequency response, 
although this requires that the op amp supply ±2 V to the out
put in order to achieve a ± 1 V swing at resistor RT. 

Applications - AD827 
A HIGH SPEED 3 OP AMP INSTRUMENTATION 
AMPLIFIER CIRCUIT 
The instrumentation amplifier circuit shown in Figure 24 can 
provide a range of gains. The chart of Table II details 
performance. 

... 

·~N 

,." 
TRIM FOR 
OPTIMUM 

BANDWIDTH 
7-15pF 

2kU 

TRIM FOR BEST 
SETTLING TIME 

2 -1IpF 

CIRCUIT GAIN = z::o + 1 

NOTE: PINOUT SHOWN IS FOR MINI DIP PACKAGE 

Figure 24. A High Bandwidth Three Op Amp Instrumenta
tion Amplifier 

Small Signal 
Bandwidth 

Gain ~ @ 1 V p-p Output 

1 Open 16.1 MHz 
2 2k 14.7 MHz 
10 2260 4.9 MHz 
100 200 660 kHz 

Table 11. Performance Specifications for the Three Op 
Amp Instrumentation Amplifier 
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A TWO-CHIP VOLTAGE-CONTROLLED AMPLIFIER 
(VCA) WITH EXPONENTIAL RESPONSE 
Voltage-controlled amplifiers are often used as building blocks 
in automatic gain control systems. Figure 25 shows a two-chip 
VCA built using the AD827 and the AD539, a dual, current
output multiplier. As configured, the circuit has its two multi
pliers connected in series. They could also be placed in parallel 
with an increase in bandwidth and a reduction in gain. The gain 
of the circuit is controlled by V x' which can range from 0 to 
3 V de. Measurements show that this circuit easily supplies 2 V 
p-p into a 100 n load while operating from :t5 V supplies. The 
overall bandwidth of the circuit is approximately 7 MHz with 
0.5 dB of peaking. 

Each half of the AD827 serves as an IN converter and converts 
the output current of one of the two multipliers in the AD539 
into an output voltage. Each of the AD539's two multipliers 
contains two internal 6 kn feedback resistors; one is connected 
between the CHI output and ZI, the other between the CHI 
output and WI. Likewise, in the CH2 multiplier, one of the 
feedback resistors is connected between CH2 and Z2 and the 
other is connected between CH2 and Z2. In Figure 25, ZI and 
WI are tied together, as are Z2 and W2, providing a 3 kn feed
back resistor for the op amp. The 2 pF capacitors connected 
between the AD539's WI and CHI and W2 and CH2 pins are 
in parallel with the feedback resistors and thus reduce peaking 
in the VCA's frequency response. Increasing the values of C3 
and C4 can further reduce the peaking at the expense of reduced 

INPUT RANGE: 
10MV TO 3V (SSdB) r-----.., 

Y'N 

+SV 

-SV 

AD539 
Vx CONTROL 

~l~F 2 HFCOMP 

3 CHl 
IN 

4.7n 4 

4.7n ~O.l~~ 
+Vs 

-Vs 
O.l~F ~ 6 CH2 

IN 
7 INPUT 

COM 
8 OUTPUT 

COM 

Wl 

Zl 
CHl 
OUT 

bandwidth. The 1.25 mA full-scale output current of the AD539 
and the 3 kn feedback resistor set the full-scale output voltage 
of each multiplier at 3.25 V p-p. 

Current limiting in the AD827 (typically 30 mAl limits the out
put voltage in this application to about 3 V p-p across a 100 n 
load. Driving a 50 n reverse-terminated load divides this value 
by two, limiting the maximum signal delivered to a 50 n load to 
about 1.5 V p-p, which suffices for video signal levels. The dy
namic range of this circuit is approximately 55 dB and is prima
rily limited by feedthrough at low input levels and by the maxi
mum output voltage at high levels. 

Guidelines for Grounding and Bypassing 
When designing practical high frequency circuits using the 
AD827, some special precautions are in order. Both short inter
connection leads and a large ground plane are needed whenever 
possible to provide low resistance, low inductance circuit paths. 
One should remember to minimize the effects of capacitive cou
pling between circuits. Furthermore, IC sockets should be 
avoided. Feedback resistors should be of a low enough value 
that the time constant formed with stray circuit capacitances at 
the amplifier summing junction will not limit circuit perfor
mance. As a rule of thumb, use feedback resistor values that are 
less than 5 kn. If a larger resistor value is necessary, a small 
( < 10 pF) feedback capacitor in parallel with the feedback resis
tor may be used. The use of 0.1 ILF ceramic disc capacitors is 
recommended for bypassing the op amp's power supply leads. 

son 

'PINOUT SHOWN IS FOR MINI-DIP PACKAGE 

VX2 VIN 
VouTATTERMINATION RESISTOR, RT = --

8V, 

Figure 25. A Wide Range Voltage-Controlled Amplifier Circuit 
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11IIIIIIII ANALOG 
WDEVICES High Speed, Low Noise Video Op Amp 

FEATURES 
High Speed 

120 MHz Bandwidth. Gain = -1 
230 V /IJ-S Slew Rate 
90 ns Settling Time to 0.1% 

Ideal for Video Applications 
0.02% Differential Gain 
0.04° Differential Phase 

Low Noise 
2 nV/\IHZ Input Voltage Noise 
1.5 pA/\IHZ Input Current Noise 

Excellent DC Precision 
1 mV max Input Offset Voltage (Over Temp) 
0.3 IJ-V/oC Input Offset Drift 

Flexible Operation 
Specified for ±5 V to ±15 V Operation 
±3 V Output Swing into a 150 n Load 
External Compensation for Gains 1 to 20 
5 mA Supply Current 

PRODUCT DESCRIPTION 
The AD829 is a low noise (2 nV/yHz), high speed op amp with 
custom compensation that provides the user with gains from ± 1 
to ±20 while maintaining a bandwidth greater than 50 MHz. 
The AD829's 0.04° differential phase and 0.02% differential gain 
performance at 3.58 MHz and 4.43 MHz, driving reverse
terminated 50 n or 75 n cables, makes it ideally suited for pro
fessional video applications. The AD829 achieves its 230 V I",s 
uncompensated slew rate and 750 MHz gain bandwidth product 
while requiring only 5 rnA of current from the power supplies. 

The AD829's external compensation pin gives it exceptional ver
satility. For example, compensation can be selected to optimize 
the bandwidth for a given load and power supply voltage. As a 
gain-of-two line driver, the -3 dB bandwidth can be increased 
to 95 MHz at the expense of 1 dB of peaking. In addition, the 
AD829's output can also be clamped at its external compensa
tion pin. 

The AD829 has excellent dc performance. It offers a minimum 
open-loop gain of 30 V/mV into loads as low as 500 n, low in
put voltage noise of 2 n V Iy'Hz, and a low input offset voltage 
of 1 mV maximum. Common-mode rejection and power supply 
rejection ratios are both 120 dB. 

The AD829 is also useful in multichannel, high speed data con
version where its fast (90 ns to 0.1%) settling time is of impor
tance. In such applications, the AD829 serves as an input buffer 
for 8-to-lO-bit AID converters and as an output IIV converter 
for high speed DI A converters. 

AD829 I 
AD829 CONNECTION DIAGRAM 

8-Pin Plastic Mini-DIP (N), 
Cerdip (Q) and SOIC (R) Packages 

OFFSET 
NULL 

-IN 

+IN 

v-

OFFSET 
NULL 

v+ 

OUTPUT 

CCOMP 

The AD829 provides many of the same advantages that a tran
simpedance amplifier offers, while operating as a traditional 
voltage feedback amplifier. A bandwidth greater than 50 MHz 
can be maintained for a range of gains by changing the external 
compensation capacitor. The AD829 and the transimpedance 
amplifier are both unity gain stable and provide similar voltage 
noise performance (2 nVly'Hz). However, the current noise of 
the AD829 (1.5 pAly'Hz) is less than 10% of the noise of tran
simpedance amps. Furthermore, the inputs of the AD829 are 
symmetrical. 

PRODUCT HIGHLIGHTS 
1. Input voltage noise of 2 nV/yHz, current noise of 1.5 

pAly'Hz and 50 MHz bandwidth, for gains of 1 to 20, make 
the AD829 an ideal preamp. 

2. Differential phase error of 0.04° and a 0.02% differential gain 
error, at the 3.58 MHz NTSC and 4.43 MHz PAL and SE
CAM color subcarrier frequencies, make it an outstanding 
video performer for driving reverse-terminated 50 n and 
75 n cables to ± 1 V (at their terminated end). 

3. The AD829 can drive heavy capacitive loads. 

4. Performance is fully specified for operation from ± 5 V to 
± 15 V supplies. 

5. Available in plastic, cerdip, and small outline packages. 
Chips and MIL-STD-883B parts are also available. 
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SPECIFICATIONS (@ TA = +25°C and Vs = ±15 V dc, unless otherwise noted) 

AD829J AD829 A1S 
Model Conditions Vs Min Typ Max Min Typ Max Units 

INPUT OFFSET VOLTAGE ±5 V, ±15 V 0.2 I 0.1 0.5 mV 
Tmin to Tmax I 0.5 mV 

Offset Voltage Drift ±5V, ±15V 0.3 0.3 ".VFC 

INPUT BIAS CURRENT ±5V,±15V 3.3 7 3.3 7 ".A 
Tmin to Tmax 8.2 9.5 ".A 

INPUT OFFSET CURRENT ±5 V, ±15 V 50 500 50 500 nA 
Tmin to Tmax 500 500 nA 

Offset Current Drift ±5 V, ±15 V 0.5 0.5 nN°C 

OPEN-LOOP GAIN Vo =±2.5V ±5V 
RLOAD = 5000 30 65 30 65 V/mV 
Tmin to Tmax 20 20 V/mV 
RLOAD = ISO 0 40 40 V/mV 
VOUT = ±IOV ±15V 
RLOAD = I kO 50 100 50 100 V/mV 
Tmin to Truax 20 20 V/mV 
RLOAD = 5000 85 85 V/mV 

DYNAMIC PERFORMANCE 
Gain Bandwidth Product ±5V 600 600 MHz 

±15 V 750 750 MHz 
Full Power Bandwidth'" Vo = 2 Vp-p 

RLOAD = 5000 ±5V 25 25 MHz 

Vo= 20 V p-p 
RLOAD = I kO ±15V 3.6 3.6 MHz 

Slew Rate' RLOAD = 5000 ±5 V 150 ISO VI".s 
RLOAD = I kO ±15V 230 230 VI".s 

Settling Time to 0.1 % Ay = -19 
-2.5 V to +2.5 V ±5 V 65 65 ns 
10 V Step ±15 V 90 90 ns 

Phase Margin' CLOAD = 10 pF ±15V 
RLOAD = I kO 60 60 Degrees 

DIFFERENTIAL GAIN ERROR' RLoAD = 1000 ±15V 
CCOMP = 30 pF 0.02 0.02 % 

DIFFERENTIAL PHASE ERROR' RLoAD = 1000 ±15V 
CCOMP = 30 pF 0.04 0.04 Degrees 

COMMON-MODE REJECTION VCM = ±2.5 V ±5V 100 120 100 120 dB 
VCM = ±12 V ±15 V 100 120 100 120 dB 
Tmin to Tmax 96 96 dB 

POWER SUPPLY REJECTION VS = ±4.5 V to ±18 V 98 120 98 120 dB 
Tmin to Tmax 94 94 dB 

INPUT VOLTAGE NOISE f= I kHz ±15 V 2 2 nV/ylHz 

INPUT CURRENT NOISE f= I kHz ±15V 1.5 1.5 pA/yHz 

INPUT COMMON-MODE 
VOLTAGE RANGE ±5 V +4.3 +4.3 V 

-3.8 -3.8 V 
±15V +14.3 +14.3 V 

-13.8 -13.8 V 

OUTPUT VOLTAGE SWING RLOAD = 5000 ±5 V 3.0 3.6 3.0 3.6 ±V 
RLOAD = ISO 0 ±5V 2.5 3.0 2.5 3.0 ±V 
RLOAD = 500 ±5 V 1.4 1.4 ±V 
RLoAD = I kO ±15 V 12 13.3 12 13.3 ±V 
RLOAD = 5000 ±15 V 10 12.2 10 12.2 ±V 

Short Circuit Current ±5 V, ±15 V 32 32 rnA 

INPUT CHARACTERISTICS 
Input Resistance (Differential) 13 13 kO 
Input Capacitance (Differential)4 5 5 pF 
Input Capacitance (Common Mode) 1.5 1.5 pF 

CLOSED-LOOP OUTPUT 
RESISTANCE Ay = +1, f = I kHz 2 2 MO 
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AD829J AD829A1S 
Model Conditions 

POWER SUPPLY 
Operating Range 
Quiescent Current 

Tmin to Tmax 

Tmio to Tmax 

TRANSISTOR COUNT Number of Transistors 

NOTES 
'Full Power Bandwidth = Slew Rate12 'II'VPEAK' 

'Tested at Gain = +20, CcoMP = 0 pF. 
'3.58 MHz (NTSC) and 4.43 MHz (PAL & SECAM). 

Vs 

±5V 

±15 V 

Min Typ Max 

±4.5 ±18 
5 6.5 

8.0 
5.3 6.8 

8.3 

46 

'Differential input capacitance consists of 1.5 pF package capacitance plus 3.5 pF from the input differential pair. 

Specifications subject to change without notice. 

Min Typ 

±4.5 
5 

5.3 

46 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ........................... ±18 V 
Internal Power Dissipation2 

METALIZATION PHOTO 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 

Plastic (N) .......................... 1.3 Watts 
Small Outline (R) ...................... 0.9 Watts 
Cerdip (Q) .......................... 1.3 Watts 

Input Voltage ............................. ±Vs 
Differential Input Voltage3 ••••••••••••..•.•• ±6 Volts 
Output Short Circuit Duration ............... Indefmite 
Storage Temperature Range Q . . . . . . . . . . -65°C to + 150°C 
Storage Temperature Range N, R ........ -65°C to + 125°C 
Operating Temperature Range 

AD829J ........................... 0 to +70°C 
AD829A ....................... -40°C to +85°C 
AD829S ....................... -55°C to + 125°C 

Lead Temperature Range (Soldering 60 sec) ....... +300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

2Maximum internal power dissipation is specified so that TJ does not exceed 
+ 17S"C at an ambient temperature of + 25"C. 
Thermal characteristics: 

8·pin plastic package: alA = 100°C/watt (derate at 8.7 mWf'C) 
8·pin cerdip package: alA = 110°C/watt (derate at 8.7 mWf'C) 
8·pin small outline package: alA = 155°C/watt (derate at 6 mWf'C). 

31f the differential voltage exceeds 6 volts, external series protection resistors 
should be added to limit the input current. 

/ .. 

NULL , 

ORDERING GUIDE 

Temperature Package 
Model Range Description 

AD829JN o to +70°C 8-Pin Plastic Mini-DIP 
AD829JR o to +70°C 8-Pin Plastic SOIC 
AD829AQ -40°C to +85°C 8-Pin Cerdip 
AD829SQ -55°C to + 125°C 8-Pin Cerdip 
AD829SQ/883B - 55°C to + 125°C 8-Pin Cerdip 

'See Section 20 for package outline information. 

Package 
Options* 

(N-8) 
(R-8) 
(Q-8) 
(Q-8) 
(Q-8) 

Max 

±18 
6.5 
8.218.7 
6.8 
8.519.0 

..t 

AD829 
Unils 

V 
rnA 
rnA 
rnA 
rnA 

"'1 -v 
4 
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Typical Performance Characteristics 
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Figure 1. Input Common-Mode 
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Figure 4. Quiescent Current vs. 
Supply Voltage 

7 

~ ~ ~ 
Vs ·±1IV 

~ 
~ 

I'II~ 

~ ~ 
IT 

~ 
VI:iIIV 

~ 
3 

-10 -40 -~ 0 ~ 40 10 10 100 1~ 140 

TEMPEAAlURE - "C 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Wideband AC Performance 

Gain Bandwidth Product: 400 MHz (Gain 2< 10) 
Fast Settling: 100 ns to 0.01% for a 10 V Step 
Slew Rate: 400 V I".s 
Stable at Gains of 10 or Greater 
Full Power Bandwidth: 6.4 MHz for 20 V p-p into a 

500n. Load 
Precision DC Performance 

Input Offset Voltage: 0.3 mV max 
Input Offset Drift: 3 ".VloC typ 
Input Voltage Noise: 4 nV/v'Hi 
Open-Loop Gain: 130 V/mV into a 1 kn. Load 
Output Current: 50 rnA min 
Supply Current: 12 rnA max 

APPLICATIONS 
Video and Pulse Amplifiers 
DAC and ADC Buffers 
Line Drivers 
Available in 14-Pin Plastic DIP, Hermetic Cerdip 

Packages and Chip Form 
MIL-STD-883B Processing Available 

PRODUCT DESCRIPTION 
The AD840 is a member of the Analog Devices' family of wide 
bandwidth operational amplifiers. This high speedlhigh precision 
family includes, among others, the AD841, which is unity-gain 
stable, and ihe AD842, which is stable at a gain of two or 
greater and has 100 rnA minimum output current drive. These 
devices are fabricated using Analog Devices' junction isolated 
complementary bipolar (CB) process. This process permits a 
combination of dc precision and wideband ac performance previ
ously unobtainable in a monolithic op amp. In addition to its 
400 MHz gain bandwidth product, the AD840 offers extremely 
fast settling characteristics, typically settling to within 0.01 % of 
final value in 100 ns for a 10 volt step. 

The AD840 remains stable over its full operating temperature 
range at closed-loop gains of 10 or greater. It also offers a low 
quiescent current of 12 rnA maximum, a minimum output cur
rent drive capability of 50 rnA, a low input voltage noise of 
4 nV/y'H~ and a low input offset voltage of 0.3 mV maximum 
(AD840K). 

The 400 V/fj.s slew rate of the AD840, along with its 400 MHz 
gain bandwidth, ensures excellent performance in video and 
pulse amplifier applications. This amplifier is ideally suited for 
use in high frequency signal conditioning circuits and wide 
bandwidth active filters. The extremely rapid settling time of 

Wideband, 
Fast Settling Op Amp 

AD840 I 
AD840 CONNECTION DIAGRAMS 

Plastic DIP (N) Package 
and 

Cerdip (Q) Package 

LCC (E) Package 

NCi4 

9 10 11 12 13 

~ :f' ~ ~ ~ 
NC = NO CONNECT 

'8 Ne 
17 +Vs 

1SiNC 

1510UTPUT 

14 Ne 

the AD840 makes it the preferred choice for data acquisition 
applications which require 12-bit accuracy. The AD840 is also 
appropriate for other applications such as high speed DAC and 
ADC buffer amplifiers and other wide bandwidth circuitry. 

APPLICATION HIGHLIGHTS 
I. The high slew rate and fast settling time of the AD840 make 

it ideal for DAC and ADC buffers, line drivers and all types 
of video instrumentation circuitry. 

2. The AD840 is truly a precision amplifier. It offers 12-bit ac
curacy to 0.01% or better and wide bandwidth, performance 
previously available only in hybrids. 

3. The AD840's thermally balanced layout and the high speed 
of the CB process allow the AD840 to settle to 0.01 % in 
100 ns without the long "tails" that occur with other fast op 
amps. 

4. Laser wafer trimming reduces the input offset voltage to 
0.3 mV max on the K grade, thus eliminating the need for 
external offset nulling in many applications. Offset null pins 
are provided for additional versatility. 

5. Full differential inputs provide outstanding performance in 
all standard high frequency op amp applications where circuit 
gain will be 10 or greater. 

6. The AD840 is an enhanced replacement for the HA2540. 
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SPECIFICATIONS (@ +25°C and ±15 V dc, unless otherwise noted) 
Model 

Conditions Min 

INPUT OFFSET VOL TAGE1 

Tmin-Tmax 
Offset Drift 

INPUT BIAS CURRENT 
Tmin - Tmax 

INPUT OFFSET CURRENT 
Tmin-Tmax 

INPUT CHARACTERISTICS Differential Mode 
Input Resistance 
Input Capacitance 

INPUT VOLTAGE RANGE 
Common Mode ±10 
Common-Mode Rejection VCM = ±IOV 90 

Tmin-Tmax 85 

INPUT VOLTAGE NOISE f=lkHz 
Wideband Noise 10 Hz to 10 MHz 

OPEN LOOP GAIN Vo = ±IOV 
RLOAD = I kn 100 
Tmm-Tmax 50 
RLOAD = soon 75 
Tmin-Tmax 50 

OUTPUT CHARACTERISTICS 
Voltage RLOAD ;" 500 n 

Tmin - Tmax :1:10 
Current VOUT = ±IO V 50 
Output Resistance Open Loop 

FREQUENCY RESPONSE 
Gain Bandwidth Product VOUT = 90 mV p-p 

Ay = -10 
Full Power Bandwidth2 Vo = 20 V p-p 

RLOAD ;" 500 n 5.5 
Rise Time Ay = -10 
Overshoot' Ay = -10 
Slew Rate' Ay = -10 350 
Settling Time' - 10 V Step Ay = -10 

to 0.1% 
to 0.01% 

OVERDRIVE RECOVERY -Overdrive 
+ Overdrive 

DIFFERENTIAL GAIN f = 4.4 MHz 

DIFFERENTIAL PHASE f = 4.4 MHz 

POWER SUPPLY 
Rated Performance 
Operating Range ±5 
Quiescent Current 

Tmin-Tmax 
Power Supply Rejection Ratio Vs = ±5 V to ±18 V 90 

Tmin-Tmax 80 

TEMPERATURE RANGE 
Rated Performance' 0 

PACKAGE OPTIONS' 
Cerdip (Q-14) 
Plastic (N-14) 
LCC (E-20At 
J and S Grade Chips 

Also Available 
NOTES 
'Input offset voltage specifications are guaranteed after 5 minutes at TA = + 25"C. 
2Full power bandwidth = slew ratel2'IT V PEAK' 

"Refer to Figures 22 and 23. 

AD840J 
Typ Max Min 

0.2 1 
1.5 

5 

3.5 8 
10 

0.1 0.4 
0.5 

30 
2 

12 ±10 
110 106 

90 

4 
10 

130 100 
80 75 

100 
75 

±10 
50 

15 

400 

6.4 5.5 
10 
20 
400 350 

80 
100 

190 
350 

0.025 

0.04 

±15 
:1:18 :1:5 

10.5 12 
14 

100 94 
86 

+75 0 

AD840JQ 
AD840JN 

4 .. S" grade Tmin-Tmax specifications are tested with automatic test equipment at TA = -55°C and TA = + 125°C. 
sSee Section 20 for package outline information. 
6(:ontact factory for availability. 

AD840K 
Typ Max 

0.1 0.3 
0.7 

3 

3.5 5 
6 

0.1 0.2 
0.3 

30 
2 

12 
lIS 

4 
10 

130 
100 

15 

400 

6.4 
10 
20 
400 

80 
100 

190 
350 

0.025 

0.04 

±15 
:1:18 

10.5 12 
14 

100 

+75 

AD840KQ 
AD840KN 

AD840S 
Min Typ Max 

0.2 1 
2 

5 

3.5 8 
12 

0.1 0.4 
0.6 

30 
2 

±IO 12 
90 110 
85 

4 
10 

100 130 
50 80 
75 
50 

±10 
50 

15 

400 

5.5 6.4 
10 
20 

350 400 

80 
100 

190 
350 

0.025 

0.04 

±15 
:1:5 :1:18 

10.5 "12 
16 

90 100 
80 

-55 +125 

AD840SQ 

AD840SE 

All min and max specifications are guaranteed. Specifications shown in boldface are tested on all production units. Specifications subject to change without notice. 
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mV 
mV 
flVfC 

flA 
flA 

flA 
flA 

kn 
pF 

V 
dB 
dB 

nV/YHz 
flVrms 

V/mV 
V/mV 
VlmV 
V/mV 

V 
rnA 
n 

MHz 

MHz 
ns 
% 
V/flS 

ns 
ns 

ns 
ns 

% 

Degree 

V 
V 
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rnA 
dB 
dB 

°C 



ABSOLUTE MAXIMUM RATINGS1 

Supply Voltage ... . . . 
Internal Power Dissipationz 

Plastic (N) 
Cerdip (Q) •..... 

Input Voltage . . . . . . 
Differential Input Voltage 
Storage Temperature Range 

Q ........... . 
N ........... . 

Junction Temperature (TJ) 
Lead Temperature Range (Soldering 6Osec) 

NOTES 

±18V 

I.SW 
1.3W 
±Vs 

. ±6V 

-6S0C to + ISO°C 
- 6SoC to + l2SoC 

+ 17SoC 
+ 300°C 

'Stresses above those listed under "Absolute Maximum Ratings" may cause 
pennanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is Dot implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

2 Maximum internal power dissipation is specified so that T J does not exceed 
+ l7S"C at an ambienttemperature of +2S·C. 

Thermal Cbaracteristics: 
ale 

Cerdip Package 3S'CIW 
Plastic Package 30'CIW 

aJA eSA 

llO"CIW 38'CIW Recommended Heat Sink: 
9S"CIW Aavid Engineering ©#602B 

AD840 
METALIZATION PHOTOGRAPH 

Contact factory for latest dimensions. 
Dimensions shown in inches and (mm). 

1---------0.09912.521-------....... " 

SUBSTRATE CONNECTED TO V + 

v+ 
11 

OPERATIONAL AMPLIFIERS 2-253 

II 



Typical Characteristics (at +25OC and Vs % ±15 V. unless otherwise noted) 
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R, = 4.99kll 

HP3314A 

d'~~~~~~R l-...... vvo ........ H 
OR 

EOUIVALENT 

Figure 19a. Inverting Amplifier 
Configuration (DIP Pinout) 

HP3314A 
FUNCTION 

GENERATOR 1-:'-.JVw-.....( 
OR 

EQUIVALENT 

Figure 20a. Noninverting Amplifier 
Configuration (DIP Pinout) 

Figure 21. Offset Nulling (DIP Pinout) 

2-256 OPERATIONAL AMPLIFIERS 

Figure 19b. Inverter Large Signal 
Pulse Response 

Figure 20b. Noninverting Large 
Signal Pulse Response 

OFFSET NULLING 

Figure 19c. Inverter Small Signal 
Pulse Response 

Figure 20c. Noninverting Small 
Signal Pulse Response 

The input offset voltage of the AD840 is very low for a high 
speed op amp, but if additional nulling is required, the circuit 
shown in Figure 21 can be used. 



AD840 SETTLING TIME 
Figures 22 and 24 show the settling performance of the AD840 
in the test circuit shown in Figure 23. 

Settling time is defined as: 
The interval of time from the application of an ideal step 
function input until the closed-loop amplifier output has 
entered and remains within a specified error band. 

This definition encompasses the major components which comprise 
settling time. They include (1) propagation delay through the 
amplifier; (2) slewing time to approach the final output value; 
(3) the time of recovery from the overload associated with slewing; 
and (4) linear settling to within the specified error band. 

Expressed in these terms, the measurement of settling time is 
obviously a challenge and needs to be done accurately to assure 
the user that the amplifier is worth consideration for the 
application. 

0005109 
FLAT·TOP 

PULSE GENERATOR 

499!! 

499!! 

50!! 

4.99kll 

+15V 

Applying the AD840 

OUTPUT: 
5VjOlV 

OUTPUT 
ERROR: 
O.02°o/DIV 

Figure 22. AD840 0.01% Settling Time 

O.1p.F 

2'2~ 

TEK 
7A13 

TEK 
7A18 

TEK 
7603 

OSCILLOSCOPE 

i}----+-~ ~~~P:~~~ 
499!! 

II 

Figure 23. Settling Time Test Circuit 

Figure 23 shows how measurement of the AD840's 0.01% set
tling in lOOns was accomplished by amplifying the error signal 
from a false summing junction with a very high speed propri
etary hybrid error amplifier specially designed to enable testing 
of smaIl settling errors. The device under test was driving a 
420 n load. The input to the error amp is clamped in order to 
avoid possible problems associated with the overdrive recovery 
of the oscilloscope input amplifier. The error amp amplifies the 
error from the false summing junction by 11, and it contains a 
gain vernier to fine trim the gain. 

Figure 24 shows the "long-term" stability of the settling charac
teristics of the AD840 output after a 10 V step. There is no evi
dence of settling tails after the initial transient recovery time. 
The use of a junction isolated process, together with careful lay
out, avoids these problems by minimi2ing the effects of transis
tor isolation capacitance discharge and thermally induced shifts 
in circuit operating points. These problems do not occur even 
under high output current conditions. 

OUTPUT: 
5V/DIV 

OUTPUT 
ERROR: 
O.02%jDIV 

Figure 24. AD840 Settling Demonstrating No Settling Tails 
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GROUNDING AND BYPASSING 
In designing practical circuits with the AD840, the user must 
remember that whenever high frequencies are involved, some 
special precautions are in order. Circuits must be built with 
short interconnect leads. Large ground 'planes should be used 
whenever possible to provide a low resistance, low inductance 
circuit path, as well as minimizing the effects of high frequency 
coupling. Sockets should be 'avoided, because the increased 
inter-lead capacitance can degrade bandwidth. 

Feedback resistors should be of low enough value to assure that 
the time constant formed with the circuit capacitances will not 
limit the amplifier perforniance. Resistor values of less than 
5 kU are recommended. If a larger resistor must be used, a 
small (± 10 pF) feedback capacitor inconnected parallel with the 
feedback resistor, RF , may be used to compensate for these 
stray capacitances and optimize the. dynamic performance of the 
amplifier in the particular application. 

Power supply leads should be bypassed to ground as close as 
possible to the amplifier pins. A 2.2 IJ.F capacitor in parallel 
with a 0.1 IJ.F ceramic disk capacitor is recommended. 

CAPACITIVE LOAD DRIVING ABILITY 
Like all wide band amplifiers, the AD840 is sensitive to capaci
tive loading. The AD840 is designed to drive capacitive loads of 
up to 20 pF without degradation of its rated performance. Ca
pacitive loads of greater than 20 pF will decrease the dynamic 
performance of the part although instability should not occur 
unless the load exceeds 100 pF. A resistor in series with the out
put can be used to decouple larger capacitive loads. 

USING A HEAT SINK 
The AD840 draws less quiescent power than most high speed 
amplifiers and is specified for operation without a heat sink. 
However, when driving low impedance loads the current to the 
load can be 4 to 5 times the quiescent current. This will create a 
noticeable temperature rise. Improved performance can be 
achieved by using a small heat sink such as the Aavid Engineer
ing #602B. 

HIGH SPEED DAC BUFFER CIRCUIT 
The AD840's 100 ns settling time to 0.01% for a 10 V step 
makes it well suited as an output buffer for high speed D/A con
verters. Figure 25 shows the connections for producing a 0 to 
+ 10.24 V output swing from the AD568 35 ns DAC. With the 
AD568 in unbuffered voltage output mode, the AD840 is placed 
in noninverting configuration. As a result of the I kn span re
sistor provided internally in the AD568, the noise gain of this 
topology is 10. Only 5 pF is required across the feedback (span) 
resistor to optimize settling. 

OVERDRIVE RECOVERY 
Figurc 26 shows the overdrive recovery capability of the AD840. 
Typical recovery time is 190 ns from negative overdrive and 
350 ns from positive overdrive. 
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Figure 25. 0 to + 10:24 V DAC Output Buffer 
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Figure 26. Overdrive Recovery 
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Figure 27. Overdrive Recovery Test Circuit 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
AC PERFORMANCE 
Unity-Gain Bandwidth: 40 MHz 
Fast Settling: 110 ns to 0.01% 
Slew Rate: 300 V/p,s 
Full Power Bandwidth: 4.7 MHz for 20 V p-p into a 

500n Load 

DC PERFORMANCE 
Input Offset Voltage: 1 mV max 
Input Voltage Noise: 13 nV/YHz typ 
Open-Loop Gain: 45V/mV into a 1 kn Load 
Output Current: 50 mA min 
Supply Current: 12 mA max 

APPLICATIONS 
High Speed Signal Conditioning 
Video and Pulse Amplifiers 
Data Acquisition Systems 
Line Drivers 
Active Filters 
Available in 14-Pin Plastic DIP, Plastic SOIC, Hermetic 

Cerdip and TO-S Metal Can Packages and Chip Form 
Chips and MIL-STD-S83B Parts Available 

PRODUCT DESCRIPTION 
The AD841 is a member of the Analog Devices family of wide 
bandwidth operational amplifiers. This high speedlhigh preci
sion family includes, among others, the AD840, which is stable 
at a gain of 10 or greater, and the AD842, which is stable at a 
gain of two or greater and has 100 rnA minimum output current 
drive. These devices are fabricated using Analog Devices' junc
tion isolated complementary bipolar (CB) process. This process 
permits a combination of dc precision and wideband ac perfor
mance previously unobtainable in a monolithic op amp. In addi
tion to its 40 MHz unity-gain bandwidth product, the AD841 
offers extremely fast settling characteristics, typically settling to 
within 0.01% of final value in 110 ns for a 10 volt step. 

Unlike many high frequency amplifiers, the AD841 requires no 
external compensation. It remains stable over its full operating 
temperature range. It also offers a low quiescent current of 
12 rnA maximum, a minimum output current drive capablity of 
50 rnA, a low input voltage noise of 13 nV/yHz and low input 
offset voltage of 1 mV maximum. 

The 300 V/ILS slew rate of the AD841, along with its 40 MHz 
gain bandwidth, ensures excellent performance in video and 
pulse amplifier applications. This amplifier is well suited for use 
in high frequency signal conditioning circuits and wide band
width active filters. The extremely rapid settling time of the 

Wideband, Unity-Gain Stable, 
Fast Settling Op Amp 

AD841 I 
AD841 CONNECTION DIAGRAMS 

Plastic DIP (N) Package 
and 

Cerdip (Q) Package TO-S (H) Package 

BOTTOM VIEW 

NOT(: CAN TIED TO V+ 
NC • NO CONNECT 

LCC (E) Package 

g 
z z 

~ I ~ i ~ 
3212019 

II 
10 
LJ 

910111213 

!i! 'f filliil fil 
He .. '"'0 CONNECT 

AD841 makes it the preferred choice for data acquisition appli
cations which require 12-bit accuracy. The AD841 is also appro
priate for other applications such as high speed DAC and ADC 
buffer amplifiers and other wide bandwidth circuitry. 

APPUCATION HIGHUGHTS 
1. The high slew rate and fast settling time of the AD841 make 

it ideal for DAC and ADC buffers, and all types of video 
instrumentation circuitry. 

2. The AD841 is a precision amplifier. It offers accuracy to 
0.01% or better and wide bandwidth performance previously 
available only in hybrids. 

3. The AD841's thermally balanced layout and the speed of the 
CB process allow the AD841 to settle to 0.01% in 110 ns 
without the long "tails" that occur with other fast op amps. 

4. Laser wafer trimming reduces the input offset voltage to 
1 mV max on the K grade, thus eliminating the need for ex
ternal offset nulling in many applications. Offset null pins are 
provided for additional versatility. 

5. The AD841 is an enhanced replacement for the HA2541. 
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SPECIFICATIONS (@ +25OC and ±15 Y dc, unless otherwise noted) 

, AD84lJ 
Model Ccmditions Min Typ Max 

INPUT OFFSET VOLTAGE' O.S 2.0 
T ... -T .... 5.0 

Offset Drift 35 

INPUT BIAS CURRENT 3.5 8 
Tmin-Tmax. 10 

Input Offset C~t 0.1 0.4 
Tmin-Tmax 0.5 

INPUT CHARACTERISTICS Differential Mode 
Input Resistance 200 
Input Capacitance 2 

INPUT VOLTAGE RANGE 
Common Mode ± 10 12 
Common Mode Rejection VCM = ±10V 86 100 

T ... -T .... SO 

INPUT VOLTAGE NOISE f=lkHz 15 
Wideband Noise 10 Hz to 10 MHz 47 

OPEN-LOOP GAIN Vo = ±IOV 
RLOAO"'500n 25 45 
Tmin-Tmax 12 

OUTPUT CHARACTERISTICS 
Voltage RLOAo"'500 n 

Tmin-Tmax ±1O 
Current VOUT = ±IOV 50 

OUTPUT RESISTANCE Opeo Loop 5 

FREQUENCY RESPONSE 
Unity Gain Bandwidth VOUT = 90 mV p-p 40 
Full Power Bandwidth2 Vo = 20 V p-p 

RLOAO"'500n 3.1 4.7 
Rise Time' Av =-1 10 
Overshoot' Av= -I 10 
Slew Rate' Av =-1 200 300 
Settling Time - 10 V Step Av =-1 

to 0.1% 90 
to 0.01% lIO 

OVERDRIVE RECOVERY -Overdrive 200 
+Overdrive 700 

D1FFERENTlAL GAIN f= 4.4 MHz 0.03 
Differential Phase f = 4.4 MHz 0.022 

POWER SUPPLY 
Rated Performance ±15 
Operating Range ±5 ±lS 
Quiescent Current II 12 

T ... ~T_ 14 
Power Supply Rejection Ratio Vs =±5Vto±!SV 86 100 

T ... -Tmax SO 

TEMPERATURE RANGE 
Rated Performance' 0 +75 

PACKAGE OPTIONS' 
LCC (E-20A)" 
Cerdip (Q-14) ADS41JQ 
Plastic (N-14) AD841JN 
TQ-S(H-12) AD84lJH 
J and S Grade Chips 

Also Available ADS4l]CHIP 

NOTES 
'Input offset voltage specifications are guaranteed after 5 tninutes at TA = + 2S'C. 
2FuIl power bandwidth = Slew Ratel2" V PEAK' 

'Refer to Figure 19. 

Min 

±10 
103 
100 

25 
20 

±10 
SO 

3.1 

200 

±5 

90 
86 

0 

AD841K 
Typ Max 
0.5 1.0 

3.3 
.. 

35 

3.5 5 
6 

0.1 0.2 
0.3 

200 
2 

12 
109 

IS 
47 

45 

5 

40 

4.7 
10 
10 
300 

90 
lIO 

200 
700 

0.03 
0.022 

±15 
±lS 

II 12 
14 

100 

+75 

AD84IKQ 
ADS41KN 
ADS41KH 

'''S'' grade Tmin and T_ specifications are tested with automatic test equipment at TA = -SS'C and TA = +12S'C. 
'See Section 20 for package outline information. 
"Contact factory for availability. 

All min and max specifications are guaranteed. Specifications shown in boldface are tested on all production units. 
Specifications subject to change without notice. 
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AD8<ilS 
Min Typ 'MaX UDits 

(l.5 ':loG mV .. 5.5 mV 
35 jJ.vrc 
3.5 S .,A 

'" 
12 .,A 

0.1 0.4 .,A 
0.6 .,A 

200 kG 
2 pF 

±10 12 V 
86 100 dB 
SO dB 

15 nV/Vllz 
47 ... Vrms 

25 45 V/mV 
12 VlmV 

±10 V 
50 rnA 

5 n 

40 MHz 

3.1 4.7 MHz 
10 ns 
10 % 

200 300 V/ ... s 

90 ns 
lIO ns 

200 ns 
700 ns 

0.03 % 
0.022 Degree 

±15 V 
±5 ±lS V 

II 12 rnA 
16 rnA 

86 100 dB 
80 dB 

-55 +125 OC 

ADQ41SE 
AD841SQ 

AD84ISH 

ADS41S CHIP 



ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ±IS V 
Internal Power Dissipation2 

TO-8 (H) ............................. 1.4 W 
Plastic (N) ............................. 1.5 W 
Cerdip (Q) ............................. 1.3 W 

Input Voltage ............................. ±Vs 
Differential Input Voltage .................... ±6 V 
Storage Temperature Range 

Q, H ......................... -65·C to + 150·C 
N ........................... -65·C to + 12S·C 

Junction Temperature ...................... + 17S·C 
Lead Temperature Range (Soldering 60 sec) ....... + 300·C 

AD841 

NOTES 
I Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

2 Maximum internal power dissipation is specified so that T J does not exceed 
+ 17S'C at an ambient temperature of + 2S'C. 

Thermal Characteristics: 

Cerdip Package 
TO-8 Package 
Plastic Package 

6)c 
3S'C/W 
30'CIW 
30'C/W 

6JA 
1IO'C/W 
lOO'C/W 
9S'C/W 

6'A 
38'C/W Recommended Heat Sink: 
37'C/W Aavid Engineering <'#602B 

METALlZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 
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.... ---r BALANCE..., 
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Typical Characteristics (at +25"C and Vs = ±15 V, unless otherwise noted. 
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R,N = 
1kH 

HP3314A 
FUNCTION 

GENERATOR 1-..... """ ...... -< 
OR . 

EQUIVALENT 

Figure 19a. Inverting Amplifier 
Configuration (DIP Pinout) 

HP3314A 
FUNCTION 

GENERATOR I-"'t--'V'w--{ 
OR 

EQUIVALENT 

lis 
120H 

Figure 20a. Unity-Gain Buffer Amplifier 
Configuration (DIP Pinout) 

OFFSET NULLING 

Figure 19b. Inverter Large Signal 
Pulse Response 

Figure 20b. Buffer Large Signal 
Pulse Response 

Figure 19c. Inverter Small Signal 
Pulse Response 

Figure 20c. Buffer Small Signal 
Pulse Response 

INPUT CONSIDERATIONS 
The input offset voltage of theAD841 is very low for a high 
speed op amp, but if additional nulling is required, the circuit 
shown in Figure 21 can be used. 

An input resistor (RIN in Figure 20) is recommended in circuits 
where the input to the AD841 will be subjected to transient or 
continuous overload voltages exceeding the ±6 V maximum dif
ferentiallimit. This resistor provides protection for the input 
transistors by limiting the maximum current that can be forced 
into the input. 

+V. 

Figure 21. Offset Nulling (DIP Pinout) 
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For high performance circuits it is recommended that a resistor 
(RB in Figures 19 and 20) be used to reduce bias current errors 
by matching the impedance at each input. The output voltage 
error caused by the offset current is more than an order of mag
nitude less than the error present if the bias current error is not 
removed. 



AD841 SETTLING TIME 
Figures 22 and 24 show the settling performance of the AD841 
in the test circuit shown in Figure 23. 

Settling time is defined as: 
The interval of time from the application of an ideal step 
function input until the closed-loop amplifier output has 
entered and remains within a specified error band. 

This definition encompasses the major components which com
prise settling time. They include (1) propagation delay through 
the amplifier; (2) slewing time to approach the final output 
value; (3) the time of recovery from the overload associated with 
slewing and (4) linear settling to within the specified error band. 

OUTPUT 
ERROR: 
O.02%/DIV 

OUTPUT: 
5V/DIV 

Figure 22. AD841 0.01% Settling Time 

Expressed in these terms, the measurement of settling time 
is obviously a challenge and needs to be done accurately to 
assure the user that the amplifier is worth consideration for the 
application. 

TEK 
7A13 

TEK 
7A18 

499(1 

Figure 23. Settling Time Test Circuit 

TEK 
7603 

OSCILLOSCOPE 

Measurement of the AD841's 0.01 % settling in 110 ns was ac
complished by amplifying the error signal from a false summing 
junction with a very high speed proprietary hybrid error ampli
fier specially designed to enable testing of small settling errors. 
The device under test was driving a 500 G load. The input to 
the error amp is clamped in order to avoid possible problems 

Applying the AD841 
associated with the overdrive recovery of the oscilloscope input 
amplifier. The error amp gains the error from the false summing 
junction by 10, and it contains a gain vernier to fine trim the 
gain. 

Figure 24 shows the "long term" stability of the settling charac
teristics of the AD841 output after a 10 V step. There is no evi-
dence of settling tails after the initial transient recovery time. _ 
The use of a junction isolated process, together with careful lay- III 
out, avoids these problems by minimizing the effects of transis-
tor isolation capacitance discharge and thermally induced shifts 
in circuit operating points. These problems do not occur even 
under high output current conditions. 

OUTPUT 
ERROR: 
O.02%/DIV 

OUTPUT: 
5V/DIV 

Figure 24, AD841 Settling Demonstrating No Settling 
Tails 

GROUNDING AND BYPASSING 
In designing practical circuits with the AD841, the user must 
remember that whenever high frequencies are involved, some 
special precautions are in order. Circuits must be built with 
short interconnect leads. Large ground planes should be used 
whenever possible to provide a low resistance, low inductance 
circuit path, as well as minimizing the effects of high frequency 
coupling. Sockets should be avoided because the increased inter
lead capacitance can degrade bandwidth. 

Feedback resistors should be of low enough value to assure that 
the time constant formed with the circuit capacitances will not 
limit the amplifier performance. Resistor values of less than 
5 kG are recommended. If a larger resistor must be used, a 
smaIl «10 pF) feedback capacitor in parallel with the feedback 
resistor, Rp , may be used to compensate for these stray capaci
tances and optimize the dynamic performance of the amplifier in 
the particular application. 

Power supply leads should be bypassed to ground as close as 
possible to the amplifier pins. A 2.2 I1F capacitor in parallel 
with a 0.1 J.LF ceramic disk capacitor is recommended. 

CAPACITIVE LOAD DRIVING ABILITY 
Like all wideband amplifiers, the AD841 is sensitive to capaci
tive loading. The AD841 is designed to drive capacitive loads of 
up to 20 pF without degradation of its rated performance. Ca
pacitive loads of greater than 20 pF will decrease the dynamic 
performance of the part although instability should not occur 
unless the load exceeds 100 pF (for a unity-gain follower). A 
resistor in series with the output can be used to decouple larger 
capacitive loads. 
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Figure 25 shows a typical confIguration for driving a large ca
pacitive load. The 51 0 output resistor effectively isolates the 
high frequency feedback from the load and stabilizes the circuit. 
Low frequency feedback is returned to the amplifler summing 
junction via the low pass filter formed by the 51 0 resistor and 
the load capacitance, CL • 

1kll 

1SpF 

INPUT 1kll 

Figure 25. Circuit for Driving a Large Capacitive Load 

USING A HEAT SINK 
The AD841 draws less quiescent power than most precision 
high speed ampliflers and is specifIed for operation without a 
heat sink. However, when driving low impedance loads, the cur
rent to the load can be 4 to 5 times the quiescent current. This 
will create a noticeable temperature rise. Improved performance 
can be achieved by using a small heat sink such as the Aavid 
Engineering #602B. 

TERMINATED LINE DRIVER 
The AD841 functions very well as a high speed line driver of 
either terminated or unterminated cables. Figure 26 shows the 
AD841 driving a doubly terminated cable in a follower confIgu
ration. The AD841 maintains a typical slew rate of 300 VI /LS, 
which means it can drive a ± 10 V, 4.7 MHz signal or a ± 3 V, 
15.9 MHz signal. 

The termination resistor, RT> (when equal to the characteristic 
impedance of the cable) minimizes reflections from the far end 
of the cable. A back-termination resistor (RBT> also equal to the 
characteristic impedance of the cable) may be placed between 
the AD841 output and the cable in order to damp any stray sig
nals caused by a mismatch between RT and the cable's charac
teristic impedance. This will result in a "cleaner" signal, but 
since 112 the output voltage will be dropped across RBT> the op 
amp must supply double the output signal required if there is 
no back termination. Therefore the full power bandwidth is cut 
in half. 
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If termination is not used, cables appear as capacitive loads. If 
this capacitive load is large, it should be decoupled from the 
AD841 by a resistor in series with the output (see above: 
Driving a Capacitive Load). 

v'" 
TERMINATION 
RESISTOR 
FOR INPUT 
SIGNAL 

VOUT 

RT = RaT = CABLE CHARACTERISTIC IMPEDANCE 

Figure 26. Line Driver Configuration 

OVERDRIVE RECOVERY 
Figure 27 shows the overdrive recovery capability of the AD841. 
Typical recovery time is 200 ns from negative overdrive and 
700 ns from positive overdrive. 

II IIIiJ II IJ;:'!.: 2i 
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I II II 
I 1 

',' .... . ... :t .... I···· n··· II' IV: II II 

OVERDRIVEN 
OUTPUT: 10VlDIV 

INPUT SQUARE 
WAVE: W/DIV 

Figure 27. Overdrive Recovery 

HP3314A 
PULSE GENERATOR 

OR EQUIVALENT 

1 ". ± W SQUARE 
WAVE INPUT 

:~ 
OUTPUT Ir--, 

Figure 28. Overdrive Recovery Test Circuit 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
AC PERFORMANCE 
Gain Bandwidth Product: 80 MHz (Gain = 2) 
Fast Settling: 100 ns to 0.01% for a 10 V Step 
Slew Rate: 375 V/p.s 
Stable at Gains of 2 or Greater 
Full Power Bandwidth: 6.0 MHz for 20 V p-p 

DC PERFORMANCE 
Input Offset Voltage: 1 mV max 
Input Offset Drift: 14 p.V/·C 
Input Voltage Noise: 9 nV/v'Hz typ 
Open-Loop Gain: 90 VlmV into a 500 n Load 
Output Current: 100 mA min 
Quiescent Supply Current: 14 mA max 

APPLICATIONS 
Line Drivers 
DAC and ADC Buffers 
Video and Pulse Amplifiers 
Available in Plastic DIP and Hermetic Metal Can. 

Hermetic Cerdip Packages and in Chip Form 
MIL-STD-883B Parts Available 

PRODUCT DESCRIPTION 
The AD842 is a member of the Analog Devices family of wide 
bandwidth operational amplifiers. This family includes, among 
others, the AD840 which is stable at a gain of 10 or greater and 
the AD841 which is unity-gain stable. These devices are fabri
cated using Analog Devices' junction isolated complementary 
bipolar (CB) process. This process permits a combination of de 
precision and wideband ac performance previously unobtainable 
in a monolithic op amp. In addition to its 80 MHz gain band
width, the AD842 offers extremely fast settling characteristics, 
typically settling to within 0.01% of fmal value in less than 
100 ns for a 10 volt step. 

The AD842 also offers a low quiescent current of 13 rnA, a high 
output current drive capability (100 rnA minimum), a low input 
voltage noise of9 nVy'Hz and a low input offset voltage (I mV 
maximum). 

The 375 V/jJ.s slew rate of the AD842, along with its 80 MHz 
gain bandwidth, ensures excellent performance in video and 
pulse amplifier applications. This amplifier is ideally suited for 
use in high frequency signal conditioning circuits and wide 
bandwidth active fIlters. The extremely rapid settling time of 

Wideband, High Output Current, 
Fast Settling Op Amp 

AD842 I 
AD842 CONNECTION DIAGRAMS 

Plastic DIP (N) Package 
and 

Cerdip (Q) Package 

LCC (E) Package 

He 

TOP VIEW 
Non; CAN TIED TO V+ 
Ne = NO CONNECT 

NC. 

-INIIi 

NC. 

OUTPUT 

TO-8 (H) 
Package 

i ~ 

~ I ~ 

d~ 
3 . 

910111213 

~ :f iii ¥ ~ 
NC ~ NO CONNECT 

" +v. 
",Ne 
1510UTPUT 

14NC 

the AD842 makes this amplifier the preferred choice for data 
acquisition applications which require 12-bit accuracy. The 
AD842 is also appropriate for other applications such as high 
speed DAC and ADC buffer amplifiers and other wide band
width circuitry. 

APPLICATION HIGHLIGHTS 
I. The high slew rate and fast settling time of the AD842 make 

it ideal for DAC and ADC buffers amplifiers, lines drivers 
and all types of video instrumentation circuitry. 

2. The AD842 is a precision amplifier. It offers accuracy to 
0.01% or better and wide bandwidth; performance previously 
available only in hybrids. 

3. Laser-wafer trinuning reduces the input offset voltage of 
I m V max, thus eliminating the need for external offset null
ing in many applications. 

4. Full differential inputs provide outstanding performance in 
all standard high frequency op amp applications where the 
circuit gain will be 2 or greater. 

5. The AD842 is an enhanced replacement for the HA2542. 
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SPECIFICATIONS (@ +25°C and +15 Vdc IInless otherwise noted) . - . 
Model AD842J 

Conditions Min Typ 

INPUT OFFSET VOLTAGE' 0.5 
T~-Tmax 

Offset Drift 14 

INPUT BIAS CURRENT 4.2 
T;"'-T""", 

Input Offset Current 0.1 
Tmiu-Tmax 

INPUT CHARACTERISTICS 
Input Resistance Differential Mode 100 
Input Capacitance 2.0 

INPUT VOLTAGE RANGE 
Common Mode ± 10 
Common-Mode Rejection VCM = ±lOV 86 US 

Tmin-Tmax SO 

INPUT VOLTAGE NOISE f=lkHz 9 
Wideband Noise 10 Hz to 10 MHz 28 

OPEN-LOOP GAIN Vo = ±lOV 
RLoAD"'=500 fl 40 90 
Tmln-T""", 20 

OUTPUT CHARACTERISTICS 
Voltage RLOAD"'=500 fl ± 10 
Current VOUT = ±10V 100 

Open Loop 5 

FREQUENCY RESPONSE 
Gain Bandwidth Product VOUT = 90mV SO 
Full Power Bandwidth2 Vo = 20Vp-p 

RLOAD"'=500 fl 4.7 6 
Rise Time' AYCL =-2 10 
Overshoot' AYCL =-2 20 
Slew Rate' AVCL =-2 300 375 
Settling Time' 10 V Step 

to 0.1% SO 
to 0.01% 100 

Differential Gain f = 4.4 MHz 0.015 
Differential Phase f = 4.4 MHz 0.035 

POWER SUPPLY 
Rated Performance ±15 
Operating Range ±5 
Quiescent Current 13 

Tmin-TIIlIlX 
Power Supply Rejection Ratio Vs =±5Vto±15V 86 100 

Tmin-T""", SO 

TEMPERATURE RANGE 
Rated Performance' 0 

PACKAGE OPTIONS' 
Plastic (N-14) ADS42JN 
Cerdip (Q-14) ADS42JQ 
TO-S (H-12A) ADS42JH 
LCC· (E-20A) 
J and S Grade Chips 

Also Available 

NOTES 
'Input offset voltage specifications are guaraoteed after 5 mioutes at T A = + 25'C. 
2FPBW Slew Ratel2", VPBAK' 

'Refer to Figures 22 and 23. 

AD842K 
Max Min Typ 

1.5 0.3 
2.5 

14 

8 3.5 
10 
0.4 0.05 
0.5 

100 
2.0 

±10 
90 US 
86 

9 
2S 

50 90 
25 

±10 
100 

5 

SO 

4.7 6 
10 
20 

300 375 

SO 
100 
0.015 
0.035 

±15 
±18 ±5 
14 13 
16 

90 105 
86 

+75 0 

ADS42KN 
ADS42KQ 
ADS42KH 

Max 

1.0 
1.5 

5 
6 
0.2 
0.3 

±18 
14 
16 

+75 

4"S" grade Tmin and Tmax specifications are tested with automatic test equipment at TA = -55°C and TA = + 125°C. 
'See Section 20 for package outline information. 
"Contact factory for availability. 

. 
AD842S 

.:Min Typ Max 

0.5 1.5 
3.5 

14 

4.2 8 
12 

0.1 0.4 
0.6 

100 
2.0 

±10 
86 US 
80 

9 
2S 

40 90 
20 

±10 
100 

5 

SO 

4.7 6 
10 
20 

300 375 

SO 
100 
0;015 
0.035 

±15 
±5 ±18 

13 14 
19 

86 100 
80 

-55 +125 

. ADS42SQ 
AD842SH 
ADS42SE 

All mio and max specifications are guaranteed. Specifications in boldface are tested on all production units at final el..;neal test. Results from 
those tests are used to calculate outgoing quality levels. 

Specifications subject to cbaoge without notice. 
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Units 

mV 
mY' 

fLVre 

fLA 
fLA 
fLA 
fLA 

kO 
pF 

V 
dB 
dB 

nV/y'Hz 
fLVrms 

V/mV 
V/mV 

V 
rnA 
fl 

MHz 

MHz 
ns 
% 
V/fLS 

ns 
ns 
% 
Degree 

V 
V 
rnA 
rnA 
dB 
dB 

'C 



ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage . . . . . . . . . . . . . .... 
Internal Power Dissipation2 

Plastic (N) . 
Cerdip (Q). 
TO-S .... 

±IS V 

1.5 W 
l.lW 
I.3W 

Input Voltage . ± V s 
Differential Input Voltage ..................... ±6 V 
Storage Temperature Range 

Q, H ......................... -65°C to + 150°C 
N ........................... -65°C to + 125°C 

Junction Temperature . . . . . . . . . . . . . . . . . . + 175°C 
Lead Temperature Range (Soldering 60 sec) ....... + 300°C 

AD842 
NOTE 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

2 Maximum internal power dissipation is specified so that T J does not exceed 
+ 150°C at an ambient temperature of +25°C. 

Thermal Characteristics: 

Plastic Package 
Cerdip Package 
TO·8 Package 

eJC 
33°CIW 
35°CIW 
30'CIW 

aJA eSA 

85'CIW 
llO'CIW 38'CIW 
IOO'CIW 27'CIW 

Recommended heat sink: Aavid Engineering© #602B 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 

1"------- 0.10612.68) --------1°, 
BALANCE 

~r , 

BALANCE 

I 
-VIN 
) 

0.067 
11.69) 

v+ 

OUTPUT 
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Typical Characteristics (at +25°C and Vs = ±15 V. unless otherwise noted.) 
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HP3314A 

ri~~~~~R I-...... NY .... -{ 
OR 

EOUIVALENT 

Figure 19a. Inverting Amplifier 
Configuration (DIP Pinout) 

R1 = 20511 Rf '" 205U 

HP3314A 
FUNCTION VIN 

GENERATOR 1--",-"",,-.--< 
OR 

EQUIVALENT 49.911 

Figure 20a. Noninverting Amplifier 
Configuration (DIP Pinout) 

Figure 21. Offset Nulling 
(DIP Pinout) 
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Figure 19b. Inverter Large Signal 
Pulse Response 

Figure 20b. Noninverting Large Signal 
Pulse Response 

OFFSET NULLING 

Figure 19c. Inverter Small Signal 
Pulse Response 

Figure 20c. Noninverting Small 
Signal Pulse Response 

The input offset voltage of the AD842 is very low for a high 
speed op amp, but if additional nulling is required, the circuit 
shown in Figure 21 can be used. 



AD842 SETTLING TIME 
Figures 22 and 24 show the settling performance of the AD842 
in the test circuit shown in Figure 23. 

Settling time is defmed as: 
The interval of time from the application of an ideal step 
function input until the closed-loop amplifier output has 
entered and remains within a specified error band. 

This definition encompasses the major components which com
prise settling time. They include: (I) propagation delay through 
the amplifier; (2) slewing time to approach the final output 
value; (3) the time of recovery from the overload associated with 
slewing; and (4) linear settling to within the specified error 
band. . 

Expressed in these terms, the measurement of settling time 
is obviously a challenge and needs to be done accurately to 
assure the user that the amplifier is worth consideration for the 
application. 

0005109 
FLAT·TOP 

PULSE GENERATOR 

4990 

4990 1kn 

Applying the AD842 

OUTPUT: 
10VlOIV 

OUTPUT 
ERROR: 
O.02o/oIDIV 

Figure 22. AD842 0.01% Settling Time 
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Figure 23. Settling Time Test Circuit 

Figure 23 shows how measurement of the AD842's 0.01% set
tling in 100 ns was accomplished by amplifying the error signal 
from a false summing junction with a very high-speed propri
etary hybrid error amplifier specially designed to enable testing 
of small settling errors. The device under test was driving a 
300 .n load. The input to the error amp is clamped in order to 
avoid possible problems associated with the overdrive recovery 
of the oscilloscope input amplifier. The error amp gains the 
error from the false summing junction by 15, and it contains a 
gain vernier to fine trim the gain. 

Figure 24 shows the "long term" stability of the settling charac
teristics of the AD842 output after a 10 V step. There is no evi
dence of settling tails after the initial transient recovery time. 
The use of a junction isolated process, together with careful lay
out, avoids these problems by minimizing the effects of transis
tor isolation capacitance discharge and thermally induced shifts 
in circuit operating points. These problems do not occur even 
under high output current conditions. 

GROUNDING AND BYPASSING 
In designing practical circuits with the AD842, the user must 
remember that whenever high frequencies are involved, some 

OUTPUT: 
5V/OIV 

OUTPUT 
ERROR: 
O.Olo/o/0IV 

Figure 24. AD842 Settling Demonstrating No Settling 
Tails 

special precautions are in order. Circuits must be built with 
short interconnect leads. Large ground planes should be used 
whenever possible to provide a low resistance, low inductance 
circuit path, as well as minimizing the effects of high frequency 
coupling. Sockets should be avoided because the increased inter
lead capacitance can degrade bandwidth. 
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Applying the AD842 
F~back resistors shauid ~ of low enough value to assure that 
the time constant formed with the circuit capacitances will not 
limit the amplifier perfOrmimce. Resistor val\ieS of less.than 
5 kG are recommended~Jf a larger resistor must ~ uscid; a 
small «10 pF) feedback capacitor connected in parallel with the 
feedback resistor, R,.,may •. ~ uscid to cOmpen~te for theSe 
stray capacitances and optimize the dynamic performimce of the 
amplifier in the particular application. 

Power supply leads should ~ bypassed to ground as close as 
possible to the amplifier pins. A 2.2 ,...F capacitor in parallel 
with a 0.1 ,...F ceramic disk capacitor is recommended. 

CAPACITIVE LOAD DRIVING ABILITY 
Like all wideband amplifiers, the AD842 is sensitive to capaci
tive loading. The AD842 is designed to drive capacitive loads 
of up to 20 pF without degradation of its rated performimce. 
Capacitive loads of greater than 20 pF will decrease the dynamic 
performance of the part although instability should not occur 
unless the load exceeds 100 pF. 

USING A HEAT SINK 
The AD842 draws less quiescent power than most precision 
high speed amplifiers and is specified for operation without a 
heat sink. However, when driving low impedance loads, the cur
rent to the load can be 10 times the quiescent current. This will 
create a noticeable temperature rise. Improved performance can 
~ achieved by using a small heat sink such as the Aavid Engi
neering #602B. 

TERMINATED LINE DRIVER 
The AD842 is optimized for high speed lirie driver applications. 
Figure 25 shows the AD842 driving a doubly terminated cable 
in a gain-of-2 follower configuration. The AD842 maintains a 
typical slew rate of 375 V/,...s, which means it can drive a 
±10 V, 6.0 MHz signal or a ±3 V, 19.9 MHz signal. 

The termination resistor, RT, (when equal to the characteristic 
impedance of the cable) minimizes reflections from the far end 
of the cable. A back-termination resistor (RBT> also equal to the 
characteristic impedance of the cable) may ~ placed ~tween 
the AD842 output and the cable in order to damp any stray sig
nals caused by a mismatch ~tween RT and the cable's charac
teristic impedance.' This will result in a "cleaner"signal. With 
this circuit, the voltage on the line equals V IN ~cause one half 
of VOUT is dropped across RBT. 

The AD842 has ±100 mA minimum outputcurrent.and, there
fore, can drive ±5 V into a 50 0 cable. 

The feedback resistors, R,and R2; must ~ chosen carefully. 
Large value resistors aredesirab1e in order to limit the amount 
of current drawn fronithe amplifier output. But large resistors 
can cause amplifier instability beCause the parallel resistance 
RIIlR2 combines with the input ~apai:itance (typically 2-5 pF) to 
create an additional pole. Also, the ,voltage noise of the.AD842 
is equivalent to a 5 kO resistor, so large resistors can signifi
cantly increase the system noise. Resistor values of 1 kO or 
2 kO are recommended. 

If termination is not used, cables appear as capacitive loads and 
can ~ decoupled from the AD842 by a resistor in series with 
the 'output. 
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RT = RBT = CABLE 
CH~RJ\CTERISTIC 
IMPEDANCE 

son OR 750 CABLE 

Figure 25. Line Driver Configuration 

OVERDRIVE RECOVERY 
Figure 26 shows the overdrive recovery capability of the AD842. 
Typical recovery time is 80 ns from negative overdrive and 
400 ns from positive overdrive. 

TIME: 100nS/DIVISION 

OVERDRIVEN OUTPUT: 
10V/DIVISION 

INPUT SQUARE WAVE: 
WIDIVISION 

Figure 26. Overdrive Recovery 

HP3314A 
PULSE GENERATOR 

OR EQUIVALENT 

1115, :t1V SQUARE 
WAVE INPUT 

Figure 27. Overdrive Recovery Test Circuit 



~ANALOG 
WDEVICES 

FEATURES 
AC PERFORMANCE 
Unity Gain Bandwidth: 34 MHz 
Fast Settling: 135 ns to 0.01% 
Slew Rate: 250 V/p.s 
Stable at Gains of 1 or Greater 
Full Power Bandwidth: 3.9 MHz 

DC PERFORMANCE 
Input Offset Voltage: 1 mV max (AD843K/B) 
Input Bias Current: 0.6 nA typ 
Input Voltage Noise: 19 nV/VHz 
Open Loop Gain: 30 V/mV into a 500 n Load 
Output Current: 50 mA min 
Supply Current: 13 mA max 
Available in 8-Pin Plastic Mini-DIP & Cerdip 

Packages and 12-Pin Hermetic Metal Cans 
Chips and MIL-STD-883B Parts Also Available 

APPLICATIONS 
High Speed Sample-and-Hold Amplifiers 
High Bandwidth Active Filters 
High Speed Integrators 
High Frequency Signal Conditioning 

PRODUCT DESCRIPTION 
The AD843 is a fast settling, 34 MHz, CBFET input op amp. 
The AD843 combines the low (0.6 nA) input bias currents char
acteristic of a FET input amplifier while still providing a 
34 MHz bandwidth and a 135 ns settling time (to within 0.01 % 
of final value for a 10 volt step). The AD843 is a member of the 
Analog Devices' family of wide bandwidth operational amplifi
ers. These devices are fabricated using Analog Devices' junction 
isolated complementary bipolar (CB) process. This process per
mits a combination of dc precision and wideband ac perform
ance previously unobtainable in a monolithic op amp. 

The 250 V/fLS slew rate and 0.6 nA input bias current of the 
AD843 ensure excellent performance in high speed sample-and
hold applications and in high speed integrators. This amplifier is 
also ideally suited for high bandwidth active filters and high fre
quency signal conditioning circuits. 

Unlike many high frequency amplifiers, the AD843 requires 
no external compensation and it remains stable over its full 
operating temperature range. It is available in five performance 
grades: the AD843J and AD843K are rated over the commercial 
temperature range of 0 to + 70°C. The AD843A and AD843B 
are rated over the industrial temperature range of -40°C to 
+85°C. The AD843S is rated over the military temperature 
range of -55°C to + 125°C and is available processed to MIL
STD-883B, Rev. C. 

34 MHz, CBFET 
Fast Settling Op Amp 

AD843 I 

AD843 CONNECTION DIAGRAMS 

Plastic (N) Package and Cerdip (Q) Package 

TO-8 (H) Package 

TOP VIEW 

+IN 

LCC (E) Package 

~ 
~LL 

~
"",,,,, 

NC.. U ,8NC 

-IN I; - " +v~ 
NC 8 ,. NC 

+IN 7 + 1& OUTPUT 
AD843 

Ne8 '4NC 

910111113 

!ill :f !il ~ !i! 

The AD843 is offered in either 8-pin plastic DIP or hermetic 
cerdip packages or in a 12-pin metal can. Chips are also 
available. 

PRODUCT HIGHLIGHTS 
1. The high slew rate, fast settling time and low input bias 

current of the AD843 make it the ideal amplifier for l2-bit 
D/A and AID buffers, for high speed sample-and-hold amp
lifiers and for high speed integrator circuits. The AD843 
can replace many FET input hybrid amplifiers such as the 
LH0032, LH4104 and OPA600. 

2. Fully differential inputs provide outstanding performance in 
all standard high frequency op amp applications such as sig
nal conditioning and active filters. 

3. Laser wafer trimming reduces the input offset voltage to 
1 mV max (AD843K and AD843B). 

4. Although external offset nulling is unneccesary in many 
applications, offset null pins are provided. 

5. The AD843 does not require external compensation at closed 
loop gains of 1 or greater. 
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SPECIFICATIONS (@ TA +25"& and :1:15 V dc, unless otherwise noted) 

AD843J/A AD843KIB AD843S 
Model Conditions Min Typ Max Min Typ Max Min Typ Max Units 

INPTJ1' OFFSET VOLTAGE I 1.0 2.0 0.5 1.0 1.0 2.0 mV 
Tmin-Tmax 1.7 4.0 1.2 2.0 3.0 4.5 mV 

Offset Drift 12 12 35 12 .,.VI'C 

iNPUT BIAS CURRENT Initial (T 1 = + 25"C) 50 40 50 pA 
Wanned-Upl O.S 2.5 0.6 1.0 O.S 2.5 nA 
Tmin-Tmax 601160 23/65 2600 nA 

iNPtrt OFFSET CURRENT Initial (T 1 = + 25"C) 30 20 30 pA 
Wanned-Upl 0.25 1.0 0.2 0.4 0.25 1.0 nA 
Tmin-Tmax 23/64 9126 1025 nA 

INPTJ1' CHARACTERISTICS 
Input Resistance 101" 

1010 101" a 
Input Capacitance 6 6 6 pF 

INI'tJT VOLTAGE RANGE 
Common Mode :tl0 +12, :tl0 +12, :tl0 +12, V 

-13 -13 -13 

COMMON MODE REJECTION VCM = :tIOV 60 72 70 76 60 72 dB 
Tmin-Tmax 60 72 68 76 60 72 dB 

INPUT VOLTAGE NOISE f-lOkHz 19 19 19 nVNHz 
Wid~band Noise 10 Hz to 10 MHz 60 60 60 .,.Vrms 

OPEN tooP GAIN Vo = :tIOV 
RLOAD2:500 a 15 25 20 30 15 30 V/mV 
Tmin-Tmax 10 20 10 25 10 25 V/mV 

OUTPUT CHARACTERISTICS 
Voltage RLOAD2:500 a :tl0 + 11.5, :tl0 +11.5, :tl0 +11.5, V 

-12.6 -12.6 -12.6 
Current VOUT = :tIOV SO SO so rnA 
Output Resistance Open Loop 12 12 12 a 

FREQUENCY RESPONSE 
Unity Gain Bandwidth VOUT = 90 mV p-p 34 34 34 MHz 
FuJI Power Bandwidth2 Vo = 20Vp-p 

R\2:500 a 2.5 3.9 2.5 3.9 2.5 3.9 MHz 
Rise Time AYCL = -1 10 10 10 ns 
Overshoot AYCL = -1 15 15 15 % 
Slew Rate AYCL = -1 160 250 160 250 160 250 V/.,.s 
Settling Time 10 V Step 

AYCL = -1 
to 0.1% 95 95 95 ns 
to 0.01% 135 135 135 ns 

Overdrive Recovery -Overdrive 200 200 200 os 
+Overdrive 700 700 700 os 

Differential Gain f= 4.4 MHz 0.025 0.025 0.025 % 
Differential Phase f= 4.4 MHz 0.025 0.025 0.025 Degree 

POWER SUPPLY 
Rated Performance :tIS :tIS :tIS V 
Opetating Ranse :t4.5 :t18 :t4.5 :t18 :t4.5 :t18 V 
Quiescent Current 12 13 12 13 12 13 rnA 

T ... -T""", 12.3 14 12.3 14 12.5 16 rnA 
Rejection Ratio :t5 V to :tIS V 65 76 70 SO 65 76 dB 
Rejection Ratio Tmin-Tmax 62 76 68 80 62 76 dB 

TEMPERATURE RANGE 
Opetati.,Rated Penormance 

Commercial (0 to + 70"C) AD843J AD843K 
Industrial (-4OOCto +S5"C) ADS43A AD843B 
Military (-55'C to + 125"C)' AD843S 

PACKAGE OPTIONS' 
Plastic (N) ADS43JN AD843KN 
Cetdip (Q) AD843AQ ADS43BQ ADS43SQ 
Metal Can (H) AD843BH AD843SH 
LCC(E), AD843SE 
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AD843 
NOTES 
'Specifications are guaranteed after 5 minutes at TA = +2S"C. 
'Full power bandwidth = Slew Rate12 ",V peak. 
3All "s" grade Tmin-Tmax specifications are tested with automatic test equipment at TA = -55°C and TA = + 125OC. 
'See Section 20 for package outline information. 
'Contact factory for availabiliry. 

Specifications subject to change without notice. 
Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing qualiry levels. 
All min and max specifications are guaranteed although only those shown in boldface are tested on all production units. 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage. . . . . . . . . . . . . . . . . . ....... ±IS V 
Internal Power Dissipation2 

Plastic Package. . . . . . . . . . . . . . . . 1.20 Watts 
Cerdip Package. . . . . . . . . . . . . . . . 1.35 Watts 
l2-Pin Header Package. . . . . . . . . . . I.S0 Watts 

Input Voltage ............................. ±Vs 
Output Short Circuit Duration ............... Indefmite 
Differential Input Voltage ............... +Vs and -Vs 
Storage Temperature Range N . -65°C to + 150°C 
Storage Temperature Range Q .......... -65°C to + 125°C 
Operating Temperature Range 

AD843J/K ......................... 0 to +70°C 
ADS43A1B ...................... -40°C to +S5°C 
ADS43S ....................... -55°C to + 125°C 

Lead Temperature Range (Soldering 60 sec) ......... 300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device at these or any other conditions above those 
indicated in the operational sections of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 
'8-Pin Plastic Package: 61A = 1000C/Watt 
8-Pin Cerdip Package: 61A = 1I0"ClWatt 
12-Pin Header Package: 61A = 80"CIWatt 

T 
0.067 

1. 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 
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Typical Characteristics 
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Figure 20c. Inverter Small Signal 
Pulse Response. CF = 0, 
CL = 10 pF 
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Figure 20a. Inverting Amplifier 
Connection 

Figure 20d. Inverter Large Signal 
Pulse Response. CF = 5 pF, 
CL =110pF 
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Figure 21a. Unity Gain Inverter 
Circuit for Driving Capacitive 
Loads 
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'Figure 21b. Inverter Cap Load 
Large Signal Pulse Response. 
CF = 15 pF, CL = 410 pF 

Figure 20b. Inverter Large Signal 
Pulse Response. CF = 0, 
CL = 10pF 

Figure 20e. Inverter Small Signal 
Pulse Response. CF = 5 pF, 
CL = 110pF 

Figure 21c. Inverter Cap Load 
Small Signal Pulse Response. 
CF = 15 pF, CL = 410 pF 
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Figure 22b. Buffer Large Signal 
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Figure 23b. Buffer Cap Load Large 
Signal Pulse Response. 
CF = 33 pF, CL = 10 pF 

Figure 23d. Buffer Cap Load Large 
Signal Pulse Response. 
CF = 33 pF, CL = 110 pF 

AD843 

Figure 22c. Buffer Small Signal 
Pulse Response. CL = 10 pF 

Figure 23c. Buffer Cap Load Small 
Signal Pulse Response. 
CF = 33 pF, CL = 10 pF 

Figure 23e. Buffer Cap Load Small 
Signal Pulse Response. 
CF =33pF, CL = 110pF 
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DRIVING CAPACITIVE LOADS 
Like most high bandwidth amplifiers, the ADS43 is sensitive'to 
capacitive loading: Although it will drive capacitive loads,uj:rrQ 

, 20 pF without degrad~tion of its rated performance, both;m , 
increased capacitive'load drive capability and ,B "cleaner", (nC;lIl~ 
ringing) Pllise r~s~ ~n be obtained from the ADS43 by, , 
using the circuits iUusir~tedh:i;Figlires 20tl!' 23. The addition "Of 
a 5 pF feedback capaCitor to the unity gain'inverter ,connection 

',(Figure 20a ) substantiillly reduces :the circiiit'so~ershoot,ev,en 
when it is driving a UO pFload. This can be seen by comparing 
the waveforms of Figures 20b through 20e. To drive capacitive 
loads greilter than 100pF, the, load should be decoupled from ' 
the amplifier's oUtput by a 10 n resistor and the feedback 
capacitor, CF, should be connected directly between the amplifi
er's output and its inverting input (Figure 21a). When using a 
15 pF feedback capacitor, this circuit can drive 400 pF with less 
than 20% overshoot, as illustrated in Figures 21b and 21c. 
Increasing capacitor CF to 47 pF also increases the capacitance 
drive capability to 1000 pF, at the expense of a 10:1 reduction 
in bandwidth compared with the simple unity gain inverter cir
cuit of Figure 20a. 

Unity gain voltage f~llowers(buffe;'s) are more sensitive to 
capacitive loads than'are inverting amplifiers because the~e is no 
attenuation of the feedback signat. The AD843 can drive 10 pF 
to 20 pF when connected in the basic unity gain buffer circuit 
of Figure 22a. ' , 

The l'kn resistor i~ series with the ADS43's noninverting input 
serves two functio,ns: first, together with the amplifier's, mput 
capacitance, it forms'a low pass filter which slows down the, 
actual signal seen by theAOS43. This helps reduce ringing on 
the amplifier's output'voltage. The -resistor's second function is 
to limit the current into the amplifier when the differential input 
voltage exceeds the total supply voltage. 

The ADS43 will deliver a much "cleaner" pulse response when 
connected in the somewhat more elaborate follower circuit of 
Figure 23a. Note the reduced overshoot in Figure 23b and 23c 
as compared to Figure 22b and 22c. 

For maximum bandwidth, in most applications, input and feed
back resistors used with the ADS43 should have resistance val
ues equal to or less than 1.5 kn. Even with these low resistance 
values, the resultl!1lt RC time const~t fon:ned between them 
and stray circuit capacitances is large enoilgh to cause peaking in 
the a~plifier's response.' Adding a small capacitor, CF,as shown 
in Figlires 20a to 23,awiU reduce this peaking and flatten the 
overall frequency respOnse. ,CF will normally be less than 10 pF 
in Vahle. 

The ADS43 can <lrive resistive loads over the rimge of 500 n to 
x with,noc~ange in dynamic response. While, Ii 499 n load was 

• • used m the circuits of Figures 20-23, die performance of these 
circuit~ will'be essentially the same even if this load is removed 
or changed to some other value, such as 2 kn. 

To obtain the "cleanest" possible transient response when driv
ing heavy capaCitive loads, be sure to connect bypass capacitors 
directly between the power supply pins of the ADS43 and 
ground as outlined in "grounding and bypassing." 
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GROUNDING AND BYPASSING 
In designing practical circuits using the ADS43, the user' must 
keep in mind that some special precautions are needed when 
dealing with high frequency signals. Circuits must be wired 
,using short interconnect leads. Ground planes should be used 
whenever possible to provide both a low resistance, low induc
tance circuit path and to minimize the effects of high frequency 
,coupling. IC sockets should be avoided, since their increased 
.interlead capacitance can degrade the bandwidth of the device. 

Power supply leads should be bypassed to ground as close as 
possible to the pins of the amplifier. Again, the component leads 
should be kept very short. As shown in Figure 24, a parallel 
combination of a 2.2 .... F tantalum and a 0.1 .... F ceramic disc 
capacitor is recommended. 

Figure 24. Recommended Power Supply Bypassing for 
the AD843 (DIP Pinout) 

USING A HEAT SINK 
The ADS43 consumes less quiescent power than most precision 
high speed amplifiers and is specified to operate without using a 
heat sink. However, when driving low impedance loads, the cur
rent applied to the load can be 4 to 5 times greater than the',qui
escent current. This will produce a noticeable temperature rise, 
which will increase input bias currents. The use of a small heat 
sink, such as the Mouser Electronics #33HSOOS is recommended. 

Offset Null Configuration (DIP Pinout) 



SAMPLE-AND-HOLD AMPLIFIER CIRCUITS 
A Fast Switching Sample & Hold Circuit 
A sample-and-hold circuit possessing short acquisition time and 
low aperture delay can be built using an AD843 and discrete 
JFET switches. The circuit of Figure 25 employs five n-channel 
JFETs (with turn-on times of 35 ns) and an AD843 op amp 
(which can settle to 0.01% in 135 ns). The circuit has an aper
ture delay time of 50 ns and an acquisition time of 1 f1s or less. 

This circuit is based on a noninverting open loop architecture, 
using a differential hold capacitor to reduce the effects of pedes
tal error. The charge that is removed from CHI by Q2 and Q3 
is offset by the charge removed from CH2 by Q4 and Q5. This 
circuit can tolerate low hold capacitor values (approximately 
100 pF), which improve acquisition time, due to the small gate
to-drain capacitance of the discrete JFETs. Although pedestal 
error will vary with input signal level, making trimming more 
difficult, the circuit has the advantages of high bandwidth and 
short acquisition times. In addition, it will exhibit some nonlin
earity because both amplifiers are operating with a common 
mode input. Amplifier A2, however, contributes less than 
0.025% linearity error, due to its 72 dB common mode rejection 
ratio. 

HOLD 500n 

AD843 
To make sure the circuit accommodates a wide ± 10 V input 
range, the gates of the JFETs must be connected to a potential 
near the -15 V supply. The level-shift circuitry (diode D3, 
PNP transistor Q7, and NPN transistor Q6) shifts the TTL
level StH command to provide for an adequate pinch-off voltage 
for the JFET switches over the full input voltage range. 

The JFETs Q2, Q3, Q4 and Q5 across the two hold capacitors 
ensure signal acquisition for all conditions of VIN and VOUT -

when the circuit switches from the sample to the hold mode. -
Transistor QI provides an extra stage of isolation between the 
output of amplifier A 1 and the hold capacitor CH l. 

When selecting capacitors for use in a sample-and-hold circuit, 
the designer should choose those types with low dielectric 
absorption and low temperature coefficients. Silvered-mica 
capacitors exhibit low (0 to 100 ppmf'C) temperature coefficients 
and will still work in temperatures exceeding 200°C. It is also 
recommend that the user test the chosen capacitor to insure that 
its value closely matches that printed on it since not all capaci
tors are fully tested by their manufacturers for absolute toler
ance. 

~ 03 01 02 --1 'N~4K1r48~~_6~.~2k!~1~JV~::1_N~4~14_8~1~N~4~1_4_8~ ______________ ~~--~~2~.~1k~1~1 

SAMPLE 

'----.... -15V 

+15V > -f! 1 
2.2/J.F T O.1/J.Fr 

COM) +l I?' 
2.2/J.F1 o.1/J.F I V 

-15 V >>--~-----___ -~[> -Vs 

Figure 25. A Fast Switching Sample-and-Hold Amplifier 
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A PING-PONG SIH AMPLIFIER 
For improved throughput over the circuit of Figure 25, a "ping
pong" architecture may be used. A ping-pong circuit overcomes 
some of the problems associated with high speed SIH amplifiers 
by allowing the use of a larger hold capacitor for a given'sample 
rate: this will reduce the associated feedthrough, droop and ped
estal errors. 

Figure 26 illustrates a simple, four-chip ping-pong sample-and
hold amplifier circuit. This design increases throughput by 
using one channel to acquire a new sample while another chan
nel holds the previous sample. Instead of having to reacquire the 
signal when switching from hold to sample mode, it alternately 
connects the outputs from Channel I or from Channel 2 to the 
AID converter. In this case, the throughput is the slew rate and 
settling time of the output amplifiers, A2 and A3. 

A high speed CB amplifier, AI, follows the input signal. UI, a 
dual wide-band "T" switch, connects the input buffer amp to 
one of the two output amplifiers while selecting the complemen
tary amplifier to drive the AID input. For example, when 
"select" is at logic high, Al drives CHI, A2 tracks the input 
signal and the output of A3 is connected to the input of the AID 
converter. At the same time, A3 holds an analog value and its 

U1 

~HANNEL1 

~~7 ~ 
CHANNEL 2 

EQUIVALENT ~ 
SIMPLIFIED 
DIAGRAM 

output is connected to the input of the AID converter. When 
the select command goes to logic LOW, the two output amplifi
ers alternate functions. 

Since the input to the AID converter is the alternated "held" 
outputs from Al and Ai, the offset voltage mismatch of the two 
amplifiers will show up as nonlinearity and, therefore, distortion 
in the output signal. To minimize this, potentiometers can be 
used to adJust the offsets of the output amplifiers until they are 
equal. Alternatively, an autocalibration circuit using two DI A 
converters can be employed. This can also be used to calibrate
out the effects of offset voltage drift over teltlperature. 

The switch choice, for U I; is critical in this type of design. The 
DG542 utilizes "T" switchiitg techniques on each channel for 
exceptionally low crosstalk and for high isolation.' The part fur
ther improves these specifications by using ground pins between 
the signal pins. With an input frequency of 5 MHz, crosstalk 
and isolation are - 85 dB and - 75 dB, respectively. A limitation 
of this switch is that it operates from a maximum - 5 V negative 
supply, making bipolar operation more difficult. It is recom
mended that amplifiers AI, A2 and A3 operate from the same 
-5 V supply to minimize any potential latch-up problems. 

+5V 

FOR AMPLIFIERS A1 TO A3, 
ADD BYPASS CAPACITORS 
TO EACH POWER SUPPLY PIN 
AS SHOWN IN FIGURE 24 

OUTPUT 
TO 
AID 

CONVERTER 

Figure 26. A Ping-Pong Sample-and-Hold Amplifier 
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Applying the AD843 

~~2~EKTRONIX i - f-1--i 
OSCILLOSCOPE I 1 20 I 

~r:~~;ECTION I Mll T pF I 
(VIA LESS THAN L _ _ __ ..1 
1FT. son .. 
COAXIAL CABLEI V.RROR X 5 

250n 

2x 
HP2835 

0.47I-'F~_VS 

112 V.RROR 

r ~L;;:T ~O-; - l 
I PULSE I 
i GENERAT~O~ J. V'N 

I 
DATA 
DYNAMICS I 
5109 I 
OR I 

I EQUIVALENT I 
L _____ .J 

lkn lkn 

loon 
lkH 

NOTE 
USE CIRCUIT BOARD 
WITH GROUND PLANE 

Figure 27. Settling Time Test Circuit 

MEASURING AD843 SETTLING TIME 
Figure 28 shows the dynamic response of the AD843 while 
operating in the settling time test circuit of Figure 27. The 
input of the settling time fixture is driven by a flat-top pulse 
generator. The error signal output from AI, the AD843 under 
test, is amplified by op amp A2 and then clamped by two high 
speed Schottky diodes. . 

The error signal is clamped to prevent it from greatly overload
ing the oscilloscope preamp. A Tektronix oscilloscope preamp 
type 7 A26 was chosen because it will recover from the approxi
mately 0.4 volt overload, quickly enough to allow accurate mea
surement of the AD843's 135 ns settling time. Amplifier A2 is a 
very high speed op amp; it provides a voltage gain of 10, pro
viding a total gain of 5 from the error signal to the oscilloscope 
input. 

~mV I' 50 S ------- il 
1= --~ :""I" :. ... 

liliiii -~, ,+++ +~++ ;;;;; -'-'+ H 

:1-
• .- := 

+ 

.-. - '1' .-

I 

I" 

5V 

Figure 28. Settling Characteristics: + 10 V to 0 V Step. 
Upper Trace: Amplified Error Voltage (O.Ol%IDiv) 
Lower Trace: Output of AD843 Under Test (5 VIDiv) 
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Applications Circuits 
A FAST PEAK DETECTOR CIRCUIT 
The peak detector circuit of Figure 29, can accurately capture 
the amplitude of input pulses as narrow as 200 ns and can hold 
their value with a droop rate of less than 20 ILV/lLs. This circuit 
will capture the peak value of positive polarity waveforms; to 
detect negative peaks, simply reverse the polarity of the two 
diodes. 

The high bandwidth and 200 V/ILS slew rate of amplifier A2, an 
AD843, allows the detector's output to "keep up" with its input 
thus minimizing overshoot. The low « I nA) input current of 
the AD843 ensures that the droop rate is limited only by the 
reverse leakage of diode D2, which is typically < 10 nA for the 
type shown. The low droop rate is apparent in Figure 30. The 

detector's output (top trace) loses slighdy over a volt of the 8 
volt peak input value.(bottom trace) in 75 ms, or a rate of 
approximately 16 IL V/lLs 

Amplifier AI, an AD847, can drive 680 pF hold capacitor, Cp , 

fast enough to "catch-up" with the next peak in 100 ns and still 
settle to the new value in 250 ns, as illustrated in Figure 31. 
Reducing the value of capacitor Cp to 100 pF will maximize the 
speed of this circuit at the expense of increased overshoot and 
droop. Since the AD847 can drive an arbitrarily large value of 
capacitance, Cp can be increased to reduce droop, at the expense 
of response time. 

1kfl 

Figure 29. A Fast Peak Detector Circuit 

TOP TRACE: PEAK DETECTOR OUTPUT 

BOTTOM TRACE: INPUT, BV PEAK «. 125Hz 

OV 

Figure 30. Peak Detector Response to 125 Hz Pulse Train 
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TOP TRACE: PEAK DETECTOR OUTPUT, BV 

BOTTOM TRACE: INPUT VOLTAGE, 8V PEAK, 
650n5 PULSE WIDTH 

Figure 31. Peak Capture Time 
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FEATURES 
Wide Bandwidth: 60MHz at Gain of -1 

33MHz at Gain of -10 
Very High Output Slew Rate: Up to 2000V/",s 
20MHz Full Power BandWidth, 20V pk-pk, RL =500n 
Fast Settling: 100ns to 0.1% (10V Step) 
Differential Gain Error: 0.03% at 4.4MHz 
Differential Phase Error: 0.15· at 4.4MHz 
High Output Drive: ±50mA into 50n Load 
Low Offset Voltage: 150",V max (B Grade) 
Low Quiescent Current: 6.5mA 

APPLICATIONS 
Flash ADC Input Amplifiers 
High Speed Current DAC Interfaces 
Video Buffers and Cable Drivers 
Pulse Amplifiers 

PRODUCT DESCRIPTION 
The AD844 is a high speed monolithic operational amplifier fab
ricated using Analog Devices' junction isolated complementary 
bipolar (CB) process. It combines high bandwidth and very fast 
large signal response with excellent dc performance. Although 
optimized for use in current to voltage applications and as an 
inverting mode amplifier, it is also suitable for use in many non
inverting applications. 

The AD844 can be used in place of traditional op amps, but its 
current feedback architecture results in much better ac perfor
mance, high linearity and an exceptionally clean pulse response. 

This type of op amp provides a closed-loop bandwidth which is 
determined primarily by the feedback resistor and is almost 
independent of the closed-loop gain. The AD844 is free from 
the slew rate limitations inherent in traditional op amps and 
other current-feedback op amps. Peak output rate of change can 
be over 2000V/",s for a full 20V output step. Settling time is 
typically lOOns to 0.1 %, and essentially independent of gain. 
The AD844 can drive son loads to ±2.SV with low distortion 
and is short circuit protected to 80mA. 

The AD844 is available in four performance grades and three 
package options. In the l6-pin SOIC (R) package, the AD844J 
is specified for the commercial temperature range of 0 to + 70·C. 
The AD844A and AD844B are specified for the industrial 
temperature range of -40·C to +8S·C and are available in the 
cerdip (Q) package. The AD844A is also available in an 8-pin 
plastic mini-DIP (N). The AD844S is specified over the military 
temperature range of -SS·C to + l2S·C and is available in the 
cerdip (Q) package. "A" and "S" grade chips and devices pro
cessed to MIL-STD-883B, REV. C are also available. 

60MHz,2000V/fLS 
Monolithic Op Amp 

AD844 I 
ADS44 CONNECTION DIAGRAMS 

S-Pin 
Plastic (N), 

and Cerdip (Q) 
Packages 

PRODUCT HIGHLIGHTS 

16-Pin SOIC 
(R) Package 

I. The AD844 is a versatile, low cost component providing an 
excellent combination of ac and dc performance. It may be 
used as an alternative to the EL2020 and CLC400/l. 

2. It is essentially free from slew rate limitations. Rise and fall 
times are essentially independent of output level. 

3. The AD844 can be operated from ±4.5V to ± l8V power 
supplies and is capable of driving loads down to son, as 
well as drive very large capacitive loads using an external 
network. 

4. The offset voltage and input bias currents of the AD844 are 
laser trimmed to minimize de errors; Vas drift is typically 
l",VrC and bias current drift is typically 9nArC. 

S. The AD844 exhibits excellent differential gain and differen
tial phase characteristics, making it suitable for a variety of 
video applications with bandwidths up to 60MHz. 

6. The AD844 combines low distortion, low noise and low drift 
with wide bandwidth, making it outstanding as an input 
amplifier for flash AID converters. 

OPERA TIONALAMPLIFIERS 2-287 

IJ 



SPECIFICATIONS (@ TA+25°C and Vs=±15V dc, unless otherwise noted) 

AD844J/A AD844B AD844S 
Model Conditions Min Typ Max Min Typ Max ,Min Typ Max UnitS 

INPUT OFFSET VOLTAGE' 50 300 50 ISO 50 300 fLY 
Tmin-Tmax 75 500 75 200 125 500 fLY 
vs. Temperature I I 5 I 5 fLvrC 
vs. Supply 5V-ISV 

Initial 4 20 4 IJl 4 20 fLVN 
Tmin-Tmax 4 4 10 4 20 fLVN 

vs. Common Mode VCM=±IOV 
Initial 10 35 10 20 10 35 fLVN 
Tmin-Tmax 10 10 20 10 35 fLVN 

INPUT BIAS CURRENT 
- Input Bias Current' 200 450 150 2SO 200 4SO nA 
Tmin-Tmax SOO 1500 750 llOO 1900 2500 nA 
vs. Temperature 9 9 15 20 30 nArc 
vs. Supply 5V-lSV 

Initial 175 250 175 200 175 250 nAN 
Tmin-Tmax 220 220 240 220 300 nAN 

vs. Common Mode VcM=±10V 
Initial 90 160 90 llO 90 160 nAN 
Tmin-Tmax 110 110 ISO 120 200 nAN 

+ Input Bias Current' 150 400 100 200 100 400 nA 

Tmin-Tmax 350 700 300 500 S09 1300 nA 
vs. Temperature 3 3 7 7 15 nArC 
vs. Supply 5V-lSV 

Initial SO 150 SO 100 SO ISO nAN 
Tmin-Tmax 100 100 120 120 200 nAN 

vs. Common Mode VcM=±10V 
Initial 90 150 90 120 90 150 nAN 
Tmin-Tmax 130 130 190 140 200 nAN 

INPUT CHARACTERISTICS 
Input Resistance 

-Input 50 65 50 65 50 65 !1 
+ Input 7 10 7 10 7 10 M!1 

Input Capacitance 
-Input 2 2 2 pF 
+Input 2 2 2 pF 

Input Voltage Range 
Common Mode ±10 ±10 ±10 V 

INPUT VOLTAGE NOISE f;,-lkHz 2 2 2 nV",/Hz 

INPUT CURRENT NOISE 
-Input f;,-lldiz 10 10 10 pA/y'Hz 
+ Input f21kHz 12 12 12 pA/y'Hz 

OPEN LOOP TRANSRESISTANCE VoUT=,±10V 
R LOAD=500!1 2.2 3.0 2.8 3.0 2.2 3.0 M!1 

Tmin-Tmax 1.3 2.0 1.6 2.0 1.3 1.6 M!1 
Transcapacitance 4.5 4.5 4.5 pF 

DIFFERENTIAL GAIN ERROR2 f=4.4MHz 0.03 0.03 0.03 % 

DIFFERENTIAL PHASE ERROR2 f=4.4MHz 0.15 0.15 0.15 Degree 

FREQUENCY RESPONSE 
SmaIl Signal Bandwidth 

3Gain=-1 60 60 60 MHz 
4Gain=-10 33 33 33 MHz 

TOTAL HARMOMIC DISTORTION f=l00kHz, 
2Vrms' 0.005 0.005 0.005 % 

SETTLING TIME 
10V Output Step ± 15V Supplies 

Gain=-I, to 0.1%' 100 100 100 ns 
Gain=-IO, to 0.1%" 100 100 100 ns 

2V Output Step ±5V Supplies 
Gain=-I, to 0.1%' 110 110 110 ns 
Gain=-10, to 0.1%" 100 100 100 ns 
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AD844 
ADS44J/A AD844B ADS44S 

Model Conditions Min Typ Max Min Typ Max Min Typ Max Units 

OUTPUT SLEW RATE Overdriven 
Input 1200 2000 1200 2000 1200 2000 V/fJ.s 

FULL POWER BANDWIDTH 
VOUT=20V p_ps Vs=±15V 20 20 20 MHz 
VOUT=2V p_ps Vs=±5V 20 20 20 MHz 

THD=3% 

OUTPUT CHARACTERISTICS 
Voltage RLOAD=500n 10 11 10 11 10 11 ±V 
Shon Circuit Current 80 80 80 rnA 
Tmin-Tmax 60 60 60 rnA 
Output Resistance Open Loop IS IS IS n 

POWER SUPPLY 
Operating Range ±4.5 ±18 ±4.5 ±18 ±4.5 ±18 V 
QUiesceiit Current 6.5 7.5 6.5 7.5 6.5 7.5 rnA 
Tmin-T""", 7.5 8.5 7.5 S.5 8.5 9.5 rnA 

NOTES 
IRated performance after a 5 minute warmup at T A =25°C. 
'Input signal 285mV p-p carrier (40 IRE) riding on 0 to 642mV (90 IRE) ramp. RL = 1000; RI, R2=3000. 
'Input signal OdBm, CL = lQpF, RL =5000, Rl =5000, R2=5000 in Figure 26. 
'Input signal OdBm, CL = lQpF, RL =5000, RI=5000, R2=500 in Figure 26. 
'CL =IOpF, RL =5000, Rl=lkO, R2=lkO in Figure 26. 
OCL =IOpF, RL =5000, Rl=50on, R2=5on in Figure 26. 
Specifications subject to change without notice. All min and max specifications are guaranteed. 
Specifications shown in boldface are tested on all production units at final electrical test. 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ........................... ± l8V 
Power Dissipation2 ••••••••••••••••••••••••• 1.1 W 
Output Short Circuit Duration ............... Indefmite 
Common Mode Input Voltage ................... ±Vs 
Differential Input Voltage ...................... 6V 
Inverting Input Current 

Continuous ............................. 5rnA 
Transient .............................. lOrnA 

Storage Temperature Range Q .......... -65°C to + 150°C 
N, R ........ -65°C to + 125°C 

Lead Temperature Range (Soldering 60sec) ........ + 300°C 

ORDERING GUIDEl , 2 

Temperature Mini-DIP Cerdip 
Range (N-S) (Q-S) 

Commercial 
o to +70°C 

Industrial AD844AN AD844AQ 
-40°C to +85°C AD844BQ 

Military AD844SQ 
-55°C to + 125°C AD844SQ-883B 

NOTES 
l"A" and "S" grade chips are also available. 
'See Section 20 for package oudine information. 

SOIC 
(R-16) 

AD844JR 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device at these or any other conditions above those 
indicated in the operational sections of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 

'8-Pin Plastic Package: alA = lOO°C/Watt 
8-Pin Cerdip Package: alA = 1l0'CIWatt 
16-Pin SOlC Package: alA = lOO'CIWatt 

METALIZATION PHOTO 
Dimensions shown in inches and (nun). 
Contact factory for latest dimensions. 
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Typical Characteristics (TA= +25°C and Vs= :t15V unless otherwise noted) 
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Inverting Gain of 1 AC Characteristics 
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Figure 10. Inverting Amplifier, 
Gain of -1 (R1 =R2) 

U i II 

T 
20V 

1 

, 
I· • , 

I I II 
11 ' ! 

l1 ' U 
~ I 

~o n 
, • I , 

+6 

-6 

-12 

-1. 

-2. 
lOOk 

Rl~R2=5000 

i.d--,J 
1/1\1\ 

Rl=R2-1kO 

1\ 

'M 'OM 100M 
FREQUENCY - Hz 

Figure 11. Gain vs. Frequency for 
Gain = -1, RL = 500fJ, CL = OpF 

.OOiil 

I --- ~-JJ 

, .... n 
n I 

IrJ 11· I 

- ltl' I 

1. .. .. 
ao.r I 

-180 

-210 

-240 

-270 

-300 

-330 

~ ~ 
'\ ....... 

'" 

o 

AD844 

....... 

" '\ "'- Rl=R2=500U 

"- '" .I 1"'- "-
Rl -R2-1kU "'- "-

........... 

25 
FREQUENCY - MHz 

Figure 12. Phase vs. Frequency 
Gain = -1, RL =500fJ, CL =OpF 

II 
II I. 

r~ I 
=-r. ui 

! 

I 
, 

20.5 : 

50 

Figure 13. Large Signal Pulse 
Response, Gain=-1, R1=R2=1kfJ 

Figure 14. Small Signal Pulse 
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Inverting Gain of 10 Pulse Response 
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UNDERSTANDING THE AD844 
The AD844 can be used in ways similar to a conventional op 
amp while providing performance advantages in wideband appli
cations. However, there are important differences in the internal 
structure which need to be understood in order to optimize the 
performance of the AD844 op amp. 

Open Loop Behavior 
Figure 25 shows a current feedback amplifier reduced to essen
tials. Sources of fixed dc errors such as the inverting node bias 
current and the offset voltage are excluded from this model and 
are discussed later. The most important parameter limiting the 
dc gain is the transresistance, Rt, which is ideally infinite. A 
finite value of Rt is analogous to the finite open loop voltage 
gain in a conventional op amp. 

The current applied to the inverting input node is replicated by 
the current conveyor so as to flow in resistor Rt. The voltage 
developed across Rt is buffered by the unity gain voltage fol
lower. Voltage gain is the ratio Rt! R'N. With typical values of 
Rt=3MO and R'N=500, the voltage gain is about 60,000. The 
open loop current gain is another measure of gain and is deter
mined by the beta product of the transistors in the voltage fol
lower stage (see Figure 28); it is typically 40,000. 

Rt 

Figure :15. Equivalent Schematic 

The important parameters defining ac behavior are the trans
capacitance, Ct, and the external feedback resistor (not shown). 
The time constant formed by these components is analogous to 
the dominant pole of a conventional op amp, and thus cannot be 
reduced below a critical value if the closed loop system is to be 
stable. In practice, Ct is held to as low a value as possible (typi
cally 4.5pF) so that the feedback resistor can be maximized 
while maintaining a fast response. The finite RIN also affects the 
closed loop response in some applications as will be shown. 

The open loop Be gain is also best understood in terms of the 
transimpedance rather than as an open loop voltage gain. The 
open loop pole is formed by Rt in parallel with Ct. Since Ct is 
typically 4.SpF, the open loop corner frequency occurs at about 
12kHz. However, this parameter is of little value in determining 
the closed loop response. 

RespilDSe as an Inverting Amplifier 
Figure 26 shows the connections for an inverting amplifier. 
Unlike a conventional amplifier the transient response and the 
small signal bandwidth are determined primarily by the value of 
the external feedback resistor, Rl, rather. than by the ratio of 
RIIR2 as is customarily the case in an op amp application. This 
is a direct result of the low impedance at the inverting input. As 
with conventional op amps, the closed loop gain is - RIIR2. 

AD844 
The closed loop transresistance is simply the parallel sum of RI 
and Rt. Since RI will generally be in the range soon to 2kO 
and Rt is about 3MO the closed loop transresistance will be only 
0.02% to 0.07% lower than Rl. This small error will often be 
less than the resistor tolerance. 

When RI is fairly large (above SkO) but still much less than Rt, 
the closed loop HF response is dominated by the time constant 
RICt. Under such conditions the AD844 is over-damped and II 
will provide only a fraction of its bandwidth potential. Because 
of the absence of slew rate limitations under these conditions, 
the circuit will exhibit a simple single pole response even under 
large signal conditions. 

In Figure 26, R3 is used to properly terminate the input if de
sired. R3 in parallel with R2 gives the terminated resistance. As 
RI is lowered, the signal bandwidth increases, but the time con
stant R I Ct becomes comparable to higher order poles in the 
closed loop response. Therefore, the closed loop response be
comes complex, and the pulse response shows overshoot. When 
R2 is much larger than the input resistance, R'N' at Pin 2, most 
of the feedback current in R I is delivered to this input; but as 
R2 becomes comparable to RIN, less of the feedback is absorbed 
at Pin 2, resulting in a more heavily damped response. Conse
quently, for low values of R2 it is possible to lower RI without 
causing instability in the closed loop response. Table I lists com
binations of RI and R2 and the resulting frequency response for 
the circuit of Figure 26. Figure 13 shows the very clean and fast 
± lOY pulse response of the AD844. 

R3 
OPTIONAL 

Gain Rl 
-I IkO 
-I 5000 
-2 2kO 
-2 IkO 
-5 5kO 
-5 5000 
-10 IkO 
-10 5000 
-20 IkO 
-100 5kO 
+100 SkO 

R2 

L-.._", CL 

Figure 26. Inverting Amplifier 

R2 BW(MHz) GBW(MHz) 

IkO 35 35 
5000 60 60 
IkO IS 30 
5000 30 60 
IkO 5.2 26 
1000 49 245 
1000 23 230 
500 33 330 
500 21 420 
500 3.2 320 
50 9 900 (See Page 9.) 

Table I. 
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Respoue as an I·V Converter 
The AD844 works well as the active element in an operational 
current to voltage converter, used in conjunction with an exter
nal scaling resistor, RI, in Figure 27. This analysis includes the 
stray capacitance, Cs, of the current source, which might be a 
high speed DAC. Using a conventional op amp, this capacitance 
forms a "nuisance pole" with RI which destabilizes the closed 
loop response of the system. Most op amps are internally com
pensated for the fastest response at unity gain, so the pole due 
to RI and Cs reduces the already narrow phase margin of the 
system. For example, if RI were 2.SkO a Cs of ISpF would 
place this pole at a frequency of about 4MHz, well within the 
response range of even a medium speed operational amplifier. In 
a current feedback amp this nuisance pole is no longer deter
I;Dined by RI but by the input resistance, RIN• Since this is 
about SOO for the AD844, the same ISpF forms a pole 212MHz 
and causes little trouble. It can be shown that the response of 
this system is: 

KRI 
VOUT = -Isig (l+sTd)(l+sTn) 

where K is a factor very close to unity and represents the fmite 
dc gain of the amplifier, Td is the dominant pole and Tn is the 
nuisance pole: 

Rt 
K = Rt+RI 

Td = KRICt 

Tn = RI~s (assuming RIN « RI) 

Using typical values of RI=lkO and Rt=3MO, K is 0.9997; in 
other words, the "gain error" is only 0.03%. This is much less 
than the scaling error of virtually all DACs and can be 
absorbed, if necessary, by the trinI needed in a precise system. 

In the AD844, Rt is fairly stable with temperature and supply 
voltages, and consequently the effect of fmite "gain" is negligi
ble unless high value feedback resistors are used. Since that 
would result in slower response times than are possible, the rela
tively low value of Rt in the AD844 will rarely be a significant 
source of error. 

>-............... VOUT 

Figure 27. Current to Voltage Converter 

Circuit Description of the AD844 
A simplified schematic is shown in Figure 28. The AD844 dif
fers from a conventional op amp in that the signal inputs have 
radically different impedance. The noninverting input (Pin 3) 
presents the usual high impedance. The voltage on this input is 
transferred to the invening input (Pin 2) with a low offset volt
age, ensured' by the close matching of like polarity transistors 
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Figure 28. Simplified Schematic 

operating under essentially identical bias conditions. Laser trim
ming nulls the residual offset voltage, down to a few tens of mi
crovolts. The inverting input is the common emitter node of a 
complementary pair of gIounded base stages and behaves as a 
current summing node. In an ideal current feedback op amp the 
input resistance would be zero. In the AD844 it is about SOO. 

A current applied to the inverting input is transferred to a com
plementary pair of unity-gain current mirrors which deliver the 
same current to an internal node (Pin S) at which the full output 
voltage is generated. The unity-gain complementary voltage fol
lower then buffers this voltage and provides 'the load driving 
power. This buffer is designed to drive low impedance loads 
such as terminated cables, and can deliver ±SOmA into a SOO 
load while maintaining low distortion, even when operating at 
supply voltages of only ±6V. Current limiting (not shown) en-
sures safe operation under shon circuited conditions. ' 

It is important to understand that the low input impedance at 
the inverting input is locally generated, and does not depend on 
feedback. This is vCry different from the "virtual ground" of a 
conventional operljtional amplifier used in the current summing 
mode which is essentially an open circuit until the loop settles. 
In the AD844, transient current at the input does not cause 
voltage spikes at the summing node while the amplifier is set
tling. Furthermore, all of the transient current is delivered to 
the slewing (TZ) node (Pin S) via a shon signal path (the 
grounded base stages and the wideband current mirrors), 

The current available to charge the capacitance (about 4.SpF) 
at TZ node, is al~s proportional to the input error current, and 
the slew rate limitations associated with the large signal response 
of op amps'do not occur. For this reason, the rise and fall 
times are almost independent of signal level. In practice, the 
input current will eventually cause the mirrors to saturate. 
When using ± ISV supplies, this occurs at about 10mA (or 
±2200V/jJ.s). Since signal currents are rarely this large, classical 
"slew rate" limitations are absent. 

This inherent advantage would be lost if the voltage follower 
used to buffer the output were to have slew rate limitations. The 
AD844 has been designed to avoid this problem, and as a result 
the output buffer exhibits a clean large signal transient response, 
free from anomalous effects arising from internal saturation, 



Response as a Noninverting Amplifier 
Since current feedback amplifiers are asymmetrical with regard 
to their two inputs, performance will differ markedly in nonin
verting and inverting modes. In noninverting modes, the large 
signal high speed behavior of the AD844 deteriorates at low 
gains because the biasing circuitry for the input system (not 
shown in Figure 28) is not designed to provide high input volt
age slew rates. 

However, good results can be obtained with some care. The 
noninverting input will not tolerate a large transient input; it 
must be kept below ± I V for best results. Consequently this 
mode is better suited to high gain applications (greater than 
x 10). Figure 20 shows a noninverting amplifier with a gain of 
10 and a bandwidth of 30MHz. The transient response is shown 
in Figures 23 and 24. To increase the bandwidth at higher 
gains, a capacitor can be added across R2 whose value is approx
imately the ratio of Rl and R2 times Ct. 

4.70 

Figure 29. Noninverting Amplifier Gain = 100, Optional 
Offset Trim Is Shown 

Noninverting Gain of 100 
The AD844 provides very clean pulse response at high nonin
verting gains. Figure 29 shows a typical configuration providing 
a gain of 100 with high input resistance. The feedback resistor is 
kept as low as practicable to maximize bandwidth, and a peak
ing capacitor (CPK) can optionally be added to further extend 
the bandwidth. Figure 30 shows the small signal response with 
CPK =3nF, RL = SOOO and supply voltages of either ±SV or 
± ISV. Gain bandwidth products of up to 900MHz can be achieved 
in this way. 

The offset voltage of the AD844 is laser trimmed to the SOIL V 
level and exhibits very low drift. In practice, there is an addi
tional offset term due to the bias current at the inverting input 
(IBN) which flows in the feedback resistor (Rl). This can 
optionally be nulled by the trimming potentiometer shown in 
Figure 29. 
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Applying the AD844 

Vs=,~15V 

r-.. ..... r--.I, ...... 
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1M 
FREQUENCY - Hz 

\\ 
\ 

10M 20M 

Figure 30. AC Response for Gain = 100, Configuration 
Shown in Figure 29 

USING THE AD844 
Board Layout 
As with all high frequency circuits considerable care must be 
used in the layout of the components surrounding the AD844. A 
ground plane, to which the power supply decoupling capacitors 
are connected by the shortest possible leads, is essential to 
achieving clean pulse response. Even a continuous ground plane 
will exhibit finite voltage drops between points on the plane, 
and this must be kept in mind in selecting the grounding points. 
Generally speaking, decoupling capacitors should be taken to a 
point close to the load (or output connector) since the load cur
rents flow in these capacitors at high frequencies. The + In and 
- In circuits (for example, a termination resistor and Pin 3) 
must be taken to a common point on the ground plane close to 
the amplifier package. 

Use low impedance capacitors (AVX SR30SC224KAA or equiva
lent) of 0.221LF wherever ac coupling is required. Include either 
ferrite beads andlor a small series resistance (approximately 
4.70) in each supply line. 

Input Impedance 
At low frequencies, negative feedback keeps the resistance at the 
inverting input close to zero. As the frequency increases, the 
impedance looking into this input will increase from near zero to 
the open loop input resistance, due to bandwidth limitations, 
making the input seem inductive. If it is desired to keep the 
input impedance flatter, a series RC network can be inserted 
across the input. The resistor is chosen so that the parallel sum 
of it and R2 equals the desired termination resistance. The 
capacitance is set so that the pole determined by this RC net
work is about half the bandwidth of the op amp. This network 
is not important if the input resistor is much larger than the ter
mination used, or if frequencies are relatively low. In some 
cases, the small peaking that occurs without the network can be 
of use in extending the - 3dB bandwidth. 
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Driving Large Capal:itive Loads 
Capacitive drive caPability' is lOOpF without an external net
work. With the addition of the network shown in Figure 3l,.the 
capacitive drive !:an be extended to over 10,000pF, limited by 
internal power dissipation. With capacitive loads, the output 
speed becomes a function of the overdriven output current limit. 
Since this is roughly ± 100mA, under these conditions, the max
imum slew rate into.a lOOOpF load is ±lOOV/j.Ls. Figure 32 
shows the transient response of an inverting amplifier 
(Rl=R2=lkO) using the feed forward network shown in Figure 
31, driving a load of lOOOpF. 

750 22pF 

Figure 31. Feed Forward Network for Large 
Capacitive Loads 

Figure 32. Driving 1000pF CL with Feed Forward Network 
of Figure 31 

Settling Time 
Settling time is measured with the circuit of Figure 33. This 
circuit employs a false summing node, clamped by the two 
Schottky diodes, to create the error signal and limit the input 
signal to the oscilloscope. For measuring settling time, the ratio 
of R6/R5 is equal to R11R2. For unity gain, R6 = R5 = lkO, and 
RL =5000. For the gain of -10, R5= SOO,R6=5000 and RL 
was not used since the summing network loads the output with 
approximately 2750. Using this network in a unity-gain configu
ration, settling time is lOOns to 0.1% for a -SV to +SV step 
with CL = lOpF. 
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01 
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R3 
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01. 02 IN6263 OR EQUIV. SCHOTTKY DlOOE 

Figure 33. Settling Time Test Fixture 

DC Error Call:ulation 
Figure 34 shows a model of the dc error and noise sources for 
the AD844. The inverting input bias current, IBN' flows in the 
feedback resistor. IBP' the noninverting input bias current, flows 
in the resistance at Pin 3 (Rp), and the resulting voltage (plus 
any offset voltage) will appear at the inverting input. The total 
error, Yo, at the output is: 

Vo=(IBP Rp+Vos+IBN R1N) (l+~)+lBN Rl 

Since IBN and IBP are unrelated both in sign and magnitude, 
inserting a resistor in series with the noninverting input will not 
necessarily reduce dc error and may actually increase it. 

Figure 34. Offset Voltage and Noise Model for the AD844 

Noise 
Noise sources can be modeled in a manner similar to the dc bias 
currents, but the noise sources are Inn, Inp, Vn, and the 
amplifier-induced noise at the output; VON' is: 

VON= ~«Inp Rpi+Vn2) (1 +.~~) 2 
+ (Inn Rli 

Overall noise can be reduced by keeping all resistor values to a 
minimum. With typical numbers, Rl=R2=lk, Rp=O, 
Vn=2nV/\lHz, Inp=lOpAl\IHz, Inn=12pAly'Hz, VON calcu
lates to 12nV/\lHz. The current noise is dominant in this case, 
as it will be in most low gain applications. 



Video Cable Driver Using ±S Volt Supplies 
The AD844 can be used to drive low impedance cables. Using 
±SV supplies, a 1000 load can be driven to ±2.SV with low 
distortion. Figure 3Sa shows an illustrative application which 
provides a noninverting gain of 2, allowing the cable to be 
reverse-terminated while delivering an overall gain of + I to the 

v~ 

300n 

Figure 35a. The AD844 as a Cable Driver 
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Figure 35c. Differential Phase for the Circuit of Figure 35a 

High Speed DAC Buffer 
The AD844 performs very well in applications requiring 
current-to-voltage conversion. Figure 36 shows connections for 
use with the ADS68 current output DAC. In this application the 
bipolar offset is used so that the full scale current is ± S .12mA, 
which generates an output of ±S.12V using the IkO application 
resistor on the ADS68. Figure 37 shows the full scale transient 
response. Care is needed in power supply decoupling and 

Applications - AD844 
load. The - 3dB bandwidth of this circuit is typically 30MHz. 
Figure 3Sb shows a differential gain and phase test setup. 
In video applications, differential-phase and differential-gain 
characteristics are often important. Figure 3Sc shows the varia
tion in phase as the load voltage varies. Figure 3Sd shows the 
gain variation. 

Figure 35b. Differential Gain/Phase Test Setup 

+0.06 

NOTEI: IRE = 7.,lmv 
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~ +0.02 
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~ ~ ""-M 

~ 
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Figure 35d. Differential Gain for the Circuit of Figure 35a 

grounding techniques to achieve the full 12-bit accuracy and 
realize the fast settling capabilities of the system. The unmarked 
capacitors in this figure are O.I."F ceramic (for example, AVX 
Type SR30SCI04KAA), and the ferrite inductors should be 
about 2.S."H (for example, Fair-Rite Type 2743002122). The 
ADS68 data sheet should be consulted for more complete details 
about its use. 

1-T'----"---..,...----Q,.....r:<>+15V 

DIGITAL 
INPUTS 

I--+--++----:-"-+---...... a~~ -15V 

ANALOG f-+-:.=:-------+---+--O SUPPLY 
GROUND 

IHGITAL 

12J1-..... -'-------------:"o SUPPLY 

·O.22 ... F 
POW£R SUPPLY 
BYPASS CAPACITORS 

Figure 36. High Speed DAC Amplifier 
Figure 37. DAC Amplifier Full-Scale 
Transient Response 
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20MHz Variable Gain Amplifier 
The AD844 is an excellent choice as an output amplifier for the 
AD539 multiplier, in all of its connection modes. (See AD539 
data sheet for full details.) Figure 38 shows a simple multiplier 
providing the output: 

VxVy 
Vw= -2V 

where V x is the "gain control" input, a positive voltage of from 
o to +3.2V (max) and Vy is the "signal voltage", nominaJly 
±2V FS but capable of operation up to ±4.2V. The peak out
put in this configuration is thus ±6.7V. Using all four of the 
internal application resistors provided on the AD539 in parallel 
results in a feedback resistance of 1.5kO, at which value the 
bandwidth of the AD844 is about 22MHz, and is essentially 
independent of Vx . The gain at Vx =3.16V is +4dB . 

Figure 39 shows the small signal response for a 50dB gain con
trol range (Vx=+1Omv to +3.16V). At smaIl values ofVx , 
capacitive feedthrough on the PC board becomes troublesome, 
and very careful layout techniques are needed to minimize this 
problem. A ground strip between the pins of the ADS39 will be 
helpful in this regard. Figure 40 shows the response to a 2V 
pulse on Vy for Vx =+IV, +2V and +3V. For these results, a 
load resistor of SOOfi was used and the supplies were ±9V. The 
multiplier will operate from supplies between ±4.5V and 
±16.5V. 

Disconnecting Pins 9 and 16 on the AD539 alters the denomina
tor in the above expression to IV, and the bandwidth will be 
approximately 10MHz, with a maximum gain of 10dB. Using 
only Pin 9 or Pin 16 results in a denominator of O.5V, a band
width of 5MHz and a maximum gain of 16dB. 
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Figure 38. 20MHz VGA Using the AD539 
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Figure 39. VGA AC Response 
Figure 40. VGA Transient Response with 
Vx =1\1, 2V, and 3V 
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r-IIANALOG 
WDEVICES 

FEATURES 
Replaces Hybrid Amplifiers in Many Applications 

AC PERFORMANCE: 
Settles to 0.01 % in 350 ns 
100V/",s Slew Rate 
12.8 MHz min Unity-Gain Bandwidth 
1.75 MHz Full-Power Bandwidth at 20 V p-p 

DC PERFORMANCE: 
0.25 mV max Input Offset Voltage 
5 ",V/"C max Offset Voltage Drift 
0.5 nA Input Bias Current 
250 V/mV min Open-Loop Gain 
4 ",V p-p max Voltage Noise. 0.1 Hz to 10 Hz 
94 dB min CMRR 
Available in Plastic Mini-DIP and Hermetic 

Cerdip Packages 

PRODUCT DESCRIPTION 
The AD845 is a fast, precise, N channel JFET input, mono
lithic operational amplifier. It is fabricated using Analog 
Devices' complementary bipolar (CB) process. Advanced laser
wafer trimming technology enables the very low input offset 
voltage and offset voltage drift performance to be realized. This 
precision, when coupled with a slew rate of 100 V/",s, a stable 
unity-gain bandwidth of 16 MHz, and a settling time of 350 ns 
O.OI%-while driving a parallel load of 100 pF and 500 0-
represents a combination of features unmatched by any FET 
input IC amplifier. The AD845 can easily be used to upgrade 
many existing designs which use BiFET or FET input hybrid 
amplifiers and, in some cases, those which use bipolar input op 
amps. 

The AD845 is ideal for use in applications such as active filters 
high speed integrators, photo diode preamps, sample-and-hold ' 
amplifiers, log amplifiers, and in buffering AID and D/A con
verters. The 250 f1 V max input offset voltage makes offset null
~ u~ecessary in many applications. The common mode rejec
tton ratto of 11 0 dB over a ± 10 V input voltage range represents 
exceptional performance for a JFET input high speed op amp. 
This, together with a minimum open-loop gain of 250 V/mV 
ensures that l2-bit performance is achieved, even in unity-gain 
buffer circuits. 

Precision, 16 MHz 
CBFET Op Amp 

AD845 I 
AD845 CONNECTION DIAGRAM 

Plastic Mini-DIP (N) Package 
and Cerdip (Q) Package 

NULL 

+v 

OUTPUT 

NC 

NOTE: PIN 4 CONNECTED TO CASE 

NC = NO CONNECT 

The AD845 conforms to the standard op amp pinout except that 
offset nUlling is to V +. The AD845J and AD845K grade de
vices are available specified to operate over the commercial 0 to 
+ 70°C temperature range. AD845A and AD845B devices are 
specified for operation over the -40°C to + 85°C industrial tem
perature range. The AD845S is specified to operate over the full 
military temperature range of -55°C to + 125°C. Both the in
dustrial and military versions are available in 8-pin cerdip pack
ages. The commercial version is available in an 8-pin plastic 
mini-DIP. "1" grade chips are also available. 

PRODUCT HIGHLIGHTS 
1. The high slew rate, fast settling time, and dc precision of the 

AD845 make it ideal for high speed applications requiring 
l2-bit accuracy. 

2. The performance of circuits using the LF400, OP-42, OP-44, 
OP-16, OP-17, HA2520/2/5, HA2620/2/5, 3550, OPA605, 
and LH0062 can be upgraded in most cases. 

3. The AD845 is unity-gain stable and internally compensated. 

4. The AD845 is specified while driving 100 pF/500 0 loads. 
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SPECIFICATIONS (@ +25"C and +15 V de unless othelWise noted) - . 
Model AD845J/A AD845KIB 

Conditions Min Typ Max Min Typ Max:' 

INPUT OFFSET VOLTAGE' 
Initial Offset 0.7 1.5 0.1 0.25 

Tmin-Tmax 2,5 0.4 
Offset Drift 20 1.5 5.0 

INPUT BIAS CURRENT' 
Initial VCM = OV 0.75 2 0.5 1 

Trnin-Tmall: 45nS 18/38 

INPUT OFFSET CURRENT 
Initial VCM = OV 25 300 15 100 

Tmin-Tmax 3/6.5 1.212.6 

INPUT CHARACTERISTICS 
lnput Resistance lO" lO" 
Input Capacitance 4.0 4.0 

INPUT VOLTAGE RANGE 
Differential ±20 ±20 
Common Mode ±10 + 10.51-13 +10 + 10.5/-13 
Common-Mode Rejection VCM = ±IOV 86 110 94 113 

INPUT VOLTAGE NOISE 0.1 to 10 Hz 4 4 
f= 10Hz 80 80 
f = 100 Hz 60 60 
f=lkHz 25 25 
f=lOkHz 18 18 
f= 100 kHz 12 12 

INPUT CURRENT NOISE f= I kHz 0.1 0.1 

OPEN-LOOP GAIN Vo = ±IOV 
RLOAo"'2 kn 200 500 250 500 
RLOAo"'500 n 100 250 125 250 
Tmin-Tmax 70 75 

OUTPUT CHARACTERISTICS 
Voltage RLOAo"'SOO n ±12.5 ±12.5 
Current Short Circuit 50 so 
Output Resistance Open Loop 5 5 

FREQUENCY RESPONSE 
Small Signal Unity Gain 12.8 16 13.6 16 
FuU Power Bandwidth' Vo = ±IOV 

RLOAO = soon 1.75 1.75 
Rise Time 20 20 
Overshoot 20 20 
Slew Rate 80 100 94 100 
Settling Time 10 V Step 

CLOAO = 100 pF 
RLOAO = 500 n 
to 0.01% 350 350 500 
to 0.1% 250 250 

DIFFERENTIAL GAIN f = 4.4 MHz 0.04 0.04 

DIFFERENTIAL PHASE f= 4.4 MHz 0.02 0.02. 

POWER SUPPLY 
Rated Performance :tIS ±IS 
Operating Range ±4.75 ±18 ±4.75 ±18 
Rejection Ratio V. = ±Sto :t15V 88 110 95 113 
Quiescent Current Trnio toTIJl8][ 10 12 10 12 

NOTES 
'Input offset voltage specifications are guaranteed after 5 minutes of operation at T A = + 2S·C. 
2Bias current specifications are guaranteed maximum at either input after S minutes of operation at TA = + 25°C. 
'FPBW=slew ratel2"1f V peak. 
'''S'' srade T .... -T_x are tested with automatic test equipment at TA = -S5"C and TA = +12S·C. 

' AD845S 
Min' Typ Max Units 

" 

0.25 1;0 mV 
2.0 mV 
10 ",vrc 

0.75 2 nA 
500 nA 

25 300 pA 
20 nA 

lO" kn 
4.0 pF 

±20 V 
±10 +10.51-13 V 
86 110 dB 

4 ",Vp-p 
80 nVlv'HZ 
60 nVlyHz 
25 nV/yHz 
18 nVlyHz 
12 nVlyHz 

0.1 pAl\iHz 

200 500 VlmV 
100 250 VlmV 
50 VlmV 

±12.5 V 
so mA 
5 n 

13.6 16 MHz 

1.75 MItz 
20 ns 
20 % 

94 100 VI,... 

ns 
ns 

350 500 ns 
250 ns 

0.04 % 

0.02 Degree 

:tIS V 
±4.75 ±18 V 
88 110 dB 

10 12 mA 

All min and max specifications are guaranteed. Specifications shown in boldface are tested on all production units at fmal electrical test. Results from these tests 
are used to calculate outgoing quality levels. 

Specif1C8tions subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ........................... ±18 V 
Internal Power Dissipation2 

Plastic Mini-DIP ...................... 1.6 Watts 
Cerdip ......•................. ' ..... 1.4 Watts 

Input Voltage .•........................... ±Vs 
Output Short-Circuit Duration ............... IndefInite 
Differential Input Voltage ............... +Vs and -Vs 
Storage Temperature Range 

Q ........................... -65°C to + 150°C 
N ........................... -65°C to + 125°C 

Lead Temperature Range (Soldering 60 sec) ........ +300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indi· 
cated in the operational sections of this specification is not implied. Expo
sure to absolute maximum rating conditions for extended periods may affect 
device reliability. 

'Mini-DIP package: aJA = IOO"CIwatt; cerdip package: aJA = 1I0'C/watt. 

Temperature 
Range 

Commercial 
o to +70°C 

Industrial 
-40°C to +85°C 

ORDERING GUIDE· 

Mini-DIP Package 
(N-8) 

AD845JN 
AD845KN 

AD845 

Cerdip Package 
(Q-8) 

AD845AQ 
AD645BQ 

Military AD845SQ 
-55°C to + 125°C AD845SQ/883B 

"1" Grade Chips Are Also Available. 

NOTE 
'See Section 20 for package oudine information. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 
Contact factoty for latest dimensions. 

+v NULL NULL 
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Typical Characteristics 
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Figure 19. Recommended Power 
Supply Bypassing 
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MEASURING AD845 SETTLING TIME 
The Figure 24 shows the AD84S settling time performance. 
This measurement was accomplished by driving the amplifier 
in the unity-gain inverting mode with a fast puJ!!C generator. 
The input summing junction was measured using false nulling 
techniques. 

Settling time is defined as: 
The interval of time from the application of an ideal 
step function input until the closed-loop amplifier output 
has entered and remains within a specified error band. 

Components of settling time include: 
1. Propagation time through the amplifier 
2. Slewing time to approach the fmal output value 
3. Recovery time from overload associated with the slewing 
4. Linear sertling to within a specified error band. 

These individual components can easily be seen in Figure 24. 
Settling time is extremely important in high speed applications 
where the current output of a DAC must be converted to a volt
age. When driving a SOO 0 load in parallel with a 100 pF capac
itor, the AD84S settles to 0.1% in 2S0 ns and to 0.01% in 
310 ns. 

Figure 24. Settling Characteristics 0 to 10 V Step 
Upper Trace: Output of A0845 Under Test (5 VIOiv) 
Lower Trace: Error Voltage (1 mVIOiv) 

"'. 7A13 

TE' 
7A1B 

Figure 25. Settling Time Test Circuit 

TEK .... 
OSCILlOSCOPE 

Applying the AD845 
A HIGH SPEED INSTRUMENTATION AMP 
The three op amp instrumentation amplifier circuit shown in 
Figure 26 can provide a range of gains from unity up to 1000 
and higher. The instrumentation amplifier configuration features 
high common-mode rejection, balanced differential inputs and 
stable, accurately defmed gain. Low input bias currents and fast 
sertling are achieved with the FET input AD84S. 

Most monolithic instrumentation amplifiers do not have the high II 
frequency performance of the circuit in Figure 26. The circuit 
bandwidth is 10.9 MHz at a gain of 1 and 8.8 MHz at again of 
10; settling time for the entire circuit is 900 ns to 0.01% for a 
10 V step (Gain = 10). 

The capacitors employed in this circuit greatly improve the 
amplifier's settling time and phase margin. 

v~ 

+v. 

12-18pF 

-v. 

+v,,~ +15V 

~ COMM 
V+...i,pF 

-va~ -15V 

CIRCUIT GAIN = 2:: +1 

Figure 26. High Performance, High Speed Instrumen
tation Amplifier 

3 OP-AMP IN-AMP 

Small Signal Settling Time 
Gain RG Bandwidth to 0.01% 

1 Open 1O.9mHz SOO ns 
2 2k 8.8 mHz SOO ns 
10 2260 2.6mHz 900 ns 
100 200 290 kHz 7.S ,..S 

Note: Resistors around the amplifiers' input pins need to be small enough in 
value so that the RC time constant they form, with stray circuit capacitance, 
does not reduce circuit bandwidth. 

Table I. Performance Summary for the Three Op Amp 
Instrumentation Amplifier Circuit 
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Applying th~ AD845. 

Figure 27. The Pulse Response of the Three Op Amp 
Instrumentation Amplifier. Gain = 1, Horizontal St;ale: 
0.5 msiDiv; Vertical Scale: 5 VlDiv 

Figure 28a. Settling Time of the Three Op Amp Instru
mentation Amplifier. Horizontal Scale:200 nsiDiv; Vertical 
Scale, Positive Pulse Input: 5 VIDiv; Output Settling: 
1 mV/Div . 

Figure 28b. Settling Time of the Three Op Amp Instru
mentation Amplifier. Horizontal Scale: 200 nsiDiv; Vertical 
Scale, Negative Pulse Input: 5 VlDiv; Output Settling: 
1 mVlDiv 
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DRIVING THE ANALOG INPUT OF AN AID 
CONVERTER 
An op amp driving .the analog input of an AID converter, such 
as that shown in Figure 29, must.be capable of maintaining a 
constant output voltage under dynamically changing load condi
tions. In successive-approximation converters, the input current 
is compared to a series of switched trial currents. The compari
son point is diode clamped but may deviate several hundred 
millivolts resulting in high frequency modulation of AID input 
current. The output impedance of a feedback amplifier is made 
artificially low by the loop gain. At high frequencies, where the 
loop gain is low, the amplifier output impedance can approach 
its open-loop value. Most Ie amplifiers exhibit a minimum 
open-loop output impedance of 25 n due to current limiting 
resistors. A few hundred microamps reflected from the change 
in converter loading can introduce errors in instantaneous input 
voltage. If the AID conversion speed is not excessive and the 
bandwidth of the amplifier is sufficient, the amplifier's output 
will return to the nominal value before the converter makes its 
comparison. However, many.amplifiers have relatively narrow 
bandwidth yielding slow recovery from output transients. The 
AD845 is ideally suited to drive high resolution AID converters 
with 5 .... s on longer conversion times since it offers both wide 
bandwidth and high open-loop gain. 

±1OV 
ANALOG 

INPUT 

ANALOG COM. 

Figure 29. AD845 As ADC Unity Gain Buffer 
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FEATURES 

AC PERFORMANCE 
Small Signal Bandwidth: SO MHz (Av = -1) 
Slew Rate: 450 V/p.s 
Full Power Bandwidth: 6.S MHz at 20 V POp, 

RL =5000 
Fast Settling: for 10 V Step: 110 ns to 0.01%, 

SO ns to 0.1% 
Differential Gain: <0.01% @ 4.4 MHz 
Differential Phase: <0.028" @ 4.4 MHz 
Total Harmonic Distortion (THD): 0.0005% @ 100 kHz 
Open-Loop Transimpedance: 200 MO 
Input Voltage Noise: 2 nV/v'Hz 

DC PERFORMANCE 
Input Offset Voltage: 75 p.V max (B Grade) 
Input Offset Drift: 3.5 p.V/oC max (B Grade) 
Quiescent Supply Current: 6.5 mA max 

APPLICATIONS 
High Speed DAC Buffers 
Multiflash ADC Error Amplifiers 
Flash ADC Buffers 
Coaxial Cable Drivers 
High Performance Audio Circuitry 
Available in Plastic Mini-DIP, Hermetic Cerdip, and 

Hermetic Metal Can Packages 
MIL-STD-S83B Parts Available 

PRODUCT DESCRIPTION 
The AD846 is a monolithic, very high speed operational ampli
fier offering high performance. Although technically classed as 
a current-feedback or transimpedance amplifier, it may be used 
in much the same way as traditional op amps while providing 
significant performance benefits. Employing Analog Devices' 
junction isolated complementary bipolar (CB) process, the 
AD846 achieves true "12-bit" (0.01 %) precision on critical ac 
and dc parameters, a level of performance unmatdted by ampli
fiers fabricated using either the dielectrically isolated (DI) or 
other bipolar processes. 

The AD846 offers significant advantages over conventional high 
speed operational amplifiers. It maintains a nearly constant 
bandwidth and settling time to 0.01 % over a wide range of 
closed-loop gains. This makes the AD846 ideal for amplifying 
the residue in multiple-pass analog-to-digital converters. 

450 V / fLs, Precision, 
Current-Feedback Op Amp 

AD846 I 
AD846 CONNECTION DIAGRAM 

Plastic Mini-DIP (N) Package 
and 

Cerdip (Q) Package 
Top View 

NC = NO CONNECT 

01)1er advantages include: low input errors and high open-loop. 
transresistance (200 MO) into a 500 0 load, ensuring true 12-bit 
dc accuracy for closed-loop gains from -I to gains greater than 
-100. This combination of ac and dc performance makes the 
AD846 an excellent choice for buffering precision high speed 
DACs and flash ADCs. 

The AD846 is available in three performance grades. The 
AD846A and AD846B are rated over the industrial temperature 
range of -40°C to +85°C. The AD846S is rated over the full 
military temperature range of -55°C to + 125°C and is available 
processed to MIL-STD-883B, Rev C. 

Extended reliability PLUS screening is available specified over 
the commercial temperature range. PLUS screening includes 
168 hour burn-in as well as other environmental and physical 
tests. The AD846 is available in two types of 8-pin package: 
plastic mini-DIP and hermetic cerdip. "An and "S" grade chips 
are ·also available. 

PRODUCT HIGHLIGHTS 
1. The AD846 achieves settling times of 110 ns to 0.01% for 

gains of -I to -10, with a 450 V/fJos slew rate, while con
suming only 5 rnA of supply current. 

2. For closed-loop gains of -I to -100, the high speed perfor
mance of the AD846 is achieved without sacrificing full 
12-bit dc precision. 

3. The AD846 is well suited to line driver and video buffer ap
plications where the properties of low distonion and high 
slew rate are required. 
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SPECIFICATIONS (@ +25°C and ±15 V dc, unless otherwise noted) 

AD846A AD846B AD846S 
Model -Conditions Min Typ Max Min Typ MaX Min Typ MaX Units 

INPUT OFFSET VOLTAGE' -, 

Initial 25 200 25 75 25 200 ",V 
Tmin-Tmax 50 350 50 125 100 350 ",V 
vs. Temperature O.S 5 O.S 3.5 I 5.5 ",vrc 
vs. Supply (PSSR) 5 V-IS V2 

Initial 110 125 120 125 110 125 dB 
Tmin-Tmax llO 120 116 120 94 ll6 dB 

vs. Common Mode VCM = ±IOV 
Initial 110 125 120 125 110 125 dB 
Tmin-Tmax llO 120 116 120 94 ll6 dB 

INPUT BIAS CURRENT' 
- Input Bias Current 

Initial 150 458 100 250 150 458 nA 
Tmin-Tmax 450 1200 400 750 1000 1580 nA 
vs. Temperature 6 20 6 17 9 20 nArC 
vs. Supply 5 V-IS V2 

Initial 9 15 9 10 9 15 nAN 
Tmin-Tmax II 20 II 15 11 25 nAN 

vs. Common Mode VCM = ±IOV 
Initial 5 10 3 5 5 10 nAIV 
Tmin-Tmax 5 15 3 7 5 20 nAN 

+ Input Bias Current 
Initial 3 15 3 5 3 15 ",A 
Tmin-Tmax 4 20 4 7 5 20 ",A 
vs. Temperature 15 SO 15 45 15 SO nArc 
vs. Supply 5 V-IS V2 

Initial 5 15 5 10 5 15 nAN 
TJnin-TmaJI. 5 20 5 15 5 20 nAN 

vs. Common Mode VCM=±IOV 
Initial 5 15 3 10 5 15 nAN 
Tmin-Tmax 5 15 3 10 5 20 nAN 

INPUT CHARACTERISTICS 
Input Resistance 

-Input 50 50 50 n 
+Input 10 10 10 k!l 

Input Capacitance 
-Input 2 2 2 pF 
+Input 2 2 2 pF 

INPUT VOLTAGE RANGE 
Common Mode ±IO ±IO ±IO V 

INPUT VOLTAGE NOISE F=lkHz 2 2 2 nVly'Hz 
Input Current Noise 

-Input I kHz 20 20 20 pA/y'Hz 
+ Input 1kHz 6 6 6 pA/y'Hz 

OPEN LOOP 
TRANSRESIST ANCE VOUT = ±IOV 

RLOAD = 500 n 100 200 150 200 100 200 Mn 
Tmin-Tmax 50 75 50 Mfl 

OUTPUT CHARACTERISTICS 
Voltage RLOAD = 500 n % 10 %10 %10 V 
Current Short Circuit 65 65 65 rnA 
Output Resistance Open Loop 16 16 16 n 

FREQUENCY RESPONSE 
Small Signal Bandwidth Av= -IRF = lk SO SO SO MHz 

(-3dB) Av = -10 RF = S75 n 31 31 31 MHz 
Av = -30RF = S75 n 15 15 15 MHz 

Full Power Bandwidth' VOUT =20 V p-p 
R, = 500 n 6.S 6.S 6.S MHz 

Rise Time Av =-1 10 10 10 ns 
Overshoot Av =-1 20 20 20 % 
Slew Rate Av =-1 450 450 450 VI",s 
Settling Time 

10 V Step, Av = -I to 0.1% SO SO SO ns 
to 0.01% 110 110 llO ns 

TOTAL HARMONIC 
DISTORTION' F = 100kHz 0.0005 0.0005 0.0005 % 
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AD846 
AD846A AD8468 AD846S 

Model Conditions Min Typ Max Min Typ Max Min Typ Max Units 

DIFFERENTIAL GAIN F = 4.4 MHz, RL = 100 n 0.01 0.01 0.01 % 

DIFFERENTIAL PHASE F = 4.4 MHz, RL = 100 n 0.028 0.028 0.028 Degree 

POWER SUPPLY 
Rated Performance ±IS ±IS ±IS V 
Operating Range ±S :I: 18 :1:5 :1:18 :1:5 :1:18 V 
Quiescent Current Trnin-Tmax S 6.5 S 6.5 S 7 rnA 

TRANSISTOR COUNT 72 72 72 

NOTES 
'Input Offset Voltage Specifications are guaranteed after 5 minutes at TA = +25OC. 
'Test Conditions: +Vs = IS V, -Vs = 5 V to 18 V and +Vs = S V to 18 V, -Vs = ±15 V. 
)Bias Current Specifications are guaranteed maximum after 5 minutes at T A = + 25°C. 
'FPBW = Slew Rate12 'l\' V PEAK' 

STatal Harmonic Distortion. 

All min and max specifications 3re guaranteed. Specifications shown in boldface are tested on all production units at final electrical test. 
Results from those tests are used to calculate outgoing quality levels. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ± 18 V 
Internal Power Dissipation2 

Plastic Package . . . . . . . . . . . . . . . . . . . . . . . . . . 1. 3 W 
Cerdip Package .......................... 1.3 W 

Input Voltage' ........................... ± 18 V 
Common-Mode Input Voltage ................ IVsl -3 V 
Output Short Circuit Duration . . . . . . . . . . . . . . . Indefinite 
Differential Input Voltage ..................... ± 1 V 
Continuous Input Current 

Inverting or Noninverting .................. 2.0 rnA 
Storage Temperature Range Q .......... -65°C to + 150°C 
Storage Temperature Range N .......... -65°C to + 125°C 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 
Consult factory for latest dimensions. 

+Vs 

Operating Temperarure Range 
AD846A1B ...................... -40°C to +8SoC 
AD846S ....................... -55°C to +l25°C 

Lead Temperarure Range (Soldering 60 sec) ....... + 300°C 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only; the functional 
operation of the device at these or any other conditions above those indi· 
cated in the operational sections of this specification is not implied. Expo
sure to absolute maximum rating conditions for extended periods may affect 
device reliability. 

2Plastic Package: AJA = 9O°C/Watt. 
Cerdip Package: aJA = 1I0"CIWatt. 

3Por supply voltages less than ± 18 V, the absolute maximum input voltage is 
equal to the supply voltage. 

ORDERING GUIDE* 

Temperature 
Range 

Industrial 
-40°C to +8SoC 

Military 
- 55°C to + 125°C 

Mini·DIP 
(N-8) 

AD846AN 
AD846BN 

Cerdip 
(Q-8) 

AD846AQ 
AD846BQ 

AD846SQ 
AD846SQ/883B 

"A" and "S" grade chips are also available. 

r--;~~=::~~::::==:~:::::] *See Section 20 for package outline information. 

-INPUT 2-11-..... _.'-.6 OUTPUT 

0.087 
(2.201 

4 
-Vs 

je. _______ 0.104 --------.1 
(2.641 

5 COMPENSATION 
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Typical Characteristics, Inverting Gain of 1 
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Figure 19a, Inverting Amplifier, 
Gain of 1 
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Figure 22. Total Harmonic Distortion 
vs. Frequency 
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Typical Characteristics, Inverting Gain of 10 - AD846 
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Applying theAD846 
POWER SUPPLY CONSIDEMTlONS 
The power supply connections to the AD846 must maintain a 
low impedanCe to ground over a bandwidth of 40 MHz Or more. 
ThiS is especiiillyimportani: when driving a significant· resistho;e 
or capacitive load, since all current delivered to the load comes 
from the power supplies. Multiple high quality bypass capa~it~rs 
are recommended for each power supply line in any critical 
application .. A 0.1 I1F ceramic and a 2.2 I1F electrolytic capaci- . 
tor as shown in Figure 35 placed as clbse as possible to the 
amplifier (with short lead lengths to power supply common) will 
asslire adequate high frequency bypassing, in most applications. 
A minimum bypass capacitance of 0.1 I1F should be used for 
any application.' At high temperatures, it is advisable to power
up the positive power supply before the negative. 

Figure 35. Recommended Power Supply Bypassing 

THEORY OF OPERATION 
The AD846 differs from conventional operational amplifiers in 
that it is a transimpedance device rather than a conventional 
voltage amplifier. Figure 36 is a simplified schematic of the 
AD846. The input stage consists of a pair of transistors, QI and 
Q2, which are biased by two diode-connected transistors, Q3 
and Q4. Transistors QI and Q2 have their emitters connected 
together, and this common point functions as the inverting 
input of the amplifier. Correspondingly, the common connection 
of the two biasing diodes acts as the noninverting input. 

Figure 36. AD846 Simplified Schematic 

When operated as a closed-loop amplifier, feedback error cur
rent, lIN' flows into the inverting input terminal and is con
yeyed viaciIrrent mirrors (transistors Q5, Q6, Q7, and Q8) to 
the compensation capacitor, CCOMP' The voltage developed 
across CcoMP is buffered by the output stage, consisting of 
transistors Q9-Q12. 
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~~p---o() OUTPUT 

.1; 

,Figure .37. Overload Recovery Test Circuit 

INPUT 
lV/Div 

OUTPUT 
10V/Div 

Figure 38. Overload Recovery Time Photo 

Because the input error signal developed is in the form of a cur
rent, not a voltage, the AD846 differs from conventional open
tional amplifiers. This also means that, unlike most operational 
amplifiers which rely on negative feedback to produce a "virtual 
ground" at the inverting input terminal, this terminal explicitly 
has a low impedance. 

A unique circuit approach allows the AD846 to realize an open
loop transimpedance of close to 200 MO. This is neatly three 
orders of magnitude greater than that of any other operational 
transimpedance amplifier and results in extremely high levels of 
dc precision. 

As an example, the output voltage gain error is approximately 
equal to the value of the feedback resistor divided by the value 
of the open-loop transimpedance of the amplifier. That is, when 
using a I kO feedback resistor, this error is one part in 200,000. 
For a transimpedance amplifier with I MO transimpedance, this 
error is only one part in 1000; such an amplifier would barely be 
able to achieve 10-bit precision. 

Figure 39 is a simplified three-terminal model for the AD846. 
Figure 40 is a simplified three-terminal model for a conventional 
voltage op amp. The action of current feedback serves to modify 
the behavior of the amplifier under closed-loop conditions. The 
feedback resistor, Rp , is somewhat analogous to the input 
stage transconductaIice of a conventional voltage amplifier; and 
therefore, if the value of Rp is held constant, the closed-loop 
bandwidth also remains virtually constant, independent of 
closed- loop voltage gain. 



Figure 39. AD846 Three-Terminal Model 

Figure 40. Op Amp Three-Terminal Model 

A more detailed examination of the closed-loop transfer function 
of the AD846 results in the following equation: 

-RF 

Closed-Loop Gain G(si = 
Rs 

Compare this to the equation for a conventional op amp: 

-RF 

Rs 
Closed-Loop Gain G(si = (1 CCOMP (1 RF)) 

+g;;- + Rs s 

where: CCOMP is the internal compensation capacitor of the am
plifier; gM is the input stage transconductance of the 
amplifier. 

In the case of the voltage amplifier, the closed-loop bandwidth 
decreases directly with increasing values of (1 + RFIRS)' the 
closed-loop gain. However, for the transimpedance amplifier, 
the situation is different. At low gains, where (1 + RFIRS) RIN 
is small compared to RF , the closed-loop bandwidth is con
trolled by the internal compensation capacitance of 7 pF and the 
value of RF , and not by the closed-loop gain. At higher gains, 
where (1 + RFIRS) RIN is much larger than RF, the behavior is 
that of a conventional operational amplifier in which the input 
stage transconductance is equal to the inverting terminal input 
impedance of the transimpedance amplifier (RIN = 500). 

AD846 
A simple equation can, therefore, be used to determine the 
bandwidth of an amplifier employing the AD846 in the invert
ing configuration. 

23 
3 dB Bandwidth = RF + 0.05 (1 + Gi 

where: The 3 dB bandwidth is in MHz 
G is the closed-loop inverting gain of the AD846 
RF is the feedback resistance in kG. 

NOTE: This equation applies only for values of RF between 
10 kG and 100 kG, and for RLOAD greater than 500 G. For 
RF = 1 kG the bandwidth should be estimated from Figure 41. 

Figure 41 illustrates the closed-loop voltage gain vs. frequency 
of the AD846 for various values of feedback resistor. For com
parison purposes, the characteristic of a conventional amplifier 
having an 80 MHz unity gain bandwidth is also shown. 
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Figure 41. Closed-Loop Voltage Gain vs. Frequency for 
Various Values of RF 

For the case where RF = 1 kG and Rs = 100 G (closed-loop 
gain of -10), the closed-loop bandwidth is approximately 
28 MHz. It should also be noted that the use of a capacitor to 
shunt RF , a normal practice for stabilizing conventional op 
amps, will cause this amplifier to become unstable because the 
closed-loop bandwidth will increase beyond the stable operating 
frequency. 

A similar approach can be taken to calculate the noise perfor
mance of the amplifier. A simplified noise model is shown in 
Figure 42. 

The equivalent mean-square output noise voltage spectral 
density will equal: 
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Where: 

Rp is the eXternal resistance placed in series with the 
noninverting input 
Rp is the feedback resistor 
Rg is the source resistor 
INN is the noise current in the inverting input 
INP is the noise current in the noninverting input 
VN is the input noise voltage. 

Typical values for these parameters (@ 1 kHz) in pAlyHz are: 
INN = 20, IpN = 6, VN = 2. 

Or, referring to the signal input, the equivalent mean-square 
input voltage noise is: 

+ 4 kT Rs (1 + ~~) 
Resistor Rp is required for both inverting and noninverting (fol
lower) operation, to insure stable operation. The amplifier's 
noninverting input current (flowing through Rp of 100 0) will 
typically add less than 300 IL V to the AD846's input offset volt
age. This can be trimmed-out using the optional network shown 
in Figure 44. The following table gives recommended values 
for Rp. 

Recommended 
Supply Voltage Gain(R~) Value for Rp 

6 V to 15 V 1-10 1000 
6 V to 15 V 10-20 470 
6 V to 15 V 20-200 00 
SV 1-10 470 
5V 10-200 00 

I.N 

Figure 42. Op Amp Simplified Noise Model 

NONINVERTING GAIN OPERATION 
The AD846 can be used as a noninverting amplifier or voltage 
follower, operating at 'gains between 1 and 200. A minimum 
value of Rp equal to 1 kO should be employed. For low gains (1 
to 2), the input signal should be applied to the AD846's nonin
verting input through a 100 0 series resistor; this will help 
reduce peaking. The best transioot response will occur when the 
amplifier's output level is below 5 V peak to peak. 

At closed-loop gains of 3 or more, the input resistor is not 
required unless peak signals greater than 3 V will be applied. 
The amplifier's bandwidth can be determined by using the 
inverting amplifier's bandwidth equation or from Figure 41. For 
example, at a gain of + 10 (Rp = 1 kO, Rs = 100 fl) the band
width of the AD846 will be approximately 20 MHz; at a gain of 
+ 100, (Rp = 1 kO, Rs = 10 0) it will be 6 MHz. At gains of 3 
or greater, a small capacitor (2 pF-5 pF) connected across the 
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feedback resistor will help reduce overshoot; but when operating 
at noninverting gains below 3, this same capacitance will cause 
instability. 

+V. 

1kn 

Figure 43. AD846 Noninverting Amplifier Configuration 

USING THE COMPENSATION PIN OF THE AD846 
Additional compensation may be provided for the AD846 by 
applying an external capacitance between Pin 5 and analog 
ground (Figure 44). The nominal value of the AD846's internal 
compensation capacitor is 7 pF. For a given value of feedback 
resistance (Rp), any added external capacitance reduces the 
amplifier's slew rate and bandwidth proportionally. 

Figure 44. AD846 Inverting Amplifier Showing External 
Compensation Connection, Rp and Optional Vas Trim 

In addition to providing for external compensation, Pin 5 may 
be used to clamp the output of the amplifier, as shown in Fig
ure 45. The output can be clamped anywhere within the output 
range (approximately ± 10 V) of the amplifier. The input should 
also be clamped as a precaution against damaging the amplifier's 
input transistors. 

R, 

OUTPUT 

POSInV£ (DCI CLAMPING 
VOLTAGE 

NEGATIVE (DC) CLAMPING 
TYPE HP2835 VOLTAGE 

DIODES 

Figure 45. AD846 Used as a Clamped Amplifier 

This compensation node may also be used as an additional out
put terminal as in the precision transconductance amplifier 
application of Figure 46. 



v,. 
(±10V maxi VOUT 

lour = -O.1mA/VOLT 

Figure 46. A Precision Transconductance Amplifier 

The AD846 can be used in either the inverting transconductance 
mode as shown in Figure 46, or in a noninverting mode with Rs 
grounded and V s applied to the noninverting terminal. The cur
rent output is essentially constant over a compliance range of 
± 10 V at the compensation node. The output current (from Pin 
5) is limited to about ± 1 rnA due to internal saturation. Under 
these circumstances the normal output pin provides a buffered 
version of the compensation node output voltage. Output load 
impedance of 500 n or greater will not affect the accuracy of the 
transconductance conversion. 

THE AD846 IN A 2 MHz, 12·BIT SUBRANGING AID 
CONVERTER CIRCUIT 
The combination of fast settling times at high gains and low dc 
errors make the AD846 ideal for use as an error amplifier in 
high speed, 12-bit subranging A·D applications. In the circuit of 
Figure 47, an AD842 serves as an input amplifier. First pass 
conversion is accomplished, in a straightforward manner, deter
mining the top 7 bits. The latch then holds these top 7 bits 
which are applied to a 7 bit, 12-bit accurate DAC and also to 
the highest 7 bits of the adder (note that a sample-and-hold 
should be used ahead of this converter to minimize errors due to 
its 500 ns acquisition time). In the second pass, the input 
switches SI and S2 and S3 are set to state 2. The DAC output is 
then subtracted from the input signal and the resulting differ
ence is then amplified by an AD846 gain of 32 follower. This 
gain, together with a 1/64th scale offset, insures a unipolar resi
due which can be converted by the flash A-D. Conversion is 
accomplished via switches SI, S2 and S3 in state 1. Switch SI 
connects the input signal of the AD846 residue amplifier to 
ground which minimized overload recovery time. 

v~ 

~~I~~S~Op~~r:~B TO BIT 1 AD568 
2 '" 2ND PASS, BIT 7 TO LSB. 

PlUS OVERLAP Bn"S 8 • 7 
"R1 AND A2-31:1 RAllO TO 0.01% OR BETT£R 

ADDER 

LSB 

12 
BIT 
RESULT 

MSB 

Figure 47. Block Diagram of a 2 MHz, 12-Bit Subranging 
AID Converter 

AD846 
THE AD846 AS AN OPEN·LOOP LEVEL SHIFTER 
The AD846 can also be used for open-loop level shifting. As 
shown in Figure 48, resistor Rs is used to develop an input cur
rent which is proportional to the input voltage, VIN • This cur
rent flows from the compensation node (Pin 5) developing a 
voltage across resistor Re (Re is equal in value to resistor Rs) 
which, rather than being grounded, has one end tied to refer
ence voltage V2. The voltage appearing at Pin 5 is, therefore, 
voltage VIN plus voltage V2 and will directly follow changes in 
VIN • By scaling resistor Re, a level shift with voltage gain can 
be produced. 

In addition, the normal voltage output at Pin 6 is approximately 
equal to the voltage at Pin 5 thus providing a low impedance, 
buffered output for the level shifter. 

V'N 

Your 
IBUFFERED} 

VOUT 
(UNBUFFERED) 

Figure 48. AD846 Connected as a Level Shift Amplifier 

THE AD846 AS A HIGH SPEED DAC BUFFER 
The AD846 will enable the AD568 l2-bit DAC to develop a 
10 V output step which settles to within 0.025 percent of its 
final value in about 100 ns. This AD846/AD568 combination is 
shown in the circuit of Figure 49. Correct power supply decou
pling is essential: a 2.2 IJ-F tantalum capacitor connected in par
allel with a 0.1 IJ-F to 0.01 IJ-F ceramic disc capacitor is usually 
sufficient. These should be placed as close to the power supply 
pins as possible. Also, a ground plane should be employed; this 
ensure that there is a low impedance signal path to ground 
which allows the fastest possible output settling. In 12-bit sys
tems with the AD846 operating at gains of 10 or less, inade
quate supply decoupling can cause the output settling to degrade 
from 100 ns to as much as 300 ns, with a 10 V output step 
applied. 

DIGITAL 
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-15Y 
2.2,.,F 

ANALOG 

~~~~~==t==t~OUTPUT r; ANALOG 

.,v 

SUPPLY 
GROUND 

DIGITAL 
SUPPLY 
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Figure 49. The AD846 Serving as a DAC Buffer 
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~ANALOG 
WDEVICES 

FEATURES 
50 MH~ Unity Gain Bandwidth 
4.8 mA Supply Current 
300 V IIJ-s Slew Rate 
120 ns Settling Time to 0.1% for a 10 V Step 
0.04% Differential Gain 
0.19° Differential Phase 
Drives Capacitive Loads 

DC Performance 
5.5 V/mV Open-Loop Gain into a 1 kG Load 
1 mV max Input Offset Voltage 

Performance Specified for ±5 V and ±15 V 
Operation 

Available in Plastic. Hermetic Cerdip and 
Small Outline Packages; Chips and 
MIL-STD-883B Processing Available 

Available in Tape and Reel in Accordance with 
EIA-481A Standard 

Dual Version Available: AD827 

APPLICATIONS 
Unity Gain Buffer 
Cable Drivers 
8- and 10-Bit Data Acquisition Systems 
Video and RF Amplification 
Signal Generators 

PRODUCT DESCRIPTION 
The ADS47 is a high speed, low power monolithic operational 
amplifier. The AD847 achieves its combination offast ac and 
good dc performance by utilizing Analog Devices' junction iso
lated col)lplementary bipolar (CB) process. This process enables 
the ADS47 to achieve its high speed while only requiring 
4.S rnA of current from the power supplies. 

The ADS47 is a member of Analog Devices' family of high 
speed op amps. This family includes, among others, the ADS48, 
which is stable at a gain of five or greater, and the AD849, 
which offers 725 MHz of gain bandwidth at gains of 25 or 
greater. For more demanding applications, the ADS40, AD841 
and AD842 offer even greater precision and greater output cur
rent drive. 

The AD847 also has good dc performance. When operating with 
:1:5 V supplies, it offers an open loop gain of 3,500 VN (with a 
500 0 load) and low input offset voltage of 1 m V maximum 
(AIS grades). Common mode rejection is a minimum of SO dB. 
Output voltage swing is ±3 V even into loads as low as 150 O. 

High Speed, Low Power 
Monolithic Op Amp 

AD847 I 
AD847 CONNECTION DIAGRAM 

Plastic (N) 
Small Outline (R) and 
Cerdip (Q) Packages 

NULL NULL 

-IN +Vs 

+IN OUTPUT 

-Vs NC 

NC = NO CONNECT 

APPLICATION HIGHLIGHTS 
1. The high slew rate and fast settling time of the AD847 make 

it ideal for all types of video instrumentation circuitry, fast 
DAC and flash ADC buffers, and line drivers. 

2. As a buffer, the AD847 offers a full-power bandwidth of 
30 MHz (for 2 V Pop with Vs = ±5 V) making it outstand
ing as an input buffer for flash AID converters. 

3. In order to meet the needs of both video and data acquisition 
applications, the AD847 is optimized and tested for ± 5 V 
and ± IS V power supply operation. 

4. The low power and small outline packaging of the AD847 
make it very well suited for high density applications such as 
multiple pole active filters. 

5. The AD847 is internally compensated for unity gain opera
tion and remains stable when driving any capacitive load. 

6. Laser wafer trimming reduces the input offset voltage to less 
than I mV maximum on all AD847 grades, thus eliminating 
the need for external offset nulling in many applications. 

7. The AD847 is an enhanced replacement for the LM6l61 
series and can function as a pin for pin replacement for many 
high speed amplifiers such as the HA2544, HA2520/2/5 and 
the EL2020. 
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SPECIFICATIONS (@ fA = +25°C, unless otherwise noted) 
" 

Model 
Conditions Vs Min 

INPUT OFFSET VOLTAGE l ±SV 
Tmin to Tmax 

Offset Drift 

INPUT BIAS CURRENT ±5V, 
±ISV 

TlIlin to Tmax 

INPUT OFFSET CURRENT ±SV, 
±ISV 

Tolln to Tmax 
Offset Current Drift 

OPEN LOOP GAIN Vo - ±2.5 V ±SV 
RLOAD= SOO 0 2 
TlIlin to Tmax I 
RLOAD = ISOO 
VOUT = ±IO V ±ISV 
RLOAD = I kO 3 
Tmin to Tmax I.S 

DYNAMIC PERFORMANCE 
Unity Gain Bandwidth ±SV 

±ISV 
Full Power Bandwidth' Vo = S Vp-p 

RL = SOO 0, ±SV 
Vo= 20Vp-p, 

RL = IkO ±ISV 
Slew Rate' ±SV 

RLOAD = I kG ±ISV 22S 
Settling Time to 0.1% -2.S V to +2.S V ±SV 

10 V Step, Av = 21 ±ISV 
Phase Margin CLOAD = 10 pF ±ISV 

RLOAD = I kG 
Differential Gain f= 4.4 MHz ±15V 
Differential Phase f= 4.4 MHz ±15V 

COMMON MODE REJECTION VCM = 62.5 V ±5V 7S 
VCM = ±12 V ±15 V 7S 
Tmin to Tmax 75 

POWER SUPPLY RJlJECTION Vs = ±S V to ±15 V 75 
Tmin to Tmax 72 

INPUT VOLTAGE NOISE f= 10kHz ±IS V 

INPUT CURRENT NOISE f= 10kHz ±IS V 

INPUT COMMON MODE 
VOLTAGE RANGE ±SV 

±IS V 

OUTPUT VOLTAGE SWING RLOAD = 500 G ±SV 3.0 
RLOAD = ISO G ±SV 2.5 
RLOAD = I kG ±ISV 12 
RLOAD = 500 G ±IS V 10 

Shon-Circuit Current ±ISV 

INPUT RESISTANCE 

INPUT CAPACITANCE 

OUTPUT RESISTANCE Open Loop 

POWER SUPPLY 
Operating Range ± 4.5 
Quiescent Current ±5V 

Tmin [0 Tmax 
±ISV 

Tmin to Tmax 

NOTES 
'Input Offset Voltage Specifications are guaranteed after 5 minutes at T A = + 25'C. 
'Full Power Bandwidth = Slew Ratel21T VPEAK ' 

3Slew Rate is measured on rising edge. 

AD847J 
Typ 

O.S 

IS 

3.3 

SO 

0.3 

3.S 

1.6 

S.S 

3S 
SO 

12.7 

4.7 
200 
300 
6S 
120 

SO 
0.04 
0.19 

95 
95 

86 

IS 

1.5 

+4.3 
-3.4 
+14.3 
-13.4 

3.6 
3 

32 

300 

1.5 

IS 

4.8 

5.3 

Max Min 

1 
3.S 

6.6 

7.2 

300 

400 

2 
1 

3 
1.5 

22S 

SO 
SO 
75 

75 
72 

3.0 
2.5 
12 
10 

±IS ±4.5 
6.0 
7.3 
6.3 
7.6 

All min and max specifications are guaranteed. Specifications in boldface are 100% tested at final electrical test. 
Specifications subject to change without notice. 
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AD847A1S 
Typ Max Units 

O.S 1 mV 
4 mV 

IS fLVrc 

3.3 5 f,lA 

7.5 f,lA 

SO 300 nA 

400 nA 
0.3 nArC 

3.5 V/mV 
VlmV 

1.6 V/mV 

S.S V/mV 
VlmV 

3S MHz 
SO MHz 

12.7 MHz 

4.7 MHz 
200 VlfLS 
300 VlfLS 
6S ns 
120 ns 

SO Degree 
0.04 % 
0.19 Degree 

95 dB 
95 dB 

dB 

86 dB 
dB 

IS nV/y'Hz 

1.5 pNyHZ 

+4.3 V 
-3.4 V 
+14.3 V 
-13.4 V 

3.6 ±V 
3 ±V 

±V 
±V 

32 rnA 

300 kG 

1.5 pF 

IS 0 

±IS V 
4.8 5.7 rnA 

7.0I7.S rnA 
5.3 6.3 rnA 

7.618.4 rnA 



ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage . . . . . . . . . . . . . . . . . . . . .... :t 18 V 
Internal Power Dissipation' 

Plastic (N) ...... . 1.2 Watts 
Small Outline (R) . . . . . . . . 0.8 Watts 
Cerdip (Q) ........... . 1.1 Watts 

Input Voltage .....................:t V s Differential 
Input Voltage .............................. 6 V 
Storage Temperature Range Q .......... -65°C to + 150°C 

N, R ......................... -65°C to + 125°C 
Junction Temperature . . . . . . . . . . . . . . . . . . 175°C 
Lead Temperature Range (Soldering 60 sec) ......... 300°C 
NOTE 
'Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indi
cated in the operational section of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods may affect 
device reliability. 

'Mini-DIP Package: alA = IOO'ClWatt 
Cerdip Package: alA = llO'ClWatt 
Small Outline Package: alA = 155'CIWatt 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 

SUBSTRATE CONNECTED TO +Vs 

AD847 

7 +Vs 

6 OUTPUT 

4 -Vs 

ORDERING GUIDE' 

Gain Minimum Maximum 
Bandwidth Stable Offset Voltage 

Model MHz Gain mV 

AD847JN 50 I I 
AD847JR 50 I I 
AD847AQ 50 I I 
AD847SQ 50 I I 
AD847SQ/883B 50 1 1 
AD848J/A/S 175 5 1 
AD849J/A/S 725 25 I 

NOTES 
'J and S grade chips also available. AD847JR available in tape and reel. 
2See Section 20 for package outline information. 

Temperature Package 
Range - °C Options' 

o to +70 Plastic (N-8) 
o to +70 SOIC (R-8) 
-40 to +85 Cerdip (Q-8) 
-5510+125 Cerdip (Q-8) 
-55 to +125 Cerdip (Q-8) 

See AD848 Data Sheet 
See AD849 Data Sheet 

OPERATIONAL AMPLIFIERS 2-321 



Typical Characteristics (@ +25OCandYs= :t:15V. unless otherwise notedl 
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Figure 1. Input Common-Mode 
Range vs. Supply Voltage 
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HP3314A 
FUNCTION 

GENERATOR 
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Figure 19. Inverting Amplifier 
Configuration 
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FET 
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Figure 20. Noninverting Amplifier 
Configuration 

Figure 21. Offset Nulling 
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7A24 
OSCILLOSCOPE 

TEK 
7A24 

OSCILLOSCOPE 

Figure 19a. Inverter Large 
Signal Pulse Response 

Figure20a. Noninverting 
Large Signal Pulse Response 

OFFSET NULLING 

Figure 19b. InverterSmall 
Signal Pulse Response 

Figure 20b. Noninverting 
Small Signal Pulse Response 

The input offset voltage of the AD847 is very low for a high 
speed op amp, but if additional nulling is required, the circuit 
shown in Figure 21 can be used. 

INPUT CONSIDERATIONS 
An input resistor (R1N in Figure 20) is recommended in circuits 
where the input to the AD847 will be subjected to transient or 
continuous overload voltages exceeding the ± 6V maximum 
differential limit. This resistor provides protection for the input 
transistors by limiting the maximum current that can be forced 
into bases. 

For high performance circuits it is recommended that a resistor 
(R8 in Figures 19 and 20) be used to reduce bias current errors 
by matching the impedance at each input. The offset voltage! 
error caused by the offset current is more than an order of 
magnitude less. 



THEORY OF OPERATION 
The AD847 is fabricated on Analog Devices' proprietary com
plementary bipolar (CB) process which enables the construction 
of pnp and npn transistors with similar f-rS in the 600MHz to 
800MHz region. The AD847 circuit (Figure 22) includes an npn 
input stage followed by fast pnps in the folded cascade intermediate 
gain stage. The CB pnps are also used in the current amplifying 
output stage. The internal compensation capacitance that makes 
the AD847 unity gain stable is provided by the junction capaci
tances of transistors in the gain stage. 

Figure 22. AD847 Simplified Schematic 

The capacitor, Cp , in the output stage mitigates the effect of 
capacitive loads. At low frequencies and with low capacitive 
loads, the gain from the compensation node to the output is 
very close to unity. In this case Cp is bootstrapped and does not 
contribute to the compensation capacitance of the part. As the 
capacitive load is increased, a pole is formed with the output 
impedance of the output stage. This reduces the gain, and there
fore, Cp is incompletely bootstrapped. Some fraction of Cp 

contributes to the compensation capacitance, and the unity gain 
bandwidth falls. As the load capacitance is increased, the 
bandwidth continues to fall, and the amplifier remains stable. 

GROUNDING AND BYPASSING 
In designing practical circuits with the AD847, the user must 
remember that whenever high frequencies are involved, some 
special precautions are in order. Circuits must be built with 
short interconnect leads. A large ground plane should be used 
whenever possible to provide a low resistance, low inductance 
circuit path, as well as minimizing the effects of high frequency 
coupling. Sockets should be avoided because the increased inter
lead capacitance can degrade bandwidth. 

Feedback resistors should be of low enough value to assure that 
the time constant formed with the capacitances at the amplifier 
summing junction will not limit the amplifier performance. 
Resistor values of less than Skfl are recommended. If a larger 
resistor must be used, a small « IOpF) feedback capacitor in 
parallel with the feedback resistor, Rp , may be used to compensate 
for the input capacitances and optimize the dynamic performance 
of the amplifier. 

Power supply leads should be bypassed to ground as close as 
possible to the amplifier pins. O.I ... F ceramic disc capacitors are 
recommended. 

Applications - AD84 7 
VIDEO LINE DRIVER 
The AD847 functions very well as a low cost, high speed line 
driver of either terminated or unterminated cables. Figure 23 
shows the AD847 driving a doubly terminated cable in a follower 
configuration. 

The termination resistor, RT, (when equal to the characteristic 
impedance of the cable) minimizes reflections from the far end 
of the cable. While operating off ± SV supplies, the AD847 II 
maintains a typical slew rate of 200V/ .... , which means it can 
drive a ± IV, 30M,Hz signal on the terminated cable. 

A back-termination resistor (RaT' also equal to the characteristic 
impedance of the cable) may be placed between the AD847 
ouput and the cable in order to damp any reflected signals caused 
by a mismatch between RT and the cable's characteristic 
impedance. This will result in a "cleaner" signal, although it 
requires that the op amp supply ±2V to the output in order to 
achieve a ± I V swing at the line. 

+Vs 

Figure 23. Video Line Driver 

RaT 

50n 0.750 
CABLE 

Often termination is not used, either because signal integrity 
requirements are low or because too many high frequency signals 
returned to ground contaminate the ground plane. Unterminated 
cables appear as capacitive loads. Since the AD847 is stable into 
any capacitive load as a follower, it will not oscillate if the cable 
is not terminated; however pulse integrity will be degraded. 
Figure 24 shows the AD847 driving lOOpF and lOOOpF loads. 

10DpF 
LOAD 

1000pF 
LOAD 

Figure 24. ADB47 Driving a Capacitive Load 
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FLASH ADC INPUT BUFFER 
The 35MHz unity gain b~dwidth of the AD847 when operated 
with ± 5V supplies makes it an excellent choice for buffering " 
the input of high speed flash ND converters, such as the 
AD9048. " 

Figure 25 shows the AD847 as a unity inverter for the input to 
the AD9048. 

-15V 

'k ,1.Zk 

1.5kO 

+v. 

AD9048 

-v. 

~~------------------------~~verr 
son 

Figure 25. Flash ADC Input Buffer 

+Vs 

D'IMSBJ 

I 
I 
I 

D8ILSB) 

HIGH SPEED DAC BUFFER 
The wide bandwidth and fast settling time of the AD847 makes 
it a very goOd output buffer for high speed current-output DI A 
converters like the ADDAC-08. Figure 27 shows the ADDAC-08 
with the AD847 as the eurtent to voltage converter. In this 
unipolar configuration the output swing ranges from O.OOV to 
+9.%V. 

Figure 26 shows the full scale settling time of this circuit when 
the digital codes are changed from allis to aliOs. For the +9.96V 
to O.OOV output change shown ILSB = 40mV the overall settling 
time of the circuit is 140ns. 

The variable feedback capacitor, CF , is used to optimize the 
settling time of the circuit by compensating for the additional 
pole created by RF and the stray capacitance at the inverting 
input pin. A -IO.OV to +9.92V bipolar output is achievable 
by connecting a 10kfl resistor between the AD587 output and 
the AD847 input and replacing RF with a 10kfl resistor. 

AD847 
OUTPUT 

DIGITAL 
INPUT 

Figure 26. Settling Time for ADDAC-OB and ADB47 
Combination 

C. 
O.2pF-5pF 

SETTliNG TIME TEST CIRCUIT 

TEK7613 

~--<I>-+..JV",," ......... ---I OSCILLOSCOPE 

2x 
IN6263 

7A13 
AMPLIFIER 

"Figure 27. High Speed DAC Buffer 
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IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
125M Hz Gain Bandwidth - AD849 
115MHz Gain Bandwidth - AD848 
4.8mA Supply Current 
300V/p.S Slew Rate 
80ns Settling Time to 0.1% for a 10V Step - AD849 
Differential Gain: AD848 = 0.01%, AD849 = 0.08% 
Differential Phase: AD848 = 0.080 , AD849 = 0.040 

Drives Capacitive Loads 

DC PERFORMANCE 
3nV/YHz Input Voltage Noise - AD849 
85V/mV Open Loop Gain into a 1kO Load - AD849 
1mV max Input Offset Voltage 
Performance Specified for :!:5V and :!:15V Operation 
Available in Plastic, Hermetic Cerdip and Small Outline 

Packages. Chips and MIL-STD-883B Parts Available. 
Tape and Reel Also Available 

APPLICATIONS 
Cable Drivers 
8- and 10-Bit Data Acquisition Systems 
Video and RF Amplification 
Signal Generators 

PRODUCT DESCRIPTION 
The AD848 and AD849 are high speed, low power monolithic 
operational amplifiers. The AD848 is internally compensated so 
that it is stable for closed loop gains of 5 or greater. The AD849 
is fully decompensated and is stable at gains greater than 24. 
The AD848 and AD849 achieve their combination of fast ac and 
good de performance by utilizing Analog Devices' junction iso
lated complementary bipolar (CB) process. This process enables 
these op amps to achieve their high speed while only requiring 
4.8mA of current from the power supplies. 

The AD848 and AD849 are members of Analog Devices' family 
of high speed op amps. This family includes, among others, the 
AD847 which is unity gain stable, with a gain bandwidth of 
50MHz. For more demanding applications, the AD840, AD841 
and AD842 offer even greater precision and greater output cur
rent drive. 

The AD848 and AD849 have good dc performance. When oper
ating,with ±5V supplies, they offer open loop gains of BV/mV 

High Speed, Low Power 
Monolithic Op Amps 

AD848/AD849 I 
AD847/AD847 

CONNECTION DIAGRAM 

Plastic (N), Small Outline (R) and 
Cerdip (Q) Packages 

NC = NO CONNECT 

(AD848 with a 5000 load) and low input offset voltage of ImV 
maximum. Common-mode rejection is a minimum of 92dB. 
Output voltage swing is ±3V even into loads as low as 1500. 

APPLICATIONS HIGHLIGHTS 
I. The high slew rate and fast settling time of the AD848 and 

AD849 make them ideal for video instrumentation circuitry, 
low noise preamps and line drivers. 

2. In order to meet the needs of both video and data acquisition 
applications, the AD848 and AD849 are optimized and tested 
for ±5V and ±15V power supply operation. 

3. Both amplifiers offer full power bandwidth greater than 
20MHz (for 2V POp with ±5V supplies). 

4. The AD848 and AD849 remain stable when driving any 
capacitive load. 

5. Laser wafer trimming reduces the input offset voltage to 
ImV maximum on all grades, thus eliminating the need for 
external offset nulling in many applications. 

6. The AD848 is an enhanced replacement for the LM6164 
series and can function as a pin-for-pin replacement for many 
high speed amplifiers such as the HA2520/2/5 and EL2020 in 
applications where the gain is 5 or greater. 
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SPECIFICATIONS (@TA=+25°C unless otherwise noted) . 
Model 

Conditions Vs 
INPUT OFFSET VOLTAGE' . :!:5V 

:!:15V 
Tmin to Tmax :!:5V 

:!:15V 
Offset Drift :!:5V, :!:15V 

INPUT BIAS CURRENT :!:5V, :!:15V 
TmintoTmax :!:5V, :!:15V 

INPUT OFFSET CURRENT ±5V, 15V 
Tmin to Tmax ±5V, 15V 

Off",t Current Drift :!:5V, ISV 

OPEN LOOP GAIN Vo=:!:2.SV :!:5V 
RLoAo =500n 
T..untoTmax 
RLoAo=ISOn 
VOUT=:!:IOV :!:15V 
RLoAo=ildl 
Tmin to Tmax: 

DYNAMIC PERFORMANCE 
Gain Bandwidth AYCL"'5 :!:5V 

:!:15V 
Full Power Bandwidth' ·Vo =2Vp·p, 

RL=500n :!:SV 
Vo=20V p.p, 

RL =Ildl :!:15V 
Slew Rate :!:5V 

RLoAo = Ildl :t15V 
Settling Time to 0.1% -2.5V to +2.SV :t5V 

IOV Step, Ay = -4 :!:15V 
Phase Margin CLoAo=IOpF :!:15V 

RLoAo=lkn 

DIFFERENTIAL GAIN f=4.4MHz :!:15V 

DIFFERENTIAL PHASE f=4.4MHz :!:15V 

COMMON·MODE REJECTION VCM =:t2.SV :!:5V 
VCM=:!:l2V :!:15V 
T~n toTmax 

POWER SUPPLY REJECTION Vs =:!:4.5Vto :!:18V 
TmiD to Tmax 

INPUT VOLTAGE NOISE f- 10kHz ±ISV 

INPUT CURRENT NOISE f= 10kHz :t15V 

INPUT COMMON·MODE 
VOLTAGE RANGE :!:5V 

:!:15V 

OUTPUT VOLTAGE SWING RLOAo=SOO!l :t5V 
RLOAo =150n :!:SV 
RLoAo=SO!l :!:SV 
RLoAo=lldl :tISV 
RLOAo=SOOn :!:ISV 

SHORT CIRCUIT CURRENT :tISV 

INPUT RESISTANCE 

INPUT CAPACITANCE 

OUTPUT RESISTANCE Open Loop 

POWER SUPPLY 
Operating Range 
Quiescent Current :!:.SV 

Train to Tmax 
±ISV 

T .... toTmax 

NOTES 
'lnpul offset wi .... specifications are guaranteed after 5 minutes al T. = + 25"<:. 
'Pull power bandwidth = slew ratel2 .. V PI!AIt. Refer 10 p;,w. I. 

AD848J 
Min Typ 

0.2 
0.5 

7 

3.3 

50 

0.3 

9 13 
7 

8 

12 20 
8 

125 
175 

24 

4.7 
200 

225 300 
65 
100 

60 

0.07 

0.08 

92 105 
92 105 
88 

85 98 
80 

5 

1.5 

r 
+4.3 
-3.4 
+14.3 
-13.4 

3.0 3.6 
2.5 3 

1.4 
12 
10 

32 

70 

1.5 

IS 

±4.5 
4.8 

5.1 

AD848A/S 
Max Min Typ Max Units 

I 0.2 1 mV 
2.3 0.5 2.3 mV 
1.5 2 mV 
3.0 3.5 mV 

7 ILvrc 
6.6 3.3 6.6/5 ILA 
7.2 7.5 .,.A 

300 50 30q nA 
400 400 nA 

0.3 nArC 

9 13 V/mV 
715 V/mV 

8 V/mV 

12 20 V/mV 
8/6 V/mV 

125 MHz 
175 MHz 

24 MHz 

4.7 MHz 
200 V/ILS 

225 300 V/ILs 
65 ns 
100 ns 

60 Degrees 

0.07 % 

0.08 Degree 

92 105 dB 
92 105 dB 
88 dB 

85 98 dB 
80 dB 

5 nV/y'Hz 

1.5 pA/y'Hz 

+4.3 V 
-3.4 V 
+14.3 V 
-13.4 V 

3.0 3.6 :tV 
2.5 3 :tV 

1.4 :tV 
12 :!:V 
10 :!:V 

32 rnA 

70 ldl 

1.5 pF 

IS n 

±18 ±4.5 ±18 V 
6.0 4.8 6.0 rnA 
7.4 7.418.3 rnA 
6.8 5.1 6.8 rnA 
8.0 8.019.0 rnA 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test. All others are guaranteed but 
not necessarily tested. 

SpecifICations subject to chanae without notice. 
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Model 
CoDditiODS V. 

INPUT OFFSET VOLTAGE' 5V 
15V 

Tmia to Tmax 5V 
15V 

Offset Drift 5V, ±15V 

INPUT BIAS CURRENT ±5V, ±15V 
T .. n toT .... ±5V, ±15V 

INPUT OFFSET CURRENT ±5V, 15V 
Tmin to Tmax ±5V, 15V 

Offset Current Drift ±5V, 15V 

OPEN LOOP GAIN Vo =±2.5V ±5V 
RLOAo = 500!l 
Tmin to Tmax 
RLoAo =150n 
VOUT=±IOV ±15V 
RLoAo =lkn 
Tmin to Tmax 

DYNAMIC PERFORMANCE 
Gain Bandwidth AYCL",25 ±5V 

±15V 
Full Power Bandwidth' Vo =2Vp-p, 

RL=5oon ±5V 
Vo =20Vp-p, 

RL=lkn ±15V 
Slew Rate ±5V 

RLOAo=lkn ±15V 
Settling Time to 0.1% -2.5V to +2.5V ±5V 

IOV Step, Ay = - 24 ±15V 
Phase Margin CLoAo =lOpF ±15V 

RLoAo =lkn 

DIFFERENTIAL GAIN f=4.4MHz ±15V 

DIFFERENTIAL PHASE f=4.4MHz ±15V 

COMMON-MODE REJECTION VcM =±2.5V ±5V 
VcM =±12V ±15V 
Tmin to Tmax 

POWER SUPPLY REJECTION Vs= ±4.5V to ±18V 
Tmin to Tmax 

INPUT VOLTAGE NOISE f= 10kHz ±15V 

INPUT CURRENT NOISE f= 10kHz ±15V 

INPUT COMMON-MODE 
VOLTAGE RANGE ±5V 

±15V 

OUTPUT VOLTAGE SWING RLOAo = soon ±5V 
RLOAo =150n ±5V 
RLOAo =50n ±5V 
RLoAo =lkn ±15V 
RLOAo =500n ±15V 

SHORT CIRCUIT CURRENT ±15V 

INPUT RESISTANCE 

INPUT CAPACITANCE 

OUTPUT RESISTANCE Open Loop 

POWER SUPPLY 
Operating Range 
Quiescent Current ±5V 

Tmin to Tmax 
±15V 

Tmin to Tmax 
NOTES 
'Input offset voltage specifications are guaranteed after 5 minutes at T A = + 25OC. 
2Full power bandwidth = slew ratel211' VPEAKo Refer to Figure 2. 

AD849J 
Min Typ 

0.3 
0.3 

2 

3.3 

50 

0.3 

30 50 
20 

32 

45 85 
30 

520 
725 

20 

4.7 
200 

225 300 
65 
80 

60 

0.08 

0.04 

100 115 
100 115 
96 

98 120 
94 

3 

1.5 

+4.3 
-3.4 
+14.3 
-13.4 

3.0 3.6 
2.5 3 

1.4 
12 
10 

32 

2S 

1.5 

15 

±4.5 
4.8 

5.1 

AD 848/AD 849 
AD849A1S 

Max Min Typ Max Units 

1 0.1 0.75 mV 
1 0.1 0.75 mV 
1.3 1.0 mV 
1.3 1.0 mV 

2 fJ.vrc 

6.6 3.3 6.615 fJ.A 
7.2 7.5 tJ.A 
300 50 300 nA 
400 400 nA 

0.3 nAf'C 

30 50 V/mV 
20/15 VlmV 

32 VlmV 

45 85 V/mV 
30125 V/mV 

520 MHz 
725 MHz 

20 MHz 

4.7 MHz 
200 V/fJ.s 

225 300 V/fJ.s 
65 ns 
80 ns 

60 Degrees 

0.08 % 

0.04 Degree 

100 115 dB 
100 115 dB 
96 dB 

98 120 dB 
94 dB 

3 nV/v'Hz 

1.5 pAlv'Hz 

+4.3 V 
-3.4 V 
+14.3 V 
-13.4 V 

3.0 3.6 ±V 
2.5 3 ±V 

1.4 ±V 
12 ±V 
10 ±V 

32 rnA 

25 kn 

1.5 pF 

IS n 

±18 ±4.5 ±18 V 
6.0 4.8 6.0 mA 
7.4 7.4/8.3 rnA 
6.8 5.1 6.8 rnA 
8.0 8.0/9.0 mA 

All min and max specifications are guaranteed. Specifications in boldface are tested on aU production units at final electrical test. All others are guaranteed but 
not necessarily tested.. 

SpecifICations subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage •...•....................... :!:18V 
Internal Power Dissipation2 

Plastic (N) . . . . .. . . . . . . . . . . . . . . . . . . . . .1.1 Watts 
Small Outline (R) •..................... 0.9 Watts 
Cerdip (Q) ....... ' .................... 1.1 Watts 

Input Voltage .......•...................... :!:Vs 
Differential Input Voltage . . . . • . . . . . . . . . . . . • . . . . + 6V 
Storage Temperature Range Q ........... -65·C to + 150·C 

N, R .......................... -65OC to + 125·C 
Junction Temperature ....................... + 1750C 
Lead Temperature Range (Soldering 6Osec) ......... +300·C 

'Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is' not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 

'Mini-DIP Package: alA = 110"(; Wan. 
eerdip Package: alA = 110"(; Watt. 
Small Outline Package: alA = 155"(; Watt. 

METALIZATION PHOTOGRAPH 

Model 

AD848JN 
AD848JR 
AD848AQ 
AD848SQ 
AD848SQ/883B 

AD849JN 
AD849JR 
AD849AQ 
AD849SQ 
AD849SQ/883B 

ADB47JIAIS 

NOTE 

Contact factory for latest dimensions. (AD848 and AD849 are identical 
except for the part number in the upper right.) 

Dimensions shown in inches and (mm). 

r-------------~~--------------~ 
NULL 

8 

NULL 1 7 +Vs 

-INPUT 2 

0,'" 
11.371 

Gain 
Bandwidth 
MHz 

175 
175 
175 
175 
175 

725 
725 
725 
725 
725 

50 

SUBSTRATE CONNECTED TO +Vs 

ORDERING GUIDE 

Min Max 
Stable Offset Voltage 
Gain mV 

5 1 
5 1 
5 1 
5 1 
5 1 

25 1 
25 1 
25 0.75 
25 0.75 
25 0.75 

1 1 

6 OUTPUT 

4 -Vs 

Temperature 
Range _·C Package Optionl • 2 

o to +70 Plastic (N -8) 
o to +70 SOIC (R-8) 
-40 to +85 Cerdip (Q-8) 
-55 to +125 Cerdip (Q-8) 
-55 to + 125 Cerdip (Q-8) 

o to +70 Plastic (N -8) 
o to +70 SOIC (R-8) 
-40 to +85 Cerdip (Q-8) 
-55 to + 125 Cerdip (Q-8) 
-55 to +125 Cerdip (Q-8) 

See AD847 Data Sheet 

'Plastic SOlC (R) available in tape and reel. AD848 available in S grade chips. AD849 available in 
J and S grade chips. 
'See Section 20 for package outline information. 
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HP3314A 

R, 
4.99kO 

.. 15V 

FET G~N~~W~R f---<.-'I""'_-{ 
2.5MHz 

PROBE TEK 
7A24 

OSCILLOSCOPE 

Figure 1. AD848 Inverting Amplifier Configuration 

Figure 1a. AD848 Large Signal 
Pulse Response 

Figure 1b. AD848 Small Signal 
Pulse Response 

OFFSET NULUNG 
The input voltage of the AD848 and AD849 are very low for 
high speed op amps, but if additional nulling is reqliired, the 
circuit shown in Figure 3 can be used. 

For high performance circuits it is recommended that a resistor 
(RB in Figures I and 2) be used to reduce bias current errors by 
matching the impedance at each input. The offset voltage error 
caused by the input currents is decreased by more than an order 
of magnitude. 

HP3314A 

R, 
12.5kO 

.. 15V 

AD848/AD849 

G~N~c;J:~~R I-..... I/II\,....,H, FET 
PROBE TEK 

2.5MHz 7A24 
OSCILLOSCOPE II 

'---------' 

Figure 2. AD849 Inverting Amplifier Configuration 

Figure 2a. AD849 Large Signal 
Pulse Response 

Figure 2b. AD849 Small Signal 
Pulse Response 

Figure 3. Offset Nulling 
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Typical Characteristics (@ +25"C and Vs=±15V, unless otherwise noted) 

5 

/ 
/'" 

f----

5 

'. 10 15 20 
SUPPLY VOLTAGE- ±Volts 

Figure 4. Quiescent Current vs. 
Supply Voltage (AD(J48 and ADB49) 
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LOAl) RESISTANCE - n 

Figure 7. Open Loop Gain vs. 
Load Resistance ·(ADB48l 
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Figure 10. Quiescent Current VB. 

Temperature (AD848 and AD849) 
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Figure 5. Large Signal Frequency 
Response (AD848 and AD849) . 

'05 

'00 

• 

• 
,. ,. 

3. 

, • 

I' 

/,/' 

/ 
/ 

100 1k 
LOAD RESISTANCE - n 

.I II 
V.=:t15V 

I I 
Vs '=:t5V 

Figure 8. Open Loop Gain vs. 
Load Resistance (AD849) 
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Figure 1,. Short Circuit Current 
Limit VB. Temperature (ADB48 
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Figl.!re 6. Output Voltage Swing vs. 
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Temperature (AD848 and AD849) 
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Figure 13. Open Loop Gain and 
Phase Margin VS. Frequency (AD848) 
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Figure 14. Open Loop Gain and 
Phase Margin vs. Frequency (AD849) 

-9 • 
3VR~ 
RL=1kfi 

-os 

'I 

V 

• 
V;V 

jDHi"TL0 
5 

J%D "fRM~N~ • 

~ -'00 

~ -105 
is 

~ 
S-11 

~ 
-11 

-'2 -'20 
'00 ,. 'Ok 100k 100 ,. '0' '00' 

FREQUENCY - Hz 

Figure 16. Harmonic Distortion VS. 

Frequency (AD848) 

'00 

so ~ "-
~ +SUPPLV 

~ 

• ,. 'Ok 

-SUPP~ 
l'.. 

~ ~ 
,. 1M 

FREQUENCY-Hz 

",,' 

10M 100M 
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Applications 
GROUNDING AND BYPASSING 
In designing practical circuits with the AD848 or AD849, the 
user must remember that whenever high frequencies are 
involved, some special precautions are in order. Circuits must be 
built with short interconnect leads. A large ground plane should 
be used whenever possible to provide a low resistance, low in
ductance circuit path, as well as minimizing the effects of high 
frequency coupling. Sockets should be avoided because the in
creased interlead capacitance can degrade bandwidth. 

Feedback resistors should be of low enough value to assure that 
the time constant formed with the capacitances at the amplifier 
summing junction will not limit the amplifier performance. Re
sistor values of less than SkU are recommended. If a larger re
sistor must be used, a small « JOpF) feedback capacitor in 
parallel with the feedback resistor, Rp , may be used to compen
sate for the input capacitances and optimize the dynamic perfor
mance of the amplifier. 

Power supply leads should be bypassed to ground as close as 
possible to the amplifier pins. O.IfJ-F ceramic disc capacitors are 
recommended. 

VIDEO LINE DRIVER 
The AD848 functions very well as a low cost, high speed line 
driver of either terminated or unterminated cables. Figure 22 
shows the AD848 driving a doubly terminated cable. 

The termination resistor, RT , (when equal to the characteristic 
impedance of the cable) minimizes reflections from the far end 
of the cable. While operating off ±SV supplies, the AD848 
maintains a typical slew rate of 200V/fJ-s, which means it can 
drive a ± IV, 24MHz signal on the terminated cable. 

A back~termination resistor (RBT, also equal to the characteristic 
impedance of the cable) may be placed between the AD848 out
put and the cable in order to damp any reflected signals caused 
by a mismatch between RT and the cable's characteristic imped
ance. This will result in a "cleaner" signal, although it requires 
that the op amp supply ± 2V to the output in order to achieve a 
±IV swing at the line. 

R2 

+Vs 

Figure 22. Video Line Driver 
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son or 75H 
CABLE 

100pF 
LOAD 

1000pF 
LOAD 

Figure 23. AD848 Driving a Capacitive Load 

Often termination is not used, either because signal integrity 
requirements are low or because too many high frequency sig
nals returned to ground contaminate the ground plane. Untermi
nated cables appear as capacitive loads. Since the AD848 and 
AD849 are stable into any capacitive load, the op amp will not 
oscillate if the cable is not terminated; however pulse integrity 
will be degraded. Figure 23 shows the AD848 driving both 
lOOpF and IOOOpF loads. 

LOW NOISE PRE-AMP 
The input voltage noise spectral densities of the AD848 and the 
AD849 are shown in Figure 24. The low wideband noise and 
high gain bandwidths of these devices makes them well suited as 
pre-amps for high frequency systems. 

25 

• 

.\ 
~ ~ 

• 10 

~ 

100 

AD848 

AD849 

lk 10k lOOk 1M 10M 
FREQUENCY - Hz 

Figure 24. Input Voltage Noise Spectral Density 

Input voltage noise will be the dominant source of noise at the 
output in most applications. Other noise sources can be mini
mized by keeping resistor values as small as possible. 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Improved Replacement for Signetics SE/NE5539 

AC PERFORMANCE 
Gain Bandwidth Product: 1.4 GHz typ 
Unity Gain Bandwidth: 220 MHz typ 
High Slew Rate: 600 V//J-s typ 
Full Power Response: 82 MHz typ 
Open-Loop Gain: 47 dB min. 52 dB typ 

DC PERFORMANCE 
All Guaranteed DC Specifications Are 100% Tested 

For Each Device Over Its Full Temperature 
Range - For All Grades and Packages 

Vos: 5 mV max Over Full Temperature Range 
(AD5539J) 

18: 20 /J-A max (AD5539J) 
CMRR: 70 dB min. 85 dB typ 
PSRR: 100 /J-V/V typ 
MIL-STD-883B Parts Available 

PRODUCT DESCRIPTION 
The AD5539 is an ultrahigh frequency operational amplifier de
signed specifically for use in video circuits and RF amplifiers. 
Requiring no external compensation for gains greater than 5, it 
may be operated at lower gains with the addition of external 
compensation. 

As a superior replacement for the Signetics NE/SE5539, each 
AD5539 is 100% dc tested to meet all of its guaranteed dc speci
fications over the full temperature range of the device. 

The high slew rate and wide bandwidth of the AD5539 provide 
low cost solutions to many otherwise complex and expensive 
high frequency circuit design problems. 

The AD5539 is available specified to operate over either the 
commercial (AD5539JN/JQ) or military (AD5539SQ) tempera
ture range. The commercial grade is available either in l4-pin 
plastic or cerdip packages. The military version is supplied in 
the cerdip package. Chip versions are also available. 

Ultrahigh Frequency 
Operational Amplifier 

AD5539 I 
AD5539 CONNECTION DIAGRAM 

Plastic DIP (N) Package 

NONINVERTING 
INPUT 

or Cerdip (Q) Package 

PRODUCT HIGHLIGHTS 

INVERTING 
INPUT 

NC 

FREQUENCY 
COMPENSATION 

v+ 

1. All guaranteed dc specifications are 100% tested. 

2. The AD5539 drives 50 nand 75 n loads directly. 

3. Input voltage noise is less than 4 n V \1Hz. 

4. Low cost RF and video speed performance. 

5. ±2 volt output range into alSO n load. 

6. Low cost. 

7. Chips available. 
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SPECIFICATIONS (@ +25°C and V - +8 V de unless otherwise noted) s -- . .. 

AD5539J AD5539S 
Parameter Min Typ Max Min Typ Max . Units 

INPUT OFFSET VOLTAGE 
Initial Offset! 2 5 2 3 mV 

Tm;n to Tmax 6 5 mV 

INPUT OFFSET CURRENT 
Initial Offset2 0.1 2 0.1 1 .... A 

T min to. T max 5 3 ..,.A 

INPUT BIAS CURRENT 
Initial2 

VCM = 0 6 20 6 13 .... A 
Either Input 

Tm;n to Tmax 40 25 ..,.A 

FREQUENCY RESPONSE 
RL = 15003 

Small Signal Bandwidth 220 220 MHz 
AcL = 2' 

Gain Bandwidth Product 1400 1400 MHz 
ACL = 26 dB 

Full Power Response 
ACL = 2' 68 68 MHz 
ACL = 7 82 82 MHz 
AcL = 20 65 65 MHz 

Settling Time (1%) 12 12 ns 
Slew Rate 600 600 VI .... s 
Large Signal Propagation Delay 4 4 ns 
Total Harmonic Distortion 

RL = 00 0.010 0.010 % 
RL = 10003 0.016 0.016 % 
VOUT = 2 V p-p 
AcL = 7, f = 1 kHz 

INPUT IMPEDANCE 100 100 kO 

OUTPUT IMPEDANCE (f < 10 MHz) 2 2 0 

INPUT VOLTAGE RANGE 
Differentials 

(Max Nondestructive) 250 250 mV 
Common Mode Voltage 

(Max Nondestructive) 2.5 2.5 V 
Common Mode Rejection Ratio 

tNCM = 1.7 V 
Rs = 1000 70 85 70 85 dB 
Tmin to Tmax 60 60 dB 

INPUT VOLTAGE NOISE 
Wideband RMS Noise (RTI) 5 5 .... V 

BW = 5 MHz; Rs = 50 0 
Spot Noise 4 4 nVv'Hz 

F = 1 kHz; Rs = 50 0 

OPEN-LOOP GAIN 
Vo = +2.3 V, -1.7 V 
RL = 15003 47 52 58 47 52 58 dB 
RL = 2 kO 47 58 48 57 dB 
Tm;n to Tmax -RL = 2 kO 43 63 46 60 dB 
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AD5539J AD5539S 
Parameter Min Typ Max Min Typ 

OUTPUT CHARACTERISTICS 
Positive Output Swing 

RL = ISO 0 3 +2.3 +2.8 +2.3 +2.8 
RL = 2 kO +2.3 +3.3 +2.5 +3.3 
T min to T max with 

RL = 2 kO +2.3 +2.3 
Negative Output Swing 

RL = ISO 0 3 -2.2 -1.7 -2.2 
RL = 2 kO -2.9 -1.7 -2.9 
T min to T max with 

RL = 2 kO -1.5 

POWER SUPPLY (No Load, No Resistor to -Vs) 
Rated Performance ±8 ±8 
Operating Range ±4.5 ±10 ±4.5 
Quiescent Current 

Initial Icc+ 14 18 14 
Tmin to Tmax 20 

Initial Icc- 11 15 II 
T m.in to T max 17 

PSRR 
Initial 100 1000 100 
T min to Tmax 2000 

TEMPERATURE RANGE 
Operating, 

Rated Performance 
Commercial (0 to + 70°C) AD5539JN, AD5539JQ 
Military (-55°C to + 125°C) AD5539SQ 

PACKAGE OPTIONS6 

Plastic (N-14) AD5539JN 
Cerdip (Q-14) AD5539JQ AD5539SQ 
J and S Grade Chips Available 

NOTES 
lInput Offset Voltage specifications are guaranteed after 5 minutes of operation at TA = +25°C. 
2Bias Current specifications are guaranteed maximum at either input after 5 minutes of operation at T A = + 25°C. 
'Rx = 470 n to -Vs. 
4Externally compensated. 
5Defined as voltage between inputs, such that neither exceeds +2.5 V, -5.0 V from ground. 
6See Section 20 for package outline information. 

Specifications subject to change without notice. 

AD5539 
Max Units 

V 
V 

V 

-1.7 V 
-2.0 V 

-1.5 V 

V 
±1O V 

17 rnA 
18 rnA 
14 rnA 
15 rnA 

1000 ILVN 
2000 ILVN 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test. Results from those tests are 
used to calculate outgoing quality levels. 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage .................. ; ........ ±10 V 
Internal Power Dissipation .....•...•........ 550 mW 
Input Voltage ..................•.. +2.5 V, -5.0 V 
Differential Input Voltage .........••......... 0.25 V 
Storage Temperature Range Q .......... -65°C to + 1500c 
Storage Temperature Range N .......... -65°C to + 125°C 
Operating Temperature Range 

AD5539JN ......................... 0 to +70°C 
AD5539JQ ......................... 0 to + 70°C 
AD5539SQ ..................... -55°C to + 125°C 

Lead Temperature Range (Soldering 60 Seconds) ..... 300°C 

NOTES 
'Stresses above those listed undet "Absolute Maximum Ratings" may cause 
petmanent damage to the device. Tbis is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 

absolute maximum rating conditions for extended periods may affect device 
reIiability. 

2-338 OPERATIONAL AMPLIFIERS 

OFFSET NULL CONFIGURATION 

+Vs 

-Vs 

RNUU 

36k 

V'N OR GROUND 
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FUNCTIONAL DESCRIPTION 
The AD5539 is a two-stage, very high frequency amplifier. Dar
lington input transistors Ql, Q4 -Q2, Q3 form the first stage -
a differential gain amplifier with a voltage gain of approximately 
50. The second stage, Q5, is a single-ended amplifier whose in
put is derived from one phase of the differential amplifier out
put; the other phase of the differential output is then summed 
with the output of Q5. The all NPN design of the AD5539 is 
configured such that the emitter of Q5 is returned, via a small 
resistor to ground; this eliminates the need'for separate level 
shifting circuitry. 

The output stage, consisting of transistors Q9 and QlO, is a 
Darlington voltage follower with a resistive pull-down. The bias 
section, consisting of transistors Q6, Q7 and Q8, provides a sta
ble emitter current for the input section, compensating for tem
perature and power supply variations. 

SOME GENERAL PRINCIPLES OF HIGH FREQUENCY 
CIRCUIT DESIGN 
In designing practical circuits with the AD5539, the user must 
remember that whenever very high frequencies are involved, 
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some special precautions are in order. All real-world applications 
circuits must be built using proper RF techniques: the use of 
short interconnect leads, adequate shielding, groundplanes, and 
very low profile IC sockets. In addition, very careful bypassing 
of power supply leads is a must. 

Low-impedance transmission line is frequently used to carry 
signals at RF frequencies: 50 n line for telecommunications pur
poses and 75 n for video applications. The AD5539 offers a rel
atively low output impedance; therefore, some consideration 
must be given to impedance matching. A common matching 
technique involves simply placing a resistor in series with the 
amplifier output that is equal to the characteristic impedance of 
the transmission line. This provides a good match (although at a 
loss of 6 dB), adequate for many applications. 

All of the circuits here were built and tested in a SO n system. 
Care should be taken in adapting these circuits for each particu
lar use. Any system which has been properly matched and ter
minated in its characteristic impedance should have the same 
small signal frequency response as those shown in this data 
sheet. 



APPLYING THE AD5539 
The AD5539 is stable for closed-loop gains of 4 or more as an 
inverter and at (noise) gains of 5 or greater as a voltage follower. 
This means that whenever the AD5539 is operated at noise gains 
below 5, external frequency compensation must be used to in
sure stable operation. 

The following sections outline specific compensation circuits 
which permit stable operation of the AD5539 down to follower 
(noise) gains of 3 (inverting gains of 2) with corresponding 
- 3 dB bandwidths up to 390 MHz. External compensation is 
achieved by modifying the frequency response to the AD5539's 
external feedback network (i.e., by adding lead-lag compensa
tion) so that the amplifier operates at a noise gain of 5 (or more) 
at frequencies over 44 MHz, independent of signal gain. 
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Figure 13. Small Signal Open-Loop Gain 
and Phase vs. Frequency 

GENERAL PRINCIPLES OF LEAD AND LAG 
COMPENSATION 
The AD5539 has its first pole or breakpoint in its open-loop 
frequency response at about 10 MHz (see Figure 13). At fre
quencies beyond 100 MHz, phase shift increases such that the 
output lags the input by 1800 - well before the unity gain 
crossover frequency. Therefore, severe peaking (and possible 
oscillation) will result if the AD5539 is operated at noise gains 
below 5, unless external compensation is employed. Figure 14 
shows the uncompensated closed-loop frequency response of the 
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Figure 14. AD5539 Uncompensated Response, Closed
Loop Gain = 7 

Applying the AD5539 
AD5539 when operating at a noise gain of 7. Under these condi
tions, excess phase shift causes nearly 10 dB of peaking at 
150 MHz. 

Figure 15 illustrates the use of both lead and lag compensation 
to permit stable low-gain operation. The AD5539 is shown con
nected as an inverting amplifier with the required external com
ponents added to provide stability and improve high frequency 
response. The stray capacitance between the amplifier summing II 
junction and ground, Cx, represents whatever capacitance is as-
sociated with the particular type of op amp package used plus 
the stray wiring capacitance at the summing junction. 

Evaluating the lead capacitance first (ignoring RLAG and CLAG 

for now): the feedback network, consisting of R2 and CLEAD' 

has a pole frequency equal to: 

1 
FA = 

21' (CLEAD + Cxl (RI II R21 

and a zero frequency equal to: 

FH 
21' (RI x CLEADI 

(I) 

(2) 

Usually, frequency FA is made equal to Fa; that is, (RICx)= (RZ 
CLEAD), in a manner similar to the compensation used for an 
attenuator or scope probe. However, if the pole frequency, FA,' 
will lie above the unity gain crossover frequency (440MHz), 
then the optimum location of Fa will be near the crossover 

-NOISE GAIN" = ~ + 1 

-VB 

Figure 15. Inverting Amplifier Model Showing Both Lead 
and Lag Compensation 

Figure 16. A Model of the Feedback Network of the 
Inverting Amplifier 
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The lag network (RLAG, CLAG) increases the feedback attenua
tion, i.e.: the amplifier operates at a higher noise gain, above 
some frequency, typically one tenth of the crossover frequency. 
As an example, to achieve a noise gain of 5 at frequencies above 
44 MHz, for the circuit of Figure 15, would require !l network 
of: 

Rl 
RLAG -

14RlIR2) -1 
(3) 

and ... 

1 
GLAG = 

211' RLAG 144 X 106) 
(4) 

It is worth noting that an RLAG resistor may be used alone, to 
increase the noise gain above 5 at all frequencies. However, this 
approach has the disadvantage of also increasing the dc offset 
and low frequency noise.errors by an amount equal to the in
crease in gain, in this case, by a factor of 5. 

SOME PRACTICAL CIRCUITS 
The preceding general principles may now be applied to some 
actual circuits. 

A General Purpose Inverter Circuit 
Figure 17 is a general purpose inverter circuit operating at a 
gain of -2. 

For this circuit, the totaicapacitance at the inverting input is 
approximately 3 pF; therefore, CLEAD from Equations 1 and 2 
needs to be approximately 1.5 pF. As shown in Figure 17, a 
small trimmer is used to optimize the frequency response of this 
circuit. Without a lag compensation network, the noise gain of 
the circuit is 3.0 and, as shown in Figure 18, the output ampli
tude remains within ±0.5 dB to 170 MHz and the -3 dB band
width is 200 MHz. 

Cw.. 0.1 - 2.5pf TRIMMER 

-sv 

Figure 17. A General Purpose Inverter Circuit 

2-342 OPERATIONALAMPLIFIERS 

+2 

, 

-. 10.0k 

h 
t'--

1M 10M 100M 'G 
FREQUENCY - Hz 

Figure 18. Response olthe (Figure 17) Inverter Circuit 
without a Lag Compensation Network 

A lag network (Figure 15) can be added to improve the response 
of this circuit even further as shown in Figures 19 and 20. In 
almost all cases, it is imperative to make capacitor CLEAD ad
justable; in some cases, CLAG must also be variable. Otherwise, 
component and circuit capacitance variations will dominate cir
cuit performance. 
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Figure 19. Response of the (Figure 17) Inverter Circuit 
with an RLAG Compensation Network Employed 
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Figure 20. Response of the (Figure 17) Inverter Circuit 
with an RLAG and a CLAG Compensation Network 
Employed 



Figures 21 and 22 show the small and large signal pulse re
sponses of the general purpose inverter circuit of Figure 17, 
with CUlAO =1.5 pF, RLAG=330 n and CLAG=3.5 pF. 

Figure 21. Small Signal Pulse Response of the (Figure 17) 
Inverter Circuit. Vertical Scale: 50 mV/div; Horizontal 
Scale: 5 ns/div 

Figure 22. Large Signal Response of the (Figure 17) 
Inverter. Vertical Scale: 200 mV/div, Horizontal Scale: 
5 ns/div 

A CLEAD capacitor may be used to limit the circuit bandwidth 
and to achieve a single pole response free of overshoot 

( - 3 dB freqwmcy = 21T R21C LEAD) 
If this option is selected, it is recommended that a CLEAD be 
connected between Pin 12 and the summing junction, as shown 
in Figure 23. Pin 12 provides a separately buffered version of 
the output signal. Connecting the lead capacitor here avoids the 
excess output-stage phase shift and subsequent oscillation prob
lems (at approx. 350 MHz) which would otherwise occur when 
using the circuit of Figure 17 with a CLEAO of more than about 
2 pF. 

AD5539 
R2 

2k +8V 

Figure 23. A Gain of 2 Inverter Circuit with the CLEAD 

Capacitor Connected to Pin 12 

Figure 24 shows the response of the circuit of Figure 23 for 
each connection of CLEAO• Lag components may also be added 
to this circuit to further tailor its response, but, in this case, the 
results will be slightly less satisfactory than connecting CLEAO 

directly to the output, as was done in Figure 17. 
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Figure 24. Response of the Circuit of Figure 23 with 
CLEAD = 10pF 
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A General Purpose Voltage FoUower Circuit 
Noninverting (voltage follower) circuits pose an additional com
plication, in that when a lag network is used, the source imped
ance will affect the noise gain. In addition, the slightly greater 
bandwidth of the noninverting configuration makes any excess 
phase shift due to the oU",ut stage more of a problem. 

For example, a gain of 3 rioninverting circuit with CLEAD con
nected normally (across the feedback resistor - Figure 25) will 
require a source resistance of 200 n or greater to prevent UHF 
oscillation; the extra source resistance provides some damping as 
well as increasing the noise gain. The frequency response plot of 
Figure 26 shows that the highest - 3 dB frequency of all the 
applications circuits can be achieved using this connection, un
fortunately, at the expense of a noise gain of 14.2. 

R2 +8V 
2k 

2.70 

V,N <:""'",50",0,.....>---< 

2.70 

-8V 

Figure 25. A Gain of 3 Follower with Both Lead and Lag 
Compensation 
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Figure 26. Response of the Gain of 3 Follower Circuit 

Adding a lag capacitor (Figure 27) will greatly reduce the mid
band and low frequency noise gain of the circuit while sacrific
ing only a small amount of bandwidth as shown in Figure 28. 
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Figure 27. A Gain of 3 Follower Circuit with Both CLEAD 
and RLAG Compensation 

+2 

!g -1 , 
l!i 

~ 
" -1 

I.. 
~ 
! -3 

~ 
.. -4 

-s 
100' 

I 

1M 10M 100M 1G 
FREQUENCV - Hz 

Figure 28. Response of the Gain of 3 Fdlfower with CLEAD< 
CLAG and RLAG 

These same principles may be applied when capacitor CLEAD is 
connected to Pin 12 (Figure 29). Figure 30 shows the bandwidth 
of the gain of 3 amplifier for various values of RLAG• It can be 
seen from these response plots that a high noise gain is still 
needed to achieve a reasoil!lbly flat response (the smaller the 
value of RLAG, the higher the noise gain). For example, wit)J. a 

+8V 

Figure 29. A Gain of 3 Follower Circuit with CLEAD Com
pensation Connected to Pin 12 



220 n RLAG and a 50 n source resistance, the noise gain will be 
12.8, because the source resistance affects the noise gain. 
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Figure 30. Response of the Gain of 3 Follower Circuit with 
CLEAD Connected to Pin 12 

Figures 31 and 32 show the small and large signal responses of 
the circuit of Figure 29. 

Figure 31. The Small-Signal Pulse Response of the Gain 
of 3 Follower Circuit with RLAG and CLEAD Compensation 
to Pin 12. Vertical Scale: 50 mV/div.; Horizontal Scale: 
5ns/div 

Figure 32. The Large-Signal Pulse Response of the Gain 
of 3 Follower Circuit with RLAG and CLEAD Compensation 
to Pin 12. Vertical Scale: 200 mVldiv; Horizontal Scale: 
5 ns/div 

AD5539 
A Video Amplifier Circuit with 20 dB Gain (Terminated) 
High gain applications (14 dB and up) require only a small lead 
capacitance to obtain flat response. The 26 dB (20 dB termi
nated) video amplifier circuit of Figure 33 has the response 
shown in Figure 34 using only approximately 0.5-1 pF lead ca
pacitance. Again, a small CLEAD can be connected, either to the 
output or to Pin 12 with very little difference in response. 
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TRIMMER 
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Figure 33. A 20 dB Gain Video Amplifier for 75 n Systems 
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Figure 34. Response of the 20 dB Video Amplifier 
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In color video applications, the quality of differential gain and 
differential phase response is very important. Figures 35 and 36 
show a circuit and test setup to measure tl!.e ADS539's response 
to a modulated ramp signal (0-90 IRE p-p ramp, 40 IRE p-p 
modulation, 4.4 MHi). 

Figures 37 and 38 show .the. differential gain and phase response. 

O.1-2.5pF 
TRIMMER 

1kfi +8V 

-IV 

1 .. · ... 
-= ":' LOAD 

Figure 35. Differential Gain and Phase Measurement 
Circuit 

RAMP 
WAVEFORM 

Figure 36. Differential Gain and Phase Test Setup 
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Figure 37. Differential Gain vs. Ramp Amplitude 
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Figure 38. Differential Phase vs. Ramp Amplitude 

MEASURING AD5539 SETTLING TIME 
Measuring the very rapid settling times associated with AD5539 
can be a real problem for the designer; proper component layout 
must be used and appropriate test equipment selected. In addi
tion, both cable dispersion (a function of cable losses) and the 
quality of termination (SWR) directly affect the measurement. 
The circuit of Figure 39 was used to make a "brute force" 
AD5539 settling time measurement. The fixture containing the 
circuit was connected directly - using a male BNC connector 
(but no cable) - onto the front of a 50 n input oscilloscope 
preamp. A digital mainframe was then used to capture, average, 
and eXpand the error signal. Most. of the small-scale waveform 
aberrations shown on the figure were cal,lsed, by the oscilloscope 
itself, especially the glitch at 15 ns. The pulSe source used for 
this measurement was an EH-SPG2000 pulse generator set for a 
1 ns rise-time; it was coupled directly ,to the. circuit using 18" of 
microwave 50 n hard line. . 

TO. 

~~~~gr~~_~~'~I--C-~_.---.-"-_-2.-.~~------~ 
PREAM~ ':' 

EH SPG2000 
Pl)LSE 

GENERATOR 

430n 

-BV 

SUI 

son 

Figure.39. AD5539 Settling Time Test Circuit 



AD5539 
APPLICATIONS SUMMARY CHART 

GAIN -3dB 
R1 R2' GAIN FLATNESS BANDWIDTH 

(TRIMMED) 

Gain = -I to-5 
B£ <~ 1 _3pF Circuit of Fig. 17 2k 

"" 2,,(44 x IO,)RLAG 
-2 ±0.2dB 200MHz 

G = 4&!-1 G 
R2 

Gain = -Ito-5 
B£ ,,~ 1 =3pF Circuit of Fig. 23 2k 

"" h( 44 x 10') RLAG 
-2 ±ldB 180MHz 

G - 4&!-1 G 
R2 

Gain - +2to +5' 
..R ",_R_I_ 1 = 3pF Circuit of Fig. 27 2k 

"" 2,,(44 x 1O')RLAG 
+3 ±ldB 390MHz 

G-I 1O&! -I G-I 
R2 

Gain = +2to +54 
R2 <_R_I_ = 3pF Circuit of Fig. 29 2k NA +3 ±0.5dB 340MHz 

G-I = 1O&!-1 G-I 
R2 

Gain<-5 B£ 
G 

l.5k NA NA Trimmers -20 ±0.2dB 80MHz 

Gaio>+5 R 
G-I 

l.5k NA NA Trimmers +20 ±O.ZdB 80MHz 

G - Gain NA - Not Applicable 
IValuc:sgiven for specific results summarized here -applications can be adapted for values different than those specified. 
2ft is recommended that CUlAD and CLAG be trimmers covering a range that includes the computed value above. 
lRsoVRCE E;;200fl. 
4RsoURCE 5;50n. 
sUse Voltromcs CPAl O.1-2.SpFTeflon Trimmer Capacitor (or equivalent). 

The photos of Figures 40 and 41 demonstrate how the AD5539 
easily settles to 1% (1 mY) in less than 12ns; settling to 0.1% 
(100 .... V) requires less than 25 ns. 

o. eq f $oO,UI ~"$ 
I : I I I 

I } i : I 
I 
j ~ I I --r 

I I 1 
H + I 

Figure 40. Error Signal from AD5539 Settling Time Test 
Circuit - Falling Edge. Vertical Scale: 5 ns/div.; Horizontal 
Scale: 500,..Vldiv 

Figure 41. Error Signal from AD5539 Settling Time Test 
Circuit - Rising Edge. Vertical Scale: 5 ns/div.; Horizontal 
Scale: 500,..V/div 

Figure 42 shows the oscilloscope response of the generator alone, 
set up to simulate the ideal test circuit error signal (Figure 43). 

Figure 42. The Oscilloscope Response Alone Directly 
Driven by the Test Generator. Vertical Scale: 5 ns/div.; 
Horizontal Scale: 500,..V/div 

rH INDUSTRIES 
JL SPG2000 PULSE GENERATOR OUTPUT 

--r-
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Figure 43. A Simulated Ideal Test Circuit Error Signal 
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Figure 44. A Wide Bandwidth Voltage-Controlled Amplifier 

A 50 MHz VOLTAGE-CONTROLLED AMPLlFffiR 
Figure 44 is a circuit for a 50 MHz voltage-controlled amplifier 
(VCA) suitable for use in high quality video-speed applications. 
This circuit uses the AD5539 as an output amplifier for the 
AD539, a high bandwidth multiplier. The outputs from the two 
signal channels of the AD539 are applied to the op amp in a 
subtracting configuration. This connection has two main advan
tages: first, it results in better rejection of the control voltage, 
particularly when over-driven (Vx<O or Vx >3.3 V). Secondly, 
it provides a choice of either noninverting or inverting re
sponses, using either input VY1 or VY2 , respectively. In this cir
cuit, the output of the op amp will equal: 

V Vx IVY] - Vn) fi V >0 
OUT 2V' or x 

Hence, the gain is unity at Vx = +2 V. Since Vx can over
range to +3.3 V, the maximum gain in this configuration is 
about 4.3 dB. (Note: If Pin 9 of the AD539 is grounded, rather 
than connected to the output of the 5539N, the maximum gain 
becomes 10 dB.) 

The bandwidth of this circuit is over 50 MHz at full gain, and is 
not substantially affected at lower gains. Of course, when V x is 
zero (or slightly negative, to override t1te residual input offset) 
there is still a small amount of capacitive feedthrough at high 
frequencies; therefore, extreme care is needed in laying out the 
PC board to minimize this effect. Also, for small values of Vx , 
the combination of this feedthrough with the multiplier output 
can cause a dip in the response where they are out of phase. 
Figure 45 shows the ac response from the noninverting input, 
with the response from the inverting input, V y2, essentially 
identical. Test conditions: VY1 = 0.5 V rms for values of Vx 
from + 10 mV to +3.16 V; this is with a 75 n load on the out
put. The feedthrough at Vx = -10 mV is also shown. 
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Figure 45. AC Response of the VCA at Different Gains 
Vy = O.5VRMs 

The transient response of the signal channel at V x = + 2 V, 
Vy = V OUT = + or -1 V is shown in Figure 46; with the VCA 
driving a 75 n load. The rise and fall times are both approxi
mately 7 ns. 

A few final circuit details: in general,the control amplifier com
pensation capacitor for Pin 2, Ce, must have a minimum value 
of 3000 pF (3 nF) to provide both circuit stability and maxi 
mum control bandwidth. However, if the maximum control 
bandwidth is not n~ed, then it is advisable to use a larger 
value ofCe, with typical values between 0.01 and O,IILF. Like 
many aspects of desigrt, the value of Ccwill be a tradeoff: 
higher values of Ce WiIllower the high frequency distortion, 
reduce the high frequency crosstalk and improve the signal 
channel phase response. Conversely, lower values of Ce will pro
vide a higher control channel bandwidth at the expense of de
graded linearity in' the output response when amplitude 
modulating a carrier signal. 



VOUT 

V,N 

Figure 46. Transient Response of the Voltage-Controlled 
Amplifier Vx = +2 Volts, Vy = ±.1 Volt 

The control channel bandwidth will vary in inverse proportion 
to the value of Co providing a typical bandwidth of 2 MHz 
with a Ce of 0.01 IlF and a V x voltage of + 1. 7 volts. 

Both the bandwidth· and pulse response of the control channel 
can be further increased by using a feedforward capacitor, C'f> 
with a value between 5 and 20 percent of Ce. Cff should be 
carefully adjusted to give the best pulse response for a particular 
step input applied to the control channel. Note that since Cff is 

1011 
+9V 

SIGNAL 

10/1 
-9V 0-""" ........ -+1 

AD5539 
connected between a linear control input (Pin I) and a logarith
mic node, the settling time of the control channel with a pulse 
input will vary with different control input step levels. 

Diode DI clamps the logarithmic control node at Pin 2 of· the 
AD539, (preventing this point from going too negative); this 
diode helps decrease the circuit recovery time when the control 
input goes below ground potential. 

THE AD539/5539 COMBINATION AS A FAST, LOW 
FEEDTHROUGH, VIDEO SWITCH 
Figure 47 shows how the AD539/5539 combination can be used 
to create a fast video speed switch suitable for many high fre
quency applications including color key switching. It features 
both inverting and noninverting inputs and can provide an out
put of ± I V into a reverse-terminated 75 0 load (or ± 2 V into 
150 0). An optional output offset adjustment is provided. The 
input range of the video switch is the same as the output range: 
± I V at either input generates ± I V (noninverting) or +: I V 
(inverting) across the 75 n load. The circuit provides a gain of 
about I, when "ON," or zero when "OFF." 

The differential configuration uses both channels of the AD539 
not only to provide alternative input phases, but also to elimi
nate the switching pedestal due to step changes in the output 
current as the AD539 is gated on or off. 

1nF 

+9V ~ 
100k I 

-"'VV'v-1 50k Vos 

-9V -9V 

+9V 

2.7!l 

75fi J3 

~75fi OUTPUT 

Rx 
470fi 

DENOTES SHORT, 
DIRECT CONNECTION 
TO GROUND PLANE 

52.a!! J4 75!l n +1VIOFF) 

..... -~"'"""""" ...... --~CONTRO~ L 
887fi 22.4fi V INPUT 0 ION) 

-9V 
'VALUE WILL VARY SLIGHTLY 
WITH COMPONENT LAYOUT 

Figure 47. An Analog Multiplier Video Switch 
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Figure 49 shows the response to a pulse of 0 to + 1 V on the 
signal channel. With the control input held at zero, the rise time 
isunder 10 ns. The response from the inverting input is similar. 

The differential-gain and differential-phase characteristics of this 
switch are compatible with video applications. The incremental 
gain changes less than 0.05 dB over a signal window of 0 to 
+ IV, with a phase variation of less than 0.5 degree at the sub
carrier frequency of 3.58 MHz. The noise level of this circuit 
measured at the. 75 n load is typically 200jLV in a 0 to 5 MHz 
bandwidth or approximately 100 nV per root hertz. The noise 
spectral density is essentially flat to 40 MHz. 

Figure 48. The Control Response of the Video Switcher 
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The waveforms shown in Figures 48 and 49 were taken across a 
75 n termination; in both photos, the signal of 0 to + I V (in 
this case, an offset sine wave at 1 MHz) was applied to the non-. 
inverting input. In Figure 48, the envelope response shows the 
output being fully switched in about 50 ns. Note that the output 
is ON when the control input is zero (or more' negative) and 
OFF for a control input of + 1 V or more. There is very little 
control-signal breakthrough. 

Figure 49. The Signal Response of the Video Switcher 
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FEATURES 
Ultrastable Unity Gain Bandwidth (100MHz) 
Bandwidth Is Independent of Gain Settings 
18ns Settling to 0.1% 
Low Power Dissipation (630mW) 
Complete Overdrive Protection 
Low Distortion (THO: -59dBc @ 20MHz, 

-78dBc @ 5MHz, -100dBc @ 10kHz) 
Excellent DC Specifications 
Available Processed to MIL-STD 883 

APPLICATIONS 
Driving Flash Converters 
High Speed DAC IN Converters 
Radar, IF Processors 
Broadband, Digital Radio 
Photodiode Preamps (FLlR) 
ATE/Pulse Generators 
Imaging/Display Drivers 

GENERAL DESCRIPTION 
The AD9610 is a fast settling, wide bandwidth, dc coupled, 
operational amplifier which combines superior dc specifications 
and exceptional dynamic performance with impeccable spectral 
purity (harmonic distortion, intermodulation distortion, noise, 
etc.) over the full bandwidth. This combination provides re
markable versatility and utility for high speed designers. 

Thin-film technology and innovative design techniques help 
assure stable operation over the complete operating temperature 
range. Input offset voltage is ±0.3mV, with SfLVrC drift; input 
bias currents are ± ISfLA with ± 30nArC drift. 

Unique internal architecture employing current feedback keeps 
the AD9610 inherently stable over its complete gain range and 
assures wide bandwidth at all gain settings. With G = - I, - 3dB 
bandwidth is 120MHz; with G = - 10, - 3dB bandwidth is 
lOOMHz. When G = - SO, the - 3dB bandwidth is 6OMHz. 
Slew rate, fall time and settling time are also independent of 
gain. 

Frequency domain performance for the AD9610 is unmatched. 
The part can be used in applications requiring wide spurious 
free dynamic range. At 10kHz total harmonic distortion (THD) 
is - lOOdBc; at lMHz the THD is - 8SdBc; at 20MHz the 
THD is - s9dBc. Third order intermodulation distortion is 
similarly impressive, which is often required in communications 
applications. 

Wide Bandwidth, Fast Settling 
Operational Amplifier 

AD9610 I 
AD9610 FUNCTIONAL BLOCK DIAGRAM 

.B 

-2 r--+--t--+--1-~--~--~-f~t--1 

10 20 30 40 50 60 70 80 90 100 
MH, 

AD9610 Inverting Gain 

The design of the AD9610 makes it easy to apply. The unit 
requires no external compensation. An internal I.skn feedback 
resistor is available to the user by connecting Pin 4 to Pin II. 
This resistor is trimmed for gain accuracy and should be used 
when the full bandwidth of the amplifier is required. To achieve 
higher gains, and for lower bandwidth applications, an external 
resistor can be used. Pins 2 and 8 are bypass pins and should be 
connected to ground through 33 - son resistors and O.lfLF 
ceramic capacitors; effective decoupling of the power supplies is 
also important to obtain optimum high frequency performance. 

Two temperature ranges are available. The AD9610BH is 
guaranteed over a case temperature range of - 25°C to + 85°C; 
the AD9610TH is for a range of - 55°C to + 125°C. The 
AD%IOTH/883B boasts the same specifications as the TH 
grade but is processed to the latest REV of MIL-STD-883. 
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SPECIFICATIONS 
DC ELECTRICAL CHARACTERISTICS (±v= ±15V;A,= -10; Ru.=15OOfi; ",=15kO; No Ruw.l 

AD9610BHlTHI AD9610BH1 AD9610THl 

Sub- Typical Mio/Max@ MinlMax@ 
Parameter (Conditions) Group @+2S·C -2SOC +2SOC +8SOC -SSOC +2SOC +12SOC Units 

.; Offset Voltage 1,2,3 ±0.3 ±4.0 ±1.0 ±2.5 ±4.0 ± 1.0 ±2.5 mV 

.; Offset Voltage Tc3 2,3 ±5 ±25 ±25 ",V/'C 

.; Input Bias Current 
Inverting 1,2,3 ±5 ±56 ±15 ±35 ±56 ±15 ±35 ",A 
Noninverting 1,2,3 ±15 ±75 ±50 ±62 ±75 ±50 ±62 ",A 

.; Input Bias Current Tc3 

Inverting 2,3 ±70 ±330 ±33O nArC 
N oninverting 2,3 ±30 ±2oo ±200 nAl"C 

# Inverting Impedance 20 0 

# Noninverting 
Impedance 200k 0 

Capacitance 2 pF 

# Common-Mode Input ±5 ±5 ±5 ±5 ±5 ±5 ±5 V 

.; Internal Feedback Resistor (RF) 1500 1490/ 1490/ 
1510 1510 0 

# RF Temperature Coefficient ±25 ±25 ±25 ±25 ppmI"C 

.; Common-Mode Rejection Ratio (CMRR)4 4,5,6 >50 ;;,,35 ;;,,35 ;;,,35 ;;,,35 ;;,,35 ;;,,35 dB 
CMRR(RF= 15000;R1N = 1500; dVs = 5V) >60 dB 

.; Common-Mode Sensitivity (CMS),s 
Referred to Input (d V s = 5V) 

-CMS 4,5,6 3 8 8 8 8 8 8 tJoAN 
+CMS 4,5,6 3 8 8 8 8 8 8 tJ.AN 
CMSVOLTAGE 4,5,6 62 ;;,,50 ;;,,50 ;;,,50 ;;,,50 ;;,,50 ;;,,50 dB 

# Output Impedance (dc to 100kHz) 0.05 0 
.; Output Voltage Swing (RLOAD = 2000) 1,2,3 ±1O ~±9 2:::±9 ~±9 ~j:9 ~±9 2:±9 V 

# Output Current ±50 ;;,,±50 ;;,,±50 ;;,,±50 ;;,,±50 ;;,,±50 ;;,,±50 mA 
(Continuous) 

.; Open Loop Transimpedance Gain (2000 Load) 4,5,6 >1.5 ;;,,0.7 ;;"0.9 ;;,,0.7 ;;,,0.7 ;;,,0.9 ;;,,0.7 MO 

.; Supply Current" 1,2,3 21 s27 s25 s27 s27 s25 s27 rnA 

Power Consumption" 630 s810 s750 s810 s810 s750 s810 mW 

.; Power Supply Rejection Ratio (PSRR)4 4,5,6 >50 ;;,,35 ;;,,35 ;;,,35 ;;,,35 ;;,,35 ;;,,35 dB 
PSRR(RF= 15OO0;RIN= 1500;dVs= IOV) >60 dB 

.; Power Supply Sensitivity (PSS), 7 

Referred to Input (d V s = lOY) 
PSSVOLTAGE 4,5,6 65 SO 50 50 50 50 SO dB 
-PSS 4,5,6 3 8 8 8 8 8 8 ",AN 
+PSS 4,5,6 3 8 8 8 8 8 8 ",AlV 

AC ELECTRICAL CHARACTERISTICS (±v= ±15V;A,= -10; RIN =l500; "'=1.5kO; RuwJ=2000l 

Bandwidth ( -3dB)(VoUT= lOOmVp-p) 
.; G= -10 4,5,6 >100 ;;,,80 ;;,,80 ;;"SO ;;"SO ;;"SO ;;,,80 MHz 

Amplitude of Peaking: 
.; DCto60MHz 4,5,6 ° sO.4 sO.2 s1.0 sO.4 sO.2 s1.0 dB 

# >60MHz 0 sO.6 sO.3 s1.8 sO.6 sO.3 sl.S dB 
# Phase Nonlinearity (de to 45MHz) I . 
# Rise (Fall) Time (V OUT = 5V Step) <3.5 s4 s4 s4.3 s4 s4 s4.3 ns 

# Slew Rate(VOUT = 18VStep) >3.5 ;;,,3 ;;,,3 ;;,,2.4 ;;,,3 ;;,,3 ;;,,2.4 kV/",s 
# SettlingTimetoO.I%(G= -10; 

5V Output Step) 18 s29 s25 s29 s29 s25 s29 os 

# SertlingTimetoO.02%(G= -10; 
5V Output Step) 30 ns 

# Overshoot Amplitude (V OUT = 5V Output Step) <4 sl4 sS siS sl4 sS sl8 % 

# Propagation Delay 3.3 s4.0 s4.0 s4.0 s4.0 s4.0 s4.0 ns 
.; Total Harmonic Distonion (Freq. = 20 MHz; 

Output Voltage = 2V p-p) 4,5,6 55 50 50 50 50 50 50 dB 

# Input Noise (RLOAD = 1000) 
Voltage (5MHz to 150MHz) 0.7 s1.2 s1.5 s2.0 sl.2 s1.5 s2.0 nV/YHz 
Current (5MHzto 150MHz) 23 s29 s30 s35 s29 s30 s35 pAlYHz 
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AD961 0 
AD9610TH 

AD9610BHrrH AD9610BH AD9610THl883B 

Sub- Typical Min/Max@ MinlMax@ 

Parameter Group @+25'C -25'C + 25'C + 85'C -5S'C +2S'C +12S'C 

OTHER INFORMATION 
Case to Ambient, 9CA 8 65 · • • • • 

(Still Air; No Heat Sink) 
Case to Ambient, 9CA 8 38 · • · · · (500 LFPM Air; No Heat Sink) 
MTBF" ",1.48 x 10' · • · • · 

PACKAGE OPTION lO 

TO-8(HI2-A) AD96lOBH AD96lOTH 
AD9610TH/883B 

NOTES 
j 100% tested (See Notes I and 2). 
:/I Specifications guaranteed by design; not tested. 
'Specification same as AO%IOBHlTH typical specification. 

I AD%IOBH parameters preceded by a check (j) are tested at + 2S'C ambient temperature; performance is guaranteed over the 
industrial temperature range ( - 25°C to + 85°C) case temperature. 

'AD%IOTH & AO%IOTH/883B parameters preceded by a check (j) are tested at 55'C case, + 25'C ambient, and + 125'C case temperatures. 
The AD%IOTH/883B is processed to the latest revision of MIL Standard 883. 

lOffser voltage T c and bias current Teare guaranteed over the respective temperature ranges. 
4CMRR and PSRR apply only for stated conditions. 
5CMS values can be used to determine the CMRR for specific gain settings according to the following worst case relationships: 

R. 

· 
· 
· 

Units 

'CIW 

'CIW 

hours 

~VOUT = [-CMS] [R.] [~Vsu"",v] + [+CMS]]R2] [1+~] [AVsuPPLv] + [CMSvoLT] [1+~] [AVsuPPLv] 

WHERE ~VSUPPLV = ~-Vsu ..... v AND A+VsuppLY 

CMRR = -20 LOG [ ~VOUT ] 

( 1 + ~ X AVsuPPLv ) 

>-"'-0 VOUT 

6Supply current and power dissipation numbers are for quiescent operation (input is grounded). Values increase with 
higher frequency operation. 

'PSS values can be used to determine the PSRR for specific gain settings according to the following worst case relationships 
(See diagram in 5 above): 

~VOUT = [-PSS] [R.] [AVsuPPLv] + [+PSS] [R2] [1 +~] [AVsuPPLv] + [PSSVOLT] [1 +~] [AVsuPPLv] 

WHERE AVsuPPLV = ~-VSUPPLV OR A+VsuPPLV 

PSRR = -20 LOG [ AVouT ] 
( 1 + ~ X AVsu .. Lv ) 

'Recommended maximum junction remperature is + l6S'C. See Thermal Model. 
9MTBF calculated using MIL-HNBK 2170; Ground Fixed; Temperature (case) ~ + 70'C. 

10See Section 20 for package outline information. 

Specifications subject to change without notice. 

EXPLANATION OF GROUP A MILITARY SUBGROUPS 
Subgroup I - Static tests at + 25°C. 
Subgroup 2 - Static tests at maximum rated temperature. 
Subgroup 3 - Static tests at minimum rated temperature. 
Subgroup 4 - Dynamic tests at + 25°C. 
Subgroup 5 - Dynamic tests at maximum rated temperature. 
Subgroup 6 - Dynamic tests at minimum rated temperature. 

ABSOLUTE MAXIMUM RATINGS 
Supply Voltages (±Vs) ...... . 
Operating Temperature Range (case) 

AD9610BH _ .... 
AD9610THrrHl883B . . . . . . . 

. ..... ±18V 

- 25'C to + 85°C 
- 55°C to + 125°C 

Subgroup 7 - Functional tests at + 25°C. 
Subgroup 8 - Functional tests at maximum and minimum 

rated temperatures. 
Subgroup 9 - Switching tests at + 25°C. 
Subgroup 10 - Switching tests at maximum rated temperatures. 
Subgroup II - Switching tests at minimum rated temperatures. 
Subgroup 12 - Periodically sample tested. 

Power Dissipation . . . . . . 
Junction Temperature . . _ _ 
Storage Temperature Range . 
Lead Temperature (soldering, 10 sec) . 

See Thermal Model 
..... +16SoC 
- 65°C to + 150"C 
. . . .. +300"C 
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AD9610 LIFE TESTIBURN-IN CIRCUIT 

RIN =RNC55H2001F 
RF =RN55C7501F 

-15V 

10flF=M39003101-2302 
O.1p.F= M39014101·1553 

THIS MICROCIRCUIT IS COVERED BV TECHNOLOGV GROUP (1.1 PER MIL-M-38510 

THEORY OF OPERATION 
The advantages of the transimpedance AD%JO Operational 
Amplifier become easier to understand when its operation is 
compared to the operation of conventional high-speed op amps_ 

The operation of the AD%IO Operational Amplifier is similar 
to a standard voltage-input differential amplifier in terms of 
setting gain and calculating noise_ The primary difference between 
the two types is a low-impedance inverting input on the AD9610; 
this causes the unit to use current feedback, rather than voltage 
feedback, to achieve signal amplification_ 

Figure I and the discussion which follows help make a comparison 
between the AD9610 and "conventional" devices_ 

Two equations are necessary to describe the amplifier shown in 
Figure L 

VOUT 

Figure 1_ 

One equation is a rudimentary amplifier transfer function: 
- VOUT = A(w) Vs (Equation A) 

and the other sums the currents at the inverting input: 

VS-VIN Vs VS-VOUT --- + - + = 0 (Equation B) 
RIN Rs Rp 

Rearranging and reducing Equation B; and substituting from 
Equation A results in a third equation: 
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For purposes of discussion, assume the amplifier shown in 
Figure I exhibits a single-pole frequency response_ When it 
does, A(w)= Ao/(I +jWT) where Ao = open loop gain; and 
liT = the roll-off frequency _ When these terms are substituted 
into Equation C, the result is: 

VOUT = -AoRsRp/(RsRp+RINRp+RINRS) 

VIN l+jwT+I AORINRs/(RsRp+RINRp+ RINRs)1 

Based on the idea that 

1 + [AoRINRs/(RsRp+RINRp+RINRs) I 

is approximately equal to 

AoRINRs/(RsRp + RINRp + RINRS) 

and G (closed loop gain) = Rp/RIN, it becomes possible to 
simplify and substitute terms in the above equation to obtain: 

The fundamental difference between the AD%IO and traditional 
amplifiers becomes apparent at this point_ 

In traditional voltage-imput amplifiers, the input resistance (Rs) 
approaches infmity _ Consequently, l/Rs approaches zero; and 
the term RF (1/R1N + l/Rs + l/RF) simplifies to the term 
RF (l/RIN + I/RF)_The latter can be reduced further to (G+ 1)_ 
When substitutions are made, the gain/frequency relationship 
for a traditional amplifier design is expressed as: 

VOUT = __ -...:G,,-__ 

VIN 1 + j~[G+11 



There is a dramatically different result for the AD9610. 

This difference is because the value of Rs in the transimpedance 
amplifier is only 200. This is important when one realizes 
Rs II RIN II RF; and Rs < < <RIN and/or RF. In this case, 
(l/Rs + l/RIN + l/Rp) = l/Rs. Substituting terms, a direct 
comparison with traditional amplifer relationships can be made: 

-G 

1 + jWT [ RF ] 
Ao Rs 

Both amplifier types yield similar algebraic results, but there is 
one critical difference in how they are obtained. 

As shown above, the closed loop gain (G) of the traditional 
amplifier is multiplied by the frequency-dependent term of the 
denominator; this means increasing frequencies or closed loop 
gain accelerates the gain roll-off. 

In the AD9610, however, the constant Rp/Rs is multiplied by 
the frequency-dependent term; this means bandwidth remains 
relatively constant for any given value of gain. 

Inside the AD96IO, the design includes a 1.5kO feedback resistor 
to help reduce the effect of stray capacitances and make it easier 
to apply the amplifier. This internal RF means the gain of the 
AD96IO is set by varying R IN• 

The differences in the architecture of the AD9610 vis-a-vis a 
traditional op amp cause its closed-loop frequency response to 
be considerably different from conventional units. 

Figore 2 pictures a typical plot for a traditional single-pole 
amplifier. 

GAIN=5 
CLOSED LOOP GAIN I - 3dS FREQ. =20MHz 

I __________ L ___ _ 
I 

FREQUENCY 

Figure 2. 

As shown, increasing the closed loop gain of a traditional op 
amp decreases the bandwidth of the amplifier; the precise amount 
of change will be determined by the actual roll-off characteristics 
of the op amp. 

By contrast, the frequency response of the AD9610 changes 
very little when the gain is changed. Refer to Figure 3. 

Variations in gain (established by varying values of R1N) have 
only a negligible effect on the bandwidth of the amplifier. 

(NOTE: Fora more complete explanation of the mathematics involved 
in comparing conventional op amps and the AD96IO, refer to the 
Analog Devices application note entitled "Using the AD9610 Trans
impedance Amplifier." ) 

FREQUENCY 

Figure 3. 

AD9610 FUNCTIONAL DESCRIPTION 
Refer to Figore 4, AD96IO Functional Circuit. 

8 

v.;PASS 

AD961 0 

Figure 4. AD9610 Functional Circuit 

The most prominent characteristic illustrated in this model of 
the unit is the combination of a high-impedance noninverting 
terminal and a low-impedance inverting terminal. This is achieved 
by buffering the noninverting terminal to create a high-impedance 
input; while maintaining a low impedance through the 200 
characteristic of the inverting input. 

Because of the low input impedance of the inverting input, all 
of the input signal voltage is impressed across the input resistor 
(RIN in Figure 6); this causes a direct voltage-to-current conversion 
to take place. 

Conventional op amps use a voltslvolts transfer function, 
while the transfer function of the AD9610 is voltsipA (or 
resistance). 

Signal current flowing in the inverting terminal (Pin 5) will flow 
through the 200 resistor. The voltage developed across this 
input impedance becomes the input signal for the internal 
amplifier. 

As a result of this action, the input current is converted to an 
output voltage; this is the reason for the open loop transfer 
function being expressed in ohms. 
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To compensate for variations in offset voltage and current in the 
AD96l0, both a voltage source and a current source are included 
in the unit. Input offset voltage (V os) is a dc error which appears 
at the output as [V os (1 + Rp/RlN)]' In a similar fashion, the 
input bias current (los) reflects as a dc error which appears at 
the output as [los (Rp)]. 

The current source connected to the inverting terminal effectively 
models the input offset current; and although bias currents flow 
in both terminals, the inverting input bias current is dominant. 
The combined actions of the internal voltage and current sources 
effectively compensate for discrepancies in offset voltage and 
current. 

Power supply voltages applied to the AD9610 are separated, 
with one set of terminals designated for the output transistors 
(Pins 10 and 12) and another set for the internal amplifier 
(Pins 1 and 9). This splitting of the voltages makes it possible to 
limit voltage swings and current at the output, and helps regulate 
the junction temperatures of the output transistors. 

APPLYING THE AD9610 OP AMP 
In applying the AD9610 op amp, there are certain precautions 
which must be observed to protect the unit from damage: 

1. Shorting either power supply input pin (Pin 10 or Pin 12) to 
the output (Pin ll) will destroy the device. 

2. Shorting the output (Pin 11) to greund will destroy the device; 
no internal protection is provided. 

As explained earlier, the noninverting input of the AD9610 
Operational Amplifier is a high impedance. This requires that it 
be driven from a low-impedance source, or connected to ground. 
Driving this input from a high impedance detracts from the 
wide bandwidth performance; connecting it to ground avoids 
the possibility of closed-loop ac peaking. " 

Because the internal biasing network of the AD9610 is connected 
to the + V and - V supply pins, it is important that these pins 
have adequate decoupling. Nominal supply voltages for the 
AD9610 are ± 15V, but this can be reduced to a lower limit of 
± 12V without serious degradation of high-speed performance. 
When ± 12V supplies are used, output voltage swings from the 
amplifier must be reduced. 

Bypass Pins 2 and 8 should be decoupled to ground through 
33 - 500 resistors and O.I""F capacitors to maintain stability on 
the bias network. 

Feedback resistor Rp is internal to the AD9610 and has been 
precisely adjusted to allow the widest possible range of operating 
conditions. While it is possible to use an external feedback 
resistor for the device, the user is urged to avoid the temptation 
to "tune" performance with this techuique because it will inevitably 
detract from ac performance. 

A massive low-impedance ground plane is essential for optimUm 
performance from the AD9610 because it provides a moderate 
level of shielding' and helps reduce the effects of distributed 
capacitance. 

But the benefits of a large ground plane can be diminishl:d' if 
components are grounded at multiple points on the ground 
plane. Single-point grounding is always preferred for high-speed 
circuits to avoid the possibility of voltage differentials which 
might result from multiple grounds. 

The best high-frequency performance is obtained from the AD9610 
when total output capacitance is minimized. Realistically; this is 
not always possible; but performanCe can be improved with a 
5 - 300 resistor in series with the output as shown in Figure 5. 
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Figure 5. 

Isolation provided by the series resistor makes it possible for the 
AD9610 to drive loads well outside its design limits, but at 
some loss of speed. Isolating the capacitive load from the output 
of the amplifier is particularly useful when driving flash AID 
converters. 

The power supplies for the AD9610 must be decoupled effectively 
to obtain maximum performance from the device. Recommended 
choices are a O.I""F ceramic capacitor and a 10""F tantalum 
capacitor in parallel on each supply. These connections show up 
in Figures 6 and 7 which illustrate the connections for inverting 
and noninvertering operation, respectively. Decoupling compo. 
nents should always be connected as closely as possible to the 
amplifier's voltage supply pins. 

33-500 

INPUT"""~_"( 
"<DAD 

GAIN =;.; 
RF = 1500n (INTERNAl) 

Figure 6. AD9610 Inverting Operation 

If the expected output voltage swings are small, it is possible to 
operate the ouput stages from ± 5V supplies; this will reduce 
power dissipation and junction temperatures on the output 
transistors. For this, the ± 5V and ± 15V supplies must be 
decoupled separately. 

GAIN = 1 +.!!!.. 
. , R.,. 

RF "" 1500U (INTERNAl) 

Figure 7. AD9610 Noninverting Operation 



As shown in Figures 6 and 7, bypass Pins 2 and S should be 
decoupled individually with a 33 - son resistor and O.I ... F 
capacitor in series to ground. Without this decoupling, power 
supply and common-mode rejection ratios (PSRR and CMRR) 
may be degraded. In some applications, the lack of this decoupling 
may show up as very high-frequency "ringing" on the output. 
RMATCH in Figures 6 and 7 is used to match the output impedance 
of the driving source. 

AD9610 POWER DISSIPATION 
Quiescent power supply currents for the AD%IO are ±2ImA. 
Supply currents this low allow the unit to be operated over a 
wide temperature range without damage. For high-temperature 
operation and long-term stability, however, the user is urged to 
use a heat sink. Two acceptable models for TO-S packages are 
the Thermalloy 2240 and the IERC Up-TOS-4SCB. 

Refer to Figure S. 
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Figure 8. Junction Temp. Rise vs. Load Current 

The data in this illustration are typical characteristics when the 
AD%1O is operated from ± ISV supplies. Assume the desired 
output from the op amp is ± lOY swings at ±SOmA currents. 
For this combination, maximum junction temperature will be 
lOO"C above the ambient temperature. 

Since maximum allowable junction temperature is + l6S·C, the 
maximum ambient temperature which can be tolerated is + 6S·C. 
If there is a possibility the ambient may exceed this limit, heat 
sinking and/or heat removal is required. Additional details on 
the thermal characteristics of the unit are included in the AD9610 
Thermal Model. (For more information on thermal protection, 
consult the Analog Devices application note "Using the AD9610 
Transimpedance Amplifier".) 

t 

"'-YCA.SE 

(COMPONENTS 

210"CIW 2100c/W OTHER THAN Ilea 
TRANSISTOR (SEE SPECIFICATIONS) 
JUNCTIONS) 

"'-TI'IIPN .-TjPNP 

PNPN t P,~ t 'ClRCUrT + TAMBIENT 

PCIRCUIT=lcc[ +Vcc -( -Vee)] WHERE Icc =21mA (II ±15V 

'xxx"" [(±Vcc) -VOUl -!codS)] {Icod (% DUTY CYCLE) 

NOTE: xxx = NPN OR PNP 

(FOR POSITIVE VOUT AND Vee. THIS IS POWER IN NPN OUTPUT STAGE: 
FOR NEGATIVE VOUT AND Vcc. THIS IS POWER IN PNP OUTPUT STAGE. 
IcoL ""VouTIRLOAo or 3.0mA, WHICHEVER IS GREATER. 
FEEDBACK RESISTOR RF IS INCLUDED IN RLOA.I 

TjlPNPI "" PPNP (210 + Dca) + (PCIRCUIT + PNPN) 16 cal + T •. SIMILAR FOR TJINPNI 

AD9160 Thermal Model 

AD961 0 
~lOPERFORAlANCE 

In the following section, graphs and photographs depict typical 
performance of the AD9610 for various characteristics. 
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AD9610 Frequency Response (Av= ± " ±2, ±5, ± 10, 
±50) 
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GAIN = -10; 136mV/DIV; 10ns/DIV 

AD9610 Small-Signal Pulse Response 

GAIN = -10; 3.4V/DIV; 10ns/DIV 

AD9610 Large-Signal Pulse Response 

2-358 OPERATIONAL AMPLIFIERS 

,. 

100 

10 

~ 1.0 
:c 
0 

o. 1 

0.0 1 
100 ,. 10' 100k 1M 10M 100M 1G 

FREQUENCY - Hz 

Small-Signal Output Resistance vs. Frequency (G= -10) 
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Small-Signal Output Phase Shift vs. Frequency (G = - 10) 

Information in graphs above can be used to obtain effective 
output impedance versus frequency. 

GAIN= -10; 5V OUTPUT; ERROR WINDOW (±5mVI = 0.1%; 5ns/DlV 
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Two- Tone, 3rd Order IMD Intercept (G = - 5; RL = 50[J) 

ORDERING INFORMATION 
Three models of the AD9610 Operational Amplifier are available. 
The AD96 JOBH is specified for operation over a case temperature 
range of -25°C to + 85°C; the AD96JOTH is intended for 
applications in which case temperature may be between - 55°C 
and + l25OC. Specifications for the AD9610TH and the 
AD9610THl883B are the same; the latter unit is processed per 
MIL-STD-883B. 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Usable Closed-Loop Gain Range: :!:1 to :!:40 
Low Distortion: -67 dBc (2nd) at 20 MHz 
Small Signal Bandwidth: 190 MHz (Av = +3) 
Large Signal Bandwidth: 150 MHz at 4 V POp 
Settling Time: 10 ns to 0.1%; 14 ns to 0.02% 
Overdrive and Output Short Circuit Protected 
Fast Overdrive Recovery 
DC Nonlinearity 10 ppm 

APPLICATIONS 
Driving Flash Converters 
D/A Current-to-Voltage Converters 
IF, Radar Processors 
Baseband and Video Communications 
Photodiode, CCD Preamps 

GENERAL DESCRIPTION 
The AD9617 is a current feedback amplifier which utilizes a 
proprietary architecture to produce superior distortion and dc 
precision. It achieves this along with fast settling, very fast slew 
rate, wide bandwidth (both small signal and large signal) and 
exceptional signal fidelity. The device achieves -67 dBc 2nd 
harmonic distortion at 20 MHz while maintaining 190 MHz 
small signal and ISO MHz large signal bandwidths. 

These attributes position the AD9617 as an ideal choice for driv
ing flash ADCs and buffering the latest generation of DACs. 
Optimized for applications requiring gain between ± 1 to ± 15, 
the AD9617 is unity gain stable without external compensation. 

Additional benefits of the AD9617B and T grades include input 
offset voltage of 500 ,... V and temperature coefficient (TC) of 
3 ,...vrc. These accuracy performance levels make the AD9617 
an excellent choice for driving emerging high resolution 
(12-16 bits), high speed analog-to-digital converters and flash 
converters. 

The AD9617 offers outstanding performance in high fidelity, 
wide bandwidth applications in instrumentation ranging from 
network and spectrum analyzers to oscilloscopes and in military 

·Patent pending. 

Low Distortion, Precision, 
Wide Bandwidth Op Amp 

AD9617* I 
AD9617 PIN CONFIGURATION 

NC 

-INPUT +Vs 

+ INPUT OUTPUT 

-Vs 

'OPTIONAL +Vs "OPTIONAL -Vs 

NOTE: FOR BEST SETTLING TIME AND DISTOR
TION PERFORMANCE, USE OPTIONAL SUPPLY 
CONNECTIONS. PERFORMANCE INDICATED IN 
SPECIFICATIONS IS BASED ON SUPPLY CON
NECTIONS TO THESE PINS. 

systems such as radar, SIGINT, and ESM systems. The supe
rior slew rate, low overshoot and fast settling of the AD9617 
allow the device to be used in pulse applications such as com
munications receivers and high speed ATE. Most monolithic op 
amps suffer in these precision pulse applications due to slew rate 
limiting. 

The AD9617 is available in five performance grades and three 
package styles. The AD9617J operates over the range of 0 to 
+70°C and is available in either an 8-pin plastic mini-DIP or an 
8-lead plastic small outline package (SOIC). The AD9617 A and 
B versions are rated over the industrial temperature range of 
-40°C to +85°C. The AD9617S and T versions are rated over 
the military temperature range of -55°C to + 125°C and are 
available processed to MIL-STD-883B. A, B, Sand T grades 
are available in 8-pin hermetic ceramic DIPs and 8-pin hermetic 
ceramic surface mount gull-wing carriers. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATiNGS l 

Supply Voltages (±V~) ....................... ±7 V 
Common Mode Input Voltage ...............•... ±Vs 
Differential Input Voltage ...................... 3 V 
Continuous OutputCurrenr .................• 70 mA 
Operating Temperature Ranges 

AD%17JN/JR ....................... 0 to +70°C 
AD96l7AQIBQ .......•........... -40°C to +85°C 
AD96l7SQITQ/SZITZl883B* ......... -55°C to +125°C 

Storage Temperature , '" , ' 
AD9617JN/JR ............. , ..... -65°C to+125°C 
AD9617 AQIBQlSQITQlSZITZl883B* ... -65°C to + 150°C 

Junction Temperature3 

AD9617JN/JR .......................... 150°C 
AD9617AQIBQ/SQITQ/SZITZ/883B* •.......... 175°C 

Lead Soldering Temperature (10 Seconds) ........• +300°C 

DC ELECTRICAL CHARACTERISTICS (Unless otherwise noted, Ay = +3; ±Vs = ±5 V; RF = 4000; RLOAD = 100 0) 

AD9617AQI AD9617BQI 
Test Mil AD9617JNIJR SQlSZI883B* TQlTZI883B* 

Parameter Conditions Temp Level Sub' Min Typ Max Min Typ Max Min Typ Max Units 

Input Offset VoltageS." +25'<: I I -1.1 +0.5 +2.2 -1.1 +0.5 +2.2 +0.0 +0.5 + 1.1 mV 
Input Offset Voltage TC' Full IV -4 +3 +25 -4 +3 +25 ,-4 +3 +25 /J-V/'C 
Input Bias Cuttent" 

Inverting +25'<: I I -50 0 +50 -50 0 +50 -25 0 +25 ,.A 
Noninverting +25'<: I I -25 +5 +35 -25 +5 +35 -IS +5 +20 ,.A 

Input Bias Current TC" 
Noninverting Full IV -50 +30 +125 -50 +30 +125 -50 +30 +125 nAf'C 
Inverting Full IV -50 +50 +150\ -50 +50 +150 -50 +50 +150 nAI'C 

Input Resistance 
Noninverting +25'<: V 60 60 60 kO 

Input Capscitance 
Noninverting +25'<: V 1.5 1.5 1.5 pF 

Common Mode Input Range T=T_ <- II 2 ±1.4 ±1.5 ±1.4 ±1.5 ±1.4 ±1.5 V 
T = T min to +25'<: <- II 1,3 ±1.7 ±1.8 ±1.7 ±1.8 ±1.7 ±1.8 V 

Common Mode Rejection Ratio Full II 4,5,6 50 60 50 60 50 60 dB 
Power Supply Rejection Ratio avs = ±5% Full II 4,5,6 50 60 50 60 50 60 dB 
Open Loop Gain 

To At de +25'<: V 500 500 500 kO 
Nonlinearity At de +25'C IV 10 10 10 ppm 

Output Voltage Range +25'<: II ±3.4 ±3.8 '±3.4 ±3.8 ±3.4 ±3.8 V 
Output Impedanee At de +25'<: V 0.07 0.07 0.07 0 
Output Current (500 Load) T = +25'<: to T_ <- II 1,2 60 60 60 mA 

T = TmiD <- II 3 50 50 50 mA 

AC ELECTRICAL CHARACTERISTICS (Unless otherwise noted, Ay = +3; ±Vs = ±5 V; RF = 4000; RLOAD = 1000) 
AD9617AQI AD9617BQ1 

Test Mil AD9617JN/JR SQlSZI883B* TQlTZI883B* 
Parameter Conditions Temp Level Sub' Min Typ Max Min Typ Max Min Typ Max UDits 

FREQUENCY DOMAIN 
Bandwidth (-3 dB) 

Small Signal VoUT ,,;2 V p-p Full II 4,5,6 145 190 145 190 145 190 MHz 
Large Signal VOUT=4Vp-p Full IV ISO 115 ISO ll5 ISO MHz 

Bandwidth Variation vs. Av Av =-lto±15 +25'<: V 40 40 40 MHz 
Amplitude of Peaking «50 MHz) T = Tmm to +25'<: <- II 4,5,6 0 0 0.3 0 0.3 dB 

T=T_ <- II 4,5,6 0 0 0.6 0 0.6 dB 
Amplitude of Peaking (>50 MHz) T = Tmm to +25'<: <- II 4,5,6 0 0 0.8 0 0.8 dB 

T=T_ <- II 4,5,6 0 0 1.0 0 1.0 dB 
Amplitude of RoII·Off «75 MHz) Full II 4,5,6 0.1 0.1 0.6 0.1 0.6 dB 
Phase Nonlinearity de to 75 MHz +25'<: V 0.5 0.5 0.5 Degree 
2nd Harmonic Distortion 2 V p-p; 4.3 MHz Full IV -86 -78 -86 -78 -86 -78 dBe 

2 V p-p; 20 MHz Full IV -67 -59 -67 -59 -67 -59 dBe 
2 V p-p; 60 MHz Full II 4,5,6 -51 -43 -51 -43 -51 -43 dBc 

3rd Harmonie Distortion 2 V p-p; 4.3 MHz Full IV -83 -75 -83 -75 -83 -75 dBc 
2 V p-p; 20 MHz Full IV -69 -61 -69 -61 -69 -61 dBe 
2 V p-p; 60 MHz Full II 4,5,6 -54 -46 -54 -46 -54 -46 dBe 

Input Noise Voltage 10 MHz +25'<: V 1.2 1.2 1.2 nVIV~ 
Inverting Input Noise Cuttent 10 MHz +25'<: V 29 29 29 pA/y'(Hz) 
Average Equivalent Integrated 

Input Noise Voltage 0.1 to 200 Ml¥ +25'<: V 55 55 55 /J-V,rms 
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AD9617 
AD9617AQI AD9617BQI 

Test Mil AD9617JN/JR SQ/SZ/883B* TQrrZ/883B* 
Parameter Conditions Temp Level Sub4 Min Typ Max Min Typ Max Min Typ Max Units 

TIME DOMAIN 
Slew Rate VOUT ~ 4 V Step Full IV 1400 1100 1400 1100 1400 V/!'-s 
Rise/Fail Time 

VOUT ~ 2 V Step Full IV 2.0 2.0 2.5 2.0 2.5 ns 
VOUT ~ 4 V Step T ~ +2SoC to Tm~ <- IV 2.4 2.4 3.3 2.4 3.3 ns 
VOUT ~ 4 V Step T ~ Tmin <- IV 2.4 2.4 3.5 2.4 3.5 ns 

Overshoot VOUT ~ 2 V Step Full IV 3 3 14 3 14 % 
Settling Time 

To 0.1% VOUT ~ 2 V Step Full IV 10 10 IS 10 15 ns 
To 0.02% VOUT = 2 V Step Full IV 14 14 23 14 23 ns 
To 0.1% VOUT ~ 4 V Step Full IV II II 16 II 16 ns 
To 0.02% VOUT ~ 4 V Step Full IV 16 16 24 16 24 ns 

2 X Overdrive Recovery to 
±2 mV of Final Value V,N ~ 1.7 V Step +2SoC V SO SO SO ns 

Propagation Delay +2SoC V 2 2 2 ns 
Differential Gain7 Full V <0.01 <0.01 <0.01 % 
Differential Phase7 Full V 0.01 om 0.01 Degree 

POWER SUPPLY REQUIREMENTS 
Quiescent Current I 

+Is Full II 1,2,3 34 48 34 48 34 48 rnA 
-Is Full II 1,2,3 34 48 34 48 34 48 rnA 

NOTES 
1 Absolute maximum ratings 3re limiting values to be applied individually and beyond which the serviceability of the circuit may be impaired. Functional 
operability is not necessarily implied. Exposure to absolute maximum rating conditions for an extended period of time may affect device reliability. 

20utput is short circuit protected to ground, but not to supplies. Continuous short circuit to ground may affect device reliability. 
3Typical thermal impedances (part soldered onto board): 

Mini-DIP: SIA ~ 140°CIW; SIC ~ 30°CIW. Side BrazediCerdip: SIA ~ llO°CIW; SIC ~ 20°CIW. SOle Package: SIA = ISO°CIW; SIC = 300CIW. 
Ceramic Gull Wing: SIA ~ 120°CIW; SIC = 20°CIW. 

4Military subgroups apply only to military qualified devices. 
5Measured with respect to the inverting input. 
&rypical is defined as the mean of the distribution. 
'Frequency ~ 4.3 MHz; RL ~ ISO 0; Av = +3. 
*Consult factory regarding MIL-883 parts in "Z" packages. 

Specifications subject to change without notice. 

EXPLANATION OF MILITARY SUBGROUPS 

Subgroup 1 - Static tests at + 25°C. 
(5% PDA calculated against Subgroup 1 for high-rei versions.) 
Subgroup 2 - Static tests at maximum rated operating 

Subgroup 3 

Subgroup 4 
Subgroup 5 

Subgroup 6 

Subgroup 7 
Subgroup 8 

Subgroup 9 
Subgroup 10 

Subgroup 11 

Subgroup 12 

temperature. 
- Static tests at minimum rated operating 

temperature. 
- Dynamic tests at + 25°C. 
- Dynamic tests at maximum rated operating 

temperature. 
- Dynamic tests at minimum rated operating 

temperature. 
Functional tests at + 25°C. 
Functional tests at maximum and minimum 
rated temperatures. 

- Switching tests at + 25°C. 
- Switching tests at maximum rated operating 

temperature. 
Switching tests at minimum rated operating 
temperature. 
Periodically sample tested. 

EXPLANATION OF TEST LEVELS 
Test Level 
I 100% production tested. 
II - 100% production tested at + 25°C and sample tested at 

specified temperatures. AC testing of J grade devices done 
on sample basis. . 

Sample tested only. III 
IV Parameter is guaranteed by design and characterization 

testing. 
V Parameter is a typical value only. 
VI All devices are 100% production tested at + 25°C. 100% 

production tested at temperature extremes for extended 
temperature devices; sample tested at temperature 
extremes for commercial/industrial devices. 

ORDERING INFORMATION 

Temperature 
Model Range Package Options' 

AD9617JN Oto +70°C Plastic DIP (N-8) 
AD9617JR o to +70°C SOIC (R-8) 
AD9617AQ -40°C to +8SoC Cerdip (Q-8) 
AD9617BQ -40°C to +8SoC Cerdip (Q-8) 
AD9617SQ -55°C to + 125°C Cerdip (Q-8) 
AD9617TQ -55°C to + 125°C Cerdip (Q-8) 
AD9617SQ/883B -55°C to + 125°C Cerdip (Q-8) 
AD9617TQ/883 - 55°C to + 125°C Cerdip (Q-8) 
AD9617SZ* -55°C to + 125°C Ceramic Gull Wing* (Z-8) 
AD9617TZ* -55°C to + 125°C Ceramic Gull Wing* (Z-8) 

NOTES 
*Consult factory regarding MIL-883 parts in "Z" packages. 
lSee Section 20 for package outline information. 
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THEORY OF OPERATION 
The AD9617 has been designed to combine the key attributes of 
traditional "low frequency" precision amplifiers with exceptional 
high frequency characteristics that are independent of closed
loop gain. Previous "high frequency" closed-loop amplifiers have 
low open loop gain relative to precision amplifiers. This results 
in relatively poor dc nonlinearity and precision, as weIl as exces
sive high frequency distortion due to open loop gain roll-off. 

Operational amplifiers use two basic types of feedback correc
tion, each with advantages and disadvantages. Voltage feedback 
topologies exhibit an essentially constant gain bandwidth prod
uct. This forces the closed-loop bandwidth to vary inversely 
with closed-loop gain. Moreover, this type design typically slew 
rate limitS in a way that causes the large signal bandwidth to be 
much lower than its small signal characteristics. 

A newer approach is to use current feedback to realize better 
dynamic performance. This architecture provides two key at
tributes over voltage feedback configurations: (1) avoids slew 
rate limiting and therefore large signal bandwidth can approach 
small signal performance; and (2) low bandwidth variation ver
sus gain settings, due to the inherently low open loop inverting 
,input resistance (Rs). 

The AD9617 uses a new current feedback topology that over
comes these limitations and combines the positive attributes of 
both current feedback and voltage feedback designs. These de
vices achieve excellent high frequency dynamics (slew, BW and 
distortion) along with excellent low frequency linearity and good 
dc precision. 

DIE CONNECTIONS 

-INPUT 0 

+INPUT 0 

o 

TOP VIEW 
(Not to Scale) 

o 
o +v. 

o OUTPUT 

o 0 0 

DIE sIZe = 53 x 67 x 15 mils 
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DC GAIN CHARACTERISTICS 
A simplified equivalent schematic is shown below. When operat
ing the device in the inverting mode, the input signal error cur
rent (IE) is amplified by the open loop transimpedance gain 
(To). The output signal generated is equal to To x IE' Nega
tive feedback is applied through Rp such that the device oper
ates at a gain (G) equal to - RplRl' 

N oninverting operation is similar, with the input signal applied 
to the high impedance buffer (noninverting) input. As before, 
an output (buffer) error current (IE) is generated at the low im
pedance inverting input. The signal generated at the output is 
fed back to the inverting input such that the external gain is 
(1 + RplRl)' The feedback mechanics are identical to the voltage 
feedback topology when exact equations are used. 

v. 

v, 

Equivalent Circuit 



The major difference lies in the front end architecture. A voltage 
feedback amplifier has symmetrical high resistance (buffered) 
inputs. A current feedback amplifier has a high noninverting 
resistance (buffered) input and a low inverting (buffer output) 
input resistance. The feedback mechanics can be easily devel
oped using current feedback and transresistance open loop gain 
T(s) to describe the I/O relationship. (See rypical specification 
chart.) 

DC closed-loop gain for the AD9617 can be calculated using the 
following equations: 

Vo -RpIRI 

VI 1+ lILG 
G inverting (1) 

G noninverting (2) 

(3) 

Because the noninverting input buffer is not ideal, input resis
tance Rs (at dc) is gain dependent and is typically higher for 
noninverting operation than for inverting operation. Rs will ap
proach the same value (=7 0) for both at input frequencies 
above 50 MHz. Below the open loop corner frequency, the non
inverting Rs can be approximated as: 

.. T(s) Tol Rs (nolllnvertlng) "" 7 + - = 7 + -
Ao Ao 

de 

where: Ao = Open Loop Voltage Gain"" G x 600 

Invening Rs below the open loop corner frequency can be ap
proximated as: 

.. T(s) Tol Rs (Inverting) "" 7 + - = 7 + -
Ao Ao 

de 

where: Ao=40,000. 

(4) 

(5) 

The AD9617 approaches this condition. With To = I X 106 0, 
RL = 5000 and Rs = 250 (dc), a gain error no greater than 
0.05% typically results for G = -I and 0.15% for G = -40. 
Moreover, the architecture linearizes the open loop gain over its 
operating voltage range and temperature resulting in ;",16 bits of 
linearity. 

RL = 100n 

./ ~ 
..... 
~ 

0% 

~ 

lL " ~ 

-2 -. +. +2 

VOUT-Votts 

DC Nonlinearity vs. VOUT 

AD9617 
AC GAIN CHARACTERISTICS 
Closed-loop bandwidth at high frequencies is determined prima
rily by the roll-off of T(s). But circuit layout is critical to mini
mize external parasitics which can degrade performance by 
causing premature peaking and/or reduced bandwidth. 

The inverting and noninvening dynamic characteristics are simi
lar. When driving the noninverting input, the inverting input 
capacitance (CI ) will cause the noninverting closed-loop band
width to be higher than the inverting bandwidth for gains less 
than two (2). In the remaining cases, inverting and noninvening 
responses are nearly identical. 

For best overall dynamic performance, the value of the feedback 
resistor (RF ) should be 400 ohms. Although bandwidth reduces 
as closed-loop gain increases, the change is relatively small due 
to low equivalent series input impedance, Zs. (See rypical per
formance charts.) The simplified equations governing the de
vice's dynamic performance are shown below. 

Closed-Loop Gain vs. Frequency: 
(noninverting operation) 

Vo 

Vs 

1+ Rp 
RI 

where: T = Rp x Cc = 0.9 ns(Rp = 4000) 

SlewRate"" ~Vo Xe-TIRFKCc 
RpKCc 

where: K = I + Rs 
R[ 

(6) 

(7) 
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Increasing Bandwidth at Low Gains 
By reducing RF; wider bandwidth and faster pulse response can 
be attained beyond the specified values, although increased over
shoot, settling time and possible ac. peaking J;IlIIy result. As a 
rule of thumb, overshoot and bandwidth will increase by 1% 
and 8%, respectively, for a 5% reduction in RF at gains of ± 10. 
Lower gains will increase these sensitivities. 

Equations 6 and 7 are simplified and do not accurately model 
the second order (open loop) frequency response term which is 
the primary contributor to overshoot, peaking and nonllnelU" 
bandwidth expansion. (See Open Loop Bode Plots.) The user 
should exercise caution when selecting RF values much lower 
than 400 O. Note that a feedback resistor must be used in all 
situations, including those in which the amplifier is used in a 
noninverting unity gain configuration. 

Increasing Bandwidth at High Gains 
Closed loop bandWidth can be extended at high closed loop gain 
by reducing Rp. Bandwidth reduction is a result of the feedback 
current being split between Rs and RI. As the gain increases 
(for a given RF), more feedback current is shunted through RI, 
which reduces closed loop bandwidth (see Equation 6). To 
maintain specified BW, the following equations can be used to 
approximate RF and RI for any gain from ±l to ±15. 

RF = 424 ± 8 G 
(+ for inverting and - for noninverting) 

424 - 8G 

G-l 

424 + 8 G 

G 
G = Closed Loop Gain,. 

Bandwidth Reduction 

(noninverting) 

(inverting) 

(8) 

(9) 

(10) 

The closed loop bandwidth can be reduced by increasing RF • 

Equations 6 and 7 can be used to determine the closed loop 
bandwidth for any value RF • Do not connect a feedback capaci
tor across RF , as this will degrade dynamic performance and 
possibly induce oscillation. 

DC Precision and Noise 
Output offset voltage results from both input bias currents and 
input offset voltage. These input errors are multiplied by the 
noise gain term (1 + RFIRI) and algebraically summed at the 
output as shown below. 

(11) 

Since the inputs are asymmetrical, IBi and IBn do not correlate. 
Canceling their output effects by making RN = RFIiRI will not 
reduce output offset errors, as it would for voltage feedback 

R, 

>--..... -oVOUT 

Output Offset Voltage 
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+10 +1.0 

+5 +0.5 

'1 
> I E c 0 0 I II! 

i :: 
-5 0.5 

-10 -1.0 
-55'C +25'C +126'C 

DC Accuracy 

amplifiers. Typically, IBn is 5 !IA and VIO is +0.5 mV (1 sigma 
= 0.3 m V), which means that the de output error can be 
reduced by making RN '" 100 O. Note that the offset drift will 
not change significantly because the IBn TC is relatively small. 
(See specification table.) 

The effective noise at the output of the amplifier can be deter
mined by taking the root sum of the squares of Equation 11 and 
applying the spectral noise values found in the typical graph sec
tion. This applies to noise from the op amp only. Note that 
both the noise figure and equivalent input offset voltages im
prove as the closed loop gain is increased (by keeping RF fixed 
and reducing RI with RN = 0 0). 

400n 

RSERIES 
In 

CL 

Capacitive Load Figure 

Capacitive Load Considerations 
Due to the low inverting input resistance (Rs) and output buffer 
design, the AD% 17 can directly handle input and/or output 
load capacitances of up to 20 pF. See the chart below. 

~ 35 
I 

~ 30 

c::i 25 
1= 
!ill " 20 
1= 
CJ 15 

~1lI1: 10 

L 
L 

VOUT = 4V STEP 
CLI = OpF 

J 
~ ~ 

./ ~ VOUT = 4V STEP 
CL = OpF 

..-' tr 

.1 .1 
5pF 4pF/DIV 25pF 10pF 4pF/DIV 30pF 

INPUT CAPACITANCE ICLII CAPACITIVE LOAD (CLI 

RSERIES = on 

Input/Output Capacitance Comparisons 



A small series resistor can be used at the output of the amplifier 
and outside of the feedback loop to facilitate driving larger ca
pacitive loads or for obtaining faster setrling time. For capacitive 
loads above 20 pF, RSERIES should be considered. 

25 

20 

] 15 

L ~ 

1/ 
0 , 

J 10 
j 

I 
.J/ 

20 40 60 60 100 

CL- pF 

Recommended RSERIES VS. CL 

APPLYING THE AD9617 
The superior frequency and time domain specifications of the 
AD9617 make it an obvious choice for driving flash converters 
and buffering the outputs of high speed DACs. Its outstanding 
distortion and noise performance make it well suited as a driver 
for analog to digital converters (ADCs) with resolutions as high 
as 16 bits. 

Typical circuits for inverting and noninverring applications are 
shown in Figures I and 2. 

Closed-loop gain for noninverting configurations is determined 
by the value of RI according to the equation: 

Rp 
G = 1 + - (12) 

RI 

-v, 

3.3p.F 

I 
-"';r-

O.lp.F 

"SEE PINOUTS 

v,. 

Figure 1. Noninverting 
Operation 

3.3p.F 

-v, 
·SEE PINOUTS 

Figure 2. Inverting 
Operation 

*Consult factory regarding MIL·883 parts in "Z" packages. 

AD9617 
To preserve the amplifier's full bandwidth, the noninverting 
input should be driven from a low impedance source. To obtain 
a gain of + 1, a feedback resistor must be used or device reliabil
ity will be diminished. 

A recommended circuit for an inverting amplification is shown 
in Figure 2. 

Closed-loop gain for inverting configurations is determined by II 
the value of R, per the following equation: 

Rp 
G = -- (13) 

RI 

LAYOUT CONSIDERATIONS 
As with all high performance amplifiers, printed circuit layout is 
critical in obtaining optimum results with the AD9617. The 
ground plane in the area of the amplifier should cover as much 
of the component side of the board as possible. Each power 
supply trace should be decoupled close to the package with at 
least a 3.3 ILF tantalum and a low inductance, 0.1 ILF ceramic 
capacitor. 

All lead lengths for input, output and the feedback resistor 
should be kept as short as possible. All gain setting resistors 
should be chosen for low values of parasitic capacitance and in
ductance, i.e., microwave resistors and/or carbon resistors. 

Stripline techniques should be used for lead lengths in excess of 
one inch. Sockets should be avoided if possible because of their 
stray inductance and capacitance. If sockets are necessary, indi
vidual pin sockets such as AMP pin 6-330808-3 should be used. 
These contribute far less stray reactance than molded socket as
semblies. 

An evaluation board is available from Analog Devices at nominal 
cost. 

COMPLIANCE INFORMATION 
The AD9617SQ/SZITQITZ/883B* devices are classified within 
Microcircuits Group 49,Technology Group D (operational am
plifiers) and are constructed in accordance with MIL-STD-883. 
They are electrostatic sensitive and fall within electrostatic sensi
tivity classification Class 1. Percent Defective Allowance (PDA) 
is computed based on Subgroup 1 of the specified Group A test 
list. Quality Assurance (QA) screening is in accordance with Al
ternate Method A of Method 5005. 

The following apply: Burn-In per lOIS; Life Test per 1005; 
Electrical Testing per 5004. (Note: Group A electrical testing 
assumes TA = Tc = TJ.) MIL-STD-883"compliant devices are 
marked with "C" to indicate compliance. 

Ne +v.r--+--....... -o +sv 

,.----t-IN AD9617 +v. 
+IN OUT 

4 
-v.I-..-+-..... --<> -S.2V 

100fl 4000 4000 

RESISTORS ARE 1/4W. O.S% 

AD9617 Burn-In Circuit 
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Typical Performance CAy = +3; :tVs = :t5 V; RF = 4000, unless otherwise noted) 
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FEATURES 
Usable Closed-Loop Gain Range: +5/-1 to :±:100 
Low Distortion: -63 dBc (2nd) at 20 MHz 
Small Signal Bandwidth: 160 MHz (Av = +10) 
Large Signal Bandwidth: 150 MHz at 5 V p-p 
Settling Time: 10 ns to 0.1%; 14 ns to 0.02% 
Overdrive and Output Short Circuit Protected 
Fast Overdrive Recovery 
DC Nonlinearitv 5 ppm 

APPLICATIONS 
Driving Flash Converters 
DIA Current to Voltage Converters 
IF. Radar Processors 
Baseband and Video Communications 
Photodiode. CCD Preamps 

GENERAL DESCRIPTION 
The AD9618 is a current feedback amplifier which utilizes a 
proprietary architecture to produce superior distortion and dc 
precision. It achieves this along with fast settling, very fast slew 
rate, wide bandwidth (both small signal and large signal), and 
exceptional signal fidelity. The device achieves - 63 dBc 2nd 
harmonic distortion at 20 MHz while maintaining 160 MHz 
small signal and 150 MHz large signal bandwidths. 

These attributes position the AD961S as an ideal choice for driv
ing flash ADCs and buffering the latest generation of DACs. 
Optimized for applications requiring gain between +5/-1 
to ±40, the AD961S is unity gain stable without external 
compensation. 

Additional benefits of the AD9618B and T grades include 
input offset voltage of 500 ,... V and temperature coefficient (TC) 
of 3 ,...vrc. These accuracy performance levels make the 
AD961S an excellent choice for driving emerging high resolution 
(12-16 bits), high speed analog to digital converters and flash 
converters. 

The AD961S offers outstanding performance in high fidelity, 
wide bandwidth applications in instrumentation ranging from 
network and spectrum analyzers to oscilloscopes, and in military 

'Patent pending. 

Low Distortion, Precision, 
Wide Bandwidth Op Amp 

AD9618* I 
AD9618 PIN CONFIGURATION 

NC 

-INPUT +Vs 

+ INPUT OUTPUT 

-Vs 

·OPTIONAL +Vs ··OPTIONAL -Vs 

NOTE: FOR BEST SETTLING TIME AND DISTOR
TION PERFORMANCE, USE OPTIONAL SUPPLY 
CONNECTIONS. PERFORMANCE INDICATED IN 
SPECIFICATIONS IS BASED ON SUPPLY CON
NECTIONS TO THESE PINS. 

systems such as radar, SIGINT, and ESM systems. The supe
rior slew rate, low overshoot, and fast settling of the AD961S 
allow the device to be used in pulse applications such as com
munications receivers and high speed ATE. Most monolithic op 
amps suffer in these precision pulse applications due to slew rate 
limiting. 

The AD9618 is available in five performance grades and three 
package styles. The AD96IS] operates over the range of 0 to 
+ 70°C and is available in either an S-pin plastic mini-DIP or an 
S lead plastic small outline package (SOlC). The AD9618A and 
B versions are rated over the industrial temperature range of 
-40°C to +S5°C. The AD961SS and T versions are rated over 
the military temperature range of - 55°C to + 125°C; and are 
available processed to MIL-STD-883B. A, B, Sand T grades 
are available in S-pin hermetic ceramic DIPs and 8-pin hermetic 
surface mount gull-wing carriers. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS' Storage Temperature 
Supply Voltages (±Vs). ; ••.••.......•.......... ±7 V 
Common Mode Input Voltage ........•.......... ±Vs 
Differential Input Voltage ...............•...... 3 V 
Continuous Output Current2 •••••••••••••••••• 70 rnA 
Operating Temperature Ranges 

AD96ISJN/JR ......... ~ ........• -65°C to + 12SOC 
AD96ISAQIBQ/SQITQ/SZlTZlSS3B* .... -WC to + ISOOC 

Junction Temperature3 

AD96ISJN/JR .......................... 150°C 
AD96ISAQIBQ/SQITQ/SZITZ/S83B* .......•... 175°C 

AD96ISJN/JR •...................... 0 to + 70°C 
AD96ISAQIBQ .........••....•... -40°C to +SsoC 

Lead Soldering Temperature (10 Seconds) ......... + 300°C 

AD96ISSQITQ/SZlTZlSS3B* ......... -55°C to +12SoC 

DC ELECTRICAL CHARACTERISTICS 

Parameter ConditiODS Temp 

Input Offset Voltages •• +25"C 
Input Offset Voltage TC" Fun 
Input Bias Current" 

Inverting +25"C 
Noninverting +25"C 

Input Bias Current TC· 
Noninvening FuU 
Inverting Full 

Input Resistance 
Noninvening +25"C 

Input Capacitance 
Noninverting +25"C 

Common Mode Input Range T= Tm .. <-

T = Tm;n to +25"C <-

Common Mode Rejection Ratio FuU 
Power Supply Rejection Ratio I:J.Vs = ±5% FuU 
Open Loop Gain 

To Atdc +25"C 
Nonlinearity At dc +25"C 

Output Voltage Range +25"C 
OutpUt Impedance At de +25°C 
Output Current (50 n Load) T=+25"CtoT_ <-

T= Trnin <-

AC ELECTRICAL CHARACTERISTICS 

Parameter Conditions Temp 

FREQUENCY DOMAIN 
Bandwidth ( - 3 dB) 

Sman Signal VoUT :s;2Vp-p FuU 
Large Signal VoUT :s;5Vp-p FuU 

Bandwidth Variation vs. Av Av=-lto±4O +25"C 
Amplitude of Peaking «50 MHz) T = Tm;n to +25"C <-

T=T_ <-

Amplitude of Peaking (>50 MHz) T = Tm;n to +25"C <-

T=T_ <-

Amplitude of Ron·Off «75 MHz) FuU 
Phase Nonlinearity de to 75 MHz +25"C 
2nd Harmonic Distortion 2 V p-p; 4.3 MHz FuU 

2 V p-p; 20 MHz FuU 
2 V p-p; 60 MHz FuU 

3rd Harmonic Distortion 2 V p-p; 4.3 MHz FuU 
2 V p-p; 20 MHz FuU 
2 V p-p; 60 MHz FuU 

Input Noiae Voltage 10 MHz +25"C 
Inverting Input Noise Current 10 MHz +25"C 
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(Unless otherwise noted, Av = +10; ±Vs = ±5 V; RF = 10000; 
RLOAD = 100 0) 

AD9618AQI AD9618BQI 
Test Mil AD9618JN/JR SQlSZI883B* TQlTZI883B* 
Level Sub' Min Typ Max Min Typ Max Min TypMax 

I I -1.1 +0.5 +2.2 -1.1 +0.5 +2.2 0.0 +0.5 +1.1 
.IV -4 +3 +25 -4 +3 +25 -4 +3 +25 

I I -45 0 +45 -45 0 +45 -20 0 +20 
I I -25 +5 +35 -25 +5 +35 -13 +5 +18 

IV -50 +30 +125 -50 +30 +125 -50 +30 +125 
IV -50 +40 +130 -50 +40 +130 -50 +40 +130 

V 75 75 75 

V 1.5 !.5 !.5 
II 2 ±1.0 ±1.2 ±1.0 ±1.2 ±1.0 ±1.2 
II 1,3 ±1.4 ±!.5 ±1.4 ±1.5 ±1.4 ±1.5 
II 4,5,6 50 60 50 60 50 60 
II 4,5,6 50 60 50 60 50 60 

V 3 3 3 
V 5 5 5 
II ±3.3 ±3.7 ±3.3 ±3.7 ±3.3 ±3.7 
V 0.08 0.08 0.08 
II 1,2 60 60 60 
II 3 50 50 50 

(Unless otherwise noted, Av = +10; ±Vs = ±5 V; RF = 1 kO; 
RLOAD = 1000) 

AD9618AQI AD9618BQ 
Test MU AD9618JN/jR SQlSZI883B* TQlTZI883B* 
Level Sub' Min Typ Max Min Typ Max Min Typ Max 

II 4,5,6 130 160 130 160 130 160 
IV 150 120 150 120 ISO 
V 35 35 35 
II 4,5,6 0 0 0.4 0 0.4 
II 4,5,6 0 0 0.7 0 0.7 
II 4,5,6 0 0 0.6 0 0.6 
II 4,5,6 0 0 1.2 0 1.2 
II 4,5,6 0.5 0.5 1.2 0.5 1.2 
V 0.5 0.5 0.5 
IV -83 -75 -83 -75 -83 -75 
IV -63 -55 -63 -55 -63 -55 
II 4,5,6 -51 -43 -51 -43 -51 -43 
IV -85 -77 -85 -77 -85 -77 
IV -70 -62 -70 -62 -70 -62 

·11 4,5,6 -62 -54 -62 -54 -62 -54 
V 1.2 1.2 1.2 
V 24 24 24 

Units 

mV 
... V/"C 

... A 

... A 

nA/"C 
nAf'C 

kfl 

pF 
V 
V 
dB 
dB 

M!l 
ppm 
V 
!l 
mA 
mA 

Units 

MHz 
MHz 
MHz 
dB 
dB 
dB 
dB 
dB 
Degree 
dBe 
dBc 
dBc 
dBc 
dBc 
dBc 
nV/y(Hz) 
pAly(Hz) 



AD9618 
AD9618AQI AD9618BQI 

Test Mil AD9618JNIJR SQlSZI883B* TQlTZI883B* 
Parameter Conditions Temp Level Sub' Min Typ Max Min Typ Max Min Typ Max Units 

Average Equivalent Intesrated 
Input Noise Voltage 0.1 to 200 MHz +25'C V 38 38 38 f.LV,rms 

TIME DOMAIN 
Slew Rate VOUT = 4 V Step Full IV 1800 1400 1800 1400 1800 VI,.s 
Rise/Fall Time 

VOUT = 2 V Step Full IV 2.2 2.2 2.6 2.2 2.6 ns 
VOUT = 5 V Step T = +25'C to .... IV 2.3 2.3 2.8 2.3 2.8 ns 

T = Tmin .... IV 2.3 2.3 3.1 2.3 3.1 ns 
Overshoot VOUT = 2 V Step Full IV 2 2 10 2 10 % 
Settling Time 

To 0.1% VOUT = 2 V Step Full IV 9 9 15 9 15 ns 
To 0.02% VOUT = 2 V Step Full IV 14 14 23 14 23 ns 
To 0.1% VOUT = 4 V Step Full IV 10 10 16 10 16 ns 
To 0.02% VOUT = 4 V Step Full IV 16 16 24 16 24 ns 

2 x Overdrive Recovery to 
±2 mV of Final Value VIN = 0.6 V Step +25'C V 50 50 50 ns 

Propsgstion Delay +25'C V 2 2 2 ns 
Differential Gain' Full V 0.01 0.01 0.01 % 
Differential Pha .. ' Full V 0.02 0.02 0.02 Desree 

POWER SUPPLY REQUIREMENTS 
Quiescent Current 

I +Is Full II 1,2,3 31 43 31 43 31 43 mA 
-Is Full II 1,2,3 31 43 31 43 31 43 mA 

NOTES 
I Absolute maximum ratinll' are limiting values to be applied individually and beyond which the serviceability of the circuit may be impaired. Functional 
operability is nol necessarily implied. Exposure to absolute maximum rating conditions for an extended period of time may affect device reliability. 

20UlpU1 is short circuit prqtected to ground, but not to supplies. Continuous short circuit to ground may affect device reliability, 
'Typical thermal impedances (par[ soldered onto board): 
Mini-DIP: BIA = 140'CIW; Blc = 30'C/W. 
Side BrazedlCerdip: BIA = 1lO'C/W; Ble = 20'C/W. 
SOIC Package: BIA = 150'CIW; Ble = 30'C/W. 
Ceramic Gull Wing: BIA = 12O'C/W; Ble = 20'C/W. 

'Military subgroups apply only [0 military qualified devices. 
'Measured with respect to the inverting input. 
"Typical is defined as the mean of the distribution. 
'Frequency = 4.3 MHz; RL = ISO 0; Av = + 10. 

·Contact factory regarding MIL-883 parts in "Z" packages. 

Specifications subject to change without notice. 

EXPLANATION OF MILITARY SUBGROUPS 

Subgroup 1 - Static tests at + 25°C. 
(5% PDA calculated against Subgroup 1 for high-rei versions.) 
Subgroup 2 - Static tests at maximum rated operating 

Subgroup 3 

. Subgroup 4 
Subgroup 5 

Subgroup 6 

Subgroup 7 
Subgroup 8 

Subgroup 9 
Subgroup 10 

Subgroup 11 

Subgroup 12 

temperature. 
- Static tests at minimum rated operating 

temperature. 
- Dynamic tests at + 25°C. 
- Dynamic tests at maximum rated operating 

temperature. 
- Dynamic tests at minimum rated operating 

temperature. 
- Functional tests at + 25"C. 
- Functional tests at maximum and minimum 

rated temperatures. 
- Switching tests at + 25°C. 
- Switching tests at maximum rated operating 

temperature. 
- Switching tests at minimum rated operating 

temperature. 
- Periodically sample tested. 

EXPLANATION OF TEST LEVELS 
Test Level 
I - 100% production tested. 

II - 100% production tested at + 25°C and sample tested at 
specified temperatures. AC testing of J grade devices done 
on sample basis. 

III - Sample tested only. 

IV - Parameter is guaranteed by design and characterization 
testing. 

V - Parameter is a typical value only. 

VI - All devices are 100% production tested at + 25°C. 100% 
production tested at temperature extremes for extended 
temperature devices; sample tested at temperature 
extremes for commercial/industrial devices. 

ORDERING INFORMATION 
Temperature 

Model Range Package Optionsl 

AD9618JN o to +70°C Plastic DIP (N -S) 
AD961SJR o to +70°C SOIC (R-S) 
AD9618AQ -40°C to +S5°C Cerdip (Q-8) 
AD961SBQ -40°C to +S5°C Cerdip (Q-S) 
AD961SSQ - 55°C to + 125°C Cerdip (Q-8) 
AD9618TQ - 55°C to + 125°C Cerdip (Q-S) 
AD9618SQl883B - 55°C to + 125°C Cerdip (Q-8) 
AD961STQl883B - 55°C to + 125°C Cerdip (Q-8) 
AD961SSZ* - 55°C to + 125°C Ceramic Gull Wing (Z-S) 
AD9618TZ* - 55°C to + 125°C Ceramic Gull Wing (Z-8) 

NOTES 
'Contact factory regarding MIL-8S3 parrs in "Z" packages. 
'See Section 20 for package outline information. 
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THEORY OF OPERATION 
The AD9618 has been designed to combine the key attributes of 
traditional "low frequency" precision amplifiers with exceptional 
high frequency characteristics that are independent of closed
loop gain. Previous "high frequency" closed-loop amplifiers have 
low open loop gain relative to precision amplifiers. This results 
in relatively poor dc nonlinearity and precision, as well as exces
sive high frequency distortion due to open loop gain roll-off. 

Operational amplifiers use two basic types of feedback correc
tion, each with advantages and disadvantages. Voltage feedback 
topologies exhibit an essentially constant gain bandwidth prod
uct. This forces the closed-loop bandwidth to vary inversely 
with closed-loop gain. Moreover, this type design typically slew 
rate limits in a way that causes the large signal bandwidth to be 
much lower than its small signal characteristics. 

A newer approach is to use current feedback to realize better 
dynamic performance. This architecture provides two key at
tributes over voltage feedback confignrations: (1) avoids slew 
rate limiting and therefore large signal bandwidth can approach 
small signal performance; and (2) low bandwidth variation ver
sus gain settings, due to the inherently low open loop inverting 
input resistance (Rs). 

The AD9618 uses a new current feedback topology that over
comes these limitations and combines the positive attributes of 
both current feedback and voltage feedback designs. These de
vices achieve excellent high frequency dynamics (slew, BWand 
distortion) along with excellent low frequency linearity and good 
dc precision. 

DIE CONNECTIONS 

+v, 

0 0 

-INPUT 0 0 +v, 

TOP VIEW 
(Not to Scale) 

+INPUT D 0 OUTPUT 

o o o 
DIE SIZE := 53 x 67 x 15 mils 
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DC GAIN CHARACTERISTICS 
A simplified equivalent schematic is shown below. When operat
ing the device in the inverting mode, the input signal error cur
rent (IE) is amplified by the open loop transimpedance gain 
(To). The output signal generated is equal to To x IE. Nega
tive feedback is applied through RF such that the device oper
ates at a gain (G) equal to - RFIR1• 

Noninverting operation is similar, with the input signal applied 
to the high impedance buffer (noninverting) input. As before, 

Equivalent Circuit 

an output (buffer) error current (IE) is generated at the low im
pedance inverting input. The signal generated at the output is 
fed back to the inverting input such that the external gain is 
(I + RF/R1). The feedback mechanics are identical to the voltage 
feedback topology when exact equations are used. 

The major difference lies in the front end architecture. A voltage 
feedback amplifier has symmetrical high resistance (buffered) 
inputs. A current feedback amplifier has a high noninverting 
resistance (buffered) input and a low inverting (buffer output) 
input resistance. The feedback mechanics can be easily devel
oped using current feedback and transresistance open loop gain 
T(s) to describe the I/O relationship. (See typical specification 
chart.) 



DC closed-loop gain for the AD9618 can be calculated using the 
following equations: 

G = Vo -RpIRI 

VI 1 + IILG 
inverting (1) 

G noninverting (2) 

(3) 

Because the noninverting input buffer is not ideal, input resis
tance Rs (at dc) is gain dependent and is typically higher for 
noninverting operation than for inverting operation. Rs will ap
proach the same value ( ... 9 0) for both at input frequencies 
above 50 MHz. Below the open loop corner frequency, the non
inverting Rs can be approximated as: 

R .. Tisl Tol s Inomn'Vertlngl ... 9 + - = 9 + -
Ao Ao 

de 

where: Ao=Open Loop Voltage Gain'" Gx350 

Inverting Rs below the open loop corner frequency can be ap
proximated as: 

(4) 

R ·· ~I ~I s Itn'Vertlngl ... 9 + - = 9 + -
Ao Ao 

(5) 

de 

where: Ao = 140,000 

I 
- - RL :: 100U 

." 
/' ....... 

" J 1'.. 
II t"-. 

/ 

-2 -, +' +2 

VOUT - Volts 

DC Nonlinearity vs. VOUT 

The AD9618 approaches this condition. With To = 3 X 10· 0 
and Rs = 32 0 (de), a gain error of 0.04% typically results for 
G = -I and 0.11% for G = -100. Moreover, the architecture 
linearizes the open loop gain over its operating voltage range and 
temperature resulting in > 16 bits of linearity. 

AD9618 
AC GAIN CHARACTERISTICS 
Closed-loop bandwidth at high frequencies is determined prima
rily by the roll-off of T(s). But circuit layout is critical to mini
mize external parasitics which can degrade performance by 
causing premature peaking andlor reduced bandwidth. 

The inverting and noninverting dynamic characteristics are simi
lar. When driving the noninverting input, the inverting input 
capacitance (CI ) will cause the noninverting closed-loop band- • 
width to be higher than the inverting bandwidth for gains less 
than five (5). In the remaining cases, inverting and noninverting 
responses are nearly identical. 

For best overall dynamic performance, the value of the feedback 
resistor (RF ) should be 1000 O. Although bandwidth reduces as 
closed-loop gain increases, the change is relatively small due to 
low equivalent series input impedance, Zs. (See typical perfor
mance charts.) The simplified equations governing the device's 
dynamic performance are shown below. 

Closed-Loop Gain vs. Frequency: 
(noninverting operation) 

Vo 

Vs 

1+ Rp 
RI 

where: T=RpxCc=l.O ns (Rp=l kO) 

Slew Rate'" IlVo x e-T/RFKCc 
RpKCc 

where: K=l+ Rs 
RI 

(6) 

(7) 
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Increasing Bandwidth at Low Gains 
By reducing Rp, wider bandwidth and faster pulse response can 
be attained beyond the specified values, although increased over
shoot, settling time, and possible ac pealting may result. As a 
rule of thumb, overshoot and bandwidth will increase by 1% 
and 8%, respectively, for a 5% reduction in Rp at gains of ± 10. 

Equations 6 and 7 are simplified and do not accurately model 
the second order (open loop) frequency response .term which is 
the primary contributor to overshoot, peaking, and nonlinear 
bandwidth expansion. (See Open Loop Bode Plots.) The user 
should exercise caution when selecting Rp values much lower 
than 1000 fi. Note that a feedback resistor must be used in all 
situations. 

Increasing Bandwidth at High Gains 
Closed-loop bandwidth can be extended at high closed-loop gain 
by reducing Rp. Bandwidth reduction is a result of the feedback 
cUrrent being split between Rs and R[. As the gain increases 
(for a given Rp), more feedback current is shunted through R[, 
which reduces closed-loop bandwidth (see Equation 6). To 
maintain specified BW, the following equations can be used to 
approximate Rp and R[ for any gain from = +5/-1 to ±40. 

RF = 1100 ± 8 G (8) 
(+ for inverring and - for noninverting) 

llOO - 10 G 

G - 1 
1100 + 10 G 

G 
G = Closed-Loop Gain. 

Bandwidth Reduction 

(noninverting) 

(inverting) 

(9) 

(10) 

The closed-loop bandwidth can be reduced by increasing Rp. 
Equations 6 and 7 can be used to determine the closed-loop 
bandwidth for any value Rp. Do not connect a feedback capaci
tor across Rp, as this will degrade dynamic performance and 
possibly induce oscillation. 

DC Precision and Noise 
Output offset voltage results from both input bias currents and 
input offset voltage. These input errors are multiplied by the 
noise gain term (1 + Rp/R[) and algebraically summed at the 
output as shown below. 

VO=VIOX (1+ ~~)±IBnXRNX (1+ i)±IBiXRF (ll) 

Since the inputs are asymmetrical, lBi and mn do not correlate. 
Canceling their output effects by making RN = RpIIR[ will not 
reduce output offset errors, as it would for voltage feedback am-

>-+-OVOUT 

Output Offset Voltage 
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+10 +1.0 

+5 +0.5 

c .. > I E . 
i 

0 I 

.j 

-5 -0.5 

-10 -1.0 
-55·C +25"<: +125"<: 

DC Accuracy 

plifiers. Typically, IBn is 5 JLA and VIO is +0.5 mV (1 sigma = 
0.3 m V), which means that the dc output error can be reduced 
by making RN ... 100 fi. Note that the offset drift will not 
change significantly because the IBn TC is relatively small. (See 
specification table.) 

The effective noise at the output of the amplifier can be deter
mined by taking the root sum of the squares of Equation 11 and 
applying the spectral noise values found in the typical graph sec
tion. This applies to noise from the op amp only. Note that 
both the noise figure and equivalent input offset voltage improve 
as the closed-loop gain is increased (by keeping Rp fixed and 
reducing R[ with RN = 0 fi). 

1kO 

RSERIES 

RL 
500n 

Capacitive Load Figure 

Capacitive Load Considerations 

CL 

Due to the low inverting input resistance (Rs) and output buffer 
design, the AD9618 can directly handle input andlor output 
load capacitances of up to 10 pF. See the chart below. 

= 55 
I 

~ 55 

.. 45 
e 
w 35 

~ 25 -:;; 
15 

5pF 

I I I 

V 
t--VOUT = 4V STEP -

CLI = OpF 

/ 
~ VOUT = 4V STEP 

Cl = OpF 
J 

V 
4pF/DIV Z5pF OpF 4pF/DIV 20pF ~ 

INPUT CAPAcrrANCE (CLII CAPACITIVE lOAD (Cli 

RSERIES = on 

Input/Output Capacitance Comparisons 



A small series resistor can be used at the output of the amplifier 
and outside of the feedback loop to facilitate driving larger 
capacitive loads or for obtaining faster settling time. For capaci
tive loads above 10 pF, RSER'ES should be considered. 

2. 

20 

E 15 

is , 
; 
J 10 

f 

J 
20 

/ 
~ 

/ 

40 .. .0 100 

CL-pF 

Recommended RSERIEs VS. CL 

APPLYING THE AD9618 
The superior frequency and time domain specifications of the 
AD9618 make it an obvious choice for driving flash converters 
and buffering the outputs of high speed DACs. Its outstanding 
distortion and noise performance make it well suited as a driver 
for analog-to-digital converters (ADCs) with resolutions as high 
as 16 bits. 

Typical circuits for inverting and noninverting applications are 
shown in Figures I and 2. 

Closed-loop gain for noninverting configurations is determined 
by the value of R, according to the equation: 

RJ' 
G = I + - (12) 

R/ 

v, __ "",--,-'1 

-v, 
·SEE PINOUTS 

Figure 1. Noninverting 
Operation 

+v, 

O.'IlF 

-v, 
-SEE PINOUTS 

Figure 2. Inverting 
Operation 

AD9618 
To preserve the amplifier's full bandwidth, the noninverting 
input should be driven from a low impedance source. 

A recommended circuit for an inverting amplification is shown 
in Figure 2. 

Closed-loop gain for inverting configurations is determined by 
the value of R, per the following equation: 

RF 2 G = -- (13) 
R/ 

LAYOUT CONSIDERATIONS 
As with all high performance amplifiers, printed circuit layout is 
critical in obtaining optimum results with the AD9618. The 
ground plane in the area of the amplifier should cover as much 
of the component side of the board as possible. Each power 
supply trace should be decoupled close to the package with at 
least a 3.3 floF tantalum and a low inductance, 0.1 floF ceramic 
capacitor. 

All lead lengths for input, output, and the feedback resistor 
should be kept as short as possible. All gain setting resistors 
should be chosen for low values of parasitic capacitance and in
ductance, i.e., microwave resistors andlor carbon resistors. 

Stripline techniques should be used for lead lengths in excess of 
one inch. Sockets should be avoided if possible because of their 
stray inductance and capacitance. If sockets are necessary, indi
vidual pin sockets such as AMP pIn 6-330808-3 should be used. 
These contribute far less stray reactance than molded socket as
semblies. 

An evaluation board is available from Analog Devices for a 
nominal charge. 

t-r-t-r--<l -5.2V 

40011 400H 100t! 

RESISTOR ARE 1/4 W, 0.5% 

AD9618 Burn-In Circuit 

MIL-STD-883 COMPLIANCE INFORMATION 
The AD9618SQ/SZITQITZ/883B* devices are classified within 
Microcircuits Group 49,Technology Group D (operational am
plifiers) and are constructed in accordance with MIL-STD-883. 
They are electrostatic sensitive and fall within electrostatic sensi
tivity classification Class I. Percent Defective Allowance (PDA) 
is computed based on Subgroup I of the specified Group A test 
list. Quality Assurance (QA) screening is in accordance with Al
ternate Method A of Method 5005. 

The following apply: Burn-In per lOIS; Life Test per 1005; 
Electrical Testing per 5004. (Note: Group A electrical testing 
assumes TA = Tc = T J.) MIL-STD-883-compliant devices are 
marked with "C" to indicate compliance. 

·Consult factory regarding MIL-883 parts in coz" packages. 
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Typical Performance (Ay = +10; ±Vs = ±5V; RF = 1 kG, unless otherwise noted) 
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1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Excellent Gain Accuracy: 0.995 VIV 
Wide Bandwidth: 600 MHz 
Slew Rate: 2300 V /IJ.S 
Ultra low Distortion 

-73 dBc@20MHz 
-90 dBc @ 2.3 MHz 

Fast Settling Time: 8 ns to 0.02% 
Low Noise: 2.4 nvtv'Hi 

APPLICATIONS 
IF/Communications 
Impedance Transformations 
Drives Flash ADCs 
Line Driving 

GENERAL DESCRIPTION 
The AD9620 is a monolithic, unity gain buffer amplifier that 
sets new standards in gain accuracy, wide bandwidth and low 
distortion. Its large signal bandwidth, ultralow distortion over 
frequency, and drive capabilities of the AD9620 make this 
buffer an ideal driver for flash ADCs. Other applications which 
require increased current drive at unity voltage gain, such as 
cable driving, also benefit from the AD9620's performance. 

In addition to innovative (patent pending) feedback arc 
special packaging techniques improve dynami 
minimizing the reactive effects . 
ages. The result is -73 dBc h 
and -90 d Bc at 2.3 MHz. The 
amplifiers, including its predecessor AD 
signal pulse response and dc linearity. T 
AD9620 the premier driver for high-speed, 
ADCs. 

Available in side-brazed ceramic DIP packages, the "A" su 
unit is guaranteed for -40°C to + 85°C operating temperatures; 
the "S" suffix device is guaranteed from -SSOC to + 125°C. 
AD9620 die are dc tested at + 25°C. 

·Patent(s) Pending. 

Low Distortion, 600 MHz 
Closed-Loop Buffer Amp 

AD9620* I 
AD9620 PIN CONFIGURATION 

NC 

INPUT 

NC = NO CONNECT 

AD9620 DIE LAYOUT 
60 (length) x 50 (width) x 15 (height) mils 

NC HC <vs 

• • • • 

• -vs 

Temperature 
Range 

-40°C to +8SoC 
-55°C to + 125°C 
+2SoC 

<vs 

• • <C 

• OUTPUT 

• -c 

• 
-vs 

Description 

8-Pin DIP 
8-Pin DIP 
Die 

*See Section 20 for package outline information. 

Package 
Option* 

D-8 
D-8 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS· 
Supply Voltages (±Vs) .••...............•.... ±7 V Storage Temperature 
Input Voltage Range ......................... ±Vs AD9620AD .................... -65°C to + 150°C 
Continuous Output Current2 •••••••••••••••••• 70 rnA 
Operating Temperature Ranges 

AD9620SD ..................... -65°C to + 150°C 
Junction Temperature' ..................... + 175°C 

AD9620AD ..................... -40°C to +85°C Lead Soldering Temperature (10 seconds)4 ........ + 300°C 
AD9620SD .•................... -55°C to + 125°C 

ELECTRICAL CHARACTERISTICS (Unless othelWise noted, ±Vs = ± 5 V; RIM = 500, RLOAD = 100 OJ 

AD9620AD AD9620SD 
Parameter Conditions Temp Min Typ Max Min Typ Max Units 

DC SPECIFICATIONS 
Output Offset Voltage +25°C ±2 ±2 mV 

Offset Voltage TC Full TBD TBD iJ-VI"C 
Input Bias Current +25OC ±15 iJ-A 

Bias Current TC Full TBD nAl"C 
Input Resistance 500 kO 
Input Capacitance 1.0 pF 
Gain VOUT = 2 Vp-p TBD 0.995 VN 
Output Voltage Range ±2.4 V 
Output Current (50 0 Load) TBD SO rnA 
Output Impedance 0.4 0 
Power Supply Rejection Ratio 65 dB 
DC Nonlinearity 0.01 % 

FREQUENCY DOMAIN 
Bandwidth (-3 dB) 

Small Signal VOUT 500 MHz 
Large Signal VOUT 4Vp-p 150 MHz 

Amplitude of Peaking ,,;150 MHz 0.8 dB 
Amplitude of Rolloff ,,;150 MHz ull 0.3 dB 
Group Delay DC to 150 MHz + 25°C 0.7 ns 
Phase Nonlinearity DC to 150 MHz + 25°C 0.7 Degree 
2nd Harmonic Distortion 2 V p-p; 2.3 MHz Full -90 dBc 

2 V p-p; 20 MHz Full -73 dBc 
3rd Harmonic Distortion 2 V p-p; 2.3 MHz Full -92 dBc 

2 V p-p; 20 MHz Full -78 dBc 
2 V p-p; 60 MHz Tmax dBc 

Spectral Input Noise Voltage 10 MHz + 25°C 2.4 2.4 nV/y'Hz 
Integrated Output Noise Voltage 0.1 to 200 MHz +25°C 32 32 iJ-V 

TIME DOMAIN 
Slew Rate VOUT = 5 V Step +25°C 2300 2300 V/iJ-s 
RiseIFall Time VOUT = 1 V Step + 25°C 0.8 0.8 ns 

VOUT = 4 V Step +25°C 1.5 1.5 ns 
Overshoot VOUT = 2 V Step Full 3 3 % 
Settling Time 

To 0.1% VOUT = 2 V Step + 25°C 4.5 4.5 ns 
To 0.02% VOUT = 2 V Step +25OC 8 8 ns 

SUPPLY CURRENTS 
Icc (+Is) Vcc = +5 V Full 38 38 rnA 
lEE (-Is) VEE = -5 V Full 38 38 mA 

NOTES 
1 Absolute maximum ratings are limiting values to be applied individually, and beyond which the serviceability of the circuit may be impaired. Functional opera· 
bility is not necessarily implied. Exposure to absolute maximum rating conditions for an extended period of time may affect device reliability. 

'Output is short-circuit protected to ground, but not to supplies. Prolonged short circuit to ground may affect device reliability. 
'Typical side-brazed thermal impedances (part soldered onto board): 0IA = llO"C/W; Ole = ZO"C/W. 
Specifications subject to change without notice. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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-.ANALOG 
WDEVICES 

FEATURES 
Excellent Gain Accuracy: 0.99 VIV 
Wide Bandwidth: 750 MHz 
Slew Rate: 1200 V/p.s 
Low Distortion 

-66 dBc @ 20 MHz 
-SO dBc @ 4.3 MHz 

Settling Time 
5nsto 0.1% 
ans to 0.02% 

Low Noise: 2.4 nV/v'Hz 
Improved Source for CLC-110 

APPUCATIONS 
IF/Communications 
Impedance Transformations 
Drives Flash ADCs 
Line Driving 

GENERAL DESCRIPTION 
The AD9630 is a monolithic buffer amplifier that utilizes inno
vative (patent pending) closed-loop design techniques to achieve 
exceptional gain accuracy, wide bandwidth, and low distortion. 
Slew rate limiting has been overcome as indicated by the 
1200 V/ ... s slew rate; this improvement allows the user greater 
flexibility in wideband and pulse applications. The second har
monic distonion terms for an analog input tone of 4.3 MHz and 
20 MHz are -80 dBc and -66 dBc, respectively. Clearly, the 
AD9630 establishes a new standard by combining in one part 
outstanding dc and dynamic performance. 

The large signal bandwidth, low distonion over frequency, and 
drive capabilities of the AD9630 make the buffer an ideal flash 
ADC driver. The AD9630 provides better signal fidelity than 
many of the flash ADCs that it has been designed to drive. 
Other applications which require increased current drive at 
unity voltage gain such as cable driving benefit from the 
AD9630's performance. 

*Pateal(s) Peadia& 

Low Distortion, 750 MHz 
Closed-Loop Buffer Amp 

AD9630* I 
AD9630 PIN CONFIGURATION 

"OPTIONAL +Vs '''OPTIONAL -'Is NC = NO CONNECT 

NOTE: FOR BEST SETTLING TIME PERFORMANCE 
USE OPTIONAL POWER SUPPLIES. ALL SPECIACATIONS 
ARE BASED ON USING SINGLE ±'Is CONNECTIONS 
EXCEPT FOR SETTLING TIME TO 0.02% AND SMALL 
SIGNAL S21. CONSULT THE FACTORY FOR VERSIONS 
WITH OPTIONAL POWER SUPPLY PINS DISCONNECTED 
INTERNAL TO THE PACKAGE. 

The AD9630 is available in four 8-pin package styles including 
Plastic DIP (N), Ceramic DIP (Q), SOIC (R), and Ceramic. 
SOIC (Z). Both Ceramic packages are processed to MIL-STD-
883; consult with the factory concerning availability. The "A" 
grades are guaranteed for -40"C to + 85°C; "s" grades are guar
anteed from -55"C to + 125"C. Die are dc tested at 25"C. 

AD9630 DIE LAYOUT 
OPTlONAL 

.v, .v, 

• • • UB13088 • • • 
IIPUT • • OUTPUT 

• • • • • Die Dimensions ~L -v, 6OxSOxlS mils -v, 
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SPEGIF·ICATIQNS, 
ABSOLuTE MuwUM RATINGS1 Stonge Temperarure 
Supply Vol~ (±VsY ., '>." .•.. .' .... ' .......... ±7 V 
Continuous 'Output Current2 :: ....... ': ........ 70 rnA 

AD9630AN/AR ..•.... ; ;,~., ..... , .j ~WCto ,:rI,SPOC 
AD9630SZlSQ/AQ .•.....•... ' ..... ~65°C to + 1Sooc 

Temper!l~ Rarlge over Which Specifications Apply 
AD9630AN/ARtAQ .........•...•.. -4O"C to +85OC 

Junction Temperarure3 

AD9630AN/AR ...................•.... + ISO°C 
ADC)630~ZlSQ .: .... :. ~ ......... -55°Cto +125OC AD9630SZlSQlAQ .... , ................. + moc 

Lead Soldering Temperarure (1,0 sec) .•...•...... +3000c 

ELECTRICAL CHARACTERISTICS (Unless otherwise noted, ±Vs = ± 5 V; RIN =500, RLOAD == 1000) 

Test Mil AD9630AINIRIQ AD963OS1Q1Z 
Parameter Conditions Temp Level Sub" Min Typ Max Min Typ Max Units 

DC SPECIFICATIONS 
Output Offset Voltage +25'C I I -8 ±3 +8 -8 ±3 +8 mV 

Offset Voltage TC Full IV -25 ±8 +25 -25 ±8 +25 .. vrc 
Input Bias Current +25'C I I -25 ±2 +25 -25 ±2 +25 ",A 

Bias Current TC Full IV -100 ±20 +100 -100 ±20 +100, narc 
Input Resistsnce +25 to T .... II 1,2 300 450 300 450 ill 
Input Resistance Two VI 3 150 250 150 250 ill 
Input Capacitance +25'C V 1.0 1.0 pF 
Gain VOUT= 2'Vp-p' +25 to T_ Il 1,2 0.983 0.990 0.983 0.990 VN 
Gain VOIJT =: 2 V p-p Two VI 3 0.980 0.985 0.980 0.985 VN 
Output Voltage,~ Full VI 1,2,3 +3.2 ±3.6 -3.2 +3.2 ±3.6 -3.2 V 
Output Current (50 0 Load) +25 to T_ Il 1,2 50 50 mA 
Output Current (50 n Load) Tmin VI 3 40 40 mA 
Output Impedance At de +25'C V 0.6 0.6 h 
PSRR I:;,Vs = ±5% Full VI 4,5,6 44 55 44 55 dB 
DC Nonlinearity ±l V Full Scale +25'C V 0.03 0.03 " % 

FREQUENCY DOMAIN 
Bandwidth (-3 dB) 

Small Signal Vo ;50.7,'V p-p Tm;n to 25 ' II 4,6 400 750 400 750 MHz 
Small Signal Vo ,,0.7Vp-p T_ Il 5 330 550 330, 550 MHz 
Large Signal .Vo=5Vp-p T.,,;o to 25 . IV 80 120 80 120 MHz 
Large Signal Vo = 5 Vp-p Tmax IV 70 105 70 105 MHz 

Output Peaking ,;;200 MHz Full II 4,5,6 0.4 1.2 0.4 1.2 dB 
Output Rolloff ,;;200 MHz Full II 4,5,6 0 0.3 0 0.3 dB 
Group Deny de to 150 MHz + 25·C V 0.7 0.7 ns 
Linear Phase Deviation de to 150 MHz +25'C V 0.7 0.7 Degrees 
2nd Harmonic Distortion 2 Vp-p; 4.3 MHz Full IV -80 -74 -80 -74 dBe 

2 V p-p; 20 MHz Full IV -66 -59 -66 -59 dBe 
2 V p-p; 60 ,M.Hz " Full II 4,5,6 -52 .,-43 -52 -43 dBe 

3rd Harmonic Distortion 2 V p-p; 4.3-MHz- Full IV -86 -79 -86 -79 dDe 
2 V p-p; 20 MHz Full IV -75 -68 -75 -68 dBe 
2 V p-p; 60 MHz T.,,;n to +25 II 4,6 -50 -43 -50 -43~ dBe 
2 V p-p; 60 MHz T~x II 5 -46 -40 -46 -40 dBi: 

Spectral Input Noise Voltage 10 MHz +25'C V 2.4 2.4 nViyHz 
Integrated Output Noiiie 100 kHz - 200 MHz +25·C V 32 32 ",V 

TIME DOMAIN 
Slew Rate VOUT =5VSiep +25'C IV 800 1200 800 1200 V/",s 
RiselFall Time VOUT = I V Step Tm;n to +25 IV 0.9 1.3 0.9 1.3 ns 

VOUT = 1 V Step Tmax IV l.l 1.6 1.1 1.6 ns 
VOUT =5VStep Tm;n to +25 IV 3.9 5.4 3.9 5.4 us 

VOUT = 5 V Step Tmax IV 4.5 6.1 4.5 6.1 us 
Overshoot Amplitude VOUT =2VStep Full IV 2 12 2 12 % 
Settling Time 

To 0.1% VOUT =2VStep T.,,;o to +25 IV 5 8 5 8 us 
To 0.1% VOUT = 2 V Step Tmax IV 7 12 7 12 ns 
To 0.02% VOUT =.2 V Step T .... to +25 IV 8 13 8 13 ns 
To 0.02% VOUT = 2 V Step Tmax IV 12 18 12 18 ns 

Differential Gain 4.4 MHz +25'C V 0.015 0.015 % 
Differential Phase 4.4 MHz +25'C V 0.025 0.025 Degree 

SUPPLY CURRENTS 
Vee (+Is) Vee = +5 V Full II 1,2,3 19 26 19 26 mA 

VEE (-Is) VEE = -5V Full II 1,2,3 19 26 19 26 mA 
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AD9630 
NOTES 
I Absolute maximum ratings are limiting values to be applied individually, and beyond which the serviceability of the circuit may be impaired. Functional opera
bility is not necessarily implied. Exposure to absolute maximum rating conditions for an extended period of time may affect device reliability. 

20utput is short~circuit protected to ground, but not to supplies. Prolonged short circuit to ground may affect device reliability. 
'Typical tbermal impedances (part soldered onto board): 

Mini-DIP (N): BIA = llO"C/W; BIC = 30·CIW. 
Cerdip (Q): BIA = llO·CIW; Blc = 20"C/W. 

'Military subgroups apply only to militaty qualified devices. 

SOIC (R): BIA = ISO·CIW; Blc = SO·CIW. 
Ceramic Gull Wing (Z): BIA = lOO'CIW; Blc = 20·CIW. 

EXPLANATION OF TEST LEVELS 

Test Level 
I 100% Production tested. 
II 100% Production tested at + 25°C and sample tested at 

specified temperatures. AC testing of AN and AR grades 
done on sample basis only. 

IV Parameter is guaranteed by design and characterization 
testing. 

V Typical value. 

III Sample tested only. 
VI S versions are 100% production tested at temperature 

extremes. Other grades are sample tested at extremes. 

EXPLANATION OF MILITARY SUBGROUPS 

Subgroup Static tests at + 25°C. Subgroup 7 
(5% PDA calculated against Subgroup I for high-rei versions) 

Subgroup 2 Static tests at maximum rated operating 
temperature. 

Subgroup 3 Static tests at minimum rated operating 
temperature. 

Subgroup 4 Dynamic tests at + 25°C. 

Subgroup 5 Dynamic tests at maximum rated operating 
temperature. 

Subgroup 6 Dynamic tests at minimum rated operating 
temperature. 

Subgroup S 

Subgroup 9 

Subgroup 10 

Subgroup 11 

Subgroup 12 

ORDERING INFORMATION 

Temperature 
Model Range Description 

AD9630AN -40°C to +S5°C S-Pin Plastic 
AD9630AR -40°C to + S5°C 8-Pin SOlC 
AD9630AQ -40°C to +S5°C S-Pin Cerdip 

Functional tests at + 25°C. 

Functional tests at maximum and minimum 
rated temperatures. 

Switching tests at + 25°C. 

Switching tests at maximum rated operating 
temperature. 

Switching tests at minimum rated operating 
temperature. 

Periodically sample tested. 

Package 
Options* 

N-S 
R-8 
Q-S 

AD9630SZt - 55°C to + 125°C S-Pin Ceramic Z-S 
Gull Wing 

AD9630SQt - 55°C to + 125°C 8-Pin Cerdip 
AD9630 Chips +25°C Dice 

NOTES 
'See Section 20 for package outline information. 
tconsult factory about MIL-STD-883 compliant devices. 

Q-S 
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AD9630 
TOP VIEW 

(Not to Scale) . 

NC = NO CONNECT 

AD9630 Burn-In Circuit 

THEORY OF OPERATION 
The AD%30 is a wide-bandwidth, closed-loop, unity-gain buffer 
which makes use of a new voltage-feedback architecture (Patent 
Pending). This architecture brings together wide bandwidth and 
high slew rate along with exceptional dc linearity. Most previous 
wide bandwidth buffers achieved their bandwidth by utilizing an 
open-loop topology which sacrificed both dc linearity and fre
quency distortion when driven into low load impedances. The 
design's high loop correction factor radically improves dc linear
ity and distortion characteristics without diminishing bandwidth. 
This, in combination with high slew rate, results in exception
ally low distortion over a wide frequency range. 

The AD9630 is an excellent choice to drive high speed and high 
resolution analog-to-digital Converters. Its output stage is de
signed to drive high speed flash converters with minimal or no 
series resistance. A current booster built into the output driver 
helps to maintain low distortion~ 

Parasitic or load capacitance (>7 pF) connected directly to the 
AD9630 output will result in frequency peaking. A small series 
resistor (Rs) connected between the buffer output and capacitive 
load will negate this effect. Figure 1 shows the optimal value of 
Rs as a function of CL to obtain the flattest frequency response. 
Figure 2 illustrates frequency response for various capacitive 
loads utilizing the recommended Rs. 

50 

~ -40 ~ ~ 
200U 

•• R.. CL~_ 

"' ~ 
NOR.NEEOED i+- WHEN CL' 7pF; 
FOR CL > 30pF ··R·· 

10 

o 
o 

· · · · 
CAN BE OMITTED 

I I 
20 40 

"-r---

60 60 

Figure 1. Recommended Rs VB. CL 
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Figure 2. Frequency Response Vs.· CL 

with Recommended Rs 

In pulse mode applications, with Rs equal to approximately 
12 ohms, capacitive loads of up to 50 pF can be driven with 
minimal settling time degradation. 

The output stage has short circuit protection to ground. The 
output driver will shut down if more than approximately 
130 mA of instantaneous sink or source current is reached. This 
level of current ensures that output clipping will not result when 
driving heavy capacitive loads during high slew conditions. 
Though average load currents above 70 mA may reduce device 
reliability. 

LAYOUT CONSIDERATIONS 
Due to the high frequency operation of the AD%30 attention to 
board layout is necessary to achieve optimum dynamic perfor
mance. A two ounce copper ground plane on the top side of the 
board is recommended; it should cover as much of the board as 
possible with appropriate openings for supply decoupling capaci
tors as well as for load and source termination resistors. (See 
Figure 3.) 

'SEE PINOUTS "SEE FIGURE 1 

Figure 3. AD9630 Application Circuit 



Optimum settling time and ac performance results will be 
achieved with surface mount 0.1 IJ.F supply decoupling ceramic 
chip capacitors mounted within 50 mils of the corresponding 
device pins with the other side soldered directly to the ground 
plane. For best high resolution «0.02%) settling times, the op
tional power supply pins should be decoupled as shown above. 
If the optional power supply pins are not used, they should be 
left open. 

If surface mount capacitors cannot be used, radial lead ceramic 
capacitors with leads less than 30 mils long are recommended. 
Low frequency power supply decoupling is necessary and can be 
accomplished with 4.7 IJ.F tantalum capacitors mounted within 
0.5 inches of the supply pins. Due to the series inductance of 
these capacitors interacting with the 0.1 IJ.F capacitors and 
power supply leads, high frequency oscillations might appear on 
the device output. To avoid this occurrence, the power supply 
leads should be tightly twisted (if appropriate). Ferrite beads 
mounted between the tantalum and ceramic capacitors will serve 
the same purpose. 

All unused pins (except the optional power supply pins) should 
be connected to ground to reduce pin-to-pin capacitive coupling 

Typical Performance Curves 
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AD9630 
and prevent externa1 RF interference. If the source and drive 
electronics require "remote"· operation (> I inch from the 
AD9630), the PC board line impedances should be matched 
with the buffer input and output resistances. Basic micro strip 
techniques should be observed. R'N and Rs should be connected 
as close to the AD9630 as possible. 

With only minimal pulse overshoot and ringing, the AD9630 
can drive terminated cables directly without the use of an output II 
termination resistor (Rs). Termination resistors (Rs and R,N) 
can be either standard carbon composition or microwave type. 
For matching characteristic impedances, precision microwave 
resistor of 1% or better tolerance are preferred. 

The AD9630 should be soldered directly to the PC board with 
as little vertical clearance as possible. The use of zero insertion 
sockets is strongly discouraged because of the high effective pin 
inductances. Use of this type socket will result in peaking and 
possibly induce oscillation. Consult the factory about the avail
ability of an evaluation board, AD96301PCB. 
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r.ANALOG 
WDEVICES 

FEATURES 
Ten Times More Gain than Other OP-07 Devices 

(3.0M min) 
Ultralow Offset Voltage: 10jl.V 
Ultralow Offset Voltage Drift: O.2j1.Vrc 
Ultrastable vs. Time: O.2j1.Vrc 
Ultralow Noise: O.35j1.V pop 
No External Components Required 
Monolithic Construction 
High Common-Mode Input Range: ± l4.0V 
Wide Power Supply Voltage Range: ±3V to ± l8V 
Fits 725. 108AI308A Sockets 
Military Parts and Plus Parts Available 
8-Pin Plastic Mini-DIP. Cerdip. TO-99 Hermetic 

Metal Can. or SOIC 
Available in Wafer-Trimmed Chip Form 
Surface Mount (SOIC) Available in 

Tape and Reel 

PRODUCT DESCRIPTION 
The AD OP-07 is an improved version of the industry-standard 
OP-07 precision operational amplifier. A guaranteed minimum 
open-loop voltage gain of 3,000,000 (AD OP-07 A) represents 
an order of magnitude improvement over older designs; this 
affords increased accuracy in high closed-loop gain applica
tions. Typical input offset voltages as low as 10pV, typical 
bias currents of 0.7nA, internal compensation and device pro
tection eliminate the need for external components and 
adjustments. An input offset voltage temperature coefficient 
of 0.2pV/C (typ) and long-term stability of 0.2pV/month 
(typ) eliminate recalibration or loss of initial accuracy. 

A true differential operational amplifier, the AD OP-07 has a 
high common-mode input voltage range (±13V, min) common
mode rejection ratio (typically up to 126dB) and high differen
tial input impedance (SOMa typ); these features combine to 
assure high accuracy in noninvening configurations. Such 
applications include instrumentation amplifiers, where the 
increased open-loop gain maintains high linearity at high 
closed-loop gains. 

The AD OP-07 is available in. five performance grades. The AD 
OP-07E, AD OP-07C and AD OP-07D are specified for opera
tion over the 0 to +70oC temperature range, while the AD 
OP-07A and AD OP-07 are specified for _SSoC to +12SoC 
operation. All devices are available in either the T0-99 
hermetically sealed metal cans or the hermetically sealed 
cerdip packages, while the industrial grades are also available 
in plastic 8-pin mini-DIPs, and plastic surface mount (SOIC). 

Ultra low Offset 
Voltage Op Amp 

AD OP-07 I 
AD OP-07 CONNECTION DIAGRAMS 

TO-99 (H) Package Plastic Mini-DIP (N) Package 
and 

Cerdip (Q) Package 

-v, 
Ne = NO CONNECT 

TOP VIEW 

Small Outline (R) Package 

OFFSETg .... T NUll 1 8 NULL 

-IN - +~ 

+IN OUTPUT 

-Vs 4 5 Ne 

NO = NO CONNECT 
TOP VIEW 

PRODUCT HIGHLIGHTS 
1. Increased open-loop voltage gain (3.0 million, min) results 

in better accuracy and linearity in high closed-loop gain 
applications. 

2. Ultralow offset voltage and offset voltage drift, combined 
with low input bias currents, allow the AD OP-07 to main
tain high accuracy over the entire operating temperature 
range. 

3. Internal frequency compensation, ultralow input offset 
voltage and full device protection eliminate the need for 
additional components. This reduces circuit size and com
plexity and increases reliability. 

4. High input impedances, large common mode input voltage 
range and high common mode rejection ratio make the 
AD OP-07 ideal for noninverting and differential instrumen
tation applications. 

S. Monolithic construction along with advanced circuit design 
and processing techniques result in low cost. 

6. The input offset voltage is trimmed at the wafer stage. Un
mounted chips are available for hybrid circuit applications. 
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SPECIFICATIONS CTA= +25OC, Vs= ±15V, unless otherwise specified) 

Mojlel AD OP-07E AD OP-07C AD OJ'-07D 

Parameter Symbol Min Typ Max Min Typ Max Min 

OPEN LOOP GAIN Avo 2,000 5,000 1,200 4,000 1,200 
I,SOO 4,500 1,000 4,000 1,000 
300 1,000 300 1,000 300 

OUTPUT CHARACTERISTICS 
Maximum Output Swing VOM ±12.S ;: 13.0 ±12.0 ;: 13.0 ±12.0 

±12.0 ;: 12.S ±ll.S ;: 12.S ±1l.5 
±l0.5 ;: 12.0 ;: 12.0 
;: 12.0 ;: 12.6 ;: 11.0 ;: 12.6 ;:11.0 

Open-Loop Output Resistance Ro 60 60 

FREQUENCY RESPONSE 
Closed Loop Bandwidth BW 0.6 0.6 
Slew Rate SR 0.17 0.17 

INPUT OFFSET VOLTAGE 
Initial Vos 30 75 60 ISO 

45 130 S5 250 
Adjustment Range ;:4 ;:4 
Average Drift 

No External Trim TCVos 0.3 1.3 0.5 I.S 
With External Trim TCVosN 0.3 1.3 0.4 1.6 

Long Term Stability Vosrrime 0.3 1.5 0.4 2.0 

INPUT OFFSET CURRENT 
Initial los 0.5 3.8 O.S 6.0 

0.9 5.3 1.6 S.O 
Average Drift TClos S 35 12 50 

INPUT BIAS CURRENT 
Initial I. ;: 1.2 ±4.0 ;: I.S ±7.0 

;: 1.5 ;: 5.5 ;:2.2 ;:9.0 
Average Drift TCI. 13 35 IS 50 

INPUT RESISTANCE 
Differential RIN 15 50 S 33 7 
Common Mode R1NCM 160 120 

INPUT NOISE 
Voltage enp-p 0.35 0.6 0.3S 0.65 
Voltage Density en 10.3 18.0 10.5 20.0 

10.0 13.0 10.2 13.5 
9.6 11.0 9.S 11.5 

Current inP-p 14 30 15 35 
Current Density in 0.32 O.SO 0.35 0.90 

0.14 0.23 0.15 0.27 
0.12 0.17 0.13 O.IS 

INPUT VOLTAGE RANGE 
Common Mode CMVR ±13.0 ;:14.0 ±13.0 ± 14.0 ±13.0 

;: 13.0· ;: 13.5 ;: 13.0 ;: 13.5 ;: 13.0 
Common-Mode Rejection 

Ratio CMRR 106 123 100 120 94 
103 123 97 120 94 

POWER SUPPLY 
Current, Quiescent IQ 3.0 4.0 3.5 5.0 
Power Consumption PI> 90 120 105 ISO 

6.0 9.0 6.0 9.0 
Rejection Ratio PSRR 94 107 90 104 90 

90 104 S6 100 S6 

OPERATING TEMPERATURE 
RANGE' Tmin , Tmax 0 +70 0 +70 0 

PACKAGE OPTIONS' 
SOIC(R-S) ADOP-07CR 
Plastic Mini-DIP (N -S) ADOP-07EN ADOP-07CN 
Cerdip(Q-S) ADOP-07EQ ADOP-07CQ 
TO-99 (H-OSA) ADOP-07EH ADOP-07CH 

NOTES 
'Input Offset Voltage measurements are performed. by automated test equipment approximately O.S seconds after application of 
power. Additionally, the AD QP-07 A offset volmge is guaranteed fully warmed. up. 
2Long~ Term Input Offset Voltage Stability refers to the averaged trend line of Vos vs. Time over extended. periods of time 
and is extrapolated from high temperature test data. Excluding the initial hour of operation, changes in Vos during the first 
30 operating days are typically 2.5 .... V - Parameter is not 100% tested: 90% of units meet this specification. 

3See Section 20 for package outline information. 
Specifications subject to change without notice. 
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Typ Max 

4,000 
4,000 
1,000 

;: 13.0 
;: 12.S 

;: 12.6 
60 

0.6 
0.17 

60 ISO 
SS 250 
;:4 

0.7 2.5 
0.7 2.5 
0.5 3.0 

O.S 6.0 
1.6 8.0 
12 50 

± 2.0 ±12 
± 3.0 ;:14 
18 50 

31 
120 

0.38 0.65 
10.5 20.0 
10.2 13.5 
9.8 11.5 
15 35 
0.35 0.90 
0.15 0.27 
0.13 O.IS 

;: 14.0 
± 13.5 

110 
106 

3.5 5.0 
105 ISO 
6.0 9.0 
104 
100 

+70 

ADOP-07DN 
ADOP-07DQ 
ADOP-07DH 



AD OP-07A AD OP-07 

Min Typ Max Min Typ Max Test Conditions 

3,000 5,000 2,000 5,000 R .. "'2kf!, Vo = ± 10V 
2,000 4,000 1,500 4,000 Rl.~2kn, Vo= ::t: lOY, TmintoTmali. 
300 1,000 300 1,000 R .. =500f!, Vo= ±0.5V, Vs= ±3V 

±12.S ±\3.0 ±12.S ±\3.0 R .. "'lOkf! 
±12.0 ±12.8 ±12.0 ±12.8 R .. "'2kf! 
±lO.S ±12.0 ±IO.S ± 12.0 R .. "'lkf! 
±12.0 ± 12.6 ±12.0 ± 12.6 RI.;;==2kO, T min to T max 

60 60 Vo=O,Io=O 

0.6 0.6 AvCI.= + 1.0 
0.17 0.17 R .. ",Zk 

10 25 30 75 Note 1 
25 60' 60 200' TmintoTmax 
±4 ±4 Rp = ZOkf! 

0.2 0.6 0.3 1.3 TmintoTmax 
0.2 0.6 0.3 1.3 Rp = 20kfl, T min to T max 

0.2 1.0 0.2 1.0 NoteZ 

0.3 2.0 0.4 2.8 
0.8 4.0 1.2 5.6 TmintoTmax 
5 25 8 50 TmintoTmax 

±0.7 ±2.0 ± 1.0 ±3.0 
±1.0 ±4.0 "'Z.O ±6.0 TmintoTmax 
8 Z5 \3 50 TmintoTmax 

30 80 20 60 
ZOO ZOO 

0.35 0.6 0.35 0.6 0.1 Hz to 10Hz 
10.3 18.0 10.3 18.0 fo= 10Hz 
10.0 \3.0 10.0 \3.0 fo= 100Hz 
9.6 11.0 9.6 11.0 fo= 1kHz 
14 30 14 30 O.IHzto 10Hz 
0.3Z 0.80 0.32 0.80 fo= 10Hz 
0.14 0.23 0.14 0.23 fo= 100Hz 
0.12 0.17 0.12 0.17 fo= 1kHz 

±\3.0 ± 14.0 ±13.0 ± 14.0 
±13.0 '" \3.5 ±13.0 ± \3.5 T min to Tmax 

110 126 110 126 VCM = ±CMVR 
106 1Z3 106 123 VCM = :::t:CMVR,TmintoTmax 

3.0 4.0 30 4.0 Vs= ±15V 
90 120 90 120 Vs= ±15V 
6.0 8.4 6.0 8_4 Vs= ±3V 

100 110 100 110 Vs =·±3Vto±l8V 
94 106 94 106 Vs= ±3Vto ± 18V, Tmin to Tmax 

-55 +125 -55 +125 

ADOP-07AQ ADOP-07Q 
ADOP-07AH ADOP-07H 

SpecifICations shown in boldface are tested on aU production units at fmal 
electrical tes,. Results from those, .... an: usecI'ocakulatc: oullOiugqualily 
levels. All min and max specifICations are paranteed, althousb only lhoae 
shown in boldface an: ""ted 00 III productioo units. 

AD OP-07 

Units 

V/mV 
V/mV 
V/mV 

V 
V 
V 
V 
n II 
MHz 
V/ILS 

ILV 
ILV 
mV 

... V/'C 
ILVrc 
ILV/Month 

nA 
nA 
pArc 

nA 
nA 
pArc 

Mil 
Gil 

ILV~ 
nVI Hz 
nV/YHz 
nV/YHz 

pA\lHz 
pAl Hz 
pA/YHz 
pAlYHz 

V 
V 

dB 
dB 

rnA 
mW 
mW 
dB 
dB 

'C 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage .......... . · ±22V 

500mW 

CHIP DIMENSIONS AND BONDING DIAGRAM 
Contact factory for latest dimensions. 

Internal Power Dissipation (Note I) 
Differential Input Voltage . . . 
Input Voltage . . . . . . . . . 
Output Short Circuit Duration 
Storage Temperature Range .. 
Operating Temperature Range 

AD OP-07 A, AD OP-07 .. 
AD OP-07E, AD OP-07C, AD OP-07D 

Lead Temperature Range (Soldering 6Osec) . 
NOTE 

· ±30V 
· . ±Vs 

Indefinite 
- 65'C to + 150'C 

- 55'C to + 125'C 
o to +70'C 

. . . .. +300'C 

Note 1: Maximum package power dissipation vs. ambient temperature. 

Package Type 

TO-99 (H) 
Mini-D1P(N) 
Cerdip(Q) 

,\iaximum Ambient Derate Above Maximum 
Temperature for Rating Ambient Temperature 

80"<: 7.lmW/'C 
36"<: S.6mWI"C 
7SoC 6.7mW/'C 

2OOkO 

">---4I--oVo 

Vos=~ 

Offset Voltage Test Circuit 

Dimensions shown in inches and (mm). 

1--------0.110 12.791--~-----l 

NULL +Vs 

NUll 

THE AD OP-07 IS AVAILABLE IN WAFER-TRIMMED CHIP FORM FOR 
PRECISION HYBRIDS. CONSULT THE FACTORY FOR DETAILS. 

ALL OTHER PINS 
ARE NOT CONNECTED 

-18V 

Burn-In Circuit 

AD OP-07 ORDERING GUlDE1 

Package Temperature Max Initial Max Offset 
Model Options Range ('C) Offset(jl.V) Drift (jl.VI"C) 

ADOP-07EH TO-99 Oto +70 75 1.3 
ADOP-07EN Mini-DIP Oto +70 75 1.3 
ADOP-07EQ Cerdip Oto +70 75 1.3 
ADOP-07CH TO-99 Oto +70 150 1.8 
ADOP-07CN Mini-DIP Oto +70 150 1.8 
ADOP-07CQ Cerdip Oto +70 150 1.8 
ADOP-07CR SOIC Oto +70 150 1.8 
ADOP-07DH TO-99 Oto +70 15"0 2.5 
ADOP-07DN Mini-DIP Oto +70 150 2.5 
ADOP-07DQ Cerdip Oto +70 150 2.5 
ADOP-07AH TO-99 -55to +125 25 0.6 
ADOP-07AQ Cerdip -55to + 125 25 0.6 
ADOP-07H TO-99 -55to +125 75 1.3 
ADOP-07Q Cerdip -55to + 125 75 1.3 

NOTE 
I A, CandO grade chips are also available. AD OP-07CR available in tape and reel 
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The AD OP-07 may be directly substituted for other OP-07's 
as well as 725,1081208/308, 108A/208A1308A, 714, OP-05 
or LM11 devices, with or without removal of external fre
quency compensation or offset nulling components. If used to 
replace 741 devices, offset nulling components must be re-

Figure 1. Optional Offset Nulling Circuit and 
Power Supply Bypassing 

Applying the AD OP-07 
moved (or referenced to +Vs). Input offset voltage of the AD 
OP-07 is very low, but if additional nulling is required, the cir
cuit shown in Figure 1 is recommended. 

The AD OP-07 provides stable operation with load capaci
tances up to 500pF and ±10V swings; larger capacitances 
should be decoupled with son resistor. 

Stray thermoelectric voltages generated by dissimilar metals 
(thermocouples) at the contacts to the input terminals can pre- IE 
vent realization of the drift performance indicated. Best opera-
tion will be obtained when both input contacts are maintained 
at the same temperature, preferably close to the temperature 
of the device's package. 

Although the AD OP-07 features high power supply rejection, 
the effects of noise on the power supplies may be minimized 
by bypassing the power supplies as close to pins 4 and 7 of the 
AD OP-07 as possible, to load ground with a good-quality 
O.Ol/lF ceramic capacitor as shown in Figure 1. 

Performance Curves (typical @TA = +25°C, Vs = ±15V, AD OP-07 Grade Device unless otherwise noted) 
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Typical Performance Curves 
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IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Ultra low Noise: 80nV pop IO.1Hz to 10Hz), 

3nV/v'Hi at 1kHz 
Ultralow Offset Voltage Drift: O.2J1.Vrc 
High Offset Stability Over Time: O.2J1.V/month 
High Slew Rate: 2.8V/Jl.s 
High Gain Bandwidth Product: 8MHz 
Low Offset Voltage: 10Jl.V 
High CMRR: 126dB Over ± 11V Input Voltage Range 
Fits OP-07, OP-05, OP-06, 5534, 725, 714 and 

741 Sockets 
Military Grade and Plus Parts Available 
8-Pin Plastic Mini-DIP, Cerdip, TO-99 Hermetic 

Metal Can or Chip Form 
Available in Wafer-Trimmed Chip Form 

PRODUCT DESCRIPTION 
The AD OP-27 offers the combined features of high precision, 
ultralow noise and high speed in a monolithic bipolar operational 
amplifier. State-of-the-art performance for high accuracy ampli
fication of very low level signals, where inherent device noise 
can be the limiting factor, is attainable with the AD OP-27. As 
a device directly compatible with other low noise op amps, the 
AD OP-27 features industry standard dc performance; typical 
input offset voltages of 10/1 V and typical input offset voltage 
temperature coefficients of 0.2/1 V rc. The super low input voltage 
noise performance of the AD OP-27 is characterized by an en 
POp (typ) of 80nV (0. 1Hz to 10Hz), an en (typ) of 3.0nV/YHZ 
(at 1kHz) and a lIf noise corner frequency of 2.7Hz. AC specifi
cations including a 2. 8V l/1s (typ) slew rate and an 8MHz (typ) 
gain bandwidth product are possible without sacrificing dc accu
racy. Long-term stability is assured by an input offset voltage 
drift specification of 0.2/1 V Imonth. 

Source resistance related errors with the AD OP-27 are minimized 
by a low input bias current at ambient of ± 10nA (typ) and an 
input offset current of7nA (typ). An input bias current cancellation 
circuit limits bias and offset currents over the extented temperature 
range to ±20nA (typ) and ISnA (typ), respectively. Other factors 
inducing input referred errors such as power supply variations 
and common-mode voltages are attenuated by a PSRR and 
CMRR of at least l2OdB. 

The AD OP-27 is available in six performance grades. The AD 
OP-27E, AD OP-27F and AD OP-27G are specified for operation 
over the - 2SoC to + 8SoC temperature range, while the AD 
OP-27A, AD OP-27B and AD OP-27C are specified for -SsoC 
to + 12SoC operation. All devices are available in either the 
TO-99 hermetically sealed metal cans or the hermetically sealed 
cerdip packages, while the E, F and G grades are also available 
in plastic mini-DIPs. 

Ultralow Noise, 
Precision Op Amp 

AD OP-27 I 
AD OP-27 CONNECTION DIAGRAMS 

TO-99 
(H) Package 

OFFSET NULL 

TOP"'EW 
NOTE: PIN 4 CONNECTED TO CASE 

PRODUCT HIGHLIGHTS 

Plastic Mini-DIP (N) Package 
and 

Cerdip (Q) Package 

OFFSET NULL 1 

INVERTING 
INPUT 

NONINVE:~ 3 + 

TOP VIEW 

I OFFSET NULL 

I. Precision amplification of very low level, low frequency voltage 
inputs is enhanced by ultralow input voltage noise. 

2. The AD OP-27 maintains high dc accuracy over an extended 
temperature range due to ultra-low offset voltage, offset 
voltage drift and input bias current. 

3. Internal frequency compensation, factory adjusted offset 
voltage and full device protection eliminate the need for 
additional components. Circuit size and complexity are reduced 
while reliability is increased. 

4. Long-term stability and accuracy is assured with low offset 
voltage drift over time. 

S. Input referred errors are greatly reduced by superior common 
mode ·and power supply rejection characteristics. 

6. Monolithic construction along with advanced circuit design 
and processing techniques result in low cost. 
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SPECIFICATIONS (TA= +25"1:, Vs= ±l5V, unlass oIhaIwise specified) 

Model AD OP.27G AD OP·27F AD OP·27E 

Parameter Symbol Min Typ Max Min Typ Max Min Typ 

OPEN LOOP GAIN Avo 700 1,500 1,000 I,SOO 1,000 I,SOO 
400 1,500 800 1,500 800 1,500 
200 500 250 700 250 700 
450 1,000 700 1,300 750 1,500 

OUTPUT CHARACTERISTICS 
Voltage Swing Vo :1:11.5 ±13.5 :1:12.0 ± 13.S :1:12.0 ±13.S 

:1:10.0 ±1I.5 :1:10.0 ±1l.5 :1:10.0 ±1l.5 
±11.0 ±13.3 ± 1l.4 ± 13.5 ±11.7 ± 13.6 

Open· Loop Output Resistance Ro 70 70 70 

FREQUENCY RESPONSE 
Gain Bandwidth Product GBW 5.0 S.O 5.0 S.O 5.0 8.0 
Slew Rate SR 1.7 2.8 1.7 2.8 1.7 2.8 

INPUT OFFSET VOLTAGE 
Initial Vos 30 100 20 60 10 

55 220 40 140 20 
Average Drift TCVos 0.4 1.8 0.3 1.3 0.2 
Long Term Stability VosITime 0.4 2.0 0.3 1.5 0.2 
Adjustment Range ±4.0 ±4.0 ±4.0 

INPUT BIAS CURRENT 
Initial IB ±15 :1:80 ±12 :1:55 ±IO 

±25 ±150 ± 18 ±95 ±14 

INPUT OFFSET CURRENT 
Initild los 12 75 9 50 7 

20 135 14 S5 10 

INPUT NOISE 
Voltage e,p"p 0.09 0.25 O.OS O.IS O.OS 
Voltage Density e, 3.S S.O 3.5 5.5 3.5 

3.3 5.6 3.1 4.5 3.1 
3.2 4.5 3.0 3.8 3.0 

Current Density i" 1.7 - 1.7 4.0 1.7 
1.0 - 1.0 2.3 1.0 
0.4 0.6 0.4 0.6 0.4 

INPUT VOLTAGE RANGE 
Common Mode CMVR :1:11.0 ±12.3 :1:11.0 ± 12.3 :1:11.0 ± 12.3 

±10.5 ±lI.S ± 10.5 ±ll.S ± 10.5 ± 1l.S 
Common·Mode Rejection 

Ratio CMRR 100 120 106 123 114 126 
96 118 102 121 110 124 

INPUT RESISTANCE 
Differential RIN O.S 4 1.2 5 1.5 6 
Common Mode RINCM 2 2.5 3 

POWER SUPPLY 
Rated Performance ±15 ±15 ± 15 
Operating ±(4-IS) ±(4-IS) ±(4-IS) 
Current, Quiescent IQ 3.3 5.6 3.0 4.6 3.0 
Rejection PSR 2 20 I 10 I 

2 32 2 16 2 
Power Consumption Pd 100 170 90 140 90 

OPERATING TEMPERATURE RANGE 
Tmio, Tmax -25 +S5 -25 +S5 -25 

PACKAGE OPTIONS' 
Plastic Mini·DIP (N-S) ADOP-27GN ADOP-27FN ADOP-27EN 
Cerdip (Q-S) ADOP-27GQ ADOP-27FQ ADOP-27FQ 
TO-99 (H.QSA) ADOP-27GH ADOP-27FH ADOP-27EH 
A, C and G Grade Chips 

Also Available 

NOTES 
'Input Offset Voltage messurements are performed by automated test equipment approximately 0.5 seconds after application of 
power. A and E grades are guaranteed fully warmed up. 

2Long_Term Input Offset Voltage Stability refers to the average trend line of Vos vs. time after the first 30 days. 
'See Section 20 for package outline information. 

Specifications subject to change without notice. 
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Max 

25 
60 
0.6 
1.0 

:1:40 
±60 

35 
50 

O.IS 
5.5 
4.5 
3.8 
4.0 
2.3 
0.6 

4.6 
10 
15 
140 

+S5 



AD OP-27C AD OP-27B AD OP-27A 

Min Typ Max Min Typ Max Min Typ 

700 1,500 1,000 1,800 1,000 1,800 
400 1,500 800 1,500 800 1,500 
200 500 250 700 250 700 
300 800 500 1,000 600 1,200 

:11.5 ± 13.5 :12.0 ± 13.8 :12.0 ± 13.8 
:10.0 ±l1.S :10.0 ±l1.S :10.0 ±11.5 
:10.5 ±13.0 :11.0 ±13.2 :11.5 ± 13.5 

70 70 70 

5.0 8.0 5.0 8.0 5.0 8.0 
1.7 2.8 1.7 2.8 1.7 2.8 

30 100 20 60 10 
70 300 SO 200 30 
0.4 1.8 0.3 1.3 0.2 
0.4 2.0 0.3 1.5 0.2 
±4.0 ±4.0 ±4.0 

±IS :80 ±12 : 55 ± 10 
±3S :150 ±28 : 95 ±20 

12 75 9 50 7 
30 135 22 85 IS 

0.09 0.25 0.08 0.18 0.08 
3.8 8.0 3.5 5.5 3.5 
3.3 5.6 3.1 4.5 3.1 
3.2 4.5 3.0 3.8 3.0 
1.7 - 1.7 4.0 1.7 
1.0 - 1.0 2.3 1.0 
0.4 0.6 0.4 0.6 0.4 

:11.0 ± 12.3 ::1:11.0 ± 12.3 :11.0 ± 12.3 
±10.2 ± 11.5 ± 10.3 ±11.5 ± 10.3 ±l1.S 

100 120 106 123 114 126 
94 116 100 119 108 122 

0.8 4 1.2 5 1.5 6 
2 2.5 3 

±IS ±IS ±IS 
±(4-18) ±(4-18) ±(4-18) 
3.3 5.6 3.0 4.6 3.0 
2 20 I 10 I 
4 51 2 20 2 
100 170 90 140 90 

-55 + 125 -55 + 125 -55 

ADOP-27CQ ADOP-27BQ ADOP-27AQ 
ADOP-27CH ADOP-27BH ADOP-27AH 

Specifications shown in boldface are tested on an production units at fmal 
electrical test. Results from those tests are used to calculate outgoing quality 
levels. All min and max specifICations are guaranteed, although only those 
shown in boldface are teated on all production units. 

Max 

25 
60 
0.6 
1.0 

:40 
::1:60 

35 
50 

0.18 
5.5 
4.5 
3.8 
4.0 
2.3 
0.6 

4.6 
10 
16 
140 

+125 

AD OP-27 
Conditions Units 

RL;a.2kO, VOUT= ± 10V V/mV 
RL;a.lkO, VOUT= ± 10V V/mV 
RL=6000, VOUT= ± IV, Vs= ±4V V/mV 
RL;a.2kO,VOUT =±IOV,T.=mintomax V/mV 

RL;a.2kO V 
RL;a.6000 V 
RL;a.2kO,T. = minto max V 

II 
lOUT = OA, VOUT = OV 0 

MHz 
RL;a.2kO V/ .... s 

(Note I) .... V 
T.=mintomax .... V 
T. = min to max .... vrc 
(Note 2) .... V/month 
Rp=IOkO mV 

nA 
T.=mintomax nA 

nA 
T. = min to max nA 

O.IHzto 10Hz .... VP-P 
f.,= 10Hz nV/YHz 
f.,=30Hz nV/YHZ 
fo= 1000Hz nV/YHZ 
f.,= 10Hz pAlYHZ 
fo=30Hz pAlYHZ 
fo= 1000Hz pAlYHZ 

V 
T. = min to max V 

VCM=±l1V dB 
VCM = ± lOY, T. = min to max dB 

MO 
GO 

V 
V 

Vs= ±ISV mA 
Vs= ±4Vto ± 18V .... VN 
Vs= ±4.SVto ± 18V, T. = min to max ".VN 
VOUT=OV mW 

·C 
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ABSOLUTE MAXIMUM RATINGS 
Supply Vohage .......... . 
Internal Power Dissipation (Note I) 
Input Voltage . . . . . . . . . . . 
Output Short Circuit Duration .. 
Differential Input Voltage (Note 2) 

NOTES: 

. ±18V 
500mW 

. . ±Vs 
IndefInite 
.. ±O.7V 

Differential Input Current (Note 2) 
Storage Temperature Range . . . . 
Operating Temperature Range 

AD OP-27 A, AD OP-27B, AD OP-27C 
AD OP-27E, AD OP-27F, AD OP-27G 

Lead Temperature Range (Soldering 6Osec) 

Note 1: Maximum package power dissipation vs. ambient temperature. 

Package Type 
TO·99 (H) 
Mini·DIP(N) 
Cerdip(Q) 

Maximum Ambient Derate Above Maximum 
Temperature for Rating Ambient Temperature 

800c 7.1mWfC 
36°C S.6mWfC 
75°C 6.7mWfC 

..... ±25mA 
-65°C to + 150°C 

- 55°C to + 125°C 
- 2S.oC to + 85.oC 
...... 300°C 

Note 2: The AD OP-27's inputs are protected by back-lo-back diodes. To achieve low noise current limiting resistors could 
not be used. If the differential input voltage exceeds ± O. 7V , the input current should be limited to 2SmA. 

CHIP DIMENSIONS AND BONDING DIAGRAM 
Contact factorY for latest dimensions. 

T 
o.oS7 

I 
I 

Dimensions shown in inches and (mm). 

v
WAIFE .. TR"""'D 01'" FORM. 
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AD OP-27 ORDERING GUIDEl 

Package Temperature MuIDitial MaxOff8et 
Model Opt ..... 1Ianp("C) Oft'se'("V) Drif.("VI"C) 

ADOP·27GH T().99 -25to +85 100 1.8 
ADOP.27GN Mini·DlP -25to +85 100 1.8 
ADOI'·27GQ Cerdip -2510 +85 100 1.8 
ADOP·27FH TQ..99 -25to +85 60 1.3 
ADOP·27FN Mini-DIP -2510 +85 60 1.3 
ADOP·27FQ Cerdip -25to +85 60 1.3 
ADOP·27EH T().99 -25to +85 25 0.6 
ADOP·27EN Mini-DIP -25to +85 25 0.6 
ADOP-27EQ Cerdip -25to +85 25 0.6 

ADOP-27CH TO-99 -55to+125 100 1.8 
ADOP·27CQ Cerdip -55to+125 .. 100 1.8 
ADOP-27BH TO-99 -55to+125 60 1.3 
ADOP·27BQ Cerdip -55to +125 60 1.3 
ADOP-27AH TO-99 -55to+125 25 0.6 
ADOP·27AQ Cerdip -55to+125 25 0.6 

NOTE 
I A,CIIDdGgradechipsaisoavaiJable. 



APPLICATION NOTES FOR THE AD OP·27 
The AD OP·27 can be used in the sockets of many of the popular 
precision bipolar input operational amplifiers on the market. 
Elimination of external frequency compensation or nulling cir
cuitry may be possible in many cases. In 741 rep1acement situa
tions, if nulling has been implemented, it should be modified or 
removed for optimum AD OP-27 performance. 

In applications where the initial factory adjusted input offset 
voltage provides insufficient accuracy, further offset trimming 
can be accomplished with the resistor network shown in Figure 
1. The adjustment range attainable using a 10kfi potentiometer 
will be :t 4m V. If a smaller adjustment range is required, the 
sensitivity of the nulling can be increased by using a smaller 
potentiometer in series with fixed resistor(s). For example, a 
lkfi pot in series with two 4.7kfi resistors will yield a ± 280 .... V 
range. 

-Vs 
0.01tJ.F -= 

Figure 1. Optional Offset Nulling Circuit and Power Supply 
Bypassing 

Zeroing the initial offset with potentiometers other than 10kfi, 
but between lkfi and IMfl, will introduce an additional input 
offset voltage temperature drift error of from 0.1 to 0.2 .... V/"C. 
Additionally, by intentionally trimming in a dc level shift a 
voltage dependent offset drift will be created. It will be approxi
mately the input offset voltage at 2SOC divided by 300 (in .... VI 
OC). 

Parasitic thermocouple EMF's can be generated where dissimilar 
metals meet the contacts to the input terminals of the AD OP-27. 
These temperature dependent voltages can manifest themselves 
as drift type errors. Optimized temperature performance will be 
obtained when both contacts are maintained at the same temper
ature--« temperature close to the device's package. 

Output stability with the AD OP-27 is possible with capacitive 
loads of up to 2000pF and :t 10V output swings. Larger capaci
tsnces should be decoupled with a son resistor. 

High closed loop gain and excellent linearity can be achieved by 
operating the AD OP-27 within an output current range of 
± 10mA. Minimjzjng output current will provide the highest 
linearity. 

+18V 

ALL OTHER PINS 
ARE NOT 

-18V CONNECTED 

Figure 2. Burn-In Circuit 

AD OP-27 
SLEW RATE DISCUSSION 
In unity gain buffer applications with feedback resistsnces of 
less than 1000 where the input is driven with a fast, large (greater 
than IV) pulse, the output waveform will appear as in Figure 3. 

<100n 

2.8VltJ.s 

\ 1V 
1V 

S.NOpU~T-~-4-J 
OUT~UT V-
~ 

Figure 3. Unity Gain Buffer/Pulsed Operation 

During the initial portion of the output slew the input protection 
back-to-back diodes effectively short the output to the input. A 
current limited only by the output short circuit protection will 
be drawn from the source. After the input diodes saturate, the 
amplifier will slew at its nominal2.8V/,..s. With feedback resis
tsnces of more than 5000 the output is capable of handling the 
current requirements without limiting (less than 20mA at 10V) 
and the amplifier will stay in the linear region. 

As with all operational amplifiers a feedback resistsnce of greater 
than 2kfi will create a pole with the input capacitsnce (8pP). 
Additional phase shift will be introduced and the phase margin 
will be reduced. A small capacitor (20 to SOpP) in parallel with 
the feedback resistor will alleviate this problem. 

CAUTION: NOISE MEASUREMENTS 
Precise measurement of the extremely low input noise associated 
with the AD OP-27 is a difficult task. In order to observe the 
rated noise in the O.IHz to 10Hz frequency range the following 
cautions should be exercised. 

(1) The test time to measure O.IHz to 10Hz noise should not 
exceed 10 seconds. As shown in the noise test frequency response 
plot in this data sheet the O.IHz corner is only defined by a 
single zero. A test time of 10 seconds acts as an additional zero 
to eliminate noise contributions from frequencies lower than 
O.IHz. 

(2) Warm-up for a least five minutes will eliminate temperature 
induced effects. During the first few minutes the offset voltage 
typically increases 4 .... V. In a 10 second measurement interval 
prior to temperature stabilization the reading could include 
several nanovolts of warm-up offset error in addition to the 
noise. 

(3) For reasons similar to (2) the device under test should be 
well shielded from air currents or other heat sinks to eliminate 
the possibility of temperature cl1anges over time invalidating the 
measurements. Sudden motion In the vicinity or physical contact 
with the package can also increase the observed noise. 

An input voltage noise spectral density test is recommended 
when measuring noise on a large number of units. Because the 
lIf noise corner frequency is around 3Hz, a 1kHz noise voltage 
density measurement combined with a O.IHz to 10Hz peak-to-peak 
noise reading will guarantee lIf and white noise performance 
over the rated frequency spectrum. 
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Typical Performance Curves (@ TA= +2WC, Ys= ±15V) 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Ultralow Noise: BOnV p-p (0.1Hz to 10Hz), 

3nVlvlii at 1kHz 
High Speed: 17V/fI.S 
High Gain Bandwidth Product: 63MHz 
Ultralow Offset Voltage Drift: 0.21J.Vrc 
High Offset Stability Over Time: 0.2lJ.V/month 
Low Offset Voltage: 10IJ.V 
High CMRR: 126dB Over ±11V Input Voltage Range 
Fits OP-07, OP-05, OP-06, 5534, LH0044, 

5130,3510,725,714 and 741 Sockets 
in Gains;;,: 5 

Military Grade and Plus Parts Available 
B-Pin Plastic Mini-DIP, Cerdip or TO-99 Hermetic 

Metal Can 
Available in Wafer-Trimmed Chip Form 

PRODUCT DESCRIPTION 
The AD OP-37 offers the combined features of high precision, 
ultralow noise and high speed in a monolithic bipolar operational 
amplifier. High speed, accurate amplification of very low level 
signals, where inherent device noise can be the limiting factor, 
is attainable with the AD OP-37 in applications requiring gains 
greater than or equal to five. This instrumenation grade op amp 
features industry standard dc performance; typical input offset 
voltages of 10,... V and typical input offset voltage temperature 
coefficients of 0.2,... VI"C. The super low input voltage noise 
performance of the AD OP-37 is characterized by an en pop 
(typ) of 80nV (0. 1Hz to 10Hz), an en (typ) of 3.OnV/v'HZ (at 
1kHz) and a lIf noise corner frequency of 2.7Hz. High speed 
performance is assured by a typical 17V!,...s slew rate and a 
typical 63MHz gain bandwidth product. Long-term stability 
is guaranteed by an input offset voltage drift specification of 
0.2,... V !month. 

Source resistance related input errors with the AD OP-37 are 
minimized by a low input bias current of ± 10nA (typ) and an 
input offset current of7nA (typ). An input bias currentcance11ation 
circuit restricts bias and offset currents over the extended tem· 
perature range to ± 20nA (typ) and 15nA (typ), respectively. 
Other factors inducing input referred errors such as power 
supply variations and common-mode voltages are atrenuated by 
a PSRR and CMRR of l20dB. 

Ultralow Noise, High Speed, 
Precision Up Amp (AvCL>5) 

AD OP-37 I 
AD OP-37 CONNECTION DIAGRAMS 

TO-99 
(H) Package 

OFFSET NULL 

• 
v-

NOTE: PIN 4 CONNECTED TO CASE 
TOPVIOW 

Plastic Mini-DIP (N) Package 
and 

Cerdip (Q) Package 

OFFSET NUll 1 

INver,r.:; 2 -

NONINVE~~ 3 + 

TOPYIEW 

8 OFFSETNUU 

The AD OP-37 is available in six performance grades. The AD 
OP-37E, AD OP-37F and AD OP-37G are specified for operation 
over the - 25°C to + 850C temperature range, while the AD 
OP-37 A, AD OP-37B and AD OP-37C are specified for - 55°C 
to + 125°C operation. All devices are available in either the 
TO-99 hermetically sealed metal cans or the hermetically sealed 
cerdip packages, while the industrial grades are also available in 
plastic mini-DIPs. 

PRODUCT IUGHLIGHTS 
1. High speed accurate amplification (gains ;;,: 5) of very low 

level low frequency voltage inputs is enhanced by a high gain 
bandwidth product and ultralow input voltage noise. 

2. The AD OP-37 maintains high dc accuracy over an extended 
temperature range due to ultralow offset voltage, offset voltage 
drift and input bias current. 

3. Internal frequency compensation, factory· adjusted offset 
voltage and full device protection eJiminate the need for 
additional components. Circuit size and complexity are reduced 
while reliability is increased. 

4. Long-term stability and accuracy is assured with low offset 
voltage drift over time. 

5. Input referred errors are greatly reduced by superior common
mode and power supply rejection characteristics. 

6. Monolithic construction along with advanced circuit design 
and processing techniques result in low cost. 
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SPECIFICATIONS (TA=+25OC, Vs=±15V, unless otheJWise specified) ,-
'" 

Model AD OP·37G AD OP·37F AD OP.37E 

Parameter Symbol Min, Typ Max Min Typ Max Min Typ Max 

OPEN LOOP GAIN Avo 700 1,500 1,000 I,SOO 1,000 1,'800 
400 1,500 SOO 1,500 SOO 1,500 
200 500 250 700 250 700 
450 1,000 700 1,300 750 1,500 

OUTPUT CHARACTERISTICS 
Voltage Swing Vo ±11.5 ± 13.5 ±12.0 ± I3.S ±12.0 , ± I3.S 

± 11.5 ±IO.O ± 11.5 ±10.0 ±10.0 
±II.O ±13.3 ± 11.4 ± 13.5 ±11.7 

Open. Loop Output Resistimce Ro 70 70 

FREQUENCY RESJ?ONSE 
Gain Bandwidth Product GBW 45 63 45 63 45 

- 40 - 40 -
Slew Rate SR II 17 II 17 II 

INPUT OFFSET VOLTAGE 
Initial Vos 30 100 20 60 

55 220 40 140 
Average Drift TCVos 0.4 I.S 0.3 1.3 
Long-Term Stability Vos/Time 0.4 2.0 0.3 1.5 
Adjustment Range ±4.0 ,±4.0 

INPUT BIAS CURRENT 
Initial In ± IS ±SO ± 12 ±55 

±25 ±150 ±IS ±95 

INPUT OFFSET CURRENT 
Initial los 12 75 9 50 

20 135 14 S5 

INPUT NOISE 
Voltage enp·p 0.09 0.25 O.OS O.IS 
Voltage Density en 3.S S.O 3.5 5.5 

3.3 5.6 3.1 4.5 
3.2 4.5 3.0 3.S 

Current Density in 1.7 - 1.7 4.0 
1.0 - 1.0 2.3 
0.4 0.6 0.4 0.6 

INPUT VOLTAGE RANGE 
Common Mode CMVR ±11.0 ± 12.3 ±11.0 ,± 12.3 ±11.0 

± 10.5 ± 11.8 ± 10.5 ± 11.8 ± 10.5 
Common·Mode Rejection 

Ratio CMRR 100 120 106 123 114 
96 liS 102 121 110 

INPUT RESISTANCE 
Differen\ial RIN O.S 4 1.2 5 1.5 
Common Mode R1NcM 2 2.5 

POWER SUPPLY 
Rated Performance ± IS ±15 
Operating ±(4-IS) , ±(4-IS) 
Current, Quiescent IQ 3~3 5.6 3.0 4.6 
Rejection PSR 2 20 I 10 

2 32 2 16 
Power Consumption Pd 100 170 90 140 

OPERATING TEMPERATURE RANGE 
Tmim Tmax -25 +S5 -25 +S5 -25 

PACKAGE OPTIONS3 

Plastic Mini·DIP(N·S) ADOP-37GN ADOP-37FN 
Cerdip(Q-8) ADOP-37GQ ADOP-37FQ 
TO·99 (H-OS) ADOP·37GH ADOP·37FH 
C and G Grade Chips 

Also Available 

NOTES 
'Input Offset Voltage measurements are performed by automated test equipment approximately O.S seconds after application of 
power. A and E grades are guaranteed fully warmed up. 

2Long.Term Input Offset Voltage Stability refers to the average trend line ofVos vs. time after the first 30 days. 
3See Section 20 for package outline information. 
Specifications subject to change without notice. 
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±11.5 
±13.6 
70 

63 
40 
17 

10 25 
20 60 
0.2 0.6 
0.2 1.0 
±4.0 

±IO ±4O 
±14 ±60 

7 35 
10 50 

O.OS O.IS 
3.5 5.5 
3.1 4.5 
3.0 3.S 
1.7 4.0 
1.0 2.3 
0.4 0.6 

± 12.3 
±II.S 

126 
124 

6 
3 

± IS 
±(4-IS) 
3.0 4_6 
I 10 
2 15 ' 
90 140 

+S5 

ADOP·37EN 
ADOP-37EQ 
ADOP-37EH 
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AD OP·37C ADOP·37B 

Min Typ Max Min Typ Max Min 

700 1,500 1,000 I,SOO 1,000 
400 1,500 800 1,500 800 
200 500 250 700 250 
300 SOO 500 1,000 600 

% 11.5 :!: 13.5 % 12.0 :!:13.S %12.0 
% 10.0 :!: 11.5 % 10.0 :!:11.5 % 10.0 
% 10.5 :!: 13.0 % 11.0 :!: 13.2 % 11.5 

70 70 

45 63 45 63 4S 
- 63 - 40 -
11 17 11 17 11 

30 100 20 60 
70 300 50 200 
0.4 1.8 0.3 1.3 
0.4 2.0 0.3 1.5 
:!:4.0 :!:4.0 

:!: IS ±SO :!: 12 ± 55 
:!:35 ±150 :!:2S ±9S 

12 75 9 SO 
30 135 22 S5 

0.09 0.25 O.OS O.IS 
3.S 8.0 3.5 5.5 
3.3 5.6 3.1 4.5 
3.2 4.5 3.0 3.8 
1.7 - 1.7 4.0 
1.0 - 1.0 2.3 
0.4 0.6 0.4 0.6 

±11.0 :!: 12.3 ±11.0 :!: 12.3 ±11.0 
:!: 10.2 :!: 11.5 :!: 10.3 :!: 11.5 :!: 10.3 

100 120 106 123 114 
94 116 100 119 lOS 

0.8 4 1.2 5 1.5 
2 2.5 

:!: 15 :!: 15 
:!:(4-18) :!:(4-IS) 
3.3 5.6 3.0 4.6 
2 20 I 10 
4 51 2 20 
100 170 90 140 

-55 +125 -55 +125 -55 

ADOP·37CQ ADOP-37BQ 
ADOP-37CH ADOP-37BH 

Specifications shown in boldface are tested on all production units at fmal 
electrical test. Results from those tests are used to calculate outgoing quality 
levels. All min and max specifications are guaranteed, although only those 
shown in boldface are tested on all production units. 

AD OP-37 

AD OP·37A Conditions Units 

Typ Max 

I,SOO RL",,2kO, VOUT=:!: 10V V/mV 
1,500 RL""lkO, VOUT= :!: 10V V/mV 
700 RL = 6000, VOUT= :!:IV, Vs= :!:4V V/mV 
1,200 R L",,2kO, VOUT=:!: 10V, T. = min to max V/mV 

:!: 13.S R L""2kO V 
:!:11.5 RL",,6000 V II 
:!: 13.5 RL""2kO,T. = min to max V 
70 IouT=OA, VOUT=OV 0 

63 fo= 10kHz MHz 
40 fo=IMHz MHz 
17 R L",,2kO V/!LS 

10 25 (Note I) !LV 
30 60 T.= min to max !LV 
0.2 0.6 T. = min to max !LVrC 
0.2 1.0 (Note 2) !LV/month 
:!:4.0 Rp=IOkO mV 

:!: 10 ±~ nA 
:!:20 ±6O T. = min to max nA 

7 35 nA 
IS 50 T.:= min to max nA 

0.08 0.18 O. 1Hz to 10Hz !LV~ 
3.5 5.5 fo=IOHz nV/ Hz 
3.1 4.5 fo = 30Hz nV/YHZ 
3.0 3.S fo= 1000Hz nVlYHZ 
1.7 4.0 fo= 10Hz pAlYHZ 
1.0 2.3 fo=30Hz pAlYHZ 
0.4 0.6 fo= 1000Hz pAlYHZ 

:!: 12.3 V 
:!: 11.5 T.= min to max V 

126 VCM=:!:l1V dB 
122 VCM=:!: 10V, T.= minto max dB 

6 MO 
3 GO 

:!: IS V 
:!:(4-IS) V 
3.0 4.6 Vs= :!: 15V mA 
I 10 Vs= :!: 4V to :!: ISV ",VIV 
2 16 Vs= :!:4.5Vto :!: 18V, T.=mintomax !LVIV 
90 140 VOUT=OV mW 

+125 °c 

ADOP-37AQ 
ADOP-37AH 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage ........ . .. ......... ± l8V 
internal Power Dissipation (Note 1) ......... sOOmw 
Input Voltage ....................... ±Vs 

Differential Input Current (Note 2) . . .. ..... ± 2SmA 
Storage Temperature Range . . . . . . .. - 65·C to + l500c 
Operating Temperature Range 

Output Short Circuit Duratjon .. . . .. Indefinite, 
AD OP-37 A, AD OP-37B, AD OP-37C - 550C to + l250C 

Differential Input Voltage (Note 2) .. ,. ........ ±0.7V 
AD OP-37E"AD OP-37F, AD OP-37G -2S·C to +8S·C 

Lead Temperature Range (Soldering 6Osec) . . . . . .. 300·C 
NOTES: 
Note I: Maximum package power dissipation VB. ambient temperature. 

Package Type 
TO~99(H) 
Mini-DIP(N) 
Cerdip(Q) 

Maximum Ambicnt Derate Above Maximum 
Temperature for Rating AmbientTemperature 

8O"C 7.lmWrc 
36'C 5.6mWrc 
75'C 6.7mWrc 

Note 2: TbeAD OP·37's inputs are protected by bsck·to-bsck diodes. To.chicvelownoise~ntlimitinsresistorscould 
not be used. If the, differential input voltase exceeds ± O. 7V, tbe input current sbould be limited to 25mA. 

ClOP DIMENSIONS AND BONDING DIAGRAM 
Contact factory for latest dimensions. 

Din\ensions shown in incbes and (mm). 

1-1"------O.'OOCZ.&4I------i 

T 
... 87 

I 
THE AD 0P-I11S AVAILABLE IN WAFIR-TRIMMED CHIP' FORM. CONSULT TIE FACTORY FOR DETAILS. 

ADOP.370RDERINGGUIDE1 

'Packap Temperature Mulnitial MuOffset 
Model Optioas1 RaugefC) Ot'fset(,..V) DriftC,..VI"C) 

ADOP-37GH TO-99 -2Sto +85 100 1.8 
ADOP·37GN Mini·DIP -25to +85 100 1.8 
ADOP·37GQ Cerdip -2Sto +85 100 1.8 
ADOP·37FH TO-99 -25 to +85 60 1.3 
ADOp·37FN Mini·DIP -25to +85 60 1.3 
ADOP·37FQ Cerdip -25to +85 60 1.3 
ADOP-37EH TO-99 -25to +85 25 ' 0.6 
ADOP·37EN Mini·DIP -25to +85 25 0.6 
ADOP·37EQ Cerdip -25to +85 25 0.6 

ADOP-37CH TO-99 -55to + 125 100 1.8 
ADOP-37CQ Cerdip -S5to + 125 100 1.8 
ADOP·37BH TO-99 -SSto + 125 60 1.3 
ADOP·37BQ Cerdip -55to + 125 60 1.3 
ADOP-37AH TO·99 -55to + 125 25 0.6 
ADOP·37AQ Cerdip -55to +125 25 0.6 

NOTES 
Ie and G gradechipa alao available. 
2See Section 20 for packaseoutline information. 
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APPLICATION NOTES FOR THE AD OP-37 
The AD OP-37 can be used in the sockets of many of the popular 
precision bipolar input operational amplifiers on the market. 
Elimination of external frequency compensation or nulling cir
cuitry may be possible in many cases. In 741 replacement situa
tions, if nulling has been implemented, it should be modified or 
removed for correct AD OP-37 performance. 

In applications where the initial factory adjusted input offset 
voltage provides insufficient accuracy, further offset trimming 
can be accomplished with the resistor network shown in Figure 
1. The adjustment range attainable using a 10kO potentiometer 
will be ±4mV. If a smaller adjustment range is required, the 
sensitivity of the nulling can be increased by using a smaller 
potentiometer in series with fIXed resistor(s). For example, a 
lkO pot in series with two 4.7kO resistors will yield a ± 280,... V 
range. 

Figure 1. Optional Offset Nulling Circuit 

Zeroing the initial offset with potentiometers other than IOkO, 
but between IkO and IMO, will introduce an additional input 
offset voltage temperature drift error of from 0.1 to 0.2,... V/"C. 
Additionally, by intentionally trimming in a dc level shift a 
voltage dependent offset drift will be created. It will be approxi
mately the input offset voltage at 25°C divided by 300 (in,... VI 
0C). 

Parasitic thermocouple EMF's can be generated where dissimilar 
metals meet the contacts to the input terminals of the AD OP-37. 
These temperature dependent voltages can manifest themselves 
as drift type errors. Optimized temperature performance will 
be obtained when both contacts are maintained at the same 
temperature. 

Although the AD OP-37 features high-power supply rejection, 
the effects of noise on the power supplies may be minintized by 
bypassing the power supplies as close to Pins 4 and 7 of the AD 
OP-37 as possible, to load ground with a good quality O.OI,...F 
ceramic capacitor as shown in Figure I. 

AD OP-37 
High closed loop gain and excellent linearity can be achieved by 
operating the AD OP-37 within an output current range of 
± IOmA. Minimizing output current will provide the highest 
linearity. 

+18V 

-Iav 

ALL OTHER PINS 
ARE NOT 
CONNECTED 

Figure 2. Burn-In Circuit 

CAUTION: NOISE MEASUREMENTS 
Precise measurement of the extremely low input noise associated 
with the AD OP-37 is a difficult task. In order to observe the 
rated noise in the O.IHz to 10Hz frequency range the following 
cautions should be exercised. 

(I) The test time to measure O.IHz to 10Hz noise should not 
exceed 10 seconds. As shown in the noise test frequency response 
plot in this data sheet the 0.1 Hz corner is only defined by a 
single zero. A test time of 10 seconds acts as an additional zero 
to eliminate noise contributions from frequencies lower than 
O.IHz. 

(2) Warm-up for a least five minutes will eliminate temperature 
induced effects. During the first few minutes the offset voltage 
typically increases 4,...V. In a 10 second measurement interval 
prior to temperature stabilization the reading could include 
several nanovolts of warm-up offset error in addition to the 
noise. 

(3) For reasons similar to (2) the device under test should be 
well shielded from air currents or other heat sinks to eliminate 
the possibility of temperature changes over time invalidating the 
measurements. Sudden motion in the vicinity or physical contact 
with the package can also increase the observed noise. 

An input voltage noise spectral density test is recommended 
when measuring noise on a large number of units. Because the 
lIf noise corner frequency is around 3Hz, a 1kHz noise voltage 
density measurement combined with a O.IHz to 10Hz peak-to-peak 
noise reading will guarantee lIf and white noise performance 
over the rated frequency spectrum. 
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Prop 
Delay Vos 
ns mV Package Temp 

Model max Logic max Optionsl Rangel Page Comments 

AD96685 3.5 ECL 2 E,H,P,Q I,M 3-21 Ultrafast 
AD96687 3.5 ECL 2 E,P,Q I,M 3-21 Dual AD96685 
AD790 45 TTL 0.25-1 N,Q,R C,I,M 3-5 Fast, Precise Single Supply 
AD9696 4.5 TTL 2 H,N,Q,R C,M 3-13 Single Comparator 
AD9698 4.5 TTL 2 H,Q,R C,M 3-13 Dual Comparator 

'Package Options: E-Leadless Chip Carrier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line; P-Plastic Leaded Chip Carrier (PLCC); Q-Cerdip; R-SmalI Outline Plastic (SOlC). 
2Temperature Ranges: C-Commercial, 0 to +70"C; I-IndusrriaI, -40"C to +85'C (Some older products -25'C to +85'C); M-Military, -55"C to +125"C. 
Boldface Type: Product recommended for new design. 



A voltage comparator compares two voltages and provides an 
output that is a function of their difference. For the products in 
this section, the output of an ideal comparator has two stable 
states representing the sign of the difference. Thus, the output 
will be a logic "I" if the voltage at the input labelled "+" is 
greater than the voltage at the input labelled "-," and logic 
"0" for the opposite case. 

A comparator is used wherever some action depends on whether 
a voltage is - or becomes - greater or less than another voltage -
usually a reference. Since it is in effect a I-bit AID converter, 
the comparator is the basic element of virtually all AID converters, 
as well as a sign-magnitude adjunct. Because the voltage that is 
compared with a reference can be the linearly varying output of 
an integrator with constant input, a comparator can be used in 
analog-based event timing. The comparator is also an element of 
pulse-width modulators, peak detectors, delay generators, switch 
drivers, etc. 

A comparator is essentially a fast, high-gain amplifier whose 
output is always at an upper or lower limit, except when switching. 
The simplest comparator would be an open-loop-connected, 
uncompensated, high-gain, high-slew-rate op amp with excellent 
offset & drift characteristics, fast recovery from overdrive and 
an overdrive-protected input. 

Orientation 
Comparators 

In addition, practical comparators have a small amount of hysteresis 
(internal or external) to help keep noise from causing the output 
to bounce around, and most have a latch, which makes it possible 
to freeze the output at the state it has at a given instant of time, 
in response to a logic signal. Since the comparator is producing 
a digital decision, its outputs are generally compatible with 
either TTL or EeL. 

Aside from its op-amp related specifications, such as bias current, 
offset & drift and the various logic-related timing and interface 
specs, the key comparator spec is propagation delay: the time 
required for the output to reach the 50% point of a transition, 
after the net input has crossed the offset voltage - when driven 
by a square wave to a prescribed value of input overdrive, usually 
5mVor 10mV. 

The Selection Guide classifies Analog Devices comparators by 
propagation delay, presence or absence of a latch and interface 
logic compatibility. It also indicates the presence of dual com
parators, each comprising two independent comparators on 
a single monolithic chip. Pairs of comparators may be used 
for window measurements, as well as for simple two-in-one 
space-saving. 
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WDEVICES 

FEATURES 
45 ns max Propagation Delay 
Single +5 V or Dual :1:15 V Supply Operation 
CMOS or TTL Compatible Output 
250 ",V max Input Offset Voltage 
500 fl.V max Input Hysteresis Voltage 
15 V max Differential Input Voltage 
On-Board Latch 
60 mW Power Dissipation 
Available in 8-Pin Plastic and Hermetic Cerdip 

Packages and Chip Form 
MIL-STD-8838 Processing Available 

APPLICATIONS 
Zero-Crossing Detectors 
Overvoltage Detectors 
Pulse-Width Modulators 
Precision Rectifiers 
Discrete AID Converters 
Delta-Sigma Modulator AIDs 

PRODUCT DESCRIPTION 
The AD790 is a fast (45 ns), precise voltage comparator, with a 
number of features that make it exceptionally versatile and easy 
to use. The AD790 may operate from either a single +S V sup
ply or a dual ± IS V supply. In the single-supply mode, the 
AD790's inputs may be referred to ground, a feature not found 
in other comparators. In the dual-supply mode it has the unique 
ability of handling a maximum differential voltage of IS V across 
its input terminals, easing their interfacing to large amplitude 
and dynamic signals. 

This device is fabricated using Analog Devices' Complementary 
Bipolar (CB) process - which gives the AD790's combination of 
fast response time and outstanding input voltage resolution 
(1 mV max). To preserve its speed and accuracy, the AD790 
incorporates a "low glitch" output stage that does not exhibit 
the large current spikes normally found in TTL or CMOS out
put stages. Its controlled switching reduces power supply distur
bances that can feed back to the input and cause undesired 
oscillations. The AD790 also has a latching function which 
makes it suitable for applications requiring synchronous 
operation. 

The AD790 is available in five performance grades. The 
AD790J and the AD790K are rated over the commercial 
temperature range of 0 to + 70°C. The AD790A and AD790B 
are rated over the industrial temperature range of - 40°C to 
+8SoC. The AD790S is rated over the military temperature 
range of -SsoC to + 12SoC and is available processed to MIL
STD-883B, Rev. C. 

Fast, Precision 
Comparator 

AD790 I 
AD790 CONNECTION DIAGRAM 

8-Pin Plastic: Mini-DIP 
and Cerdip 

+IN 

-IN 

-VS 

PRODUCT HIGHUGHTS 

OUTPUT 

GROUND 

LATCH 

1. The AD790's combination of speed, precision, versatility and 
low cost makes it suitable as a general purpose comparator in 
analog signal processing and data acquisition systems. 

2. Built-in hysteresis and a low-glitch output stage minimize the 
chance of unwanted oscillations, making the AD790 easier to 
use than standard open-loop comparators. 

3. The hysteresis combined with a wide input voltage range en
ables the AD790 to respond to both slow, low level (e.g., 
10 mY) signals and fast, large amplitude (e.g., 10 V) signals. 

4. A wide variety of supply voltages are acceptable for operation 
oftheAD790, ranging from single +5 V to dual +S VI -12 V, 
±S V, or +S V/±IS V supplies. 

S. The AD790's power dissipation is the lowest of any compara
tor in its speed range. 

6. The AD790's output swing is symmetric between V LOGIC 

and ground, thus providing a predictable output under a 
wide range of input and output conditions. 
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SPECIFICATIONS 
DUAL SUPPLY toperation @ +Z5°C and +Vs = +15 V, -Vs = -15 V, VLOGIC = +5 V unleStlltlielWisenoted) 

AD790J/A AD790KIB AI)79C1S 
Parameter Conditions Min Typ Max Min Typ Max Min Typ Max 

RESPONSE CHARACTERISTIC 100 mV Step 
Propagation Delay, tpD 5 mV Overdriv 40 45 40 45 40 45 

Tmin to Tmax 45/50 45/50 60 

OUTPUT CHARACTERISTICS' 
Output HIGH Voltage, VOH 1./1 rnA Source 4.65 4.65 4.65 

6.4 mA Source 4.3 4.45 4.3 4.45 4.3 4.45 
Tmin to Tmax 4.3/4.3 4.3 4.3 

Output LOW Voltage, VOL 1.6 rnA Sink 0.35 0.35 0.35 
6.4 mA Sink 0.44 0.5 0.44 0.5 0.44 0.5 
Tmin to Tmax 0.5/0.5 0.5 0.5 

INPUT CHARACTERISTICS 
Offset Voltage' 0.2 1.0 0.05 0.25 0.2 1.0 

Tmin to Tmax 1.5 0.5 1.5 
Hysteresis' Tmin to Tmax 0.3 0.4 0.6 0.3 0.4 0.5 0.3 0.4 0.65 
Bias Current Either Input 2.5 5 1.8 3.5 P 5 

Tmin to Tmax 6.5 4.5 7 
Offset Current 0.04 0.25 0.02 0.15 0.04 0.25 

Tmin to Tmax 0.3 0.2 0.4 
Power Supply 

Rejection Ratio de Vs ±20% 80 90 88 100 80 90 
Tmin to Tmax 76 88 85 93 76 85 

Input Voltage Range 
Differential Voltage Vs:s±15 V ±Vs ±Vs :tVs 
Common Mode -Vs +Vs-2 V -Vs +Vs-2 V -Vs +Vs:'-2V 

Common Mode 
Rejection Ratio -1O'v<VcM 80 95 88 105 80 95 

<+IOV 
Tmin to Tmax 76 90 85 ,100 76 88 

Input Impedance 20112 20112 20112 

LATCH CHARACTERISTICS 
Latch Hold Time, tH 25 35 25 35 25 35 
Latch Setup Time, ts 5 10 5 1.0 5 10 
LOW Input Levei,V'L Tmin to T~ 0.8 0.8 0.8 
HIGH Input Level, VlH Tmin to Tmax 1.6 1.6 l.ti 
Latch Input Current 2.3 5 2.3 3.5 2.3 5 

Tmin to Tmax 7 5 8 

SUPPLY CHARACTERISTICS 
Diff Supply Voltage' VLOGIC = 5 V 

Tmin to Tmax 4.5 33 4.5 33 4.7 33 
Logic Supply Tmin to Tmax 4.0 7 4.0 7 4.2 7 
Quiescent Current 

+Vs +Vs = 15V 8 10 8 10 8 10 
-Vs -Vs = -15 V 4 5 4 5 4 5 
VLOGIC VLOG1C = 5 V 2 3.3 2 3.3 2 3.3 

Power Dissipation 242 242 242 

TEMPERATURE RANGE 
Rated Performance Tmin to Tmax o to +70/-40 to +85 o to +701-40 to +85 -55 to +125 

PACKAGE OPTIONS' 
Plastic (N -8) AD790JN AD790KN 
Cerdip (Q-8) AD790AQ AD790BQ AD790SQ 

NOTES 
'Defined as the average of the input voltages at the low to high and high to low transition points. Refer to Figure 14. 
'Defined as half the magnitude between the input voltages at the low to high and high to low transition points. Refer to Figlll"C 14., 
'+Vs must be no lower than (VLOGIC -0.5 V) in any supply operating conditions, except during power up. 
'See Section 20 for package outline information. 
AI! min and max specifications are guaranteed. Specifications shown in boldface are tested on all production units at final test. 

Specifications subject to change without notice. 
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SINGLE SUPPLY (Operation @ +25°C and +Vs = VLOG1C = +5 V, -Vs = 0 unless otherwise noted)1 

AD790J/A AD790KIB AD790S 
Parameter Conditions Min Typ Max Min Typ Max Min Typ Max 

RESPONSE CHARACTERISTIC 100 mV Step 
Propagation Delay, tpD 5 m V Overdrive 45 50 45 50 45 50 

Tmin to Tmax 50/60 50/60 65 

OUTPUT CHARACTERISTICS 
Output HIGH Voltage, VOH 1.6 rnA Source 4.65 4.65 4.65 

6.4 rnA Source 4.3 4.45 4.3 4.45 4.3 4.45 
Tmin to Tmax 4.3 4.3 4.3 

Output LOW Voltage, VOL 1.6 rnA Sink 0.35 0.35 0.35 
6.4 rnA Sink 0.44 0.5 0.44 0.5 0.44 0.5 
Tmin to Tmax 0.5 0.5 0.5 

INPUT CHARACTERISTICS 
Offset Voltage' 0.45 1.5 0.35 0.6 0.45 1.5 

Tmin to Tmax 2.0 0.85 2.0 
Hysteresis' Tmin to Tmax 0.3 0.5 0.75 0.3 0.5 0.65 0.3 0.7 1.0 
Bias Current Either Input 2.7 5 2.0 3.5 2.7 5 

Tmin to Tmax 7 5 8 
Offset Current 0.04 0.25 0.02 0.15 0.04 0.25 

Tmin to Tmax O.~ 0.2 0.4 
Power Supply 

Rejection Ratio dc 4.5 V"V s,,5.s V 80 90 86 100 80 90 
Tmin to Tmax 76176 88 82 93 76 85 

Input Voltage Range 
Differential Voltage ±Vs ±Vs ±Vs 
Common Mode 0 +Vs -2 V 0 +Vs-2 V 0 +Vs -2 V 

Input Impedance 20112 20112 20112 

LATCH CHARACTERISTICS 
Latch Hold Time, tH 25 35 25 35 25 35 
Latch Setup Time, ts 5 10 5 10 5 10 
LOW Input Level,VIL Tmin to Tmax 0.8 0.8 0.8 
HIGH Input Level, VIH Tmin to Tmax 1.6 1.6 1.6 
Latch Input Current 2.3 5 2.3 3.5 2.3 5 

Tmin to Tmax 7 5 8 

SUPPLY CHARACTERISTICS 
Supply Voltage' Tmin to Tmax 4.5 7 4.5 7 4.7 7 
Quiescent Current 10 12 10 12 10 12 
Power Dissipation 60 60 60 

TEMPERATURE RANGE 
Rated Performance Tmin to Tmax o to +70/-40 to +85 o to + 70/-40 to + 75 -55 to +125 

PACKAGE OPTIONS' 
Plastic (N -8) AD790JN AD790KN 
Cerdip (Q-8) AD790AQ AD790BQ AD790SQ 
S Grade Chips Available 

NOTES 
'Pin 1 tied to Pin 8, and Pin 4 tied to Pin 6. 
'Defined as the average of the input voltages at the low to higb and high to low transition points. Refer to Figure 14. 
'Defined as half the magnitude between the input voltages at the low to high and higb to low transition points. Refer to Figure 14. 
4 _ V s must not be connected above ground. 
'See Section 20 for package outline information. 
Specifications subject to change without notice. 

All min and max specifications are guaranteed. Specifications shown in boldface are tested on all production units at final test. 
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ABSOLUTE MAXIMUM RATINGS" Z 

Supply Voltage ........................... ± 18 V 
Internal Power Dissipation2 •••••••••••••••••• 500 mW 
Differential Input Voltage ................... ± 16.5 V 
Output Short Circuit Duration ............... Indefmite 
Storage Temperature Range 

N .......................... .' -65°C to + 125°C 
Q ........................... -65°C to + 150°C 

Lead Temperature Range (Soldering 60 sec) ....... +300°C 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (rnm). 
Call factory for chip specifications. 

~--------------~~--------------~~~ 

.,N 

-IN 

Figure 1. Basic Oual Supply 
Configuration 

PULSE 
GENERATOR 

Logic Supply Voltage ......................... 7 V 

NOTES 
lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at "these or any other conditions abOve those indi
cated in the operational sections of this specification is not implied. Expo
sure to absolute maximum rating conditions for extended periods may affect 
device reliability. 

'Thermal characteristics: plastic N·S package: alA = 9O"CIwatt; ceramic Q·8 
package: alA = llO"CIwatt, 0lC = 22'C/watt. 

ORDERING GUIDE 

.IN 

-IN 

Grade 

AD790]N 
AD790~N 
AD790AQ 
AD790BQ 
AD790SQ 
AD790SQ/883B 
AD790S Chips 

Figure 2. Basic Single Supply 
Configuration , 

TEK 
7904 
SCOPE 

Temperature 
Range 

o to +70°C 
o to +70°C 
-40°C to +85°C 
-40°C to +85°C 
- 55°C to + 125°C 
- 55°C to + 125°C 
- 55°C to + 125°C 

Figure 3. Response Time Test Circuit 
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Figure 5. Propagation Delay vs. 
Load Capacitance 

80 

70 

0 

0 

10 

o 
-50 

I I 
Vs =±15V -

I I 

tpDLH~ 

~ VI 
IpOHL _ 

::;..--

so 100 ISO 
TEMPERATURE _ cc 

Figure 8. Propagation Delay vs. 
Temperature 

20 
I I .I. 
+vs = +15V 18 
-Vs = -15V 

V VLOGIC = +5V 16 

,........"""'" 

./ 
....-

l--f.-I-
~ 

+VS=VLOGIC=+5V -
~ -Vs=O 

4 

80 

70 

~ 60 
I 

~ so 
I!j 
ill 40 

~ 
~ 30 

~ 20 

10 

o 
o 

0.8 

0.7 

-~ 

4 6 
FAN OUT - Gates 
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Figure 12. Latch Timing 
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CIRCUIT DESCRIPTION 
The AD790 possesses the overall characteristics of a standard 
monolithic comparator: differential inputs, high gain and a logic 
output. However, its function is implemented with an architec
ture which offers several advantages over previous comparator 
designs. Specifically, the output stage alleviates some of the lim
itations of classic "TTL" comparators and provides a symmetric 
output. A simplified representation of the AD790 circuitry is 
shown in Figure 13. 

+IN 

-IN 

I 
GAIN STAGE I 

VLOQIC 

Figure 13. AD790 Block Diagram 

The output stage takes the amplified differential input signal 
and converts it to a single-ended logic output. The output swing 
is defmed by the pull-up PNP and the pull-down NPN. These 
produce inherent rail-to-rail output levels, compatible with 
CMOS logic, as well as TTL, without the need for clamping to 
internal bias levels. Furthermore, the pull-up and pull-down 
levels are symmetric about the center of the supply range and 
are referenced off the VLOGIC supply and ground. The output 
stage has nearly symmetric dynamic drive capability, yielding 
equal rise and fall times into subsequent logic gates. 

Unlike classic TTL or CMOS output stages, the AD790 circuit 
does not exhibit large current spikes due to unwanted current 
flow between the output transistors. The AD790 output stage 
has a controlled switching scheme in which amplifiers Al and 
A2 drive the output transistors in a manner designed to reduce 
the current flow between QI and Q2. This also helps minimize 
the disturbances feeding back to the input which can cause 
troublesome oscillations. 

The output high and low levels are well controlled values 
defmed by VLOGIC (+5 V), ground and the transistor equivalent 
"Schottky" clamps and are compatible with TTL and CMOS 
logic requirements. The fanout of the output stage is shown in 
Figure 6 for standard LSTTL or HCMOS gates. Output drive 
behavior vs. capacitive load is shown in Figure 5. 

HYSTERESIS 
The AD790 uses internal feedback to develop hysteresis about 
the input reference voltage. Figure 14 shows how the input off
set voltage and hysteresis terms are defined. Input offset voltage 
(Vos) is the difference between the center of the hysteresis 
range and the ground level. This can be either positive or nega
tive. The hysteresis voltage (V H) is one-half the width of the 
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, 

Figure 14. Hysteresis Definitions 

hysteresis range. This built-in hysteresis allows the AD790 to 
avoid oscillation when an input signal slowly crosses the ground 
level. 

SUPPLY VOLTAGE CONNECTIONS 
The AD790 may be operated from either single or dual supply 
voltages. Internally, the VLOGIC circuitry and the analog front
end of the AD790 are connected to separate supply pins. If dual 
supplies are used, any combination of voltages in which + V s '" 
VLOGIC - 0.5 V and -Vg :5 0 may be chosen. For single sup
ply operation (i.e. + V g = V LOGld, the supply voltage can be 
operated between 4.5 V and 7 V. Figure IS shows some other 
examples of typical supply connections possible with the 
AD790. 

BYPASSING AND GROUNDING 
Although the AD790 is designed to be stable and free from 
oscillations, it is imponant to properly bypass and ground the 
power supplies. Ceramic 0.1 ",F capacitors are recommended 
and should be connected directly at the AD790's supply pins. 
These capacitors provide transient currents to the device during 
comparator switching. The AD790 has three supply voltage 
pins, + V g, - V g and V LOGIC' It is imponant to have a common 
ground lead on the board for the supply grounds and the GND 
pin of the AD790 to provide the proper return path for the 
supply current. 

LATCH OPERATION 
The AD790 has a latch function for retaining input information 
at the output. The comparator decision is "latched" and the 
output state is held when Pin 5 is brought low. As long as Pin 5 
is kept low, the output remains in the high or low state , and 
does not respond to changing inputs. Proper capture of the 
input signal requires that the timing relationships shown in Fig
ure 12 are followed. Pin 5 should be driven with CMOS or TTL 
logic levels. 

The output of the AD790 will respond to the input when Pin 5 
is at a high logic level. When not in use, Pin 5 should be con
nected to the positive logic supply. When using dual supplies, it 
is recommended that a 510 n resistor be placed in series with 
Pin 5 and the driving logic gate to limit input currents during 
power up. 



+v. == +'2V. -v. = ov 
V..ooIC = +6V 

.,N 

-IN 

... 

-5' 
+Ys •• 5Y.-V,,. -5V, YLQGIC" +5V 

OUT 

-15. 

+v. = +SY, -v. = -15V 
VLOOIC '" +5V 

OUT 

Figure 15. Typical Power Supply Connections 

Window Comparator for Over-Voltage Detection 
The wide differential input range of the AD790 makes it suit
able for monitoring 1arge amplitude signals. The simple over
voltage detection circuit shown in Figure 16 illustrates direct 
connection of the input signal to the high impedance inputs of 
the comparator without the need for special clamp diodes to 
limit the differential input voltage across the inputs. 

SIGN 1 = HIGH 
0= LOW 

OVERRANGE = 1 

Figure 16. Overvoltage Detector 

Single Supply Ground Referred Overload Detector 
The AD790 is useful as an overload detector for sensitive loads 
that must be powered from a single supply. A simple ground 
referenced overload detector is shown in Figure 16. The com
parator senses a voltage across a PC board trace and compares 
that to a reference (trip) voltage established by the comparator's 
minus supply current through a 2.7 n resistor. This sets up a 
10 mV reference level that is compared to the sense voltage. The 
minus supply current is proportional to absolute temperature 
and compensates for the change in the sense resistance with 

Applying the AD790 
temperature. The width and length of the PC board trace deter
mine the resistance of the trace and consequently the trip cur
rent level. 

ILiMIT = 10 mVlRsENsE 

RSENSE = rho (trace length/trace width) 

rho = resistance of a unit square of trace 

OUTPUT 

Figure 17. Ground Referred Overload Detector Circuit 

Precision Full-Wave Rectifier 
The high speed and precision of the AD790 make it suitable for 
use in the wide dynamic range full-wave rectifier shown in Fig
ure 18. This circuit is capable of rectifying low level signals as 
small as a few mV or as high as 10 V. Input resolution, propa
gation delay and op amp settling will ultimately limit the maxi
mum input frequency for a given accuracy level. Total compara
tor plus switch delay is approximately 100 ns, which limits the 
maximum input frequency to 1 MHz for clean rectification. 

'V 
~N""'----"" 

+15V 

10k1l 

+15V 

-15V 

FET SWITCHES THE GAIN 
FROM +1 TO-1 

NMOS 
FET 
(RON < 200) 

fY\ 

Figure 18. Precision Full-Wave Rectifier 
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-5V 
BIPOLAR 

- -1SSIGNAL 
INPUT 

+5V 

TIL 
LEVEL 
OUTPUT 

'A RESISTOR UP TO 10k!! MAYBE USED TO 
REDUCE THE SOURCE AND SINK CURRENT OF 
THE DRIVER. HOWEVER, THIS WILL SLIGHTLY 
LOWER THE MAXIMUM USABLE CLOCK RATE. 

Figure 19. A Bipolar to CMOS TTL Line Receiver 

Bipolar to CMOStrTL 
It is sometimes desirable to translate a bipolar signal (e.g., 
±5 V) coming from a communications cable or another section 
of the system to CMOSrrTL logic levels; such an .application is 
referred to as a line receiver. Previously, the interface to the bi
polar signal required either a dual (±) power supply or a refere 
ence voltage level about which the line receiver would switch. 
The AD790 may be used in a simple circuit to provide a unique 
capability: the ability to receive a bipolar signal while powered 
from a single +5 V supply. Other comparators cannot perform 
this task. Figure 19 shows a I kG resistor in series with the in
put signal which is then clamped by a Schottky diode, holding 
the input of the comparator at 0.4 V below ground. Although 
the comparator is specified for a common mode range down' to 
- V s, (in this case ground)it is permissible to bring one of the 
inputs a few hundred mV below ground. The comparator 
switches around this level and produces a CMOSrrTL compati
ble swing. The circuit will operate to switching frequencies of 
20 MHz. 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
4.5 ns Propagation Delay 
200 ps Maximum Propagation Delay Dispersion 
Single +5 V or ±5 V Supply Operation 
Complementary Matched TTL Outputs 

APPLICATIONS 
High Speed Line Receivers 
Peak Detectors 
Window Comparators 
High Speed Triggers 
Ultrafast Pulse Width Discriminators 

GENERAL DESCRIPTION 
The AD9696 and AD9698 are ultrafast TTL-compatible voltage 
comparators able to achieve propagation delays previously possi
ble only in high performance ECL devices. The AD9696 is a 
single comparator providing 4.5 ns propagation delay, 200 ps 
maximum delay dispersion and 1.7 ns setup time. The AD9698 
is a dual comparator with equally high performance; both de
vices are ideal for critical timing circuits in such applications as 
ATE, communications receivers and triggers. 

Both devices allow the use of either a single + 5 V supply or 
±5 V supplies. The choice of supplies determines the common 
mode input voltage range available: -2.2 V to +3.7 V for ±5 V 
operation, +1.4 V to +3.7 V for single +5 V supply operation. 

The differential input stage features high precision, with offset 
voltages which are less than 2 m V and offset currents less than 
I ,..A. A latch enable input is provided to allow operation in ei
ther sample-and-hold or track-and-hold applications. 

The AD9696 and AD9698 are both available as commercial tem
perature range devices operating from ambient temperatures of 0 
to + 70°C, and as extended temperature range devices for ambi
ent temperatures from -55°C to + 125°C. Both versions are 
available screened to MIL-STD-883 class B. Contact the factory 
for information regarding higher reliability screening. 

Ultrafast 
TTL Comparators 

AD9696/AD9698 I 
AD9696/AD9698 FUNCTONAL BLOCK DIAGRAMS 

AD96961 AD9698 Architecture 

NONINVERTING AD9696 

INPU~ + QOUTPUT 

- QOUTPUT 
INVERTING 

INPUT 

NONINVERTING 

LATCH 
ENABLE 

AD9698 

INPU~ + a OUTPUT 
#1 

- QOUTPUT 
INVERTING 

INPUT 

LATCH 
ENABLE NONINVERTING 

~
NPUT 

QOUTPUT + 
#2 

QOUTPUT -
INVERTING 
INPUT 

LATCH 
ENABLE 

Package options for the AD9696 include a 10-pin TO-IOO metal 
can, an 8-pin ceramic DIP, an 8-pin small outline plastic pack
age and an 8-pin plastic DIP. The AD9698 is available in a 
16-pin ceramic DIP a 16-pin plastic DIP and a 16-pin small out
line plastic package. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage (+VsI-Vs) ................ +7 V/-7 V 
Input Voltage Range ........................ ±5 V 
Differential Input Voltage . . . . . . . . . . . . . . . . . . . . . 5.4 V 
Latch Enable Voltage ................. -0.5 V to +Vs 
Output Current (Continuous) .................. 20 rnA 
Power Dissipation ........................ 600 mW 

Operating Temperature Range2 

AD9696/AD9698KHlKN/KQ/KR3 • ••••••••• 0 to +70°C 
AD96961AD9698THlTQ3 ........... -55°C to +125°C 

Storage Temperature Range ........... -65°C to + 150°C 
Junction Temperature 

KH/KQITHITQ Suffixes .................. + 175°C 
KN/KR SuffIxes ........................ + 150°C 

Lead Soldering Temperature (10 sec) ............ +300°C 

ELECTRICAL CHARACTERISTICS (Supply VoltaK.es ~ . -5.2 V and +5.0 V; load as specified in Note 4, 
unless otherwise mdlcated) 

o to +70°C -55°C to +125°C 
AD96961AD9698 AD96961AD9698 

Test Military KHlKNIKQlKR3 THlTQ3 
Parameter Temp Level SubgroupS Min Typ Max Min Typ Max Units 

INPUT CHARACTERISTICS 
Input Offset Voltage" +25°C I 1 1.0 2.0 1.0 2.0 mV 

Full VI 2,3 3.0 3.0 mV 
Input Offset Voltage Drift Full V 10 10 tLvrc 
Input Bias Current +25OC I 1 16 55 16 55 tLA 

Full VI 2,3 110 110 ".A 
Input Offset Current +25°C I I 0.4 1.0 0.4 1.0 ".A 

Full VI 2,3 1.3 1.3 tLA 
Input Capacitance +25°C V 3 3 pF 
Input Voltage Range 

±5.0V Full VI 1,2,3 -2.2 +3.7 -2.2 +3.7 V 
+5.0V Full VI 1,2,3 +1.4 +3.7 +1.4 +3.7 V 

Common Mode Rejection Ratio 
±5.0V Full VI 1,2,3 80 85 80 85 dB 
+5.0V Full VI 1,2,3 57 63 57 63 dB 

LATCH ENABLE INPUT 
Logic "1" Voltage Threshold Full VI 1,2; 3 2.0 2.0 V 
Logic "0" Voltage Threshold Full VI 1,2,3 0.8 0.8 V 
Logic "1" Current Full VI 1,2,3 10 10 tLA 
Logic "0" Current Full VI 1,2,3 1 1 tLA 

DIGITAL OUTPUTS 
Logic "1" Voltage (Source 4 rnA) Full VI 1,2,3 2.7 3.5 2.7 3.5 V 
Logic "0" Voltage (Sink 10 mA) Full VI 1,2,3 0.4 0.5 0.4 0.5 V 

SWITCHING PERFORMANCE 
Propagation Delay (tPDf 

Input to Output HIGH Full IV 9, 10, 11 4.5 7.0 4.5 7.0 ns 
Input to Output LOW Full IV 9, 10, 11 4.5 7.0 4.5 7.0 ns 
Latch Enable to Output HIGH + 25°C IV 9, 10, 11 6.5 8.5 6.5 8.5 ns 
Latch Enable to Output LOW + 25°C IV 9, 10, 11 6.5 8.5 6.5 8.5 ns 
Delta Delay Between Outputs + 25°C IV 0.5 1.5 0.5 1.5 ns 

Propagation Delay Dispersion 
10 mV to 100 mV Overdrive +25°C V 100 100 ps 
100 mV to 1.0 V Overdrive + 25°C IV 100 200 100 200 ps 

Latch Enable 
Pulse Width [tPW(E~ +25°C IV 3.5 2.5 3.5 2.5 ns 
Setup Time (ts) +25°C IV 3 1.7 3 1.7 ns 
Hold Time (tH ) +25°C IV 3 1.9 3 1.9 ns 
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Test Military 
Parameter Temp Level Subgroups 

POWER SUPPLY· 
Positive Supply Current" 

AD9696 Full VI 1,2,3 
AD9698 Full VI 1,2,3 

Negative Supply Current lO 

AD9696 Full VI 1,2,3 
AD9698 Full VI 1,2,3 

Power Dissipation 
AD9696 +5.0 V Full V 
AD9696 ±5.0 V Full V 
AD9698 +5.0 V Full V 
AD9698 ±S.O V Full V 

Power Supply Rejection Ratioll +25°C VI 1,2,3 
Full 

NOTES 
'Absolute maximum ratings are limiting values, to be applied individually, 
and beyond which the serviceability of the circuit may be impaired. 
Functional operability is not necessarily implied. Exposure to absolute 
maximum rating conditions for an extended period of time may affect 
device reliability. 

'Typical thermal impedances: 
AD9696 Metal Can 0IA = l700ClW; Ole = SOOClW 
AD9696 Ceramic DIP 0IA = 1l0"CIW; Ole = 200ClW 
AD9696 Plastic DIP 0IA = l60OCIW; Ole = 300ClW 
AD9696 Plastic SOIC 0IA = l80"CIW; Ole = 300ClW 
AD9698 Ceramic DIP 0IA = 900CIW; Ole = 2SOCIW 
AD9698 Plastic DIP 0IA = lOO"CIW; Ole = 200ClW 
AD9698 Plastic SOIC 0IA = 120"C1W; Ole = 200ClW 

EXPLANATION OF TEST LEVELS 
Test Level 
I - 100% production tested. 
II - 100% production tested at + 25°C, and sample tested 

at specified temperatures. 
III - Sample tested only. 
IV - Parameter is guaranteed by design and characterization 

testing. 
V - Parameter is a typical value only. 
VI - All devices are 100% production tested at + 25°C. 100% 

production tested at temperature extremes for extended 
temperature devices; sample tested at temperature ex
remes for commercial/industrial devices. 

AD96961AD9698 ORDERING INFORMATION 

Package 
Model Package Temperature Options· 

AD9696KH TO-iOO Can o to +70°C H-iOA 
AD9696KN Plastic DIP o to +70°C N-8 
AD9696KR SOIC o to +70°C R-8 
AD9696KQ Cerdip o to +70°C Q-8 
AD9696TH TO-IOO Can -55°C to + 125°C H-I0A 
AD9696TQ Cerdip - 55°C to + 125°C Q-8 
AD9698KN Plastic DIP o to +70°C N-I6 
AD9698KR SOIC o to +70°C R-I6 
AD9698KQ Cerdip o to +70°C Q-16 
AD9698TQ Cerdip -55°C to + 125°C Q-I6 

*See Section 20 for package oudine information. 

AD9696/AD9698 
o to +70"C -55°C to +125°C 

AD96961AD9698 AD9696/AD9698 
KHlKNIKQIKR' THffQ' 

Min Typ Max Min Typ Max Units 

(+5.0 V) 
26 32 26 32 mA 
52 64 52 64 mA 

(-5.2 V) 
2.5 4.0 2.5 4.0 mA 
5.0 8.0 5.0 8.0 rnA 

130 130 mW 
146 146 mW 
260 260 mW 
292 292 mW 

70 70 dB 
65 65 dB 

'Suffixes KH and TH apply only to model AD9696; AD9698 not available 
in metal can. 

4Load circuit has 420 {} from + V s to output; 460 n from output to ground. 
'Militaty subgroups apply only to military·qualified devices. 
6Rs5100 il. 
'Propagation delays tested with 100 mV pulse; 20 mV overdrive. 
'Supply voltages should remain stable within ±S% for normal operation. 
Output not loaded. 

'Specification applies to both +5 V and ±5 V supply operation. 
"Specification applies to only ±5 V supply operation. 
11 Measured with nominal values::!::: 5% of + V sand - V s. 
Specifications subject to change without notice. 

EXPLANATION OF MILITARY SUBGROUPS 

Subgroup I - Static tests at + 25°C. 
(5% PDA calculated against Subgroup 1 for 
high-rei versions) 

Subgroup 2 - Static tests at maximum rated operating 
temperature. 

Subgroup 3 Static tests at minimum rated operating 
temperature. 

Subgroup 4 - Dynamic tests at + 25OC. 
Subgroup 5 - Dynamic tests at maximum rated operating 

temperature. 
Subgroup 6 - Dynamic tests at minimum rated operating 

temperature. 
Subgroup 7 - Functional tests at + 25°C. 
Subgroup 8 - Functional tests at maximum and minimum 

rated temperatures. 
Subgroup 9 - Switching tests at + 25°C. 
Subgroup 10 - Switching tests at maximum rated operating 

temperature. 
Subgroup 11 - Switching tests at minimum rated operating 

temperature. 
Subgroup 12 - Periodically sample tested. 
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Plastic DIP (N) and 
Ceramic DIP (R) Packages 

[SOIC (R) Package Pinouts shown in ( )] 

PIN CONFIGURATIONS 

16 Q20UT (LATCH ENABLE 1) Plastic DIP (N) 

TO·lOO Metal Can (H) Package 

LATCH 
ENABLE 

Q10UT (-v.) 2 15 Q20UT (GROUND) Ceramic DIP (Q) 
OauT -IN 

GROUND (-IN,) 3 14 GROUND (QloUT) and SOIC (R) Package~ 

LATCH ENABLE 1 (+IN,) 4 3 LATCH ENABLE 2 (Q10UT) 

2 NIC (Q20UT) 
+v. Oaur +IN 

11 +VB (Q20UT) 

-IN, (+V.) 7 o -IN, (GROUND) 

Name 

Q10UT 

GROUND 

LATCH 
ENABLE 1 

N/C 

-Vs 

-IN, 

+IN, 

+IN2 

-IN2 

+Vs 

LATCH 
ENABLE 2 

9 +IN, (LATCH ENABLE 2) +V. 

AD96961AD9698 PIN DESCRIPTIONS 

Function 

One of tWo complementary outputs. Q10UT will be at logic HIGH if voltage at + IN, is greater than voltage at -IN, 
and LATCH ENABLE 1 is at logic LOW. 

One of two complementary outputs. Q10UT will be at logic HIGH if voltage at -IN, is greater than voltage at +IN, 
and LATCH ENABLE 1 is at logic LOW. 

Analog and digital ground return. All GROUND pins should be connected together and to a low impedance ground 
plane near the comparator. 

Output at Q10UT will track differential changes at the inputs when LATCH ENABLE 1 is at logic LOW. 
When LATCH ENABLE 1 is at logic HIGH, the output at Q10UT will reflect the input state at the application of the 
latch command, delayed by the Latch Enable Setup Time (ts). Since the architecture of the input stage (see block 
diagram) is faster than the logic of the latch stage, data will typically be latched if applied to the comparator(s) within 
1. 7 ns after the latch. This is the Setup Time (ts); for guaranteed performance, ts must be 3 ns. 

No internal connection to comparator. 

Negative power supply connection; nominally -5.2 V. 

Inverting input of differential input stage for Comparator # I. 

Noninverting input of differential input stage for Comparator #1. 

Noninverting input of differential input stage for Comparator #2. 

Inverting input of differential input stage for Comparator #2. 

Positive power supply connection; nominally +5 V. 

Output at Q20UT will track differentiai changes at the inputs when LATCH ENABLE 2 is at logic LOW. 
When LATCH ENABLE 2 is at logic HIGH, the output at Q20UT will reflect the input state at the application of the 
latch command, delayed by the Latch Enable Setup Time (ts). Since the architecture of the input stage (see block 
diagram) is faster than the logic of the latch stage, data will typically be latched if applied to the comparator(s) within 
1. 7 ns after the latch. This is the Setup Time (ts); for guaranteed performance, ts must be 3 ns. 

One of two complementary outputs. Q20UT will be at logic HIGH if voltage at -IN, is greater than voltage at + IN, 
and LATCH ENABLE 2 is at logic LOW. 

One of two complementary outputs. Q20UT will be at logic HIGH if voltage at + IN 2 is greater than voltage at -IN 2 

and LATCH ENABLE 2 is at logic LOW. 
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LATCH 
ENABLE 

DIFFERENTIAL 
INPUT VOLTAGE 

Q - - - - 50"4 --

AD9696/AD9698 

...-tpD~ 

Q - - - - 50% - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - --

Is - MINIMUM SETUP TIME (Typically 1.7no) 

IH - MINIMUM HOLD TIME (Typically 1_9no) 

Ipo -INPUT TO OUTPUT DELAY 

IpW,El - MINIMUM LATCH ENABLE PULSE WIDTH (Typically 2_5no) 

Vos -INPUT OFFSET VOLTAGE 

tpD(E) _ LATCH ENABLE TO OUTPUT DELAY 
Voo - OVERDRIVE VOLTAGE 

AD96961AD9698 Timing Diagram 

DIE LAYOUT AND MECHANICAL INFORMATION 
Die Dimensions AD9696 .......... 59x7lxl5 (±2) mils 

AD9698 .......... 79xl09x15 (±2) mils 
Pad Dimensions ......................... 4 x 4 mils 
Metalization . . . . . . . . . . . . . . . . . . . . . . . . . . Aluminum 
Backing ................................ None 
Substrate Potential . . . . . . . . . . . . . . . . . . . . . . . . . . -V s 
Passivation . . . . . . . . . . . . . . . . . . . . . . . . . . . .. Nitride 

LATCH 
ENABLE 1 

THEORY OF OPERATION 
Refer to the block diagram of the AD9696/ AD9698 compara
tors. The AD9696 and AD9698 TTL voltage comparator archi
tecmre consists of five basic stages: input, latch, gain, level shift 
and output. Each stage is designed to provide optimal perfor
mance and make it easy to use the comparators. 

The input stage operates with either a single + 5-volt supply, or 
with a +5-volt supply and a -5.2-volt supply. For optimum 
power efficiency, the remaining stages operate with only a single 
+ 5-volt supply. The input stage is an input differential pair 
without the customary emitter follower buffers. This configura
tion increases input bias currents but maximizes the input volt
age range. 

A latch stage allows the most recent output state to be retained 
as long as the latch input is held high. In this way, the input to 
the comparator can be changed without any change in the out
put state. As soon as the latch enable input is switched to 
LOW, the output changes to the new value dictated by the sig
nal applied to the input stage. 

The gain stage assures that even with small values of input volt
age, there will be sufficient levels applied to the following stages 
to cause the output to switch TTL states as required. A level 
shift stage between the gain stage and the TTL output stage 
guarantees that appropriate voltage levels are applied from the 
gain stage to the TTL output stage. 

Only the output stage uses TTL logic levels; this minimum use 
of TTL circuits maximizes speed and minimizes power con
sumption. The outputs are clamped with Schottky diodes to as
sure that the rising and falling edges of the output signal are 
closely matched. 

The AD9696 and AD9698 represent the state of the art in high 
speed TTL voltage comparators. Great care has been taken to 
optimize the propagation delay dispersion performance. This 
assures that the output delays will remain constant despite vary
ing levels of input overdrive. This characteristic, along with 
closely matched rising and falling outputs, provides extremely 
consistent results at previously unattainable speeds. 
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APPLICATIONS 
Window Comparator 
In a wide range of applications, it is necessary to determine 
when a signal's voltage level is within (or outside) a particular 
voltage range. ATE, transient detectors, communications receiv
ers, ESM and other equipment all require this rype of informa
tion. Figure 1 shows a versatile window comparator which 
combines very high speed, TTL compatibility and ease of 
application. 

To establish a "window" with upper and lower voltage thresh
olds, two comparators are required. The circuit which is shown 
uses the AD9698 dual ultrafast TTL comparator; this means a 
substantial cost and space savings versus the same design using 
two single comparators. Additionally, since the AD9698 contains 

two tightly matched comparators on a single IC, superior dc and 
propagation time skew performance can be achieved. 

The window is established by providing the desired +VREP to 
the noninverting input of the top comparator and placing the 
lower limit, -VREP' at the inverting input on the bottom com
parator. The signal of interest is strapped across the remaining 
inputs. The outputs are connected to an AND gate. When a 
signal resides inside the window established by the references, 
the output of the gate goes high. Whenever the signal is outside 
the window, the output is low. An indication of a signal above 
or below the reference levels can be monitored at the compara
tors' complementary outputs. 

Figure 1. AD9698 Used as Window Detector 

Crystal Oscillator 
Oscillators are used in a wide variety of applications from audio 
circuits to waveform generators; from ATE triggers and tele
communications transceivers to radar. Figure 2 shows a versatile 
and inexpensive oscillator. The circuit uses the AD9696, in a 
positive feedback mode, and is capable of generating accurate 
and stable oscillations with frequencies ranging from 1 MHz to 
more than 40 MHz. 

To generate oscillations from I to 25 MHz, a fundamental mode 
crystal is used without the dc blocking capacitor and choke. The 
parallel capacitor on the inverting input is selected for stability 
(0.1 fLF for 1-10 MHz; 220 pF for frequencies above 10 MHz). 
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When generating frequencies using a nonfundamental mode 
crystal, a choke and dc blocking capacitor are added. As an ex
ample, a 36 MHz oscillator can be achieved by using a 36 MHz 
crystal operating on its third overtone. To suppress oscillation at 
the 12 MHz fundamental, the value of the choke is chosen to 
provide a low reactive impedance at the fundamental frequency 
while maintaining a high reactive impedance at the desired out
put frequency (for 36 MHz operation, L = 1.8 fLH). The shunt 
capacitor at the inverting input has a value of 220 pF for a sta
ble 36 MHz frequency. 



+Vs 

2kQ 

O.II1F 

~"' DEPENDS 
ONFREQ.) 

FOR USE WITH 
OVERTONE 
CRYSTAL 2kQ 

O.I I1F T 
(220pF for Freq. > 10MHz) V 

AD9696/AD9698 

OSCILLATOR 

QOUT 
OUTPUT 

Figure 2. AD9696 Oscillator Circuit 
(Based on DIP Pinouts) 

LAYOUT CONSIDERATIONS 
When working with high speed circuits, proper layout is critical. 
Analog signal paths should be kept as short as possible and be 
properly terminated to avoid reflections. In addition, digital sig
nal paths should be kept short, and run lengths should be 
matched to avoid propagation delay mismatch. All analog signals 
should be kept as far away from digital signal paths as possible; 
this reduces the amount of digital switching noise that might be 
capacitiveiy coupled into the analog section of the circuit. 

In high speed circuits, layout of the ground circuit is the most 
important factor. A single, low impedance ground plane, on the 
component side of the board, will reduce noise in the circuit 
ground. It is especially important to maintain continuity of the 
ground plane under and around the AD9696 or AD9698. 

Sockets limit the dynamic performance of the device and should 
be used only for prototypes or evaluation. 
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NANALOG 
WDEVICES 

FEATURES 
2.5ns Propagation Delay 
0.5ns Latch Setup Time 
90dB CMRR 
+5V. -5.2V Supply Voltages 

APPLICATIONS 
High Speed Triggers 
High Speed Line Receivers 
Peak Detectors 
Threshold Detectors 

GENERAL DESCRIPTION 
The AD96685 and the AD96687 are ultrafast voltage comparators. 
The AD96685 and the AD96687 are manufactured in a high 
performance bipolar process which allows improved speed and 
dc accuracy. The AD96685 is a single comparator with II 2.5ns 
propagation delay, SOps dispersion, and the AD96687 is an 
equally fast dual comparator. 

Both devices employ a high precision differential input stage 
with a common-mode range from -2.5Vto +5.0V. TheAD96685 
and the AD96687 provide complementary digital outputs which 
are fully ECL compatible. The output stage is capable of driving 
son terminated transmission lines given the 30mA output drive 
capacity. In addition to this, a latch enable input is provided, 
allowing operation in either a sample-hold mode or a track-hold 
mode. 

Ultrafast Comparators 

AD96685/ AD96687 I 
AD9668S/AD96687 FUNCTIONAL BLOCK DIAGRAMS 

_,NVE1ITINGWiiOUlPllT INPUT 

I~~NG _ QOUTPUT 

... '" 
LATCH ENABLE YT 

AD96685 

TtEOUTJIUTSAREOPENEMmERS.IlEQUlllNGEXTERNAL 
PUU.-DOWNRESISTORS. THUEfIE8ISTOfI8MAYBEINl'HE 
RANGEOFIOO-2ODOCO"EC1EDTO -2.OV; OR2000-20000 
CONNECTEDTO -5.2V. 

AD96687 

The AD96685 and the AD96687 are both avai1able as an industrial 
temperature range device, - 25°C to + 85°C, and as an extended 
temperature range device, - 55°C to + 125°C. The AD96685 is 
available in a IO-pin TO-IOO metal can, a 16-pin ceramic package, 
a 16-pin SOlC, and a 20-pin PLCC. The AD96687 is available 
in a 16-pin ceramic package, a 16-pin SOIC and a 20-pin PLCC. 
Both comparators are also available in an extended temperature 
range LCC package. 

ORDERING INFORMATION 

Package 
Device Type Temperature Range Description Options· 

AD96685BH Single - 25°C to + 85°C IO-PinCan, Industrial H-IOA 
AD96685BP Single - 25°C to + 85°C 20-Pin PLCC, Industrial P-20A 
AD96685BQ Single - 25°C to + 85°C 16-PinDIP, Industrial Q-16 
AD96685BR Single - 25°C to + 85°C 16-Pin SOlC, Industrial R-16 
AD96685TE/883 Single - 55°C to + 125°C 20-Pin LCC, Extended Temperature E-20A 
AD96685TH/883 Single - 55°C to + 125°C IO-Pin Can, Extended Temperature H-IOA 
AD96685TQ/883 Single - 55°C to + 125°C 16-Pin DIP, Extended Temperature Q-16 
AD96687BP Dual - 25°C to + 85°C 20-Pin PLCC, Industrial P-20A 
AD96687BQ Dual - 25°C to + 85°C 16-Pin DIP, Industrial Q-16 
AD96687BR Dual - 25°C to + 85°C l6-Pin SOIC, Industrial R-16 
AD96687TE/883 Dual - 55°C to + 125°C 20-Pin LCC, Extended Temperature E-20A 
AD96687TQ/883 Dual - 55°C to + 125°C 16-Pin DIP, Extended Temperature Q-16 

*See Section 20 for package outline information. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATiNGS l 

Positive Supply Volt&ge ( + V g) . 
Negative Supply Volt&ge (-Vs) . 
Input Volt&ge Range2 . . . 
Differential Input Volt&ge • 
Latch Enable Volt&ge 
Output Current •••..• 

+6.SV 
-6.SV 
. :!::SV 
. S.SV 

-Vs to OV 
••• 30mA 

Operating Temperature Range3 

AD9668S/87IBHlBQIBP/BR 
AD9668S/87ITElTHlTQ . 

Storage Temperature Range . . 
Junction Temperature . . . . . 
Lead Soldering Temperature (IOsec) 

- 2SoC to + 8S"C 
- SSOC to + 12S"C 
- SS"C to + ISO"C 

+ 17S"C 
.••.. +300"C 

ELECTRICAL CHARACTERISTICS (Positiva SUpplyYoIIap = +5.OY;NeplivaSupplyYoIIap = -5.2Y.unlessalh8lWisesblbld) 

Mit 
....... _Temp. .... -25'Cto +SS'C MiIitu7 Temp. .... -55'C to +125'C 

Toot Sub AD9668S1IIfIIKVIIP1BI ADH687BQIBPIBR AD9668STE1T1f1TQ1183 AD96687TEfl"QI8 
Puamew T_ Levc GIOUJ MiD 1)p 

INPUTCHARACTERISTICS 
Input Oft"oet Vol,..r +2S,,( I I I 

Full VI 2,3 
Input Offset Drift Full V 20 
Input Bias Current +25"( I I 7 

Full VI 2,3 
InputOffsetCurrent +2S,,( I I 0.1 

Full VI 2,3 
InputResistance +2S,,( V 200 
InputCapacitancc: +2S,,( V 2 
Input Vol .... Ranae' Full VI 1,2,3 -2.S 
Common·Mode Rejection Ratio Full VI 4,5,6 80 90 

I!NABLBINPUT 
Logic .. I·VoI .... Full VI 1,2,3 -1.1 
Logic·'O'·VoI .... Full VI 1,2,3 
Logic "I" Current Full VI 1,2,3 
Logic"O" Current Full VI 1,2,3 

DIGITAL OUTPUTS' 
Logic: .. I .. VoI .... Full VI 1,2,3 -1.1 
Logic: .. O .. VoI .... Full VI 1,2,3 

SWITCHING PERFORMANCE' 
Propeption Delays· 

InpullO OutpUt fUGH +25"( IV 9 2.S 
Input 10 OutpUt LOW +2S,,( IV 9 2.S 
Latch Enable to OutpUt fUGH +2S,,( IV 9 2.5 
Latch Enable 10 Output LOW +2S,,( IV 9 2.5 

Dispersion' +2S,,( V SO 
LstchBnabIe 

Minimum Pulse Width +2S,,( IV 12 2.0 
Minimum Setup Tune +2S,,( IV 12 O.S 
Minimum Hold Time +2S,,( IV 12 O.S 

POWER SUPPLY'· 
Positi .. SupplyC\URllt( + S.OV) Full VI 1,2,3 8 
Nepti .. SuppIyCumnt (-S.2V; Full VI 1,2,3 IS 
Power Supply Rejection Ratio" Full VI 4,5,6 60 70 

NOTES 
'Aboolutc _um ratinp we limitins ........ 10 be applied individually, 
.... beyond whidl -I}' of the cin:uit may be impaired. FunctioaaI 
operation under any of _ <OIIditions is not ne<:eIIIrily implied. 
i!I<poIwe 10 aboolutc msaimum ntins conditions for extended periods may __ reliability. 

'Under no cin:umstanccs sboukI the input 001_ ...,.... the supply 
001_. 

'Typical thennaI impedances •.• 
A09668S Metal Can 8JA = 17rctW; 8Je· 5rctW 
A096685Cenmic 8JA-llS"CIW;8Je-S7'CIW 
A096685LCC 8JA=I7rctW;8JC=6S"CIW 
A096685 SOIC 8JA = 17O"CIW; 8Je = 6O"CIW 
A096685PLCC 8JA -88'CIW;8Je-45"CIW 
A096687Ceramic 8JA = llS"CIW;8JC = 57'CIW 
A096687LCC 8JA=82"CIW;8JC=31"CIW 
A096687S0lC 8JA=9Z"CIW;8JC-47'CIW 
A096687PLCC . 8JA=81"CIW;8JC=4S"CIW 

4MiUtuy subpoups apply 10 miIituy qualified componenu only. 
'Rs-UJIIIl. 
'lDput Vol .... Ranp can be"- 10 - 3.3V if - V.- -6.0V. 
'00_ tcnninated tbrousb SOIl 10 -2.OV. 
'Propqation cIeIa,. _ with 1000V pulse (IOIDV ~ .. ), 10 
50% IIUIIi!iun point of !be output. 

'CIwIp in _linn Delay from lOOmV 10 IV input _. 
'·Supply ..,...... sboukI remain Ibble within ± 5% fo< notmaI operation. 
'IMeuurcclat ±-5%of +Vs ad -Vs. 
Specifications subject 10 c:hanp without notice. 

3-22 COMPARATORS 

Max MiD 1)p Max MiD 1)p Max Mia 1)p Max Uails 

2 I 2 I 2 I 2 mV 
3 3 3 3 mV 

20 20 20 !LVre 
10 7 10 7 10 7 10 p.A 
13 13 16 16 p.A 
1.0 0.1 1.0 0.1 1.0 0.1 1.0 !LA 
1.2 1.2 1.2 1.2 p.A 

200 200 200 ill 
2 2 2 pF 

+S.O -2.S +S.O -2.S +S.O -2.S +S.O V 
80 90 80 90 80 90 dB 

-1.1 -1.1 -1.1 V 
-I.S -I.S -1.5 -I.S V 
40 40 40 40 p.A 
S S S S p.A 

-1.1 -1.1 -1.1 V 
-I.S -I.S -I.S -I.S V 

3.S 2.S 3.S 2.S 3.S 2.5 3.S DB 

3.S 2.S 3.S 2.S 3.S 2.5 3.5 DB 

3.S 2.S 3.S 2.S 3.S 2.5 3.S DB 

3.S 2.S 3.S 2.S 3.5 2.S 3.S ns 
50 50 SO pi 

3.0 2.0 3.0 2.0 3.0 2.0 3.0 ns 
1.0· O.S 1.0 0.5 1.0 O.S 1.0 n. 
1.0 O.S 1.0 0.5 1.0 0.5 1.0 ns 

9 IS 18 8 9 IS 18 mA 
18 31 36 IS 18 31 36 mA 

60 70 60 70 60 70 dB 

EXPLANATION OF TEST LEVELS 
TestLeve1 

I 
II 

III 
IV 

V 
VI 

100% production tested. 
100% production tested at + 2SoC, and sample tested 
at specified temperatures. 

- Sample tested only. 
- Parameter is guaranteed by design and characterization 

testing. 
- Parameter is a typical value only. 
- All devices are 100% production tested at +2S"C; 

100% production tested at temperature extremes for 
extended temperature devices; sample tested at 
temperature extremes for commercial/industrial 
devices. 
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EXPLANA'DON OF GROUP A MILITARY SUBGROUPS 
Subgroup 1-Statictestsat +2S"C. Subgroup S-1>yDamic tests at max rated oper. temp. 
Subgroup 2-Statictestsatmaxratedoper. temp. Subgroup 6-Dynamictestsatminratedoper. temp. 
Subgroup 3 - Static tests at min rated oper. temp. Subgroup 7 - Functional tests at + 2S"C. 

Subgroup 9-Switcbingtestsat +2S"C. 
Subgroup 10-Switchingtestsatmaxratedoper. temp. 
Subgroup 11-Switching tests at min rated oper. temp. 
Subgroup 12 - Periodically sample tested. Subgroup 4-Dynamic tests at + 2S"C. Subgroup 8 - Functional tests at max and min rated 

Pin Name 

+Vs 

oper. temp. 

FUNC'DONAL DESCRIPTION 

Description 

- Positive supply terminal, nominally + S.OV. 
NONINVERTING INPUT - Noninvening analog input of the differential input stage. The NONINVERTING INPUT must 

INVERTING INPUT 

LATCH ENABLE 

LATCH ENABLE 

-Vs 
Q 

GROUND} 

GROUND 2 

be driven in conjunction with the INVERTING INPUT. 
- Inverting analog input of the differential input stage. The INVERTING INPUT must be driven 

in conjunction with the NONINVERTING INPUT. 
- In the "compare" mode (logic HIGH), the output will track changes at the input of the comparator. 

In the "latch" mode (logic LOW), the output will reflect the input state just prior to the comparator 
being placed in the "latch" mode. LATCH ENABLE must be driven in conjunction with LATCH 
ENABLE for the AD96687. 

- In the "compare" mode (logic LOW), the output will track changes at the input of the comparator. 
In the "latch" mode (logic HIGH), the output will reflect the input state just prior to the comparator 
being placed in the "latch" mode. LATCH ENABLE must be driven in conjunction with 
LATCH ENABLE for the AD96687. 

-Negative supply terminal, nominally -S.2V. 
- One of two complementary outputs. Q will be at logic HIGH if the analog voltage at the NON-

INVERTING INPUT is greater than the analog voltage at the INVERTING INPUT (provided 
the comparator is in the "compare" mode). See LATCH ENABLE and LATCH ENABLE (AD96687 
only) for additional information. 

- One of two complementary outputs. Q will be at logic LOW if the analog voltage at the NONIN
VERTING INPUT is greater than the analog voltage at the INVERTING INPUT (provided the 
comparator is in the "compare" mode). See LATCH ENABLE and LATCH ENABLE (AD96687 
only) for additional information. 

- One of two grounds, but primarily associated with the digital ground. Both grounds should be 
connected together near the comparator. 

- One of two grounds, but primarily associated with the analog ground. Both grounds should be 
connected together near the comparator. 

PIN DESIGNATIONS 

AD9668SBQITQIBll AD96687BQfTQIBR 

GROUND 1 

__ NO 

ftPUT 
_NO • 

"PUT 
NC • 

LATCHENA8I.E • 

GROUND2 QOUTPUT 

QOUTPUT 2 

GROUM> 3 

~~ 4 

~15 

LATCH 
ENABlE 

LATCH 
ENABlE 

11 v.+ 
INVEIITIIIG 
INPUT 

• NONINVERTING 
.. PUT 

AD96687TElBP 

AD9668STElBP 
AD9668SBHfTH 

NONINVERnNO INPUT .. 

INVERTING INPUT 5 

Ne , 

LA TeH ENABLE • 

AD98685 
TOPvtEW 

INot10 Sallo' 

fiNe 

U .. 

"Ne 
15 tiOUTPUT 

14 QQUTPUT 

NONINVERTING 
INPUT 

GROUND 1 

v,-
{PIN 5 CONNECTED TO CASEI 

GROUND 4 

LATCH ENABLE 5 

NO • 

~7 

vs- • 

A ..... 7 
TOPVU;W 

lNoi10 Sc.Ilel 

17 LATCH ENABLE 

15 LA TeH ENABLE 
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~:~~RENTIAL ---,f-.,. 
VOLTAGE 

SYSTEM TIMING DIAGRAM 

ts 
~H 
tpD 

tro<E) 
tmE) 
VOS 

VOD 

- Minimum Setup Time 
- Minimum Hold Time 
- InputtoOutputDeiay 
- LATCH ENABLE to Output Delay 
- Minimum LATCH ENABLE Pulse Width 
- InputOffsetVoltage 
- Overdrive Voltage 

DIE LAYOUT AND MECHANICAL INFORMATION 

NONINVERTING 
INPUT 

INVERTlNG_ 
INPUT 

+Vs 

\ 

I 

LATCH ENABLE - Vs 

LATCH ENABLE LATCH ENABLE 

\ / 

GROUND 2 

/ 

-0 

-Vs- -GROUND 

INVERTING 
INPUT 

NONINVERTING 
INPUT 

NONINVERTING 
INPUT 

INVERTING 
INPUT 

+vs-

/ 
LATCH ENABLE 
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-0 

-Q 

-Q 

-0 

-GROUND 

\ 
LATCH ENABLE 

Die Dimensions 
Pad Dimensions 
Metalization 
Backing 
Substrate Potential 
Passivation 
Die Attach 
Band Wire 

Die Dimensions 
Pad Dimensions 
Metalization 
Backing 
Substrate Potential 
Passivation 
Die Attach 
Bond Wire 

AD96685 44x50x 15 (± 2) mils 
4x4mils 

Aluminum 
None 
-Vs 

Oxynitride 
Gold Eutectic 

1.25 mil, Aluminum; Ultrasonic Bonding 
or 1mil, Gold, Gold Ball Bonding 

AD96687 77 x 60 xiS (±2)mils 
4x4mils 

Aluminum 
None 
-Vs 

Oxynitride 
Gold Eutectic 

1.25 mil, Aluminum; Ultrasonic Bonding 
or 1mil, Gold, Gold Ball Bonding 



APPLICATIONS INFORMATION 
The AD96685/87 comparators are very high speed devices. 
Consequently, high speed design techniques must be employed 
to achieve the best performance. The most critical aspect of any 
AD96685/87 design is the use of a low impedance ground plane. 

Another area of particular importance is power supply decoupling. 
Normally, both power supply connections should be separately 
decoupled to ground through O.I,..F ceramic and O.OOI,..F mica 
capacitors. The basic design of comparator circuits makes the 
negative supply somewhat more sensitive to variations. As a 
result more attention should be placed on insuring a "clean" 
negative supply. 

The LATCH ENABLE input is active LOW (latched). If the 
latching function is not used, the LATCH ENABLE input 
should be grounded (ground is an ECL logic HIGH). The 
LATCH ENABLE input of the AD96687 should be tied to 
- 2.0V or left "floating," to disable the latching function. An 
alternate use of the LATCH ENABLE input is as a hysteresis 
control input. By varying the voltage at the LATCH ENABLE 
input for the AD96685 and the differential voltage between both 
latch inputs for the AD96687, small variations in the hysteresis 
can be achieved. 

Occasionally, one of the two comparator stages within the AD96687 
will not be used. The inputs of the unused comparator should 
not be allowed to "float." The high internal gain may cause the 
output to oscillate (possibly affecting the other comparator which 
is being used) unless the output is forced into a fixed state. This 
is easily accomplished by insuring that the two inputs are at 
least one diode drop apart, while also grounding the LATCH 
ENABLE input. 

Typical Applications 

HIGH SPEED SAMPLING CIRCUIT 

AD96685187 

VIN 0---.... --1 
OUTPUTS 

soo 

LATCH ENABLE 
INPUT ()--___ --' 

-2.0V 

AD96685/AD96687 
The best performance will be achieved with the use of proper 
ECL terminations. The open-emitter outputs of the AD96685/87 
are designed to be terminated through son resistors to - 2.0V, 
or any other equivalent ECL termination. If high speed ECL 
signals must be routed more than a few centimeters, MicroStrip 
or StripLine techniques may be required to insure proper transition 
times and prevent output ringing. 

The AD96685/87 have been specillcally designed to reduce 
propagation delay dispersion over an input overdrive range of 
100m V to 1 V. Propagation delay dispersion is the change in 
propagation delay which results from a change in the degree of III 
overdrive (how far the switching point is exceeded by the input). 
The overall result is a higher degree of timing accuracy since 
the AD96685/87 is far less sensitive to input variations than 
most comparator designs. 

MlL-STD-883 COMPLIANCE INFORMATION 
The AD96685TE/THITQ/883B and AD96687TEITQ/883B 
devices are classified within Microcircuits Group 50, Technology 
Group D (Bipolar Comparators); and are constructed in accordance 
with the latest revision of MIL-STD-883. The AD96685 and 
AD96687 are electrostatic sensitive and fall within electrostatic 
sensitivity classillcation Class 1. Percent Defective Allowance 
(PDA) is computed based on Subgroup 1 of the specilled Group 
A test list. Quality Assurance (QA) screening is in accordance 
with Alternate Method A of Method 5005. 

The following apply: Burn-In per 1015; Life Test per 1005; 
Electrical Testing per 5004. (Note: Group A electrical testing 
assumes TA =Tc=TJ.) MIL-STD-883-compliant devices are 
makred with "C" to indicate compliance to the latest revision of 
the standard. 

HIGH SPEED WINDOW COMPARATOR 

+V ... 0-..... ----1 

v,. 

OUTPUT 
- VA .. 0-..... ----1 

son 50n 50n 

-2.0V 

COMPARA TORS ~25 
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Selection Guide 
I nstrumentation Amplifiers 

Gain Gain 
Error TC BW 

Gain % ppml"C MHz Package Temp 
Model Ranges max max typl Options2 Range' Page Comments 

AD524 1, 10, 100, 1000 0.02-2.0 5-100 1.0 D,E I,M 4-25 Pin Programmable, Input Protection 
AD526 1,2,4,8,16 0.0I-{1.15 2-5 4.0 D,N C,I,M 4-37 Software Programmable, jI.P Interface 
AD624 1, 100, 200, 500, 1000 0.02-1.0 5-25 1.0 D I,M 4-49 Pin Programmable 
AD625 1-10,000 0.02-{1.05 5 0.65 D,N C,I,M 4-61 Resistor Programmable, Low Cost 
AD365 1, 10, 100, 500 0.05-{1.1 5-10 0.8 M I 4-7 Digitally Programmable with TIH 
AD522 1-10,000 0.05-1.0 2-50 0.3 D I,M 4-21 Resistor Programmable 
AD521 0.1-1000 0.25-3.0 3-50 2 D C,M 4-15 Resistor Programmable 

'Unity gain small signal bandwidth. 
2package Options: D-Side-Brazed Dual-In-Uno CeramiC; E-Leadless Chip Carrier; M-Metal Hermetic Dual-In-Line; N-Plastic Molded Dual-In-Line. 
'Temperature Ranges: C-CommerciaI, 0 ro +7O"C; I-Industrial, -4O"C to +85°C (Some older products -25"C to +85°C); M-Military, -55"C ro +125"C. 
Boldface Type: Product recommended for new design. 



An instrumentation amplifier is a committed "gain block" that 
measures the difference between the voltages existing at its two 
input terminals, amplifies it by a precisely set gain - usually 
from IVN to 1000VN or more - causes the result to appear 
between a pair of terminals in the output circuit. Referring to 
Figure I, 

An ideal differential instrumentation amplifier responds only to 
the difference between the input voltages. If the input voltages 
are equal (V+ = V- = VCM, the common-mode voltage), the 
output of the ideal instrumentation amplifier will be zero. 

An. Rra. RD ARE EXTERNAL GAIN·SETTlNG RESISTORS 

An amplifier circuit which is optimized for performance as an 
instrumentation amplifier gain block has high input impedance, 
low offset and drift, low nonlinearity, stable gain and low effective 
output impedance. It is commonly used for applications which 
capitalize on these advantages. Examples include: transducer 
amplification - for thermocouples, strain-gage bridges, current 
shunts and biological probes; preamplification of small differential 
signals superimposed on high common-mode voltages, signal 
conditioning and (moderate) isolation for data acquisition; and 
signal translation for differential and single-ended signals wherever 
the common "ground" is noisy or of questionable integrity. 

Single-ended software-programmable gain amplifiers, such as 
the AD526, with fixed binary gains of I, 2, 4, 8, etc., are often 
listed with instrumentation amplifiers. They are used in systems 
having a "clean" signal ground to provide appropriate amounts 
of digitally controlled gain to normalize the level of the output 
signal to correspond to a large fraction of the input range of an 
AJD converter; they can thus be used as components of a fioating
point AJD conversion system to preserve accuracy over a wide 
dynamic range. See also "Data-Acquisition Subsystems" in the 
Data Conversion Products Databook. 

Instrumentation amplifiers are usually chosen in preference to 
user-assembled op-amp circuitry because they offer optimized, 
specified performance in low-cost, easy-ta-use, compact packages. 
If the application calls for high common-mode voltages (typically, 
voltages in excess of the amplifier supply voltage), or if isolation 
impedances must be very high (e.g., IOlOn, with galvanic isolation, 
as in medical and industrial applications), the designer should 
consider an isolation amplifier. 

NOTES 
'Appncation Note: "A User's Guide to Ie Instrumentation Amplifiers," 
by J. Riskin, available upon request. 

'Tl'IJIJsducerlntemciDg Handbook, D.H. Sheingold, ed., 1980. $14.50, 
Analog Devices, Inc., P.O. Box 9106, Norwood, MA 02062-9106 

Orientation 
I nstrumentation Amplifiers 

SPECIFYING INSTRUMENTATION AMPLIFIERS 
The instrumentation amplifier chosen for a given application 
will be the lowest cost device that satisfies the performance and 
environmental requirements. In addition to the products listed 
here, which are recommended for new designs, a number of 
older products are still available; data sheets are available upon 
request. It is essential that the designer have a firm understanding 
of the specifications of instrumentation amplifiers and of the 
contributions of the various sources of error to the total error. 
The data sheets provide much useful application data on these .. 
devices, as well as examples of basic error analyses. _ 

Definitions of the key specifications follow a brief discussion of 
instrumentation-amplifier architectures. For more complete 
information on the fundamentals and applications of instrumen-
tation amplifiers, a number of publications are available from 
Analog Devices. 1,2 

INSTRUMENTATION AMPLIFIER ARCHITECTURE 
Basic Analog Devices instrumentation amplifiers have two high
impedance input terminals, a set of terminals for gain program
ming, an "output" terminal and a pair of feedback terminals, 
labeled sense and reference, as well as terminals for power supply 
and offset trim. Gain is programmable in three ways: 

• The gain of basic amplifiers, such as the AD521, AD522 
and AD625, is established by connecting resistors externally. 
Such circuits are generally used for dedicated fixed-gain 
applications. 

• Pin-programmable amplifiers, such as the AD524 and AD624, 
have a set of internal resistors; a limited set of fixed gains in 
the range of 1 to 1,000 are chosen by appropriately intercon
necting the resistors via external pins. The connections can be 
fixed or switched via DIP switches or reed relays (if CMOS 
switches are used, the on resistance of the switches must be 
considered in series with the internal gain resistors). 

• Digitally (or "software-") programmable amplifiers are com
pletely self-contained, with gains set by a 2-, 3- or 4-bit digital 
control word. These devices include the AD365 (with gains of 
1, 10, 100, 500) and the ADS26 (with binary gains of 1-16, 
cascadable to 256). 

Except for the AD521, the differential input amplifiers use 
variations of the well known three-op-amp configuration, con
sisting of a differential input-output gain stage and a subtractor 
stage. Gain (<!iIVN) is set by the choice of a single gain-setting 
resistor, au. When the sense (V s) feedback terminal is connected 
to the output termiual, and the reference terminal (V R) is connected 
to power common, the output voltage appears between the 
output terminal and power common. 

The V s and V R terminals may be used for remote sensing - to 
establish precise outputs in the presence of line drops; they may 
be used with an inside-the-loop booster follower to obtain power 
amplification without loss of accuracy; and they may be used to 
establish an output current that is precisely proportional to the 
difference signal. A voltage applied to the V R terminal will bias 
the output by a predetermined amount. It is important always 
to maintain very low impedance (in relation to the specified V s 
and VR input impedances) when driving the Vs and VR inputs, 
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in order not to introduce common-mode, gain, and/or offset 
errol's. In deviCes using the 3-amplifier configuration, the VR 

terminal is sometimes used for "tweaking" common-mode 
rejection. 

SPECIFiCATIONS 
Specification tables are generally headed by the legend: "specifi
cationsaretypicaiatVs = ±15V,RL = 2kn,andTA = +25·C, 
unless otherwise specified." This tells the user that these are the 
normal operating conditions under which the device is tested. 
Deviations from these conditions might degrade (or improve) 
performance. When deviations from the "normal" conditions 
are likely (such as a change in temperature), the significant 
effects are usually indicated within the specs. "Typical" means 
that the manufacturer's· characterization process has shown this 
number to be in the middle of a distribution. 

Specifications not discussed in detail are self-explanatory and 
require only a basic knowledge of electronic measurements. 
Such specs are not uniquely applicable to instrumentation amps. 

GAIN: These specifications refer to the linear transfer function 
of the device; for example, the AD524 gain equation is: 

G = I + 40,000 VN 
Ru 

The value of RG for a given gain value is: 

Ru = 40,000 n 
G-I 

For example, if G is to be 200VN, 

Ru = 201 ohms. 

Gain Range: Specified at I to 1,000, for example, resistor
programmable devices may work at higher gains (IVN is 
minimum, except for the AD521), but the manufacturer does 
not specify performance outside the range. In practice, noise 
and drift may make higher gains impractical for a given device. 

Equation Error (or "Gain Accuracy"): The number given by this 
specification describes deviation from the gain equation when 
Ra is at its nominal value. The user can trim the gain or compensate 
for gain error elsewhere in the overall system. Systems using 
microprocessors (or computers, or other digital "intelligence") 
can be made self-calibrating, to take into account the lumped 
gain errors of all the stages in the analog portion of the system, 
from transducer to AID converter. 

Nonlinearity (or Gain Nonlinearity): Nonlinearity is defined as 
the deviation from a straight line on the plot of output vs. input. 
The magnitude of linearity error is the maximUIJ) deviation from 
a "best-straight line," with the output swinging through its full
scale range. Nonlinearity is usually specified in percent of full-scale 
output range. 

'There i. a good expJaaatioD of the specification of offset io the 
Appfication NOle: "A Uaer's Guide to Ie Instrumentation 
AmpHfiers," by J. Riskin, available upon request. 
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Gain "liS. Temperature: These numbers give the deviations from 
the gain equation as a function of temperature. 

SETTLING TIME is defined as that length of time required 
for the output voltage to approach and remain within a certain 
(±) tolerance of its fiual value. It is usually specified for a fast 
step that will drive the output through its full-scale range, and 
it includes slewing time. Since several factors contribute to the 
overall settling time, fast settling to 0.1% does not necessarily 
mean proportioually fast settling to 0.01%, nor is settling time 
necessarily proportional to gain. Principal contributing factors 
include slew-rate limiting, underdamping (ringing) and thermal 
gradients (long tails). 

GAIN-BANDWIDTH PRODUCT (GBWP) - the product of 
the highest gain and its corresponding bandwidth - is a rough 
figure of merit for bandwidth as an aid to the preliminary screening 
process. However, since gain and bandwidth are not necessarily 
in exact inverse proportion, it can be a misleading specification, 
especially at the lower gains, if interpreted literally. 

VOLTAGE OFFSET: Voltage offset and common-mode rejection 
(see below) specifications are often considered the key figures of 
merit for instrUmentation amplifiers. While initial offset can be 
adjusted to zero, shifts in offset voltage with time and temperamre 
introduce errors. Systems that involve "intelligent" processors 
can correct for offset errors in the whole measurement chain, 
but such applications are still relatively infrequent; in most 
applications, the instrUmentation amplifier's contribution to 
system offset error must be defined. 

Voltage offset and offset drift in instrumentation amplifiers are 
functions of gain. 1 The offset, measured at the output, is equal 
to a constant plus a term proportional to gain. For an amplifier 
with specified performance over a gain range from I to 1,000, 
the constant is essentially the offset at unity gain, and the pro
portionality term (or slope) is equal to the change in output 
offset between G = I and G = 1,000, divided by 999. To refer 
offset to the input (RTI), divide the total output offset by the 
gain. Since offset at a gain of I ,000 is dominated by the proportional 
term, the slope is often called the "RTI offset, G = 1,000." At 
any value of gain, the offset is equal to the unity-gain offset plus 
the product of t4e gain and the "RTI offset." 

The same considerations apply to the offset drift. For example, 
the maximum RTI drift of the AD624C is specified at 0.25,.. V I"C. 
Thus, the output drift is (O.25,..VI"C x G) + 10,..VI"C at any 
gain, G, in the range. 

Voltage offset as a function of power supply level is also specified 
RTI at one or more gain settings. 



INPUT BIAS AND OFFSET CURRENTS: Input bias currents 
are those currents needed to bias the input transistors of a dc 
amplifier or to supply the junction leakage of FETs. FET-input 
devices have lower bias currents than those using bipolar tran
sistors, but FET leakage currents increase dramatically with 
temperature, approximately doubling every 11°C. Since bias 
currents can be considered as a source of voltage offset (when 
multiplied by source resistance), the change in bias currents is 
of more concern than the magnitude of the bias currents. Input 
offset current is the difference between the two input bias 
currents. 

Important Note 
Although instrumentation amplifiers have differential 
inputs, there must be a return path for the bias 
currents. If it is not provided, those currents will 
charge stray capacitances, causing the output to 
drift uncontrollably or to saturate. Therefore, when 
amplifying outputs of "floating" sources, such as 
transformers and thermocouples, as well as ac-coupled 
sources, there must still be a path from each input 
to common, or to the guard terminal. If a dc return 
path is impracticable, an isolator must be used. 

COMMON-MODE REJECTION (CMR) is a measure of the 
change in output voltage when both inputs are changed by 
equal amounts. CMR is usually specified for a full-range common
mode voltage change (CMV) at a given frequency, and a specified 
imbalance of source impedance (e.g. Ik.!1 source unbalance, at 
60Hz). CMR is a logarithmic expression of the common-mode 
rejection ratio (CMRR): CMR = 20 10gIO (CMRR). The common
mode rejection ratio is defined as the ratio of the signal gain, G, 
to the ratio of common-mode signal appearing at the output to 
the input CMV. 

In most instrumentation amplifiers, the CMR increases with 
gain because the front-end configuration does not amplify 
common-mode signals, and the amount of common-mode signal 
appearing at the output stays relatively constant as the signal 
gain (G) increases. 

However, at higher gains, amplifier bandwidth decreases. Since 
differences in phase shift through the differential input stage 
will show up as common-mode errors, CMR becomes more 
frequency-dependent at high gains. 
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r-IIANALOG 
WDEVICES 

FEATURES 
Software Programmable Gain (1. 10. 100. 500) 
Low Input Noise (0.2 .... V pop) 
Low Gain Error (0.05% max) 
Low Nonlinearity (0.005% max) 
Low Gain Drift (10ppmi"C max) 
Low Offset Drift (2 .... Vi"C RTI max) 
Fast Settling (15 ..... @ Gain 100) 
Small 16-Pin Metel DIP 

APPLICATIONS 
Digitllily Controlled Gain Amplifier 
Auto-oain Renging Amplifier 
Wide Dynamic Range Measurement System 
Gain Selection/Channel Amplifier 
Transducer/Bridge Amplifier 
Test Equipment 

IUGHLIGHTS 
The AD36S is a two stage data acquisition system (DAS) front 
end consisting of a digitally selectable gain amplifier followed by 
an independent tracklhold amplifier. The programmable gain 
amplifier features differential inputs for excellent common-mode 
rejection, high open loop gain for superior linearity, and fast 
settling for use in multiplexed high speed systems. The tracklhold 
amplifier features high open loop gain for 12-bit compatible 
linearity, internal hold capacitor for high reliability, and fast 
acquisition time for use with multichannel systems. Both amplifiers 
are capable of being used separately and are specified as inde
pendent function blocks. 

GENERAL DESCRIPTION 
The AD36S is comprised of the AD625 monolithic precision 
instrumentation amplifier to provide a precision differential 
input, the AD7502 monolithic CMOS multiplexer to handle 
gain switching, a precision thin-film resistor network, and the 
ADS85 monolithic track and hold amplifier with internal hold 
capacitor. 

Programmable Gain & T/H 
DAS Amplifier 

AD365 I 
AD365 FUNCTIONAL BLOCK DIAGRAM 

The input stage provides high common-mode rejection, low 
noise, fast settling at all gains, and low drift over temperature. 
The gains of I, 10, 100, and 500 are digitally selected with the 
two gain control lines which are SV CMOS compatible. 

The track and hold amplifier section is ideally suited for high 
speed 12-bit applications where fast settling, low noise, and low 
sample-to-hold offset are critical. The TIH mode is controlled 
with a single input line which can be tied to the status output 
line of the accompanying AID converter. 
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SPECIFICATIONS (typical@Vs = :l:15V,' = 2kO and TA = +25"& unless otherwise spacifled) 

AD36SAM : Min Typ Max Units 

PGAGAIN· 
InaccUracyl 

@G=I, 10, 100 0.02 O.OS % 
@G=SOO 0.04 0.1 % 

Nonlinearity 
@G=I,IO,IOO O.OOS % 
@G=SOO 0.01 % 

Drift 
@G=I I S ppmI"C 
@G= 10, 100, SOO 3 10 ppml"C 

PGA OFFSET (May be Nulled at Input and Output) 
Input Offset Voltage CRTI) 2S 200 ",V 

vs. Temperature 0.1 2 ",vrc 
vs. Common-Mode Voltage O.S 3.2 ",VN 
vs. Supply Voltage I 10 ",VN 

Output Offset Voltage (RTO) I S mV 
vs. Temperature 30 ISO ",vrc 
vs. Common-Mode Voltage 60 316 ",VN 
vs. Supply Voltage 60 316 ",VN' 

PGAINPUT 
Common- Mode and Differential Impedance 10'IS OIlpF 
Differential Input Voltage, Linear 10 12 V 
Common-Mode Voltage, Linear 12 - VDlFF x G/2 V 
Input Stage Noise 0.1 to 10Hz 0.2 ",Vp-p 
Input Stage Noise Density@ 1kHz 4 nV/YHZ 
Bias Current S SO nA 

VS. Temperature SO pArC 
Offset Current 2 20 nA 

vs. Temperature 20 pArC 
NoiseCurrent(O.1 to 10Hz) 60 pAp-p 

PGAOUTPUT 
Voltage 2knLoad 10 12 V 
Output Impedance 0.2 n 
Shon Circuit Current 25 mA 
Capacitive Load 500 pF 
OutputStageNoiseO.l to 10Hz 10 ",Vp-p 
Output Stage Noise Density@ 1kHz 7S nVtv'HZ 
Guard Voltage (V +1N + V -IN)/2 V 
Guard Offset -SSO mV 

PGA DYNAMIC RESPONSE 
Small Signal - 3dB 

G=I 800 kHz 
G=IO 400 kHz 
G=IOO ISO kHz 
G=SOO 40 kHz 

Full Power Bandwidth G = I @ Vo = 20V pop 60 kHz 
Slew Rate 4 V/",s 
SettlingTimetoO.01%@Vo =20Vp-p 

G=I,IO 8 10 IJ.S 
G=IOO 12 IS "'S 
G=SOO 40 50 "'s 

Gain Switching Time 1.5 "'S 
Overdrive Recovery Time VIN = ISV@G=I 7 IJ.S 

PGA DIGITAL INPUTS 
Logic Low 0 0.8 V 
Logic High 3.0 +Vs V 
Current, IlNHor IINL 0.01 I ..,.A 
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AD36SAM 

TRACK AND HOLD AMPLIFIER SECTION 

TRANSFER CHARACTERISTICS 
Open Loop Gain Vo = IOV, RI. = 2k 
Nonlinearity (tl G = + I 
Output Voltage RI. = 2kU 
Capacitive Load 
Short Circuit Current 

TRACK MODE DYNAMICS 
Acquisition Time toO.OI% IOV Step 

20VStep 
Small Signal Bandwidth - 3dB 
Full Power Bandwidth (20V pop) 
Slew Rate 

TRACKIHOLD SWITCHING 
Aperture Time 
Aperture Uncertainty 
Switching Transient 
Settling Time to 2m V 

HOLD MODE 
Droop Rate (tl + 25°C 

from T AMRIENT to T MAX 

Feedthrough 
Pedeslal, Offset (tl + 25°C 

Over Temperature 

TIH ANALOG INPUT 
Bias Current 

Over Temperature 
Offset Voltage 

Over Temperature 
vs. Common Mode 
vs. Supplies 

Input Impedance 
Noise Density (it 1kHz 
NoiseO.IHzto 10Hz 

TIH DIGITAL INPUT CHARACTERISTICS 
Logic Low (Hold Mode) 
Logic High (Track Mode) 
Input Current 

AD365 POWER REQUIREMENTS 
Positive Supply Range 
Negative Supply Range 
Quiescent Current 
Power Dissipation 
Warm-Up Time to Specification 
Ambient Operating Temperature 
Package Thermal Resistance (OJ.,) 

AD365 ABSOLUTE MAXIMUM RATINGS 
Positive Supply + V s 
Negative Supply -Vs 
Analog Input Voltage 
Analog Input Current 
Digital Input Voltage 
TIH Differential V IN 

Storage Temperature 
Lead Soldering, 10 Sec 
Short Circuit Duration 

PACKAGEOPTION2 

DH-16B 

NOTE 
'Gain = 10, 100 and 500 are trimmed and tested ratiometric to G = J. 
2See Section 20 for package outline information. 
Specifications subject to change without notice. 

Min 

lOOk 

10 

0 
2.0 

+11 
-11 

-25 

-0.3 
+0.3 
-Vs 
-10 
-0.3 

-65 

AD365 
Typ Max Units 

200k VN 
0.005 %FSR 

12 V 
100 pF 
25 rnA 

2 3 fl.s 
4 5 .,.s 
2 MHz 
120 kHz 
10 V/fl.s -35 ns 
0.5 ns 
40 mV 
0.5 fl.S 

0.3 I V/sec 
DoublesllOoC V/sec 

25 fl.VN 
2 3 mV 
3 mV 

0.1 2 nA 
0.2 5 nA 

2 mV 
3 mV 

25 100 fl.VN 
100 316 fl.VN 
10121110 llllpF 
50 nV/v'Hz 
10 fl.Vp-p 

0.8 V 
+Vs V 

10 50 fl.A 

+ 17 V 
-17 V 

12 16 rnA 

360 550 mW 
5 Minutes 

+85 °C 
60 °C/W 

+17 Vdc 
-17 Vdc 
+Vs V 
+10 rnA 
+Vs V 
±30 V 
+ ISO °C 
300 °C 

Indefinite 
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Typical Characteristics (@ +25"& unless oIhaIwise noted) 
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Figure 1. AD365 Quiescent 
Current vs. Supply Voltage 
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Figure 10. PGA Input Bias 
Current vs. Temperature 
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Figure 2. PGA RTI Noise 
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Figure 5. PGA Large Signal 
Frequency Response 
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The AD365 PGA section uses the AD625 monolithic instrumen
tation amplifier based on a modification of the classic three-op-amp 
approach. Monolithic construction and laser-wafer-trimming 
allow the tight matching and tracking of circuit components. 
This insures the high level of performance inherent in this circuit 
architecture. 

A preamp stage (QI-Q4) provides additional gain to Al and A2. 
Feedback from the outputs of A I and A2 forces the collector 
currents of QI-Q4 to be constant, thereby, impressing the input 
voltage across Ro. This creates a differential voltage at the outputs 
of Al and A2 which is given by the gain (2Rp/Ro + I) times 
the differential portion of the input voltage. The unity gain 
subtractor, A3, removes any common-mode signal from the 
output voltage yielding a single ended output, VOUT, referred to 
the potential at the reference pin. 

Digital gain control is provided using the DO and D I inputs 
(pins 14 and IS) which are decoded intemally in the gain switching 
AD7502 as shown in Figure IS below. The switch selects the 
resistance Ro from the laser trimmed resistor network according 
to the following gain select table. 

Dl DO 
0 
0 
I 
I 

0 
I 
0 
I 

son 
-INo-W. ..... p-f 

PGAGAIN 

I 
10 
100 
500 

+Vo 

50n 

-Vo 

Figure 13. Simplified Circuit of the PGA 

INPUT PROTECTION 

VOUT 

Differential input amplifiers frequently encounter input voltages 
outside of their linear range of operation. There are two consid
erations when applying input protection for the PGA; I) that 
continuous input current must be limited to less than 10mA and 

Theory of Operation - AD365 
+V. 

Ukn 
+IN 0-_'��'. ...... +----+-'1_-< 

1.2kn 
-IN 0-_'11'. ...... +----+-'1_-< V OUT 

Figure 14. Input Protection Circuit for PGA 

necessary to protect the PGA under all overload conditions at 
any gain. The diodes to the supplies are only necessary if input • 
voltages outside of the range of the supplies are encountered. 

REFERENCE TERMINAL 
The reference terminal may be used to offset the output by up 
to ± 2V. This is useful when the load is "floating" or does not 
share a ground with the rest of the system. It also provides a 
direct means of injecting a precise offset. It must be remembered, 
however, that the total output swing, to be shared between 
signal and reference offset, should be ± 10 volts (from ground). 

The PGA section reference terminal must be presented with 
nearly zero impedance. Any significant resistance, including 
those caused by PC layouts or other connection techniques, will 
increase the gain of the noninverting signal path, thereby, upsetting 
the common-mode rejection of the In-Amp. Inadvertent ther
mocouple connections created in the sense and reference lines 
should also be avoided as they will directly affect the output 
offset voltage and output offset voltage drift. 

In the AD625, a reference source resistance will unbalance the 
CMR trim by the ratio of 10kWRREF• For example, if the reference 
source impedance is 10, CMR will be reduced to SOdB (lOkOllO 
= SOdB). An operational amplifier may be used to provide the 
low impedance reference point as shown in Figure IS. The 
input offset voltage cllar8cteristics of that amplifier will add 
directly to the output offset voltage performance of the in
strumentation amplifier. 

2) that input voltages must not exceed either supply by more -V. 0-'11""""_-,,,,,,----------, 
than one diode drop (approximately 0.6V @ 25"C). 

Under differential overload conditions there is (Ro + 300)0 in 
series with two diode drops (approximately 1.2V) between the 
plus and minus inputs, in either direction. With no externa1 
protection and Ro very sma1l (i.e., son @ G = 500), the maximum iOii 

overload voltage the PGA can withstand, continuously, is ap
proximately ± 5V. Figure 14 shows the externa1 components 

Figure 15. Software Controllable Offset 
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The circuit of FigUre 15 also shows a CMOS DAC openting in 
the biJlOI8r !Dode and ~e~ed toth~reference terminal to 
provide software controlliible offsetadjiistments. The total !lffset 
nnge is equal to ± (VREP/2 x RslR.). To be symmetrical about 
OV, R3 must be equal to 2 x ~. 

The offset per bit is equal to the total offset range divided by 
2N , where N = number of bits of the DAC. The nnge of offset 
for FigUre 15 is ± 12OmV, and the offset is incremented in steps 
of 0.9375mVILSB. 

INPUT AND OUTPUT OFFSET VOLTAGE 
Offset voltage specifications are often considered a figure of 
merit for instrumentation amplifiers. While initial offset may be 
adjusted to zero, shifts in offset wltage due to temperature 
variations will cause errors. Intelligent systems can often correct 
for this fa~ot with an auto-zero cycle, but this requires extra 
circuitrY. 

Offset voltage and offset voltage drift each have two components: 
input and output. Input offset is that component of offset that 
is generated at the input stage. Measured at the output it is 
~y proportional to gain, i.e., input offset as measured at 
the output at G = 100 is 100 times greater than that measured 
at G = 1. Output offset is generated at the output and is constant 
for all gains. Input errors dominate at high gains and outPUt 
errors dominate at low gains. 

By separating these errors, one can evaluate the total error inde
pendent of the gain. For a given glim, both errors can be combined 
to give a total error referred to the input (RTI) or output (RTO) 
by the following formula: . 

Total Error RTI = input error + (output error/gain) 

Total Error RTO = (Gain x input error) + output error 

The AD365 provides for input offset voltage .adjustment (see 
FigUre 16). This sintplifies nulling in very high precision appli
cations and minintizes offset voltage eff~s in switched gain 
applications. In such applications the iriput offset is adjusted 
first at the highest programmed gain, then the output offset is 
adjusted at G = 1. If only a single null is desired, the input 
offset null should be used. The most additional drift when using 
only the input offset null is O:9jLVrc, RTO. . 

Output offset adjustment is normally provided by the A/P con
verter offset adjustment which will compensate for the output 
offset of the PGA, offset of the TIH amplifier, and offset of the 
AID. 

Figure 16. Input Voltage Offset Adjustment 

COMMON-MODE REJECTION 
In an instrumentation amplifier, degradation of common-mode 
rejecion is caused by a differential phase shift due to differences 
in distributed stray capacitances. In many applications shielded 

Figure 17. Common-Mode Shield Driver 
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cables are used to minintize noise. This technique can create 
common-mode rejection errors unless the shield is properly 
driven. FigUre 17 shows &rove data guards which are conftgUred 
to intprove ac common-mode rejecion by "bootstrapping" the 
capacitances of the input cabling,· thus· minimizing diffeiential 
phase shift. . 

GROUNDING 
In order to isolate low level analog signals from alioisy digital 
environment, many data-acquisition components have two or 
more ground pins. These grounds must eventually be tied t!>gether 
at one point. It would be convenient to use a single ground. line, 
however, current through ground wires and pc runs of the circuit 
card can cause hundreds of millivolts of error., Therefore, separate 
ground returns should be provided to minintize the current flow 
from the sensitive points to the system ground (see FigUre 18). 
Since the AD365 output voltage is developed with respect to the 
potential·on the reference terminal, it can solve many grounding 
problems. 

Figure 18. Basic Grounding Practice 

GROUND RETURNS FOR BIAS CURRENTS 
Input bias currents are those currents necessary to bias the 
input transistors of a dc amplifier. There must be a direct return 
path for these currents, otherwise they will charge external 
capacitances, causing the output to drift uncontrollably or saturate. 
Therefore, when amplifying "floating" input sources such as 
transformers, or ae-coupled sources, there must be a dc path 
from each input to ground as shown in Figure 19. 

+v, 

] 

Figure 19a. Ground Returns for Bias Currents with 
Tram;former Coupled Inputs . 

+v. 

Figure 19b . . Ground Returns for Bias Currents l(Vith ac 
Coupled Inputs 



AUTO-ZERO CIRCUITS 
In many applications it is necessary to maintain high accuracy. 
At room temperature, offset effects can be nulled by the use of 
offset trimpots. Over the operating temperature range, however, 
offset nulling becomes a problem. For these applications the 
auto-zero circuit of Figure 20 provides a hardware solution. 

+v. 

Figure 20. Auto-Zero Circuit 

OTHER CONSIDERATIONS 
One of the more overlooked problems in designing ultra-low-drift 
dc amplifiers is thermocouple induced offset. In a circuit comprised 
of two dissimilar conductors (i.e., copper, kovar), a current 
flows when the two junctions are at different temperatures. 
When this circuit is broken, a voltage known as the "Seebeck" 
or thermocouple emf can be measured. Standard IC lead material 
(kovar) and copper form a thermocouple with a high thermoelectric 
potential (about 3SfL V"C). This means that care must be taken 
to insure that all connections (especially those in the input circuit 
of the AD36S) remain isothermal. This includes the input leads 
(1, 2). In addition, the user should also avoid air currents over 
the circuitry since slowly' fluctuating thermocouple voltages will 
appear as "flicker" noise. 

The base emitter junction of an input transistor can rectify out
of-band signals (i.e., RF interference). When amplifying small 
signals, these rectified voltages act as small dc offset errors. In 
the case of a resistive transducer, a capacitor across the input 
working against the internal resistance of the transducer may 
suffice to provide an RC filter. These capacitances may also be 
incorporated as part of the external input protection circuit (see 
section on input protection). As a general practice every effort 
should be made to match the extraneous capacitance at pins 1 
and 2, to preserve high ac CMR. 

THEORY OF OPERATION - TIH SECTION 
In sampled data systems there are a number of limiting factors 
in digitizing high frequency signals accurately. Figure 21 shows 
pictorially the track-and-hold errors that are the limiting factors. 
In the following discussions of error sources the errors will be 
divided into the following groups: l. Track-to-Hold Transition, 
2. Hold Mode and 3. Hold-ta-Track Transition. 

AD365 

Figure 21. Pictorial Showing Various TIH Characteristics 

TRACK-TO-HOLD TRANSITION 
The aperture delay time is the time required for the track-and-hold 
amplifier to switch from track to hold. Since this is effectiveIy a 
constant, it may be tuned out. If however, the aperture delay 
time is not accounted for then errors of the magnitude as shown 
in Figure 22 will result. 

% 
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~\ 
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V 
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,. 10' ,. 00 
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Figure 22. Aperture Delay Error vs. Frequency 

To eliminate the aperture delay as an error source the track-to-hold 
command may be advanced with respect to the input signal. 

Once the aperture delay time has been eliminated as an error 
source then T IH trigger uncertainty/jitter and internal aperture 
jitter which are the variations in aperture deIay time from sample
to-sample remain. The aperture jitter is a true error source and 
must be considered. The aperture jitter is a result of noise within 
the switching network which modulates the phase of the hold 
command and is manifested in the variations in the value of the 
analog input that has been held. The aperture error which results 
from this jitter is directly related to the dV/dt of the analog 
input. 

The error due to aperture jitter is easily calculated as shown 
below. The error calculation takes into account the desired 
accuracy corresponding to the resolution of the N-bit AID 
converter. 

Fmax = 1T (Aperture Jitter) 
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For an application with a i2-bit AID Converter with a 10V full 
scale to a II2LSB error maximum: 

2-(12+1) 
F ...... = = 77.7kHz 

'If (0.5 x 10-9) 

Track-ta-hold offset is caused by the transfer of charge to the 
holding capacitor via the gate capacitance of the switch when 
switching into hold. Since the gate capacitance couples the 
switch-contro1 Voltage applied to the gate on to the hold capacitor, 
the resulting track-ta-hold offset is a function of the logic level 
applied to the gate and the change in the gate capacitance over 
temperature. 

HOLD MODE 
In the hold mode there are two important specifications that 
must be considered; feedthrough and the droop rate. Feedthrough 
errors appear as an attenuated version of the input at the output 
while in the hold mode. Hold-Mode feedthrough varies with 
frequency, increasing at higher frequencies. Feedthrough is an 
important specification when a track and hold follows an analog 
multiplexer that switches among many different 
channels. 

Hold-mode droop rate is the change in output voltage per unit 
of time while in the hold mode. Hold mode droop originates as 
leakage from the hold capacitor, of which the major leakage 
current contributors are switch leakage current and bias current. 
The rate of voltage change on the capacitor dV Idt is the ratio of 
the total leakage current IL to the hold capacitance CH. 

Droop Rate = dVOUT (Volts/Sec) = IL(pA) 
dt CH(PF) 

For the AD365 in particular; 

Droop Rate = ~=~ = lV/sec maximum 

Additionally the leakage current doubles for every.IO"C increase 
in temperature above 25"C; therefore, the hold-mode droop rate 
characteristic will also double in the same fashion. 

Since a track and hold is used typically in combination with an 
AID converter, then the total droop in the output voltage has to 
be less than 1/2LSB during the period of a conversion. The 
maximum allowable signal change on the input of an AID converter 
is: 

ilV max = Full Scale Voltage 
2(N+l) 

Once the maximum il V is determined then the conversion time 
of the AID converter (tcoNV) is required to calculate the maximum 
allowable dV/dt. 

dV max il V max 
~= tcoNV 

The maximum dV d~ as shown by the previous equation is 

the limit not only at 25"C but at the maximum expected operating 
temperature range. Therefore, over the operating temperature 
range the following criteria must be met (T OPERATION - 25"C) 
= ilT. 

~ 
dV25°C x2 !O"C <~ 

dt - dt 

HOLD-TO-TRACK TRANSmON 
The Nyquist theorem states that a band-limited signal which is 
sampled at a rate at lesst twice the maximum signal frequency 
can be reconstructed without loss of information. This means 
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that a sampled data system must sample, convert and acquire 
the next point at a rate at least twice the signal frequency. Thus 
the maximum input frequency is equal to 

f I 
MAX 2(TACQ + TCONV + TAP) 

Where T ACQ is the acquisition time of the sample-ta-hold 
amplifier, TAP is the maximum aperture time (small enough to 
be ignored) and T CONY is the conversion time of the AID 
converter. 

DATA ACQUISmON SYSTEMS 
The fast acquisition time of the AD365 when.used with a high 
speed AID converter allows accurate digitization of high frequency 
signals and high throughput rates in multichannel data acquisition 
systems. The AD365 can be used with a number of different 
AID converters to achieve high throughput rates. Figures 23 
and 24 show the use of an AD365 with the AD578 and 
AD574A. -_-_-------_+16V 

GUARD 

~w:~---~---------~ 

Figure 23. AID Conversion System, 117.6kHz Throughput 
58.8kHz Max Signsl Input 

Figure 24. 12-Bit AID Conversion System, 26.3kHz 
Throughput Rate, 13. 1kHz Max Signsllnput 



11IIIIIIII ANALOG 
WDEVICES 

Integrated Circuit 
Precision Instrumentation Amplifier 

FEATURES 
Programmable Gains from 0.1 to 1000 
Differential Inputs 
High CMRR: 110dB min 
Low Drift: 2p.vfc max (Ll 
Complete Input Protection, Power ON and Power OFF 
Functionally Complete with the Addition of Two Resistors 
Internally Compensated 
Gain Bandwidth Product: 40MHz 
Output Current Limited: 25mA 
Very Low Noise: 0.5p.V pop, 0.1Hzto 10Hz, RTI @ G = 1000 
Chips are Available 

PRODUCT DESCRIPTION 
The ADS21 is a second generation,low cost, monolithic IC 
instrumentation amplifier developed by Analog Devices. As a 
true instrumentation amplifier, the ADS21 is a gain block with 
differential inputs and an accurately programmable inputl 
output gain relationship. 

The ADS21 IC instrumentation amplifier should not be con
fused with an operational amplifier, although several manu
facturers (including Analog Devices) offer op amps which can 
be used as building blocks in variable gain instrumentation 
amplifier circuits. Op amps are general-purpose components 
which, when used with precision-matched external resistors, 
can perform the instrumentation amplifier function. 

An instrumentation amplifier is a precision differential volt
age gain device optimized for operation in a real world envi
ronment, and is intended to be used wherever acquisition of a 
useful signal is difficult. It is characterized by high input im
pedance, balanced differential inputs, low bias currents and 
highCMR. 

As a complete instrumentation amplifier, the ADS21 requires 
only two resistors to set its gain to any value between 0.1 and 
1000. The ratio matching of these resistors does not affect the 
high CMRR (up to 120dB) or the high input impedance (3 X 
109 n) of the ADS21. Furthermore, unlike most operational 
amplifier-based instrumentation amplifiers, the inputs are 
protected against overvoltages up to ±lS volts beyond the 
supplies. 

The ADS21 IC instrumentation amplifier is available in four 
different versions of accuracy and operating temperature range. 
The economical '']'' grade, the low drift "K" grade, and the 
lower drift, higher linearity "L" grade are specified from 0 to 

AD521 I 
ADS21 PIN CONFIGURATION 

+ INPUT 1 R 
GAIN 

R R 
GAIN SCALE 

SENSE • OFFSET 
4 REF TRIM 

R 
SCALE 

OFFSET 
6 TRIM 

OUTPUT 7 

+70°C. The "S" grade guarantees performance to specification 
over the extended temperature range: -SSoC to +lZSoC. 

PRODUCT HIGHLIGHTS 
1. The ADS21 is a true instrumentation amplifier in integrated 

circuit form, offering the user performance comparable to 
many modular instrumentation amplifiers at a fraction of 
the cost. 

2. The ADS21 has low guaranteed input offset voltage drift 
(ZIlV f C for L grade) and low noise for precision, high gain 
applications. 

3. The ADS21 is functionally complete with the addition of 
two resistors. Gain can be preset from 0.1 to more than 
1000. 

4. The ADS21 is fully protected for input levels up to lSV 
beyond the supply voltages and 30V differential at the 
inputs. 

S. Internally compensated for all gains, the ADS21 also offers 
the user the provision for limiting bandwidth. 

6. Offset nulling can be achieved with an optional trim pot. 
7. The ADS21 offers superior dynamic performance with a 

gain-bandwidth product of 40MHz, full peak response of 
100kHz (independent of gain) and a setding time of Sp.s 
to 0.1% of a 10V step. 

INSTRUMENTATioN AMPLIFIERS 4-15 



SPECIFICATIONS (typical @ Vs = ±15V. RL = 2kOand TA = 25°C unless otherwise specified) 
MODEL 

GAIN 
Range (For Spe<:ified Operation, Note 1) 
Equation 
Error from Equation 
Nonlinearity (Note 2) 

1";(;<;1000 
Gain Temperature Coefficient 

OUTPUT CHARACTERISTICS 
Rated Output 
Output at Maximum Operating Temperature 
Impedance 

DVNAMIC RESPONSE 
Small Signal Bandwidth (±3dB) 

G=I 
G= 10 
G= 100 
G=1000 

Small Signal, ±1.O% Flatness 
G=I 
G= 10 
G= 100 
G = 1000 

Full Peak Response (Note 3) 
Slew Rate,l<:'ClIO;l000 
Settling Time (any IOV step to within lOmV of Final Value) 

G=I 
G= 10 
G= 100 
G = 1000 

Differential Overload Recovery (±30V Input to within 
lOmVof Final Value) (Note 4) 

G = 1000 
Common Mode Step Recovery (JOV Input to within 
lOmV of Final Value) (Note 5) 

G = 1000 

VOLT AGE OFFSET (may be nuned) 
Input·Offset Voltage (VOS I) 

vs. Temperature 
vs. Supply 

Output Offset Voltage (Vaso) 
vs. Temperature 
vs. Supply (Note 6) 

INPUT CURRENTS 
Input Bias CUrrent (either input) 

vs. Temperature 
vs. Supply 

Input Offset Current 
vs. Temperature 

INPUT 
Differential Input Impedance (Note 7) 
Common Mode Input Impedance (Note 8) 
Input.Voltage Range for Specified Performance 

(with respect to ground) 
Maximum Voltage without Damage to Unit, Power ON 

or OFF Differential Mode (Note 9) 
Voltage at either input (Note 9) 

Common Mode Rejection Ratio, DC to 60Hz with lkO 
source unbalance 

G=I 
G= 10 
G= 100 
G = 1000 

NOISE 
Voltage RTO (p"P)@O.IHz to 10Hz (Note 10) 

RMS RTO, 10Hz to 10kHz 
Input Current, rros, 10Hz to 10kHz 

REFERENCE TERMINAL 
Bias Current 
Input Resistance 
Voltage Range 
Gain to OutpUt 

POWER SUPPLY 
Operatins Voltage Range 
Quiescent Supply Current 

TEMPERATURE RANGE 
Specified Performance 
Operating 
Storage 

PACKAGE OPTION' 
Ceramic (D~ 14) 

NOTES 
I See Section 20 for pac. outline inlann.cion. 

*Spedfkations same as ADS21JD. 
·*Spedf'lCIltions same as AD521KD. 
Specifications subject to c:haDp without notice. 
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AD521JD 

1 to 1000 
G = RS/RGV/V 
(±o.2S-o.004G)% 

0.2% max 
±(3 ±O.OSG)ppmI'C 

tlOY, ±10mA min 
±10V@SmAmin 
O.Hl 

>2MHz 
300kHz 
200kHz 
40kHz 

75kHz 
26kHz 
24kHz 
6kHz 
100kHz 
10V/J.ls 

7ps 
5ps 
10J.ls 
HJ.ls 

SOJ.lS 

10", 

3mV max (2mV typ) 
ISpVtC max (7pVtC typ) 
3pV/% 

:~;:t~":,!!~~ci,.~J~ typ) 
0.OO5V...,"" 

80nAmax 
InAfCmax 
2%IV 
20nAmax 
2S0pAfCmax 

3 x 10' 111l1.8pF 
6 x 10,o1l1l3.0pF 

±10V 

30V 
Vs ±1SV 

70dB min (74dB typ) 
90dB min (94dB typ) 
100dS min (l04dB typ) 
l00dB min (l10dB typ) 

v'JO.SG 2 + 225 2p.V 
(i.2G) • (SO) pV 

ISpA(rms) 

31lA 
IOMll 
±10V 

±SVto ±18V 
SmA max 

o to +70°C 
-2S0Cto +8SoC 
-6S0Cto +1S0oC 

AD521JD 

AD521KD 

l.SmV max (0.5mV typ) 
!",vfc max (1.5",VfC typ) 

200mV max (3Omv typ) 
!50PVtC max (50~VrC typ) 

40nAmax 
!oopAfcmax 

lOnAmax 
12SpAfCmax 

74dB min (SOdB typ) 
94dB min (tOOdB typ) 
104dB min (114dB typ) 
HOdS min (]20dB ryp) 

ADS21KD 

AD5211D 

0.1% max . 

l.Omv max (0.5mV typ) 
'lp.VfCmax . 
100mVmax 
!SlAvfcmax 

ADS21LD 

AD521SD 
(AD5Z1SD/883B) 

<(15 ±o.4G)ppmtC 

-SSoC to +12SoC 
-SSOCto +12SoC 

ADS21SD 



NOTES, 
1. Gains below 1 and above 1000 are obtained by simply ad
justing the gain setting resistors. (Input voltage should be re
stricted to ±10V for gains equal to or less than 1.) 

2. Nonlinearity is defined as the ratio of the deviation from 
the "best straight line" through a full scale output range of 
±9 volts. With a combination of high gain and ±1O volt output 
swing, distortion may increase to as much as 0.3%. 

3. Full Peak Response is the frequency below which a typical 
amplifier will produce full output swing. 

4. Differential Overload Recovery is the time it takes the ampli
fier to recover from a pulsed 30V differential input with lSV 
of common mode voltage, to within 10mV of final value. The 
test input is a 30V, lOps pulse at a 1kHz rate. (When a differ
ential signal of greater than 11 V is applied between the inputs, 
transistor clamps are activated which drop the exces~ input 
voltage across internal input resistors. If a continuous overload 
is maintained, power dissipated in these resistors causes temper
ature gradients and a corresponding change in offset voltage, 
as well as added thermal time constant, but will not damage 
the device.) 

S. Common Mode Step Recovery is the time it takes the amp
lifier to recover from a 30V common mode input with zero 
volts of differential signal to within 10mV of final value. The 
test input is 30V, lOps pulse at a 1kHz rate. (When a com-

DESIGN PRINCIPLE 
Figure 1 is a simplified schematic of the ADS21. A differential 
input voltage, VIN. appears across RG causing an imbalance in 
the currents through Ql and <b.ill=VIN/RG. That imbalance 
is forced to flow in Rs because the collector currents of <l3 
and <4 are constrained to be equal by their biasing (current 
mirror). These conditions can only be satisfied if the differen
tial voltage across Rs (and hence the output voltage of the 
ADS21) is equal to ill X Rs. The feedback amplifier. AFB 

. VIN 
performs that function. Therefore. VOUT = R:G X Rs or 

VOUT Rs 
VIN = RG' 

Applying the AD521 
mon mode signal greater than Vs -o.SV is applied to the 
inputs, transistor clamps are activated which drop the excessive 
input voltage across internal input resistors. Power dissipated 
in these resistors causes temperature gradients and a correspon
ding change in offset voltage, as well as an added thermal time 
constant, but will not damage the device.) 

6. Output Offset Voltage versus Power Supply includes a 
constant 0.005 times the unnulled output offset per percent 
change in either power supply. If the output offset is nulled, 
the output offset change versus supply change is substantially 
reduced. 

7. Differential Input Impedance is the impedance between the 
two inputs. _ 

8. Common Mode Input Impedance is the impedance from 
either input to the power supplies. 

9. Maximum Input Voltage (differential or at either input) is 
30V when using ±lSV supplies. A more general specification is 
that neither input may exceed either supply (even when 
Vs = 0) by more than lSV and that the difference between the 
two inputs must not exceed 30V. (See also Notes 4 and 5.) 

10. O.lHz to 10Hz Peak-to-Peak Voltage Noise is defined as 
the maximum peak-to-peak voltage noise ovserved during 2 
of 3 separate 10 second periods with the test circuit of Fig-
ure 8. 

'. 

+v 

1----------t--~--------1sEnE 

'--+--+------4 REF 

CURRENT MIRROR 

v-

. ' . 
~" .. 

Figure t. Simplified AD521 Schematic 
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APPLICATION NOTES FOR THE ADS21 
These notes ensilre the ADS21 will achieve the high level of 
performance necessary for many diversified IA applications. 

1. Gains below 1 are realized by adjusting the gain setting 
resistors as shown in Figure 2 (the resistor, Rs between 
pins 10 and 13 should remain 100kO ±lS%, see application 
note 3). For best results, the input voltage should be re
stricted to ±10V even though the gain may be less than 1. 
See Figure 6 for gains above 1000. 

2. Provide a return path to ground for input bias currents. The 
ADS21 is an instrumentation amplifier, not an isolation 
amplifier. When using a thermocouple or other "floating" 
source, this return path may be provided directly to ground 
or indirectly through a resistor to ground from pins 1 and! 
or 3, as shown in Figure 3. If the return path is not pro
vided, bias currents will cause the output to saturate. The 
value of the resistor may be determined by dividing the 
maximum allowable common mode voltage for the appli
cation by the bias current of the instrumentation amplifier. 

V+ 

+IN 

-IN 

v-

>~"""OOUTPUT 

OUTPUT 
L---O SIGNAL 

COMMON 

GAIN VALUE OF Ro 

0.1 
1 
10 
100 
1000 

1M!! 
l00kll 
10kll 
lk1l 
loon 

Figure 2. Operating Connections for AD521 

3. The resistors between pins 10 and 13, (RSCALB) must equal 
100kO ±1S% (Figure 2). If RSCALE is too low (below 8SkO) 
the output swing o(the ADS21 is reduced. At values below 
80kO and above 120kO the stability of the ADS21 may be 
impaired. 

4. Do not exceed the allowable input signal range. The line
arity of the ADS21 decreases if the inputs are driven within 
S volts of the supply rails, particularly when the device is 
used at a gain less than 1. To avoid this possibility, atten
uate the input signal through a resistive divider network and 
use the ADS21 as a buffer, as shown in Figure 4. The resis
tor RI2 matches the impedance seen by both ADS21 in
puts so that the voltage offset caused by bias cu'rrents will 
be minimized. 
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AS 

a). Transformer Coupled, Direct Return 

RS 

b). Thermocouple, Direct Return 

Rs 

c). AC Coupled, Indirect Return 

Figure 3. Ground Returns for "Floating" Transducers 

1. INCREASE Ro TO PICK UP GAIN LOST BY R 
DIVIDER NETWORK 

2. INPUT SIGNAL MUST BE REDUCED IN 
PROPORTION TO POWER SUPPL Y VOLTAGE LEVEL 

Figure 4. Operating Conditions for VIN""VS= 10V 



S. Use the compensation pin (pin 9) and the applicable com
pensation circuit when the amplifier is required to drive a 
capacitive load. It is worth mentioning that coaxial cables 
can "invisibly" provide such capacitance since many popu
lar coaxial cables display capacitance in the vicinity of 30pF 
per foot. 

This compensation (bandwidth control) feature permits the 
user to fit the response of the ADS21 to the particular appli
cation as illustrated by Figure S. In cases of extremely high 
load capacitance the compensation circuit may be changed 
as follows: 

1. Reduce 680n to 24n 
2. Reduce BOn to 7.Sn 
3. Increase 1000pF to O.I~F 
4. Set Cx to 1000pF if no compensation was originally 

used. Otherwise, do not alter the original value. 

This allows stable operation for load capacitances up to 
300OpF, but limits the slew rate to approximately 0.16V/~s. 

6. Signals having frequency components above the Instrumen
tation Amplifier's output amplifier closed-loop bandwidth 
will be transmitted from V- to the output with little or no 
attenuation. Therefore, it is advisable to decouple the V
supply line to thoc output common or to pin ILl 

V+ 

+o-----.....:..j 

V-

GAIN=~ 

----, 
I 
I 
I 
I 

330ll I 

l000pF : ____ ...I 

Cx = 1o/m,t when ft is the desired bandwidth. 

(ft in kHz, Cx in f./.F) 

Figure 5. Optional Compensation Circuit 

INPUT OFFSET AND OUTPUT OFFSET 
When specifying offsets and other errors in an operational 
amplifier, it is often convenient to refer these errors to the 
inputs. This enables the user to calculate the maximum error 
he would see at the output with any gain or circuit cOnIlgUra
tion. An op amp with ImV of input offset voltage, for 
example, would produce 1 V of offser at the output in a gain 
of 1000 confIgUration. 

In the case of an instrumcntation amplifier, where the gain is 
controlled in the amplifier, it is more convenient to separate 

1 For further details, refer to "An I.C. User's Guide to Decoupling, 
Grounding, and Making Things Go Right for a Change," by A. 
Paul Brokaw. This application note is available from Analog Devices 
without charge upon request. 

AD521 
errots into two categories. Those errors which simply add to 
the output signal and are unaffected by the gainlcan be classi
fied as output errors. Those which act as if they are associated 
with the input signal, such that their effect at the output is 
proportional to the gain, can be classified as input errors. 

As an illustration, a typical ADS21 might have a +30mV output 
offset and a -o.7mV input offset. In a unity gain configuration, 
the total output offset would be +29.3mV or the sum of the 
two. At a gain of 100, the output offset would be -40mV or: 
30mV + 100(-o.7mV) = -40mV. 

By separating these errors, one can evaluate the total error 
independent of the gain scttings used, similar to the situation 
wi~h the ~nput ?ffset specifications on an o~ amp. In. a given • 
gam configuratIOn, both errors can he combmed to give a total 
error referred to the input (R.T.I.) or output (R.T.O.) by the 
following formula: 

Total Error R.T.I. = input error + (output error/gain) 

Total Error R.T.O. = (Gain x input error) + output error 

The offset trim adjustment (pins 4 and 6, Figure 2) is associ
ated primarily with the ou tpu t offset. At any gain it can be 
used to introduce an output offset equal and opposite to the 
input offset voltage multiplied by the gain. As a result, the 
total output offset can be reduced to zero. 

As shown in Figure 6, the gain range on the ADS21 can be 
extended considerably by adding an attenuator in the sense 
terminal feedback path (as well as adjusting the ratio, Rs/Rc). 
Since the sense terminal is the inverting input to the output 
amplifier, the additional gain to the output is controlled by 
Rl and R2' This gain factor is 1 + R2/Rl' 

RS 

v, 

>:"""',....OVOUT 

V2 

R, 

-""-------""-0 OUTPUT COMMON 

Figure 6. Circuit for utilizing some of the unique featunlS of the 
AD521. Note that gain changes introduced by changing R1 and 
R2 will have a minimum effect on output offset if the offset is 
carefully nulled at the highest gain setting. 
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Where offset errors are critical, a resistor equal to the parallel 
combination of Rl and RZ should be placed between pin 11 
and VREF. This minimizes the offset errors resulting from the 
input current flowing in Rl and RZ at the sense terminal. Note 
that gain changes introduced by changing the RI/R2 atrenua
tor will have a minimum effect on output offset if the offset 
is carefully nulled at the highest gain setting. 

When a predetermined output offset is desired, VREF can be 
placed in series with pin 11. This offset is then multiplied by 
the gain factor 1 + RzlRl as shown in the equation of 
Figure 6. 

I VCM L __ {} ________ _ 

Figure 7. Ground loop elimination. The reference input, Pin 11, 
allows nnnote referencing of ground potential. Differences in 
ground potentials are attenuated by the high CMRR of the 
AD521. 

+16V--..... ------..... -------------, 

COMMON ---+-i----., 

-ISV---+-4I-------+----+-----+-4I-----' 
~---------~---_1~~---------~~__oCOMMON 

Figure 8. Test circuit for mBIISUring peak to peak noise in the 
bsndwidth 0.1Hz to 10Hz. Typical measurements are found by 
reading the maximum peak to peak voltage noise of the device 
under test (D. u. T.) for 3 observation periods of 10 ssconds each. 

4-20 INSTRUMENT A TION AMPLIFIERS 



IIIIIIIIIII ANALOG 
L..III DEVICES 

FEATURES 
Performance 
Low Drift: 2.0/lVfC (AD522B) 
Low Nonlinearity: 0.005% (G = 100) 
High CMRR: >110dB (G = 1000) 
Low Noise: 1.5/lV p.p (0.1 to 100Hz) 
Low Initial VOS: 100/lV (AD522B) 
Versatility 
Single-Resistor Gain Programmable: 1 .;;; G';;; 1000 
Output Reference and Sense Terminals 
Data Guard for Improving ac CMR 
Value 
Internally Compensated 
No External Components except Gain Resistor 
Active Trimmed Offset, Gain, and CMR 

PRODUCT DESCRIPTION 
The ADS 22 is a precision IC instrumentation amplifier designed 
for data acquisition applications requiring high accuracy 
under worst·case operating conditions. An outstanding com· 
bination of high linearity, high common mode rejection, low 
voltage drift, and low noise makes the ADS22 suitable for 
use in many 12-bit data acquisition systems. 

An instrumentation amplifier is usually employed as a bridge 
amplifier for resistance transducers (thermistors, strain gages, 
etc.) found in process control, instrumentation, data processing, 
and medical testing. The operating environment is frequently 
characterized by low signal-to-noise levels, fluctuating tempera
tures, unbalanced input impedances, and remote location which 
hinders recalibration. 

The ADS22 was designed to provide highly accurate signal con
ditioning under these severe conditions. It provides output off
set voltage drift of less than lO/lV/C, input offset voltage drift 
of less than 2.0/lVtC, CMR above SOdB at unity gain (llOdB 
at G = 1000), maximum gain nonlinearity of 0.001 % at G = 1, 
and typical input impedance of 109 .Q. 

High Accuracy Data Acquisition 
Instrumentation Amplifier 

AD522 I 
AD522 FUNCTIONAL BLOCK DIAGRAM 

14-Pin DIP 

11l===:::;--T,;] R GAIN 

DATA GUARD 

SENSE 

This excellent performance is achieved by combining a proven 
circuit configuration with state-of-the-art manufacturing tech
nology which utilizes active laser trimming of tight-tolerance 
thin-film resistors to achieve low cost, small size and high relia
bility. This combination of high value with no-compromise per
formance gives the ADS22 the best features of both mono
lithic and modular instrumentation amplifiers, thus providing 
extremely cost-effective precision low-level amplification. 

The ADS22 is available in three versions with differing accu
racies and operating temperature ranges; the "A", and "B" 
are specified from - 2S OC to +SSoC, and the "S" is guaran-
teed over the extended aerospace temperature range of -SSoC 
to +12S°C. All versions are packaged in a 14-pin DIP and are 
supplied in a pin configuration similar to that of the popular 
ADS21 instrumentation amplifier. 

INSTRUMENTATION AMPLIFIERS 4-21 

• 



SPECIFICA llONS1 (typical @Ws= ±15V,RL = 2kn & TA = +25°C unless otherwise specified) 

MODEL AD522AD AD522BD 
GAIN 

1+2 (10') Gain Equation · R. 

Gain Range 1 to 1000 · Equat.ion Error 
G-l 0.2% max 0.05% max 

G - 10110 1.0% max 0.2% max 
Nonlinearity, max (see Fig. 4) 

G=1 0.005% 0.001% 
G = 1000 0.01% 0.005% 

vs. Temp. max 
2ppmfC (lppmfC typ) · G=1 

G= 1000 50ppmfC (25ppmfC typ) · 
OUTPUT CHARACTERISTICS 

Output Rating ±10V@5mA · 
DYNAMIC RESPONSE (see Fig. 6) 

Small Signal (-3dB) 
G=I 300kHz · G= 100 3kHz · Full Power GBW l.5kHz · Slew Rate O.IV/1'S · Settling Time to 0.1%, G "" 100 O.Sms · to 0.01%, G = 100 5ms · to 0.01%, G = 10 2ms · to 0.01%. G = I O,Sms · 

VOLTAGE OFFSET 
Offsets Referred to Input 

Initial Offset Voltage 
(adjustable to zero) 

G=I ±4OOj.IV max (±200pV typ) ±200pV max(±100j.lVtyp) 
Vi, Temperature, max (see Fig. 3) 

±50j.1y'/'C(±10~V/'C typ) ±25~vfC(±5~V/'C typ) G=1 
G"" 1000 t6p.VtC ±2p.VlC 
I<G<I000 ±(~+6)~vfc ±(¥+2)~Vt'C 

vs. Supply, max 
G=I ±20j.1V/% · G = 1000 I.o~vfc O.SIJV/oC 

INPUT CURRENTS 
Input Bias Current 

Initial max, +2SoC ±25nA · vs. Temperature ±IOOpAfc · Input Offset Current 
Initial max, +2SoC ±ZOnA · VS. Temperature ±JOOpAfc · 

INPUT 
Input Impedance 

Differential lO'n · Common Mode 109 0 · Input Voltage Range 
Maximum Differcntiallnput, Linear ±10V · Maximum Differential Input, Safe ±20V · 
Maximum Common Mode, Linear ±IOV · Maximum Common Mode Input, Safe tlSV · Common Mode Rejection Ratio,. 
Min@±10V,1kO Source 
Imbalance (see Fig. S) 

G = I (de to 30Hi) 75dB (9OdB typ) 80dB (IOOdB typ) 
G = 10 (dc to 10Hz) 90dB (IOOdB typ) 95dB (l1OdB typ) 
G = 100 (de to 3Hz) 100dB (11OdB typ) 100dB (12OdB typ) 
G = 1000 (dc to 1Hz) 100dB (120dB typ) l10dB (>12OdB typ) 
G = 1 to 1000 (de to 60Hz) 75dB (88dB typ) 80dB (88dB typ) 

NOISE 
Voltage Noise, RTI (see Fig. 4) 

a.1Hz to 100Hz (p-p) 
G=I 15~V · G= 1000 l.5~V · 10Hz to 10kHz (rms) 
G=I 15uV · TEMPERATURE RANGE 

Specified Perfonnance ~2,DC to +8SDC · Operating ~55DC to +12,DC · Storage -6S DC to +lS0DC · 
POWER SUPPLY 

Power Supply Range ±(5 to 18)V · Quiescent Current, max @ ±t5V ±10mA ±8mA 

PACKAGE OPTIONS' 
Ceramic (DH-14B) ADS22AD AD522BD 

NOTES 
I Specifications ", .. lIIteed after 10 minute warm-up. 
t See Section 20 for packap outliDe infonnaticm. 

·Specifications same liS AD522A. 
"Specificadons same as ADS22B. 
Specifications subject to change without notice. 
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AD522SD 

· · .. .. .. .. 
· · 
· 
· · · · · · · · 
±200j.lV max (±100j.lV typ) 

±IOOpV/'C (±IOj.1V/'C typ) 
±6p.V/oC 

±(I~ +6)~V/'C 

· .. 
· · 
· · 
· · 
· · · · 
75dB (9OdB typ) 
90ilB (l1OdB typ) 
100dB (120dB typ) 
l00dB (>120dB typ) · 
· · 
· 
-ssqc to +12SDC · · 
· .. 
AD522SD 



GENERAL APPLICATION CONSIDERATIONS 
Figure 1 illustrates the ADS 22 wiring configuration when used 
in a typical bridge amplifier application. In any low-level, high 
impedance, noise-dominated environment, proper shielding and 
grounding are requisite for optimum performance; a recommen
ded technique is shown. 

NOTES: 
1. GAIN RESISTOR Ro SHOULD BE <5ppmrc (VISHAY TYPE RECOMMENDED). 
2. SHIELDED CONNECTIONS TO Ro RECOMMENDED WHEN MAXIMUM SYSTEM BANDWIOTH 

AND AC CMR IS REQUIRED, AND WHEN Ro IS LOCATED MORE THAN SIX INCHES FROM 
AD522. NO INSTABILITIES ARE CAUSED BY REMOTE Ro LOCATIONS. WHEN NOT USEO. 
THE DATA GUARD PIN CAN BE LEFT UNCONNECTED. 

3. POWER SUPlOl.. V FILTERS ARE AECOMM.ENDED FOR MINIMUM NOISE IN NOISY ENVIRON. 
MENTS. 

e. NO TRIM REQUIRED FOR MOST APPLICATIONS. IF REQUIREO, A lOkn, 2fippmf.C. 25 TURN 
TRIM POT (SUCH AS VISHAY 1202-Y-1OkIIS RECOMMENDED. 

Figure 1. Typical Bridge Application 

Direct coupling of the ADS22 inpurs makes it necessary to 
provide a signal ground return for input amplifier bias currenrs. 
This can be achieved by direct connection as shown, or through 
an indirect path of less than 1MD resistance such as other sys
tem interconnections. 

To minimize noise, shielding should be provided for the input 
leads and gain resistor connections. A passive data guard is pro
vided to improve ac common mode rejection by "bootstrap
'ping" the capacitance of the input cabling, thus minimizing 
differential phase shift. This will also reduce degradation of 
system bandwidth. 

Balanced design eliminates the need for external bypass capa
citors for most applications. If, however, the power supplies 
are remotely located (farther than 10 feet or so) or if they are 
likely to carry more than a few millivolts of noise, local filter
ing will enable the user to retain optimal performance. 

Reference and sense pins are provided to permit remote load 

Error Source Specification 

Gain Nonlinearity ±o.002% max, G = 10 
(from Spec. Sheet and Fig. 4) 

Applying the AD522 
sensing. These points can also be used to trim the device CMR, 
add an output booster, or to offset the output to a reference 
level. These applications are illustrated in following sections. 

It is good practice to place RG within several inches of the 
ADS22. Longer leads will increase stray capacitance and cause 
phase shifts that will degrade CMR at higher frequencies. For 
frequencies below 10Hz, a remote RG is generally acceptable; 
no stability problems are caused. Bear in mind that a leakage 
impedance of 200MD berween RG pins will cause an 0.1% gain 
error at G = 1. Unity gain is not trimmable. 

TYPICAL APPLICATION AND ERROR BUDGET ANALYSIS 
(See Figure 1 and Table I) 
A floating transducer with a 0 to 1 volt output has a 1kD source __ 
imbalance. A noisy environment induces a one volt 0 to 60Hz 
common mode signal in the ground return. This signal must be 
amplified to interface with a data acquisition system calibrated 
for a 0 to 10 volt signal range. The operating temperature range 
is 0 to +SOoC and an ADS22B is to be used. Table I lists error 
sources and their effect on system accuracy. 

The total effect on absolute accuracy is less than ±0.2%, allowing 
adjustment-free 8-bit operation. In computer or microproces
sor controlled data-acquisition systems, automatic recalibration 
can nullify gain and offset drifts leaving noise, distortion and 
CMR as the only error sources. In this case, full 12-bit opera
tion is achieved. 

Gain Errors, Absolute gain errors can be nulled by trimming 
RG. Gain drift is a linear effect, not detrimental to resolution 
and is caused by the change in value of internal resistors over 
the operating temperature range. An "intelligent" system can 
correct for these errors with an automatic calibration cycle. 
Gain nonlinearity never exceeds 0.002% at G = 10. 

Offset Drift " Pins Current Errors: Special care has been taken 
in the design of the ADS22 input stage to minimize offset drift. 
Unless transducer impedances are unbalanced by more than 
2kn, errors caused by offset current drift are negligible com
pared to offset voltage drift. Although initial offset voltages 
are laser-nulled for most applications, provisions have been 
made to allow further adjustment to correct for initial system 
offset. In this example, all offset drifts amount to ±0.014% 
and do not effect resolution (can be corrected with an auto
matic calibration cycle). 
CMR and Noise Errors: Common mode rejection and noise 
performance of instrumentation amplifiers are critical because 

Effect on Absolute Effect on Resolution 
Accuracy,%ofF.S. %ofF.S. 

±0.002 ±0.OO2 

Voltage Drift 2S~V/'C + 2.0p.V/'C = 4.Sp.Vi'C 
am 

±o.on ---
R.T". = O.OOOSS%I'C 
(from Spec. Sheet) 

CMR 86dB (from Spec. Sheet, CMR vs. F ±O.OOS ±O.OOS 
vs. G, typical curve) 

Noise, R.T.D. ISp.V (p.p) R.T.D. (from Spec. Sheet. ±O.OOIS ±O.OOIS 
(0.1 to 100Hz) Noise vs. G typical curve) 

Offset Current ±sOpAlc x lk source imbalance ±O.OOOI2S ---
Drift (Spec. Sheet) = ±SOp.V/'C = 

±I.2Sp.V R.T.I. 

Gain Drift 60ppm/'C to.IS ---
(add I Oppmi' C for (Spec. Sheet) 
external RG) 

Tab~~ErnorSour~ 
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these errors can not be corrected by calibration. Common mode 
rejection of the ADS22 is active Iaser-trimmed to the limits of 
thin-film resistor stability. Further trimming could improve 
CMR on a short term basis. but regular readjusrment would be 
necessary to maintain this improvement (see Figure 2). In this 
example. untrimmed CMRand noise cause a total error of 
±0.006S% of full scale and are the major contributors to reso-
lution error. . 

'Oil 

Figure 2. Optional CMR Trim 

PERFORMANCE CHARACTERISTICS 
Offset Voltage and Current Drift. The ADS22 is available in 
three drift selections. Figure 3 is a graph of maximum RTO off
set voltage drift vs. gain for all versions. Errors caused by off
set voltage drift can thus be determined for any gain. Offset 
current drift will cause a voltage error equal to the product of 
the offset current drift and the source impedance unbalance. 

· I II 
I I III 

5r=:::.ilF~ 
AD1i228 ---ADI2ZS •••••••• 

· 
3 

V 
2 

V . , 
.... ~ f' V · - , .. 

GAIN_VN 

Figure 3. Output Offset Drift (RTO) vs. Gain 

Gain Nonlinearity and Noise. Gain nonlinearity increases with 
gain as the device loop-gain decreases. Figure 4 is a plot of 
typical nonlinearity vs. gain. The shape of the curve can be 
safely used to predict worst-case nonlinearity at gains below 
100. Noise vs. gain is shown on the same graph. 

10.01 
~ 0.01 

· I I , 

· I .. , 
• 
~ 0.0 

~ 
150._ 
~ 
lo~ 
li .... 
~ 

TVPICAL NOISE, RTO.G., TO 'OkHl8.W.~ 
2 

ALlADi22 --t--r; , I 

j..- III 
./ V 1/ 

t-MAxIMUM NONLINEARITY. A05Z2A / j 
.... ~ ... NJLlNU,J.y / V 
;::~~JITV AL~ AD&22 V · , .. I 

GAIN-V/V 

Figure 4. Gain Nonlinearity and Noise (RTO) VB. Gain 

Common Mode Rejection. CMR is rated at ±10V and 1kO 
source imbalance. At lower gains. CMR depends mainly on 
thin.film resistor stability but due to gain-bandwidth consider
ations. is relatively constant with frequency to beyond 60Hz. 
The dc CMR improves with increasing gain and is increasingly 
subject to phase shifts in limited bandwidth high-gain ampli
fiers. Figure S illustrates CMR vs. Gain and Frequency. 

Dynamic Performance. Settling time and unity gain bandwidth 
are directly proportional to gain. As a result. dynamic perfor
mance can be predicted from the well-behaved curves of 
Figure 6. 
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Figure 5. Common Mode Rejection vs. Frequency and Gain 
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Figure 6. Small Signal Frequency Response (-3dB) 

SPEClAL APPUCATIONS 
Offset and Gain Trim. Gain accuracy depends largely on the 
quality of RG. A precision resistor with a 10ppm/oC tempera
ture coefficient is advised. Offset. like gain. is laser-trimmed to 
a level suitable for most applications. If further adjusrment is 
required. the circuit shown in Figure 1 is recommended. Note 
that good quality (2Sppm) pots are necessary to maintain vol
tage drift specifications. 

CMR Trim. A short-term CMR improvement of up to 10dB at 
low gains can be realized with the circuit of Figure 2. Apply a 
low-frequency 20/G volt peak-to-peak input signal to both 
inputs through their equivalent source resistances and trim the 
pot for an ac output null . 

Sense Output: A sense output is provided to enable remote 
load sensing or use of an output current booster. Figure 7 illu
strates these applications. Being "inside the loop". booster 
drift errors are minimized. When not used. the sense output 
should be tied to the output . 

Figure 7. Output Cu"ent Booster and Buffered Output 
Level Shifter 

Reference Output. The reference terminal is provided to permit 
the user to offset or "level shift" the output level to a datum 
compatible with his load. It must be remembered that the total 
output swing is ±10 volts to be shared between signal and refer
ence offset. Furthermore. any reference source resistance will 
unbalance the CMR trim by the ratio lOklRref. For example. if 
the reference source impedance is 10. CMR will be reduced to 
80dB (lOk0/10 = 10.000 = 80dB). A buffer amplifier can be 
used to eliminate this error. as shown in Figure 7 • but the 
drift of the buffer will add to output offset drift. When not 
used. the reference terminal should be grounded. 



11IIIIIIII ANALOG 
L.II DEVICES Precision Instrumentation Amplifier 

FEATURES 
Low Noise: 0.3"V p-p 0.1Hz to 10Hz 
Low Nonlinearity: 0.003% (G = 11 
High CMRR: 120dB (G = 10001 
Low Offset Voltage: SO"V 
Low Offset Voltage Drift: O.S"Vf·C 
Gain Bandwidth Product: 2SMHz 
Pin Programmable Gains of 1, 10, 100, 1000 
Input Protection, Power On - Power Off 
No External Components Required 
Internally Compensated 
MIL-STD-883B, Chips, and Plus Parts Available 
16-Pin Ceramic DIP Package and 20-Terminal 

Leadless Chip Carriers Available 

PRODUCT DESCRIPTION 
The ADS24 is a precision monolithic instrumentation amplifier 
designed for data acquisition applications requiring high accuracy 
under worst-case operating conditions. An outstanding combina
tion of high linearity, high common mode rejection, low offset 
voltage drift, and low noise makes the ADS24 suitable for use in 
many data acquisition systems. 

The ADS24 has an output offset voltage drift ofless than 25", V rc, 
input offset voltage drift of less than O.S",Vf"C, CMR above 
90dB at unity gsin (120dB at G = 1000) and maximum nonlinearity 
ofO.003%atG = 1. In addition to the outstanding dc specifications 
the ADS24 also has a 2SMHz gsin bandwidth product (G = 
100). To make it suitable for high speed data acquisition systems 
the ADS24 has an output slew rate of SVf",s and settles in IS",s 
to 0.01% for gsins of I to 100. 

As a complete amplifier the ADS24 does not require any external 
components for fixed gsins of I, 10, 100 and 1,000. For other 
gsin settings between I and 1000 only a single resistor is required. 
The ADS24 input is fully protected for both power on and 
power off fault conditions. 

The ADS24 IC instrumentation amplifier is available in four 
different versions of accuracy and operating temperature range. 
The economical "A" grade, the low drift "B" grade and lower 
drift, higher linearity "c" grade are specified from - 2S"C to 
+ 8S·C. The "S" grade guarantees performance to specification 
over the extended temperature range - SS"C to + 12S"C. Devices 
are available in a 16-pin ceramic DIP package and a 20-terminal 
leadless chip carrier. 

AD524 I 
AD524 FUNCTIONAL BLOCK DIAGRAM 

PRODUCT IDGHLIGHTS 
1. The ADS24 has guaranteed low offset voltage, offset voltage 

drift and low noise for precision high gsin applications. 

2. The ADS24 is functionally complete with pin programmable 
gsins of 1, 10, 100 and 1000, and single resistor programmable 
for any gsin. 

3. Input and output offset nulling terminals are provided for 
very high precision applications and to minimize offset voltage 
changes in gsin ranging applications. 

4. The ADS24 is input protected for both power on and power 
off fault conditions. 

S. The AD524 offers superior dynamic performance with a 
gsin bandwidth product of 2SMHz, full power response of 
75kHz and a settling time of IS",s to 0.01% of a 20V step 
(G = 100). 
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SPECIFICATIONS (@ Vs = + 15V lit = 2110 and TA = + 25"& unless otherwise specified) - , 
. 

AD524A AD524B AD524C ADSUS 
MocICl Min Tn> Mu. Min Tn> Max Mia Typ Mu ., Mia Typ Miix Units 

GAIN 
Gain Equation 

(External ResisrorGain 
[ 40.;.,000 + I J ±20% [~+IJ±20% [ 4O.;.,0IM) + I J ±20% [ 40.;.,000 + I J ±20% Pro~) 

Gain Range (Pin Programmable) 1 to 1000 1 to lOOO 1 to 1000' Itol000 
Gain Error 

G=I ±O.OS ±0.03 ±0.02 ±O.OS % 
G = 10 ±0.25 ±U5 ±O.I% ±0.25 % 
G= UIO ±0.5 ±0.35 ±0.25 ±0.5 % 
G = 1000 ±2.0 ±1.0 ±0;5 ±2.0 % 

Nonlinearity 
G=I ±0.01 ;:to.ODS ±O.OO3 ;:to.Ol % 
G= 10,100 ±0.01 ±0.005 ±0.003 =0.01 % 
G = 1000 =0.01 =0.01 ±0.01 ±0.01 % 

Gain VI. Temperature 
G=1 5 5 5 5 ppmI'C 
G= 10 15 10 10 10 ppmI'C 
G = 100 35 25 25 25 ppmI'C 
G=I000 100 50 50 50 ppmI'C 

VOLTAGE OFFSET (May be Nullcd) 
Input Offset Voltage 2SO lOll SO 100 ~V 

vs. Temperarure 2 0.75 0.5 2.0 ~V/'C 

Output Offset Voltage 5 3 2.0 3.0 mV 
vs. Temperature 100 SO 25 50 ~V/'C 

Offset Referred to the 
Input VI. Supply 

G=I 70 75 80 75 dB 
G= 10 85 95 100 95 dB 

G" 100 95 105 110 lOS dB 
G = uioo lOll 110 115 110 dB 

INPUT CURRENT 
Input Bias Current ",SO ±25 ±15 ±50 nA 

vs. T~perature =100 ±100 =100 ±}OO pArc 
Input Offset Current ±35 ±15 ±10 ±35 nA 

vs. Temperature +100 +100 +100 + 100 pA/'C 

INPUT 
Input Impedance 

Differential Resistance 10' 10' ·10' 10' n 
Differential Capacitance 10 10 10 10 pF 

Common Mode Resistance 10' 10' 10' 10' n 
Common MndeCapacitance 10 10 10 10 pF 

InputVoltageRange 
Max Differ. Input Linear(Vod l ±to ±10 ±to ±IO V 

Max'Common Mode Linear (V eM) 12V-(~XVD) 12V-(~XVD) 12V-(~XVD) 12V-(~XVD) V 
Common Mode Rejection de 
to 60Hz with lkn Source Imbalance 

G=I 70 75 80 70 dB 
G = 10 90 95 100 90 dB 
G = 100 100 lOS 110 100 dB 
G = 1000 110 115 120 110 dB 

OUTPUT RATING 
VOUT, RL = 2k!l =10 =10 ±10 ;:tl0 V 

DYNAMIC RESPONSE 
SmaII~-3dB 

G=1 1 1 1 I MHz 
G=IO 400 400 400 400 kHz 
G= 100 150 150 150 150 kHz 
G= 1000 25 25 25 25 kHz 

Slew Rate 5.0 5.0 5.0 5.0 V/JJ.s 

Settling Time to 0.01%, 20V Step 
G = Ito 100 15 15 15 15 ~ 

G = 1000 75 75 75 75 ~ 

NOISE 
Voltage Noise, 1kHz 

nVNHz R.T.!. 7 7 7 7 

R.T.O. 90 90 90 90 nVNHz 

R.T.I.,O.l to 10Hz 
G=I 15 15 15 15 ~Vp-p 

G=IO 2 2 2 2 ~Vp.p 

G= 100, 1000 0.3 0.3 0.3 0.3 ~Vp-p 

Current Noise 
O.IHzto 10Hz 60 60 60 60 pAp.p 
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Model ADS24A 
Min Typ Max Min 

SENSE INPUT 

RIN 20 

lIN 15 
Voltage Range =10 ±10 
Gain to Output I 

REFERENCE INPUT 

RIN 40 

lIN 15 
Voltage Range =10 = 10 
Gain to Output I 

TEMPERATURE RANGE 
Specified Performance '·25 + 85 25 

Storage -65 +- 150 65 

POWER SUPPLY 
Power Supply Range %6 =15 ±lS ±6 

Quiescent Current 35 5.0 

PACKAGE OPTIONS' 
16·Pin Ceramic (1).16) AD524AD 
LCCDlP(E-20A) AD524AE 

NOTES 
IVDL is the maximum differential input voltage at G = 1 for specified nonlinearity. 
VDL at other gains == IOV/G. 
V 0 = Acrual differential input voltage. 

Example: G == .10, V D = 0.50 
VCM = 12V - (10/2 x O.SOV) = 9.SV 

2See Section 20 for package outline information. 
Specifications subject to change without notice, 

AD524B 
Typ 

20 
15 

I 

40 
15 

I 

=15 
35 

AD524BD 
AD524BE 

AD524 
ADS24C ADS24S 

Max MiD Typ Max Mip Typ Max Units 

20 20 kll=20'l 

15 15 ".A 

=10 ±10 V 

I I % 

40 40 kH =20 % 

15 15 ".A 

10 10 V 

I I % 

+ 85 25 , 85 55 + 125 °C 

,150 65 ~ ISO ·-65 + 150 °C 

±IS ±6 =15 ±IS %6 =15 ±18 V 

5.0 35 5.0 35 5.0 rnA 

AD524CD AD524SD 
AD524CE AD524SE 

All min and max speciflCations are guaranteed. Specifications showD in boldface are tested on all production units at final electrical test. Results from 
those tests are used [0 calculate outgoing quality levels. 

ABSOLUTE MAXIMUM RATINGS· 

Supply Voltage ..... . 
Internal Power Dissipation ... 
Input Voltage, 

(Either Input Simultaneously) 
Output Shon Circuit Duration 
Storage Temperature Range 

D ............ . 
E ............ . 

Operating Temperature Range 
AD524A1B/C . . . . . . . 
AD524S ......... . 

. ±18V 
450mW 

IvINI + IVsl <36V 
Indefinite 

- 65°C to + 150°C 
- 65°C to + 150°C 

- 25°C to + 85°C 
- 55°C to + 125°C 

Lead Temperature Range (Soldering 60 seconds) + 300°C 

NOTES 
*Srresses above those listed under CCAbsolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indi
cated in the operational section of this specification is not implied. Exposure 
-to absolute maximum rating conditions for extended periods may affect 
device reliability. 

METALIZATION PHOTOGRAPH 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 

CONNECTION DIAGRAMS 

Ceramic (D) Package 

-INPUT 1 

INPUT NULL • 
SHORT TO 

INPUTNUU 5 

" G.,,} 
G .. 100 ~~I~~ 

GAl. 
REfERENCE , a = 1000 

C' "J +ys__ --Vs . ,. 
INPUT OUTPUT 

OFFSET NULL OfFSET NULL 

Leadless Chip Carrier (E) Package 

INPUT NULL 5 

~ 

~ Ii I 
3 Z 

, I , , 
L" ,. OUTPUT NULL 

AD524 
TOI'VIEW 

INo1taScale1 

"G." 1 
18 NC SHORT TO 

~~ 
INPUT NULL 7 15 G '" 100 GAIN 

REfERENCE, ,. G.s tOOO 

1113 

I ; 
Nt: = NO CONNECT 
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Typical Ch.acteristics 
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Figure 4. Quiescent Current vs. 
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Figure 18. Low Frequency Noise -
G = 1000 (System Gain = 100,000) 
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Figure 21. Settling Time Gain = 10 

Figure 24. Large Signal Pulse 
Response and Settling Time 
G= 100 

INSTRUMENT A TION AMPLIFIERS 4-29 

III 



-1ZT01 2 

-8TO 

-4T0 4 

OUTPUT 
STEP-V 

4TO-

8TO-

12TO-1 

4 

8 

2 

, ... LO.,,," 0."'" 

/ V / 
V / 

" \ 1\ \ 
, ... \ 0.01" 

0.1"" 

10 20 30 40 SO 60 70 80 
SEnLlNG nME- pos 

Figure 25. Settling Time Gain = 1000 . 

Figure 26. Large Signal Pulse Response and 
Settling Time G = 1000 

10k!} 1kn 101dl 
0.01% lOT 0.'% 

+Vs VOUT 

Figure 27. Settling Time Test Circuit 

Theory of Operation 
The AD524 is a monolithic instrumentation amplifier based on 
the classic 3 op amp circuit. The advantage of monolithic con
struction is the closely matched components that enhance the 
performance of the input preamp. The preamp section develops 
the programmed gain by the use of feedback concepts. The 
programmed gain is developed by varying the value of Ru (smaller 
values.inCrease the gain) while the feedback forces the collector 
currents Ql, Q2, Q3 and Q4 to be constant which impresses the 
input voltage across Ru. . 

As Ruis reduced to inCrease the programmed gain, the trans
conductance of the input preamp increases to the transconductance 
of the input transistors. This has three important advantages. 
First, this approach allows the .circuit to achieve a very high 
open loop gain of 3 x 108 at a programmed gain of 1000 thus 
reducing gain related errors .to a negligible 3Oppm. Second, the 
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Figure 28. Noise Test Circuit 

.Y. 

Figure 29. Simplified Circuit of Amplifier; Gain is Defined as 
((R56 + R57)I(Ra) + 1. Fora Gain of1, Ra is an Open Circuit 

gain bandwith product which is determined by C3 or C4.and 
the input transconductance, reaches 2SMHz. Third, the input 
voltage noise reduces to a value determined by the collector 
current of the input transistors for an RTI noise of 7nV/YHz at 
G = 1000 . 

. INrUT PROTECTION 
As interface amplifiers for data acquisition systems,instrumen
tation amplifiers are often subjected to input overloads, i.e., 
voltage levels in excess of the full scale for the selected gain 
range. At low gains, 10 or less, the gain resistor acts as a current 
limiting element in series with the inputs. At high gains the 
lower value of Ru will not adequately protect the inputs from 
excessive currents. Standard practice w,?uld be to place series 
limiting resistors in each input, but to limit input current to 
below SmA with a full differential overload (36.Y2. would require 
over 7k of resistance which would add lOnVYHz of noise. To 
provide both input protection and low noise a special series 

. protect FET was used. 

A unique PET design was used to provide a bidirectional current 
limit, thereby, protecting'l!~t both positive arid negative 
overloads. Under nonoverload: conditions, three channels CH2, 

CH3, C14, act as a resistance(';"lkOJm series with the input as 
before. During an overload in tile positive directioJ!., a fourth ' 
channel, CH h acts as a small resi~tani:e ("'3k!l) in series with 
the gate, which draws ouly the 'leakage current, and the FET 
limits loss. When the FET en\lan<;eS under.a negative overioad, 
the gate current must go through.the sniallFET formed by CHI 
and when this FET goes iiito s~iiration, the gate current is 
limited and the main FET .willgo into controlled eDhancement. 
The bidirectionallimiting'holds the maximum input current to 
3mA over the 36V range. 



INPUT OFFSET AND OUTPUT OFFSET 
Voltage offset specifications are often considered a figure of 
merit for instrumentation amplifiers. While initial offset may be 
adjusted to zero, shifts in offset voltage due to temperature 
variations will cause errors. Intelligent systems can often correct 
for this factor with an auto-zero cycle, but there are many small
signal high-gain applications that don't have this capability. 

Voltage offset and drift comprise two components each; input 
and output offset and offset drift. Input offset is that component 
of offset that is directly proportional to gain i.e., input offset as 
measured at the output at G = 100 is 100 times greater than at 
G = 1. Output offset is independent of gain. At low gains, 
output offset drift is dominant, while at high gains input offset 
drift dominates. Therefore, the output offset voltage drift is 
normally specified as drift at G = I (where input effects are 
insignificant), while input offset voltage drift is given by drift 
specification at a high gain (where output offset effects are neg
ligible). All input-related numbers are referred to the input 
(R TI) which is to say that the effect on the output is "G" times 
larger. Voltage offset vs. power supply is also specified at one or 
more gain settings and is also RTI. 

By separating these errors, one can evaluate the total error inde
pendent of the gain setting used. In a given gain configuration 
both errors can be combined to give a total error referred to the 
input (R.T.I.) or output (R.T.O.) by the following formula: 

Total Error R.T.1. = input error + (output error/gain) 

Total Error R.T.O. = (Gain x input error) + output error 

As an illustration, a typical AD524 might have a + 250", V output 
offset and a-50", V input offset. In a unity gain configuration, 
the total output offset would be 200", V or the sum of the two. 
At a gain of 100, the output offset would be -4.75mV or: 
+250",V + 100(-SO",V) = -4.7SmV. 

The AD524 provides for both input and output offset adjustment. 
This simplifies very high precision applications and minimize 
offset voltage changes in switched gain applications. In such 
applications the input offset is adjusted first at the highest pro
grammed gain, then the output offset is adjusted at G = 1. 

GAIN 
The ADS24 has internal high accuracy pretrimmed resistors 
for pin programmable gain of I, 10, 100 and 1000. One of 
the preset gams can be selected by pin strapping the appropri
ate gain terminal and RG2 together (for G = I RG2 is not 
connected). 

-INPUT 0-----...,.( 

G = 100 

G = 1000 
RG. 

+ INPUT o------{: 

+Vo 

-Vo 

OUTPUT 
'---.0 SIGNAL 

COMMON 

Figure 30. Operating Connections for G = 100 

Applying the AD524 
The ADS24 can be configured for gains other than those that 
are internally preset; there are two methods to do this. The first 
method uses just an external resistor connected between pins 3 
and 16 which programs the gain according to the formula 

RG = 40k (see Figure 31). For best results RG should be a 
G -1 

precision resistor with a low temperature coefficient. An external 
RG affects both gain accuracy and gain drift due to the mismatch 
between it and the internal thin-film resistors. Gain accuracy is 
determined by the tolerance of the external Rn and the absolute 
accuracy of the internal resistors (± 20%). Gain drift is determined 
by the mismatch of the temperature coefficient of RG and the 
temperature coefficient of the internal resistors ( - 50ppml"C 
typ). 

-INPUT 0------( 

rfM RG, 

2.105.0 

+INPUT o------(~ 

+Vo 

-Vs 

REFERENCE 

G-~+''''20±2O% 

Figure 31. Operating Connections for G = 20 

The second technique uses the internal resistors in parallel with 
an external resistor (Figure 32). This technique minimizes the 
gain adjustment range and reduces the effects of temperature 
coefficient sensitivity. 

+Vs 

-INPUT 0------( 

RG,'r-----~ 

VOU"< 

.......--.0 REFERENCE 

+ INPUT o------(2) 
G=~+1=20±'1% 

Figure 32. Operating Connections for G = 20, Low Gain 
T.C. Technique 

The ADS24 may also be configured to provide gain in the output 
stage. Figure 33 shows an H pad attenuator connected to the 
reference and sense lines of the AD524. RI, R2 and R3 should 
be made as low as possible to minimize the gain variation and 
reduction of CMRR. Varying R2 will precisely set the gain 
without affecting CMRR. CMRR is determined by the match of 
RI and R3. 

_WPUTo-----~9 

G = 1000 

RG, 
+WPUTO-----~ 

G = IRzIj40k) + R, + AI 
1 .. I .. k, 

+v. 

Figure 33. Gain of 2000 

RI 
2.zacn 

... 
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O\ltput Nominal 
Gilin R2 Rl,R3 Gain 

2 5kO .2.26kO 2.02 
5 1.05kn 2.05kn 5.01 

10 lkO 4..42kO 10.1 

Table I. Output Gain Resistor Values 

INPUT BIAS CURRENTS 
Input bias currents are those currents necessary to bias the 
input transistors of a de amplifier. Bias currents are an additional 
source of input error and must be considered in an total error 
budget. The bias currents when multiplied by the source resistance 
appear as an offset voltage. What is of concern in calculating 
bias current errors is the change in bias current with respect to 
signal voltage· and temperature. Input offset current is the dif
ference between the two input bias currents. The effect of offset 
current is an input offset voltage whose magnitude is the offset 
current times the source impedance imbalance. 

Although instrumentation amplifiers have differential inputs, 
there must. be a return path for the bias currents. If this is not 
provided, those currents will charge stray capacitances, causing 
the output to drift uncontrollably or to saturate. Therefore, 
when amplifying "floating" input sources such as transformers 
and thermocouples, as well as ac-coupled sources, there must 
still be a de path from each input to ground. 

J 
TO POWER 
SUPPLY 

r--------=-----......::~ .. GROUND 

a. Transformer Coupled 

. TOPOWER 
SUPPLy· 

j-__ .,--___ -=-____ ......::~_ GROUND 

b. Thermocouple 

TO POWER 
SUPPLY 

~~ __________ ......::~~,GROUND 

c. AC Coupled 

Figure 34. Indirect Ground Returns for Bias Currents 
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COMMON-MODE REJECTION 
Common-mode rejection is a measure of the change in output 
voltage when both inputs are changed eqnal amounts. These 
specifications are usually given for a full-range input voltage , 
change and a specified source imbalance. "Common-Mode Re
jection Ratio" (CMRR) isa ratio expression while "Common-Mode 
Rejection" (CMR) is the Iogarithm of that ratio. For example, a 
CMRR of 10,000 corresponds toa. CMR of SOdB. 

In an instrumentation amplifier, ac common-mode rejection is 
only as good as the differential phase shift. Degradation of ac 
common-mode rejection is caused by unequal drops across differing 
track resistances and a differential phase . shift due to varied 
stray capacitances or cable capacitances. In many applications 
shielded cables are used to minimize noise. This technique can 
create common mode rejection errors. unless the shield is properly 
driven. Figures 35 and 36 shows active data guards which are 
configured to improve ac common mode rejection by "bootstrap
ping" the capacitances of the input cabling, thus minimizing 
differential phase shift. 

-Vs' 

Figure 35. Shield Driver, G ~ 100 

Figure 36. Differential Shield Driver 

GROUNDING 

VOUT 

Many data-acquisition components have two or more ground 
pins which are not connected together within the device. These 
grounds must be tied together at one point, usually at the system 
power-supply ground. Ideally, a single solid ground would be 
desirable. However, since current flows through the ground 
wires and etch stripes of the circuit cards, and since these paths 

'* IF INDEPENDENT,OTHERWISE 
RETURN AMPLIFIER REFERENCE 
TO MECCA AT ANALOG p.s. COMMON 

Figure 37. Basic Grounding Practice 

DIGITAL 
DATA 
OUTPUT 



have resistance and inductance, hundreds of millivolts can be 
generated between the system ground point and the data acquisition 
components. Separate ground returns should be provided to 
minimize the current flow in the path from the sensitive points 
to the system ground point. In this way supply currents and 
logic-gate return currents are not summed into the same return 
path as analog signals where they would cause measurement 
errors. 

Since the output voltage is deVeloped with respect to the potential 
on the reference terminal an instrumentation amplifier can solve 
many grounding problems. 

SENSE TERMINAL 
The sense terminal is the feedback point for the instrument 
amplifier's output amplifier. Normally it is connected to the 
instrument amplifier output. If heavy load currents are to be 
drawn through long leads, voltage drops due to current flowing 
through lead resistance can cause errors. The sense terminal can 
be wired to the instrument amplifier at the load thus putting the 
IxR drops "inside the loop" and virtually eliminating this error 
source. 

v-

Figure 38. AD524 Instrumentation Amplifier with Output 
Current Booster . 

Typically, IC instrumentation amplifiers are rated for a full 
± 10 volt output swing into 2kO. In some applications, however, 
the need exists to drive more current into heavier loads. Figure 
38 shows how a high-current booster may be connected "inside 
the loop" of an instrumentation amplifier to provide the required 
current boost without significantly degrading overall performance. 
Nonlinearities, offset and gain inaccuracies of the buffer are 
minimized by the loop gain of the IA output amplifier. Offset 
drift of the buffer is similarly reduced. 

REFERENCE TERMINAL 
The reference terminal may be used to offset the output by up 
to ± IOV. This is useful when the load is "floating" or does not 
share a ground with the rest of the system. It also provides a 
direct means of injecting a precise offset. It must be remembered 
that the total output swing is ± 10 volts to be shared between 
signal and reference offset. 

Figure 39. Use of Reference Terminal to Provide Output 
Offset 

When the IA is of the three-amplifier configuration it is necessary 
that nearly zero impedance be presented to the reference terminal. 

AD524 
Any significant resistance from the reference terminal to ground 
increases the gain of the noninverting signal path thereby upsetting 
the common-mode rejection of the IA. 

In the AD524 a reference source resistance will.unbalance the 
CMR trim by the ratio of20kOlRREF• For example, if the reference 
source impedance is 10, CMR will be reduced to 86dB (20kOI 
10=86dB). An operational amplifier may be used to provide 
that low impedance reference point as shown in Figure 39. The 
input offset voltage characteristics of that amplifier will add 
directly to the output offset voltage performance of the in
strumentation amplifier. 

An instrumentation amplifier can be turned into a voltage-ta-cur-
rent converter by taking advantage of the sense and reference III 
terminals as shown in Figure 40. 

+ INPUT 

-INPUT 

Figure 40. Voltage-to-Current Converter 

By establishing a reference at the "low" side of a current setting 
resistor, an .output current may be defined as a function of 
input voltage, gain and the value of that resistor. Since only a 
small current is demanded at the input of the buffer amplifier 
A2, the forced current k will largely flow through the load. 
Offset and drift specifications of A2 must be added to the output 
offset and drift specifications of the IA. 

PROGRAMMABLE GAIN 
Figure 41 shows the AD524 being used as a software programmable 
gain amplifier. Gain switching can be accomplished with mechani
cal switches such as DIP switches or reed relays. It should be 
noted that the "on" resistance of the switch in series with the 
internal gain resistor becomes part of the gain equation and will 
have an effect on gain aCcuracy. 

Figure 41. 3 Decade Gain Programmable Amplifier 
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The AD524 can also be connected for gain in the output stage. 
Figure 42 Shows an ADS47 used as an active attenuator in the 
output amplifier's feedback loop. The active attenuation presents 
a very low impedance to the feedback resistors therefore minimiz
ing the common rejection ratio degradation. 

-vso-..... -t-t-{[J 

+ Vs o-+-..... -t"'"£!1 

1111) 

lkU 

lkU 

Figure 42. Programmable Output Gain 

Figure 43. Programmable Output Gain Using a OAC 
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Another method for developing the switching scheme is to use a 
DAC. The AD7528 dual DAC which acts essentially as a pair of 
switched resistive attenuators having high analog linearity and 
symmetrical bipolar transmission is ideal in this application. 
The multiplying DAC'sadvantage is that it can handle inputs of 
either polarity or zero without affecting the programmed gain. 
The circuit shown uses an AD7528 to set the gain (DAC A) and 
to perform a fme adjustment (DAC B). 

AUTO-ZERO CIRCUITS 
In many applications it is necessary to provide very accurate 
data in high gain configurations. At room temperature the offset 
effects can be nulled by the use of offset trimpots. Over the 
operating temperature range, however, offset nulling becomes a 
problem. The circuit of Figure 44 show a CMOS DAC operating 
in the bipolar mode and connected to the reference terminal to 
provide software controllable offset adjustments. 

+v, 

"INPUT "-_--10;., 

G= 1000 

-INPUT ,,-_....r ... 

-v.o-~~--.-----~~----------------, 

GND 

In many applications complex software algorithms for auto-zero 
applications are not available. For those applications Figure 45 
provides a hardware solution . 
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Figure 45. Auto-Zero Circuit 
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Error Budget Analysis - AD524 

14-BIT 
ADC 

OT02V 
F.S. 

Figure 46. TypicalBridge Application 

ERROR BUDGET ANALYSIS 
To illustrate how instrumentation amplifier specifications are 
applied, we will now examine a typical case where an ADS24 is 
required to amplify the output of an unbalanced transducer. 
Figure 46 shows a differential transducer, unbalanced by lOOn, 
supplying a 0 to 20mV signal to an ADS24C. The output of the 
IA feeds a l4-bit A to D converter with a 0 to 2 volt input 
voltage range. The operating temperature range is - 25°C to 
+ 8SOC. Therefore, the largest change in temperature AT within 
the operating range is from ambient to + 85°C (85°C - 25°C 
= 60°C). 

AD524C 

In many applications, differential linearity and resolution are of 
prime importance. This would be so in cases where the absolute 
value of a variable is less important than changes in value. In 
these applications, only the irreducible errors (4Sppm = 0.004%) 
are significant. Furthermore, if a system has an intelligent pro
cessor monitoring the A to D output, the addition of a auto-gaini 
auto-zero cycle will remove all reducible errors and may eliminate 
the requirement for initial calibration. This will also reduce 
errors to 0.004%. 

Effect on Effect on 
Absolute Absolute Effect 
Accuracy Accuracy on 

III 

Error Source Specifications Calculation atTA = 25"C atTA = 85°C Resolution 

Gain Error ±0.2S% ± 0.25% = 2500ppm 2S00ppm 2S00ppm 
Gain Instability 2Sppm (25ppm?C)(60°C) = l500ppm l500ppm 
Gain Nonlinearity ±0.003% ±0.OO3% = 30ppm 30ppm 
Input Offset Voltage ±SOILV,RTI ±SOILV/20mV = ±2S00ppm 2S00ppm 2500ppm 
Input Offset Voltage Drift ±0.5ILVI"C (±0.5fLVI"C)(600C) = 30ILV 

301LV/20mV = lSOOppm l500ppm 
Output Offset Voltage' ±2.OmV ±2.OmV/20mV = lOOOppm lOOOppm 1000ppm 
Output Offset Voltage Drift' ± 251LVI"C (±25ILVI"C)(6OOC) = lSOOILV 

lSOOILV/20mV = 750ppm 750ppm 
Bias Current- Source ±lSnA (± lSnA)(lOOn) = I.SIL V 

Imbalance Error 1.51LV/20mV = 75ppm 7Sppm 7Sppm 
Bias Current- Source ± lOOpAl"C (± lOOpAl"C)(lOOO)(600C) = 0.61L V 

Imbalance Drift 0.6ILV/20mV = 30ppm 30ppm 
Offset Current- Source ±10nA (± 10nA)(lOOn) = llLV 

Imbalance Error l1LV/20mV = 50ppm 50ppm 50ppm 
Offset Current- Source ± lOOpAl"C (lOOpAl"C)(lOOO)(60OC) = 0.61LV 

Imbalance Drift 0.6ILV/20mV = 30ppm 30ppm 
Offset Current- Source ±lOnA (10nA)(175.!l) = 3.51L V 

Resistance - Error 3.5ILV/20mV = 87.5ppm 87.5ppm 87.5ppm 
Offset Current- Source ± lOOpAl"C (100pAI"C)(175n)(600c) = llLV 

Resistance - Drift l1LV/20mV = SOppm SOppm 
Common Mode Rejection 115dB l1SdB = 1.8ppm x 5V = 8.81LV 

5Vdc 8.8ILV/20mV = 444ppm 444ppm 444ppm 
Noise,RTI 

(O.l-lOHz) 0.3fLVP-P 0.3ILVp-p/20mV = l5ppm lSppm 

Total Error 66S6.5ppm 105l6.5ppm 45ppm 
'Output offset voltage and output offset voltage drift are given as RTI figures. 

Table II. Error Budget Analysis of AD524CD in Bridge Application 
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Figure 47 shows a simple application, in which the variation of 
the cold-jUliction voltage 'of a Type J tbermocouplo-iron( + )
constantllll-'- is compensated for by a voltage developed in series 
by the temperature-sensitive output current of an AD590 
semiconductor temperature sensor. 

The circuit is calibrated by adjusting RT for proper output 
voltage with the measuring junction at a known reference tem-

RA 
NOMINAL 

TYPE VALUE 

J 52.3.Il REFERENCE 
K 41.211 JUNCTION 
E 61.411 15°C < TA <36°C 
T 40.211 

S,R 6.761l 

< }Vy 
MEASURING 
JUNCTION 

IRON 

+Vs 

perature and the circuit near 25°C. If resistors with low tempcos 
are used, compensation accuracy will be to within ±O.5°C, for 
temperatures between + 150C and + 35OC. Other thermocouple 
types may be accommodated with the standard resistance values 
shown in the table. For other ranges of ambient temperature, 
the equation in the figure may be solved for the optimum values 
ofRT and RA • 

7.6V 

,-----'"1 AD580 

NOMINAL 
VALUE 
91361l 

G = 100 

-VS 
OUTPUT 
AMPLIFIER 
OR METER 

Figure 47. Cold-Junction Compensation 

The microprocessor controlled data acquisitioll system shown in 
Figure 48 includes both auto-zero and auto-gain capability. By 
dedicating two of the differential inputs, one to ground and one 
to the AID reference, the proper program calibration cycles can 
eliminate both initial accuracy errors and accuracy errors over 
temperature. The auto-zero cycle, in this application, converts a 

number that appears to be ground and then writes that same 
number (8 bit) to the AD7524 which eliminates the zero error 
since its output has an inverted scale. The auto-gain cycle converts 
the AID reference and compares it with full scale. A multiplicative 
correction factor is then computed and applied to subsequent 
readings. 

Figure 48. Microprocessor Controlled Data Acquisition System 
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r'IIII ANALOG 
L.III DEVICES 

FEATURES 
Digitally Programmable Binary Gains from 1 to 16 
Two-Chip Cascade Mode Achieves Binary Gain from 

1 to 256 
Gain Error: 

0.01% max, Gain = 1,2,4 (C Gradel 
0.02% max, Gain = 8, 16 (C Gradel 
0.5ppml"C Drift Over Temperature 

Fast Settling Time 
10V Signal Change: 

0.01% in 4.5jLS (Gain = 161 
Gain Change: 

0.01% in 5.6jLS (Gain = 161 
Low Nonlinearity: ± 0.005% FSR max (J Gradel 
Excellent DC Accuracy: 

Offset Voltage: 0.5mV max (C Gradel 
Offset Voltage Drift: 3,..VI"C (C Gradel 

TTL Compatible Digital Inputs 

PRODUCT DESCRIPTION 
The AD526 is a single-ended, monolithic software programmable 
gain amplifier (SPGA) that provides gains of I, 2, 4, 8 and 16. 
It is complete, including amplifier, resistor network and 
TTL-compatible latched inputs, and requires no external 
components. 

Low gain error and low nonlinearity make the AD526 ideal for 
precision instrumentation applications requiring programmable 
gain. The small signal bandwidth is 350kHz at a gain of 16. In 
addition, the AD526 provides excellent dc precision. The FET
input stage results in a low bias current of 50pA. A guaranteed 
maximum input offset voltage of O.5mV max (C grade) and low 
gain error (0.01%, G= 1,2,4, C grade) are accomplished using 
Analog Devices' laser trimming technology. 

To provide flexibility to the system designer, the AD526 can be 
operated in either latched or transparent mode. The force/sense 
configuration preserves accuracy when the output is connected 
to remote or low impedance loads. 

The AD526 is offered in one commercial (0 to + 70°C) grade, J, 
and three industrial grades, A, B and C, which are specified 
from -40°C to + 85°C. The S grade is specified from -55°C to 
+ 125OC. The military version is available processed to MIL-STD 
883B, Rev C. The J grade is supplied in a 16-pin plastic DIP, 
and the other grades are offered in a 16-pin hermetic side-brazed 
ceramic DIP. 

Software Programmable 
Gain Amplifier 

AD526 I 
AD526 PIN CONFIGURATION 

DIG GND A1 

AD 

Y'N CS 

AD526 ClK 

ANALOG GND2 
TOP VIEW A2 (Not to Scale) 

ANALOG GND 1 6 B 

+Vs 

VOUT SENSE VOUT FORCE 

APPLICATION HIGHLIGHTS 
1. Dynamic Range Extension for ADC Systems: A single 

AD526 in conjunction with a 12-bit ADC can provide 96dB 
of dynamic range for ADC systems. 

2. Gain Ranging Pre-Amps: The AD526 offers complete digital 
gain control with precise gains in binary steps from I to 16. 
Additional gains of 32,64, 128 and 256 are possible by cascading 
two AD526s. 
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SPECIFICATIONS (@ Vs = ±15V, At = 2kO and T, = +25"1: unless oth8IWise specifiad) 

AD526J AD526A AD526B1S AD526C 

Model Min Typ Max Min Typ Max Min Typ Max Min Typ Mu Units 

GAIN 
Gain Range 

(Digitally Programmable) 1,2,4,8,16 1,2,4,8,16 1,2,4,8,16 1,2,4,8,16 
Gain Error 

G=I 0.05 0.02 0.01 0.01 % 
G=2 0.05 0.03 0.02 0.01 % 
G=4 0.10 0.03 0.02 0.01 % 
G=8 o.I5 0.07 0.04 0.02 % 
G= 16 0.15 0.07 0.04 0.02 % 

Gain Error Drift 
Over Temperature 

G= I 0.5 2.0 O.S 2.0 O.S 2.0 0.5 2.0 ppmI"C 
G=2 0.5 2.0 0.5 2.0 0.5 2.0 O.S 2.0 ppmf'C 
G=4 0.5 3.0 O.S 3.0 O.S 3.0 0.5 3.0 ppmI"C 
G=8 O.S 5.0 0.5 5.0 0.5 5.0 0.5 5.0 ppmI"C 
G= 16 1.0 5.0 1.0 5.0 1.0 5.0 1.0 5.0 ppmf'C 

Gain Error (T min to T max) 

G=I 0.06 0.03 0.02 0.015 % 
G = 2 0.06 0.04 0.03 0.015 % 
G=4 0.12 0.04 0.03 0.015 % 
G=8 0.17 0.08 0.05 O.O~ %. 
G= 16 0.17 0.08 0.05 0.03 % 

Nonlinearity 
G=I 0.005 0.005 0.005 0.0035 %FSR 
G = 2 0.001 0.001 0.001 0.001 %FSR 
G=4 0.001 0.001 0.001 0.001 %FSR 
G=8 0.001 0.001 0.001 0.001 %FSR 
G= 16 0.001 0.001 0.001 0.001 %FSR 

Nonlinearity (T min to T maJ 

G=I 0.01 0.01 0.01 0.007 %FSR 
G=2 0.001 0.001 0.001 0.001 %FSR 
G=4 0.001 0.001 0.001 0.001 %FSR 
G=8 0.001 0.001 0.001 0.001 %FSR 
G= 16 0.001. 0.001 0.001 0.001 %FSR 

VOLTAGE OFFSET, ALL GAINS 
Input Offset Voltage 0.4 1.5 0.25 0.7 0.25 O.S 0.25 O.S mV 
Input Offset Voltage Drift Over 

Temperature 5 20 3 10 3 10 3 10 ... vrc 
Input Offset Voltage 

Twn toTmax 2.0 1.0 0.8 0.8 mV 
Input Offset Voltage vs. Supply 

(Vs ±Io%) 80 80 84 90 dB 

INPUT BIAS CURRENT 
Over Input Voltage Range ± IOV SO ISO 50 ISO SO ISO SO ISO pA 

ANALOG INPUT 
CHARACTERISTICS 

Voltage Range 
(Linear Operation) ±IO ±12 ±IO ±12 ±IO ±12 ±IO ±12 V 

Capscitance 5 5 5 5 pF 

RATED OUTPUT 
Voltage ±IO ±12 ±IO ±12 ±IO ±12 ±IO ±12 V 
Current (VOUT= ± 10V) ±S ±IO ±S ±IO ±S ±IO ±5 ±10 mA 
Short-Circuit Current IS 30 IS 30 IS 30 15 30 mA 
DC Output Resistance 0.002 0.002 0.002 0.002 n 
Load Capacitance 
(For Stable Operation) 700 700 700 700 pF 

NOISE, ALL GAINS 
Voltage Noise, RTl 

O.IHzto 10Hz 3 3 3 3 ... VP-P 
Voltage Noise Density, RTi 

f=IOHz 70 70 70 70 nVYHz 
f=IOOHz 60 60 60 60 nVYHz 
f=lkHz 30 30 30 30 nVYHz 
f=IOkHz 25 25 25 25 nVYHz 
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Model 

DYNAMIC RESPONSE 
- 3dB Bandwidth (Small Signal) 
G~ I 
G~2 

G~4 

G~8 

G~ 16 
Signal Settling Time to 0.0 I % 

(<l.VOUT=:t IOV) 
G~I 

G~2 

G~4 

G~8 

G ~ 16 
Full Power Bandwidth 

G= 1,2,4 
G~ 8,16 

SlewRste 
G"", 1,2,4 
G~ 8,16 

DIGITALINPUTS 
(T min to T mIlS.) 

Input Current (V H ~ 5V) 
Logic "1" 
Logic ''0'' 

TIMING' 
(VL ~ 0.2V, VH ~ 3.7V) 

AO,AI,A2 
Tc 
Ts 
TH 

B 
Tc 
Ts 
TH 

TEMPERATURE RANGE 
Specified Performance 
Storage 

POWER SUPPLY 
Operating Rsnge 
Positive Supply Current 

Negative Supply Current 

PACKAGE OPTIONS' 
Plastic (N-16) 
Ceramic DIP (D-16) 

NOTE 
IRefer to Figure 3S for definitions. 
FSR ~ Full-Scale Rsnge ~ 20V. 
RTI = Referred to Input. 

AD526J AD526A AD526B1S 

Min Typ Max Min Typ Max Min Typ Max Min 

4.0 4.0 4.0 
2.0 2.0 2.0 
1.5 1.5 1.5 
0.65 0.65 0.65 
0.35 0.35 0.35 

2.1 4 2.1 4 2.1 4 
2.5 5 2.5 5 2.5 5 
2.7 5 2.7 5 2.7 5 
3.6 7 3.6 7 3.6 7 
4.1 7 4.1 7 4.1 7 

0.10 0.10 0.10 
0.35 0.35 0.35 

4 6 4 6 4 6 4 
18 24 18 24 18 24 IS 

60 100 140 60 100 140 60 100 140 60 
2 6 2 6 2 6 2 
0 0.8 0 0.8 0 0.8 0 

50 50 50 50 
30 30 30 30 
30 30 30 30 

50 50 50 50 
40 40 40 40 
10 10 10 10 

0 +70 -40 +85 -40/-55 +851+ 125 -40 
-65 +125 -65 + ISO -65 +150 -65 

±4.S ±16.S ±4.5 :t16.S ±4.S ±16.S ±4.S 

10 14 10 14 10 14 

10 13 10 13 10 13 

AD526JN 
AD526AD AD526BD AD526SD 

AD526SD/883B 

Specifications subject [0 change without notice. 

2See Section 20 for package outline information. 

Specifications shown in boldface are tested on all production units at final 
electrical test. All min and max specifications are guaranteed, although only 
those shown in boldface are tested on aU production units. 

AD526 
AD526C 

Typ Max Units 

4.0 MHz 
2.0 MHz 
1.5 MHz 
0.65 MHz 
0.35 MHz 

2.1 4 Jl.s 
2.5 5 I'S 
2.7 5 Jl.S 
3.6 "- 7 Jl.S 
4.1 7 Jl.S 

0.10 MHz 
0.35 MHz 

6 VII'S 
24 VII'S 

100 140 Jl.A 
6 V 
0.8 V 

ns 
ns 
ns 

ns 
ns 
ns 

+85 "C 
+150 ·C 

±16.S V 

10 14 rnA 

10 13 rnA 

AD526CD 

INSTRUMENT A TION AMPLIFIERS 4-39 

II 



Typical Characteristics 
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Figure 1. Output Voltage Swing vs. 
Supply Voltage, G = 16 
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Figure 4. Input Bias Current vs. 
Temperature 
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Figure 7. Large Signal Frequency 
Response 
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Figure 10. Noise Spectral Density 
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Figure 2. Output Voltage Swing vs. 
Load Resistance . 
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Figure ". Nonlinearity vs. 
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Figure 3. Input Bias Current vs. 
Supply Voltage 
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Figure 6. Gain vs. Frequency 
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Figure 9. Normalized Gain vs. 
Temperature, Gain = 1 

Figure 12. Wideband Output Noise, 
G= 16 (Amplified by 10) 



Figure 13. Large Signal Pulse 
Response and Settling Time*, G = 1 

Figure 16. Small Signal Pulse 
Response, G = 2 

Figure 19. Large Signal Pulse 
Response and Settling Time*, G=8 

Figure 22. Small Signal Pulse 
Response, Gain = 16 

Figure 14. Small Signal Pulse 
Response, G. = 1 

Figure 17. Large Signal Pulse 
Response and Settling Time*, G=4 

Figure 20. Small Signal Pulse 
Response, G=8 
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Figure 23. Total Harmonic Distortion 
vs. Frequency, Gain = 16 

"For Settling Time Traces, 0.01% = 1/2 Vertical Division 

AD526 

Figure 15. Large Signal Pulse 
Response and Settling Time*,. G=211 

Figure 18. Small Signal Pulse 
Response, G=4 

Figure 21. Large Signal Pulse 
Response and Settling Time*, 
G=16 
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Figure 24. Phase Distortion vs. 
Frequency, Gain = 16 

INSTRUMENT A TION AMPLIFIERS 4-41 



,oo 
// 

I IV./' 

G"'~l. At ),=u 

• 771 
I I 

/ I f-,... 

IIJ G.' 

, III , .. , ... 'M FREQUENCY _ Hz 
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Figure 28. Gain Change Settling 
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Figure 26. Gain Change Settling 
Time*, Gain Change: 1 to 2 

Figure 27. Gain Change Settling 
Time*, Gain Change 1 to 4 

Figure 29. Gain Change Settling 
Time*, Gain Change 1 to 16 
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Figure 30. Wideband Noise Test Circuit 
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THEORY OF OPERATION 
The ADs26 is a complete software programmable gain amplifier 
(SPGA) implemented monolithically with a drift-trimmed BiFET 
amplifier, a laser wafer trimmed resistor network, JFET analog 
switches and TTL compatible gain code latches. 

A panicular gain is selected by applying the appropriate gain 
code (see Table I) to the control logic. The control logic turns 
on the JFET switch that connects the correct tap on the gain 
network to the invening input of the amplifier; all unselected 
JFET gain switches are off (open). The "on" resistance of the 
gain switches causes negligible gain error since only the amplifier's 
input bias current, which is less than IsOpA, actually flows 
through these switches. 

The ADs26 is capable of storing the gain code, (latched mode), 
B, AO, AI, A2, under the direction of control inputs CLK and 
CS. Alternatively, the ADs26 can respond directly to gain code 
changes if the control inputs are tied low (transparent mode). 

For gains of 8 and 16, a fraction of the frequency compensation 
capacitance (CI in Figure 32) is automatically switched out of 
the circuit. This increases the amplifier's bandwidth and improves 
its signal settling time and slew rate. 

TRANSPARENT MODE OF OPERATION 
In the transparent mode of operation, the ADs26 will respond 
directly to level changes at the gain code inputs (AO, AI, A2) if 
B is tied high and both CS and CLK are allowed to float low. 

After the gain codes are changed, the ADs26's output voltage 
typically requires 5.5",,8 to settle to within 0.01% of the final 
value. Figures 26 to 29 show the performance of the ADs26 for 
positive gain code changes. 

A2---------------1~-----------
A1--~----------~--------------
AO--1-~~------~--------------

I 

I 
I 
",vom 

I 
I 

• ~~~SE I 
,- __ ..J 

V .. ---------' 

Figure 33. Transparent Mode 

Theory of Operation - .AD526 
r---:M-;..;;----' 

, +VB , , , , , , , 
Vw ------;-+l..: lOUT 

'.ORCE 

A. , 
A1 , g 

L'~ 
A2 ~,~ 3.4k RESISTOR 

~ , L 
NETWORK 

~I~ 
G=2 

III 

CLi , ~ 
os I C 

1.1k 

G=4 

DIGITAL ,. 1.7k GNO 

ANALOG ANALOG 
GND2 GND, 

Figure 32. Simplified Schematic of the AD526 

LATCHED MODE OF OPERATION 
The latched mode of operation is shown in Figure 34. When 
either CS or CLK go to a logic "1," the gain code (AO, AI, A2, 
B) signals are latched into the registers and held until both CS 
and CLK return to "0." Unused CS or CLK inputs should be tied 
to ground. The CS and CLK inputs are functionally and electrically 
equivalent. 

TIMING SIGNAL --------.,...-------------

A2 -----------+--1~-----------
A1-~--------+_~------------
AO-1-~~---+_~------~-----

",Vom 
I 
I 

V .. ------.J 

Figure 34. Latched Mode 
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TIMING AND CONTROL 

, GAINCODE CONTROL CONDITION 

A2 Al AO B t:LK(~=O) Gain Condition 

X X X X 1 Previous State Latched 
0 0 0 1 0 1 Transparent 
0 0 1 1 0 2 Transparent 
0 1 0 1 0 4 Transparent 
0 1 1 1 0 8 Transparent' 
1 X X 1 0 16 Transparent 
X X X 0 0 1 Transparent 
X X X 0 1 1 ,Latched 
0 0 0 1 1 1 Latched 
0 0 1 1 1 2 Latched 
0 1 0 1 1 4 Latched 
0 1 1 1 1 8 Latched 

,1 X X 1 1 16 Latched 

NOTE: X = Don't Care 

Table I. AD526 Logic Input Truth Table 

The specifications on page 3 in combination with Figure 35 give 
the timing requirements for loading new gain codes. 

T c= MINIMUM CLOCK CYCLE 
T.=DATASETUPTIME 
. TH = OATA HOLD TIME 

NOTE: THREl!!:!OLD LEVEL fOR 
GAIN£Q.DE. CS. 
ANDCLK IS 1.4V . 

Figure 35. AD526 Timing 

TtMING 
SIGNAL 

A1 AD 

DIGITAL FEEDTHROUGH 
With either CS or eLK or both held high, the AD526 gain 
state will remain constant regardless of the transitions at the AO, 
AI, A2 or B inputs. However, high-speed logic transitions will 
unavoidably feed through to the analog circuitry within the 
AD526 causing spikes to occur at the signaJ output. 

This feedthrough effect can be completely eliminated by operating 
the AD526 in the transparent mode and latching the gain code 
in an external bank of latches (Figure 36). 

To operate the AD526 using serial inputs, the confIgUration 
shown in Figure 36 can be used with the 74LSI74 replaced by a 
serial-inlparaJlel-out latch, such as the 54LS594., 

A2 +5V 

I 
t+ v"", 
I 
I 
I 
I 

Figure 36. Using an External Latch to Minimize Digital 
Feedthrough 
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GROUNDING AND BYPASSING 
Proper signal and grounding techniques must be applied in 
board layout so that specified performance levels of precision 
data acquisition components, such as the AD526, are not 
degraded. 

As is shown in Figure 37, logic and signal grounds should be 
separate. By connecting the signal source ground locally to the 
AD526 analog ground Pins 5 and 6, gain accuracy of the AD526 
is maintained. This ground connection should not be corrupted 
by currents associated with other elements within the system. 

Utilizing the force and sense outputs of the AD526, as shown in 
Figure 38, avoids signal drops along etch runs to low impedance 
loads. 

Figure 37. Grounding and Bypassing 

AD526 
CASCADED OPERATION 
A cascade of two AD526s can be used to achieve binarily weighted 
gains from 1 to 256. If gains from 1 to 128 are needed, no additional 
components are required. This is accomplished by using the B 
pin as shown in Figure 38. When the B pin is low, the AD526 
is held in a unity gain stage independent of the other gain code 
values. 

VOUTNIN A2 Al AO 
1 0 0 0 
2 0 0 1 
4 0 1 0 
8 0 1 1 

16 1 0 0 
32 1 0 1 
64 0 

128 1 

Table II. Logic Table for Figure 38 

CLK:::::::::::::~~::::::::::::::::::::::::::::::+-____ -, A2 

AI==~~==~==t=============~-. 

-v, -v, 

Figure 38. Cascaded Operation 
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OFFSET NULLING 
Input voltage offset nulling of the AD526 is best accomplished 
at a gain of 16, since the referred-to-input (RTI) offset is amplified 
the most at this gain and therefore is most easily trimmed. The 
resulting trimmed value of RTI voltage offset typically varies 
less than 3,.. V acroSs all gain rangeS. 

Note that the low input current of the AD526 minimizes RTI 
voltage offsets due to source resistance. 

+Vs 

v,. __ -!_J 

Figure 39. Offset Voltage Null Circuit 

OUTPUT CURRENT BOOSTER 
The AD526 is rated for a full ± 10V output voltage swing into 
2kO. In some applications, the need exists to drive more current 
into heavier loads. As shown in Figure 40, a high current booster 
may be connected "inside the loop" of the SPGA to provide the 
required current boost without significantly degrading overall 
performance. Nonlinearities, offset and gain inaccuracies of the 
buffer are minimized by the loop gain of the AD526 output 
amplifier. 

+v. 

Figure 40. Current Output Boosting 
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OFFSET NULLING WITH A D/A CONVERTER 
Figure 41 shows theAD526 with offset nulling accomplished 
with an 8-bit D/A converter (AD7S24) circuit instead of the 
potentiometer shown in Figure 39. The calibration procedure is 
the same as before except that instead of adjusting the pciten
tiometer, the DI A converter corrects for the offset error. This 
calibration circuit has a number of benefits in addition to elimi
nating the trimpot. The most significant benefit is that calibration 
can be under the control of a microprocessor and therefore can 
be implemented as part of an autocalibration scheme. Secondly, 
dipswitches or RAM can be used to hold the 8-bit word after its 
value has been determined. In Figure 42 the offset null sensitivity, 
at a gain of 16, is SOjloV per LSIJof adjustment, which guarantees 
dc accuracy to the 16-bit performance level. 

MfB 
LBB 

cs 
WR 

+v. 

Figure 41. Offset Nulling Using a DAC 



FLOATING-POINT CONVERSION 
High resolution converters are used in systems to obtain high 
accuracy, improve system resolution or increase dynamic range. 
There are a number of high resolution converters available with 
throughput rates of 66.6kHz that can be purchased as a single 
component solution; however in order to achieve higher 
throughput rates, alternative conversion techniques must be 
employed. A floating point AID converter can improve both 
throughput rate and dynamic range of a system. 

In a floating point AID converter (Figure 42), the output data is 
presented as a 16-bit word, the lower 12 bits from the AID 
converter form the mantissa and the upper 4 bits from the digital 
sigual used to set the gain form the exponent. The AD526 pro
grammable gain amplifier in conjunction with the comparator 
circuit scales the input signal to a range between half scale and 
full scale for the maximum usable resolution. 

The AID converter diagrammed in Figure 42 consists of a pair 
of AD585 samplelhold amplifiers, a flash converter, a five-range 
programmable gain amplifier (the AD526) and a fast 12-bit AID 
converter (the AD7572). The floating-point AID converter achieves 
its high throughput rate of 125kHz by overlapping the acquisition 
time of the first samplelhold amplifier and the settling time of 
the AD526 with the conversion time of the AID converter. The 
first samplelhold amplifier holds the signal for the flash autoranger, 

Applications - AD526 
which determines which binary quantum the input falls within, 
relative to full scale. Once the AD526 has settled to the appropriate 
level, then the second samplelhold amplifier can be put into 
hold which holds the amplified signal while the AD7572 performs 
its conversion routine. The acquisition time for the AD585 is 
3",s, and the conversion time for the AD7572 is 5",s for a total 
of 8",s, or 125kHz. This performance relies on the fast settling 
characteristics of the AD526 after the flash autoranging (com
parator) circuit quantizes the input sigual. A 16-bit register 
holds the 3-bit output from the flash autoranger and the 12-bit 
output of the AD7572. 

The AID converter in Figure 42 has a dynamic range of 96dB. 
The dynamic range of a converter is the ratio of the full-scale II 
input range to the LSB value. With a floating-point AID converter ' 
the smallest value LSB corresponds to the LSB of the monolithic 
converter divided by the maximum gain of the PGA. The floating 
point AID converter has a full-scale range of 5V, a maximum 
gain of 16VN from the AD526 and a 12-bit AID converter; this 
produces: 

LSB = ([FSRl2N]lGain) = ([5V/4096]116) = 76",V. The dynamic 
range in dBs is based on the log of the ratio of the full-scale 
input range to the LSB; dynamic range = 20l0g(5V/76", V) = 
96dB. 

-15V +5V 

., 

NOTE· ALL BVPASS CAPACITORS ARE O.1I1F 

D7 

DS 

D5 

D4 

D3 

D2 

Dl 

E1 

E2 

E3 

Figure 42. Floating-Point AID Converter 
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HIGH ACCURACY AID CONVERTERS 
Very high accuracy and high resolution floating-point AJD con
verters can be achieved by the incorporation of offset and gain 
calibration routines. There are, two techniques commonly used 
for calibration, a hardware circuit as shown in Figure 43 and/or 
a software routine. In this application the microprocessor is 
functioning as the autoranging circuit, requiring software over
head; therefore, a hardware calibration technique was applied 
which reduces the software burden. The software is used to set 
the gain of the AD526. In operation the signal is converted, and 
if the MSB of the AD574 is not equal to a logical 1, the gain is 
increased by binary steps, up to the maximum gain. This maximizes 
the full-scale range of the conversion process and insures a wide 
dynamic range. 

The calibration technique uses two point correction, offset and 
gain. The hardware is simplified by the use of programmable 
magnitude comparators, the 74ALS528s, which can be "burned" 

for a particular code. In order to prevent under or over range 
hunting during the calibration process, the reference offset and 
gain codes should be different from the endpoint codes. A cali
bration cycle consists of selecting whether gain or offset is to be 
calibrated then selecting the appropriate multiplexer channel to 
apply the reference voltage to the signal channel. Once the 
operation has been initiated, the counter, a 74ALS869, drives 
the DI A converter in a linear fashion providing a small correction 
voltage to either the gain or offset trim point of the AD574. 
The output of the AJD converter is then compared to the value 
preset in the 74ALS528 to determine a match. Once a match is 
detected, the 74ALS528 produces a low going pulse which stops 
the counter. The code at the DI A converter is latched until the 
next calibration cycle. Calibration cycles are under the control 
of the microprocessor in this application and should be imple
mented only during periods of converter inactivity. 

Figure 43. High Accuracy AID Converter 
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11IIIIIIII ANALOG 
L.III DEVICES Precision Instrumentation Amplifier 

FEATURES 
Low Noise: O.2J1.V pop 0.1Hz to 10Hz 
Low Gain TC: 5ppm max (G = 11 
Low Nonlinearity: 0.001% max (G = 1 to 2001 
High CMRR: 130dB min (G = 500 to 10001 
Low Input Offset Voltage: 25fLV, max 
Low Input Offset Voltage Drift: O.25fLVrc max 
Gain Bandwidth Product: 25MHz 
Pin Programmable Gains of 1, 100, 200, 500, 1000 
No External Components Required 
Internally Compensated 

PRODUCT DESCRIPTION 
The AD624 is a high precision low noise inatrumentation amplifier 
designed primarily for use with low level transducers, including 
load cells, strain gauges and pressure transducers. An outstanding 
combination oflow noise, high gain accuracy, low gain temperature 
coefficient and high linearity make the AD624 ideal for use in 
high resolution data acquisition systems. 

The AD624C has an input offset voltage drift of less than 0.2511-VI 
·C, output offset voltage drift of less than 1011-VI"C, CMRR 
above 80dB at unity gain (13OdB at G=500) and a maximum 
nonlinearity of 0.001% at G = 1. In addition to these outstanding 
de specifications the AD624 exhibits superior ac performance as 
well. A 25MHz gain bandwidth product, 5V/II-s slew rate and 
1511-s settling time permit the use of the AD624 in high speed 
data acquisition applications. 

The AD624 does not need any external components for pre
trimmed gains of 1, 100,200,500 and 1000. Additional gains 
such as 250 and 333 can be programmed within one percent 
accuracy with external jumpers. A single external resistor can 
also be used to set the 624's gain to any value in the range of 1 
to 10,000. 

AD624 I 
AD624 FUNCTIONAL BLOCK DIAGRAM 

PRODUCT HIGHLIGHTS 
1. The AD624 offers outstanding noise performance. Input 

noise is typically less than 4nV/vHZ at 1kHz. 
2. The AD624 is a functionally complete instrumentation am

plifier. Pin programmable gains of 1, 100,200,500 and 1000 
are provided on the chip. Other gains are achieved through 
the use of a single external resistor. 

3. The offset voltage, offset voltage drift, gain accuracy and 
gain temperature coefficients are guaranteed for all pre-trimmed 
gains. 

4. The AD624 provides totally independent input and output 
offset nulling terminals for high precision applications. This 
minimizes the effect of offset voltage in gain ranging 
applications. 

5. A sense terminal is provided to enable the user to minimize 
the errors induced through long leads. A reference terminal 
is also provided to permit level shifting at the output. 
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SPECIFICATIONS C@Vs ±15V,R.. 2kO and TA + 25"C unless otherwise specified) 

Model ,AJ)62.4A AD6J4II AD04C ADC!S 
MiD Tn> Aba MiD Tn> Aba MiD Tn> Aba MiD Tn> Aba va 

GAIN 
GIin Equation 

(Ex ....... ReaiotorGiin 
[40Ii.,000 + I] % 20% [ 4O~000 + I] %20% [ 4OIi.,000 + I] %20% [~+I]%zo% Propamming) 

Gain Ranae (Pin Programmable) I to 1000 Ito 1000 I to 1000 I to 1000 
GlinError 
G~ I :to.05 :to.03 :t1.02 :to.15 % 
G ~ 100 :to.25 :to.15 :to.1 :t1.25 % 
G ~ 200,SOO :to.5 :to.35 :to.25 :to.S % 
G~ 1000 :t1.0 :t1.0 :t1.0 :t1.0 % 

Nonlineari,y 
G~I :O.OOS ±0.003 %0.001 %0.005 % 
G ~ 100,200 ±O.OOS :0.003 :0.001 ±0.005 % 
G ~ 500,1000 ±O.OOS :0.005 :O.OOS ,,0.005 % 

Gain vs. Temperature 
G=I S S S 5 ppmI"C 
G ~ 100,200 10 10 10 10 ppmI"C 
G = 500,1000 2S IS IS IS ppmI"C 

VOLTAGE OFFSET (May be Nulled) 
Inpu, Off,., Vollage 200 75 25 75 ... V 

vs. Temperature 2 0.5 0.25 2.0 ... vre 
Ou'pu, Off .. , Vollage 5 3 2 3 mV 

vs. Temperature 50 25 10 50 ... V/'C 
Off •• , Referred '0 ,h. 

Input vs. Supply 
Go I 70 '75 80 75 dB 
G ~ 100,200 95 105 110 lOS dB 
G ,0 500, 1000 100 110 115 lIO dB 

INPUTCURRENT 
Input Bias Current :tSO :t25 :t15 :tSO nA 

VS. Temperature :50 :50 :50 :SO pAre 
Input Offset Current %35 %15 :tl0 :t35 nA 

VS. Temperature :20 :20 :20 :20 pArC 

INPUT 
Input Impedance 

Differential Resistance 10' 10' 10' 10' II' 
Differential Capacitance 10 10 10 10 pF 
Common-Mode Resistance 10' 10' 10' 10' II 
Common-Mode Capacitance 10 10 10 10 pF 

lnpu, Vollage Rangel 

Max Differ. [~p~t Linear (V 1>1..) :t10 %10 %10 :t10 V 

Max Common.Mod. Linear (V CM) 12V - (~ x.y,;) 12V-(~XVo) 12V -(~ XVo ) 12V -(~XVo) V 
('..ammon-Mode Rejection de 
to 60Hz with lkU Source Imbalance 
G~I 70 75 80 70 dB 
G ~ 100,200 100 115 lIO 100 dB 
G ~ 500,1000 no 120 130 no dB 

OUTPUT RATING 
VOVT,RL ~ 2ldl ,,10 :10 :10 ±lO V 

DYNAMIC RESPONSE 
Small Signal - 3dB 
G~ I 1 1 1 I MHz 
G~ 100 ISO 150 ISO ISO kHz 
G ~ 200 100 100 100 100 kHz 
G~ SOO SO 50 SO SO kHz 
G ~ 1000 25 25 25 25 kHz 

Slow'Rare S.O 5.0 S.O 5.0 Vi .... 
Setding Time '00.01%, 20V S'ep 

G ~ lto200 15 IS IS IS ... ' 
G ~ SOO 35 35 35 35 1" 
G ~ 1000 75 7S 75 7S .... 

NOISE 
VoIlage Noise, 1kHz 

R.T.I. 4 4 4 4 nVN'HZ 
R.T.O. 7S 7S 75 75 nVN'HZ 
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AD624 
Model AD624A AD624B AD624C AD624S 

Mia Typ Max Mia Typ Max Mia Typ Max Milo Typ Max Ullils 

R.T.I.,O.I to 10Hz 
G=I \0 10 \0 \0 "Vp-p 
G=IOO 0.3 0.3 0.3 0.3 "Vp·p 
G= 200, 500, 1000 0.2 0.2 0.2 0.2 "Vp·p 

Current Noise 
O.IHzto 10Hz 60 60 60 60 pAp-p 

SENSE INPUT 

R'N S 1O 12 S \0 12 S \0 12 S 1O 12 kll 

l,N 30 30 30 30 "A 
Vol_a."", :\0 :\0 :10 : 1O V 
Gain to Output I I 1 I % 

REFERENCE INPUT 

R'N 16 20 24 16 20 24 16 20 24 16 20 24 kll 

l,N 30 30 30 30 "A 
Voh .. ea.nge :10 ±10 :10 :10 V 
Gain to Output I I I I % 

TEMPERATURE RANGE 
Specified Performance -25 +S5 -25 +S5 -25 + S5 -55 + 125 "C 

Storage -65 + ISO -65 + ISO -65 + ISO -65 t ISO °C 

POWER SUPPLY 
Power Supply Ranse ±6 : IS ±IS ±6 :15 ±IS ±6 : 15 ±IS ±6 :15 ±18 V 
Quiescent Current 3.5 5 3.5 5 3.5 5 3.5 5 rnA 

PACKAGE' 
Ceramic(D-16) AD624A AD624B AD624C A and S Grade Chips Available AD624S 

NOTES 
IVDL is the maximum differential input voltage at G = 1 for specified nonlinearity. VOL at other gains = lOVIG. Vo = actual differential input voltage. EXample: G = 10, Vo = O.SO. 
VCM = 12V - (Ion x O.SOY) = 9.5V. 

'See Section 20 for poclaoge outline information. 

Specifications subject to cbange withoul notice. 

II 

Specifications shown in boldface ue tested. on all production unit at final electrical test. Results &om tIwse tests are used to calculate outgOing quality levels. All min and max specifications are 
I!\WUlteed, a1thousb 0IIIy those shown in boldface are tested on all production unil8. 

ABSOLUTE MAXIMUM RATINGS· 

Supply Voltage ..... . 
Internal Power Dissipation 
Input Voltage . . . . . . . 
Differental Input Voltage . 
Output Short Circuit Duration 
Storage Temperate Range .. 
Operating Temperature Range 

AD624A1B/C . . . . . . . 
AD624S ......... . 

Lead Temperature (Soldering, 60secs) 

· ±18V 
420mW 

· . ±Vs 
· . ±Vs 

Indefmite 
- 65°C to + 150°C 

- 25°C to + 85°C 
- 55°C to + 125°C 

+ 300°C 

*Stresses above those listed under "Absolute Maximum Ratings" may 
cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any other conditions above 
those indicated in the operational sections of this specification is not 
implied. Exposure to absolute maximum rating conditions for extended 
periods may affect device reliability. 

PIN CONFIGURATION 

RG, 

OUlPUT NULL 

OUTPUT NUll 

SHORT TO GO, .. } 
AGz FOR 

G :: 200 DESIRED 
GAIN 

G:: 500 

SENSE 

FOR GAIN OF 1000 SHORT RG, TO PIN 12 
AND PINS 11 AND 13 TO RG2 
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Typical Characteristics 
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Figure 1. Input Voltage Range vs. 
Supply Voltage, G = 1 
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Figure 4. Quiescent Current vs. 
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Figure 7. Input Bias Current vs. 
CMV 

-, .. 
-'20 

-'00 
'-10 0=1 

I-eo 
-40 

-20 

., 
10 '00 ,. 1011 ,. "1M 10M 

FREQUI!NCY _ HI: 

Figure 10. CMRR vs. Frequency RTf, 
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Figure 2. Output Voltage Swing vs. 
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Figure 6. Input Bias Current vs. 
Temperature 
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Figure 16. Low Frequency Voltage 
Noise - G = 1(System Gain = 1000) 

Figure 19. Large Signal Pulse 
Response and Settling Time -
G = 1 
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Figure 22. Range Signal Pulse 
Response and Settling Time 
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Figure 14. RTI Noise Spectral 
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Figure 17. Low Frequency Voltage 
Noise - G = 1000 (System Gain = 
100,000) 
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INPUT 
20Vp-p 

1kn 500n 200n 
0.1% 0.1% 0:1%. 

10kfi 
1% 

1kn 
10T 

10k(} 
1% 

Figure 25.' Settling Time Test Circuit 

Theory of Operation 
The AD624 is a monolithic instrumentation amplifier ·ba~ on ' 
a modification of the classic three-op-amp instrumentation IIII'i,. 
plifier. Monolithic construction and laser-wafer-triniming aIlo.w 
the tight matching and tracking of circuit components and the. 
high level of performance that this circuit architecture is capable 
of. 

A preamp section (QI-Q4) develops the programnied gaiGby" 
the use of feedback concepts. Feedback from the outputs M!\I. 
and A2 forces the collector currents of QI-Q4 to be constant 
thereby impressing the input voltage across ~. 

The gai~J' set by choosing the value of ~ from the equation, 
Gain =ao + I. The value of~ also sets the transconductance 
of the input preamp stage increasing it asymptotically to the 
transconductance of the input transistors as ~ is reduced for 
larger gains. This has three important advantages. First, this 
approach allows the circuit to achieve a very high open loop 
gain of 3 x 108 at a programmed gain of 1000 thus reducing gain 
related errors to a negligible 3ppm. Second, the gain bandwidth 
product which is detetnrined byC3 or C4 and the input trans
conductance, reaches 2SMHz'. Third, the input voltage noise 
reduces to a value detenniried by the collector current of the 
input transistors for an RTI noise of 4nV/vHZ at G "" 500. 

Figure 26 .. 'Noise Test Circuit 

INPUT CONSIl)ERATIONS 
Under input overload conditions the user will see ~+ 1000 
and two diode drops ( -,1.2V) betvveen the plus and minus inputs, 
in either direction. If safe overlOad current under all conditions 
is assumed to be IOmA, the maximum overload voltage is - :t 2.SV. 
While the AD624 can withstand this continuously, momentarY 
overloads of :t 10V will not harm the device. On the other hand 
the inputs should never exceed the supply voltage. 
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vo 

-v. 

Figure 2Z Simplified Circuit of Amplifier; Gain is Defined as 
((R56 + R57)I(RGl + 1. For a Gain of 1, RG is an Open Circuit. 

The ADS24 should be considered in applications that require 
. protection from severe input overload. If this is not possible, 
external protection resistors can be put in seri~, with the inputs 
of the AD624 to augment the internal (500) protection resistors. 
This will most seriously degrade the noise performance. For this 
reason the value of these resistors should be chosen to be as low 
as possible and still provide 10mA of current limitirig under 
maximum continuous overload conditions. In selecting the value 
of these resistors, the internal gain setting resistor and the 1.2 
volt drop need to be considered. For example, to protect the 
device from a continuous differential overload of 20V at a gain 
of 100, 1.9kO of resistance is required. The internal gain resistor 
is 4040; the internal protect resistor is 1000. There is a 1.2V 
drop across D I or D2 and the base-emitter junction of either 
QI and Q3 or Q2 and Q4 as shown in Figure 27, 14000 
of external resistance would be required (7000 in series with 
each input). The RTI noise in this. case . .would be 

v'4KTRext. + (4nV/vHZ)2 = 6'2nY/V'HZ. 

INPUT OFFSET AND OUTPUT OFFSET 
Voltage offset specifications are often cOnSid~ a figure of 
merit for instrumentation amplifiers. Whilelllitial offset may be 
adjusted to zero, shifts in offset voltage due to temperature 
variations will cause errors. Intelligent. systems can often correct 
for this factor with an auto-zero cycle, but there are many small
signal high-gain applications that don't have this capability. 

Voltage offset and offset drift each have two components; input 
and output. Input offset is that component of offset that is 



directly proportional to gain i.e., input offset as measured at the 
output at G = 100 is 100 times greater than at G = 1. Output 
offset is independent of gain. At low gains, output offset drift is 
dominant, while at high gains input offset drift dominates. 
Therefore, the output offset voltage drift is normally specified 
as drift at G = I (where input effects are insignificant), while 
input offset voltage drift is given by drift specification at a high 
gain (where output offset effects are negligible). All input-related 
numbers are referred to the input (RTI) which is to say that the 
effect on the output is "G" times larger. Voltage offset vs. power 
supply is also specified at one or more gain settings and is also 
RTI. 

By separating these errors, one can evaluate the total error inde
pendent of the gain setting used. In a given gain configuration 
both errors can be combined to give a total error referred to the 
input (R.T.I.) or output (R.T.O.) by the following formula: 

Total Error R.T.I. = input error + (output error/gain) 

Total Error R.T.O. = (Gain x input error) + output error 

As an illustration, a typical AD624 might have a + 2S011 V output 
offset and a - SOIL V input offset. In a unity gain configuration, 
the total output offset would be 20011 V or the sum of the two. 
At a gain of 100, the output offset would be -4.75mV or: 
+2S011V + 100(- SOI1V) = -4.7SmV. 

The AD624 provides for both input and output offset adjustment. 
This optimizes nulling in very high precision applications and 
minimizes offset voltage effects in switched gain applications. In 
such applications the input offset is adjusted first at the highest 
programmed gain, then the output offset is adjusted at G = 1. 

GAIN 
The AD624 includes high accuracy pre-trimmed internal gain 
resistors. These allow for single connection programming of 
gains of I, 100,200 and SOO. Additionally, a variety of gains 
including a pre-trimmed gain of 1000 can be achieved through 
series and parallel combinations of the internal resistors. Table I 
shows the available gains and the appropriate pin connections 
and gain temperature coefficients. 

The gain values achieved via the combination of internal resistors 
are extremely useful. The temperature coefficient of the gain is 
dependent primarily on the mismatch of the temperature coeffi
cients of the various internal resistors. Tracking of these resistors 
is extremely tight resulting in the low gain TC's shown in 
Table I. 

If the desired value of gain is not attainable using the internal 
resistors, a single external resistor can be used to achieve any 
gain between I and 10,000. This resistor connected between 

-INPUT o------{ 

G = 200 

G = 500 

RG, 

+ INPUT o------{ 

+Y. 

-Y, 

OUTPUT 
'---.() SIGNAl 

COMMON 

Figure 28. Operating Connections for G =200 

Applying the AD624 
Temperature 

Gain Coefficient Pin 3 
(Nominal) (Nominal) to Pin Connect Pins 

I -Oppm/oC 
100 - l.Sppmf'C 13 
12S -Sppm/oC 13 lito 16 
137 - S.Sppmf'C 13 II to 12 
186.5 -6.Sppm/oC 13 II to 12to 16 
200 -3.Sppmf'C 12 
250 -5.5ppm/oC 12 lito 13 
333 -ISppm/oC 12 II tol6 
375 -0.5ppmf'C 12 \3 to 16 
500 -lOppmf'C 11 
624 -Sppmf'C 11 \3 to 16 
688 - J.Sppmf'C 11 11 to 12; \3 to 16 
831 +4ppmf'C II 16to 12 

1000 Oppmf'C 11 16to 12; 13 to 11 

Table I. 

pins 3 and 16 programs the gain according to the formula 

Ro = G40~ I (see Figure 29). For best results Ro should be a 

precision resistor with a low temperature coefficient. An external 
Ro affects both gain accuracy and gain drift due to the mismatch 
between it and the internal thin-flim resistors R56 and R57. 
Gain accuracy is determined by the tolerance of the external Ro 
and the absolute accuracy ofthe internal resistors (± 20"AI). Gain 
drift is determined by the mismatch of the temperature coefficient 
of Ro and the temperature coefficient of the internal resistors 
(-ISppmf'C typ), and the temperature coefficient of the internal 
interconnections. 

-INPUT 

~' OR 
1kU 

+ INPUT 

RG, 

2.105kU 

+Y, 

-Y, 

REFERENCE 

G=~+1=20±2O% 

Figure 29. Operating Connections for G = 20 

The AD624 may also be configured to provide gain in the output 
stage. Figure 30 shows an H pad attenuator connected to the 
reference and sense lines of the AD624. The values of RI, R2 
and R3 should be selected to be as low as possible to minimize 
the gain variation and reduction of CMRR. Varying R2 will 
precisely set the gain without affecting CMRR. CMRR is deter
mined by the match of RI and R3. 

-INPUT o------{ 

G :: 500 

RG, 

+INPUTo------{: 

+Y, 

-Y, 

R' 
SkU 

R2 
5kll 

}-t----+--oYooo 

R3 
SkU 

Figure 30. Gain of 2500 
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NOISE 
The AD624 is designed to provide noise performance near the 
theoretical noise floor. This is an extremely important design 
criteria as the front end noise of an instrumentation amplifier is 
the ultimate limitation on the resolution of the. data acquisition 
system it is being used in. There are. two sources of noise in an 
instrument amplifier, the input noise, predominantly generated 
by the differential input stage, and the output noise, generated 
by the output amplifier. Both of these components are present 
at the input (and output) of the instrumentation amplifier. At 
the input, the input noise will appear unaltered; the output 
noise will be attenuated by the closed loop gain (at the output, 
the output noise will be unaltered; the input noise will be amplified 
by the closed loop gain). Those two noise sources must be root 
sum squared to determine the total noise level expected at the 
input (or output). 

The low frequency (0.1 to 10Hz) voltage noise due to the output 
stage is lOlL V Pop, the contribution of the input stage is 0.21L V 
Pop. At a gain of 10, the RTI voltage noise would be llLV pop, 

V(~y + (0.2)2. The RTO voltage noise would be 10.21LV 
p-p,<V102 + (0.2 (G»2. These calculations hold for applications 
using either internal or external gain resistors. 

INPUT BIAS CURRENTS 
Input bias currents are those currents necessary to bias the 
input transistors of a dc amplifier. Bias currents are an additional 
source of input error and must be considered in an total error 
budget. The bias currents when multiplied by the source resistance 
imbalance appear as an additional offset voltage. (What is of 
concern in calculating bias current errors is the change in bias 
current with respect to signal voltage and temperature.) Input 
offset current is the difference between the two input bias currents. 
The effect of offset current is an input offset voltage whose 
magnitude is the offset current times the source resistance. 

Although instrumentation amplifiers have differential inputs, 
there must be a return path for the bias currents. If this is not 
provided, those currents will charge stray capacitances; causing 
the output to drift uncontrollably or to saturate. Therefore, 
when amplifying "floating" input sources such as transformers 
and thermocouples, as well as ac-coupled sources, there must 
still be a dc path from each input to ground, (see Figure 31). 

J 

Figure 31a. Transformer Coupled 

TO POWER 
SUPPLY 
GROUND 

TO POWER 
SUPPLY 

t--------------' ..... ~ GROUND 

Rgure 31b. Thermocouple 
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+v. 

~~----------------~~-

Figure 31c. AC Coupled 

TO POWER 
SUPPLY 
GROUND 

Figure 31. Indirect Ground Returns for Bias Currents 

COMMON·MODE REJECTION 
Common-mode rejection is a measure of the change in output 
voltage when both inputs are changed by equal amounts. These 
specifications are usually given for a full-range input voltage 
change and a specified source imbalance. "Common-Mode Re
jection Ratio" (CMRR) is a ratio expression while "Common-Mode 
Rejection" (CMR) is the logarithm of that ratio. For example, a 
CMRR of 10,000 corresponds to a CMR of SOdB. 

In an instrumentation amplifier, ac common-mode rejection is 
only as good as the differential phase shift. Degradation of ac 
common-mode rejection is caused by unequal drops across differing 
track resistances and a differential phase shift due to varied 
stray capacitances or cable capacitances. In many applications 
shielded cables are used to minimize noise. This technique can 
create common-mode rejection errors unless the shield is properly 
driven. Figures 32 and 33 shows active data guards which are 
configured to improve ac common-mode rejection by "bootstrap
ping" the capacitances of the input cabling, thus minimizing 
differential phase shift. 

+v, 

-v, 

Figure 32. Shield Driver, G;;;, 100 

Figure 33. Differential Shield Driver 

GROUNDING 
Many data-acquisition components have two or more ground 
pins which are not connected together within the device. These 
grounds must be tied together at one point, usually at the system 
power supply ground. Ideally, a single solid ground would be 
desirable. However, since current flows through the ground 
wires ' and etch stripes of the circuit cards, and since these paths 
have resistance and inductance, hundreds of millivolts can be 
generated between the system ground point and the data acquisition 
components. Separate ground returns should be provided to 



*' IF INDEPENDENT. OTHERWISE 
RETURN AMPLIFIER REFERENCE 
TO MECCA AT ANALOG P.S. COMMON 

Figure 34. Basic Grounding Practice 

DIGITAL 
DATA 
OUTPUT 

minimize the current flow in the path from the most sensitive 
points to the system ground point. In this way supply currents 
and logic-gate return currents are not summed into the same 
return path as analog signals where they would cause measurement 
errors (see Figure 34). 

Since the output voltage is developed with respect to the potential 
on the reference terminal an instrumentation amplifier can solve 
many grounding problems. 

SENSE TERMINAL 
The sense terminal is the feedback point for the instrument 
amplifier's output amplifier. Normally it is connected to the 
instrument amplifier output. If heavy load currents are to be 
drawn through long leads, voltage drops due to current flowing 
through lead resistance can cause errors. The sense terminal can 
be wired to the instrument amplifier at the load thus putting the 
IxR drops "inside the loop" and virtually eliminating this error 
source. 

Figure 35. AD624 Instrumentation Amplifier with Output 
Current Booster 

Typically, IC instrumentation amplifiers are rated for a full 
± 10 volt output swing into 2k!l. In some applications, however, 
the need exists to drive more current into heavier loads. Figure 
35 shows how a current booster may be connected "inside the 
loop" of an instrumentation amplifier to provide the required 
current without significantly degrading overall performance. 
The effects of nonlinearities, offset and gain inaccuracies of the 
buffer are reduced by the loop gain of the IA output amplifier. 
Offset drift of the buffer is similarly reduced. 

REFERENCE TERMINAL 
The reference terminal may be used to offset the output by up 
to ± 10V. This is useful when the load is "floating" or does not 
share a ground with the rest of the system. It also provides a 
direct means of injecting a precise offset. It must be remembered 
that the total output swing is ± 10 volts, from ground, to be 
shared between signal and reference offset. 

AD624 
+Vo 

V,,+ 

V,,-

Figure 36. Use of Reference Terminal to Provide Output 
Offset 

When the IA is of the three-amplifier configuration it is necessary II 
that nearly zero impedance be presented to the reference terminal. 
Any significant resistance, including those caused by PC layouts 
or other connection techniques, which appears between the 
reference pin and ground will increase the gain of the noninverting 
signal path, thereby upsetting the common-mode rejection of 
the IA. lnadvenent thermocouple connections created in the 
sense and reference lines should also be avoided as they will 
directly affect the output offset voltage and output offset voltage 
drift. 

In the AD624 a reference source resistance will unbalance the 
CMR trim by the ratio of lOk!lIRREF. For example, if the reference 
source impedance is 10, CMR will be reduced to 80dB (IOknt 
10 = 80dB). An operational amplifier may be used to provide 
that low impedance reference point as shown in Figure 36. The 
input offset voltage characteristics of that amplifier will add 
directly to the output offset voltage performance of the in
strumentation amplifier. 

An instrumentation amplifier can be turned into a voltage-to-cur
rent convener by taking advantage of the sense and reference 
terminals as shown in Figure 37. 

-INPUT 

Figure 37. Voltage-to-Current Converter 

By establishing a reference at the "low" side of a current setting 
resistor, an output current may be defined as a function of 
input voltage, gain and the value of that resistor. Since only a 
small current is demanded at the input of the buffer amplifier 
A2, the forced current k williargely flow through the load. 
Offset and drift specifications of A2 must be added to the output 
offset and drift specifications of the IA. 

PROGRAMMABLE GAIN 
Figure 38 shows the AD624 being used as a software programmable 
gain amplifier. Gain switching can be accomplished with mechani
cal switches such as DIP switches or reed relays. It should be 
noted that the "on" resistance of the switch in series with the 
internal gain resistor becomes pan of the gain equation and will 
have an effect on gain accuracy. 

INSTRUMENTATION AMPLIFIERS 4-57 



Figure 38. Gain Programmable Amplifier 

A significant advantage in using the internal gain resistors in a 
programmable gain configuration is the minimization of ther
mocouple signals which are often present in multiplexed data 
acquisition systems. 

If the full performance of the AD624 is to be achieved, the user 
must be extremely careful in desiguing and laying out his circuit 
to minimize the remaining thermocouple signals. 

The AD624 can also be connected for gain in the output stage. 
Figure 39 shows an ADS47 used as an active attenuator in the 
output amplifier's feedback loop. The active attenuation presents 
a very low impedance to the feedback resistors therefore minimiz
ing the common-mode rejection ratio degradation . 

••• o-f-..-:l"-[i] 

Figure 39. Programmable Output Gain 

Another method for developing the switching scheme is to use a 
DAC. The AD7528 dual DAC which acts essentially as a pair of 
switched resistive attenuators having high analog linearity and 
symmetrical bipolar transmission is ideal in this application. 
The multiplying DAC's advantage is that it can handle inputs of 
either polarity or zero without affecting the programmed gain. 
The circuit shown uses an AD7528 to set the gain (DAC A) and 
to perform a fine adjustment (DAC B). 
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Figure 40. Programmable Output Gain Using a DAC 

AUTO-ZERO CIRCUITS 
In many applications it is necessary to provide very accurate 
data in high gain configurations. At room temperature the offset 
effects can be nulled by the use of offset trimpots. Over the 
operating temperature range, however, offset nulling becomes a 
problem. The circuit of Figure 41 shows a CMOS DAC operating 
in the bipolar mode and connected to the reference terminal to 
provide software controllable offset adjustments. 

<Y, 

Figure 41. Software Controllable Offset 

In many applications complex software algorithms for auto-zero 
applications are not available. For these applications Figure 42 
provides a hardware solution . 
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Figure 42. Auto-Zero Circuit 



The microprocessor controlled data acquisition system shown in 
Figure 43 includes includes both auto-zero and auto-gain capa
bility. By dedicating two of the differential inputs, one to ground 
and one to the AID reference, the proper program calibration 
cycles can eliminate both initial accuracy errors and accuracy 
errors over temperature. The auto-zero cycle, in this application, 
converts a number that appears to be ground and then writes 
that same number (8 bit) to the AD7524 which eliminates the 
zero error since its output has an inverted scale. The auto-gain 
cycle converts the AID reference and compares it with full scale. 
A multiplicative correction factor is then computed and applied 
to subsequent readings. 

Figure 43. Microprocessor Controlled Data Acquisition 
System 

WEIGH SCALE 
Figure 44 shows an example of how an AD624 can be used. to 
condition the differential output voltage from a load cell. The 
10% reference voltage adjustment range is required to accommo
date the 10% transducer sensitivity tolerance. The high linearity 
and low noise of the AD624 make it ideal for use in applications 
of this type particularly where it is desirable to measure small 
changes in weight as opposed to the absolute value. The addition 
of an auto gain/auto tare cycle will enable the system to remove 
offsets, gain errors, and drifts making possible true 14-bit 
performance. 

..". 
1. LOAD CELL THlEA MODEL 1010 tlKG. OUlPUTlnIVN :1:111%. 
2. R1,1IZ.1Id ID SELECTED FORAD11114. QUTPUT10V :1:10'lI0. 

Figure 44. AD624 Weigh Scale Application 

AD624 
ACBRIDGE 
Bridge circuits which use dc excitation are often plagued by 
errors caused by thermocouple effects, llf noise, dc drifts in the 
electronics, and line noise pick-up. One way to get around these 
problems is to excite the bridge with an ac waveform, amplify 
the bridge output with an ac amplifier, and synchronously de
modulate the resulting signal. The ac phase and amplitude in
formation from the bridge is recovered as a dc signal at the 
output of the synchronous demodulator. The low frequency 
system noise, dc drifts, and demodulator noise all get mixed to 
the carrier frequency and can be removed by means of a low 
pass filter. Dynamic response of the bridge must be traded off 
against the amount of attenuation required to adequately suppress 
these residual carrier components in the selection of the filter. 

Figure 45 is an example of an ac bridge system with the AD630 
used as a synchronous demodulator. The oscilloscope photograph 
shows the results of a 0.05% bridge imbalance caused by the 
IMeg resistor in parallel with one leg of the bridge. The top 
trace represents the bridge excitation, the upper middle trace is 
the amplified bridge output, the lower-middle trace is the output 
of the synchronous demodulator and the bottom trace is the 
filtered dc system output. 

This system can easily resolve a 0.5ppm change in bridge im
pedance. Such a change will produce a 6.3mV change in the low 
pass filtered dc output, well above the RTO drifts and noise. 

The AC-CMRR of the AD624 decreases with the frequency of 
the input signal. This is due mainly to the package-pin capacitance 
associated with the AD624's internal gain resistors. If AC-CMRR 
is not sufficient for a given application, it can be trimmed by 
using a variable capacitor connected to the amplifier's RG2 pin 
as shown in Figure 45. 

Figure 45. AC Bridge 

BRIDGE EXCITATION 
(2OVldlvllAI 

AMPUFfED BRIDGE 
OUTPUT !6V/dlv] IB] 

DEMODULATED BRIDGE 
OUTPUT (5VldM Ie) 

Ffl TER OUTPUT (Wid"') ,., 

Figure 46. AC Bridge Waveforms 
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Figure 47. Typical Bridge Application 

ERROR BUDGET ANALYSIS 

14-81T 
ADC 

OT02V 
F.S. 

To illustrate how instrumentation amplifier specifications are 
applied, we will now examine a typical case where an AD6Z4 is 
required to amplify the output of an unbalanced transducer. 
Figure 47 shows a differential transducer, unbalanced by =50, 
supplying a 0 to ZOmV signal to an AD6Z4C. The output of the 
IA feeds a 14-bit A to D converter with a 0 to Z volt input 
voltage range. The operating temperature range is - Z5°C to 
+ 85°C. Therefore, the largest change in temperature AT within 
the operating range is from ambient to + 85°C (85°C-Z5°C 

In many applications, differential linearity and resolution are of 
prime importance. This would be so in cases where the absolute 
value of a variable is less important than changes in value. In 
these applications, only the irreducible errors (ZOppm=0.002%) 
are significant. Furthermore, if a system has an intelligent pro· 
cessor monitoring the A to D output, the addition of a auto·gainl 
auto·zero cycle will remove all reducible errors and may eliminate 
the requirement for initial calibration. This will also reduce 
errors to 0.002%. 

= 60°C). 

Effect on Effect on 
Absolute Absolute Effect 

AD624C Accuracy Accuracy on 
Error Source Specifications Calculation atTA = 25°C atTA = 8S·C Resolution 

Gain Error ±O.l% ±O.l% = lOOOppm lOOOppm 1000ppm 
Gain Instability 10ppm (IOppmrC)(60°C) = 600ppm 600ppm 
Gain Nonlinearity ±0.001% ±0.001% = IOppm 10ppm 
Input Offset Voltage ±2S .... V,RTI ±Z5 .... V/ZOmV= ±12S0ppm 12S0ppm 12S0ppm 
Input Offset Voltage Drift ±0.2S .... VrC (± 0.25 .... VrC)(60°C) = IS .... V 

IS .... V/20mV = 7S0ppm 7S0ppm 
Output Offset Voltage 1 ±Z.OmV ±Z.OmV/ZOmV = 1000ppm 1000ppm lOOOppm 
Output Offset Voltage Drift' ±Io .... vrc (± 10 .... V rC)( 60°C) = 600 .... V 

6OO .... V/ZOmV = 300ppm 300ppm 
Bias Current - Source ±ISnA (± ISnA)(SH) = 0.075 .... V 

Imbalance Error O,07S .... V/ZOmV = 3.7Sppm 3.75ppm 3.7Sppm 
Offset Current - Source ±lOnA (± 10nA)(SH) = 0.050 .... V 

Imbalance Error O.OSO .... V/ZOmV = 2.Sppm 2.5ppm Z.Sppm 
Offset Current - Source ±IOnA (IOnA)(17S!l) = 1.75 .... V 

Resistance - Error J.7S .... V/ZOmV = 87.Sppm 87.5ppm 87.Sppm 
Offset Current - Source ±IOOpArC (IOOpArC)(l7SH)(60°C) = I .... V 

Resistance - Drift I .... V/ZOmV = 50ppm SOppm 
Common Mode Rejection 115dB 115dB = J.8ppm x SV = 9 .... V 

SVdc 9 .... V IZOm V = 444ppm 450ppm 4S0ppm 
Noise,RTI 

(O.I-IOHz) O.ZZ .... Vp.p 0.ZZ .... Vp·p/20mV = IOppm IOppm 

Total Error 3793.75ppm 5493.7Sppm 20ppm 

'Output offset voltage and output offset voltage dtift are given as RTI fIgUres. 

Table If. Error Budget Analysis of AD624CD in Bridge Application 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
User Programmed Gains of 1 to 10.000 
Low Gain Error: 0.02% max 
Low Gain TC: 5ppmrc max 
Low Nonlinearity: 0.001% max 
Low Offset Voltage: 25 .... V 
Low Noisa 4nvtVRi (et 1kHz) RTI 
Gain Bandwidth Product: 25MHz 
16-Pin Ceramic or Plastic DIP Package 
MIL-Standard Parts Available 
Low Cost 

PRODUCT DESCRIPTION 
The AD625 is a precision instrumentation amplifier specifically 
designed to fulfill two major areas of application: 
I) Circuits requiring nonstandard gains (i.e., gains not easily 
achievable with devices such as the AD524 and AD624). 
2) Circuits requiring a low cost, precision software program
mable gain amplifier. 

For low noise, high CMRR, and low drift the AD625JN is the 
most cost effective instrumentation amplifier solution available. 
An additional three resistors allow the user to set any gain from 
I to 10,000. The error contribution of the AD625JN is less than 
0.05% gain error and under 5ppml"C gain TC; performance 
limitations are primarily determined by the external resistors. 
Common-mode rejection is independent of the feedback resistor 
matching. 

A software programmable gain amplifier (SPGA) can be configured 
with the addition of a CMOS multiplexer (or other switch network), 
and a suitable resistor network. Because the ON resistance of 
the switches is removed from the signal path, an AD625 based 
SPGA will deliver 12-bit precision, and can be programmed for 
any set of gains between I and 10,000, with completely user 
selected gain steps. 

For the highest precision the AD625C offers an input offset 
voltage drift of less than 0.25 .... VfC, output offset drift below 
15 .... VfC, and a maximum nonlinearity of 0.001% at G= 1. All 
grades exhibit excellent ac performance; a 25MHz gain bandwidth 
product, 5V .... s slew rate and 15 .... s settling time. 

The AD625 is available in three accuracy grades (A, B, C) for 
industria1 ( - 25·C to + 85"C) temperature range, two grades a, 
K) for commercial (0 to + 70"C) temperature range, and one (S) 
grade rated over the extended ( - 55·C to + 125"C) temperature 
range. 

+ GAIN 
DRIVE 

+GAIN 
SENSE 

Programmable Gain 
Instrumentation Amplifier 

AD625 I 
AD625 FUNCTIONAL BLOCK DIAGRAM 

PRODUCT HIGHLIGHTS 
1. The AD625 affords up to 16-bit precision for user selected 

fixed gains from I to 10,000. Any gain in this range can be 
programmed by 3 external resistors. 

2. A 12-bit software programmable gain amplifier can be confi
gured using the AD625, a CMOS multiplexer and a resistor 
network. Unlike previous instrumentation amplifier designs, 
the ON resistance of a CMOS switch does not affect the gain 
accuracy. 

3. The gain accuracy and gain temperature coefficient of the 
amplifier circuit are primarily dependent on the user selected 
external resistors. 

4. The AD625 provides totally independent input and output 
offset nulling terminals for high precision applications. This 
minimizes the effects of offset voltage in gain-ranging 
applications. 

5. The proprietary design of the AD625 provides input voltage 
noise of 4nV/vHZ at 1kHz. 

6. External resistor matching is not required to maintain high 
common-mode rejection. 
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SPECIFIC4TIONS (typiCal @ Vs = ±l5V, R.. = 2k0 and TA = +2SOC unless otherwise specified) 

AD625A1JIS AD625BIK AD62SC 
ModeJ Min Typ ,Max Min Typ Max Min, Typ Max Units 

GAIN 2 RF 2 RF 2RF 
Gain Equation -+1 R;;+ I R;;+I 

RG 

GainRange I 10,000 I 10,000 I 10,000 
GamError' ±.035 ±O.O5 ±0.02 ±O.03 ±0.01 ±0.02 % 
Nonlinearity, Gain = 1-256 ±O.OOS ±0.002 ±O.OOI % 

Gam>256 ±0.01 ±0.008 ±O.OOS % 
Gam VB. Temp. Gain< 1000' 5 5 5 ' ppmI"C 

GAIN SENSE INPUT 
Gain Sense Current 300 500 ISO 250 50 100 nA 

VB. Temperature 5 20 2 IS 2 10 nAI"C 
Gam Sense Offset Current ISO soo 75 250 50 100 nA 

vs. Temperature 2 IS I 10 I 5 nAI"C 

VOLTAGE OFFSET (May be Nulled) 
Input Offset Voltage 50 200 25 50 10 25 ILV 

... Temperature I 212 0.25 0.50/1 0.1 0.25 ILVI"C 
Output Offset Voltage 4 5 2 3 I 2 mV 

vs. Temperature 20 50/50 10 25/40 10 15 ILVI"C 
Offset Referred to the 

Input ... Supply 
G=I 70 75 75 85 80 90 dB 
G=IO 85 95 90 100 95 lOS dB 
G=IOO 95 100 105 lIO lIO 120 dB 
G=IOOO 100 lIO 110 120 115 140 dB 

INPUT CURRENT 
Input Bia. Current ±30 ±50 ±20 ±25 ±IO ±15 nA 

vs. Temperature ±50 ±50 ±50 pAre 
Input Offset Current ±2 ±35 ±I ±15 ±I ±5 nA 

v •. Temperature ±20 ±20 ±20 pAre 

INPUT 
Input Impedance 

Differential Resistance I I I GO 
Differential Capscitance 4 4 4 pF 
Common~Mode Resistance I I I GO 
Common-Mode Capscitance 4 4 4 pF 

Input Voltage Range 
Differ . Input Linear (Vor)' ±IO :tl0 ±IO V 

Cummon-Mode Linear (V cAi) 12V -(~ XVo) 12V -(~ XVo) 12V -(~ XVo) 
Common-~od~ ,Rejection Ratio de to 

60Hz With lill Source Imbalance 
G=I 70 75 75 85 80 90 dB 
G=IO 90 95 95 lOS 100 115 dB 
G=IOO 100 105 105 115 lIO 125 dB 
G=IOOO no 115 n5 125 120 140 dB 

OUTPUT RATING ±IOV ±IOV ±IOV 
@5mA @5mA @5mA 

DYNAMIC RESPONSE 
Small Sisna\ - 3dB 

G=I(RF =20kO) 650 650 650 kHz 
G=IO 400 400 400 k~ 
G=IOO ISO ISO 150 kHz 
G=IOOO 25 25 25 kHz 

Slew Rate 5.0 5.0 5.0 VI,.., 
Seuling Time to 0.01%, 20V Step 

G= Ito 200 15 15 15 IL' 
G=500 35 35 35 IL' 
G=IOOO 75 75 75 IL' 

NOISE 
Voltage Noise, 1kHz 

nVrViiZ R.T.I. 4 4 4 
R.T.O. 75 75 75 nVrViiZ 

R.T.I.,O.I to 10Hz 
G=I 10 10 10 ILVP-P 
G=IO 1.0 1.0 1.0 ILVP-P 
G=IOO 0.3 0.3 0.3 ILVP-P 
G=IOOO 0.2 0.2 0.2 ILVP-P 

Current Noise 
O.IHzto 10Hz 60 60 60 pAp-p 
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AD625 
AD6lSAJIIS AD6lSBIK AD6l5C 

Model MiD Typ Max MiD Typ Max MiD Typ Max UIIiII 

SENSE INPUT 
RIN 10 10 10 kO 
lIN 30 30 30 jl.A 
Voltage Range ±IO ±IO ±IO V 
Gain to Output 1±0.01 1±0.01 1±0.01 % 

REFERENCE INPUT 
RIN 20 20 20 kO 
lIN 30 30 30 jI.A 
Voltage Range ::tlO :10 ±IO V 
Gain to Output 1±0.01 1±0.01 1±0.01 % 

TEMPERATURE RANGE 
Specified Performance 

J/KGrades 0 +70 0 +70 "C 

AlBIC Grades -25 +85 -25 +85 -25 +85 "C 

SGrode -55 +125 
Storage -65 +150 -65 +150 -65 +150 "C 

POWER SUPPLY 
Power Supply Range ±6to ± 18 ::t6to :!:I8 :6to ±18 V 
Quiescent Current 3.5 5 3.5 5 3.5 5 rnA 

PACKAGE OPTIONS' 
Cerarnic(D-16) AD625A,D/SD AD625BD AD625CD 
P1asticDIP(N-16) AD625JN AD625KN 
Leadless Chip Carrier (E-20A) AD625AE 

NOTES 
IGain Error and Gain TC are for the AD625 only. Resistor network errors will add to the specified errors. 
2VOL is the maximum differential input voltage at G= 1 for specifled nonlinearity. 
VOL at other gains = IOV/G. 
V 0 = actual differential input voltage. 
Example: G~ 10, VD ~ 0.50 
VCM ~ 12V-{1012 xO.50V)~9.5V. 

3See Section 20 for package outline information. 

Specifications subject to change without notice. 

All min and max specifications are guaranteed. Specifications shown in boldface are tested on all production 
units at fmal electrical test. Results from those tests are used to calculate outgoing quality levels. 

ABSOLUTE MAXIMUM RATINGS 1 

Supply Voltage ..... . 
Internal Power Dissipation 
Input Voltage ...... . 
Differential Input Voltage2 
Output Short Circuit Duration 
Storage Temperature Range D 
Storage Temperature Range N 
Operating Temperature Range 

AD625JIK 
AD625AJB/C ...... . 

· ±18V 
450mW 

· . ±Vs 
· . ±Vs 

Indefinite 
-65°C to + 150°C 
-65OC to + l250C 

... 0 to +700C 
- 25°C to + 85°C 

AD625S ........ 
Lead Temperature Range 
(Soldering, 60 seconds) . 

NOTE 

- 55°C to + 125°C 

. .... +300°C 

lStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to tlte device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 

PIN CONFIGURATIONS 
Leadless Chip Carrier (E) Package 

Ceramic and Plastic DIP (D and N) Packages 

R11 NULL 4 

1m NULLS 

NC8 

+GAlN DRIVE 7 

Ne8 

i 
i ~ li I 0 

, 20 19 

" " .. 
AD625 

TOPYIEW 
(Not to Scale) 

9 10 " 12 13 I ~ li ~ J 

18RTO NULL 

17 RTONUU 

ISNC 

15 -GAIN DRIVER 

14 SENSE 
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Typical Characteristics 
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Theory of Operation 
The AD625 is a monolithic instrumentation amplifier based on 
a modification of the classic three-op-amp approach. Monolithic 
construction and Iaser-wafer-trimming allow the tight matching 
and tracking of circuit components. This insures the high level 
of performance inherent in this circuit architecture. 

A preamp section (QI-Q4) provides additional gain to Al and 
A2. Feedback from the outputs of Al and A2 forces the collector 
currents of QI-Q4 to be constant, thereby, impressing the input 
voltage across Ra. This creates a differential voltage at the outputs 
of Al and A2 which is given by the gain (2RpIRa + 1) times 
the differential portion of the input voltage. The unity gain 
subtractor, A3, removes any common-mode signal from the 
output voltage yielding a single ended output, VOUT, referred to 
the potential at the reference pin. 

The value of Ra is the determining factor of the transconductance 
of the input preamp stage. As Ra is reduced for larger gains the 
transconductance increases. This has three important advantages. 
First, this approach a110ws the circuit to achieve a very high 
open-loop gain of (3 x 108 at programmed gains '" 500) thus 
reducing gain related errors. Second, the gain-bandwidth product, 
which is determined by C3, C4, and the input transconductance, 
increases with gain, thereby, optimizing frequency response. 
Third, the input voltage noise is reduced to a value determined 
by the collector current of the input transistors (4n V IYHZ). 

INPUT PROTECTION 
Differential input amplifierS frequently encounter input voltages 
outside of their linear range of operation. There are two consid
erations when applying input protection for the AD625; 1) that 
continuous input current must be limited to less than IOmA and 
2) that input voltages must not exceed either supply by more 
than one diode drop (approximately O.6V @ 25°C). 

Under differential overload conditions there is (Ra + 100)0 in 
series with two diode drops (approximately 1.2V) between the 
plus and minus inputs, in either direction. With no external 
protection and RG very small (i.e., 400), the maximum overload 
voltage the AD625 can withstand, continuously, is approximately 
±2.5V. Figure 26A shows the external components necessary to 
protect the AD625 under all overload conditions at any gain . 

• v. 

...... 
v. 

REf 

-IN 

L--+---: .. 6:IN-~-":'~'N--t-...J 
SENSE SENSE 

-v. 

Figure 25. Simplified Circuit of the AD625 
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The diodes to the supplies ale only necessary if input voltages 
outside of the range of the supplies are encountered. In higher 
gain applications where differential voltages are small, back-to
back zener diodes and smaller resistors, as shown in Figure 26b, 
provides adequate protection. Figure 26c shows low cost PETs 
with a maximum ON resistance of 3000 configured to offer 
input protection with minimal degradation to noise, (5.2nV/YHZ 
compared to normal noise performance of 4nV/YHZ). 

During differential overload conditions, excess current will flow 
through the gain sense lines (pins 2 and 15). This will have no 
effect in fixed gain applications. However, if the AD625 is 
being used in an SPGA application with a CMOS multiplexer, 
this current should be taken into consideration. The current 
capabilities of the multiplexer may be the limiting factor in 
a110wable overflow current. The ON resistance of the switch 
should be included as part of Ra when calculating the necessary 
input protection resistance. 

Figure 268. Input Protection Circuit 

". 

-v. 

Figure 26b. Input Protection Circuit for G>5 

+v • 

Figure 26c. Input Protection Circuit 



Any resistors in series with the inputs of the AD625 will degrade 
the noise performance. For this reason the circuit in Figure 26b 
should be used if the gains are all greater than 5. For gains less 
than 5, either the circuit in Figure 26a or in Figure 26c can be 
used. The two 1.4kO resistors in Figure 26a will degrade the 
noise performance to: 

v' 4kTR.., + (4nV/YHZ)2 = 7.9nV/v'Hz 

RESISTOR PROGRAMMABLE GAIN AMPLIFIER 
In the resistor-programmed mode (Figure 27), only three external 
resistors are needed to select any gain from I to 10,000. Depending 
on the application, discrete components or a pretrimmed network 
can be used. The gain accuracy and gain TC are primarily de
termined by the external resistors since the AD625C contributes 
less than 0.02% to gain error and under 5ppmf'C gain TC. The 
gain sense current is insensitive to common-mode voltage, making 
the CMRR of the resistor programmed AD625 independent of 
the match of the two feedback resistors, RF. 

Selecting Resistor Values 
As previously stated each RF provides feedback to the input 
stage and sets the unity gain transconductance. These feedback 
resistors are provided by the user. The AD625 is tested and 
specified with a value of 20kO for RF. Since the magnitude of 
RTO errors increases with increasing feedback resistance, values 
much above 20kO are not recommended (values below 10kfi for 
RF may lead to instability). Refer to the graph of RTO noise, 
offset, drift, and bandwidth (Figure 28) when selecting the 
feedback resistors. The gain resistor (~) is determined by the 
formula RG = 2RF/(G-l). 

Figure 27. AD625 in Fixed Gain Configuration 

A list of standard resistors which can be used to set some common 
gains is shown in Table I. 

For single gain applications, only one offset null adjust is necessary; 
in these cases the RTI null should be used. 

. 
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Applying the AD625 
. NOliE "to DFFIITVOLTACII 

./" 
V -I--"" 

. 
/ 

/ 

,"-/< ... 

lITO OFF"T VOLTAGE DRIFT 

/ 
/ 

/ 

~~ ~ln 
:::::::: 

~ 
~ 

\ I 
\ II 

2Dk :10k 40k I0Il 
FEEblACK IIEBISTAMCE - n 

Figure 2B. RTO Noise, Offset, Drift, and Bandwidth vs. 
Feedback Resistance Normalized to 20kO 

GAIN 

I 
2 
5 

10 
20 
50 

100 
200 
500 

1000 
4 
8 

16 
32 
64 

128 
256 
512 

1024 

Rp 

20ldl 
19.6ldl 
20kfi 
20kfi 
20kfi 
19.6kfi 
20kfi 
20.5kfi 
19.6kfi 
19.6kfi 
20kfi 
19.6kfi 
20kfi 
19.6kfi 
20ldl 
20kfi 
19.6ldl 
19.6kn 
19.6kO 

00 

39.2kfi 
10kfi 
4.42kO 
2.1kfi 
8060 
4020 
2050 
78.70 
39.20 
13.3kfi 
5.62ldl 
2.67kfi 
1.27ldl 
6340 
3160 
1540 
76.80 
38.30 

Table I. Common Gains Nominally within ±O.5% Error 
Using Standard 1% Resistors 
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SENSE. TERMINAL 
The sense tcl-minat is the feedback. point for the AD625 output 
amplifier. Normally it is connected directly to the output. If 
heavy load currents are to be drawn through long leads, voltage 
drops through lead resistance can cause errors. In these instances 
the sense terminal can be wired to the load thus putting the 
I x R drops "inside the loop" and virtually eliminating this 
error source. 

Typically, IC instrumentation amplifiers are rated for a full ± 10 
volt output swing into 2kO. In some applications, however, the 
need exists to drive more current into heavier loads. Figure 29 
shows how a high-current booster may be connected "inside the 
loop" of an instrumentation ·amplifier. By using an external 
power boosting circuit, the power dissipated by the AD625 will 
remain low, thereby, minimizing the errors induced by self-heat
ing. The effects of nonlinearities, offset and gain inaccuracies of 
the buffer are reduced by the loop gain of the AD625's output 
amplifier. . 

v, .. + 

" 
'. 

" " 
v.-

Figure 29. AD625 Instrumentation Amplifier with Output 
Current Booster 

REFERENCE TERMINAL 
The reference terminal may be used to offset the output by up 
to ± IOV. This is useful when the load is "floating" or does not 
share a ground with the rest ofthe system. It also provides a 
direct means of injecting a precise offset. However, it must be 
remembered that the total output swing is ± 10 volts, from 
ground, to be shared between signal and reference offset. 

The AD625 reference terminal must be presented with nearly 
zero impedance. Any significant resistance, including those 
caused by PC layouts or other connection techniques, will increase 
the gain of the noninverting sigfi;u path, thereby, upsetting the 
common-mode rejection of the In-Amp. Inadvertent thermocouple 
connections created in the sense and reference lines should also 
be avoided as they will directly affect the output offset voltage 
and output offset voltage drift. 

In the AD625 a reference source resistance will unbalance the 
CMR trim by the ratio of lOknIRREP• For example, if the reference 
source impedance is In, CMR will be reduced to 80dB (lOkO/lO 
= 8OdB). An operational amplifier may be used to provide the 
low impedance reference point as shown in Figure 30. The 
input offset voltage characteristics of that amplifier will add 
directly to the output offset voltage performance of the in-
strumentation amplifier. . 

The circuit of Figure 30 also shows a CMOS DAC operating in 
the bipolar mode and connnected to the reference terminal to 
provide software controllable offset adjustments. The total offset 
range is equal to ± (VREF/2 x R5~)' however, to be symmetrical 
about OV R3 = 2 x R.. 
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The offset per bit is equal to the total offset range divided by 
2N , where N = number of bits of the DAC. The range of offset 
for Figure 30 is ± 120m V, and the offset is incremented in steps 
of 0.9375mV/LSB .. 

'. 

Figure 30. Software Controllable Offset 

An instrumentation amplifier can be turned into a voltage-to
current converter by taking advantage of the sense and reference 
terminals as shown in Figure 31. 

Figure 31. Voltage-to-Current Converter 

By establishing a reference at the "low" side of a currellt setting 
resistor, an output current may be defmed as a function of 
input VQltage, gain and the value of that resistor, Since only a 
small current is demanded at the input of the buffer amplifier 
AI, the forced current IL will largely flow through the load. 
Offset and drift specifications of A2 must be added to the output 
offset and drift specifications of the In-Amp. 



INPUT AND OUTPUT OFFSET VOLTAGE 
Offset voltage specifications are often considered a figure of 
merit for instrumentation amplifiers. While initial offset may be 
adjusted to zero, shifts in offset voltage due to temperature 
variations will cause errors. Intelligent systems can often correct 
for this factor with an auto-zero cycle, but this requires extra 
circuitry. 

Offset voltage and offset voltage drift each have two components: 
input and output. Input offset is that component of offset that 
is generated at the input stage. Measured at the output it is 
directly proportional to gain, i.e., input offset as measured at 
the output at G = 100 is 100 times greater than that measured 
at G = 1. Output offset is generated at the output and is constant 
for all gains. 

The input offset and drift are multiplied by the gain, while the 
output terms are independent of gain, therefore, input errors 
dominate at high gains and output errors dominate at low gains. 
The output offset voltage (and drift) is normally specified at 
G = 1 (where input effects are insignificant), while input offset 
(and drift) is given at a high gain (where output effects are 
negligible). All input-related parameters are specified referred to 
the input (R TI) which is to say that the effect on the output is 
"G" times larger. Offset voltage vs. power supply is also specified 
as an RTI error. 

By separating these errors, one can evaluate the total error inde
pendent of the gain. For a given gain, both errors can be combined 
to give a total error referred to the input (RT!) or output (RTO) 
by the following formula: 

Total Error RTI = input error + (output error/gain) 

Total Error RTO = (Gain x input error) + output error 

The AD625 provides for both input and output offset voltage 
adjustment. This simplifies nulling in very high perecision ap
plications and minimizes offset voltage effects in switched gain 
applications. In such applications the input offset is adjusted 
first at the highest programmed gain, then the output offset is 
adjusted at G = 1. If only a single null is desired, the input 
offset null should be used. The most additional drift when using 
only the input offset null is 0.9,...VI"C, RTO. 

COMMON-MODE REJECTION 
Common-mode rejection is a measure of the change in output 
voltage when both inputs are changed by equal amounts. These 
specifications are usually given for a full-range input voltage 
change and a specified source imbalance. 

In an instrumentation amplifier, degradation of common-mode 
rejection is caused by a differential phase shift due to differences 
in distributed stray capacitances. In many applications shielded 
cables are used to minimize noise. This technique can create 

Figure 32. Common-Mode Shield Driver 

AD625 
common-mode rejection errors unless the shield is properly 
driven. Figures 32 and 33 show active data guards which are 
configured to improve ac common-mode rejection by "bootstrap
ping" the capacitances of the input cabling, thus minimizing 
differential phase shift. 

Figure 33. Differential Shield Driver 

GROUNDING 
In order to isolate low level analog signals from a noisy digital 
environment, many data-acquisition components have two or 
more ground pins. These grounds must eventually be tied together 
at one point. It would be convenient to use a single ground line, 
however, current through ground wires and pc runs of the 
circuit card can cause hundreds of millivolts of error. Therefore, 
separate ground returns should be provided to minimize the 
current flow from the sensitive points to the system ground (see 
Figure 34). Since the AD625 output voltage is developed with 
respect to the potential on the reference terminal, it can solve 
many grounding problems. 

Figure 34. Basic Grounding Practice for a Data Acquisition 
System 

GROUND RETURNS FOR BIAS CURRENTS 
Input bias currents are those currents necessary to bias the 
input transistors of a dc amplifier. There must be a direct return 
path for these currents, otherwise they will charge external 
capacitances, causing the output to drift uncontrollably or saturate. 
Therefore, when amplifying "floating" input sources such as 
transformers, or ac-coupled sources, there must be a dc path 
from each input to ground as shown in Figure 35. 
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Figure 35a. Ground Returns for Bias Currents with 
Transformer Coupled Inputs 

Figure 35b. Ground Returns for Bias Currents with 
Thermocouple Input 

Figure 35c. Ground Returns for Bias Currents with AC 
Coupled Inputs 

AUTO-ZERO CIRCUITS 
In many applications it is necessary to maintain high accuracy. 
At room temperature, offset effects can be nulled by the use of 
offset trimpots. Over the operating temperature range, however, 
offset nulling becomes a problem. For these applications the 
auto-zero circuit of Figure 36 provides a hardware solution. 

OTHER CONSIDERATIONS 
One of the more overlooked problems in designing ultra-low'<lrift 
dc amplifiers is thermocouple induced offset. In a circuit comprised 
oftwo dissimilar conductors (i.e., copper, kovar), a current 
flows when the two junctions are at different temperatures . 
. When this circuit is broken, a voltage known as the "Seebeck" 
or thermocouple emf can be measured. Standard IC lead material 
(kovar) and copper form a thermocouple with a high thermoelectric 
potential (about 35 .... V"C). This means that care must be taken 
to insure that all connections (especially those in the input circuit 
of the AD625) remain isothermal. This includes the input leads 
(1, 16) and the gain sense lines (2, 15). These pins were chosen 
for symmetry, helping to desensitize the input circuit to thermal 
gradients. In addition, the user should also avoid air currents 
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Figure 36. Auto-Zero Circuit 

over the circuitry since slowly fluctuating thermocouple voltages 
will appear as "flicker" noise. In SPGA applications relay contacts 
and CMOS mux leads are both potential sources of additional 
thermocouple errors. 

The base emitter junction of an input transistor can rectify out 
of band signals (i.e., RF interference). When amplifying small 
signals, these rectified voltages act as small dc offset errors. The 
AD625 allows direct access to the input transistors' bases and 
emitters enabling the user to apply some first order ftltering to 
these unwanted signals. In Figure 37, the RC time constant 
should be chosen for desired attenuation of the interfering signals. 
In the case of a resistive transducer, the capacitance alone working 
against the internal resistance of the transducer may suffice. 

". ". ". 

y •• 

Figure 37. Circuit to Attenuate RF Interference 



These capacitances may also be incorporated as part of the external 
input protection circuit (see section on input protection). As a 
general practice every effort should be made to match the ex
traneous capacitance at pins IS and 2, and pins 1 and 16, to 
preserve high ac CMR. 

SOFrW ARE PROGRAMMABLE GAIN AMPLIFIER 
An SPGA provides the ability to externally program precision 
gains from digital inputs. Historically, the problem in systems 
requiring electronic switching of gains has been the ON resistance 
(RoN) of the multiplexer, which appears in series with the gain 
setting resistor Ro. This can result in substantial gain errors and 
gain drifts. The AD625 eliminates this problem by making the 
gain drive and gain sense pins available (pins 2, 15, 5, 12; see 
Figure 39). Consequently the multiplexer's ON resistance is 
removed from the signal current path. This transforms the ON 
resistance error into a small nullable offset error. To clarify this 
point, an error budget analysis has been performed in Table II 
based on the SPGA conflguration shown in Figure 39. 

E. 

Figure 38. SPGA in a Gain of 16 

Figure 38 shows an AD625 based SPGA with possible gains of 
1,4, 16,64. Ro equals the resistance between the gain sense 
lines (pins 2 and 15) of the AD625. In Figure 38, Ro equals the 
sum of the two 9750 resistors and the 6500 resistor, or 26000. 
RF equals the resistance between the gain sense and the gain 
drive pins (pins 12 and 15, or pins 2 and 5), that is RF equals 
the 15.6k!l resistor plus the 3.9k!l resistor, or 19.5kO. The 
gain, therefore equals: 

2RF 1 = 2(19.5kO) I = 16 
R<; + (2.6k!l) + 

As the switches of the differential multiplexer proceed syn
chronously, Ro and RF change, resulting in the various 
programmed gain settings. 

AD625 

v. 

Figure 39. SPGA with Multiplexer Error Sources 

Figure 39 shows a complete SPGA feeding a 12-bit DAS with a 
0-10V input range. This configuration was used in the error 
budget analysis shown in Table II. The gain used for the RTI 
calculations is set at 16. As the gain is changed, the ON resistance 
of the multiplexer and the feedback resistance will change, 
which will slightly alter the values in the table. 

Specifieatioa 
Ind ...... J!noor AD6lSC AD750lKN Cakulalioa 

RTiOffset GainS....., Switch 40nAx 1700= 
Voltase Offset Resiswu:e 6.S,.V 

Current 1700 
40nA 

RTiOffset GainSeuse Differeatial 6OnAx6.S0= 
Vo1tase Current Switcb O.41,.V 

60nA Resiswu:e 
6.80 

RTOOffset Feedback Differeatial 2(O.2nA x 20k0) 
Voltase Resistance Leakage =S,.VI16 

20k0' Cu ...... t(Isl' 
+O.2nA 
-O.2nA 

RTOOffset Feedback Differeatial 2(lnA x 20kO) 
Voltage Resistance Leakage =40JLVlI6 

20kO' Current 
(lour)' 
+ InA 
-InA 

Total_induced by. typica1 CMOS multiplour 
to OR SPGA at 2S'C 

NOTES 

VoItapOl&et 
lad ...... aTl 

6.S,.V 

O.41,.V 

O.S,.v 

2.S,.V 

l0.21,.V 

IThe resistor for this calcuJation is the user provided feedback resistance CRp). 20k.{l is 
recommended value (see resistor programmable gain amplifier section). 

zn.e leakage currents (Is and lOUT) will induce an offset voltage, however, the offset will 
be determined by the clifTerenee between the IeaJcases of each "hair' of the ditTerential 
multiplexer. The differential leakage current is multiplied by the feedback resistance 
(see Note l),to determine offset voltage. Because differential leakage curent is not a 
parameter specifred. on multiplexer data sheets, the most extreme difference (one most 
positive and one most negative) was used. for the calculations in Table U. Typical 
perfonrumce will be much better. 

'The {roqueru:y response aod settling will be atTected by the ON resistance and internal 
capacitance of the multiplexer. Figure 40 shows the settling time vs. ON resistance at 
different gain settings for an AD62S based SPGA. 

**Switch resistance and leakage current errors can be reduced by using relays. 

Table II. Errors Induced by Multiplexer to an SPGA 
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Figure 40. Settling Time to 0.01% of a 20V Step Input for 
SPGA with AD625 

DETERMINING SPGA RESISTOR NETWORK VALUES 
The individual resistors in the gain network can be calculated 
sequentially using the formula given below. The equation deter
mines the resistors as labeled in FigUre 41. The feedback resistors 
and the gain setting resistors are interactive, therefore; the formula 
must be a series where the present term is dependent on the 
preceding term(s). The formula 

i G. 
Rp. 1= (20kO-~ Rp.) (I - -G I ) 

1+ ~ J i+l 

can be used to calculate the necessary feedback resistors for any 
set of gains. This formula yields a network with a total resistance 
of 4OkO. A dummy variable (j) serves as a counter to keep a 
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running total of the preceding feedback resistors. To illustrate 
how the formula can be applied, an example similar to the cal
culation used for the resistor networlc in Figure 38 is examined 
below. 

1) Unity gain is. u:eated as a separate case. It is implemented 
with separate 20kO feedback resistors as shown in FigUre 41. It 
is then ignored in further calculations. 

2) Before making any calculations it is advised to draw a resistor 
network similar to the network in Figure 41. The network will 
have (2 x M) + I· resistors, where M = number of gains. For 
Figure 38 M =3 (4, 16, 64), therefore, the resistor string will 
have 7 resistors (plus the two 20kO "side" resistors for unity 
gain). 

3) Begin all calculations with Go = I and Rpo = o . 
Rpl =(20kO-Rpo) (l-1I4): Rpo=O:. RF I = ISkO 

Rpz = [20kO - (Rpo + Rpl») (1-4/16): 

Rpo +Rpi = ISkO:.RFz =3.75kO 

RF3 = [20kO - (Rpo + Rpi + RFz») (1-16/64): 

Rpo + Rpi + Rpz = 18.75kO:.Rp3 = 937.50 

4) The center resistor (~of the highest gain setting), is determined 
last. Its value is the remaining resistance of the 40kO string, 
and can be calculated with the equation: 

M 

~= (40kO- 2 I Rp.) 
j=O ' 

~ = 4OkO - 2(Rpo + Rp 1+ Rpz + Rp3) 

4OkO - 39. 375kO = 6250 

5) If different resistor values are desired, all the resistors in the 
network can be scaled by some convenient factor. However, 
raising the impedance will increase the RTO errors, lowering 
the total network resistance below 20kO can result in amplifier 
instability. More information on this phenomenon is given in 
the RPGA section of the data sheet. The scale factor will not 
affect the unity gain feedback resistors. The resistor network in 
Figure 38 has a scaJing factor of 650/625 = 1.04, if this factor is 
used on Rpl , Rpz' Rp3, and RG, then the resistor values will 
match exactly. 

6) Round off errors can be cumulative, therefore, it is advised 
to carry as many significant digits as possible until all the values 
have been calculated. 

2Ok!l RF, .Okfl 

aONNECT IF UNITY TO GAIN DfllVE Ttl GAIN DIItYE CONNECT IF UNITY 
. GAIN IS DESIRED (PIN it (PIN 121 GAIN IS DESIRED 

Figure 41. Resistors for a Gain Setting NetW(Hk 
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Selection Guide 
Isolation Amplifiers 

Peak Gain 
Volt Gain Nonlin Freq 
Iso Range % Resp Package Temp 

Model Vpk VN max kHz Optionsl Range2 Page Comments 

284J 2500 1-10 0.05 I Module C 5~7 Medical, Single Channel, Low Cost 
286J 2500 1-100 0.05-0.2 I Module C 5-73 Medical, Multichannel, Low Cost 
289 2500 1-100 0.012-0.05 20 Module C 5-79 Precision, Wide Bandwidth, Synchronized 
290A 1500 1-100 0.1-0.25 2.5 Module I 5-85 Single Channel, General Purpose 
292A 1500 1-100 0.1-0.25 2.5 Module I 5-85 Multichannel, General Purpose 
AD202 1000-2000 1-100 0.025-4).05 2 N,Y C 5-5 Lowest Cost, Small Size, Single Channel, -40·C to +85·C 
AD203 2000 1-100 0.025 10 N M 5-17 Rugged, Military Temperature Range, Wide Bandwidth 
AD204 1000-2000 1-100 0.025-0.05 5 N,Y C 5-5 Lowest Cost, Small Size, Multichannel, -4o-C to +85"C 
AD206 2000 1-10 0.015-0.03 100 kHz Y I 5-29 100 kHz Bandwidth, Low Distortion Isolation Amplifier 
AD208 1000-2000 1-1000 0.015-0.03 0.4-4 kHz Y I 5-39 Precision, Low Cost, Single Channel, m V Input 
AD210 3500 1-100 0.012-4).025 20 N I, C 5-53 Precision, 3-Port Isolation, Wide Bandwidth 
AD295 2500 1-1000 0.012-4).05 4.5 Module I ~1 -40·C to + 10o-C, Low Drift, 3-Port Isolation 
281 Module C 5-73 External Oscillator for 286J and 292A Isolation Amplifiers 
AD246 N,Y C 5-10 External Oscillator for AD204 Isolation Amplifier 

'Package Options: N-PIastic Molded Dual·In·Line; Y-Single In-Line Package. 
'Temperatnre Ranges: C-Commercial, 0 to +70"C; I-Industrial, -4O"C to +85"C (Some older products -25"C to +85"C); M-Military, -55"C to +125"C. 
Boldface Type: Product recommended for new design. 



The isolation amplifier (or isolator) has an input circuit that is 
galvanically isolated from the power supply and the output 
circuit. In the basic IWO-porr form, the output and power circuits 
are not isolated from one another; in rhree-porr isolators (see the 
ftgure), the input circuits, output circuits, and power source are 
all isolated from one another. In some 3-port isolators, the power 
for the output stage must be furnished from the signal's destination; 
however, in the device shown in Figure I, all internal power is 
furnished by its own power source; in addition, a modicum of 
auxiliary power is available to power external input and our pur 
circuitry. 

Isolators are intended for applications requiring safe, accurate 
measurement of voltage or current signals in the presence of 
high common-mode voltage (to thousands of volts) with high 
CMR, line-receiving of signals transmitted at high impedance in 
noisy environments, and for safety in general-purpose measure
ments where dc and line-frequency leakage must be maintained 
at levels well below certain mandated minima. * Principal appli
cations are in electrical environments of the kind associated with 
medical equipment, conventional and nuclear power plants, 
automatic test equipment and industrial process-control systems. 

Analog Devices Isolators described in this section (and in the 
Signal Conditioner section) use transformer coupled high-frequency 
carrier techniques for the transmission of power to and signals 
from the input (and in some cases the our pur) circuit. 

CHOOSING AN ISOLATOR 
The choice of isolator depends on the desired functional charac
reristics and the required specifications. Functional characteristics 
include such considerations as number of channels in the system, 
range of output common-mode (output to power supply), nature 
of the front-end amplifier (amplification only or general op-amp 
functioning) and the availability of isolated power for additional 
external front-end (or back-end) circuitry. Key specifications 
include performance specs and "absolute maximin" mandated 
safety specifications. Definitions of specifications follow this 
section. In addition to the products listed here, which are re
commended for new designs, a number of older products are 
still available; data sheets are available upon request. In addition 
to the useful applications information on the data sheets published 
here, an applications guide, l available upon request, provides 
information useful to the circuit designer. 

The devices described in this section are all voltage-output 
isolation amplifiers, useful in general-purpose circuit applications 
for instrumentation amplifters or op amps where isolation is a 
necessity. In addition to these devices, there are a growing 
number of isolators available from Analog Devices that perform 
dedicated functions, for use where isolation is necessary or 
desirable. Some of their applications can be seen in tire Signal 
Conditioner section of this book and the Transducer I merfacing 
Handbook2• Power Supplies and DC-DC Converters, usually 
transformer-coupled, also provide isolation. 

"Examples of ouch nquirements may be fouad in UL STD 544 and SWC 
(S_ WithstaDd Capability) in IEEE StancIar<I for Tr ..... ieDI Voltage 
Protection 472·1974. 

1 AIuI106 Derices Applicati08s Guide to lsoIatioD Amplifiers and Signal 
CoadirioDers 

lSheinlokl, D.H., ed, TnmsdDcer lDtemciDg HtuJdbook - A tJUide to 
IIDaIot1 sipaI eonditioJJilw. Norwood, MA 02062 (p.O. Box 796): 
A1IaIotI Devices, IDe., 1980, $14.50 

Orientation 
Isolation Amplifiers 

PWR PWRCOM 

Figure 1. AD210 Block Diagram 

Functional Characteristics: The figure shows the circuit architecture 
of a self-contained isolator, Model AD210. The various models 
differ, but their properties can be discussed in terms of the 
device shown. An isolator of this type requires power from a 
two-terminal dc supply. An internal oscillator converts the dc 
power to ac, which is transformer-coupled to the shielded input 
section, then converted to dc for the input stage and the auxiliary 
power output. The ac carrier is also modulated by the amplifter 
output, transformer-coupled to the output stage, demodulated 
by a phase-sensitive demodulator (using the carrier as the refer
ence), flitered and buffered, using isolated dc power (also available 
for auxiliary circuitry) derived from the carrier. 

The amplifter in this example is an uncommitted op amp, specified 
for programmable gains from I to lOOVN, as determined by its 
feedback circuitry. Since both input terminals are floating, the 
amplifter functions effectively as an instrumentation amplifier. 
Most of the other devices in this series require just a single 
external resistor to set the gain. 

In the figure it can be seen that ac power is magnetically coupled 
from the oscillator to the output stage. This permits the output 
to operate at a dc common-mode potential with respect to power 
common. An isolator of this type is said to provide rhree-port 
isolation, because there are three isolated ports: input, power 
supply and output. Two-port devices are those in which there is 
a dc connection between the oscillator power supply and the 
output stage. 

The AD21O, as can be seen, is a completely self-contained device. 
There are applications for which a degree of "unbundling" can 
lead to economy and improved performance. For example, if 
there are many input channels to be isolated, economies can be 
realized by the use of a common oscillator. In addition, the 
common oscillator makes it possible to avoid the possibility of 
small errors due to beat frequencies deVeloped by small amounts 
of crosstalk in older amplifter designs. 

Several synchronized multichannel devices are available. Model 
204 is essentially a 202A with a power converter instead of an 
oscillator. It requires a pair of leads for an oscillator input, 
which can be furnished by an AD246 clock. 

SPECIFICATIONS 
The illustration on the next page shows a typical specification 
block; the specifications of key interest are defined. 
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For an initial choice of data sheets to inspect for a given application, 
the Selection Guide permits comparison on the basis of these 
key characteristics: common-mode voltage, specified gain range 
and frequency response. The "Notes" column indicates which 
devices require external oscillators (for lower cost in many-channel 

applications) and identifies devices that are three-port isolated. 
Good starting points ate: for high performanCe, the AD210; for 
lowest cost; the AD202 and AD204, depending on whether the 
application calls for few or many channels; for military tenipera
ture, the AD203; for maximuni precision, the AD208; and for 
the widest bandwidth, the AI>206. . 

SPEC.IFICATlONS{tJpicaI@ + 2ft, &Vs = +15Y1lllessollawiseSJlllCifildl 

NONLINEARITY - This is the A021MN 

peak deviation from a best:Straight GAIN .VIV-'OOVIV 
line, expressed as a % of peak-to-:: ±, ...... 
peak output. Should be considered n, T ........ """ (0 to +7O'C) ±'~""" 
when signal fidelity is of prime ______ (-""Cto +8,"C) ±SOppmI"C .... 

importance. . --......... :=c:'taF ~~:::"'mu 
NoaIiDearityYS.lsoIated Supply Load %O.OO2%ImA 

INPUT· VOLTAGE RATINGS 
u.... Dilfacatiol ....... 

~ MuimwnSafcDif&:rmtiallDput 
~ MD.. CMVlaput-to-Output 

MAX SAFE DIFFERENTIAL "",6OHz,Con"""'. 
INPUT - Max voltage that can be dc,COO ......... 
safely applied across input terminals. "'::-;.~~~ 
Important to consider for fail-safe R,ssOOalm"""",'mbolanoe 

±10V 
±ISV 

2SOOVrms 
±,soov .... 

.ZOdB 

AB2lON 

±I%mu 

±O.Ol2%mu 

:~ :...-----
designs in the presence of high LeWoeCumotlaput-to-OutpUt 

vol[ages. "INPtrr=@;;Z407.IMP:::V=;'=D7:::::;~~----::'oA=mu= .... =---.-. ~ , . 
Differential 10120 ~ 
Common Mode 'GIliISpF 

INPUT BIAS CURRENT 
luiUal,(Al+Z5"C 
VI. Temperature(OIO +7O"C) 

(-25"Clo + 85"C) 

INPUT DIFFERENCECURRHNT 

_",p(_max) 
.0nA .... 
30DAmax 

INPUT NOISE - Total noise, IDitiJl,<!iJ +'S"c SpAlYP(200pAmox) 

'. 'red h' F ci!' ~ vs,Tempcrature(Oto+7O"C) 2nAmu reler to t e mput. a ltates (-2S"Cl0 +85"<:) 1000max 
comparison with expected signal -;;.NPtrr:;;;;;;;:;:;N:;;O;oIS;;-E~-"'-'-'-;""';::...c,-==::....---------
input levels. VoI .... (.kH,) 

(JOHzIO 10kHz) 
Currcnl(lkHz:) 

FREQUENCY RESPONSE 
Bandoridtb (- 3dB) 
G~'VIV 
G= IOOVlV 

ScttlingTimc(:t IOmV. 20V Step) 

18nVlv'Hz . 

""v .... 
o.olpNViIi 

20kHz 
ISkHz 

CMV, INPUTS TO OUTPUTS -
Voltage that may be safely applied 
to bOlh inputs with respect to 
outputs or power common. Neces
sary consideration in applications 
with high CMV input or when . 
high voltage transients may occur 
at the input. 

CMR, INPUTS TO OUTPUTS -
Indicates ability to reject common
mode voltages between inpUtS 
and outputs. Important when 
processing small signals riding on 
high common-mode voltages. 

LEAKAGE CURRENT - Maxi
mum input leakage current when 
power-line voltage is impressed 
on inputs. Vital consideration 
for patient safety in medical 
applications. 

~~L!TEpPlDy !?~gesR, ~::rPl!~yT~.: SIcw~:Ra:~~(G"':'VIV) ::::. OFFSET VOLTAGE REFERRED 
- ,V/... • . . ---- TO INPUT -: Total input drift is 

lated from the input power supply "O=FFS=ET="'VO"'L"=T"A"'G=E('=a=TJ"'Y;-, --...:.;=------~ composed of two sources (input 
terminals, provide the capability ,to IDi*,,@+,,"C(O 7O"C) ~~:~ ~::;:~;:;.. ~±5 ± ISIG)mV.,.. and output stage drifts) and is 

~~~~~t~::gf~~~~:~~~~r;.~~:g~ :iRA-;::;::'E;;:~"'0::~;:;m=""';;:T;!;(,_-~::5+..:"C:..;to:..+..:8;:.S"C..::..) _(:.,:±:..; • .:,o,,±:;SOIG=)p.:.;v:..I"C=-_,-_--'-__ =~G;o dt6.~;::·aft!:~~:m 
well·as remote transducers. ~ i:~kO~ fd:Xmin to be compared to signal levels. 

'. Ripple,(Bandwidth=lOOkHz) IOmVp-pllWl: 

ISOLATED POWER OUTPUTS" 
Voitase.NoLoad 
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1=>_ 
Cunon. 
Reguiation.NoLoad to Full Load 

a;""" 
POWER SUPPLY 

VoItqe, Rated PerformanCe 
Vol .... ,()potatiq 
Curran, Quiescent 
Curreo.t. Full Load-Full Signal 

TEMPERATVRERANGE 
RatedPedonnonoe 
()potatiq 
S ...... 

PACKACE DIMENSIONS 
I ...... -NO'I1!S 

-SpcdficMioaI.....e. ADlIIAN. 

±lSV 
±lo% 
±,mA 
SeeTal 
SoeT ... 

+ISVdc ±S% 
+lSVIk:tIO% 
SOmA 
SOmA 

-2S"Cto +8S'"C 
-4O"Cto+8S"C 
-4O"Cto+8S"C 

1.00 x 2.10 x 0.350 
25.-4)( 53.3)( 1.9 

IN~ iI !IpeCi6ed •• " cam.6oa fica. beIl.aniPt Ia. 
lJ.ll - Refcmd 10 ...... 
• "nduc:edlipll ...... --*d..-~ ::!:vISS "" :tvou.~_ 
fuIIy ..... dae 10"""'" reducciDII. 
'SaclellfardeaiW~. 

SpeciIbdam ~ 10 dIIIIae widMIuI~. 

Figure 2_ Typical Isolator Specifications 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Small Size: 4 Channels/Inch 
Low Power: 35mW (AD204) 
High Accuracy: ±O.025"10 max Nonlinearity (K Grade) 
High CMR: 130dB (Gain = 100VN) 
Wide Bandwidth: 5kHz Full-Power (AD204) 
High CMV Isolation: ±2000V pk Continuous (K Grade) 

(Signal and Power) 
Isolated Power Outputs 
Uncommitted Input Amplifier 

APPLICATIONS 
Multichannel Data Acquisition 
Current Shunt Measurements 
Motor Controls 
Process Signal Isolation 
High Voltage Instrumentation Amplifier 

GENERAL DESCRIPTION 
The AD202 and AD204 are members of a new generation of 
low cost, high performance isolation amplifiers. A new circuit 
design, novel" transformer construction, and the use of surface
mounted components in an automated assembly process result 
in remarkably compact, economical isolators whose performance 
in many ways exceeds that previously available from very expensive 
devices. The primary distinction between the AD202 and AD204 
is that the AD202 is powered directly from + ISV dc while the 
AD204 is powered by an externally supplied clock (AD246). 

The AD202 and AD204 employ transformer coupling and do 
not require the design compromises that must be made when 
optical isolators are used: each provides a complete isolation 
function, with both signal and power isolation internal to the 
module, and they exhibit no long-term parameter shifts under 
sustained common-mode stress. Power consumption, nonlinearity, 
and drift are each an order of magnitude lower than can be ob
tained from other isolation techniques, and these advantages 
are obtained without sacrifice of bandwidth or noise performance. 

The design of the AD202 and AD204 emphasizes ease of use in 
a broad range of applications where signals must be measured or 
transmitted without a galvanic connection. In addition, the low 
cost and small size of these isolators makes component-level 
circuit applications of isolation practical for the first time. 

PRODUCT IUGIILIGHTS 
The AD202 and AD204 are full-featured isolators offering numer
ous benefits to the user: 

sman Size: The AD202 and AD204 are available in SIP and 
DIP form packages. The SIP package is just 0.2S" wide, giving 
the user a channel density of four channels per inch. The isolation 
barrier is positioned to maximize input to output spacing. For 
applications requiring a low profile, the DIP package provides a 
height of just 0.3S0". 

Low Cost, Miniature 
Isolation Amplifiers 

AD202lAD204 I 
AD202 FUNCTIONAL BLOCK DIAGRAM 

High Accuracy: With a maximum nonlinearity of ±O.025% for 
the AD202K1AD204K (±O.OS% for the AD202J/AD204J) and 
low drift over temperature, the AD202 and AD204 provide high 
isolation without loss of signal integrity. 

Low Power: Power consumption of 3SmW (AD204) and 7SmW 
(AD202) over the full signal range makes these isolators ideal 
for use in applications with large channel counts or tight power 
budgets. 

Wide Bandwidth: The AD204's full-power bandwidth of SkHz 
makes it useful for wideband signals. It is also effective in appli
cations like control loops, where limited bandwidth could result 
in instability. 

Excellent Common-Mode Performance: The AD202K1AD204K 
provide ± 2000V pk continuous common-mode isolation, while 
the AD202J/AD204J provide ± lOOOV pk continuous common
mode isolation. All models have a total common-mode input 
capacitance of less than SpF inclusive of power isolation. This 
results in CMR ranging from l30dB at a gain of 100 to 104dB 
(minimum at unity gain) and very low leakage current (2tJA 
maximum). 

Flexible Input: An uncommitted op amp is provided at the 
input of all models. Tbis provides buffering and gain as required, 
and facilitates many alternative input functions including ftltering, 
summing, high-voltage ranges, and current (transimpedance) 
input. 

Isolated Power: The AD204 can supply isolated power of ± 7.SV 
at 2mA. This is sufficient to operate a low-drift input preamp, 
provide excitation to a semiconductor strain gage, or to power 
any of a wide range of user-supplied ancillary circuits. The 
AD202 can supply ± 7.SV at 0.4mA which is sufficient to operate 
adjustment networks or low-power references and op amps, or 
to provide an open-input alarm. 
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S PE C I F I CATIONS (typical @ + 25"1: and V - + 15V unless otherwise notadl s-
Model AD104J 

GAIN 
Range IVN-looVN 
Error ±O.S%typ(±4%max) 
VI. Temperature ± ZOppmI'C typ (± 4SppmI"C max) 
vs. Time ± SOppmllOOO Hours 
vs. Supply Voltage ±O.OI%N 
Nonlinearity(G= IVN)' ±O.OS%max 
Nonlinearity VI. Isolated Supply Load ±O.ooIS%lmA 

INPUT VOLTAGE RATINGS 
Linear Differential Range ±SV 
Max Safe Differential Input ±7.SV 
Max CMV Input to Output 

8C, 60Hz, Continuous 7S0Vrms 
Continuous (de and ac) ±IOOOVpeak 

Conunon-Mode Rejection (CMR),@6OHz 
Rs = s 1000 (HI & LO Inputs)G = I 1l0dB 

G=loo BOdB 
Rs = slkll (Input HI, LO, or Both) G= I 10000ntin 

G=loo 1l0dBntin 
Leakag<: Current Input to Output 

@240Vrms,6OHz 2tiA rms max 

INPUT IMPEDANCE 
Differential (G = IV N) 10"0 
Common Mode 2GOII4.5pF 

INPUT BIAS CURRENT 
Initial,@+2S"C ±3OpA 
VI. Temperature (0 to + 7O"C) ±IOnA 

INPUT DIFFERENCE CURRENT 
Initial,@+2S"C ±SpA 
VS. Temperature (0 to + 7O"C) ±2nA 

INPUT NOISE 
Voltage, 0.1 to 100Hz 4l'oVp-p 

1>2ooHz sOnvlV'Hi 
FREQUENCY RESPONSE 

Bandwidth(VosIOVp-p,G= I-SOVN) SkHz 
Settling Time, to ± IOmV(IOVStep) Ims 

OFFSET VOLTAGE (RTI) 
lnitial,@ + 2S"C Adjustable to Zero (±IS ±ISIG)mVmax 

VS. Temperature (0 to + 7O"C) (±IO±~)I'oV/"C 
RATED OUTPUT 

Voltage (Out HI to Out LO) ±SV 
Voltage at Out HI or Out LO (Ref. Pin 32) ±6.5V 
Output Resistance 3k1l 
OutputRipple,lookHzBandwidth IOmVpk-pk 

SkHz Bandwidth O.SmVrms 

ISOLATED POWER OUTPUT' 
Voltage, No Load ±7.SV 
Accuracy ±Io% 
Current 2mA (Either Output)' 
Regulation, No Load to FuJI Load S% 
Ripple lOOmVpk-pk 

OSCILLATOR DRIVE INPUT 
Input Voltage ISVpk-pknominal 
Input Frequency 2SkHz nominal 

POWER SUPPLY (AD202 Only) 
Voltage, Rated Performance N/A 
Voltage, Operating N/A 
Current, No Load (V s = + ISV) N/A 

TEMPERATURE RANGE 
Rated Performance Oto +7O"C 
Operating - 4O"C to + 8S"C 
Storage - 4O"C to + 8S"C 

PACKAGE DIMENSIONS' 
SIP Packase (Y) 2.08" x O.ZSO' x O.62S· 
DIPPackase(N) 2.10' x 0.700' x 0.3SO' 

NOTBS 
·Spoc:ilicaticms ....... AD204J. 
INODIinearity is specified as a % deviation from. bell: _might Iinc. 
'I.O!'i'mmda:oupliDs""luiral(scetcxtl. 
33mA wimooesupply1oaded. 
+widthisO.2S"typ,O.26"ma. 
Spoc:ilicaticms subject to c:baqe without ....... 
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ADlO4K 

· · • 
• 
±0.01%N 
±0.02S%max · 
· • 
ISooVrms 
±lOOOVpeak 

1l0dB 
• 
10000min · 
• 

· · 
• 
• 

• 
• 

• 
• 
SkHz 
• 
(±S±SIG)mVmax 

· 
• · 3k1l 
• · 
· · 2mA(EitherOutput)' · • 
ISVpk-pknominal 
2SkHz nominal 

N/A 
N/A 
N/A 

· • 
• 

• 
• 

ADZOl,J ADZOlK 

· · • · · • · • 
±0.01%N ±0.01%N 
±O.OS%max ±0.02S%max · · 
• · • · 
7S0Vrms ISooVrms 
±IOOOVpeak ±ZOOOVpeak 

10SdB 10SdB 
• • 
lOOdBntin lOOdBntin · • 

· • 

· • 
• · 
• • 
• · 
• · • • 

· • · • 
2kHz 2kHz 
• • 
(± IS ± IS/G)mVmax (±S±S/G)mVmax 

• · 
· • · · 7k1l 7kIl · • 
• • 

• • · · 4OO1JoA Total 4OOIJoATotai · · · · 
N/A N/A 
N/A N/A 

+lSV±S% +ISV±S% 
+ISV ±Io% +ISV ±Io% 
SmA SmA 

• • 
• · · · 
• • · · 



AD202lAD204 

PIN DESIGNATIONS 

AD202/AD204 SIP PACKAGE AD202/AD204 DIP PACKAGE 

PIN FUNCTION PIN FUNCTION 

1 +INPUT 1 + INPUT 
2 INPUTNlsoCOMMON 2 INPUTNlsoCOMMON 
3 -INPUT 3 -INPUT 
4 INPUT FEEDBACK 18 OUTPUTLO 
5 - VISO OUTPUT 19 OUTPUT HI 
6 + VlsoOUTPUT 20 + 15V POWER IN (AD202 ONL VI 

21 CLOCK INPUT (AD204 ONL VI 
31 + 15V POWER IN (AD202 ONLVI 22 CLOCK/POWER COMMON 
32 CLOCK/POWER COMMON 36 + VISO OUTPUT 
33 CLOCK INPUT (AD204 ONL VI 37 -VlSoOUTPUT 
37 OUTPUTLO 38 INPUT FEEDBACK 
38 OUTPUT HI 

AD202lAD204 ORDERING GUIDE 

Package MuCommon- Mu 
Model Option Mode Voltage (peak) Linearity 

AD202jY SIP lOOOV ::!:O.O5% 
AD202KY SIP 2000V ::!:O.O25% 
AD202jN DIP lOOOV ::!:O.O5% 
AD202KN DIP 2000V ::!:O.O25% 

AD204JY SIP lOOOV ::!:O.O5% 
AD204KY SIP 2000V ::!:O.O25% 
AD204jN DIP lOOOV ::!:O.O5% 
AD204KN DIP 2000V ::!:O.O25% 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

AD202lAD204 SIP PACKAGE 

0.250 16.3) TVP 
0.260 16.6) MAX 

I-r----Z.D.,52 .• IMAX------t·1 ., r-
•. 11 AD202!AD204 rI8'DE 12.5) FRONT VIEW MAX VIEW 

L\rm·mmm----------.nnr-,.."....IU 0.010 x 0.020 
(O.25xO.51) 

.,- ..j 1-•. 10 ".51 TVP r.~~1- D.j,.t TVP 

3: ':',,-' ;--__ "=OITOMVIEW 
-i- iT4;-:r8 

I 1-ooI1:: .... ,1.3ITV. 
~~ t--- 1.30(33.0) 

NOTE 
PIN 311S PRESENT ONL V ON AD202. 
PIN 33 IS PRESENTONL YONAD204. 

ACI058 MATING SOCKET 

1-,------Z.-5DI~7~1 -------.t'·rO'075 
• 0.10 , .... 1 • ~ ., r~5~ 

LfL .!~-'-=----=--::--~'.:"~4d~~. ~ ... -_-e------.-.---.-_-e-.-_-'!CJ (15.1) 

" 0.10 (2.5) AC10sa CAN BE USED AS A SOCKET T 
(BO~':NDS) FOR AD202. AD204 and AD246 0.300 (7.5) MAX 

NOTE: AMP ZP SOCKET (PIN 2 - 3B2006 _ 31 
MAY BE USED IN PLACE OF THE AC1058. 

AD202/AD204 DIP PACKAGE 

"'r-------2.100 163.3) MAX 

D.
,Dl T A:'~Of:I~ 

-r--U U U •.• ,., .... 1 
Jt'"t' 

U U U 0.01.,"'51 
0.015 (0.38) T -..tl- SQUARE 

0.1. 12.51 TV • ..j i+-

" T T --... •• 
1 2 3 1819 

0.50 0.700 
112.71 BOTTOM VIEW (17.8) 

1 38 37 36 22 2120 lMAX -T-- j_. 

~~H 1-1.----1 .•• , .... 1---... 1 
NOTE 
PIN 20 IS PRESENT ONLY ON AD202. 
PIN 21 IS PRESENT ONL V ON AD204. 

ACI060MATING SOCKET 

II fi:~--------l'1 O.::~~.51 
11'-·---- r.:s7~-------.. ·1 ., r-
I +o-o-----o-o-+-i T~:If 
-~ ----- - @- r;~5~ r;~ 

\-+-0-0-______ ---0-0-+-- IJi 
\o:.;,~~.:~~ -.j j. 

0.126 (3.1) 
TV. 
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SPECIFICATIONS 
(typical @ + 25"C and Vs = + 15V unless oIhelWise noted) 

Model AD246JY 

OUTPUT1 

Frequency 25kHz nominal 
Voltage ISV pop nominal 
Fan-Out 32 max 

POWER SUPPLY 
REQUIREMENTS 

Input Voltage + 15V ±5% 
Supply Current 

Unloaded 3.5mA 
Each AD204Adds 2.2mA 
Each ImA Load on AD204 

+ VISOor - VISOAdds O.7mA 

NOTES 
*Specifications the same as theAD246jY. 
'The high current drive output will not support a short to ground. 
Specifications subje<:t to chaqe without notice. 

AD246jN 

* 
* 
* 

* 

* 
* 

* 

DIFFERENCES BETWEEN THE AD202 AND AD204 
The primary distinction between the AD202 and AD204 is in 
the method by which they are powered: the AD202 operates 
directly from + 15V dc while the AD204 is powered by a non
isolated externally-supplied clock (AD246) which can drive up 
to 32 AD204s. The main advantages of using the extemalIy-clocked 
AD204 over the AD202 are reduced cost in multichannel appli
cations, lower power consumption, and higher bandwidth. In 

AD246PINDESIGNATIONS 

PIN (V) PIN(NI FUNCTION 

1 12 + 15VPOWER IN 
2 1 CLOCK OUTPUT 

12 14 COMMON 
13 24 COMMON 

WARNING! 0 
~~DEV'CE 

CAUTION 
ESD (electrostatic discharge) sensitive device. 
Permanent damage may occur on unconnected 
devices subject to high energy electrostatic 
fields. Unused devices must be stored in con
ductive foam or shunts. The protective foam 
should be discharged to the destination socket 
before devices are removed. 

addition, the AD204 can supply substantiaJly more isolated 
power than the AD202. 

Of course, in a great many situations, especially where only one 
or a few isolators are used, the convenience of stand-alone operation 
provided by the AD202 will be more significant than any of the 
AD204's advantages. There may also be cases where it is desirable 
to accommodate either device interchangeably, so the pinouts of 
the two products have been designed to make that easy to do. 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

AD246JY PACKAGE 

0.33018.41 MAX 
!--0.995125.3IMAX--! ~ 

A0246JY 
FRONT VIEW o.rss:~ 

MAX 0.01010.015 
0.lo:.l~51 L 10.2510.391 

L· -*-

.. ~.:Jl.S=~ ~ .... ~.~,;j.r~: 
114.01 10.25 x 0.61) NOM 

..L..---------n 
0.11512.91 1 BOTTOM VIEW .'!. ....i.. 0.10 

e -T- -2-.- - n-== =.- ~v~ 
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AD246JN PACKAGE 

i----------;.,-. 
0.100 AD246JN 0.36 
1~i\:1 FRONT VIEW fIAX 

...!....-I 0.010 x 0.020 .i. 

..,-;r!--0.145 10.25x0.51) ""-.if. ~:~~'~r 
13.71 . . 

r-=-:--,.10 127.91---.j 

T +,--------* I" 
l~t:1 24 BOTTOM VIEW 14 10.70117.81 

~ I----------j 

I--- 1.00 125.41----! 



AD202lAD204 

Figure 1a. AD202 Functional Block Diagram 

Figure 1b. AD204 Functional Block Diagram 
(Pin Designations Apply to the DIP-Style Package.) 

INSIDE THE ADZOZ AND ADZ04 signal is not internally buffered, so the user is free to interchange 
The AD202 and AD204 use an amplitude modulation technique the output leads to get signal inversion. Additionally, in multi-
to permit transformer coupling of signals down to de (Figure la channel applications, the unbuffered outputs can be multiplexed 
and Ib). Both models also contain an uncommitted input op with one buffer following the mux. This technique minimizes 
amp and a power transformer which provides isolated power to offset errors while reducing power consumption and cost. The 
the op amp, the modulator, and any externa1load. The power output resistance of the isolator is typically 3kn for the AD204 
transformer primary is driven by a 25kHz, 15V p-p square wave (7ldl for AD202) and varies with signal level and temperature, 
which is generated internally in the case of the AD202, or supplied so it should not be loaded (see Figure 2 for the effects of load 
externally for the AD204. upon nonlinearity and gain drift). In many cases a high-impedance 

Within the signal swing limits of approximately ± 5V, the output 
voltage of the isolator is equal to the outpUt voltage of the op 
amp; that is, the isolation barrier has unity gain. The output 

load will be present or a following circuit such as an output 
filter can serve as a buffer, so that a separate buffer function 
will not often be needed. 

NONUNEARfTY 

''''' 
~ 

0.25 

0.20 

I 
0.15 

~\ 
0,10 

'\ 

~ L .. LJoGAL 
l/ I I I I 

AD202NONUNEARITY 

ly I I I I 
"AD204GAIN ANDGAINTC 

I~ r:--
~~~r~ 

.=:. -:.:.: .. 
- --

0." 

GAIN GAINTC 
CHANGE CI:IANGE 

(%) Ippml"C) 
-10 -500 

-8 -400 

-6 -300 

-4 -200 

-2 -100 .-. -.. --- - -o 0 
o u u u u " u u u " U 

OUTPUT LOAD- MO 

Figure 2. Effects of Output Loading 

(Circuit figures shown on this page are for SIP style pack-
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 
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USING THE AD202 AND AD204 

Poweriq the AD202. The AD202 requires only a single + 15V 
power supply connected as shown in Figure 3a. A bypass capacitor 
is provided in the module. 

AD202 

~+15V:!:5% 
~15VRETURN 

Figure3a. 

Poweriq the AD204. The AD204 gets its power from an ex
ternally supplied clock signal (a lSV pop square wave with a 
nominsl frequency of 25kHz) as shown in Figure 3b. 

AD204 AD204 AD204 

~~~~-
Figure3b. 

AD246 

15V 
RETURN 

AD246 Clock Driver. The AD246 is a compact, inexpensive 
clock driver that can be used to obtain the required clock from 
a single 15V supply. Alternatively, the circuit shown in Figure 4 

Input Coa6prations. The AD202 and AD204have been de
signed to be very easy to use in a wide range of applicsrlOns. 
The basic conm:ction for standard unitY gain applications, useful 
for signals up to ± 5V, is shown in Figure 5; some of the possible 
variations are described below. When smaller signals must be 

VaG 
(:!:5VI 

AD202 OR AD204 

Figure 5. Basic Unity-Gain Application 

handled, Figure 6 shows how to get gain while preserving a 
very high input resistance. The value of feedback resistor Rp 
should be kept above 20kn for best results. Whenever a gain of 
more than five is taken, a l00pF capacitor from FB to IN COM 
is required. At lower gains this capacitor is unnecessary, but it 
will not adversely affect performance if used. 

2k 

AD202 
OR 

AD204 

(essentially an AD246) can be used. In either case, one clock VSlG 

circuit can operate at.least 32 AD204s at the rated minimum 
supply voltage of 14.25V and one additional isolator can be 
operated for each 40mV increase in supply voltage up to 15V. A 
supply bypass capacitor is included in the AD246, but if many 
AD204s are operated from a single AD246, an external bypass 
capacitor should be used with a value of at least 1~ for every 
five isolators used. Place the capacitor as close as possible to the 
clock driver. 

...--__ ---....... --_~P_O+15V 

lNa1. 
180pF 1 

49.9k 

L-< ___ ---..... --__ -() ~~OM 

Figure 4. Clock Driver 

(Circuit figures shown on this page are for SIP style pack
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 
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Vo = VIIS X (1 +;;;) 
RF",20kO 

Figure 6. Input Connections for Gain> 1 

The "noninverting" circuit of Figures 5 and 6 can also be used 
to advantage when a signal inversion is needed: iust interchange 
either the input leads or the output leads to get inversion. This 
approach retains the high input resistance of the "noninverting" 
circuit, and at unitY gain no gain-setting resistors are needed. 

When the isolator is not powered, a negative input voltage of 
more than about 2V will cause an input current to flow. If the 
signal source can supply more than a few mA under such condi
tions, the 2kn resistor shown in series with IN + should be 
used. to limit current to a safe value. This is particularly important 
with the AD202, which may not start if a large input current is 
present. 



Figure 7 ~ows how to accommodate current inputs or sum 
currents or voltages. This circuit can also be used when the 
input signal is 1arger than the ± SV input nmge of the isolator; 
for example, a ± SOV input span can be accommodated with 
RF = 20k and Rs = 200k. Once again, a capacitor from FB to 
IN COM is required for gains above 5. 

V=-(VS1;;'+VS2:~ +lsRF + ... ) 

R.;a,20kO 

Figure 7. Connections for Summing or Current Inputs 

Adjustments. When gain and zero adjustments are needed, the 
circuit details will depend on whether adjustments are to be 
made at the isolator input or output, and (for input adjustments) 
on the input circuit used. Adjustments are usually best done on 
the input side, because it is better to null the zero ahead of the 
gain, and because gain adjustment is most easily done as part of 
the gain-setting network. Input adjustments are also to be preferred 
when the pots will be near the input end of the isolator (to 
minimize common-mode strays). Adjustments on the output 
side might be used if pots on the input side would represent a 
hazard due to the presence of 1arge common-mode voltages 
during adjustment. 

Figure 8a shows the input-side adjustment connections for use 
with the "noninverting" connection of the input amplifier. The 
zero adjustment circuit injects a small adjustment voltage in 
series with the low side of the signal source. (This will not work 
if the source has another current path to input common or if 
current flows in the signal source LO lead). Since the adjustment 
voltage is injected ahead of the gain, the values shown will work 
for any gain. Keep the resistance in series with input LO below 
a few hundred ohms to avoid CMR degradation. 

(Circuit figures shown on this page are for SIP style pack
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 

Sk 
GAIN 

47.Sk 

RG 

Vs 

200a 

50k 

2k 

AD202lAD204 

AD202 
OR 

AD204 

Figure Sa. Adjustments for Noninverting Connection of III 
OpAmp 

Also shown in Figure 8a is the preferred means of adjusting the 
gain-setting network. The circuit shown gives a nominal RF of 
SOkO, and will work properly for gains often or greater. The 
adjustment becomes less effective at lower gains (its effect is 
hslved at G = 2) so that the pot will have to be a 1arger fraction 
of the total RF at low gain. At G = 1 (follower) the gain cannot 
be adjusted downward without compromising input resistance; 
it is better to adjust gain at the signal source or after the output. 

Figure 8b shows adjustments for use with inverting input circuits. 
The zero adjustment nulls the voltage at the summing node. 
This method is preferable to current injection because it is less 
affected by subsequent gain adjustment. Gain adjustment is 
again done in the feedback; but in this case it will work all the 
wsy down to unity gain (and below) without alteration. 

V. 

AD202 
OR 

AD204 

Figure Bb. Adjustments for Summing or Current Input 
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Figure 9 shows hO\\izero adjustment is done at the output by 
takiDg advant8ac of the semi-floating output pon. The I'IIIIgC of 
this adjustment will have to be increased at higher gains; if that 
is done, be sure to usc a suitably stable supply voltage for the 
pot c:irc:ult. 

There is no easy _y to adjust gain at the output side of the 
iSolator itself. If gain adjustment must be done on the output 
side, it will have to be in a following circuit such as an output 
buffer or filter. 

Figure 9. Output-Side Zero Adjustment 

Common-Mode PcrforDllllU:e. Figures lOa and lOb show how 
the common-mode rejection of the AD202 and AD204 varies 
with frequency, gain, and source resistance. For these isolators, 
the significant resistance will normally be that the path from the 
source of the common-mode signal to IN COM. The AD202 
and AD204 also pcrfonn well in applications requiring rejection 
of fast common-mode steps, as described in the Applications 
section. 

lao 
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140 

t lZ0 
'II 
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~100 

so 
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40 
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~ ~" .. ~ --
""- ..... n 

"'"'""'" ~ lo~r-.::. .... 
~!\o'" ....... --
~ ~"l 

-1 ........ 

10 20 50 60 100 200 500 lk 2k 5k 
FREQUENCY - Hz _ 

Figure 7Da. AD204 

(Circuit figures shown on this page are for SIP style pack
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 
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Figure 10b. AD202 

Dynamics and Noise. Frequency response plots for the AD202 
and AD204 arc given in Figure 11. Since neither isolator is 
slew-rste limited, the plots apply for both 1arge and small signals. 
Capacitive losds of up to 470pF will not msterislly affect frequency 
response. When 1arge signals beyond a few hundred Hz will be 
present, it is advisable to bypass - V1SO and + V1so to IN COM 
with Ij1.F tantalum capscitors even if the isolated supplies arc 
not loaded. 

At SO/60Hz, phase shift throUgh the AD202/AD204 is typically 
0.80 (lagging). Typical unit - unit variation is ± 0.20 (lagging). 

+60r-T-1-T-1~1--r-~~--~-r~~ 

-AD204 
--- AD2012 

+40 1-+-~+--I-r"'-If-.::+OOr;;;;:::I--t-l J .. ~"::-r--. 
AMPLITUDE " ~ 

+20 I--+--~ ESP 'II R ONSE .. -::-r-., '\ 
I I "'~ .... " 

~>- .~ 
·0 i--r-, PHASE 

R~G~~SE{~ .. ~ .... ~r--.. PHASE 

.~::::---~ , .." (DEGREES) .. ~, ''''' .. ' 
-201-+--4--+--+---~+~~~~~~-50 

"~~ 
-40 -100 

10 20 50 100 ZOO 500 lk 2k 6k 101< 20k 

FREQUENCY - Hz -

Figure 17. Frequency Response at Several Gains 



The step response of the AD204 for very fast input signals can 
be improved by the use of an input filter, as shown in Figure 
12. The filter limits the bandwidth of the input (to about 5.3kHz) 
so that the isolator does not see fast, out-of-band input terms 
that can cause small amounts (±0.3%) of internal ringing. The 
AD204 will then settle to ± 0.1 % in about 300 microseconds for 
a 10V step. 

Figure 12. Input Filter for Improved Step Response 

Except at the highest useful gains, the noise seen at the output 
of the AD202 and AD204 will be almost entirely comprised of 
carrier ripple at multiples of 25kHz. The ripple is typically 2m V 
pop near zero output and increases to about 7m V pop for outputs 
of ± 5V (lMHz measurement bandwidth). Adding a capacitor 
across the output will reduce ripple at the expense of bandwidth: 
for example, 0.05..,F at the output of the AD204 will result in 
1.5mV ripple at ±5V, but signal bandwidth will be down to 
1kHz. 

When the full isolator bandwidth is needed, the simple two-pole 
active filter shown in Figure 13 can be used. It will reduce 
ripple to O.lmV POp with no loss of signal bandwith, and also 
serves as an output buffer. 

An output buffer or filter may sometimes show output spikes 
that do not appear at its input. This is usually due to clock 
noise appearing at the op amp's supply pins (since most op 
amps have little or no supply rejection at high frequencies). 
Another common source of carrier-related noise is the sharing of 
a ground track by both the output circuit and the power input. 
Figure 13 shows how to avoid these problems: the clock/supply 
port of the isolator does not share ground or l5V tracks with 
any signal circuits, and the op amp's supply pins are bypassed 
to signal common (note that the grounded filter capacitor goes 
here as well). Ideally, the output signal LO lead and the supply 
common meet where the isolator output is actually measured, 
e.g. at an AID converter input. If that point is more than a few 
feet from the isolator, it may be useful to bypass output LO to 
supply common at the isolator with a O.l..,F capacitor. 

(Circuit figures shown on this page are for SIP style pack
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 

AD202lAD204 
In applications where more than a few AD204s are driven by a 
single clock driver, substantial current spikes will flow in the 
power return line and in whichever signal out lead returns to a 
low impedance point (usually output LO). Both of these tracks 
should be made large to minimize inductance and resistance; 
ideally, output LO should be directly connected to a ground 
plane which serves as measurement common. 

Current spikes can be greatly reduced by connecting a small 
inductance (68..,H-lOO..,H) in series with the clock pin of each 
AD204. Molded chokes such as the Dale IM-2 series, with dc 
resistance of about 50, are suitable. 

Figure 13. Output Filter Circuit Showing Proper 
Grounding 

Using Isolated Power. Both the AD202 and the AD204 provide 
± 7.5V power outputs referenced to input common. These may 
be used to power various accessory circuits which must operate 
at the input common-mode level; the input zero adjustment pots 
described above are an example, and several other possible uses 
are shown in the section titled Application Examples. 

The isolated power output of the AD202.(400/IA total from 
either or both outputs) is much more limited in current capacity 
than that of the AD204, but it is sufficient for operating micropower 
op amps, low power references (such as the AD589), adjustment 
circuits, and the like. 

The AD204 gets its power from an external clock driver, and 
can handle loads on its isolated supply outputs of 2mA for each 
supply terminal (+ 7.5V and -7.5V) or 3mA for a single loaded 
output. Whenever the external load on either supply is more 
than about 200/IA, a l..,F tantalum capacitor should be used to 
bypass each loaded supply pin to input common. 

ISOLATION AMPLIFIERS 5-13 
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Upt032AD~canlx:drivenCroJnasingleAD246(orequivalent) 
clock driver when the isolated power outputs of the AD204s are 
loaded with less than 200..,A each, at a worst-case supply voltage 
of 14.2SV at the clock driver. The number of AD204s that can, 
Ix: driven by ope clock driver is reduced by one Al>204 per 
3.SmA of iiolated power loBd current ,at 7 .SV, distnbuted in 
aily way over the AD204's being supplied by that clock driver., 
Thus a loBd of 1.7SmA from + VISO to - VISO would also count 
as one isolator because it spsns ISV. 

It is possible to incresse clock fanout by increasing supply voltage 
above the 14.2SV minimum required for 32 lo8ds. One additional 
isolator (or 3.SniA unit loBd) can Ix: driven for each 40mV of 
incresse in supply Voltage up to lSV. Therefore if the minimum 
supply voltage can Ix: held to ISV - 1%, it is possiblC to operate 
32 AD204's and S2mA of 7.SV lo8ds. Figure 14 shows the 
allowable combinations of load current and channel count for 
various supply voltages. 

14.50 14.75 15.0 
MINIMUM SUPPLY VOLTAGE 

Figure 14. AD246 Fanout Rules 

Operation at RecIucecl Sipal Swing. Although the nominal 
output sigDaJ. swing for the AD202 and AD204 is ± SV, there 
may Ix: cases where a smaller sigDaJ. range may Ix: desirable. 
When that is done, the fixed errors (principally offset terms and 
output noise) Ix:come a larger fraction of the sigDaJ., but nonlinesrity 
is reduced. This is shown in Figure IS. 

0.025 

0.02 
z :: .. 
# i 0.015 

:; 0.01 

0.005 

o 
o 

., ~ 

/ 
V 

:1 :3 

OUTPUT SIGNAL SWING - '" V 

Figure 15. Nonlinearity VB. Signal Swing 
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PCB Layout for MuiticlIanneI App1ic:ationa. The pinout of the 
AD204Y has been designed to make very dense packing possible 
in multichannel applications. Figure 168 shows the recommended 
printed circuit board (PCB) layout for the simplevoltapfollower 
connection. When gain-setting I;"CSistors are present, 0.25" channel 
centers can still Ix: achieved, as shown in Figure 16b. 

CHANNEL INPUTS 

o 1 2 

O'I'.'"""""'''''-'~ GRID , 

CLKCOM. CLK 

OUT COM 

~ 
CHANNEL OUTPUTS 

TOMUX 

-r--

O. 
GR 1'r:t 
~ 

-100pF' 

-I--

-r--

-r--

-I--

-I--

-
-r-

Figure 168. 
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Figure 16b. 
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(Circuit figures shown on this page are for SIP style pack
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 



Synchronizatiou. Since AD204's operate from a common clock, 
synchronization is inherent. AD202s will normally not interact 
to produce beat frequencies even when mounted on O.2S-inch 
centers. Interaction may occur in rare situations where a large 
number of long, unshielded input cables are bundled together 
and channel gains are high. In such cases, shielded cable may 
be required or AD204's can be used. 

APPUCATIONS EXAMPLES 
Low-Level Sensor Inputs. In applications where the output of 
low-level sensors such as thermocouples must be isolated, a low
drift input amplifier can be used with an AD204, as shown in 
Figure 17. A three-pole active filter is included in the design to 
get normal-mode rejection of frequencies above a few Hz and to 
provide enhanced common-mode rejection at 60Hz. If offset 
adjustment is needed, it is best done at the trim pins of the 
OP-07 itself; gain adjustment can be done at the feedback 
resistor. 

LOo-j-~-++-""'~---+ 
ctK 

CLK RET 

Figure 17. Input Amplifier & Filter for Sensor Signals 

Note that the isolated supply current is large enough to mandate 
the use of 1 JLF supply bypass capacitors. 1bis circuit can be 
used with an AD202 if a low-power op amp is used instead of 
the OP-07. 

Process Current Input with Offset. Figure 18 shows an isolator 
receiver which translates a 4-20mA process current signal into a 
o to + IOV output. A IV to SV signal appears at the isolator's 
output, and a -IV reference applied to output LO provides the 
necessary level shift (in multichannel applications, the reference 
can be shared by all channels). 1bis technique is often useful 
for getting offset with a follower-type output buffer. 

(Circuit figures shown on this page are for SIP style pack
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 

AD202lAD204 

2370 AD589 

&.8k 

-15V 

Figure 18. Process Current Input Isolator with Offset 

The circuit as shown requires a source compliance of at least 
SV, but if necessary that can be reduced by using a lower value 
of current-sampling resistor and configuring the input amplifier 
for a small gain. 

RiP-Compliance Current Source. In Figure 19, an isolator is 
used to sense the voltage across current-sensing resistor R to 
allow direct feedback control of a high-voltage transistor or PET 
used as a high-compliance current source. Since the isolator has 
vU1uany no response to dc common-mode voltage, the closed-loop 
current source has a static output resistance greater than 10140 
even for output currents of several mAo The output current 
capability of the circuit is limited only by power dissipation in 
the source transistor. 

-10V to +250V 

MPS 

Rs 
1kO 

100k 

+5VREF 

U10 20lc 

+ 
Vc 

-15V 

Figure 19. High-Compliance Current Source 
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Motor Coatro1lsoJ8tor. The AD202 and AD204 perform very 
well in applicatiolis where rejection of fast common-mode steps 
is imponant but bandwidth must not be compromised. Current 
sensing in a full-wave bridge motor driver (Figure 20) is one 
example of this class of application. For 200V common-mode 
steps (l,...s rise time) and a gain of 50 as shown, the typical 
response at the isolator output will be spikes of ± 5m V amplitude, 
decaying to zero in less than l00,...s. Spike height can be ~uced 
by a factor of four with output filtering just beyond the isolator's 
bandwidth. 

+ 
200V de 

-
-

5ma 

Figure 20. Motor Control Current Sensing 

-

-

Floating Current Source/Ohmmeter. When a small floating 
current is needed with a compliance range of up to ± l000V dc, 
the AD204 can be used to both create and regulate the current. 
This can save considerable power, since the controlled current 
does not have to return to ground. In Figure 21, an ADS89 
reference is used to force a small fixed voltage across R. That 
sets the current which the input op amp will have to return 
through the load to zero its input. Note that the isolator's output 
isn't needed at all in this application; the whole job is done by 
the input section. However, the signal at the output could be 
useful: it's the voltage across the load, refereiu:ed to ground. 
Since the load current is known, the output voltage is proportional 
to load resistance. 

(Circuit figures shown on this page are for SIP style PlJck
ages. Refer to third page of this data sheet for proper DIP 
package pin-out.) 
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30k 

AD589 

ILOAD = ~ (2mA max) 

VLOADS 4V 

AD204 

Figure 21. Floating CUrrent Source 

+ 

Photodiode Amplifier. Figure 22 shows a transresistance con
nection used to isolate and amplify the output of a photodiode. 
The photodiode operates at zero bias, and its output current is 
scaled by Rp to give a + SV full-scale output. 

10"A 1 
F.S. , 

~ 
PHOTO 
DIODE 

Figure 22. Photodiode Amplifier 



r.ANALOG 
WDEVICES 

Rugged, Military Temperature Range, 
10kHz Bandwidth Isolation Amplifier 

FEATURES 
Rugged Design: Meets Stringent MIL-STD-883C 

Environmental Test Methods 
1004 (Moisture Resistance) 
1010 Condition B (Temperature Cycling, 

-55"C to +125°C) 
2002 Condition B (Mechanical Shock @ 1,500 g 

for 0.5 ms) 
2004 (Lead Integrity) 
2007 Condition A (Variable Frequency Vibration 

@20g) 
2015 (Resistance to Solvents) 

Reliable Design: Conforms to Stringent Quality and 
Reliability Standards 

Characterized to the Full Military Temperature Range 
-55°C to +125°C Rated Performance 

10 kHz Full Power Bandwidth 
Low Nonlinearity: ±0.025% max 
Wide Output Range: ±10 V min (Into a 2.5 kll Load) 
High CMV Isolation: 1500 V RMS Continuous 
Isolated Power: ±15 V DC @ ±5 mA 
Small Size: 2.23"xO.83"xO.65" 

56.6 mmx21.1 mmx16.5 mm 
Uncommitted Input Amplifier 
Two-Port Isolation Through Transformer Coupling 

ISOLATION AMPLIFIERS 
Provide Galvanic Isolation Between the Input and 

Output Stages 
Eliminate Ground Loops 
Reject High Common Mode Voltages and Noise 
Protect Sensitive Electronic Signal Processing Systems 

from Transient andlor Fault Voltages 

APPLICATIONS INCLUDE 
Engine Monitoring and Control 
Mobile Multichannel Data Acquisition Systems 
Instrumentation and lor Control Signal Isolation 
Current Shunt Measurements 
High Voltage Instrumentation Amplifier 

GENERAL DESCRIPTION 
The AD203SN is designed and buiit expressly for use in hostile 
operating environments. The AD203SN is also an integral mem
ber of Analog Devices' AD200 Series of low cost, high perfor
mance, transformer coupled isolation amplifiers. Technological 
innovations in circuit design, transformer construction, surface 

AD203SN I 
AD203SN FUNCTIONAL BLOCK DIAGRAM 

[1 
INPUT PORT--\ r- outPUT PORT 

mount components and assembly automation have resulted in a 
rugged, economical, military temperature range isolator that 
either retains or improves upon the key performance specifica
tions of the AD202lAD204 line. 

The AD203SN provides total galvanic isolation between the 
input and output stages of the isolation amplifier, including the 
power supplies, through the use of internal transformer cou
pling. The functionally complete design of the AD203SN, .pow
ered by a single + 15 V dc supply, eliminates the need for an 
external dddc converter. This permits the designer to minimize 
the necessary circuit overhead and consequently reduce the over
all design and component costs. Furthermore, the power con
sumption, nonlinearity and drift characteristics of transformer 
coupled devices are vastly superior to those achievable with 
other isolation technologies, without sacrificing bandwidth or 
noise performance. Finally, the AD203SN will maintain its high 
operating performance even under sustained common mode 
stress. 

The design of the AD203SN emphasizes maximum flexibility 
and ease of use in a broad range of applications where signals 
must be measured or transmitted under high CMV conditions. 
The AD203SN has a ± 10 V output range, an uncommitted 
input amplifier, an output buffer, a 10 kHz full power band
width and a front-end isolated power supply of ± 15 V dc @ 
±5mA. 
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SPECIFICATIONS (typical @+25°C,Vs;;o+15Vdc unless noted otherwise) 

GAIN 
Range" 
Error 
vs. Temperature! 

~55°C to +125°C 
-55OC to +25°C 
-4O"C to + 250C 
- 25°C to + 25°C 
+ 25°C to + 125°C 

vs. Time 
vs. Supply Voltage 

Nonlinearity2, G':'l VN, ± 10 V Output Swing 

INPUT VOLTAGE RATINGS 
Linear Differential Range 
Max CMV Input to Output 

AC, 60 Hz, Continuous 
Continuous (ae and de) 

Common Mode Rejection (CMR) @ 60 Hz 
Rs :5 100 fl (HI & LO Inputs), G = 1 VN 

, G = 100VN 
Rs :5 I kfl (Input, HI, LO or Both), G = 1-100 VN 

Leakage Current, Input to Output @ 240 V rms, 60 Hz 

INPUT IMPEDANCE 
Differential (G = 1 VN) 
Common Mode 

INPUT BIAS CURRENT 
Initial @ + 25°C 
Current @ + 125°C 

INPUT DIFFERENCE CURRENT 
Initial @ + 25°C 
Current @ + 125°C 

INPUT NOISE 
Voltage, 0.1 Hz to 100 Hz 
Voltage, Frequency> 200 Hz 

FREQUENCY RESPONSE 
Bandwidth (VOUT :5 20 V p-p, G=1-100 VN) 
Slew Rate 
Settling Time to ±0.1O% 

OFFSET VOLTAGE, REFERRED TO INPUT (RTI) 
Initial @ + 25°C (Adjustable to Zero) 
vs. Temperature (-55°C to + 125OC) , 

RATED OUTPUT3 

Voltage (Out HI to Out LO) @ RL = 5.0 kfl 
Current 
Maximum Capacitive Load4 

Output Resistance 
Output Ripple, 100 kHz Bandwidth 

5 kHz Bandwidth 

ISOLATED POWER OUTPUTS 
Voltage, No Load 
Accuracy 
Current (Either Output) 
Regulation, No Load to Full Load 
Ripple, 100 kHz Bandwidth, Full Load 

POWER SUPPLY 
Voltage, Rated Performance 
Voltage, Operating Performance6 

Current, No Load (V s = + 15 V de) 
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l:VN"':lOOVN 
± 1% typ (±4% max) 

50 ppml"C 
100 ppml"C 
80 ppml"C 
60 ppml"C 
5 ppml"C 
±50 ppm/1000 hours 
±0.OO5%N 
±0.012% (±0.025% max) 

±lOV 

1500 V rms 
±2000 V peak 

106dB 
120dB 
96dB (min) 
4.01LA rms (max) 

10.2 fl 
2 Gfl114.5 pF 

30pA 
30nA 

±5 pA 
±5 nA 

4 ILV p-p 
50nV/YHz 

10kHz 
0.5 V/ILS 
160 ILS 

± (5 + 25/G) mV (max) 
± (6 + 100/G) IL V/oc 

±10 V (min) 
±4mA 
270pF 
0.2 fl 
15 mV p-p 
0.7 mV rms 

±lS V 
±5% 
SmA 
5% 
110 mV p-p 

+ 15 V de (±5%) 
+ 12 V de to + 16 V de 
20mA 



AD203SN 
TEMPERATURE RANGE 

Rated Performance 
Storage 

PACKAGE DIMENSIONS 
Inches 
Millimeters 

NOTES 
IRefer to Figure 1 for a plot of gain versus temperature. 

- 55°C to + 125°C 
-55°C to + 125°C 

2.23 x 0.83 x 0.65 
56.6 x 21.1 x 16.5. 

'For gains greater than 50 VN, a 100 pF capacitor from the feedback terminal of the inpufop amp (Pin 38) to the input common terminal (Pin 2) is 
recommended in order to minimize the gain nonlinearity. Refer to Figure 17 for a circuit schematic. 

3For additional information on the Rated Output parameters, refer to Figure 9 for a plot of the Output Voltage Swing vs. Power Supply Voltage, and 
Figure 10 for the Output Current vs. Temperature and Power Supply Voltage relationsbip. 

4Por larger capacitive loads, it is recommended that a 4.7 n resistor be placed in series with the load in order to suppress possible output oscillations. 
'1.0 ILF (min) decoupJing is required. 
"Refer to Figure 9 for a plot of output voltage swing versus supply voltage. 
Specifications subject to change without notice. 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

1----- 2.23 (58.61 MAX ----~,~I 
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~~~-------'rnT~-L 
~ ---11--0., 12.5) TV. ~l-- 0.01810.46) so 

060 I:'i'12i3iiiBoITTloiMivl'Eiwiil'8!'!~+IJ:·,) L~383738 22 .!i •• ~ 
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ACI062 MATING SOCKET AD203SN PIN DESIGNATIONS rr=---- 225157.2) -I 0.300(7.61 
MAX 

I' 1.50138.1I-j l r-
+0,0-- -_b,··r-T~1 

- 0---- + - r;~ ~~: 
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PIN DESIGNAnON FUNcnON 
1 IN+ INPUT OP AMP: NONINVERTING INPUT 
2 IN COM INPUT COMMON 
3 IN- INPUT OP AMP: INVERTING INPUT 

18 OUTRTN OUTPUT RETURN 
19 OUT HI OUTPUT SIGNAL 
20 PWRIN DC POWER SUPPLY INPUT 
21 NONE NONE 
22 PWRCOM DC POWER SUPPLY COMMON 
36 VISO+ ISOLATED POWER: + DC 
37 V1SO - ISOLATED POWER: -DC 
38 FB INPUT OP AMP: OUTPUT/FEEDBACK 

0.125 TV • ....j I--
0.100 12.51 DIA. CIS TO 13.2) 

0.180 14.&) OtA. TVP 
2 PLACES 

PORT 
INPUT 
INPUT 
INPUT 
OUTPUT 
OUTPUT 
OUTPUT -
OUTPUT 
INPUT 
INPUT 
INPUT 

CAUTION __ ~~~~ __ ~~~~~ __________________________________________ _ 

ESD (electrostatic discharge) senSItive device. Permanent damage may occur on unconnected 
devices subject to high energy electrostatic fields. Unused devices must be discharged to the 
destination socket before devices are removed. 

Note: Per MIL-STD-883C, Method 3015, this device have been classified as a Category 2 ESD 
sensitive device. 

WARNING! 0 
~~DEVICE 
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PRODUCT HIGHUGHTS 
Rugged Design. The AD203SN is specifically designed for 
applications where ruggedness and high performance are the key 
requirements. The ruggedness of the AD203SN design meets 
MIL·STD-883C Methods 1004 (Moisture Resistance), 1010 
Condition B (Temperature Cycling, - SS·C to + 12SOC), 2002 
Condition B (Mechanical Shock @ I,SOO g forO.S ms), 2004 
(Lead Integrity), 2007 Condition A (Variable Frequency Vibra
tion @ 20 g) and 20lS (Resistance to Solvents). 

Engine and vehicular monitor/control systems as well as mobile 
instrumentation and control systems are some examples of appli
cations for which the AD203SN is well suited. 

Military Temperature Range Rating. With its performance 
rated over the -SS·C to + 12S·C MIL specification temperature 
range, the AD203SN is an excellent choice in applications where 
severe environmental conditions may be encountered. Examples 
include engine monitoring/control systems and remote power 
line monitoring. 

10 kHz Bandwidth. With a full power bandwidth of 10 kHz, 
the AD203SN is effective in control loop applications where a 
smaller bandwidth could induce control system instabilities. 

Excellent Common Mode Performance. The AD203SN pro
vides a I.S kV rms continuous common mode isolation. A low 
common mode input capacitance of 4.S pF, inclusive of power 
isolation, results in a minimum 96 dB of CMR as well as a very 
low leakage current of 4.0 ,...A rms (max @ 240 V rms, 60 Hz). 

High Accuracy. Exhibiting a maximum nonlinearity of 
±0.025% and a low gain temperature coefficient, averaging 
50 ppm?C over the full temperature range, the AD203SN pro
vides high isolation without loss of signal integrity and quality. 

Isolated Power. An isolated power supply capable of delivering 
± IS V dc @ ± S mA is available at the input port of the isola
tor. This permits the AD203SN to power up floating signal con
ditioners, front-end amplifiers or remote transducers at the 
input. 

Flexible Input Stage. An uncommitted op amp is provided on 
the input stage. This amplifier provides input buffering and gain 
as needed. It also facilitates a host of alternative input functions 
including filtering, summing, high voltage ranges and current 
(transimpedance) inputs. 
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DESCRIPTION OF KEY SPECIFICATIONS 
Gain Nonlinearity. Nonlinearity is defined as the peak devia
tion of the output voltage from the best straight line and is ex
pressed as a percent of peak-to-peak output voltage span. The 
nonlinearity of the model AD203SN, which operates at a 20 V 
p-p output span, is ±0.02S% or ±S mY. Good nonlinearity is 
critical for retaining signal fidelity. 

Max CMV, Input to Output. Maximum common mode vo~t
age (CMV) describes the amount of voltage that may be ap~hed 
across both input terminals with respect to the output termmals 
without degrading the integrity of the isolation barrier. High 
input-to-output CMV capability is necessary in applications 
where high CMV inputs exist or high voltage transients may 
occur at the input. 

Common Mode Rejection (CMR). CMR describes the isola
tor's ability to reject common mode voltages that may exist be
tween the inputs and the outputs. High CMR is required when 
it is necessary to process small signals riding on high common 
mode voltages. 

Leakage Current. This is the current that flows from the in
put common across the isolation barrier to the output common 
when the power-line voltage (either llS V or 240 V rms, 60 Hz) 
is impressed .on the inputs. Leakage current is dependent on the 
magnitude of the coupling capacitance between the input and 
the output ports. Line frequency leakage current levels are unaf
fected by the power ON or OFF condition of the AD203SN. 

Common Mode Input Impedance. This is defined to be the 
impedance seen across either input terminal (i.e., + IN or - IN) 
and the input common. 

Input Noise. This specification characterizes the voltage noise 
levels that are generated internally by the isolation amplifier. In 
order to facilitate a comparison between the "isolator back
ground noise" levels and the expected input signal levels the 
input noise parameter is referred to the input. 

Input noise is a function of the noise bandwidth, i.e., the fre
quency range over which the noise characteristics are measured. 

Offset Voltage, Referred to Input (RTI). The offset vo~tage 
describes the isolation amplifier's total dc offset voltage WIth the 
inputs grounded. The offset voltage is referred to the input in 
order to allow for a comparison of the dc offset voltages with the 
expected input signal levels. The total offset comes fro~ tw? 
sources namely from the input and output stages, and IS gam 
depend~nt. To compute the offset voltage, RTI, the isolator is 
modelled as two cascaded amplifier stages. The input stage has a 
variable gain G while the output isolation stage has a fixed gain 
of 1. RTI offset is then given by: 

Eos (RTI) = EOSI + Eos/G 

where: 

Eosl = Total input stage offset voltage 

Eos2 = Output stage offset voltage 

G = Input stage gain. 

Offset voltage drift, RTI, is calculated in an identical manner. 

Isolated Power Output. Dual supply voltages, completely 
isolated from the input power supply terminals, provide the 
capability to excite floating input signal conditioners as well as 
remote transducers. 



PERFORMANCE CHARACTERISTICS 
This section details the key specifications of the AD203SN that 
exhibit a functional dependence on such variables as frequency, 
power supply load, output voltage swing, bypass capacitance 
and temperature. Table I summarizes the performance charac
teristics that will be discussed in this section. For the sake of 
completeness, a typical dynamic output response of the 
AD203SN is included. 

Gain Temperature Coefficient. Figure 1 presents the 
AD203SN's gain temperature coefficient over the entire - 55°C 
to + 125°C temperature range. 

O.5k 

-1k / 
I / 

/ 
-2' 

I 
1/ 

-0' 
-7k ~ 
-Ok 

-55-40-25 +25 +85 +125 
TEMPERATURE - "C 

Figure 1. Gain (ppm of Span) vs. Temperature (OC) 

Note: 1 ppm (part per milIion) is equivalent to 0.0001%. 

Parameter Key Specifications 

Gain Gain (ppm of Span) 
Gain Nonlinearity (Expressed in mV 
and % of p-p Output) 

Input Voltage Rating Common Mode Rejection (dB) 

Input Noise Input Noise (nV/YHz) 

Frequency Response Frequency Response: Gain (dB) 

AD203SN 
Gain Nonlinearity. The maximum nonlinearity error of the 
AD203SN, at a gain of 1 VN, is specified as ±0.025% or 
±5 mY. The nonlinearity performance of the AD203SN is 
dependent on the output voltage swing and this dependency is 
illustrated in Figure 2. The horizontal axis represents the gain 
error, expressed either in percent of peak-to-peak output span 
(i.e., % of 20 V) on the left axis or in mV on the right axis. The 
vertical axis indicates the magnitude of the output voltage 
swing. 

+0.02 +4 

.". +0.01 +2 > 
E 

0 0 I 
II: II: 0 0 
II! -0.01 -2 II: 

II: IU IU 

-0.02 -4 

-10 -8 -6 -4 -2 0 +2 +4 +6 +8 +10 

OUTPUT VOLTAGE SWING - V 

Figure 2. Gain Nonlinearity Error (% p-p Output Range 
and mV) vs. Output Voltage Swing (V), with a Gain of 
1VN 

As a Function of Shown In 

Temperature (OC) Figure I 
Output Voltage Swing (V) Figure 2 

Common Mode Signal Frequency Figure 3 
(Hz), Amplifier Gain (VN) and 
Input Source Resistance en) 
Frequency (Hz) Figure 4 

Frequency (Hz) Figure 5 
Frequency Response: Phase Shift (Degree) Frequency (Hz) Figure 6 
Dynamic Response N/A Figure 7 

Offset Output Offset Voltage (mV) Temperature (0C) Figure 8 

Rated Out Output Voltage Swing (V) Supply Voltage (V dc) Figure 9 
Output Current (mA) Supply Voltage (V de) Figure 10 

Isolated Power Supply Isolated Power Supply Voltage (V) Current Delivered to the Load (rnA) Figure 11 
Isolated Power Supply Ripple (mV p-p) Current Delivered to the Load (rnA) Figure 12 
Isolated Power Supply Ripple (V p-p) Bypass Capacitance (Il-F) Figure 13 

Table I. Performance Characteristics Detailed in the AD203SN Data Sheet 
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Figure 4. Input Noise (nVlyHz) vs. Frequency (Hz) 

Common Mode Rejection. Figure 3 illustr.atesthe commori 
mode rejection (CMR), expressed in dB, of the AD203SN 
versus frequency (Hz), gain (VN) and source impedance imbal
ance (0). To achieve the optimal common mode rejection of 
unwanted signals, it is recommended that the source imbalance 
be kept as low as possible and that the input circuitry be care
fully laid out so as to avoid adding excessive stray capacitances 
at the isolator's input terminals. 

Input Noise. Figure 4 presents the typical input noise charac
teristics, in nV/YHz, of the AD203SN for a frequency range 
from 1 Hz to 100 kHz. 

Frequency Response: Gain and Phase Shift. Figure 5 illus
trates the AD203SN's gain as a function of frequency while Fig
ure 6 illustrates the corresponding phase shift vs. frequency. 
The AD203SN's low phase shift and 10 kHz bandwidth perfor
mance make it ideal in power monitoring and control system 
applications. 

Dynamic Response of the AD203SN. To illustrate the speed, 
dynamic range and rapid settling time of the AD203SN, the iso
lator's output response to a 20 V p-p step function is shown in 
Figure 7. 
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Figure 5. Gain (dB) as a Function of Frequency (Hz) 

-30 

-80 

• -10 

i-'20 
I -150 

i-'80 
-210 

1-240 

-270 

-300 

-330 

JJJl ~11 
/;;::0, PHASE G=1V/V 

~ 
Ni 

PHASE G-' •• ~"!: 
~ 
I\, 

11 
n 
l\\ 

500 1k 10k &Ok 
FREQUENCY - Hz 

Figure 6. Phase Shift (<1 0) as a Function of Frequency (Hz) 

Figure 7. Dynamic Response of the AD203SN (20 V p-p 
Step) 



Output Offset Voltage. The AD203SN exhibits a low output 
offset voltage temperature coefficient over the + 25°e to + 125°e 
temperature range as shown in Figure 8. 
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Figure 8. Output Offset Voltage (mV) VS. Temperature (OC) 
with G=1 VN 
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Figure 9. Output Voltage Swing (±V) VS. Power Supply 
Input Voltage (V DC), with a 2.5 kfl Load 

Vo=+10Y 

-55OC TO +125"C .-

~ . 
I 

iii 1 

~ . 
il 
!; -1 

e: 5 -2 

-3 

-, 

Vo =-10V 

~ -25'C --.... r-:::::::-:= -:::t--
+25OC TO +125"C 

-s 
14.25 14.5 

-4O'C 

~ 
-r-----...; 
14.75 15.00 

SUPPLY VOLTAGE - V DC 

Figure 10. Output Current (rnA) VS. Supply Voltage (V DC) 
and Temperature (OC), with V,SO Loaded at 5 rnA 

AD203SN 
Rated Output. The rated output voltage, across the OUT HI 
and OUT LO terminals, for the AD203SN is specified at 
±IO V. This specification applies when the AD203SN is pow· 
ered by a + 15 V dc supply. The rated output voltage level is, 
however, affected by the input power supply voltage and the 
loads placed on the isolated power supply. This dependency is 
illustrated in Figure 9. 

The current delivered by the output terminals of the AD203SN 
will vary as a function of the supply voltage and operating tem
perature. These relationships are illustrated in Figure 10. 

Isolated Power. The load characteristics of the AD203SN's iso
lated power supplies (i.e., + 15 V dc and -IS V dc) are plotted 
in Figure II. 

The isolated power supply exhibits some ripple which varies as 
a function of the load current. Figure 12 demonstrates this ~ 
relationship. The AD203SN has internal bypass capacitors that .. 
optimize the tradeoff between output ripple and power supply 
performance, even under full load. If a specific application 
requires more bypassing on the isolated power supplies, external 
capacitors may be added. Figure 13 plots the isolated j)Ower 
supply ripple as a function of external bypass capacitance under 
full load conditions (i.e., 5 rnA). 
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Figure 11. Isolated Power Supply Voltage (V DC) VS. Load 
(rnA) 
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Figure 12. Isolated Power Supply Ripple (mV p-p) vs. 
Load (rnA) 
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Figure 13. Isolated Power Supply Ripple (mV p-p) vs.BY
pass Capacitance (/LF), with a 5 mA Load on ±V,so- and 
Noise Bandwidth of 1 MHz. 

The curves in Figures 12 and 13 were generated by measuring 
the power supply ripple over a I MHz bandwidth. 

CAUTION: The AD203SN does not provide for short circuit 
protection of its isolated power supply. A current limiting resis
tor may be placed in series with the isolated power terminals 
and the load in order to protect the supply against inadvertent 
shorts. . 

APPLICABLE STANDARDS 
The tests and methods employed in the design verification pro
cess are summarized in Table II. A copy of the AD203SN Qual
ity & Reliability Summaries test report, which documents the 
results of the tests listed in Table II, is available on request. 

Test Method 

MIL-STD-883C, Method 1004 

MIL-STD-883C, Method 1010 
Condition B 

MIL-STD-883C, Method 2002, 
Condition B 

MIL-STD-883C, Method 2003 

MIL-STD-883C, Method 2004 

MIL-STD-883C, Method 2007, 
Condition A 

MIL-STD-883C, Method 2015 

Test Description 

Moisture Resistance 

Temperature Cycling, -55°C 
to + 125°C 

Mechanical Shock (ii 1,500 g 
for 0.5 ms 

Solderability of Terminations 

Integrity of Microelectronic 
Device Leads 

Variable Frequency Vibration 
@' 20 g 

Resistance to Solvents 

MIL-STD-883C, Method 3015.5 Electrostatic Discharge 

Analog Devices Product 
Reliability Program 

Sensitivity Classification 

MTBF Calculation (per 
MIL-HDBK-217D) 
and Verification 

Table II. Tests Used to Verify the Ruggedness, Reliability 
and Quality of the AD203SN Design 

Per 883C Method 3015.5, the AD203SN has been classified as a 
Class 2 ESD (electrostatic discharge) sensitive device. As a Class 
2 device, the AD203SN is insensitive to static discharge voltages 
of less. than 2000 V. 

INSIDE THE AD203SN 
The functional block diagram of the AD203SN is shown in Fig
ure 14. The AD203SN employs amplitude modulation tech
niques to implement transformer coupling of signals down to dc. 
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The 35 kHz, 30 V p-p square wave carrier used by the 
AD203SN is generated by an internal oscillator located in the 
output port of the isolator. This oscillator is powered by a 
+ IS V dc slJPply . 

A full wave modulator translates the input signal to the carrier 
frequency which is then transmitted across transformer Tl. The 
synchronous demodulator in the output port extracts the input 
signal from the carrier. The 12 kHz two-pole filter is employed 
to minimize output noise and ripple. Furthermore, the filter 
serves as a low impedance output buffer. 

The input port of the AD203SN contains an uncommitted input 
op amp, a modulator and the power transformer.T2. The pri
mary of the power transformer is driven by the 35 kHz square 
wave while the secondary, in conjunction with a rectifier net
work, supplies isolated power to the modulator, input op amp 
and any external load. The uncommitted input amplifier can be 
used to supply gain or to buffer the input signals. 

II 
INPUT PORT0-.1 r- OUTPUT PORT 

Figure 14. Functional Block Diagram 

USING THE AD203SN 
Powering the AD203SN. The AD203SN requires only a single 
+ IS V dc power supply connected as shown in Figure 15. A 
bypass capacitor is provided in the module. 

PWRIN 
+12VDCTO 

+16V DC SUPPLY 

rt-...:..;.;.c..=, SUPPL V 
COMMON 

Figure 15. Powering the AD203SN 

Unity Gain Input Configuration. The basic unity gain config
uration for mput signals of up to ± 10 V is shown in Figure 16. 

Figure 16. Basic Unity Gain Configuration 



Input ConfJg1U'ation for a Gain Greater Than 1 (G>I). When 
small input signal levels must be amplified and isolated, Figure 
17 shows how to get a gain greater than I while continuing to 
preserve a very high input impedance. 

In this circuit, the gain equation may be written as: 

Va = (I+RF1Ra)xVsIG 
where 

Vo = Output Voltage (V) 
V SIG = Input Signal Voltage (V) 
RF = Feedback Resistor Value (0) 
R,. = Gain Resistor Value (0). 

Note on the 100 pF Capacitor. Whenever a gain of 50 VN or 
greater is required, a 100 pF capacitor from the FB (input op 
amp feedback) terminal to the IN COM (input common) termi
nal, as shown with the dotted lines in Figure 17, is highly rec
ommended. The capacitor acts to fIlter out switching noise and 
will minimize the isolator's nonlinearity parameter. 

Figure 17. Input Configuration for a Gain Greater than 1 

Compensating the Uncommitted Input Op Amp. The open 
loop gain and phase versus frequency for the uncommitted input 
op amp are given in Figure 18. These curves are to be used to 
determine the appropriate values for the feedback resistor and 
compensation capacitor in order to ensure frequency stability 
when a gain greater than unity is required. The final values for 
these components should also be chosen so as to satisfy the fol
lowing constraints: 

• The current drawn in the feedback resistor (RF) is no greater 
than 1 mAo 

• The feedback (RF) and gain resistor (RG) result in the desired 
amplifier gain. 
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Figure 18. Open Loop Gain and Phase vS. Frequency for 
the Uncommitted Input Op Amp 

AD203SN 
Inverting, Summing or Current Input Configuration. Figure 
19 shows how the AD203SN can accommodate current inputs or 
sum currents or voltages. 

Figure 19. Input Configuration for Summing or Current iii 
Input 

In this circuit the output voltage equation can be written as: 

Va = -RFX (Is + VSIIRs1 + Vs21Rs2+ ... ) 
where 

Vo Output Voltage (V) 
VSI Voltage oflnput Signal 1 (V) 
V S2 Voltage ofinput Signal 2 (V) 
Is Input Current Source (A) 
RF Feedback Resistor Value (0) 

Source Resistance Associated with Input 
Rs, Signal 1 (0) 

Source Resistance Associated with Input 
RS2 Signal 2 (0). 

The circuit of Figure 19 can also be used when the input signal 
is larger than the ± 10 V input range of the isolator. For exam
ple, suppose that in Figure J9 only V Sl> RSI and RF are con
nected to the feedback, input and common terminals as shown 
by the solid lines in Figure 19. Now, a V Sl with a ± 100 V span 
can be accommodated with RF=20 kO and a total 
Rs, =200 kO. 

GAIN AND OFFSET ADJUSTMENTS 
General Comments. When gain and offset adjustments are 
required, the actual compensation circuit ultimately utilized will 
depend on: 

• The input configuration mode of the isolation amplifier 
(i.e., noninverting or inverting) . 

• The placement of the adjusting potentiometer (i.e., on the 
isolator's input or output side). 

As a general rule: 

• Offset adjustments are best accomplished on the isolator's in
put side, as it is much easier and more efficient to null the 
offset ahead of any gain. 

• Gain adjustments are mostly easily accomplished as part of 
the gain-setting resistor network at the isolator's input side. 

• Input adjustments, of the offset and/or gain, are preferred 
when the adjusting potentiometers are as near as possible to 
the input end of the isolator (so as to minimize strays). 

• Output side adjustments may be necessary under the 
conditions where adjusting potentiometers placed on the 
input side would present a hazard to the user due to the 
presence of high common mode voltages during the adjust
ment procedure. 
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• It is recommended that the offset adjustment precedes the 
gajn adjustment. 

Adjusbnents for the Ioioninverting Mode of Operation 
Offset Adjustnlent. Figure 20 shows the suggested input adjust
ment connections when 'the isolator's input amplifier is config
ured for the noninverting mode of operation. The offset adjust
ment circuit injects a small voltage in series with the low side of 
the signal source. The adjustment potentiometer PI modulates 
the injection voltage and is therefore responsible for nulling out 
the offset voltage. 

Note: • To minimize CMR degradation it is recommended that 
the resistor in series with the input LO (i.e., Rc) be 
below a few hundred ohms. 

• The offset adjustment circuit of Figure 20 will not 
work if the signal source has another current path to 
input common, or if current flows in the signal source 
LO lead. If this is the case, use the output adjustment 
procedure. 

Gain AdjUSbnent. Figure 20 also shows the suggested gain 
adjustment circuit. Note that the gain adjustment potentiometer 
P2 is incorporated into the gain-setting resistor network at the 
isolator's input. 

GAIN ADJUST 

Figure 20. Input Adjustments for the Noninverting Mode 
of Operation 

An ~A of 47.5 kO and a 5 kn potentiometer, resulting in a 
median Rp value of 50 kn (i.e., ~A + PZ/2), will work nicely 
for gains of 10 VN or greater. The gain adjustment becomes 
less effective at lower gains, in fact it is halved at G = 2 V N, so 
that potentiometer P2 will have to be a larger fraction of the 
total Rp. At a gain of I VN attempting to adjust the gain down
wards will compromise the isolator's input impedance. In this 
case it would be better to adjust the gain at the signal source or 
after the output. 

Input AdjUSbnents for the Inverting Mode of Operation 
Offset AdjUSbnent. Figure 21 shows the suggested input adjust-

Figure 21. Input Adjustments for the Inverting Mode of 
Operation 
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ment connections when the isolator's input amplifier is confIg
ured for the inverting mode of operation. Here the offset adjust
ment potentiometer PI nulls the voltage at the summing node. 
This method is preferred over current injection since it is less 
affected by any subsequent gain adjustments. 

Gain Adjusbnent. Figure 21 also shows the suggested gain 
adjustment circuit. In this circuit, the gain adjustment is ,made 
in the feedback loop using potentiometer P2. The adjustments 
will be effective for all gains in the I to 100 VN range. 

Output Adjusbnents 
Offset AdjuSbnent. Figure 22 shows the recommended tech
nique for offset adjustment at the output. In this circuit, the 
± 15 V dc voltage is supplied by an independent source. With 
reference to the output circuitry shown in Figure 22, the maxi
mum offset adjustment range is given by: 

RDxVS 
EOFFSET = ---

RD+Ro 

where, V s is the power supply voltage. A 20 kO potentiometer 
(Po) should work well in this adjustment circuit. 

Gain Adjustment. Since the AD203SN's output amplifier is 
fixed at unity, any desired output gain adjustments can only be 
made in a subsequent stage. 

Figure 22. Output Side Offset Adjustment Circuit 

USING ISOLATED POWER 
The AD203SN provides ± 15 V dc power outputs referred to 
the input common. These may be used to power various acces
sory circuits which must operate at the input common mode 
level. The input offset adjustment circuits of the previous sec
tion are examples of this need. 

The isolated power supply output has a current capaciry of 
5 mA which should be sufficient to operate adjustment circuits, 
references, op amps, signal conditioners and remote transducers. 

CAUTION: The AD203SN does not provide for short circuit 
protection of its isolated power supply. A CUrtent limiting resis
tor may be placed in series with the isolated power terminals 
and the load in order to protect the supply against inadvertent 
shorts. 

APPLICATIONS EXAMPLES 
Isolated Process Current to Voltage Converter 
Figure 23 shows how the AD203SN can be utilized as an iso
lated receiver that translates a 4-20 rnA process CUrtent signal 
input into a 0 to + 10 V output. The 25 0 shunt resistor con
verts the 4-20 rnA current into a + 100 to +500 mV signal. The 
signal is then offSet by -100m V via the use of Po to produce a 
o to +400 mV input. The signal is then amplified by a gain of 
25 resulting in the desired 0 to + 10 V output. With an open 
circuit on the input side, the AD203SN will have -2.5 Von the 
output, corresponding til the -100 mV offset voltage multiplied 
by a gain of 25 VN. 



Figure 23. Using the AD203SN as an Isolated Process 
Current to Voltage Converter 

For the circuit of Figure 23, the input to output transfer func
tion can be expressed as: 

VOUT = 625 xIlN-2.5 V 
where 

VOUT = Output Voltage (V) 
lIN = Input Current in milliamps (rnA). This current is 

limited to the 4 to 20 rnA range. 

Current Shunt Measurements 
In addition to isolating and converting process current signals 
into voltage signals, the AD203SN can be used to indicate the 
value of any loop current in general. Figure 24 illustrates a typi
cal current shunt measurement application of the AD203SN. A 
small sensing resistor RsHUNT' placed in series with the current 
loop, develops a small differential voltage that may be further 
scaled to provide an isolator output voltage that is directly pro
portional to the current. The voltage developed across the shunt 
can potentially be several hundred to a thousand volts above 
ground. In this circuit, the AD203SN provides the necessary 
scaling of the shunt signal while providing high common-mode 
voltage isolation and high common mode rejection of dc and 
60 Hz components. 

Figure 24. Using the AD203SN for Current Shunt 
Measurements 

The transfer function for the circuit of Figure 24 can be written 
as: 

VOUT = RSHuNTx(l+RpIRGlxlwop 
where 

VOUT 
RsHuNT 
Rp 

Ra 
ILoop 

Output Voltage (V) 
Sense or Current Shunt Resistance (n) 
Feedback Resistance (n) 
Gain Resistance (n) 
Loop Current (A). 

AD203SN 
Low Level Inputs 
In applications where low level signals need to be isolated (ther
mocouples are one such application), a low drift input amplifier 
can be used with the AD203SN. Figure 25 illustrates this imple
mentation of the AD203SN. The circuit design also includes a 
three-pole active fIlter which provides for enhanced common 
mode rejection at 60 Hz and normal mode rejection of frequen
cies above a few Hz. If any offset adjustments are desired, they 
are best done at the trim pins of the low drift input amplifier. 
Gain adjustments can be done at the feedback resistor. 

Figure 25. Using the AD203SN with Low Level Inputs 

The input-output relationship for the circuit shown in Figure 25 
can be written as: 

where 

VOUT 
VIN 

Ra 

VOUT = VlNx(1+50kntRGI 

Output Voltage (V) 
Low Level Input Voltage (V) 
Isolation Amplifier Gain Resistance (n). 

Noise Reduction in Data Acquisition Systems 
The AD203SN uses amplitude modulation techniques with a 
35 kHz carrier to pass both ac and dc signals across the isolation 
barrier. Some of the carrier's harmonics are unavoidably passed 
through to the isolator output in the form of ripple. In most 
cases, this noise source is insignificant when compared to the 
measured signal. However, in some applications, particularly 
when a fast AID converter is used following the isolator, it may 
be desirable to add fIltering at the isolator's output in order to 
reduce the carrier ripple. Figure 26 shows a circuit that will 
reduce the carrier ripple through the use of a two-pole output 
fIlter. 

Figure 26. Noise Reduction in Data Acquisition Systems 
Using the AD203SN 
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~ANALOG 
WDEVICES 

100 kHz Bandwidth, Low Distortion, Internally 
Powered Isolation Amplifier 

FEATURES 
Wide Bandwidth: 100 kHz. min (Full Signal) 
Rapid Siew Rate: 6 V/lJ.s 
Fast Settling Time: 12 IJ.s. max 
Low Harmonic Distortion: -SO dB @ 1 kHz 
Low Nonlinearity: ±0.0050/0 
Wide Output Range: ±10 V 
High CMV Isolation: 1.5 kV RMS. min 
Buffered Output 
Isolated Power: ±15 V DC @ ±10 mA 
Performance Rated over the -40"C to +S5°C 

Temperature Range 

APPLICATIONS INCLUDE 
High Speed Data Acquisition Systems 
Transient Monitoring 
Power Line Monitoring 
Motor Control 
Vibration Analysis 

GENERAL DESCRIPTION 
The AD206 is a high precision, two-port, transformer-coupled 
isolation amplifier expressly designed for applications that re
quire the amplification and isolation of extremely fast analog 
signals. The innovative circuit and transformer design of 
AD206 ensures the wideband dynamic charact 
AD206 while preserving the key dc per 

The AD206 provides total galvani 
and output stages of the isolation 
supplies, through the use of interna tr 
functionally complete design of the AD20 , 
lar ± 15 V dc supply, eliminates the need for p 
dddc converter or power oscillator. This permits the desig 
minimize the necessary circuit overhead and consequently 
duce the overall design and component costs. 

The design of the AD206 emphasizes maximum flexibility and 
ease of use in a broad range of applications where rapidly vary
ing analog signals must be measured and transmitted under high 
CMV conditions. The AD206 has a ± 10 V output range, a spec
ified gain range of 1 to 10, a buffered output and a front-end 
power supply of ± 15 V dc with ± 10 rnA of current drive 
capability. 

AD206 I 
AD206 FUNCTIONAL BLOCK DIAGRAM 

I---------@~ 

PRODUCT HIGHLIGHTS 
High Speed Dynamic Characteristics: The AD206 features a 
minimum full-signal bandwidth of 100 kHz, a typical slew rate 
of 6 V/fJ.s and a maximum ttling time of 12 fJ.S. The high 
speed perform D206 allows for the amplification 
and is . nals. 

ered Output Stages: An uncommitted 
he input stage of the AD206. This al-; 
and gain as needed. The AD206 also 

stage, allowing it to drive low imped-

y: Exhibiting a typical nonlinearity of ±0.OO5% 
ge and a total harmonic distortion of-80 dB 
z), the AD206 provides high isolation without 

aI integrity and quality. 

Exc~llent Common-Mode Performance: The AD206BY 
(AD206A Y) provides 1.5 kV rms (0.75 kV rms) of common
mode protection. Both grades feature a low common-mode ca
pacitance of 4.5 pF, inclusive of power isolation, resulting in a 
typical common-mode rejection specification of 105 dB (1 kO 
source impedance imbalance) as well as a low leakage current of 
2.0 fJ.A rms (max @ 240 V rms, 60 Hz). 

Isolated Power: An unregulated isolated ± 15 V dc power sup
ply with ± 10 rnA of current drive capability is available at the 
input port of the AD206. This permits the isolator to power up 
floating signal conditioners, front-end amplifiers or remote 
transducers at the input. 

Performance Rated over the -40°C to +85"C Temperature 
Range: With an extended industrial temperature range rating, 
the AD206 is an ideal isolation amplifier for use in industrial 
environments. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS (typical @ +25°~,Vs =:1:15 V dc, 2 kG output load, unless noted otherwise) 

GAIN 
Rangel 
Error 
vs. Temperature2 

o to +85°C 
-4O"C to OOC 

vs. Supply Voltage, ::t (14.5 V to 16.5 V dc) 
vs. Isolated Supply Load3 

Nonlinearity: ::t10 V Output Swing, G = I 
G = 10 

INPUT VOLTAGE RATINGS 
Linear Differential Range 
Max Safe Input Voltage, IN+IIN- to IN COM 
Max CMV Input to Output 

AC, 60 Hz, Continuous 
Continuous (AC & DC) 

Common-Mode Rejection (CMR) @ 60 Hz 
Rs :s 100 G (m & LO Inputs), G = 1 VN 
Rs :s 1 kG (Input, HI, LO or Both), G = 1 VN 

Common-Mode Rejection (CMR) @ 1 kHz 
Rs :s 100 G (m & LO Inputs), G = 1 VN 
Rs :s 1 kG (Input, HI, LO or Both) 

Common-Mode Rejection (CMR 
Rs :s 100 G (m & LO Inputs) 
Rs :s 1 kG (Input, HI, LO or 

Leakage Current, Input to Output, 
@ 240 V RMS, 60 Hz 

INPUT IMPEDANCE 
Differential (G = 1 VN) 
Common Mode 

INPUT OFFSET VOLTAGE 
Initial @ +25°C 
VS. Temperature 

o to +8SoC 
-4O"C to OOC 

OUTPUT OFFSET VOLTAGE 
Initial @ + 2SOC (Adjustable to Zero) 
vs. Temperature 

o to +85OC 
-4O"C to OOC 

vs. Supply Voltage 
vs. Isolated Supply Load3 

INPUT BIAS CURRENT 
Initial @ + 2SOC 
vs. Temperature 

-4O"C to +8SOC 

INPUT DIFFERENCE CURRENT 
Initial @ + 25°C 
vs. TempeJ;ature 

-40OC to +85OC 

INPUT VOLTAGE NOISE 
Frequency> 10 Hz 

FREQUENCY RESPONSE (2 kG load) 
Full Signal Bandwidth (3 dB Comer, G = 1 VN, 

20 V pk-pk Signal) 
Small Signal Bandwidth (3 dB Comer, 

G = 1 VN, 100 mV pk-pk Signal) 

AD206A 

I VNto 10VN 
-0.5% (::t2%, max) 

+ IS ppml"C ( + 55 ppmI"C, max) 
+ 50 ppm/"C ( + 100 ppmI"C, max) 
lOOppmN 
20ppmlrnA 
::to.005%, (::to.015%, max) 
::to.01% 

::tl0 V, min 
::tIS V 

750 V RMS 
::t1000 VPEAK 

::t400.,.V (::t2 mY, max) 

::t2 .,.vrc (::tIS .,.vrc, max) 
::t20 .,.vrc 

-35 mV (0 to -65 mY, max) 

::t30 /Jovrc (::t65 /Jovrc, max) 
::t80 .,.Vfc 
::t350 .,.VN 
-35.,.V/rnA 

300 nA (650 nA, max) 

::tSOO nA, max 

3 nA (::t65 nA, max) 

300 nA, max 

20nV/\IHz 

110 kHz (100 kHz, min) 

115 kHz 

AD206B 

* 
* 

* 
* 
* 
* 
* 
* 

* 
* 
1500 VRMS 
::t2000 VPEAK 

* 
* 

* 
* 

* 
* 

* 

* 
* 

* 

* 
* 

* 

* 
* 
* 
* 

* 

* 

* 

* 

* 

* 

* 
This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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GAIN 
Transport Delay 
Slew Rate 
Rise Time (10% to 90%) 
Settling Time to ±O.IO% on a 10 V Step 
Overshoot 
Harmonic Distortion Components, @ I kHz 

@ 10kHz 
Unity Gain Overload Recovery (±15 V Drive) 
Output Overload Recovery Time (G > 5 VN) 

RATED OUTPUT 
Voltage (Out HI to Out LO) 
Current 
Maximum Capacitive Load 
Output Resistance 
Output Ripple" 

I MHz Bandwidth 
50 kHz Bandwidth 

ISOLATED POWER OUTPUT 
Voltage, No Load 
vs. Temperature 

o to +S5DC 
-40OC to ODC 

Accuracy 
Current with Rated Supply ltag 
Regulation, No Load to Full Load 
Line Regulation 
Ripple, I MHz Bandwidth, No Load' 
Efficiency 

POWER SUPPLY 
Supply Voltage for Rated Performance 
Voltage, Operating" 
Current, Quiescent 

TEMPERATURE RANGE 
Rated Performance 
Storage 

PACKAGE DIMENSIONS 
SIP Package 

NOTES 

AD206A 

2.2 ILS5 

6 V/lLs 
3 ILS 
12 ILS, max 
0.5% 
-SO dB 
-65 dB 
5 ILS 
10 ILS 

±IOV 
±5 rnA, min (into 2 kn Load) 
1,000 pF 
I n, max 

±14.5 V DC to ±16.5 V DC 
±14.25 V DC to ±17 V DC 
+40 mAl-IS rnA 

-4ODC to +S5OC 
-4OOC to +S5OC 

2.475" x 0.3250' x 0.S4O", max 
62.9 mtn x S.3 mm x 21.3 mm, max 

AD2DS 
AD206B 

* 
* 
* 
* 
* 
* 
* 
* 
* 

* 
* 
* 
* 

* 
* 

* 

* 
* 
* 
* 
* 
* 
* 
* 

* 
* 
* 

* 
* 

* 
* 

'Although the gain range of the AD206 is specified to be 1 to 10 VN, the AD206 can accommodate gains of up to 100 VN. With a gain of 100 VN there will 
be a 20% reduction in the 3 dB bandwidth specification, and the nonlinearity will degrade to ±0.02% (typ). Refer to Figure 12 for a description on how to im
plement a gain of 100 using the AD206. 

2The gain temperature coefficient for the AD206 is plotted over the entire -4QDC to +8S·C rated performance temperature range in Figure 1. 
'When the isolared supply load exceeds ± I mA, external filter capacitors will be required in order to ensure that the gain, offset and nonlinearity specifications 
will be preserved and to keep the isolated supply full load ripple below the specified SO mV rms. A value of 6.8 .,.F is recommended. 

'Nonlinearity is specified as a percent (of full-scale range) deviation from a best straight line. 
'Equivalent to a O.S· phase shift at I kHz. 
"With the ± IS V dc power supply pins bypassed by 2.2 .,.F capacitors at the AD206 pins. 
'With an input power supply voltage gresrer than or equal to ± IS V dc the AD206 may supply up to ± IS mA of current from the isolated power supplies. 
Exceeding these currents will incresse the dependence of the gain and offset specifications of the AD206 on both the supply voltage and isolared load current. 

'Voltages leas than 14.25 V de may cause the AD206 to cease operating properly. Voltages grester than 17.5 V dc may damage the internal components of the 
AD206 and consequently should not be used. 

*Specification is the same as that for the AD206A. 
Speclf1C8tions subject to change without notice. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD206 PIN DESIGNATIONS 

Pin Designation Function 

1 IN+ Input Op Amp: Noninverting Input 
2 IN COM Input Common 
3 IN- Input Op Amp: Inverting Input 
4 FB Input Feedback 
5 -VISO OUT Isolated Power: - DC 
6 +VIsoOUT Isolated Power: + DC 

36 TRIM Output Offset Trim Adjustment 
37 OUTLO Output Low 
38 OUT HI Output High 

42 +15 V IN DC Power Supply Input: + 15 V 
43 PWRRTN DC Power Supply Input Common 
44 -15 V IN DC Power Supply Input: -15 V 

CA~ON--------------------------------------------~~~-

ESD (electrostatic discharge) sensitive device. Permanent damage may occur 
devices subject to high energy electrostatic fields. Unused devices m 
foam or shunts. The protective foam should be discharged 
are removed. 

'~:~f£= 
2.4 

MAX@MAX DRAFT 

2.15 (54.6) I-
0.1 0.1 

(2.5) (2.5) 
0.250 (6.4) 

1.50(38.1)~ ~ -
0.1 

(5.1) (2 

I r-
I I I I 

36 :is 4244-
0.325(8.3) 0 

MAX@MAX 
ORAFT 
@TOP 

11":""1 2.4.6 
111 J..-i, ,,-I-n 

37"..- ... --

0.022(0.56 

'~j t:.m"~-~.m"~1 0.084(2.4) 

o. 
0.031 (0.76) TYP 300 o. 

0.125 (2.39) TYP + Is I-- TYP 

= f 
= 

( 

.. 
NOTE: PINS MEASURE °i':.fs: ~:: ' 

0.16(4.1) 

0.325 (6.3) 
MAX@MAX 
DRAFT (REF) 
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INSIDE THE AD206 
The functional block diagram of the AD206 has been shown. 
The AD206 employs a double balanced amplitude modulation 
technique to implement transformer coupling of signals down 
to dc. The 430 kHz square wave carrier used by the AD206 is 
generated by an internal oscillator located on the output side of 
the isolator. This oscillator is powered by the bipolar + IS V dc 
supply. 

The input port of the AD206 contains an uncommitted input op 
amp, a modulator and an isolated power supply. The uncommit
ted input amplifier may be used to supply gain or to buffer the 
input signals. The primary windings of the power transformer 
T2 are driven by the 430 kHz square wave while the secondary, 
in conjunction with a rectifier network, supplies isolated power 
to the modulator, input op amp and any external load. 

A full wave modulator translates the input signal to the carrier 
frequency which is then transmitted across the signal trans
former Tl. The synchronous demodulator on the output port 
extracts the input signal from the carrier. This signal is then 
passed through a Bessel response low pass filter to an output 
buffer and is then made available at the output sign 

0.10,---,----;--,--:: 

O.05j----+------j--1I 

-0.05 f---+------t-r--+---+---"-t-----t. 

-0.10 j-----h~---j--+---+--t--+ 

-20 20 60 so 100 
TEMPERATURE _ °c 

Figure 1. Gain Error vs. Temperature 

.... 
+0.004% i 

-10 -8 -8 -4 -2 0 +2 +4 +8 +8 +10 

OUTPUT VOLTAGE - V 

I 

Figure 2. Gain Nonlinearity Error(% of Output Span and 
mV) vs. Output Voltage Swing for a Gain of 1 

AD206 
Nonlinearity does not change with temperature over the -4O"C 
to +8SoC range and is not dependent on the gain setting for 
gains in the rated 1 VN to 10 VN range. 

.of-+__+__H+--t--t-+-"""'-+~..rt-t--t-r 

,~~~~~-L-L~I~~~~~~~~~~,00000 

FREQUENCY - Hz 

man-Mode Rejection (dB) vs. 
ignal Frequency (Hz) and Source Imped
m for the 10 Hz to 20 kHz Frequency 

Gain of 1 
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Figure 4. Normalized Gain (dB) as a Function of Input Sig
nal Frequencies (kHz) in the 100 Hz to 150 kHz Range 
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Figure 5. Phase Shift (0) and Transport Delay (ILS) vs. In
put Signal Frequencies (kHz) in the 10 Hz to 150 kHz Range 
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To achieve the optimal common-mode rejection of unwanted 
signals,it is strongly recommended that the source impedance 
imbalance be kept as low as possible and that the input circuitry 
be carefully laid out so as to avoid adding excessive stray capaci
tances at the isolator's input tenninals. 

OUTPUT RESPONSE OF THE AD206. G = 1 :!:10V. 15kHz 

Figure 6. Output Response of the AD206 to a + and -
Full-Scale Step at the Isolator's Input, with a Gain of 1 

OVERSHOOT 

UNDERSHOOT 

Figure 7. Overshoot/Undershoot Characteristics of the 
AD206 to a Full-Scale Step at the Isolator's Input and with 
a Gain of 1 
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Figure 8. Isolated Power Supply Ripple (mVpk-pk) vs; 
Load (rnA) and Bypass Capacitance (p.F) 

-t-f'::!ol;;:c-t-t-t-t--+Ys = :t15V DC 

,." t-t--t--Ht--H-t-t-+-t--+-+--+-+--I ,. 15 
V.so LOAD - ±rnA 

Figure 9. Isolated Power Supply Voltage (V DC) vs. Iso
lated Power Supply Load (rnA) 

To avoid increasing the sensitivity of the gain and offset 
specifications to the supply voltage and isolated load. it is rec
ommended that the isolated power supply load not exceed 
±IO mAo 

CMVTESTING 
As an assurance of high performance reliability, the CMV rating 
for each grade of the AD206 is tested to 120% of its rated isola
tion voltage (1800 V rms for the B Grade and 900 V rms for the 
A Grade) for one minute. 

POWERING THE AD206 
The AD206 is powered by a bipolar ±15 V dc power supply 
connected as Shown in Figure 10. External bypass capacitors 
Should be provided in the bused appliCations, as Shown in Figure 
10. Note that a small signal related current (50 jJAJV OUTPUT) 

will flow out of the OUT LO pin (Pin 37). The OUT LO termi
nals should therefore be bused together and referenced at a sin
gle "Analog Star Ground" to the ± IS V dc supply common as 
illustrated in Figure 10. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD206. 

N11I CHANNEL 1ST CHANNEL 

Figure 10. Powering the AD206 

Power Supply Voltage Considerations. The rated performance 
of the AD206 will remain unaffected for power supply vol 
in the ± 14.5 V dc to ± 16.5 V dc range. Voltages b 
±14.25 V dc may cause the AD206 to ce 

Note: Power supply voltages 
age the internal components 0 

should not be used. 

USING THE AD206 

Unity Gain Input Comlgll1"ation. The basic unity 
ration for input signals of up to ± 10 V is shown in F· 

VSlGNAlt 

Figure 11. Basic Unity Gain Configuration 

Noninverting Input Comlgll1"ation for a Gain Greater Than 1 
(G>I). When input signal levels must be amplified and iso
lated, Figure 12 shows how to get a gain greater than 1 while 
continuing to preserve a very high input impedance. 

In this circuit, the gain equation may be written as: 

Va = (I+RF1Rol x VSlG 

where: 

Va = Output Voltage (V), 
VSIG = Input Signal Voltage (V), 
Rp = Feedback Resistor Value (0), 
RG = Gain Resistor Value (0). 

AD206 
The values for the resistors Rp and R" should be chosen subject 
to the following constraints: 

• The total impedance of the gain network should be no greater 
than 10 kO. 

• The current drawn in the feedback resistor (Rp) is no greater 
than 1 mA at ± 10 V. Note that for each mA drawn by the 
feedback resistor, the isolated power supply drive capability 
will decrease by 1 mAo 

• The feedback (Rp) and gain resistor (R,,) result in the desired 
amplifier gain. 

It is recommended that the feedback resistor (Rp) is bypassed 
with a 47 pF capacitor (Cp). 

Note on the input resistor (R1N): The 2 kO resistor placed in 
series with the input signal source and the IN + terminal, desig- 5 
nated as RIN in Figures 11 and 12, is recommended so as to 
limit the current seen at the input terminals of the AD206 to 
5.0 mA when the is not powered. 

OUT HI 

Figure 12. Noninverting Input Configuration for a Gain 
Greater than 1 

Compensating the Uncommitted Input Op Amp. The open 
loop gain and phase versus frequency for the uncommitted input 
op amp are given in Figure 13. These curves can be used to de
termine the appropriate values for the feedback resistor and 
compensation capacitor in order to ensure frequency stability 
when reactive or nonlinear components are used in conjunction 
with the uncommitted input op amp. 

25 

20 

'II 1. 
I 10 

~ 
~ 
>! 
<I 
> -5 

1-10 
!l! 
0( -15 

-20 

-25 
100k 

'\. 
'\ , 

'\ \ 
'\ I, 

1.1111 10M 
FREQUENCY - Hz 

10 

1 00 

1 20 

1 

1 

\ 
\ 

1 

\ 
, ... 1( ..... 

\ 

Figure 13. Open-Loop Gain and Phase Response for the 
Uncommitted Input Op Amp of the AD206 
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AD206 

OUTPUT FILTER. 
BUFFER AND 

TRIM CIRCUITRY 

OUT HI 

Figure .14. Summing or Current Input Configuration 

Inverting, Summing or Current Input Configuration. Figure. 
14 shows how the AD206 can accommodate current inputs or 
sum currents or voltages. 

In this circuit the output voltage equation can be written as: 

where: 

V = Output Voltage (V), 

VS1 = Voltage of Input Signal 1 
VS2 = Voltage of input Signal 2 ( , 

Is = Input Current Source (A), 

RF = Feedback Resistor Value (0) (10 kO, 

RS2 = Source Resistance Associated with Input Signal 2 ( 

The circuit of Figure 14 can also be·used when the input signal 
is larger than the ± 10 V input range of the isolator. For exam
ple, suppose that in Figure 14 only V Sl> RSI and Rp are con
nected to the feedback, input and common terminals as shown 
by the solid lines in Figure 14. Now, a VS1 with a ±50 V span 
can be accommodated with Rp = 10 kO and a total RSI = 
SO kO. 

GAIN AND OFFSET ADJUSTMENTS 
General Comments. The AD206 features a TRIM pin on the 
output stage of the isolator. This pin is to be used with user
supplied external circuitry to adjust the output offset of the 
AD206. When gain and offset adjustments are required, the ac
tual compensation circuit ultimately utilized will depend on: 

• The input configuration mode of the isolation amplifier (i.e., 
noninverting or inverting). 

• The placement of the adjusting potentiometer (Le., on the 
isolator's input or output side). 

As a general rule: 

• Gain Adjustments are most easily accomplished as part of the 
gain-setting resistor network at the isolator's input side. 

• To ensure the highest degree of stability in the gain adjust
ment, the adjusting potentiometers should be located as close 

as possible to the isolator's front-end and its impedance should 
be kept low. Adjustment ranges should also be kept to a mini
mum since their resol . and stability is dependent on the 
actual trim sed. 

ay be necessary under the condi
otentiometers placed on the input side 
to the user due to the presence of high 
during the adjustment procedure. 

ents for the Noninverting Mode of 
re 15 shows the suggested gain adjustment cir

ote that the gain adjustment potentiometer Rp is incorpo
rated into the gain-setting resistor network at the isolator's 
input. 

RG x Rp 
For a ±l% trim range (Rp "" 1 k~), let Rc "" 0.02 R .R' 

AD206 

OUTPUT FILTER, 
BUFFER AND 

TRIM CIRCUITRY 

G + p 

OUT .. 

Figure 15. Input Gain Adjustment Circuit for the 
Noninverting Mode of Operation 

This information applies to a product under development. Its characteristics and specifications are subject to change. without notice. 
Analog Devices assumes no obli9:ation regarding future manufacture unless otherwise agreed to in writing. . 

~36 ISOLA TlON AMPLIFIERS 



Input Gain Adjustments for the Inverting Mode of Operation. 
Figure 16 shows the suggested gain adjustment circuit. In this 
circuit, the gain adjustment is made in the feedback loop using 
potentiometer Rp. The adjustments will be effective for all gains 
in the I to 10 range. 

Figure 16. Input Gain Adjustment Circuit for the Inverting 
Mode of Operation 

and select 

while 

R F :5 10 kn 

CF = 47pF 

RF V and RIN are selected for a good temperature coefficient 
match. 

Output Offset Adjustments. Figure 17 illustrates one method 
of adjusting the output offset voltage. Since the AD206 exhibits 
a nominal output offset of - 35 m V, the circuit shown in Figure 
17 was chosen to yield an offset correction of from 0 to + 73 m V 
for a total output offset range of from approximately - 35 m V to 
+38 mY. 

®-t--ctr.,-:--1-(+1SY DC 
~.~~ __ ~~ ______ ~C~O. 

-1S~N @>---+C'..,:::'----< 

Figure 17. Output Offset Adjustment Circuit 

Output Gain Adjustments. Since the output amplifier stage of 
the AD206 is fixed at unity, any desired output gain adjust
ments can only be made in a subsequent stage. 

AD206 
USING ISOLATED POWER 
The AD206 provides ± 15 V dc @ ± 10 rnA power outputs re
ferred to the input common. These may be used to power vari
ous accessory circuits which must operate at the input common
mode level including input adjustment circuits, references, op 
amps, signal conditioners or remote transducers. Figure 18 
shows the recommended connections from the isolated power 
supplies. 

AD206 

cx:um:;~ 
TRlMClRCUrrRY 

ed by the isolated supplies may be increased 
t dc supply voltage is increased beyond 

: The AD206 design does not provide for short cir-
tion of its isolated power supply. A current limiting 

be placed in series with the isolated power termi-
s and the load in order to protect the supply against inadvert

ent shorts. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless othelWise agreed to in writing. 
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+15V DC -15V DC 

INPUTS COM I OUTPUTS 

( +Vwo 
OUT HI 

o INCOM 4" 44 

IN+ 
TRIM 

-V". COM 

( +Vmo OUT HI 
1 INCOM 4" 44 

IN+ 
TRIM 

-VI8O COM 

( +VI8O OUT HI 
2 INCOM 42 44 

IN+ 
TRIM 

-VISO COM 

( +~~ OUT HI 
3 "IN COM 44 

TRIM 
IN+ 
-VISO COM 

( +Vwo 
OUT HI 

4 INCOM 44 

IN+ 
TRIM 

-VISO COM 

( +~.O OUT HI 
5 INCOM 44 

IN+ 
TRIM 

-VISO COM 

Figure 19a. PCB Layout for Multichannel, Unity Gain Ap
plications 

47pF 

Figure 19b. PCB Layout for Multichannel Applications 
with Gain Required on the AD206s 

APPLICATION EXAMPLES 
Motor Control. Figure 20 shows an AD206 used in a dc motor 
controller application. The excellent phase characteristics and 
wide bandwidth of the AD206 are ideal for this type of 
application. 

Figure 20. Using the AD206 in a Motor Control 
Application 

Multichannel Data Acquisition 
Figure 21 shows the AD206 in a multichannel data acquisition 
application. Its wide bandwidth, fast slew and settling character
istics are useful in this type of application. The AD206 can be 
used to solve the probl low level signal measurement over 
long distances - e signal, rejecting common-mode 

accidental shorts. 

AM06 
G=1 

OUT" 

OUTLO 

Figure 21. Using the AD206 in Multichannel Data 
Acquisition Applications 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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r.ANALOG 
WDEVICES 

High Precision, Low Offset, mV Input 
Isolation Amplifier 

FEATURES 
Wide Gain Range: 1 to 1000 VIV 
Low Nonlinearity: :1:0.0125% 
Low Input Offset Voltage: :1:0.27 mV, max (G = 1000 

V/VI 
Low Offset Drift: :1:1.5 p,V/·C, max (G = 1000 VIVI 
High CMV Isolation: 1.5 kV RMS (8 Gradel 
Isolated Power: :1:8.0 V DC with up to :1:5 mA 
Completely Compatible with the AD204 SIP 
Small SIP: 2.08" (52.8 mml x 0.26" (6.6 mml x 0.625" 

(15.9 mml 
Performance Rated over -40·C to +85·C 

APPLICATIONS 
Isolated RTD and Thermocouple Applications 
mV Signal Amplification and Isolation 
Process Instrumentation and Control 
Multichannel Data AcquiSition 

GENERAL DESCRIPTION 
The AD20S is a high precision, two-port, transformer-coupled 
isolation amplifier expressly designed for applications that re
quire the amplification and isolation of extremely low level (i.e., 
± m V) signals. The innovative front-end circuit design of the 
AD20S ensures the low offset characteristics and stable high 
gain properties of the AD20S. The AD20S is fully compatible 
with the SIP style packaging of Analog Devices' low cost AD204 
family of isolation amplifiers. 

The AD20S provides total galvanic isolation between the input 
and output stages of the isolation amplifier, including the power 
supplies, through the use of internal transformer coupling. The 
functionally complete design of the AD20S, powered by an ex
ternally supplied 15 V pk-pk, 25 kHz clock or the recom
mended AD246 Clock Driver, eliminates the need for a user 
supplied dddc converter. This permits the designer to minimize 
the necessary circuit overhead and consequently reduce the over
all design aDd component costs. 

The design of the AD20S emphasizes maximum flexibility and 
ease of use in a broad range of applications where low level sig
nals must be measured and transmitted under high CMV condi
tions. The AD20S has a ±5 V output range, an adjustable gain 
range of from 1 to 1,000 VN and a front-end power supply 
of ±S.O V dc with up to ±5 rnA of current drive capability. 

PRODUCT HIGHLIGHTS 
Wide Gain Range. The AD20S features a wide adjustable gain 
range of from I to 1,000 VN. The stable high gain properties of 
the AD20S allow for the amplification and isolation of signals in 
the ±mV range. 

AD208 I 
AD20S FUNCTIONAL BLOCK DIAGRAM 

eLKIN 
33 '1SV pk-pII, 

25kHzSqu.re 
W ... l 

Flexible Input Stage. An uncommitted op amp is provided on 
the input stage of the AD20S. This allows for input buffering 
and gain as needed. It also facilitates a host of alternative input 
functions including filtering, summing, high voltage ranges and 
current inputs. 

High Accuracy. Exhibiting a typical nonlinearity of ±0.0125% 
and a low gain temperature coefficient, averaging ± 35 ppml"C 
over the rated temperature range, the AD20S provides high iso
lation without loss of signal integrity and quality. 

Low Offset Characteristics. With a maximum initial offset 
of ±(0.25 + 15/G)mV and a maximum offset drift of 
±(1.5 + 20/G) JJ.vrc, the AD20S is the ideal isolation ampli
fier solution when low level, ±mV, signals must be measured 
and processed. 

Excellent Common Mode Performance. The AD20SBY pro
vides 1.5 kV rms of common mode protection. Both grades of 
the AD20S feature a low common mode capacitance of 5.0 pF, 
incl).lsive of power isolation, that results in a typical common 
mode rejection specification of 100 dB (I kO source impedance 
imbalance) as well as a low leakage current of 2.0 JJ.A rms (max 
@ 240 V rms, 60 Hz). 

Isolated Power. An isolated ±8.0 V dc power supply with the 
capability of delivering typically up to ± 5 rnA is available at the 
input port of the AD208. This permits the isolator to power 
floating signal conditioners, front-end amplifiers or remote 
transducers at the input. 

Performance Rated Over the -40·C to +SS·C Temperature 
Range. With its performance rated over the -40·C to +S5·C 
temperature range the AD20S is an ideal isolation amplifier for 
use in industrial environments. 
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SPECIFICATIONS .. 
(typical @ + 25°C, Output Load ;z: 1 MO, Vs = 15 V pk-pk, 25 kHz square wave, 
unless noted othelWise) 

AD208AY AD208BY 
GAIN 

Range 1-1000 VN * 
Error (G = 1 VN) -1.0% (±2.5%, max) * 
vs. Temperature' 

-4O"C to O"C ±6O ppml"C, max * 
O°C to +85°C ±20 ppml"C, max * 

vs. Supply Voltage ±100ppmN * 
Nonlinearit)?, ±5 V Output Swing, G = 1-1000 VN ±0.0125% * 

G= 1 VN ±0.03%, max ±0.015%, max 

INPUT VOLTAGE RATINGS' 
Linear Differential Range ±5 V, min * 
Max Safe Differential Range ±6V * 
Max CMV Input to Output 

AC, 60 Hz, Continuous 750 V rms 1500 V rms 
Continuous (AC & DC) ±1000 V peak ±2000 V peak 

Common Mode Rejection (CMR) @ 60 Hz 
Rs :51000 (HI & LO Inputs), 

G = 1 VN 100 dB * 
G = 1,000VN 120 dB * 

Common Mode Rejection (CMR) @ 60 Hz 
Rs:51 kO (Input, HI, LO or Both) 

G= 1 VN 100 dB * 
G = 1,000VN 100 dB * 

Leakage Current, Input to Output, @ 240 V rms, 60 Hz 2 .... A rms, max * 
INPUT IMPEDANCE 

Differential (G = 1 VN) 15 MO * 
Common Mode Across the Isolation Barrier 2 GOlis pF * 

OFFSET VOLTAGE, REFERRED TO INPUT (RT!) 
Initial @ + 25°C (Adjustable to Zero) ±(0.25+15/G) mY, max * 
vs. Temperature (-40°C to +850{;) ±(1.5+20 IG) .... vrc, max * 
vs. Supply Voltage ±(50+ 150 IG) .... VNolt * 
Voltage Noise, 0.1 Hz to 100 Hz 1.0 .... V pk-pk * 

INPUT BIAS CURRENT 
Initial @ + 25°C ±10 nA, max * 
vs. Temperature ( -4O"C to + 8s"C) ± 100 pArC, max * 
vs. Supply Voltage ±1 nANolt * 
Current Noise, 0.1 Hz to 100 Hz 50 pA pk-pk * 

INPUT DIFFERENCE CURRENT 
Initial @ + 25°C ±6nA * 
vs. Temperature (-40°C to +8S°C) ±6OpArC * 

FREQUENCY RESPONSE 
Bandwidth· (Full Signal, i.e., V 0:510 V pk-pk) 

G= 1 VN 4.0 kHz * 
G = I000VN 0.4 kHz * 

Slew Rate 0.1 V/ .... s * 
Settling Time to ±0.10% on a 10 V Step, G = 1 VN 2 ms * 
Overload Recovery TimeS, G = 1000 VN 5 ms * 

RATED OUTPUT 
Voltage (OUT HI to OUT LO) ±5V * 
Maximum Voltage Difference Between OUT HI 

and OUT LO or CLK COM (Pin 32) ±6.5 V * 
Output Resistance 3kO * 
Output Ripple, 100 kHz Bandwidth 10 mV pk-pk * 

5 kHz Bandwidth 0.8 mV pk-pk * 
ISOLATED POWER OUTPUT 

Voltage, No Load ±8.0V * 
vs. Temperature (-40°C to +85"C) ±0.025%fOC * 
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AD208 
ADlO8AY AD208BY 

ISOLATED POWER SUPPLY (Continued) 
Accuracy ±10% * 
Rated Load Current" ±2.0rnA, min * 
Regulation, No Load to Rated Load 10% * 
Line Regulation ±lO%Noit * 
Ripple, Rated Load, 100 kHz Bandwidth 100 mV pk-pk * 

CLOCK DRIVE INPUT OF THE ADlOS7 

Input Voltage 15 V pk-pk ± 5%, * 
Square Wave 

Input Current (No Load on Isolated Supplies) ±10 rnA pk * 
Frequency 25 kHz ±5% * 
Duty Cycle 47.5% to 52.5% * 

PACKAGE DIMENSIONS 
SIP Package 2.0S" x 0.260" x 0.625", max * 

52.8 mm x 6.6 mm x 15.9mm, 
max * 

TEMPERATURE RANGE 
Rated Performance -40°C to +85°C * 
Storage -40°C to +85°C * 

NOTES 
·Specification is the same as that for the AD20SA Y. 
IThis specification represents the average gain drift over the indicated temperature range. Refer to Figure 2 for an illustration of the typical normalized gain 
drift for the AD20S. 

'Nonlinearity is specified as a % deviation from a best straight line. For gains greater than 50 VN, a 100 pF capacitor from the feedback terminal of the input 
op amp (Pin 4) to the input common (Pin 2) is recommended in order to minimize the gain nonlinearity. Refer to Figure 30 for a circuit schematic. 

'To limit the input current to the AD20S during unpmvered or saturated conditions it is recommended that a resistor (typically 2 kn) be placed in series with 
the signal and the input terminal of the AD20S. A reasonable value for the current limit would be 2.5 mAo 

'Refer to Figure 16 for a graph of the AD20S's 3 dB Bandwidth versus Gain Setting. 
sOverload Recovery Time is the time it takes for the isolation amplifier to return to within ±O.IO% of its correct value from a saturated condition once the initi
ating overrange signal has been removed. For the AD208, the overload recover,y time is determined by applying a +5 V (-5 V) pulse at the input terminals, 
when the AD20S is configured for a gain of 1,000 VN, and then measuring the time it takes for the output to return to zero from its positive (negative) full
scale saturated voltage condition. A 2 k!l resistor placed in series with the signal and the input terminal will reduce the overload recovery time to approximately 
2 ms. 

"Refer to Figure 17 for a curve illustrating the load drive capabilities of the isolated power supply. 
'It is recommended that the AD246 Clock Driver be used to drive the AD20S. Refer to the "Powering the AD20S Section" of this data sheet for a detailed de· 
scription of the AD208's clock driver input voltage and current requirements. 

Specifications subject to change without notice. 
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OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

AD208 SIP Package 

0.250 lUI TVP 
0.260 18.81 MAX 

PIN 

1 
2 
3 
4 
5 
6 

AD208 Pin Designations 

DESIGNATION FUNCTION 
IN+ NONINVERTlNG INPUT 
IN COM INPUT COMMON 
IN- INVERTlNG INPUT 
FB INPUT OP AMP; OUTPUT/FEEDBACK 
VI8O_ ISOLATED POWER: -DC OUTPUT 

ISOLATED POWER: +DC OUTPUT 
~ [ ~;:·----.jl fbr 
~jmnu uun nn lJ..~:.~=::~ 
T ....J L.... -I 0.20L.... --I I--

VISO+ 

32 CLKCOM CLOCK COMMON 
33 CLKIN CLOCK INPUT 
37 OUTLO OUTPUTLO 

..... -,+-+r-.....;0 ..... '0 .... 1:;2.;;;:51 .... TV.;.P:....... _____ ---.....,-+:::IS;.:;.'I:;.r-...,. 0.'012.51 TVP 
.f- ,. 3~ _+s=:-:-__ ...:B",OTIOMVIEW 

2'j 4_ 1 jl 

I l..j I:- 0.05 I' .31 
-t ~ ~I---- '.30 133.01 

0.093 
12.41 

36 OUT HI OUTPUT HI 

CAUTION--------------------~------------~---------------

WARNING! 0 ESD (electrostatic discharge) sensltlve device. Permanent damage may occur on unconnect
ed devices subject to high energy electrostatic fields. Unused devices must be stored in 
conductive foam or shunts. The protective foam should be discharged to the destination socket 
before devices are removed. ~~DtVICE 
INSIDE THE AD208 
The functional block diagram of the. AD208 is shown previously. 
The AD208 employs amplitude modulation techniques to imple
ment transformer coupling of signals down to dc. The primary 
side of the power transformer, T2, is driven by the externally 
supplied IS V pk-pk, 25 kHz square wave generator or the 
AD246 Clock Driver. 

A full wave modulator translates the input signal to the carrier 
frequency which is then transmitted across transformer Tl. The 
synchronous demodulator in the output port extracts the input 
signal from the carrier. The output signal is not internally buff
ered, therefore the user is free to interchange the output leads to 
get signal inversion. 

The input port of the AD208 contains an uncommitted input op 
amp, a modulator and the isolated power supply. The uncom
mitted input amplifier can be used to supply gain or to buffer 
the input signals. 

PERFORMANCE CHARACTERISTICS 
Gain Error. Figure I shows the typical gain error for the 

IM11AL ERROR 
WITH AN 
OPEN ClRCUrr ON 
THE OUTPUT 

'.0 

2.0 

3.0 

4.0 

6.0 

S.D 

I 
V 

50k 100k 2&0. lOOk 1M 
OUTPUT LOAD - n 

'OM 

Figure 1. Gain Error Change (% of Full Scale) vs. Output 
Load ({l), with Vs = 15 V pk-pk, 25 kHz Square Wave 
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AD208, expressed in % of full scale, as a function of the 
isolator's output load (0). For minima1 gain errors, the AD208 
is best operated with output loads greater than or equal to 
I MO. 

Gain Drift. Figure 2 presents the normalized gain drift, from 
the gain error measured .at + 25°(:, of the AD208 over the 
-40°C to + 85°C rated temperature range. 
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i -0.01 .. 
-0.02 

:E 
"& -0.03 .. 
I -0.04 

I -0.0& 

Z 
-0.06 C 

" .. -0.07 

I -0.08 

0 -0.09 Z 

-0.1 

~ -~ 
/ " I \. 

I 1\ 

I \ 

\ 

\ 

-45 -35 -21 -15 -5 0 & 15 2& 35 45 55 15 75 as 
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Figure 2. Normalized Gain Error (% of Full Scale) vs. Tem
perature (OC), with Vs = 15 V pk-pk, 25 kHz Square Wave 

The effect of the output load on the AD208's gain temperature 
coefficient is shown in Figure 3 for the -4O"C to O"C and OOC to 
+85OC temperature ranges. To minimize the gain temperature 
coefficient, the AD208 performs best with output loads of 
greater than or equal to I MO. 



INlnAL GAIN TEMPERATURE COEFRCIENT 
WITH AN OPEN CIRCUIT ON THE OUTPUT 
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Figure 3. Gain Temperature Coefficient (ppmI'C) vs. Out
put Load (fl) and Operating Temperature Range, with Vs 
= 15 V pk-pk, 25 kHz Square Wave 

Gain Nonlinearity. The typical gain nonlinearity error of the 
AD208, at a gain of I VN, is specified as ±O.OI25% or 
±1.25 mY. The nonlinearity performance of the AD208 is 
dependent on the output voltage swing and this dependency is 
illustrated in Figure 4. The vertical axis represents the non
linearity error, expressed in % of output span (i.e., % of 10 V) 
on the left axis or in m V on the right axis. The horizontal axis 
displays the magnitude of the output voltage swing. 

z. .. 
I +0.02% 

l 
". +0.01% , 
0: 

i 
0: .. -0.01% 

~ -0.02% 
::Ii z 
iil 
i 

Figure 4. Typical Gain Nonlinearity Error (% of Output 
Span and mV) vs. Output Voltage Swing for a Gain of 
1 VN and with Vs = 15 V pk-pk, 25 kHz Square Wave 

The variation of the AD208's gain nonlinearity, from that mea
sured at + 25"C, over the entire -40"C to +85"C rated tempera
ture range is demonstrated by the curve in Figure 5. 
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Figure 5. Normalized Gain Nonlinearity (% of Output 
Span) vs. Temperature (·C), with Vs = 15 V pk-pk, 25 kHz 
Square Wave 

The nonlinearity of the AD208 is minimized when its output 
load is greater than I MO, as shown in Figure 6. 

•. 1 •• 
.... • 
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NONLINEARITY 
WITH AN OPEN 

3D 

1 • 

1\ 

\ 
I\. 

CIRCUIT ON SOk lOOk 250k 500k 1M 10M 
THE OUTPUT OUTPUT LOAD _ 0 

Figure 6. Normalized Gain Nonlinearity (% of Output 
Span) vs. Output Load ([l) for a Gain of 1 VN and with 
Vs = 15 V pk-pk, 25 kHz Square Wave 

Input Voltage Rating. The linear input voltage range for the 
AD208 is specified as ± 5 V. This rating applies when the 
AD208 is powered by a IS V pk-pk ±5%, square wave (@ 
25 kHz). The specified input voltage range is, however, affected 
by the clock driver voltage and the load placed on the AD208's 
front-end isolated power supplies. The variation of the input 
voltage range as a function of the isolated power supply load and 
the clock supply voltage are illustrated by the parametric ,curves 
in Figure 7. 
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Figure 7. Input Voltage Range (±V) vs. Load Placed on 
the Isolated Power Supplies (mA) and Clock Driver Volt
age (V pk-pk) 

Common Mode Rejection. Figures 8 and 9 illustrate the typi
cal common mode rejection, expressed in dB, of the AD208 as a 
function of the common mode signal frequency (kHz) and 
source impedance imbalance (kO) for gains of I VN and 
1,000 VN, respectively. 
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Figure B. Typical Common Mode Rejection (dB) vs. Com
mon Mode Signal Frequency (kHz) and Source Impedance 
Imbalance (kfl) for a Gain of 1 VN 
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Figure 9. Typical Common Mode Rejection (dB) vs. Com
mon Mode Signal Frequency (kHz) and Source Impedance 
Imbalance (kfl) for a Gain of 1,000 VN 
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To achieve the optimal common mode rejection of unwanted 
signals, it is strongly recommended that the source impedance 
imbalance be kept as low as possible and that the input circuitry 
be carefully laid out so as to avoid adding excessive stray capaci
tances at the isolator's input terminals. 

Output Offset Voltage. The normalized output offset voltage 
drift from the initial offset measured at + 25'C is presented in 
Figure 10 over the rated -40'C to +85'C temperature range. 
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Figure 10. Normalized Output Offset Voltage (mV) vs. 
Temperature tC) with an AD20B Gain of 1 V/V, with Vs = 
15 V pk-pk, 25 kHz Square Wave 

Input Offset Voltage. The AD208 exhibits an extremely low 
input offset voltage temperature coefficient over the -40'C to 
+ 85'C temperature range as indicated in Figure II. 
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Figure 11. Normalized Input Offset Voltage (}LV) vs. Tem
perature (OC) , with Vs = 15 V pk-pk, 25 kHz Square Wave 



The typical noise characteristics for the AD208's uncommined 
input op amp is summarized in Figure 12. 
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Figure 12. Typical Input Voltage Noise (nVIVHz) vs. Fre
quency for the AD20B's Uncommitted Input Op Amp 

Input Bias Current. The typical input bias current variation 
from the initial bias current at + 2s·C as a function of tempera
ture is presented in Figure 13. 
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Figure 13. Normalized Input Bias Current (nA) vs. 
Temperature (·C) 

Frequency Response: Gain and Phase Shift. Figure 14 char
acterizes the AD208's gain as a function of frequency, while 
Figure IS illustrates the corresponding phase shift versus 
frequency. 
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Figure 14. Normalized Gain (dB) as a Function of Input 
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Figure 15. Phase Shift (Degrees) vs. Input Signal Fre
quency (H~) 

The frequency response performance of the AD208 can also be 
characterized in terms of its 3 dB bandwidth versus the desired 
gain setting as ploned in Figure 16. 
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Figure 16. 3 dB Bandwidth (Hz) vs. AD20B Gain Setting 
(VN) 

Isolated Power Supply. The load characteristics of the 
AD208's isolated power supplies are ploned in Figure 17. It is 
recommended that the isolated power supply load not exceed 
10 rnA as permanent damage to the internal power circuitry of 
the AD208 may occur. 
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The isolated power supply exhibits some ripple which varies as a 
function of the load placed on the supply terminals. Figure 18 
illustrates the functional relationship between the isolated supply 
ripple (mV pk-pk) and the resistive load placed on the supplies. 
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Figure 18. Isolated Power Supply Ripple (mV pk-pk) vs. 
Resistive Load (lJ), with Vs = 15 V pk-pk, 25 kHz Square 
Wave 

The AD208 has internal bypass capacitors that optimize the 
tradeoff between output ripple and power supply performance, 
even under full load conditions. If a specific application requires 
more bypassing of the isolated power supplies, externa1 capaci
tors may be added. Figure 19 plots the isolated power supply 
ripple as a function of the externa1 bypass capacitance under 
rated load conditions (i.e., ±2 rnA) • .. 
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Figure 19. Isolated Power Supply Ripple (mV pk-pk) vs. 
Bypass Capacitance (poF) with a ±2 rnA Load on the Iso
lated Supplies and a Noise Bandwidth of 100 kHz 
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CAUTION: The AD208 desigri dOes not provide for short cir
cuit protection of its isolated power supply. A current limiting 
resistor may be placed in series with the isolated power termi
nals and .the load in order to protect the supply against inadvert-
ent shorts. . 

APPLICABLE STANDARDS 
As an assurance of high performance reliability, the CM,V rating 
of each grade of the AD208 is factory tested for one minute to 
120% of the appropriate CMV isolation rating (1800 V rms for 
the B grade and 900 Vrms for the A Grade). 

POWERING THE AD208 
The AD208 is powered by an externally supplied 15 V pk-pk, 
25 kHz square wave (50% duty cycle) clock signal connected as 
shown in Figure 20. An ac coupling capacitor is provided in the 
AD208 to level shift the clock signal which in turn generates the 
necesssry internal dc supply voltages and carrier signal. 

AD208 AD20B AD208 § __ ~. _____ 33 CLK .. 
Il5V pk-pk @ ZIkHz. 
Squ .... Wne) 

CLKCOM 
32 -- 32 -----

Figure 20. Powering the AD208 

The rated performance of the AD208 is specified for a clock 
driver square wave signal that meets the following requirements: 

• 15 V pk-pk ±5% 
.25 kHz ±5% 
• 47.5% to 52.5% duty cycle. 

Care must be exercised when using a square wave generator 
whose output does not meet the above requirements as the per
formance of the AD208 may be adversely affected. 

Oock Driver Voltage Considerations. The rated performance 
of the AD208 will remain unaffected for clock driver voltages in 
the 14.25 V pk-pk to 15.75 V pk-pk range. Voltage swings be
low 14.25 V pk':'pk will result primarily in the derating of the 
output voltage and isolated power supply voltage specifications 
as shown in Figures 21 and 22, respectively. 

" U U M ~ M 
CLOCK DRiva vOLTAGE - V ..... 

Figure 21. Output Voltage Swing (±V) vs. Clock Driver 
Voltage (V pk-pk) 
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Figure 22. Isolated Power Supply Voltage (V DC) vs. Clock 
Driver Voltage (V pk-pk) 

The'reduction in the rated output voltage will increase the val
ues for the nonlinearity and gain error parameters of the AD208 
because of the headroom limits placed on the internal circuitry. 

Note: Clock driver voltages greater than 16.5 V pk-pk may 
damage the intemal components of the AD208 and consequently 
should not be used. 

Oock Driver Frequency Considerations. The defmition of the 
clock duty cycle for a two-state rectangular waveform is given 
by: 

Duty Cycle (%) = THAT HI + TLO) x 100% 

where: 

T HI = The period of time that the waveform is in the HI 
state. 

T LO = The period of time that the waveform is in the LO 
state. 

The performance of the AD208 will not be adversely affected 
by off-nomina1 clock signals so long as these clock signals are 
in the 47.5% to 52.5% duty cycle range and the 23.75 kHz to 
26.25 kHz frequency range. To prevent a significant deteriora
tion of the AD208 performance, it is strongly recommended that 
the clock driver duty cycle and frequency values ultimately cho
sen to operate the AD208 do not fall outside of the 40% to 60% 
and 20 kHz to 30 kHz ranges. 

Oock Driver Power Considerations. In selecting and/or de
signing a clock driver for the AD208 isolation amplifier, it 
should be noted that the AD208 presents a reactive load to the 
clock driver. Consequently, both the average and peak drive 
currents to the AD208 clock input must be considered. Figures 
23 and 24 illustrate the typical clock driver input voltage and 
current waveforms for a single AD208 with its isolated power 
supplies unloaded and fully loaded. 

-'O ..... /DIV 

AD208 

16V 

OV 

+10mA 

OmA 

-10mA 

Figure 23. Typical Clock Voltage and Current Waveforms 
for a Single AD20B with No Load on its Isolated Power ~ 
Supply .. 

-10flS/DIV 

Figure 24. Typical Clock Voltage and Current Waveforms 
for a Single AD20B with a ±2 mA Load on its Isolated 
Power Supply 

USING THE AD246 CLOCK DRIVER TO POWER THE 
AmOS 
To ensure that the power requirements of the AD208 are satis
fied, Analog Devices suggests the use of the AD246 Clock 
Driver. The AD246 is an inexpensive, compact square wave os
cillator that can be used to generate the necessary AD208 clock 
signal from a single + 15 V dc supply. Table I lists the key spec
ifications for the AD246. 

OUTPUT 
Frequency 
Voltage 
Duty Cycle 
Maximum Safe Current Drive Capability' 
Fan Out 
Resistance 

POWER SUPPLY REQUIREMENTS 
Input Voltage 
Supply Current 

Unloaded 
Each AD208 Adds 
Each I rnA Load on AD208 

+V1SO or -VISO Adds 

NOTE 

AD246JY 

25 kHz 
IS V pk-pk 
50% 
120 rnA 
16 
IS n 

+ IS V dc ± 5% 

3.5 rnA 
4.0 rnA 

1.12 rnA 

IThe high current drive output of the AD246 will not withstand a short to 
ground. 

Table I. Key Specifications for the AD246 Clock Driver 
(Specifications typical @ +25°C and Vs = + 15 V DC un
less otherwise noted) 
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The AD246JY is connected to the AD208 oscillator input(s) as 
shown in Figure 25. The ACI058 mating socket can be used 
with the AD246IY as demonstrated in Figure 27. 

A supply bypass capacitor is included in the AD246, however it 
is recommended that an extetnaIly supplied bypass capacitor, as 
indicated by the dotted circuitry in Figurt 26, be used if many 
AD208s are to be driven: by a singleAD246. The suggested ca
pacitance value is I jJ.f" for every five AD208s driven. The 
placement of the bypass capacitor should be as close as possible 
to the AD246 Clock Driver.' 

Figure 25. Using the AD246 to Power the AD208 

USING THE AD208 
Unity Gain Input Configuration. The basic unity gain confJ.gU
ration for input signals of up to ± 5 V is shown in Figure 26. 

CLKIN 
(l1Y pk·plc,. 
25IdI1! SQUARE WAVEI 

CLKCOM 

Figure 26. Basic Unity Gain Configuration 

Input Configuration for a Gain Greater Than 1 (G>I). When 
small input signal levels must be amplified and isolated, Figure 
27 shows how to get a gain greater than 1 while continuing to 
preserve a very high input impedance. 

Figure 27. Input Configuration for a Gain Greater Than 1 
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In this circuit, the gain equation may be written as: 

Vo = (1 + RplRa) x VSIG 

where: 

Va Output Voltage (V) 
V SIG Input Signal Voltage (V) 
Rp Feedback Resistor Value (0) 
Ru Gain Resistor Value (0). 

The values for the resistors Rp and RG should be chosen subject 
to the following constraints: 

• The current drawn in the feedback resistor (Rp) is no greater 
than 1 mAo Note that for each mA drawn by the feedback 
resistor, the isolated power supply drive capability will de
crease by 1 mAo 

• The feedback (Rp) and gain resistor (RG) result in the desired 
amplifier gain. 

Note on the 100 pF Capacitor: Whenever a gain of 50 VIV or 
greater is required, a 100 pF capacitor from the FB (input op 
amp feedback) terminal to the IN COM (input common) termi
nal, as shown with the dotted lines in Figure 27, is highly rec
ommended. The capacitor acts to fllter out switching noise and 
will minimize the isolator's nonlinearity parameter. 

Note on the 2 kO Resistor: The 2 kO resistor placed in series 
with the input signal source and the IN + terminal, designated 
as RIN in Figures 26 and 27, is suggested so as to limit the cur
rent seen at the input terminals to 2.5 mA when the AD208 is 
OFF. The 2 kO resistor will also reduce the overload recovery 
time to 2 ms. 

Compensating the Uncommitted Input Op Amp. The open 
loop gain and phase versus frequency for the uncommitted input 
op amp is given in Figure 28. These curves can be used to de
termine the appropriate values for the feedback resistor and 
compensation capacitor in order to ensure frequency stability 
when reactive or nonlinear components are used in conjunction 
with the uncommitted input op amp. 
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Figure 28. Open Loop Gain and Phase Response for the 
Uncommitted Input Op Amp of the AD208 



A capacitor placed in the feedback loop of the input op amp 
may increase the nonlinearity of the AD208, particularly for 
large gains. A resistor (I kn) placed in series with this capacitor 
should minimize the capacitor's effect on nonlinearity. 

Signal Inversion. The circuits illustrated in Figures 26 and 29 
are "noninverting." If signal inversion is desired simply inter
change the output leads of the circuits shown in Figures 26 or 
27 to get inversion. This approach allows for the retention of 
the high input impedance characteristics of the "noninverting" 
circuit. 

Summing or Current Input Coofiguration. Figure 29 shows 
how the AD208 can accommodate current inputs or sum cur
rents or voltages. 

Figure 29. Summing or Current Input Configuration 

In this circuit the output voltage equation can be written as: 

Vo = -RF x (Is + Vs1IRs1 + VszIRsz + ... ) 
where: 

Vo Output Voltage (V) 
V Sl Voltage of Input Signal 1 (V) 
V S2 Voltage of Input Signal 2 (V) 
Is Input Current Source (A) 
Rp Feedback Resistor (0) 
RSI Source Resistance Associated with Input Signal 1 (0) 
RS2 Source Resistance Associated with Input Signal 2 (0). 

The circuit of Figure 29 can also be used when the input signal 
is larger than the ±5 V input range of the isolator. For example, 
suppose that in Figure 29 only V Sl> RSI and Rp are connected 
to the feedback, input and common terminals as shown by the 
solid lines in Figure 29. Now, a VSI with a ±50 V span can be 
accommodated with Rp = 20 kO and RSI = 200 kO. 

Output Filter Circuit. Except at the highest useful gains, the 
noise seen at the output of the AD208 will be almost entirely 
comprised of the carrier ripple at multiples of 25 kHz. The 
ripple, when measured over a 100 kHz noise bandwidth, is typi
cally 2 m V pk-pk near zero output and increases to approxi
mately 7 mV pk-pk for outputs of ±5 V. The simple two-pole, 
5 kHz low-pass Butterworth filter of Figure 30 can be used to 
reduce the output ripple of the AD208 to approximately 0.1 mV 
pk-pk and serve as an outpUt buffer for the AD208. 

An output buffer or filter may sometimes exhibit voltage spikes 
on the output even though none were present on the input sig
nal to the buffer/fllter. These spikes are usually due to clock 

A0208 
noise appearing at the op amp's power supply pins, since most 
op amps have little or no supply rejection at high frequencies. 
Another common source of clock-related noise is from the shar
ing of the ground track by both the output circuit and the 
power input. The circuit of Figure 30, shows how to avoid these 
clock noise related problems. 

Ideally, the output signal LO lead and the supply common 
should be tied together at the final signal measurement point as 
indicated in Figure 30. It may be useful to bypass the output 
LO to the output common with a 0.1 fLF capacitor should the 
measurement point be more than a few feet from the isolator. 

Figure 30. Output Filter Circuit Showing Proper 
Grounding 

In multichannel applications where more than a few AD208s are 
driven by a single clock driver, substantial current spikes will 
flow in the power return line and in whichever signal output 
lead returns to a low impedance point (usually OUT LO). Con
sequently, both of these tracks should be made as large and as 
short as possible to minimize the track inductance and resis
tance. For best results, OUT LO should be connected directly 
to a ground plane that serves as the measurement common. 

Current spikes can be greatly reduced by connecting a small in
ductance, 68 fLHy to 100 fLHy, in series with the clock drive 
input pin of each AD208. Molded chokes, such as the Dale 
IM-2 series, with a dc resistance of about 5 0 should be suitable 
for most applications. 

GAIN AND OFFSET ADJUSTMENTS 
General Comments. When gain and offset adjustments are re
quired, the actual compensation circuit ultimately utilized will 
depend on: 

• The input configuration mode of the isolation amplifier (i.e., 
noninverting or inverting). 

• The placement of the adjusting potentiometer (i.e., on the 
isolator's input or output side). 

As a general rule: 

• Offset Adjustments are best accomplished on the isolator's 
input side, as it is much easier and more efficient to null the 
offset ahead of any gain. 

• Gain Adjustments are most easily accomplished as part of the 
gain-setting resistor network at the isolator's input side. 

• To ensure the highest degree of stability in the gain and offset 
adjustments, the adjusting potentiometers should be located 
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as close as Possible to the isolator's front end. Adjustment 
~es~ould be kept to a minimum and high quality multi
rum trimming potentiometers should be used. 

• Output side adjustments may be necessary under the condi
tions where adjusting potentiometers placed on the input , 
side would present a hazard to the user due to .the presence 
of high common mode voltages during the adjustment 
procedure. 

• It is recommended that the offset adjustment precedes the 
gain adjustment. 

Input Adjustments for the Noninverting Mode of Operation 
Offset Adjustment. Figure 31 shows the suggested input adjust
ment connections when the isolator's input amplifier is config
ured for the noninverting mode of operation. The offset 
adjustment circuit injects a small voltage in series with the low 
side of the signal source. The adjustment potentiometer P 2 is 
responsible for nulling out the offset voltage. A 100 kG P2 , 

50 kG ROA and a 100 G Rc should provide an offset adjustment 
range (Referred to Input) of about ±IS DiV. Since the offset is 
zeroed out ahead of the gain, the values given above.for P2,RoA 
and Rc should work for any gain on the isolator. 

Figure 31. Input Adjustment Circuit for the Noninverting 
Mode of Operation 

Notes: 

• To minimize CMRdegradation it is .recommended that the 
resistor Rc (shown in Figure 31) be below a few hundred 
ohms. 

• The offset adjustment .circuit of Figure 31 will not work if the 
signal source has another current path to input common, or if 
current flows in the signal source LO lead. If this is the case, 
use the output adjustment procedure. 

Gain Adjustment. Figure 31 also shows the suggested gain ad
justment circuit. Note that the gain adjustment potentiometer P, 
is incorporated into the gain-setting resistor network at the isola
tor's input. 

To maintain gain trim ranges that are independent of the gain 
setting, the potentiometer P, should be proportioned to RF such 
that 

PI x 100% _ Desired Gain Adjustment Range 
RF - (in % of Output Span) 

and 

(RF + PII2)/Ra + 1 = Desired Gain Setting 
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Input Adjustments for'the Inverting Mode of Operation 
Offset Adjustment. Figure 32 shows the suggested input 
adjustment connections when the isolator's input amplifier is 
configured for the inverting mode of operation. JIere the offset 
adjustment· potentiometer P 2 nulls the, voltage at the summing 
node. This method may ,be preferred over current injection since 
it is less affected by any subsequent gain adjustments. A 100 kG 
P2, 50 kG ROA and a 100 G Rc should provide an offset adjust
ment range (Referred to Input) ofabout ±IS mY. 

Figure 32. Input Adjustments for the Inverting Mode of 
Operation 

Gain Adjustment. Figure 32 also shows the suggested gain 
adjustment circuit. In this circuit, the gain adjustment is made 
in the feedback loop using potentiometer P" The adjustments 
will be effective for all gains in the 1 to 1,000 V N range. 

Output Adjustments 
Offset Adjustment. Figure 33 shows the recommended tech
nique for offset adjustment at the output. In this circuit, a 
± 15 V de voltage is supplied by an independent source. With 
reference to the output circuitry shown in Figure 33, the maxi
mum offset adjustment range is given by: 

Rc x Vs 
EOFFSET = ----

Rc + Ro 

where, Vs is the power supply voltage. A 100 kG Po, 100 G Rc 
and a 50 kn'Ro should provide an offset adjustment range of 
about ±30 mV on the output. 

CLKIN 

C~~WAVEl 
CLKCOM 

+1SY 

Figure 33. Output Side Offset Adjustment Circuit 
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Figure 34. Using the AD20B in an Isolated RTD Application 

Gain Adjustment. Since the output stage of the AD208 is un
buffered, any desired output gain adjustments can only be made 
in a subsequent stage. 

USING ISOLATED POWER 
The AD208 provides ±8.0 V dc power outputs referred to the 
input common. These may be used to power various accessory 
circuits which must operate at the input common mode level. 
The input offset adjustment circuits of the previous section are 
examples of this need. 

The isolated power output has a current capacity of up to 5 mA 
which should be sufficient to operate adjustment circuits, refer
ences, op amps, signal conditioners or remote transducers. 

CAUTION: The AD208 design does not provide for short cir
cuit protection of its isolated power supply. A current lintiting 
resistor may be placed in series with the isolated power termi
nals and the load in order to protect the supply against inadvert
ent shorts. 

APPLICATION EXAMPLES 
Isolated RTD Signal Processing. The stable high gain proper
ties and low offset drift characteristics make the AD208 an ideal 
component for use in isolated RTD signal processing applica
tions. RTD applications typically require the following three 
major elements: a stable current excitation source, a lead com
pensation network and a zero suppression network. The circuit 
schematic of Figure 34 illustrates how to use the AD208 with a 
handful of low power external components to condition, amplify 
and isolate low level RTD signals. 

In the RTD application shown in Figure 34, the stable current 
excitation source needed to drive the RTD consists of a: 

• Dual, single supply op amp (LM358) 
• Pair of low VGSOFF JFETS (ex. J20l) 
• Low power 2.5 V reference source 
• Several precision 10 kO, 1%, 10 ppm/DC resistors. 

The dual current sources generate a 250 j11\ excitation signal for 
the RTD and they also provide about 5 V of compliance with a 
±5% gain adjustment range. 

Zero suppression is accomplished in Figure 34 by using a simple 
ground servo amplifier in combination with the resistor labelled 
Rz , while lead wire compensation is realized by remote sensing 
the RTD with the ground servo. The current, lSI develops a 
voltage V I that is equal to: 

VI = VOSA1 + Vz + VLEAD 

where the voltages V" VOSA1 , Vz and VLEAD are as indicated in 
Figure 34. 

The current IS2' in turn, develops the voltage seen by the input 
amplifier of the AD208 and, with reference to the voltages la
belled in Figure 34, V'N is given by: 

V/N = VI - VRTD - VLEAD 

= (VOSA1 + Vz + VLEAD) - VRTD - VLEAD 

= VOSA1 + Vz - VRTD• 

The offset trim circuit can then be used to null out all of the 
offset terms. Note that a high quality low power, low offset drift 
amplifier should be used for the ground servo amplifier. 

The typical sensitivity of a 100 0 platinum RTD with a 
0.25 rnA current excitation is in the 95 !'-VI"C range. Therefore, 
using the AD208 isolation amplifier with a gain of 105 VN will 
result in an approximate output sensitivity of 10 mVI"C which 
corresponds to a 0 to 500DC RTD range for a 0 to -5 V output 
span. If a 0 to + 5 V output span is desired, simply reverse the 
OUT LO (Pin 37) and OUT.HI (Pin 38) terminals of the 
AD208 taking care to ensure that the OUT LO pin is now con
nected to the CLK COM terminal. 

The gain equation for the circuit of Figure 34 is determined by 
the formula given below. 

where: 

Vo (HI) 

_ __ V~o~(H_I~)-__ V~O~~~O~)~_ 
= RFIRr + 

IS·(ORTD (HI) - ORTD (LO)) 

AD208 output voltage at the maximum ex
pected temperature seen by the RTD 
application 

Vo (LO) AD208 output voltage at the minimum ex
pected temperature seen by the RTD 
application 
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~TD (HI)· 

~TD(LO) 

Resistance of the RTD at the maximum ex
pected temperature 

Resistance of the RTD at the minimum ex
pected temperature 

RTD resistance at O°C (100 n, typ) 
Current of the stable excitation source 
(0.25 mA) 

Feedback resistor (10.5 kn) 

Input resistor (100 n, 1%, 10 ppmf'C). 

The circuit of Figure 34 accoIilmodates a 10 mVrC, un1inear
ized output for a 100 n platinum RTD. The circuit allows for a 
maximum measured temperature range of 500°C. The initial in
put offset is ± 1.3 m V (max) which is roughly equivalent to 
5.2 n. The offset adjustment circuit, which has a ±1.5 mV 
(RTI) adjustment range, can be used to easily trim out this ini
tial offset. The offset drift of the RTD application shown in 
Figure 34 is ±4 fJ-vrc (max) or 0.016 nrc. 
Thermocouple Applications. Thermocouples provide an inex
pensive and reliable way to measure temperature over a wide 
range. Thermocouples require high gain amplification and in 
some cases cold junction compensation. The circuit of Figure 35 
shows how the stable high gain capability of the AD208 can be 
effectively utilized to amplify and isolate the low level voltage 
signals from a thermocouple. The AC1226 Monolithic Cold 
Junction Compensator is recommended for use in this applica
tion. The AC1226 acts to eliminate the cold junction voltage 
that is formed between the thermocouple wire and the actual 
measurement circuit. The AC1226 outputs 0 V at O°C and it 
provides the correct compensation slope for many thermocouple 
types through user selected taps off of the internal AC1226 
resistor string. 

The gain and offset adjustment for the circuit shown in Fig-
ure 35 is easily accomplished by first shorting the AD208 inputs 
to ground (IN COM) and adjusting the offset potentiometer un
til 0 V is measured at the output. Once the offset has been 

Maximum 
Thermo- Temperature Maximum 

*AC1221 TttlllMOCOUPLE (T/CIINPUT PIN 
SELECTION IS DEPENDENT ON THE TftERMo-
COUPLE TYPE. AS PER THE FDLLOWINO NOTE: ALL RESISTORS ARE 1"-.10 ppm/"C 
GUIDE: UM.ESS NOTED OTHERWISE. 

Figure 35. Using the AD20B in an Isolated Thermocouple 
Application 

nulled out, the gain adjustment can then be initiated by apply
ing an appropriate full-scale voltage, for the thermocouple type 
being used, at the input. Then adjust the gain trim until mea
suring + 5 V out. The offset and gain trim do interact slightly 
with each other consequently, it would be advisable to recheck 
the offset error and readjust it if necessary. The residual error 
that may be introduced by the AC1226 at 25°C will be no more 
than ± 2°C off nominal for all temperature ranges specified in 
Table II. 

Table II lists the most commonly used thermocouple types along 
with their typical temperature ranges and a suggested AD208 
gain setting. The table also includes recommended values for the 
feedback resistor (Rp), the gain trim resistor (Ro.mM) and the 
offset adjustment resistor (Rz) all three of which are shown in 
Figure 35. 

SUGGESTED RESISTOR VALVES 
ADlOS (With Reference to Figure 38) 

couple Range @ 5 V Out VIN Gain Setting Rp Ron... Rz 

Type COC) (mV) (VN) (kG) (kG) (MO) 

E 900 68.783 72.69 6.98 0.5 2.0 
J 750 42.283 118.25 11.5 1.0 2.0 
K 1,250 50.633 98.75 9.53 1.0 2.0 
R 1,450 16.741 298.6 28.7 2.0 2.0 
S 1,450 14.973 333.9 32.4 2.0 2.0 
T 350 17.816 280.6 27.4 2.0 2.0 

Table II. COmmonly Used Thermocouple Types, Temperature Ranges, AD20B Gain Settings 
and Circuit Resistor Values 
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~ANALOG 
WDEVICES 

FEATURES 
High CMV Isolation: 2500V RMS Continuous 

±3500V Peak Continuous 
Small Size: 1.00")(2.10")(0.350" 
Three-Port Isolation: Input. Output. and Power 
Low Nonlinearity: ±0.012% max 
Wide Bandwidth: 20kHz Full-Power 1-3dB) 
Low Gain Drift: ±25ppmrc max 
High CMR: 120dB IG=100VN) 
Isolated Power: ±15V @ ±5mA 
Uncommitted Input Amplifier 

APPLICATIONS 
Multichannel Data Acquisition 
High Voltage Instrumentation Amplifier 
Current Shunt Measurements 
Process Signal Isolation 

GENERAL DESCRIPTION 
The AD2l0 is the latest member of a new generation of low 
cost, high performance isolation amplifiers. This three-port, 
wide bandwidth isolation amplifier is manufactured with surface
mounted components in an automated assembly process. The 
AD2l0 combines design expertise with state-of-the-art manufac
turing technology to produce an extremely compact and economical 
isolator whose performance and abundant user features far exceed 
those offered in more expensive devices. 

The AD2l0 provides a complete isolation function with both 
signal and power isolation supplied via transformer coupling 
internal to the module. The AD2l0's functionally complete 
design, powered by a single + 15V supply, eliminates the need 
for an external DClDC converter, unlike optically coupled isolation 
devices. The true three-port design structure permits the AD2l0 
to be applied as an input or output isolator, in single or multi
channel applications. The AD2l0 will maintain its high per
formance under sustained common-mode stress. 

Providing high accuracy and complete galvanic isolation, the 
AD2l0 interrupts ground loops and leakage paths, and rejects 
common-mode voltage and noise that may otherwise degrade 
measurement accuracy. In addition, the AD2l0 provides protec
tion from fault conditions that may CllUse damage to other sections 
of a measurement system. 

PRODUCT HIGHLIGHTS 
The AD2l0 is a full-featured isolator providing numerous user 
benefits including: 

High Common-Mode Performance: The AD210 provides 2500V 
rms (Continuous) and ± 3500V peak (Continuous) common-mode 
voltage isolation between any two ports. Low input to output 

·Covered by u.s. Pa_t No. 4,703,283. 

Precision, Wide Bandwidth, 
3-Port Isolation Amplifier 

AD210* I 
AD210 FUNCTIONAL BLOCK DIAGRAM 

capacitance of 5pF results in a l20dB CMR at a gain of 100, 
and a low leakage current (21J.A rms max @ 240V rms, 60Hz). 

High Accuracy: With maximum nonlinearity of ±0.012% 
(B Grade), gain drift of ± 25ppml°C max, and input offset drift 
of (± 10± 30/G) IJ.VrC, the AD2l0 assures signal integrity while 
providing high level isolation. 

Wide Bandwidth: The AD2l0's full-power bandwidth of 20kHz 
makes it useful for wideband signals. It is also effective in appli
cations like control loops, where limited bandwidth could result 
in instability. 

Small Size: The AD210 provides a complete isolation function 
in a small DIP package just 1.00" x 2.10" x 0.350". The low 
proftle DIP package allows application in OS' card racks and 
assemblies. The pinout is optimized to facilitate board layout 
while maintaining isolation spacing between ports. 

Three-Port Design: The AD21O's three-port design structure 
allows each port (Input, Output, and Power) to remain indepen
dent. This three-port design permits the AD210 to be used as 
an input or output isolator. It also provides additional system 
protection should a fault occur in the power source. 

Isolated Power: ± lSV (uj SmA is available at the input and 
output sections of the isolator. This feature permits the AD2l0 
to excite floating signal conditioners, front-end amplifiers and 
remote transducers at the input as well as other circuitry at the 
output. 

Flexible Input: An uncommitted operational amplifier is provided 
at the input. This amplifier provides buffering and gain as required, 
and facilitates many alternative input functions as required by 
the user. 
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SPECIFICATIONS(typicaI@ + 25"C,&Vs = +l5Yunlessolll8lWisespacifiad) 

Model AD2lOAN 

GAIN 
Range IVN -IOOVN 
Error ± 2% max 
vs. Temperature (0 to +10"C) ±2Sppmf'Cmax 

( - 2S"C to + 8S"C) ± 50ppmrC max 
\'$. Supply Voltage ± O.OO2WV 
Nonlineariryl ± 0.025% max 
N~tyvs. Isolated Supply Load + O.OO2%/mA 

INPUT VOLTAGE RATINGS 
Linear Differential Range ± lOY 
Maximum Safe Differcotiallnput ± lSV 
Max. CMV Input-to-Output 

ae, 60Hz, Continuous 2S00V nns 
dc, Continuous ± 3S00V peak 

Common-Mode Rejection 
6OHz,G= lOOVN 
Rs:5S00n Impedance Imbalance l20dB 

Leakage Current Input-to-Output 
@240Vrms,60Hz 2JLArmsmax 

INPUT IMPEDANCE 
Differential 
Common Mode 

INPUT BIAS CURRENT 
Initial,{W +2S"C 
vs. Temperature (0 to +7O"C) 

( - 2S"C to + 85°C) 

INPUT DIFFERENCE CURRENT 
Initial, (w + 25°C 
VS. Temperature (0 to +7O"C) 

30pA typ (400pA max) 
10nAmax 
30nAmax 

SpA typ (200pA max) 
2nAmax 
IOnAmax 

AD2lOBN 

±l%max 

±O.012%max 

ADZlOJN 

ISOOVrms 
±2000Vpeak r 

0.800 II 

OUTLINE DIMENSIONS 
Dimensions shown iIi inches and (mm). 

1- 2.10 (53.3Imax .,1 

I SIDE VIEW I ~a> 
l.....rrU "-U "-u "-U "-U U".----,U"U,.---"UI"11UrTlU"U---'0.,5 13.811 ma> 

~~ 0,018 (O.46) SQUARE -. 

29 30 1 
1.000 

J 
AD210 

BOTTOM VIEW 

~ 
191817161514 4 3 2 1 

--i I-- 0.150 13.81) --l I-- 0.10012.54) TVP 

ACI059 Mating Socket 

~ 
• 2.10153.3) .. , 
0.30 I (7.5) r------- '.50'(37.51----iO .. ~ 0020 

::::::\;~i~O,OkH') ~;~:;: 11. of. --I 0100DIA,C/S;O 0 00 0 ~lo 0 00+ --':::::':"""~'::"'== ___ ----'====--------------- (25) (20) 0 180DIA, TVP 
FREQUENCY RESPONSE TTl _@_2_P_LA_C_ES ______ _ 

Bandwidth ( - 3dB) i 
G= IVrv 20kHz 

Se~:~~~~(± IOmV,20VStep) 15kHz (~i~l 
G=IVIV lSOp.s 0 0 0 0 
G ~ lOOVN 500., I , J I WI '--, 

( - 25°C to + 85°C) 

INPUT NOISE 

SI,wRa'e(G~IVN) IV/., --l~0.'0012.5) --1--1 I-Y'~~ 
O~~~~:ZJO+L~~GE(RTli (± IS ±4S/G)mVmax (±S ± 15/G)mVmax 0.15 (3.751 ~7~g? 

VS. Temperature (0 to +7O"C) (± 10 ±301G)p.Vrc * 
(-25"<:10+85"<:) (+IO+501G?uVrc 

RATEDOUTPUT3 

Voltage,2k!1 Load 
Impedance 
Ripple, (Bandwidth = 100kHz) 

ISOLATED POWER OUTPUTS· 

± 10Vrnin 
IUmax 
IOmVp-pmax 

Voltage, No Load ± 15V 
Accuracy ± 10% 
Current ±5mA 
Regulation, No Load [0 Full Load See Text 
Ripple See Text 

POWER SUPPLY 
Voltage, Rated Performance 
Voltage, Operating 
Current, Quiescent 
Current, Full Load Full Si,nal 

TEMPERATURE RANGE 
Rated Performance 
Operating 
StOrage 

PACKAGE DIMENSIONS 
Inches 
Millimeters 

NOTES 
·Spo;:irlcations same lIS AD210AN. 

+ 15Vdc ±5% 
+15Vdc±10% 
SOmA 
SOmA 

-25°Cto +85"<: 
-4O"Cto + 85°C 
-4O"Cto + 85°C 

1.00 x 2.10 x 0.350 
25.4 x 53.3 x 8.9 

'NonlinearilY is specified as a % devialion from a best slraiBhl linE. 
lRTI _ Rl:f~rmi to Inpul 
'A reduced sisnalswinJ is recommended when bolh ctV15~ and ctVoss supplies are 
fully 1oItded, due 10 supply IIOlrqc reduction. 

4Scc t~XI for d~lliled infonnation. 

SpecifICalions subja:t 1(1 change wilhout notice. 
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AD210 Pin Designations 

PIN DESIGNATION FUNCTION 
1 Vo Output 
2 OCOM Output Common 

3 + Voss + Isolated Power@ Output 
4 -Voss -Isolated Power@ Output 

14 +V,ss + Isolated Power @ Input 

15 -V)SS -Isolated Power @ Input 
16 FB Input Feedback 
17 -IN -Input 

18 ICOM Input Common 
19 +IN +Input 
29 PwrCom Power Common 

30 Pwr Power Input 

WARNING! 0 
~~DEVICE 

CAUTION 
ESD (electrostatic discharge) sensitive device. Per
manent damage may occur on unconnected devices 
subject to high energy electrostatic fields. 
Unused devices must be stored in conductive foam 
or shunts. The protective foam should be dis
charged to the destination socket before devices are 
removed. 



INSIDE THE AD210 
The AD210 basic block diagram is illustrated in Figure 1. A 
+ 15V supply is connected to the power pon, and ± 15V isolated 
power is supplied to both the input and output pons via a 50kHz 
carrier frequency. The uncommitted input amplifier can be used 
to supply gain or buffering of input signals to the AD210. The 
fullwave modulator translates the signal to the carrier frequency 
for application to transformer TI. The synchronous demodulator 
in the output pon reconstructs the input signal. A 20kHz, three
pole falter is employed to minimize output noise and ripple. 
Finally, an output buffer provides a low impedance output 
capable of driving a 2kO load. 

PWR PWRCOM 

Figure 1. AD210 Block Diagram 

USING THE AD210 
The AD210 is very simple to apply in a wide range of applications. 
Powered by a single + 15V power supply, the AD210 will provide 
outstanding performance when used as an input or output isolator, 
in single and multichannel configurations. 

Input Ccmfipratiou: The basic unity gain configuration for 
signals up to ± lOY is shown in Figure 2. Additional input 
amplifier variations are shown in the following figures. For 
amaller signal levels Figure 3 shows how to obtain gain while 
maintaining a very high input impedance. 

yo. 
±10V 

Figure 2. Basic Unity Gain Configuration 

The high input impedance of the circuits in Figures 2 and 3 can 
be maintained in an inverting application. Since the AD210 is a 
three-pon isolator, either the input leads or the outpUt leads 
may be interchanged to create the signal inversion. 

AD21 0 

v,~ r--+----{1 

Figure 3. Input Configuration for G> 1 

Figure 4 shows how to accommodate current inputs or sum 
currents or voltages. This circuit conflgUl'Btion can also be used • 
for signals greater than ± lOY. For example, a ± lOOV input 
span can be handled with Rp =20kO and RSI =200kO. 

Figure 4. Summing or Current Input Configuration 

Adjustmenta 
When gain and offset adjustments are required, the actual circuit 
adjustment components will depend on the choice of input 
configuration and whether the adjustments are to be made at 
the isolator's input or output. Adjustments on the outpUt side 
might be used when potentiometers on the input side would 
represent a hazard due to the presence of high common-mode 
voltage during adjustment. Offset adjustments are best done at 
the input side, as it is better to null the offset ahead of the gain. 

Figure 5 shows the inp~t adjustment circuit for use when the 
input amplifier is configured in the noninverting mode. This 
offset adjustment circuit injects a small voltage in series with the 

GAIN 

47.SkU 

+15V 

Figure 5. Adjustments for Noninverting Input 

ISOLA TlON AMPLIFIERS 5-55 



lOw siqe of the signal source. This will ntlt work if the source 
has another current path to input common or if current flows in 
the signal sourceLO lead. T().miniJniu CMR degradation, keep 
the resistor in series with the input LO below a few hundred 
ohms. 

Figure 5 also shows the preferred gain adjustment circuit. The 
circuit shows Rp of SOkn, and will work for gains of ten or 
greater. The adjustment becomes less effective at lower gains 
(its effect is halved at G = 2) so. that the pot will have to be a 
larger fraction of the totsl Rp at low gain. At G = 1 (follower) 
the gain cannot be adjusted downward without compromising 
input impedance; it is better to adjust gain at the signal source 
or after the output. 

Figure 6 shows the input adjustment circuit for use when the 
input amplifier is configured ill the inverting mode. The offset 
adjustment nulls the voltage at the summing node. This is pref
erable to current injection because it is less affected by subsequent 
gain adjustment. Gain adjustment is made in the feedback and 
will work for gains from 1 to l00VN. 

VOUT 

Figure 6. Adjustments for Inverting Input 

Figure 7 shows how offset adjustments can be made at the 
output, by offsetting the floating output port. In this circuit, 
~ lSV would be aupplied by a separate source. The AD210's 
output amplifier is fixed at unity, therefore, output gain must 
be made in a subsequent stage. 

Figure 7. Output-Side Offset Adjustment 
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PCB Layout for Multicluumel Applications: The unique pinout 
positioning minimius board space constraints for multichannel 
applications. Figue!: 8 stlows the recommended printed circuit 
board layout fora noninverting input configuration with gain. 

CHANNEL O~PUTS 

o.,~ 

POWER 

CHANNEL INPUTS 

Figure 8. PCB Layout for Multichannel Applications 
witfi Gain 

Synchronization: The AD210 is insensitive to the clock of an 
adjacent unit, eliminating the need to synchronize the clocks. 
However, in rare instances channel to channel pick-up may 
occur if input signal wires are bundled together. 1f this happens, 
,shielded input cables are recommended. 

PERFORMANCE CHARACTERISTICS 
Comulon-Mode Rejection: Figure 9 shows the common-mode 
rejectiOn of the AD210 veraus frequency, gain and input source 
resistance. For lllIIldmum common-mode rejection of unwanted 
signals, keep the input source resistance low and carefully lay 
out the input, avoiding excessive stray capacitance at the input 
terminals. . 
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Figure 9. Common-Mode Rejection vs. Frequency 



Phase Shift: Figure 10 illustrates the AD210's low phase shift 
and gain versus frequency. The AD210's phase shift and wide 
bandwidth performance make it well suited for applications like 
power monitors and controls systems. 
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Figure 10. Phase Shift and Gain VB. Frequency 

Input Noise vs. Frequency: Voltage noise referred to the input 
is dependent on gain and signal bandwidth. Figure II illustrates 
the typical input noise in nV/YHZ of the AD210 for a frequency 
range from 10 to 10kHz. 
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Figure 11. Input Noise VB. Frequency 

, .. 

Gain Nonlinearity VS. Output: Gain nonlinearity is defined as 
the deviation of the output voltage from the best straight line, 
and is specified as % peak-to-peak of output spap. The AD210B 
provides guaranteed maximum nonlinearity of ±0.012% with an 
output span of ± 10V. The AD210's nonlinearity performance is 
shown in Figure 12. 

Gain' Nonlinearity vs. Output Swing: The gain nonlinearity of 
the AD210 varies as a function of total signal swing. When the 
output swing is less than 20 volts, the gain nonlinearity as a 
fraction of signal swing improves. The shape of the nonlinearity 
remains constant. Figure 13 shows the gain nonlinearity of the 
AD210 as a function of total signal swing. 

AD21 0 
+0.04 .8 
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+0.02 +4 
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-0.02 -. 
-0.03 -I 

-0.04 -. 
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OUTPUT VOLTAGE SW1NG - Volts 

Figure 12. Gain Nonlinearity Error VB. Output 
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Gain VS. Temperature: Figure 14 illustrates the AD210's gain 
vs. temperature performance. The gain versus temperature 
performance illustrated is for an AD210 configured as a unity 
gain amplifier . 
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Figure 14. Gain VB. Tempereture 
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Isolated Power: The AD210 provides isolated power at the 
input and output ports. This power is useful for various signaJ 
conditioning tasks. Both ports are rated at a nominal ± lSV 
at SmA. 

The load characteristics of the isolated power supplies are shown 
in Figure 15. For example, when measuring the load rejection 
of the input isolated supplies V ISS, the load is placed between 
+ V ISS and - VISS. The curves labeled VIss and Voss are the 
individual load rejection characteristics of the input and the 
output supplies, respectively. 

There is also some effect on either isolated supply when loading 
the other supply. The curve labeled CROSSLOAD indicates the 
sensitivity of either the input or output supplies as a function of 
the load on the opposite supply. 

30~~~~-----t------------t-----~ 

Voss 

~:: SIMrTANEOUS 

VISS SIMULTANEOUS 
20L-____________ ~ ____________ ~ ____ ~ 

'0 

CURRENT- rnA 

Figure 15. Isolated Power Supplies vs. Load 

Lastly, the curves labeled Voss simultaneous and V ISS simul
taneous indicate the load characteristics of the isolated power 
supplies when an equal load is placed on both supplies. 

The AD210 provides short circuit protection for its isolated 
power supplies. When either the input supplies or the output 
supplies are shorted to input common or output common, re
spectively, no damage will be incuned, even under continuous 
application of the short. However, the AD210 may be damaged 
if the input and output supplies are shorted simultaneously. 

'00~---+----4-----~--~~~+----4----~ 

75~~-+----4-----~---+----+----

50~---+----4-~~~~-+----+-----

25~~~----4-----~---+----4----1----' 

lOAD- rnA 

Figure 16a. Isolated Supply Ripple vs. Load 
(ExternaI4.7p.F Bypass) 
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Under any circumstances, care should be taken to ensure that 
the power supplies do not accidentally become shorted. 

The isolated power supplies exhibit some ripple which varies as 
a function of load. Figure 16a shows this relationship. The 
AD210 has internal bypass capacitance to reduce the ripple to a 
point where perfOrtnance is not affected, even under full load. 
Since the internal circuitry is more sensitive to noise on the 
negative supplies, these supplies have been filtered more heavily. 
Should a specific application require more bypassing on the 
isolated power supplies, there is no problem with adding external 
capacitors. Figure 16b depicts supply ripple as a function of 
external bypass capacitance under full load. 
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Figure 16b. Isolated Power Supply Ripple vs. Bypass 
Capacitance (Volts p-p, 1MHz Bandwidth, 5mA Load) 

APPLICATIONS EXAMPLES 

Noise Reduction in Data Acquisition Systems: Transformer 
coupled isolation amplifiers must have a carrier to pass both ac 
and de signals through their signal transformers. Therefore, 
some carrier ripple is inevitably passed through to the isolator 
output. As the bandwidth of the isolator is increased more of 
the carrier signal will be present at the output. In most cases, 
the ripple at the AD210's output will be insigificant when compared 
to the measured signal. However, in some applications, particularly 
when a fast analog-to-digital converter is used following the 
isolator, it may be desirable to add filtering; otherwise ripple 
may cause inaccurate measurements. Figure 17 shows a circuit 
that will limit the isolator's bandwidth, thereby reducing the 
carrier ripple. 

R (kG) ". f:;:~1 

Figure 17. 2-Pole, Output Filter 



Self-Powered Current Source 
The output circuit shown in Figure IS can be used to create a 
self-powered output current source using the AD21O. The 2kn 
resistor converts the voltage output of the AD210 to an equivalent 
current Vourl2kn. This resistor directly affects the output gain 
temperature coefficient, and must be of suitable stability for the 
application. The external low power op amp, powered by + Voss 
and -Voss, maintains its summing junction at output common. 
All the current flowing through the 2kn resistor flows through 
the output Darlington pass devices. A Darlington configuration 
is used to minimize loss of output current to the base. The low 
leakage diode is used to protect the base-emitter junction against 
reverse bias voltages. Using - Voss as a current return allows 
more than lOY of compliance. Offset and gain control may be 
done at the input of the AD210 or by varying the 2kn resistor 
and summing a sma1l correction current directly into the summing 
node. A nominal range of 1-5mA is recommended since the 
current output cannot reach zero due to reverse bias and leakage 
currents. If the AD210 is powered from the input potential, this 
circuit provides a fully isolated, wide bandwidth current output. 
This confJgUrlltion is limited to SmA output current. 

Figure 18. Self-Powered Isolated Current Source 

Isolated V-to-I Converter 
illustrated in Figure 19, the AD210 is used to convert a 0 to 
+ lOY input signa1 to an isolated 4-20mA output current. The 
AD210 isolates the 0 to + lOY input signa1 and provides a prop
ortional voltage at the isolator's output. The output circuit 
converts the input voltage to a 4-20mA output current, which in 
turn is applied to the loop load RLOAD• 

Figure 19. Isolated Voltage-to-Current Loop Converter 

Iso1ated Thermocouple Amplifier 
The AD210 application shown in Figure 20 provides amplification, 
isolation and cold-jUnction compensation for a standard J type 
thermocouple. The AD590 temperature sensor accurately monitors 

AD210 
the input terminal (cold-junction). Ambient temperature changes 
from 0 to +40"<: sensed by the ADS90, are cancelled out at the 
cold junction. Total circuit gain equals IS3; 100 and I.S3, from 
Al and the AD210 respectively. Calibration is performed by 
replacing the thermocouple junction with plain thermocouple 
wire and a millivolt source set at O.OOOOV (OOC) and adjusting 
Ro for EoUT equal to O.OOOV. Set the millivolt source to 
+0.021S5V (400°C) and adjust Ro for VOUT equal to +4.000V. 
This application circuit will produce a non1inearized output of 
about + IOmvrc for a 0 to +~C range. 

Figure 20. Isolated Thermocouple Amplifier 

Precision Floating Propammable Reference 
The AD210, when combined with a digital-to-ana1og converter, 
can be used to create a fully floating voltage output. Figure 21 
shows one poasible implementation. 

-
The digital inputs of the AD7541 are TTL or CMOS compatible. 
Both the AD7541 and AD5S1 voltage reference are powered by 
the isolated power supply + V1SS. IcoM should be tied to input 
digital common to provide a digital ground reference for the 
inputs. 

The AD7S41 is a current output DAC and, as such, requires an 
external output amplifier. The uncommitted input amplifier 
internal to the AD210 may be used for this purpoae. For best 
results, its input offset voltage must be trimmed as shown. 

The output voltage of the AD210 will go from OV to -lOY for 
digital inputs of 0 and full scale, respectively. However, since 
the output port is truly isolated, VOUT and OCOM may be freely 
interchanged to get 0 to + lOY. 

This circuit provides a precision O-IOV programmable reference 
with a :!: 3S00V common-mode range. 

Figure 21. Precision Floating Programmable Reference 
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CHANNEL 1 

CHANNEL 2 

CHANNEL 3 

CHANNEL 4 

Figure 22. Multichannel Data Acquisition Front End 

MULTICHANNEL DATA ACQUlSmON FRONT-END 

mustrated in Figure ZZ is a four-channe1 data acquisition front-end 
used to condition and isolate several common input signals 
found in various process applications. In this application, each 
ADZIO will provide complete isolation from input to output as 
well as channel to channel. By using an isolator per channel, 
maximum protection and rejection of unwanted signals is obtained. 
The three-port design allows the ADZIO to be conflgUl'ed as an 
input or output isolator. In this application the isolators are 
configured as input devices with the power port providing addi
tional protection from possible power source faults. 

CJwmell: The ADZIO is used to convert a 4-ZOmA current 
loop input signal into aD-IOV input. The Z50 shunt resistor 
converts the 4-ZOmA current into a + 100 to + SOOm V signal. 
The signal is offset by - lOOmV via Ro to produce a 0 to + 400mV 
input. This signal is amplified by a gain of Z5 to produce the 
desired 0 to + lOY output. With an open circuit, the ADZIO 
will show - Z.5V at the output. 

CJwmel 2: In this channel, the ADZIO is used to condition and 
isolate a current output temperature transducer, Model AD590. 
At + ZS"C, the ADS90 produces a nominal current of Z98.Zf,IA. 
This level of current will change at a rate of 1twV'C. At -17.8"C 
(O"F), The ADS90 current will be reduced by 4Z.8f,IA to 
+ ZSS.4f,IA. The ADSBO referenc:e circuit provides ali equal but 
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opposite current, resulting in a zero net current flow, producing 
a OV output from the ADZIO. At + lOO"C ( + ZIZ"F), the AD590 
current output will be 373.Zf,IA minus the z5SAf,IA offsetting 
current from the AD5BO circuit to yield a + 117.8f.1oA input 
current. This current is cOnverted to a voltage via Rp and ~ to 
produce an output of + Z.IZV. Channel Z will produce an output 
of + IOmVI"F over a 0 to + ZlzoF span. 

CJwmei 3: Channel 3 is a low level input channel configured 
with a high gain amplifier used to condition millivolt signals. 
With the ADZIO's input set to unity and the input amplifier set 
for a gain of 1000, a ± IOmV input will produce a ± lOY at the 
AD2IO's output. 

CJwmei 4: Channel 4 illustrates one possible configuration for 
conditioning a bridge circuit. The AD584 produces a + IOV 
excitation voltage, while Al inverts the voltage, producing negative 
excitation. A2 provides a gain of lOOOVIV to amplify the low 
level bridge signal. Additional gain can be obtained by reconfig
uration of the ADZIO's input amplifier. ± VISS providtis the 
complete power for this circuit, eliminating the need for a separate 
isolated excitation source. 

Each channel is individually addressed by the multiplexer's 
channel select. Additional filtering or signal conditioning should 
follow the multiplexer, prior to an analog~to-digitlil conversion 
stage. 



11IIIIIIII ANALOG 
LIllI DEVICES 

FEATURES 
Low Nonlinearity: ±O.012% max (AD295C) 
Low Gain Drift: ± 6OppmI"C max 
Floating Input and Output Power: ± 15V dc @ 5mA 
3-Port Isolation: ±2500V CMV (Input to Output) 
Complies with NEMA ICS1-111 
Gain Adjustable: 1VN to 1000VN 
User Configurable Input Amplifier 

APPLICATIONS 
Motor Controls 
Process Signal Isolator 
High Voltage Instrumentation Amplifier 
Multichannel Data Acquisition Systems 
Off Ground Signal Measurements 

GENERAL DESCRIPTION 
The ADZ9S is a high accuracy, high reliability hybrid isolation 
amplifier designed for industrial, instrumentation and medical 
applications. Three performance versions are available offering 
guaranteed nonlinearity error at 10V POp output: ± 0.05% max 
(AD29SA), ± 0.025% max (AD29SB), ± 0.012% max (ADZ9SC). 
Using a pulse width modulation technique the AD29S provides 
3-port isolation between input, output and power supply ports. 
Using this technique, the AD29S interrupts ground loops and 
leakage paths and minimizes the effect of high voltage transients. 
Additionally, floating (isolated) power ± ISV dc @ SmA is 
available at both the input and output. The AD29S's gain can 
be programmed at the input, output or both sections allowing 
for user flexibility. An uncommitted input amplifier allows 
configuration as a buffer, inverter, subtractor or differential 
amplifier. 

The ADZ9S is provided in an epoxy sealed ceramic 40-pin 
package that insures quality performance, high stability and 
accuracy. Input/output pin spacing complies with NEMA 
(ICSI-Ill) separation specifications required for many industrial 
applications. 

WHERE TO USE THE MODEL ADZ9S 
Industrial: The AD29S is designed for measuring siguals in 
harsh industrial environments. The AD29S provides high 
accuracy with complete galvanic isolation and protection from 
transients or where ground fault currents or high common-mode 
voltages are present. The AD29S can be applied in process 
controllers, current loop receivers, motor controls and weighing 
systems. 

Instrumentation: In data acquisition systems the AD29S 
provides common-mode rejection for conditioning thermocouples, 
strain gauges or other low-level signals where high performance 
and system protection is required. 

Precision, Hybrid 
Isolation Amplifier 

AD295 I 
AD29S FUNCTIONAL BLOCK DIAGRAM 

+--'I-+-w.-(.~, gWs'E~T nllu 
OUTPUT 

~----~T+~-(H~~~ 

t-.::==~'~.+Y. I- nC:".. 

Medical: In biomedical and patient monitoring equipment like 
diagnostic systems and blood pressure monitors, the AD29S 
provides protection from lethal ground fault currents. Low level 
signal recording and monitoring is achieved with the AD29S's 
low input noise (Z",V Pop @ G= lOOOVN) and high CMR 
(106dB @ 60Hz). 

DESIGN FEATURES AND USER BENEFITS 
Isolated Power: Isolated power supply sections at the input and 
output provide ± ISV dc @ SmA. Isolated power is load 
regulated to 4%. This feature permits the AD29S to excite 
floating signal conditioners, front-end buffer amplifiers and 
remote transducers at the input and external circuitry at the 
output. This eliminates the need for a separate dc/dc converter. 

Input Amplifier: The uncommitted input amplifier allows the 
user to configure the input as a buffer, inverter, subtractor or 
differential amplifier to meet the application need. 

Adjustable Gain: Gain can be selected at the input, output or 
both. Thus, circuit response can be tailored to the user's 
application. The AD29S provides the user with flexibility 
for circuit optimization without requiring external active 
components. 

Three-Port Isolation: Provides true galvanic isolation between 
input, output and power supply ports. Eliminates the need for 
power supply and output ports being returned through a 
common ground. 

Wide Operating Temperature: The AD29S is designed to 
operate over the - 4O"C to + I OO"C temperature range with 
rated performance over - 25°C to + 85°C. 

Leakage: The low coupling capacitance between input and 
output yields a ground leakage current of less than 2ILA rms at 
llSV ac, 60Hz. The AD29S meets standards established by 
UL STD 544. 
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SPECIFICATIONS (tJpicaI @ +25"C •. & Vs = +15Y'" oIII8IWisa noIId) 

GAIN 
Rqe 
Open~ 
Accun<yG= IVN 
vs. Tempen .... (-zS"C to + 8S'C) 

G-IVNlolooVN 
NooIiaearity(±5VSwinalG-IV-looVN 

INPUT VOLTAGE RATINGS 
U ...... Diff ..... UaI Rqe 
MIll Safe DifferenUallopul 
MIlICMV (Inpul toOuIpUI) 

Continuous8COI'dc 
ac,60Hz, 1 Minute Duration 
MIlICMV (lopul" Power CommcmIOulpul 

10 Power Common) 
Coatinuousacordc: 
It, 60Hz, I Minute Duration 

CMIt.lnpul toOutpul60Hz, G = IVN 
IIss IkIlllalancedSoun:elmpedance 
lis s Ik Soun:elmpedaoce Imbalmce 

Max LeakaacCurrent, Input to OutpUt 

tW 11SV ac, 60Hz 

INPUT IMPEDANCE 
Differential 
CmDDton Mode 

INPUT BIAS CUIU\ENT 
Initial, Cui +Z5"C 
... Tempenlun: (- 25"C 10 + 85"C) 

INPUT D1FFE1lENCECUItRENT 
lnitial,W! +2S"C 
VI. Tcmperaturc( -2S'"Cto +85"(;) 

INPUTNOISE(Gain = IOOOVN) 
Vol .... 

O.OIHzIOIOHz 
10Hz to 1kHz 

C ....... I 
O.OIHzlo 10Hz 

FREQUENCY RESPONSE 
Small Signal ( - 3dB) 

G = IVNIO 100VN 
G= IOOOVN 

FuU Power, 20V p-pOutpUt 
G = IVNtolooVN 
G= IOOOVN 

SIewRzteG = IVNlOlooVN 
SetlliqTimeG = IVN 

(10 ±O.I%forIOVStep) 
(10 ±O.I%ftx20VStep) 

OFFSET VOLTAGE. REFERRED TO INPUT 

lnitial(jl) +2S"C(AdjustablctoZero) 

VI. Tcmpenrure (- 25"C 10 + 85"C) 

... Supply 

RATED OUTPUT 
Vol ..... 2kIl Load 
OulpUllmpedance 
0u1pU1Ripple(lOHz10 10kHz) 

(IOHzlO 100kHz) 

ISOLATED POWER SUPPUES' (VISOI & VISOl) 
VoI_ 
Accun<y 
Current' 
Load RqpdaIioD(No Load 10 Full Load) 
Riep!e, 100kHz BW 

POWERSUPPLY( + Vsl 
VoI .... ,RztcdPcrfonnance 
VoI_. Openting . 
CUrrem.Quiac:<IIIcYs = + 15V) 
With VISOLooded 

CASE DIMENSIONS 

NOI1!S 
lyllOlec:cunc:y ........... l .. 
':tlCIIBAca be IUJlPliedbJV11OI• ilVIICN illICItuecl. 
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ADl95A 

IVNto IOOOVN 
IClOdB 
±L5% 

± 6OppmI"C ma:J[ 

±O.OS%IJIU 

±10Vmin 
±lSV 

±2SOOVpeak 
2500Vrms 

±2000Vpeak 
2000Vrms 

106dB 
lO3dBmin 

5 x lo'nll33pF 
100llil2DPF 

5nAmax 
-Z5pAJ'Cmax 

± 2nA max 
±5pAJ'Cmax 

2"Vp-p 
Ip.Vrms 

10pAp-p 

4.5kHz 
600Hz 

104kHz 
200Hz 
O.lv/pos 

S50",s 
100",8 

±(3 + ci:N)mvmax 

ADl95B ADl95C 

±O.02S%max ± 0.012% max 

+O+ci:)"~ ±(3+~)~1"C +5+~~}~ 
++~':J"v/% 

±IOVmin 
211 (d<: to 100Hz) 
6mVp-p 
4OmVp-p 

± ISVd<: 
±S% 
±SmAmu 
-4% 
IZmVp-p 

+lSVd<: ±3% 
+l2V d<:10 +l6V d<: 
40mA 
45mA 

-ZS"Cw +8S"C 
- 4O"C 10 + 100"C 
- 4O"C to + lOO"C 
Z.TxO.88"xO.37S· 

~_.ADl95A. 

Speci6caIioaIaabjeccto~whboutDOtic:e. 

PIN 
1 
2 

• 
• 

16 

17 

19 
20 

OUTLINE DIMENSIONS 
Dimensions sbown in inches and (mm). 

1_ •.• " --i 
117.04) I 

r-
0.375 19.531 

•. 2 .. t u;:; 
(s.oaL 

I 0.600 115.241 I 
-MAX-J 

AD295 

2' 2' 2' 
22 
21 

-1 •. 21 
(0.531 ""T MAX 

1 
1.1 

I 
i 

0.1 12.541 .. 
0.403 19.14) 

...L..:=l.::-=====~J 
TOP VIEW 

RECOMMENDED MATING SOCKET: AC12Z0 

PIN DESIGNATIONS 

FUNCTION PIN FUNCTION 
+1SV(+Vrso,1 .. INPUT FEEDBACK 
VISO,COM .. +INPUT 
-15VI-VI$O,1 3. -INPUT 

37 INPUTCOM 
NO CONNECTION •• NO CONNEcnON 

+v, 25 OUTPUTCOMI 
V1sc»:COM 

POWER COMMON 24 FILTER 
23 OUTPUT FEEDBACK 

+15V(+VISQ2) 22 OUTPUT 
-15V I + Visozi 21 OUTPUT OFFSET TRIM 



Understanding the Isolation Amplifier Performance - AD295 
INTERCONNECTIONS AND SHIELDING TECHNIQUE 
To preserve the high CMR performance of the AD295, care 
must be taken to keep the capacitance balanced about the input 
terminals. Use twisted shielded cable for the input signal to 
reduce inductive and capacitive pick-up. During circuit layout 
or interassembly connections, twisted wire pairs are recommended 
for power input and signa1 output. For basic isolator connections, 
see Figure 1. Capacitors CI-C5 are required in all applications 
to achieve the low noise rating and provide adequate flltering of 
the power supply. 

NOTES: 1 
1. :~~~p::~.~-:mrcMETALFlLMTYPE. 4. c...... = ~7.51C,ijiIFARADS-22OpF 
2. ADJUSTMENTPOTENTJOMETERSARETENTURN, 5. c..... 2i1ii; 

l00ppmrtCERMETrtPE.. 6. 1OkU_UTPROTECTlONRESlSTORRmUIAED 
3. CAPACITORS.Cl-C5ARU.Z .. F. fORGAlNSLESSTHAN1D. 

Figure 1. Basic Isolator Interconnection 

THEORY OF OPERATION 
The AD295 obtains its outstanding performance from a pulse 
width modulation technique using transformer coupling. This 
technique permits both signal and power transfer from input to 
the output stage of the isolator. Additionally, this technique 
provides higher noise immunity and lower nonlinearity than 
obtained from optically coupled or amplitude modulated'trans
former coupled techniques. 

The three basic sections of the AD295 are shown in Figure 2. 
The power section 80kHz oscillator signal is transferred to the 
input and output sections via T2. The signal is then rectified 
and flltered providing dc power for that section's circuitry and 
for external application use. The input section consists of input 
amplifier Al and the input modulator attenuator circuit. A 
triangular waveform derived from the 80kHz oscillator is sent to 

t-H""';;",""§Zl g~FT:~\ .. IM 
OUTPUT 

~------~+i~~~25~~~' 
F"I-f--+--('» COMMON 

Figure 2. Basic Block Diagram 

the modulator. If the input signal of Al is zero, the triangle 
wave remains symmetrical. If Al moves away from zero, the 
triangle wave moves positive or negative becoming asymmetrical. 
These modulated signals are converted to a pulsed waveform 
and transferred to the output section via TI. In the output 
section the signals are demodulated and flltered. The output 
amplifier A2 provides gain and additional flltering. 

INTERELECTRODE CAPACITANCE AND TERMINAL 
RATINGS 
Capacitance: Interelectrode terminal capacitance arises·from 
stray coupling capacitance effects between the input terminals 
and signa1 output terminals. Each are shunted by leakage resistance 
values exceeding 5060. Figure 3 illustrates the AD295's capaci
tance between terminals. 

Terminal Ratings: CMV performance is given in both continuous 
ac, or dc peak ratings. Continuous peak ratings apply from dc 
up to the normal full power response frequenCy. Figure 3 illustrates 
the AD295's ratings between terminals. Note that for the ± 2500V 
rating between the input and output terminals to apply, the 
AD295 must be used in a three port configuration. If the output 
common is tied to the power common, the input to output 
CMV rating is ±2000V . 

• ".F r----- II - ----.., , ' 
I I 
I , 

I 

I 
I 
I 

I " I 
L_--H--'L_-ll-.J 

33pF 3lpF 

Figure 3. Interelectrode Capacitance and Terminal Ratings 

OFFSET AND GAIN ADJUSTMENT PROCEDURE 
The calibration procedure, illustrated in Circuits I and 2, shows 
the recommended techniques that can be. used to minimize 
output error. In this example, the output span is - JOV to 
+JOV. 

Offset Adjustment 
1. Configure the AD295 as shown in Circuit 1. G = 1. 
2. Apply E'N = OV dc and adjust Ito for Eo = 0 volts. 
3. Configure the AD295 as shown in Circuit 2. G= 100. 
4. Apply EIN = OV dc and adjust R, for Eo = 0 volts. 
5. Repeat steps 1-4 if necessary . 

Gain Adjust 
6. Apply E'N= +O.IV dc adjust Ro for Eo= + IO.OOOV dc. 
7. Apply E'N= -O.IV de and measure the output error (see 

Curve a.) 

i~ala-[I 
10 8 6 -4 2 0 +2 +4 +6 +8 +10 

OUTPUT VOLTAGE - Volts 
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·8. Adjqst Ito until the output error is one half that'measured. 
in step 6 (see Curve b). . 

9. Apply EIN = +O.lV de and adjust Ro until the output error 
is one half that measured in step 7 (see Curve c). 

10. Repeat steps 6-9 if necessary. 

Circuit 1. G = 1 

Circuit 2. G = 100 
SELECTING GAIN 
The AD295 bssic gain is unity from input to output. All input 
signals are attenuated by 2.5 at the input modulator/attenuator 
then amplified at the output (see Figure 2). 

The AD295 contains both input and output amplifiers, the 
gains of which can be set independently. Figure 4 illustrates the 
basic gain configurations. Taking input gain helps dilute output 
stage offset drift and is recommended where offset drift is to be 
minimized since taking output gain multiplies output drift by 
the gain taken. Output gain can be used for improved linearity 
and frequency response at the expense of higher offset drift. 

Figure 4a illustrates the basic unity gain configuration. With the 
uncommitted input amplifier configured as a buffer and pins 22 
and 23 of the output amplifier jumpered, eo = es. 

-R=10k REQUIRED FOR e.>lV +15V 

a. Basic Unity Gain Configuration 
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Input to output gain greater than unity can be independently set 
at the input, output; or both. For input gain configuration see 
Figures4b and 4c. Output gain configuration is shown in Figure 
4d. 

R, 

·R=10k REQUIRED FOR e.>lV +15V 

RF +R,iit.10k 

b. Basic Gain Noninverting Configuration 

00 

R,.~10k 

c. Input Gain Inverting Configuration 

d. Output Gain Noninverting Configuration 

Figure 4. Input/Output Gain Configurations 

PERFORMANCE CHARACTERISTICS 
Phase Shift vs. Frequency: The phase shift vs. frequency re
sponse, for the AD295 is shown in Figure 5. 

... 
I 
I 
/ 

/ 
.. / 

. .-/' 
10 100 lk 10k 

FREQUENCY - Hz 

Figure 5. Typical AD295 - Phase Shift vs. Frequency 

CMR vs. Frequency: Input-to-output CMR is dependent on 
source impedance imbalance, input signal frequency and amplifier 
gain. CMR is rated at 60Hz and lkO source impedance imbalance 
at a gain of IVN. Figure 6 illustrates the CMR vs. frequency 
for the AD295. CMR approaches 120dB at de with a source 
impedance imbalance of lkO. 
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Figure 6. Typical AD295 - CMR VB. Frequency 

Input Voltage Noise vs. Bandwidth: Voltage noise referred to 
the input is dependent on gain and bandwidth. Figure 7 illustrates 
the typical input noise in .,.V peak-to-peak in a 10Hz to 10kHz 
frequency range. 

• J 
5 

./ 
4 

~ 3 

/" G1N =1000VN 
Gouy =1VN 

V 
1 

O. 1 
10 100 1000 10,000 

BANDWIDTH - Hz 

Figure 7. Typical AD295 - Input Voltage Noise VB. 

Bandwidth 

Output Voltage Noise vs. Bandwidth: Voltage noise referred to 
the output is dependent on gain, bandwidth, input and output 
noise contributions. Figure 8 illustrates the typical output noise 
in mV peak-to-peak in a 10Hz to 10kHz frequency range. 

: 
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E , 
w 

~ z 
l!i 
~ 
0 
> .. 
" I!: 
" 0 

1o,----,.-----,------, 

0.1 

O.011.,~0~-----;;,OO!;;-----::,0!::00;------:,::-!O.OOO 
BANDWIDTH - Hz 

Figure 8. Typical AD295 - Output Voltage Noise VB. 

Bandwidth 

Gain Nonlinearity vs. Output Swing: Linearity error is defined 
as the deviation of the output voltage from the best straight line 
and is specifted as % peak-to-peak of output voltage span, e.g., 
nonlinearity of model AD295A operating at an output span of 
10Vpeak-to-peak(±5V)is ±0.05%or ±5mV. Figure 9 illustrates 
the gain nonlinearity for output swing up to ± 10V (20V peak-to
peak). 

AD295 
0.02 

0.0 1 

) 

~ 
V 

0.00 1 
0.01 0.1 10 20 

OUTPUT SWING - V/p-p 

Figure 9. Typical AD295 - Gain Nonlinearity VB. Output Swing 

Full Power Bandwidth vs. Gain: Figure 10 illustrates the full 
power bandwidth vs. gain for the AD295. A 1.4kHz full power • 
response is possible with gain up to lOOVIV. 

10,000 

:l! , 
:z: 
b 1.000 

I 
!i?i 100 

~ 

10 
1 10 100 1000 

GIN VN. GOUT"'" 

Figure 10. Typical AD295 - Full Power Bandwidth VB. Gain 

Small Signal Bandwidth vs. Gain: Figure II illustrates the 
small signal bandwidth vs. gain for the AD295. The small signal 
response remains at 4.5kHz for gain up to lOOVIV. 

10,000 

"" " 
10 100 1000 

GJN VIV,GOUT =1 

Figure 11. Typical AD295 - Small Signal Bandwidth VB. Gain 
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Figure 12. Typical AD295 - Gain Nonlinearity VB. Gain 
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Isolated Strain Gauge Using Front End of AD295 
The AD295 can be used to condition and isolate differential 
signal sources like those present with strain gauge measurements. 
Figure 13 illustrates one possible configuration for conditioning 
a strain gauge. Amplifiers Al and A2 are powered by the AD295's 
input isolated power supply. This eliminates the need for a 
separate dc/de converter and provides a completely floated differen
tial input. Input gain is selected via Ro and determined by the 
input gain formula. 

-EXCITATION 
GAIN "" 1 + 200k 

R, COM 
INPUT AMPLIFIER IS 
POWERED BY INPUT 
FLOATING SUPPLY 
A1'A2 "" ADOP-07 

Figure 13. Isolated Strain Gage Using Front End of 
A0295 

Isolated Temperature Measurement with Cold Junction 
Compensation 
The AD295 can be used to condition, isolate and provide cold 
junction compensation of thermocouples in temperature meas
urement applications. With the circuit shown in Figure 14, the 
AD590 must be thermally connected to the cold junction terminal 
for an accurate temperature measurement of the terminals. 
Using this circuit, accurate temperature measurements using the 
industry's popular J type thermocouple can be made. 

Figure 14. Isolated Temperature Measurement with Cold 
Junction Compensation 
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Isolated Voltage-to-Current Loop Converter 
Illustrated in Figure IS, the AD295 is used to convert a 0 to 
+ IOV input signal to a standard 4-to-20mA current. Here high 
common-mode rejection and high common-mode voltage sup
pression are easily obtained with the AD295. The AD295 condi
tions the 0 to + lOY input signal and provides a proportional 
voltage at the isolator's output. This output signal is converted 
to a 4-to-20mA current, which in tum is applied to the loop 
load RLoAD• 

~~~'---~----OCU~~~T 
ADJUST TO 4mA 
WITHOVIN~~ 

FOR 0 TO + 10V IN 
4-20mA OUT 

lN4149 

LOOP 

57611 

100n 

L---------... 'NI..-() CURRENT 
RlOAoD LOOP 

Figure 15. Isolated Voltage-to-Current Loop Converter 

Noise Reduction in Data Acquisition Systems 
In critical low noise applications like when an isolation amplifier 
precedes an analog to-digital converter, it may be desirable to 
add filtration, otherwise output ripple may cause inaccurate 
conversions. The 2-pole low-pass active filter shown in Figure 
16 limits isolator bandwidth of the AD295. The filter will reduce 
output ripple and provide smoothing of discontinuous high 
frequency waveforms. 

Figure 16. 2-Pole, 2kHz Active Filter 
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FEATURES 
Low Cost: $62 (1-241; $43 (100'sl 
Low Nonlinearity: ±O.OS%@ 10V pk-pk Output 
High Gain Stability: ±0.007S%fC, ±0.001%/1000 hours 
Isolated Power Supply: ±8.SV de @ ±SmA 
High CMR: 110dB min with Skn Imbalance 
High CMV: ±SOOOV~, 10ms Pulse; ±2500V de continuous 
Small Size: 1!i" x 1!i I x 0.6 " 
Adjustable Gain: 1 to 10VN; Single Resistor Adjust 
Meets IEEE Std 472: Transient Protection (SWCI 
Meets UL Std 544 Leakage: 2.0"A max @ 11SV ac, 60Hz 

APPLICATIONS 
Biomedical and Patient Monitoring Instrumentation 
Ground Loop Elimination in Industrial Control 
Off-Ground Signal Measurements 
4-20mA Isolated Current Loop Receiver 

GENERAL DESCRIPTION 
Model 284J is a low cost isolation amplifier featuring isolated 
power, ±8.SV dc @±SmAloads, ±2S00V dc off-ground isola
tion (CMV) and HOdB minimum CMR at 60Hz, Skn source 
imbalance, in a compact 1.5· x l.S" x 0.6" epoxy encapsulated 
package. This improved design achieves low nonlineari!y of. 
±O.OS% @ 10V pk-pk Output, gain stability of ±0.007S%/oC 
and input offset drift of ±3O/.iVfC at G;" 10VN. Usingmodu
lation techniques with reliable transformer isolation, model284J 
will interrupt ground loops, leakage paths and high voltage 
transients to ±SkVpk (lOms pulse) providing dc to 1kHz (-3dB) 
response over an adjustable gain range of lVN to 10VN. 
Model 284]'s fully floating guarded input stage and floating 
isolated power for external input circuitry, offers versatility 
for both medical and industrial OEM applications. 

WHERE TO USE MODEL 284J 
Medical Applications: In all biomedical and patient monitoring 
equipment such as multi-lead ECG recorders and portable diag
nostic designs, model 284J offers protection from lethal ground 
fault currents as well as SkY defibrillator pulse inputs. Low 
level bioelectric signal recording is achieved with model 284J's 
low input noise (8"V pop) and high CMR (HOdB, min). 

Industria1 Applications: In computer interface systems, process 
signal isolators and high CMV instrumentation, model 284J 
offers complete galvanic isolation and protection against dam
age from transients and fault voltages. High level transducer 
interface is afforded with model 284]'s 10V pk-pk input signal 
capability at a gain of IV N operation. In portable field designs, 
model 284],s single supply, low power drain of 8SmW @ + l2V 
operation offers long battery operation. 

Economy, High Performance, 
Self-Contained Isolation Amplifier 

284J I 
284J FUNCTIONAL BLOCK DIAGRAM 

GAIN" , + 10.~oa:~illdll (1vlV TO 1OV/V1 

DESIGN FEATURES AND USER BENEFITS 

"' OUTPUT 

Isolated Power: Dual ±8.SV dc @ ±SmA, complctely isolated 
from the input power terminals (±2S00V dc 'isolation), pro
vides the capability to excite floating signal conditioners, front 
end buffer amplifiers and remote transducers such as thermis
tors or bridges. 

Adjustable Gain: Model 284]'s adjustable gain combined with 
its 10V pk-pk output signal dynamic range offers compatibility 
with a wide class of inpu t signals. A single external resistor en
ables gain adjusrment from IV/V to 10VN providing the f1exi
biliry of applying model 284J in both high level transducer 
interfacing as well as low level sensor measurements. 

Floating, Guarded Front-End: The input stage of model 284J 
can directly accept floating differential signals, such as ECG 
biomedical signals, or it may be configured as a high perfor
mance instrumentation front-end to accept signals having CMV 
with respect to input power common. 

High Reliability: Model 284J is a conservatively designed, 
compact module, capable of reliable operation in harsh envi
ronments. Model 284J has a calculated MTBF of over 400,000 
hours and is designed to meet MIL-STD-202E environmental 
testing as well as the IEEE Standard for Transient Voltage Pro
tection (472-1974: Surge Withstand Capability). As an addi
tional assurance of reliability, every model 284J is factory 
tested for CMV and input ratings by application of SkY pk, 
10ms pulses, between input terminals as well as input/output 
terminals. 

ISOLA TION AMPLIFIERS 5-67 

II 



SPECIFICATIONS (typical @ +25°C and Vs = +15V unless otherwise noted) 

MODEL 

GAIN (NON-IIWERTING) 
Range (SOkU Load) 
Formula 

Deviation from Formula 
vs. Time 
vs. Temperature (0 to +700ql 

Nonlinearity. G = IV/V to lOVIV2 

INPUT VOLTAGE RATINGS 
Linear Differential Range, G = IV IV 
Max Safe Differential Input 

Continuous 
Pulse, tOms duration, 1 pulsellO!iCc 

Max CMV, Inputs to Outputs 
AC, 60Hz, 1 minute duration 
Pulse, lOms duration, 1 puise/lO sec 

With 510kn in series with Guard 
Continuous, ac or de 

CMR, Inputs to Outputs, 60Hz, Rs ~ SkU 
Balanced Source Impedance 
Skn Source Impedance Imbalance 

CMR, InputS to Guard, 60Hz 
lkn Source Impedance Imbalance 

Max Leakage Current. Inputs to Power Common 
@ J1SY as 60Hz 

INPUT IMPEDANCE 
Differential 
Overload 
Common Mode 

INPUT DIFFERENCE CURRENT 
Initial, (~+2SoC ° 
vs. Temperature (0 to +70 C) 

INPUT NOISE 
Voltage, G = lOVIV 

O.OSII1. to 100111. 
10IIz to 1kHz 

Currenf 
0.05 H:l to 100111. 

FREQUENCY RESPONSE 
Small Signal, -3d8, G = t V/V tu IOV/V 
Slew Rate 
Full Power, IOV pop Output 

Gain: IV/V 
Gain = tOV/V 

Recovery Time, to ±100~V after Applicatiun 
of ±6S00Vpk Differential Input Pulse 

OFFSET VOLTAGE REFERRED TO INPUT 
Initial, @ +2S oC, Adjustable to Zero 

vs. Temperature (0 to +70°C) 
vs. Supply Voltage 

RATED OUTPUT 
Voltage, 50kn Load 
Output Impedance 
Output Ripple, 1 Mill. Bandwidth 

ISOLATED POWER OUTPUTS 
Voltage, ±SmA Load 
Accuracy 
Current 
Regulation, No Load to Full Load 
Ripple, 100kHz Bandwidth 

POWER SUPPLY. SINGLE POLARITY' 
Voltage, Rated Performance 
Voltage Opera~ing 
Current, Quiescent 

TEMPERATURE RANGE 
Rated Performance 
Opcrating 
Storage 

CASE DIMENSIONS 

NOTES 

2M} 

to.OOl%/lOOO Hours 
±O.OO7S%i"C 
±O.OS% 

±SVrnin 

240Vnns 
±6S00V pk max 

2S00Vnns 
±2S00V pk max 
±SOOOV pk max 
±2S00Vpk max 

J 14dB 
llOdB min 

78dB 

2.0J,LA nns max 

IO'UII70pF 
300kU 
SxlOIOnll20pF 

±7nA max 
±O.lnA/C 

8~V pop 
10~Vrms 

SpA pop 

1kHz 
2SmV/~s 

700Hz 
200Hz 

200ms 

±(S + 20/G)mV 
±(lS + 1S0/G)~VtC 
±lmV/% 

i5V min 
IkU 
SmV pk-pk 

±8.SV dc 
±S% 
±SmA min 
+0, -15% 
100mVp-p 

+lSV de 
+(8 to IS.5)V de 
+10mA 

o to +70oC 
-2SoC to +8SoC 

-SSoC to +8S o C 

I.S" x 1.5" x 0.62" 

IGam temperature drift is specified as a percentage of output signal level. 
2Gain nonlinearity is specified as a percentage of lOY pk-pk output span, 
3Recommended power supply, ADI model 904, ±lSV <Ii SOmA output. 
Specifications subject to change without notice, 
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OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

t--~l"l(""IMAX---1t 
HH++i--H-lT 

1.51 
0,62 

284J /16.71 

-=r 
0,20100,25 

(5106,4) 

- O.04(1.02l0IA-I~ ;tmWl 
BOTTOM VIEW 
WEIGHT: 40 Graml 

ACI049 

-I f... GRID 0,1 (2,54) 

SHIELDED MOUNTING SOCKET 

INTERCONNECTION AND GUARDING TECHNIQUES 
Model 284J can be applied directly to achieve rated perform
ance as shown in Figure 1 below. To preserve the high CMR 
performance of model 284J, care must be taken to keep the 
capacitance balanced about the input terminals. A shield 
should be provided on the printed circuit board under model 
284J as illustrated in the outline drawing above (screened 
area). The GUARD (Pin 6) should be connected to this shield. 
This guard-shield is provided with the mounting socket, model 
ACI049. A recommended guarding technique using model 
ACI049 is illustrated in Figure 1. To reduce effective cable 
capacitance, cable shield should be connected to the common 
mode signal source by connecting the shield as close as possi
ble to the signal low . 

Offset Voltage Trim Adjust. The trim adjust circuit shown in 
Figure 1 can be used to zero the output offset voltage over the 
gain range from 1 to lOVIV. The output terminals, HI OUT 
and LO OUT, can be floated with respect to PWR COM up to 
±50Vpk max, offering three-port isolation. A O.lJ.LF capacitor 
is required from LO OuT to PWR COM whenever the output 
terminals are floated with respect to PWR COM. LO OUT can 
be connected directly to PWR COM when output offset trim
ming is not required. 

= POWER COM 

NOTE 1. GAIN RESISTon, R,. 1%. 50ppmtC METAL FILM TYPE IS RECOMfotENDED. 
FOR GAIN ~ lVN, LEAVE TERMINAL lOPENo 
FOR GAIN ~ 10VIV, SHORT TERMINAL 2 TO TERMINAL 1 

GAtN~I+~ 
10,lkf!+ R,(kfll 

NOTE 2. GUARD RESISTOR, RG. REQUIRED ONLY FOR CMV> !2500VPK (t5kVPK MAXI. 
AO MAY BE MOUNTED ON AC1049 MOUNTING SOCKET USING STANDOFF PROVIDED. 
IUSE '10 WATT. 5%, CARBON COMPOSITION TYPE, ALLEN BRADLEY RECOMMENDED). 

NOTE 3. OUTPUT FILTER CAPACITOR, C. SEl.ECT TO ROLLOFF NOISE 
AND OUTPUT RIPPLE: (e.g,SELECT C ~ 1.5jJF FOR deTO 100Hz BANDWIDTHI. 

Figure 1. Basic Isolator Interconnection 



THEORY OF OPERATION 
The remarkable performance of model 284J is derived from 
the carrier isolation technique which is used to transfer both 
signal and power between the amplifier's guarded input stage 
and the rest of the circuitry. The block diagram for model 284J 
is shown in Figure 2 below. 

The 320kU input protection resistor limits the differential in
put current during periods of input amplifier saturation and 
also limits the differential fault current to approximately 3Sp.A 
in case the preamplifier fails. 

The bipolar input preamplifier operates single-ended (non
inverting). Only a difference bias current flows with zero net 
bias current. A third wire return path for input bias current is 
not required. Gain can be set from IV/V to lOVIV by chang
ing the gain resistor, Ri. To preserve high CMR, the gain resistor 
must be guarded. Best performance is achieved by shorting 
terminal 2 to terminal 1 and operating model 284 J at a gain of 
lOVIV. 

For powering floating input circuitry such as buffer amplifiers, 
instrumentation amplifiers, calibration signals and transducers, 
dual isolated power is provided. High CMV isolation is achieved 
by the low-leakage transformer coupling between the input 
preamplifier, modulator section and the output circuitry. Only 
the 20pF leakage capacitance between the floating guarded in
put section and the rest of the circuitry keeps the CMR from 
being infinite. 

GAIN"1 + ~ (1VNTO TOVNI 
10.7kfl+ Rj(kn) 

Figure 2. Block Diagram - Model284J 

INTERELECTRODE CAPACITANCE, TERMINAL RATINGS 
AND LEAKAGE CURRENTS LIMITS 
Capacitance: Interelectrode terminal capacitance arising from 
stray coupling capacitance effects between the inpu t terminals 
and the signal output terminalS are each shunted by leakage 
resistance values exceeding SOkMU. Figure 3 illustrates the 
CMR ratings at 60Hz and SkU source imbalance between sig
nal input/output terminals, along with their respective capaci
tance. 

·WHEN GUARD TIED TO INPUT COMMON MODE SOURCE 

Figure 3. Model284J 
Terminal Capacitance 
and CMR Ratings 

Figure 4. Mode1284J 
Terminal Ratings 

Understanding the 284J 
Terminal Ratings: CMV performance is given in both peak 
pulse and continuous ac or dc peak ratings. Pulse ratings are 
intended to support defibrillator and other transient voltages. 
Continuous peak ratings apply from dc up to the normal full 
power response frequencies. Figure 4 and Table 1 illustrate 
model 284J'~ ratings between terminals. 

SVMBOL 

VI (pulse) 
VI (cont.) 

V2 (pulse) 
V2 (pulse) 
V2 (cant.) 

V3 (cont.) 

II 

RATING REMARKS 

±6500VPK (lOms) Withstand Voltage. Defibrillator 
±240VRMS Withstand V01tage. Steady State 
±2S00VPK (IOms) RG = U Transient 
±5000VPK (lOms) RG = 51Okr2 IsulatlOn.DefibnlLnor 
±2500VPK IsolatIOn, Steady Sute 
±50VpK Isolation, de 
SOkMnll20pF Isolation Impedance 
35IJ.A nns Input Fault Limit, DC to 60kHz 

Table 1. Isolation Ratings Between Terminals 

Leakage Current Limits: The low coupling capacitance between. 
inputs and output yields a ground leakage current of less than 
2.0p.A rms at 11SV ac, 60Hz (or O.02p.A/V ac). As shown in 
Figure S, the transformer coupled modulator signal, through 
stray coupling, also creates an internally generated leakage cur-
rent of about Sp.A rms @ 60kHz. Line frequency leakage cur-
rent levels are unaffected by the power on or off condition of 
model 284J. 

For medical applications, model 284J is designed to improve 
on patient safety current limits proposed by F.D.A., U.L., 
A.A.M.I. and other regulatory agencies. (e.g. model 284J com
plies with leakage requirements for the Underwriters Labora
tory STANDARD FOR SAFETY, MEDICAL AND DENTAL 
EQUIPMENT as established under ULS44 for type A and B 
patient connected equipment - reference Leakage Current, 
paragraph 27.S). 

In patient monitoring equipment, such as ECG recorders, 
model 284J will provide adequate isolation without exposing 
the patient to potentially lethal microshock hazards. Using 
passive components for input protection, this design limits 
input fault currents even under amplifier failure conditions. 

TEST CIRCUITS &. MAX. CURRENT LIMITS FOR 
ANY SWITCH CLOSURE COMBINATION 

r--.... --+- 284J INTERNALLY E~'''V 
rm\l~ 1M ttsoon GENERATED 
~ 1: _ TEST(1J 

LINE INDUCED 
TEST III) 

10mA,---,--,---,--,----,--, . 
4 

10P.~+-_~""'-~--+---I---+---i 
4 

'"Af--ffi---::-f---+----1I-t--.t---i . 
4 

FREOUENCY-Hz 

Figure 5. Model284J Leakage Current Performance from Line 
Induced and Internally Generated (Modulator) Operating 
Conditions 
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PERFORMANCE CHARACfERISTICS 
Common Mode Rejection: Input-to-Output CMR is dependent 
on source impedance imbalance, signal frequency and ampli
fier gain. CMR is rated at 11SV ac, 60Hz and Skn imbalance 
at a gain of 10VN. Figure 6 illustrates CMR performance as a 
function of signal frequency. CMR approaches 146dB at dc 
with source imbalances as high as Skn. As gain is decreased, 
CMR is reduced. At a gain of 1 V N, CMR is typically 6dB 
lower than at a gain of 10V/V. 

, 
~lD 

t 

0 

0 

0 

Ii 
I 

, 
I 

GUARANTEED eMR v G ~ 10VN 

!"---
11OdBMIN@60Hz 

WITH 5kn SOURCE IMBALANCE 

Ir r-.... 
~ 8 .-~ '-., 2GAoN lQ * ,~ 

0- UAA'CO 'N ~ 

5"'." 6 o~~ 
"'~ • G'10VN 

- '''"'' 

0 I IIII I II 
"TEST CIRCUIT _ SkU EACH RESISTOR 
eMR VALUE GlVi':N FOR WORST CASE RESISTOR COMBINATION 

Figure 6. Common Mode Rejection VI. Frequency 

Figure 7 illustrates the effect of source imbalance on CMR per
formance at 60Hz and Gain = 10VN. CMR is typically 120dB 
at 60Hz and a balanced source. CMR is maintained greater than 
80dB for source imbalances up to 100kn. 

GUARANTEEDCMR@G"10VIV 
110dB MIN@6OHzAND5kfl 

120t-+--++I+--+-1-+++...:SO~U;;:R:::C''i'M:::P,i,ANCE IMBALANCE 
~ -....... 

E: !~ H--t--t-t-H--t-H-H i 401-- ... 51~:~w.u: 5 G"'N.'CN~~ 
8 I I i'll I I I 

'TEST CIRCUIT _ EACH RESISTOR ADJUSTEO on TO l00k,Q 
CMII VALUE GIVEN FOR WORST CASE RESISTOR COMBINATION 

lk 10k 
SOURCE IMPEDANCE IMBALANCE - n 

Figure 7. Common Mode Rejection vs. Source Impedance 
Imba/ance 

lnput Voltage Noise: Voltage noise, referred to input, is de
pendent on gain and bandwidth as illustrated in Figure 8. RMS 
voltage noise is shown in a bandwidth from O.OSHz to the fre
quency shown on the horizontal axis. The noise in a band
width from O.OSHz to 100Hz is 81.N pk-pk at a gain of 10V/V. 
This value is derived by multiplying the rms value at f = 100Hz 
shown in Figure 8 (1.2IlV rms) by 6.6. 

o. 

0 

III I .-f' 
GAIN"'V!V 

-+- I 
lOIIVP·P 4 

II II (O'~I 

1 SjlvP·p ~ 
8r-- GAIN .. ,OV/V 

IO.05HzTO IOO~zl 

8 @J ~ . 
. ' Inl :'~-

.~Ul T1"lly 8t ,,I, TO OBTAIN',:;'';:fAK VI,: UE; i-, 
10 100 

BANDWIDTH 1-3dB) ~ Hz " 

Figure 8. Input Voltage Noise vs. Bandwidth 
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For lowest noise performance, a low pass filter at the output 
should be used to selectively roll-off noise, output ripple and 
undesired signal frequencies beyond the bandwidth of interest 
(see note 3, Figure 1). 

lnput Offset Voltage Drift: Total input voltage drift is com
posed of two sources, input and output stage drifts and is gain 
dependent. The curve of Figure 9 illustrates the total input 
voltage drift over the gain range of 1 to 10V IV. 

200 

" '-100 > 90 
~ 80 

t : a: 
" 50 
'" 40 

~ 30 g 
~ 2. 
~ 

'" 

,. 
1 

r---... --

7 

GAIN-VN 

,. 

Figure 9. Input Offset Voltage Drift VS. Gain 

Gain Nonlinearity: Linearity error is defined as the peak de
viation of the output voltage from the best straight line and is 
specified as a % of peak-to-peak output voltage span; e.g. non
linearity of model 284J operating at an output span of 10V 
pk-pk (±SV) is ±O.OS% or ±SmV. In applying model 284J, 
highest accuracy is achieved by adjustment of gain and offset 
voltage to minimize the peak error over the operating output 
voltage span. A calibration technique illustrating how to mini
mize output error is shown below. In this example, model 284J 
is operating over an output span of +SV to -SV and a gain of 
5VN. 

-6 -4 -3 -2 -1 +1 +2 +3 +4 +5 

OUTPUT VOLTAGE - Volu 

+15V 

Figure 10. Gain and Offset Adjustment 



GROUNDING PRACTICES 
The more common sources of electrical noise arise from ground 
loops, electrostatic coupling and electromagnetic pickup. The 
guidelines listed below pertain to guarding low level, millivolt 
signals in hostile environments such as current shunt signals in 
"heavy industrial" plants. 

Guidelines: 
• Use twisted shielded cable to reduce inductive and capaci

tive pickup. 
• Drive the transducer cable shield, S, with the common mode 

signal source, EG, to reduce the effective cable capacitance 
as shown in Figure 11 below. This is accomplished by con
necting the shield point S, as close as possible to the trans
ducer signal low point B. This may not always be possible. 
In some cases the shield may be separated from signal low 
by a portion of the medium being measured (e.g. pressure 
transducer). This will cause a common mode signal, EM, to 
be generated by the medium between the shield and the 
signal low. The 78dB CMR capability of model 284J between 
the input terminals (HI IN and LO IN) and GUARD, will 
work to suppress the common mode signal, EM. 

• To avoid ground loops and excessive hum, signal low, B, or 
the transducer cable shield, S, should never be grounded at 
more than one point. 

• Dress unshielded leads short at the connection terminals and 
reduce the area formed by these leads to minimize inductive 
pickup. 

MEDIUM ., 

p.e. CARD SHIELD 

TRANSDUCER r.1- ---, 
CABLE I 

I 

C~~~:A~~DE L===-' 

TRJI.NSOUCER 
GROUND 

GROUND COMMON MODE 
VOLTAGE SYSTEM 

GROUND 

Figure ". Transducer- Amplifier Interconnection 

Isolated Power and Output Voltage Swing: Model 284J offers 
a floating power supply providing ±8.5V dc outputs with 
±5mA output current rating. As shown in Figure 12, the mini
mum voltage output for ±VISO ' as well as the maximum load 
capability, is dependent on the input power supply, +VS. Fig
ure 12 also illustrates the typical output voltage range as both 
input supply, +VS' and the isolated supply loads, ±IL, are 
varied. At ±5mA isolated load and Vs = +15V dc, model 284J 
can provide an output voltage swing of ±7.5V. 

I I 

LJ_~~:?=:: 
Il-:l:3m::::;:;:. 

~~ +VII<) ILt Rl l 7 "0 

2 : ',1 Jg-3;l. :~" 
-VIIO .. 

N'~ 
0 . . . . . . . 

POWER SUPPLY IYsl- Vola 

Figure 12. Isolated Power (±V/S()J and Output Voltage 
Swing (±Ed Verws Power Supply Input (VsJ 

Applying the 284J 
APPLICATIONS IN INDUSTRIAL MEASUREMENT AND 
CONTROL SYSTEMS 
Remote Sensor Interface: In chemical, nuclear and metal pro
cessing industries, model 284J can be applied to measure and 
control off-ground millivolt signals in the presence of 
±2500V dc CMV signals. In interface applications such as pH 
control systems of on-line process measurement systems such 
as pollution monitoring, model 284J offers complete galvanic 
isolation to eliminate troublesome ground loop problems. Iso
lated power outputs and adjustable gain add to the application 
flexibility of this model. 

Figure 13 illustrates how model 284J can be combined with a 
low drift, l/lV/DC max, front-end amplifier, model AD517K, 
to interface low level transducer signals. Model 284]'s isolated 
±8.5V dc power and front-end guard eliminate ground loops 
and preserve high CMR (114dB@ 60Hz). 

+'--1f-~20<n 
~ 
~ 

,o<n 

POWER 
COM 

Figure 13. Input Signal Conditioning Using Isolated Power for 
Transducer Buffer Amplifier 

Instrumentation Amplifier: Model 284J provides a floating 
guarded input stage capable of directly accepting isolated differ
ential signals. The non-inverting, single-ended input stage offers 
simple two wire interconnection with floating input signals. 

In applications where the isolated power is applied to trans
ducers such as bridges which generate differential input signals 
with common mode voltages measured with respect to the iso
lated power common, model 284J can be connected as shown 

III 

in Figure 14. To achieve high CMR with respect to the ISO PWR 
COM, the following trim procedure is recommended. 

CMR Trim Procedure 
1) Connect a 1V pk-pk oscillator between the +IN/-IN and 

IN COM terminals as shown in Figure 14. 
2) Set the input frequency at O.5Hz and adjust R1 for mini

mum eo. 
3) Set the input frequency at 60Hz and adjust R2 for mini

mum eo. 
4) Repeat steps 2 and 3 for best CMR performance. 

~:: ::: 200<n "' 
,oo<n 

~SEE CMR TRIM 
'" PROCEDURE 68pF 

lVPK.f>K 

IN COM 

+v,so O------=+ ...... ---QI] 
,VlSO o-------..... ---~ 

/10[::;:+~' 
GAIN INPUT CMR ERROR CMR a 94dB 

SIGNAL 

Figure 14. Application of 284J as Instrumentation Amplifier 
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APPUCATIONS IN BIOMEDICAL DESIGNS 
Cardiac Monitoring. Heart signals can be masked by muscle 
noise, electrochemical noise, residual electrode voltages and 
60Hz power line pickup, To achieve high performance in cardi
ac monitoring, model 284}'s design provides high CMR in the 
dc to 100Hz bandwidth and substantial source impedance-
to Skn. An especially demanding ECG requirement is that of 
fetal heart monitoring as illustrated in Figure 1 S. The low input 
noise of model 284J and the dual CMR ratings are exploited 
in this application to extract the fetal ECG signals. The separa
tion between the mother's and the fetal heartbeat is enhanced 
by the 78dB of CMR between the input electrodes and guard, 
while the 110dB of CMR from input to output ground screens 
out 60Hz pickup and other external interference. 

fETAL 
HEARTBEAT 
",,"V 

Vo -Va + VM/78dB + VcM /110dB 

AMPLIFIER'S 78dB INPUT-TO-SHIELD CMR SEPARATES FETAL HEART BEAT 
fROM MOTHER'S. WHILE 1,OdB INPUT-TO-GROUND CMR ATTENUATES 60Hz PICKUP. 

Figure 15. Fetal Heartbeat Monitoring 

Single Lead ECG Recorder with Leads Off Indicator. In single ... 
lead applications model 284J offers simple two-wire hook-up 
to the ECG signal as illustrated in Figure 16. The floating signal 
can be connected directly to the HI IN and LO IN terminals 
using the GUARD tied to the patients' right leg for best CMR 
performance. Using the isolated power from model 284J an 
inexpensive calibration signal is easily provided. In ECG appli
cations, model 284J provides a simple means to determine 
whenever a "Leads-off" condition exists at the input. A "Leads
Off" condition (RS = 00) will cause the HI OUT terminal to be 
at a negative output saturation level; i.e. eo = -B.SV to -9.SV@ 
Vs = +lSV. 

GUAADBOX 

~:~~~~TlON "...r - +E - - - r::=:,- - - - - , 
CIRCUIT I e!::.J I 

I AD EOUT I 

+ 

I 580 23.21<,,1 

: ". I 
I 
I 

R.L. CABLE SHIELD 

Figure 16. Single Lead ECG Recorder with 1mV Calibration 
Circuit and Leads Off Indicator 

Multi-Lead ECG Recorder with Right Leg Drive. The small size, 
economy and isolated power makes model 284J an ideal isola
tion. amplifier for application in clinical ECG recorders. Figure 
17 illustrates how this new isolator can be applied in a high 
performance, portable multi-lead ECG recorder. In this applica
tion, model 284}'s input is configured as an instrumentation 
amplifier with high CMR to the floating input common. The 
right leg drive offers improved CMR between input and isola
ted common by driving to zero any CMV existing between 
these points. The isolated power, ±VlSO, is used to drive the 
lead buffer amplifiers and the front-end, 1mV calibration signal. 

r-----------------------------------, +VISO AVISO I 

RLDRIVE 

ALL AMPLIFIERS: AD308 -VISO L ____________________ ~~~ ___ ~~~~~ ____ _ 
"USE 1 WATT, 5% CARBON COMPOSITION TYPE; ALLEN BRADLEY RECOMMENDED. 

Figure 17. Multi/ead ECG Recorder Application Using 284J 
with Right Leg Drive Output 

5-72 ISOLA TION AMPLIFIERS 

I 
I 
I 
I 



r.ANALOG 
WDEVICES 

FEATURES 
Low Cost 
Single or Multi-Channel Capability Using External Oscillator 
Isolated Power Supply: ±15V dc@ ±15mA 
Low Nonlinearity: 0_05% @ 10V pk-pk Output 
High Gain Stability: 0_001%/1000 Houn; 0.0075%tC 
Small Size: 1.5" x 1.5" x 0.62" 
Low Input Offset Voltage Drift: 10llVtC (Gain = 100V/v1 
Wide Input/Output Dynamic Range: 20V pk-pk 
High CMV Isolation: 2500V dc Continuous 
Wide Gain Range: 1 to 100V/V 

APPLICATIONS 
Ground Loop Elimination in Industrial and Process Control 
High Voltage Protection in Data Acquisition Systems 
Biomedical and Patient Monitoring Instrumentation 
Off-Ground Signal Measurements 

GENERAL DESCRIPTION 
Model 286] is a low cost, compact, isolation amplifier that is 
optimized for single or multi-channel use in dara acquisition 
systems for industrial and medical applications. A single ex
ternal synchronizing osciIlator can drive from 1 to 16 model 
286]'s, or a virtually limitless number of model 286 's can be 
configured using multiple ganged osciIlators. The oscillator 
drive circuit can be supplied by the user of specified in a com
pact, low cost, epoxy encapsulated module, model 281, which 
also includes a voltage regulator for operation over a wide single 
voltage range of +8V to +28V. 

In addition to providing multi-channel operation, this new 
design features adjustable gain, 1 to lOOV/V, dual isolated 
power, ±lSV de @ ±lSmA, ±2S00V de off ground isolation 
(CMV) and 110dB minimum CMR at 60Hz, Skn source im
balance, in a compact 1.5" x 1.5" x 0.6" epoxy encapsulated 
package. Model 286] achieves a low input noise of 8j.1V pk-pk 
(100Hz bandwidth, G = 100VIV), nonlinearity of ±O.OS% @ 
10V pk-pk output, and an input/output dynamic range of 
20V pk-pk. 

Using modulation techniques with reliable transformer isola
tion, model 286] will interrupt ground loops, leakage paths, 
and high voltage transients to ±SkV pk (10ms pulse), providing 
de to 1kHz (-3dB) response. 

WHERE TO USE MODEL 286J 
Industrial Applications: In multi-channel data acquisition sys
tems, computer interface systems, process -signal isolators and 
high CMV instrumentation, model 286] offers complete gal
vanic isolation and protection against damage from transients 
and fault voltages. High level transducer interface capability 
is afforded with model 286]'s 20V pk-pk input signal range at 
a gain of lV/V operation. In portable multi-channel designs, 
modc;l 286]'s single supply, wide range operation (+8V to 
+ 16V) offers simple battery operation. 

High CMV, High Performance, 
Synchronized Isolation Amplifiers 

286J/281 I 
286J FUNCTIONAL BLOCK DIAGRAM 

L..-t-=;:;-< ....... -@TAIM 

. il=HI 
• INPUT 

.... E. 
'---~:ID. COM 

GAIN -1 + ~~ (1V1V TO l00vlV) 
lkn+R j MI 

281 FUNCTIONAL BLOCK DIAGRAM 

SVNCOUT 5<)---+---1 

PWR COM (i,}--.... -~ 

+1Z:Jl.I r-___ --('9iOUTPUT 

+1~LIl.. 

1----t.3)'OUTPUT 

-LEAVE TEAMINAL IOPEN, WHEN POWER IS APPLIED TO TEAMINAL 7. 

Medical Applications: In biomedical and patient monitoring 
equipment such as multi-channel VCG, ECG, and polygraph 
recorders, model 286] offers protection from lethal ground 
fault currents as wen as SkY defibriIlator pulse inputs. Low 
level bioelectric signal recording is achieved with model 286] 's 
low input noise (8j.1V pk-pk @ G = 100VIV) and high CMR 
(llOdB, min@60Hz). 

DESIGN FEATURES AND USER BENEFITS 
High Reliability: Model 286] is a conservatively designed, 
compact module, capable of reliable operation in harsh envi
ronments. Model 286] hasa calculated MTBF of 392,125 hours 
and is designed to meet MIL-STD-202E environmental testing 
as well as the IEEE Standard for Transient Voltage Protection 
(472-1974: Surge Withstand Capability). As an additional 
assurance of reliability, every model 286J is factory tested for 
CMV and input ratings by application of SkY pk, 10ms pulses, 
between input terminals as wen as input/output terminals. 

Isolated Power Supply: Dual ±lSV dc@ ±lSmA, completely 
isolated from the input power terminals (±2S00V dc isolation), 
provides the capability to excite floating signal conditioners, 
front end buffer amplifiers as wen as remote transducers such 
as thermistors or bridges. 

Adjusrable Gain: A single external resistor enables gain adjust
ment from 1VIV to 100V/V providing the flexibility of apply
ing model 286J in both high-level transducer interfacing as 
well as low-level sensor measurements. 
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SPECIFICATIONS 
MODEL 

GAIN (NONINVERTlliG) 
Range (SOkfl Load) 
Formula 

Deviation from Fonnula 
vs. Temperature. (0 to +700 C)1 
vs. Time . 
Nonlinearity,2 ±SV Outpu.t (G'" 1 ~o lOOVN) 
Nonlinearity,2 ±10VOutput (G "" 1 to IOOV/V) 

INPUT VOLTAGE RATINGS 
Linear Differential Range, G = IVN 
Max Safe Differntiallnput 

Continuous 
Pulse, lOms Duration, 1 PulsellOsec 

Max CMV,lnputs to Outputs 
ac, 60Hz, 1 Minute Duration 
Pulse, lOms Duration, 1 Pulse/lOsec 

With 510kCl in series with Guard 
Continuous, ac ot de 

CMR, Inputs to Outputs. 60Hz, Rs "" SkU 
Balanced Source Impedance 
Skn Source Impedance Imbalance 

CMR. Inputs to Guard. 60Hz 
lkn Source Impedance Imbalance 

Max Leakage Current. Inputs to Power Common 
@115Vac60Hz 

OFFSET VOLTAGE. REFERRED TO INPUT 
Initial, @ +2SoC (Adjustable to zero) 
vs. Temperature (0 to +70° C) 

At Gain = 100VIV 
At Other Gains (t' to l00V/V) 

vs. Supply Voltage 

INPUT IMPEDANCE 
Differential 
Overload 
Common Mode 

INPUT DIFFERENCE CURRENT 
Initial,@ +2SoC ° 
vs. Temperature (0 to +70 C) 

INPUT NOISE (Gain = 100V/V) 
Voltage 

O.OSHz to 100Hz 
10Hz to 1kHz 

Current 
0.05Hz to 100Hz 

FREQUENCY RESPONSE (Gain: IVIV to l00V/V) 

286}" 

I to IOOV/V 
Gain = 1+ 
[l00kl1/(lkl1+R;(kl1)] 
±4" 
±O.oo7s"fc 
±O.OOl%/lOOO hours 
±0.05" 
±0.2" 

±10Vmin 

240Vrms 
±6500V pk max 

2500V nns 
±2500V pk max 
±SOOOV pk max 
±2S00V pk max 

114dB 
nOdB min 

78dB 

2.SJ,LA nns max 

±(S + 4S/G) mV 

ilOjlVfC 
±(7 + Z50/G)"V fc 
±lmV/% 

lO'I1I1ISOpF 
300kl1 
5 x lO 'O l1l1zOpF 

i7nA max 
iO.lnAfC 

s,..V pk·pk 
3.0J,LVnns 

SpA pk·pk 

Small Signal Bandwidth, -3dB 1.0kHz 
Slew Rate 2SmV/Ils 
Full Power, 10V pk-pk Output 900Hz 
Full Power, 20V pk-pk Output 400Hz 
Recovery Time, to ±l00p.V 200ms 

RATED OUTPUT 
Voltage, SOkS) Load 
Output Impedance 
Output Ripple, ImHz Bandwidth 

OSCILLATOR DRIVE INPUT' 
Input Voltage 
Input Frequency 

ISOLATED POWER SUPPLY 
Voltage 
Accuracy 
Current 
Regulation, No Load to Full Load 
Ripple, 100kHz Bandwidth 

POWER SUPPLY, SINGLE POLAIUTY' 
Voltage, Rated Performance 
Voltage, Operating 
Current. Quiescent . 

TEMPERATURE RANGE 
Rated Performance 
Storage 

CASE DIMENSIONS 

±10Vmin 
Ikl1 
20mV pk-pk 

(8 to 16)V pk-pk 
100kHz ±5%, max 

±1SV dc 
0,-6" 
±lSmAmin 
+0, -10% 
ZOOmVpk-pk 

+1SVdc' 
+(8V dc to 16V de) 
+13mA 

o to +70°C 
_'SoC to +8SoC 

I Gain temperaturc drift is specirled as a percent. of output .. I level. 
IGaia noaIiDearity ill specified as a percent. of output Iipaliipm. 
'R.ecommeDded power supply, ADI modeI!!'04, ±ISV. t~OmA output. 
·Spcc:ificadons are for model 286J when driven by ADI model 281 oscillator circuit (see Fiprc 12). 
Specificationlsubject to ebarlp without DOrice. 
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OUTLINE DIMENSIONS 
Dimensions shown i.n inches. and (inm). 

~
1--1."'38.I)MAX-----j1 

0 .• 2 - "288J (16.71 

~ 
0.20 TO 0.25 .'Ii TO IAI 

O.ll4'~~-lI=T 

SHIELDED MOUNTING SOCKET 
ACI054 

L[ ~:'CLAD~~ROUGg~W;'IE:"' II 
O.IEF (2.G31 

(2.291 MAX 

2.85(72.41 

7 , . 10 n " 0 0 0 L,g, .~ 
! 

J .. 
(12.71 

T 

( 
I 

i !h- -t-
f 

~ 
g . 14DIAHOLE 

(2PLACESI 

,0, ·S -2ct~;R-~~~~I;i'G~ARD a 
, < 

;C.o" c IHI 

~ ~Hllia±±~ i 2.);. ->, i t:I .~ 

9 ~+~t-~ tft-tt+++'~ I 

BOTTOM VIEW WEIQHT: 11iO~1 --I l-- GRID 0.1 (2.541 

GUARDING TECHNIQUES 
To preserve the high CMR performance of model 286, care 
must be taken to keep the capacitance balanced about the in
put terminals. A shield should be provided on the printed cir
cuit board under model 286 as illustrated in the outline drawing 
above (screened area). The GUARD (pin 6) must be connected 
to this shield. This shield is provided with the mounting socket, 
model ACI054 (solder feedthrough wire to the socket guard 
pin and copper foil surface.) A recommended guarding tech
nique using. model ACI054 is illustrated in Figure 1. 

Best CMR performance will be achieved by using twisted, 
shielded cable to reduce inductive and capacitive pickup. To 
reduce effective cable capacitance, cable shield should be con
nected to the common mode signal source by connecting the 
shield as close as possible to signal low as shown in Figure 1. 

POWeR GROUND -: 

NOTE 1. ~~No'l~~I!'R,'k.~~~~~A~E~~E~.LM TYPE. 

~gn 8:::; J~V~~~T,~:eI:NAL 2 TO 1l:RMI~:,i 
GAINml+1Itn+R, (k(l) 

N01l:2. ~:~l~~V;~~~m~~it~a:f;iYi~N~:l\i:~~PE; 
(ALLEN BRADLEY RECOMrIIENDED). 

NOTE 3. OUTPUT FIL TEfl CAPACITOR C. SELECT TO ROLL.()fF NOISE ANOOUTPUT 
RIPPLE: 11' .. SELECT C-1.s,..F FOft de TO 100ttt BANDWIDTHI 

F I-3dBJ- hC!,knJ 

Figure 1. Basic Isolator Interconnection 



THEORY OF OPERATION 
The remarkable performance of model 286} is derived from 
the carrier isolation technique which is used to transfer both 
signal and power between the amplifier's guarded input stage 
and the rest of the circuitry. The block diagram for model 286} 
is shown in Figure 2 below. 

The 320kn input protection resistor limits the differential in
put current during periods of input amplifier saturation and 
also limits the differential fault current to approximately 
SOIJ.A in case the preamplifier fails. 

The bipolar input preamplifier operates single-ended (non
inverting). Only a difference bias current flows with zero net 
bias current. A third wire return path for input bias current 
is not required. Gain can be set from 1 V IV to 1 OOV IV by 
changing the gain resistor, Ri. To preserve high CMR, the gain 
resistor must be guarded. Best performance is achieved by 
shorting terminal 2 to terminal 1 and operating model 286} at 
again of lOOV/V. 

For powering floating input circuitry such as buffer amplifiers, 
instrumentation amplifiers, calibration signals and transducers, 
dual isolated power is provided. High CMV isolation is achieved 
by the low-leakage transformer coupling between the input pre
amplifier, modulator section and the output circuitry. 

OUT"" 

9 il=HI 
• INPUT 

POWER L-__ @'COM 

Figure 2. Block Diagram - Model 286.1 

OPTIONAL TRIM ADJUSTMENTS 
Model 286} can be applied directly to achieve rated perform
ance as shown in Figure 1, on previous page. Additional trim 
adjustment capability for bandwidth, output offset voltage and 
gain (for gains greater than 100VIV) is easily provided as 
shown in Figure 3 (below). The OUT and TRIM terminals can 
be floated with respect to PWR COM up to ±SOV pk, max of
fering three-port isolation. 

The TRIM terminal (pin 11) must be connected to the PWR 
COM terminal (pin 8) when not used to adjust the output off
set voltage. A O.1IJ.F capacitor from pin 11 to PWR COM is 
recommended whenever the TRIM terminal is used. 

'> __ ~-<""""E. 

-=' POWERC~ 

Figure 3_ Optional Connections: Offset Voltage Trim Adjust, 
Bandwidth (-3dBJ Rolloff and Gain Adjust (G> 100VNJ 

Understanding the 286J/281 
INTERELECTRODE CAPACITANCE, TERMINAL RATINGS 
AND LEAKAGE CURRENTS LIMITS 
Capacitance: lnterelectrode terminal capacitance arising from 
stray coupling capacitance effects between the input terminals 
and the signal output terminals are each shunted by leakage 
resistance values exceeding SOkMn. Figure 4 illustrates the 
CMR ratings at 60Hz and Skn source imbalance between sig
nal inputloutput terminals. along with their respective capaci
tance. 

"" COM 

'WHEN GUARD TIED TO INPUT COMMON MODE SOURCE 

Figure 4. Model286.1 
Terminal Capacitance 
and CMR Ratings 

Figure 5. Model286.1 
Terminal Ratings 

Terminal Ratings: CMV performance is given in both peak 
pulse and continuous ac or dc peak ratings. Pulse ratings are 
intended to support defibrillator and other transient voltages. 
Continuous peak ratings apply from dc up to the normal full 
power response frequencies. Figure S and Table 1 illustrate 
model 286) ratings between terminals. 

SYMBOL 

VI (pulse) 
VI (cont.) 
V2 (pulse) 
V2 (pulse) 
V2 (ront.) 
V3 (cont.) 
Zl 
I 

RATING 

±6500vPK (10m.) 
±240VRMS 
±2S00VPK (10m.) Rc = 0 
±5000VPK (10m.) Rc = 510Ml 
±2500VPK 
±50VPK 
50kMSlll2OpF 
SOjlA rrns 

REMARKS 

Withstand Voltage, Defibrillator 
Withstand Voltage, Steady State 
Transient 
Isolation, Defibrillator 
Isolation, Steady State 
Isolation, de 
Isolation Impedance 
Input Fault Limit, de to 200kHz 

Table 1. Isolation Ratings Between Terminals 

Leakage Current Limits: The low coupling capacitance between 
inputs and output yields a ground leakage current of less than 
2.Sj.lA rms at l1SVac, 60Hz (or O.02j.1A/Vac). As shown in Fig
ure 6, the transformer coupled modulator signal. through stray 
coupling, also creates an in.ternally generated leakage current 
of about Sj.lA rms @ 100kHz. Line frequency leakage current 
levels are unaffected by the power on or off condition of 
model 2861. 

For medical applications, model 286J is designed to improve 
on patient safety current limits proposed by F.D.A., U.L., 
A.A_M.I. and other regulatory agencies (e_g., model 286J com
plies with leakage requirements for the Underwriters Labora
tory STANDARD FOR SAFETY, MEDICAL AND DENTAL 
EQUIPMENT as established under ULS44 for type A and B 
patient connected equipment - reference Leakage Current. 
paragraph 27.5). 

In patient monitoring equipment, such as ECG recorders, 
model 286J will provide adequate isolation without exposing 
the patient to potentially lethal microshock hazards. Using 
passive components for input protection, this design limits 
input fault currents even under amplifier failure conditions. 
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TEST CIRQJIT8 • MAX CURRENT UMlTS FOR 
AI« SWITCH CLOSURE COMIlINATION 

~ .. w } , ..... 
INPUT 

INTERNALLV 
GENERATED 

TDTUI 

'~r---;----r---;----r---;--' · , 
'~~--4---~--~---.~--+-~ · i ,.; 

~ : i ~i~--~--~~-4----~--+-~ 
, 

11l:I--1F.::::::,;;-'----t-----iJl------,,L-~ · 2 
O.tJOA1.!:,--.I.!!"...:=*"""_..:-__ -::!:'-..::£,.....J 

Figure 6. Model 286.1 Leakage Current Performance from Line 
Induced and Internally Generated (Modulator) Operating 
Conditions 

PERFORMANCE CHARACTERISTICS 
Common Mode Rejection: Input-to-Output CMR is dependent 
on source impedance imbalance, signal frequency and amplifier 
gain. CMR is rated at llSV ac, 60Hz and SkU imbalance at a 
gain of 100VIV. Figure 7 illustrates CMR performance as a 
function of signal frequency. CMR approaches 1 S6dB at dc 
with source imbalances as high as SkU. As gain is decreased, 
CMR is reduced. At a gain of lV/V CMR is typically 6dB 
lower than at gain of 100V/V. 

, .. 
GUARANTEED CMR. G" 100vN 

nOdS MIN. 80Hz 

~ WITH 6kn SOURCE IMBALANCE: 

~ '" , .. 
~ 

~ 
I 
8 .. 

, , , .. , ... 
FREQUENCV - Hz 

Figure 7. Common Mode Rejection vs. Frequency 

Figure 8 illustrates the effect of source imbalance on CMR per
formance at 60Hz at gains of 1VIV, 10V/V, and 100V/V. 
CMR is typically 140dB at 60Hz and a balanced source. CMR 
is maintained greater than 80dS for source imbalances up 
to 100kU. 

, tID~~~:f**==F=~~~~::~dJ~t--t~~ 
~ I , .. ~~=+:t±±::~JEI:±::±==~~~+:~~~ 
I ., 
I 

I II I I I I I 

-TEST CIRCUIT - EACH RESISTOR ADoIUSTED on TO 'l0III0. 

.. ,~, --,--,,,,="::.V,,A:::LU=',=O'::.VEN=':;OR:..:WO="ST;:.C:::A8E=":::_==c:a-;:, .. :=NA;:.:T.::,,",::L."-!.,: ... 

SOURClIMPEDANC£ 1.aALANC£ - 0 

Figure 8. Common Mode Rejection vs. Source Impedance 
Imbalance 
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Gain Nonlmearity: Linearity error is defined as the deviation 
of the output voltage from the best straight line and is speci
fied as a % of peak-to-peak output voltage span; e.g., nonlinear
ity of model 2861 operating at an output span of 10V pk-pk 
(±SV) is ±O.OS% or ±SmV. Figure 9 illustrates gain nonlinearity 
for any output span to 20V pk-pk (±10V). 

,.20 

. 
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/ 
.L 

....... v 
02468101214161820 

OUTPUT VOLTAGE - Vatu pop 

Figure 9. Gain Nonlinearity vs. Output Voltage 

Input Voltage Noise: Voltage noise, referred to input, is de
pendent on gain and bandwidth as illustrated in Figure 10. 
RMS voltage noise is shown in a bandwidth from O.OSHz to 
the frequency shown on the horizontal axis. The noise in a 
bandwidth from O.OSHz to 100Hz is 8j.1V pk-pk at a gain of 
100VIV. This value is derived by multiplying the rms value at 
f ~ 100Hz shown in Figure 10 (1.2j.1V rms) by 6.6. 

For best noise performance in particular applications, a low 
pass filter at the output should be used to selectively roll-off 
noise and undesired signal frequencies beyond the bandwidth 
of interest (see note 3, Figure 1). Increasing gain will also 
reduce the input noise. 
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Figure 10. Input Voltage Noise vs. Bandwidth 

1000 

Input Offset Voltage Drift: Total input drift is composed of 
two sources, input and output stage drifts and is gain depend
ent. The curve of Figure 11 illustrates total input drift over the 
gain range of 1 to 100V/V. 
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Figure 11. Input Offset Voltage Drift vs. Gain 



REFERENCE EXCITATION OSCILLATOR 
When applying model 286), the user has the option of building 
a low cost 100kHz excitation oscillator, as shown in Figure 12, 
or purchasing a module from Analog Devices - model 281. 

i OUT 

L--{'!'h-+i"" • OUT 

NOTES: 
1. FREO, ADJUST: ADJUST TRIM POT FOR OUTPUT FREolUENCY OF lOOk", :t5%. 
2. FOR SLAVE OPERATION. REMOVE JUMPER FROM SYNC OUT AND SYNC IN PINS. 
3. USE CERAMIC CAPACITOA. ''COO'' OR "NPO" CHARACTERISTIC. 

Figure 12. Model281 100kHz Oscillator - Logic and 
Interconnection Diagram 

The block diagram of model 281 is shown in Figure 13. An 
internal + 12V dc regulator is provided to permit the user 
the option of operating over two, pin selectable, power in
put ranges; terminal 6 offers a range of +14V dc to +28V dc; 
terminal 7 offers an input range of +8V de to +14V de. 

SYNC IN Q.i)----t--i 
..... COM (,i)--..... --i 

+l~JU 
t-___ I,!'!.I'OUTPUT 
i-l~L11.. 

t-___ \:3~.OUTPUT 

-LEAVE TERMINAL e OPEN, WHEN POWER IS APPLIED TO TERMINAL 7. 

Figure 13. Model 281 Block Diagram 

Model 281 oscillator is capable of driving up to 16 model 
286]'s as shown in Figure 14. An additional model 281 may 
be driven in a slave-mode, as shown in Figure 15, to expand 
the total system channels from 16 to 32. By adding additional 
model 281's in this manner, systems of over 1000 channels 
may be easily configured. 

EXTERNAL OSCILLATOR INTERCONNECTION 

Figure 14. Model 281/286 Connection for Driving from 
1 to 16 Isolators 

Figure 15. Model 281/286 Connection for Driving> 16 
Isolators 

Applying the 286J/281 
SPECIFICATIONS 
(typical @+25°Cand Vs = +15V dc unless otherwise noted) 
MODEL 

OUTPUT 
Frequency 
Wavefonn 
Voltage <tk and. terminals) 
fan-ou,i): 

POWER SUPPLY RANGE3 

High Input. Pin 6 
Quiescent Current. N,L. 

F.L. 
Low Input. Pin 7 

Quiescent CUrrent, N,L. 

TEMPERATURE 
Rated Performance 
Storage 

MECHANICAL 
Case Size 
Weight 

F.L, 

Z81 

100kHz: ±S% 
Squarcwave 
o to +12V pk 
16 max 

+(14 to 28)V de 
+SmA 
+16mA 
+(8 to 14)V de 
+12mA 
+33mA 

o to +70o C 
_55°C to +85°C 

1.4" x 0.6" x 0.49" 
10 grams 

I Model 286J olemator drive input represents unity oscillator load. 
2 FOl' applications requiring more than 16 2861's, additional 281's may be used 
in a master/slave mode. Refer to Figure IS. 
I Full load conlisuof 16 model 2861's and 281 olemator slave. 
Specifications subject to chan. without notice. 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

MODEL 281 

I 1,4 MAX I 

~. I:: '~f 

O~.08IMIN 
0.26 (1.351 MAX 

--Il.-O.02I5.2IDIA , 

IIIHllll} 
eon-OM YIEW I I 
WEIGHT: 10 GRAMS ~ 1-'-0.112.54IGRID 

PIN TERMINAl-IDENTIFICATION 
1 POWE R COMMON 5 SYNC OUTPUT 
2 j"DUTPUT 6 +Ys :HIGHRANGE+!14to28IV. 
3 410UTPUT 7 +Vs: LOW RANGE +(8 to 141V. 
4 SVNGINPUT 

MATING SOCKET, CINCH #16 DIP OR EQUIVALENT 

GUIDELINES ON EFFECTIVE SHIELDING 8< 
GROUNDING PRACTICES 
• Use twisted shielded cable to reduce inductive and capaci

tive pickup. 
• Drive the transducer cable shield, S, with the common mode 

signal source, EG , to reduce the effective cable capacitance 
as shown in Figure 16. This is accomplished by con-
necting the shield point S, as close as possible to the trans
ducer signal low point B. This may not always be possible. 
In some cases the shield may be separated from signal low 
by a portion of the medium being measured (e.g. pressure 
transducer). This will cause a common mode signal, EM' to 
be generated by the medium between the shield and the sig
nallow. The 78dB CMR capability of model 286J between 
the input terminals (HI IN and LO IN) and GUARD, will 
work to suppress the common mode signal, EM. 

• Dress unshielded leads short at the connection terminals 
and reduce the area formed by these leads to minimize in
ductive pickup. 
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. isolation to eliminate troublesome ground loop problems. 
Isolated power outputs and adjustable gain add to the applica
tion, flexibility, of this mod~l. 

Figure 18 illustrates how model 286J can. be .combinedwith a 
low dri£t,Ip.V/C max, front-end amplifier, m04e1 ADSlOK, 

RL to interface low level transduce.r signals. Model 2861's isolated 
>&Olen ±ISV dc power and front-end guard eliminate ground loops 

and preserve high CMR (HOdS min @ 60Hz). MEDIUM;" 
COMMON 

MODE 
VOLTAGE 

TR,6.NSDUCER 
GROUND 

GROUND COMMON MODE 
VOLTAGE 

Figure 16. Transducer - Amplifier Interface 

GAIN AND OFFSET TRIM PROCEDURE 

sysTEM' 
GROUND 

In applying the isolation amplifier, highest accuracy is achiev.ed 
by adjustment of gain and offset voltage to minimize the peak 
error encountered over the selected output voltage span. The 
following procedure illustrates a calibration technique which 
can be used to minimize output error. In this example, the 
output span is +SV to -SVand operation at Gain = lOV IV 
is desired. 

1. Apply elN = 0 volts and adjust Ro for eO = 0 volts. 

2. Apply eIN = +O.SOOV dc and adjust Rc for eo = +S.OOOV dc. 
3. ApplyeIN = -O.SOOV dc and measure the output error 

(see curve a). 
4. Adjust RG until the output error is one half that meaSured 

in step 3 (see curve b). 
S. Apply +O.SOOV dc and adjust Ro until the output error is 

one half that measured in step 4 (see curve c). 

mfltU-lli 
-5 -4 -3 -2 -1 +1 +2 +3 +4 +5 

OUTPUT VOLTAGE - Volts 

Figure 17. Gain and Offlillt Adjustment 

APPLICATIONS IN INDUSTRIAL MEASUREMENT AND 
CONTROL SYSTEMS 
Remote 'Sensor Interface: In chemical, nuclear and metal proc
essing industries, model 286J can be applied to measure and 
control off-ground millivolt signals In die presence of 
±2S OOV de CMV signals. In interface applications such as pH 
control systems or on-line process measurement systems such 
as pollution monitoring, model 286J offers compiete galvanic 
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Figure 18. Input Signal Conditioning Using Isolated Power for 
Transducer Buffer Amplifier 

Current Loop Receiver: Model 286J can be applied to measure
ment of analog quantities transmitted via 4-20mA current 
loops over substantial distances through harsh environments. 
Figure 19 shows an application of model 286J as a current 
loop receiver. A 2S0 resistor converts the 4-2OmA current 
input from a remote loop to a 10Q-SOOmV differential voltage 
input, which the 286J amplifies, isolates, and translates to a 
o to +SV output level at local system ground. 

Among the most-helpful characteristics of the 286J in this kind 
of measurement are the high common-mode rejection (HOdS 
minimum at 60Hz with SkO source unbalapce) and the high 
common-mode rating (±2S00 volts de). The former means low 
noise pickup; the latter means excellent isolation and protec
tion against large transients. The high common-mode rejection, 
permitting relatively low input voltage to be used (O.4V span, 
in this case), permits the use of a low current-metering resist
ance, which in turn results in low compliance~voltage loading 
on the current loop, and therefore permits insertion into exist
ing loops without encountering overrange problems. The gain 
of 12.5 provides a substantial output span, and the floating out
put permits biasing to a 0 to SV range. 

4-20mA 
CURRENT 
LOOP 

26Il 
MEASURING 
RESISTOR 

) 
0-12,5VN ZERO ADJUST: 

ADJUST fOR 
~AOV""EN 

"'0 
I -"""Eo 

'5) 'Ok" f ~ ... " 
... " 

-16V' 

Figure 19. Isolated Analog Interface; 4 to lOmA is Converted 
to 0 to +5V at the Output, with Up to ±25()(}V of Isolation 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Low Nonlinearity: ±O.012% max (289L) 
Frequency Response: (-3dB) de to 20kHz 

(Full Power) de to 5kHz 
Gain Adjustable 1 to 100VN, Single Resistor 
3-Port Isolation: ±2500V CMV Isolation Input/Output 
Low Gain Drift: ±o.OO5%fC max 
Floating Power Output: ±15V @±5mA 
120dB CMR at 60Hz: Fully Shielded Input Stage 
Meets UL Std. 544 Leakage: 2pA rms max, @ 115V ac, 60Hz 

APPLICATIONS 
Multi-Channel Data Acquisition Systems 
Current Shunt Measurements 
Process Signal Isolator 
High Voltage Instrumentation Amplifier 
SCR Motor Control 

GENERAL DESCRIPTION 
Model 289 is a wideband, accurate, low cost isolation ampli
fier designed for instrumentation and industrial applications. 
Three accuracy selections are available offering guaranteed 
gain nonlinearity error at IOV pop output: ±O.OI2% max 
(289L), ±O.025% max (289K), ±O.05% max (289j). All ver
sions of the 289 provide a small signal frequency response 
from dc to 20kHz (-3dB) and a large signal response from dc 
to 5kHz (full power) at again of IVN. This new design offers 
true 3-port isolation, ±2500V dc between inputs and outputs 
(or power inputs), as well as 240V rms between power supply 
inputs and signal outputs. Using carrier modulation tech
niques with transformer isolation, model 289 interrupts 
ground loops and leakage paths and minimizes the effect of 
high voltage transients. It provides 120dB Common Mode 
Rejection between input and output common. The high CMV 
and CMR ratings of the model 289 facilitate accurate measure
ments in the presence of noisy electrical equipment such as 
motors and relays. 

WHERE TO USE THE MODEL 289 
The model 289 is designed to interface single and multichannel 
data acquisition systems with dc sensors such as thermo
couples, strain gauges and other low level signals in harsh in
dustrial environments. Providing high accuracy with complete 
galvanic isolation, and protection from line transients of fault 
voltages, model 289's performance is suitable for applications 
such as process controllers, current loop receivers, weighing 
systems, high CMV instrumentation and computer inter-
face systems; 

Use the model 289 when data must be acquired from floating 
transducers in computerized process control systems. The 
photograph above shows a typical multichannel application 
allowing potential differences or interrupting ground loops, 
among transducers, or between transducers and local ground. 

Precision, Wide Bandwidth, 
Synchronized Isolation Amplifier 

289 I 

289 FUNCTIONAL BLOCK DIAGRAM 

, 
:t5mA 2 I 

WOLATED : 

~~(!3~;:-+=----.J 
I 
LI~!~I~L~ ___________ _ 

.. "' 
HOY 

Illr==;::=;::=;:::=<~a SYNC II INIOUT 

DESIGN FEATURES AND USER BENEFITS 
Isolated Powet: The floating power supply sec.ion provides 
isolated ±15Voutputs@±5mA. Isolated power is regulated to 
within ±5%. This feature permits model 289 to excite floating 
signal conditioners, front-end buffer amplifiers and remote 
transducers such as thermistors or bridges, eliminating the need 
for a separate isolated dc/de converter. 

Adjustable Gain: A single external resistor adjusts the model 
289's gain from I VN to IOOVN for applications in high and 
low level transducer interfacing. 

Synchronized: The model 289 provides a synchronization 
terminal for use in multichannel applications. Connecting the 
synchronization terminals of model 289s synchronizes their 
internal oscillators, thereby eliminating the problem of oscil
lator "beat frequency" interference that sometimes occurs 
when isolation amplifiers are closely mounted. 

Internal Voltage Regulator: Improves power supply rejection 
and helps prevent carrier oscillator spikes from being broad
cast via the isolator power terminal to the rest of the system. 

Buffered Output: Prevents gain errors when an isolation ampli
fier is followed by a resistive load of low impedance. Model 
289 can drive a 2kU load. 

Three-Port Isolation. Provides true galvanic isolation between 
input, output and power supply ports. Eliminates need for 
power supply and output ports being returned through a com
mon terminal. 

Reliability. Model 289 is conservatively designed to be capable 
of reliable operation in harsh environments. Model 289 has a 
calculated MTBF of 271,835 hours. In addition, the model 
289 meets UL Std. 544 leakage, 21JA rms @ 115V ac, 60Hz. 
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SPECIFICATIONS (typical @ + 25"C and Vs = :!; 14.4V 111 + 25V de unless CIIherwise noIIId) 

Model 

GAIN (NONINVERTING) 
l\ang. 

Formula 

Deviation from Formula 
VS. Temperature (0 to +700 C)1 

289J 

NonlineJrity. (::t5V Swin,)2.:J ±O.OS% max 

INPUT VOLTAGE RATINGS 
Linear Differential Range(G = IV/V) 
Max Safe Differential Input 

Continuous 
1 Minutc 

Max CMV (Inputs to Outputs) 
Continuous ae or de 
ac, 60Hz, 1 Minute Duration 

CMR. Inputs to Outputs 60Hz 
Rs" tkO, Balanced Source Impedance 
RS'; Ikn. HI IN Lead Only 

Max Leakage Current, Input to Output@ 
l1SV rms, 60Hz K 

INPUT IMPEDANCE 
Differential 
Overload 
Common Mode 

INPUT DIFFERENCE CURRENT 
Initial @ +2SoC 
vs. Temperature (0 to ?O°C) 

INPUT NOISE (GAIN = IOOVN) 
Voltale 

O.OSHz to 100Hz 
10Hz to 1kHz 

Current 
O.OSHz to 100Hz 

FREQUENCY RESPONSE 
Small Signal-3dB 

G= IV/v 
G= lOOV/V 

Full Power, lOV P'P Output 
G-IVN 
G=IOOVN 

Full Power, 20V P'P Output 
G==lVN 
G=looVN 

Slcw Rate 
Settling Timc4 to.OS". t10V Step 

OFFSET VOLTAGE, REFERRED TO INPUT 
Initial. @+2SoC 

vs. Temperature (0 to +70°C) 

n. Supply Voltage (+1SV to +20V change) 

RATED OUTPUT 
Voltage, 2ka Load 
Output Impedancc 
Output Ripple, O.lMHz Bandwidth 

No Signal IN 
+10VIN 

ISOLATED POWER SUPPLY 
Voltage 
Accuracy 
CUrrent 
Regulation No Load to Full Load 
Ripplc, O.lMHz Bandwidth. No Load 

Full Load 

POWER SUPPLY. SINGLE POLARITY' 
Voltagc, Rated Pcrformance 
Voltage,Operatina: 
CUrrent, Quicscent (@Vs == +1SV) 

TEMPERATURE RANGE 
Rated Performance 
Operating 
Storage 

CASE DIMENSIONS 

NOT •• 

289K 289L 

J to lOOVN 

G=.! + ~~k(~!b 
fl.5" max 
lSppmfC typ (SOppmfC max) 
±O,025" max ±o.aU% max 

±10Vmin 

120Vrms 
240Vrms 

±2500V peak max 
2S00Vrms 

120.18 
l04dB min 

2$1A rms max 

llpFlilo'n 
IOOkn 
20pFliS X lolOn 

IOnA (75nA max) 
O.ISnAtC 

8pVp-p 
3#LVrms 

3pArms 

20kHz 
SkHz 

SkHz 
3.SkHz 

2.3kHz 
2.3kHz 
O.14VljlS 
400l's 

±(S+~) mVmax 

±(15 + l~)pvfcmax ±(lO+ ~)#Lvfcmp. 

±(2+~)PVN 

±lOVmin 
<U1(dc to 100Hz) 

SmVp-p 
sOmvp-p 

±lSVdc 
±IO% 
±SmA,min 

±s"" 
25mVp-p 
7SmVp-p 

+14.4V to +2SV 
+B.SV to +2SV 
+2SmA 

o to +70oC 
-lSoC to +7SoC 
-SSoC to +8SoC 

1.5" X 2.0" X 0.75" 

I Gaia temperature drift illpCcified ala percentap of output 1Ipal1eft1. 
'Gaia DOIIlbaearity illpec:lflCd .. a percelltlp of IOV pk.,k output span. 
IIWhen .... ted power oulpUt ia used, DODImearky iaueues by :to.oo2..m.A of c:unem drawn. 
4G. lVNI wid! 2-po1e, 5kHz output filler (see Fipre U). 
IRecommended power supply, AD. moclel904, U5V. SOmA OUtpUL 
Speclficatiolu subject to ch .... without nodee. 
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OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

1----2.02 (51.18) MA:. -----<~ 

MOOEL 289 

, 
0.7& 

118.861 
MAX 

L.."-.....-------,,..J.-l. 

~~l 
1.61 

(38.11 

IIiiIl 
~TJ~: ~E:RAMS --t l-- 0.1 12.54) GRID 

SHIELDED MATING SOCKET 
AC1214 

0.08 ____ --II (z.o31 I_ 2.7 (88.68) REF • . MAX 

.L ( COPPER CLAD SHIELD t 
'''II ~ S2 '-\: i, otiO 

ol ~~EEOTHROUGHWIRE iii n2.7' MAX 
(2.2111 
REF 

~~ml 
1.61 

(38.1) 

iliifllj 
INTERCONNECTIONS AND SHIELDING 
TECHNIQUE 
To preserve the high CMR performance of 
model 289. care must be taken to keep the 
capacitance balanced about the input terminals. 
A shield should be provided on the printed cir
cuit board under model 289 as illustrated in the 
outline drawing above (screened area). The LO 
IN/ISO PWR COM (pin 1) must be connected 
to this shield. This shield is provided with the 
mounting socket. model AC1214 (solder feed
through wire to the socket pin 1 and copper 
foil surface). A recommended shielding tech
nique using model AC1214 is illustrated in 
Figure 1. 

Best CMR performance will be achieved by 
using twisted. shielded cable for the input signal 
to reduce inductive and capacitive pickup. To 
further reduce effective cable capacitance. the 
cable shield should be connected to the com
mon mode signal source as close to signal low 
as possible (see Figure 1). 



Understanding the Isolation Amplifier Performance - 289 

NOTE: 
GAIN RESISTOR RO.'% &OpfwnrC METAL FILM TYPE IS RECOMMENDED. 
FOR GAIN. 1VN. LEAVE PIN 4 OPEN 
FOR GAIN> 1VN. CONNECT GAIN RESISTOR IRG} BETWEEN PIN 4 AND PIN 1 
GAIN -1 + 'OkO 

lIQlIilI' 

Figure 1. Basic IlIDlator Interconnection 

THEORY OF OPERATION 
The remarkable performance of the model 289 is derived from 
the carrier isolation technique used to transfer both signal and 
power between the amplifier's inpu t stage and the rest of the 
circuitry. A block diagram is shown in Figure 2. 

11r==~~=====~8~SVNC II IN/OUT 

8 DCPOWEA 
IN, Va 

lffF---------{-"1 PWRCOM 

Figure 2. Model 289 Block Diagram 

The input signal is filtered and appears at the input of the non
inverting amplifier, Al. This signal is amplified by A1, with Its 
gain determined by the value of resistance connected exter
nally between the gain terminal and the input common termi
nal. The output of A1 is modulated, carried across the isola
tion barrier by signal transformer T1, and demodulated. The 
demodulated voltage is filtered, amplified and buffered by 
amplifier A2, and applied to the output terminal. The voltage 
applied to the Vs terminal is set by the regulator to +12V 
which powers the 100kHz symmetrical square wave power 
oscillator. The oscillator drives the primary winding of trans
former T2. The secondary windings of T2 energize both input 
and output power supplies, and drives both the modulator 
and demodulator. 

INTERELECTRODE CAPACITANCE AND TERMINAL 
RATINGS 

Capacitance: Interelectrode terminal capacitance, arising from 
stray coupling capacitance effects between the input terminals 
and the signal output terminals, are each shunted by leakage 
resistance values exceeding SOGO. Figure 3 illustrates model 
289's capacitance, between terminals. 

Figure 3. Model 289 
Terminal Capacitance 

Figure 4. Model 289 
Terminal Ratings 

Terminal Ratings: CMV performance is given in both peak 
pulse and continuous ac, or dc peak ratings. Continuous peak 
ratings apply from dc up to the normal full power response 
frequencies. Figure 4 illustrates model 289 ratings between 
terminals. II 
GAIN AND OFFSET TRIM PROCEDURE 
The following procedure illustrates a calibration technique 
which can be used to minimize output error. In this example, 
the output span is +SV to -SV and Gain = lOV IV. 

1. Apply EIN = 0 volts and adjust Ro for Eo = 0 volts. 

2. Apply EIN = +O.SOOV dc and adjust RG for Eo = 
+S.OOOV dc. 

3. Apply EIN= -O.SOOV dc and measure the output error 
(see curve a). 

4. Adjust RG until the output error is one-half that measured 
in step 3 (see curve b). 

s. Apply +o.SOOV dc and adjust Ro until the output error is 
one-half that measured in step 4 (see curve c). 

-5 -4 -3 -2 -1 +1 +2 +3 +4 +6 

OUTPUT VOLTAGE -Volts 

Figure 58. Recommended Offset and Gain Adjustment 
for Gains> 1 

r------------------1~~ 

.... ---...-2Ok--"·:f lA~~·1 
O.1~F 1Dkn -16V 

HL 

2k" 

Figure 5b. Recommended Offset Adjustment for G = 1 V N 
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PERFORMANCE CHARACTERISTICS 
Figure 6 shows the phase shift \,s.frequeno/; The low phase 
shift and wide bandwidth of the modd 289 make it suitable 
for use in SCR Motor Controller and other high frequency 
applications. 

, .. 
I 

I 
I 

V 
I---, .. 1k "., , GO< 

FREQUENCY _ Hz 

Figure 6. Typical 289 Phase VB. Frequency 

Figure 7 illustrates the effect of source impedance imbalance 
on CMR performance at 60Hz for gains of 1VIV, 10VIV, and 
100V IV. CMR is typically 1.20dB at 60Hz and a balanced 
source impedance. CMR is > 60dB for source impedance im
balances up to 100kn. 

SOURCE IMBALANCE - n, 

Figure 7. Typical 289 Common Mode Rejection vs. 
Source Impedance 

Input Voltage Noise: Voltage noise, referred to input, is 
dependent on gain and bandwidth. Figure 8 shows rms voltage 
noise in a bandwidth from O.OSHz to the frequency shown on 
the horizontal axis. The noise in a bandwidth from O.OSHz to 
100Hz is 8pV pk-pk at a gain of 100VIV. The peak-to-peak 
value is derived by multiplying the rms value at F = 100Hz 
(1.2pV rms) by 6.6. 

For best noise performance in particular applications, a low 
pass filter at the output should be used to selectively roll
off noise and undesired signal frequencies beyond the band
width of interest. Increasing gain will also reduce the noise, 
referred to inpu t. 

~~ t-- & HI 

GAIN 28810 0UT JPOLE o.5Ha e 
1-1 4 ,~~::s "~~r~T' 

7 LO SCOPE 
, 00. r- UJIN I'WRCOM 

~ NOISEUS'TCIR<:I.IIT 

V 

0 
........ 1-'" 

o. , , 10 100 1k , .. , ... 
FREQUENCY Hz 

Figure 8. Typical Input Voltage Noise VB. Bandwidth 
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Gain Nonlinearity: Linearity error is defined as the deviation 
of the outpUt voltage from the best straight line and is speci
fied as a ,% peak-to-peak output voltage span; e.g., nonlin-. 
earity of model 289J operating at an output span of 10V pk-pk 
(±SV) is ±O.OS% or ±SmV. Figure 9 illustrates gain nonlin
earity for any output span to 20V pk-pk (±10V). Figure 10 
shows the effect of gain vs; gain nonlinearity. 

... -- .... --... ,.. . -, ... 

0 ... , 
4 • 12 ,. .. 

OUTflUT SWING p.p VOL T5 

Figure 9. Typical Gain Nonlinearity VI. Output Swing 

~ 
~ 

o. , 

~ D.O 
, 

~, 
Z 0.00 
~ 

, 
r--

0." , 

r-- r-;;f" 

10 
GAIN-VN 

, .. 
Figure 10. Typical Gain Nonlinearity VB. Gain 

O>mmon Mode Rejection: Input-to-output CMR is dependent 
on source impedance imbalance, signal frequency and ampli
fier gain. CMR is rated at l1SV ac, 60Hz and lkn balanced 
source at a gain of lOOVIV. Figure 11 illustrates CMR per
formance as a function of signal frequency. CMR approaches 
lS6dB at dc with source imbalance as high as lkn. As gain is 
decreased, CMR is reduced. At a gain of IV IV, CMR is ·typi
cally 6dB lower than at a gain of lOOV/V. 

1--1-.1 I I I J 
I I r. rr-+--l 

. .. ~ -I-r- Ii OUT 

~I ~~'r"" . -I-
_, • 1 DL.OOUT 
~~J"" 

11&V.o 

"TEST CIRCUIT _ 'lUI EACH RESISTOR CMR VALUE 

- OrirFORjRSTnRrmlRjMB'NAT1K* 
10 , .. 1k 'Ok 

FREQUENCY" Hz 

Figure 11. Typical Common Mode Rejection VB. Frequency 
at a Gain of 1 V N, CMR is typically 6dB Lower t/llJn at B 

Gain ()f 100VN 



MULTICHANNEL APPLICATIONS 
Isolation amplifiers containing internal oscillators may exhibit 
a slowly varying offset voltage at the ou tpu t when used in 
multichannel applications. This offset voltage is the result of 
adjacent internal oscillators beating together. For example, if 
two adjacent isolation amplifiers have oscillator frequencies of 
100.0kHz and 100.1 kHz respectively, a portion of the dif
ference frequency may appear as a slowly varying output 
offset voltage error. Model 289 eliminates this problem by 
offering a synchronization terminal (pin 8). When this terminal 
is interconnected with other model 289 synchronizatism ter
minals, the units are synchronized. Alternately, one or more 
units may be synchronized to an external 100kHz ±2% square
wave generator by the connection of synchronization termi
al(s) to that generator. The generator output should be 
2.5V-5.0V Pop with 1M2 source impedance to each unit. 
Use an external oscillator when you need to sync to an ex
ternal 100kHz source, such as a sub-multiple of a micropro
cessor clock. A differential line driver, such as SN75158, can 
be used to drive large clusters of model 289. When using the 
synchronization pin, keep leads as short as possible and do 
not use shielded wire. These precautions are necessary to avoid 
capacitance from the synchronization terminal to other points. 
It should be noted that units synchronized must share the same 
power common to ensure a return path. 

APPLICATIONS IN INDUSTRIAL MEASUREMENT AND 
CONTROL SYSTEMS 
Isolated DAS: In data acquisition systems where multiple 
transducers are powered by a single supply and the magnitude 
of that supply is low enough for a multiplexer to handle the 
voltages on all the transducers, it is economical to multiplex 
ahead of an isolator. The fast settling time of the model 289 
makes this configuration practical where slower isolators would 
not be usable. 

Figure 12 shows an application where the difference in voltage 
between any two terminals of any of the transducers does not 
exceed 30 volts. Though the inpu t of the model 289 is pro
tected against line voltage, its power terminals are not; neither 
is the multiplexer so protected. This circuit will not, therefore, 
withstand the differential application of line voltage. 

Multiplexer addressing is binary, an enable providing selection 
of the circuit shown as a signal source. Optical isolation is pro
vided for digital signals. When several of these circuits are used 
for several groups of transducers, the model 289's should be 
synchronized. 

Figure 12. DAS with MUX Ahead of Isolator 

',. 
(FROM 
ISOLATOR) 

10k 

Applications - 289 

EOUT 

-15V +15V 

lM310 IS A BUFFER AMPLIFIER 

Figure 13. 2-Pole, 5kHz Active Filter 

Noise Reduction in Data Acquisition Systems: Transformer 
c0upled isolators must have a carrier to pass dc signals through 
their signal transformers. Inevitably some carrier frequency 
ripple passes through to the isolator output. As the bandwidth 
of an isolator becomes a larger fraction of its carrier frequency, .,. 
this ripple becomes more difficult to control. Despite this dif- .. 
ficulty, the model 289 produces very low ripple; therefore, 
additional filtration will usually be unnecessary. However, in 
some applications, particularly where a fast analog-to-digital 
converter is used following the isolator, it may be desirable to 
add filtration; otherwise, ripple may cause inaccurate conver-
sions. The 2-pole low-pass shown in Figure 13 limits isolator 
bandwidth to 5kHz, which is the full power bandwidth of the 
model 289. Carrier ripple is much reduced. Another beneficial 
effect of an output filter is smoothing of discontinuous high 
frequency waveforms. 

Motor Control and AC Load Control: Phase shift and band
width are important considerations for motor control and ac 
load control applications. The model 289 possesses sufficient 
bandwidth and acceptable phase shift for such tasks. 

Figure 14 shows two model 289's sensing the armature voltage 
and current of a motor. Faithful replicas of the waveforms 
of these variables are applied to the motor control. Al oper
ates at unity gain from divided R1-R3 to deliver an output 
that is 11100 of the armature voltage of the motor. A2 
operates at a gain of 1 OOV N to deliver a voltage 100 times 
that developed across the current sensing shunt. 

MOTOR 
INPUT CONTROL 

Figure 14. Isolating a Motor Controller 
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· Figure 15 shows three model 289's sensing the voltages on the 
three phases of an ac load. The Y network shown divides the 
voltages of the three phases and creates a neutral for the input 
commons of the isolators. The output of each isolator is a 
faithful replica of the phase of the waveform it senses. The 
isolator outputs provide the feedback necessary for the trig
ger control to correcdy fire the triacs. In other applications, 
the outputs of the isolators might have been fed to rms-to-dc 
converters. 

"-4\s>-~t--------------___ -,o-_ 

TO 

" L'&.o 

Figure 15. Isolating a 3 Phase Load Controller 

Isolated DACs: Figure 16 shows a l2-bit DAC with t5V 
isolated output. A buffered -5V reference voltage is provided 
to the DAC by Ala, Alb and'associated circuitry. The digital 
input causes a proportion of DAC current to flow into OUTI 
of the DAC. The remaining DAC current flows into OUT2. 
Current flowing into OUTI causes positive voltage at the out
put of Ale. Current flowing into OUT2 causes a positive volt
age at the output of Aid, which in turn causes a negative 
voltage at the output of Ale. Voltage appearing at the output 
of Ale is reproduced at the output of the model 289. R5 and 
R8 must be adjusted to produce less than 0.5mV at OUTI and 
OUT2 of the DAC respectively. R15 may be used to adjust gain 
and Rll to adjust offset with the binary code 1000 0000 0000 
to zero. 

R110k 

.,W 

ALL~SCHO"KYDtODES 

Figure 16. 12-8it Isolated Voltage DAC 
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Figure 17 shows the model 289 providing an isolated 4-to-
20rnA output from a l2-bit DAC. Ala provides a -4V refer
ence to the DAC. The digital input causes a portion of DAC 
current to flow into OUTl, causing a positive voltage at the 
outpu t of Ald. Al b produces a voltage across R4 proportional 
to DAC current. Ale and associated circuitry sink a current 
which is one-fourth of the full scale current of the DAC, 
causing a positive voltage of 1 volt at the output of AId. 
With the code 1111 1111 1111, +5 volts appears at the out
put of Ald. Operation is unipolar with a positive offset. The 
output voltage of Aid is reproduced at the output of the 
isolator, where the circuitry shown converrs it into a 4-to-
20rnA current which may be applied to the load RL. 

-v LOOP 

Figure 17. 12-8it Isolated Process Current DAC 

Temperature Measurement: Figure 18 shows the model 289 
providing a ground-referred output in an application measuring 
the temperature of an object floating at a high common mode 
voltage. The AD590 temperature sensor sinks a current of 
-lIlA/K. This current flows into the gain terminal of the model 
289, developing + 1 Orn V IK across the internal feedback resistor. 
This voltage also appears at the output of the model 289. 

The circuitry shown connected by a dotted line may be useful 
if an output of 10mVfC is desired. A current of +273pA 
is sourced through the 8.66k resistor and the potentiometer 
cancelling the AD590 current at OoC (273K), resulting in 
Ornv at the output at OoC. . 

CONNECTIONS TO GAIN TERMINALS SHOULD 
8E KEPT AS SHORT ASPOISIBLE. 

Figure 18. Isolated Temperature MflBlUrement 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Low Cost 
Multichannel Capability Using External Oscillator (292AI 
Isolated Power Supply: ±13V de @I ±5mA (290AI or ±15mA 

(292AI 
Low Nonlinearity: 0.1% 010V pkopk Output 
High Gain Stability: 0.001%/1000 Hours; 0.01%fC 
Small Size: 1.5" X 1.5" X 0.62" 
Low Input Offset Voltage Drift: 10/Jvfc (Gain = 100VNI 
Wide Input/Output Dynamic Range: 20V pk·pk 
High CMV Isolation: 1500V dc, Continuous 
Wide Gain Range: 1 to 100VN 

APPLICATIONS 
Ground Loop Elimination in Industrial and Process Control 
High Voltage Protection in Data Acquisition Systems 
Fetal Heart Biomedical and Monitoring Instrumentation 
Off-Ground Signal Measurements 

GENERAL DESCRIPTION 
Models 290A and 292A are low cost, compact, isolation ampli
fiers that are optimized for single and multichannel industrial 
applications, respectively. The model 290A has a self-contained 
oscillator and is intended for single channel applications. A 
single external synchronizing oscillator can drive up to 16 
model 292As or, a virtuaJIy limitless number of model 292As 
can be configured using multiple oscillators. The user can sup
ply the external oscillator circuit or specify model 281 oscil
lator module, which includes a voltage regulator for operation 
over a wide single supply voltage range of +8V to +28V. 

Models 290A and 292A deiSign features include: adjustable gain, 
from 1 to 100VIV, dual isolated power, ±13V dc, ±1500V dc 
off ground isolation, 100dB minimum CMR at 60Hz, 1kSl 
source imbalance, in a compact 1.5" X 1.5" X 0.6" module. 
Models 290A and 292A achieve low input noise of l/JV pk-pk 
(10Hz bandwidth, G = lOOVlV), nonlinearity of ±0.1% @ 10V 
pk-pk output, and an input/output dynamic range of 20V 
pk-pk. 

Using modulation techniques with reliable transformer isola
tion, models 290A and 292A will interrupt ground loops, 
leakage paths, and voltage transients, while providing dc to 
2kHz (-3dB) response. 

WHERE TO USE MODELS 290A AND 292A 
IndustriaJ Applications: In data acquisition systems, computer 
interface systems, process signal isolators and high CMV instru
mentation, models 290A and 292A offer complete galvanic iso
lation and protection against damage from transien ts and fault 
voltages. High level transducer interface capability is afforded 

Low Cost, Single and 
Multichannel Isolation Amplifiers 

290Al292A I 

290Al292A FUNCTIONAL BLOCK DIAGRAM 

"' OUTPUT 

. il='" 5 Inpu, 
t 1292AONLVI 

'-----{:ala ~:R 

GAIN-l+~ (1VNT0100v1V) 
lkn+I\(1tll1 

with 20V pk-pk input signal range at a gain of I V /V operation. 
In portable single or multichannel designs, single power supply 
operation (+8V to + 16V) enables battery operation. 

DESIGN FEATURES AND USER BENEFITS 
Isolated Power: Dual ±13V dc output, completely isolated from 
the input power terminals (±1500V dc isolation), provides the 
capability to excite floating signal conditioners, front end buf
fer amplifiers and remote transducers such as thermistors or 
bridges. 

Adjustable Gain: Models 290A and 292A adjustable gain offers 
compatibility with a wide class of input signals. A single ex
ternal resistor enables gain adjustment from IV IV to 1 OOV IV 
providing flexibility in both high level transducer interfacing 
as well as low level sensor measurement applications. 

Floating, Guarded Front-End: The input stage of models 290A 
and 292A can directly accept floating differential signals or it 
may be configured as a high performance instrumentation 
front-end to accept signals having CMV with respect to input 
power common. 

High Reliability: Models 290A and 292A are conservatively 
designed, compact modules, capable of reliable operation in 
harsh environments. They have a calculated MTBF of over 
400,000 hours and are designed to meet MIL-STD-202E en
vironmental testing as well as the IEEE Standard for Transient 
Voltage Protection (472-1974: Surge Withstand Capability). 
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, SPECIFICATIONS (typical @+25°C;G = 100VN and Vs = +15V dc, unless,otherwise noted) ',' 
MODEL 

GAIN (NON INVERTING) 
Ranle (50kQ,Load)' 

Formula 

Deviation from Formula 
vs. Time 
vs. Temperature (-2SoC to +8,DC)1 
Nonlinearity, G = IVN to lOOVN2 

INPUT VOLTAGE RATINGS 
Linear Differential Range. G • lV N 
Max Safe Differentiallnpul 

Continuous, 1 min 
Max CMV, Inputs to Outputs 

ac, 60Hz, 1 Minute Duration 
Continuous, ac 
Continuous, de 

CMR, Inputs to Outputs, 60Hz, Rs < till 
Balanced Source Impedance 
Ikn Hi In Lead Only 

290A 

Max Leakage~rrent.lnputstoPowerCommon 
IIIllSV ae,60Hz 

INPUT IMPEDANCE 
Differential 
Overload 
Common Mode 

INPUT DIFFERENCE CURRENT 
Initial, @ +2SDC 
VI. Temperature (_2SDC to +8SoC) 

INPUT NOISE 
Voltage, G = IOOV N 

O.OlHz to 10Hz 
10Hz to 1kHz 

Current 
0.05Hz to 100Hz 

FREQUENCV RESPONSE 
Small Signal, -ldB, G = IVN 
Slew Rate 

292A 

ltoloo.,.I'V, 

Gain. [I + IOOkn] 
Ikn+ Ri(km 

±l" 
±O,OOllJ6/1000 Houn 
±D.0075"fc 
±D. I" (±0.25")' 

±5V min (±lOV min)' 

llOV nos 

1 SOOV nns max 
±IOOOV pk max 
±15OOV pk max 

l06dB 
lOOdB min 

lOpArmsmax 

10'(l!17OpF 
lookn 
5 X 10lonillOOpF 

+lnA 
±o.lnAfC 

I"Vp-p 
1.51lV rms 

SpAp1 

2.5kHz 
SOmV/1IS 

Full Power, IOV p-p Output 
Gain - IVN thru 100VN 2.0kHz(1.0kHz)' l.OkHz(1.0kHz)' 

t(S + SO/G)mV 
OFFSET V01.TAGE REFERRED TO INPUT 

Initial, /I +ZSOC, Adjustable to Zero 
vs. Temperature (-ZSoC to +8SoC) ±(IO+ ISO/G}jtvfc ±(8 + 2so/G)"VfC 
vs. Supply Voltage 

RATED OUTPUT 
Voltage, SOk Load 
Output Impedance 
Output Ripple, IMHz Bandwidth 

OSCILLATOR DRIVE INPUT 
Input Vol .... 
Input Frequency 

ISOLATED POWER OUTPUTS 
Volt'll' Full Load 

~c:~a;; 
Regulation, No Load to Full Load 
Ripple, 100kHz Bandwidth 

POWER SUPPLY, SINGLE POLARITY 
Vol •• Rated Performance 
Vol •• Operating 
Current. Quiestent 

TEMPERATURE RANGE 
Rated Performance 
Storaae 

CASE DIMENllIONS 

NOTES 

N/A 
N/A 

±SmAmm 

200mVP1, 

±lmV/'I(, 

±5V min (±lOV min)1 
Ikn 
IOmVpk-pk 

±13V de 
±S" 

+0, -15" 

+15V de 

8 to 16V pk-pk 
100kHz ±S%. max 

±lSmAmin 

2SOmVp-p 

+BY de to +15.SV de 
+2OmA 

_25°C to +8SoC 
-=-SSoC to +8SoC 

I Glin temperature drift is.,ccificd ... percea. of output ...... level. 
'Gain acmIiaeuity is lpecifted .. a perc:cDup: of lOY pk..,k oucput span. 
In.e. specs apply for a 20V pk..,k output sp ... 
"00 not load YJso WheD operatiDa at output IpUIIlP'fttel' than IOV pk.,m. 
Spcdf1cadonllUbject to ch ... without notice. 
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OUTLINE DIMENSIONS 
DimensioDS shoWD in inches and (mm). 

1'---1.61 (38.1) MAX-----t 

-r 
290Al292A 1'&'71 

MAX 

-1 ....,rr--n--------,rr-~o.20 TO 0.25, 
(6TOIA) 

-'=--il ~ I~I~.~R COMt+Vs 7 
2 GAIN 

3 .+v~ PWR COM 8 

• v ... i • 
'11.,. 

I 5HIIN LOOUT11 

HIQUT12 

I GUARD 

~TJ2~: :E:.m. ......f i---ORIE) 0.112.M) 
·PINS 9 AND 10 NOT PRESENT ON 290A 

SHIEWED MOUNTING SOCKET 
ACI054 

Figure 1. Model290A and 292A TermifllJl Ratings 

Rating 

±1l0V rms (eont.) 
±l000V pk (eont.) 
±1 SOOV pk (eont.) 
± lSOOV rms (1 min) 
±SOV pk (eont.) 
SOGSlll20pF 

Remarks 

Withstand Voltage, Steady State 
Isolation, Steady State. ac 
Isolation, Steady State, dc 
Isolation, ac, 60Hz 
Isolation, de 
Isolation Impedance 

Table 1_ Isolation Ratings Between Terminals 



THEORY OF OPERATION 
The remarkable performance of models 290A and 292A are 
derived from the carrier isolation technique which is used to 
transfer both signal and power between the amplifier's guarded 
input stage and the rest of the circuitry. The block diagram for 
both models is shown in Figure 2 below. 

The bipolar input preamplifier operates single-ended (non
inverting). Only a difference bias current flows with zero net 
bias current. A third wire return path for input bias current is 
not required. Gain can be set from 1 V IV to lOOV IV by chang
ing. the gain resistor, Ri' To preserve high CMR, the gain resis
tor must be guarded. Best performance is achieved by shorting 
terminal 2 to terminal 1 and operating the isolator at a gain 
of lOOV/V. 

For powering floating input circuitry such as buffer amplifiers, 
instrumentation amplifiers, calibration signals and transducers, 
dual isolated power is provided. High CMV isolation is achieved 
by the low-leakage transformer coupling between the input 
preamplifier, modulator section and the output circuitry. Only 
the lOpF leakage capacitance between the floating inputsection 
and the rest of the circuitry keeps the CMR from being infinite. 

HI 
OUll'UT 

'--f-n.;= ....... -@, O~~T 

"I=Hz Input 
1 • 1292AONLVj 

'---@a ~~R 

GAIN = 1 + lUI ~":.'~~UI llYN TO l00v1V1 

Figure 2. Block Diagram - Models 290A and 292A 

GUIDEUNES ON EFFECTIVE SHEILDING & 
GROUNDING PRACTICES 
• Use twisted shielded cable to reduce inductive and capaci

tive pickup. 
• Drive the transducer cable shield, S, with the common 

mode signal source, EG. to reduce the effective cable ca
pacitance as shown in Figure 3. This is accomplished by 
connecting the shield point S, as close as possible to the 
transducer signal low point B. This may not always be pos
sible. In some cases the shield may be separated from signal 
low by a portion of the medium being measured (e.g. pres
sure transducer). This will cause a common mode signal, 
EM, to be generated by the medium between the shield and 
the signal low. The 86dB CMR capability of both models 
between the input terminals (HI IN and LO IN) and 
GUARD, will work to suppress the common mode signal, 
EM' 

• Dress unshielded leads short at the connection terminals 
and reduce the area formed by these leads to minimize 
inductive pickup. 

Understanding the 290Al292A 

MEDIUM.., 
COMMON 

MODe 
VOLTAGE 

TRANSDUCER 

RL 

TR.o.NSOUCEA 
GROUND 

GROUND COMMON MODE 
VOLTAGE SYSTEM 

GROUND 

Figure 3. Transducer - Amplifier Interface 

GAIN AND OFFSET TRIM PROCEDURE II 
In applying the isolation amplifier, highest accuracy is achieved 
by adjustment of gain and offset voltage to minimize the peak 
error encountered over the selected output voltage span. The 
following procedure illustrates a calibration technique which 
can be used to minimize output error. In this example, the 
output span is +SV to -SV and operation at Gain = lOV/V 
is desired. 

1. Apply EIN = 0 volts and adjust RO for EO = 0 volts. 
2. Apply EIN = +O.SV dc and adjust RG for Eo = +S.OV dc. 
3. Apply EIN = -o.SV dc and measure the output error (see 

curve a). 
4. Adjust RG until the output error is one half that measured 

in step 3 (see curve b). 
s. Apply +O.SV dc and adjust Ro until the output error is 

one half that measured in step 4 (see curve c). 

-5 -4 -3 -2 -1 +1 +2 +3 +4 +6 

OUTPUT VOLTAGE - Volts 

GAIN RESISTOR. RI, 1%. 50ppmrC METAL FILM TYPE IS RECOMMENDED. 
FOR GAIN = 1VN, LEAVE TERMINAL 2 OPEN. 
FOR GAIN = 100VIV, SHORT TERMINAL 2TO TERMINAL 1 

GAIN'" 1 + lku!':fiU 

OUTPUT FILTER, 1OkO RESISTOR AND CAPACITOR, C. 
SELECT C TO ROLL.QFF NOISE AND OUTPUT RIPPLE: 

f=(-3dBI- 21rC(;1knl 

Figure 4. Gain and Offset Adjustment 
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SELECTING BANDWIDTH 
In low frequency" signal measUrements, su<:h as thermocouple 
temperature measurements, strain gage measUrements and 
geophysical instrumentation, an external filter is used to 
select bandwidth and minimize output noise. 

When used with a buffer amplifier as shown in Figure Sa be
low, a series resistor (Rs) is used to lower the effective value 
of the filter capacitor required to achieve very low frequency 
(under 200Hz) noise filtering. 

--' 
NOTE: MOUNT FILTER AS CLOSE TO EXTERNAL 

AMPLIFIER AS POSSIBLE 

Figure 5a. Selecting Bandwidth with External Capacitor and 
Buffer 

An active filter, as illustrated in Figure Sb will significandy 
improve 60Hz noise reduction at the output by providing a 
sharp roll-off characteristic. The SHz 3-pole active filter design 
illustrated in Figure Sb, will increase the 60Hz noise r.eduction 
by SOdB. Overall CMR performance of models 290 and 292 
and the SHz active filter approaches IS0dB @60Hz and lkO 
imbalance. 

NOTE: MOUNT FILTER AS CLOSE TO EXTERNAL 
AMPLIFIER AS POSSIBLE 

Figure 5b. Selecting Bandwidth. with a 3-Pole 5Hz Active. Filter 

PERFORMANCE CHARACTERISTICS 
Common Mode Rejection: Input-to-Output CMR is dependent 
on source impedance imbalance, signal frequency and ampli
fier gain. CMR is rated at 11 SV ac, 60Hz and lkO imbalance 
at again of 100V/V. Figure 6 illustrates CMR performance as 
a function of signal frequency. CMR approaches 130dB at dc 
with source imbalances as high as 1kO. As gain is decreased, 
CMR is reduced. At a gain of 1 V IV, CMR is typically 12dB 
lower than at a gain of l00VIV. 

·TEST CIRCUIT - 1kn EACH RESISTOR 
CMR VALUE GIVEN FOR HI IN LEAD AND LO IN LEAD 

~~~~~,~o--~~~,~oo'-~~~,~ooo~~~~,~ 
FREQUENCY - Hz· 

Figure 6. Typical Common Mode Rejection vs. Frequency 

Figure 7 illustrates the effect of source imbalance on CMR per
formance at 60Hz and Gain = 100VIV. CMR is typically 
HOdB at 60Hz and a balanced source. CMR is maintained 
greater than 70dB for source imbalances up to 100kO. 
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, .. 
I 

GUARANTEED CMR O'G· 100vN 
1GOdB MIN fill 60Hz and 1kO 

SOURCE IMPEDANCE IMBALANC 
'20 

HII1 t , 
1'-" LOIN r--.. 

r~ r-.. aGAIN 

t-.... ~ 1 hOIN LO'''?' 

, OUTr-o 

r- $ I':: g_11mVN 

I I III 1 11 

• , 
~ 100 

~ .. .. 
i .. 
I ~ 

20 
rrEST CIRCUIT _ EACH RESISTOR ADJUSTED on TO lOOk{} 

I CMR VALUE GIVEN FOR HI IN LEAD AND LO IN LEAD 

10 100 ,.' 'Ok ·'00 
SOURCE IMPEDA~E IMBALANCE - n 

Figure 7. Typical Common Mode Rejection vs. Source 
Impedance Imbalance 

Gain Nonlinearity: Linearity error is defined as the deviation 
of the output voltage from the best straight line and is speci
field as a % of peak-to-peak output voltage span; e.g., nonlinear
ity of models 290A and 292A operating at an output span of 
10V pk-pk (±5V) is ±0.1% or ±IOmV. Figure 8 illustrates gain 
nonlinearity for any output spari to 20V pk-pk (±10V). . 

0.20 

0.18 

to",. 
> 

1°·14 
Q 0.1 .. 2 

J 0.10 
~ i 0.01 

~ 0.06 
i§ 
Z 0.04 

0,0 2 

-

1/ 
/ 

/ 

V 
~ 

V 
V 

10 12 14 18 18 20 

OUTPUT VOLTAGE - Volts pop 

Figure 8. Typical Gain Nonlinearity vs. Output Voltage 

Input Voltage Noise: Voltage noise, referred to input, is de
pendent on gain and bandwidth as illustrated in Figure 9. 
RMS voltage noise is shown in a bandwidth from O.OlHz to 
the frequency shown on the horizontal axis. The noise in a 
bandwidth from O.OlHz to 10Hz is 11lV pk-pk at a gain of 
100V N. This value is derived by multiplying the rms value at 
f = 10Hz shown in Figure 9 by 6.6. ' 

For best noise performance in particular applications, a low 
pass filter at the output should be used to selectively roll-off 
noise and undesired signal frequencies beyond the bandwidth 
of interest. Increasing gain will also reduce the inpu t noise. . 

'0 

~ I ~nfta~ " 'M~_ -. O".!-V ..... 
f-r---r- I _f-

G-,." 
1-'"'1--' 

0" 
, I--~I--' 

'0 .'00 '000 

BAN,DWIDTH (-3dBI- Hz 

Figure 9. Typical Input Voltage Noise vs. Bandwidth 



Input Offset Voltage Drift. Total input drift is composed of 
two sources, inpu t and ou tpu t stage drifts and is gain depend
ent. The curve of Figure 10 illustrates total input drift over 
the gain range of 1 to 100VN. 

'CIllO 

"-

'" '--

,. , 

1"-
,-2. 

292J 

~ 
~P-. ,. '00 

OAIN-VIV 

Figure 10. Typical Input Offset Voltage Drift vs. Gain 

REFERENCE EXCITATION OSCILLATOR, MODEL 281 
When applying model 292A, the user has the option of building 
a low cost 100kHz excitation oscillator, as shown in Figure 11, 
or purchasing a module from Analog Devices-model 281. 

L':'rT-_+15V de 

--L"",.-~i OUT 

• OUT 

Figure 11. 100kHz Oscillator Interconnection Diagram 

The block diagram of model 281 is shown in Figure 12. An 
internal +l2V dc regulator is provided to permit the user 
the option of operating over two, pin selectable, power in
put ranges; terminal 6 offers a range of +14V dc to +28V dc; 
terminal 7 offers an input range of +8V dc to +14V dc. 

(+8V;~S+f4VI 7~;:::==:::::;:1----1 
{+14V+¥a-+28V1 6 

+1~J1I 
,..... I --__ -{22Ji OUTPUT 

SYNCOUT (!5i}---+---i OSCILLATOR r +12:-u-t. 

PWR COM C(:=::==:!:===:!::===~)3 IOUTPUT 

-LEAVE TERMINAL 6 OPEN. WHEN POWER IS APPLIED TO TERMINAL 7. 

Figure 12. Model 281 Block Diagram 

Model 281 oscillator is capable of driving up to 16 model 
292As. As shown in Figure 1~, an additional model 281 may be 
driven in a slave-mode to expand the total system channels 
from 16 to 32. By adding additional model 281's in this man
ner, systems of over 1000 channels may be easily configured. 

Multichannel Isolation Amplifier 290Al292A 
TO PINI'AND lOOF ISOLATORS '8THRU 32 

28' 

TO PINS 9 ANO 10 OF ISOLATORS 2 THAU 16 

Figure 13. External Oscillator Interconnection 

SPECIFICATIONS 
(typical @+25°C and Vs = +15V dc unless otherwise noted) 

MODEL 

OUTPUT 
Frequency 
Wavefonn 
Voltage (tP. and 4i terminals) 
Fan-out1.2 

POWER SUPPLY RANGE' 
High Input, Pin 6 

Quiescent Current, N.L. 
F.L. 

Low Input, Pin 7 
Quiescent Current, N.L. 

TEMPERATURE 
Rated Performance 
Storage 

F.L. 

281 

lOOkHz±S% 
Squarewave 
0'0 +12V pk 
16 max 

+(14 to 28)V de 
+SmA 
+16mA 
+(8 to 14)V de 
+12mA 
+33mA 

o to +70oC 
_55°C to +8SoC 

1 Model 292A oscillator drive input represents unity oscillator load. 
:I For applications requirin, more than 16 292As, additional 2811 may 

be used in a master/slave mode. Refer to Figure: 13 • 
• Pull load consists of 16 model292As and 281 osc:illatorslaft. 
Specifications subject to chance without notice. 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

~1·· _______ 1~~ ________ 4·~1 

:(AX 
(12.41 28, 

L------,r'1'r"""'Tl"..,..,.rn--'J 
0.20IU8IMIN 
0.21 11.3151 MAX 

-l1-0.0215.2IDIA t 

IIIII Hlllllilit 
BOTTOM VIEW -l I 
WEIGHT: 10 GRAMS ....... O.1Ii.&4IGRID 

PIN TERMINAL IDENTIFICATION 
1 POWER COMMON 5 SYNC OUTPUT 
2 JOUTPUT 8 +'4: HIGH RANGE +114 til 28IV de 
= ~~JUT 7 +Ys: LOW RANGE +1810 141V de 

MATING SOCKET: 
CINCH #16 DIP OR EQUIVALENT 
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APPLICATIONS IN INDUSTRIAL MEASUREMENT AND 
CONTROL SYSTEMS 
Remote Sensor Interface: In chemical, nuclear and metal pro
cessing industries, models 290A and 292A can be applied to 
measure and control off-ground millivolt signals in the pres
ence ±lS00V dc CMV signals. In interface applications such 
as pH control sys.tems or on-line process measurement sys
tems such as pollution monitoring, models 290A and 292A 
offer complete galvanic isolation to eliminate trou blesome 
ground loop problems. Isolated power outputs and adjust
able gain add to the application flexibility of these models. 

Figure 14 illustrates how model 290A or 292A can be com
bined with a low drift,.lIlV/oC front-end amplifier, model 
ADS 17L, to interface low level transducer signals. Both 
products provide isolated ±13V dc power and front-end 
guard in addition to eliminating ground loops and pre-
serving high CMR (lOOdB @ 60Hz). 

+15V 

R, 

Eo 
.. v ",,. 

.,F -., 

200n 

... ,. 
~ ADJUST .. ,. 

POWER 
COM 

Figure 14. Input Signal Conditioning Using Isolated Power for 
Transducer Buffer Amplifier 

Instrumentation Amplifier: Models 290A and 292A provide 
a floating guarded input stage capable of directly accepting 
isolated differential signals. The noninverting, single-ended 
input stage offers simple two wire interconnection with 
floating input signals. 

In applications where the isolated power is applied to trans
ducers such as bridges which generate differential input signals 
with common mode voltages measured with respect to the iso
lated power common, models 290A and 292A can be con
nected as shown in Figure IS. To· achieve high CMR with 
respect to the ISO PWR COM, the following trim procedure 
is recommended. 

CMR Trim Procedure 
1) Connect a IV pk-pk osciIIator between the +IN/-IN and 

IN COM terminals as shown in Figure IS. 
2) Set the input frequency at O.5Hz and adjust R1 for mini

mum EO. 
3) Set the input frequency at 60Hz and adjustR2 for mini

mum EO. 
4) Repeat steps 2 and 3 for best CMR performance. 

~£1 :::2OOkn R2 
.seE:CMRTRIM 100kQ 

"" PROCEDURE &8pF 
1VPK.pK 

~'N~OO~.~ __ ~~~~~ __ ~~ 

.v"" o-----------"=t-<'---~~ 
·v"" o-------------~------~ 

Figure 15. Application of 290A as Instrumentation Amplifier 
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Isolated Temperature Measurements: Industrial temperature 
measurements are often performed in harsh environments 
where line voltages or ~ransients can sometimes b~ impressed 
on the temperature sensor. To provide protection for the deli
cate recording instrumentation, models 290A and 292A ~an be 
applied as shown in Figure 16. The Analog Devices' AC2626 
probe is a temperature sensor whose output is a current di
rectly proportional to absolute temperature. The isolation 
amplifier provides the isolated power (+13V dc) as well as the 
input/output isolation. Zero calibration is performed by 
placing the AC2626 probe in a zero temperature bath and 
adjusting Ro for Eo to 0 volts. Full scale output adjustment 
is performed by placing the AC2626 probe in boiling water 
(100°C) and adjusting Rs for 1.000Voutput. 

Figure 16. Isolated Temperature Measurements 

Current Loop Receiver: Model 290A and 292A can be applied 
to measurement of analog quantities transmitted via 4-20mA 
current loops over substantial distances through harsh environ
ments. Figure 17 shows an application of model 290A or 292A 
as a current loop receiver. A 2Sn resistor converts the 4-20mA 
current input from a remote loop to a 100-S00mV differen
tial voltage input, which the isolator amplifies, isolates, and 
translates to a 0 to +5V output level at local system ground. 

Among the most-helpful characteristics of the isolator in this 
kind of measurement are the high common-mode rejection 
(100dB minimum at 60Hz with 1kn source unbalance) and 
the high common-mode rating (±lS00 volts dc). The former 
means low noise pickup; the latter means excellent isolation 
and protection against large transients. The high common
mode rejection, permitting relatively low input voltage to be 
used (O.4V span, in this case), permits the use of a low current
metering resistance, which in tum results in low compliance
voltage loading on the current loop, and therefore permits in
sertion into existing loops without encountering overrange 
problems. The gain of 12.5 provides a substantial output 
span, and the floating output permits biasing to a 0 to SV 
range. 

G=12.5VN ZERO ADJUST: 
ADJUST FOR 

~",'1~OVV'!HEN 

Figure 17. Isolated Analog Interface; 4 to 20mA is Converted 
to 0 to +5V at the Output, with Up to ± 1500 V of Isolation 
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Accuracy 
Total vs 

BW Error Temp 
MHz %FS o/oI"C Package Temp 

Model typl max typ Options2 Range3 Page Comments 

AD834 >500 2 N,Q,R C,I,M 6-65 Very High Speed 4-Quad MultlDiv 
ADS39 60 1.5-2.5 1-2% (T<nin-Tm=) D,N C,M 6-31 High Speed 2-Channel, 2-Quad Mult/Div 
AD534 1 0.25-1.0 0.0008-0.022 
AD632 1 0.5-1.0 0.01-0.02 
AD532 I 1-2 0.01-0.04 
AD538 0.4 0.5-1.0 
AD535 0.02 0.5-5.0 0.01-0.05 
AD633 1 1 
AD734 10 0.15-0.03 0.003 

Modulators/Demodulators 
Unity Gain 
BW 

Model MHzl Gain 

AD630 2 ±1, ±2 

Slew Rate 
V/",s 

45 

D,E,H 
D,H 
D,E,H 
D 
D,H 
N,R 
N,Q 

Package 
Options2 

D,E,N 

C,M 
I,M 
C,M 
I,M 
C 
C 
I,M 

Temp 
Range3 

C,I, M 

6-13 High Accuracy 4 Quad MultlDiv 
6-47 High Accuracy Replacement for AD532 
6-7 Accurate 4-Quad Mult/Div 
6-23 Simultaneous MultlDiviExponentiator 
21-4 Dedicated Divider 
6-51 Low Cost 4-Quad Multiplier 
6-55 High Accuracy Replacement for AD534 

Page Comments 

6-39 Balance ModulatorlDemodulator with 10 V FS Output 
'Unity gain small signal bandwidth. 
'Package Options: D-Side-Brazed Dual-In-Line Ceramic; E-Leadless Chip Carrier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line; Q-Cerdip; R-Small Outline Plastic (SOIC). 
'Temperature Ranges: C-Commercial, 0 to +70'C; I-Industrial, -40'C to +85'C (Some older products -2S'C to +85'C); M-Military, -5S'C to +125'C. 
Boldface Type: Product recommended for new design. 



The devices catalogued in this section are high-performance ICs 
that accept analog voltages and multiply, divide, square and/or 
square-root them, depending on device properties and connections. 
Other multiplying devices available from Analog Devices include 
digital multipliers (in DSP Products Databook) and multiplying 
D/A converters (Data Conversion Products Databook). 

Multiplication: For two inputs, Vx and Vy, a multiplier will 
provide the output, Eout = V xV y1Eref, where Eref is a dimensional 
constant, usually of lOY nominal value. If Eref= lOY, Eout= lOY 
when Vx and Vy are lOY. Multipliers are used for modulation 
and demodulation, fixed and variable remote gain adjustment, 
power measurement and mathematical operations in analog 
computing, curve fitting and linearizing. 

If the inputs may be of either positive or negative polarity and 
the output polarity is in a correct relationship for multiplication, 
the device is called a "four-quadrant" multiplier, reflecting the 
four quadrants of the X-Y plane. 

Squaring:IfVx = Vy = Vin,amultiplier'soutputwillbeVin2/Eref. 
A four-quadrant multiplier, used as a squarer, will have an out
put that is positive whether V in is positive or negative. Squarers 
are useful in frequency doubling, power measurement of constant 
loads and mathematical operations. 

Division: For a numerator input, V., and a denominator input, 
V .. an analog divider will provide the output, Eout = EreIY.lVJ. 
If Eref = lOY, Eout will be lOY or less for Vz ..;; Vx' Vx is of a 
single polarity and will not provide meaningful results if it 
approaches zero too closely. If V z may be of either positive or 
negative polarity, the device is described as a "two-quadrant" 
divider, and the output will reflect the polarity of V z. Analog 
dividers are used to compute ratios - such as efficiency, attenuation, 
or gain; they are also used for fixed and variable remote gain 
adjustment, ratiometric measurements and for mathematical 
operations in analog computing. 

Square Rooting: For a numerator input, Yin, and a denominator 
input, Eo (th~ ~utP~t fed back to the denominator in~t), the 
output of a diVider IS Eo = Eref <VjjE.); hence Eo = ErerV in' 
A square rooter. works in one quadrant; some devices require 
external diode circuitry to prevent latchup if the input polarity 
changes, even momentarily. Square roots are used in vector and 
rtns computation, to linearize flowmeters, and for mathematical 
oper~tions in analog computing. 

CHOOSING A MULTIPLIER, DMDER, ETC. 
A nuIilber of devices are listed here, differing in internal ar
chitecture, external functional configuration and performance 
specifications. Most have essentially fixed references; the AD538 
is a multifunction device that performs the one-quadrant operation, 
Eo = V!<VylVJm, where m is an exponent adjustable from 1/5 
to 5. . 

Considerable information on these functions, the nature of devices 
to perform them and extensive discussions of their applications 
can be found in the Nonlinear Circuits Handbook.' A wealth of 
information is also to be found in the data sheets for the individual 

'NODliBear Cin:uits H""dbook, D.H. SheingoJcl, ed., 1976, 536pp., $5.95, 
Analog Devices, Inc., P.O. Do" 9106, Norwood, MA 02062·9106 

Orientation 
Analog Multipliers/Dividers 

devices published in this section. In addition to the products 
listed here, a number of popular earlier products are still available; 
data sheets are available upon request. 

Internal Architecture: All of the devices in this section rely on the 
logarithmic properties of silicon P-N junctions. An example of 
the translinear principle that they embrace can be seen in the 
circuitry of a "Gilbert cell," employed in various forms for 
analog multiplication. Its four-quadrant multiplying circuitry 
and performance are described in (1), with further references to 
the original sources. The inp~t voltages are converted to currents; 
the currents are multiplied together and divided by a reference, 
and the net output current, IxI"tIref' is converted to voltage by 
feedback around the output amplifier. The feedback terminals 
are available as inputs for applications involving division. 

A 
Ql Q2 

Basic Four·Quadrant Variable-Transconductance Multiplier 
Circuit 

AD538 Functional Block Diagram 

SIGNAL 
GND 

PW. 
GND 

In multifunction devices like the AD538, the feedback currents 
of the V z and V x input op amps are used to develop logarithmic 
voltages across transistor base·emitter junctions; these voltages 
are differenced to provide the logarithm of the ratio, V.IV X' 
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At the user's choice, this log ratio is either amplified (m> 1), 
attenuated (m< 1) or unchanged (m = 1), then applied to a product
antilog circuit which adds the logarithm of V Y' then takes the 
antilogarithm to produce the output equation, 

VOUT= vy{ifr 
x 

Wideband Multipliers have bandwidths greatly exceeding IMHz. 
The output is generally in the form of current, for maximum 
bandwidth (current-to-voltage conversion tends to reduce 
bandwidth and is unneCessary in many applications). The user 
can choose an appropriate external amplifier - or other circuitry 
- to meet the needs of the application. The AD734 is a four
quadrant multiplier/divider with a 10 MHz full power bandwidth 
and 0.15% satic accuracy specifications. The AD539 is a dual 
multiplier/divider with two independent two-quadrant signal 
channels (inputs YI and Y2) and a common X-input, which 
provides linear control of gain for both channels. Signal bandwidth 
is 30MHz and control bandwidth is 5MHz. The AD834 is a 
four-quadrant multiplier with 500MHz large-signal bandwidth 
and 0.5% static-accuracy specifications. It has differential X and 
Y inputs and differential open-collector current output. For 
I-volt inputs, its differential output current is ± 4mA. 

External Functional Configuration: Most of the devices listed 
here can be used for multiplication, division, squaring and/or 
square-rooting (MDSSR), by the appropriate connection of 
external jumpers. Performance of pretrimmed devices is optimized 
in specified modes of operation. The data sheets show how 
devices are connected for the various modes of operation; where 
appropriate, the suggested trim circuits and procedures for 
optimizing performance are provided. 

Technologies: The devices described in these two volumes are 
monolithic integrated circuits. For any application, the user will 
evaluate a device on the basis of its performance in the desired 
mode(s). The pretrimmed ICs use laser trimming of thin-fllm-on
silicon chips at the wafer stage and buried-Zener reference cir
cuitry, as well as thermally balanced input stages and "core" 
circuitry, for overall maximum errors as low as 0.15%, and high 
linearities. 

Performance: Multiplier performance, specifications and test 
circuitry are described in great detail in the Nonlinear Circuits 
Handbook. Here is a brief digest of the factors rclating to 10w
frequency performance. 

An ideal multiplier has an output which is the product of two 
input variables, X and Y, divided by the 10V scaling voltage. 
However, the practical multiplier is subject to various offset 
errors and nonlinearities which must be accounted for in its 
application. This discussion is intended to assist the designer in 
understanding and interpreting multiplier and divider specifica
tions and obtaining insight into device performance. 

In practical (see the simplified single-ended multiplier in the 
figure), a multiplier may be considered as having two parts, one 
(M) contains the input circuitry and the multiplying cell; the 
other is a gain-conditioning op amp, A. 

Also summed at the op-amp input is the feedback variable, Z. 
In multiplication, Z is connected to the output circuit. In division, 
Z and X are the inputs, and Y is connected to the output. The 
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Functional Block Diagram of Typical Multiplier/Divider 

figure shows a model with 10-volt scale factor used for considering 
errors. x., and Yo are input offset voltages, Zo is the offset-referred
to-the-input of the output amplifier, and f(X', V') is the non
linearity, viewed as the departure from the ideal multiplication, 
X'Y' Th .. I di th .. f th s: lOR' e output equatton, mc u ng e errors IS 0 e lorm 

XY [ x.,y XY. f(X,y~ Eo = lOB ± 
lOB 

± 
lOB 

± Z. + 

Product X_ Y- Output Nonlinearity 
offset and 

Linear Feedthrough Feedthrough 
nyu "X" 

The errors are included in the bracketed term, except for gain 
error, which is the departure of "B", the gain-error term, from 
its nominal value of unity. The effects of input offsets (called 
"linear feedthrough") can be set to zero by adding external 
input biases, the output offset can be set to zero by biasing the 
output amplifier, and the gain can be externally calibrated by 
adjusting the reference or the feedback resistance. The remaining 
departure from the ideal output for any combination of input 
values is the irreducible linearity error, or nonlinearity, a function 
of X and Y that differs from device to device and, with temperature, 
within a given device. The component of nonlinearity for X = 0 
is called "Y feedthrough" and for Y = 0, it is called "X feed
through". 

The "total error" specification includes the effects of all these 
errors. Although a guide to performance, it may produce an 
excessively conservative design in some applications. For example, 
output offset is not important if the output is to be capacitively 
coupled or the initial offset is nulled. Gain error is not important 
if system gain is to be adjusted elsewhere in the system or if 
gain is not a critical factor in system performance. If frequent 
calibration of offset and scale-factor errors is available (e.g., in a 
"smart" instrument, via software) nonlinearity becomes the 
limiting parameter. In such cases, improvements in predicted 
error can be achieved by using the approxintate linearity 
equation: 

f(X,Y) ~ IV.IEx + IVylEy 

where Ex and Ey are the specified fractional linearity errors (%/100) 
and V. and Vyare the input signals. 



When multipliers are fed back for use in division applications, it 
is important to recognize that maximum multiplication errors 
are increased approximately in proportion to the inverse of the 
denominator voltage (lOVNx)' and bandwidth is decreased in 
proportion to denominator voltage. Pretrimmed multipliers used 
in such applications, with wide dynamic range of X (i.e., >10:1), 
will always benefit greatly by the trimming of offsets, especially 
Zo (affects offsets) and X. (affects gain), for small values of X. 

DEFINITIONS OF SPECIFICATIONS* 
Accuracy is defined in terms of total error of the multiplier at 
room temperature and constant nominal supply voltage. Total 
error includes the sum of the effects of input and output dc 
offsets, nonlinearity, and feedthrough. Temperature dependence 
and supply-voltage effects are specified separately. 

Scale Factor: The scale-factor error (or gain error) is the difference 
between the average scale factor and the ideal scale factor (e.g., 
(IOV) -I). It is expressed in percent of the output signal. Tem
perature depentknce is specified. 

Output Offset refers to the offset voltage at the output-amplifier 
stage. This offset is usually minimized at manufacture and can 
be trimmed where high accuracy is desired. Output offset 'liS. 

temperature is also specified. 

Linearity Error or Nonlinearity is the maximum difference between 
actual and "best-straight-line" theoretical output, for all pairs of 
input values, expressed as a percentage of full scale, with all 
other de errors nulled. It is the irreducible minimum error. It is 
usually expressed in terms of X and Y nonlinearity, with the 
named input swinging over its full-scale range and the other 
input at (±) IOV. Y nonlinearity is considerably less than X 
nonlinearity in simple "Gilbert-ce1l" multipliers. This specification 
includes nonlinear feedthrough. 

X or Y Feedthrough is the signal at the output for any value of X 
or Y input in the rated range, when the other input is zero. It 
has two components, a linear one, corresponding to an input 
offset at the zero input, which can be trimmed out (but can drift 

+ XI DENOMINATOR 
V, lC2 OUT 

.. -~ ~ AD734 

ZI 

VI zz 
V2 

and has a temperature specification), and a nonlinear one, which 
is irreducible. F eedthrough is usually specified at one frequency 
(50Hz) for a 20V p-p sine wave input. It increases with frequency, 
and plots of typical feedthrough vs. frequency are provided on 
multiplier data sheets. 

Noise is specified and measured with both inputs at zero signal 
arid zero impedance (i.e., shorted). For low-frequency applica
tions, filtering the output of the mulitplier may improve small
signal resolution significantly. 

Dynamic Parameters include: small-signal bandwidth, full-power 
response, slew{ ing) rate, small-signal amplitude error and settling 
time. 

Small-Signal Bandwidth is the frequency at which the output is 
down 3dB from its low-frequency value (i.e., by about 30%) for 
a nominal output amplitude of 10% of fuJI scale. II 
Full-Power Response is the maximum frequency at which the 
multiplier can produce the full-scale voltage into its rated load 
without noticeable distortion. 

Slew(ing) Rate (V/fJos) is the maximum. rate of change of output 
voltage for the product of a full-scale dc voltage and a full-scale 
step input. 

Small-Signal Amplitude Error is defined in relation to the frequency 
at which the amplitude response, or scale-factor, is in error by 
1%, measured with a small (10% of full-scale) signal. 

Settling Time, for the product of a ± lOY step and lOY dc, is 
the total length of time the output takes to respond to an input 
change and stay within some specified error band of its final 
value. Settling time cannot be accurately predicted from any 
other dynamic specifications; it is specified in terms of a prescribed 
measurement. 

Vector Error is the most sensitive measure of dynamic error. It is 
usually specified in terms of the frequency at which a phase 
error of 0.01 radians (0.57") occurs. 

OUTPUT,Eo 

+ 
_ NUMERATOR. Vz 

~ 

r--;::===:;--r"1-0UT. Eo 

XI 

lC2 OUT 

AD734 

ZI 

Y1 22 

V2 

R LOAD 
(MUST BE PROVIDED) 

+ 
_ INPUT,VI 

BASIC RELATIONSHIP: (X, -~) (V, - V21 '" 10V (2,.Z21 
V.Vv = 10V Eo V,,(-EoI=10VVz Eo"'-10~ Eo (-Eo) -1OV VI 

Square Rooter Multiplier 

*These are general defmitions. Further definitions are provided a. 
foolnotes In the Specifications table.; they should be read carefuUy. 

Divider 
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MODULATORSIDEMODULATORS 

AD630 Balanced ModuiatorlDemoduiator 
The AD630 is a fast; flexible, switched dual-input op amp With 
an on-chip comparator. Intended for wideblind, low-level, lind 
wide-dynamic-range instrumentation applications and coherent 
systems, it is capable. of such analog signal-processing functions 
as balanced modulator, balanced demodulator, absolute-value 
amplifier, phase detector, square-wave multiplier and two-channel 
precision multiplexer. It can be used as a lock-in amplifier, 
synchfonous detector, rectifier, dual-mode circuit, and much 
more. Essentially a complete device with on-chip sca1ing resistors, 
it can be used for these functions with little or no additional 
circuitry. 

eM OFF eM OFF DIFF OFF DIFF OFF 
ADJ ADJ ADJ ADJ 

,-------(7 CHANNEL 
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STATUS 
BIA 

As a lock-inamplijier, it can recover aO.I-Hz sine wave, transmitted 
as a modulation on a 400-Hz carrier, from aband-limited, clipped 
white-noise signal approxiIDately 100,000 times larger - a dynamic 
range greater than lOOdB. . 

It consists of a frequency-compensated op-amp-output stage, 
with two identical switched differential front ends (A and B), a 
differential comparator that controls the switching and a set of 
jumper-programmable matched precision resistors - trimmed to 
produce closed-loop gain accuracies to ±O.OIS% and gain match 
(between channels) to ±Q.03%. When the net input to the 
comparator is .positive, front-C<Ild A will be selected; when the 
comparator input is negative, front-end B is selected. A SIiJIUS 

outpUt indicates the state of the comparator. 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Pretrimmed To ±1.0% (AD532K) 
No External Components Required 
Guaranteed ±1.0% max 4.Quadrant 

Error (AD532K) 
Diff Inputs For (X,-X2) IV,-V2)/10V 

Transfer Function 
Monolithic Construction, Low Cost 

APPLICATIONS 
Multiplication, Division, Squaring, 

Square Rooting 
Algebraic Computation 
Power Measurements 
Instrumentation Applications 
Available in Chip Form 

PRODUCT DESCRIPTION 
The AD532 is the first pretrimmed single chip monolithic 
multiplier/divider. It guarantees a maximum multiplying 
error of ±1.0% and a ±lOV output voltage without the need 
for any external trimming resistors or output op amp. Because 
the ADS32 is internally trimmed, its simplicity of use provides 
design engineers with an attractive alternative to modular 
multipliers, and its monolithic construction provides 
significant advantages in size, reliability and economy. Further, 
the AD532 can be used as a direct replacement for other IC 
multipliers that require external trim networks (such as the 
ADS 30). 

FLEXIBILITY OF OPERATION 
The ADS32 multiplies in four quadrants with a transfer 
function of (X1-X2)(V l-V 2)/10V, divides in two quadrants 
with a 10VZ/(Xl-X2) transfer function, ar:J square roots in 
one quadrant with a transfer function of ± 10VZ. In addi
tion to these basic functions, the differential X and V inputs 
provide significant operating flexibility both for algebraic 
compu tation and transducer instrumentation applications. 
Transfer functions, such as XV/10V, (X2_VZ)/10V,±X2/ 
10V, and 10VZI(X1-Xz) are easily attained, and are ex
tremely useful in many modulation and function generation 
applications, as well as in trigonometric calculations for 
airborne navigation and guidance applications, where the 
monolithic construction and small size of the ADS 32 offer 
considerable system advantages. In addition, the high CMRR 
(7SdB) of the differential inputs makes the ADS 32 especially 
well qualified for instrumentation applications, as it can 
provide an output signal that is the product of two transducer
generated input signals. 

Internally Trimmed 
Integrated Circuit Multiplier 

AD532 I 
AD532 PIN CONFIGURATIONS 

Y, 

-v, 

OUT Z Ne +v. v, 
3 • 1 .. 19 

-v. 4 " 11 YJ .. 
Ne • 17 NC 

NC. AD532 
TOP VIEW 18 Voe 

NC7 fNottoSCII .. , 16 Ne 

Ne. 14GND 

• 10 11 " " NC X, Ne NC X:r 

Ne ARE NO CONNECT PINS 

GUARANTEED PERFORMANCE OVER TEMPERATURE 
The ADS 32J and ADS 32K are specified for maximum multi
plying errors of ±2% and ±l % of full scale, respectively at 
+2SoC, and are rated for operation from 0 to +70oC. The 
ADS 32S has a maximum multiplying error of ±l % of full 
scale at +2SoC; it is also 100% tested to guarantee a maximum 
error of ±4% at the extended operating temperature limits of 
-SSoC and +12SoC. All devices are available in either the 
hermetically-sealed TO-lOO metal can, TO-116 ceramic DIP 
or LCC packages. J, K and S grade chips are also available. 

ADVANTAGES OF ON-THE-<:HIP TRIMMING 
OF THE MONOLITHIC ADS32 
1. 

2. 

3. 

4. 

S. 

True ratio metric trim for improved power supply 
rejection. 
Reduced power requirements since no networks 
across supplies are required. 

More reliable since standard monolithic assembly 
. techniques can be used rather than more complex 
hybrid approaches. 
High impedance X and V inputs with negligible 
circuit loading. 
Differential X and V inputs for noise rejection and 
additional computational flexibility. 
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SPECIFICATIONS (@ +m:. Vs= :t15Y. R~2kO Vas gruundad) 

Model 

MULTIPUERPERFORMANCE 

Tiansfer Function 

Total Error ( - 10VsX, ys + 10V) 
TA=mintomu: 
Total Errorvs Temperature 
Supply Rejection (± ISV ± 10%) 
liicmlinearity,X(X=20Vpk-pk, Y= 10V) 
Ncmlinearity, Y(Y=20Vpk-pk,X= 10V) 
Feedthrougb,X (YNulled, 

X = 20V pk-pk SOHz) 
Feedthrougb, Y (X NuIIcid, 

Y = 20V pk-pk 50H2) 
Feedthrougb ... Temp. 
Feedtbrough VI. Power Supply 

DYNAMICS 
SmaIISisnalBW(VouT=O.1 rms) 
1% Amplirude Error 

Slew Rate (V OUT 20 pk-pk) 
SettlingTime(to 2%. AVOUT = 2OV) 

NOISE 
Wideband Noisef = 5H2 to 10kH2 

f= 5Hz to 5MHz 

OUTPUT 
OutpUt Voltage Swing 
Outputlmpedance (fs 1kH2) 
OutpUt Offset Voltage 
OutpUt Offset Voltage vs. Temp. 
OutpUtOffset Voltage vs. Supply 

INPUT AMPUFIERS (X, Y and Z) 

Sisnal Voltage Rang< (Diff. orCM 
Operating DifI) 

CMRR 
Ioput Bias Current 

X,Ylnputs 
X, YlnputsTmiD,toTIIIO. 
Zloput 
ZlnputTmiD toT_ 

Offset Current 
Diffemltial Resistance 

DMDERPERFORMANCE 

Tiansfcr Function (X,> X,) 
TotalError 

(Vx= -IOV, -IOVsVzs+\OV) 
(Vx= -IV, - IOVsVzs+ 10V) 

SQUARE PERFORMANCE 

Transfer Function 

Total Error 

SQUARil-ROOTERPERFORMANCE 
TransferFUDCtion 
Total Error(ovsVzs 10V) 

POWER SUPPLY SPECIFICATIONS 
Supply Voltage 

RateclPafCJrlll8lU:e 
Operating 

SupplyCunent 
Quieocent 

PACKAGE OPTIONS' 
TO-II6(D-14) 
TO-IOO(H-IOa) 
LCC(B-2OA) 

NOTE 
'SceSceliool20ro. ........ _iDt'omwiaoI. 
Specllic:atioassubjec:tlOc:lw!FwI_tDOtke. 

ADS32j 

Min 1)p Max 

(X,-X,)(Y,-Y,) 

10V 

±l.S :1:2 •• 
±2.S 

±O.04 
±O.OS 
±O.S 

±O.3 

50 200 

30 ISO 
2.0 

±0.25 

I 
75 
45 
1 

0.6 
3.0 

±IO ±13 
I 
±40 
0.7 
±2.S 

:tIO 
40 

3 
10 
±lO 
±3O 
±0.3 
10 

10V ZI(X,- X,) 

±2 
±4 

(X,-X,)' 

"'Iii\T' 
±O.B 

-VtOVz 
±l.S 

±lS 
±IO :1:18 

4 6 

ADS32]D 
ADS32JH 

Specllic:atioas obowu in boIdfoce .... _ ... 011 productioIl W1iIII .. IiaaleJecu-
k:altest. Resulllfiom __ ... _ to_ ....... quality-.. 

AU miD md ... tpO<iIkatioIII .... ........-. oJ-., oaIy _ obowu 
in boIdfaceue_ ... oIIproductio1l_ 
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ADS32K 

Min 1)p Max 

(X,-X,)(Y,-Y,) 

10V 

, ±.O.7 :1:1.0 
±l.S 
±0.03 
±O.OS 
±O.S 
±O.2 

30 100 

25 80 
1.0 
±0.25 

I 
75 
45 
I 

0.6 
3.0 

±IO ±13 
I 

:1:30 
0.7 
±2.S 

±ID 
SO 

I.S 4 
8 
±S :1:15 
±2S 
±O.l 
10 

10VZI(X,-X,) 

±I 
±3 

(X,-X,), 

~ 
±O.4 

-VtOVz 
±l.O 

:tIS 
±ID :1:18 

4 6 

ADS32KD 
ADS32KH 

ADS32S 
Min 1)p Max Uaitl 

(X,-X,)(Y,-Y,) 

10V 

±O.S :1:1.0 % 
:1:4.0 % 

:to.O] :1:0.04 %I"C 

±O.OS %/% 

±O.S % 
±0.2 % 

30 100 mV 

2S 80 mV 
1.0 mVp-pI'C 
±0.25 mV/% 

I MHz 
75 kH2 
45 VI",. 
I "" 
0.6 mV(rms) 

3.0 mV(rm.) 

±IO ±13 V 
I n 

:1:30 mV 
2.0 mVf',C 

±2.S mV/% 

:tIO V 
SO dB 

1.5 4 .,.A 
8 .,.A 
±S :1:15 .,.A 
±2S .,.A 
:to.l .,.A 
10 .• Mn 

10VZI(X,-X,) 

±I % 
±3 % 

(X,-X,)' 

~ 
±O.4 % 

-VtOVz 
±1.0 % 

±IS V 
±10 :22 V 

4 , mA 

ADS32SD 
AD532SH 
AD532SB 



FUNCTIONAL DESCRIPTION 
The functional block diagram for the ADS 32 is shown in 
Figure I, and the complete schematic in Figure 2. In the 
multiplying and squaring modes, Z is connected to the output 
to close the feedback around the output op amp. (In the 
divide mode, it is used as an input terminal.) 

The X and Y inputs are fed to high impedance differential 
amplifiers featuring low distortion and good common mode 
rejection. The amplifier voltage offsets are actively laser 
trimmed to zero during production. The product of the two 
inputs is resolved in the multiplier cell using Gilbert's 
linearized transconductance technique. The cell is laser 
trimmed to obtain VOUI = (Xl-X2)(Y l-Y 2)/10 volts. 
The built-in op amp is used to obtun low output impedance 
and make possible self-contained operation. The residual 
output voltage offset can be zeroed at Vos in critical applica
tions .... otherwise the Vas pin should be grounded. 

Vx I x, 
x, 

Vv I v, 
v, 

VOUT '" IX, - X2!~~1 -Y21 

(WITH Z TIED TO OUTPUT) 

AD532 

OUTPUT 

Figure 1. Functional Block Diagram 

Figure 2. AD532 Schematic Diagram 

Temperature 
Rouge 

Commercial 
o to +70'C 

Military 
-55"C to + 125"C 

ORDERING GUIDE 

Sidebrazed 
Header (H) DIP 

AD532JH AD532JD 
AD532KH AD532KD 

AD532SH AD532SD 
AD532SHl883B AD532SD/883B 

LeadJess 
Chip Carrier (E) Chips 

AD532J, K 

AD532SE AD532S 
AD532SEI883B 

Thermal Characteristics. 
Thermal Characteristics SIC = 25'CIW for H-IOA 

SIA = 150"C for H·lOA 
SIC = 22'CIW for D·14 or E·20A 
SIA = 85'CIW for D-14 or E-20A 

CHIP DIMENSIONS AND BONDING DIAGRAM 
Contact factory for latest dimensions. 

Dimensions shown in inches and (mm). 

t--------(~:m) ---------1 

0.062 
(1.575) 

LL 
GND 

-Vs 

Vos 

+Vs 

Y, 
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ADS32 PERFORMANCE CHARACTERISTICS 
Multiplication accuracy is defined in terms of total error at 
+25°(: with the rated power supply. The value specified is in 
percent of full scale and includes Xin and Yin nonlinearities, 
feedback and scale factor error. To this must be added such 
application-dependent error terms as power supply rejection, 
common mode rejection and temperature coefficients 
(although worst case error over temperature is specified for 
the AD532S). Total expected error is the rms sum of the 
individual components, since they are uncorrelated. 

Accuracy in the divide mode is only a little more complex. To 
achieve division, the multiplier cell must be connected in the 
feedback of the output op amp as shown in Figure 13. In this 
configuration, the multiplier cell varies the closed loop gain of 
the op amp in an inverse relationship to the denominator 
voltage. Thus, as the denominator is reduced, output offset, 
bandwidth and other multiplier cell errors are adversely af
fected. The divide error and driftare then em • lOV /Xl-X2) 
where em represents multiplier full scale error and drift, and 
(Xl-X2) is the absolute value of the denominator. 

NONLINEARITY 
Nonlinearity is easily measured in percent harmonic distortion. 
The curves of Figures 3 and 4 characterize output distortion as 
a function of input signal level and frequency respectively, 
with one input held at plus or minus lOV de. In Figure 4 the 
sine wave amplitude is 20V(p-p). 

0 

I 
, l

I 
;. .. ~ 

/~ 
V "'/ 

,/ 
V Yin 

0.01 , 23.687 •• 1011121314 
PEAK SIGNAL AMPLITUDE·· Yo'" 

Figure 3. Percent Distortion VI. Input Signal 
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0 

f- . ...,. - SIGNAL 

, 
0'10 100 

x" 

.. 10k 
FREQUENCV • Hl 

V 

" 

'l 
'/ 

'OOk 

Figure 4. Percent Distortion vs. Frequency 
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AC FEEDTHROUGH 
AC Feedthrough is a measure of the multiplier's zero 
suppression. With one input at zero, the multiplier output 
should be zero regardless of the signal applied to the other 
input. Feedthrough as a function of frequency for the 
AD532 is shown in Figure 5. It is measured for the condition 
Vx = 0, Vy = 20V(p-p) and Vy = 0, Vx = 20V(p-p) over the 
given frequency range. It consists primarily of the second 
harmonic and is measured in millivolts pea:k-to~peak. 

1000 

Y FEEDTHRU 

'/ 

X fl!EDTHRU , 

, 
100 .. 'Ok lOOk 'M -FREQUENCY· Hz 

Figure 5. Feedthrough vs. Frequency 

COMMON MODE REJECTION 
The AD532 features differential X and Y inputs to enhance 
its flexibility as a computational multiplier/divider. Common 
mode rejection for both inputs as a function of frequency is 
shown in Figure 6. It is measured with Xl = X2 = 20V(p-p), 
(Y l-Y 2) = ±lOV dc and Y 1 = Y 2 = 20V(p-p), (Xl-X2) = 
±lOV dc. 

,. 

0 
....... ~ .. 

40 

30 

aD 

10 

10 
, 

0 

., 

0.01 
'Ok 

1 il 

10' 104 10& 10' 
FREOUENCY • Hz 

Figure 6. CMRR vs. Frequency 
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DYNAMIC CHARACTERISTICS 
The closed loop frequency response of the ADS 32 in the 
multiplier mode typically exhibits a 3dB bandwidth of 
1MHz and rolls off at 6dB/octave thereafter. Response 
through all inputs is essentially the same as shown in 
Figure 7. In the divide mode, the closed loop frequency 
response is a function of the absolute value of the 
denominator voltage as shown in Figure 8. 

Stable operation is maintained with capacitive loads to 
1000pF in all modes, except the square root for which 
SOpF is a safe upper limit. Higher capacitive loads can be 
driven if a lOon resistor is connected in series with the 
output for isolation. 

0 

VZ=O.1 X Yx SIN IoIT 

0 

'" vx=~ov 

""- I" '\ 

I~ 1\\ 
'\ ~X=5V 

., o 
10k lOOk 'M 

fREQUENCY· Hz 

Figure 8. Frequency Response, Dividing 

POWER SUPPLY CONSIDERATIONS 

'OM 

Although the ADS32 is tested and specified with ±1SV dc 
supplies, it may be operated at any supply voltage from 
±10V to ±18V for the J and K versions and ±10V to ±22V 
for the S version. The input and output signals must be 
reduced proportionately to prevent saturation, however, 
with supply voltages below ±1SV, as shown in Figure 9. 
Since power supply sensitivity is not dependent on external 
null networks as in the ADS30 and other conventionally 
nulled multipliers, the power supply rejection ratios are 
improved from 3 to 40 times in the ADS32. 

SA1\JRAl. OUTPUT V t10 SING 

~ORYINPUT 
t.~ FOR'"' LINEARITY 

t. 

to 
'0 14 18 ,. 

POWER SUPPLY VOLTAGE 

Figure 9. Signal Swing vs. Supply 

NOISE CHARACTERISTICS 

20 22 

All ADS32s are screened on a sampling basis to assure that 
output noise will have no appreciable effect on accuracy. 
Typical spot noise vs. frequency is shown in Figure 10. 

Applying the AD532 
. 
• 
3 

........ I 

2 

, 

'0 '00 1k 'Ok 
FAEQUENCV· Hz 

Figure 10. Spot Noise vs. Frequency 

APPLICATIONS CONSIDERATIONS 

I 

'OOk 

The performance and ease of use of the ADS 32 is achieved 
through the laser trimming of thin fiIm resistors deposited 
directly on the monolithic chip. This trimming-on-the-chip 
technique provides a number of significant advantages in 
terms of cost, reliability and flexibility over conventional 
in-package trimming of off-the-chip resistors mounted or 
deposited on a hybrid substrate. 

II 
First and foremost, trimming on the chip eliminates the 
need for a hybrid substrate and the additional bonding wires 
that are required between the resistors and the multiplier 
chip. By trimming more appropriate resistors on the AD532 
chip itself, the second input terminals that were once 
committed to external trimming networks (e.g., ADS30) have 
been freed to allow fully differential operation at both the X 
and Y inputs. Further, the requirement for an input 
attenuator to adjust the gain at the Y input has been 
eliminated, letting the user take full advantage of the high 
input impedance properties of the input differential amplifiers. 
Thus, the ADS 32 offers greater flexibility for both algebraic 
computation and transducer instrumentation applications. 

Finally, provision for fine trimming the output voltage offset 
has been included. This connection is optional, however, as 
the AD532 has been factory-trimmed for total performance 
as described in the listed specifications. 

REPLACING OTHER IC MULTIPLIERS 
Existing designs using IC multipliers that require external 
trimming networks (such as the ADS 30) can be simplified 
using the pin-for-pin repIaceability of the ADS 32 by merely 
grounding the X2, Y2 and Vos terminals. (The Vos terminal 
should always be grounded when unused.) 

APPLICATIONS 

MULTIPLICATION 

X, 

x, 
+ 

Y, + 
Y, 

(OPTIONAL) 

AD532 VOUT 

+Vs -Vs 

Figure ". Multiplier Connection 
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For operation as a multiplier, the ADS32 should be connected 
as shown in Figure 11. The inputs can be fed differentially to 
the X and Y inputs, or single~nded by simply grounding the 
unused input. Connect the inputs according to the desired 
polarity in the output. The Z terminal is tied to the output 
to close the feedback loop around the op amp (see Figure 1). 
The offset adjust Vos is optional and is adjusted when both 
inputs are zero volts to obtain zero out, or to buck out other 
system offsets. 

SQUARE 

x, 

+Vs -Va 

VOUT 

v .. ' Your = 1ijy'" 

(OPTIONAL) 

Figure 12. Squarer Connection 

The squaring circuit in Figure 12 is a simple variation of the 
multiplier. The differential input capability of the ADS32 can 
be used, however, to obtain a positive or negative output 
response to the input .... a useful feature for control 
applications, as it might eliminate the need for an additional 
inverter somewhere else. 

DIVISION 

r----~ 
VOUY- 1~Z 

x 

2.21< 

-VS -VI 

Figure 13. Divider Connection 

The ADS32 can be configured as a two-quadrant divider by 
connecting the multiplier cell in the feedback loop of the 
op amp and using the Z terminal as a signal input, as shown 
in Figure 13. It should be noted, however, that the output 
error is given approximately by 10Vem/(XI-X2), where em 
is the total error specification for the multiply mode; and 
bandwidth by fm • (X1-X2)110V, where fm is the band
width of the multiplier. Further, to avoid positive feedback, 
the X input is restricted to negative values. Thus for single
ended negative inputs (OV to -lOY), connect the input to X 
and the offset null to X2; for singie-cnded positive inputs 
(OV to + lOY), connect the input to X2 and the offset null 
to· X 1. For optimum performance, gain (S.F.) and offset (Xo) 
adjustments are recommended as shown and explained in 
Table I. 

For practical reasons, the useful range in denominator input 
is approximately sOOmv 0;;; 1 (X 1-X2) 10;;; IOV. The voltage 
offset adjust (V os), if used, is ttimmed with Z at zero and 
(X1-X2) at full scale. 
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SQUARE ROOT 

x, VOUT ._,fIWf 

Xz 
A0532 \/ouT VOUT 

V, 

v, 
'Va -Va -=- •• (SF) 

47k 

2.2k 20k .11< 

-= 'Va 
(Xo) 

-va -= 

Figure 14. Square Rooter Connection 

The connections for square root mode are shown in 
Figure 14. Similar to the divide mode, the multiplier cell is 
connected in the feedback of the op amp by connecting the 
output back to both the X and Y inputs. The diode D is 
connected as shown to prevent latch-up as Zin approacbes 
o volts. In this case, the Vos adjustment is made with 
Zin = +O.IV dc, adjusting Vo• to obtain -l.OV dc in the 
output, Vout = -...; 10VZ. For optimum performance, gain 
(S.F.) and offset (Xo) adjustments are recommended as 
shown and explained in Table I. 

DIFFERENCE OF SQUARES 

xo--___ ----r;;;---~ 

Your 

+Vs -Va 

Figure 15. Differential of Squares Connection 

The differential input capability of the ADS32 allows for the 
algebraic solution of several interesting functions, such as 
the difference of squares, X2_y2/10V. As shown in Figure IS, 
the ADS32 is configured in the square mode, with a simple 
unity gain inverter connected between one of the signal 
inputs (Y) and one of the inverting input terminals (-Yin) 
of the multiplier. The inverter should use precision (0.1%) 
resistors or be otherwise trimmed for unity gain for best 
accuracy. 

TABLE I 

ADJUST PROCEDURE (Divider or Square Rooter) 

DIVIDER 

With. 

Adjust X Z 
Scale Factor -lOY +IOV 
Xo (Offset) -IV +O.IV 

Repeat if required. 

Adjust for: 

Vout 
-lOY 
-IV 

SQUARE ROOTER 

With: Adjustfor. 

Z 
+10V 
+O.IV 

Vout 
-lOY 
-IV 



1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Pretrimmed to ±O.25% max 4·Quadrant Error (AD534Ll 
All Inputs (X, Yand Z) Differential, High Impedance for 

[(XI -X2 HY 1-Y2 1!10V] +Z2 Transfer Function 
Scale-Factor Adjustable to Provide up to X100 Gain 
Low Noise Design: 90ILV rms, 10Hz-10kHz 
Low Cost, Monolithic Construction 
Excellent Long Term Stability 

APPLICATIONS 
High Quality Analog Signal Processing 
Differential Ratio and Percentage Computations 
Algebraic and Trigonometric Function Synthesis 
Wideband, High-Crest rms-to-dc Conversion 
Accurate Voltage Controlled Oscillators and Filters 
Available in Chip Form 

PRODUCT DESCRIPTION 
The ADS34 is a monolithic laser trimmed four-quadrant multi
plier divider having accuracy specifications previously found 
only in expensive hybrid or modular products. A maximum 
multiplication error of ±O.2S% is guaranteed for the ADS 34L 
without any external trimming. Excellent supply rejection, low 
temperature coefficients and long term stability of the on-chip 
thin film resistors and buried zener reference preserve accuracy 
even under adverse conditions of use. It is the first multiplier 
to offer fully differential, high impedance operation on all in
puts, including the Z-input, a feature which greatly increases 
its flexibility and ease of use. The scale factor is pretrimmed 
to the standard value of 1O.00V; by means of an external resis
tor, this can be reduced to values as low as 3V. 

The wide spectrum of applications and the availability of sev
eral grades commend this multiplier as the first choice for all 
new designs. The ADS 34) (±I% max error), ADS34K (±O.S% 
max) and ADS34L (±O.2S% max) are specified for operation 
over the 0 to +70oC temperature range. The ADS34S (±1% max) 
and ADS34T (±O.S% max) are specified over the extended 
temperature range, -SS"C to +12SoC. All grades are available 
in hermetically sealed TO-IOO metal cans and TO-116 ceramic 
DIP packages. ADS 34), K, Sand T chips are also available. 

PROVIDES GAIN WITH LOW NOISE 
The ADS 34 is the first general purpose multiplier capable of 
providing gains up to XlOO, frequently eliminating the need 
for separate instrumentation amplifiers to precondition the 
inputs. The ADS34 can be very effectively employed as a 
variable gain differential input amplifier with high common 
mode rejection. The gain option is available in all modes, and 
will be found to simplify the implementation of many function
fitting algorithms such as those used to generate sine and tan-

Internally Trimmed 
Precision Ie Multiplier 

AD534 I 
AD534 PIN CONFIGURATIONS 

TO-IOO (H-lOA) 
Package 

TO-U6 (D-14) 
Package 

Xl 

-Vs 

NC 4 

NC 5 

SF 6 

NC 7 

NC • 

• 

AD534 
TOP VIEW 

(Not to Scale) 

NC = NO CONNECT 

LCC (E-20A) 
Package 

~ x ~ f ~ 
3 2 1 20 19 

, , , , .. 
AD534 

TOP VIEW 
(Not to Scale) 

9 10 11 12 13 

;: ~ ~ ~ ~ 
NC = NO CONNECT 

18 OUT 

11 NC 

16 Z1 

15 NC 

14 Z2 

gent. The utility of this feature is enhanced by the inherent low 
noise of the ADS34: 90IJ.V, rms (depending on the gain), a 
factor of 10 lower than previous monolithic multipliers. Drift 
and feedthrough are also substantially reduced over earlier 
designs. 

UNPRECEDENTED FLEXIBILITY 
The precise calibration and differential Z-input provide a 
degree of flexibility found in no other currently available mul
tiplier. Standard MDSSR functions (multiplication, division, 
squaring, square-rooting) are easily implemented while the 
restriction to particular input/output polarities imposed by 
earlier designs has been eliminated. Signals may be summed in
to the output, with or without gain and with either a positive 
or negative sense. Many new modes based on implicit-function 
synthesis have been made possible, usually requiring only ex
ternal passive components. The output can be in the form of a 
current, if desired, facilitating such operations as integration. 
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SPECIFICATIONS (TA= +25"&. :tYs=l5Y. R~2kO) 
Model AD534J 

Mia Typ Ala 

MULTIPLIER PERFORMANCE 

Transfer Function 
(X,-Xzl(Y,-Y,) 

10V +Z, 

Total Error l (-lOV~X, Ys + lOV) "'1.0 
TA=mintomax ±I.S 
Total Error vs Temperature ±0.022 
Scale Factor Error 

(SF - 10.OOOV Nominal)' ±0.25 
Temperawre-Coetr1cientof 

ScalingVoltase ±O.O2 
Supply Rejcction (± lSV ± IV) ±0.01 
Nonlinearity, X (X-20Vpk-pk, Y-IOV) ±0.4 
Nonlinearity, Y(y-20Vpk-pk,X-IOV) ±O.2 
Feedthrough', X (Y Nulled, 

X - ·20V pk-pk 50Hz) ±0.3 
Feedthrough', Y (X Nulled, 

Y - 20V pk-pk 50Hz) ±0.01 
Output Offset Voltige ±S ",30 
Output Offset Voltage Drift 200 

DYNAMICS 
SmaU Signal BW, (VOUT - 0.1 rma) I 
I%AmplitudeError(CLOAD -1000pF) SO 
Slew Rate (V OUT 20 pk-pk) 20 
Settling Time (to 1%,6 VOUT - 20V) 2 

NOISE 
Noise Spectral-Density SF - IOV 0.8 

SF-3V' 0.4 
Widehand Noise f - 10Hz to SMHz I 

f - 10Hz to 10kHz 90 

OUTPUT 
Output Voltase Swing ,011 
Output Impedance (fs 1kHz) 0.1 
Output Shon Circuit Current 

(RL=O, T/I.=mintomax) SO 
Amplifier Opeo Loop Gain (f - 50Hz) 70 

INPUT AMPLIFIERS (X, YaodZ)' 
Signal VoitaseRange (Diff. orCM ±lO 

OperatiDg Diff.) ±12 
Ofr.et Voltage X, Y ±s ,.20 
Offset Voltage Drift X, Y 100 
Ofr.etVoltageZ ±5 ",SO 
Offset Voltage Drift Z 200 
CMRR 60 80 
Bias Current 0.8 2.0 
Offset Current 0.1 
Differential Resistance 10 

DIVIDER PERFORMANCE 

Transfer Function (XI> X2) 
(Z,-Z,) 

IOV(X,_X,)+Y, 

TotaiError'(X-IOV, -IOVsZ,,+ 10V) ±O.7S 
(X-IV, -IVsZs+IV) ±2.0 
(O.lVsX:sIOV, -IOVS 

Z"IOV) +2.5 

SQUARE PERFORMANCE 

Transfer Function 
(X,-X,)2 
--wv-+ Z, 

Total Error ( -IOVsXsIOV) ±O.6 

SQUAR&ROOTERPERFORMANCE 
Transfer Function (Z, sZ,) VIOV(Z,-Z,)+X, 
Total Error' (IV"Z"IOV) ±1.0 

POWER SUPPLY SpEtIFlCA TlONS 
Supply Voltage 

Rated Performance ±lS 
OperatiDg ±8 ",18 

SupplyCurreDt 
Quiesceot 4 6 

PACKAGE OPTIONS' 
TO-lOO(H-IOA) ADS34JH 
TO-116(D-14) ADS34JD 
Chips ADS34J Chips 

NOTES 
1F'JgU1'CI given are percent of fuU acaIc, ± lOV (i.e., 0.01% "" ImV). 
'May be reduced dowo to 3V using _ ....... _ - V. aacI SF. 
lln'educiblc component due to nonlinearity: excludes effe!:t of offsets. 
·Uaing cztcmal resistor adjustecl to Jive SF = 3V. 
'See functional block diagram for dcfmition of sections. 
6See Section 20 for package outline iaformation. 
Specifications subject to cbaqe without norke. 
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AD534K AD534L 
Mia Typ Ala Mia Typ Ala Uaits 

(X,-Xzl(Y,-Y,) 
10V +Z, 

(X,-X,)(Y,-Y,) 
10V +Z, 

"'0.5 "'0.25 % 
±1.0 ±0.5 % 
±0.015 ±O.OO8 %I"C 

±O.I ±O.l % 

±O.Ol ±O.OOS %I"C 
±0.01 ±0.01 % 
±0.2 ,00.3 ±O.lO ±O.U % 
±O.I ,00.1 ±O.OOS ,00.1 % 

±O,lS ,00.3 ±O.OS ,08.12 % 

±O.OI ,oO-l ±0.003 ,00.1 % 
±2 ,015 ±2 ,010 mV 
100 100 ",vrc 

I I MHz 
SO SO kHz 
20 20 VI ... 
2 2 "'. 
0.8 0.8 ",vN'iiZ 
0.4 0.4 ",vN'iiZ 
I I mV/rms 
90 90 ... Vlnns 

",11 ,oil V 
0.1 0.1 n 

30 30 rnA 
70 70 dB 

±IO ±lO V 
±12 ±12 V 
±2 "'10 £2 "'10 mV 
SO SO ",vrc 
±2 ,015 ±2 ,010 mV 
100 100 ",vrc 

10 90 70 90 dB 
0.8 2.0 0.8 2.0 ~ 
0.1 0.05 0.2 ",A 
10 10 Mn 

(Z,-Z,) 
10V (X,-X,)+Y, 

(Z,-Z,) 
10V(X,_Xzl+ Y' 

±0.3S ±0.2 % 
±1.0 ±O.B % 

+1.0 +0.8 % 

(X,-X,)2 
--wv-+Z, 

(X,-XV' 
----wv-+z, 

±0.3 ±O.2 % 

VIOV(Z,-Z,)+X, VIOV(Z, - Z,) + X, 
±O.S ±0.25 % 

±15 ±lS V 
±8 ,018 ±8 "'18 V 

4 6 4 6 rnA 

ADS34KH ADS34LH 
ADS34KD ADS34LD 
ADS34K Chips 

SpeciflCltions shown in boldface are tested on all producticm UBiu at fmal 
electrical test. keaulrs from d10Ie tall are used to cak:uIate outgoiDg quality 
1aoIs. AU min aacI mu specilicatimm are 1IUIfUlleed, altbauab oaly diose 
shown in boldfac:c are tatcd 011 all production units. 



Model ADS34S ADS34T 
Mill 1Jp Mas Mia Typ Mu Ualh 

MULTIPLIER PERfORMANCE 

Transfer Function 
(X,-X,)(Y,-Y,) 

IOV +Z, 
(X,-X,)(Y,-Y,) 

10V +Z, 

Total ErrOl'I (- lOV:sX. Y:s: + lOY) :tl.0 :to.S % 
TA = min to max :t2.8 :tl.0 % 
Total Errorvs Temperature :to.02 :to.81 %I"C 
Scale Factor Error 

(Sf = 1O.000V Nominal)' :0.25 
Temperature-CoeffJcicnt of 

ScalinsVoI .... :0.02 
Supply Rejection(± 15V ± IV) :0.01 
Nonlinearity, X (X = 20V pk-pk, Y = IOV) :0.4 
Nonlinearity, Y (Y = 20V pk-pk, X = 10V) ±O.l 
feedthrough', X (y Nulled, 

X = 20V pk-pk 50Hz) :0.3 
feedthrough', Y (X Nulled, 

Y = 20V pk-pk 50Hz) :0.01 
Output Offset Vol .... :5 :t38 
Output OfHet Vol .... Drift SOO 

DYNAMICS 
Small Signal BW, (V OUT = 0.1 rms) I 
I%AmpiitudeError(CLoAo = 1000pf) 50 
Slew Rate (V OUT 20 pk-pk) 20 
SetdingTime (to 1%, '" VOUT = 2OV) 2 

NOISE 
Noise Spccu-al-Density Sf = IOV 0.8 

Sf=3V< 0.4 
Wideband Noise f = 10Hz to SMHz 1.0 

f = 10Hz to 10kHz 90 

OUTPUT 
Output Voltage: Swing :til 
Output Impedance (f" 1kHz) 0.1 
Output Shon Circuit Current 

(RI• = 0, T A = min tt)lmax) 38 
AmplifierOpenLoopGain(f= 50Hz) 70 

INPUT AMPLifiERS (X, Y and Z)' 
SignaIVol .... Raoge(Diff.orCM :10 

Operating Diff.) ±12 
Offset Vol .... X, Y :5 :t20 
Offset Voltage Drift X, Y 100 
Offset Vol .... Z :5 :t30 
Offset Vol .... DriftZ SOO 
CMRR " 80 
BiasCurrent 0.8 2.0 
Offset Cunent 0.1 
Differential Resistance 10 

DMDERPERfORMANCE 

Transfer Function (XI> X2) 
(Z,-Z,) 

10V (X,-X,)+Y, 

Tow Errorl ex = IOV, -lOVsZ:s; + 1OV) :0.75 
(X=IV,-IV"Z,,+IV) ±2.0 
(O.IVsX"IOV, -IOVs 

ZsIOV) :2.5 

SQUARE PERfORMANCE 

Transfer Function 
(X,-X,>, 
-rov-+ Z, 

TotalError(-IOV"X"IOV) ±O.6 

SQUARE-ROOTER PERfORMANCE 
Transfer Function (Z, "Z,) v'IOV(Z,-Z,)+X, 
Total Error' (IV"ZsIOV) :1.0 

POWER SUPPLY SPECIfiCATIONS 
Supply Voltage 

Rated Performance ±IS 
Operatins :8 :t22 

Supply Current 
Quiescent 4 , 

PACKAGE OPTIONS' 
TO-lOO(H-IOA) AD534SH 
TO-II6(D-14) AD5348D 
E-20A AD534SE 
Chipa AD5348 Chipa 

NOTES 
lYiplteS8ivenarcpercentoffulhcale, ± lOV(i.e.,O.Ol% "" ImV). 
2May bereduceddown to 3Vusiqcxternal resistorbetween - Vsand SF. 
'Irreducible componmt due to DODlinearity: excludeseffect of offsrets. 
·Uting exrcmaI resisror adjusted to give SF = 3V. 
5Seefuacrional b1ockdiqramfordefiDitionofscctions. 
'See Section 20 for packaae outline information. 
SpecifICations subject tochange without notice. 

±O.I % 

:to.OOS %I"C 
±O.Ol % 
:0.2 :to.3 % 
:to.1 :to.l % 

:to.IS :to.3 % 

±O.Ol :tU % 
:2 :tIS mV 

300 ,.vrc 

I MHz 
50 kHz 
20 V/.,.s 
2 ,.. 
0.8 ,.Vlv'Hz 

0.4 ,.VNHz 
1.0 mV/rms 
90 ... V/rms 

:til V 
0.1 0 

38 mA 
70 dB 

±IO V 
±12 V 
:2 :tl0 mV 
150 ,.vrc 
:2 :tIS mV 

300 ,.vrc 
70 90 dB 

0.8 2.0 ,.A 
0.1 ,.A 
10 MO 

(Z,-Z,) 
10V(X,_X,/Y, 

:0.35 % 
:1.0 % 

:1.0 % 

(X,-X,)' 
-rov-+Z, 

:0.3 % 

v'IOV(Z,-Z,)+X, 
:0.5 % 

±lS V 
=8 :t22 V 

4 6 mA 

AD534TH 
AD534TD 
AD534TE 
AD534TChipa 

Specifications shown in boldface are tested OIl all production units at fmal c1ectri. 
cal test. Results from those tests are UICd to calculate outlOial quality Ievds. AU 
min mel mu spcdfu:ations are guanntccd., altbouah only those shown in 
boIdfac:c are tated on all production mil. 
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CHIP DIMENSIONS AND BONDING DIAGRAM 
Dimensions shown in inches and (mm). 

Contac:t factory for larest dimensions. 

THE AD534IS AVAILABLE IN LASER·TRIMMED CHIP FORM 

ABSOLUTE MAXIMUM RATINGS 

FUNCTIONAL DESCRIPTION 

Figure 1 is a functional block diagram of the ADS34. Inputs 
are converted to differential currents by three identical voltage· 
to-current converters/each trimmed for zero offset. The prod
uct of the X and Y currents is .generated by a multiplier cell 
using Gilbert's translinear technique. An on-chip "Buried 
Zener" provides a highly stable reference, which is laser trim
med to provide an overall scale factor of lOY. The differ-
ence between XY ISF and Z is then aPl'lied to the. high :gain 
output amplifier. This permits various closed loop configura
tions and dramatically reduces nonlinearities.due to the input 
amplifiers, a dominant source of distortion in earlier designs. 
The effectiveness of the new scheme can be judged from the 
fact that under typical conditions as a multiplier the nonlinear
ity on the Y input, with X at full scale (±IOV), is ±O.OOS% of 
F.S.; even at its worst point, which occurs when X= ±6.4V, 
it is typically only ±O.OS% of F.S. Nonlinearity for signals 
applied to th,e X inpu t, on the other hand, is determined al
most entirely by the multiplier element and is parabolic in 
form. This error is a major factor in determining the overall 
accuracy of the unit and hence is closely related to the 
device grade. 

ADS341,K, L ADS34S, T 1--;;;,;:;-1-------0 +Vs Supply Voltage 
Internal Power Dissipation 
Output Short-Circuit to Ground 
Input Voltages, Xl X2 Y I Y 2 Zl Zz 
Rated Operating Temperature Range 

Storage Temperature Range 
Lead Temperature, 60s soldering 

'Same as ADS 34J specs. 

±18V 
SOOmW 
Indefinite 
±VS 
o to +70·C 

±22V 

-6S·C to +1S0·C • 
+300·C 

OPTIONAL TRIMMING CONFIGURATION 

+vs 

470k 
5Dk ~_'W ...... --.... - TO APPROPRIATE 

INPUT TERMINAL 

1k 

-vs 

Therma1 Characteristics. 
Thermal ResistanceOJc = 25"CIW for H-lOA 

OJA = 150°C/Wfor H-IOA 
0Jc = 25"CIW for D-14 or E-20A 
OJA = 95"CIW for D-14 or E-20A 

s,o------I 

x, 

x, 

Y, 

Y, 

z, 

z, 

~~~j_-----o -Vs 

TRANSFER FUNCTION 

VO"'A[(Xl-X2~~Yl-V21 -IZt- Z21] 

OUT 

Figure 1. AD534 Functional Block Diagram 

The generalized transfer function for the ADS34 is given by: 

V _A{(XI-X2)(YI-Y2) \ 
OUT - \ SF - (Zl - Z2)J 

where A = open loop gain of output amplifier, typically 
70dB at de 

X, Y, Z = input voltages (full scale = ±SF, peak= 
±1.2SSF) 

SF = scale factor, pretrimmed to IO.OOV but 
adjustable by the user down to 3V. 

ORDERING GUIDE 

Temperature Sidebrazed Lesdiess Chip 
Range Header (H) DIP (D) Carrier (E) Chips 

Oto +700c AD534JH AD534JD. AD534J, KChips 
AD534KH AD534KD 
AD534LH AD534LD 

-55·Cto + 125°C AD534SH AD534SD AD534SE AD534S, TChips 
AD534SW883B AD534SD/81!3B AD534SEt883B 
ADS34TH AD534TD Ai>534TE 
AD534TW883B AD534TD/883B ADS34TEl883,B 

~16 ANAI,.OG MULTlP.LlERSIDIVIDEFfS 



In most cases the open loop gain can be regarded as infinite, 
and SF will be 10V. The operation performed by the ADS34, 
can then be described in terms of equation: 

(XI-X2)(YI-Y2)= 10V(Zl- Z2) 

The user may adjust SF for values between 10.00V and 3V by 
connecting an external resistor in series with a potentiometer 
between SF and -Vs. The approximate value of the total resist
ance for a given value of SF is given by the relationship: 

RSF=S.4K~ 
10 - SF 

Due to device tolerances, allowance should be made to vary 
RSF by ±2S% using the potentiometer. Considerable reduction 
in bias currents, noise and drift can be achieved by decreasing 
SF. This has the overall effect of increasing signal gain with
out the customary increase in noise. Note that the peak input 
signal is always limited to 1.2SSF (i.e., ±SV for SF =4V) so the 
overall transfer function will show a maximum gain of 1.25. 
The performance with small input signals, however, is improved 
by using a lower SF since the dynamic range of the inputs is 
now fully utilized. Bandwidth is unaffected by the use of this 
option. 

Supply voltages of ±lSV are generally assumed. However, satis
factory operation is possible down to ±8V (see curve 1). Since 
all inputs maintain a constant peak input capability of ±1.2SSF 
some feedback attenuation will be necessary to achieve output 
voltage swings in excess of ±12V when using higher supply 
voltages. 

OPERATION AS A MULTIPLIER 
Figure 2 shows the basic connection for multiplication. Note 
that the circuit will meet all speCifications without trimming. 

X INPUT 
t10V FS 
=12VPK 

Y INPUT 
~1OV FS 
:t12VPK 

X, +v, +15V 

X, 

OUTPUT, :t::12V PK 
OUT .IXl - X2~::" -Vi) + Zz 

ADB34 
SF " 

" 
OPTIONAL SUMMING 

I INPUT, Z. t.1OV PK 
I 

V, V 
v, ·v, -16V 

Figure 2. Basic Multiplier Connection 

In some cases the user may wish to reduce ac feed through to 
a minimum (as in a suppressed carrier modulator) by applying 
an external trim voltage (±3OmV range required) to the X or Y 
input (see Optional Trimming Configuration, page 3). Curve 4 
shows the typical ac feed through with this adjustment mode. 
Note that the Y input is a factor of 10 lower than the X input and 
should be used in applications where null suppression is critical. 

The high impedance Z terminal of the ADS 34 may be used to 
sum an additional signJ into the output. In this mode: the output 
amplifier behaves as a voltage follower with a 1MHz small signal 
bandwidth and a 20V IllS slew rate. This terminal should 
always be referenced to the ground point of the driven system, 
particularly if this is remote. Likewise the differential inputs 
should be referenced to their respective ground potentials to 
realize the full accuracy of the ADS34. 

AD534 
A much lower scaling voltage can be achieved without any 
reduction of input signal range using a feedback attenuator as 
shown in Figure 3. In this example, the scale is such that 
VOUT = XY, so that the circuit can exhibit a maximum gain of 
10. This connection results in a reduction of bandwidth to 
about 80kHz without the peaking capacitor CF = 20OpF. In 
addition, the output offset voltage is increased by a factor of 
10 making external adjustments necessary in some applications. 
Adjustment is made by connecting a 4.7MSl resistor between 
Zl and the slider of a pot connected across the supplies to 
provide ±300mV of trim range at the output. 

Feedback attenuation also retains the capability for adding a 
signal to the output. Signals may be applied to the high imped-

X INPUT 
i10V FS 
±12V PK 

V INPUT 
±lOV FS 
±12VPK 

X, +v, +15V 

X, 

OUTPUT, ±12V PK 
OUT -{X, -X2 )(Y, .v2} 

(SCALE'" lV) 
AD534 

SF Z, 90k 

Z, 
OPTIONAL 

V, 10k 
PEAKING 
CAPACITOR 
CF·lOOpF 

V, .v, -15V 

Figure 3. Connections for Scale-Factor of Unity 

ance Z2 terminal where they are amplified by +10 or to the 
common ground connection where they are amplified by + 1. 
Input signals may also be applied to the lower end of the 10kSl 
resistor, giving a gain of -9. Other values of feedback ratio, up 
to X100, can be used to combine multiplication with gain. 

Occasionally it may be desirable to convert the output to a 
current, into a load of unspecified impedance or dc level. For 
example, the function of multiplication is sometimes followed 
by integration; if the output is in the form of a current, a simple 
capacitor will provide the integration function. Figure 4 shows 
how this can be achieved. This method can also be applied in 
squaring, dividing and square rooting modes by appropriate 
choice of terminals. This technique is used in the voltage-con
trolled low-pass filter and the differential-input voltage-to
frequency converter shown in the Applications Section. 

X INPUT x, +v, 
t10V F.S. 
:t12VPK 

Xz 
CURRENT -SENSING 

OUT 
RESISTOR, Rs. 2kO MIN 

AD534 { 
" ---1 

lOUT'" I 
Zz (X, -XaI(V,-Ya) • J... I 

lOV AS I 
I 

YINPUT V, _.J._ 

±1OVF.s. 
INTEGRATOR ,T' 

±12VPK Yz -v, ~~~~~~ ~J 

Figure 4. Conversion of Output to Current 
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OPERATION AS A SQUARER 
Operation as a squarer is achieved in the same fashion as the 
multiplier except that the X and Y inputs are used in parallel. 
The differential inputs can be used to determine the. output 
polarity (positive for Xl = Y 1 and X2 = Y 2, negative if either 
one of the inputs is reversed). Accuracy in the squaring mode 
is typically a factor of ~ better than in the multiplying mode, 
the largest errors occurring with small values of output for 
input below 1 V. 

If the application depends on accurate operation for inputs 
that are always less than ±3V, the use of a reduced value of 
SF is recommended as described in the FUNCTIONAL 
DESCRIPTION section (previous page). Alternatively, a feed
back attenuator may be used to raise the output level. This is 
put to use in the difference-of-squares application to compen
sate for the factor of 2 loss involved in generating the sum 
term (see Figure 7). 

The difference-of-squares function is also used as the basis for 
a novel rms-to-dc converter shown in Figure 14. The averaging 
filter is a true integrator, and the loop seeks to zero its input. 
For this to occur, (VIN)2 - (VOUT)2 = 0 (for signals whose 
period is well below the averaging time-constant). Hence VOUT 
is forced to equal the rms value of VIN. The absolute accuracy 
of this technique is very high; at medium frequencies, and for 
signals near full scale, it is determined almost entirely by the 
ratio of the resistors in the inverting amplifier. The multiplier 
scaling voltage affects only open loop gain. The data shown is 
typical of performance that can be achieved with an ADS 34K, 
but even using an ADS 34J, this technique can readily provide 
better than 1% accuracy over a wide frequency range; even for 
crest-factors in excess of 10. 

OPERATION AS A DIVIDER 
The ADS35, a pin for pin functional equivalent to the ADS34, 
has guaranteed performance in the divider and square-rooter 
configurations and is recommended for such applications. 

Figure 5 shows the connection required for division. Unlike 
earlier products, the ADS 34 provides differential operation on 
both numerator and denominator, allowing the ratio of two 
floating variables to be generated. Further flexibility results 
from access to a high impedance summing input to Y 1. As with 
aU dividers based on the use of a multiplier in a feedback loop, 
the bandwidth is proportional to the denominator magnitude, 
as shown in curve 8. 

Without additional trimming, the accuracy of the ADS 34K and 
L is sufficient to maintain a 1% error over a 10V to IV denomi
nator range. This range may be extended to 100: 1 by simply 
reducing the X offset with an externally generated trim voltage 
(range required is ±3.SmV max) applied to the unused X input 
(see Optional Trimming Configuration). To trim, apply a 
ramp of +100mV to +V at 100Hz to both Xl and Zl (if X2 
is used for offset adjustment, otherwise reverse the signal po
larity) and adjust the trim voltage to minimize the variation in 
the output.· 

·See the AD535 Data Sheet for more details. 
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+ 
X, +V. .'BV X·INPUT 

(DENOMI~~TORI 
. +1OV FS 

+12VPK 
OUTPUT, :t:12V PK 

X, .. ';'(!,~~'1 +Y1 

OPTIONAL 
SUMMING INPUT 

:t1OVPK 

I 
I 

V 

AD534 

IF 

V, 

V, 

OUT 

Z, Z·INPUT 
(NUMERATOR) 

Z2 
t10V FS, :t12V PK 

-Vs ·16V 

Figure 5. Bssie Divider Connection 

Since the output will be near + 10V, it should be ac-coupled for 
this adjustment. The jncrease in noise level and reduction in 
bandwidth preclude operation much beyond a ratio of 100 
to 1. 

As with the multiplier connection, overall gain can be intro
duced by inserting a simple attenuator between the output and 
Y1 terminal. This option, and the differential-ratio capability 
o the ADS34 are utilized in the percentage-computer applica
tion shown in Figure 11. This configuration generates an out
put proportional to the percentage deviation of one variable 
(A) with respect to a reference variable (B), with a scale of one 
volt per percent. 

OPERATION AS A SQUARE ROOTER 
The operation of the ADS 34 in the square root mode is shown 
in Figure 6. The diode prevents a latching condition which 
could occur jf the input momentarily changes polarity. As 
shown, the output is always positive; it may be changed to a 
negative output by reversing the diode direction and inter
changing the X inputs. Since the signal input is differential, all 
combinations of input and output polarities can be realized, 
but operation is restricted to the one quadrant associated with 
each combination of inputs. 

OUTPUT, i12V PK 

·~+Xa 

OPTIONAL 
SUMMING 
INPUT.X. 
tlOVPK 

I 
I 

V 

... -....,...--IX1 +Vs 
+16V REVERSE 

THIS AND X 
INPUTS FOR 
NEGATIVE 
OUTPUTS x, 

SF 

v, 

'-----fv, 

OUTI---.--.J 
AD634 

Z, - Z·INPUT 
10VFS 

+ 12VPK 

~16V 

Figure 6. Square-Rooter Connection 

I 

1 RL f (MUSTaE I PROVIDED) 

V 

In contrast to earlier devices, which were intolerant of capaci
tive loads in the square root modes, the ADS34 is stable with 
all loads up to at least 1000pF. Forcritical applications, a small 
adjustment to the Z input offset (see Optional Trimming Con
fJguration)wlUimprove accuracy for inputs below IV. 



The versatility of the ADS34 allows the creative designer to 
implement a variety of circuits such as wattmeters, frequency 
doublers and automatic gain controls to name but a few. 

--------t V, 
SIGNAL INPUT. 
Es.:tSV_PK _____ -IV, -v, 

NOTES: 1) GAIN IS X10 PER VOLT OF Ee. ZERO TO X60 
2) WIDEBAND (10Hz - 30kHz) OUTPUT NOISE IS3mV RMS, TVP 

CORRESPONDING TO A F,S, SIN RATIO OF 70dB 
3) NOISE REFERRED TO SIGNAL INPUT. WITH Ec =±5V,IS6D1tV RMS, TVP 
4) BANDWIDTH IS DC TO 20kHz, -3dB. INDEPENDENT OF GAIN 

Figure 8. Voltage-Controlled Amplifier 

x, +v, +lSV 

x, 

10k OUT OUTPUT =- (10V) sin 9 

AD534 4.7k WHERE 8 ""!!,. • ~ 
2 IOV 

SF Z, 
4.3k 

Z, 
INPUT. E9 3. OTO+1OV 

V, 

V, -V, 
-15V 

USING CLOSE TOLERANCE RESISTORS AND AD534l. ACCURACY OF FIT ISWITHIN 
:!:.O..5'Ko AT ALL POINTS. 8 IS IN RADIANS. 

Figure 9. Sins-Function Generator 

THE SF PIN OR A Z·ATTENUATOR CAN BE useD TO PROVIDE OVERALL SIGNAL 
AMPLIFICATION. OPERATION FROM A SINGLE SUPPl V IS POSSIBLE; BIAS V2 TO Vs/2. 

B INPUT 

(+VE ONLY) 

Figure 10. Linear AM Modulator 

+v, +15V 
x, 

X, 

OUT OUTPUT = (100v) A ~ B 

AD534 
U%PERVOLTI 

SF Z2 

Z, 
A INPUT 

(>1 

V, 

-1SV 
V, -v, 

OTHER SCALES, FROM 10% PER VOLT TO 0,1" PER VOLT CAN BE OBTAINEDBV 
ALTERING THE FEEDBACK RATIO, 

UT, Y 'NP 
±10 V F.S. 

Figure 11. Percentage Computer 

,rx, +V, ~V 

x, 

OUT 

A0534 

SF Z,e--

Z'I--

V, 

~V' 
_Vs~V 

OUTPUT,:l:5V PK 

"(10V) ,..;y 
WHERE y" (1~VI 

Figure 12. Bridge-Linearization Function 
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CALIBRATION PROCEDURE: 
WITH EC = 1.DV, AOJUST POT TO SET. ·1.00DkHz. WITH Ec :S.av, ADJUST T-RIMMER 
CAPACITOR TO SET f .. 8.00DkHz. LINEARITY WILL TYPICALLY BE WITHIN 'to.l% OF 
F.s. FOR ANV OTHER INPUT. 
DUE TO DELAYS IN THE COMPARATOR, THIS TECHNIQUE IS NOT SUITABLE FOR 
MAXIMUM FREQUENCIES ABOVE 10kHz. FOR FREQUENCIES ABOVE 10kHz THE 
AD537 VOLTAGE TO FREQUENCY CONVERTER IS RECOMMENDED. 
A TRIANGLE·WAVE OF ±5V PK APPEARS ACROSS THE O.Ol",F CAPACITOR; IF USED 
AS AN OUTPUT, A VOLTAGE·FOLLOWER SHOULD BE INTERPOSED. 

Figure 13. Differential·lnput Voltage·to·Frequency Converter 

INPUT 
5VRMSFS 
't1OVPEAK 

MATCHED TO 0.026% 

20k 

x, 

OUT 

AD534 

l, 

l, 

V, 10M 

V, ·V, +15V 
ZERO 

-15V AOJ 

20k 

CALIBRATION PROCEDURE: 
WITH 'MODE' SWITCH IN 'RMS + DC' POSITION, APPLY AN INPUT OF +l.00vDC. ADJUST 
ZERO UNTIL OUTPUT READS SAME AS INPUT. CHECK FOR INPUTS OF :HOV; OUTPUT 
SHOULD BE WITHIN :tD.06% (6mVI, 
ACCURACY as MAINTAINED FROM 80Hz to 100kHz, AND IS TYPICALLY HIGH BY 
0,6% AT lMHz FOR VIN - 4V RMS (SINE, SQUARE OR TRIANGULAR WAVEI. 
PROVIDED THAT THE PEAK INPUT IS NOT EXCEEDED, CREST ·FACTORS UP TO AT 
LEAST TEN HAVE NO APPRECIABLE EFFECT ON ACCURACY. 
INPUT IMPEDANCI; IS ABOUT 101dl; FOR HIGH (1OMa) IMPEDANCE, REMOVE MODE 
SWITCH AND INPUT COUPLING COMPONENTS. 

FOR GUARANTEED SPECIFICATIONS THE AD536A AND AD636 IS OFFERED 
AS A SINGLE PACKAGE RMB-TO.[)C CONVERTER. 

Figure 14. Wideband, High·Crest Factor, 
RMS-to-DC Converter 
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(typical at +25°C, with Vs = ±15V dc, unless otherwise stated) 

· 
2 

L 
// V 

· OUTPUT'R'~ ~IM'UTS. SF" lOY 

8 

V / 
.~ 
· " 

,. 
POSITIVE OR NEGATIVE stm'L V _ VoIti 

Curve 1. Input/Output Signal Range vs. Supply Voltages 

"" 

....... 

~ 
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'! 
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I ... 
! ... 

........ --
....... r--- ~INGVOLTAGE -1OV 

l"-

~ALlNG VOLTAGE.:IV 

-I-

.. '" 
TEMPERATURE - ~c 

t-- r-

-
100 120 

Curve 2. Bias Current vs. Temperature (X, Y or Z Inputs) 

1'" .. 
I"-.. 

TYPtCAL/ 
FOR ALL 

I"-INPUTS 

'" .. 
.. . 
• 

'01 , ... 
FREOUENCV - H~ 

Curve 3. Common-Mode Rejection Ratio vs. Frequency 

Typical Performance Curves - AD534 

'001 

vLUlL /~ 
i""" 

f\ t"--
1'\ 

~ iI;;.FEEDTHROUGH 

j...-
• V 

V 
, 

_ .... 

., , .. ,. , OM 

FREQUENCY _ Hz 

II Curve 4. AC Feedthrough vs. Frequency 

,I"'-,.... 
SCALING VOL TAGE.-1OV 

scL.JJJl 

• 
'Ok "Ok 

FREQUENCV _ Hz 

Curve 5. Noise Spectral Density vs. Frequency 

.. 
CONDITIONS, V 10HI-1Ok~ BANDWIDTH 

L 

./ 
/ 

~ 
V 

'" V .. 
SCALING VOLTAGE, SF - VIIIIS 

Curve 6. Wideband Noise vs. Scaling Voltages 
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-l- I'- V ... ·J·1V~E'" 
I II 

1'01\ 

~ c!.{f ~c"'-i 1'\-:1 1 .... -C'''2CII'.PF 

CLC'IOOOpF \ "\HX10 

~-c," FEED8ACk CONNECTION 

I\Tn~roo 

, .. 'M 
FREQUENCY - Hz 

Curve 7. Frequency Response as a Multiplier 
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FREOUENCY - Hr: 

Curve 8. Frequency Response vs. Divider Denominator 
Input Voltage 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 

(Vz)m 
VOUT = Vy Vx Transfer Function 

Wide Dynamic Range (Denominator) -1000:1 
Simultaneous Multiplication and Division 
Resistor-Programmable Powers & Roots 
No External Trims Required 
Low Input Offsets <100 ... V 
Low Error ±0.2S% of Reading (100:1 Range) 
+2 V and +10 V On-Chip References 
Monolithic Construction 

APPLICATIONS 
One- or Two-Ouadrant Mult/Div 
Log Ratio Computation 
Squaring/Square Rooting 
Trigonometric Function Approximations 
Linearization Via Curve Fitting 
Precision AGC 
Power Functions 

PRODUCT DESCRIPTION 
The AD538 is a monolithic real-time computational circuit 
which provides precision analog multiplication, division and ex
ponentiation. The combination of low input and output offset 
voltages and excellent linearity results in accurate computation 
over an unusually wide input dynamic range. Laser wafer trim
ming makes multiplication and division with errors as low as 
0.25% of reading possible, while typical output offsets of 
100 I'-V or less add to the overall off-the-shelf performance level. 
Real-time analog signal processing is further enhanced by the 
device's 400 kHz bandwidth. 

The AD538's overall transfer function is Vo = Vy (VzNxr. 
Programming a particular function is via pin strapping. No ex
ternal components are required for one-quadrant (positive input) 
multiplication and division. Two-quadrant (bipolar numerator) 
division is possible with the use of externa1level shifting and 
scaling resistors. The desired scale factor for both multiplication 
and division can be set using the on-chip +2 V or + 10 V refer
ences, or controlled externally to provide simultaneous multipli
cation and division. Exponentiation with an m value from 0.2 to 
5 can be implemented with the addition of one or two externa1 
resistors. 

Real-Time Analog 
Computational Unit (ACU) 

AD538 I 
AD538 FUNCTIONAL BLOCK DIAGRAM 

Direct log ratio computation is possible by utilizing only the log 
ratio and output sections of the chip. Access to the multiple 
summing junctions adds further to the AD538's flexibility. Fi
nally, a wide power supply range of ±4.5 V to ±18 V allows 
operation from standard ±5 V, :t 12 V and ± 15 V supplies. 

The AD538 is available in two accuracy grades (A and B) over 
the industrial (-25°C to +85°C) temperature range and one 
grade (S) over the military (-55"C to + 125°C) temperature 
range. The device is packaged in an 18-pin TO-1l8 hermetic 
side-brazed ceramic DIP. A-grade chips are also available. 

PRODUCT HIGHLIGHTS 
1. Real-time analog multiplication, division and exponentiation. 

2. High accuracy analog division with a wide input dynamic 
range. 

3. On-chip +2 V or + 10 V scaling reference voltages. 

4. Both voltage and current (summing) input modes. 

5. Monolithic construction with lower cost and higher reliability 
than hybrid and modular circuits. 
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SPECIFICATIONS (V - +15 V T - +25°C unless otherwise specified) s -- . A-

AD538AD AD538BD AD538SD 

Parameters", " <;onditiODS Min Typ Max Min Typ Mu: Min Typ Mix UDits 

MUL TIPLiERlDMDER 
PERFORMANCE 

NominaITnmsfer 
FunctiQIl 

lOY 2: VX ) Vy) Vz 2: 0 (Vzr Vo=Vy Vx (zr Vo=Vy Vx (Vzr Vo=Vy Vx 

400 }LA 2: Ix, Iy , Iz 2: 0 ezr Vo",,25kOxly Ix (Izr Vo=25kOxly Ix (lz)* Vo =25kOXly Ix 

Total Error Terms 100 mV S Vx S 10 V :to.5 :tl :to.25 ±0.5 :to.S ±I % of Reading + 
100:1 Input Range' 100 mV S Vy S 10 V :t200 ±5OO :tlOO ±250 :t200 :t5OO ".V 

100 mV S Vz S 10 V 
Vz sI0Vx,m= 1.0 

TA = Tmin to Tmax :tl :t2 :to.5 ±I :t1.25 +2.5 % of Reading + 
:t450 :t750 :t350 ±SOO :t750 ±IOOO ".V 

Wide Dynamic Range' 10mVsVxs IOV :tl ±2 :to.5 ±I :t\ ±2 % of Reading + 
ImVsVys IOV :t200 ±500 :t100 ±250 ±200 ±500 ".V+ 
OmVsVzs 10V :tlOO ±2SO :t750 ±150 ±200 ±2SO ".V x ryy + ViJ!Vx 

Vz:S 10 Vx , m = 1.0 

TA = Tmin to T01IIX :tl ±3 :tl ±2 :t2 ±4 % of Reading + 
:t450 ±7SO :t350 ±500 :t750 ±1009 ".V+ 
:t450 :t750 :t350 ±5OO ±750 ±IOOO ".V x (V~ + vz)lV'x 

Exponent (m) Range TA = Trnia to Tmax 0.2 5 0.2 5 0.2 5 

OUTPUT 
CHARACfERISTICS 

Offset Voltage Vy = 0, Vc = -600mV :t200 ±500 ±100 ±250 ±ZOO ±soo ".V 
TA = Tmin.to Tmax :t450 ±750 :t350 ±500 :t750 ±IOOO ".V 

Output Voltage Swing ilL = 2kO -11 ±11 -11 +11 -11 +11 V 
Output Current 5 10 5 10 5 10 mA 

FREQUENCY RESPONSE 
Slew Rate 1.4 1.4 1.4 VI"., 
Small Signal Bandwidth 100 mV s 10 Vy, Vz, 400 400 400 kHz 

Vx s IOV 

VOLTAGE REFERENCE 
Accuracy VREF = IOVor2V ±Z5 ±SO :t15 ±25 ±25 ±SO mV 
Additional Error TA = Tmiu or Tmax :t20 ±30 :t20 ±30 ±30 ±SO mV 
Output Current VRBF = IOVt02V I 2.5 I Z.5 I Z.5 mA, 
Power Supply Rejection 

+ZV = VRBF ±4.5VsV,s:tISV 300 600 300 600 300 600 ".VN 
+10 V = VREF ±13VsVs s:t18V 200 500 200 500 ZOO SOO ".VN 

POWER SUPPLY 
Rated RL = 2kO :t15 ±15 :t15 V 
Operating Range' ±4.5 ±18 ±4.5 ±IS ±4.5 ±IS V 
PSRR ±4.5V<Vs < ±ISV 0.5 0.1 0.05 0.1 0.5 0.1 %N 

Vx = Vy = Vz = I V 
VOUT= I V 

Quiescent Current 4.5 7 4.5 7 4.5 7 mA 

TEMPERATURE RANGE 
Rated -25 +S5 -Z5 +S5 -55 +125 'C 
Storage -65 +150 -65 +ISO -65 +150 'C 

PACKAGE OPTIONS' 
Ceramic (O-IS) AD538AD AD53SBD AD538SD 

AD538SDf883B 
Chips AD538A Chips 

NOTES 
'Over the 100 mV to 10 V operating range total error i, the sum of a percent of reading term and an output offset. With this input dynamic range the 
input offset contribution to total error is negligible compared to the percent of reading error. Thus, it is specified indirectly as a pan of the percent of reading error. 

2'fhe most accurate representation of total error with low level inputs is the summation of a percent of reading term, an output offset and an input offset 
multiplied by the incretDenta! gain ryy + Vz)/Vx. 

3When using supplies below ±13 V the 10 V reference pin must be connected to the 2 V pin in order for the AD538 to operate correctly. 
'See Section 20 for psckage outline information. 

Specifications subject to change without notice. 

Specifications shown in boldface are tested on all production units at fmal electrical test. Results from those tests are used to calculate outgoing quality levels. 
All min and max specifications are guaranteed, although only those shown in boldface are tested on all production units. 
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AD538 

RE-EXAMINATION OF MULTIPLIERlDMDER 
ACCURACY 

multiplier or divider with inputs down to 100 mV, has a maxi
mum error of ± 1 % of reading ± 500 IL V. Some sample total er
ror calculations for both grades over the 100:1 input range are 
illustrated in the chart below. This error specification format is 
a familiar one to designers and users of digital voltmeters where 
error is specified as a percent of reading ± a certain number of 
digits on the meter readout. 

Traditionally, the "accuracy" of (actually the errors of) analog 
multipliers and dividers have been specified in terms of percent 
of full scale. Thus specified, a 1% multiplier error with a 10 V 
full-scale output would mean a worst case error of + 100 mV at 
"any" level within its designated output range. While this type 
of error specification is easy to test, evaluate, and interpret, it 
can leave the user guessing as to how useful the multiplier actu
ally is at low output levels, those approaching the specified error 
limit (in this case) 100 mY. 

The AD538's error sources do not follow the percent of full
scale approach to specification, thus it more optimally fits the 
needs of the very wide dynamic range applications for which it 
is best suited. Rather than as a percent of full scale, the 
AD538's error as a multiplier or divider for a 100:1 (100 mV to 
10 V) input range is specified as the sum of two error compo
nents: a percent of reading (ideal output) term plus a fixed out
put offset. Following this format the AD538AD, operating as a 

For operation as a multiplier or divider over a wider dynamic 
range (> 100: 1), the AD538 has a more detailed error specifica
tion which is the sum of three components: a percent of reading 
term, an output offset term and an input offset term for the 
VyN x log ratio section. A sample application of this specifica
tion, taken from the chart below, for the AD538AD with Vy = 
1 V, Vz = 100 mV and Vx = 10 mV would yield a maximum 
error of ±2.0% of reading ±500 !LV ±(I V + 100 mV)/lO mV 
x 250 !LV or ±2.0% of reading ±500 IL V ± 27.5 mY. This ex
ample illustrates that with very low level inputs the AD538's 
incremental gain (V y + V z)N x has increased to make the input 
offset contribution to error substantial. 

Vy 
Input 
(in V) 

100:1 10 
INPUT 

RANGE 
Total Error = 10 

±%rdg 
±Output Vos 

1 

0.1 

WIDE 1 
DYNAMIC 

RANGE 
Total Error = 10 

±% rdg 
±Output Vos 

±Input Vos x 5 
(Vy+Vz)Nx 

10 

AD538 SAMPLE ERROR CALCULATION CHART (Worst Case) 

Vz Vx Ideal Total Offset % of Reading Total Error 
Input Input Output Error Term Error Term Summation 
(in V) (in V) (in V) (inmV) (inmV) (inmV) 

10 10 10 0.5 (AD) 100 (AD) 100.5 (AD) 
0.25 (BD) 50 (BD) 50.25 (BD) 

0.1 0.1 10 0.5 (AD) 100 (AD) 100.5 (AD) 
0.25 (BD) 50 (BD) 50.25 (BD) 

1 1 I 0.5 (AD) 10 (AD) 10.5 (AD) 
0.25 (BD) 5 (BD) 5.25 (BD) 

0.1 0.1 0.1 0.5 (AD) 1 (AD) 1.5 (AD) 
0.25 (BD) 0.5 (BD) 0.75 (BD) 

0.10 0.01 10 28 (AD) 200 (AD) 228 (AD) 
16.75 (BD) 100 (BD) 116.75 (BD) 

0.05 2 0.25 1.76 (AD) 5 (AD) 6.76 (AD) 
1 (BD) 2.5 (BD) 3.5 (BD) 

0.01 0.01 5 125.75 (AD) 100 (AD) 225.75 (AD) 
75.4 (BD) 50 (BD) 125.4 (BD) 

0.01 0.1 1 25.53 (AD) 20 (AD) 45.53 (AD) 
15.27 (BD) 10 (BD) 25.27 (BD) 

ABSOLUTE MAXIMUM RATINGS 
Supply Voltage ........................... ± 18 V 
Internal Power Dissipation .................. 250 mW 
Output Short Circuit-to-Ground .............. Indefinite 
Input Voltages Vx , Vy, Vz ........... (+Vs -1 V), -1 V 
Input Currents Ix, Iy, Iz, 10 .................. 1 rnA 
Operating Temperature Range ........... -25°C to +85OC 
Storage Temperature Range ........... -65°C to + 150°C 
Lead Temperature, Storage ............. 60 sec, + 300°C 
Thermal Resistance 

IIIC •••••••••••••••••••••••••••••••• .35"CIW 
IIJA •••••••••••••••••••••••••••••••• 120°C/W 

Total Error Summation 
as a % of the Ideal 

Output 

1.0 (AD) 
0.5 (BD) 

1.0 (AD) 
0.5 (BD) 

1.05 (AD) 
0.5 (BD) 

1.5 (AD) 
0.75 (BD) 

2.28 (AD) 
1.17 (BD) 

2.7 (AD) 
1.4 (BD) 

4.52 (AD) 
2.51 (BD) 

4.55 (AD) 
2.53 (BD) 
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Typical Characteristics 
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Figure 1. Functional Block Diagram 

FUNCTIONAL DESCRIPTION 
As shown in Figures I and 2, the V z and V x inputs connect 
directly to the ADS38's input log ratio amplifiers. This subsec
tion provides an output voltage proportional to the natural log of 
input voltage Vz, minus the natural log of input voltage Vx . 
The output of the log ratio subsection at B can be expressed by 
the transfer function: 

VB = kT In (Vz) 
q Vx 

(where k = 1.3806 X 10-23 J/K, q = 1.60219 X 10- 19 C, 
T is in Kelvins) 

The log ratio configuration may be used alone, if correctly tem
perature compensated and scaled to the desired output level (see 
Applications section). 

Under normal operation, the log-ratio output will be connected 
directly to a second functional block at input C, the antilog sub
section. This section performs the antilog according to the trans
fer function: 

Vo = Vye 
(Vc~) 

As with the log-ratio circuit included in the ADS38, the user 
may use the antilog subsection by itself. When both subsections 
are combined, the output at B is tied to C, the transfer function 
of the ADS38 computational unit is: 

[(~(~)ln(~)l 
Vo=Vye ;VB=VC 

which reduces to: 

Vo = V y (~;) 
Finally, by increasing the gain or attenuating the output of the 
log ratio subsection via resistor programming, it is possible to 
raise the quantity VzNx to the mth power. Without external 

AD538 
programming, m is unity. Thus the overall ADS38 transfer 
function equals: 

where 0.2 < m < 5 

When the ADS38 is used as an analog divider, the Vy input can 
be used to mUltiply the ratio V zN x by a convenient scale fac
tor. The actual multiplication by the V y input signal is accom
plished by adding the log of the V y input signal to the signal at 
C which is already in the log domain. 

STABILITY PRECAUTIONS 
At higher frequencies, the multi-staged signal path of the 
ADS38, as illustrated in Figure 2, can result in large phase 
shifts. If a condition of high incremental gain exists along that 
path (e.g., Vo = Vy x VzNx = 10 V x 10 mV/IO mV = 10 V 
so that tl V oItl V x = 1000), then small amounts of capacitive D 
feedback from V 0 to the current inputs Iz or Ix can result in I 

instability. Appropriate care should be exercised in board 
layout to prevent capacitive feedback mechanisms under these 
conditions. 

I, 

v, 

I, 

v, 

Figure 2. Model Circuit 

USING THE VOLTAGE REFERENCES 
A stable bandgap voltage reference for scaling is included in the 
ADS38. It is laser-trimmed to provide a selectable voltage out
put of + 10 V buffered (Pin 4), +2 V unbuffered (Pin 5) or any 
voltages between +2 V and +10.2 V buffered as shown in Fig
ure 3. The output impedance at Pin 5 is approximately 5 kO. 
Note that any loading of this pin will produce an error in the 
+ 10 V reference voltage. External loads on the +2 V output 
should be greater than 500 kO to maintain errors less than 1%. 

+2V TO +10.2V 
BUFFERED 

REF OUT 

"k~_.;:;+.:;2V'-i 

11.5k 

Figure 3. +2 V to + 10.2 V Adjustable Reference 
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In situations:not requiring both reference levels, the +2 V out
put can be converted to a buffered output by tying Pins 4 and 5 
together. If both references are required simultaneously, the 
+ 10 V output should be used directly and the +2 V output 
should be externally buffered. 

ONE-QUADRANT MULTIPLICATIONIDIVISION 
Figure 4 shows how the AD538 may be easily configured as a 
precision one-quadrant multiplier/divider. The transfer function 
VOUT = Vy (VzNx) allows "three" independent input vari
ables, a calculation not available with a conventional multiplier. 
In addition, the 1000:1 (i.e., 10 mV to 10 V) input dynamic 
range of the AD538 greatly exceeds that of analog multipliers 
computing one-quadrant multiplication and division. 

fo"'---+o()v. 
INPUT 

~----ov, 
INPUT 

Figure 4. One-Quadrant Combination Multiplier/Divider 

By simply connecting the input V x (Pin 15) to the + 10 V refer
ence (Pin 4), and tying the log-ratio output at B to the antilog 
input at C, the AD538 can be configured as a' one-quadrant ana
log multiplier with 10 volt scaling. If 2 volt scaling is desired, 
Vx can be tied. to the +2 V reference. 

When the input V x is tied to the + 10 V reference terminal, the 
multiplier transfer function becomes: 

Vo = VY(i~~) 
As a multiplier, this circuit provides a typical bandwidth of 
400 kHz with values ofVx, Vy or Vz varying over a 100:1 
range (i.e., 100 mV to 10 V). The maximum error with a 
100 mV to 10 V range for the two input variables will typically 
be +0.5% of reading. Using the optional Z offset trim scheme, 
as shown in Figure 5, this error can be reduced to +0.25% of 
reading. 

By using the + 10 V reference as the Vy input, the circuit of 
Figure 4 is configured as a one-quadrant divider. with a fixed 
scale factor. As with the one-quadrant multiplier, the inputs ac
cept only single (positive) polaritysigna!s. The output rif the 
one-quadrant divider with a + 10 V scale factor is: 

Vo = 10 V (~;) 
The typical bandwidth of this circuit is 370 kHz with I V to 
10 V denominator input levels. At lower amplitudes, the band
width gradually decreaSes to approximately 200 kHz at the 
2 mV input level: 
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TWO-QUADRANT DIVISION 
The two-quadrant linear divider circuit illustrated in Figure 5 
uses the same basic connections as the one-quadrant version. 
However, in this circuit the numerator has been "offset in the 
positive directiop. by adding the denominator input voltage to it. 
The offsetting scheme changes the divider's transfer function 
from: 

. (Vz) Vo = IOV Vx 

to: 

Vo = 10 V (VZ + AVxl = 10V(IA + Vz) 
Vx '. Vx 

. (vz) 35 ko' 
=IOA + 10V Vx ; where A = 25kO, 

As long as the magnitude of the denominator input is equal to 
or greater than the magnitude of the numerator input, the cir
cuit will accept bipolar nUmerator voltages. However, under the 
conditions of aO V numerator input, the output would incor
rectly equal + 14 V. The offset can be removed by connecting 
the + 10 V reference through resistors RI and R2 to the output 
section's summing node I at Pin 9 thus providing a gain of 1.4 
at the center of the trimming potentiometer. The pot R2 adjusts 
out or corrects this offset, leaving the desired transfer function of 
10 V (VzN~. 

NUMEfiATOR 
v, DENOMINATOR 

V. 

Figure 5. Two-Quadrant Division with 10 V5caling 

LOG RATIO OPERATION 
Figure 6 shows the AD538 configured for computing the log of 
the ratio of two input voltages (or currents). The output signal 
from B is connected to the summing junction of the output 
amplifier via two series resistors. The 90.9 0, metal film resis
tor effectively degrades the temperature coefficient of the 
±3500 ppm?C resistor to produce a 1.09 ko' +3300 ppm/'C 
equivalent value. In this configuration, the Vy input must be 
tied to some voltage less than zero (-1.2 V in this case) remov
ing this input from the transfer function. 

The 5 ill potentiometer controls the circuit's scale factor adjust
ment providing a + I V per decade adjustment. The output off
set potentiometer should. be set to provide a zero output with 
V x = V z = IV. The input Vo adjustment should be set for an 
output of 3 V with Vz = I mV and Vx = IV. 



-y. 

AD5" 
Vo" -1VLOG1G(~) 

Figure 6. Log Ratio Circuit 

The log ratio circuit shown achieves ±0.5% accuracy in the log 
domain for input voltages within three decades of input range: 
10 mV to 10 V. This error is not defmed as a percent of full
scale output, but as a percent of input. For example, using a 
1 V/decade scale factor, a 1% error in the positive direction at 
the INPUT of the log ratio amplifier translates into a 4.3 mV 
deviation from the ideal OUTPUT (i.e., 1 V x 10glO (1.01) = 
4.3214 mY). An input error 1% in the negative direction is 
slightly different, giving an output deviation of 4.3648 m V. 

ANALOG COMPUTATION OF POWERS AND ROO'l3 
Often it is necessary to raise the quotient of two input signals to 
a power or take a root. This could be squaring, cubing, square
rooting or exponentiation to some noninteger power. Examples 
include power series generation. With the AD538, only one or 
two external resistors are required to set ANY desired power, 
over the range of 0.2 to 5. Raising the basic quantity VzNx to a 
power greater than one requires that the gain of the AD538's log 
ratio subtractor be increased, via an external resistor between 

Vz 

Vy 

Vy 

Vo 

R" =!!!.!! M-1 

R. 1 
R;;=;;;-1 

POWERS 

R 
1960 
97.6R 
.. UR 
48.7R 

ROOTS 

100R 
48.90 
48.9R 
4O.zn 

Figure 7. Basic Configurations and Transfer Functions for 
theAD538 

AD538 
pins A and D. Similarly, a voltage divider which attenuates the 
log ratio output between points B and C will program the power 
to a value less than one. 

SQUARE ROOT OPERATION 
The explicit square root circuit of Figure 8 illustrates a precise 
method for performing a real time square root computation. 
For added flexibility and accuracy, this circuit has a scale factor 
adjustment. 

The actual square rooting operation is performed in this circuit 
by raising the quantity V zN x to the 112 power via the resistor 
divider network consisting of resistors RD and Re. For maxi
mum linearity, the two resistors should be 1 % ( or better) ratio
matched metal film types. 

r---.,;;;. .... ---.., V~=1V.~,V'" 
I ABSOLUTE VALUE SECTION I V tV 

I I 
I r·~~~-+~~ 
I ,........; ... ~4-M-'=i 
I rl-~~~l~ 
I 
I 
I 

v" I 
I 
I 
I I L _________ ...l 

y~o---_t-=[!}<~ 

11t 111i!'j-----' 

,~.l~_~::::::::::~::::~~ SCALEFACI'OR~ 

'. 101Kl 

mM t------.-M-no-M-A-UH--,%-~-T-A-L"-~----------~~ 
RESlSTOfIS FOR BEST ACCURACY 1000 

Figure 8. Square Root Circuit 

One volt scaling is achieved by dividing-down the 2 V reference 
and applying approximately 1 V to both the Vy and Vx inputs. 
In this circuit, the V x input is intentionally set low, to about 
0.95 V, so that the Vy input can be adjusted high, permitting a 
±5% scale factor trim. Using this trim scheme, the output volt
age will be within ±3 mV ±0.2% of the ideal value over a 10 V 
to 1 mV input range (80 dB). For a decreased input dynamic 
range of 10 mV to 10 V (60 dB) the error is even less; here the 
output will be within ±2 mV ±0.2% of the ideal value. The 
bandwidth of the AD538 square root circuit is approximately 
280 kHz with a 1 V p-p sine wave with a + 2 V de offset. 

This basic circuit may also be used to compute the cube, fourth 
or fifth roots of an input waveform. All that is required for a 
given root is that me correct ratio of resistors, Re and RD, be 
selected such mat their sum is between 150 n and 200 n. 
The optional absolute value circuit shown preceding the AD538 
allows the use of bipolar input voltages. Only one op amp is re
quired for the absolute value function because me Iz input of 
the AD538 functions as a summing junction. If it is necessary to 
preserve the sign of the input voltage, me polarity of the op 
amp output may be sensed and used after the computation to 
switch the sign bit of a D.V.M. chip. 
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l'RANSDUCER LlNEARIZAl'ION 
Manyelectroilic transducers used in scientific, commercial or 
industrial equipment monitor the physical properties of a device 
and/or its environment. Sensing (and perhaps compensating for) 
changes in presspre, temperature" moisture or other physical 
phenomenon can be an expensive undertaking, particularly 
where high accuracy and very low nonlinearity are important. In 
conventional analog systems accuracy may be easily increased by" 
offset and scale factor trims, however, nonlinearity is usually the 
absolute limitation of the sensing device. 

With the ability to easily program a complex analog function, 
the ADS38 can effectively compensate for the nonlinearities of 
an inexpensive transducer . .The AD538 can be connected between 
the transducer preamplifier output and the next stage of moni
toring, or transmitting circuitry. The recommended procedure 
for linearizing a particular transducer is fIrst to fInd the closest 
function which best approXimates the nonlinearity of the device 
and then, to select the appropriate exponent resistor value(s). 

ARC-TANGENT APPROXIMATION 
The circuit of Figure 9 is typical of those AD538 applications 
where the quantity V zN x is raised to powers greater than one. 
In an approximate arc-tangent function, the AD538 will accu
rately compute the angle that is defIned by X and Y displace
ments represented by input voltages Vx and Vz . With accuracy 
to within one degree (for input voltages between 100 ,.. V and 10 
volts), the AD538 arc-tangent circuit is more precise than con
ventional analog circuits and is faster than most digital tech
niques. For a direct arc-tangent computation that requires fewer' 
external components refer to the AD639 data sheet. The circuit 
shown is set up for the transfer function: 

[(VZl]L21 
Vo = (Vore! - Vol (Vxl 

where: 

6 = Tan-I (~) 
The (V .reC-V.) ,function is implemented in this circuit by add
ing together the output, V., and an externally applie4 reference 
voltage, V.rer, via an external AD547 op amp. The I,..F capaci
tor connected around the AD547's 100 kO feedback resistor fre
quency compensates the loop (formed by the amplifIer between 
V. and Vy ). 
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Figure 9. The Arc-Tangent Function 

The V BN A quantity is calculated in the same manner as in the 
one-quadrant divider circuit, except that the resulting quotient 
is raised to the 1.21 power. Resistor RA (nominally 931 0.) sets 
the power or m factor. 

For the highest arc-tangent accuracy the external resistors RI 
and R2 should be ratio matched, however, the offset trim 
scheme shown in other circuits is not required since nOIilinearity 
effects are the predominant source of error: Also note, that in
stability will occur as the output approaches 90° because, by def
inition, the arc-tangent function is infInite and therefore, the 
ADS38's gain will be extremely high. 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Two Quadrant Multiplication/Division 
Two Independent Signal Channels 
Signal Bandwidth of 60MHz (lOUT) 
Linear Control Channel Bandwidth of 5MHz 
Low Distortion (to 0.01%) 
Fully-Calibrated. Monolithic Circuit 

APPLICATIONS 
Precise High Bandwidth AGC and VCA Systems 
Voltage-Controlled Filters 
Video-Signal Processing 
High-Speed Analog Division 
Automatic Signal-Leveling 
Square-Law Gain/Loss Control 

PRODUCT DESCRIPTION 
The AD539 is a low-distortion analog multiplier having two 
identical signal channels (YI and Y2), with a common X-input 
providing linear control of gain. Excellent ac characteristics up 
to video frequencies and a 3dB bandwidth of over 60MHz are 
provided. Although intended primarily for applications where 
speed is important the circuit exhibits good static accuracy in 
"computational" applications. Scaling is accurately determined 
by a band-gap voltage reference and all critical parameters are 
laser-trimmed during manufacture. 

The full bandwidth can be realized over most of the gain range 
using the AD539 with simple resistive loads of up to lOOn. 
Output voltage is restricted to a few.hundred millivolts under 
these conditions. Using external op amps such as the AD5539 in 
conjunction with the on-chip scaling resistors, accurate mUltipli
cation can be achieved, with bandwidths typically as high as 
50MHz. 

The two channels provide flexibility. In single-channel applications 
they may be used in parallel, to double the output current, or in 
series, to achieve a square-law gain function with a control 
range of over 100dB, or differentially, to reduce distortion. 
Alternatively, they may be used independently, as in audio 
stereo applications, with low crosstalk between channels. Voltage
controlled filters and oscillators using the "state-variable" approach 
are easily designed, taking advantage of the dual channels and 
common control. The AD539 can also be configured as a divider 
with signal bandwidths up to 15MHz. 

Power consumption is only 135mW using the recommended 
± 5V supplies. The AD539 is available in three versions: the 
"J" and "K" grades are specified for 0 to + 70°C operation and 
"S" grade is guaranteed over the extended range of - 55°C to 
+ 12SOC. The J and K grades are available in either a hermetic 
ceramic DIP (D) or a low cost plastic DIP (N), while the S 
grade is available only in ceramic. AD539 J-grade chips are also 
available. 

Wideband Dual-Channel 
Linear Multiplier/Divider 

AD539 I 
AD539 PIN CONFIGURATION 

Vx (CONTROL) 1 

HFCOMP 2 

Vn ICHAN1INPUT) L:.~-O<J-t-_ .... --t'4 ~~ 

V.", (CHAN 21NPUTI & ~Xl--.... ---t 

::~MON 7 

OUTPUT 
COMMON 

DUAL SIGNAL CHANNELS 

BASE 
COMMON 

CHAN! 
OUTPUT 

22 

The signal voltage inputs, VY1 and VY2 , have nominal full-scale 
(FS) values of ± 2V with a peak range to ± 4.2V (using a negative 
supply of7.5V or greater). For video applications where differential 
phase is critical a reduced input range of ± I volt is recommended, 
resulting in a phase variation of typically ± 0.2° at 3.S79MHz 
for full gain. The input impedance is typically 400kH shunted 
by 3pF. Signal channel distortion is typically well under 0.1 % at 
10kHz and can be reduced to 0.01% by using the channels 
differentially. 

COMMON CONTROL CHANNEL 
The control channel accepts positive inputs, V x, from 0 to + 3V 
FS, ± 3.3V peak. The input resistance is 500n. An external, 
grounded capacitor determines the small-signal bandwidth and 
recovery time of the control amplifier; the minimum value of 
3nF allows a bandwidth at mid-gain of about SMHz. Larger 
compensation capacitors slow the control channel but improve 
the high-frequency performance of the signal channels. 

FLEXIBLE SCALING 
Using either one or two external op amps in conjunction with 
the on-chip 6kn scaling resistors, the output currents (nominally 
± ImA FS, ± 2.2SmA peak) can be converted to voltages with 
accurate transfer functions of Vw = - VxVy /2, Vw = - VxVy 

or Vw = -2VxVy (where inputs Vx and Vy and output Vw 
are expressed in volts), with corresponding full-scale outputs of 
±3V, ±6V and ± 12V. Alternatively, low-impedance grounded 
loads can be used to achieve the full signal bandwidth of 6OMHz, 
in which mode the scaling is less accurate. 
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SPEC I FICA 11 0 NS (@TA=25"&, Vs = ± 5V, unless otheIwisa specified) 

ADS-r!J AD539K AD539$ ........... Coodkioas Min Mu Min Tn> Mu Mln Typ Max Uaits 

SIGNAL-CHANNEL DYNAMICS 
Minimal ConflgW'Btion Reference Figure 6a 

Bandwilil:h. - 3dB RL=SOO.Cc '" O.OtILF 30 60 30 60 30 60 MH, 
Muim~m Output +O.lV<Vx<+3V, Vyac=lVmn -10 -10 -10 dBm 
FO<dthrougb,f<IMHz Vx=O, Vyac= l.SVrms -15 -75 -15 dBm 

f~20MHz -55 -55 -55 dBm 
DifferentialPhaseLinearity 

-IV<Vydc< + IV r;3.5SMHz, Vx= +3V, ,,0.2 ,,0.2 ,,0.2 nc.,... 
-2V<Vydc<+2V Vyac=lOOmV :!::O.S :to.S ::to.S n,p... 

GroupDelay Vx-= +3V,Vyac=lVrrns,f=IMHz 4 4 4 
S....wd Dual.cbanndMult;plior Ref'erenceFigure2 

MaximumOutput V,,= +3V, Vyac= l.SVrms 4.5 4.5 4.5 V 
Feedthrougb, f< 100kHz Vx.=O. Vyac:l.SVrms I I I mV .... 
Crosstalk(CHl toCHl) VYI = IVrms, Vn=O 

Vx= +3V,f<IOOkHz -40 -40 -40 dB 
RTO Noise, 10Hz to IMHz Vx"" + l.SV, Vy =0. Figurc 1 200 200 200 nWv'iiZ 
THD + Noise,Vx=+lV, f=lOkFlz, Vyac= lVnns 0.02 0.02 0.02 % 

Vy=+3V (",,10kHz, Vyac=lVnns 0.04 0.04 0.04 % 
Wide Band Two-ChanneIMultiplier FigureZ 

Band_th, - 3dB (LH0032) +O.lV<Vx<+3V. Vyat;= IVnns 25 25 25 MH, 
Muimum Output Vx = + 3V Vyac= 1.5Vrms,f=3MHz 4.5 4.5 4.5 Vrnu 
FeedthroughVx=OV Vyac= 1.OVrms,f=3MHz 14 14 14 mV"", 

WHie Band SmgIeChannoi VCA 
(ADS53') Reference Figure 8 

Bandwidth. - 3dB +O.lV<Vx<+3V, Vyac= IVrms SO 50 SO MH, 
MaximumOutpUt 750 Load "I Z1 .1 V 
FO<dthrougb V:x;= -O.OlV,f=5MHz -54 -54 -54 dB 

CONTROLCHANNELDYNAMIa 
Bandwidth, - 3dB Cc=3000pF, Vxdc:= + l.SV, 

Vxac =l00mVnns MH, 

SIGNAL INPUTS, Vy, & VY2 
Nominal Full-Scale Input ,,2 ±2 ,,2 V 
Opentional Range, DegradedPerfonnance -VsS7V ::t4.2 ::t4.2 .4.2 V 
Input Resistance 400 400 400 kIl 
Bias Current 10 30 10 20 10 30 "" OffsctVoltage Vx=+3V,Vy=O 5 20 5 10 5 20 mV 

(TmlntoTngJ 10 5 15 35 mV 
Power Supply Sensitivity Vx=+3V,Vy=O 2 2 2 mVN 

CONTROL INPUT, Vx 
Nominal Full-Scaie Input +3.0 +3.0 +3.0 V 
Operational Range, Degraded Performance +3.2 +3.2 +3.2 V 
Input Resistance' sao sao sao !l 
Offsc:tVoltage I I I mV 

(TmintoTnwJ 3 2 2 mV 
Power Supply Sensitivity 30 30 30 JLV/V 
Gmn (Figure2) 

AbsoluteGainError Vx= +O.lVto +3.0Vand 0.2 0.4 0.1 0.2 0.2 0.4 dB 
(TmintoTnwJ V =+2V 0.3 0.15 0.25 0.5 dB 

CURRENT OUTPUT' 
FuIl-StaleOutputCunmt Vx= +3V, Vy= ±2V ±I "I "I mA 
Peak Output Current Vx= +3.3V, Vy= ±5V, Vs= ±7.5V ,,2 ±2 .• ±2 ±2 •• ±2 ±2 •• mA 
OutputOffsetCurreut Vx=O, Vy=O 0.2 1.5 0.2 1.5 0.2 1.5 "" Output OffsetVoltagt2 Figure2, Vx=O, Vy=O 3 10 3 10 3 10 mV 
OutputReaistancc:' 1.2 1.2 1.2 kIl 
ScalingRcsioton 

CHI Zl,WltoCHl kIl 
CH2 Z2,W2toCH2 kIl 

VOLTAGE OUTPUTS, V.i1 &Vwl (Figure2) 
MultiplierTransferFuDCtion, 

Eithe<Clwmel Vw= - VX'VyNU Vw = -Vx·VylVu V,,= - VX'VyNU 
MultiplierScalingVoItage, Vu 0.98 1.0 1.02 0." 1.0 1.01 '.98 1.0 1.112 V 

Ace"""" 0.5 2 0.5 I 0.5 2 % 
CT ..... toTmul I 0.5 1.0 3 % 

Power Supply Sensitivity 0.04 0.04 0.04 %IV 
TotalMultiplication&rorJ Vx<= +3V, -2V<Vy<2V I 2.5 0.6 1.5 I 2.5 %FSR 

Tmin toT_ 2 I 2 4 % 
Conuol FO<dthrough Vx=Oto+3V,Vy =0 25 .. IS 341 IS .. mV 

Tmln toT_ 
30 IS 60 120 mV 

TEMPERATURE RANGE 
RatedPafonDancc +10 +70 -55 +125 'C 

POWER SUPPLIES 
O .... tional ....... ±4.S ±lS :±4.S ±lS ,,4.5 ±IS V 
Current Consumption 

+V, •. 5 10.2 •. 5 10.2 •• 5 10.2 mA 
-V, 1 •. S 22.2 1 •• S 22.2 18.S 22.2 mA 

PACKAGE OPTIONS" 
PIaotic(N,16), ADS39]N ADS39KN ADS39$D 
TO-116 (1),16) ADS39}D ADS39KD ADS39SDl883B 
(]Ups ADS39) Chips 

NOTES 
'Resistmce value and. ab.oIlue a&nellt outpUts subjeet to 20% tolerance. 
2Spec aaumeI the external op amp is trimmed for nesH8ible input offset. 
Jlncludes all errors. 
4See SeetioD 20 for paclcaae oudioc infonaation. 

Spcc:ifbtion& subject to change without D01K:e. 
Spc:cif1CltioDs shown in boJdface are tataI on all production units at fiDaJ. 
electrical tcIt. Results &om diose tcBt8 are uacd to calcuJate ouIJOiDg quality 
levels. AU min md DIU. apeclficatioas lie panIltmi, IIthoush only those 
mown in boldface are tested on aU productioa units. 
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Z1----~~--_.----~~--_T--W1 

Vy , 

Vx --____ + 

VW2 = >--""T- _ VX .VY2 

Z2----~~--~----~~--~ W2 

AD539 Functional Block Diagram 

CIRCUIT DESCRIPTION 
Figure I is a simplified schematic of the ADS39. QI-Q6 are 
large-geometry transistors designed for low distortion and low 
noise. Emitter-area scaling further reduces distortion: Q I is 3 
times larger than QZ; Q4, QS are each 3 times larger than Q3, 
Q6, and these transistors are twice as large as QI, QZ. A stable 
reference current IREF = 1.37SmA is produced by a band-gap 
reference circuit and applied to the common emitter node of a 
cunlTolled-cascode formed by QI and QZ. When Vx = 0, all of 
IREF flows in QI, due to the action of the high-gain control 
amplifier which lowers the voltage on the base of QZ. As Vx is 
raised the fraction of IREF flowing in QZ is forced to balance the 
control current, VxIZ.5k. At the full-scale value of Vx (+ 3V) 
this fraction is 0.873. Since the bases of QI, Q4 and QS are at 
ground potential and the bases of QZ, Q3 and Q6 are commoned, 
all three controlled-cascodes divide the current applied to their 
emitter nodes in the same proportion. The control loop is stabilized 
by the external capacitor, Ce. 

c~~~,~,~ __ ~ ____________ ~ ________ --, 

Figure 1. Simplified Schematic of AD539 Multiplier 

The signal voltages VY1 and VY2 (generically referred to as Vy) 
are flI"St converted to currents by voltage-to-current converters 
with a gm of S7S..,.mhos; thus, the full-scale input of ± ZV becomes 
a current of ± I.ISmA, which is superimposed on a bias of 
Z.7SmA, and applied to the common emitter node of controlled 
cascode Q3-Q4 or QS-Q6. As just explained, the proportion of 
this current steered to the output node is linearly dependent on 
Vx . Thus for full-scale Vx and Vy inputs, a signal of ± ImA 
(0.873 x ± 1.I5mA) and a bias component of ZAmA (0.873 x 
Z.75mA) appear at the output. The bias component absorbed by 
the I.ZSk resistors also connected to Vx, and the resulting signal 
current can be applied to an external load resistor (in which case 
scaling is not accurate) or can be forced into either or both of 
the 6kfl feedback resistors (to the Z and W nodes) by an external 
op amp. In the latter case, scaling accuracy is guaranteed. 

AD539 
GENERAL RECOMMENDATIONS 
The AD539 is a high speed circuit and requires considerable 
care to achieve its full performance potential. A high-quality 
ground plane should be used with the device either soldered 
directly into the board or mounted in a low-profile socket. In 
the figures used here an open triangle denotes a direct, short 
connection to this ground plane; pins IZ and 13 are especially 
prone to unwanted signal pick-up. Power supply decoupling 
capacitors of O.I..,.F to I..,.F should be connected from pins 4 
and 5 to the ground plane. In applications using external high-speed 
op amps, separate supply decoupling should be used. It is good 
practice to insert smaIl (IOn) resistors between the primary 
supply and the decoupling capacitor. 

The control amplifier compensation capacitor, Ce, should likewise 
have short leads to ground and a minimum value of 3nF. Unless 
maximum control bandwidth is esssential it is advisable to use a 
larger value of O.Ol..,.F to O.I..,.F to improve the signaI channel 
phase response, high-frequency crosstalk and high-frequency II 
distortion. The control bandwidth is inversely proportional to I 

this capacitance, typically ZMHz for Ce = O.Ol..,.F, Vx = 1.7V. 
The bandwidth and pulse response of the control channel can 
be improved by using a feedforward capacitor of 5% to ZO% the 
value of Ce between pins I and 2. Optimum transient response 
will result when the rise/fall time of V x are commensurate with 
the control-channel response time. 

Vx should not exceed the specified range of 0 to + 3V. The ac 
gain is zero for Vx<O but there remains a feedforward path (see 
Figure I) causing control feedthrough. Recovery time from 
negative values of V x can be improved by adding a smaIl-signaI 
Schottky diode with its cathode connected to pin Z and its anode 
grounded. This constrains the voltage swing on Ce. Above Vx 
= + 3.2V, the ac gain limits at its maximum value, but any 
overdrive appears as control feedthrough at the output. 

The power supplies to the AD539 can be as low as ±4.5Vand 
as high as ± 16.5V. The maximum allowable range of the signal 
inputs, Vy, is approximately O.SV above + Vs; the minimum 
value is Z.5V above - Vs. To accommodate the peak specified 
inputs of ±4.ZV the supplies should be nominaIly +5V and 
-7.5V. While there is no performance advantage in raising 
supplies above these values, it may often be convenient to use 
the same supplies as for the op amps. The AD539 can tolerate 
the excess voltage with only a slight effect on dc accuracy but 
dissipation at ± 16.5V cim be as high as 53SmW and some form 
of heat -sink is essential in the interests of reliability. 

TRANSFER FUNCTION 
In using any analog multiplier or divider careful attention must 
be paid to the matter of scaling, particularly in computational 
applications. To be dimensionally consistent a scaling voltage must 
appear in the transfer function, which, for each channel of the 
AD539 in the standard multiplier configuration (Figure 2) is 

Vw = - VxVylVu 

where the inputs Vx and Vy, the output Vw and the scaling 
voltage Vu are expressed in a consistent unit, usually volts. In 
this case, Vu is fixed by the design to be IV and it is often 
acceptable in the interest of simplification to use the less rigorous 
expression 

Vw = -VxVy 

where it is understood that all signals must be expressed in volts, 
that is, they are rendered dimensionless by division by (IV). 
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The accuracy specifications for V u allow the use of either of the 
two feedback resistors supplied with each channel, since these 
are very closely matched, or they l!lIly be used in parallel to half 
the gain (double the effective scaling voltage), when 

Vw = -VxVy/2. 

When an external load resistor, RL, is used the scaling is no 
longer exact since the internal thin-film resistors, while trimmed 
to high ratiomelric accuracy, have an absolute tolerance of 20%. 
However, the nominal transfer function is 

Vw = - VXvyrVu ' 

where the effective scaling voltage, Vu ' can be calculated for 
each channel using the formula Vu ' = Vu (SRL + 6.2S)IRL, 
where RL is expressed in kilohms. For example, when RL = 
lOOn, Vu ' = 67.SV. Table II provides more detailed data for 
the case where both channels are used in parallel. The ADS39 
can also be used with no external load (output pin 11 or 14. 
open-circuit), when Vu ' is quite accurately SV. 

BASIC MULTIPLIER CONNECTIONS 
Figure 2 shows the connections for the standard two-channel 
multiplier, using op amps to provide useful output power and 
the ADS39 feedback resistors to achieve accurate scaling. The 
transfer function for each channel is 

Vw = -VxVy 

where inputs and outputs are expressed in volts (see TRANSFER 
FUNCTION). At the nominal full-scale inputs ofVx = +3V, 
Vy = ±2V the full-scale outputs are ±6V. Depending on the 
choice of op amp, their supply voltages usually need to be about 
2V more than the peak output. Thus, supplies of at least ± 8V 
are required; the ADS39 can share these supplies. Higher outputs 
are possible if V x and Vy are driven to their peak values of 
+3.2Vand ±4.2Vrespectively, when the peak output is ± 13.4V. 
This requires operating the op amps at supplies of ± ISV. Under 
these conditions it is advisable to reduce the supplies to the 
ADS39 to ± 7.SV to limit its power dissipation; however, with 
some form of heat sinking it is permissible to operate the ADS39 
directly from ± ISV supplies. 

>-....:... ........ V W1 = 
-VX ·VY1 

v"o----j >---..... VW2.= 

NOTE: 
ALL DECOUPLING CAPACITORS ARE O.47fJ.f CERAMIC. 

Figure 2. Standard Dual-Channel Multiplier 

Viewed as a voltage-controlled amplifier, the decibel gain is 
simply 

G = 20 log Vx 

-VW:VY2 

where Vx is expressed in volts. This results in a gain of IOdB at 
Vx = +3.162V;OdBatVx = +IV, -2OdBatVx = +O.IV, 
and so on. In many ac applications the output offset voltage (for 
Vx = 0 or Vy = 0) will not be of major' concern; however, it 
can be eliminated using the offset nulling method recommended 
for the particular op amp, with Vx = Vv = O. 
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At small values of Vx the offset voltage of the control channel 
will degrade the gain/loss accuracy. For example, a ± ImV 
offset uncertainty will cause the nominal 40dB attenuation at V x 
= +O.OIV to range from 39.2dB to 4O.9dB. Figure 3a shows 
the maximum gain error boundaries based on the guaranteed 
control-channel offset voltages of ± 2m V for the ADS39K and 
±4mV for the ADS39J. These curves include all scaling errors 
and apply to all configurations using the internal feedback resistors 
(WI and W2; alternatively, Zl and Z2). ) 
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Figure 3a. Maximum ae Gain Error Boundaries 

Distortion is a function of the signal input level (Vy) and the 
control input (V x). It is also a function of frequency, although 
in practice the op amp will generate most of the distortion at 
frequencies above loo.kHz. Figure 3b shows typical results at 
f = 10kHz as a function of Vx with Vy = 0.5 and I.SV rms. 

0.2.-------,------;------, 

11-
I O.lSI---'~--_I-----_+_-----_I 

I 
I 

0.1t----\---t------j-------j 

j! O·05I--~---'H--____,,,,c:_-_+_-----=~_I 
~ 

CONTROL VOLTAGE - V 

Figure 3b. Total Harmonic Distortion vs. Control Voltage 

In some cases it may be desirable to alter the scaling. This can 
be achieved in several ways. One option is to use both the Z 
and W feedback resistors (see Figure 1) in parallel, in which 
case Vw = - VxVy/7,. This may be preferable where the output 
swing must'hi: held at ± 3V FS (± 6. 7SV pk), for example, to 
allow the use of reduced supply voltages for the op amps. Alter
natively, the gain can be doubled by connecting both channels. 
in parallel and using only a single feedback resistor, in which 
case Vw = -2VxYy and the full-scale output is ± l2V. Another 
option is to insert a resistor in series with the control-channel 
input, permitting the use of a large (for example, 0 to + 10V) 
control voltage. A. disadvantage of .this scheme is the need to 



adjust this resistor to accommodate the tolerance of the nominal 
soon input resistance at pin 1. The signal channel inputs can 
also be resistively attenuated to permit operation at higher values 
ofVy , in which case it may often be possible to partially compensate 
for the response roll-off of the op amp by adding a capacitor 
across the upper arm of this attenuator. 

Signal-Channel ac and Transient Response 
The HF response is dependent almost entirely on the op amp. 
Note that the "noise gain" for the op amp in Figure 2 is determined 
by the value of the feedback resistor (6kH) and the 1.2Sk!l 
control-bias resistors (Figure I). Op amps with provision for 
external frequency compensation (such as the AD301 and ADSI8) 
should be compensated for a closed-loop gain of 6. 

The layout of the circuit components is very important if low 
feed through and flat response at low values of V x is to be main
tained (see GENERAL RECOMMENDATIONS). 

For wide-bandwidth applications requiring an output voltage 
swing greater than ± I V, the LH0032 hybrid op-amp is recom
mended. Figure 4a shows the HF response of the circuit of 
Figure 2 using this amplifier with Vy = IV rms and other 
conditions as shown in Table I. CF was adjusted for IdB peaking 
at Vx = + IV; the -3dB bandwidth exceeds 2SMHz. The 
effect of signal feedthrough on the response becomes apparent 
at Vx = +O.OIV. The minimum feedthrough results when Vx 
is taken slightly negative to ensure that the residual control-channel 
offset is exceeded and the de gain is reliably zero. Measurements 
show that the feed through can be held to - 90dB relative to full 

VK "'1,OQV -

-'~'.!::'~k _J....J....L...I.l.J..I.!,!:M_...i.....J.. ...... .I...I..I!JIII+.~ L!~M~/:..-L-J....Ju..~,~_ 
FR£QUENCY _ Hz 

Figure 4a. Multiplier HF Response Using LH0032 Op 
Amps 

50.0 750 

FS Output Voltage ±92.6mV ±B4mV 
6S.SmVnns 94.7mVrms 

FSOutput- O.086mW O.12mW 
Power in Load -1O.5dBm -9.2dBm 

Pk Output Voltage ±2IOmV ±300mV 
148mVrms 212mVmis 

PkOutput- O.44mW O.6mW 
Power in Load -7dBm -4.4clBm 

Effective Scaling 67.SV 46.7V 
Voltage, Vu' 

*Peak negative voltage swing limited by output compliance. 

AD539 
output at low frequencies and to - 60dB up to 20MHz with 
careful board layout. The corresponding pulse response is shown 
in Figure 4b for a signal input of Vy of ± IV and two values of 
Vx (+3V and +O.IV). 

.~ \. ~ I !L--J •. \. i 

I~··~ Lh1J 
Vx = +3V Vx =+O.IV 

Figure 4b. Multiplier Pulse Response Using LH0032 Op 
Amps 

AD7U' ADSs39' LHOO3Z' 
Op Amp Supply Voltages ±ISV ±9V ±IOV 
Op Amp Compensation Capacitor None None I-SpF 
Feedback Capacitor, CF None O.2S-1.SpF 1-4pF 
-3dBBandwidth, Vx = + IV 900kHz 50MB. 2SMHz 
Load Capacitance <lnF <IOpF <IOOpF 
HF Feedthrough, 

Vx = -O.OIV,f=SMHz N/A -S4dB -70dB 
rms Output Noise) 

Vx = + IV,BW 10Hz-10kHz SO".v 4O ... V 3O ... V 
Vx = +IV,BWIOHz-SMHz 120 ... V 620 ... V SOO ... V 

In all cases, O.47~ ceramic supply-decoupling capacitors were used at each IC 
pin, the ADS39 supplies were ± SV and the control-compensation capacitor Cc 
was3nF: . 

NOTES 
Ipor the circuit of Figure 2. lpor tbe circuit of Figure 8. 

Table I. Summary of Operating Conditions and Perform
ance for the AD539 When Used with Various External 
Op-Amp Output Amplifiers 

Minimal Wide-Band Configurations 
The maximum bandwidth can be achieved using the ADS39 
with simple resistive loads to convert the output currents to 
voltages. These currents (nominally ± ImA FS, ±2.2SmA pk, 
into short-circuit loads) are shunted by their source resistance of 
1.2Sk!l (each channel). Calculations of load power and effective 
scaling-voltage must allow for this shunting effect when using 
resistive loads. The output power is quite low in this mode, and 
the device behaves more like a voltage-controlled attenuator 
than a classical multiplier. The matching of gain and phase 
between the two channels is excellent. From de to IOMHz the 
gains are typically within ± 0.02SdB (measured using precision 
son load resistors) and the phase difference within ± 0.1°. 

1000 1500 OIC 

±172mV ±242mV ±612mV ±IV 
122mVrms 171mVrms 433mVrms * 
O.ISmW O.19SmW O.312mW -
-8.3dBm -7.ldBm -S.OSdBm -
±388mV ±S44mV ±IV ±IV 
274mVrms 38SmVrms * * 
O.7SmW ImW ±IV ±IV 
-2.SdBm OdBm * * 
36.3V 2S.8V IO.2V SV 

Table II. Summary of Performance for Minimal Configuration 
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For a given load resistance the output power c:an be quadrupled 
by using both channels in parallel, as shown in Figure Sa. The 
small-signal si1ic:on diode D counected between ground and pins 
12 and 13 provides extra voltage compliance at the output nodes 
in the negative direction (to -IV at 25"C); it is not required 
if the output swing does not exceed - 300mV. Table II 
compares performance for various load resistances, using this 
configuration. 

Vy 

*REQUIRED IF LOAD 
RESIstANCE >3000 

Figure 5a. Minimal Single-Channel Multiplier 

Figure 5b shows the HF response for Figure Sa with the AD539 
in a carefully-shielded 500 test-elivironment; the test system 
response was first characterized and this background removed 
by digital signal processing to show the inherent ciraJit respo~. 
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v" = +O.311V 

1 II I 
Vx '" +O.1Y I 
L L11. 

v.,.. +O.032V 

I I 
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I I I 
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,M 'OM ,GaM 
fREQUENcY _ Hz 

Figure 5b. HF Response in Minimal Configuration 

In many applications phase ~ over frequency is important. 
Figure 5c shows the deviation from an ideal1inear-phase response 
for a typicalAD539 over the frequency range de to IOMHz, for 

2 

,. ........... 
/ '\. 

/ \ 

---- / 

I , 
~o 
!l 

! 

2 
0 • '0 

fREQUENCY _ MHz 

Figure 5c. Phase Linearity Error in Minimal Configuration 
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Vx = + 3V; the peak deviation is slightly more than 1°. Differential 
pluue linearity (the stability of phase over the signal window at a 
fixed frequency) is shown in Figure 5d for f = 3.579MHz and 
various values ofVx . The most rapid variation occurs for Vy 
above + I V; in applications where this characteristic is critical, 
it is recommended that a ground-referenced, negative-going 
signal be used. 

I 
2 .• 

i 
! 0 

!l 

I 
-2, • 

• 

v ... O.1V t.,,~_ -
v" '" O.3V 

v. '" 1Y --v ... IV 

-2 -1 0 
SKJNAL INPUT .. VOLTAGE _ V 

r---r--

r--r-. 
t:-

Figure 5d. Differential Phase Linearity in Minimal 
Configuration for a Typical Device 

Differential Confipradons 
When only one signal channel must be bandled it is often ad
vantageous to use the channels differentially. By subtracting the 
CHI and CH2 outputs any residual transient control feedthrough 
is virtually eliminated. Figure 6a shows a minimal configuration 
where it is assumed that the host system uses differential signals 
and a 500 environment throughout. This figure also shows a 
recommended control-feedforward network to improve large-signal 

Figure 6a. High-Speed Differential Configuration 

response time. The control feedthrough glitch is shown in Figure 
6b, where the input was applied to CHI and only the output of 
CHI was displayed on the oscilloscope. The improvement obtained 
when CHI and CHZ outputs are viewed differentially is clear in 
Figure 6c. The envelope rise-time is of the order of 4Ons. 

Lower distortion results when CHI and CH2 are driveli by 
complementary inputs and the outputs are utilized differentially, 
using a ciraJit such as Figure 7a. Resistors RI and R2 should 
have a value in the range 100 to 10000. 



"'" ' .... 

I ',l~~:r { 

Figure 6b. Control Feed
through One Channel of 
Figure 6a 

1:o.v 1011 

I 1 I 1 

, of - ' ... 
';- .. '" 

Figure 6e. Control Feed
through Differential Mode, 
Figure 6a 

They minimize a secondary distortion mechanism caused by a 
collector-modulation effect in the controlled cascodes (see CIR
CUIT DESCRIPTION) by keeping the voltage-swing at the 
outputs to an acceptable level. Figure 7b shows the improvement 
in distortion over the standard configuration (compare Figure 
3b). Note that the Z nodes (pins 10 and IS) are returned to the 
control input; this prevents the early onset of output-transistor 
saturation. 

v.o--.... --I 

v"o--'----I 

vn o----f61 

Figure la. Low-Distortion Differential Configuration 

o.osr-------r------,.-------, 

# , 

I 
~ 0 .... t------+------+--------i 

I 
~ 

°o~----~-----~-------~ 
CONTROL VOLTAGE - Vx 

Figure lb. Distortion in Differential Mode Using 
LH0032 Op Amp 

Even lower distortion (0.01%, or -80dB) has been measured 
using two output op amps in a configuration similar to Figure 2 
connected as virtual-ground current-summers (to prevent the 
modulation effect). Note that to generate the difference output 
it is merely necessary to connect the output of the CHI op amp 
to the Z node ofCH2. In this way, the net input to the CH2 op 
amp is the difference signal, and the low-distortion resultant 
appears as its output. 

AD539 
A SOMHz VOLTAGE-CONTROLLED AMPLIFIER 
Figure 8 is a circnit for a SOMHz voltage-controlled amplifier 
(VCA) suitable for use in high-quality-video-speed applications. 
The outputs from the two-signal channels of the ADS39 are 
applied to the op-amp in a subtracting configuration. This con
nection has two main advantages: first, it results in better rejection 
of the control voltage, particularly when over-driven (V x<O or 
Vx>3.3V). Secondly, it provides a choice of either non-inverting 
or inverting responses, using either inputs VY1 or VY2 respectively. 
In this circuit, the output of the op-amp will equal: 

VOUT = Vx (i',? -VY2) for Vx>O 

Hence, the gain is unity at Vx = +2V. Since Vx can over-range 
to +3.3V, the maximum gain in this confJ.gllration is about 
4.3dB. (Note: If pin 9 of the ADS39 is grounded, rather than 
connected to the output of the SS39N, the maximum gain becomes 
IOdB.) 

v, II 

CH1 
INPUT 

CH2 
INPUT 

ADS" 

BASE 
COMMON 

CH2 
OUtPUT 

Z2 

D1: THOMPSON·CSFBAR-10ORSIMILAR SCHOTTKY DIODE V' SHORT. DJRECTCONNECTIONTOGROUNDPLANE. 

2.1H 

-w 

Figure 8. A Wide Bandwidth Voltage-Controlled Amplifier 

The - 3dB bandwidth of this circuit is over SOMHz at full gain, 
and is not substantially affected at lower gains. Of course, when 
Vx is zero (or slightly negative, to override the residual input 
offset) there is still a small amount of capacitive feedthrough at 
high frequencies; therefore, extreme care is needed in laying out 
the PC board to minimize this effect. Also, for smaIl values of 
V x, the combination of this feedthrough with the multiplier 
output can cause a dip in the response where they are out of 
phase. Figure 9a shows the ac response from the noninverting 

FREQUENCY - MHz 

Figure 9a. AC Response of the VCA at Different Gains 
Vy=O.5V RMS 
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input, with the response from the inverting input, Vy2, essentially 
identical. Test conditions: VY1 =O.5V rms for values ofVx from 
+ IOmV to + 3.16V; this is with a 750 load on the output. The. 
feedthrough at Vx = -IOmV.is also shown. 

The transient response of the signal channel at Vx = + 2V, 
Vy = VOUT= ± IV is shown in Figure 9b; with the VCA driving 
a 750 load. The rise and fall-times are approximately 7ns. 

Figure 9b. Trsnsient Response of the Voltage-Controlled 
Amplifier Vx = +2 Volts Vy=:t:: 7 Volt 

A more detailed description of this circuit, including differential 
gain and phase characteristics, is given in the application note 
"Low Cost, Two Chip Voltage-Controlled Amplifier and Video 
Switch" available from Analog Devices. 

BASIC DMDER CONNECTIONS 
Standard Scaling 
The AD539 provides excellent operation as a two-quadrant 
analog divider in wide-band wide gain-range applications, with 
the advantage of dual-channel operation. Figure lOa shows the 
simplest connections for division with a transfer function of 

Vy = - VuVwIVx 

Recalling that the nominal value of Vu is IV, this can be 
simplified to 

Vy = -VwIVx 

where all signals are expressed in volts. The circuit thus exhibits 
unity gain for V x = + I V and a gain of 40dB when V x = 
+O.OIV. 

The output swing is limited to ± 2V nominal full-scale and 
± 4.2V peak (using a - V s supply of at least 7 .5V for the AD539). 
Since the maximum loss is 10dB (at Vx = 3.162V), it follows 
that the maximum input to Vw should be ±6.3V (4.4V rms) 
for low distortion applications, and no more than ± B.4V (9.5V 
rms) to avoid clipping. Note that offset adjustment will be needed 
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DENOMINATOR 
INPUT. vxc..;;.'-t--::--~L1J 

NOTE: oecoUPLE OP AMP SUPPLIES 

Figure 70s. Two-Channel Divider with 1V Scaling 
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Figure 70b. HF Response of Figure 10s Divider 

for the op amps to maintain accurate dc levels at the· output in 
high gain applications: the "noise gain" is 6V IV x, or 600 at V x 
= +O.OIV. 

The gain-magnitude response for this configuration using the 
LHOO32 op amps with nominally 12pF compensation (pins 2 to 
3) and CF = 7pF is shown in Figure lOb; of course, other 
amplifiers may also be used. Since there is some manufacturing 
variation in the HF response of the op amps, and load conditions 
will also affect the response, these capacitors should.be adjustable: 
5-15pF is recommended for both positions. The bandwidth in 
this configuration is nominally 17MHz at Vx = +3.162V, 
4.5MHz at Vx = + IV, 350kHz at Vx = +O.IV and 35kHz at 
Vx = +O.OIV. The general recommendations regarding the use 
of a good ground plane and power-supply decoupling should be 
carefully observed. 



11IIIIIIII ANALOG 
1..11 DEVICES Balanced Modulator/Demodulator 

FEATURES 
Recovers Signal from + 100dB Noise 
2MHz Channel Bandwidth 
45V1j1.S Slew Rate 
-120dB Crosstalk @ 1kHz 
Pin Programmable Closed Loop Gains of :1:1 and :1:2 
0.05% Closed Loop Gain Accuracy and Match 
100 .... V Channel Offset Voltage (AD630BD) 
350kHz Full Power Bandwidth 
Chips Available 

PRODUCT DESCRIPTION 
The AD630 is a high precision balanced modulator which combines 
a flexible commutating architecture with the accuracy and tem
perature stability afforded by laser wafer trimmed thin film 
resistors. Its signal processing applications include balanced 
modulation and demodulation, synchronous detection, phase 
detection, quadrature detection, phase sensitive detection, lock-in 
amplification and square wave multiplication. A network of on
board applications resistors provides precision closed loop gains 
of ± 1 and ± 2 with 0.05% accuracy (AD630B). These resistors 
may also be used to accurately configure multiplexer gains of 
+1, +2, +3 or +4. Alternatively, external feedback may be 
employed allowing the designer to implement his own high gain 
or complex switched feedback topologies. 

The AD630 may be thought of as a precision op amp with two 
independent differential input stages and a precision comparator 
which is used to select the active front end. The rapid response 
time of this comparator coupled with the high slew rate and fast 
settling of the linear amplifiers minimize switching distortion. 
In addition, the AD630 has extremely low crosstalk between 
channels of -10OdB @ 10kHz. 

The AD630 is intended for use in precision signal processing 
and instrumentation applications requiring wide dynamic range. 
When used as a synchronous demodulator in a lock-in amplifier 
configuration, it can recover a small signal from lOOdB of inter
fering noise (see lock-in amplifier application). Although optimized 
for operation up to 1kHz, the circuit is useful at frequencies up 
to several hundred kilohertz. 

Other features of the AD630 include pin programmable frequency 
compensation, optional input bias current compensation resistors, 
common mode and differential offset voltage adjustment, and a 
channel status output which indicates which of the two differential 
inputs is active: 

AD630 I 
AD630 FUNCTIONAL BLOCK DIAGRAM 
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PRODUCT HIGHLIGHTS 
1. The configuration of the AD630 makes it ideal for signal 

processing applications such as: balanced modulation and 
demodulation, lock-in amplification, phase detection, and 
square wave multiplication. 

2. The application flexibility of the AD630 makes it the best 
choice for many applications requiring precisely fIXed gain, 
switched gain, multiplexing, integrating-switching functions, 
and high-speed precision amplification. 

3. The l00dB dynamic range of the AD630 exceeds that of any 
hybrid or IC balanced modulator/demodulator and is com
parable to that of costly signal processing instruments. 

4. The op-amp format of the AD630 ensures easy implementation 
of high gain or complex switched feedback functions. The 
application resistors facilitate the implementation of most 
common applications with no additional parts. 

5. The AD630 can be used as a two channel multiplexer with 
gains of + 1, + 2, + 3 or + 4. The channel separation of 
l00dB @ 10kHz approaches the limit which is achievable 
with an empty IC package. 

6. The AD630 has pin-strappable frequency compensation (no 
externa1 capacitor required) for stable operation at unity gain 
without sacrificing dynamic performance at higher gains. 

7. Laser trimming of comparator and amplifying channel offsets 
eliminates the need for externa1 nulling in most cases. 
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SPECIFICATIONS (@ +25"1: and ±Vs = ±15V unless othelWise specHiell) 

Model AD630J/A AD630KIB AD630S 
Min Typ Max Min Typ Max Min Typ Max Unils 

GAIN 
Open Loop Gain 90 lIO 100 120 90 lIO dB 
± 1, ± 2 Dosed LoopGain Error 0.1 0.05 0.1 % 
Dosed Loop Gain Match 0.1 0.05 0.1 % 
Dosed Loop Gain Drift 2 2 2 ppm"C 

CHANNEL INPUTS 
VIN Operational Limit' (- V, +4V)to( + V, -IV) (-V, +4V)to(+V, -IV) (- V, + 4V) to ( +V, -IV) Volt. 
Input Offset Voltage 500 100 500 fl.V 
Input Offset Voltage 

Tmm 10 Tmax 800 160 1000 fl.V 
Input Bias Current 100 300 100 300 100 300 nA 
Input Offset Current 10 50 10 50 10 50 nA 
Otannel Sepsraqon@ 10kHz 100 100 100 dB 

COMPARATOR 
VIN Operational Limit' (- V, +3V)to( + V. -1.5V) (-V. +3V)to(+V. -1.5V) (-V. +3V)to(+V. -1.3V) Volt. 
Switching Window ::1:1.5 ::1:1.5 ±1.5 mV 
Switching Window 

Tmm toTmax2 ±2.0 ±2.0 :1:2.5 mV 
Input Bias Current 100 300 100 300 100 300 nA 
Respnnse Time ( - 5mV to + 5m V step) 200 200 200 ns 
Otannel Status 

ISlNK@VOL= -V. + 0.4V' 1.6 1.6 1.6 mA 
PuU-Up Voltage (-V, + 33V) (-V. + 33V) (-V. + 33V) Volt. 

DYNAMIC PERFORMANCE 
Unity Gain Bandwidth 2 2 2 MHz 
SiewRate4 45 45 45 V/jI.S 
Settling Time to 0.1% (20V step) 3 3 3 fl.. 

OPERATING CHARACTERISTICS 
Common-Mode Rejection 85 lOS 90 lIO 90 lIO dB 
Power Supply Rejection 90 lIO 90 lIO 90 lIO dB 
Supply Voltage Range ±5 ±16.5 ±5 ±16.5 ±5 ±16.5 Volts 
Supply Current 4 5 4 5 4 5 mA 

OUTPUTVOLTAGE,@RL=2kfl 
TmiD to Tmax ±10 ±10 ±IO Volts 
Output Shon Circuit Current 25 25 25 mA 

TEMPERATURE RANGES 
Rated Performaru:e-N Psckage 0 +70 0 +70 N/A "C 

DPackage -25 +85 -25 +85 -55 +125 "C 

NOTES 
'lfone terminal of esch differentialobannel or oompstatorinput iskeptwithin these limits the other terminal may betaken to the positive supply. 
2 This parameter guannteed but not tested. 
'ISlNK@VoL=(-V.+ l)voltistypioally4mA. 
• Pin 12 Open. Slew rote with Pini 12 & 13 shoned is typically 35V1f1.s. 
SpeoiflCltions subject to change without notice. 

Specifications shown in boldface are tested on all production units at fmal e1ectti
cal test. Results from those tests are used to calculate outgoing quality levels. All 
min and max SpeoiflC8tions are suaranteed, although only those shown in 
boIdfaoeare tested on sO production units. 

ABSOLUTE MAXIMUM RATINGS 

Supply Voltage ........ . 
Internal Power Dissipation ..... . 
Outp,ut Short Circuit to Ground 
Storage Temperature, Ceramic Package. 
Storage Temperature, Plastic Package . 
Lead Temperature, 10 sec. Soldering 
Max Junction Temperature . . . . • . 
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. . ±18V 

. 600mW 
Indefmite 

-65°C to + 1500c 
- 5SOC to + 125°C 

+3OOOC 
..... +150OC 

Temperature 
IIaap 

Oto +7O"C 

THERMAL CHARACTERISTICS 

20-Pin Plastic DIP (N) 
20-Pin Ceramic DIP (D) 
20-Pin Leadless Chip 

Carrier (E) 

24°C/W 
3SoC/W 

35°C/W 

ORDERINGGUlDE* 

61"CIW 
120°C/W 

120"CIW 

SlzeBnzed Plaatic Le ...... Cbip 
DIP(D-lO) DIP(N-20) Canier(E-lOA) Chips 

AD630)N AD630) Chips 
AD630KN 

- 25"(; to + 85"(; AD630AD 
AD630BD 

- 55"(; to + 125"(; AD630SD AD630SE AD630S Chips 
AD630SDI883B AD630SEI883B 

*See SectioJ120 COl' pacltqe outline information. 
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CHIP METALIZATION AND PINOUT 
~DS shown in inches and (mm). 

Contact factory for,latest dimensions 

CHIP AVAlLABn.ITY 
The AD630 is available in laser trimmed, passivated chip form. 
The figure shows theAD630 metalization pattern, bonding pads 
and dimensions. AD630 chips are available; consult factory for 
details. 

TWO WAYS TO LOOK AT THE AD630 
Figure 10 is a functional block diagram of the AD630 which 
also shows the pinixmnections of the internal functions. An 
alternative architectural diagram is shown in Figure 11. In this 
diagram, the.individual A and B cliannel pre-amps, the switch, 
and the integrator-output amplifier are combined in a single op 
amp. This amplifier has two differential input channels, only 
one of which is active at a time. 

"CHB -

BEL ." •• ,~-.,-
SELA,(ji'~--I+ 

r--If-----{~COMP 

... 

... 

... 
,-------(!)7 CHANNEL 

STloTUS 
BlA 

-Va 

Figure 10. Functional Block Diagram 
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-Va 

Figure 11. Architectural Block Diagram 

HOW THE AD630 WORKS 
The basic mode of operation of the AD630 may be more easy to 
recognize as two fixed gain stages which may be inserted into 
the signal path under the control of a sensitive voltage comparator. 
When the circuit is switched between inverting and noninverting 
gain, it provides the basic modulation/demodulation function. 
The AD630 is unique in that it includes laser wafer trimmed 
thin film feedback resistors on the monolithic chip. The config
uration shown below yields a gain of ± 2 and can be easily 
changed to ± I by shifting RB from its ground connection to the 
output. 

V, o-'1';:'.~rv-.. '5:-____ --, 

~ 
~ 

Figure 12. AD630 Symmetric Gain (±2), 
The comparator selects one of the two input stages to'Complete 
an operational feedback connection around .the:.AD630: The de
selected input is off and has rlegligible effect on the operation. 

When channel B is selected, the resistors RA and Rp a,re .Connected 
fot inverting feedback as shown in the inverting gain configuration 
diagram in Figure 13. The amplifLer has sufficieilt loop gain to 
minimize the loading effect of RB at the virtual ground produced 
by· the feedback connection. When the sign of the cOmparator 
input is reversed, input B will be de-selected and A will be 



selected. The new equivalent circuit will be the noninverting 
gain confIguration shown below. In this case RA will appear 
across the op-amp input terminals, but since the amplifIer drives 
this difference voltage to zero the closed loop gain is unaffected. 

The two closed loop gain magnitudes will be equal when 
RplRA = 1+ RplRB, which will result from making RA equal to 
RpRw'(Rp + RB) the parallel equivalent resistance of Rp and RB• 

The Sk and the two 10k resistors on the AD630 chip can be 
used to make a gain of two as shown here. By paralleling the 
10k resistors to make Rp equal Sk and omitting RB the circuit 
can be programmed for a gain of ± 1 (as shown in Figure 19a). 
These and other confIgurations using the on chip resistors present 
the inverting inputs with a 2.Sk source impedance. The more 
complete AD630 diagrams show 2.Sk resistors available at the 
noninverting inputs which can be conveniently used to minimize 
errors resulting from input bias currents. 

V,o-...Jo/1~+--1 

Figure 13. Inverting Gain Configuration 

V,o---..... -4 .. 
15kl 

"
(10k) 

RF (10kl 

Figure 14. Noninverting Gain Configuration 

CIRCUIT DESCRIPTION 
The simplified schematic of the AD630 is shown in Figure IS. 
It has been subdivided into three major sections, the comparator, 
the two input stages and the output integrator. The comparator 
consists of a front end made up of Q52 and Q53, a flip-flop load 
formed by Q3 and Q4, and two current steering switching cells 
Q28, Q29 and Q30, Q31. This structure is designed so that a 
differential input voltage greater than l.Sm V in magnitude 

Figure. 15. AD630 Simplified Schematic 

AD630 
applied to the comparator inputs will completely select one of 
the switching cells. The sign of this input voltage determines 
which of the two switching cells 'is selected. 

The collectors of each switching cell connect to an input trans
conductance stage. The selected cell conveys bias currents i22 
and h3 to the input stage it controls causing it to become active. 
The deselected cell blocks the bias to its input stage which, as a 
consequence, remains off. 

The structure of the transconductance stages is such that they 
present a high impedance at their input terminals and draw no 
bias current when deselected. The deselected input does not 
interfere with the operation of the selected input insuring maximum 
channel separation. 

Another feature of the input structure is that it enhances the' 
slew rate of the circuit. The current output of the active stage 
follows a quasi-hyperbolic-sine relationship to the differential 
input voltage. This means that the greater the input voltage, the 
harder this stage will drive the output integrator, and hence, the II 
faster the output signal will move. This feature helps insure I 

rapid, symmetric setding when switching between inverting and 
noninverting closed loop confIgurations. 

The output section of the AD630 includes a current mirror-load 
(Q24 and Q2S), an integrator-voltage gain stage (Q32), and a 
complementary output buffer (Q44,and Q74). The outputs of 
both transconductance stages are connected in parallel to the 
current mirror. Since the deselected input stage produces no 
output current and presents a high impedance at its outputs, 
there is no conflict. The current mirror translates the differential 
output current from the active input transconductance amplifIer 
into single ended form for the output integrator. The com
plementary output driver then buffers the integrator output to 
produce a low impedance output. 

OTHER GAIN CONFIGURATIONS 
Many applications require switched gains other than the ± I 
and ± 2 which the self-contained applications resistors provide. 
The AD630 can be readily programmed with 3 externsl resistors 
over a wide range of positive and negative gain by selecting RB 

, and Rp to give the noninverting gain 1 + RplRB and subsequently 
RA to give the desired inverting gain. Note that When the inverting 
magnitude equals the noninverting magnitude, the value of RA 
is found to be RB RpI(RB + Rp). That is, RA should equal the 
parallel combinstion of RB and Rp to match positive and negative 
gain. 

The feedback synthesis of the AD630 may also include reactive 
impedance. The gain magnitudes will match at all frequencies if 
the A impedance is made to equal the parallel combinstion of 
the Band F impedances. Essentially the same considerations 
apply to the AD630 as to conventional op-amp feedback circuits. 
Virtually any function which can be realized with simple non-in
verting "L network" feedback can be used with the AD630. A 
common arrangement is shown in Figure 16. The low frequency 
gain of this circuit is 10. The response will have a pole ( - 3dB) 
at a frequencY f'" 1I(2'11"IOOkOC) and a zero (3dB from the high 
frequency asymptote) at about 10 times this frequency. The 2k 
resistor in series with each capacitor mitigates the loading dcect 
on circuitry driving this circuit, e1iminstes stability problems, 
and has a minor effect on the pole-zero locations. 

As a result of the reactive feedback, the high frequency components 
of the switched input signal will be transmitted at unity gain 
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Figure 76. AD630 with External Feedback 
while the low frequency components will be amplified. This 
arrangement is useful in demodulators and lock-in amplifiers. It 
increases the circuit dynamic range when the modulation or 
interference is substantially larger than the desired signal 
amplitude. The output signal will contain the desired signal 
multiplied by the low frequency gain (which may be several 
hundred for large feedback ratios) with the switching signal and 
interference superimposed at unity gain. 

SWITCHED INPUT IMPEDANCE 
The nonihverting'mode of operation is a high input impedance 
configuration while the inverting mode is a low input impedance 
configuration. This means that the input impedance of the 
circuit undergoes an abrupt change as the gain is switched under 
control of the comparator. If gain is switched when the input 
signal is not zero, as it is in many practical cases, a transient 
will be delivered to the circuitry driving the AD630. In most 
applications, this will require the AD630 circuit to be driven by 
a low impedance source which remains "stiff" at high frequencies. 
Generally this will be a wideband buffer amplifier. 

FREQUENCY COMPENSATION 
The AD630 combines ·the convenience of internal frequency 
compensation with the flexibility of external compensation by 
means of an optional self-contained. compensation capacitor. 

In gain of ± 2 applications the noise gain which must be addressed 
for stability purposes is actually 4. In this circumstance, the 
phase margin of the loop will be on the order of 60" without the 
optional compensation. This condition provides the maximum 
bandwidth and slew-rate for closed-loop gains of 121 and above. 

When theAD630 is Used as a multiplexer, or in other configurations 
where one or both inputs are connected for unity gain feedback, 
the phase margin will be reduced to less than 200. This may be 
acceptable in applications where fast slewing is a first priority, 
but the transient response will not be optimum. For these. appli
cations, the self-contained compensation capacitor may be added 
by connecting pin U to pin 13. This connection reduces the 
closed loop bandwidth somewhat, and improves the phase 
margin. 

For intermediate conditions, such as gain of ± 1 where loop 
attenuation is 2, use of the compensation should be determined 
by whether bandwidth or settling response must be optimized. 
The optional compensation should also be Used when the AD630 
is driving capacitive loads or whenever conservative frequency 
compensation is desired. 

OFFSET VOLTAGE NULLING 
The offset voltages of both input stages and the comparator 
have been pre-trimmed so that external trimming will only be 
requited in the most demanding applications. The offset adjust
ment of the two input channels is accomplished by means of a 
differential and common mode scheme. This facilitateS fine 
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adjustment of system errors in switched gain applications. With 
system input tied to OV, and a switching or carrier waveform 
applied to the comparator, a low level square wave will appear 
at the output. The differential offset adjustment pot can be used 
to null the amplitude of this square wave (pins 3 and 4). The 
common mode offset adjustment can be used to zero the residnal 
dc output voltage (pins S and 6). These functions should be 
implemented using 10k trim pots with wipers connected directly 
to pin 8 as shown in Figures 19a and 19b. 

CHANNEL STATUS OUT?UT 
The channel status output, pin 7, is an open collector output 
referenced to - V s which can be used to indicate which of the 
two input channels is active. The output will be active (pulled 
low) when channel A is selected. This output can also be used 
to supply positive feedback around the comparator. This produces 
hysteresis which serves to increase noise immunity. Figure 17 
shows an example of how hysteresis may be implemented. Note 
that the feedback signal is applied to the inverting ( - ) terminsl 
of the comparator to achieve positive feedback. This is because 
the open collector channel status output invem the output sense 
of the internal comparator. 

+5V 

100k 

Figure 17. Comparator Hysteresis 

The channel status output may be interfaced with TTL inputs 
as shown in Figure 18. This circuit provides appropriate level 
shifting from the open-collector AD630 channel status output to 
TTL inputs. 

-1SV 

+5V 

I TTL INPUT 

I 
I 
I 

Figure 18. Channel Status - TTL Interface 

APPLICATIONS: 
BALANCED MODULATOR 
Perhaps the most commonly used ·configuration of the AD630 is 
the balanced modulator. The application resistors provide precise 
symmetric gains of ± 1 and ± 2. The ± 1 arrangement is shown 
in Figure 19a and the ±2 arrangement is shown in Figure 19b. 
These cases differ only in the connection of the 10k feedback 
resistor (pin 14) and the compensation capacitor (pin 12). Note 
the use of the 2.SkO bias CUtrent compensation resistors in 
these examples. These resistors perform the identical function in 
the ± 1 gain case. Figure 20 demonstrates the performance of 
the AD630 when Used to modulate a 100kHz square wave carrier 
with a 10kHz sinusoid. The result is the double sideband sup
pressed carrier waveform. 

These baianced modulator topologies accept two inputs, a signal 
(or modulation) input applied to the amplifying channels, and a 
reference (or carrier) input applied to the comparator. 
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Figure 19a, AD630 Configured as a Gain-of-One Balanced 
Modulator 
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Figure 19b. AD630 Configured as a Gain-of-Two Balanced 
Modulator 
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Figure 20. Gain-of-Two Balanced Modulator Sample 
Waveforms 

BALANCED DEMODULATOR 
The balanced modulator topology described above will also act 
as a balanced demodulator if a double sideband suppressed 
carrier waveform is applied to the signal input and the carrier 
signal is applied to the reference input. The output under these 
circumstances will be the baseband modulation signal. Higher 
order carrier components will also be present which can be 
removed with a low-pass filter. Other names for this function 
are synchronous demodulation and phase-sensitive detection. 

Applications - AD630 
PRECISION PHASE COMPARATOR 
The balanced modulator topologies of Figures 19a and 19b can 
also be used as precision phase comparators. In this case, an ac 
waveform of a particular frequency is applied to the signal input 
and a waveform of the same frequency is applied to the reference 
input. The dc level of the output (obtained by low pass filtering) 
will be proportional to the signal amplitude and phase difference 
between the input signals. If the signal amplitude is held constant, 
then the output can be used as a direct indication of the phase. 
When these input signals are 90' out of phase, they are said to 
be in quadrature and the AD630 dc output will be zero. 

PRECISION RECTIFIER-ABSOLUTE VALUE 
If the input signal is used as its own reference in the balanced 
modulator topologies, the AD630 will act as a precision rectifier. 
The high frequency performance will be superior to that which 
can be achieved with diode feedback and op amps. There are no 
diode drops which the op amp must "leap over" with the com
mutating amplifler. 

LVDT SIGNAL CONDITIONER 
Many transducers function by modulating an ac carrier. A Linear 
Variable Differential Transformer (LVDT) is a transducer of 
this type. The amplitude of the output signal corresponds to 
core displacement. Figure 21 shows an accurate synchronous 
demodulation system which can be used to produce a de voltage 
which corresponds to the LVDT core position. The inherent 
precision and temperature stability of the AD630 reduce demod
ulator drift to a second order effect. 

2.5kHz 
2Vpk-pk 

SINUSOIDAL 
EXCJTATJON 

A_ 
FOLLOWER 

Figure 21. L VDT Signal Conditioner 

ACBRlDGE 
Bridge circuits which use de excitation are often plagued by 
errors caused by thermocouple effects, lIf noise, dc drifts in the 
electronics, and line noise pick-Up. One way to get around these 
problems is to excite the bridge with an ac waveform, amplify 
the bridge output with an ac amplifler, and synchronously de
modulate the resulting signal. The ac phase and amplitude in
formation from the bridge is recovered as a dc signal at the 
output of the synchronous demodulator. The low frequency 
system noise, dc drifts, and demodulator noise all get mixed to 
the carrier frequency and can be removed by means of a low 
pass filter. Dynamic response of the bridge must be traded off 
against the amount of attenuation required to adequately suppress 
these residUa!. carrier components in the selection of the filter. 
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Figure 22 is an example of an ac bridge system with the AD630 
used as a synchronous demod1i.lator. The oscilloscope photograph 
shows the results of a 0.05% bridge imbalance caused by the 
IMeg resistor in parallel with one leg of the bridge. The top 
trace represents the bridge excitation, the upper-middle trace ill 
the amplified bridge output, .the lower-middle ttace is the output 
of the synchronous demodulator and the bottom trace is the 
filtered dc system output. 

This system can easily resolve a O.sppm change in bridge im
pedance. Such a change will produce a 3.2mV change in the low 
pass filtered dc output, well above the RTO drifts and noise. 

,
..... E 

EXC1TATION 

I 

ov __ 

ov __ 

.v __ 

.v __ 

Figure 22. AC Bridge System 

BRIDGE EXCrTATJON 
(ZOVfdiv) fA) 

AMPUFfED BRIDGE 
OUTPUT f6V/div) IBI 

DEMODULATED BRIDGE 
OUTPUT (5V/div) (e. 
FILTER OUTPUT (2V/diY) (OJ 

Figure 23. AC Bridge Waveforms 

LOCK-IN AMPLIFIER APPLICATIONS 
Lock-in amplification is a technique which is used to separate a 
sma1l, narrow hand signal from interfering noise. The lock-in 
amplifier acts as a detector and narrow band filter combined. 
Very sma1l signals can be detected in the presence of large amounts 
of uncorte1ated noise when the frequency and phase of the desired 
signal are known. 

The lock-in amplifier is basically a synchronous demodulator 
followed by a low pass filter. An important measure of performance 
in a lock-in amplifier is the dynamic range of its demodulator. 
The schematic diagram of a demonstration circuit.which exhibits 
the dynamic range of an AD630 as it might be used in a lock-in 
amplifier is shown in Figure 24. Figure 25 is an oscilloscope 
photo showing the recovery of a signal modulated at 400Hz 
from a noise signal approximately 100,000 times larger; a dynamic 
range of lOOdB. 
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Figure 24. Lock-In Amplifier 

'5Y 1 ,~1-,5S 
MODULATED SIGNAL rAl 

rUNATTENUATEDI 

ATTENUATED SIGNAL 
PLUS NOISE (B) 

OU11'llT 

Figure 25. Lock-In Amplifier Waveforms 

The test signal is produced by modulating a 400Hz carrier with 
a O.lHz sine wave. The signals produced, for example, by chopped 
radiation (IR, optical, etc.) detectors may have similar low fre
quency components. A sinusoidal modulation is used for clarity 
of illustration. This signal is produced by a circuit similar to 
Figure 19b and is shown in the upper trace of Figure 25. It is 
attenuated 100,000 times normalized to the output, B, of the 
summing amplifier. A noise signal which might represent, for 
example, background and detector noise in the chopped radiation 
case, is added to the modulated signal by the summing amplifier. 
This signal is simply band limited clipped white noise. Figure 
25 shows the sum of attenuated signal plus noise in the center 
trace. This combined signal is demodulated synchronously using 
phase information derived from the modulator, and the result is 
low pass filtered using a 2-pole simple filter which also provides 
a gsin of 100 to the output. This recovered signal is the lower 
trace of Figure 25. 

The combined.modulated signal and interfering noise used for 
this illustration is similar to the signals often requiring a lock-in 
amplifier for detection. The precision input performance of the 
AD630 provides more than 100dB of signal range and its dynamic 
response permits it to be used with carrier frequencies more 
than two orders of magnitude higher than in this example. A 
more sophisticated low pass output filter will aid in rejecting 
wider bandwidth interference. 



11IIIIIIII ANALOG 
L.III DEVICES 

FEATURES 
Pretrimmed to ±O.5% Max 4-Quadrant Error 
All Inputs (X, V and Z) Differential, Highlmpedance for 

[(XI -X2 )(V I-V21110] +~ Transfer Function 
Scale-Factor Adjustable to Provide up to X10 Gain 
Low Noise Design: gollV rms,10Hz-10kHz 
Low Cost, Monolithic Construction 
Excellent Long Term Stability 

APPLICATIONS 
High Quality Analog Signal Processing 
Differantial Ratio and Percentage Computations 
Algebraic and Trigonometric Function Synthesis 
Accurata Voltage Controlled Oscillators and Filtars 

PRODUCT DESCRIPTION 
The AD632 is an internally-trimmed monolithic four-quadrant 
multiplier/divider. The AD632B has a maximum multiplying 
error of ±O.S% without external trims. 

Excellent supply rejection, low temperature coefficients and 
long term stability of the on-chip thin film resistors and buried 
zener reference preserve accuracy even under adverse condi
tions. The simplicity and flexibility of use provide an attrac
tive alternative approach to the solution of complex control 
functions. 

The AD632 is pin for pin compatible with the industry stand
ard ADS32 with improved specifications and a fully differen
tial high impedance Z-input. The AD632 is capable of providing 
gains of up to XlO, frequendy elintinating the need for sepa
rate instrumentation amplifiers to precondition the inputs. 
The AD632 can be effectively employed as a variable gain 
differential input amplifier with high common mode rejection. 
The effectiveness of the variable gain capability is enhanced by 
the inherent low noise of the AD632: 90llV rms. 

Internally Trimmed 
Precision Ie Multiplier 

AD632 I 
AD632 PIN CONFIGURATIONS 

H-Package TO-lOO 

V2 

-v. 
TOP VIEW 

PRODUCT HIGHLIGHTS 
Guaranteed Performance Over Temperature: The AD632A and 
AD632B are specified for maxintum multiplying errors of 
±1.0% and ±O.S% of full scale, respectively at +2SoC and are 
rated for operation from -25°C to +8SoC. Maxintum multi
plying errors of ±2.0% (AD632S) and ±1.0% (AD632T) are 
guaranteed over the extended temperature range of _SSoC to 
+12SoC. 

High Reliability. The AD632S and AD632T series are also 
available with MIL-STD-883 Level B screening and all devices 
are available in either the hermetically-sealed TO-lOO metal can 
or TO-116 ceramic DIP package. 
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SPECIFICATIONS (@ +25"1:. Vs= :t:l5V. R~2kO unless oIheJwise noIBd) 

Model AD632A 
Mill TJp Max 

MULTIPLIER PERFORMANCE 

Transfer Function 
(X,-X,)(V,-V,) 

lOY +Zz 

Tow Error' (-.lOVsX~ Ys + lOY) ::t1.0 
T,,=mintomax ±1.5 
Total EtrorvsTempe.rature ±o.on 
Scale Factor Error 

(SF.., IO.OOOVNominal)2 ±0.25 
Temperature-Coefficient of 

Scaling-Voltage ±0.02 
Supply Rejcction ( :: 15V ::!: IV) ±0.01 
Nonlinearity, X (X = lOV pk-pk. Y = lOY) ±0.4 
Nonlinearity, V(Y '" 20Vpk-pk,X = lOY) ±0.2 
Fced.lhroughJ, X (Y Nulled, 

X . 20V Ok'Ok 50Hz) ±0.3 
FeedthroughJ• Y (X Nulled, 

V 20V pk'Ok 50Hz) ±0.01 
Output Offset Voltage ±5 ±30 
Output Offset Voltage Drift 200 

DYNAMICS 
Small SignalBW, (V OUT = O.lrms) I 
I % Amplitude Error (CI.OAI) = IOOOpF) SO 
Slew Rate (V OVT 20 pk-pk) 20 
Seuling Time (to 1%,4 VOVT = 20V) 2 

NOISE 
Noise Spectral-Density SF -IOV 0.8 

SF - 3v' 0.4 
WidebandNoiseA· IOHztoSMHz 1.0 

P IOHuo 10kHz 90 

OUTPUT 
Output Voltage Swing ±11 
Output Impedance(f:S: 1kHz) 0.1 
Output Shon Circuit Current 

(R,. O. T",:" min to max) 30 
AmplifierOpen LoopGain (f = 50Hz) 70 

INPUT AMPLIFIERS (X. Y and Z)' 
S;gnal Vol .... Rznse (D;ff. orCM ±10 

Operadngrnff.) ± 12 
Offset Voltage X, Y ±5 ",20 
Offset Voltage Drift X. Y 100 
Offset Voltage Z ±5 ":30 
Offset Vol .... Drift Z 200 
CMRR 60 80 
BiasCurrcnt 0.8 2.0 
Offset Currenl 0.1 
Differential Resistance 10 

DIVIDER PERFORMANCE 

Transfer Function (X. > X2) 
(Z,-Z,) 

10V (X,-X,)+Y, 

TocaiError l 

(X:: IOV, - lOVsZs + IOV) ±O.75 
(X = IV, -IVsZs + IV) ±2.0 
(O.lVSX'SlOV, -IOVsZsIOV) ±2.5 

SQUARER PERFORMANCE 

Transfer Function 
(X,-X,>, 
~+Z2 

Tol8lError( -IOV:sX:sIOV) ±O.6 

SQUARE·ROOTERPERFORMANCE 
Transfer Function, (Z. sZ2) VIOV(Z,-Z,) +X, 
TotaiError l (lVsl:sIOV) ±1.0 

POWER SUPPLY SPECIFICATIONS 
Supply Vol .... 

Rated Performance ±IS 
Operat.., ±8 ±18 

Supply Current 
Quiescent 4 6 

PACKAGE OPTIONS' 
TIJ.IOO(H·IOA) AD632AH 
TO·1I6(D·14) AD632AD 

NOTES 
'Figures given are percentofCull-sca1e, ± lOV(i.e.,O.Ol% = ImV). 
lMay be reduceddown lo3V using external resistor between - Vsand SF. 
Jlrrcducib1e component due to nonlinearity: excludes effect of offsets. 
"Using external resistor adjusted to give SF = 3V. 
5See functional block diagram for definition of sections. 
6&e Section 20forpacitageourline information. 

Spedfications subject to change: witbout notice. 
AU min and max speciftcations are guaranteed. 

AD632II AD632S 
Mill TJp Max Mill TJp Max 

(X,-X,)(V,-V,) 
lOY +Zz 

(X,-X,)(V,~V,) 

lOY +Zz 

::to.S ±I.O 
±I.O ±2.0 
",0.015 ±0.02 

±O.I ±0.25 

±0.01 ±0.2 
±0.01 ::to.01 
±0.2 ±0.3 ±0.4 
±O.I ±O.I ±O.2 

±0.15 ",0.3 ±0.3 

±0.01 ±O.I ±0.01 
±2 :15 ±5 ±30 
100 500 

I I 
SO SO 
20 20 
2 2 

0.8 0.8 
0.4 0.4 
1.0 1.0 
90 90 

:11 :11 
0.1 0.1 

30 30 
70 70 

±10 ±IO 
± 12 ±12 
±2 :10 ±5 ±20 
SO 100 
±2 "'IS ±S "'30 
100 500 

70 90 60 80 
0.8 2.0 0.8 2.0 
0.1 0.1 
10 10. 

(Z,-Z,) 
lOY (X,-X,)+Y, 

(Z,-Z,) 
lOY (X,-x,tV, 

±0.35 ±0.7S 
±1.0 :t:2.0 
±1.0 ±2.5 

(X,-X,>, 
~+Z2 

(X,-X,)' 
~+Z2 

±0.3 ±0.6 

VIOV(Z,-Z,) +X, VIOV(Z,-Z,) +X, 

±0.5 ±1.0 

±15 ± 15 
±8 :18 ±8 :22 

4 6 4 6 

AD632BH AD632SH 
AD632BD AD632SD 

Specif1C8rions shown in boldface are tested on aU production units at final electrical tcst. Results from those tests are used to cakulatc outgoing quality IcvcJs. 
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AD632T 
Mill TJp Max U .... 

(X,-X,)(V,-Y,) 
IOV +Zz 

±I.5 % 
:1.0 % 
:0.01 'IIJ"C 

±O.I % 

:0.005 %rC 
::to.OI % 
±0.2 ±0.3 % 
±O.I ±O.I % 

.::!:0.15 ±0.3 % 

::!:0.01 ::to.l %. 
±2 ±15 mV 

300 .. vrc 

.1 MHz 
SO kHz 
20 VI..,. 
2 .... 
0.8 "VIYHz 
0.4 "VIYHz 
1.0 ",Vnns 
90 p.Vlrms 

±11 V 
0.1 1\ 

30 mA 
70 dB 

±10 V 
±12 V 
~2 :10 mV 
ISO .. vrc 
±2 "'15 mV 

300 "VI"C 
70 90 dB 

0.8 2.0 "A 
0.1 "A 
10 Mil 

(Z, .. Z,) 
10V (X,-x,tV, 

±0.35 % 
±1.0 % 
±l.O % 

(X I -X2)2 
~+Z2 

±0.3 % 

VIOV(Z, - Z,) + X, 
±0.5 % 

±15 V 
±8 ±n V 

4 6 mA 

AD632TH 
AD632TD 



AD632 

Typical Performance Curves (typical at + 25°C with ±Vs = 15V) 
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Figure 1. AC Feedthrough VB. Frequency Figure 3. Frequency Response VB. Divider Denominator 
Input Voltage 

-~ 
.... 

" \ 
1\ 

Cl <1000pf \ CF"O 

~Od"~1V~S.~,J,.o 

cJ.J}~ ~"'l 1'\-:1 1 CLC1000pF 
CFC200pF 

W1\HX10 

~-FEEDBACK CONNECTION 

I\TTEKOR 

10M 

CHIP DIMENSIONS & PAD LAYOUT 
Contact factory for latest dimensions 

Dimensions shown in inches and (mm). 

FREQUENCY _ Hz 

Figure 2. Frequency Response as a Multiplier 

For further information, consult factory 

ORDERING GUIDE 
Temperature 
Range 

-25°C to + 85°C 

- 55°C to + 125°C 

Header (H) 

AD632AH 
AD632BH 

AD632SH 
AD632SH/883B 
AD632TH 
AD632TH/883B 

Thermal Characteristics 

Side Brazed DIP (D) 

AD632AD 
AD632BD 

AD632SD 
AD632SD/883B 
AD632TD 
AD632TD/883B 

ThermalResistanceOJC = 25°CIWforH-10A 
OJA = 150°ClWforH-lOA 
0JC = 25°CIWforD-14 
OJA = 95°ClWforD-14 

-
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+V. 

-VS 

TRANSFER FUNCTION 

X, 

VO_A[(Xl-X2~!V1-V2) -CZ1.Z2)] 
X2 

TRANSLINEAR 
MULTIPLIER 

V, ELEMENT 

V2 OUT 

Figure 4. AD632 Functional Block Diagram 

OPERATION AS A MULTIPLIER 
Figure 5 shows the basic connection for multiplication. Note 
that the circuit will meet.all specifications without trimming. 

X·INPUT 
:t:1OV FS 
:t12VPK 

V-INPUT 
.t1OVFS 
:t12VPK 

X, 

X2 

Vas 

V, 

V2 

+V, 

OUT 

z, 

Z2 

-V, 

+15V 

OUTPUT. ;t12V PK 

• (X, -X2~Z' -Va) + q 

OPTIONAL SUMMING 

I ~iE:M~~LPK; 
I NO USED 

~ 
-16V 

Figure 5. Basic Multiplier Connection 

In some cases the user may wish to reduce ac feed through to 
a minimum (as in a suppressed carrier modulator) by applying 
an external trim voltage (±3OmV range required) to the X or V 
input. Curve 1 shows the typical ac feedthrough with this 
adjustment mode. Note that the feed through of the V input 
is a factor of 10 lower than that of the X input and should be 
used in applications where null suppression is critical. 

The Z2 terminal of the AD632 may be used to sum an addi
tional signal into the output. In this mode the output amplifier 
behaves as a voltage follower with a 1MHz small signal band
width and a 20V //J.s slew rate. This terminal should always be 
referenced to the ground point of the driven system, particu
larly if this is remote. Likewise the differential inputs should 
be referenced to their respective signal common potentials to 
realize the full accuracy of the AD632. 

A much lower scaling voltage can be achieved without any 
reduction of input signal range using a feedback attenuator as 
shown in Figure 6. In this example, the scale is such that 
VOUT = XV, so that the circuit can exhibit a maximum gain of 
10. This connection results in a reduction of bandwidth to 
about 80kHz without the peaking capacitor CF. In addition, 
the output offset voltage is increased by a factor of 10 making 
external adjustments necessary in some applications. 

Feedback attenuation also retains the capability for adding 
a signal to the output. Signals may be applied to the Zl 
terminal where they are amplified by -10 or to the com-
mon ground connection where they are amplified by -1. In
put signals may also be applied to the lower end of the 2.7kn 
resistor, giving a gain of +9. 
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X INPUT 
X, 

i:1OVFS 
,*12VPK X2 

V-INPUT V, 

:t:1OV FS 
::I:12VPK V2 

+V, 

OUT 

Z, 

Z2 

VOS 

-V, 

+1SV 

OUTPUT, :l:12V PK 
-(X,-X2)(V,-V2) 
(SCALE' 1) 

-16V 

Figure 6. Connections for Scale-Factor of Unity 

OPERATION AS A DIVIDER 
Figure 7 shows the connection required for division. Unlike 
earlier products, the AD632 provides differential operation on 
both numerator and denominator, allowing the ratio of two 
floating variables to be generated. Further flexibility results 
from access to a high impedance summing input to V 1- As with 
all dividers based on the use of a multiplier in a feedback loop, 
the bandwidth is proportional to the denominator magnitude, 
as shown in Figure 3_ 

+ 
X INPUT X, +V, +15V 

(DENOMINATOR) 
+10V FS OUTPUT, t12V PK 
+l2VPK X2 

III 1Dez, -Z,t + v, 
IX1- X21 

+16V +v. OUT 

2OkO 
Vas TO Z, Z INPUT 

2IlOIdl (NUMERATOR) 
OPTIONAL -16V -Vs Z2 

±10V FS. ±12V PK 
SUMMING INPUT 

±1OV PK 

I 
V, 

I 

~ V2 -V, -15V 

Figure 7. Basic Divider Connection 

Without additional trimming, the accuracy of the AD632B 
is sufficient to maintain a 1% error over a 10V to 1 V denom
inator range (The ADS3S is functionally equivalent to the 
AD632 and has guaranteed performance in the divider and 
square-rooter configurations and is recommended for such 
applications). 

This range may be extended to 100: 1 by simply reducing the 
X offset with an externally generated trim voltage (range re
quired is ±3.SmV max) applied to the unused X input. To 
trim, apply a ramp of +100mV to +V at 100Hz to both XI 
and Z 1 (if X2 is used for offset adjustment, otherwise reverse 
the signal polarity) and adjust the trim voltage to minimize 
the variation in the output.· 

Since the output will be near +10V, it should be ac-coupled for 
this adjustment. The increase in noise level and red.uction in 
bandwidth preclude operation much beyond a ratio of 100 
to 1. 

·See the AD535 Data Sheet for more detans_ 
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FEATURES 
Four-Quadrant Multiplication in a Low Cost 8-Pin 

Package 
Complete - No External Components Required 
Laser Trimmed Accuracy and Stability 
Typical Total Error Within 1% of FS 
Differential High Impedance X and Y Inputs 
High Impedance Unity Gain Summing Input 
Laser Trimmed 10 V Scaling Reference 

APPUCATIONS 
Multiplication. Modulation/Demodulation. Squaring. 

Phase Detection. Programmable Resistances and 
Conductances. Voltage Controlled Amplifiers/ 
Attenuators/Filters 

PRODUCT DESCRIPTION 
The AD633 is a functionally complete, four-quadrant, analog 
multiplier. The AD633 includes high impedance, differential X 
and Y inputs and a high impedance summing input (Z). The 
low impedance output voltage is a nominal 10 V full scale. A 
laser trimmed 10 V scaling reference is included on the chip. 
The AD633 is the first product to offer these features in mod
estly priced 8-pin plastic DIP and sore packages. 

The AD633 is laser calibrated to a 
2% of full scale for the AD633J 
is typically less than 0.1 %, and n 
typically less than 100 fl. V rms in 
A 1 MHz bandwidth, 20 V/fl.s slew rate, 
capacitive loads make the AD633 useful in 
applications where simplicity and cost are k 

The AD633's versatility is not compromised by its simp 
The Z input provides access to the output buffer amplifie , en
abling the user to sum the outputs of two or more multipliers, 
increase the multiplier gain, convert the output voltage to a cur
rent, and configure a variety of closed-loop applications. 

The AD633 is available in an 8-pin plastic mini-DIP package 
(N) and 8-pin SOle (R) and is specified to operate over the 0 to 
+ 700e commercial temperature range. 

Low Cost 
Analog Multiplier 

AD633 I 

AD633 FUNCTIONAL BLOCK DIAGRAM 
Plastic DIP (N) Package 

w = (X1~:1_Y2) + z 

PRODUCT HIGHLIGHTS 
1. The AD633 is a complete four quadrant multiplier offered in 

low cost 8-pin plastic packages. The result is a product that 
is cost effec . to apply. 

s or expensive user calibration are 
D633. 

ction and laser calibration make the device 

resistances make signal source loading 

ply voltages can range from ±8 V to ±18 V. The 
ing voltage is generated by a stable Zener diode; 
ccuracy is essentially supply insensitive. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS (TA = +25°C. Vs = ±15 V. RL 2: 2 kG) 
Model AD633) 

Conditions Min Typ Max Unit 

TRANSFER FUNCTION W 
(XI-X2) (YI-Y2) 

+Z 
IOV 

Total Error -IOV:5 X, Y:5 +IOV +2.0 % Full Scale 
Tmin to Tmox +3.0 % Full Scale 

Scale Factor Error SF = 10.00 V Nominal +1.0 % Full Scale 
Supply Rejection Vs = ±IS V ±l V +0.01 %. Full Scale 
Nonlinearity, X X = ± 10 V, Y = + 10 V ±0.4 ±1.0 % Full Scale 
Nonlinearity, Y Y = ±10V,X = +10V ±0.1 ±0.4 % Full Scale 
X Feedthrough Y Nulled, X = ±10 V ±0.3 ±1.0 % Full Scale 
Y Feedthrough X Nulled, Y = ±10 V ±0.1 ±0.4 % Full Scale 
Output Offset Voltage ±S.O ±SO.O mV 

DYNAMICS 
SmaJI Signal BW Vo = 0.1 V rms, MHz 

Error = 1%, CL = 1000 pF 
Slew Rate Vo = 20 V p-p V/",s 
Settling Time to 1 % Ii Vo= 20V ,...S 

NOISE 
Spectral Density ,...VlYHz 
Wideband Noise mVrms 

mVrms 

OUTPUT 
Output Voltage Swing V 
Short Circuit Current 4:0 IDA 

INPUT AMPLIFIERS 
Signal Voltage Range V 

V 
Offset Voltage X, Y ±S ±30 mV 
Offset Voltage Z ±S ±SO mV 
CMRR VcM =±10V 60 SO dB 
Bias Current X, Y, Z O.S 2.0 ,...A 
Differential Resistance 10 MO 

POWER SUPPLY 
Supply Voltage 

Rated Performance ±IS V 
Operating Range ±S ±lS V 

Supply Current Quiescent 4 6 IDA 

NOTES 
Specifications shown in boldface are tested on all productions units at electrical test. Results from those tests are used to calculate outgoing quality levels. All 
min and max specifications are gnatanreed, although ouly those shown in boldface are tested on all production units. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS! 
Supply Voltage ..•.....................•.. ±IS V 
Internal Power Dissipation2 •••••••••••••••••• 500 mW 
Input Voltages3 ••••••••••••••••••••••••••• ±IS V 
Output Short Circuit Duration . . . . . . . . . . . . . . . Indefinite 
Storage Temperature Range ........... -65°C to + 150°C 
Operating Temperature Range .............. 0 to + 70°C 
Lead Temperature Range (Soldering 60 sec) ....... +300°C 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating ouly and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. 

28-Pin Plastic Package: aJA = 16S"C/W. 
8-Pin Small Outline Package: aJA = IS5"C/W. 

'For supply voltages less than ± 18 V, the absolute maximum input voltage is 
equal to the supply voltage. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 

6-52 ANALOG MUL TlPLlERSIDIVIDERS 



FUNCTIONAL DESCRIPTION 
The AD633 is a low cost integrated circuit multiplier comprising 
a translinear multiplying core, a buried Zener reference, and a 
unity gain connected output amplifier with an accessible sum
ming node. The functional block diagram of the AD633 is 
shown on the first page of this data sheet. The differential X 
and Y inputs are converted to differential currents by two iden
tical voltage-to-current converters. The product of these currents 
is generated by the multiplying core. A stable buried Zener ref
erence provides an overall scale factor of 10 V. The sum of 
(X . Y)/10 + Z is then applied to the unity gain connected out
put amplifier. Access to the amplifier summing node through Z 
allows the user to sum two or more multiplier outputs, 'decrease 
the effective scale factor, convert the output voltage to a cur
rent, and configure various analog computational functions. 

Inspection of the block diagram shows the overall transfer func
tion to be: 

[ 
(XI-X2) (YI-Y2) ] 

W=A 10V +Z-W 

where A is the open loop gain of the output amplifier 
the output. In most cases, the open loop . 
infinite, simplifying the trans£ 

The output amplifier has a 1 MHz small 
20 V/fJ-S slew rate. In addition to straight ultiplicati 
ety of useful closed-loop configurations can be implem 
shown in the Applications section. 

ERROR SOURCES - Multiplier errors consist primarily of in
put offsets, scale factor error, and nonlinearity in the multiply
ing core. The input offsets can be eliminated by using the 
optional trim configuration of Figure I. This scheme reduces 
the net error to scale factor errors (gain error) and an irreducible 
nonlinearity component in the multiplying core. The X and Y 
noniinearities are typically 0.1% offull scale, respectively. Scale 
factor error is typically 1% of full scale. The high impedance Z 
input should always be referenced to the ground point of the 
driven system, particularly if this is remote. Likewise, the dif
ferential X and Y inputs should be referenced to their respective 
grounds to realize the full accuracy of the AD633. 

+h:VS 

300ltll 50kU TO APPROPRIATE 
INPUT TERMINAL 

1kU 

-Vs 

Figure 1. Optional Offset Trim Configuration 

AD633 
APPLICATIONS SECTION 
The versatility, simplicity, and low cost of the AD633 make it 
especially well suited for a large number of applications. These 
include modulation and demodulation, automatic gain control, 
power measurement, voltage controlled amplifiers, and fre
quency doublers. Connection diagrams for several of these popu
lar applications follow. 

+15V 

O.1I1F 

~w _ (X1-X2) (V1-V2) Z 
- 10V + 

asic Multiplier Connection 

Vo = 10(~~~-:1) + V2 

Figure 3. Basic Divider Connection 

'-}--w .... -o. 1 RX1-X2)(Y1-Y2~ 
I' OUT=Fi[ 10Y J 

Figure 4. Current Output Connections 

CONNECTION DIAGRAMS 
(Top View) 

AD633JR - 8 Pin Plastic SOIC AD633JN - 8 Pin Plastic DIP 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 

ANALOG MUL TIPLIERSIDIVIDERS 6-53 



AD633 

[ZJ----~-o W _IiXl-X2)(Yl-Y2~ rR .. R21 s 
Ri -[ 10V Jl Ri J+ 

-15V 

~O.1flF S 

R2 

Figure 5. Connections for Variable Scale Factor 

ORDERING GUIDE* 

Plastic Temperature 
Range Mini-DIP (N-8) sOle (R-8) 

CommericalO to +70·C AD633JN AD633JR 

'See Section 20 for package outline information. 

SOOkO: O.1flF 1N4148 

10V A0587JQ .---~I--"" 

2k" 

1N4148 

10kn 

Figure 6. Connections for Use in Automatic Gain Control 
Circuit 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
High Accuracy 

0.1 % Typical Error 
High Speed 

10 MHz Full-Power Bandwidth 
450 V IIJ.S Slew Rate 
200 ns Settling to 0.10/0 at Full Power 

Low Distortion 
-80 dBc from Any Input 
Third-Order IMD Typically -75 dBc at 10 MHz 

Low Noise 
94 dB SNR. 10 Hz to 20 kHz 
70 dB SNR. 10 Hz to 10 MHz 

Direct Division Mode 
2 MHz BW at Gain of 100 

APPLICA nONS 
High Performance Replacement for AD534 
Multiply. Divide. Square. Square Root 
Modulator. Demodulator 
Wideband Gain Control. RMS-DC Conversion 
Voltage-Controlled Amplifiers. Oscillators. and Filters 
Demodulator with 40 MHz Input Bandwidth 

PRODUCT DESCRIPTION 
The AD734 is an accurate high speed, four-quadrant ana 
multiplier that is pin-compatible with the ind 
AD534 and provides the transfer ~ 
AD734 provides a low-impedance 
power (20 V pk-pk) bandwidth of 
(scaling, offsets, and nonlinearities combi 
Scale. Distortion is typically less than - 80 
The low-capacitance X, Y and Z inputs are rent 
most applications, no external components are required to 
the function. 

The internal scaling (denominator) voltage U is 10 V, derived 
from a buried-Zener voltage reference. A new feature provides 
the option of substituting an external denominator voltage, 
allowing the use of the AD734 as a two-quadrant divider with a 
1000: 1 denominator range and a signal bandwidth that remains 
10 MHz to a gain of 20 dB, 2 MHz at a gain of 40 dB and 
200 kHz at a gain of 60 dB, for a gain-bandwidth product of 
200 MHz. 

The advanced performance of the AD734 is achieved by a com
bination of new circuit techniques, the use of a high speed 
complementary bipolar process and a novel approach to laser
trimming based on ac signals rather than the customary dc 
methods. The wide bandwidth (>40 MHz) of the AD734's in
put stages and the 200 MHz gain-bandwidth product of the 
multiplier core allow the AD734 to be used as a low distortion 

10 MHz, 4-Quadrant 
Multiplier IDivider 

AD734 I 
AD734 CONNECTION DIAGRAM 

[ Xl X INPUT 
X2 

14-Pin DIP 
(Q Package) 

VP POSITIVE SUPPLY 

DO DENOMINATOR DISABLE 

W -OUTPUT 
[UO 3 

DENOMINATOR Ul 
INTERFACE Zl ] ZINPUT 

U2 Z2 

[ Yl 6 9 ER REFERENCE VOLTAGE 
Y INPUT 

Y2 8 VN - NEGA nVE SUPPLY 

demodulator with input frequencies as high as 40 MHz as long 
as the desired output frequency is less than 10 MHz. 

The AD734AQ and AD734BQ are specified for the industrial 
temperature range of -40°C to +85°C and come in a 14-pin ce-
ramic DIP. Th 83B, available processed to MIL-
STD- ange of -55°C to + 125°C, is 

c DIP. 

e than two decades of experience in 
e of analog multipliers, to provide 

ut amplifier design with more than twenty times 
e of the AD534 (450 V/fJ.s versus 20 V/fJ.s) for a 
20 V pk-pk) bandwidth of 10 MHz. 

ortion, even at full power, through the use of 
ircuit and trimming techniques that virtually eliminate all of 

the spurious nonlinearities found in earlier designs. 

3. Direct control of the denominator, resulting in higher multi
plier accuracy and a gain-bandwidth product at small denom
inator values that is typically 200 times greater than that of 
the AD534 in divider modes. 

4. Very clean transient response, achieved through the use of a 
novel input stage design and wide-band output amplifier, 
which also ensure that distortion remains low even at high 
frequencies. 

5. Superior noise performance by careful choice of device geom
etries and operating conditions, which provide a guaranteed 
88 dB of dynamic range in a 20 kHz bandwidth. 

-This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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SPECIFICATIONS (TA = + 25°C, +Vs = VP = +15 V, -Vs = VN = -15 V, RL ;;:,: 2 kO) 

TRANSFER FUNCTION 
W = AOfX1-X,IIY1-y,1 - IZ, - Z'I} IU,-U,I 

Parameter Conditions 

MVLTIPLIER PERFO~ANCE 
Transfer Function 
Total Static Error' -10 V :s X,Y :s Hl V 

Over T min to T max 

vs. Temperature Tmin to Tmax 
vs. Either Supply ±Vs =14VtoI6V 

Peak Nonlinearity -10 V:s X :s + 10 V, Y = + 10 V 
-IOV:sYs +IOV,X= +IOV 

THO' X = 7 V rms, Y = + 10 V, f:s 5 kHz 
Tmin to Tmax 
Y = 7 V nns, X = + 10 V, f:s 5 kHz 
Tmjn to Tmax 

Feedthrough X = 7 V rIDS, Y = nulled,f :s 5 kHz 
Y = 7 V rotS, X = 'nulled, f:s 5 kHz 

Noise (RTO) X=Y=O 
Spectral Density 100 Hz to I MHz 
Total Output Noise 10 Hz to 20 kHz 

Tmia to Tmax 

DIVIDER PERFORMANCE (Y = 10 V) 
Transfer Function 
Gain Error 
X Input Clipping Level 
V Input Scaling Error' 

(Output to 1%) 

INPVT INTERFACES (X, Y, & Z) 
3 dB Bandwidth 
Operating Range 

X Input Offset Voltage 
Tm;n to Tm •• 

Y Input Offset Voltage 
Tmin to Tmax 

Z Input Offset Voltage 
Tmin to Tmax 

Z Input PSRR (Either Supply) fs I kHz 
Tmin to Tma:r.: 

CMRR f =5 kHz 
Input Bias Current (X, Y, Z Inputs) 

T~n to Tmax 
Input Resistance Differential 
Input Capacitance Differential 

DENOMINATOR INTERFACES (VO, VI, &, V2) 
Operating Range 
Denominator Range 
Interface Resistor VI to V2 

OUTPUT AMPLIFIER (W) 
Output Voltage Swing Tmin to Tmax 
Open-Loop Voltage Gain X = Y = 0, Input to Z 
Dytuunic Response From X or Y Input, CL s 20 pF 

3 dB Bandwidth W:s7Vnns 
Slew Rate 

Settling Time + 20 V or - 20 V Output Step 
To 1% 
To 0.1% 

Short-Circuit Current Tmin to Tmin 

POWER SUPPLIES, ±Vs 
Operating Supply Range 
Quiescent Current Tmin to Tmax 

NOTES 
'Figures given are percent of full scale (e.g., 0.01% = I mY). 
'dB<: refers to deciBels relative to the full scale input (carrier) level of 7 V rms. 
'See Figure 10 for test circuit. 

A B S 
Min Typ Max Min Typ Mnx Min Typ Mnx 

W = XY/IO W = XY/IO W = XY/IO 
0.1 0.4 0.1 0.25 0.1 0.4 

0.6 1.25 
0.004 0.003 0.004 
0.01 0.05 0.01 0.05 0.01 0.05 
0.05 0.05 0.05 
0.025 0.025 0.025 

-58 -66 -58 
-55 -63 -55 
-60 -SO -60 
-57 -74 -57 

-85 -60 -85 -70 -85 -60 
-85 -66 -85 -76 -85 -66 

1.0 
-88 -94 -88 
-85 -85 

W = XYIV' 
I 

xV 1.25 x V 
0.15 0.3 
0.65 I 

100 100' 

40 40 
±12.5 ±12.5 

15 
25 15 25 
10 5 10 
12 6 12 
20 10 20 
50 50 90 

54 70 66 70 54 70 
50 56 50 
70 85 70 85 70 85 

50 200 50 150 50 300 
300 300 SUO 

50 50 50 
2 2 2 

VNtoVP-3 VNtoVP-3 VNtoVP-3 
1000:1 1000:1 1000:1 

28 28 28 

±12 ±12 ±12 
72 72 72 

10 10 10 
450 450 450 

125 125 125 
200 200 200 

20 50 80 20 50 80 20 50 80 

±8 ±16.5 ±8 ±16.5 ±8 ±16.5 
6 9 12 6 9 12 6 9 12 

All min and max specifications are guaranteed. Specifications in 
Boldface are t~sted 011 all production units at final electrical test. 
Specifications subject to change without notice. 

Units 

% 
% 
%re 
%N 
% 
% 
dBc 
dB<: 
dBc 
dBc 
dBc 
dB<: 

",VI, Hz 
dBc 
dBc 

% 
V 
% 
% 
ns 

MHz 
V 
mV 
mV 
mV 
mV 
mV 
mV 
dB 
dB 
dB 
nA 
nA 
kO 
pF 

V 

kG 

V 
dB 

MHz 
V/",s 

ns 
ns 
rnA 

V 
rnA 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage ........................... ± 18 V 
Internal Power Dissipation2 

for TJ max = 175°C ..................... 500 mW 
X, Y and Z Input Voltages ................. VN to VP 
Output Short Circuit Duration ............... Indefinite 
Storage Temperature Range 

Q ........................... -65°C to + 150°C 
Operating Temperature Range 

AD734A, B ..................... -40°C to +85°C 
AD734S ....................... -55°C to + 125°C 

Lead Temperature Range (soldering 60 sec) ........ + 300°C 
Transistor Count ............................. 81 

NOTES 
IStresses above those listed under "Absolute,Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. 

'14·Pin Ceramic DIP: aJA = llO"CIW 

[ 
X1 

X INPUT 
X2 

[
UO 3 

DENOMINATOR U1 
INTERFACE 

U2 

[ 
V1 

V INPUT 
V2 

ER REFERENCE VOLTAGE 

AD734 
ORDERING GUIDE* 

Temperature 
Range 

Industrial 
-40°C to +85°C 

Military 
- 55°C to + 125°C 

14-Pin 
Ceramic DIP (Q-14) 

AD734AQ 
AD734BQ 

AD734SQ/883B 

·See Section 20 for package outline information. 
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Xl 

X2 

UO 

Ul 

w--; 

· 
U2 

VI 

V2 
· ZloJ 

Figure 1. AD734 Block Diagram 

FUNCTIONAL DESCRIPTION 

Z2 0-· "*" 

Figure I is a simplified block diagram of the AD734. Operation 
is similar to that of the industry-standard AD534 and in many 
applications these parts are pin-compatible. The main functional 
difference is the provision for direct control of the denominator 
voltage, V, explained fully on the following page. Internal sig
nals are actually in the form of currents, but the function 
AD734 can be understood using voltages 
in this figure. Pins are named us' 
as XI, Z2) while the voltages on th 
scripted variables (for example, X" 

The AD734's differential X, Y and Z inpu 
wideband interfaces that have low offset, low 
low distortion. The AD734 responds to the renee sig 
X = XI - X2, Y = YI - Y2 and Z = ZI - Z2' and rejec 
common-mode voltages on these inputs. The X, Y and Z i 
faces provide a nominal full-scale (FS) voltage of ± 10 V, but, 
due to the special design of the input stages, the linear range of 
the differential input can be as large as ± 17 V. Also unlike pre
vious designs, the response on these inputs is not clipped 
abruptly above ± 15 V, but drops to a slope of one half. 

The bipolar input signals X and Y are multiplied in a ttanslinear 
core of novel design to generate the product XYIV. The denom
inator voltage, V, is internally set to an accurate, temperature
stable value of 10 V, derived from a buried-Zener reference. An 
uncalibrated fraction of the denominator voltage V appears 
between the voltage reference pin (ER) and the negative supply 
pin (VN), for use in certain applications where a temperature
compensated voltage reference is desirable. The internal denomi
nator, V, can be disabled, by connecting the denominator 
disable Pin 13 (DD) to the positive supply pin (VP); the denom
inator can then be replaced by a fixed or variable external volt
age ranging from 10 mV to more than 10 V. 

The high-gain output op-amp nulls the difference between 
XY IV and an additional signal Z, to generate the fmal output 
W. The actual transfer function can take on several forms, de
pending on the connections used. The AD734 can perform all of 
the functions supported by the AD534, and new functions using 
the direct-division mode provided by the V-interface. 

Each input pair (XI and X2, YI and Y2, ZI and Z2) has a dif
ferential input resistance of 50 ill; this is formed by "real" re
sistors (not a small-signal approximation) and is subject to a 
tolerance of ±20%. The common-mode input resistance is sev
eral megohms and the parasitic capacitance is about 2 pF. 

The bias currents associated with these inputs are nulled by. 
laser-trimming, such that when one input of a pair is optionally 
ac-coupled and the other is grounded, the residual offset voltage 
is typically less than 5 mV, which corresponds to a bias current 
of only 100 nA. This low bias current ensures that mismatches 
in the sources resistances at a pair of inputs does not cause an 
offset error. These currents remain low over the full tempera
ture range and supply voltages. 

The common-mode range of the X, Y and Z inputs does not 
fully extend to the supply rails. Nevertheless, it is often possible 
to operate the AD734 with one terminal of an input pair con
nected to either the positive or negative supply, unlike previous 
multipliers. The common-mode resistance is several megohms. 

The full-scale output of ± 10 V can be delivered to a load resis
tance of I kG (although the specifications apply to the stanaard 
multiplier load condition of 2 kG). The output amplifier is 
stable driving capacitive loads of at least 100 pF, when a slight 
increase in bandwidth results from the peaking caused by this 
capacitance. The 450 V/JJ.s slew rate of the AD734's output am-
plifier ensures that the width of 10 MHz can be maintained 
up to the full 0 pk-pk. Operation at reduced sup-
ply n to ±8 V, wIth reduced signal 

ctions 
op) transfer function of the AD734 is 

1 - X2)(Y1 - Y2) Z Z} U - ( 1 - 2), (I) 

e open-loop gain of the output op-amp, typically 
negative feedback path is provided, the circuit 

e quantity inside the brackets essentially to zero, 
resulting in the equation 

(2) 

This is the most useful generalized transfer function for the 
AD734; it expresses a balance between the product XY and the 
product VZ. The absence of the output, W, in this equation 
only reflects the fact that we have not yet specified which of the 
inputs is to be connected to the op-amp output. 

Most of the functions of the AD734 (including division, unlike 
the AD534 in this respect) are realized with ZI connected to W. 
So, substituting W in place of ZI in the above equation results 
in an output. 

(3) 

The free input Z2 can be used to sum another signal to the out
put; in the absence of a product signal, W simply follows the 
voltage at Z2 with the full 10 MHz bandwidth. When not 
needed for summation, Z2 should be connected to the ground 
associated with the load circuit. We can show the allowable po
larities in the following shorthand form: 

(±X)\±Y) 
( ± W) = (+ U) + ±Z. (4) 

In the recommended direct divider mode, the Y input is set to a 
fixed voltage (typically 10 V) and V is varied directly; it may 
have any value from 10 mV to 10 V. The magnitude of the ratio 
XIU cannot exceed 1.25; for example, the peak X-input for V 
= I V is ± 1.25 V. Above this level, clipping occurs at the posi

tive and negative extremities of the X-input. Alternatively, the 
AD734 can be operated using the standard (AD534) divider con-

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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nections (Figure 8), when the negative feedback path is estab
lished via the Y 2 input. Substituting W for Y 2 in Equation (2), 
we get 

IZ2 - ZIl 
W = U IX X + YI · 

1- 21 
(5) 

In this case, note that the variable X is now the denominator, 
and the above restriction (XIV :s 1.25) on the magnitude of the 
X input does not apply. However, X must be positive in order 
for the feedback polarity to be correct. Y I can be used for sum
ming purposes or connected to the load ground if not needed. 
The shorthand form in this case is 

I±Z) 
I ± WI = I + U) -- + I ± Y). 

I+X) 
(6) 

In some cases, feedback may be connected to two of the avail
able inputs. This is true for the square-rooting connections (Fig
ure 9), where W is connected to both X, and Y2 • Setting 
X, = W and Y 2 = W in Equation (2), and anticipating the pos
sibility of again providing a summing input, so setting X2 = S 
and Y I = S, we fmd, in shorthand form 

This is seen more generally to 
since both V and Z can be va 
one quadrant. Feedback may al 
Full details of the operation in these 
appropriate section of this data sheet. 

Direct Denominator Control 
A valuable new feature of the AD734 is the provision t 
the internal denominator voltage, V, with any value from 
+ 10 mV to + 10 V. This can be used (1) to simply alter the 
multiplier scaling, thus improve accuracy and achieve reduced 
noise levels when operating with small input signals; (2) to im
plement an accurate two-quadrant divider, with a 1000: 1 gain 
range and an asymptotic gain-bandwidth product of 200 MHz; 
(3) to achieve certain other special functions, such as AGe or 
rms. 

Figure 2 shows the internal circuitry associated with denomina
tor control. Note fIrst that the denominator is actually propor
tional to a current, Iu, having a nominal value of 356 fLA for 
V = 10 V, whereas the primary reference is a voltage, generated 
by a buried-Zener circuit and laser-trimmed to have a very low 
temperature coefficient. This voltage is nominally 8 V with a 
tolerance of ± 10%. 

IU NOMINALLY 
356~A 'or 
U=10V 

Figure 2. Denominator Control Circuitry 

LlNKTO 
DISABLE 

Understanding the AD734 
After temperature-correction (block TC), the reference voltage is 
applied to transistor Qd and trimmed resistor Rd, which gener
ate the required reference current. Transistor Qu and resistor 
Ru are not involved in setting up the internal denominator, and 
their associated control pins VO, VI and V2 will normally be 
grounded. The reference voltage is also made available, via the 
100 kfl resistor Rr, at Pin 9 (ER); the purpose of Qr is ex
plained below. 

When the control pin DD (denominator disable) is connected to 
VP, the internal source of Iu is shut off, and the collector cur
rent of Qu must provide the denominator current. The resistor 
Ru is laser-trimmed such that the multiplier denominator is ex
actly equal to the voltage across it (that is, across pins VI and 
V2). Note that this trimming only sets up the correct internal 
ratio; the absolute value of Ru (nominally 28 kfl) has a tolerance 
of ±20%. Also, the alpha of Qu, (typically 0.995) which might 
be seen as a source of ling error, is canceled by the alpha of 

omplete circuit. 

Figure 3), an externally-provided 
G' is applied directly to VO and V2 and the 

oss Ru is therefore reduced by one V BE. For 
2 V, the actual value of V will be about 

ot be important in some closed-loop ap
ch as automatic gain control (AGe), but clearly is 

table where the denominator value must be well-
hen it is required to set up an accurate, fIxed value 
-chip reference may be used. The transistor Qr is 

to cancel the V BE of Qu, and is biased by an external 
resistor, R2, as shown in Figure 4. Rl is chosen to set the de
sired value of V and consists of a fIxed and adjustable resistor. 

+ 

Figure 3. Low-Accuracy Denominator Control 

( 
Rl 

l 

Figure 4. Connections for a Fixed Denominator 
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Table I shows useful values of the external compOnents for set
ting up nonstandard denominator values. 

Denominator Rl (Fixed) Rl (Variable) R2 

5V 34.8 kG 20 kG 120 kG 
3V 64.9 kG 20 kG 220 kG 
2V 86.6 kG 50 kG 300 kG 
IV 174 kG 100 kG 620 kG 

Table I; Component Values for Setting Up Nonstandard 
Denominator Values 

The denominator can also be current controlled, by grounding 
Pin 3 (UO) and withdrawing a current of Iu from Pin 4 (VI). 
The nominal scaling relationship is U = 28 x Iu, where u is 
expressed in volts and Iu is expressed in milliamps. Note, 
however, that while the linearity of this relationship is very 
good, it is subject to a scale tolerance of ±20%. Note that the 
common mode range on Pins 3 through 5 actually extends from 
4 V to 36 V below VP, so it is not necessary to restrict the 
connection of UO to ground if it should be desirable to use some 
other voltage. 

The output ER may also be buffered, re-scaled and used as 
general-purpose reference voltage. It is generated 
the negative supply line Pin 8 (VN), but 
driving one of the signal interfaces 
ure 12, where a fixed numerator 0 

vider application. There, Y 2 is tied 
this; therefore the common-mode voltage 
5 V above VN, which satisfies the internal bi 
(see Specifications Table). 

OPERATION AS A MULTIPLIER 
All of the connection schemes used in this section are essentially 
identical to those used for the AD534, with which the AD734 is 
pin-compatible. The only precaution to be noted in this regard 
is that in the AD534, Pins 3, 5, 9, and 13 are not internally con
nected and Pin 4 has a slightly different purpose. In many cases, 
an AD734 can be directly substituted for an AD534 with imme
diate benefits in static accuracy, distortion, feedthrough, and 
speed. Where Pin 4 was used in an AD534 application to 
achieve a reduced denominator voltage, this function can now be 
much more precisely implemented with the AD734 using alter
native connections (see Direct Denominator Control, page 5). 

Operation from supplies down to ±8 V is possible. The supply 
current is essentially independent of voltage. As is true of all 
high speed circuits, careful power-supply decoupling is impor
tant in maintaining stability under all conditions of use. The 
decoupling capacitors should always be connected to the load 
ground, since the load current circulates in these capacitors at 
high frequencies. Note the use of the special symbol (a triangle 
with the letter 'L' inside it) to denote the load ground. 

Standard Multiplier Connections 
Figure 5 shows the basic connections for multiplication. The X 
and Y inputs are shown as optionally having thl;!ir negative 
nodl;!s grounded, but they are fully differential, and in many 
applications the grounded inputs may be reversed (to facilitate 
interfacing with signals of a particular polarity, while achieving 
some desired output polarity) or both may be driven. 

The AD734 has an input resistance of 50 kG ± 20% at the X, 
Y, and Z interfaces, which allows ac-coupling to be achieved 

... 15V 

x _ INPUT --.-fil 
%10V FS -,._...,." 

V-INPUT 
±10V FS 

I-'t-+--'--- W = (X,- X,)(V, - V,) + 2, 
LOAD 10V 
GROUND 

1--+---"- 2, 
OPTIONAL 
SUMMING 
INPUT 
±10VFS 

Figure 5. Basic Multiplier Circuit 

with moderately good control of the high-pass (HP) corner fre
quency; a capacitor of 0.1 fJ.F provides a HP corner frequency 
of 32 Hz. When a tighter control of this frequency is needed; or 
when the HP corner is above about 100 kHz, an external resis
tor should be added across the pair of input nodes. 

At least one of the two inputs of any pair must be provided with 
a dc path (usually to ground). The careful selection of ground 
returns is important in r . ing the full accuracy of the AD734. 
The Z2 pin wi! connected to the load ground, 
which me cases. It may also be used as 

(see Equations (3) and (4), above) 
put of ± 10 V and the full 10 MHz 

absolute accuracy is essential, the 
y the finite resistance of the signal 

) may be troublesome; for example, a 50 G source resis-
. input will introduce a gain error of -0.1 %; if 

Y -inputs are driven from 50 G sources, the 
the product will be -0.2%. Provided the source 

stance(s) are known, this gain error can be completely com
pensated by including the appropriate resistance (5,0 G or 
100 G, respectively, in the above cases) between the output W 
(Pin 12) and the ZI feedback input (Pin 11). If Rx is the total 
source resistance associated with the Xl and X2 inputs, and Ry 
is the total source resistance associated with the YI and Y2 in
puts, and neither Rx nor Ry exceeds I kG, a resistance of . 
Rx+Ry in series with pin ZI will provide the required gain 
restoration. 

Pins 9 (ER) and 13 (DD) should be left unconnected in this ap
plication. The U-inputs (Pins 3, 4 and 5) are shown connected 
to ground; they may alternatively be connected to VN, if de
sired. In applications where Pin 2 (X2) happens to be driven 
with a high-amplitude, high-frequency signal, the capacitive 
coupling to the denominator control circuitry via an ungrounded 
Pin 3 can cause high-frequency distortion. However, the AD734 
can be operated without modification in an AD534 socket, and 
these three pins left unconnected~ with the above caution noted. 

X-INPUT 
±10V FS 

Y-INPUT 
tl0V FS .....,_...,,, 

AD734 

(X,- X,)(Y, -Y,) [1 1] 
Iw= . 10V Ff+5iik 

lis s 

Z211O'1--..... --, 

±10mAMAX FS 

%10V MAXIMUM 
LOAD VOLTAGE 

Figure 6. Conversion of Output to a Current 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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Current Output 
It may occasionally be desirable to conven the output voltage to 
a current. In correlation applications, for example, multiplica
tion is followed by integration; if the output is in the form of a 
current, a simple grounded capacitor can perform this function. 
Figure 6 shows how this can be achieved. The op-amp forces 
the voltage across Zl and Z2, and thus across the resistor Rs, to 
be the product XYIU. Note that the input resistance of the 
Z interface' is in shunt with Rs, which must be calculated 
accordingly. 

The smallest FS current is simply ± 10 VI50 kO, or ±200 I1A, 
with a tolerance of about 20%. To guarantee a 1% conversion 
tolerance without adjustment, Rs must be less than 2.5 kO. The 
maximum full scale output current should be limited to about 
± 10 rnA (thus, Rs = 1 kO). This concept can be applied to all 
connection modes, with the appropriate choice of terminals. 

Squaring and Frequency-Doubling 
Squaring of an input signal, E, is achieved simply by connecting 
the X and Y inputs in parallel; the phasing can be chosen to 
produce an output of E21U or -E21U as desired. The input 
have either polarity, but the basic output will either 
positive or negative; as for multiplication 
used to add a funher signal t 

When the input is a sinewave, 
doubler, since 

(Esinoo/)2 = E2 (1 - cos2oo/)/ 

Equation (8) shows a de term at the ou w ich w' 
strongly with the amplitude of the input, E. This dc t 
be avoided using the connection shown in Figure 7, w n 
RC-network is used to generate two signals whose product has 
no de term. The output is 

W= 4{~sin(OO/+ ~)}{~sin(OO/- ~)}(1~V)<9) 
for 00 = lICRl, which is just 

W = E2(cos2oo/)/(10 V) (10) 

which has no dc component. To restore the output to ± 10 V 
when E = 10 V, a feedback attenuator with an approximate ra
tio of 4 is used between W and Z 1; this technique can be used 
wherever it is desired to achieve a higher overall gain in the 
transfer function. 

In fact, the values of R3 and R4 include additional compensa
tion for the effects of the 50 kO input resistance of all three in
terfaces; R2 is included for a similar reason. These resistor 
values should not be altered without careful calculation of the 
consequences; with the values shown, the center frequency fo is 
100 kHz for C = 1 nF. The amplitude of the output is only a 
weak function of frequency: the output amplitude will be 0.5% 
too low at f = 0.9fo and f = l.ifo. The cross-connection is sim
ply to produce the cosine output with the sign shown in Equa
tion (10); however, the sign in this case will rarely be important. 

AD734 

R3 I 
,,,.-_--.13k e2cos2(tltf10V 

R4 J 4,32k 
L...+---,.-. 

Figure 7. Frequency Doubler 

OPERATION AS A DIVIDER 
The AD734 supports two methods for performing analog divi
sion. The first is based on the use of a multiplier in a feedback 
loop. This is the standard mode recommended for multipliers 
having a fix ltage, such as the AD534, and will be 6 
descr' n. The second uses the AD734's unique 

varying the scaling (denominator) volt-
ill be described in the next section. 

Connections 
nections for the standard (AD534) di

ack from the output, W, is now taken to the 
ting) input, which, provided that the X-input is posi

a negative feedback path. Yl should normally 
to the ground associated with the load circuit, but 

be used to sum a further signal to the output. If 
the polarity of the Y -input connections can be reversed, 

with W connected to Yl and Y2 used as the optional summation 
input. In this case, either the polarity of the X-input connec
tions must be reversed, or the X-input voltage must be negative. 

X INPUT 
+O.1V TO +10V 

V, --:--,., 
OPTIONAL 
SUMMING 

INPUT 
t10V FS 

Figure 8. Standard (AD534) Divider Connection 

The numerator input, which is differential and can have either 
polarity, is applied to pins Z 1 and Z2. As with all dividers based 
on feedback, the bandwidth is directly proponional to the de
nominator, being 10 MHz for X = 10 V and reducing to 
100 kHz for X = 100 mY. This reduction in bandwidth, and 
the increase in output noise (which is inversely proponional to 
the denominator voltage) preclude operation much below a de
nominator of 100 mY. Division using direct control of the de
nominator (Figure 10) does not have these shoncomings. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufactu're unless otherwise agreed to in writing. 
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S 
OPTIONAL 
SUMMING 

INPUT 
:!:10VFS 

+1SV 
O.1J.lF 

~ 
o W=~+S 

Figure 9. Connection for Square Rooting 

Connections for Square-Rooting 
The AD734 may be used to generate an output proportional to 
the square-root of an input using the connections shown in 
Figure 9. Feedback is now via both the X and Y inputs, and is 
always negative because of the reversed-polarity between these 
two inputs. The Z input must have the polarity shown, but 
because it is applied to a differential port, either polarity of 
input can be accepted with reversal of ZI and Z2, if necessary. 
The diode D, which can be any small-signal type (lN4148 being 
suitable) is included to prevent a latching condition which could 
occur if the input momentarily was of the incorrect polari 
the input, the output will be always negative. 

Note that the loading on the out 
provided by the 25 kO of input 
the user's load. In high speed appli 
to include further loading at the output (t 
speed up response time. As in previous appl 
signal, shown here as S, may be summed to ou put; if 
option is not used, this node should be connected to the I 
ground. 

DIVISION BY DIRECT DENOMINATOR CONTROL 
The AD734 may be used as an analog divider by directly vary
ing the denominator voltage. In addition to providing much 
higher accuracy and bandwidth, this mode also provides greater 
flexibility, because all inputs remain available. Figure 10 shows 
the connections for the general case of a three-input multiplier 
divider, providing the function 

IXI - XZliYl - Yzi 
W == IVI _ Vzl + Zz, (ll) 

where the X, Y, and Z signals may all be positive or negative, 
but the difference U == UI - Uz must be positive and in the 
range + 10 mV to + 10 V. If a negative denominator voltage 
must be used, simply ground the noninverting input of the op 
amp. As previously noted, the X input must have a magnitude 
of less than 1. 25 U. 

X-INPUT ----f21 
(U, 

U-INPUT 

lu.-==::::::.-m 

Y -INPUT ----f71 

AD734 

1ill""+_~~W.~ (X , - ~:~~2- VOl) + Z2 

LOAD 
GROUND 

/ill-+-'--,-,--z. 
OPTIONAL V SUMMING 
INPUT 
:t10V FS 

Figure 10. Three-Variable MultiplierlDivider Using Direct 
Denominator Control 

This connection scheme may also be viewed as a variable-gain 
element, whose output, in response to a signal at the X input, is 
controllable by both the Y input (fl'lr attenuation, using Y less 
than U) and the U input (for amplification, using U less than 
Y). The ac performance is shown in Figure H; for these results, 
Y was maintained at a constant 10 V. At U == 10 V, the gain is 
unity and the circuit bandwidth is a full 10 MHz. At U == 1 V, 
the gain is 20 dB and the bandwidth is essentially unaltered. At 
U == 100 mV, the gain is 40 dB and the bandwidth is2 MHz. 
Finally, at U == 10 mV,the gain is 60 dB and the bandwidth is' 
250 kHz, corresponding to a 250 MHz gain-bandwidth product. 

tor is included to improve the accuracy of the 
denominator voltages. At high gains, the X input 

set voltage can cause a significant output offset voltage. To 
eliminate this problem, a low-pass feedback path can be used 
from W to X2; see Figure I3 for details. 

Where a numerator of 10 V is needed, to implement a two
quadrant divider with fixed scaling, the connections shown in 
Figure 12 may be used. The reference voltage output appearing 
between Pin 9 (ER) and Pin 8 (VN) is amplified and buffered 
by the second op amp, to impose 10 V across the YIIY2 input. 
Note that Y2 is connected to the negative supply in this applica
tion. This is permissable because the common-mode voltage is 
still high enough to meet the internal requirements. The transfer 
function is 

( Xl - X2) 
W == IOV VI _ V2 + Zz· 

The ac perforrnance of this circuit remains as shown in 
Figure 11. 

(I2) 

X -INPUT --"";'-[[1 

(U, 
U-INPUT 

w= (X ,-X Ill1ov +Z2 
IID~-t--..::..;:., U,-U2 

lu. --.-:::..("[] 

200k 

LOAD 
GROUND 

Illi---t--''---,- Z. 
OPTIONAL W SUMMING 
INPUT 
:t10YfS 

Figure 12. Two-Quadrant Divider with Fixed 10 V Scaling 
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A PRECISION AGC LOOP 
The variable denominator of the AD734 and its high gain
bandwidth product make it an excellent choice for precise auto
matic gain control (AGe) applications. Figure 13 shows a 
suggested method. The input signal, EIN, which may have a 
peak amplitude of from 10 mV to 10 V at any frequency from 
100 Hz to 10 MHz, is applied to the X input, and a fixed posi
tive voltage.Ec to the Y input. Op amp A2 and capacitor C2 
fonn an integrator having a current summing node at its invert
ing input. (The AD712 dual op amp is a suitable is a suitable 
choice for this application.) In the absence of an input, the cur
rent in D2 and Rl causes the integrator output to ramp nega
tive, clamped by diode D3, which is included to reduce the time 
required for the loop to establish a stable, calibrated, output 
level once the circuit has received an input signal. With no in
put to !pe denominator (UO and U2), the gain of the AD734 is 
very high (about 70 dB), and thus even a small input causes a 
substantial output ... 

E,. 

Ec --p-"-+--+-l!J 
+1VTO 
+10V 

Figure 13. Precision AGC Loop 

Diode D1 and CI fonn a peak detector, which rectifies the out
put and causes the integrator to ramp positive. When the cur
rent in R1 balances the current in Rl, the integrator output 
holds the denominator output at a constant value. This occurs 
when there is sufficient gain to raise the amplitude of EIN to 
that required to establish an output amplitude of Ec over the 
range of + I V to + 10 V. The X input of the AD734, which has 
finite offset voltage, could be troublesome at the output at high 
gains. The output offset is reduced to that of the X input (one 
or two millivolts) by the offset loop comprising R3, C3, and 
buffer Ai. The low pass corner frequency of 0.16 Hz is trans
formed to a high-pass corner that is multiplied by the gain (for 
example, 160 Hz at a gai/i of 1000). 

In applications not requiring operation down to low frequencies, 
amplifier Al can be eliminated, but the AD734's input resis
tance of 50 kO between XI and X2 will reduce the time con
stant and increase the input offset. Using a non-polar 20 .,.F 
tantalum capacitor for CI will result in the same unity-gain 
high-pass corner; in this case, the offset gain increases to 20, 
still very acceptable. 

FigureJ4 shows the error in the output for sinusoidal inputs at 
100 Hz, 100 kHz, and 1 MHz, with Ec set to + 10 V. The out
put error for any frequency between 300 Hz and 300 kHz is 
similar to that for 100 kHz. At low signal frequencies and low 
input amplitudes, the dynamics of the control loop detennine 
the gain error and distortion; at high frequencies, the 200 MHz 
gain-bandwidth product of the AD734 limit the available gain. 

AD734 

The output amplitude tracks Ec over the range + I V to slightly 
more than + 10 V. 

.. 
" 

+1 100kHz 1--r~---+---r-r1-r-~---+~-ti 

~o~~--~~t=~~t=Ff~~~~~ 
!Ii 

1V 10V 

suited to such applications as implicit RMS
sion, where the AD734 implements the function 

V _ avg [V JN2] 
RMS - (13) 

VRMS 

v .. I>1......----ffi 

Figure 15. A 2-Chip, Wideband RMS-DC Converter 

In this application, the AD734 and an AD708 dual op amp 
serve as a 2-chip RMS-DC converter with a 10 MHz bandwidth. 
Figure 16 shows the circuit's performance for square-, sine-, and 
triangle-wave inputs. The circuit accepts signals as high as 10 V 
p-p with a crest factor of 1 or 1 V p-p with a crest factor of 10. 
The circuit's response is flat to 10 MHz with an input of 10 V, 
flat to almost 5 MHz for an input of 1 V, and to almost 1 MHz 
for inputs of 100 mY. For accurate measurements of input levels 
below 100 mY, the AD734's output offset (Z interface) voltage, 
which contributes a de error, must be trimmed out. 

In Figure IS's circuit, the AD734 squares the input signal, and 
its output (V IN 2) is averaged by a low-pass fII~er that consists of 
R1 and C1 and has a corner frequency of 1 Hz. Because of the 
implicit feedback loop, this value is both the output value, 
VRMS' and the denominator in Equation (13). U2\1 and U2b, an 
AD708 dual de precision op amp, serve as unity-gain buffers, 
supplying both the output voltage and driving the U interface. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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So 
1m 

\1 
100k 1M 10M 

INPUT FREQUENCY - Hz 

Figure 16. RMS-DC Converter Performance 

LOW DISTORTION MIXER 
The AD734's low noise and distortion make it especially suitable 
for use as a mixer, modulator, or demodulator. Although the 
AD734's -3 dB bandwidth is typically 10 MHz and is estab
lished by the output amplifier, the bandwidth of its X and Y 
interfaces and the multiplier core are typically in excess of 
40 MHz. Thus, provided that the desired output signal is I 
than 10 MHz, as would typically be the case in 
the AD734 can be used with both its X 
high as 40 MHz. One test of mixe 
combine two closely spaced, equal 
and then mix them with a third sig to 
2-tone Third-Order Intermodulation Prod 

Figure 17. AD734 Mixer Test Circuit 

Figure 17 shows a test circuit for measuring the AD734's perfor
mance in this regard. In this test, two signals, at 10.05 MHz 
and 9.95 MHz are summed and applied to the AD734's X inter
face. A second 9 MHz signal is applied to the AD734's Y inter
face. The voltage at the U interface is set to 2 V to use the full 
dynamic range of the AD734. That is, by connecting the W and 
ZI pins together, grounding the Y2 and X2 pins, and sening 
U = 2 V, the overall transfer function is 

W = X1Y1 (14) 
2V 

and W can be as high as 20 V p-p when Xl = 2 V p-p and 
YI = 10 V p-p. The 2 V p-p signal level corresponds to 
+ 10 dBm into a 50. n input termination resistor connected from 
XI or YI to ground. 

If the two XI inputs are at frequencies fl and f2 and the fre
quency at the YI input is fo, then the two-tone third-order in
termodulation products should appear at frequencies 2fl· - f2 ± 
fo and 2f2 - fl ± fo. Figures 18 and 19 show the output spectra 
of the AD734 with fl = 9.95 MHz, f2 = 10.05 MHz, and 
fo = 9.00 MHz for a signal level of fl & f2 of 6 dBm and 
fo of +24 dBm in Figure 18 and fl & f2 of 0 dBm and 
fo of +24 dBm in Figure 19. This performance is without exter
nal trimming of the AD734's X and Yinput-offset voltages. 

The possible Two Tone Intermodulation Products are at 2 . x 
9.95 MHz - 10.05 MHz ± 9.00 MHz and 2 x 10.05 -
9.95 MHz ±9.00 MHz; of these only the third-order products at 
0.850 MHz and 1.150 MHz are within the 10 MHz bandwidth 
of the AD734; the desired output signals are at 0.950 MHz and 
1.050 MHz. Note that the difference (Figure 18) between the 
desired outputs and third-order products is approximately 
78 dB, which corresponds to a computed third-order intercept 
point of +46 dBm. 

Figure 18. AD734 Third-Order Intermodulation Performance 
for f, = 9.95 MHz, f2 = 10.05 MHz, and fo = 9.00 MHz and 
for Signal Levels of f, & f2 of 6 dBm and fo of + 24 dBm. 
All Displayed Signal Levels Are Attenuated 20 dB by the 
10X Probe Used to Measure the Mixer's Output 

Figure 19. AD734 Third-Order Intermodulation Performance 
for f, = 9.95 MHz, f2 = 10.05 MHz, and fo = 9.00 MHz and 
for Signal Levels off, & f2 of 0 dBm and fo of +24 dBm. 
All Displayed Signal Levels Are Attenuated 20 dB by the 
10X Probe Used to Measure the Mixer's Output 
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~ANALOG 
WDEVICES 

FEATURES 
DC to >500MHz Operation 
Differential ±1V Full Scale Inputs 
Differential ±4mA Full Scale Output Current 
Low Distortion (:;;0.05% for OdBm Input) 
Supply Voltages from ±4V to ±9V 
Low Power (280mW typical at Vs=±5V) 

APPUCATIONS 
High Speed Real Time Computation 
Wideband Modulation and Gain Control 
Signal Correlation and RF Power Measurement 
Voltage Controlled Filters and Oscillators 
Linear Keyers for High Resolution Television 
Wideband True RMS 

PRODUCT DESCRIPTION 
The AD834 is a monolithic laser-trimmed four-quadrant analog 
multiplier intended for use in high frequency applications, 
having a transconductance bandwidth (RL =500) in excess of 
500MHz from either of the differential voltage inputs. In multi
plier modes, the typical total full scale error is 0.5%, dependent 
on the application mode and the external circuitry. Performance 
is relatively insensitive to temperature and supply variations, 
due to the use of stable biasing based on a bandgap reference 
generator and other design features. 

To preserve the full bandwidth potential of the high speed 
bipolar process used to fabricate the AD834, the outputs appear 
as a differential pair of currents at open collectors. To provide a 
single ended ground referenced voltage output, some form of 
external current to voltage conversion is needed. This may take 
the form of a wideband transformer, balun, or active circuitry 
such as an op amp. In some applications (such as power mea
surement) the subsequent signal processing may not need to 
have high bandwidth. 

The transfer function is accurately trimmed such that when 
X=Y=±IV, the differential output is ±4mA. This absolute 
calibration allows the outputs of two or more AD834s to be 
summed with precisely equal weighting, independent of the ac
curacy of the load circuit. 

The AD834 J is specified for use over the commercial tempera
ture range of 0 to + 70·e and is available in an 8-pin cerdip 
package, an 8-pin plastic DIP package, and an 8-pin plastic 
sOle package. AD834A is available in cerdip for operation 
over the industrial temperature range of -40·e to +85·e. The 
AD834S/883B is specified for operation over the military tem
perature range of - ss·e to + 12S·e and is available in the 8-pin 
cerdip package. S-Grade chips are also available. 

500MHz Four-Quadrant Multiplier 
AD834 I 

AD834 FUNCTIONAL BLOCK DIAGRAM 

PRODUCT HIGHUGHTS 
1. The AD834 combines high static accuracy (low input and 

output offsets and accurate scale factor) with very high band
width. As a four-quadrant multiplier or squarer, the response 
extends from dc to an upper frequency limited mainly by 
packaging and external board layout considerations. A large 
signal bandwidth of over SOOMHz is attainable under opti
mum conditions. 

2. The AD834 can be used in many high speed nonlinear opera
tions, such as square rooting, analog division, vector addition 
and rms-to-dc conversion. In these modes, the bandwidth is 
limited by the external active components. 

3. Special design techniques result in low distortion levels (bet
ter than -60dB on either input) at high frequencies and low 
signal feedthrough (typically -6SdB up to 20MHz). 

4. The AD834 exhibits low differential phase error over the in
put range-typically 0.08· at SMHz and 0.8· at SOMHz. The 
large signal transient response is free from overshoot, and has 
an intrinsic rise time of SOOps, typically settling to within 1 % 
in under Sns. 

S. The nonloading, high impedance, differential inputs simplify 
the application of the AD834. 
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SPECIFICATIONS (TA=+25°C and ±Vs=±5V, unless otherwise noted; dBm assumes 500 load.) 
AD834J AD834A, S 

Model .. Conditions Min Typ Max Min Typ 

MULTIPLIER PERFORMANCE 

Transfer Function 
XY 

W = (iWx 4mA 
XY 

W=(iWx4mA 

Total Error' (Figure 6) -IVsX,Y<+IV ±0.5 ±2 ±0.5 
vs. Temperature . T.,;;, to Tmax ±1.5 
vs. Supplies' ±4Vto ±6V 0.1 0.3 0.1 

Linearity' ±0.5 :1:1 ±0.5 
Bandwidth' See Figure 5 500 500 
Feedthrough; X X=±IV, Y=NulJed 0.2 0.3 0.2 
Feedthrough, Y X=Nulled, Y=±IV 0.1 0.2 0.1 
AC Feedthrough, X' X=OdBm, Y=NulJed 

f=IOMHz -65 -65 
f=IOOMHz -50 -50 

AC Feedthrough, Ys X=NulJed, Y=OdBm 
f=IOMHz -70 -70 
f=IOOMHz -50 -50 

INPUTS (XI, X2, YI, Y2) 
Full Scale Range Differential ±I ±1 
Clipping Level Differential ±1.1 ±1.3 :1:1.1 :1:1.3 
Input Resistance Differential 25 25 
Offset Voltage 0.5 3 0.5 

vs. Temperature Tmm to Tmax 10 10 
4 

vs. Supplies' ±4Vto ±6V 100 300 100 
Bias Current 45 45 
Common Mode Rejection fslOOkHz; IV p-p 70 70 
Nonlinearity, X Y=IV;X=±IV 0.2 0.5 0.2 
Nonlinearity, Y X=IV; Y=±IV 0.1 0.3 0.1 
Distortion, X X=OdBm, Y=IV 

f=lOMHz -60 -60 
f==IOOMHz -44 -44 

Distortion, Y X=IV, Y=OdBM 
f=IOMHz -65 -65 
f=IOOMHz -so -50 

OUTPUTS (WI, W2) 
Zero Signal Current Esch Output 8.5 8.5 
Differential Offset X=O, Y=O ±20 :1:60 :1:20 

vs. Temperature Tmm to Tmax 40 40 

Scaling Current Differential 3.96 4 4.04 3.96 4 
Output Compliance 4.75 9 4.75 

Noise Spectral Density f= 10Hz to IMHz 16 16 
Outputs into 500 Load 

POWER SUPPLIES 
Operating Range ±4 ±9 ±4 
Quiescent cUrrent" Tmin to Tmax 

+Vs 11 14 11 
-Vs 28 3S 28 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to + 7O"C) AD834J 
Military (-55'C to + 125'C) AD834S 
Industrial (-4O'C to +85'C) AD834A 

PACKAGE OPTIONS? 
8-Pin SOIC (R) AD834}R 
8-Pin Cerdip (Q) AD834AQ 
8-Pin Plastic DIP (N) AD834JN AD834SQ/883B 

NOTE 
'Error is defined as the maximum deviation from the ideal output, and expressed as a percentage of the full scsle output. 
'Both supplies tsken simultaneously; siuusoidal input at fs 10kHz. 
'Linearity is defined as residual error after compensating for input offset voltage, output offset current and scaling current errors. 
'Bandwidth is guaranteed when configured in squarer mode. See Figure 5. 
'Sine input; relative 10 full scale output; zero input port nulled; represents feedthrough of the fundamental. 

. Max Units 

:1:2 %FS 
±3 %FS 
0.3 %FSN 
±1 %FS 

MHz 
0.3 %FS 
0.2 %FS 

dB 
dB 

dB 
dB 

V 
V 
ill 

3 mV 
",vrc 

4 mV 
300 ",VN 

",A 
dB 

0.5 %FS 
0.3 %FS 

dB 
dB 

dB 
dB 

mA 
:1:60 ,.,A 

nArc 
:1:60 ",A 
4.04 mA 
9 V 

nV/vHz 

±9 V 

14 mA 
3S mA 

"Negative supply current is equal to the sum of positive supply current, the signal currents inlO each output, WI and W2, and the input bias currents. 
7See Section 20 for package outline information. 
Speciftcations in boldface are tested on all production units at final e1ectticsl test. Results from those tests are used 10 calculate outgoing quality levels. 
Speciftcations subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage (+Vs to -Vs) .................... 18V 
Internal Power Dissipation .................... sOOmw 
Input Voltages (XI, X2, YI, Y2) .................. +Vs 
Operating Temperature Range 

AD834J ............................ 0 to +70°C 
AD834A ........................ -40°C to +8SoC 
AD834S/883B .................... -SsoC to + 12SoC 

Storage Temperature Range Q ........... -6SoC to + ISO°C 
Storage Temperature Range R, N ......... -6SOC to + 12SoC 
Lead Temperature, Soldering 60sec .............. + 300°C 

NOTE 
'Stresses above those listed under "Absolute Maximum RatinJ!ll" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those 
indicated in the operational section of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended periods may 
affect device reliability. 

Yl 

Y2 

-Vs 

CONNECTION DIAGRAM 

Small Outline (R) Package 
Plastic DIP (N) Package 

Cerdip (Q) Package 

• 
AD834 

TOPVIEW 
(Notto Scale) 

METALIZATION PHOTO 

AD834 

X2 

Xl 

+Vs 

Wl 

cmp DIMENSIONS AND BONDING DIAGRAM 
Dimensions shown in inches and (mm). 

THERMAL CHARACTERISTICS 

S-Pin Cerdip Package (Q) 
8-Pin Plastic SOIC (R) 
S-Pin Plastic Mini-DIP (N) 

30°CIW 
4SoCIW 
SOOC/W 

1l00c/w 
16SOCIW 
99"CIW 

Plastic DIP 
Temperature Range (N-8) Package 

o to +70°C ADS34JN 
-40°C to +SsoC 
- S SoC to + 12SoC 

*See Sect10n 20 for package outline information. 

Contact factory for latest dimensions. 

"-1 
~X'I 
I 0 .... (1.37' 

~ I 
I~J~~ 1-· +y • 

• 

ORDERING GUIDE· 

Cerdip Plastic SOIC 
(Q-8) Package (R-S) Package Chips 

ADS34JR 
AD834AQ 
ADS34SQ/883B AD834S Chips 
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Typical Characteristics 
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Figure 1. Mean-Square Output 
vs. Frequency 

Figure 2. AC Feedthrough 
vs. Frequency 

Figure 3. Total Harmonic Distortion 
vs. Frequency 

Figure 1. Figure I is a plot of the mean-square output versus 
frequency for the test circuit of Figure 5. Note that the rising 
response is due to package resonances. 

Figure 2. For frequencies below IMHz, ac feedthrough is 
dominated by static nonlinearities in the transfer function and 
the finite offset voltages. The offset voltages cause a small frac
tion of the fundamental to appear at the output, and can be 
nulled out. 

Figure 3. THO data represented in Figure 3 is dominated by 
the second harmonic, and is generated with OdBm input on the 
ac input and + IV on the dc input. For a given amplitude on 
the ac input, THO is relatively insensitive to changes in the 
dc input amplitude. Varying the ac input amplitude while 
maintaining a constant dc input amplitude will affect THO 
performance. 

Figure 4. Test Configuration for Measuring ac Feedthrough 
and Total Harmonic Distortion 

Figure 5. The squarer configuration shown in Figure 5 is used 
to determine wideband performance because it eliminates the 
need for (and the response uncertainties of) a wideband mea
surement device at the output. The wideband output of a 
squarer configuration is a fluctuating current at twice the input 
frequency with a mean value proportional to the square of the 
input amplitude. 
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By placing capacitors C3/CS and C4/C6 across load resistors Rl 
and R2, a simple low-pass filter is formed, and the mean-square 
value is extracted. The mean-square response can be measured 
using a DVM connected across RI and R2. 

X DENOTES A SHORT DIRECT CONNECTION TO THE GROUND PlANE. 

Figure 5. Bandwidth Test Circuit 

+5V 

NOTES 
A1, RZ SHOULD BE PRECISION TYPE 
RESISTOR (=0.1%). 
ABSOLUTE VALUE ERRORS OF R1. R2 WtLL 
CAUSE A SCALE FACTOR ERROR. 
R1, R2 MISMATCHES WI.L BE EXPRESSED 
AS UNEARITY ERRORS. 

~rR1" .. lG."J;~~ RU. 

+1SV 

11111 

Figure 6. Low Frequency Test Circuit 



BASIC OPERATION 
Figure 7 is a functional equivalent of the AD834. There are 
three differential signal interfaces: the voltage inputs X = 
XI-X2 and Y=YI-Y2, and the current output, W (see Fig. 7) 
which flows in the direction shown when X and Y are positive. 
The outputs WI and W2 each have a standing current of typi
cally 8.SmA. 

Figure 7. AD834 Functional Block Diagram 

The input voltages are first converted to differential currents 
which drive the translinear core. The equivalent resistance of 
the voltage-to-current (V-I) converters is about 28Sn. This low 
value results in low input related noise and drift. However, the 
low full scale input voltage results in relatively high nonlinearity 
in the V-I converters. This is significantly reduced by the use of 
distortion cancellation circuits which operate by Kelvin sensing 
the voltages generated in the core - an important feature of the 
AD834. 

The current mode output of the core is amplified by a special 
cascode stage which provides a current gain of nominally x 1.6, 
trimmed during manufacture to set up the full scale output cur
rent of ±4mA. This output appears at a pair of open collec
tors which must be supplied with a voltage slightly above the 
voltage on Pin 6. As shown in Figure 8, this can be arranged by 
inserting a resistor in series with the supply to this pin and tak
ing the load resistors to the full supply. With R3 = 60n, the 
voltage drop across it is about 600mV. Using two son load 
resistors, the full scale differential output voltage is ±400mV. 

The full bandwidth potential of the AD834 can only be realized 
when very careful attention is paid to grounding and de
coupling. The device must be mounted close to a high quality 
ground plane and all lead lengths must be extremely short, in 
keeping with UHF circuit layout practice. In fact, the AD834 
shows useful response to well beyond IGHz, and the actual 
upper frequency in a typical application will usually be deter
mined by the care with which the layout is effected. Note that 
R4 (in series with the -Vs supply) carries about 30mA, and 
thus introduces a voltage drop of about 150mV. It is made large 
enough to reduce the Q of the resonant circuit formed by the 
supply lead and the decoupling capacitor. Slightly larger values 
can be used, particularly when using higher supply voltages. 
Alternatively, lossy RF chokes or ferrite beads on the supply 
leads may be used. 

X·INPUT 
:t1VFS 

Applying the AD834 
r----.--~t---<+5V 

0' 
49.9H 

0' 
49.9U 

AD834 
WOUTPUT 
:t400mV FS 

Y·INPUT 
±1VFS 

0' 
4.7U 

'-----------<-5V 

Figure 8. Basic Connections for Wideband Dperation 

Figure 8 shows the use of optional termination resistors at the 
inputs. Note that although the resistive component of the input 
impedance is quite high (about 2Skn), the input bias current 
of typically 4Sf1A can generate significant offset voltages if 
not compensated. For example, with a source and termination 
resistance of son (net source of 2SO) the offset would be 
2Snx4Sf1A= I.l2SmV. This can be almost fully cancelled 
by including (in this example) another 2Sn resistor in series 
with the "unused" input (in Figure 8, either Xl or Y2). In 
order to minimize crosstalk the input pins closest to the out
put (Xl and Y2) should be grounded; the effect is merely to 
reverse the phase of the X input and thus alter the polarity of 
the output. 

TRANSFER FUNCTION 
The output current W is the linear product of input voltages X 
and Y divided by (l V)' and multiplied by the "scaling current" 
of4mA: 

XY 
W = (lVi 4mA 

Provided that it is understood that the inputs are specified in 
wIts, a simplified expression can be used: 

W = (XY)4mA 

Alternatively, the full transfer function can be written: 

XY I 
W = IV . 2S0n 

When both inputs are driven to their clipping level of about 
1.3V, the peak output current is roughly doubled, to ±8mA, 
but distortion levels will then be very high. 

TRANSFORMER COUPLING 
In many high frequency applications where baseband operation 
is not required at either inputs or output, transformer coupling 
can be used. Figure 9 shows the use of a center-tapped output 
transformer, which provides the necessary dc load condition at 
the outputs WI and W2, and is designed to match into the de
sired load impedance by appropriate choice of turns ratio. The 
specific choice of the transformer design will depend entirely on 
the application. Transformers may also be used at the inputs. 
Center-tapped transformers can reduce high frequency distortion 
and lower HF feedthrough by driving the inputs with balanced 
signals. 
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4I.11! 

X·INPUT 
::I:1VFS 

{f 
Y·INPUT I 
::I:1VFS '¢7 

I 

'¢7 4.7U 

L----------<-5V 

Figure 9. Transformer-Coupled Output 

A particularly effective type of transformer is the balun l which 
is a short length of transmission line wound on to a toroidal fer
rite core. Figure 10 shows this arrangement used to convert the 
bal(anced) output to an un(balanced) one (hence the use of the 
term). Although the symbol used is identical to that for a trans
former, the mode of operation is quite different. In the first 
place, the load should now be equal to the characteristic imped
ance of the line. (although this will usually not be critical for 
short line lengths). The collector load resistors Rc may also be 
chosen to reverse terminate the line, but again this will only be 
necessary when an electrically long line is used. In most cases, 
Rc will be made as large as the dc conditions allow, to minimize 
power loss to the load. The line may be a miniature coaxial 
cable or a twisted pair. 

+5V 
1 .... 

4.711 

-5V 

Figure 10. Using a Balun at the Output 

It is important to note that the upper bandwidth limit of the 
balun is determined only by the quality of the transmission line; 
hence, it will usually exceed that of the multiplier. This is 
unlike a conventional transformer where the signal is conveyed 
as a flux in a magnetic core and is limited by core losses and 
leakage inductance. The lower limit on bandwidth is determined 
by the series inductance of the line, taken as a whole, and the 
load resistance (if the blocking capacitors C are sufficiently 
large). In practice, a balun can provide excellent differential
to-single-sided conversion over much wider bandwidths than a 
transformer. 

lFor a good treatment of baluns, see "Transmission Line Transformers" by 
Jerry Sevick; American Radio Relay League publication. 
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WIDEBAND MULTIPLIER CONNECTIONS 
Where operation down to dc and a ground based output are nec
essary, the configuration shown in Figure 11 can be used. The 
element values were chosen in this example to result in a full
scale output of ± I V at the load, so the overall multiplier tr.ans
fer function is 

W = (XI-X2) (YI-Y2) 

where it is understood that the' inpUts and output are ill vqlts. The 
polarity of the output can be reversed simply by reversing either 
the X or Y input. 

~--~~----~~------+---~-w 

Figure 11. Wideband dc-Coupled Multiplier 

The op amp should be chosen to support the desired output 
bandwidth. The AD5539 is shown here, providing an overall 
system bandwidth of 100MHz. Many other choices are possible 
where lower post multiplication bandwidths are acceptable. The 
level shifting network places the input nodes of the op amp to 
within a few hundred millivolts of ground using the recom
mended balanced supplies. The output offset may be nulled by 
including a 1000 trim pot between each of the lower pair of 
resistors (3.74kO) and the negative supply. 

The pulse response for this circuit shown in Figure 12; the X 
input was a pulse of 0 to + I V and the Y input was + I V dc. ' 
The transition times at the output are about 4ns. 

Figure 12. Pulse Response fOr the Circuit of Figure 11 



POWER MEASUREMENT (MEAN SQUARE AND RMS) 
The AD834 is well suited to measurement of average power in 
high frequency applications, connected either as a multiplier for 
the determination of the V x I product, or as a squarer for use 
with a single input. In these applications, the multiplier is fol
lowed by a low pass filter to extract the long term average value. 
Where the bandwidth extends to several hundred megahertz, the 
first pole of this filter should be formed by grounded capacitors 
placed directly at the output pins WI and W2. This pole can be 
at a few kilohertz. The effective multiplication or squaring 
bandwidth is then limited solely by the AD834, since the follow
ing active circuitry is required to process only low frequency 
signals. 

(Refer to Figure 5 test configuration.) Using the device as a 
squarer the wideband output in response to a sinusoidal stimu
lus is a raised cosine: 

sin2wt = (I + cos 2wt) 12 

Recall here that the full scale output current (when full scale 
input voltages of I V are applied to both X and Y) is 4mA. In a 
500 system, a sinusoid power of + 10dBm has a peak value of 
I V. Thus, at this drive level the peak output voltage across the 
differential 500 load in the absence of the filter capacitors 
would be 400mV (that is, 4mA x500x2), whereas the average 
value of the raised cosine is only 200m V. The averaging configu
ration is useful in evaluating the bandwidth of the AD834, since 
a dc voltage is easier to measure than a wideband, differential 
output. In fact, the squaring mode is an even more critical test 
than the direct measurement of the bandwidth of either channel 
taken independently (with a dc input on the nonsignal channel), 
because the phase relationship between the two channels also 
affects the average output. For example, a time delay difference 
of only 250ps between the X and Y channels would result in 
zero output when the input frequency is I GHz, at which fre
quency the phase angle is 90 degrees and the intrinsic product is 
now between a sine and cosine function, which has zero average 
value. 

The physical construction of the circuitry around the IC is criti
cal to realizing the bandwidth potential of the device. The input 
is supplied from an HP8656A signal generator (100kHz to 
990MHz) via an SMA connector and terminated by an HP436A 
power meter using an HP8482A sensor head connected via a 
second SMA connector. Since neither the generator nor the sen
sor provide a dc path to ground, a lossy I .... H inductor Ll, 
fortned by a 22-gauge wire passing through a ferrite bead (Fair
Rite type 2743001112) is included. This provides adequate 
impedance down to about 30MHz. The IC socket is mounted on 
a ground plane, with a clear area in the rectangle formed by the 
pins. This is important, since significant transformer action can 
arise if the pins pass through individual holes in the board; this 
has been seen to cause an oscillation at 1.3GHz in improperly 
constructed test jigs. The filter capacitors must be connected 
directly to the same point on the ground plane via the shortest 
possible leads. Parallel combinations of large and small capaci
tors are used to minimize the impedance over the full frequency 
range. (Refer to Figure 1 for mean-square response for the 
AD834 in cerdip package, using the configuration of Figure 5.) 

To provide a square-root response and thus generate the rtnS 
value at the output, a second AD834, also connected as a 
squarer, can be used, as shown in Figure 13_ Note that an atten
uator is inserted both in the signal input and in the feedback 
path to the second AD834. This increases the maximum input 

Applying the AD834 
capability to + 15dBm and improves the response flatness by 
damping some of the resonances. The overall gain is unity; that 
is, the output voltage is exactly equal to the rms value of the 
input signal. The offset potentiometer at the AD834 outputs 
extends the dynamic range, and is adjusted for a dc output of 
125.7mV when a IMHz sinusoidal input at -5dBm is applied. 

Additional filtering is provided; the time constants were chosen 
to allow operation down to frequencies as low as I kHz and to 
provide a critically damped envelope response, which settles typ
ically within IOms for a full scale input (and proportionally 
slower for smaller inputs). The 5 .... F and O.I .... F capacitors may 
be scaled down to reduce response time if accurate rms opera
tion at low frequencies is not required. The output op amp must 
be specified to accept a common-mode input near its supply. 
Note that the output polarity may be inverted by replacing the 
NPN transistor with a PNP type. 

Figure 13. Connections for Wideband rms Measurement 

FREQUENCY DOUBLER 
Figure 14 shows another squaring application. In this case, the 
output filter has been removed and the wideband differential 
output is converted to a single sided signal using a "balun," 
which consists of a length of 500 coax cable fed through a fer
rite core (Fair-Rite type 2677006301). No attempt is made to 
reverse terminate the output. Higher load power could be 
achieved by replacing the son load resistors by ferrite bead 
inductors. The same precautions should be observed with regard 
to PC board layout as recommended above. The output spec
trum shown in Figure 15 is for an input power of + 10dBm at a 
frequency of 200MHz. The second hartnonic component at 
400MHz has an output power of -15dBm. Some feedthrough of 
the fundamental occurs: it is 15dBs below the main output. It is 
believed that improvements in the design of the balun would 
reduce this feedthrough. A spurious output at 600MHz is also 
present, but it is 30dBs below the main output. At an input fre
quency of 100MHz, the measured power level at 200MHz is 
-16dBm, while the fundamental feedthrough is reduced to 
25dBs below the main output; at an output of 600MHz the 
power is -lldBm and the third hartnonic at 900MHz is ·32dBs 
below the main output. 
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Figure 14. Frequency Doubler Connections 
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Figure 15. Output Spectrum for Configuration of Figure 14 

WIDEBAND THREE SIGNAL MULTIPLIERIDIVIDER 
Two AD834s and a wideband op amp can be connected to make 
a versatile multiplier/divider having the transfer function 

w (XI-X2)(YI-Y2) 
(Ui-U2) +Z 

with a denominator range of about 100:1. The denominator 
input U = UI-U2 must be positive and in the range IOOmV to 
IOV; X, Y and Z inputs may have either polarity. Figure 16 
shows a general configuration which may be simplified to suit a 
particular application, This circuit accepts full scale input volt· 
ages of I OV, and delivers a full scale output voltage of I OV. The 
optional offset trim at the output of the AD834 inlproves the 
accuracy for small denominator values. It is adjusted by nUlling 
the output voltage when the X and Y inputs are zero and 
U=+IOOmV. 

The AD840 is internally compensated to be stable without the 
use of any additional HF compensation. As the input U is 
reduced, the bandwidth falls because the feedback around the 
op amp is proportional to the input U. 

This circuit may be modified in several ways. For example, if 
the differential input feature is not needed, the unused input 
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Figure 16. Wideband Three Signal Multiplier/Divider 

W 
:!:10Y 

can be connected to ground through a single resistor, equal to 
the parallel sum of the resistors in the attenuator section. The 
full scale input levels on X, Y and U can be adapted to any full 
scale voltage down to ± 1 V by altering the attenuator ratios. 
Note, however, that precautions must be taken if the attenuator 
ratio from the output of A3 back to the second AD834 (A2) is 
lowered. First, the HF compensation limit of the AD840 may 
be exceeded if the negative feedback factor is too high. Second, 
if the attenuated output at the AD834 exceeds its clipping level 
of ± 1.3V, feedback control will be lost and the output will sud· 
dewy jump to the supply rails. However, with these limitations 
understood, it will be possible to adapt the circuit to smaller full 
scale inputs andlor outputs, and for use with lower supply 
voltages. 
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Selection Guide 
Log! Antilog Amplifiers 

Log 
Input Conformity 

Model Range RTI 

755 I nA-I rnA 0.5% 
757 I nA-I rnA 0.5% 
759 20 nA-O.2 rnA 1.0% 
AD9521 0.4 V p-p ±1 dB 
AD640 0.75 mV-200 mV ±0.6 dB 

BW 
kHz 

10 
25 
200 
10-250 MHz 
120 MHz 

Package 
Options! 

Module 
Module 
Module 
E,H 
D,E,N,P 

Temp 
Range2 

C,M 
C,I,M 

Page 

7-27 
7-31 
7-27 
7-23 
7-7 

Comments 

Complete, Current and Voltage, 6 Decade, High Accuracy 
Complete, Log/Antilog Ratio, 6 Decade, High Accuracy 
Complete, Current and Voltage, 4 Decade, Lowest Cost 
Wideband Amplifier with Logarithmic Detected Output 
120 MHz, 45 dB, DC Demodulating Logarithmic Amplifier 

'Package Options: D--Side-Brazed Dual-In·Line Ceramic; E-Leadless Chip Carrier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line; P-Plastic Leaded Chip Carrier (PLCC). 
2Temperature Ranges: C-Commercial, 0 to +70DC; I-Industrial, -40°C to +8SoC (Some older products -25°C to +85°C); M-Military, -55DC to + 125°C. 
Boldface Type: Product recommended for new design. 



The devices described in this section span frequencies from dc 
to RF. Low frequency devices are the 755N and 755P modular 
logarithmic amplifiers, which provide an output voltage propor
tional to the logarithm or antilogarithm of the input voltage for 
signals from dc to well under IMHz. 

For RF applications, the AD9521, an ac monolithic log amp, 
has 12dB of gain and is pin-compatible with the Plessy SL521 
and SL1521. Several AD952ls can be cascaded to form a 
logarithmic strip with gains of 90dB and more for frequencies 
typically from 7 to 250MHz. 

For higher levels of integration, the AD640, a monolithic de
modulating log amp, has five 10 dB stages, each with a 350MHz 
small-signal bandwidth. The AD640 features an overall dc to 
120MHz bandwidth along with a built-in attenuator and on-chip 
tempemture compensation, as well as calibrated slope and inter
cept. Two AD640s can be cascaded for dynamic ranges as large 
as 95dB, depending on bandwidth. 

LOGS AND LOG RATIOS 
In the logarithmic mode, the ideal output equation is 

Eo = -K loglo {!:} 
Eo can be positive or negative; it is zero when the mtio is unity, 
i.e., lin = 1m:. K is the output scale constant; it is equal to the 
number of output volts corresponding to a decade* change of 
the mtio. In the 755 and 759 log amplifiers, K is pin programmable 
to be either IV, 2V or 2/3V, or externally adjustable to any 
value ;;.213V; in the model 757 log-ratio amplifier, K may be 
either a preset value of I V or an arbitrary value adjustable by an 
extetna1 resistance mtio. 

lin is a unipolar input current within a 6-decade range (InA to 
lmA); it may be applied directly, as a current, or derived from 
an input voltage via an input resistor (in which case, the mtio 
becomes Eu/(Rinl...,v = Eu/Em:. In models 755 and 759, the 
magnitude of 1m: is internally fIXed at 10jLA (Em: = 0.1 V) or 
extetna1ly adjusted; but model 757 is log-ratio amplifier, in 
which both lin and 1m: (or Em and Em, using external scaling 
resistors) are input variables. 

Each of the log amplifiers is available as a "P" or "N" option, 
depending on the polarity of the input voltage. Logarithms may 
be computed only for positive arguments, therefore the reference 
current must be of appropriate polarity to make the mtio positive. 
"N" indicates that the input current (or voltage) for the log 
mode is positi"DII; "P" indicates that only negative voltage or 
current may be applied in the log mode. The polarity of K also 
differs: K is positive for "N" versions and negative for "P" 
versions. Thus, + 10V applied to model 759N, with K = + IV, 
would produce an output voltage, Eo = -IV log (100) = -2V; 
on the other hand, -lOY applied to model 759P with K = IV, 
would produce an output voltage, Eo = -( -IV) log (100) 
= +2V. The figure shows, in condensed form, the outputs of 

*A decade is a 10:1 ratio, two decades is 100:1, etc. For example, if 
K = 2, ami the ratio is 10, the magaitucle of the output would he 2V, 
and its polarity would depend on whether the ratio were greater or 
less than unity. If the input signal then changed by a factor of 1,000 
(3 decades), the output would change by 6V. 

Orientation 
Log! Antilog Amplifiers 

P and N log amps, with differing K values, for both voltage and 
current inputs, plotted on a semi-log scale. 

Log amplifiers in the log mode are useful for applications requiring 
compression of wide-range analog input data, linearization of 
transducers having exponential outputs and analog computing, 
ranging from simple translation of natural relationships in log 
form (e.g., computing absorbence as the log mtio of input cur
rents), to the use of logarithms in facilitating analog computation 
of terms involving arbitrary exponents and multiterm products 
and mtios. 

K' -2 

MODEL 755P 
-INPUT VOLTS 
C 

+5 

-5 
MODEL 755N 
+INPUT VOLTS 

Log of Voltage 

Output vs. Input of Model 755N & 755P in Log Connection 
(Log Input Scales), Showing Voltages, and Polarity Relationships 

ANTILOGS 
In the antilogarithmic (exponential) mode, the ideal output equation 
is 

Ein can be positive or negative; when it is zero, Eo = Em:. However, 
Eo is always of single polarity, positive for "N" versions, negative 
for "P" versions. Thus, for 759P, connected for K = -2V, if 
Ein = +4V, and Em: = -O.lV, then Eo = -0.IV·IO- 41 - 2, or 
-lOY. IfEin = -4V, then Eo = -0.IV·IO-(-4)1-2 = -lmV. 
The fJglll"e on the next page shows in condensed form, the 
outputs of P and N log amps, connected for antilogarithmic 
operation, with different K values. 

Antilog amplifiers are useful for applications requiring expansion 
of compressed data, linearization of transducers having logarithmic 
outputs, analog function fitting or function generation, to obtain 
relationships or generate curves having voltage-programmable 
rates of growth or decay, and in analog computing, for such 
functions as compound multiplication and division of terms 
having differing exponents. 
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Eo (LOG) 

-4 +4 
-Il~-I--+--+-- +---I--I~-I--__ V'N 

I (LINEAR) 

Antilog Operator Response Curves, Semilog Scale 
Eo = EREF 10 VIN/-K 

LOG-ANTILOG AMPLIFIER PERFORMANCE 
Considerable information regarding log- and antilog-amplifier 
circuit design, performance, selection and applications is to be 
found in the Nonlinear Circuits Handbookl. Several salient points 
will be covered here, and specifications will be defmed. 

A log/antilog amplifier consists of an operational amplifier and 
an element with antilogarithmic transconductance (i.e., the 
voltage into the element produces a current that is an exponential 
function of the voltage). As the figure shows, for logarithmic 
operations, the input current is applied at the op-amp summing 
point, and the feedback circuit causes the amplifier output to 
produce whatever voltage is required to provide a feedback 
current that will exactly balance the input current. 

In antilog operation, the input voltage is applied directly to the 
input of the antilog element, producing an exponential input 
current to the op-amp circuit. The feedback resistance transduces 
it to an output voltage. 

The wide range of log/exponential behavior is made possible by 
the exponential current-voltage relationship of transistor base
emitter junctions, 

I = 10(EqVIkT - 1) "" 10EqVlkT 

and V = (kT/q) In (IIIo) 

where I is the collector current, 10 is the extrapolated current 
for V = 0, V is the base-emitter voltage, q/k (1l,605 KN) is 
the ratio of charge of an electron to Boltzmann's constant and T 
is junction temperature in kelvins. In log/antilog devices, two 
matched transistors are connected so as to subtract the junction 
voltages associated with the input and reference currents, making 
the ratio independent of Io's variation with temperature. 

Il. V = (kT/q) In (1;,/10) - (kT/q) In (IretlIo) 

= (kT/q)(ln lin - In lree) + (kT/q)(1n 10 - In 10) 

= (kT Iq) In (li,.IIree) 

INODlillear Circuits Hudbook, Analog Devices, IDe., 1974, 1976, 
536pp, edited by D. H. Sheiugold, $5.95; send check or complete 
MasterCard data to P.O. Box 796, Norwood, MA 02062 
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VI. 

I .. 
(SUMMING OUT 

POINT) 
.". 

+16V COM ~15V TRIM Eos 

a) Log/Antilog Amplifier Connected in the Log Mode (K = 1) 

+1SV COM -1SV TRIM Eos 

b) Log/Antilog Amplifier Connected in the Exponential Mode 

The temperature dependence of gain is compensated for by a 
resistive attenuator that uses a temperature-sensitive resistor for 
compensation. The attenuator also produces amplification of K 
to the specified nominal values, e.g., from the basic 59mV/decade, 
(kT/q) InlO at room temperature, to IV/decade. 

Errors are introduced by the offset current of the amplifier (and 
the offset voltage) for voltage inputs; by inaccuracy of the reference 
current (or the effective reference voltage, for voltage inputs) in 
fixed-reference devices; and by inaccuracy of setting K. Additional 
errors are introduced by drift of these parameters with temperature. 
At any temperature, if these parameters are nulled out, there 
remains a fmal irreducible difference between the actual output 
and the theoretical output, called log-conformity error, which is 
manifested as a "nonlinearity" of the input-output plot ori semilog 
coordinates. Best log conformity is realized away from the ex
tremities of the rated signal range. For example, log-conformity 
error of model 755 is ± 1% maximum, referred to the input, 
over the entire 6-decade range from InA to lmA; but it is only 
±0.5% maximum over the 4-decade range from lOnA to lOO""A. 
A plot of log conformity error for model 759 is shown on the 
following page. 

Errors occurring at the input, and log-conformity errors, can 
only be observed at the output, but it is useful to refer them to 
the input (RTI). Equal percentage errors at the input, at whatever 
input level, produce equal incremental errors at the output, for 
a given value of K. For example, if K = 1, and the RTI log
conformity error is + I %, the magnitude of the output error 
will be 

Error = Actual output - ideal output 
IV·log (1.01 l/lree) - IV·log (1IIree) 

= IV'log 1.01 = 0.0043V =4.3mV 
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Log Conformity Error for Models 759N and 759P 

If, in this example, the input range happens to be 5 decades, 
the corresponding output range will be 5 volts, and the 4.3m V 
log-conformity error, as a percentage of total output range, will 
be less than 0,1%, Because this ambiguity can prove confusing 
to the user, it is important that a manufacturer specify whether 
the error is referred to the input or the output. The table below 
indicates the conversion between RTI percentage and output 
error-magnitudes, for various percent errors, and various values 
ofK. 

LOG OUTPUT ERROR (mV) 

% ERROR RTI K=IV K=2V K=(2/3)V 

0.1 0.43 0.86 0.28 
0.5 2.2 4.3 1.4 
1.0 4.3 8.6 2.9 
2.0 8.6 17 5.7 
3.0 13 26 8.6 
4.0 17 34 11 
5.0 21 42 14 

10.0 41 83 28 

For antilog operations, input and output errors are 
interchanged. 

To arrive at the total error, an error budget should be made up, 
taking into account each of the error sources, and its contribution 
to the total error, over the tempemture range of interest. 

Dynamic response of log amps is a function of the input level. 
Small-signal bandwidths of ac input signals biased at currents 
above III-A tend to be roughly comparable. However, below 
III-A, bandwidth tends to be in rough proportion to current 
level. Similarly, rise time depends on step magnitude and direc
tion - step changes in the direction of increasing current are 
responded to more quickly than step decreases of current. 

DEFINITIONS OF SPECIFICATIONS 
Log-Conformity Error: When the parameters have been adjusted 
to compensate for offset, scale-factor and reference errors, the 
log-conformity error is the deviation of the resulting function from 
a straight line on a semilog plot over the range of interest. 

Offset Current (los) is the bias current of the amplifier, plus any 
stmy leakage currents. This parameter can be a significant source 
of error when processing signals in the nanoampere region. Its 
contribution in antilog operation is negligible. 

Offset Voltage (Eos) depends on the operational amplifier used 
for the log operation. Its effect is that of a small voltage in 
series with the input resistor. For current-logging operations, 
with high-impedance sources, its error contribution is negligible. 
However, for voltage logging, it modifies the value ofVin. Though 
it can be adjusted to zero at room temperature, its drift over the 
tempemture range should be considered. In antilog operation, 
Eos appears at the output as an essentially constant voltage; its 
percentage effect on error is greatest for small outputs. 

Reference Current (I,ef) is the effective internally-generated current
source output to which all values of input current are compared. 
Irer tolerance appears as a dc offset at the output; it can be adjusted 
towards zero by adjusting the reference current, adding a voltage 
to the output by injecting a current into the scale-factor attenuator 
or simply by adding a constant bias at the output's destination. 

Reference Voltage (E..r) is the effective internally generated voltage 
to which all input voltages are compared. It is related to I..c by 7 
the equation: E..c = I..cRin, where R;n is the value of input 
resistance. Typically, I..c is less stable than R;n; therefore, 
practically all the tolerance is due to I..c. 

Scale Factor (K) is the voltage change at the output for a decade 
(i.e., 10:1) change at the input, when connected in the log mode. 
Error in scale factor is equivalent to a change in gain, or slope 
(on a semilog plot), and is specified in percent of the nominal 
value. 

WIDEBAND (AC) LOGARITHMIC AMPLIFIERS 
Amplifiers in the class of the AD9521 are essentially limiting 
amplifiers, providing high gain for small signals and low gain for 
large signals. They accept high-frequency ac signals (7MHz to 
250MHz) and provide two amplified outputs: a radio-frequency 
output (voltage) and a nonlinearly detected output (current). 
The amplification characteristic (current output vs. rf input) on 
a semilog scale is S-shaped, starting with zero slope, increasing 
to a linear slope, then soft-saturating (with a slight overshoot). 

They are used in strips, or cascades, of n (for example, 6 to 9) 
stages, with the rf output of one unit becoming the input of the 
next, thus multiplying their gains. The nonlinearly detected (or 
video) outputs are connected together for current summation. 

The resulting output-vs.-input characteristic (semilog scale) is 
S-shaped, with a lengthy log-linear region whose extent depends 
on the number of stages (about 12dB per device). Once an 
amplifier saturates, its contribution to the summation is fixed; 
thus, the maximum output for large signals is n times the output 
of one device. The maximum dynamic range has been realized 
when the number of stages, n, is such that the input-stage noise 
alone produces full output from the last stage. 

The AD640 provides a higher level of integration than the AD9521, 
being a completely calibrated system with a 50dB dynamic range. 
The AD640 uses a successive detection scheme that produces a 
current proportional to the logarithm of the input voltage. The 
AD640 consists of five detector/limited stages, each having a 
small-signal voltage gain of 10dB and a 3dB bandwidth of350MHz. 
Two AD640s can be cascaded for dynamic ranges as large as 
95dB, depending on bandwidth. 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Complete, Fully Calibrated Monolithic System 
Five Stages, Each Having 10dB Gain, 350M Hz BW 
Direct Coupled Fully Differential Signal Path -I!!J 
Logarithmic Slope, Intercept and AC Response are 

Stable Over Full Military Temperature Range 
Dual Polarity Current Outputs Scaled 1mA/Decade 

DC Coupled Demodulating 
120MHz Logarithmic Amplifier 

AD640 I 
AD640 BLOCK DIAGRAM 

Voltage Slope Options (1V/Decade, 1OOmV/dB, etc.) , .. ," ~~"' 
Low Power Operation (Typically 220mW at ±5V) !l:1I')--P.-+--{;~C7-+--v~~"-v~7-'-v~~-v~€I" og", 
Low Cost Plastic Packages Also Available ~~~rl:J ~~~RJ ~!M~~r;:}L~~lu~r~ ~~~~rTJ -

~: - 't ~ -v. - t - mau 

APPLICATIONS 1!Jo';;"'+";;"''-{i]. ~,. I ................. J-B-l """ .......... "'" 1m ~ 
Radar, Sonar, Ultrasonic and Audio Systems 
Precision Instrumentation from DC to 120MHz 
Power Measurement with Absolute Calibration 
Wide Range High Accuracy Signal Compression 
Alternative to Discrete and Hybrid IF Strips 
Replaces Several Discrete Log Amp ICs 

PRODUCT DESCRIPTION 
The AD640 is a complete monolithic logarithmic amplifier. A 
single AD640 provides up to SOdB of dynamic range for fre
quencies from dc to 120MHz. Two AD640s in cascade can pro
vide up to 9SdB of dynamic range at reduced bandwidth. The 
AD640 uses a successive detection scheme to provide an output 
current proportional to the logarithm of the input voltage. It is 
laser calibrated to close tolerances and maintains high accuracy 
over the full military temperature range using supply voltages 
from ±4.SV to ±7.SV. 

The AD640 comprises five cascaded dc coupled amplifier/limiter 
stages, each having a small signal voltage gain of 10dB and a 
- 3dB bandwidth of 3S0MHz. Each stage has an associated full
wave detector, whose output current depends on the absolute 
value of its input voltage. The five outputs are summed to pro
vide the video output (when low pass flltered) scaled at IrnA per 
decade (SOIlA per dB). On chip resistors .can be used to convert 
this output current to a voltage with several convenient slope 
options. A balanced signal output at + SOdB (referred to input) 
is provided to operate AD640s in cascade. 

The logarithmic response is absolutely calibrated to within 
±ldB for dc or square wave inputs from ±0.7SmV to ±200mV, 
with an intercept (logarithmic offset) at ImV dc. An integral 
XIO attenuator provides an alternative input range of ±7.SmV 
to ±2V de. Scaling is also guaranteed for sinusoidal inputs. 

The AD640B is specified for the industrial temperature range of 
-40"C to +8S"C and the AD640T, available processed to MIL
STD-883B, for the military range of - SS'C to + 125°C. Both are 
available in 20-pin side brazed ceramic DIPs or leadless chip 
carriers (LCC). The AD640J is specified for the commercial 
temperature range of 0 to + 7O"C. and is available in both 20-pin 
plastic DIP (N) and PLCC (P) packages. 

PRODUCT HIGHLIGHTS 
1. Absolute calibration of a wideband logarithmic amplifier is 

unique. The AD640 is a high accuracy measurement device, 
not simply a logarithmic building block. 

2. Advanced design results in unprecedented stability over the 
full military temperature range. 

3. The fully differential signal path greatly reduces the risk of 
instability due to inadequate power supply decoupling and 
shared ground connections, a serious problem with com
monly used unbalanced designs. 

4. Differential interfaces also ensure that the appropriate ground 
connection can be chosen for each signal port. They further 
increase versatility and simplify applications. The signal 
input impedance is -SOOkO in shunt with -2pF. 

5. The dc coupled signal path eliminates the need for numerous 
interstage coupling capacitors and simplifies logarithmic con
version of subsonic signals. 

6. The low input offset voltage of 50 ... V (200 ... V max) ensures 
good accuracy for low level dc inputs. 

7. Thermal recovery "tails," which can obscure the response 
when a small signal immediately follows a high level input, 
have been minimized by special attention to design details. 

. 8. The noise spectral density of 2n V lv'Hz results in a noise 
floor of -23 ... V rms (-80dBm) at a bandwidth of 100MHz. 
The dynamic range using cascaded AD640s can be extended 
to 95dB by the inclusion of a simple fllter between the two 
devices. 
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SPECIFICATIONS 
DC SPECIFICATIONS (Vs=±5V. TA=+25"C.unless otherwise specified) 

Model AD640J I AD640B I AD640T 

T~ Function' IOUT=ly LOG IVINNxl for VIN=±0.75mV to ±200mV dc 
Parameter Conditions Min Typ Max Min Typ Max Min Typ Max Unils 

SIGNAL INPUTS (pins 1,20) 
Input Resistance Differential 500 500 500 k!l 
Input Offset Voltage Differential 50 500 50 200 50 200 fLY 

vs. Temperature 0.8 0.8 0.8 fLV/oC 

Over Temperature Tmin to Tmaz 300 fLY 
vs. Supply 2 2 2 fLVN 

Input Bias Current 7 25 7 25 7 25 fLA 
Input Bias Offset I I I fLA 
Common Mode Range -2 +0.3 -2 +0.3 -2 +0.3 V 

INPUT ATTENUATOR 
(pins 2, 3, 4, 5 & 19) 

Attenuation' Pin 5 to Pin 19 20 20 20 dB 
Input Resistance Pins 5 to 3/4 300 300 300 !1 

SIGNAL OUTPUT (Pins 10, II) 
SmsU Signsl Gain' 50 50 50 dB 

Pesk Differential Output' ±180 ±180 ±\80 mV 
Output Resistance Either Pin to COM 75 75 75 !1 
Quiescent Output Voltage Either Pin to COM -90 -90 -90 mV 

LOGARITHMIC OUTPUT" (Pin 14) 
Voltage Compliance Range -0.3 +Vs -I -0.3 +Vs -I -0.3 +Vs -I .V 
Slope Current, Iy 0.95 1.00 1.05 0.98 1.00 1.02 0.98 1.00 1.02 mA 

Accuracy vs. Temperature 0.002 0.002 0.002 %rc 
Tmin to Tmax 0.98 1.02 mA 

Accuracy vs. Supply ±Vs=4.5V to 7.5V 0.08 1.0 0.08 0.4 0.08 0.4 %N 
Intercept Voltage', V x 0.85 1.00 1.15 0.95 1.00 1.05 0.95 1.00 1.05 mV 

vs. Temperature 0.5 0.5 0.5 fLVrc 
Over Temperature Tmin to Tma• 0.90 1.10 mV 
vs. Supply ±Vs=4.5V to 7.5V 2 2 2 fLVN 

Logarithmic Offset 
(Alt. Definition of V x) -61.5 -60.0 -58.7 -60.5 -60.0 -59.5 -60.5 -60.0 -59.5 dBV 

vs. Temperature 0.004 0.004 0.004 dBrc 
Over Temperature T min toTm .. -60.9 -59.1 dB 
vs. Supply ±Vs=4.5V to 7.5V 0.017 0.017 0.017 dBN 

Intercept Voltage Using Attenuator 8.25 10.0 11.75 9.0 10.0 11.0 9.0 10.0 11.0 mV 
Zero Signal Output Current' -0.2 -0.2 -0.2 mA 

ITC Disabled Pin 8 to COM -0.27 -0.27 -0.27 mA 
Maximum Output Current 2.3 2.3 2.3 rnA 

APPLICATIONS RESISTORS 
(Pins 15, 16, 17) 1.000 0.995 1.000 1.005 0.995 1.000 i.005 ldl 

DC LINEARITY 
V'N=±lmV to ±IOOmV 0.35 1.2 0.35 0.6 0.35 0.6 dB 

TOTAL ABSOLUTE DC 
ACCURACY 

V'N=±lmV to ±IOOmV' 0.55 2 0.55 0.9 0.55 0.9 dB 

Over Temperature Tmin to Tmax 3 1.7 1.8 dB 

Over Supply Ra~ ±Vs=4.5V to 7.5V 2 1.0 1.0 dB 

V'N:'" ±0.75mV to ±2oomV 1.0 3 1.0 2.0 1.0 2.0 dB 

Using Attenuator 
V,N=±IOmVto ±IV 0.4 2.5 0.4 1.5 0.4 1.5 dB 

Over Temperature Trnin to Tmax 0.6 3 0.6 2.0 0.6 2.0 dB 

V'N= ±7.5mV to 2V 1.2 3.5 1.2 2.5 1.2 2.5 dB 

POWER REQUIREMENTS 
Voltage Supply Range :t4.5 :t7.5 :t4.5 :t7.5 :t4.5 :t7.5 V 

Quiescent Current9 

+Vs (Pin 12) Trnin10Tmax 9 15 9 15 9 15 mA 
-Vs (Pin 7) Tmin to Tmax 35 60 35 60 35 60 mA 

7..:.8 LOG/ANTILOG AMPLIFIERS 



AC SPECIFICATIONS (Vs=±5V, TA=+25°C, unless otherwise specified) 

Model AD640J AD640B 
Parameter Conditions Min Typ Max Min Typ Max 

SIGNAL INPUT (pins I, 20) 
Input Capacitance Either Pin to COM 2 2 
Noise Spectral Density 1kHz to IOMHz 2 2 
Tangential Sensitivity BW=looMHz -72 -72 

3dB BANDWIDTH 
Each Stage 350 350 
All Five Stages Pins I &20to 10& 11 145 145 

LOGARITHMIC OUTPUTS· 
Slope Current, Iy 

f<=IMHz 0.96 1.0 1.04 0.98 1.0 1.02 
f=30MHz 0.88 0.94 1.00 0.91 0.94 0.97 
f=60MHz 0.82 0.90 0.98 0.86 0.90 0.94 
f=9OMHz 0.88 0.88 
f=120MHz 0.85 0.85 

Intercept, Dual AD640s'o,,, 
f<=IMHz -90.6 -88.6 -86.6 -89.6 -88.6 -87.6 
f=30MHz -87.6 -87.6 
f=60MHz -86.3 -86.3 
f=90MHz -83.9 -83.9 
f=120MHz -80.3 -80.3 

AC LINEARITY 
-4OdBm to -2dBm" f=IMHz 0.5 2.0 0.5 1.0 
-35dBm to -IOdBm" f=IMHz 0.25 1.0 0.25 0.5 
-75dBm to OdBm'o f=IMHz 0.75 3.0 0.75 1.5 
-70dBm to -lOdBm'o f=IMHz 0.5 2.0 0.5 1.0 
-75dBm to +15dBm13 f=lOkHz 0.5 3.0 0.5 1.5 

PACKAGE OPTIONS" 
20·Pin Ceramic DIP Package (D) AD640BD 
20·Pin Leadless Cetamic Chip Carrier (E) AD640BE 
20-Pin Plastic DIP Package (N) AD640JN 
20-Pin Plastic Leadless Chip Carrier (P) AD640JP 

NUMBER OF TRANSISTORS ISS ISS 

NOTES 
'Logarithms to base 10 are used throughout. The response is independent of the sign of VIN. 
'Attenuation ratio ttimmed to calibrate interoept to IOmV when in use. It has a temperature coefficient of +0.3%rC. 
'The zero-signal current is a function of temperature unless internal temperature compensation (ITC) pin is grounded. 
'OveraU gain is trimmed using a ±2ooJL V square wave at 2kHz, corrected for the onset of compression. 

Min 

0.98 
0.91 
0.86 

-89.6 

'The fuUy limited signal output will appear to be a square wave; its amplitude is proportional to absolute temperature. 
"Currents defined as flowing into Pin 14. See FUNDAMENTALS OF LOGARITHMIC CONVERSION for fuU explanation of 
scaIing concepts. Slope is measured by linear regression over centtal region of transfer function. 

'The logarithmic intercept in dBV (decibels relative to IV) is defmed as 20 LOG,• (Vx/IV). 

AD640 

AD640T 
Typ Max Units 

2 pF 
2 nV/v'fu 
-72 dBm 

350 MHz 
145 MHz 

1.0 1.02 mA 
0.94 0.97 mA 
0.90 0.94 mA 
0.88 mA 
0.85 mA 

-88.6 -87.6 dBm 
-87.6 dBm 
-86.3 dBm 
-83.9 dBm 
-80.3 dBm 

0.5 1.0 dB 
0.25 0.5 dB 
0.75 1.5 dB 
0.5 1.0 dB 
0.5 1.5 dB 

AD640TD 
AD640TE 

ISS 

'Operating in circuit of Figure 24 using ±O.I % accurate values for RLA and RLB • Includes slope and nonlinearity errors. Input offset errors also included for 
V IN > 3m V dc, and over the fuU input range in ac applications. 

'Essentially independent of supply voltages. 
IOUaing the circuit of Fignre 27, using cascaded AD640s and offset nuDiog. Input is sinusoidal, OdBm in 50!l=223mV rms. 
"For a sinusoidal signal (see EFFECT OF WAVEFORM ON INTERCEPT). Pin 8 on second AD640 must be grounded to ensure temperature stability 

of intercept for dual AD640 system. 
"Using the circuit of Figure 24, using aingle AD640 and offset nulling. Input is sinusoidal, OdBm in 50!l=223mV rrns. 
BUsing the circuit Qf Figure 32, using cascaded. AD640s and attenuator. Square wave input. 
"See Section 20 for package outline information. 

Al! min and max specifications are gnaranteed, but only those in boldface are 100% tested on aU production units. Results from those tests are used 
to calculate outgning quality levels. 
Specifications subject to change without notice. 

THERMAL CHARACTERISTICS 

20-Pin Ceramic DIP Package (D-20) 
20-Pin Leadless Ceramic Chip Carrier (E-20A) 
20-Pin Plastic DIP Package (N-20) 
20-Pin Plastic Leadless Chip Carrier (P-20A) 

2S 
2S 
24 
28 

8S 
8S 
61 
7S 

LOG/ANTILOG AMPLIFIERS 7-9 

II 



Typical DC Performance 
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Figure 1. Slope Current, Iy, vs. 
Temperature 
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Figure 2. Intercept Voltage, Vx, vs. 
Temperature 

,. 
13 

,. 

~ l- f-" 
~ I-

7 

1 .... 

1 .... 

1',002 
I 

!Z ! 1.GOO 

Ie 
9 O.BlB .. 

..... 

. .... 

I"---

..• 

--:-----........ 

..• •. 5 6 .• 6.' 7 .• 

POWER SUPPLY VOLTAGES - :Yolts 
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Figure 4. Intercept Voltage, Vx, 
vs. Supply Voltages 

j 
/ 

/ 
/ 

1/ 

/ 
/ 

/ 
/ 

~ 

'Ii 
I 

TEMPERATURE - ec 

Figure 5. Intercept Voltage (Using 
Attenuator) vs. Temperature 

'.5 

'.0 

~ 1,·5 
; • 

.. .~ I--. 

i""--r--
0 

0.1 1.0 10.0 100.0 1000.0 -80 -40 -20 0 20 40 60 80 100 120 140 

TEMPERATURE - "C INPUT VOLTAGE - mY 
(EITHER SIGN, 

Figure 7. DC Logarithmic Transfer 
Function and Error Curve for Single 
AD640 

7...;.10 LOG/ANTILOG AMPLIFIERS 

Figure B. Absolute Error vs. Tem
perature, V,N=±1mVto ±100mV 
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CIRCUIT DESCRIPTION 
TheAD640 uses. five cascaded limiting amplifiers to approxi
mate a logarithmic response to an input signal of wide dynamic 
range and wide bandwidth. This type of logarithmic amplifier 
has traditionally been assembled from several small scale ICs 
and numerous external components. The performance of these 
semidiscrete circuits is often unsatisfactory. In particular, the 
logarithmic slope and intercept (see FUNDAMENTALS OF 
LOGARITHMIC CONVERSION) are usually not very stable in 
the ptesence of supply and temperature variations even after 
laborious and expensive individual calibration. The AD640 
employs high precision anillog circ\iit techiriqu!:s to ensure 
stability of scaling over wide variations in supply voltage and 
temperature. Laser trimming, using ac stimuli and operating 
conditions similar to those encountered in practice, provides 
fully calibrated logarithmic conversion. 

Each of the amplifierllimiter stages in the AD640 has a small 
signal voltage gain of 10dB (x3.162) and a -3dB bandwidth of 
3S0MHz. Fully differential direct coupling is used throughout. 
This eliminates the many interstage coupling capacitors usually 
required in ac applications, and simplifies low frequency signal 
processing, for example, in audio and sonar systems. The 
AD640 is intended for use in demodulating applications. Each 
stage incorporates a detector (a full wave transconductance recti
fier) whose output current depends on the absolute value of its 
input voltage. 

Figure 16 is a simplified schematic of one stage of the AD640. 
All transistors in the basic cell operate at near zero collector to 
base voltage and low bias currents, resulting in low levels of 
thermally induced distortion. These arise when power shifts 
from one set of transistors to another during large input signals. 
Rapid recovery is essential when a small signal immediately fol
lows a large one. This low power operation also contributes sig
nificantly to the excellent long term calibration stability of the 
AD640. 

The complete AD640, shown in Figure 17, includes two bias 
regulators. One determines the small signal gain of the amplifier 
stages; the other determines the logarithmic slope. These bias 
regulators maintain a high degree of stability in the resulting 
function by compensating for potentially large uncertainties 
in transistor parameters, temperature and supply voltages. A 
third biasing block is used to accurately control the logarithmic 
intercept. 

By summing the signals at the output of the detectors, a good 
approximation to a logarithmic transfer function can be 
achieved. The lower the stage gain, the more accurate the 
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Figure 16. Simplified Schematic of a Single AD640 Stage 

approximation, but more stages are then needed to cover a given 
dynamic range. The choice of IOdB results in a theoretical peri
odic deviation or ripple in the transfer function of ±O.ISdB 
from the ideal response when the input is either a dc voltage 
or a square wave. The slope of the transfer function is un
affected by the input waveform; however, the intercept and rip
ple are waveform dependent (see EFFECT OF WAVEFORM 
ON INTERCEPT). The input will usually be an amplitude 
modulated sinusoidal carrier. In these circumstances the output 
is a fluctuating current at twice the carrier frequency (because of 
the full wave detection) whose average value is extracted by an 
external low pass filter, which recovers a logarithmic measure of 
the baseband signal. 

Circuit Operation 
With reference to Figure 16, the transconductance pair Q7, QS 
and load resistors R3 and R4 form a limiting amplifier having a 
small signal gain of 10dB, set by the tail current of nominally 
2.1SmA at 27OC. This current is basically proportional to abso
lute temperature (PTA T) but includes additional current to 
compensate for finite beta and junction resistance. The limiting 
output voltage is ±ISOmV at 270C and is PTAT. Emitter 
followers Ql and Q2 raise the input resistance of the stage, 
provide level sltifting to introduce collector bias for the gain 
stage and detectors, reduce offset drift by forming a thermally 
balanced quad with Q7 and QS and generate the detector bias
ing across resistors Rl. and R2. 

SLOPE BIAS REGULATOR 

SIG 
+OUT 

SIG 
-OUT 

Figure 17. Block Diagram of the Complete AD640 
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Transistors Q3 through Q6 form the full wave detector, whose 
output is buffered by the cascodes Q9 and QIO. For zero input 
Q3 and Q5 conduct only a small amount (a total of about 32/LA) 
of the 565!LA tail currents supplied to pairs Q3-Q4 and Q5-Q6. 
This "pedestal" current flows in output cascode Q9 to the LOG 
OUT node (Pin 14). When driven to the peak output of the pre
ceding stage, Q3 or Q5 (depending on signal polarity) conducts 
most of the tail current, and the output rises to 532!LA. The 
LOG OUT current has thus changed by 500!LA as the input has 
changed from zero to its maximum value. Since the detectors 
are spaced at lOdB intervals, the output increases by 501LAldB, 
or lmA per decade. This scaling parameter is trimmed to abso
lute accuracy using a 2kHz square wave. At frequencies near the 
system bandwidth, the slope is reduced due to the reduced out
put of the limiter stages, but it is still relatively insensitive to 
temperature variations so that a simple external slope adjustment 
can restore scaling accuracy. 

The intercept position bias generator (Figure 17) removes the 
pedestal current from the summed detector outputs. It is 
adjusted during manufacture such that the output (flowing into 
Pin 14) is lmA when a 2kHz square-wave input of exactly 
± 10m V is applied to the AD640. This places the dc intercept at 
precisely ImV. The LOG COM output (Pin 13) is the comple
ment of LOG OUT. It also has a ImV intercept, but with an 
inverted slope of -lmAldecade. Because its pedestal is very 
large (equivalent to about IOOdB), its intercept voltage is not 
guaranteed. The intercept positioning currents include a special 
internal temperature compensation (ITC) term which can be 
disabled by connecting Pin 8 to ground. 

The logarithmic function of the AD640 is absolutely calibrated 
to within ±O.3dB (or ± 15!LA) for 2kHz square-wave inputs of 
±lmV to ±IOOmV, and to within ±ldB between ±750/LV and 
±200mV. Figure 18 is a typical plot of the dc transfer function, 
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Figure 1B. Logarithmic Output and Absolute Error vs. DC 
or Square Wave Input at TA = -55·C, +25·C, Input Direct 
to Pins 1 and 20 
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Figure 19. Logarithmic Output and Absolute Error vs. DC 
or Square Wave Input at TA = -55·C, +25·C, +B5°C and 
+ 125°C. Input via On-Chip Attenuator 

showing the outputs at temperatures of -55·C, + 25·C and 
+ 125OC. While the slope and intercept are seen to be little 
affected by temperature, there is a lateral shift in the end points 
of the "linear" region of the transfer function, which reduces 
the effective dynamic range. The cause of this shift is explained 
in FUNDAMENTALS OF LOGARITHMIC CONVERSION. 

The on chip attenuator can be used to handle input leVels 20dB 
higher, that is, from ±7.5mV to ±2V for dc or square wave 
inputs. It is specially designed to have a positive temperature 
coefficient and is trimmed to position the intercept at 10m V dc 
(or - 24dBm for a sinusoidal input) over the full temperature 
range. When using the attenuator the internal bias compensation 
should be disabled by grounding Pin 8. Figure 19 shows the 
output at -55·C, +25OC, +85OC and + 125·C for a single 
AD640 with the attenuator in use; the curves overlap almost 
perfectly, and the lateral shift in the transfer function does 
not occur. Therefore, the full dynamic range is available at all 
temperatures. 

The output of the final limiter is available in differential form at 
Pins 10 and 11. The output impedance is 750 to ground from 
either pin. For most input levels, this output will appear to have 
roughly a square waveform. The signal path may be extended 
using these outputs (see OPERATION OF CASCADED 
AD640s). The logarithmic outputs from two or more AD640s 
can be directly summed with full accuracy . 

A pair of lill applications resistors, RG 1 and RG2 (Figure 17) 
are accessed via Pins 15, 16 and 17. These can be used to con
vert an output current to a voltage, with a slope of IV/decade 
(using one resistor), 2V/decade (both resistors in series) or 
O.5V/decade (both in parallel). Using all the resistors from two 
AD640s (for example, in a cascaded configuration) ten slope 
options from O.25V to 4V/decade are available. 

LOG/ANTILOG AMPLIFIERS 7-13 



FUNDAMENTALS OF LOGARITHMIC CONVERSION 
The conversion of a ~ to its equivalent logarithmic value 
involves a nonlinear operation, the consequences of. whi~ can be 
very confusing if not fully understood. It is important to rea1ize 
from the oqtset that many of the familiar concepts of lineat cit
cuits are of little relevance in this context. For example, the 
incremental gain of an ideal· logarithmic converter approaches 
infinity as the input approaches zero. Further, an offset at the 
output of a lineat amplifier is simply equiValent to an offset at 
the input, while in a logarithmic converter it is equivalent to a 
change of amplitude at the input - a very different relationship. 

We assume a dc signal in the following discussion to simplify 
the concepts; ac behavior and the effect of input waveform on 
calibration are discussed later. A logarithmic converter having a 
voltage input V IN and output V OUT must satisfy a transfer func
tion of the form 

Equation (1) 

where V y and V x are fixed voltages which detertnine the scaling 
of the converter. The input is divided by a voltage because the 
argument of a logarithm has to be a simple ratio. The logarithm 
must be multiplied by a voltage to develop a voltage output. 
These operations are not, of course, carried out by explicit com
putational elements, but are inherent in the behavior of the con
verter. For.stable operation, Vx and Vy must be based on 
sound design criteria and rendered stable over wide temperature 
and supply voltage extremes. This aspect of RF logarithmic 
amplifier design has traditionally received little attention. 

When VIN = Vx, the logarithm is zero. Vx is, therefore, 
called the Intercept Voltage, because a graph of VOUT versus 
LOG (VIN) - ideally a straight line - crosses the horizontal 
axis at this point (see Figure 20). For the AD640, V x is cali
brated to exactly 1m V. The slope of the line is directly propor
tional to VY • Base 10 logarithms are used in this context to 
simplify the relationship to decibel values. For V IN = lOY x' the 
logarithm has a value of I, so the output voltage is Vy. At 
VIN = lOOVx , the output is 2Vy, and so on. Vy can therefore be 
viewed either as the Slope Voltage or as the Volts per Decade 
Factor. 

The AD640 conforms to Equation (I) except that its two out
puts are in the form of currents, rather than voltages: 

IouT:=Iy LOG (VINNx ) Equation (2) 

Vy 

+ 

!;-----~----_r----~----I ACTUAL 

IDEAL~,/ 

Figure 20. Basic DC Transfer Function of the AD640 
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Iy , the Slope Cumnt, is lmA. The current output can readily 
be converted to a voltage with a slope of IV/decade, for exam
ple, using one of the lid} resistors provided for this purpose, in 
conjunction with an op amp, as shown in Figure 21. 

LOG LOG +Vs 
OUT COM 

AD640 

R2 

Figure 21. Using an External Op Amp to Convert the 
AD640 Output Current to a Buffered Voltage Output 

Intercept Stabilization 
Internally, the intercept voltage is a fraction of the thermal volt
age kT/q, that is, Vx=VxoTlTo, where Vxo is the value ofVx 
at a reference temperature To. So the uncorrected transfer func
tion has the form 

Equation (3) 

Now, if the amplitude of the signal input V IN could somehow 
be rendered PTAT, the intercept would be stable with tempera
ture. since the temperature dependence in both the numerator 
and denominator of the logarithmic argument would cancel. 
This is what is actually achieved by interposing the on-chip 
attenuator, which has the necessary temperature dependence to 
cause the input to the first stage to vary in proportion to abso
lute temperature. The end limits of the dynamic range are now 
totally independent of temperature. Consequently, this is the pre
ferred method of intercept stabilization for applications where 
the input signal is sufficiently large. 

When the attenuator is not used, the PTAT variation in Vx will 
result in the intercept being temperature dependent. Near 300K 
(27"C) it will vary by 20LOG (3011300) dBI"C, about 0.03dBI"C. 
Unless corrected, the whole output function would drift up or 
down by this amount with changes in temperature. In the 
AD640 a temperature compensating current lyLOG(TIT 0) is 
added to the output. This effectively maintains a constant inter
cept V xo. This correction is active in the default state (Pin 8 
open circuited). When using the attenuator, Pin 8 should be 
grounded, which disables the compensation current. The drift 
term needs to be compensated only once; when the outputs of 
two AD640s are summed, Pin 8 should be grounded on at least 
one of the two devices (both if the attenuator is used). 

Conversion Range 
Practical logarithmic converters have an upper and lower limit 
on the input, beyond which errors increase rapidly. The upper 
limit occurs when the first stage in the chain is driven into limit
ing. Above this, no further increase in the output can occur and 
the transfer function flattens off. The lower limit arises because 
a finite number of stages provide finite gain, and therefore at 
low signal levels the system becomes a simple lineat amplifier. 



Fundamentals of Logarithmic Conversion - AD640 
Note that this lower limit is not determined by the intercept 
voltage, Vx ; it can occur either above or below Vx , depending 
on the design. When using two AD640s in cascade, input offset 
voltage and wideband noise are the major limitations to low level 
accuracy. Offset can be eliminated in various ways. Noise can 
only be reduced by lowering the system bandwidth, using a fil
ter between the two devices. 

EFFECT OF WAVEFORM ON INTERCEPT 
The absolute value response of the AD640 allows inputs of 
either polarity to be accepted. Thus, the logarithmic output in 
response to an amplitude-symmetric square wave is a steady 
value. For a sinusoidal input the fluctuating output current will 
usually be low pass filtered to extract the baseband signal. The 
unfiltered output is at lWice the carrier frequency, simplifying 
the design of this filter when the video bandwidth must be max
imized. The averaged output depends on waveform in a roughly 
analogous way to wavefol"1il dependence of rms value. The effect 
is to change the apparent intercept voltage. The intercept volt
age appears to be doubled for a sinusoidal input, that is, the 
averaged output in response to a sine wave of amplitude (not rms 
value) of 20mV would be the same as for a dc or square wave 
input of IOmV. Other waveforms will result in different inter
cept factors. An amplitude-symmetric-rectangular waveform has 
the same intercept as a dc input, while the average of a base
band unipolar pulse can be determined by multiplying the 
response to a dc input of the same amplitude by the duty cycle. 
It is important to understand that in responding to pulsed RF 
signals it is the waveform of the carrier (usually sinusoidal) not 
the modulation envelope, that determines the effective intercept 
voltage. Table I shows the effective intercept and resulting deci
bel offset for commonly occurring waveforms. The input wave
form does not affect the slope of the transfer function. Figure 22 
shows the absolute deviation from the ideal response of cascaded 
AD640s for three common waveforms at input levels from 
-80dBV to -IOdBV. The measured sine wave and triwave 
responses are 6dB and 8.7dB, respectively, below the square 
wave response - in agreement with theory. 

Input Peak Intercept Error (Relative 
Waveform orrms Factor to a dc Input) 

Square Wave Either I O.OOdB 
Sine Wave Peak 2 -6.02dB 
Sine Wave rms 1.414(\12) -3.0IdB 
Triwave Peak 2.718 (e) -8.68dB 
Triwave rms 1.569 (elV3) -3.9IdB 
Gaussian Noise rms 1.887 -5.52dB 

Table I 

Logarithmic Conformance and Waveform 
The waveform also affects the ripple, or periodic deviation from 
an ideal logarithmic response. The ripple is greatest for dc or 
square wave inputs because every value of the input voltage 
maps to a single location on the transfer function and thus traces 
out the full nonlinearities in the logarithmic response. 

i.-. ~ 
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\ SINE WAVE INPUT 

~ TRIWAVE INPUT 
-10 
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INPUT AMPUTUDE IN dB ABOVE 
1V, AT 10kHz 

Figure 22. Deviation from Exact Logarithmic Transfer 
Function for Two Cascaded AD640s, Showing Effect of 
Waveform on Calibration and Linearity 

By contrast, a general time varying signal has a continuum of 
values within each cycle of its waveform. The averaged output is 
thereby "smoothed" because the periodic deviations away from 
the ideal response, as the waveform "sweeps over" the transfer 
function, tend to cancel. This smoothing effect is greatest for a 
triwave input, as demonstrated in Figure 22. 

The accuracy at low signal inputs is also waveform dependent. 
The detectors are not perfect absolute value circuits, having a 
sharp "corner" near zero; in fact they become parabolic at low 
levels and behave as if there were a dead zone. Consequently, 
the output tends to be higher than ideal. When there are enough 
stages in the system, as when two AD640s are connected in cas
cade, most detectors will be adequately loaded due to the high 
overall gain, but a single AD640 does not have sufficient gain to 
maintain high accuracy for low level sine wave or triwave 
inputs. Figure 23 shows the absolute deviation from calibration 
for the same three waveforms for a single AD640. For inputs 
between -IOdBV and -4OdBV the vertical displacement of the 
traces for the various waveforms remains in agreement with the 
predicted dependence, but significant calibration errors arise at 
low signal levels. 
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SIGNAL MAGNITUDE 
The AD640 is a calibrated device. It is, therefore, important to 
be clear in specifying the signal magnitude under all waveform 
conditions. For dc or square wave inputs there is, of course, no 
ambiguity. Bounded periodic signals, such as sinusoids and tri
waves, can be specified in terms of their simple amplitude (peak 
value) or alternatively by their rms value (which is a measure of 
power when the impedance is specified). It is generally better to 
defme this type of signal in terms of its amplitude because the 
AD640 response is a consequence of the input voltage, not 
power. However, provided that the appropriate value of inter
cept for a specific waveform is observed, rms measures may be 
used. Random waveforms can only be specified in terms of rms 
value because their peak value may be unbounded, as is the case 
for Gaussian noise. These must be treated on a case-by-case 
basis. The effective intercept given in Table I should be used 
for Gaussian noise inputs. 

On the other hand, for bounded signals the amplitude can be 
expressed either in volts or dBV (decibels relative to IV). For 
example, a sine wave or triwave of ImV amplitude can also be 
defined as an input of -6OdBV, one of 100mV amplitude as 
- 20dBV, and so on. RMS value is usually expressed in dBm 
(decibels above 1m W) for a specified impedance level. Through
out this data sheet we assume a son environment, the customary 
impedance level for high speed systems, when referring to signal pow
ers in dBm. Bearing in mind the above discussion of the effect of 
waveform on the intercept calibration of the AD640, it will be 
apparent that a sine wave at a power of, say, - 10dBm will not 
produce the same output as a triwave or square wave of the 
same power. Thus, a sine wave at a power level of - IOdBm ha~ 
an rms value of 70.7mV or.an amplitude of 100mV (that is, \12 
times as large, the ratio of amplitude to rms value for a sine 
wave), while a triwave of the same power has an amplitude 
which is v'3 or 1.73 times its rms value, or 122.SmV. 

"Intercept" and "Logarithmic Offset" 
If the signals are expressed in dBV, we can write the output 
current in a simpler form, as 

IOUT=SOfJ.A (InputdBv - XdBV) Equation (4) 

where InputdBv is the input voltage amplitude (not rms) in dBV 
and XdBV is the appropriate value of the intercept (for a given 
waveform) in dBV. This form shows more clearly why the inter-

cept is often referred to as the logarithmic offset. For dc or 
square wave inputs, Vx is ImV so the numerical value ofXdBv 

is -60, and Equation (4) becomes 

lOUT = SO .... A (InputdBv + 60) Equation (5) 

Alternatively, for a sinusoidal input measured in dBm (power in 
dB above ImW in a son system) the output can be written 

Equation (6) 

because the intercept for a sine wave expressed in volts rms is at 
1.414mV (from Table I) or -44dBm. 

OPERATION OF A SINGLE AD640 
Figure 24 shows the basic connections for a single device, using 
lOon load resistors. Output A is a negative going voltage with a 
slope of - IOOmV per decade; output B is positive going with a 
slope of + 100mV per decade. For applications where absolute 
calibration of the intercept is essential, the main output (from 
LOG OUT, Pin 14) should be used; the LOG COM output can 
then be grounded. To evaluate the demodulation response, a 
simple low pass output filter having a time constant of roughly 
SOO .... s (3dB corner of 320Hz) is provided by a 4.7 .... F (-20% 
+80%) ceramic capacitor (Erie type RPE117-ZSU-47S-KSOV) 
placed across the load. A DVM may be used to measure the 
averaged output in verification tests. The voltage compliance at 
Pins 13 and 14 extends from O.3V below ground up to IV below 
+Vs. Since the current into Pin 14 is from -0.2mA at zero sig
nal to +2.3mA when fully limited (dc input of >300mV) the 
output never drops below -230mV. On the other hand, the cur
rent out of Pin 13 ranges from -0.2mA to + 2.3mA, and if 
desired, a load resistor of up to 2kn can be used on this output; 
the slope would then be 2V per decade. Use of the LOG COM 
output in this way provides a numerically correct decibel read
ing ona DVM (+ 100mV= + 1.00dB). 

Board layout is very important. The AD640 has both high gain 
and wide bandwidth; therefore every signal path must be very 
carefully considered. A high quality ground plane is essential, 
but it should not be assumed that it behaves as an equipotential 
plane. Even though the application may only call for modest 
bandwidth, each of the three differential signal interface pairs 
(SIG IN, Pins I and 20, SIG OUT, Pins 10 and 11, and LOG, 
Pins 13 and 14) must have their own "starred" ground points to 
avoid oscillation at low signal levels (where the gain is highest). 

X DENOTES A SHORT. DIRECT CONNECTION 
TO THE GROUND PLANE. 

ALL UNMARKED CAPACITORS ARE 
0.1 flF CERAMIC (see TEXT). 

1Wl +5V 

~~~~~-------

SIGNAL 
INPUT 

OPTIONAL 
TERMINATION 

RESISTOR 

OPTIONAL I 
OFFSET BALANCE 

RESISTOR 

4.7H 

Figure 24. Connections for a Single AD640 to Verify Basic Performance 
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Unused pins (excluding Pins 8, 10 and 11) such as the attenua
tor and applications resistors should be grounded close to the 
package edge. BLl (Pin 6) and BL2 (Pin 9) are internal bias 
lines a volt or two above the - V s node; access is provided solely 
for the addition of decoupling capacitors, which should be con
nected exactly as shown (not all of them connect to the ground). 
Use low impedance ceramic O.I,...F capacitors (for example, Erie 
RPEI13-Z5U-I05-K50V). Ferrite beads may be used instead of 
supply decoupling resistors in cases where the supply voltage is 
low. 

Active Current-to-Voltage Conversion 
The compliance at LOG OUT limits the available output voltage 
swing. The output of the AD640 may be converted to a larger, 
buffered output voltage by the addition of an operational ampli
fier connected as a current-to-voltage (transresistance) stage, as 
shown in Figure 21. Using a 2kO feedback resistor (R2) the 
50,...AldB output at LOG OUT is converted to a voltage having 
a slope of + 10OmV/dB, that is, 2V per decade. This output 
ranges from roughly -0.4V for zero signal inputs to the AD640, 
crosses zero at a dc input of precisely + 1m V (or -1m V) and is 
+4V for a dc input of lOOmV. A passive prefilter, formed by 
RI and C I, minimizes the high frequency energy conveyed to 
the op amp. The corner frequency is here shown as 10MHz. 
The AD844 is recommended for this application because of its 
excellent performance in transresistance modes. Its bandwidth of 
35MHz (with the 2kO feedback resistor) will exceed the base
band response of the system in most applications. For lower 
bandwidth applications other op amps and multipole active 
filters may be substituted (see, for example, Figure 32 in the 
APPLICATIONS section). 

Effect of Frequency on Calibration 
The slope and intercept of the AD640 are calibrated during 
manufacture using a 2kHz square wave input. Calibration 
depends on the gain of each stage being IOdB. When the input 
frequency is an appreciable fraction of the 350MHz bandwidth 
of the amplifier stages, their gain becomes imprecise and the 
logarithmic slope and intercept are no longer fully calibrated. 
However, the AD640 can provide very stable operation at fre
quencies up to about one half the 3dB frequency of the ampli
fier stages. Figure 10 shows the averaged output current versus 
input level at 30MHz, 6OMHz, 90MHz and l20MHz. Figure II 
shows the absolute error in the response at 60MHz and at tem
peratures of - 55°C, + 25°C and + 125°C. Figure 12 shows the 
variation in the slope current, and Figure 13 shows the variation 
in the intercept level (sinusoidal input) versus frequency. 

If absolute calibration is essential, or some other value of slope 
or intercept is required, there will usually be some point in the 
user's system at which an adjustment may be easily introduced. 
For example, the 5% slope deficit at 30MHz (see Figure 12) 
may be restored by a 5% increase in the value of the load resis
tor in the passive loading scheme shown in Figure 24, or by 
inserting a trim potentiometer of 1000 in series with the feed
back resistor in the scheme shown in Figure 21. The intercept 
can be adjusted by adding or subtracting a small current to the 
output. Since the slope current is lmAldecade, a 50,...A incre
ment will move the intercept by IdB. Note that any error in this 
current will invalidate the calibration of the AD640. For exam
ple, if one of the the 5V supplies were used with a resistor to 
generate the current to reposition the intercept by 2OdB, a 
± 10% variation in this supply will cause a ±2dB error in the 
absolute calibration. Of course, slope calibration is unaffected. 

Using the AD640 
Source Resistance and Input Offset 
The bias currents at the signal inputs (Pins I and 20) are typi
cally 7,...A. These flow in the source resistances and generate 
input offset voltages which may limit the dynamic range because 
the AD640 is direct coupled and an offset is indistinguishable 
from a signal. It is good practice to keep the source resistances 
as low as possible and to equalize the resistance seen at each 
input. For example, if the source resistance to Pin 20 is 1000, a 
compensating resistor of 1000 should be placed in series with 
Pin I. The residual offset is then due to the bias current offset, 
which is typically under I,...A, causing an extra offset uncertainty 
of 100,... V in this example. For a single AD640 this will rarely be 
troublesome, but in some applications it may need to be nulled 
out, along with the internal voltage offset component. This may 
be achieved by adding an adjustable voltage of up to ±250,... V at 
the unused input. (Pins I and 20 may be interchanged with no 
change in function.) 

In most applications there will be no need to use any offset 
adjustment. However, a general offset trimming circuit is shown 
in Figure 25. Rs is the source resistance of the signal. Note: 500 
rf sources may include a blocking capacitor and have no dc path to II 
ground, or may be transformer coupled and have a near zero resis-
tance to ground. Determine whether the source resistance is zero, 
250 or 500 (with the generator terminated in 500) to find the 
correct value of bias compensating resistor, RB, which should 
optimally be equal to Rs, unless Rs = 0, in which case use 
RB = 50. The value of Ros should be set to 20,OOORB to provide 
a ±250,... V trim range. To null the offset, set the source voltage 
to zero and use a DVM to observe the logarithmic output volt
age. Recall that the LOG OUT current of the AD640 exhibits 
an absolute value response to the input voltage, so the offset 
potentiometer is adjusted to the point where the logarithmic out
put "turns around" (reaches a local maximum or minimum). 

At high frequencies it may be desirable to insert a coupling 
capacitor and use a choke between Pin 20 and ground, when 
Pin I should be taken directly to ground. Alternatively, trans
former coupling may be used. In these cases, there is no added 
offset due to bias currents. When using two dc coupled AD640s 
(overall gain 100,000), it is impractical to maintain a sufficiently 
low offset voltage using a manual nulling scheme. The section 
CASCADED OPERA nON explains how the offset can be 
automatically nulled to submicrovolt levels by the use of a nega
tive feedback network. 

+5V 

~I 
-5V 

R. 

(SOURCE 
RESISTANCE 

OF TERMINATED 
GENERATOR) 

R. 

Ros 

20 

AD640 

Figure 25. Optiona/lnput Offset Voltage Nulling Circuit; 
See Text for Component Values 
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Using Higher Supply Voltages 
The AD640 is calibrated using ± 5V supplies. Scaling is very 
insensitive to the supply voltages (see dc SPECIFICATIONS) 
and higher supply voltages will not directly cause significant 
errors. However, the AD640 power dissipation must be kept 
below 500mW in the interest of reliability and long term stabil
ity. When using well regulated supply voltages above ±6V, the 
decoupling resistors shown in the application schematics can be 
increased to maintain ±5V at the IC. The resistor values are 
calculated using the specified maximum of 15mA current into 
the + V s termina1 (Pin 12) and a maximum of 60mA into the 
-Vs terminal (Pin 7). For example, when using ±9V supplies, 
a resistor of (9V-5V)/15mA, about 2610, should be included in 
the +Vs lead to each AD640, and (9V-5V)/60mA, about 64.90, 
in each -V s lead. Of course, asymmetric supplies may be dealt 
with in a similar way. 

SIG ATN 
+IN OUT 

Figure 26. Details of the Input Attenuator 

X DENOTES A CONNECTION TO THE 
GROUND PLANE; OBSERVE COMMON 
CONNECTIONS WHERE SHOWN. 
ALL UNMARKED CAPACITORS ARE 
O.lj.<F CERAMIC. FOR VALUES OF 
NUMBERED COMPONENTS SEE TEXT. 

SIGNAL INPUT 

4.711 

Using the Attenuator 
In applications where the signal amplitude is sufficient, the on
chip attenuator should be used because it provides a tempera
ture independent dynamic range (compare Figures 18 and 19). 
Figure 26 shows this attenuator in more detail. Rl is a thin flim 
resistor of nominally 2700 and low temperature coefficient 
(TC). It is trimmed to calibrate the intercept to 10mV dc (or 
- 24dBm for sinusoidal inputs), that is, to an attenuation of 
nominally 20dBs at 27°C. R2 has a nominal value of 300 and 
has a high positive TC, such that the overall attenuation factor 
is 0.33%rC at 27°C. This results in a transmission factor that is 
proportional to absolute temperature, or PTA T. (See Intercept 
Stabilization for further explanation.) To improve the accuracy 
of the attenuator, the A TN COM nodes are bonded to both Pin 
3 and Pin 4. These should be connected directly to the "SIGNAL 
LOW" of the source (for example, to the grounded side of the 
signal connector, as shown in Figure 32) not to an arbitrary 
point on the ground plane. 

R4 is identical to R2, and in shunt with R3 (2700 thin fIlm) 
forms a 270 resistor with the same TC as the output resistance 
of the attenuator. By connecting Pin I to A TN LOW (Pin 2) 
this resistance minimizes the offset caused by bias currents. The 
offset nulling scheme shown in Figure 25 may still be used, with 
the external resistor RB omitted and Ras = 500kO. Offset stabil
ity is improved because the compensating voltage introduced at 
Pin 20 is now PTAT. Drifts of under IIlV/oC (referred to Pins I 
and 20) can be maintained using the attenuator. 

It may occasionally be desirable to attenuate the signal even fur
ther. For example, the source may have a full scale value of 
± 10V, and since the basic range of the AD640 extends only to 
±200mV dc, an attenuation factor of x50 might be chosen. 
This may be achieved either by using an independent external 
attenuator or more simply by adding a resistor in series with 
ATN IN (Pin 5). In the latter case the resistor must be trimmed 
to calibrate the intercept, since the input resistance at Pin 5 is 
not guaranteed. A fixed resistor of lkO in series with a 5000 
variable resistor calibrate to an intercept of 50m V (or - 26dBV) 
for dc or square wave inputs and provide a ± 10V input range. 
The intercept stability will be degraded to about 0.003dBrC. 

lmA/DECADE .. 

C3 

4.711 

+5V 

OUTPUT 
-50mV/DECADE 

-5V 

Figure 27. Basic Connections for Cascaded AD640s 
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O~TIONOF~QmED~ 
Frequently, the dynamic range of the input will be 50dB or 
more. AD640s can be cascaded, as shown in Figure 27. The 
balanced signal output from Ul becomes the input to U2. Resis
tors are included in series with each LOG OUT pin and capaci
tors CI and C2 are placed directly between Pins 13 and 14 to pro
vide a local path for the RF current at these output pairs. CI 
through C3 are chosen to provide the required low pass comer 
in conjunction with the load RL. Board layout and grounding 
disciplines are critically important at the high gain (XlOO,OOO) 
and bandwidth (-150MHz) of this system. 

The intercept voltage is calculated as follows. First, note that if 
its LOG OUT is disconnected, UI simply inserts 50dB of gain 
ahead of U2. This would lower the intercept by 50dB, to 
-IlOdBV for square wave calibration. With the LOG OUT of 
Ul added in, there is a finite zero signal current which slightly 
shifts the intercept. With the intercept temperature compensa
tion on Ul disabled this zero signal output is -270jLA (see DC 
SPECIFICATIONS) equivalent to a 5.4dB upward shift in the 
intercept, since the slope is 50jLAldB. Thus, the intercept is at 
-104.6dBV (-88.6dBm for 500 sine calibration). ITC may be 
disabled by grounding Pin 8 of either Ul or U2. 

Cascaded AD640s can be used in dc applications, but input off
set voltage will limit the dynamic range. The dc intercept is 
6jL V. The offset should not be confused with the intercept, which is 
found by extrapolating the transfer function from its central "log 
linear" region. This can be understood by referring to Equation 
(1) and noting that an input offset is simply additive to the value 
of V IN in the numerator of the logarithmic argument; it does 
not affect the denominator (or intercept) Vx ' In dc coupled 
applications of wide dynamic range, special precautions must be 
taken to null the input offset and minimize drift due to input 
bias offset. It is recommended that the input attenuator be used, 
providing a practical input range of -74dBV (±200jLV dc) to 
+6dBV (±2V dc) when nulled using the adjustment circuit 
shown in Figure 25. 

Eliminating the Effect of First Stage Offset 
Usually, the input signal will be sinusoidal and UI and U2 can 
be ac coupled. Figure 28a shows a low resistance choke at the 

U1 U2 ,. 

1-' 

U1 U2 

10' 

Figure 28. Two Methods for AC Coupling AD640s 

Cascaded AD640s 
input of U2 which shorts the dc output of Ul while preserving 
the hf response. Coupling capacitors may be inserted (Fig-
ure 28b) in which case two chokes are used to provide bias 
paths for U2. These chokes must exhibit high impedance over 
the operating frequency range. 

Alternatively, the input offset can be nulled by a negative feed
back network from the SIG OUT nodes of U2 to the SIG IN 
nodes of UI, as shown in Figure 29. The low pass response 
of the feedback path transforms to a closed-loop high pass 
response. The high gain (x 100,000) of the signal path results in 
a commensurate reduction in the effective time constant of this 
network. For example, to achieve a high pass corner of 100kHz, 
the low pass comer must be at 1Hz. 

In fact, it is somewhat more complicated than this. When the ac 
input sufficiently exceeds that of the offset, the feedback 
becomes ineffective and the response becomes essentially dc cou
pled. Even for quite modest inputs the last stage will be limiting 
and the output (Pins 10 and 11) of U2 will be a square wave of 
about ± 180mV amplitude, dwelling approximately equal times 
at its two limit values, and thus having a net average value near III 
zero. Only when the input is very small does the high pass behavior 
of this nulling loop become apparent. Consequently, the low pass 
time constant can usually be reduced considerably without seri-
ous performance degradation. 

The resistor values are chosen such that the dc feedback is ade
quate to null the worst case input offset, say, 500jLV. There 
must be some resistance at Pins I and 20 across which the offset 
compensation voltage is developed. The values shown in the fig
ure assume that we wish to terminate a 500 source at Pin 20. 
The 500 resistor at Pin I is essential, both to minimize offsets 
due to bias current mismatch and because the outputs at Pins 10 
and 11 can only swing negatively (froin ground to -18OmV) 
whereas we need to cater for input offsets of either polarity. 

For a sine input of IjL V amplitude (-120dBV) and in the 
absence of offset, the differential voltage at Pins 10 and II of 
U2 would be almost sinusoidal but 100,000 times larger, or 
100mV. The last limiter in U2 would be entering saturation. A 
IjL V input offset added to this signal would put the last limiter 
well into saturation, and its output would then have a different 
average value, which is extracted by the low pass network and 
delivered back to the input. For larger signals, the output 
approaches a square wave for zero input offset and becomes 
rectangular when offset is present. The duty cycle modulation of 
this output now produces the nonzero average value. Assume a 
maximum required differential output of lOOmV (after averaging 
in CI and C2) as shown in Figure 29. R3 through R6 can now 
be chosen to provide ±500jLV of correction range, and with 
these values the input offset is reduced by a factor of 500. Using 
4.7jLF capacitors, the time constant of the network is about 
1.2ms, and its corner frequency is at 13.5Hz. The closed loop 
high pass comer (for small signals) is, therefore, at 1.35MHz. 

BandwidthlDynamic Range Tradeoffs 
The first stage noise of the AD640 is 2n V Iv'Hz (short circuited 
input) and the full bandwidth of the cascaded ten stages is about 
150MHz. Thus, the noise referred to the input is 24.5jL V rms, 
.or - 79dBm, which would limit the dynamic range to 77 dBs 
(-79dBm to - 2dBm). In practice, the source resistances will 
also generate noise, and the full bandwidth dynamic range will 
be less than this. 
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Figure 29. Feedback Offset Correction Network 

A low pass filter betweenUI and U2 can limit the noise band
width and extend the dynamic range. The simplest way to do 
this is by the addition of a pair of grriunded capacitors at the 
signal outputs of UI (shown as CI and C2 in Figure 32). The 
- 3dB frequency of the filter must be above the highest 
frequency to be handled by the converter; if not, nonlinearity in 
the transfer function will occur. This can be seen intuitively by 
noting that the system would then contract toa single AD640 at 
very high frequencies (when U2 has very little input). At inter
mediate frequencies, U2 will contribute less to the output than 
would be the case if there were no interstage attenuation, result
ing in a kink in the transfer function. 

More complex fUteIing may be considered. For example, if the 
signal has a fairly narrow bandwidth, the simple chokes shown 
in Figure 28 might be replaced by one or more parallel tuned 
circuits. Two separate tuned circuits or transformer coupling 
should be used to eliminate all undesirable hf common mode 
coupling between UI and U2, The choice of Q for these circuits 
requires compromise. Frequency sensitive nonlinearities can 
arise at the edges of the band if the Q is set too high; if too low, 
thetransritission of the signal from U I to U2 will be affected 
even at the center frequency, again resulting in nonlinearity in 
the conversion response. In calculating the Q, note that the 
resistance from Pins 10 and 11 to ground is 750. The input 
resistance at Pins I and 20 is very high, but the capacitances at 
these pins must also be factored into the total LCR circuit. 

X DENDTES A CONNECTIDN TO THE 
GROUND PLANE; OBSERVE COMMON 
CONNECTIONS WHERE SHOWN. 

ALL UNMARKED CAPACITORS ARE 
O.I"F CERAMIC. FOR VALUES OF 
NUMBERED COMPONENTS SEE TEXT. 

-6V 

PRACTICAL APPLICATIONS 
We show here two applications, using cascaded AD640s to 
achieve a wide dynamic range. As already mentioned, the use of 
a differential signal path and differential log&rithmic outputs 
diminishes the risk of instability due to poot grounding. Never
theless, it must be remembered that at high frequencies even 
very small lengths of wire, including the leads to capacitors, 
have significant impedance. The ground plane itself can also 
generate small but troublesome voltages due to circulating cur
rents in a poor layout. A printed circuit evaluation board is 
available from Analog Devices (Part Numbet ADEB640) to 
facilitate the prototyping of an application using one or two 
AD640s, plus various external components. 

At very low signal levels various eff~ts can cause significant , 
deviation from the ideal response, apart from the inherent non; 
linearities of the transfer function already discussed. Note that 
a~ spurious signal presented to the AD640s is demodulated and 
added to the output. Thus, in the absence of thorough shielding; 
emissions from any radio transmitters or RFI from equipment 
operating in the locality will cause the output to appear too 
high. The only cure for this type of error is the use of very care
ful grounding and shielding techniques. 

50MHz-150MHz Converter with 70dB Dynami~ Range 
Figure 30 shows a logarithmic converter using two AD640s 
which can provide at least 70dB of dynamic range, limited 
mostly by fIrst stage noise. In this application, an rf choke (Ll) 
prevents the transmission of dc offset from the fIrst to the sec
ond AD640. One or two turns in a ferrite core will generally 
suffice for operation at frequencies above 30MHz. For example, 
one complete loop of 20 gauge wire thro~h the two holes in a 
Fair-Rite type 2873002302 core provideS an inductance of s.,.H, 
which presents an impedance of l.s7kO at 50MHz. The shunt
ing effect across the 1500 differential impedance at the signal 
interface is thus fairly slight. 

The signal source is optionally terminated by Rl. To minimize 
the input offset voltage R2 should be chosen to match the dc 
resistance of the terminated source~ (However, the offset voltage 
is not a critical consideration in this ac coupled application.) 

R5 
1.13k (SEE TEXT) 

4.711 
r-=--+---<t-IW"- +6V 

)-..... --il--- LOG 
OUTPUT 

+50mV/dB 

JIE----4--''-----....... -- (LO) 

Figure 30. Complete 70dB DynamiC Range Converter for 50MHz-150MHz Operation 
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Figure 31. Logarithmic Output and Nonlinearity for Circuit 
of Figure 30, for a Sine Wave Input at f =80MHz 

Note that all unused inputs are grounded; this improves the iso
lation from the outputs back to the inputs. 

A transimpedance op amp (U3, AD844) converts the summed 
logarithmic output currents of UI and U2 to a ground refer
enced voltage scaled I V per decade. The resistor R5 is nomi
nally lkO but is increased slightly to compensate for the slope 
deficit at the operating frequency, which can be determined 
from Figure 12. 

The inverting input of U3 forms a virtual ground, so that each 
logarithmic output of Ul and U2 is loaded by lOon (R3 or R4). 
These resistors in conjunction with capacitors C I and C2 form 
independent low pass mters with a time constant of about 5ns. 
These capacitors should be connected directly across Pins 13 
and 14, as shown, to prevent high frequency output currents 
from circulating in the ground plane. A second 5ns time con
stant is formed by feedback resistor R5 in conjunction with the 
transcapacitance of U3. 

This mtering is adequate for input frequencies of 50MHz or 
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Figure 33. Logarithmic Output and Nonlinearity for Circuit 
of Figure 32, for a Square Wave Input at f= 10kHz 

above; more elaborate mtering can be devised for pulse applica
tions requiring a faster rise time. In applications where only a 
long term measure of the input is needed, CI and C2 can be 
increased and U3 can be replaced by a low speed op amp. Fig- III 
ure 31 shows typical performance of this converter. 

10Hz-100kHz Converter with 95dB Dynamic Range 
To increase the dynamic range it is necessary to reduce the 
bandwidth by the inclusion of a low pass mter at the signal 
interface between Ul and U2 (Figure 32). To provide operation 
down to low frequencies, dc coupling is used at the interface 
between AD640s and the input offset is nulled by a feedback 
circuit. 

Using values of 0.02,..F in the interstage mter formed by capaci
tors CI and C2, the hf corner occurs at about 100kHz. U3 
(AD712) forms a 4-pole 35Hz low pass mter. This provides 
operation to signal frequencies below 20Hz. The mter response 
is not critical, allowing the use of an electrolytic capacitor to 
form one of the poles. 

9.1V 

+15V~ 
)( DENOTES A CONNECTION TO THE 

GROUND PLANE; OBSERVE COMMON 
CONNECTIONS WHERE SHOWN. C5 

O.I"F TO U3 & U4 TO Ul & U2 ALL UNMARKED CAPACITORS ARE 

-15V~ - '"'1. -6V-
9.1V 

0.1 "F CERAMIC. 

C3 Rl 
100"F 48.90 

)E--f ........ -.,.,.,.--~ 
+ -

+15V 

O.I"F 1 .. h TOU3&U4 
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Figure 32. Complete 95dB Dynamic Range Converter 
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Rl is restricted to son by the compliance at Pin 14, so C3 needs 
to be large to form a 5ms time constant. A tantalum capacitor is 
used (note polarity). The output of U3a is scaled + IV per 
decade, and the X2 gain of U3b raises this to + 2V per decade, 
or + 100mV/dB. The differential offset at the output of U2 is 
low pass ftItered by R6/C7 and R7/CS and buffered by voltage 
followers U4a and U4b. The 16s open loop time constant trans
lates to a closed loop high pass corner of 10Hz. (This high pass 
ftIter is only operative for very small inputs; see page 13.) Fig
ure 33 shows the performance for square wave inputs. Since the 
attenuator is used, the upper end of the dynamic range now 
extends to +6dBV and the intercept is at -S2dBV. The noise 
limited dynamic range is over 100dB, but in practice spurious 
signals at the input will determine the achievable range. 

ABSOLUTE MAXIMUM RATINGS· 

Supply Voltages .......................... ±7.5V 
Input Voltage (Pin I or Pin 20 to COM) .... -3V to +300mV 
Attenuator Input Voltage (Pin 5 to Pin 3/4) .......... ±4V 
Storage Temperature Range D, E ........ -65°C to + 150°C 
Storage Temperature Range N, P ........ -65°C to + 125°C 
Ambient Temperature Range, Rated Performance 

Industrial, AD640B ................ -40°C to +S5°C 
Military, AD640T ................ - 55°C to + 125°C 
Commercial, AD640J .................. 0 to + 70°C 

Lead Temperature Range (Soldering 60sec) ........ +300°C 

*Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only; functional. 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may adversely affect 
device reliability. 

20-Pin Ceramic DIP (D) Package 

20-Pin Plastic DIP (N) Package 

CONNECTION DIAGRAMS 

20-Pin LCC (E) Package 20:Pin PLCC (P) Package 
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r-IIANALOG 
WDEVICES 

FEATURES 
250MHz Bandwidth 
Monolithic Construction 
Low Noise Figure 4.7dB 
Excellent Detected Output Metching 
Direct Replecement for SLS21/SL1521 

APPUCATIONS 
Missile Guidence 
Electronic Wertere (ECM, ECCM, ESMI 
Miniaturized LOG Strips 
Nuclear Instrumentation 

GENERAL DESCRIPTION 
The AD9521 is a wideband amplifier stage with a logarithmic 
detected output. The high-performance bipolar process used to 
construct the AD952I allows operation from 10MHz to 250MHz 
with minimal gain variation. The AD9521 is pin compatible 
with the SL52I and the SLl521. 

The AD952I is constructed in a well controlled monolithic 
process which provides very good gain tolerance (± 1.5dB) over 
the full performance range. An added benefit of the high gain 
tolerance is a high degree of detected output current matching 
from device to device. The matching combined with the low 
4dB noise figure allows the construction of 80dB to 90dB dynamic 
range LOG strips with better than ± IdB linearity. 

The AD952I is offered in two gain tolerance grades as both a 
commercial temperature range device, 0 to + 70°C, and as an 
extended temperature range device, - 550C to + I25OC. All 
grades are available packaged in 8-pin TO-99 metal cans with 
the military grades also available packaged in ceramic LCC. 

NC 4 

+Vs 5 

NC 6 

RF OUTPUT 7 

NC 8 

250M Hz Wideband 
Logarithmic Amplifier 

PIN DESIGNATIONS 
OUTPUT GROUND 

DETECTED OUTPUT 

~ .~ 
3 2 

... C 
::>2 
I!: a 

CJ ::lee u 
2 Cel 2 
1 20 19 

II 
I I 
.~ 

AD9521 
TOP VIEW 

(Not to Scale) 

AD9521 I 

18 NC 

17 BIAS 

16 NC 

15 INPUT 

14 NC 

ORDERING INFORMATION 

Detected Output Package 
Device Matching Temperature Range Description Options· 

AD952IJH 0.2mA Oto + 70"<: S-Pin Can, Industrial H-OSA 
AD952lKH O.lmA Oto + 70°C S-PiD Can, Iodustrial H-OSA 
AD952ISE 0.2mA - 55"<: t~ + 125"<: 20-Pin LCC, Extended Temperature E-20A 
AD9521SH 0.2mA -55°Cto + 125°C S-PinCan, Extended Temperature H-OSA 
AD9521TE O.lmA - 55°C to + 125°C 20-Pin LCC, Extended Temperature E-20A 
AD9521TH O.lmA - 55°C to + 125°C S-PinCan Extended Tem~ature H-OSA 

·See Section 20 for package outline information. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage ( + V s) •....... 
Differential Voltage Between Grounds 
Maximum Input Before Overload . . 
Instantanious Voltage at the Detected 

Video Output . . 
RF Output Current 
Power Dissipation . 

... +9V 

... O.5V 
1.9V rms 

l2V 
IOmA 

500mW 

Operating Temperature Range2 

AD952iJHlKH ..... 
AD952ISE/SHrrErrH . 

Storage Temperature Range 
Junction Temperature ... 
Lead Soldering Temperature (lOsec) 

... Oto +70"C 
- 55°C to + 125°C 
- 55°C to + 150°C 

+ 175°C 
..... +300°C 

ELECTRI CAL CHARACTER ISTI CS (Supply Voltages = + BY; INPUT connected to BIAS pin; Rs = 500; c.. :5 8pF, unless otherwise stated) 

Industrial Temp. Range Military Temp. Range 

Mil' Oto +7O"C -sS·Cto + 12S·C 

Sub AD9S21jH AD9S21KH AD9S21SElSH AD9S21TEITH 
Parameter Grou~ Temp Min Typ 

AC PERFORMANCE 
Voltage Gain(flN = 3OMHz) 7 + 25·C U.5 12.2 

8 FuU 11.0 
Voltage Gain(fJN = 6OMHz) 7 + 25'C 12.0 12.8 

8 Full 11.7 
Voltage Gain (flN = 120MHz) 7 +25'C 12.2 13.0 

8 Full U.5 
Voltage Gain(fJN = 160MHz) 7 +25'C 12.7 13.4 

8 FuU U.5 
Input Capacitance + 25'C 6 
Noise Figure' 12 +25'C 4.7 
Gain Variation vs. Temperatures Full 0.67 
Gain Variation Vli. Supply· 7,8 0.74 
Frequency Response 

Upper Cutoff Frequency 7 + 25'C 230 245 
8 FuU 200 

Lower Cutoff Frequency 7,8 FuU 7 

DETECTED VIDEO OUTPUT 
Output Current@ 60MHz (Max)' 7 +25' 0.90 1.02 

8 Full 0.80 
(80% Input Level)' 7 + 25'C 0.70 0.82 
(No Input)' 7 + 25·C 0.02 

Output Current@ 120MHz (Max)' 7 + 25·C 0.51 0.70 
8 Full 0.40 

(80% Input Level)' 7 +25'C 0.50 0.68 
(No Input)' 7 + 25·C 0.02 

Detected Output Variation V8. Supply" 7 +25'C 28 
Detected Output vs. Temperatures Full 9 

RFOUTPUT'" 
Maximum RFOutput Voltage + 25·C 1.6 
RF Output Propagation Delay +25'C 1.4 

POWER SUPPLY'· 

Supply Current ( + 6.0V) 1 +25'C 14.0 
2,3 FuU 

Nominal Power Dissipation + 25·C 84 

NOTES 
I Absolute maximum ratings are limiting values, to be applied individually, 
and beyond which serviceability of the circuit may be impaired. Functional 
operation undu any of these conditions is not necessarily implied. 
Exposure to absolute maximum rating conditions for extended periods 
may affect device reliability. 

'Typical thermal impedance ... 

Max Min Typ Max 

12.5 U.5 12.2 12.5 
13.0 11.0 13.0 
13.0 12.0 12.8 13.0 
13.7 11.7 13.7 
13.8 12.2 13.0 13.8 
14.5 U.5 14.5 
14.2 12.7 13.4 14.2 
14.5 U.5 14.5 

6 
4.9 4.7 4.9 

0.67 
1.15 0.74 1.15 

230 245 
200 

10 7 10 

1.10 0.95 1.02 1.05 
1.20 0.85 1.15 

0.90 0.75 0.82 0.85 

0.04 0.02 0.04 
0.90 0.62 0.70 0.85 
0.91 0.51 0.90 
0.86 0.60 0.68 0.81 
0.04 0.02 0.04 

30 28 30 
9 

1.6 
1.4 

16.0 14.0 16.0 
16.5 16.5 

84 

'Rs = 4500; 6OMHz. 
'A'N=60MHz. 

Min Typ Malo 

U.5 12.2 12.5 
11.0 13.0 
12.0 12.8 13.0 
11.7 13.7 
12.2 13.0 13.8 
U.5 14.5 
12.7 13.4 14.2 
U.5 14.5 

6 
4.7 4.9 
0.67 
0.74 1.15 

230 245 

200 
7 10 

0.90 1.02 1.10 

0.80 1.20 

0.70 0.82 0.90 
0.02 0.04 

0.51 0.70 0.90 
0.40 0.91 

0.50 0.68 0.86 
0.02 0.04 
28 30 
9 

1.6 
1.4 

14.0 16.0 
16.5 

84 

6Measured at ±S% of +Vs; AJN=60MHz. 
'Input = O.sV rms. 
sInput = O.09V rms. 
'Input = O.OV rms. 

Min Typ Malo 

U.S 12.2 12.5 
11.0 13.0 
12.0 12.8 13.0 
11.7 13.7 
12.2 13.0 13.8 
U.5 14.5 
12.7 13.4 14.2 
U.5 14.5 

6 
4.7 4.9 
0.67 
0.74 1.15 

230 245 

200 
7 10 

0.95 1.02 1.05 
0.85 1.15 

0.75 0.82 0.85 
0.02 0.04 

0.62 0.70 0.85 
0.51 0.90 

0.60 0.68 0.81 
0.02 0.04 
28 30 
9 

1.6 
1.4 

14.0 16.0 
16.5 

84 

Unils 

dB 
dB 
dB 
dB 
dB 
dB 
dB 
dB 
pF 
dB 
dB 
dBN 

MHz 
MHz 
MHz 

mA 
mA 
mA 
mA 
mA 
mA 
mA 
mA 
%N 
% 

Vp-p 
ns 

mA 
mA 
mW 

AD9521MetaiCan 6JA =185'CIW;6Jc=50'C1W IOSupply voltage should remain stable within ± 5% for nonnal operation. 
AD9521LCC 6JA = 80'C1W; 6JC = 50'C1W. 

3Military subgroups apply to military qualified devices only. 

EXPLANATION OF GROUP A MILITARY SUBGROUPS 

Subgroup 
Subgroup 
Subgroup 
Subgroup 

1 - Static tests at + 25OC. 
2 - Static tests at max rated operating temp. 
3 - Static tests at min rated operating temp. 
4 - Dynamic tests at + 25°C. 
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Subgroup 
Subgroup 
Subgroup 
Subgroup 

Specifications subject to change without notice. 

5 - Dynamic tests at max rated operating temp. 
6 - Dynamic tests at min rated operating temp. 
7 - Functional tests at + 25OC. 
8 - Functional tests at max and min rated 

operating temp. 

Subgroup 9 - Switching tests at + 25cC. 
Subgroup 10 - Switching tests at max rated operating temp. 
Subgroup 11 - Switching tests at min rated operating temp. 
Subgroup 12 - Periodically sample tested. 



PIN NAME 

CASE 
+Vs 
RFOUTPUT 

DETECTED OUTPUT 

INPUT GROUND 

INPUT 
BIAS 

OUTPUT GROUND 

SCHEMATIC 

BIAS 

INPUT 

INPUT 

AD9521 
FUNCTIONAL DESCRIPTION 

DESCRIPTION 

- Case connection for the TO-99 metal can package only. 
- Positive supply terminal, nominally +6.0V. 
- The RF OUTPUT is used to drive subsequent LOG detection stages. The RF OUTPUT 

level is roughly + 12dB above the IF signal strength at the input. 
- The DETECTED OUTPUT provides a dc current logarithmiciy proportional to the IF 

signal level at the input. 
- Isolated input ground connection. The input and output grounds should be connected together 

near the AD9521. 
- IF signal input. 
- The BIAS connection is tied to the INPUT pin to provide an adequate biasing level between 

ac coupled stages. The bias connection should be omitted between direct dc coupled stages. 
- Isolated output ground connection. The input and output grounds should be connected 

together near the AD9521. 

+v, 

DETECTED 
OUTPUT 

RF OUTPUT 

GROUND o-~-""'-----' 
OUTPUT 

'--..... ----..... --0 GROUND 

DIE LAYOUT AND MECHANICAL INFORMATION 

OUTPUT 
GROUND 

Die Dimensions 
Pad Dimensions 
Metalization . . 
Backing .... 
Substrate Potential 
Passivation 
Die Attach 
Bond Wire 

86x97x 15 (±2) mils 
4x4mils 

Aluminum 
None 

. .. -Vs 
Oxynitride 

Gold Eutectic 
1.25 mil Aluminu1n; Ultrasonic Bonding 

or lmil Gold; Gold Ball Bonding 
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TYPICAL LOG STRIP CONFIGURATION 

INPUT 

APPLICATIONS INFORMATION 
The AD9521 is primarily designed for use in successive detection 
LOG strips. The application circuit above, illustrates the typical 
configuration for one such design with roughly 90dB of dynamic 
range. In operation the IF input signal level is successively 
amplified by each stage in the upper chain. The IF signal at 
each stage generates a detected output current. The detected 
output current from each stage is summed in the common base 
follower stage at the end of the strip. 

The key to the circuit is the limiting quality of the AD9521 
logarithmic detected output. As the IF signal at each stage 
drives the detected output into saturation, the output current 
ceases to increase. In operation, the combined gain of all of the 
previous stages drives the last stage into saturation first. Any 
further increase in signal level will not increase the detected 
output level of the last stage, but all of the previous stages will 
enter saturation one-by-one as the signal level increases. 

The limiting factor to the number of stages that can be combined 
is the input noise level. When the gain of the entire strip is 
sufficient to drive the last stage into saturation on the input 
noise of the first stage alone, further extensions of the strip will 
not increase the dynamic input range. 

There are, however, two methods of increasing the dynamic 
range of the LOG strip which include bandwidth reduction and 
parallel strip configurations. The dynamic range can be extended 
by 20dB or more by incorporating a parallel log strip with an 
attenuated input. The main strip functions as before, but the 
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second strip, because of the attenuation, only contributes to the 
output for signals in excess of the main strip saturation level. 
The ultimate limitation is the maximum input signal level which 
the main strip will tolerate. Any further signal level increases 
could damage the input stage of the AD9521. This should not 
be a major problem since with this technique the dynamic range 
of the total strip can be as high as 1 OOdB. 

The dynamic range can also be increased by reducing the 
bandwidth of the strip itself. The noise voltage is directly prop
ortional to the square root of the circuit bandwidth. This means 
that large operating bandwidths produce large amounts of noise 
which translates into limited dynamic range. The AD9521 is a 
particularly low-noise device, but even it can benefit from 
bandwidth reduction which has been incorporated into the circuit 
above. The two interstage fIlters limit the noise to a smaller 
region of frequencies and thereby allow the strip to be extended 
further. 

Because of the high-frequency nature of the AD9521, several 
guidelines should be followed to insure optimum performance. 
The first is the use of an adequate low impedance ground plane. 
Just as important is the use of power supply decoupling capacitors 
to prevent signal feedthrough on the supply lines. Chip capacitors 
are highly recommended because of their reduced lead inductance. 
Sockets are not likely to produce the best results because of the 
interlead capacitance, but if they must be used, pin sockets are 
preferred. 



r'IIII ANALOG 
WDEVICES 

FEATURES 
High Accuracy: Models 755N. 755P 
Wideband: Models 759N. 759P 
Complete Log/Antilog Amplifiers: External Components Not 

Required 
Temperature-Compensated I nternal Reference 
6 Decades Current Operation: 1nA to 1mA 
1% max Error: 1nA to 1mA (755) 

20nA to 2001tA (759) 
4 Decades Voltage Operation: 1mV to 10V 
1% max Error: 1mV to 10V (755) 

1mV to 2V (759) 
Small Size: 1.1" X 1.1" X 0.4" 

GENERAL DESCRIPTION 
The models 755N, 755P and 759N, 759P are low cost dc 
logarithmic amplifiers offering conformance to ideal log opera
tion over 6 decades of current (lnA to 1mA) and 4 decades 
of voltage (lmV to 10V). For high accuracy requirements, 
models 755N, 755P offer maximum nonconformity of 0.5%, 
from 10nA to 1mA, and 1mV to 1 V. For wideband applica· 
tions, the models 759N, 759P provide fast response (300kHz 
@ 'SIG = lOIlA to 1mA) and feature maximum nonconformity 
of 1% from 20nA to 200/lA, and 1mV to 2V. The models 
755N and 759N compute the log of positive (+) input signals, 
while the models 755P, 759P compute the log of negative (-) 
signals. 

Designed for ease of use, the models 755N/P and 7S9N/P are 
complete, temperature compensated log/antilog amplifiers 
packaged in a compact epoxy-encapsulated module. External 
components are not required for logging currents over the 
complete 6 decade range of lilA to 1mA. Both the scale factor 
(K=2, 1, or 213 volt/decade) and log/antilog operation are 
selected by simple pin connection. In addition, both the in
ternal 10llA reference current as well as the offset voltage may 
be externally adjusted to improve overall accuracy. 

The models 755 and 759 are ideally suited as an alternative 
to in-house designs of OEM applications. Advanced design 
techniques and superior performance place the 755 and 759 
ahead of competitive designs in terms of price, performance 
and package design. 

APPLICATIONS 
When connected in the current or voltage logging configura
tion, as shown in Figure 1, the models 755 and 759 may be 
used in several key applications. A plot of input current 
versus output voltage is also presented to illustrate the log 
amplifier's transfer characteristics. 

6-Decade, High Accuracy, 
Wideband Log, Antilog Amplifiers 

755N/755P/759N/759P I 
7551759 FUNCTIONAL BLOCK DIAGRAM 

+15V COM -15V TRIM 

'POsmVE INPUT SIGNALS. AS SHOWN; USE 759N. 755P. 
NEGATIVE INPUT SIGNALS. USE 759N. 755P. 

10 
KI= 2 

8 

6 

4 

~ 

1 
2 

0 
> 0 I-
::I ... -2 I-
::I 
0 

-4 

1'\ 
I 

" K=l 

K=~ t---.... "-
I 

........ ~ ~0-5 10-4 10-3 

10-9 10-8 10-7 10-6 ~ ~ 
r\. 

-6 
755N.759N 

-8 

-10 

+ INPUT CURRENT (AMPS). LOG SCALE 

Figure 1. Transfer Function 
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SPECIFICATIONS (typical @+25°Cand ±15V dc unless otherwise noted) 

MODEL 

TRANSFER FUNCTIONS 
Currc:ntMode 

Voltage Mode 

Antilog Mode 

TRANSFER FUNCTION PARAMETERS 
Scale Factor (Kl Selections1, 1 

Error@ +25 C ° 
vs. Temperature (0 to +70 C) 

Reference Voltage (EREP )1 
Error@+25°C 
vs. Temperature (0 to +70°C) 

Reference Current (lREP)1 
Error@ +2S"C 
vs. Temperature (0 to +70"C) 

MAXIMUM LOG CONFORMITY ERROR 
IsIC RANGE ESIG RANGE 

InA to lOnA 
lOnA to 20nA 
20nA to IOOliA 
IOOIJ,A to 200JlA 
200lJ,A to ImA 

INPUT SPECIFICATIONS 
Current Signal Range 

Model 7S5N, 7S9N 
Model 755P, 759P 

Max Safe Input Current 
Bias Current @ +25"C 

ImVtolV 
IVt02V 
2Vto IOV 

vs. Temperature (0 to +70°C) 
Voltage Signal Range (Log Mode) 

Model 755N, 759N 
Model 755P. 759P 

Voltage Signal Range. Antilog Mude 
Model 755N, 7SSP 

Offset Voltage@+25"C(Adjustable to 0) 
vs. Temperature (0 to +70°C) 
vs. Supply Voltage 

FREQUENCY RESPONSE, Sinewave 
Small Signal Bandwidth, -3dB 

islG'" InA 
islG= lilA 
islG"" 10liA 

islG'" ImA 

RISE TIME 
Increasing Input Current 

10nA to lOOnA 
lOOnA to lilA 
IpA to ImA 

Decreasing Input Current 
ImAto lilA 
lilA to IDOnA 
100nA to lOnA 

INPUT NOISE 
Voltage. 10Hz to 10kHz 
Current, 10Hz to 10kHz 

OUTPUT SPECIFICATIONS] 
Rated Output 

Voltage 
Current 

Log Mode 
Antilog Mode 

Resistance 

POWER SUPPL y4 
Rated Performance 
Operating 
Current. Quiescent 

TEMPERATURE RANGE 
Rated Performance 
Operating 
Storage 

CASE SIZES (W x L x H) 

NOTES 

755NIP 

...,=-KlogIOm 
IREF 

...,=-KlogIO~ 
EaEF 

to = EREF lOot ~JQ ) 

2,1,2/3 Volt/Decade 
±I% max 
±O.04%/C max 
O.IV 
±3% max 
±O.t%/oC max 
tOliA 
±3% max 
±O.l%/oC max 

RTI RTO (K=!). 

±1% ±4.3mV 
±O.5% ±2.17mV 
to.S% ±2.17mV 
'1% ±4.3mV 
'1% ±4.3mV 

+ InA to + ImA min 
-InA to -lmA min 
±lOmA max 

~~'/: ~ ~oOlA max 

+lmV to +IOV min 
-lmV to -lOY min 

-2~ ES~G ';;;;2 

±400j.J.V max 
±15~vfc max 
±ISIlV/% 

80Hz 
10kHz 
40kHz 
100kHz 

lOOps 

7", 
4", 
7", 
30ps 
400ILs 

21lV rms 
2pArms 

±IOV min 

±5mA 
±4mA 
O.Sf! 

±15Vdc 
±(I2 to 18)Vdc 
±7mA 

o to +70°C 
_25°C to +85°C 
_SSoC to +125°C 

1.5/1 X 1.5/1 X 0.4/1 
(38 x 38 x 10.4) 

I Use tenninal1 for K '" IV/decade;tenninal2 for K .. 2V/dec:ade;tenninals lor 2 
(shorted together) for K I: 213V/decade. 

• Specification is + for models 755N, 759N; -for 755P, 759P. 
'No dlllllllgC due to any pin being shorted to pound. 
4 Recommended power supply, model 904, ±15V @ ±5OmA output. 
'Case size in inches (mm). 

Specifications subject to change without notice. 
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759N!P 

t4%max 
to.oS%fC 

RTI RTO(K=l) 

±5% ±21mV 
±2% ±8.64mV 
±1% ±4.3mV 
±1% ±4.3mV 
±2% ±8.64mV 

~O, +) 200pA max 

±2mVmax 
±lopvfc 

250Hz 
100kHz 
200kHz 
200kHz 

20lls 

'"' 2.51ls 

lC11J.Vrms 
lOpArms 

±4mA 

1.125" x 1.125" x 0.4" 
<29 x 29 x 10.4) 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

r-w--j R55.759 ]0.41 MAX L (10.4) 

0.2 TO 0.25 

(5 Tr 0.04 DIA (1.021 

ISIG 5 

be 
9 TRIM 

EsIG 4 
8 ~15 

"oUT 3 
7 COM 

2V/DEC 2 

6 +15 
TRIM- lV/DEC 1 

1 
L 

j 
BOTTOM VIEW -l I--0.1 GRID 

(2.5) 

'Optional 100kO external trim pot. Input offset voltage may be 
adjusted to zero with trim pot connected as shown. With trim 
terminal 9 left open, input offset voltage will be ±O.4mV (755) 
Dr ±2mV (759) maximum. 

.. 

MATING SOCKET ACI016 

MODEL 755P, 759P 
-INPUT CURRENT -,0 

LOG OF CURRENT 

MODEL 755N, 759N 
+INPUT CURRENT 

• 
Plot of Output Voltage vs Input Current 

for Model 755 Connected in the Log Mode 

MODEL 755P. 759P 
-INPUT VOLTS 

-, 
-2 

-3 

-4 

-5 

K=2 

MODEL 755N, 759N 
+INPUT VOLTS .. • 

LOG OF VOLTAGE 

Plot of Output Voltage vs Input Voltage 
for Models 755, 759 Connected in the Log Mode 

Figure 2. Transfer Curves 



PRINCIPLE OF OPERATION 
Log operation is obtained by placing the antilog element in the 
feedback loop of the op amp as shown in Figure 1. At the 
summing junction, terminal 5, the input signal current to be 
processed is summed with the output current of the antilog 
element. To attain a balance of these two currents, the op amp 
provides the required output voltage to the antilog feedback 
element. Under these conditions the ideal transfer equation 
(K= 1) is: 

The log is a mathematical operator which is defined only for 
numbers, which are dimensionless quantities. Since an input 
current would have the dimensions of amperes it must be 
referenced to another current, IREF , the ratio being dimension
less. For this putpose a temperature compensated reference of 
lOIlA is generated internally. 

The scale factor, K, is a multiplying constant. For a change in 
input current of one decade (decade = ratio of 10: I), the out
put changes by K volts. K may be selected as IV or 2V by con
necting the output to pin 1 or 2, respectively. If the output is 
connected to both pins 1 and 2, K will be 2/3V. 

REFERRING ERRORS TO INPUT 
A unique property of log amplifiers is that a dc error of any 
given amount at the output corresponds to a constant percent 
of the input, regardless of input level. To illustrate this, con
sider the output effects due to changing the input by 1%. 

The output would be: 

<:OUT = IV loglo (ISIG"REF)(1.01) which is equivalent to: 

<:OUT = ,IV loglO (ISIG"REF), ,t1V loglo (1.01), .. ... 
Initial Value Change 

The change in output, due to a 1% input change is a constant 
value of ±4.3mV. Conversely, a de error at the output of 
±4.3mV is equivalent to a change at the input of 1%. An abbre
viated table is presented below for converting between errors 
referred to output (R.T.O.), and errors referred to input (R.T.!.). 

ERROR R.T.I. 

0.1% 
0.5 
1.0 
3.0 
4.0 
5.0 
10.0 

ERROR R.T.O. 

K=l 

0.43mV 
2.17 
4.32 
12.84 
17.03 
21.19 
41.39 

K=2 

0.86mV 
4.34 
8.64 
25.68 
34.06 
42.38 
82.78 

K= Zl3 

0.28mV 
1.45 
2.88 
8.56 
11.35 
14.13 
27.59 

Table I. Converting Output Error in m V to Input Error 
in % 

755N1755P1759N1759P 
SOURCES OF ERROR 
Log Conformity Error - Log conformity in logarithmic de
vices is a specification similar to linearity in linear devices. Log 
conformity error is the difference between the value of the 
transfer equation and the actual value which occurs at the out
put of the log module, after scale factor, reference and offset 
errors are eliminated to taken into account. The best linearity 
performance for the models 755, 759 are obtained in the 5 
decades from 10nA to 1mA. To obtain optimum performance, 
the input data should be scaled to this range. 

Offset Voltage - The offset voltage, Eo., of models 755,759 
is the offset voltage of the internal FET amplifier. This voltage 
appears as a small dc offset voltage in series with the input 
terminals. For current logging applications, its error contribu
tion is negligible. However, for log voltage applications, best 
performance is obtained by an offset trim adjustment. 

Bias Current - The bias current of models 75 5, 759 is the bias 
current of the internal FET amplifier. This parameter can be a 
significant source of error when processing signals in the nano
amp region. For this reason, the bias current for model 755 is 
10pA, maximum, and 200pA maximum for model 759. 

Reference Current - IREF is the internally generated current 
source to which all input currents are compared. IREF toler
ance errors appear as a dc offset at the output. The specified 
value of IREF is ±3% referred to the input, and, from Table I, 
corresponds to a dc offset of ±12.84mV for K = 1. This offset 
is independent of input signal and may be removed by in
jecting a current into ,terminal 1 or 2. 

Reference Voltage - ~EF is the effective internally generated 
voltage to which all input voltages are compared. It is related 
to IREF through the equation: 
~EF = IREF x~, where RJN is an internal10kn, precision 
resistor. Virtually all tolerance in ~EF is due to IREF . Conse
quently, variations in IREF cause a shift in ~EF' 

Scale Factor - Scale factor is the voltage change at the output 
for a decade (i.e., 10: 1) change at the input, when connected 
in the log mode. Error in scale factor is equivalent to a c~e' 
in gain, or slope, and is specified in per cent of the nominal 
value. An external adjustment may be performed if fine trim
ming is desired for improved accuracy. 
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OPTIONAL EXTERNAL ADJUSTMENTS FOR LOG 
OPERA'tION 
Trimming Eos - The amplifier's offset voltage, Bas' may be 
trimmed for improved accuracy with the models 755,759 
connected in its log circuit. To accomplish this, a 100kn,.10 
turn pot is connected as shown in Figure 3. The input terminal, 
Pin 4, is connected to ground. Under these conditions the out
put voltage is: 

eOUT = -K 10glO BaS/~EF 

To obtain an offset voltage of 100l-tV or less, for K = 1; the 
trim pot should be adjusted until the output voltage is be
tween +3 and +4 volts for models 755N, 759N, and -3V to 
-4V for models 755P, 759P. 

For other values of K, the trim pot should be adjusted for an 
output of eOUT = 3 x K to 4 x K where K is the scale factor. 

Figure 3. Trimming EOS in Log Mode 

Reference Current or Reference Voltage - The reference cur
rent or voltage of models 755, 759 may be shifted by injecting 
a constant current into the unused scale factor terminal (Pin 1 
or Pin 2). The current injected will shift the reference one 
decade, in accordance with the expression: II = 661JA log 
10j.lA/IREF (755), II = 3301JA log 101JAIIREF (759), where 
II = current to be injected and IREF = the desired reference 
current. 

By changing IREF, there is a corresponding change in ~EF 
since, ~EF = IREF x RIN . An alternate method for rescaling 
~EF is to connect an external ~, at the lIN terminal (Pin 5) 
to supplant the 10kn supplied internally (leaving it uncon
nected). The expression for ~EF is then, ~EF = RIN lREF· 
Care must be taken to choose RIN such that (egiG max}/RIN 
EO;1mA. 

Scale Factor (K) Adjustment - Scale factor may be increased 
from its nominal value by inserting a series resistor Rs between 
the output terminal, Pin 3, and either terminal 1 or 2. The 
table below should be consulted when making these scale 
factor changes. 

CONNECT 
RANGEOFK SERIES VALUE OF Rs NOTE 

RTOPIN 

2/3V to 1.01 V Rx (K- 2/3) use pins 1, 2 

1.01 V to 2.02V Rx(K-1} use pin 1 

>2.02V 2 Rx (K- 2) use pin 2 

R = l5kSl (755); 3kSl (759) 

Table 2. Resistor Selection Chart for Shifting Scale Factor 

ANTILOG OPERATION 
The models 755 and 759 may be used to develop the antilog 
of the input voltage when connected as shown in Figure 4. 
The antilog transfer function (an exponential), is: 

eOUT = ~EF 10-c1N/K [-2EO;I1NIKEO;2) 
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Figure 4. Functional Block Diagram 

Principle of Operation - The antilog element converts the 
voltage input, appearing at terminal 1, to a current which is 
proportional to the antilog of the applied voltage. The current
to-voltage conversion is then completed by the feedback re
sistor in a closed-loop op amp circuit. 

A more complete expression for the antilog function is: 

CQUT = ~EF 10 -e1N1K + Bas 

The terms K, Bas' and ~EF are those described previously in 
the LOG section. 
Offset Voltage (EOS) Adjustment - Although offset voltage 
of the antilog circuit may be balanced by connecting it in the 
log mode, and using the technique described previously, it may 
be more advantageous to use the circuit of Figure 5. In this 
configuration, offset voltage is equal to CQUT/100. Adjust for 
the desired null, using the 100k trim pot. After adjusting, turn 
power off, remove the external100n resistor, and the jumper 
from Pin 1 to +15V. For 755P, 759P use the same procedure 
but connect Pin 1 to -15V. 

+ 
I 

JUMPER' 
I 
I 

Figure 5. Trimming EOS in Antilog Mode 

Reference Voltage (~EF) Adjustment -In antilog operation, 
the voltage reference appears as a multiplying constant. ~EF 
adjustment may be accomplished by connecting a resistor, R, 
from Pin 5 to Pin 3, in place of the internal1Okn. The value 
of R is determined by: 

R = ~EF desired/1O-5 A 

Scale Factor (K) Adjustment - The scale factor may be ad
justed for all values of K greater than 2/3V by the techniques 
described in the log section. If a value of K less than 213V is 
desired for a given application, an external op amp would be 
required as shown in Figure 6. The ratio of the two resistors is 
approximately: . 

RlIRc = (11K - 1) where K = desired scale factor 

Figure 6. Method for Adjusting K<2I3V 



NANALOG 
WDEVICES 

FEATURES 
6 Decade Operetion - 1 nA to 1 mA 
1/2% Log Conformity -10nA to 1001lA 
Symmetrical FET Inputs 
Voltage or Current Operation 
Temperature Compensated 

APPLICATIONS 
Absorbence Measurements 
Log Ratios of Voltage. or Currents 
Data Compression 
Transducer Linearization 

GENERAL DESCRIPTION 
Model 757 is a complete, temperature compensated, dc-coupled 
log ratio amplifier. It is comprised of two input channels for 
processing signals spanning up to 6 decades in dynamic range 
(lnA to 1mA). By virtue of its symmetrical FET input stages, 
the 757 can accommodate this 6 decade signal range at either 
channel. Log conformity is maintained to within 112% over 4 
decades of input (10nA to 100j.IA) and to within 1 % over the 
full input range. Unlike other log ratio designs, model 757 
does not restrict the relative magnitude of the two signal inputs 
to achieve rated performance. Either input can be operated 
within the specified range regardless of the signal level at the 
other channel. 

The model 75 7 log-ratio amplifier design makes available both 
inpu t amplifier summing junctions. As a result, it can directly 
interface with photo diodes operating in the shon-circuit cur
rent mode without the need of additional input circuitry. 

The excellent performance of model 757 can be further im
proved by means of external scale factor and output offset 
adjustments. A significant feature of model 757 not found 
on competing devices is that, when the offset adjustment is 
used to establish a fixed bias at the output, the output offset 
level does not vary as a function of input signal magnitude. On 
other designs, the sensitivity of output offset to input levels 
results in output effects resembling log conformity errors. 

Model 757 can operate with either current or voltage inputs. 
Its excellent performance makes it ideally suited for log ratio 
applications such as blood analysis, chromatography, chemical 
analysis of liquids and absorbence measurements. 

., 

6-0ecade, High Accuracy, 
Log Ratio Amplifiers 

757N/757PI 
757 FUNCTIONAL BLOCK DIAGRAM 

r--------------------, 
~ ~: : 

'BIG. at -eo.. I 
• , I 

I <"7,"-----' 
I 

R2 I*REFI 

: 1V/DEC 

• 

'2o---'V"""'-®4 ~I:----I 

IREF" '2 -tta.z : 
.2 I I OFFSET 

I I ADJ. 
I I 

~--------------------~ 
-POSITIVE INPUT CURRENTS (AS SHOWN), USE 
767N. NEGATIVE INPUT CURRENTS, 
USE 767P. 

CURRENT LOG RATIO 
Current log ratio is accomplished by model 757 when two cur
rents, IsIG and IREF' are applied directly to the input terminals 
(see functional block diagram). The two log amps process these 
signals providing vi 
signals providing voltages which are proportional toth 
signals providing voltages which are proportional to the log of 
their respective inputs. These voltages are then subtracted and 
applied to an output amplifier. The scale factor, when con
nected as shown, is lV/dec. However, higher scale factors may 
be achieved by connecting external scale factor adjusting 
resistors. 

VOLTAGE LOG RATIO 
The principle of operation for voltage log ratio is identical to 
that of current log ratio after the voltage signal has been con
verted to a current. To accomplish this conversion, an external 
resistor is attached from the voltage signal to the appropriate 
input current terminal of the 757. Input cunents are then 
determined by: 

eOSl = Input Offset Voltage (ISIG Channel) 

eOSZ = Input Offset Voltage (IREF Channel) 
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SPECIFICATIONS (typical @+25°Cand Vs = ±15V dc unless otherwise noted) 
MODEL 

TRANSFER FUNCTION 1 

Current Mode 

Voltage Mode 

ACCURACV 
Log Conformity l 

ISIG, I REF = 10nA to lOOIlA 
ISIG,IREF = InA to ImA 

Scale Factor (1 V IDee) 
VS. Temperature (0 to +70°C) 

INPUT SPECIFICATIONS - Both Input Channels 
Current 

Signal Range, Rated Performance 
Model 757N 
Model 757P 

Max Safe 

Bias Current,@ +2SoC 0 

VS. Temperature (0 to +70 C) 

Offset Voltage,@ +2SoC 
vs. Temperature (0 to +70°C) 

ISIG Channel 
J REF Channel 

vs. Supply Voltage 

FREQUENCV RESPONSE, Sinewave 
Small Signa! Response (-3d8) 

Signal Channel 
ISIG = InA 
ISIG : ljtA 
IS1G: 100llA 

Reference Channel 
lREF = InA 
IREF : lilA 
IREF: lOOIlA 

RISE TIME 
Increasing Input Current 

InA to IOnA 
IOnA to 100nA 
lOOnA to lilA 

Signal Channel 
((REF: IOjtA) 

2.Sms 
250", . 
25", 

lilA to lOOjtA 

Decreasing Input Current 
lOOIlA to lILA 
lilA to 100nA 
lOOnA to IOnA 
IOnA to InA 

INPUT NOISE 
Voltage (10Hz to 10kHz) 
Current (10Hz to 10kHz) 

OUTPUT SPECIFICATIONS 
Rated Output 

Voltage 
Current 
Resistance 

Offset Voltage' (K: IV/Decade) 
VS. Temperature (0 to +70oC) 
vs. Supply 

POWER SUPPL y4 

10", 

S'" 
10", 
50", 
500", 

757N/P 

±O.S%, max 
±1%, max 
(+0, -2%) max 
±o.04%/oC max 

+lnA to +lmA min 
-InA to -lmA min 
±lOmAmax 
(0, +) 10pA max 
x2l+ 10QC 

±lmVmax 

±2S.u.V/OC max 
±25IlV/"Cmax 
±5IlV/% 

160Hz 
60kHz 
75kHz 

60Hz 
30kHz 
80kHz 

Reference Channel 
(ISIG : 101lA) 

I.Oms 
40", 

3IJVrms 
O.lpA nns 

±10V min 
±SmAmin 
o.ln 
±lSmVmax 
±O.3mVtC 
±5IlV/V 

30", 
25", 

10", 
50", 
500", 
lOms 

Rated Performance 
Operating 

±15V de 

Current, Quiescent 

TEMPERATURE RANGE 
Rated Performance 
Operating 
Storage 

MECHANICAL 
Case Size 
Weight 

NOTES 

±(12 to 18)V de 
±8mA 

o to +70oC 
_25°C to +8SoC 
~SSOC to +12SoC 

21 grams 

I For model 757N, K ... +lV/Decade and input currents must be positive. For 
model 757P, K = -IV/Decade and input CUReDtsmust be negative. (Input cur
rcnts are defined as positive when flowing into the input terminals, 4 and S. 
Refer to TRANSFER CURVES.) 

2 The log conformity error is referred to input (RTI). 1" error RTI is equivalent 
to 4.3mV of error at the output for K = IV/Dec. 

3 Externally adjustable to zero. 
4 Recommended power supply: Analog Devices model 904, :t15V @ SOmA. 

Specifications subject to change without notice. 
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OUTLINE DIMENSIONS 
.Dimensions shown in inches and (mm). 

!---1.5, (38.') MAX ---.j ~ 

LI I ~~) 
..,---_0 0 T 
• --11-- 0.04 ('.') 

0.20 TO 0.25 
(S.'TO 6.4) 

~RIt11 
-V, 

COM 

+V, 

9 

8 

'1 
6 

T S "IG 
t,( . i.i, , .. , 

(38.') 

1 
. pUT 3 

OFF 2 ADJ 

1 . :;',' EC 

BOTIOM VIEW I I 
0.1 (2.5) GRID~ ,...-

TRANSFER CURVES 

MODEL 767P 
ISIG INPUT .. -10 

K :2V/OEC 

MODEL 767N 
IstG INPUT 

Log mode output voltage ¥s. input current for 
IREF: lO~A. 

*+ FOR 767N 
- FOR 767P 

Figure 1. Scale Factor Adjustment 

7fi1 

·15V 

··SEE SCALE FACTOR-OPTIONAL 
ADJUSTMENT AND TRIMS Ip.3) 

20kll 

* + FOR 767N 
- FOR757P 

Figure 2. Output Voltage Offset Adjustments 



OPTIONAL ADJUSTMENTS AND TRIMS 
Scale Factor - A one volt per decade scale factor is available 
when pin 1 is tied to 3 and pin 7 is connected to 9. Higher 
scale factors are possible by using a potentiometer. Rl. be
tween pins 1 and 3 and a resistor. R2. between pins 7 to 9 as 
shown in Figure 1. The value of the required resistor is (13.2kn) 
(K-1) where K is the desired scale factor. The approximate 
potentiometer value is also (13.2kn) (K-1). The scale factor 
adjustment procedure is as follows: 

1. Connect the appropriate value of resistor between pins 
7 and 9. 

2. Set IREF = l/JA. ISIG = 10M. Measure eo· 

3. Set IREF = 1M. ISIG = 100M. Adjust Rl until the 
difference in eo corresponding to steps 2 and 3 is K volts. 

4. Repeat steps 2 and 3 until the change in eo = K volts. 

Output Voltage Offset - Ou tput voltage offset must be adjusted 
after the desired scale factor is established as indicated above. 
To adjust the offset. inject equal dc input currents into the 
reference and signal channels. The value of the input currents 
should approximate the average input current levels expected 
to be encountered in normal operation. Adjust the potentio
meter shown in Figure 2 until the output voltage is zero. 

WG CONFORMITY 
Log conformity in logarithmic devices is a specification similar 
to linearity in linear devices. Log conformity error is the differ
ence between the theoretical value of the log of a ratio and the 
actual value that appears at the output of the log-ratio module 
after scale factor errors have been eliminated. Measurement of 
this error is made after initially zeroing the module at unity
ratio and adjusting the desired scale factor. 

Figure 3 shows the log conformity performance of model 757 
over a 6 decade input range. Log conformity for each channel 
does not vary noticeably as the current is varied in the other 
channel. 

757N1757P 

" a: 

.r 
! 0.5 
a: 
'Ii .. 

o 
1nA 

~~ 

I-

10nA 

~~ 

1~J.l1.L 
,/,/ 

100nA lilA 10pA , ...... 1mA 

INPUT CURRENT 

Figure 3. Log Conformity Error for 757. Curve Is for 
Either Input Channel with Current Held Constant at 10pP. 
on Other Channel. 

FREQUENCY CHARACTERISTICS 
Figure 4 shows a plot of small signal response (-3dB) as a func
tion of input signal current. The graph demonstrates the fre
quency response performance for each input channel over the 
range of InA to 1mA. independent of current on the other 
channel. 

111e 

'" I 
// 

~ 

h ..... 
V/ 

S 
~ 

SIGNAL // 
z 
:! " 

CHANN~ 

r---fi" REFERENCE CHANNEL 

// 
0.1 kV 

1nA 10nA 100nA 1"" 10pA 
INPUT CURRENT 

100pA 1mA 

Figure 4. Small Signal Bandwidth (-3dB) vs. Input Signal 
Level 
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APPLICATIONS 
Data Compression - Processing signals with wide dynamic 
range is a common problem in instrumentation and data trans
mission. For example, digitizing an analog signal with a range 
of 10nA to 100M with 1% accuracy requires a 20 bit AID con
verter. (Required resolution = 11100 x 1110,000 = 11106 ~ 
1/220 ). 

By using the 757 with IREF adjusted to 10nA and K set for 
5/4 V/decade, the input data can be compressed into a 5 volt 
output range. For a 1 % resolution of any signal, the allowable 
output error is 4.32mV x K. Log conformity contributes 
2.17mV x K (0.5%) over this range. The remaining error with 
K = 5/4 is 2.69mV and should correspond to less than the LSB 
of the converter. With a 5 volt output range 2.69mV corres
ponds just over the LSB of an ll-bit converter. Thus the 757 
module can compress the data for use with a 12 bit AID (such 
as Analog Devices AD574]D) to obtain the desired 1% 
resolution. 

Absorbence Measurements - Critical properties of materials 
which are of particular interest in the fields of chemistry, 
medicine, spectrometry and pollution control are characterized 
by absorbence. The relationship between absorbence, A, and 
light intensity, I, is: A = log IolIT where 10 = intensity of inci
dent light, and IT = intensity of transmitted light. 

Figure 5 shows the 757 log-ratio module used in such a photo
meter application. Two inputs represent the intensities of light 
transmitted through space and through a medium that absorbs 
light. The absorbence of the medium is given by the formula 

A = log ISIGNAL 
IREFERENCE 

where ISIGNAL and IREFERENCE are the currents representing 
the light intensities. 

The transducers used in this application are photodiodes, which 
provide a short-circuit current proportional to the intensity of 
applied light. The lowest value of absorbence is determined by 
the value of IREF' since when ISIG = IREF' A = O. The out-
put of the log-ratio module is externally trimmed to 1 V/decade 
and applied to the input of a 3Y.z-digit DPM through the scaling 
network Rl and R2. 

Model 757 was chosen for this design because it makes avail
able both amplifier summing junctions. When the photodiodes 
are connected to the summing junctions, they are operated in 
the short-circuit mode, that is, with zero volts across the diodes. 
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Short-circuit loading is necessary, because accuracy of the 
photodiodes can be degraded several percent when operated 
with as little as 100m V across the diode junction. 

"SIGNAL" 
PHOTODIODE 

ISIG 

"REFERENCE" 
PHOTODIOOE 

757N 
lOG RATIO 1 

MODULE 

ATTENUATOR TO 
DPM lEVEL 

/1 •.•.• 200mV F.S.I 

AD2010 
31/2.olGIT 

DPM 

Figure 5. 757N Applied to Absorbence Measurements 

INTERCONNECTION GUIDELINES 
Model 757 is a complete log ratio amplifier that requires no 
additional frequency compensation for proper operation. 

Input Capacitance - Model 757 is able to operate with l000pF 
at both input terminals. Therefore, the 757 can be used in ap
plications requiring long cable lengths between the module 
and the signal transducers. 

Input-to-output Capacitance - When using alog ratio module 
the user should take care in system configurations to avoid 
excessive stray capacitance between input and output terminals. 
Such precautions include avoiding running input and output 
signal lines close together. If long cable runs are required where 
inputs and output are closely bundled together, it is advisable 
to enclose the inputs andlor output in separate, grounded elec
trostatic shields. By observing simple rules of good circuit 
layout, problems with oscillations that may result from exces
sive input-to-output capacitance can easily be avoided. Model 
757 can accommodate up to 33pF of input-to-output capaci
tance without oscillation. 

Leakage Resistance - Since model 757 can operate at extremely 
low input current levels, precautions must be taken to prevent 
current leakage into the input terminals. Such leakage can 
cause errors when small input or reference currents are used. 
This problem may arise on printed circuit layouts if the inputs 
are run too close to the power supply busses. Providing an 
etched guard around the input lines, connected to analog sig
nal ground will also reduce unwanted current leakage. 
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~ RMS-to-OC Converters 
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i}l 

Conversion 
Accuracy 
mV ±O/ORead 

Model max 

AD737 (0.2±0.3)-{0.4±0.5) 
AD736 (0.3±0.3)-{0.S±0.S) 
AD636 (0.2±0.3)-{0.S±0.6) 
AD637 (0.S±0.2)-{1±0.S) 
ADS36A (2±0.2)-{S±0.S) 

lUnity gain small signal bandwidth. 

Full-Scale 
Range 
VRMS 

0.2 
0.2 
0.2 
7 
7 

dB 
Output 
Error 
dB Package Temp 
max Options2 Range3 Page Comments 

N,Q,R C, I 8-37 Low Cost, Low Power, No Output Buffer 
N,Q,R C, I 8-29 General Purpose, Low Cost, Low Power 

0.2-0.5 D,H C 8-13 Low Power 
0.3 (typ) D,Q,R C,M 8-21 High Accuracy, Wide Bandwidth 
0.3-0.6 D,E,H C,M 8-S General Purpose 

'Package Options: D-Side·Brazed Dual-In-Line Ceramic; E-Leadless Chip Carrier; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line; Q-Cerdip; R-Small Outline Plastic (SOlC). 
3Temperature Ranges: C-Commercial, 0 to +70°C; I-Industrial, -40°C to +85°C (Some older products -25°C to +85°C); M-Military, -55°C to + 125°C. 
Boldface Type: Product recommended for new design. 



RMS-to-DC converters continuously compute the instantaneous 
square of the input signal, average it, and take the square root 
of the result, to provide a dc voltage proportional to the rms of 
the input (and, in the case of the ADS36 and AD636, an auxiliary 
dc voltage that is proportional to the log of the rms, for dB measure
ments). 

Excellent pretrimmed performance, improvable by simple optional 
trims, makes these devices ideal for all types of laboratory and 
OEM rms instrumentation where amplitude measurements must 
be made with high accuracy, independently of waveshape. 

An alternative to rms that has been widely used in the past, 
principally for measurements on sine waves, is mean absolute
deviation, or "ac average." It is performed by taking the absolute 
value of a signal (i.e., rectifying it) filtering it and scaling it by 
the ratio of rms to m.a.d. for sine waves, 1.111, so that it reads 
correctly (for undistorted sine waves). Unfortunately, this ratio 
varies widely as a function of the waveform; it will give grossly 
incorrect results in many cases. The table shows a few represen
tative examples comparing rms with m.a.d. 

An important application is noise measurement - for example, 
thermal noise, transistor noise, and switch-contact noise. True 
rms measurement is a technique that provides consistent theoreti
cally valid measurements of noise amplitude (standard deviation) 
from different sources having different properties. 

True rms devices are also useful for measuring electrical signals 
derived from mechanical phenomena, such as strain, stress, 
vibration, shock, expansion, bearing noise and acoustical noise. 

WAVEFORM 

o~ SINE WAVE 

~ SYMMETRICAL 
SQUARE WAVE 

OR De 

~ TRIANGULAR WAVE 
OR SAWTOOTH 

GAUSSIAN NOISE 

.J .4.1\. ..• CREST FACTOR IS" r .----'ij' THEORETICALl V 
UNLIMITED. q IS 
THE FRACTION OF 

i~1 I Ratti TIME DURING WHICH 
GREATER PEAKS CAN 
BE EXPECTED TO 
OCCUR 

~ 
0: 

" 
-7 -5 -3 -1 

logO nT-1 
PULSE TRAIN 

" MARKfSPACE 
0- DTVm 

-II-"T 1 co 
025 0.3333 

11: "DUTY CYCLE" 0.0625 0.0667 
0.0156 0.0159 
0.01 0.0101 

Orientation 
RMS-to-OC Converters 

The electrical signals produced by these mechanical actions are 
often noisy, nonperiodic, nonsinusoidal, and superimposed on 
dc levels, and require true rms for consistent, valid, accurate 
measurements. RMS converters are also useful for accurate 
measurements on low-repetition-rate pulse-trains having high 
crest factors (ratio of peak to rms), and for measurements of the 
energy content of SCR waveforms at differing firing angles. 

The basic approach used in these converters for computing the 
rms is to take the absolute value, square it and divide by the 
fed-back output (using the logarithmic characteristics of transistor 
junctions), and filter the result. The resulting approximation 

[ V. 2] VRMS = Avg. -"'- "" VAvg. (Vuh 
VRMS 

is valid if the averaging time constant is sufficiently long compared 
with the periods of the lowest frequency ac components of the 
signal. 

The simplest form of averaging involves a single-pole filter 
using an external filtering capacitor (CAV). Increased values of 
capacitance for filtering will improve the accuracy for low fre
quency rms measurements and provide reduced ripple at the 
output, but at the cost of increased settling time. For fastest 
settling and minimum ripple, an additional stage of 2-pole filtering 
is useful. The additional filtering permits improvement of settling 
time or reduction of ripple (or both) because of substantial 
reduction of CAY . 

RMS CREST 
RMS MAD MAD FACTOR 

Vm 2 
.j2 -;-Vm . 

..[2 = 1.414 "v'Z' '.11' 
0.707 V.., 0.637 V.., 

Vm Vm 1 1 

Vm Vm 2 
~·,.732 

~ 2 ~ ·'.,56 

C.F. 0 
RMS 

4 RMS ~ 
1 32% 

2 2 4.6% 
3 D.37% 

=0.798 RMS 1.253 3.3 0.1% 
3." 0.01% 
4 63ppm 
4.4 10_ 
4." lP ... 
6 2x10" 

1 1 
Vm..t'i Vm" ..,r;I 

-
..,r;I 

Vm Vm 1 1 
O.5Vm O.25Vm 2 2 
0.25V", 0.0625V", 4 4 
0.125V", 0.0156Vm 8 8 
0.1V", 0.01V", 10 10 
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PERFORMANCE SPECIFICATIONS 
Considerable information regarding rms-to-dc converter circuit 
design, performance, selection and applications is to be found in 
the RMS-to-DC Conversion Application Guide. I In addition, 
useful applications information can be found in the N onlineizr 
Circuits Handbook. 2 

The most-salient feature of a true rms-to-dc converter is that it 
ideally has no error due to an indirect approximation to the rms. 
Static errors are due only to scale-factor, linearity and offset 
errors; dynamic errors are due to insufficient averaging time at 
the low end and finite bandwidth and slewing rate at the upper 
end. Linearity errors affect crest factor in midband. Dynamic 
errors are also a function of signal amplitude, due in part to the 
variation of bandwidth of the "log" transistors with signal level. 

Total Error, Internal Trim, a specification for quick reference, is 
the maximum deviation of the de component of the output 
voltage from the theoretical output value over a specified range 
of signal amplitude and frequency. It is shown as the sum of a 
fixed error and a component proportional to the theoretical 
output (% of reading). It is specified for a sinusoidal input in a 
given frequency and amplitude range. The fixed error component 
includes all offset errors and irreducible nonlinearities; the %-of
reading component includes the linear scale-factor error. 

Total Error, External Adjustment is the amount by which the 
output may differ from the theoretical value when the output 
offset and scale factor have been trimmed. Note that the fixed 
error-component cannot be reduced to zero, even though 
the output offset can be nulled at zero input. This is because 
of residual input offsets and inherent nonlinearities in the 
converter. 

Total Error vs. Temperature (T min to T max) is the average change 
of %-of-full-scale error component plus the average change of 
percent-of-reading error component per degree Celsius, over the 
rated temperature mnge. 

1 RMS-to-DC COllversiott Application Guide 2ml EditiOll, by C. Kitchin 
and L. Counts (1986-61 pages). Available free from Analog Devices. 

2 N011liIlear Circuits H8Ildboolr, Analog Devices, Inc., 1974, 1976, 
536pp, edited by D.H. Sheiogold. ($5.95). 
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Frequency for l%-of-Reading Error is the minimum value of 
frequency (at the high end) at which the error increases from 
the. midband value by 1% of reading. It is a function of peak-to-peak 
input amplitude. 

Frequency for -3dB Reading Error is the minimum value of 
frequency (at the high end) at which the error may equal - 30% 
of reading. It is a function of amplitUde. 

Crest Factor (to a property of the signal) is the ratio of peak 
signal voltage to the ideal value of rms; the specified value of 
crest factor is that for which the error is maintained within 
specified limits at a given rms level for a worst-case - rectangular 
pulse - input signal. 

Averaging Time Constant and External Capacitor: The time constant 
of the internal avenging filter, and the increase of time constant 
per fLF of added external capacitance (CAV). 

Input: The voltage range over which specified operation is obtained, 
the maximum voltage for which the unit operates, the maximum 
safe input voltage, and the effective input resistance. 

Output: The maximum output range for mted performance, the 
minimum current guaranteed available at full-scale output voltage, 
and the source resistance of the output circuit. 

Power Supply: Power-supply range for specified performance, 
power-supply range for opemtion and quiescent current drain. 

Temperature Range: The mnge of temperature variation for oper
ation within specifications. Tempemture coefficients are deter
mined by three-point measurements (T H - 25°C), (25°C - T L), 
when measured. 
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FEATURES 
True RMS-to-DC Conversion 
Laser-Trimmed to High Accuracy 

0.2% max Error (AD536AK) 
0.5% max Error (AD536AJ) 

Wide Response Capability: 
Computes RMS of AC and DC Signals 
450kHz Bandwidth: V,ms > 100mV 
2MHz Bandwidth: V,ms > 1V 
Signal Crest Factor of 7 for 1 % Error 

dB Output with 60dB Range 
Low Power: 1.2mA Quiescent Current 
Single or Dual Supply Operation 
Monolithic Integrated Circuit 
-55°C to +125°C Operation (AD536AS) 

PRODUCT DESCRIPTION 
The AD536A is a complete monolithic integrated circuit which 
performs true rms-to-dc conversion. It offers performance which 
is comparable or superior to that of hybrid or modular units 
costing much more. The AD536A directly computes the true 
rms value of any complex input waveform containing ac and de 
components. It has a crest factor compensation scheme which 
allows measurements with I % error at crest factors up to 7. The 
wide bandwidth of the device extends the measurement capabil
ity to 300kHz with 3dB error for signal levels above 100m V. 

An important feature of the AD536A not previously available in 
rms converters is an auxiliary dB output. The logarithm of the 
rms output signal is brought out to a separate pin to allow the 
dB conversion, with a useful dynamic range of 60 dB. Using an 
externally supplied reference current, the OdB level can be con
veniently set by the user to correspond to any input level from 
0.1 to 2 volts rms. 

The AD536A is laser trimmed at the wafer level for input and 
output offset, positive and negative waveform symmetry (de re
versal error), and full-scale accuracy at 7V rms. As a result, no 
external trims are required to achieve the rated accuracy of the 
unit. 

There is full protection for both inputs and outputs. The input 
circuitry can take overload voltages well beyond the supply lev
els. Loss of supply voltage with inputs connected will not cause 
unit failure. The output is short-circuit protected. 

The AD536A is available in two accuracy grades (], K) for com
mercial temperature range (0 to + 70°C) applications, and one 
grade (S) rated for the -55°C to + 125°C extended range. The 
AD536AK offers a maximum total error of ±2mV ±0.2% of 
reading, and the AD536AJ and AD536AS have maximum errors 
of ±5mV ±0.5% of reading. All three versions are available in 
either a hermetically sealed 14-pin DIP or 10-pin TO-lOO metal 
can. The AD536AS is also available in a 20-pin hermetically 
sealed ceramic leadless chip carrier. 

Integrated Circuit 
True RMS-to-DC Converter 

AD536A I 

AD536A PIN CONFIGURATIONS AND 
FUNCTIONAL BLOCK DIAGRAMS 

lOUT 

-v. 

PRODUCT HIGHLIGHTS 
1. The AD536A computes the true root-mean-square level of a 

complex ac (or ac plus de) input signal and gives an equiva
lent de output level. The true rms value of a waveform is a 
more useful quantity than the average rectified value since it 
relates directly to the power of the signal. The rms value of a 
statistical signal also relates to its standard deviation. 

2. The crest factor of a waveform is the ratio of the peak signal 
swing to the rms value. The crest factor compensation 
scheme of the AD536A allows measurement of highly com
plex signals with wide dynamic range. 

3. The only external component required to perform measure
ments to the fully specified accuracy is the capacitor which 
sets the averaging period. The value of this capacitor deter
mines the low frequency ac accuracy, ripple level and settling 
time. 

4. The AD536A will operate equally well from split supplies or 
a single supply with total supply levels from 5 to 36 volts. 
The one milliampere quiescent supply current makes the de
vice well-suited for a wide variety of remote controllers and 
battery powered instruments. 

5. The AD536A directly replaces the ADS36 and provides im
proved bandwidth and temperature drift specifications. 
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SPECIFICATIONS (@ +25"&, and ± 15V de unless otherwise noted) 
Model AD536.o\J AD536AK 

Min Typ .... Min TYD 

TRANSFER FUNCTION VOUT = Vavg. (VU/'J' VOUT = v'avg.(VU/'J' 

CONVERSION ACCURACY 
TotalError,IntcrnalTrlml (Figure 1) ±S ±0.5 

VI. Temperature. Tlllip to + 700c ~O.J ::to.Ot 
+7O"Cto+12S"C 

vs. SupplyVoltqe :!:0.1 ±O.Ol ::to.1 ::!:O.Ol 
de Reversal Error :to.2 ::!:O.l 

TotalError. Blltemal Trim~ (Figure2) ±3 ±O.3 ±2 :to.1 

ERROR VS. CRESTFACTOR1 

CrcstFactor 1 to2 SpoclfiodA""""" SpeciflCdAccuracy 
CrcstFactor = 3 -0.1 -0.1 
CrestFactor = 7 -1.0 -1.0 

FREQUENCYRESPONSE3 

Bandwidthfor l%additionalerror (O.09dB) 
VJN=lOmV 5 5 
VtN=IOOmV 45 45 
VIN=lV 120 120 

± 3dB Bandwidth 
VIN = lOmV 90 90 
V1N=100mV 450 450 
VIN=lV 2.3 2.' 

AVERAGINGTIMECONSTANT(Flgure5) 25 25 

INPUTCHARACTERISTICS 
Signal Range, ::!: lSV Supplies 

Contmuousrms Level Ot07 Ot07 
Peak Transknl Input ::!::20 
Continuous rms Level, ::!: SV Supplies Ot02 Ot02 
Peak Transient Input, ± SV Supplies ±7 

MaximumContinuouI Nondestructive 
Input Levc1(AU Supply Voltages) ±2S 

Input Resistance 13.33 16.67 20 13.33 16.67 
Input Offset Voltage O.S ~2 0.5 

OUTPUT CHARACTERISTICS 
OffsetVoltage, VIN = COM (Figure I} ~I ±2 ±O.S 

VI. Temperature ±O.l ±O.l 
VI. Supply Voltage ::to.1 ±O.l 

VoltageSwing, ± ISVSupplies Oto+ll +12.5 Oto +11 +12.S 
±SVSupply 010 +2 Oto +1 

dBOUTPUT(Figure 13) 
Ettor, VrN7mVto7Vrml,OdB= IVnns ::to.4 ±O.6 ±0.2 
Scale Factor -3 -, 
Scale FactorTC (Uncompensated,see Fig~ 

ure I for Temperature Compensation) -0.033 -0.033 
+0.33 +0.33 

IRHFforOdB = IVrms 20 80 20 
IRE.~Ranac 100 

lOUT TERMINAL 
loUT Scale Factor 40 40 
loUT Scale FactorTolerance ±IO ±20 ±10 
Output Resistance 20 25 '0 20 25 
Voltage Compliance -Vsto(+Vs =i~~(+Vs 

-2.SV 

BUFFER AMPUFIER 
Inputand Output Voltage Range -Vsto(+Vs -Vsto(+Vs 

-2.SV) -2.5V) 
Input Offset Voltage, Rs = 2Sk ±O.5 ±4 ±O.S 
Input Bias CUrrent 20 .. 20 
Input Resistance 10' 10' 
Output Current (+5mA, (+SmA, 

-130,.,A) -130,.,A) 
Short Circuit Current 20 20 
Output Resistance 0.5 
Small S;g.aI Budwidth 
Slew Rate4 

POWER SUPPLY 
VoltageRatedPerfonnance ±IS ::tIS 

Dual Supply ±3.0 ±IS :.t3.0 
8mgle Supply +5 +36 +5 

Quiescent Current 
TotalVs,5Vto 36V, TmmtoTmax 1.2 1.2 

TEMPERATURE RANGE 
Ratod Pe<fonuaooe 0 +70 0 
S ...... -55 +150 -55 

NUMBER OFTRANSISTORS 65 65 

PACKAGEOPTIONS5 

CeramicDIP(D-14) ADS36A)D ADS36AKD 
MetalCanTO·lOO(H-IOA) ADS36A)H AD536AKH 
LCC(E-20A) 

NOTES 
I Ac:ctuacy is specified forO to 7V rms, de or 1kHz sinewave input with the AOS36A connected as in the figure referenced. 
2Errorvs. crestfactorisspecifredasanadditionalerrorfor IV rmsn:c:tanguiarpuiseinput,puisewidth "" ZOO!Ul. 
Juaput voltases are expressed in volts rms, and error is percent of reading. 
"WithZkextemaIpu1ldownresistor. 
SSee Section 20 for package outline information. 
Specifications ~bject to change without notice. 

speciikaticms shown in boldfKe are lCStcd on all production tmitt at final dectri
callc$t. ResullS from those tests are used to calculate outgOiDg quality 1eveJs. AU 
min and IDIK specifications are auaranteeci, although only those sbowD in 
boIdfacearetestcdOIlallproduc:tioDunilS. 
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.... 
±2±0.2 
.:to.OS .t:O.OOS 

~2O 

±7 

±2S 
20 
~I 

±1 

±O.l 

80 
100 

±20 

'0 

±4 .. 
0.5 

::tIS 
+36 

+70 
+IS0 

ADS36AS 
Mi • TYD .... Ultilt 

VOL'-= Yavg'(VlN)2 

±S :to.S mV±%ofReading 
±0.1 :0.005 mV ::!: %ofRe8dingrC 
±0.3 :to.OO5 mV±%ofReadingI"C 

:to.1 ::!:0.01 mV::!:%ofReadinglV 
:to,2 ~%ofRe_ 

±3 :to.3 mV::!:%ofReading 

Specified Accuracy 
-0.1 %ofR ....... 
-1.0 % of Reading 

5 kH, 
45 kHz 
120 kHz 

90 kH, 
450 kHz 
2.3 MH, 

25 msl",FCAV 

0107 Vnm 
z20 V""k 

0102 V .... , 
~7 V peak 

±25 Vpeak 
13.33 16.67 20 kn 

O.S ~2 mV 

±2 mV 
±O.l mVre 

±O.2 mVN 
Oto+ll +12.5 V 
Oto +2 V 

±O.5 ±O.6 dB -, mY/dB 

-0.033 dBre 
+0.33 %ofReadingI"C 
20 SO ~ 100 

40 ".AN ..... 
±10 ±20 % 

20 25 '0 kn 
--Vsto(+Vs 
-2.5Vi V 

-Vsto(+Vs V 
-2.5V) 

±O.S ±4 mV 
20 .. nA 
10' n 

(+SmA, 
-130,.,A) 

20 mA 
0.5 n 

MH, 
VI,.. 

:.t15 V 
±3.0 ±IS V 
+5 +'6 V 

1.2 mA 

-55 +125 'C 
-55 + ISO 'C 

65 

ADS36ASD 
AD536ASH 
ADS36ASE 



ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage 

Dual Supply. . . . . . . . . . . . . . . . . . .. ± l8V 
Single Supply . . . . . . . . . . . . . . . . . . . + 36V 

Internal Power Dissipation2 •••••••••••••••••• SOOmW 
Maximum Input Voltage .................. ±2SV Peak 
Buffer Maximum Input Voltage ................. ±Vs 
Maximum Input Voltage .................. ±2SV Peak 
Storage Temperature Range .......... - 55°C to + 150°C 
Operating Temperature Range 

AD536AJ/K ........................ 0 to + 70°C 
AD536AS ...................... -55°C to + 125°C 

Lead Temperature Range 
(Soldering 60 sec) ........................ 300°C 

NOTES 
'Stresses above those listed under "Absolute Maximum Ratings" 
may cause permanent damage to the device. This is a stress 
rating only and functional operation of the device at these or 
any other conditions above those indicated in the operational 
section of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect 
device reliability. 

21Q_Pin Header: aJA = 150°C/W 
20-Pin LCC: aJA = 95°C/W 
14-Pin Size Brazed Ceramic DIP: aJA = 95°C/W 

CHIP DIMENSIONS AND PAD LAYOUT 
Dimensions shown in inches and (mm). 

PAD NUMBERS CORRESPOND TO PIN NUMBERS FOR THE TO·116 14-PIN CERAMIC DIP PACKAGE. 

Temperature 
Range 

Commercial 
o to +70°C 

Military 
-55°C to +l25°C 

NOTE 

NOTE 
·BOTH PACS SHOWN MUST BE CONNECTED TO V,,.. 
THE AD536A IS AVAILABLE IN LASER TRIMMEO CHIP FORM. 
SUBSTRATE CONNECTED TO -Vs 

ORDERING GUIDE' 

Sidebrazed 
Header Ceramic DIP 

ADS36AJH ADS36AJD 
ADS36AKH ADS36AKD 

ADS36ASH ADS36ASD 
ADS36ASHl883B ADS36ASDI883B 

Leadless 
Chip Carrier 

AD536ASE 
ADS36ASE/883B 

IUS" grade chips are available tested at + 25°C and + 125°C. "J" grade chips are also available. 

Applying the AD536A 
STANDARD CONNECTION 
The AD536A is simple to connect for the majority of high accu
racy rms measurements, requiring only an external capacitor to 
set the averaging time constant. The standard connection is 
shown in Figure 1. In this configuration, the ADS36A will mea
sure the rms of the ac and dc level present at the input, but will 

V,,, +Vs 

Figure 1. Standard RMS Connection 

show an error for low frequency inputs as a function of the filter 
capacitor, CAY' as shown in Figure 5. Thus, if a 4f1F capacitor 
is used, the additional average error at 10Hz will be 0.1 %; at 
3Hz it will be 1 %. The accuracy at higher frequencies will be 
according to specification. If it is desired to reject the dc input, 
a capacitor is added in series with the input, as shown in Figure 
3, the capacitor must be nonpolar. If the AD536A is driven with 
power supplies with a considerable amount of high frequency 
ripple, it is advisable to bypass both supplies to ground with 
O.If1F ceramic discs as near the device as possible. 
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The input and output signal ranges are a function of the supply 
voltages; these ranges are shown in Figure 14. The AD536A can 
also be used in an unbuffered volrage output mode by discon
necting the input to the buffer. The output then appears unbuf
fered across the 25k resistor. The buffer amplifier can then be 
used for other purposes. Further the AD536A can be used in a 
current output mode by disconnecting the 25k resistor from 
ground. The output current is available at Pin 8 (Pin 10 on the 
"H" package) with a nominal scale of 40fLA per volt rms input 
positive out. 

OPTIONAL EXTERNAL TRIMS FOR HIGH ACCURACY 
If it is desired to improve the accuracy of the AD536A, the ex
ternal trims shown in Figure 2 can be added. R4 is used to trim 
the offset. Note that the offset trim circuit adds 3650 in series 
with the internal 25kO resistor. This will cause a 1.5% increase 
in scale factor, which is trimmed out by using RI as shown. 
Range of scale factor adjustment is ± 1.5%. 

The trimming procedure is as follows: 
1. Ground the input signal, VIN' and adjust R4 to give zero 

volts output from Pin 6. Alternatively, R4 can be adjusted 
to give the correct output with the lowest expected value 
OfVIN· 

2. Connect the desired full scale input level to VIN, either dc or 
a calibrated ac signal (1kHz is the optimum frequency); then 
trim RI to give the correct output from Pin 6, i.e., 1.000V 
dc input should give 1.000V dc output. Of course, a 
± 1.000V peak-to-peak sine wave should give a 0.707V dc 
output. The remaining errors, as given in the specifications, 
are due to the nonlinearity. 

The major advantage of external trimming is to optimize device 
performance for a reduced signal range; the AD536A is inter
nally trimmed for a 7V rms full-scale range. 

Figure 2. Optional External Gain and Output Offset Trims 

SINGLE SUPPLY CONNECTION 
The applications in Figures 1 and 2 require the use of approxi
mately symmetrical dual supplies. The AD536A can also be 
used with only a single positive supply down to +5 volts, as 
shown in Figure 3. The major limitation of this connection is 
that only ac signals can be measured since the differential input 
stage must be biased off ground for proper operation. This bias
ing is done at Pin 10; thus it is critical that no extraneous sig
nals be coupled into this point. Biasing can be accomplished by 
using a resistive divider between + V s and ground. The values 
of the resistors can be increased in the interest of lowered power 

8-8 RMS-TO-DC CONVERTERS 

consumption, since only 5 fLA of current flows into Pin 10 
(Pin 2 on the "H" package). AC input coupling requires ouly 
capacitor C2 as shown; a dc return is not necessary as it is pro
vided internally. C2 is selected for the proper low frequency 
break point with the input resistance of 16.7kO; for a cut-off at 
10Hz, C2 should be IfLF. The signal ranges in this connection 
are slightly more restricted than in the dual supply connection. 
The input and output signal ranges are shown in Figure 14. The 
load resistor, Ru is necessary to provide output sink current. 

Figure 3. Single Supply Connection 

CHOOSING THE AVERAGING TIME CONSTANT 
The AD536A will compute the rms of both ac and dc signals. If 
the input is a slowly varying dc signal, the output of the 
AD536A will track the input exactly. At higher frequencies, the 
average output of the AD536A will approach the rms value of 
the input signal. The actual output of the AD536A will differ 
from the ideal output by a dc (or average) error and some 
amount of ripple, as demonstrated in Figure 4. 

ED 

IDEAL 
ED 

( DC ERROR = ED ED (IDEALI 

, t - ~A;ERAGE ED = E;;" 
DOUBLE-FREOUENCY 

RIPPLE 

TIME 

Figure 4. Typical Output Waveform for Sinusoidal Input 

The dc error is dependent on the input signal frequency and the 
value of CAV. Figure 5 can be used to determine the minimum 
value of CAY which will yield a given percent dc error above a 
given frequency using the standard rms connection. 

The ac component of the output signal is the ripple. There are 
two ways to reduce the ripple. The first method involves using a 
large value of CAY. Since the ripple is inversely proportional to 
CAY' a tenfold increase in this capacitance will effect a tenfold 
reduction in ripple. When measuring waveforms with high crest 
factors, (such as low duty cycle pulse trains), the averaging time 
constant should be at least ten times the signal period. For ex
ample, a 100Hz pulse rate requires a lOOms time constant, 
which corresponds to a 4fLF capacitor (time constant = 25ms 
per fLF). 



The primary disadvantage in using a large CAY to remove ripple 
is that the settling time for a step change in input level is in
creased proportionately. Figure S shows that the relationship 
between CAY and 1% settling time is llS milliseconds for each 
microfarad of CAY' The settling time is rwice as great for de
creasing signals as for increasing signals (the values in Figure S 
are for decreasing signals). Settling time also increases for low 
signal levels, as shown in Figure 6. 
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VALUES FOR CAY AND l\. 1% SETTLING TIME 
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I- AVERAGING ERROR" 

!! 
0.1 ~ 

I- ACCURACY:!: 20% DUE TO 
COMPONENT TOLERANCE 

l'\. "" 
I I III I I I 

t-- ~"%df EjROR + (RIPPLE 'Peak) 
l'\. I'-0.01 0.01 

1 10 100 1k 10k lOOk 
INPUT FREQUENCY - Hz 

Figure 5. Error/Settling Time Graph for Use with the 
Standard RMS Connection in Figure 1 
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Figure 6. Settling Time vs. Input Level 
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A better method for reducing output ripple is the use of a 
"post-ftlter." Figure 7 shows a suggested circuit. If a single-pole 
ftIter is used (C3 removed, Rx shorted), and C2 is approximately 
rwice the value of CAY' the ripple is reduced as shown in Figure 
8 and settling time is increased. For example, with CAY = lfLF 
and C2 = 2.2fLF, the ripple for a 60Hz input is reduced from 
10% of reading to approximately 0.3% of reading. The settling 
time, however, is increased by approximately a factor of 3. The 
values of C AV and C2 can therefore be reduced to permit faster 
settling times while still providing substantial ripple reduction. 

The two-pole post-ftlter uses an active ftIter stage to provide 
even greater ripple reduction without substantially increasing the 
settling times over a circuit with a one-pole ftIter. The values of 
CAY' C2 , and C3 can then be reduced to allow extremely fast 
settling times for a constant amount of ripple. Caution should be 
exercised in choosing the value of CAY' since the dc error is de
pendent upon this value and is independent of the post fllter. 

RMS Measurements - AD536A 
For a more detailed explanation of these topics refer to the 
RMS to DC Conversion Application Guide 2nd Edition, available 
from Analog Devices. 

10% 

DC ERROR 
OR RIPPLE -
%ofR ... lng 

", 

0.1% 

Figure 7. 2-Pole "Post" Filter 

~ 

\. "-, 
~~K PK RIPPLE 

CAY ... 1p.f (fiG. 1) 

~, ~ PKPK ~ 
RIPPLE (ONE POLE) 
(;AV • ''''f, C2 .. 2.2JtF 

Rx" 0 

1\ \ DC ERRO~ I" _\ 1,\ 
CAY '" 11'F 
~\L FIL 1ERSI ~ , " N I' 

10Hz PK PK 100Hz 1k 10k 
RIPPLE, 
CAY • 1/oiF 
C2 = C3 '"' 2.2pF (TWO POLE) 

Figure 8. Performance Features of Various Filter Types 

AD536A PRINCIPLE OF OPERATION 
The ADS36A embodies an implicit solution of the rms equation 
that overcomes the dynamic range as well as other limitations 
inherent in a straight-forward computation of rms. The actual 
computation performed by the AD536A follows the equation: 

Vrnu = Avg. [i:] 
Figure 9 is a simplified schematic of the ADS36A; it is subdi
vided into four major sections: absolute value circuit (active rec
tifier), squarer/divider, current mirror, and buffer amplifier. 
The input voltage, VIN, which can be ac or dc, is converted to a 
unipolar current II> by the active rectifier A1, A2 • 11 drives one 
input of the squarer/divider, which has the transfer function: 

14 = h 2/h 

RMS-TO-DC CONVERTERS ~9 

III 



The output current, 14, of the squarer/divider drives the current 
mirror through a low pass filter formed by Rl and the externally 
connected capacitor, CAV. If the R1, CAY time constant is much 
greater than the longest period of the input signal, then 14 is 
effectively averaged. The current mirror returns a current 13, 

which equals Avg. [14], back to the squarer/divider to complete 
the implicit rms computation. Thus: 

14 = Avg. [1121/4] = II nns 

The current mirror also produces the output current, lOUT' 

which equals 214. lOUT can be used directly or converted to a 
voltage with Rz and buffered by A4 to provide a low impedance 
voltage output. The transfer function of the ADS 36A thus 
results: 

VOUT = 2R2 Irms = VINrms 

The dB output is derived from the emitter of Q3, since the volt
age at this point is proportional to -log VIN• Emitter follower, 
Qs, buffers and level shifts this voltage, so that the dB output 
voltage is zero when the externally supplied emitter current 
(IREF) to Qs approximates 13 . 

ABSOLUTE VALUE! 
VOLTAGE ~ CURRENT 

CONVERTER 

50k 

R4 

CURRENT MIRROR 

NOTE' PINOUTS ARE FOR 14-PIN DIP 

Figure 9. Simplified Schematic 

"'" 

CONNECTIONS FOR dB OPERATION 
A powerful feature added to the ADS36A is the logarithmic or 
decibel output. The internal circuit computing dB works accu
rately over a 60dB range. The connections for dB measurements 
are shown in Figure 10. The user selects the OdB level by ad
justing RI for the proper OdB reference current (which is set to 
exactly cancel the log output ,current from the squarer-divider at 
the desired OdB point). The external op amp is used to provide 
a more convrnient scale and to allow compensation of the 
+0.33%I"C scale factor drift of the dB output pin. The special 
T.C. resistor, Rz, is available from Tel Labs in Londonderry, 
N.H. (Model Q-8l) or from Precision Resistor Inc., Hillside, 
N.J. (model PTI46). The averaged temperature coefficients of 
resistors Rz and R3 develop the + 3300ppm needed to reverse 
compensate the dB output. The linear rms output is available at 
Pin 8 on DIP or Pin 10 on header device with an output imped
ance of 2SkO; thus some applications may require an additional 
buffer amplifier if this output is desired. 

dB Calibration: 

1. Set VIN = 1.00V dc or 1.00V rms 

2. Adjust Rl for dB out = O.OOV 

3. Set VIN = +O.IV dc or 0.10V rms 

4. Adjust Rs for dB out = -2.00V 

Any other desired OdB reference level can be used by setting 
VIN and adjusting RI accordingly. Note that adjusting Rs for 
the proper gain automatically gives the correct temperature 
compensation. 

·SPECIAL Te COMPENSA,TION RESISTOR +J500ppm 1% TEL LABS 0-81 
PRECISION RESISTOR CO *PTl46 OR EQUIVALENT 

Figure 10. dB Connection 
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FREQUENCY RESPONSE 
The AD536A utilizes a logarithmic circuit in performing the 
implicit rms computation. As with any log circuit, bandwidth is 
proportional to signal level. The solid lines in the graph below 
represent the frequency response of the AD536A at input levels 
from 10 millivolts to 7 volts rms. The dashed lines indicate the 
upper frequency limits for 1%, 10%, and 3dB of reading addi
tional error. For example, note that a I volt rms signal will pro
duce less than 1% of reading additional error up to 120kHz. A 
10 millivolt signal can be measured with 1 % of reading addi
tional error (l00,.. V) up to only 5kHz. 

10 I II I I 
7V';'''INrUT , , 1% , 10% ~ ! 

,.: 

~ 
lVj, lNiUi 1/ 

...., 
I"-,; '" 0.1 

0.01 
'ivrl'lL:~ ... 
10mi rm'llNiTI 

lk 10k 

... ' ..... ~; F-'" 

lOOk 

FREQUENCY - Hz 

1M 

Figure 11. High Frequency Response 
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AC MEASUREMENT ACCURACY AND CREST FACTOR 
Crest factor is often overlooked in determining the accuracy of 
an ac measurement. Crest factor is defined as the ratio of the 
peak signal amplitude to the rms value of the signal (C.F. = 

V rfVrms). Most common waveforms, such as sine and triangle 
waves, have relatively low crest factors «2). Waveforms which 
resemble low duty cycle pulse trains, such as those occurring in 
switching power supplies and SCR circuits, have high crest fac
tors. For example, a rectangular pulse train with a 1 % duty cy
cle has a crest factor of 10 (C.F. = lIy'li). 

Figure 12 is a curve of reading error for the AD536A for a 1 
volt rms input signal with crest factors from 1 to 11. A rectan
gular pulse train (pulse width 100,..s) was used for this test since 
it is the worst-case waveform for rms measurement (all the en
ergy is contained in the peaks). The duty cycle and peak ampli
tude were varied to produce crest factors from 1 to 11 while 
maintaining a constant 1 volt rms input amplitude. 
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Figure 12. Error vs. Crest Factor 
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~ANALOG 
WDEVICES 

FEATURES 
True rms-to-dc Conversion 
200mV Full Scale 
Laser-Trimmed to High Accuracy 

0.5% max Error (AD636KI 
1.0% max Error (AD636J1 

Wide Response Capability: 
Computes rms of ac and dc Signals 
1MHz -3dB Bandwidth: Vrms>100mV 
Signal Crest Factor of 6 for 0.5% Error 

dB Output with SOdB Range 
Low Power: 800l'A Ouiescent Current 
Single or Dual Supply Operation 
Monolithic I ntegrated Circuit 
Low Cost 
Available in Chip Form 

PRODUCT DESCRIPTION 
The AD636 is a low power monolithic IC which performs true 
rms-to-dc conversion on low level signals. It offers perform
ance which is comparable or superior to that of hybrid and 
modular converters costing much more. The AD636 is speci
fied for a signal range of 0 to 200 millivolts rms. Crest factors 
up to 6 can be accommodated with less than 0.5% additional 
error, allowing accurate measurement of complex input 
waveforms. 

The low power supply current requirement of the AD636, 
typically 800IlA, allows it to be used in battery-powered 
portable instruments. A wide range of power supplies can be 
used, from ±2.5V to ±16.5V or a single +5V to +24V supply. 
The input and output terminals are fully protected; the in
put signal can exceed the power supply with no damage to 
the device (allowing the presence of input signals in the 
absence of supply voltage) and the output buffer amplifier 
is short-circuit protected. 

The AD636 includes an auxiliary dB output. This signal is 
derived from an internal circuit point which represents the 
logarithm of the rms output. The OdB reference level is set 
by an externally supplied current and can be selected by the 
user to correspond to any input level from OdBm (774.6mV) 
to -20dBm (77.46mV). Frequency response ranges from 
1.2MHz at a OdBm level to over 10kHz at -SOdBm. 

The AD636 is designed for ease of use. The device is factory
trimmed at the wafer level for input and output offset, posi
tive and negative waveform symmetry (dc reversal error), and 
full scale accuracy at 200mV rms. Thus no external trims are 
required to achieve full rated accuracy. 

AD636 is available in two accuracy grades; the AD636J 
total error of ±0.5mV ±0.06% of reading, and the AD636K 

Low Level, 
True RMS-to-DC Converter 

AD636 I 
AD636 PIN CONNECTIONS & 

FUNCTIONAL BLOCK DIAGRAM 

"D" Package 
(TO-U6) 

"R" Package 
(TO-IOO) 

~"' 

-v, 

is accurate within ±0.2mV to ±0.03% of reading. Both versions 
are specified for the 0 to +70oC temperature range, and are 
offered in either a hermetically sealed 14-pin DIP or a 10-pin 
TO-lOO metal can. Chips are also available. 

PRODUCT HIGHLIGHTS 
1. The AD636 computes the true root-me an-square of a com

plex ac (or ac plus dc) input signal and gives an equivalent 
dc output level. The true rms value of a waveform is a 
more useful quantity than the average rectified value since 
it is a measure of the power in the signal. The rms value 
of an ac-coupled signal is also its standard deviation. 

2. The 200 millivolt full scale range of the AD636 is com
patible with many popular display-oriented analog-ta-digital 
converters. The low power supply current requirement 
permits use in battery-powered hand-held instruments. 

3. The only external component required to perform mea
surements to the fully specified accuracy is the averaging 
capacitor. The value of this capacitor can be selected for 
the desired trade-off of low frequency accuracy, ripple, and 
setding time. 

4. The on-chip buffer amplifier can be used to buffer either 
the input or the output. Used as an input buffer, it pro
vides accurate performance from standard 10Mn input 
attenuators. As an output buffer, it can supply up to 5 
milliamps of output current. 

S. The AD636 will operate over a wide range of power sup
ply voltages, including single +SV to +24V or split ±2.SV 
to ±16.SV sources. A standard 9V battery will provide 
several hundred hours of continuous operation. 
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SPECIFICATIONS (@ +25OC and +V , s= , - s=- . +3V v 5V unless otherwise noted) 
Model AD636J AD636K 

Min Typ Max Min Typ Max Units 

TRANSFER FUNCTION VOUT = Vavg. (V,N)' VOeT = Vavg.(V,N)' , 

CONVERSION ACCURACY 
Total Error, Internal Trim'" :1:0.5 :1:0.6 :1:0.2:1:0.3 m V::!: % of Reading 

vs. Temperature, 0 to + 7O"C ±O.I ±0.01 ±O.I ±0.005 m V:!: % ofReadingrC 
vs. Supply Voltage ±O.I ±0.01 ±O.I ±0.01 m V :!: % ofReadingIV 
de Reversal Error at 200m V ±0.2 ±O.I % of Reading 

Total Error, External Trim' ±0.3 ±O.I :!:O.I ±O.I m V ± % of Reading 

ERRORVS. CREST FACTOR' 
Crest Factor I to 2 Specified Accuracy Specified Accuracy 
Crest Factor = 3 -0.2 -0.2 % of Reading 
Crest Factor = 6 -0.5 -0.5 % of Reading 

AVERAGING TIME CONSTANT 25 25 ms/"FCAV 

INPUT CHARACTERISTICS 
Signal Range, All Supplies 

Continuous rms Level Oto200 o to 200 mVrms 
Peak Transient Inputs 

+ 3V; - 5V Supply 2.8 2.8 Vpk 
± 2. 5V Supply 2.0 2.0 Vpk 
:!:5VSupply 5.0 5.0 Vpk 

Maximum Continuous Non~Destructive 
Input Level (All Supply Voltagea) ±12 ::!: 12 Vpk 

Input Resistance 5.33 6.67 8 5.33 6.67 8 kn 
Input Offset Voltage ±0.5 ±0.2 mV 

FREQUENCY RESPONSE'" 
Bandwidth for 1% additional error (O.09dB) 

VIN=IOmV 14 14 kHz 
VIN= lOOmV 90 90 kHz 
VIN = 200mV 130 130 kHz 

± 3dB Bandwidth 
VIN=IOmV 100 100 kHz 

VIN=IOOmV 900 900 MHz 

V'N=200mV 1.5 1.5 MHz 

OUTPUT CHARACTERISTICS' 
Offset Voltage, V'N = COM :1:0.5 "0.2 mV 

vs. Temperature ±1O :!:IO "VI"C 
vs.Supply ±O.I ±O.I mVN 

Voltage Swing 
+ 3V, - 5V Supply Oto +1.0 Oto +1.0 V 

± 5V to ± 16.5V Supply Oto+1.0 010 +1.0 V 

Output Impedance 8 10 12 8 10 12 ill 

dB OUTPUT 
Error, VIN = 7mVto3OOmVnns ±0.3 :1:0.5 ±O.I :1:0.2 dB 

Scale Factor -3.0 -3.0 mY/dB 

Scale FactorTemperature Coefficient +0.33 +0.33 % ofReadingrC 
-0.033 -0.033 dBrC 

IREpforOdB = O.IVrms 2 4 8 2 4 8 "A 
IREPRange I 50 I 50 "A 

loUT TERMINAL 
lOUT Scale Factor 100 100 .,.ANrms 

lOUT Scale Factor Tolerance -20 ±IO +20 -20 ±IO +20 % 

Output Resistance 8 10 12 8 10 12 ill 
Voltage Compliance -Vsto(+Vs -Vsto(+Vs 

-2V) -2V) V 

BUFFER AMPLIFIER 
Input and Output Voltage Range -Vsto(+Vs -Vsto(+Vs 

-2V) -2V) V 

Input Offset Voltage, Rs = 10k ±0.8 :1:2 ±0.5 :1:1 mV 

Input Bias Current 20 60 20 60 nA 

Input Resistance 10' 10' n 

Output Current (+5rnA, (+5rnA, 
-130",A) -130.,.A) 

Short Circuit Current 20 20 rnA 

Small SipaJ Bandwidth I I MHz 

Slew Rate' 5 5 VI.,.. 

POWER SUPPLY 
Voltage, Rated Performance +3, -5 +3, -5 V 

Dual Supply +2, -2.5 "16.5 +2, -2.5 ±16.5 V 

Single Supply +5 +24 +5 +24 V 

~iescent Current' 0.80 1.00 0.80 1.00 rnA 
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AD636J AD636K 
Model Min Typ Max Min Typ 

TEMPERATURE RANGE 
Rated Performance 0 +70 0 
Storage -55 +150 -55 

PACKAGE OPTIONS' 
TO-1l6(D-14) AD636JD AD636KD 
TO-lOO(H-lOA) AD636JH AD636KH 

TRANSISTOR COUNT 62 62 

NOTES 
I Accuracy specifIed for 0 to 200mV nns, de or 1kHz sine wave input. Accuracy is degraded at higher rms signal levels. 
2 Measured at pin 8 of DIP (lOUT), with pin 9 tied to common. 
3Error VS. crest factor is specified as additional error for a 200mV rms rectangular pulse train, pulse width = 200,...8. 
4Input voltageS are expressed in volts rms. 
'With IOkll pull down resistor from pin 6 (BUF OUT) to - V s. 
"ith BUF input tied. to Common. 
7See Section 16 for package outline information. 

Specifications subject to chimge without notice. 

Max Units 

+70 ·C 
+150 "C 

All min and max specifications are guaranteed. Specifications shown in boJdfac:e are tested 90 all production units at final electrical test and are used to 
calculate outgoing quality levels. 

Specifications subject to change without notice. 

Notes 

AD636 

ABSOLUTE MAXIMUM RATINGS l 

Supply Voltage 
Dual Supply .......................... ±16.S V 

IStresses above those listed under" Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 

Single Supply .......................... +24 V 
Internal Power Dissipation2 •••••••••••••••••• 500 mW 
Maximum Input Voltage ................. ±12 V Peak 
Storage Temperature Range ........... -55°C to + 150°C 
Operating Temperature Range 

AD636JIK ......................... 0 to + 70°C 
Lead Temperature Range (Soldering 60 sec) ....... +300°C 

operation of the device at these or anyother conditions above those indicated 8 
in the operational section of this specification is not inIplied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

'IO-Pin Header: alA = ISO"CIW. 
l4-Pin Sidebrazed Ceramic DIP: alA = 9S"C/W. 

ORDERING GUIDE 

Temperature 
Range 

Commercial 
o to +70°C 

Header 

AD636JH 
AD636KH 

Sidebrazed 
Ceramic DIP 

AD636JD 
AD636KD 

"I" and UK" grade chips are also available. 

METALIZATION PHOTOGRAPH 
Dimensions shown in inches and (mm). 

~-----------------&~------CO-M----------~ 

-v. 
PAD NUMBERS CORRESPOND TO PIN NUMBERS 
FOR THE TO-11614-PIN CERAMIC DIP PACKAGE. 

NOTE 
'BOTH PADS SHOWN MUST BE CONNECTED TO V'N' 

lOUT 

BUFIN 

BUFOUT 
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Applying the AD636 
STANDARD CONNECTION 
The AD636 is simple to connect for the majority of high 
accuracy rms measurements, requiring only an external capac
itor to set the averaging time constant. The standard connec
tion is shown in Figure 1. In this configuration, the AD636 
will measure the rms of the ac and dc level present at the 
input, but will show an error for low frequency inputs as a 
function of the filter capacitor, CAV, as shown in Figure 5. 
Thus, if a 41lF capacitor is used, the additional average error 
at 10Hz wi\1 be 0.1%, at 3Hz it wi\1 be 1%. The accuracy at 
higher frequencies will be according to specification. If it is 
desired to reject the dc input, a capacitor is added in series 
with the input, as shown in Figure 3; the capacitor must be 
non-polar. If the AD636 is driven with power supplies with 
a considerable amount of high frequency ripple, it is advisable 
to bypass both supplies to ground with O.lIlF ceramic discs as 
near the device as possible. CF is an optional output ripple 
filter, as discussed elsewhere in this data sheet. 

The input and output signal ranges are a function of the sup
ply voltages as detailed in the specifications. The AD636 can 
also be used in an unbuffered voltage output mode by dis
connecting the input to the buffer. The output then appears 
unbuffered across the 10k resistor. The buffer amplifier can 
then be used for other purposes. Further, the AD636 can be 
used in a current output mode by disconnecting the 10k re
sistor from the ground. The output current is available at 
pin 8 (pin 10 on the "H" package) with a nominal scale 
of 100llA per volt rms input, positive out. 

v ... _ '-I 

Figure 1. Standard rms Connection 

OPTIONAL EXTERNAL TRIMS FOR HIGRACCURACY 
If it is desired to improve the accuracy of the AD636, the 
external trims shown in Figure 2 can be added. R4 is used to 
trim the offset. The scale factor is trimmed by using Rl 
as shown. The insertion of Rz allows Rl to either increase 
or decrease the scale factor by ± 1. 5 %. 

The trimming procedure is as follows: 
1. Ground the input signal, VIN, and adjust R4 to give zero 
volts output from pin 6. Alternatively; ~ can be adjusted to 
give the correct output with the lowest expected value of VIN' 
2. Connect the desired full scale input level to VIN, either 
dc or a calibrated ac signal (lkHz is the optimum frequency); 
then trim R I to give the correct output from pin 6, i.e., 
200mV dc input should give 200mV dc output. Of course, a 
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±200mV peak-to-peak sinewave should give a 141.4mV dc out
put. The remaining errors, as given in the specifications, are 
due to the nonlinearity. 

SINGLE SUPPLY CONNECTION 
The applications in Figures 1 and 2 assume the use of dual 
power supplies. The AD636 can also be used with only a 
single positive supply down to +5 volts, as shown in 
Figure 3. Figure 3 is optimized for use with a 9 volt battery. 
The major limitation of this connection is that only ac 
signals can be measured 'since the input stage must be biased 
off ground for proper operation. This biasing is done at pin 
10; thus it is critical that no extraneous signals be coupled into 
this point. Biasing can be accomplished by using a resistive 
divider between +Vs and ground. The values of the resistors 
can be increased in the interest of lowered power consump
tion, since only 1 microamp of current flows into pin 10 (pin 
2 on the "H" package). Alternately, the COM pin of some 
CMOS ADCs provides a suitable artificial ground for the 
AD636. AC input coupling requires only capacitor C2 as 
shown; a de return is not necessary as it is provided internally. 
C2 is selected for the proper low frequency break point with 
the input resistance of 6.7kQ; for a cut-off at 10Hz, C2 should 
be 3.3IlF. The signal ranges in this connection are slightly more 
restricted than in the dual supply connection. The load resis
tor, RL, is necessary to provide current sinking capability. 

Figure 2. Optional External Gain and Output Offset Trims 

Figure 3. Single Supply Connection 



CHOOSING THE AVERAGING TIME CONSTANT 
The AD636 will compute the rms of both ac and dc signals. 
If the input is a slowly-varying dc voltage, the output of the 
AD636 will track the input exactly. At higher frequencies, 
the average output of the AD636 will approach the rms value 
of the input signal. The actual output of the AD636 will differ 
from the ideal output by a dc (or average) error and some 
amount of ripple, as demonstrated in Figure 4. 

Eo 

IDEAL 
Eo 

/ 
DC ERROR = 

Eo - Eo (lDEALJ 

TIME 

Figure 4. Typical Output Waveform for Sinusoidal Input 

The dc error is dependent on the input signal frequency and 
the value of CA V. Figure 5 can be used to determine the mini
mum value of CA V which will yield a given % dc error above 
a given frequency using the standard rms connection . 

, .. 
10 

~ 

J 
~ 1.G 

I 
G.l 

0.01 

r-.... " "- ~,~ J 
r-.... ~'1 -~ 

" '(tl~ 
,. ~ ~ 
D1 

~ r-.... 
VALUESFORC"",AND '- r-.... l%SenLINGTIME 
FORSTAT£D"4OFREADING 
AYERAGINGERROR· 
ACCURACY :t:ZO%DUETO 
COMPONEHTTOLERANCE 

r-1."4d1ceUJ.. + ~AI~~IP"kl 
1 lG 100 lk 

INPUT FREQUENCY _ Hz 

r-.... 

r-.... 

lG' 

1 .. 
1 

1 

0.01 

'''' 
Figure 5. Error/Settling Time Graph for Use with the Standard 
rms Connection 

The ac component of the output signal is the ripple. There are 
two ways to reduce the ripple. The first method involves using 
a large value of CAV' Since the ripple is inversely proportional 
to CA V, a tenfold increase in this capacitance will effect a ten
fold reduction in ripple. When measuring waveforms with high 
crest factors, (such as low duty cycle pulse trains), the aver
aging time constant should be at least ten times the signal peri· 
od. For example, a 100Hz pulse rate requires a lOOms time 
constant, which corresponds to a 4/oLF capacitor <time con
stant = 2 5ms per /oLF). 

10.0 

~~~~~~rATIVE 1.5 "" TO SETTLING 
TIME AT 
200mV rm. 5 .• 

2.' 
1 .• 

• 
'mV 

"'" '" ......... 

'DmV ,oamv 
m1sINPUT LEVEL 

Figure 6. Settling Time vs. Input Level 

1V 

AD636 
The primary disadvantage in using a large CA V to remove rip
ple is that the settling time for a step change in input level is 
increased proportionately. Figure 5 shows the the relationship 
between CA V and 1 % settling time is 115 milliseconds for 
each microfarad of CA v. The settling time is twice as great 
for decreasing signals as for increasing signals (the values in 
Figure 5 are for decreasing signals). Settling time also in
creases for low signal levels, as shown in Figure 6. 

A better method for reducing output ripple is the use of a 
"post-filter". Figure 7 shows a suggested circuit. If a single
pole filter is used (C3 removed, Rx .horted), and C2 is approx
imately 5 times the value of CAV, the ripple is reduced as 
shown in Figure 8, and settling time is increased. For ex
ample, with CAY = l/oLF and C2 = 4.7J.1F, the ripple for a 
60Hz input is reduced from 10% of reading to approximate
ly 0.3% of reading. The settling time, however, is increased 
by approximately a factor of 3. The values of CA V and C2 
can therefore be reduced to permit faster settling times 
while still providing substantial ripple reduction. 

Figure 7. 2 Pole "Post" Filter 

The two-pole post-filter uses an active filter stage to provide 
even greater ripple reduction without substantially increasing 
the settling times over a circuit with a one-pole filter. The 
values of CAV, C2 , and C3 can then be reduced to allow ex
tremely fast settling times for a constant amount of ripple. 
Caution should be exercised in choosing the value of CAY, 
since the dc error is dependent upon this value and is inde
pendent of the post filter. 

For a more detailed explaination of these topics refer to 
the RMS-to-DC Conversion Application Guide, 2nd Edition, 
available from Analog Devices. 
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Figure 8. Performance Features of Various Filter Types 
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RMS· Measurements 
AD636 PRINCIPLE-OF OPERATION 
The AD636 embodies an implicit solution of the rms equa
tion that overcomes the dynamic range as well as other limi
tations inherent in a straight-forward computation of rms. 
The actual computation performed by the AD636 follows 
the equation: 

Vrms = Avg. [ 
VIN2, ] 

Vrms 

Figure 9 is a simplified schematic of the AD636; it is sub
divided into four major sections: absolute vahie circuit (ac-
tive rectifier). squarer/divider. current mirror. and buffer am
plifier. The input voltage. VIN • which can be ac or de. is con
verted to a unipolar current II. by the active rectifier AI. A2. 
II drives one input of the squarer/divider. which has the 
transfer function: 

14 = 11 2/13 

The output current. 14• of the squarer/divider drives the cur
rent mirror through a low pass filter formed by R I and the 
externally connected capacitor. CAV' If the R I • CAY time 
constant is much greater than the longesr.period of the input 
signal. then 14 is effectively averaged. The current mirror re
turns a current 13. which equals Avg. [141. back to the squarer/ 
divider to complete the implicit rms computation. Thus: 

The current mirror also produces the output current. 'oUT' 
which equals 214. 'oUT can be used directly or conyerted to 
a voltage with R2 and buffered by A4 to provide a low im
pedance voltage output. The transfer function of the AD636 
thus results: 

The dB output is derived from the emitter of Q3. since the 
voltage at this point is proportional to -log V IN. Emitter fol
lower. Us. buffers and level shifts this voltage. so that the 
dB output voltage is zero when the externally supplied 
emitter current (IREF) to Us approximates 13, 

ABSOLUTE VAlUEI 
VOLTAGE - CURRENT 

CONVERTER 

20k 

R4 

CURRENT MIRROR 

Figure 9. Simplified Schematic 
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THE AD636 BUFFER AMPLIFIER 
The buffer amplifier included in the AD636 offers the user 
additional application flexibility. It is important to understand 
some of the characteristics of this amplifier to obtain optimum 
performance. Figure 10 shows a simplified schematic of the 
buffer. 

Since the output of an rms-to-dc converter is always positive. 
it is not necessary to use a traditional complementary Class 
AB output stage. In the AD636 buffer. a Class A emitter 
follower is used instead. In addition to excellent positive out
put voltage swing. this configuration allows the output to 
swing fully down to ground in single-supply applications 
without the problems associated with most IC operational 
amplifiers. 

BUFFER 
INPUT 

-Va 

Figure 10. AD636 Buffer Amplifier Simplified Schematic 

When this amplifier is used in dual-supply applications as an 
input buffer amplifier driving a load resistance referred to 
ground. steps must be taken to insure an ad(!quate negative 
voltage swing. For negative outputs. current will flow from the 
load resistor through the 40kU emitter resistor. setting up a 
voltage divider between -Vs and ground. This reduced effec
tive -Vs will limit the available negative output swing of the 
buffer. Addition of an external resistor in parallel with RE 
alters this voltage divider such that increased negative swing 
is possible. 

Figure 11 shows the value of REXTERNAL for a particular 
ratio of VPEAK to -Vs for several values of RLOAD. Addition 
of REXTERNAL increases the quiescent current of the buffer 
amplifier by an amount equal to REXT/-VS. Nominal buffer 
quiescent current with no REXTERNAL is 30llA at -Vs = -SV. 
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Figure 11. Ratio of Peak Negative Swing to - Vs lIS. 
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FREQUENCY RESPONSE 
The AD636 utilizes a logarithmic circuit in performing the 
implicit rms computation. As with any log circuit, bandwidth 
is proportional to signal level. The solid lines in the graph be
low represent the frequency response of the AD636 at input 
levels from 1 millivolt to 1 volt rms. The dashed lines indi
cate the upper frequency limits for 1 %, 10%, and ±3dB of 
reading additional error. For example, note that a 1 volt rms 
signal will produce less than 1% of reading additional error up 
to 220kHz. A 10 millivolt signal can be measured with 1% 
of reading additional error (100I.lV) up to 14kHz. 

1 lVL,l.,'''!JT 
III /1% 

200m 
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100m 
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1M 

Figure 12. AD636 Frequency Response 
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AC MEASUREMENT ACCURACY AND CREST FACTOR 
Crest factor is often overlooked in determining the accuracy 

A COMPLETE AC DIGITAL VOLTMETER 
Figure 14 shows a design for a complete low power ac digital 
voltmeter circuit based on the AD636. The 10Mfl input at
tenuator allows full scale ranges of 200mV, 2V, 20V and 
200V rms. Signals are capacitively coupled to the AD636 
buffer amplifier, which is connected in an ac bootstrapped 
configuration to minimize loading. The buffer then drives 
the 6.7kfl input impedance of the AD636. The COM termi
nal of the ADC chip provides the false ground required by 
the AD636 for single supply operation. An ADS89 1.2 
volt reference diode is used to provide a stable 100 millivolt 
reference for the ADC in the linear rms mode; in the dB mode, 

R. 
470 
lW 

YIN 200mV 10% 

Rl ... 
2V 

COM 

C' 
O.02~F 

AD636 
of an ac measurement. Crest factor is defined as the ratio of the 
the peak signal amplitude to the rms value of the signal (C.F. = 
Vp/Vrms)' Most common waveforms, such as sine and triangle 
waves, have relatively low crest factors «2). Waveforms which 
resemble low duty cycle pulse trains, such as those occurring 
in switching power supplies and SCR circuits, have high crest 
factors. For example, a rectangular pulse train with a 1 % duty 
cycle has a crest factor of 10 (C. F. = 1I-./Ti). 

Figure 13 is a curve of reading error for the AD63 6 for a 
200mV rms input signal with crest factors from 1 to 7. A rec
tangular pulse train (pulse width 200l.ls) was used for this test 
since it is the worst-case waveform for rms measurement (all 
the energy is contained in the peaks). The duty cycle and peak 
ampli tude were varied to produce crest factors from 1 to 7 
while maintaining a constant 200mV rms input amplitude. 

.i.f--T--j 
:-n----l-fl--0::1 ~ ~ 

200 .. 

+0.5 

--
1/ .. DUTY CYCLE '" ~ 

CF = 1/V'Ji" 

_IN (rmll '" 200mV 

--r--r--
-1,0 

1 

r- -
• 7 

CREST FACTOR 

Figure 13. Error vs. Crest Factor 

a 1N4148 diode is inserted in series to' provide correction 
for the temperature coefficient of the dB scale factor. Cal
ibration of the meter is done by first adjusting offset pot 
R17 for a proper zero reading, then adjusting the R13 for an 
accurate readout at full scale. 

Calibration of the dB range is accomplished by adjusting R9 
for the desired OdB reference point, then adjusting R 14 for 
the desired dB scale factor (a scale of 10 counts per dB is 
convenient). 

Total power supply current for this circuit is typically 
2.8mA using a 7106-type ADC. 

LXD7543 

Figure 14_ A Portable, High Z Input, rms DPM and dB 
Meter Circuit 

RMS-TO-DC CONVERTERS 8-19 

II 



A LOW POWER, HIGH INPUT IMPEDANcE 
dB METER 
Introduction 
The portable dB meter circuit featured here combines the func
tions of the AD636 rms converter, the AD589 voltage reference, 
and a ",A776 low power operational amplifier. This meter offers 
excellent bandwidth and superior high and low level accuracy 
while consuming minimal power from a standard 9 volt transis
tor radio battery. 

In this circuit, the built-in buffer amplifier of the AD636 is used 
as a "bootstrapped" input stage increasing the normal 6.7kO· 
input Z to an input impedance of approximately 10100. 

Circuit Description 
The input voltage, YIN' is ac coupled by C4 while resistor R., 
together with diodes D, and Dz, provide high input voltage 
protection. 

The buffer's output, pin 6, is ac coupled to the rms converter's 
input (pin I) by capacitor Cz. Resistor R.. is connected between 
the buffer's output, a Class A output stage, and the negative 
output swing. Resistor R, is the amplifier's "bootstrapping" 
resistor. 

With this circuit, single supply operation is made possible by 
setting "ground" at a point between the positive and negative 
sides of the battery. This is accomplished by sending 250",A 
from the positive battery terminal through resistor Rz, then 
through the 1.2 volt AD589 bandgap reference, and finally back 
to the negative side of the battery via resistor RIO' This sets 
ground at 1.2 volts +3.18 volts (250",A x 12.7kO) = 4.4 volts 
below the positive battery terminal and 5.0 volts (250",A x 
20kO) above the negative battery terminal. Bypass capacitors C, 
and Cs keep both sides of the battery at a low ac impedance to 
ground. The AD589 bandgap reference establishes the 1.2 volt 
regulated reference voltage which together with resistor R, and 
trimming potentiometer R. set the zero dB reference current 

IREF· 

Performance Data 
OdB Reference Range = OdBm (770mV) to -20dBm (77mV) 
rms 

SIGNAL 

IN] 

O.1p.F 

RS 
47kO 

1 WATT 

D2 R9 
1N6263 10kU 

OdBm = 1 milliwatt in 6000 
Input Range (at IREF = 770mV) = 50dBm 
Input Impedance = approximately IOlOn 
VSUPPLY Operating Range +5V dc to +20V dc 
IQUIESCENT = 1.8mA typical 

Accuracy with 1kHz sinewave and 9 volt dc supply: 
0dB to -40dBm ±O.ldBm 
OdBm to -50dBm ±0.15dBm 
+10dBm to -50dBm ±0.5dBm 

Frequency Response :!:3dBm: 
Input 

OdBm = 5Hz to 380kHz 
-10dBm = 5Hz to 370kHz 
- 20dBm = 5Hz to 240kHz 
-30dBm = 5Hz to 100kHz 
-40dBm = 5Hz to 45kHz 
-50dBm = 5Hz to 17kHz 

Calibration 
I. First calibrate the. zero dB reference level by applying a 1kHz 

sinewave from an audio oscillator at the desired zero dB am
plitude. This may be anywhere from zero dBm (770mV rms 
- 2.2 volts p--p) to -20dBm (77mV rms 220mV - p--p). Ad
just the IREF cal trimmer for a zero indication on the analog 
meter. 

2. The final step is to calibrate the meter scale factor or gain. 
Apply an input signal -40dB below the set zero dB reference 
and adjust the scale factor calibration trimmer for a 4O",A 
reading on the analog meter. 

The temperature compensation resistors for this circuit may be 
purchased from: Tel Labs Inc., 154 Harvey Road, P.O. Box 
375, Londonderry, NH 03053, Part #Q332A 2kO 1% 
+ 35OOppml"C or from Precision Resistor Company, 109 U.S. 
Highway 22, Hillside, NJ 07205, Part #PT146 2kO 1% 
+ 3500ppml"C. 

ON/OFF 
1-...... _-++:..;;4;:::.4..:;VO:::L::.;TS::.... ___ ...-c,....~1111 -

9 VOLT 

-4.7VOLTS 

ALL RESISTORS 1/4 WATT 1% METAL FILM UNLESSOTHERwtSE STATED EXCEPT 
• WHICH IS 2kO + 3500ppm 1% TC "ESISTOR. 

Figure 15. A Low Power, High Input Impedance dB Meter 
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IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
High Accuracy 

0.02% Max Nonlinearity. 0 to 2V RMS Input 
0.10% Additional Error to Crest Factor of 3 

Wide Bandwidth 
8MHz at 1V RMS Input 
600kHz at 100mV RMS 

Computes: 
True RMS 
Square 
Mean Square 
Absolute Value 

dB Output (&OdB Range) 
Chip Select-Power Down Feature Allows: 

Analog "3-State" Operation 
Quiescent Current Reduction from 2.2mA to 350IJ-A 

Side Brazed DIP. Low-Cost Cerdip and SOIC 

PRODUCT DESCRIPTION 
The AD637 is a complete high accuracy monolithic rms to dc 
converter that computes the true rms value of any complex 
waveform. It offers performance that is unprecedented in inte
grated circuit rms to dc converters and comparable to discrete 
and modular techniques in accuracy, bandwidth and dynamic 
range. A crest factor compensation scheme in the AD637 permits 
measurements of signals with crest factors of up to 10 with less 
than 1% additional error. The circuit's wide bandwidth permits 
the measurement of signals up to 600kHz with inputs of 200mV 
rms and up to 8MHz when the input levels are above IV rms. 

As with previous monolithic rms converters from Analog Devices, 
the AD637 has an auxiliary dB output available to the user. The 
logarithm of the rms output signal is brought out to a separate 
pin allowing direct dB measurement with a useful range of 
6OdB. An externally programmed reference current allows the 
~r to select the OdB reference voltage to correspond to any 
level between O.IV and 2.0V rms. 

A chip select connection on the AD637 permits the user to 
decrease the supply current from 2.2mA to 350",A during periods 
when the rms function is not in use. This feature facilitates the 
addition of precision rms measurement to remote or hand-held 
applications where minimum power consumption is critical. In 
addition when the AD637 is powered down the output goes to a 
high impedance state. This allows several AD637s to be tied 
together to form a wide-band true rms multiplexer. 

The input circuitry of the AD637 is protected from overload 
voltages that are in excess of the supply levels. The inputs will 
not be damaged by input signals if the supply voltages are lost. 

High Precision, 
Wideband RMS-to-OC Converter 

A0637 I 
AD637 FUNCTIONAL BLOCK DIAGRAMS 

Ceramic DIP (D) and 
Cerdip (Q) Package SOIC (R) Package 

The AD637 is available in two accuracy grades (J, K) for com- Ill. 
mercial (0 to + 70°C) temperature range applications and one 
(S) rated over the - 55°C to + 125°C temperature range. All 
versions are available in hermetically-sealed, 14-pin side-brazed 
ceramic DIPs as well as low-cost cerdip packages. A 16-pin 
SOIC package is also available. 

PRODUCT HIGHLIGHTS 
I. The AD637 computes the true root-mean-square, mean square, 

or absolute value of any complex ac (or ac plus dc) input 
waveform and gives an equivalent dc output voltage. The 
true rms value of a waveform is more useful than an average 
rectified signal since it relates directly to the power of the 
signal. The rms value of a statistical signal is also related to 
the standard deviation of the signal. 

2. The AD637 is laser wafer trimmed to achieve rated performance 
without external trimming. The only external component 
required is a capacitor which sets the averaging time period. 
The value of this capacitor also determines low frequency 
accuracy, ripple level and settling time. 

3. The chip select feature of the AD637 permits the user to 
power down the device down during periods of nonuse, 
thereby, decreasing battery drain in remote or hand-held 
applications. 

4. The on-chip buffer amplifier can be used as either an input 
buffer or in an active mter configuration. The mter can be 
used to reduce the amount of ac ripple, thereby, increasing 
the accuracy of the measurement. 

RMS-TO-DC CONVERTERS ~21 



SPECIFICATIONS (@ +25"1:, and ±15V de wiess otherwise noted) 

Modd AD07J AD07K AD07S - Tn> Mas - Tn> Mas - Tn> Mas UIIiIo 

TRANSFER FUNCfION VOVT = Va ... (YIN)' VOVT =Vavg'(YIN)' VOVT = Va ... (YIN)' 

CONVERSION ACCURACY 
TolllBrror,lotcmalTrim l (Fig. 2) ::1::1 :to.S "'0:5"'0.2 ::1::1 :to.S mV:!:%ofReadiq: 

TmlnIOT __ 
"'3.0"'0.6 ::1::2.0::1::0.3 :t:6::t0.7 mV ±%oflleading 

vs. Supply, + VIN = + 300mV 30 ISO 30 ISO 30 150 j>VN 
VI. Supply, - VIN = - 300mV 100 300 100 300 100 300 ~VN 
de RcvenaI Erroral2V 0.25 0.1 0.25 %ofRadiDg 

Nonlinearity 2V Fun Scale' 0.04 0.02 0.04 %ofFSR 
Nonlinearity 7V Fun Scale 0.05 0.05 0.05 %ofFSR 
Total Error, ExternalTrim ±0.5 +0.1 +0.25 ±O.OS +0.5 ±0.1 mV+%ofReodinx 

ERROR VS.CRESTFACfOR' 
Crest Factor 1 to 2 Specified Accu_ SpcciflOd Accuracy Spccif .... Ac:curacy 
Crest Factor = 3 ±O.l ±0.1 :to.1 %ofRadiDg 
Crest Factor = 10 ±I.O ±l.O ±I.O %~ 

AVERAGING TIME CONSTANT 25 25 25 ms/j.l.FCAv 

INFUTCHARACTERISTICS 
Signal Range, ::!: ISVSupply 

Continuous rms Level Oto7 Oto7 Oto7 Vrms 
Peak Transient Input ±IS :tIS :tIS Vp-p 

Signal Range, ± SV Supply 
Continuousrms Level Ot04 Oto4 Oto4 Vrm. 
Peak Transient Input . ±6 ±6 ±6 Vp-p 

Maximum Continuous Non~DeStructive 
Input Leve\ (AU Supply Vol,..) ±IS ±IS ±lS Vp.p 

Input Resistance 6.4 8 9.6 6.4 8 9.6 6.4 8 9.6 kD 
Input Oftict Voltage ±0.5 ;:to.2 ±0.5 mV 

FREQUENCY RESPONSE' 
Bandwidth for 1% additionalerror(O.09dB) 

VIN =20mV II II II kHz 
VIN =200mV 66 66 66 kHz 
VJN=2V 200 200 200 kHz 

± 3dB Bandwidth 
VlN =2OmV 150 ISO ISO kHz 
V[N = 200mV I I I MHz 
VIN=2V 8 8 8 MHz 

OUTPUT CHARACTERISTICS 
Offset Voltage =t :to.S ±1 mV 

vs. Temperature ±O.OS "'0.089 ±0.04 "'0.056 ±0.04 :to.07 mVt'C 
VoltageSwing, ± 15VSupply, 

2itIlLoad Oto +12.0 +13.5 Oto +12.0 +\3.5 Oto +12.0 +\3.5 V 
VoltagcSwing. ±3VSupply, 

2kDLoad Oto +2 +2.2 Oto +2 +2.2 Oto +2 +2.2 V 
Output Current 6 6 6 mA 
Short Circuit Current 20 20 20 mA 
Resistance, Chip Select "High" 0.5 0.5 0.5 11 
Resistance, ChipSdect "Low" 100 100 100 kD 

dBOUTPUT 
Error. VIN 7mVt07Vrms.0dB = IVnns ±0.5 ±O.3 ±0.5 dB 
Sca1eFactor -3 -3 -3 mV(dB 
Scale Factor Temperature Coefficient +0.33 +0.33 +0.33 %ofReadiDgI'C 

-0.033 -0.033 -0.033 dBf'C 
IR.EI .. forOdB = IVnns 5 20 80 5 20 80 5 20 80 ~ 
IR.EpRange I 100 I 100 I 100 ~ 

BUFFERAMPUFIER 
Input and Output Voltage Range -Vsoo(+Vs -Vsoo(+Vs -Vsoo(+Vs 

-2.5V) -2.5V) -2.5V) 'V 
Input Offset Voltage ±0.8 ±l ±O.S ±1 ±0.8 "'2 mV 
Input Current ±2 ±10 ±2 ±5 ±2 ±10 nA 
Input Resistance 111" 10' 10' 11 
OutputCurrent (+SmA, (+SmA, (+5mA, 

-13O~A) -13O~) -13O~) 
Shott Circuit Cunent 20 20 20 mA 
Sma\l S;g..1 Bandwidth I I I MHz 
SlewRl\te' 5 5 5 ~ 

DENOMINATOR INPUT 
Input Range 000 +10 Oto +10 0(0 +10 V 
Inpul Resistance 20 25 30 20 25 30 20 25 30 kIl 
OffsetVoltage ±0.2 ±O.S +0.2 +0.5 ±O.2 ±O.S mV 

CHIP SELECT PROVISION (CS) 
rms "ON" Level Open or +2.4V<Vc< +Vs Openor + 2.4V<Vc< + Vs Openor +2.4V<Vc<+Vs 
nns "OFF' Level Vc<+O.2V Vc<+0.2V Vc<+O.2V 
IOUTofChipSelect 

CS"LOW" 10 10 10 ~A 
CS"H1GH" Zero Zero Zero 

On TimeConstant 1O~.+((25kD)xC.v) 10~+((25kD)xCAv) 1O~+((25kD)xCAv) 
Off Time Constant 1O~. + ((25kD) x CAY) 1O~.+((25kD)xC.v) 1O~+((25kD)xC.v) 

POWER SUPPLY 
OpuatingVoltageRana<: "'3.0 "'18 :3.0 ±II ±3.0 "'18 V 
Quiescent Current 2.2 3 2.2 3 2.2 3 mA 
Standby Current 350 4SO 350 450 350 450 ~ 
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AD637] AD637K 
Model Min Typ Max Min Typ 

PACKAGEOPTIONS6 

TO-1l6(D-14) AD637JD AD637KD 
Cerdip(Q-14) AD637JQ AD637KQ 
SOlC(R-16) AD637JR 

TRANSISTOR COUNT 107 107 

NOTES 
1 Accuracy specified O·7V rms dcwith AD637 connected as shown in Figure 2. 
2Nonlinearity is defined as the maximum deviation from the straight line connecting the readings at IOmV and 2V. 
3Error vs. crest faeror is specified as additional error for IV rms. 
4Input voltages are expressed in volts nns. % are in % of reading. 
5With externa12kf! pull down resistor tied to - V s. 

6See Section 20 for package outline information. 

Specifications subject to change without notice. 

AD637S 
Max Min Typ 

AD637SD 
NIA 

107 

Specifications shown in boldface are tested on all production units at [mal electrical test. Results from those tests are used to calculate outgoing quality levels. 
All min and max spedfications are guaranteed, although only those shown in boldface are tested on all production units. 

BUFF IN 1 )------1 

I 
BUFFER I 

AMPLIFIER I 

I 
I 

ONE QUADRANT 
SQUARER/DIVIDER 

---------------1 

ABSOLUTE VALUE VOLTAGE
CURRENT CONVERTER 

I 

Figure 1. Simplified Schematic 

ORDERING GUIDE 

Temperature Side Brazed Ceramic 
Range Ceramic DIP DIP 

Commercial AD637JD AD637JQ 
o to +70°C AD637KD AD637KQ 

Military AD637SD AD637SQ 
-55°C to + 125°C AD637SD/883B AD637SQ/883B 

"1" and "S" Grade Chips are also available. 
A Standard Military Drawing, 5962-89637, is also available. 

FILTER/AMPLIFIER 

Plastic 
SOIC 

AD637JR 

Max 

RMS 
OUT 

os 
OUT 

DEN 
INPUT 

OUTPUT 
OFFSET 

AD637 
Units 
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FUNCTIONAL DESCIUPTION 
The AD637 embodies an implicit solution of therms equation 
that overcomes the inherent limitations of straightforward rms 
computation. The actual computation performed by the AD637 
follows the equation 

V rms=Avg [ ~:u ] 
Figure I is a simplified schematic of the AD637, it is subdivided 
into foUt major sections; absolute value circuit (active rectifier), 
square/divider, filter circuit and buffer amplifier. The input 
voltage V IN which can be Be or dc is converted to a unipolar 
CUtrent 11 by the active rectifier AI, Al. 11 drives one input of 
the squarer divider which has the transfer function 

112 
~=I;" 

The output CUtrent of the squarerldivider, 14 drives A4 which 
forms a low pass filter with the external averaging capacitor. If 
the RC time constant of the filter is much greater than the 
longest period of the input signal than A4s output will be pro
portional to the average of 14. The output of this filter amplifier 
is used by A3 to provide the denominator CUtrent 13 which 
equals Avg. 14 and is returned to the squarerldivider to complete 
the implicit rms computation. 

[ 112] 
~=Avg 4" =llrms 

and 

VOUT = VIN rms 

If the averaging capacitor is omitted the AD637 will compute 
the absolute value of the input signal. A nominal 5pF capacitor 
should be used to insure stability. The circuit operates identically 
to that of the rms confJgUI'lltion except that 13 is now equal to 
14 giving 

112 
~=x;-

~=IIII 

The denominator CUtrent can also be supplied externally by 
providing a reference voltage, VREF, to pin 6. The circuit operates 
identically to the rms case except that 13 is now proportional to 
VREF• Thus: 

and 

V~ 
Vo=-VDEN 

This is the mean square of the input signal. 

Figure 2. Standard RMS Connection 
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STANDARD CONNECTION 
The AD637 is simple to connect for a majority of rms measure
ments. In the standard rms connection shown in Figure 2, only 
a single external capacitor is required to set the averaging time 
constant. In this confJgUI'lltion, the AD637 will compute the 
true rms of any input signal. An averaging error, the magnitude 
of which will be dependent on the value of the averaging capacitor, 
will be present at low frequencies. For example, if the filter 
capacitor CAY, is 4IJ.F this error will be 0.1% at 10Hz and increases 
to 1% at 3Hz. If it is desired to measUte only ac signals the 
AD637 can be ac coupled through the addition of a nonpolar 
capacitor in series with the input as shown in Figure 2. 

The performance of thi: AD637 is tolerant of minor variations in 
the power supply voltages, however, if the supplies being used 
exhibit a considerable amount of high frequency ripple it is 
advisable to bypass both supplies to ground through a O.IIJ.F 
ceramic disc capacitor placed as close to the device as possible. 

The output signal range of the AD637 is a function of the supply 
voltages, as shown in FigUte 3. The output signal can be used 
buffered or nonbuffered depending on the characteristics of the 
load. If no buffer is needed, tie buffer input (pin I) to common. 
The output of the AD637 is capable of driving SmA into a 2kO 
load without degrading the aCCUtacy of the device. 

20 

/ 

/ 
/ 

/ 
• .. > ., . >15 .,S 

SUPPLY VOLTAGE - DUAL SUPPLY - Volts 

Figure 3. AD637 max VOUT VS. Supply Voltage 

CHIP SELECT 
The AD637 includes a chip select feature which allows the user 
to decrease the quiescent current of the device from· 2.2mA to 
3501J.A. This is done by driving the CS, pin 5, to below 0.2V 
dc. Under these conditions, the output will go into a high im
pedance state. In addition to lowering power consumption, this 
feature permits bussing the outputs of a number of AD637s to 
form a wide bandwidth rms multiplexer. If the chip select is not 
being used, pin 5 should be tied high or left floating. 

OPTIONAL TRIMS FOR HIGH ACCURACY 
The AD637 includes provisions to allow the user to trim out 
both output offset and scale factor errors. These trims will 
result in significant reduction in the maximum total error as 
shown in Figure 4. This remaining error is due to a nontrimmable 
input offset in the absolute value circuit and the irreducible 
nonlinearity of the device. 

The trimming procedUte on the AD637 is as follows: 

I. Ground the input signal, VIN and adjust RI to give OV output 
from pin 9. Alternatively RI can be adjusted to give the 
correct output with the lowest expected value of V IN' 

2. Connect the desired full scale input to V IN, using either a dc 
or a calibrated ac signal, trim R3 to give the correct output 



at pin 9, i.e., IV dc should give l.OOOV dc output. Of course, 
a 2V peak-to-peak sine wave should give 0.707V dc output. 
Remaining errors are due to the nonlinearity. 

5.0 '----:f:---:':--:-'::----:' 
INPUT LEVEL - Volts 

Figure 4. Max Total Error vs. Input Level AD637K Internal 
and External Trims 

+V, 

OUTPUT R'! 

~~~rr 50kl 
-v, 

SCALE fACTOR ADJUST, 
±2% 

I"I-""""-OV," 

Figure 5. Optional External Gain and Offset Trims 

CHOOSING THE AVERAGING TIME CONSTANT 
The AD637 will compute the true rms value of both dc and ac 
input signals. At dc the output will track the absolute value of 
the input exactly; with ac signals the AD637's output will approach 
the true rms value of the input. The deviation from the ideal 
rms value is due to an averaging error. The averaging error is 
comprised of an ac and dc component. Both components are 
functions of input signal frequency f, and the averaging time 
constant T (T: 2Smsl/LF of averaging capacitance). As shown in 
Figure 6, the averaging error is defined as the peak value of the 
ac component, ripple, plus the value of the dc error. 

The peak value of the ac ripple component of the averaging 
error is defined approximately by the relationship: 

E. 

6.~~f in % of reading where (T> lIf) 

IDEAL 
E. 

(oe ERROR = AVERAGE OF OUTPUT-IDEAL 

~~~ec~~~~~ 
- -=r-=--~ lA;ERAG,NG ERROR 

DOUBLE-FREQUENCY 
RIPPLE 

TIME 

Figure 6. Typical Output Waveform for a Sinusoidal Input 

AD637 
This ripple can add a significant amount of uncertainty to the 
accuracy of the measurement being made. The uncertainty can 
be significantly reduced through the use of a post ftItering network 
or by increasing the value of the averaging capacitor. 

The dc error appears as a frequency dependent offset at the 
output of the AD637 and follows the equation: 

-----=I'--L...,..-",(l in % of reading 
0.16 + 6 . ...,-

Since the averaging time constant, set by CAY, directly sets the 
time that the rms converter "holds" the input signal during 
computation, the magnitude of the dc error is determined only 
by CAY and will not be affected by post ftItering. 

"-
, ~ 

"- PEAK RIPPLE 

,\ "-
~ DC ERROR 

1\ "-
\ "'-., 

Figure 7. Comparison of Percent dc Error to the Percent 
Peak Ripple over Frequency Using the AD637 in the Stan
dard RMS Connection with a 1 x/LF CAV 

The ac ripple component of averaging error can be greatly reduced 
by increasing the value of the averaging capacitor. There are 
two major disadvantages to this: first, the value of the averaging 
capacitor will become extremely large and second, the settling 
time of the AD637 increases in direct proportion to the value of 
the averaging capacitor (Ts = II Smsl /LF of averaging capacitance). 
A preferrable method of reducing the ripple is through the use 
of the post ftIter network, shown in Figure 8. This network can 
be used in either a one or two pole configuration. For most 
applications the single pole ftIter will give the best overall com
promise between ripple and settling time. 

R. 
24kU 

Figure 8. Two Pole Sal/en-Key Filter 

11MS 
OU""" 

FOR 1 POlE 
ALTER, SHORT 

A.AND 
REMOVEC3 
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Figure 9ashows values ofCAV and the correspondiDg averaging 
error u a function of sine-wave frequency for the standard rms 
CODIlI:Ction. The 1% settling time is shown on the right side of 
the graph. 

Figure 9b shows the relationship between averaging error, sigoal 
frequency settling time and averaging capacitor value. This 
graph is drawn for filter capacitor values of 3.3 times the averaging 
capacitor .value. This ratio sets the magnitude of the ac and de 
errors equal at 50Hz. As an example, by using a 1!iP averaging 
capacitor and a 3.3!iP filter capacitor the ripple for a 60Hz 
input sigoal will be reduced from 5.3% of reading using the 
averaging capacitor alone to 0.15% using the siDgle pole filter. 
This gives a factor of thirty reduction in ripple and yet the 
settling time would only increase by a factor of three. The values 
of CAY and C2, the filter capacitor, can be calculated for the 
desired value of averaging error and settling time by using 
Figure 9b. 

1 .~ 1 

"~F~ 
'. ~ 

"'. ~ 

I~ 
YALUESFORC"yAND 
1"4SETTUNGTlMf 
FORSTATED%OFREADING 
AVERAGINGERROfI-
ACCURACY :!:2O%DUETO 
COMPQNENTTOlERANCE 

r-I.%~E~~ + ~R..!.L~I""kl 
0.01 , 

I" 

'" , 

;r 
+ ,n 
OU 
z· 
1~'·0 
~~ 
lU-
G: 0.1 

0.01 , 

"-

" 

INPUT FREQUENCY _ Hz 

Figure 9a. 

VALUES OF CA", 8ndC~ AND 1% SETTUNG TIME 
FOR STATED'll, OF READING AVERAGING ERf'IOR-
FORl POLEPOSTFIlTER 

~ *% de ERROR + "4 PEAK RIPPLE ACCURACY 
:1:20"1. DUE TO COMPONENT TOLERANCE 

'" ~ 1 ~ '. ·,.~~L 
.~~~~ 

" I" 

I" 
" INPUT FREQUENCY - Hz 

Figure 9b. 
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AVERAGING ERROR· 
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Figure 9c. 
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The symmetry of the input sigoal also has an effec:t on the mag
nitude of the averaging error. Table I gives practical component 
values for various types of 60Hz input sigoals. These capacitor 
values can be directly scaled for frequencies other than 60Hz, 
i.e., for 30Hz double these values, fo~ 120Hz they are halved. 

InputWl!Hform 
andPariod 

A __ ¥~ 
SymmetriCiI Sina Wave 

AbsolutaValul 
ClrcultWlveform 
and Period 

'OT 

H· 
--~-

--~-~--~--
SineWI..,lwlttldcOOsai 

c {E1L~ ft:Jt 
PulseTrainWaveform 

~T--I 

o :--T--1 :fl::JL 
ft;:J1= ---------------

Minimum 
RXC ... v 
Tko. ... "'~ 

10IT-21',1 

~ct.dC ... v·ndCZ 
ViIfue&flM'l%A'ftfaging 
£rrar(rl60~wIttlT= le.ema ''''' 

~=::,~.nded =:ded ~!ing 
ValueCAV Vatu.C2 

O.C7p.F 

0.82 ... ,. 2.7111' 

6.81/.F U.F 

Table I. Practical Values of CAV and C2 for Various Input 
Waveforms 

For applications that are extremely sensitive to ripple, the two 
pole configuration is suggested. This configuration will mini
mize capacitor values and settling time while maximizing 
performance. 

Figure 9c can be used to determine the required value of CAY, 
C2 and C3 for the desired level of ripple and settling time. 

FREQUENCY RESPONSE 
The frequency response of the AD637 at various signal levels is 
shown in Figure 10. The dashed lines show the upper frequency 
limits for 1%, 10% and ± 3dB of additional error. For example, 
note that for 1% additional error with a 2V rms input the highest 
frequency allowable is 200kHz. A 200mV sigoal can be meuured 
with 1% error at sigoal frequencies up to 100kHz. 

, III ..,. 
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2VRMS INPUT , . -
lV RMS INPUT I , 

.. LU,L ,% ~: ~., 
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.- .-
['\ .- .-
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III ....... 

INPUT FREQUENCV _ HI 

Figure 10. Frequency Response 

To take full advantage of the wide bandwidth of the AD637 
care must be taken in the selection of the input buffer amplifier. 
To insure that the input sigoal is accurately presented to the 
converter ,the input buffer must have a - 3dB bandwidth that 
is wider than that of the AD637. A point that should not be 
overlooked is the importance of slew rate in this application. 
For example, the minimum slew rate required for a IV rms 
5MHz sine-wave input sigoal is 44V/!UI. The user is cautioned 
that this is the minimum rising or falling slew rate and that care 
must be exercised in the selection of the buffer amplifier as 



some amplifiers exhibit a two-to-one difference between rising 
and falling slew mtes. The AD845 is recommended as a precision 
input buffer. 

AC MEASUREMENT ACCURACY AND CREST FACTOR 
Crest factor is often overlooked in determining the accuracy of 
an ac measurement. Crest factor is defined as the ratio of the 
peak signal amplitude to the rms value of the signal (C.F. = 
V.,IV rmJ. Most common waveforms, such as sine and triangle 
waves, have relatively low crest factors (:52). Waveforms which 
resemble low duty cycle pulse trains, such as those occurring in 
switching power supplies and SCR circuits, have high crest 
factors. For example, a rectangular pulse train with a 1% duty 
cycle has a crest factor of 10 (C.F. = 1I\!Ti). 

• , 
I 
• 
I 

'I - DUTY CYCLE., ~ 

CF-lI..rw 

'IN I,msj= 1 Voltnnl 

CAY = 22",F 

o.D1,L ____ '--___ .L. ___ -' 

pUlSE WIDTH - flS 

Figure 11. AD637 Error vs. Pulse Width Rectangular Pulse 

Figure 12 is a curve of additional reading error for the AD637 
for a I volt rms input signal with crest factors from I to II. A 
rectangular pulse train (pulse width 100 .... s) was used for this 
test since it is the worst-case waveform for rms measurement 
(all the energy is contained in the peaks). The duty cycle and 
peak amplitude were varied to produce crest factors from I to 
10 while maintaining a constant 1 volt rms input amplitude. 
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Figure 12. Additional Error vs. Crest Factor 
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Figure 13. Error vs. RMS Input Level for Three Common 
Crest Factors 

CONNECTION FOR dB OUTPUT 
Another feature of the AD637 is the logarithmic or decibel 
output. The internal circuit which computes dB works well over 
a 60dB mnge. The connection for dB measurement is shown in 
Figure 14. The user selects the OdB level by setting RI for the II 
proper 0dB reference current (which is set to exactly cancel the : 
log output current from the squarer/divider circuit at the desired 
0dB point). The externaI op amp is used to provide a more 
convenient scale and to allow compensation of the + 0.33%I'C 
tempemture drift of the dB circuit. The special T .C. resistor R3 
is available from Tel Labs in Londenderry, New Hampshire 
(model Q-81) and from Precision Resistor Inc., Hillside, N.J. 
(model PTI46). 

Figure 14. dB Connection 

dB CALmRATION 
1. Set V IN = 1. OOV de or I. OOV rms 

2. Adjust RI for OdB out = O.OOV 

3. Set VIN = O.IV de or O.IOV rms 

4. Adjust R2 for dB out = - 2.00V 

Any other dB reference can be used by setting VIN and RI 
accordingly. 

RMS-TO-DC CONVERTERS 8-27 



LOW FREQUENCY MEASUREMENTS 
If the frequencies of the signals to be measured are below 10Hz, 
the. value of the averaging capacitor required to deliver even 1% 
averaging error in the standard rms connection becomes extremely 
large. The circuit shown in Figure IS shows an alternative method 
of obtaining low frequency rms measurements. The averaging 
time constant is determined by the product of R and CAY" in 
this circuit O.Ss/IIoF of CAY. This circuit permits a 20:1 reduction 
in the value of the averaging capacitor, permitting the use of 
high quality tantalum capacitors. It is suggested that· the two 
pole Sallen-Key filter shown in the diagram be used to obtain a 
low ripple level and minimize the value of the averaging" 
capacitor. 

NOTE: VAUJUCMOSDI TO GIVI 0,1'4 
AV!lIAGINGERMlR",1H11 

Figure 15. AD637 as a Low Frequency rms Converter 

If the frequency of interest is below 1Hz, or if the value of the 
averaging capacitor is still too large, the 20: 1 ratio can be increased. 
This is accomplished by increasing the value of R. If this is 
done it is suggested that a low input current, low offset voltage 
amplifier like the ADS48 be used instead of the internal buffer 
amplifier. This is necessary to minimize the offset error introduced 
by the combination of amplifier input currents and the larger 
resistance. 
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VECTOR SUMMATION 
Vector summation can be accomplished through the use of two 
AD637s as shown in Figure 16. Here the averaging capacitors 
are omitted (nominallOOpF capacitors are used to insure stability 
of the filter amplifier), and the outputs are summed as shown. 
The output of the circuit is 

,-____ ... EXPANOABLEo-_____ -, 

Figure 16. AD637 Vector Sum Configuration 

This concept can be expanded to include additional terms by 
feeding the signal from pin 9 of each additional AD637 through 
a 10kO resistor to the summing junction of the AD71I, and 
tying all of the denominator inputs (pin 6) together. 

If CAY is added to ICI in this configuration the output is 

VVx2 + vi If the averaging capacitor is included on both 

ICI and IC2 the output will be Vvl + vi 

This circuit has a dynamic range of 10V to 10m V and is limited 
only by the O.SmV offset voltage of the AD637. The useful 
bandwidth is 100kHz. 



~ANALOG 
WDEVICES 

FEATURES 
COMPUTES 

True RMS Value 
Average Rectified Value 
Absolute Value 

PROVIDES 
200mV Full-Scale Input Range 
High Input Impedance of 10120 
Low Input Bias Current: 25pA max 
High Accuracy: ±0.3mV ±0.3% of Reading 
RMS Conversion with Signal Crest Factors Up to 5 
Wide Power Supply Range: +2.8V, -3.2V 

to ±16.5V 
Low Power: 200,...A max Supply Current 
Buffered Voltage Output 
No External Trims Needed for Specified Accuracy 
AD737 - An Unbuffered Voltage Output Version 

with Chip Power Down Is Also Available 

PRODUCT DESCRIPTION 
The AD736 is a low power, precision, monolithic true rms-to-dc 
converter. It is laser trimmed to provide a maximum error of 
±O.3mV ±0.3% of reading with sine-wave inputs. Furthermore, 
it maintains high accuracy while measuring a wide range of 
input waveforms, including variable duty cycle pulses and triac 
(phase) controlled sine waves. The low cost and small physical 
siu of this converter make it suitable for upgrading the per
formance of non-rms "precision rectifiers" in many applications. 
Compared to these circuits, the AD736 offers higher accuracy at 
equal or lower cost. 

The AD736 can compute the rms value of both ac and dc input 
voltages. It can also be opemted ac coupled by adding one external 
capacitor. In this mode, the AD736 can resolve input signal 
levels of 100 .... V rms or less, despite variations in temperature or 
supply voltage. High acccuracy is also maintained for input 
waveforms with crest factors of I to 3. In addition, crest factors 
as high as 5 can be measured (while imroducing only Z.5% 
additional error) at the ZOOmV full-scale input level. 

The AD736 has its own output buffer amplifier, thereby providing 
a great deal of design flexibility. Requiring only ZOO .... A of power 
supply current, the AD736 is optimized for use in portable 
multimeters and other battery powered applications. 

The AD736 allows the choice of two signal input terminals: a 
high impedance (10120) FET input which will directly interface 
with high Z input attenuators and a low impedan.ce (8kO) input 

Low Cost, Low Power, 
True RMS-to-OC Converter 

AD736 I 

AD736 FUNCTIONAL BLOCK DIAGRAM 

which allows the measurement of 300mV input levels, while -:w 
operating from the minimum power supply voltage of +Z.8V, 11;1 
-3.ZV. The two inputs may be used either singly or 
differentially. 

The AD736 achieves a I % of reading error bandwidth exceeding 
10kHz for input amplitudes from ZOrn V rms to ZOOm V rms 
while consuming only ImW. 

The AD736 is available in four performance grades. The AD736J 
and AD736K grades are rated over the commercial temperature 
range of 0 to + 70°C. The AD736A and AD736B grades are 
rated over the industrial temperature range of - 40°C to + 85°C. 

The AD736 is available in three low-cost 8-pin packages: plastic 
mini-DIP, plastic SO and hermetic cerdip. 

PRODUCT HIGHLIGHTS 
1. The AD736 is capable of computing the average rectified 

value, absolute value or true rms value of various input 
signals. 

Z. Only one external component, an averaging capacitor, is 
required for the AD736 to perform true rms measuremem. 

3. The low power consumption of ImW makes the AD736 
suitable for many battery powered applications. 

4. A high input impedance of 10120 eliminates the need for an 
external buffer when interfacing with input attenuators. 

5. A low impedance input is available for those applications 
reqwring up to 300mV rms input signal operating from low 
power supply voltages. 

RMS-TO-DC CONVERTERS 8-29 



SPECIFICATIONS (@ + 25"C ± 5V supplies, ac coupled with 1 kHz sine-wave input applied unless oIhlllYiide noted.) 

AD736JtA AD736ItIII 

Model CoadIIIoao Mia TJp Ala Mia TJp Ala Uaitlo 

TRANSFERFUNcrION VOtTr =VAvs.(Vn.'> Votrr = VAVS'{VIN') 

CONVERSION ACCURACY IkHzSiDeW ... 
Total Error, Intemal Triml aoCoupIedUsiDgCc 

AllGtades o-lOOmVnns 0.3/0.3 0.510.5 0.210.2 0.3/0.3 ± mVl±%ofReodini 
lOOmV·IVnns -1.2 :0:2.0 -1.2 :0:2.0 %ofReodini 

Tmia~T_ 

A&BGndes @lOOmVrms 0.7/0.7 0.510.5 ± mVi ± %ofReodini 
J&KGrades @lOOmVnns 0.007 0.007 ±%ofRcadlagf'C 

>s. Supply Voltage 
@200mVnnslnput Vs= ±SVto ±J6.SV 0 +0.06 +0.1 0 +0.06 +0.1 %IV 
@200mVnnsIDpllt Vs= ±SVto ±3V 0 -0.18 -0.3 0 -0.18 -0.3 %IV 

deRevenal Error, de Coupled @6OOmVde 1.3 2.5 1.3 2.5 %ofReadins 
N~ty',O-lOOmV @IOOmVrms 0 +0.25 +0.35 0 +0.25 +0.35 %ofReadins 
TOtal Error, Eztemal Trim. O·lOOmVrms 0.110.5 0.110.3 ± mVl ± %of1leadi.ag 

ERROR ... CREST FACTOR' 
CrestFllClor I 103 CAV,CF= lOO ... F 0.7 0.7 % Additional Error 
Crest Factor = 5 CAV,Cp= lOO"J 2.5 2.5 % Additional Error 

INPUT CHARACTERISTICS 
Hishlmpedance Input (Pin 2) 

Signal Ranse 
Continuousnns Level Vs= +2.8V, -3.2V 200 200 mVrms 
Continuous rms Level Vs= ±SVto ±16.5V 1 1 V ..... 
Peak. Transient Input Vs= +Z.8V, -3.2V :0:0.9 :0:0.9 V 
Peak TraosientInput Vs= ±SV ±2.7 ±2.7 V 
Peak Transient Input Vs= ±16.5V :0:4.0 :0:4.0 V 
Input ResisIlUl<e 1012 1012 n 
Input Bias Current Vs= ±3Vto ± 16.SV I 25 I 25 pA 

Low Impedance Input (Pin I) 
Signa1 Ranse 

Continuous rms Level Vs= +2.8V, -3.2V 300 300 mVrms 
Continuous rms Level Vs= ±SVto ±16.SV I I Vnns 
Peak TransientInput Vs= +Z.8V, -3.2V ±1.7 ±1.7 V 
Peak Transientlnput Vs= ±SV ±3.8 ±3.8 V 
PeakTransientlnput Vs= ±16.5V ±ll ±11 V 
Input Resismnc:e 6.4 8 9.6 6.4 8 9.6 kG 

Maximum Continuous Non-
Destructive Input All Supply Volmses ±12 ±12 Vp-p 

InputOfftetVoitage' acCoupled 
J&KGrades :0:3 :0:3 mV 
A&BGrades :0:3 :0:3 mV 
VB. Temperature 8 30 8 30 ".vrc 
VB. Supply Vs= ±SVto±16.SV 50 ISO 50 ISO ".VN 
... Supply Vs= ±SVto ±3V 80 80 ".VN 

OUTPUT CHARACTERISTICS 
Output Offset Voltage 

J&KGrades ±O.l :0:0.5 ±O.l :0:0.3 mV 
A&BGrades :0:0.5 :0:0.3 mV 

vB.Temperature I 20 I 20 ".vrc 
va. Supply Vs= ±SVto±16.SV SO 130 50 130 ".VN 

Vs= ±SVto ±3V 50 SO ".VN 
Output Voltage Swing 

2kGLoad Vs= +2.8V, -3.2V Oto +1.6 +1.7 Oto + 1.6 +1.7 V 
ZkGLoad Vs= ±SV Oto +3.6 +3.8 010 +3.6 +3.8 V 
2kOLoad Vs= ±16.5V 010+4 +5 010+4 +5 V 
NoLoad Vs= ±16.5V 010+4 +12 010+4 +12 V 

OutpUt Current 2 2 mA 
Shon·Circuit Current 3 3 mA 
OutpUt Resistance @dc 0.2 O.Z n 

FREQUENCY RESPONSE 
Hi&h Impedancelnput(Pin2) 

For I%AdditionalError Sine-Wave Input 
VIN = ImVnns I I kHz 
VIN = IOmVrms 6 6 kHz 
VlN = lOOmV rms 37 37 kHz 
VlN = 200mV rms 33 33 kHz 

± 3dB Bandwidth sme..WaveInput 
VIN = ImVnns 5 5 kHz 
VIN = IOmVrms 55 55 kHz 
VIN = lOOmV rms 17O 17O kHz 
VIN = lOOmV rms 190 190 kHz 
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AD736J/A 

Madel Conditio .. Min TJp Max 

FREQUENCY RESPONSE 
Low Impedance Input (Pin I) 

For 1% Additional Error Sine-Wave Input 
VIN = ImVrms I 
VIN = lOmV rms 6 
VIN - lOOmV nus 90 
VIN = 200m.V rms 90 

± 3dB Bandwidth Sine-Wave Input 
VIN = ImVrms 5 
VIN = lOmV rms 55 
VIN - lOOmVnns 350 
VIN = 200mV nne 460 

POWER SUPPLY 
Operating Voltage Range +2.8,-3.2 ±S ±16.S 
Quiescent Current Zero Signal 160 :zoo 

200mV rms, No Load Sine-Wave Input 230 270 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to + 70"C) AD736] 
Industrial( -4O"C to + 8S"C) AD736A 

PACKAGE OPTIONS' 
8-Pin Plastic Mini-DIP (N-S) AD736]N 
8-Pin Plastic SO (R-8) AD736]R 
8-PinCerdip(Q-8) AD736AQ 

NOTES 
IAccuracy is specified with the AD136 connected as shown in Figure 16 with capacitor Ce. 
2Non1inearity is defmed as the maximum deviation (in percent error) from a sttaigbt line connecting 
the readings at 0 and ZOOmv rms. Output offset voltage is adjusted to zero, 

3Error VI. Crest Factor is specified as additional error for a 200mV rms signal. C.F. =: VPBAKN rms. 
"DC offset does not limit ac resolution. 
5See Section 20 for package outline information. 

Specifications are subject to change without notice. 
Specifications shown in boJdlace are rested on aU production units at finaJ electrical test. 
Results from those tests are used to calculate outgoing quality levels. 

ORDERING GUIDE 

Temperature Plastic Ceramic Plastic 
Rauge Mini-DIP Mini-DIP SOIC 

Commerical AD736JN AD736JR 
Oto+70°C AD736KN AD736KR 

Industrial AD736AQ 
-40°C to + 85°C S736BQ 

AD736KIB 

Min TJp Max Uails 

1 kHz 
6 kHz 
90 kHz 
90 kHz 

5 kHz 
55 kHz 
350 kHz 
460 kHz 

+2.8,-3.2 ±S ±16.S Voln 
160 :zoo !LA 
230 270 !LA 

AD736K 
AD736B 

AD736KN 
AD736KR 
AD736BQ 

ABSOLUTE MAXIMUM RATINGS· 

Supply Voltage _____ _ 

Internal Power Dissipation2 

Input Voltage ______ _ 

Output Short-Circuit Duration 
Differential Input Voltage 
Storage Temperature Range Q 
Storage Temperature Range N, R _ 
Operating Temperature Range 

AD736J/K _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
AD736A/B _._ .. ___ . _____ _ 

Lead Temperature Range (Soldering 60sec) 

NOTE 

AD736 

± 16.5V 
200mW 

- - ±Vs 
Indefinite 

+Vs and -Vs 
-65°C (0+ 150°C 
-65°C to+ 125°C 

___ Oto +70°C 
- 4O"C to + 85°C 

+ 300°C 

I Stresses ahove those listed under "Absolme Maximum Rarings" may cause per
manent damage to the device. This is a stress rating only and functional opera
tion of the device at these or any other conditions above those indicated in the 
operational section of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect device reliability. 

'8-Pin Plastic Package: OJA = 16SoCIW 
8-PinCerdipPackage: OJA - llO°CIW 
8-PinSma110utlinePackage:OJA = lSSoCIW 
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Typical Characteristics 
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Typical Characteristics - AD736 
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CALCULATING SETTLING TIME USING FIGURE 14 

The graph of Figure 14 may be used to closely approximate the 
time required for the AD736 to settle when its input level is 
reduced in amplitude. The net time required for the rms converter 
to settle will be the difference between two times extracted from 
the graph - the initial time minus the final settling time. As an 
example, consider the following conditions: a 33 .... F averaging 
capacitor, an initial rms input level of lOOmV and a fmal (reduced) 
input level of lmV. From Figure 14, the initial settling time 
(where the lOOmV line intersects the 33 .... F line) is around 80ms. 

The settling time corresponding to the new or final input level 
of ImV is approximately 8 seconds. Therefore, the net time for 
the circuit to settle to its new value will be 8 seconds minus 
80ms which is 7.92 seconds. Note that, because of the smooth 
decay characteristic inherent with a capacitor/diode combination, 
this is the total settling time to the fmal value (i.e., IWt the 
settling time to 1%,0.1%, etc., of fmal value). Also, this graph 
provides the worst case settling time, since the AD736 will 
settle very quickly with increasing input levels. 
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Applying the A0736 
TYPES OF AC MEASUREMENT 
The AD736 is capable of measuring ac signals by operating as 
either an average responding or ~ true rms-to-dc convener. As 
its name implies, an average responding convener computes the 
average absolute value of an ac (or ac and dc) voltage or current 
by full wave rectifUlg and low-pass filtering the input signal; 
this will approximate the average. The resulting output, a dc 
"average" level, is then scaled by adding (or reducing) gain; this 
scale factor convens the dc average reading to an rms equivalenf 
value for the waveform being measured. For example, the average 
absolute value of a sine-wave voltage is 0.636 that of YPEAK; the 
corresponding rms value is 0.707 times YPEAK• Therefore, for 
sine-wave voltages, the required scale factor is l.11 (0.707 divided 
by 0.636). 

In contrast to measuring the "average" value, true rms measure
ment is a "universal language" among waveforms, allowing the 
magnitudes of all types of voltage (or current) waveforms·to be 
compared to one another and to dc. RMS is a direct measure of 
the power or heating value of an ac voltage compared to that of 
dc: an ac signal of I volt rms will produce the same amount of 
heat in a resistor as a I volt dc signal. 

Mathematically, the rms value of a voltage is defined (using a 
simplified equation) as: 

Y rms = VAvg. (y2) 

This involves squaring the signal, taking the average, and then 
obtaining the square root. True rms conveners are "smart 
rectifiers": they provide an accurate rms reading regardless of 
the type of waveform being measured. However, average re
sponding conveners can exhibit very high errors when their 
input signals deviate from their precalibrated waveform; the 
magnitude of the error will depend upon the type of waveform 
being measured. As an example, if an average responding converter 
is calibrated to measure the rms value of sine-wave voltages, and 
then is used to measure either symmetrical square waves or dc 
voltages, the convener will have a computational error 11% (of 
reading) higher than the true rms value (see Table I). 

AD736 THEORY OF OPERATION 
As shown by Figure 16, the AD736 has five functional subsections: 
input amplifier, full-wave rectifier, rms core, output amplifier 
and bias sections. The FET input amplifier allows both a high 

impedance, buffered input (Pin 2) or a low impedance, wide
dynamic-range input (Pin 1). The high impedance input, with 
its low input bias current, is well suited for use with high impedance 
input attenuators. 

The output of the input amplifier drives a full wave precision 
rectifier, which in tum, drives the rms core. It is in the core 
that the essential rms operations of squaring, averaging and 
square rooting are performed, using an external averaging 
capacitor, CAY. Without CAY, the rectified input signal travels 
through the core unprocessed, as is done with the average 
responding connection (Figure 17). 

A final subsection, an output amplifier, buffers theoulput from 
the core and also allows optional low-pass filtering to be performed 
via external capacitor, CF , connected across the feedback path of 
the amplifier. In the average responding connection, this is 
where all of the averaging is carried out. In the rms circuit, this 
additional filtering stage helps reduce any output ripple which 
was not removed by the averaging capacitor, CAY. 

'--------::-11-'+-------' 
c, IOPTIONALI 

10p.F 

POSITIVESUPPLV--11---- +Vs 

T O.1 .... F 

COMMON ---4I--'" 
I 0.1._ '¢' 

NEGATNESUPPLV --... -~-_ -v. 

Figure 16. AD736TrueRMSCircuit 

Waveform Type CHs.Factor Trae rms Value Av ...... Res.,.,...w.. %ofReadlDg 
1 VoitPeak (VPEAY/VntJIj) CircuIt Calibrated.o Error" UsiDa 
Amplitode Read nos Value of A_age 

Sin. Waves Will Read Responclio& 
Cireui. 

Undistorted 1.414 0.707V 0.707V 0% 
SineWave 

Symmetrical 
SqusreWave 1.00 I.00V· I.IlV +11.0% 

Undis.orted 
Triangle Wave 1.73 0.580V 0.555V -2.1% 

Gaussian 
Noise (98% of 
Peaks <I V) 3 0.333 0.266 -20.2% 

RecllDsWar 2 O.SV 0.25V 50% 
Pulse Train 10 O.IV omv -99% 

SCR Wavefonns 
50% Du.yCy<le 2 0.495V 0.354V -28% 
25% DutyCyd. 4.7 0.212V 0.150V -30% 

*%ofReadingError = Average~=aI'::ue-TruermsValue x 100% 

Table I. Error Introduced by an Average Responding Circuit When Measuring Common Waveforms 
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RMS MEASUREMENT - CHOOSING THE OPTIMUM 
VALUE FOR CAY 
Since the external averaging capacitor, CAY, "holds" the rectified 
input signal during rms computation, its value directly affects 
the accuracy of the rms measurement, especially at low frequencies. 
Furthermore, because the averaging capacitor appears across a 
diode in the rms core, the averaging time constant will increase 
exponentially as the input signal is reduced. This means that as 
the input level decreases, errors due to nonideal averaging will 
reduce while the time it takes for the circuit to settle to the new 
rms level will increase. Therefore, lower input levels allow the 
circuit to perform better (due to increased averaging) but increase 
the waiting time between measurements. Obviously, when select
ing CAY, a trade-off between computational accuracy and settling 
time is required. 

+ 
C, 

PQSITIVESUPPLY ---~,.....-_. +V, 

To.1p.F 

COMMON ---It------, 
I O.'"F~ 

NEGATIVESUPPLY --.... --~.- -v, 

Figure 17. AD736 Average Responding Circuit 

RAPID SETTLING TIMES VIA THE AVERAGE 
RESPONDING CONNECTION (FIGURE 17) 
Because the average responding connection does not use the CAY 
averaging capacitor, its settling time does not vary with input 
signal level; it is determined solely by the RC time constant of 
CF and the internal 8kO resistor in the output amplifier's feedback 
path. 

DC ERROR, OUTPUT RIPPLE, AND AVERAGING 
ERROR 
Figure 18 shows the typical output waveform of the AD736 
with a sine-wave input applied. As with all real-world devices, 
the ideal output of VOUT = V IN is never exactly achieved; instead, 
the output contains both a dc and an ac error component. 

Eo 

IDEAL 
Eo 

/ DC ERROR = Eo - Eo IIDEAL) 

,t-~A;ERAGEEo"e;;
DOUBLE-FREQUENCY 

RIPPLE 

TIME 

Figure 18. Output Waveform for Sine-Wave Input Voltage 

Applying the AD736 
As shown, the dc error is the difference between the average of 
the output signal (when all the ripple in the output has been 
removed by external filtering) and the ideal dc output. The dc 
error component is therefore set solely by the value of averaging 
capacitor used - no amount of post filtering (i.e., using a very 
large CF) will allow the output voltage to equal its ideal value. 
The ac error component, an output ripple, may be easily removed 
by using a large enough post filtering capacitor, CF . 

In most cases, the combined magnitudes of both the dc and ac 
error components need to be considered when selecting appropriate 
values for capacitors CAY and CF • This combined error, repre
senting the maximum uncertainty of the measurement is termed 
the "averaging error" and is equal to the peak value of the 
output ripple plus the dc error. 

As the input frequency increases, both error components decrease 
rapidly: if the input frequency doubles, the dc error and ripple 
reduce to 114 and 112 their original values, respectively, and 
rapidly become insignificant. 

AC MEASUREMENT ACCURACY AND CREST FACTOR 
The crest factor of the input waveform is often overlooked when 
determining the accuracy of an ac measurement. Crest factor is 
defined as the ratio of the peak signal amplitude to the rms 
amplitude (C.F_ = VPEAKN rms)_ Many common waveforms, III 
such as sine and triangle waves, have relatively low crest factors 
(,;;2). Other waveforms, such as low duty cycle pulse trains and 
SCR waveforms, have high crest factors. These types of waveforms 
require a long averaging time constant (to average out the long 
time periods between pulses). Figure 6 shows the additional 
error vs. crest factor of the AD736 for various values of CAY. 

SELECTING PRACTICAL VALUES FOR INPUT 
COUPLING (Cel, AVERAGING (CAV) 

AND FILTERING (CF ) CAPACITORS 
Table II provides practical values of CAY and CF for several 
common applications. 

Application nns Low Max Crest CAV CF 

Input Level Frequency Factor 
Cutoff 
(-3d8) 

General Purpose O-IV 20Hz 5 150"F lO"F 
rms Computation 200Hz 5 15"F I"F 

0-20OmV 20Hz 5 33"F lO"F 
200Hz 5 3.3"F I"F 

General Purpose O-IV 20Hz None 33)J.F 
Average 200Hz None 3.3)J.F 
Responding 

0-200mV 20Hz None 33)J.F 
200Hz None 3.3)J.F 

SCR Waveform 0-20OmV 50Hz 5 lOO)J.F 33)J.F 
Measurement 60Hz 5 82)J.F 27)J.F 

O-loomV 50Hz 5 50)J.F 33)J.F 
60Hz 5 47)J.F 27)J.F 

Audio 
Applications 

Speech 0-200mV 300Hz 3 !'5)J.F O.5)J.F 

Music O-lOOmV 20Hz 10 lOO)J.F 68)J.F 

,. Settling time is specified over the stated nns input level with the input signal increasing from zero. 
Settling times will be greater for decreasing amplitude input signals. 

Table II. AD737 Capacitor Selection Chart 

Settling 
Time· 
101% 

360ms 
36ms 

360ms 
36ms 

1.2sec 
120ms 

1.2sec 
120ms 

1.2sec 
1.Osee 

1.2sec 
!'Osee 

l8ms 

2.4sec 
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The input coupling capacitor, Ce, in conjunction with the 8kfl 
internal input scaling resistor, determine the - 3dB low frequency 
rolloff. This frequency, FL is equal to: 

F = I 
L 21T (8,000) (The Value of Cc in Farads) 

Applications Circuits 
OPTIONAL 

VIN AC COUPUNG (>-00,/ CAPACITOR 

.J.. 0,01"" 

1kV 
200mV 

2V 

+v. 

47k,1W 
20V 

2GOV 
-v. 

Note that at FL, the amplitude error will 'be approximately 
- 30% (- 3dB) of reading. To reduce this error to 0.5% of 
reading, choose a value of Ce that sets FL at one tenth the lowest 
frequency to be measured. 

In addition, if the input voltage has more than lOOmV of dc 
offset, than the ac coupling network shown in Figure 21 should 
be used in addition to capacitor Ce. 

+ 
CF (OPTIONAL! 

10p.F 

Figure 19. AD736 with a High Impedance Input Attenuator 

A0548 Cc 

-IN 2 • +, ........... _-, ~
~ 10llfCC 

v,. 
+IN 2 

CAY 
33p.F 

+ 
CF OPTIONAL 

10p.F 

Figure 20. Differential Input Connection 

c, IOI'TIONALI 
10p.F 

Figure 22. Battery Powered Option 
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DC 
COUPLED 

vwo-----~~----~J 

~.lF I 
COUPLED M 

":f 
-v. 

+ 
10p.F 
(OPTIONAl) 

Figure 21. External Output Vas Adjustment 

Figure 23. Low Z, AC Coupled Input Connection 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
COMPUTES 

True RMS Value 
Average Rectified Value 
Absolute Value 

PROVIDES 
200mV Full-SCale Input Range 
Direct Interfacing with 3 1/2 Digit 

CMOS AID Converters 
Power Down Feature Which Reduces Supply Current 
High Input Impedance: 10'2 0. 
Low Input Bias Current: 25 pA max 
High Accuracy: :1:0.2 mV :1:0.3% of Reading 
RMS Conversion with Signal Crest Factors Up to 5 
Wide Power Supply Range: +2.8 V, -3.2 V 

to :1:16.5" 
Low Power: 160 p.A max Supply Current 
No External Trims Needed for Specified Accuracy 
AD736 - A General Purpose, Buffered Voltage 

Output Version Also Available 

PRODUCT DESCRIPTION 
The AD737 is a low power,. precision, monolithic true rms-to-dc 
converter. It is laser trimmed to provide a maximum error of 
:1:0.2 mV ±0.3% of reading with sine wave inputs. Further
more, it maintains high accuracy while measuring a wide range 
of input waveforms, including variable duty cycle pulses and 
triac (phase) controlled sine waves. The low cost and small 
physical size of this converter make it suitable for upgrading the 
performance of non-rms "precision rectifiers" in many applica
tions. Compared to these circuits, the AD737 offers higher accu
racy at equal or lower cost. 

The AD737 can compute the rms value of both ac and dc input 
voltages. It can also be operated ac coupled by adding one exter
nal capacitor. In this mode, the AD737 can resolve input signal 
levels of 100 fL V rms or less, despite variations in temperature 
or supply voltage. High accuracy is also maintained for input 
waveforms with crest factors of 1 to 3. In addition, crest factors 
as high as 5 can be measured (while introducing only 2.5% addi
tional error) at the 200 mV full-scale input level. 

The AD737 has no output buffer amplifier, thereby significantly 
reducing de offset errors occurring at the output. This allows 
the device to be highly compatible with high input impedance 
AID converters. 

Requiring only 160 tLA of power supply current, the AD737 is 
optimized for use in portable multimeters and other battery 

Low Cost, Low Power, 
True RMS-to-OC Converter 

A0737 I 
AD737 FUNCTIONAL BLOCK DIAGRAM 

powered applications. This converter also provides a "power ~ 
down" feature which reduces the power supply standby cUrtent _ 
to less than 30 tLA. 
The AD737 allows the choice of two signal input terminals: a 
high impedance (10.2 0) FET input which will directly interface 
with high Z input attenuators and a low impedance (8 ko) input 
which allows the measurement of 300 m V input levels while op
erating from the minimum power supply voltage of +2.8 V, 
-3.2 V. The two inputs may be used either singly or 
differentially. 

The AD737 achieves a I % of reading error bandwidth exceeding 
10 kHz for input amplitudes from 20 mV rms to 200 mV rms 
while consuming only 0.72 mW. 

The AD737 is available in four performance grades. The 
AD7371 and AD737K grades are rated over the commercial 
temperature range of 0 to + 700c. The AD737 A and AD737B 
grades are rated over the industrial temperature range of - 40°C 
to +85°C. 

The AD737 is available in three low cost, 8-pin packages: plastic 
mini-DIP, plastic SO and hermetic cerdip. 

PRODUCT HIGHLIGHTS 
1. The AD737 is capable of computing the average rectified 

value, absolute value or true rms value of various input 
signals. 

2. Only one external component, an averaging capacitor, is re
quired for the AD737 to perform true rms measurement. 

3. The low power-consumption of 0.72 mW makes the AD737 
suitable for many battery powered applications. 
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SPECIFICATIONS (@ +2S"C, :t:S V supplies, ac coupled with 1 kHz sine wave input applied unless otherwisanoted.) .. 
AD737J/A AD737KIB 

Model Ccmditioas Mia Typ MID Mia Typ MID UailS 

TRANSFER FUNCTION VOUT = - VA",.(Vm2) VOUT = - VA.g.(Vm2) 

CONVERSION AccuRACY 1 kHz SineW ... 
Tolal Error, Internal Trim' AC Coupled Using Cc 

AU Grades 0-200mV rms 0.210.3 0.410.5 0.210.2 0.210.3 ;:mV/;:% of Readins 
200 mV-1 V rms -1.2 "'2.0 -1.2 ::2.0 % ofReadins 

TDliG-Tmu; 
A&BGrad .. @200mVrms 0.510.7 0.3/0.5 ;:mV/;:% of Readins 
J&KGrades @200mVrms 0.007 0.007 ;: % of ReadingI'C 

VB. Supply Voltage 
@ 200 mV rms Input Vs= ;:5VtoiI6.5V 0 +0.06 +0.1 0 +0.06 +0.1 %N 
@ 200 mV rms Input Vs = ;:5VIO ;:3V 0 -0.18 -0.3 0 -0.18 -0.3 %N 

de Reversal Error, de Coupled @600mVde 1.3 2.5 1.3 2.5 % of Reading 
Nonlinearity', 0-200 mV @100mVrms 0 +0.25 +0.35 0 +0.25 +0.35 % of Reading 
To1al Error, External Trim 0-200mV rms 0.110.2 0.110.2 ;:mV/;:% of Reading 

ERROR VS. CREST FACfOR' 
Ctest Factor 1 10 3 CAY' C. =' 100 I'F 0.7 0.7 % Additional Error 
Ctest Factor = 5 CAY' C. = 100 tU' 2.5 2.5 % Additional Error 

INPUT CHARACTERISTICS 
High Impedance Input (Pin 2) 

Sigi1alRange 
Continuous rms Level Vs = +2.8 V, -3.2 V 200 200 mVrms 
Continuous nus Level Vs =;:5 Vto ;:16.5 V 1 1 Vrms 
Peak Transient Input Vs = +2.8 V, -3.2 V ;: 0.9 ;:0.9 V 
Peak Transient Input Vs = ;:5 V ;:2.7 ;:2.7 V 
Peak Transient Input Vs = ;:16.5V ± 4.0 ±4.0 V' 
Input Revistance 10" 1012 n 
Input Bias Current Vs =;:3 Vto ;:16.5 V 1 25 1 25 pA 

Low Impedance Input (Pin 1) 
Signal Range 

mVrms Continuous rms Level Vs = +2.8 V, -3.2 V 300 300 
Continuous rms Level Vs= ;:5Vto;:16.5V 1 1 Vrms 
Peak Transient Input Vs = +2.8 V, -3.2 V ;:1.7 ;:1.7 V 
Peak Transient Input Vs = ;:5 V ;:3.8 ;:3.8 V 
Peak Transient Input Vs = ;1016.5 V ;:11 ;:11 V 
Input Reoistance 6.4 8 9.6 6.4 8 9.6 k!l 

Maximum Continuous 
Nondestructive Input AU Supply Voltages ;:12 ;:12 Vp-p 

Input Offset Voltage' ac Coupled 
J&KGrades ±3 ±3 mV 
A&BGrad .. ",3 ;:3 mV 
vs. Temperature 8 30 8 30 ".vrc 
vs. Supply Vs = ;:5Vto ;:16.5 V 50 ISO 50 150 ".VN 
vs. Supply Vs = ;:5 V to ;:3 V 80 80 ".VN 

OUTPUT CHARACfERISTICS 
Output Voltage Swing 
No Load Vs = +2.8 V, -3.2 V Oto -1.6 -1.7 Oto -1.6 -1.7 V 
No Losd Vs = ;:5 V o to -3.3 -3.4 o to -3.3 -3.4 V 
No Load Vs = ;:16.5 V 010 -4 -5 010 -4 -5 V 
Output Resistance @dc 6.4 8 9.6 6.4 8 9.6 k!l 

FREQUENCY RESPONSE 
High Impedance Input (Pin 2) 

For 1% Additional Error Sine Wave Input 
V'N = ImVrms 1 I kHz 
VIN = 10 mV rms 6 6 kHz 
VIN = 100 mV rms 37 37 kHz 
VIN = 200 mV rms 33 33 kHz 

;:3 dB Bandwidth Sine Wave Input 
V'N = 1 inV rms 5 5 kHz 
VIN = 10 mV rms 55 55 kHz 
VI'" = 100 mV rms 170 170· kHz 
VIN = 200 mV rms i90 190 kHz 

FREQUENCY RESPONSE 
Low Impedance Input (Pin I) 

For 1% Additional Error Sine Wave Input 
VIN = 1mVrms I 1 kHz 
V'N =' 10 mV rms 6 6 kHz 
VIN = 100 mV rms 90 90 kHz 
VIN = 200 mV rms 90 90 kHz 

;:3 dB Bandwidth Sine Wa"" Input 
VIN = I mVrms 5 5 kHz 
VIN = 10 mV rms S5 55 kHz 
VIN = 100 mV rms 350 350 kHz 
VIN = 200 mV rms 460 460 kHz 

POWER SUPPLY 
Operating Voltage Range +2.8,-3.2 ;:5 ;:16.5 +2.8,-3.2 ;:5 ;:16.5 V 
Quiescent Current Zero Signal 120 160 120 160 ".A 

VIN = 200 mV rms, No Load Sine Wave Input 170 210 170 210 ".A 
I,'ower Down Mode Current Pin 3 tied 10 +Vs 25 40 2S 40 ".A 
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AD737J/A AD737KIB 

Model Conditions Min Typ Max Min TYP Max 

TEMPERATURE RANGE 
Operating, Rated Performance 

Commercial (0 to + 70'C) AD737J AD737K 
Industrial (-40'C to +85°C) AD737A AD737B 

PACKAGE OPTIONS' 
8-Pin Plastic Mini-DIP (N--8) AD737JN AD737KN 
8-Pin Plastic SO (R-8) AD737JR AD737KR 
8-Pin Cerdip (Q-8) AD737AQ AD737BQ 

NOTES 
I Accuracy is specified with the AD737 connected as shown in Figure 16 with capacitor Cc-
'Nonlinearity is defined as the maximum deviation (in percent error) from a straight line connecting the readings at 0 and 200 mV rms. 
'Error vs. Crest Factor is specified as additional error for a 200 mV rms signal. C.F. = VPEAKN rms. 
4nc offset does not limit ae resolution. 
'See Section 20 for package outline information. 

AD737 

Units 

Specifications shown in boldface are tested on all production units at fmal electrical test. Results from those tests are used to calculate outgoing quality levels. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage .......................... ±16.S V 
Internal Power Dissipation2 •••••••••••••••••• 200 mW 
Input Voltage ............................. ±Vs 
Output Short-Circuit Duration ............... Indefinite 
Differential Input Voltage ............... +Vs and -Vs 
Storage Temperature Range Q .......... -65°C to + 150°C 
Storage Temperature Range N, R ........ -65°C to + 125°C 
Operating Temperature Range 

AD737J/K ......................... 0 to + 70°C 
AD737A1B ...................... -40°C to +85°C 

Lead Temperature Range (Soldering 60 sec) ....... +300°C 

NOTE 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 
'8-Pin Plastic Packase: a/A = I65'CIW 
8-Pin Ceramic Package: a/A = lllrClW 
8-Pin SOIC: a/A = 155'CIW. 

Temperature 
Range 

Commercial 
o to +70°C 

Industrial 
-40°C to +8SoC 

ORDERING GUIDE 

,Plastic Ceramic 
Mini-DIP Mini·DIP SOIC 

AD737JN AD737JR 
AD737KN AD737KR 

AD737AQ 
AD737BQ 
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Typical Characteristics 
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Error 
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Figure 13. Pin 2 Input Bias Current 
vs. Supply Voltage 

Figure 14. Settling Time vs. RMS Input 
Level for Various Values of CAY 

Figure 15. Pin 2 Input Bias Current vs. 
Temperature 

CALCULATING SETTLING TIME USING FIGURE 14 
The graph of Figure 14 may be used to closely approximate the 
time required for the AD737 to settle when its input level is re
duced in amplitude. The net time required for the rms converter 
to settle will be the difference between two times extracted from 
the graph - the initial time minus the final settling time. As an 
example, consider the following conditions: a 33 .,.F averaging 
capacitor, an initial rms input level of 100 mV and a fmal (re
duced) input level of I mY. From Figure 14, the initial settling 
time (where the 100 mV line intersects the 33 .,.F line) is around 

80 ms. The settling time corresponding to the new or final input 
level of I m V is approximately 8 seconds. Therefore, the net 
time for the circuit to settle to its new value will be 8 seconds 
minus 80 ms which is 7.92 seconds. Note that, because of the 
smooth decay characteristic inherent with a capacitor/diode com
bination, this is the total settling time to the final value (i.e., /Wt 

the settling time to 1%, 0.1%, etc., of final value). Also, this 
graph provides the worst case settling time, since the AD737 
will settle very quickly with increasing input levels. 
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Applying the AD737 
TYPES OF AC MEASUREMENT 
The AD737 is capable of measuring ac signals by operating as 
either an average .responding or true rms to dc converter. As its 
name implies, an average ~sponding converter computes the 
average absolute value of an ac (or ac & dc) voltage or current 
by full wave ~ and loW pass filtering the input signal; 
this will approximate the average. The resulting output, a dc 
"average" level, i$ then scaled by adding (or reducing) gain; this 
scale factor converts the dc average reading to an rms equivalent 
value for the waveform being measured. For example, the aver
.ageabsolute valueo~ a sine wave voltage is 0.636 that of V PEAK; 

the corresponding rms value is 0.707 times V PEAK' Therefore, 
for sine wave voltages, the required scale factor is 1.11 (0.707 
divided by 0.636). 

In contrast to measuring the "average" value, true rms measure
ment is a "universal language" among waveforms, allowing the 
magnitudes of all types of voltage (or current) waveforms to be 
compared to one another and to dc. RMS is a direct measure of 
the power or heating value of an ac voltage compared to that of 
dc: an ac signal of I volt rms will produce the same amount of 
heat in a resistor as a 1 volt dc signal. 

Mathematically, the rms value of a voltage is defmed (using a 
simplified equation) as: 

Vnns = VAvg. (V2) 

This involves squaring the signal, taking the average, and then 
obtaining the sqUare root. True rms converters are "smart recti
fiers": they proVide an accurate rms reading regardless of the 
type of waveform being measured. However, average responding 
converters can exhibit very high errors when their input signals 
deviate from their precalibrated waveform; the magnitude of the 
error will depend upon the type of waveform being measured. 
As an example, if an average responding converter is calibrated 
to measure the rms value of sine wave voltages, and then is used 
to measure either symmetrical square waves or dc. voltages, the 
converter will have a computational error II % (of reading) 
higher than the true rms value (see Table I). 

AD737 THEORY OF OPERATION 
As shown by Fignre 16, the AD737 has four functional subsec
tions: input amplifier, full wave rectifier, rms core and bias sec
tion. The FET input amplifier allows both a high impedance, 
buffered input (Pin 2) or a low impedance, wide-dynamic-range 
input (Pin 1). The high impedance input, with its low input bias 
current, is well suited for use with high impedance input attenu
ators. The input signal may be eitherdc or ac coupled to the 
input amplifier. Unlike other rms converters, the AD737 per
mits both direct and indirect ac coupling of the inputs. AC cou
pling is provided by placing a series capacitor between the input 
signal and Pin 2 (or Pin I) for direct coupling and between Pin 
1 and ground (while driving Pin 2) for indirect coupling. 

The output of the input amplifier drives a full-wave precision 
rectifier, which in turn, drives the rms core. It is in the core 
that the essential rms operations of squaring, averaging and 
square rooting are performed, using an external averaging capac
itor, CAY' Without CAY' the rectified input signal travels 
through the core unprocessed, as is done with the average re
sponding connection (Fignre 17). 

POSITIVESUPPLV--l"--~'~ +v. 
To.1p.F 

COMMON --I+---' 
T 0.1.F '¢' 

NEGATIVESUPPLY --+-6---__ -v. 

Figure 16. AD737 True RMS Circuit 

Waveform Type. Crest Factor True RMS Value Average Kespondios %ofJteadiDg 
1 Volt Peak (VPEAKIV RMS) Circuit Calibrated to Error* 
Amplitude Read RMS Value of Average 

SiDe W .... Will Kead Ilespondios 
Circuit 

Undistorted 1.414 0.7rrTV 0.707 V 0% 
Sine Wave 

Symmetrical 
Square Wave 1.00 1.00 V 1.11 V +11.0% 

Undistoned 
Triangle Wave 1.73 0.580 V 0.555 V -2.1% 

Gaussian 
Noise (98% of 
Peaks <I V) 3 0.333 0.266 -20.2% 

RectangUlar 2 0.5 V 0.25.v -50% 
Pulse Train 10 0.1 V 0.01 V -99% 

SCR Wavefonns 
50% Duty Cycle 2 0.495 V 0.354 V -28% 
25% Duty Cycle 4.7 0.212 V 0.150 V -30% 

of . A_ Kespondios Value-True RMS Value 
*% Readmg Error = True RMS Value x 100% 

Table I. Error Introduced by an Average Responding Circuit when Measuring Common Waveforms 
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A final subsection, the bias section, permits a "power down" 
function. This reduces the idle current of the AD737 from 
160 ... A down to a mere 30 ."A. This feature is selected by tying 
Pin 3 to the + V s tenninal. In the average responding connec
tion, all of the averaging is carried out by an RC post filter con
sisting of an 8 kO internal scale-factor resistor connected 
between Pins 6 and 8 and an external averaging capacitor, Cp • 

In the rms circuit, this additional filtering stage helps reduce 
any output ripple which was not removed by the averaging ca
pacitor, CAY' 

RMS MEASUREMENT - CHOOSING THE OPTIMUM 
VALUE FOR CAY 
Since the external averaging capacitor, CAY' "holds" the recti
fied input signal during rms computation, its value directly af
fects the accuracy of the rms measurement, especially at low 
frequencies. Furthermore, because the averaging capacitor ap
pears across a diode in the rms core, the averaging time constant 
will increase exponentially as the input signal is reduced. This 
means that as the input level decreases, errors due to nonideal 
averaging will reduce while the time it takes for the circuit to 
settle to the new rms level will increase. Therefore, lower input 
levels allow the circuit to perform better (due to increased aver
aging) but increase the waiting time between measurements. Ob
viously, when selecting CAY' a trade-off between computational 
accuracy and settling time is required. 

RAPID SETTLING TIMES VIA THE AVERAGE 
RESPONDING CONNECTION (FIGURE 17) 
Because the average responding connection does not use an aver
aging capacitor, its settling time does not vary with input signal 
level; it is determined solely by the RC time constant of Cp and 
the internal 8 kG output scaling resistor. 

POSlnvESUPPLV' __ :r __ --- +Vs 

rO"I'F 
COMMON ---iI~--' 

NEGATIVE SUPPLY I""F~ 
~ F -Vs 

Figure 17. AD737 Average Responding Circuit 

DC ERROR, OUTPUT RIPPLE, AND AVERAGING 
ERROR 
Figure 18 shows the typical output waveform of the AD737 
with a sine-wave input voltage applied. As with all real-world 
devices, the ideal output ofVoUT = V,N is never exactly 
achieved; instead, the output contains both a dc and an ac error 
component. 

As shown, the dc error is the difference between the average of 
the output signal (when all the ripple in the output has been 
removed by external flltering) and the ideal dc output. The dc 
error component is therefore set solely by the value of averaging 
capacitor used -no amount of post filtering (i.e., using a very 
large Cp) will allow the output voltage to equal its ideal value. 

Eo 
IDEAL 

Eo 

DC""'" -10- EoItDU1J 

TIME 

AD737 

Figure 18. Output Waveform for Sine Wave Input Voltage 

The ac error component, an output ripple, may be easily re
moved by using a large enough post filtering capacitor, Cp • 

In most cases, the combined magnitudes of both the dc and 
ac error components need to be considered when selecting ap
propriate values for capacitors C,\V and Cp • This co~bined er
ror, representing the maximum uncertainty of the measurement 
is termed the "averaging error" and is equal to the peak value of 
the output ripple plus the dc error. As the input frequency in
creases, both error components decrease rapidly: if the input 
frequency doubles, the dc error and ripple reduce to 1/4 and 112 
their original values respectively and rapidly become insigniflcant. 

AC MEASUREMENT ACCURACY AND CREST FACTOR 
The crest factor of the input waveform is often overlooked when ~ 
determining the accuracy of an ac measurement. Crest factor is _ 
defined as the ratio of the peak signal amplitude to the rms am-
plitude (CF = VPEAKN rms). Many common waveforms, such 
as sine and triangle waves, have relatively low crest factors (~2). 
Other waveforms, such as low duty cyole pulse trains and SCR 
waveforms, have high crest factors. These types of waveforms 
require a long averaging time constant (to average out the long 
time periods between pulses). Figure 6 shows the additional er-
ror vs. crest factor of the AD737 for various values of CAY' 

SELECTING PRACTICAL VALUES FOR INPUT 
COUPLING (Ce), AVERAGING (CAV) AND FILTERING 
(Cp ) CAPACITORS 
Table II provides practical values of CAY and Cp for several 
common applications. 

Application RMS Low MuCrest CAY Cp SettIiDg 
loputLevel Freq_cy F""'", Time* 

Cutolf 101% 
( -3 dB) 

General Purpose 0-1 V 20 Hz 5 150 ",F 10 ",F 360m. 
RMS Computation 200 Hz 5 15,..F I ",p 36ms 

0-2oomV 20 Hz 5 33,..F 10 "F 360ms 
200 Hz 5 3.3 "F I,..F 36m. 

General Purpose 0-1 V 20Hz None 33 "F 1.2 see 
Average 200 Hz None 3.3 ",F 120m. 
Respouding 

0-2oomV 20 Hz None 33,..F 1.2 sec 
200 Hz None 3.3 "p 120ms 

SCR Waveform 0-2oomV so Hz 5 100"F 33,..F 1.2 sec 
Measurement 60Hz 5 82 "F 27 "F 1.0 see 

0-100 mV 50Hz 5 50 "F 33,..F 1.2 see 
60Hz 5 47,..F 27 "F 1.0 sec 

Audio 
Applications 

Speech 0-2oomV 300 Hz 3 1.5 "F 0.5 "F 18ms 

Music O-I00mV 20Hz 10 IOO"F 68 "F 2.4 sec 

*Settling time is specified over the stated nus inPUI level with the input sipaI increasing from 
zero. SettIing time. will be greater for decreasing amplitude input signals. 

Table II. AD737 CapaCitor Selection Chart 
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The input coupling capacitor, Ce, in conjunction with the 8 k(} 

internal input sca1ing resistor, determine the - 3 dB low fre· 
quency rolloff. This frequency, F L> is equal to: 

1 
F L = ;:--:=-=::-:-:=--=-:--::--::::--:--::::---=,..,.. 21T (8,000) (The Value of Cc in Farads) 

Note that at F L' the amplitude error will be approximately 

Applications Circuits 
SWITCH CLOSED 
ACTIVATES "POWER DOWN" 
MODE: AD737 DRAWS 
JUST 40 ~A IN THIS MODE. 

,PRY 
O.O'~F 

V'No-! 
200mV 

- 30% (-3 dB) of reading. To reduce this error to 0.5% of read
ing, choose a value of Ce that sets FL at one tenth the lowest 
frequency to be measured. 

In addition, if the input voltage has more than 100 mV of de 
offset, then an ac coupling network at Pin 2 should be used in 
addition to capacitor Ce. 

20k 
+V. 

3,12DIGIT 
AID 7'",TY.PE 
CONVERTER 

9V 

Figure 19. 3 112 Digit DVM Circuit 

C, 
+ 10 .... F 

.-------'-i l--rO-PT-'O-N-A'"'Ij-----' 

v,. 

Figure 20. Battery Powered Operation for 200 mV max 
RMS Full-Scale Input 

v,. 

*Q1.Q2 PART OF 
RCACA3046 

OR SIMilAR NPN 

•• R1 +RCAL IN OHMS "" 10,000U )C ... Od"'.'"'NiiipmJ'"'lHL~fov .. EL;;;IN .. V"'O"'L.,.TS.-- TR~~=~OR 

Figure 22. dB Output Connection 
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v,. 

Co 
.-______ +!.j'O .... F 100n 

CA. 
33~F 

SCAlE FACTOR 
ADJUST 

Figure 21. External Scale Factor Trim 

OfFSET ADJUST 
.... 0 

+v,--"'VIfV---- -vo 

,MO 
'00 

Figure 23. DC Coupled Vos and Scale Factor Trims 
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Orientation 
Mass Storage Components 
Our mass stomge components offer the industry's highest per
formance products specifically designed for optical or magnetic 
disk drives. 

AD880: The AD880 is a servo/data channel processing element 
for an optical disk drive. It is configured around 4 matched 
transimpedance amplifiers and normalization circuitry enabling 
it to perform all of the signal processing needed to genemte the 
data, normalized tmck and normalized focus signal. 

Figure I depicts a functional block diagmm of the read electron
ics in a magnetic disk drive and the corresponding functional 
integmtion being offered by each of our hard disk products. 

AD890/AD891 or AD890/AD891A: Both pairs of products 
comprise a chip set to perform the peak detection function in 
high performance disk drives (up to 50 Mb/s). The AD890 
offers read channel designers flexibility by offering dual x4 
buffers which enable the channel designer to separate the low 
pass ftltering function from the pulse slimming ftlters. The 

(ECl) 

50Mb/s IAD890 II AD891 

(ECl) 

50Mb/s AD891 A 

(EClITTl) 

30Mb/s AD892EIT 

40Mb/s AD897 

AD890 also offers a very fast I I1S AGe loop. Two choices of 
data qualifiers-AD891 and AD891A-are offered as a companion 
chip to the AD890. Each data qualifier offers a,different but 
highly accurate data qualification algorithm with extremely low 
pulse pairing. 

AD892: The AD892 integrates the same function as the 
AD890/AD891 pair at a data transfer mte of 30 Mb/s. By 
maintaining the same architectural features of the AD8901 
AD891, the AD892 offers a smaller form factor, while not 
compromising design flexibility. 

AD897: The AD897, our next genemtion disk drive product, 
offers a significantly higher level of functional integration and a 
high data transfer mte. It incorpomtes an AGe, data qualifier 
and phase lock loop while offering a 40 Mb/s data transfer rate. 
The AGe and data qualifier architecture is very similar to the 
AD890/AD891A pair while employing a novel approach to the 
PLL architecture. The AD897 is offered in the fme pitch PQDP 
package. 

TO 
CONTROllER 

RELEASED 

RELEASED 

RELEASED 

4090 

Figure 1. 
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r-IIANALOG 
WDEVICES 

FEATURES 
4 Matched Transimpedance Amplifiers 
40 MHz Bandwidth 
Selectable 40 kO/120 kO Transimpedance 
Continuous or Sampled Servo Capability 
Outputs: 

Quad Sum 
Track 
Normalized Track 
Focus 
Normalized Focus 

10 MHz Normalization Dividers 
10 ns Write Recovery with Sampling 
Low Output Noise 

PRODUCT DESCRIPTION 
The AD880 is a monolithic integrated circuit intended for 
applications in the servo/read systems of an optical disk drive 
product. 

The AD880 consists of four matched transimpedance amplifiers 
(A, B, C, D) with selectable 40 kO or 120 kO transimpedance. 
The basic transimpedance stage consists of a 10 kO transimped
ance front end that drives a programmable x 1 or x 3 buffer. 
Each stage has been configured to minimize noise and noise 
peaking. To further enhance overall signal to noise 
an external capacitor may be added bet 
amplifier and the programmable b 
der low-pass fIlter. 

The AD880 is stable over the full r e 
tances. To ensure stability and maximize 
both transimpedance modes, the internal co ca 
in the programmable buffer is appropriately modified for e 
mode. 

Fast read after write recovery is implemented through the trans
impedance sample function. Use of the sample function allows 
for a read-after-write recovery in approximately 10 ns. The 
"sample capacitor" also serves the dual purpose of providing the 
low-pass fIlter. 

Optical Disk Servo/Oata 
Channel Processing Element 

AD880 I 
ADSSO FUNCTIONAL BLOCK DIAGRAM 

A", o--F====:;----, 

v,,, 
SAMPLE GAIN OUTPUT 

CONTROL COHTFIOL COHIlIOL 

b.--__ --~~~ 
(A+B+C+D) 

<>---1--1>-- TRACK 

i>_-I--4- FOCUS 

NORM QUAO NORM 

FOCUS ~ATRACIC 

s three offset trimmed summing 
ndwidth. One amplifier provides the 

tput can be low pass fIltered prior to 
·on dividers. Two other summing amplifi-

d focus outputs. 

A+B+C+D) 
: (A+D) - (B+C)or (A-B) 
: (A+C) - (B+D) or (C-D) 

utputs are programmed through a CMOS com-

mally, a pair of two quadrant dividers are provided. These 
generate the normalized focus and track signals with an accuracy 
of 10%, and have bandwidths in excess of 10 MHz. 

The AD880 is available in a 20-pin SOIC package and is speci
fied to operate over the 0 to + 700e commercial temperature 
range. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS (@ + 25°C and + 12 V dc, unless otherwise noted) 

AD880J 
Parameter Conditions Min Typ Max Units 

TRANSIMPEDANCE AMPLIFIER 
Transimpedance 10 kO 
Transimpedance Matching Channel to Channel ±l % 
Channel to Channel Crosstalk @ 30 MHz Input Signal -40 dB 
Open-Loop Gain AVo 20 VN 
Open-Loop Bandwidth 40 MHz 
Input Capacitance 2 pF 
Input Offset Current TBD nA 
Input Offset Voltage TBD mV 
Input Current Noise 1 pAl\IHz 
Input Voltage Noise 1.5 nV/\IHz 
Feedback Resistor Noise 13 nV/\IHz 
Output Impedance @ Filter Capacitor Pin (Active) 1 kO 
Output Impedance @ Filter Capacitor Pin (Sampled) 250 MO 
Max Output Voltage Swing ±0.7 V 
Max Output Current TBD rnA 
VREF Range +5.5 V 
V REF Input Current 5 rnA 

PROGRAMMABLE BUFFER 
Gain 10 

, 
dB 

Gain Matching TBD dB 
3 dB Bandwidth 40 MHz 
Gain 0 dB 
Gain Matching TBD dB 
3 dB Bandwidth 60 MHz 
Input Bias Current 0.1 pA 
Input Offset Voltage TBD ",V 
Input Current Noise 1 pAl\IHz 
Input Voltage Noise 13 nV/v'Hz 
Max Output Voltage Swing Relative to V REF ±l V 

SUMMING AMPLIFIER 
Gain 12 dB 
Gain Matching Input to Input TBD % 
3 dB Bandwidth 40 MHz 
Output DC Voltage Relative to V REF 0 V 
Output Voltage Offset TBD V 
Output Impedance TBD 0 
Max Output Voltage Relative to V REF ±2.5 V 
Max Output Current 20 rnA 

NORMALIZATION DIVIDERS 
Division Error 0.5 :5 Y :5 X :5 1.5 ±10 % 
3 dB Bandwidth 10 MHz 
Output Voltage Range Relative to V REF 2 V 
Output Current Division Ratio = 1 200 ,...A 

QUAD SUM FILTER 
Resistance Quad Sum to Quad Sum Filter 8 10 12 kO 

MODE CONTROL SECTION (CMOS Compatible) 
VIH 4.0 Vee V 
VlL 0 1 V 
IIH 0.1 pA 
IlL 0.1 pA 
Mode Switching Times Gain Control 10 ns 

Output Mode 10 ns 
Sample Mode 10 ns 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD880 
AD880J 

Parameter Conditions Min Typ Max Units 

POWER SUPPLY REQUIREMENTS 
Supply Voltage V cc 10.8 12 13.2 V 
Supply Voltage VEE 0 V 
Quiescent Current Icc Tmin to Tmax 50 60 70 rnA 

ABSOLUTE MAXIMUM RATINGS 1 

Supply Voltage V cc 14.5 V 
VREF Input Voltage -0.8 7.0 V 
Storage Temperature Range -65 130 ·C 
Operating Temperature Range2 0 70 ·C 
Lead Temperature Range Soldering 60 Sec +300 ·C 

NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only, and functional opera
tion of the device at these or any other condition above those indicated in the operational section of this specification is not implied. Exposure to absolute rating 
conditions for extended period may affect device reliability. 

'20'pin wide body SO package: alA = + 65'C/watt. 

Specifications subject to change without notice. 

Logic Assignments 
Sample Gain Output 
Control Control Control 

Select 120 kG Transimpedan 
Select 40 kG Transimpedance 

TRANSIMPEDANCE 
'A'INPUT 

TRANSIMPEDANCE 
'B'INPUT 

TRANSIMPEDANCE 
'C'INPUT 

TRANSIMPEDANCE 
'D'INPUT 

REFERENCE VOLTAGE 
'VREF INPUT 

ANALOG GROUND 
'v:,. 

PIN ASSIGNMENTS 

QU~~~~ LLI------...... wlr-t~-t-+-' 

TRACK 
OUTPUT 

;~~~uur---------------~+-, 

FILTER/SAMPLE 
CAPACITOR 'A' 

FILTERISAMPLE 
CAPACITOR 'CO 

FILTER/SAMPLE 
CAPACITOR 'D' 

QUAD SUM FILTER 
(APPLY FILTER) 

+12V POWER SUPPLY 
"Vee 

CONTROL LINE TO SET 
ACTIVE I SAMPLE MODE 

CONTROL LINE TO SET 
TRANSIMPEDANCE GAIN 

CONTROL LINE TO 
SET OUTPUT MODE 

NORMALIZEDOTURTApCUTK 101---------' NORMALIZED FOCUS 
-L-________ "-..::. ___ ~ OUTPUT 

x x 

x x 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 

o 
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THEORY OF OPERATION 
Transimpedance Stage 
The transimpedance stage is configured as a fixed 10 kil 
transimpedance amplifier followed by a programmable buffer 
(Figure I). The source capacitance Cs coupled with the transim· 
pedance feedback resistor, RF = 10 kil, determines the band· 
width of the transimpedance amplifier. 

FILTER 1 SAMPLE n 
CAPACITOR~ 

~f~10kil lkn :m 
A + TO SUMMING 

+ _ B AMPLIFIERS 

VREF 333n 1 kn 

Figure 1. 

To optimize the signal to noise performance the input amplifier 
uses a bipolar input stage. This allows for a significantly lower 
input voltage noise figure at the expense of input bias and noise 
current. To compensate for the output offset voltage created by 
the input bias current, the programmable buffer mirrors and 
cancels the offset voltage created in the transim 
The overall output voltage offset through 
pedance stage is less than 5 m V. 

By keeping the transimpedance of 
10 kil, and limiting the open·loop 0 

noise peaking is limited. To further limit 
ing, the output of the first stage may be low 
plying a capacitor, see Figure I, at the appr te pins ( 
17, 18, 19 and 20). The capacitor forms a first order low· 
filter with a cut·offfrequency f = 1/(2'lT. 1000. CFILTER)' 
The complete noise model for the front·end transimpedance 
stage is shown in Figure 2. 

Figure 2. 

To ensure stability of the complete transimpedance stage over 
the full range of source capacitances, the programmable buffer is 
internally compensated. To maintain the stability and maximize 
available bandwidth, the compensation capacitor is internally 
modified for each transimpedance mode. Also, depending upon' 
the buffer gain of x I or x 3, programmable through the "Gain 
Control" line (Pin 13), the input noise is amplified by a factor of 
I or 3, respectively. 

Logic Assignments 

Select 120 kil Transimpedance 
Select 40 kil Transimpedance 

Gain Control 

o 

To improve read·after·write recovery the AD880 offers an input 
sample function, programmable through the "Sample Control" 
line (Pin 14). 

Logic Assignments 

Transimpedance Amplifier Active . 

Transimpedance Amplifier Sampled 

Sample Control 

o 

The sample capacitor also serves as the low·pass filter for the 
transimpedance stage. The FET input on the programmable 
buffer ensures an excellent droop·rate in the sample mode. 

Summing Amplifiers 
The summing amplifiers provide the Quad Sum, Focus and 
Track outputs with a gain of X4. The X4 amplification through 
the summers provide the final gain for achieving a 40 kil or 
120 kil overall transimpedance. 

The output of both the Focus and Track summing amplifiers 
are programmable through the CMOS compatible "Output Con· 
trol" line (Pin 12). 

Output Control 
(B+C) 

o 

'on dividers provide current output of the Nor· 
cus and Track signals. A low·pass filter capability is 

provided at the "Quad Sum Filter" pin (Pin 16). The Quad 
Sum Filter Resistance is 10 kil, and thereby offers the user the 
capability to implement a RC filter prior to the applying the 
Quad Sum signal to the normalization dividers. 

General Layout Requirements 
Care must be taken to ensure good RF practice in the PC layout 
to avoid oscillations. A parallel combination of 0.1 iJ-F and 
0.01 iJ-F ceramic capacitors should be used as close to the V cc 
(Pin 6) and VREF (Pin 5) pins as possible. Also, a current path 
to V REFERENCE must be provided for the outputs of the normal· 
ization dividers. 

ORDERING GUIDE 

Model Description 

AD880]R 20·Pin Small Outline 

Package 
Option* 

R·20 

'See Section 20 for package outline information. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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r.ANALOG 
WDEVICES 

FEATURES 
An 80 MHz Bandwidth Permitting a 50 Mb/s Data 

Transfer Rate 
A Variable Gain Amplifier with 30 dB max Gain 

and 40 dB Control Range 
Two Gain of 4 RF Buffers 
200 n Differential Load Drive Capability 
A Pair of Precision Rectifiers 
AGC Level and Threshold Outputs 
An Averaging. High Gain Sample-and-Hold for 

Accurate AGC Operation 
Typical Gain Drift in Hold Mode: 0.2 dB/ms 
Gains Trimmed and Temperature Compensated 
AGC Operation Independent of AGC Level 
Symmetrical AGC Attack/Decay Times 
1 ,..s AGC Attack/Decay Times Using a 1000 pF 

External Capacitor 
Suitable for Use as an Accurate Video Programmable 

Gain Amplifier 
Dynamic Clamp Ensures Fast Recovery After Write to 

Read Transients 
AGC RF Output Level Is Internally Preset 

PRODUCT DESCRIPTION 
The AD890 is primarily intended for high performance disk 
subsystem use, and as such it is configured around the classic 
read channel processing block diagram. It is intended to be con
nected between the head preamplifier and the qualification cir
cuitry required for digital data recovery. When used with the 
AD891 rigid disk data qualifier, data transfer rates in excess of 
50 Mb/s can be processed. 

A temperature-compensated AGC loop, with an exponential 
transfer characteristic, permits optimal settling and allows for 
predictable performance in the classic single integrator control 
loop configuration. Fast acquisition and low droop while in the 
hold mode allow for AGe operation to be performed within the 
sector header without compromising channel behavior when 
reading data. 

The ADS90 processing element has the flexibility to perform 
both continuous and sampled AGe functions; it is also ideal for 
embedded, dedicated, or mixed servo applications. Two user
defmed fIlter/equalizer stages may be employed, thus allowing 
maximum design flexibility. This greatly simplifies the design 
of the overall channel characteristics. Using the ADS90, the de
signer no longer needs to resort to passive techniques to isolate 
network functions; this avoids problems of signal loss and inter
action. Two low offset, 100 MHz, full wave rectifiers provide 
the capability to track a 1 V peak signal. The rectifier generating 
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the "Qualifier Threshold" output may be used for creating a 
data qualification level. A second rectifier is used to drive the 
sample-and-hold circuitry. 

The SO MHz bandwidth of the ADS90 ensures good phase lin
earity up to 50 MHz. Thus, data transfer rates in excess of 
50 Mb/s can be supported with good error rates and predictable 
channel behavior. 

The ADS90 is available in both a 24-pin, slim-line cerdip pack
age and in a 2S-pin PLCC package and is specified to operate 
over the 0 to + 70°C commercial temperature range. 
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SPECIFICATIONS (@ + 25°C and ± 5 V dc, unless otherwise noted) 
AD890J 

farameter Conditions Min Typ Max Unils 

VARIABLE GAIN AMPLIFIER 
, Maximum Gain l 29.0 30.0 31.0 dB 

±3 dB Bandwidth Up to 40 dB Gain Reduction 100 MHz 
Input Resistance Differential 12 18 kfl 
Input Capacitance Differential 1 5 pF 
Input Voltage Noise o dB Gain Reduction 5 nV/VHz 
Input Signal Range Recommended p-p Differential 10 200 mV 
Max Output Signal Level 1 kfl Load, p-p Differential 2.4 V 
Output Impe4ance 5 n 
Output DC Level 3.5 V 
Harmonic Distonion o dB Gain Reduction 0.15 % 

26 dB Gain Reduction 1.5 % 

INPUT CLAMP' 
Turn-On Time 30 ns 
Turn-Off Time 200 ns 
Input Signal Attenuation 35 dB 
On-State Input Impedance Differential 14 n 

GAIN OF 4 BUFFER 
Nominal Gain 12.25 12.75 13.25 dB 
Gain Variation Tmin to Tmax ±0.25 dB 
±3 dB Bandwidth Up to 26 dB Gain Reduction 160 MHz. 
Input Resistance Differential 100 kfl 
Input Capacitance Differential 1 5 pF 
Input Voltage Noise3 100 MHz - O.dB Gain Reduction 7 nV/v'Hz 
Input Common-Mode Range -1.5 +1.5 V 
Output Impedance 10 n 
Output Signal Level Recommended p-p Differential 1.3 V 
Max Output Signal Level 200 n Load, p-p Differential 4:8 V 
Output DC Level 2.5 V 
Harmonic Distonion 300'mV Peak Output, 200 n Load 0.20 % 

FULL WAVE RECTIFIER 
Input Signal Level p-p Differential 0.3 3 V 
- 3 dB Bandwidth 100 mV @1 V Peak Input 100 MHz 
Max Output Signal Level 1.5 V 
Output Impedance4 25 n 
DC Offset4 Relative to Ground 10 :1:20 mV 

AGe CONTROL SECTION 
Attack Time 26 dB Gain Step - 1000 pF CSAMPLE 1.0 jl.S 

26 dB Gain Step - <50 pF CSAMPLE 120 ns 
Hold Time 1 dB Gain Change - 1000 pF CsAMPLE 10 ms 
AGe Charge .Current 0.8 rnA 
AGe Control Range 36 40 dB 
AGe Control Sensitivity Per 20 mV Input 1 dB 
AGe Control Linearity 26 dB AGe Range ±0.25 dB 
Set Level Input Range For Specified Accuracy 0 800 mV 

Nondestructive Input Range -0.3 Vee V 

MODE CONTROL SECfION 
TTL Compatible 

VlH 2.0 V 
VIL 0.8 V 
IlH VlH = 2.7 Volts 1 ,..A 
IlL VIL = 0.4 Volts -4.5 -12.0 ,..A 
Mode Switching Times 50 ns 

POWER SUPPLY REQUIREMENTS 
Operatins Range Vee +4.5 +5.5 V 
Operatins Range VEE -4.68 -5.2 -5.n V 
Quiescent Current Tmin to T ..... 

Vee Hold1Acquire/Set Gain Mode 44 60 76 rnA 
VEE Hold1AcquirelSet Gain Mode 18 28 40 rnA 
Vee Clamp Mode 51 72 88 rnA 
VEE Clamp Mode 17 27 39 rnA 
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NOTES 
lGain calibrated in gain set mode with 0 volts applied to the Gain Set Pin. 
'Clamp operation is specified with a source impedance of 200 n in series with 0.1 ... F. 
'Over the full 100 MHz bandwidth of the AD890, the worst-case rms signal-to·noise ratio is 40 dB or better with a 40 dB AGe range. 
'Measured using a 4 ill resistor connected berween the Qualifier Threshold Pin and VEE' 

AD890 

All min and max specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test. Results from those tests are 
used to calculate outgoing quality levels. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS· 
Supply Voltage .......................... ±7.S V 
RF Gain Stage Differential Input Voltage ......... ±S.6 V 
Storage Temperature Range 

AD890}P, AD890}Q ...........•.. -6SoC to +lSO°C 
Operating Tempemture Rangel 

AD890}P, AD890}Q ................... 0 to +70°C 
Lead Temperature Range (Soldering 60 sec) ....... +300°C 

NOTE 
'28-pin PLee package: alA = lOO"CJW; 
24-pin cerdip package: alA =SS"CIW. 

·Stresses above those listed under U Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

Logic Assignments Bit 0 

AGC Acquire 0 
AGCHold 0 
Gain Set I 
Input Clamp I 

ORDERING GUIDE 

Model 

AD890}Q 
AD890}P 

Package 

24-Pin Cerdip 
28-Pin PLCC 

·See Section 20 for package outline information. 

Bit 1 

0 
1 
0 
1 

Package 
Options· 

Q-24 
P-28A 

CONNECTION DIAGRAMS 
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Typical Characteristics @ +25°C with ±5 V Supplies 
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Figure 1. Supply Current vs. 
Temperature 
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vs. Frequency 

f'\ 
II f\ 

f\ 
1\ 

-60 -40 -20 0 20 40 60 80 100 120 140 

TEMPERATURE- "C 

Figure 7. X4 Buffer Gain VS. 

Temperature 

9-10 MASS STORAGE COMPONENTS 

~ 
~ 

15 

1. 

./ 

./ V 

31.0 

30.5 -r- --.. 
30.0 

29.5 
V 

// 

// 
~ g -5 29 .• 

> 
Ii; 

/ 
j , S -10 28.5 

~ 
~ 
~ z 

-1. 28.0 

-2. 27.5 

-25 27.0 ___ .~@ .... ~~~ ___ .~@ .... ~oo~ 

... 
5.5 

5 .• 

4.5 

4 .• 

3.5 

3 .• 

7.6 

7.4 

7.2 

1 

TEMPERATURE-"C TEMPERATURE-"C 

Figure 2. Rectifier Offset VS. 

Temperature 

............ 

~ 
l' 
~ 

........... 

"1' 

-5 

-1 • 
III 
I -15 

Z 

~ i -20 

z-25 

~ 
-30 

-35 

-@ 

~ 

Figure 3. VGA Gain vs. 
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GENERAL LAYOUT REQUIREMENTS 
Almost 60 dB of total gain is available at 100 MHz. Care must 
be taken to ensure good RF practice in the PC layout to avoid 
oscillations in the 150 MHz-350 MHz region. A para1lel combi
nation of 0.1 jJ.F and 0.01 jJ.F ceramic bypass capacitors should 
be used as close to the supply pins as possible. 

Additionally, a single pole RC filter applied at the input of each 
stage, with a cutoff in the region of 100 MHz-ISO MHz, will 
help avoid oscillation problems. As a general rule, keep the con
nections to interstage components as short as possible; it is also 
recommended that any low pass filtering function which may be 
required by the system be performed between the VGA stage 
and the first X4 buffer amplifier. A ground plane should be 
used to surround any interstage components wherever possible. 
If these simple rules are followed, stable operation should be 
assured. 

BIASING THE RF GAIN STAGES 
The VGA Stage 
The 30 dB variable gain stage is biased at a potential of one di
ode drop above analog ground. No additional dc bias is re
quired, but ac coupling is necessary. The bias voltage is 
maintained during normal operation and during operation of the 
clamp. In order for the clamp to operate correctly with an emit
ter follower driven input, 50 0-100 a resistors should be placed 
in series with the input coupling capacitors. These resistors can 
be used in conjunction with a 5.1 pF shunt capacitor to limit 
the input bandwidth to ISO MHz. In the case of an open collec
tor driven input with resistive termination, no additional series 
resistors are required. 

The differential outputs have a nominal dc value of 1.5 V less 
than the positive supply. Internal 1300 a resistors provide bias 
current to the output emitter followers which operate with 
2.7 mA nominal current. Output drive can be increased by an 
additional 2.5 rnA by paralleling external resistors to either the 
analog ground or the negative power supply. However, caution 
should be exercised in order to avoid causing excess dissipation 
for the package. The recommended output level for the VGA is 
300 m V p-p differential into 200 a loads. 

The X4 Buffers 
The inputs of these stages have no committed dc biasing, and an 
input bias current path must be provided. This path can nor
mally be supplied via shunt resistors to analog ground which are 
generally part of the interstage filter termination networks. The 
inputs can be biased successfully within ± 1.5 V of analog 
ground. 

Output drive can be increased in a similar manner to that de
scribed for the VGA stage. The nominal dc output level is 2.5 V 
with the internal 500 a load resistors connected to analog 
ground which provides a nominal standing current of 5 rnA to 
the output emitter followers. This current can be increased by 
up to an additional 5 rnA by paralleling external resistors to ei
ther analog ground or the negative power supply. As before, 
precautions to limit excessive overall power dissipation apply 
when steps are taken to increase the output drive capability. 
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Figure 10. X4 Buffer Frequency Response (100 n 
in Series with 1 JLF Load) 

OPERATING THE FULL WAVE RECTIFIERS 
The full wave rectifiers consist of two nearly identical stages. 
Full wave rectification is performed in each stage using two 
transistors whose emitters are connected together. The inputs to 
the two full wave rectifiers are biased at one diode drop above 
analog ground; therefore, ac coupling is recommended. The 
full wave rectifier outputs - "AGC Rectifier" and "Qualifier 
Threshold" - are connected directly to these commoned emit
ters. Thus, the normal output voltage with zero input signal ap
plied is close to analog ground. The "AGe Rectifier" pin allows 
access to the output of the rectifier which drives the AGe 
sample-and-hold section of the AD890. The "Qualifier 
Threshold" pin allows access to the output of the threshold 
rectifier. 

The AGe rectifier has an internal 2 kO resistive pull-down con
nected between analog ground and the negative power supply 
pin. The threshold line has no built in pull-down, in order to 
allow for a peak hold capability during thresholding. If a well 
controlled rectifier offset is required, an externa14 kO pull
down resistor at the "Qualifier Threshold" pin is recommended 
and will produce a nominal 10 m V offset. 

THE AGC SAMPLE-AND-HOLD 
The AGe sample-and-hold section performs averaging of the 
input waveform to set the RF average output level to 200 mV 
single ended, or 330 mV peak for a sinusoidal signal. Thus, 
without a peak hold capacitor at the "AGe Rectifier" pin, accu
rate AGe operation only occurs with sinusoidal input signals. 
An approximate 2 rnA pull-down current is permanently present 
at the "AGe Rectifier" pin, and a capacitor may be added here 
to provide a degree of peak hold for AGe operation within non
sinusoidal fields. A capacitance value of less than 0.03 jJ.F or 
less per jJ.S of transition spacing is recommended. The addition 
of the capacitor alters the symmetry of the attack and decay 
rates of the rectifier, which is otherwise symmetric in operation. 
In order to ensure that the overall AGe response is the same for 
both high-to-Iow and low-to-high input level steps, it is neces
sary to make the rectifier attack and decay times at least a factor 
of two less than the AGe response time. 
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The AGe acquire time is approximately 1 ILS per 1000 pF of 
hold capacitor. A low leakage variety of hold capacitor, such as 
a silver mica, is necessary to ensure low droop rates. The "Gain 
Set" pin should be tied to analog ground if not used, in order to 
prevent excessive leakage which would otherwise affect the hold 
performance. 

The AGe control potential is present at the "Sample-and-Hold 
Capacitor" pin. If control over open-loop gain is desired, based 
on AGe control potentials obtained during trial AGe operations, 
a FET input op amp should be used to buffer this node in order 
to avoid disturbing the hold operation. 

USING THE AD890 AS A PROGRAMMABLE GAIN 
AMPLIFffiR 
The AD890 is ideally suited for use as an accurate video pro
grammable gain amplifier. If the X4 buffers are utilized with the 
variable gain amplifier, nearly 60 dB of total gain is available at 
frequencies up to 100 MHz. The VGA gain and exponentiator 
scale factors are trimmed with respect to dc control potentials 
applied to the "Gain Set" pin. In this mode of operation (see 
Logic Assignments for bit pattern to be applied to the "Bit 0" 
and "Bit I" pins), a 0 V dc potential applied to the "Gain Set" 
pin will produce a nominal VGA gain of 30 dB. With an addi
tional 12.75 dB from each X4 buffer, total nominal gain is 
55 dB. Each 20 mV increment of voltage applied will produce a 
1 dB reduction in gain. A simple equation can be used to calcu
late the nominal gain of VGA in this mode: 

VGA Gain (dB) = (30 - V GAIN SET X SO) 

where V GAIN SET is in volts. 

~20~~-+~~~~4-~~4-4-4-H 
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Figure ". Frequency Response of VGA Gain for Different 
Gain Set Voltages 

OPERATION WITH +5 V, +12 V SUPPLIES 
Operation with +5 V (±0.5 V) and + 12 V (±0.6 V) supplies is 
readily achieved. Figure 12 shows the AD890 configured for 
+5 V, + 12 V operation. The analog and digital grounds must 
be connected to the + 5 V line or to an available center tap of 
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Figure 12. AD890 Connection for +5 V, + 12 V Operation 

the + 12 V supply. Thus connected, a current of approximately 
30 rnA will flow in this line under normal operation. The input 
clamping action occurs with respect to this line, increasing its 
current by an addition81 12 rnA or so. 

Both the +5 V and + 12 V supplies should be RF bypassed to 
ground with at least two capacitors: values of 0.1 ILF and 
0.01 ILF are recommended. In addition, some higher level of 
decoupling capacitance such as 3.3 ILF value may be desirable. 
Next, insert two 100 rnA diodes in series with the + 12 V sup
ply. This helps to reduce overdissipation in the chip. Power 
supply decoupling should occur on the circuit side of the diode 
network. 

Finally, mode control is achieved by using open collector drivers 
and resistors as shown; 5.1 V Zener diodes can be substituted 
for resistors Rl and R2. Internal diode clamping in the AD890 
permits this mode of operation. 

The mode switching times will be affected by resistor values 
chosen; this is due to the RC time constants formed by the re
sistors in conjunction with the input capacitance of the chip 
package. 

INTEGRATING WITH THE AD891 RIGID DISK DRIVE 
DATA QUALIFIER 
Figure 13 shows a typical application using the AD890 and 
AD891 connected together to create a 30 MHz channel (cerdip 
connections shown). This circuit includes a 5-pole 30 MHz 
Gaussian-to-6 dB transitional fllter plus a second-order RLC 
time domain equalizer. A typical second-order, fully differential, 
passive delay-line differentiator interface for the AD891 is also 
included. (For a more detailed description of the delay-line dif
ferentiator, see the AD891 data sheet.) The analog and digital 
grounds should be connected at the power supply common. 
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Figure 13. Typical AD890lADB91 Connection for a 30 MHz Channel 

USING EQUALIZERS WITH THE AD890 
The AD890 is ideal for applications where equalization is em
ployed. The X4 buffer output drivers are designed to operate 
into 200 n loads, making tapped delay-line designs easy. Sum 
and differencing of different tap weights can be achieved by 
simple resistive dividers. 

As an alternative, a simple RLC network can be implemented to 
provide a low cost, fully differential alternative to the three-tap, 
tapped delay-line equalizer which often is used for pulse slim
ming. Essentially, the equalizer shown in Figure 14 consists of 
an RC lattice, which provides the magnitude characteristic, to
gether with an LR shunt section which acts to define the overall 
passband group delay and the ratio of minimum to maximum 
gains within the passband. 

The network shown approximates a function of the form: 

F(wT) = l-k cos WT, where k = 0.6, and T = 36 ns. 

The circuit is optimized for a 120 ns transition PW50. Altering 
the 953 n resistor and the 24 IJ.li inductor can change both k 
and T, permitting cylinder dependent equalization to be per
formed, thus minimizing problems of overequalization. To 
alter k, the ratio of the 1.1 kn and 953 n resistors should be 
changed. To alter T, the reactive element should be scaled pro
portionally. The equalizer in Figure 13 is optimized for k = 0.6 
and T = 12 ns. ' 

O.1p.F 
SkU 

1kU 

953U 

2.2pF 

NoH 

1kU 

SkU 

Figure 14. RLC Equalizer 

It is important to note the benefits of fully differential (as op
posed to single-ended) operation: (1) reduced harmonic distor
tion due to symmetric operation; (2) improved power supply 
noise rejection; (3) less insenion loss, allowing for reduced gain 
and, hence, improved distortion in stages prior to the equalizer. 

The magnitude and group delay characteristics of this equalizer 
are shown in Figures 15 and 16, respectively. 
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Figure 16. RLC Equalizer Group Delay Response 

CHOICE OF LOW PASS FILTER WITH THE 
RECOMMENDED EQUALIZER 
A fifth order, Gaussian-to-6 dB transitional filter is recom
mended for use with the equalizer. Such a low pass filter is 
shown in Figure 17. Low group delay ripple and high out-of
band rejection make this design work well with the recom
mended equalizer and the differentiator specified in the AD891 
data sheet. The recommended location for the low pass filter is 
between the VGA and first X4 buffer. The equalizer should be 
placed between the first and second X4 buffers. This minimizes 
the potential for oscillations induced by interstage parasitic 
feedback. 

The magnitude and group delay characteristics of this filter are 
shown in Figures 18 and 19, respectively. 
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Figure 17. 5th Order Gaussian-to-6 dB Transitional Filter 
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FEATURES 
Three Matched, Offset-Trimmed Comparators 
3.1 ns (typl Comparator Propagation Delay 
ECl logic Permits 50 Mb/s Transfer Rates 
6.8 ns Delay (typl from Inputs to Data Output 
500 ps (typl Additional Pulse Pairing 
Temperature-Compensated Operation 
Compatible with 10 KH ECl logic 
Two Temperature-Compensated One-Shots 
One-Shot Periods Set Using External Resistors 

PRODUCT DESCRIPTION 
The AD891 disk channel qualifier is intended as a companion 
chip to the AD890 wideband channel processor. Together, they 
comprise a sophisticated package, capable of recovering binary 
information from differentiating channels with transfer rates in 
excess of 50 megabits per second. 

The AD891 provides both level and time-domain qualification. 
Level qualification is performed on alternating half cycles of the 
data waveform using a user-defmed threshold level which is ap
plied to each of two 3.1 ns propagation delay comparators. This 
technique prevents single bit errors from being propagated into 
two bit errors. A third comparator is used to provide zero
crossing detection. Factory trimmed offsets and a careful inter
nallayout ensure symmetric operation and low pulse pairing 
with a differential input waveform. 

An external RLC passive delay-line differentiator should be used 
with the AD891; the design for a typical network is specified in 
detail in the applications section of this data sheet. The use of 
an external network permits equal delay times through both the 
differentiated and undifferentiated signal paths, thus ensuring 
correct centering of the qualification windows. Using the recom
mended external network also helps ensure optimal signal pass
band flatness and dispersion. 

The outputs from the amplitude-qualification comparators are 
applied to the "D" inputs of two master-slave D-type flip-flops 

DIGITAL 
GND 

Rigid Disk Data 
Channel Qualifier 

AD891 I 
AD891 FUNCTIONAL BLOCK DIAGRAM 

Cerdip (Q) Package 

LEVEL 
IN+ 

Vee 

OUTPUT 
PULSE SET 

which are then clocked by the outputs from the zero-crossing 
comparator. Each valid zero-crossing event causes a one-shot 
with a user-definable period to be triggered. This disables the 
operation of the flip-flops, thus preventing the detection of addi
tional zero-crossing events during the one-shot period. 

Simultaneously, an output one-shot is activated, the leading 
edge of which is synchronous with the change in the flip-flop 
outputs. The period of this one-shot is also user-definable and is 
intended to ensure adequate output pulse duration for transmis
sion within the external environment. Each one-shot requires a 
single metal-film resistor to set its period. All one-shots have 
trimmed pulse periods; temperature stability is maintained by 
the use of an internal bandgap reference. 

The AD891's internal logic consists of temperature-compensated 
reduced-swing ECL which exhibits typical propagation delays of 
600 ps per gate. The output data conforms to standard 10 KH 
ECL logic levels. The AD891 can drive a properly terminated 
75 n transmission line. 

The AD891 is specified to operate over the commercial (0 to 
+ 70°C) temperature range. It is available either in a 14-pin cer
dip package or in a 20-pin PLCC package. 
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SPECIFICATIONS (@ + 25°C and 5 V dc, unless otherwise noted) 

Model AD891J 
Conditions Min Typ Max Units " " 

COMPARATOR SPECIFICATIONS 
Propagation Delay 20 m V Overdrive 3.3 ns 

200 mV Overdrive 3.1 ns 
Comparator Mismatch 300 ps 
Input Offset Voltage 0.25 1.0 mV 
Noise Induced Offset Voltage 108 Error Rate ±300 ,...V 
Input Offset Current 100 nA 
Input Bias Current 1.6 3 ,...A 
Open-Loop Gain f = 10 MHz 66 dB 
Input Resistance Differential 500 kO 
Input Capacitance Differential 1 5 pF 
Input Common-Mode Range Referred to Digital GND -1.5 +2.2 V 

INTERNAL LOGIC SPECIFICATIONS 
Logic" 1" Level -0.98 -0.85 -0.81 V 
Logic "0" Level -1.95 -1.85 -1.63 V 
Rise Time 1.2 ns 
Fall Time 1.0 ns 
D-Type Flip-Flops 

Clock - Q Delay 1.3 ns 
Clock - Q Delay 1.2 ns 
Reset - Q Delay 0.6 ns 
Reset - Q Delay 0.55 ns 

ONE-SHOT SPECIFICATIONS 
Resistor Scaling' One-Shot Pulse = 7+ 3.1 RSET 
Pulse Duration RSET = R.ru.. to R.n.. 9 180 ns 

RSET = 30 kO 95 100 lOS ns 
RSET = 10 kO 35 38 41 ns 

Resistor Range RSET = R.ru.. to R.n.. 0.75 56 kO 

EXTERNAL LOGIC SPECIFICATIONS2 TJ = +25·C 
Output Logic "1" -0.98 -0.85 -0.81 V 
Output Logic "0" -1.95 -1.85 -1.63 V 
Rise Time 1.4 ns 
Fall Time 1.2 ns 

DATA THROUGHPUT SPECIFICATIONS 
Propagation Delayl Differentiator Input 

to Data Output 6.8 ns 
Additional Pulse pairing4 200 m V Overdrive 

5 ns Input Rise Time 0 500 1000 ps 
Max Transfer Rate 50 Mb/s 
Min Transfer RateS 1 Mb/s 

POWER SUPPLY REQUIREMENTS 
Operating Range 

Vee 4.5 5.0 5.5 V 
VEE -4.68 -5.2 -5.72 V 

Quiescent Current Tmbl to Tmax 
Vee 15 23 35 rnA 
VEE 55 68 85 rnA 

NOTES 
'One-shot pulse in ns; RsET specified in kO. 
2Logic specifications obtained for the "Data +" and "Data -" outputs using I to pull-down resistors tied to V BE and loon resistors connected to - 2 V. 
3Propagation delay is measured from the zero-crossing comparator input to the "Data +" output with 200 mV overdrive. 
'Measurements were performed using a ±IOO mV square wave having a rise time under 5 ns; this was applied to the input of the zero-crossing comparator. The 
resultant pulse pairing is the difference in delay times for two consecutive output pulses. 

5The minimum transfer rate is limited only by the maximum recommended one-shot period of 180 DS. 

Specifications subject to change without notice. 

Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing quality levels. All min 
and max specifications are guaranteed, although only those shown in boldface are tested on all production units. 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage .......................... ±7.S V 
Comparator Differential Input Voltage ........... ±S.6 V 
Storage Temperature Range P, Q ........ -6SoC to + lS0·C 
Operating Temperature Range2 

AD891P, AD891Q .................... 0 to +70·C 
Lead Temperature Range (Soldering 60 sec) ....... + 300·C 

AD891 
NOTES 
IStresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage [0 the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indicated 
in the operational section of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability . 

'20-pin PLCC package: 81A = + 70°CIWat!; 
l4'pin cerdip package: 81A = + 10SoClWat!. 

PIN CONFIGURATIONS 

LEVEL 
IN -

DIGITAL 
GND 

14-Pin Cerdip (Q) Package 

Model No. 

AD891JQ 
AD89lJP 

LEVEL 
IN+ 

DIGITAL 
GND 

Vee 

OUTPUT 
PULSE SET 

LEVEL 
IN-

ORDERING GUIDE* 

20-Pin PLCC (P) Package 

LEVEL 
DIFF- NC IN+ AMP + 

DIGITAL DATA+ DATA- NC OUTPUT 
GND PULSE SET 

Description Package Option 

14-Pin Cerdip 
20-Pin PLCC 

Q-14 
P-20A 

·See Section 20 for package outline information. 

DIGITAL 
GND 

FILTER 
TIME SET 
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Typical Characteristics (@ +25°C with :1:5 V Supplies) 
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THEORY OF OPERATION 
The AD891 consists of three comparators, two D-type flip-flops, 
an internal bandgap reference and a pair of externally adjustable 
one-shots. Two comparators are used to provide data amplitude 
qualification, and the third acts as a zero-crossing detector when 
used with an external passive differentiator circuit. (Refer to the 
AD891 block diagram and Figure 11.) 

Figure 10 illustrates the operation of the AD89I, using the rec
ommended passive delay-line differentiator described in the fol
lowing section. Sequence "A" represents the pattern written on 
the disk where a logic "1" is a change in magnetic state. Each 
change in magnetic state results in an output pulse. The analog 
input to the AD891 consists of a sequence of alternating pulses 
"B." The data pattern shown is worst case for a 1-7 code input. 
"C" represents the output waveform from the external differen
tiator, such that the points at which zero-crossings occur corre
spond to the peaks of the analog input "B." Sequence "D" 
shows the output from the zero-crossing comparator. Changes in 
state of this output are used to clock the two internal D-type 

WRITE DATA 

ANALOG INPUT 
TO AD891 

DIFFERENTIATOR 
OUTPUT 

(INPUT TO ZERO-CROSSING 
COMPARATOR) 

ZERO-CROSSING 
COMPARATOR OUTPUT 

THRESHOLD COMPARISON 
OUTPUTS 

AD891 OUTPUT 
(DATA +/DATA -) 

BIT CELL 

Applying the AD891 
flip-flops. The flip-flops are enabled using the output "E" from 
the positive and negative threshold comparators, such that the 
flip-flop outputs change state only when the analog input ex
ceeds the programmed threshold levels (positive or negative). 
When the threshold levels are exceeded and a zero-crossing 
event occurs, the flip-flops change state, producing an output 
pulse "F." The duration of this pulse, seen at the Data+/Data
outputs, is set using an external resistor, as is the internal time
out which is used to prevent noise induced retriggering. The 
final output data sequence is shown in "G." As can be seen, 
despite inflections in the analog input, the data is correctly de
tected and the output is a time-shifted version of the write data. 

Since the 1-7 code input is the most demanding of the popular 
encoding schemes to qualify, the AD891 is clearly suitable for 
other codes, such as MFM and 2-7. The recommended time 
domain filter one-shot period for MF M and 1-7 code is equal to 
75% of the bit cell clock period. For 2-7 code the one-shot pe
riod can be increased to 150% of the bit cell clock period. 

-'" ~ "C" ~ 

"E" 

"F" 

OUTPUT DATA 

~UNKNOWN 

o o 0000000 o o 0 o "G" 

~ STATE 

Figure 10. AD891 Operation for Worst Case 1-7 Code Pattern 
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DESIGN . CONSIDERATIONS 
In designing a suitable passive delay-line differentiator, either 
the fully differential (Figure lIa) or single-ended (Figure lIb) 
configuration can be used. The equations governing component 
selection for both co~ections are as shown. 

If the single-ended configuration is employed, then the inputs to 
the negative half-cycle . comparator need to be biased such that 
the comparator is turned off. This can be accomplished by plac
ing the "Amp-" input at a potential at least 100 mV more neg
ative than the "Level In-" input. The "Amp-" pin may be 
connected to the "VEE" pin and the "Level In-" pin may be 
connected to the "Digital GND" pin, provided that the poten
tial difference does not exceed 5.6 volts, which is the absolute 
maximum differential input rating of the device. 

Good RF layout practice should be obeyed, with decoupling net
works of 0.1 ,...F in parallel with 0.01 ,...F at both the "V cc" and 
"VEE" pins. A ground plane should be used extensively. Two 
digital grounds are supplied: Pin 12 is for the internal logic 
while Pin 5 is provided for the "Data" outputs only. (These 
pins are for the cerdip package; the corresponding PLCC pack
age pins are 17 and 9, respectively.) The fIlter time and output 
pulse setting resistors should be tied, as directly as possible, to 
the "Digital GND" pin. 

DIFFERENTIAL 
INPUT 

AMP+ 

LEVEL IN+ 

Lo DIFf+ 

RD 

RD 

Lo DIFF-

LEVEL IN-

AMP-

TO 
POSITIVE 

+ HAlF·CYClE 
COMPARATOR 

+ 

TO 
ZERO-CROSSING 
COMPARATOR 

TO 
NEGATIVE 

HALF·CYCLE 

+ COMPARATOR 

Figure 11a. Fully Differential Configuration of Passive 
Delay-Line Differentiator 

The "Data-" and "Data+" pins require pull-down resistors to 
"VEE" as per normal practice in ECL. The use of 30 kO re
sistors connected between the "Filter Time Set" and "Output 
Pulse Set" pins and digital ground will produce a nominal 
100 ns one-shot period; 10 kO resistors will nominally produce 
38 ils line-shot periods. The timing of the two one-shots may be 
set independently. 

For best performance, the three input comparators should be 
operated at a common-mode potential close to digital ground. 
The digital ground should be connected to the analog ground as 
near to the power supply as possible to minimize noise injection. 

INTEGRATING WITH THEAD890 WIDEBAND 
CHANNEL PROCESSING ELEMENT 
Figure 12 shows atypical application using the AD891 and 
AD890 connected together to create a 30 MHz channel (cerdip 
connections shown). This circuit includes as-pole 30 MHz 
Gaussian-to-6 dB. transitional fIlter plus a second-order RLC 
time domain equ:iJizer. The fully differential passive delay-line 
differentiator previously discussed is also included. The analog 
and digital grounds should be connected only to the power sup
ply common. 

M~PU~ 
SINGLE ENDED 

INPUT 

TO 
ANALOG GND _------' 

r-____ -=AM~P~+~ ____ + 

TO POSITIVE HALF·CVCLE 
r-.:;:LE",VEL='N:.;:+ __ COMPARATOR 

LD DIFF+ 
I-~YV'-~ __ "+ 

OIFF-

RD ,RD 

TO 
ZERO-CROSSING 

DETECTOR 

TO 
THRESHOLD 

Figure 11b. Single-Ended Configuration of Passive Delay
Line Differentiator 

RECOMMENDED COMPONENTS 

fo = 1 
2'ITVLo Co 

f = 1.5 Times the 
Maximum Desired 
Differentiated 
Frequency 

Ro Minimum Value: 120 0 
150 0 or Greater Is Recommended 

1.3 (Best Magnitude Response) -=K -= 1. 7 (Best Group Delay Response) 
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200 

O.1J1.F 

50 MHz - 3dB POINT 

5TH ORDER GAUSSIAN· TO-6dB 

O.62,...H 

* DIGITAlGND 

~ANALOGGND 

4OnsPW50 
RLC EQUALIZER 

733 

SET GAIN 
CONTROL 
VOLTAGE 

5k 

5k 

667 2.2pF 

2.2pF 

4k 750 

-5V 

AD891 

DATA 
OUT 

}---<>.n. 
15ns 

.)-10---+-0 PULSE 

1k 1k 

-5V 

Figure 12. Typical AD890lAD891 Connection for a 30 MHz Channel 

OPERATION WITH +5 V, +12 V SUPPLIES 
Operation with +5 V (±0.5 V) and + 12 V (±0.6 V) supplies is 
readily achieved. The digital ground pins must be connected to 
the + 5 V line or to an available center tap of the + 12 V supply. 
The specified output EeL logic levels are therefore referred to 
the +5 V supply. Pull-down resistors for the "Data+" and 
"Data-" pins should be connected to VEE' Thus connected, a 
current of approximately 23 rnA will flow in the +5 V supply 
under normal operation. 

In order to ensure correct comparator operation, a pair of 
100 rnA diodes should be added in series with the + 12 V supply 
which is connected to the V cc terminal. This connection is 
shown in Figure 13 (shown for cerdip package). 

Both the +5 V and + 12 V supplies should be RF bypassed to 
ground; the values of 0.1 fLF and 0.01 fLF in parallel are recom
mended. In addition, some higher value of decoupling capaci
tance - such as 3.3 fLF - may be desirable. This decoupling 
should be applied directly at the AD891 "Vee" and "Digital 
GND" pins. Finally, the common-mode range for the compara
tors is now referred to the + 5 V supply line, and care must be 
taken to operate within the common-mode limits. 

lN4001 
,---..... -t-----jcI--tcl------<>+ l2V 

~.-....... --t--o+5V 

)-----"t--o OATA + 

1)---~--+--oDATA -

1kH 1kU 

Figure 13. AD891 Connection for +5 V, + 12 V Operation 
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RESPONSE CHARACTERISTICS OF THE FULLY 
DIFFERENTIAL DELAY-LINE DIFFERENTIATOR 
Figures 14 through 17 show typical performance to be expected 
from the recommended passive, fully differential, delay-line dif
ferentiator previously discussed. Figures 14 and 15 depict mag-
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nitude and phase response for the undifferentiated output, re
spectively. Figure 16 shows magnitude response for the 
differentiated output, and Figure 17 shows phase error between 
the two outputs. 
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11IIIIIIII ANALOG 
L.IIII DEVICES 

FEATURES 
Three Matched, Offset-Trimmed Comparators 
ECl logic Permits 50 Mb/s Transfer Rates 
Three levels of Data Qualification 

Amplitude 
Time Above Threshold 
Polarity of Data 

100 ps Typical Additional Pulse Pairing 
Temperature Compensated Operation 
Compatible with 10KH ECl logic 
One-Shot Period Set Using External Resistor 
Time Above Threshold Qualification Set Using an 

External Resistor 

PRODUCT DESCRIPTION 
The AD891A disk channel qualifier is intended as a companion 
chip to the AD890 wideband channel processor. Together, they 
comprise a sophisticated package, capable of recovering binary 
information from differentiating channels with transfer rates in 
excess of 50 megabits per second. 

The AD891A provides three levels of data qualification. Level 
qualification is performed on alternating half-cycles of the data 
waveform using a user-defined threshold level which is applied 
to each of two comparators. The outputs of each comparator 
drive a user-programmable "resettable" delay-line. The "resetta
ble" delay-line function allows the user to define the minintum 
time a data pulse must exceed the amplitude qualification level 
before a zero-crossing can be detected. The resettable delay-lines 
drive NAND gated flip-flops. A third zero-crossing comparator 
is employed to clock the NAND gated flip-flop. The NAND
gated flip-flop in turn drives the second flip-flop. The second 
flip-flop feeds back to the input of the NAND-gated flip-flop. 
The toggle action of the second flip-flop, therefore, provides 
alternate polarity data qualification. To ensure symmetric opera
tion and low pulse pairing, all three comparators have trimmed 
offsets. 

An external RLC passive delay-lineldifferentiator should be used 
with the AD891A; the design for a typical network is specified 
in detail in the applications section of this data sheet. The use of 
an external network permits equal delay tintes through both the 

50 Mb/s Rigid Disk 
Data Qualifier 

AD891A I 
AD891A FUNCTIONAL BLOCK DIAGRAM 

DIFF+ 

LEVEL 
IN. 

AMP+ 

OUTPUT 
PULSE SET 

I=====~-l DATA- .. 
differentiated and undifferentiated signal paths, thus ensuring _ 
correct centering of the qualification windows. Using the recom-
mended external network also helps ensure optimal signal pass-
band flatness and dispersion. 

Each valid data pulse causes a one-shot to generate a pulse with 
a user-defmed width. During the one-shot period the NAND
gated flip-flop is disabled, preventing detection of additional 
zero-crossing events. The one-shot also drives the ECL "Data 
Output" driver. The one-shot requires a single metal-film resis
tor to set its pulse width. Temperature stability is maintained by 
the use of an internal bandgap reference. 

The AD891A's internal logic consists of temperature
compensated reduced-swing ECL which exhibits typical propa
gation delays of 600 ps per gate. The output data conforms to 
standard 10KH ECL logic levels. The AD891A can drive a 
properly terminated 75 n transmission line. 

The AD891A is specified to operate over the commercial (0 to 
+ 70°C) temperature range. It is available in a 20-pin PLCC 
package (samples are available in a 14-pin side braze package). 
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SPECIFICATIONS (@ +25°C and +5 Y, -5.2 Y dc, unless othelWise noted) 

AD891AJ 
Parameter Conditiou Min Typ Max 

COMPARATOR SPECIFICATIONS 
Input Offset Voltage 0.25 1.0 
Input Offset Current 100 
Input Bias Current 1.6 3.0 
Open Loop Gain f=10MHz 66 
Input Resistance Differential 500 
Input Capacitance Differential 1 5 
Input Common Mode Range Referred to Digital GND -1.5 +2.2 

RESEITABLE DELAY·LINE SPECIFICATIONS 
Resiator Scalingl Delay - 2 + 5 X RSET 
Pulse Duration RsET = 1 kG 5 

I 
7 12 

RSET = 5 kG 18 27 36 
Resistor Range RSET = Rmln to R....x 0.30 33 

OUTPUT ONE·SHOT SPECIFICATIONS 
Resistor Scalingl One-Shot Pulse - 3 + 5 X RSET 
Pulse Duration RSET = 4kG 17 

RSET = 10 kG 40 
Resistor Range RSET = Rmln to Rmax 0.60 

EXTERNAL LOGIC SPECIFlCATIONS2 

Output Logic "I" -0.98 
Output Logic "0" -1.95 
Rise Time 
Fall Time 

DATA THROUGHPUT SPECIFICATIONS 
Propagation Delay3 Differentiator Input 

to 10% of Data Output 
Additional Pulse Pairing4 200 mV Overdrive 

5 ns Input Rise Time 
Max Transfer Rate 50 

POWER SUPPLY REQUIREMENTS 
Operating Range V cc +4.5 
Operating Range VEE -4.68 
Quiescent Current Tmin to Tmax 

Icc 12 
lEE -40 

NOTES 
'RoOT specifted in ko. 
2Logic specifications obtained for the "Data +" and "Data -" outpUts using 50 n pull down to - 2.0 volts. 
'Propagation delay is I1le8S1IRd from the zero crossing comparator input to the "Data + .. output with 200 m V overdrive. 

23 31 
53 72 

33 

-0.85 -0.81 
-1.85 -1.63 
1.4 
1.2 

6.0 

100 1000 

+5.5 
-5.72 

16 30 
-55 -SO 

Units 

mV 
nA 
JLA 
dB 
kG 
pF 
V 

ns 
ns 
ns 
kG 

ns 
ns 
ns 
kG 

V 
V 
ns 
ns 

ns 

ps 
Mb/s 

V 
V 

rnA 
rnA 

"Measurements were performed using a ±100 mV square wave baving a rise time uuder 5 os; this was applied to the input of the zero crossing comparator. The 
resultant pulse pairing is the difference in delay times for two consecutive output pulses. 
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ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage .......................... ±7.S V 
Comparator Differential Input Voltage ........... ±S.6 V 
Storage Temperature Range P, Q ........ -6SoC to + ISO°C 
Operating Temperature Range2 

AD891AJP, AD891AJD ................ 0 to +70°C 
Lead Temperature Range (Soldering 60 sec) ........ 300°C 

AD891A 
NOTES 
lSttesses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

'2G-pin PLCC package: ale ~ 70°CIWatt; 
l4-pin side brazed package (samples only): alA ~ 10SOClWatt. 

PIN CONFIGURATIONS 

LEVEL 
IN-

DIGITAL 
GND 

14-Pin Side Brazed Package (D) 

Model 

AMP. 

DIGITAL 
GND 

OUTPUT 
PULSE SET 

DELAY 
nMESET 

LEVEL 
IN-

ORDERING GUIDE* 

Package 

20-Pin PLCC 

20-Pin PLCC Package (P) 

LEVEL 
DIFF- NC IN+ 

DIGITAL DATA+ 
GND 

Package 
Option 

He DELAY 
TIME SET 

AD891AJP 
AD891AJD 14-Pin Side Brazed (Samples Only) 

P-20A 
D-14 

*See Section 20 for package outline information. 
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Typical Characteristics (@ +25°C with +5 Y, -5.2 V Supplies) 
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THEORY OF OPERATION 
The AD891A consists of three comparators, a pair of externally 
adjustable "resettable" delay-lines, four NAND gates, two D
type flip-flops, an internal bandgap reference and an externally 
adjustable one-shot (refer to the AD891A block diagram). 

Figure 10 illustrates the operation of the AD89lA, using the 
recommended passive delay-lineJdifferentiator described in the 
following section. Sequence" A" represents the pattern written 
on the disk, where a logic" 1" is a change in magnetic state. 
Each change in magnetic state results in an output pulse. the 
analog input to the AD89lA consists of a sequence of alternat
ing pulses "B." The data pattern shown is for worst case RLL 
1-7 code input. The AD89lA requires that the analog data 
input pass three criteria in order to qualify a signal and produce 
an output bit. The triple data qualification requirement signifi
cantly reduces errors by ensuring that noise will not be 
misinterpreted. 

The first data qualification criteria is signal amplitude and is 
accomplished through the use of two amplitude threshold com
parators. The outputs of each comparator drive a "resettable" 
delay-line. The "resettable" delay-line implements the second 
valid-data criteria: minimum time above valid-signal threshold 
before a zero-crossing can be detected. The minimum time 
above valid-signal threshold is set through an external resistor. 
The output of the "resettable" delay-line is then used to deter
mine if the data exhibits the correct polarity, the third data 

Applying the AD891 A 
qualification criteria. To determine if the data exhibits the cor
rect polarity, a D-type flip-flop is used. The flip-flop is toggled 
with each valid data pulse, thereby, ensuring an alternate polar
ity qualification for each valid incoming data bit. 

"C" represents the output waveform from the external differen
tiator, such that the points at which zero-crossings occur corre
spond to the peaks of the analog input "B." Sequence "D" 
shows the output from the zero-crossing comparator. Changes in 
state of this output are used to clock an internal D-type flip
flop. The flip-flop is enabled using the output from the data 
polarity check, such that the flip-flop output changes state only 
when all three of the data qualification criteria, described ear
lier, have been satisfied. If all three data qualification criteria 
were met, and a zero-crossing event occurs, the flip-flop changes 
state, producing an output pulse "E." The duration of this 
pulse, seen at the Data +/Data - outputs, is set using an exter
nal resistor. The one-shot also triggers the second D-type flip
flop, toggling the required valid-data polarity. The final output 
data sequence is shown in "F." As can be seen, despite inflec
tions in the analog input, the data is correctly detected and the 
output is a reconstructed version of the write data. 

Since the 1-7 code input is the most demanding of the popular 
encoding schemes to qualify, the AD89lA easily handles such 
other codes as MFM and RLL 2-7. 

STORED DATA o 1 0 1 0 0 000 0 0 1 0 1 001 0 1 "A" 
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TO AMPLITUDE 

COMPARATORS OF 
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OUTPUT (INPUT TO 
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COMPARATOR) 
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COMPARATOR OUTPUT 
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COMPARATOR OUTPUT 
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Figure 10. AD891A Operation for Worst Case 1-7 RLL Code 
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DESIGN CONSIDERATIONS 
In designing a suitable passive delay-line differentiator, either 
the fully differential (Figure lla) or single-ended (Figure lIb) 
configuration can be used. The equations governing component 
selection for both connections are as shown. 
r 

If the single-ended configuration is employed, then the inputs to 
the negative half -cycle comparator need to be biased such that 
the comparator is turned off. This can be accomplished by plac
ing the "Amp -" input at a potential at least 100 mV more neg
ative than the "Level In -" input. The "Amp -" pin may be 
connected to the "VEE" pin and the "Level In -" pin may be 
connected to the "Digital GND" pin, provided that the poten
tial difference does not exceed 5.6 volts, which is the absolute 
maximum differential input rating of the device. 

Good RF layout practice should be obeyed, with decoupling net
works of 0.1 jLF in parallel with 0.01 jLF at both the "V cc" and 
"VEE" pins. A ground plane should be used extensively. Two 
digital grounds are supplied: Pin 17 is for the internal logic 
while Pin 9 is provided for the "Data" outputs only. (These 
pins are for the PLCC package; the corresponding Side Braze 
package pins are 12 and 5, respectively.) The "resettable" delay
line and output pulse setting resistors should be tied, as directly 
as possible, to the "VEE" pin . 

rv 
/' 

DIFFERENTIAL 
INPUT 

" .J' 

TO 
ANALOG 

GND 

...-__ A::::M:::P....:+ __ ... + TO POSITIVE 

HALF·CYCLE 
COMPARATOR 

DIFF+ 

TO 
ZERO CROSSING 
COMPARATOR 

OIFF-

TO 
NEGATIVE 

'--__ -'A::::M:::P_-__ + C':,A~:~~~;~R 

Figure 11a. Fully Differential Configuration of Passive 
Delay-Line Differentiator 

The "Data -" and "Data +" pins require pull-down resistors 
to "V BE" as per normal practice in ECL. The use of a 4 kn 
resistors connected between the "Output Pulse Set" pin and 
"V BE" will produce a nominal 23 ns one-shot pulse width; 
10 kn resistors will nominally produce 53 ns one-shot pulse 
width. A 7 ns minimum time above threshold qualification may 
be implemented with a 1 kn resistor connected between the 
"Delay Set" pin and "VEE'" 

For best performance, the three input comparators should be 
operated at a common mode potential close to digital ground. 
The digital ground should be connected to the analog ground as 
near to the power supply as possible, to minimize noise 
injection. 

INTEGRATING WITH THE AD890 WIDEBAND 
CHANNEL PROCESSING ELEMENT 
Figure 12 shows a typical application using the AD891AJP and 
AD890JP connected together to create a 30 MHz channel. This 
circuit includes a 5-pole 30 MHz gaussian-to-6 dB transitional 
filter plus a second-order RLC time domain equalizer. The fully 
differential passive delay-line differentiator previously discussed 
is also included. The analog and digital grounds should be con
nected only to the power supply common. 

m CCOUPLING 

~~g~~ ---l 
INPUT 

TO 
ANALOG 

GND 

,..-__ A::::M",P...;+ __ ... + 

TO POSITIVE HALF-CYCLE 

~LEVELlN+ ~~~~::::::SING 
CD LD COMPARATOR 

DIFF-

2RD RD 2Ro 

TO 
THRESHOLD 

Figure 11b. Single-Ended Configuration of Passive Delay
Line Differentiator 

RECOMMENDED COMPONENTS 

fD 

RD 

1 

27rVLD CD 
fD = 1.5 Times the 

Maximum Desired 
Differentiated 
Frequency 

Ro Minimum Value: 120 n 
150 n or Greater is Recommended 

1. 3 (Best Magnitude Response) :s; K :s; 1. 7 (Best Group Delay Response) 

9-28 MASS STORAGE COMPONENTS 



SCMHz - 3dB POtHT 
5TH ORDER GAUSSIAN-TC-6dB 

INPUT 5.1pF 

+o-j~~-§--
O.1",F 10011 

:!,. DIGITAL GROUND 

-¢.. ANALOG GROUND 

4On.PW5C 
RLe EQUAUZER 

AD891A 

CATM OUTPUT 

Figure 12. Typical AD890lAD891A Connection for a 30 MHz Channel 

OPERATION WITH +5 V, +12 V SUPPLIES 
Operation with +5 V (±0.5 V) and + 12 V (±0.6 V) supplies is 
readily achieved. The digital ground pins must be connected to 
the + 5 V line. The specified output ECL logic levels are there
fore referred to the +5 V supply. PulJ-down resistors for the 
"Data +" and "Data -" pins should be connected to "VEE'" 
Thus connected, a current of approximately 23 rnA will flow in 
the + 5 V supply under normal operation. 

In order to ensure correct comparator operation, a pair of 
100 rnA diodes should be added in series with the + 12 V supply 
which is connected to the "Vee" terminal. This connection is 
shown in Figure 13 (shown for PLCC package). 

Both the +5 V and + 12 V supplies should be RF bypassed to 
ground; the values of 0.1 /-LF and 0.01 /-LF in paralJel are recom
mended. In addition, some higher value of decoupling capaci
tance - such as 3.3 /-LF - may be desirable. This decoupling 
should be applied directly at the AD891A "Vee" and "Digital 
GND" pins. Finally, the common mode range for the compara
tors is now referred to the + 5 V supply line and care must be 
taken to operate within the common mode limits. 

1N4001 

Figure 13. AD891AJP Connection for +5 V, + 12 V Opera
tion (+12 V ±5%, +5 V ±10%) 
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RESPONSE CHARACTERISTICS OF THE FULLY 
DIFFERENTIAL DELAY·LINE DIFFERENTIATOR 
Figures 14 through 17 show typical perfonnance to be expected 
from the recommended passive, fully differential, delay-line dif
ferentiator previously discussed. Figures 14 and 15 depict mag-
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nitude and phase response for the undifferentiated output, 
respectively. Figure 16 shows magnitude response for the differ
entiated output, and Figure 17 shows phase error between the 
two outputs. 
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FEATURES 
30 Mb/s Data Transfer Rate Capability (AD892E) 
25 Mb/s Data Transfer Rate Capability (AD892T) 
1 ns (max) Additional Pulse Pairing 
Two Versions 

Differential ECl Data Output (AD892E) 
TTL Data Output (AD892T) 

Variable Gain Amplifier with 30 dB max Gain and 
40 dB Control Range 

Two Gain of 4 RF Buffers with 200 n Differential-load 
Drive Capability 

0.2 dB/ms Typical Gain Drift in Hold Mode 
1 fl.S AGC Attack/Decay Times Using a 1000 pF 

External Capacitor 
Dynamic Input Clamp Ensures Fast Recovery after 

Write to Read Transients 
Two Matched Offset Trimmed Comparators 
One-Shot Pulse Width Set Using External Resistor 
Operates from +5 V and +12 V Supplies 

PRODUCT DESCRIPTION 
The AD892E1AD892T is a complete subsystem for recovering 
binary information from differentiating channels with transfer 
mtes up to 30 megabits per second. It is connected to the out
put of the head amplifier and perfonns the signal conditioning 
and the data qualification task with a minimum of external 
components. 

The AD892E1AD892T has the flexibility to perform both con
tinuous and sampled AGe functions; it is also ideal for embed
ded, dedicated, or mixed servo applications. Fast acquisition 
and low droop while in the hold mode allows for the AGe oper
ation to be performed within the sector header without compro
mising channel behavior when reading data. Two user-defined 
filter/equalizer stages may be employed, thus allowing maximum 
design flexibility. This greatly simplifies the design of the over
all channel chamcteristics. 

Three low offset, 50 MHz full-wave rectifiers are provided. One 
rectifier drives the internal sample-and-hold circuitry; this signal 
is available to the user to set the attack and decay chamcteris
tics of the sample and hold. The other two rectifier outputs are 
provided to generate the qualification level and to feed the single
ended passive differentiator. The threshold setting and differen
tiation is perfonned by an external RLC network. 

30 Mb/s Peak Detectors 
AD892E1AD892T I 

AD892E1AD892T FUNCTIONAL BLOCK DIAGRAM 

AMP 
COMP 

DlfF 
COMP 

RECT' 
OUTPUT 

RECTZ 
OUTPUT 

RECT3 
OUTPUT 

RECT 
INPUT 

The AD892E1AD892T provides both level and time-domain 
qualification. Level qualification is perfonned on half cycles of 
the rectified data waveform using a user-defined threshold level 
which is applied to the level qualification compamtor. The out
put of this comparator drives the data input of a master-slave 
flip-flop. A second, matched comparator detects zero-crossings 
and clocks the flip-flop. Each valid zero-crossing causes a time
domain filter one-shot to generate a pulse with a user-defmed 
period. During the one-shot period the flip-flop is disabled, pre
venting the detection of additional zero-crossing events. This 
technique prevents single-bit errors from being propagated into 
two-bit errors. The zero-crossing event also triggers an output 
one-shot, again with a user defmed pulse width. For maximum 
flexibility, the data output is a Schottky open-collector transistor 
with a separate digital ground to minimize digital feedthrough 
(AD892T) or differential EeL (AD892E). 

The AD892E1AD892T is available in a 44-pin plastic leaded 
chip carrier (PLee) and is specified to operate over the com
mercial (0 to + 70°C) temperature range. 
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SPECIFICATIONS (@ +25°C, +5 V, +12 V dc, unless otherwise noted) 

AD892EJ/AD892TJ 
Parameter Conditions Min Typ Max Units 

VARIABLE GAIN AMPLIFIER 
Maximum Gain' 28.5 30 31.5 dB 
- 3 dB Bandwidth Up to 40 dB Gain Reduction 50 MHz 
Input Voltage Noise o dB Gain Reduction 7 nV/YHz 
Input Signal Range Recommended p-p Differential 10 200 mV 
Input Resistance Differential 19.2 24 kn 
Input Capacitance Differential 1 5 pF 
Output Impedance Differential @ 1 MHz 25 n 
Harmonic Distortion o dB Gain Reduction 0.15 % 

26 dB Gain Reduction 1.5 % 
Output DC Level 6.7 V 
Control Range Set Gain Mode 36 40 dB 
Control Sensitivity Set Gain Mode (per 20 mV Input) -1 dB 
Control Linearity Set Gain Mode (26 dB VGA Range) ±0.5 dB 
VGA Level Set Input Range Set Gain Mode (for Specified Accuracy) 0 800 mV 

Nondestructive Input Range -0.3 V12 V 
VGA Level Set Input Current -50 I1A 

INPUT CLAMP' 
Turn-On Time 30 ns 
Turn-Off Time 200 ns 
Input Signal Attenuation 45 dB 
On-State Input Impedance Differential 28 n 

GAIN OF 4 BUFFER 
Nominal Gain 12.25 12.75 13.25 dB 
±3 dB Bandwidth 50 MHz 
Input Voltage Noise3 7 nV/YHz 
Input Resistance Differential 19.2 24 kn 
Input Capacitance Differential I 5 pF 
Input Common Mode Range Relative to Reference Voltage ±1 V 
Output Impedance Differential @ 1 MHz 10 n 
Harmonic Distortion 300mV Peak Output, 200 n Load 0.20 % 
Output Signal Level Recommended p-p Differential 1.3 V 
Output DC Level 5.75 V 

FULL WAVE RECTIFIER 
Input Signal Level p-p Differential 0.3 3 V 
- 3 dB Bandwidth 100mV-I V Peak Input 50 MHz 
Input Resistance Differential 3.2 4 kH 
Input Capacitance Differential I 5 pF 
Output Impedance Differential (a 1 MHz 15 H 
DC Offset4 Relative to Reference Voltage ±10 ±30 mV 
Reference Voltage Output 3.75 4.75 V 
Reference Voltage Output Current I mA 

AGC CONTROL SECTION 
Attack Time 26 dB Gain Step - 1000 pF CSAMPLE 1.0 I1s 

26 dB Gain Step - <50 pF CSAMPLE 120 ns 
Hold Droop 1 dB Gain Change - 1000 pF CSAMPLE 5 ms 
Dynamic Range AGe Acquire Mode 36 40 dB 
Control Sensitivity AGe Acquire Mode (per 10 mV Input) 40 mV 
AGe Level Set Input Range For Specified Accuracy 200 600 mV 

Nondestructive Input Range -0.3 Veoc V 
AGe Level Set Input Current -50 I1A 

MODE CONTROL SECTION (TTL COMPATIBLE) 
VlH 2.0 5.25 V 
VIL -0.3 0.8 V 
IlH 10 nA 
IlL 10 nA 
Mode Switching Times 50 ns 

LOGIC ASSIGNMENT BIT A BITB 
Input Clamp 0 0 
VGA Gain Set 0 1 
AGe Hold 1 0 
AGe Acquire 1 I 
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AD892E/AD892T 
AD892EJ/AD892TJ 

Parameter Conditions Min Typ Max 

COMPARATORS 
Input Offset Voltage 0.25 2.0 
Input Offset Current 100 
Input Bias Current 0.68 
Open Loop Gain f = 10 MHz 66 
Input Resistance Differential 500 
Input Capacitance Differential I 5 
Input Common Mode Range Referred to Digital Ground 2.8 +5 

OUTPUT/FILTER ONE-SHOT AD892T 
Resistor Scalings One-Shot Pulse ~ 1O+3.0xRsET 
Pulse Duration RSET = Rmin to Rmax 9 180 

RSET = 10 kO 31 38 45 
Resistor Range RSET = Rm;n to Rmax 0.75 56 

OUTPUT/FILTER ONE-SHOT AD892E 
Resistor ScalingS One-Shot Pulse '" 3.5+3.5xRsET 
Pulse Duration RSET = Rm;n to ~ 7 52 

RSET = 3 kO 9 14 19 
Resistor Range RSET = R.run to R.n.. I 14 

EXTERNAL LOGIC 
Data Output Level (AD892T) 4000 Pull-Up to +5 V 

Output Logic "I" User Defined (Open Collector Output) 
Output Logic "0" 0.25 0.5 

Data Output Level (AD892E) I kO Pull-Down to Ground 
Output Logic "I" 4.02 4.15 4.19 
Output Logic "0" 3.05 3.15 3.37 

DATA THROUGHPUT 
Propagation Delay6 Differentiator Input to Data Output 12.3 
Additional Pulse Pairing7 1000 
Max Transfer Rate (AD892T) 25 
Max Transfer Rate (AD892E) 30 

POWER SUPPLY REQUIREMENTS 
Supply Voltage V'2 10.8 12 13.2 
Supply Voltage Vs 4.5 5 5.5 
Quiescent Current 1'2 Tmin to Tmax 40 49 61 
Quiescent Current Is Tmin to Tmax 10 16 24 

ABSOLUTE MAXIMUM RATINGS' 
Supply Voltage V'2 14.5 
Supply Voltage V S 7.5 
RF Input Stage Differential Input Voltage -0.8 5.6 
Comparator Differential Input Voltage -0.8 5.6 
Storage Temperature Range -65 130 
Operating Temperature Range" 0 70 
Lead Temperature Range Soldering 60 Sec 300 

NOTES 
'Gain calibrated in gain set mode with 0 volts applied to the gain set pin. 
'Clamp operation is specified with a source impedance of 200 0 in series with 0.1 ILF. 
'Over the full SO MHz bandwidth of the AD892E1AD892T, the worst-ca .. rms signal-to-noise ratio is 40 dB or better with a 40 dB AGe range. 
"Measured using a 4 kfl resistor connected between qualifier threshold pin and ground; also between the differentiator pin and ground. 
'RSET specified in ill. 
6Propagation delay is measured from the zero crossing comparator input to the "Data Output" with 200 mV overdrive. 

Units 

mV 
nA 
fLA 
dB 
kO 
pF 
V 

ns 
ns 
ns 
kO 

ns 
ns 
ns 
kO 

V 

V 
V 

ns 
ps 
Mb/s 
Mb/s 

V 
V 
rnA 
rnA 

V 
V 
V 
V 
°C 
OC 
°C 

7Measurements were performed using a ± 100 mV square wave having a rise time under 5 OS; mis was applied to the input of the zero crossing comparator. The 
resultant pulse pairing is the difference in delay times for two consecutive output pulses. 

'Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other condition above those indicated in the operational section of this specification is not implied. Exposure to absolute 
rating conditions for extended period may affect device reliability. 

'44-pin PLCC package: 6'A = +6soCiwatt. 

Specifications in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing quality levels. All min 
and max specifications are guaranteed, although only those shown in boldface are tested on all production units. 

Specifications subject to change without notice. 
/ 
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Typical Characteristics(@ +25°C with +5 Y, +12 Y Supplies) 
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Typical Characteristics - AD892E1AD892T 
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CHANNEL PROCESSING STAGES· 
The VGA Staae 
The 30 dB variable gain stage input is bisSed at a potentisl of 
5.0 V above analog ground. No additional dc biss is required, 
but ac coupling is necessary. The biss voltage is maintained 
during normal operation and during operation of the read-after
write recovery clamp. 

The VGA differentisloutput stage is an emitter follower with 
nominal de bissing of 6.7 V. An internal 1.4 mA cUrrent source 
provides biss current to the output emitter followers. Output 
drive can be increased by an additional 1.4 mA by paralleling 
external resistors to the analog ground. However, caution should 
be exercised in order to avoid causing excess power dissipation 
for the package. The recommended output level for the VGA is 
300 mV POp differentisl into 200 0 loads. 

When the AD892E1 AD892T is used in the "VGA Set Gain" 
mode, Control Bit A = 0 (Pin 5) and Bit B = I (Pin 4), the 
VGA gain is programmable through the "VGA Level Set" pin 
(pin 11). The VGA gain and exponentiator scale factor are 
trimmed with respect to the dc control potential applied to the 
"VGA Level Set" pin. A 0 V potential applied to the "VGA 
Level Set" pin will produce a nominal VGA gain of 30 dB. Each 
20 mV increment of voltage applied will produce a I dB reduc
tion in VGA gain. Therefore, a simple equation can be used to 
calculate the nominal gain of the VGA in this mode: 

VGA Gain (dB) = 30 - (50 x VSETLEVELl 

The AD892E1AD892T offers a read-after-write overdrive 
protection clamp. The clamp mode, Control Bit A = 0 (Pin 5), 
Bit B = 0 (Pin 4), lowers the input impedsnce of the VGA from 
nominally 24 kO to 28 O. In order for the clamp to operate cor
rectly with an emitter driven input, a 50 0 minimum resistor 
should be placed in series with the input coupling capacitors. 
The input resistor can be uSed in conjunction with a shunt 
capacitor to limit the input bandwidth. For example, a 100 0 
series resistor with a 10 pF shunt capacitor will limit the input 
bandwidth to 75 MHz. When the VGA input is being driven by 
an open collector driver with resistive termination, no additional 
series resistors are required. 
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Figure 16. VGA Gain Reduction vs. Frequency 
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The x4 Buffers 
The inputs of these stages have on chip de bissing of 4.2 V (the 
internal reference voltage, V REF); therefore, no input biss cur
rent path needs to be provided. The inputs to the buffers should 
then be ac coupled. When not used, the inputs should be 
shorted together in order to avoid noise pickup and instability. 

The nominal dc output level is 5.75 V with an internal 2.9 mA 
pull down current source. Output drive can be increased in a 
similar manner to that described for the VGA stage. Therefore, 
output current can be increased by up to an additional 2.9 mA 
by paralleling external resistors to analog ground. As before, 
precautions to limit excessive overall power dissipation apply 
when steps are taken to increase the output drive capability. 
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Figure 17. x 4 Buffer Gain vs. Frequency (200 n in Series 
with 1 p.F Load) 

The Full Wave Rectifiers 
The inputs to the three full wave rectifiers are biased at an 
internal voltage of 5 V; therefore, only ac coupling is recom
mended. The full wave rectifier outputs consist of three nearly 
identical stages. All three employ emitter follower outputs. The 
nominal output voltage with zero input voltage is close to the 
reference voltage of 4.2 V (Pin 39). 

The rectified output to the sample-and-hold amplifier (Pin 34) 
has an internal 2.15 kO resistor in series with one diode tied to 
ground. This allows for accurate AGC operation in sinusoidal 
fields; however, if your application requires a peak-hold mode 
AGC operation, the AD892E1AD892T can be ordered with the 
resistor removed. 

The other two full wave rectifier outputs - one rectified signal 
to drive the differentiator network and another to derive the 
threshold for the peak detector - are connected directly to their 
respective emitter follower output stages. Neither output has a 
built in pull-down resistor. Therefore, to obtain a zero nominal 
offset, their quiescent currents must be matched. AlmA quies
cent current is recommended to ensure accurate operation. 



The AGC Sample and Hold 
When the AD892E1AD892T is used in the "AGC Acquire" 
mode, Control Bit A = 1 (Pin 5) and Bit B = 1 (Pin 4), the 
AGC level is programmable through the "AGC Level Set" 
pin (Pin 8). The AGC Level is defmed as the AVERAGE of 
the full wave rectifier output voltage (Pin 34). A 400 m V dc 
potential applied to the "AGC Level Set" pin will produce a 
nominal average AGC level of 200 mY. Each 10 mV increment! 
decrement of the applied "AGC level set" voltage will produce a 
5 m V increase/decrease in the average AGC level. Therefore, a 
simple equation can be used to calculate the nominal AGC level 
in this mode: 

AGe Level = 0.5 x VAGC LEVEL SET 

Without a peak hold capacitor at the full wave rectifier output 
for the sample-and-hold amplifier (Pin 34), accurate AGC opera
tion only occurs with sinusoidal input signals. If your applica
tion requires the AGC operation to use a peak hold scheme, the 
AD892E/AD892T can be ordered with the pull down resistor 
removed on the rectified signal output to the sample-and-hold 
amplifier (Pin 34). The removal of this resistor now allows the 
user to program the degree of peak hold, by applying a RC 
combination to the rectified signal output for the sample-and
hold amplifier. The addition of the capacitor alters the symme
try of the attack and decay rates of the rectifier, which is other
wise symmetric in operation. In order to ensure that the overall 
AGC response is the same for both high to low and low to high 
input level steps, it is necessary to make the rectifier attack and 
decay times at least a factor of two less than the AGC response 
time. 

The AGC acquire time is approximately I J.LS per 1000 pF of 
hold capacitor applied at Pin 22. A low leakage variety of hold 
capacitor, such as a silver mica, is necessary to ensure a low 
droop rate. The "VGA Level Set" pin should be tied to analog 
ground if not used. 

The AGC control potential is present at the "sample-and-hold 
capacitor" pin. If control over open loop gain is desired, based 
on AGC control potentials measured during trial AGC opera
tions, a FET input op amp should be used to buffer this node 
in order to avoid disturbing the hold operation. 
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Figure 18. AGC Attack/Decay vs. Capacitance 
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DATA QUALIFIER STAGES 
The data qualifier· section of the AD892E1AD892T consists of 
two comparators, one D-type flip-flop, an internal bandgap ref
erence and a pair of externally. adjustable one-shots. One com
parator is used to provide data amplitude qualification, while the 
other acts as a zero-crossing detector when used with an external 
passive differentiator circuit. 

Figure 19 illustrates the operation of the data qualifier using the 
recommended passive delay. line differentiator described in the 
Application section. Sequence "A" represents the pattern writ
ten on the disk where a Logic "1" is a change in magnetic state. 
Each change in magnetic state results in an output pulse. The 
analog input to the data qualifier consists of a sequence of recti
fied pulses "B." The data pattern shown is worst case for a 
RLL 1, 7 code input. "C" represents the output waveform from 
the external differentiator, such that the points at which zero
crossings occur correspond ~o the peaks of the analog input 
"B." Sequence "D" shows the ~utput from the zero-crossing 
comparator. Changes in state of this output are used to clock 
the internal D-type flip-flop. The flip-flop is enabled using the 
output "E" from the amplitude-threshold comparator. The 
amplitude-comparator output changes state only. when the ana
log input exceeds the programmed threshold level. When the 
threshold level is exceeded and· a zero-crossing event occurs, the 
flip-flop changes state, producing an output pulse "F." The 
duration of this pulse, seen at the "Data Output" pin (Pin 43), 
is set using an external resistor (applied between Pin 42 and V 5)' 
as is the internal time-out (a resistor applied between Pin 41 and 
V 5) which is used to prevent noise induced retriggering. The 
final output data sequence is shown in "G". As can be seen, 
despite inflections in the analog input, the data is correctly. 
detected and the output is a time-shifted version of the write 
data. 

Since the RLL 1, 7 code input is the most demanding of the 
popular encoding schemes to qualify., the AD892E1AD892T 
easily. handles such other codes as MFM and RLL 2, 7. 

GENERAL LAYOUT REQUIREMENTS 
The channel processing section of the AD892E1AD892T has 
almost 60 dB of tota! gain available at 50 MHz; Good RF lay.out 
must be used in the circuit board to avoid oscillations in the 150 
MHz to 350 MHz region. A single pOle RC filter applied at the 
input of each stage, with a cut-off in the region of 75 MHz to 
125 MHz, will help avoid oscillation problems. As a general 
rule, keep the connections to interstage components as short as 
possible; it is also recommended that any. low pass filtering that 
may. be required by. the sy.stem be performed between the VGA 
stage. and the first x 4 buffer amplifier. A ground plane should 
be used to surround· any. interstage components wherever possi
ble. If these simple rules are followed, stable operation should 
be assured. 

A parallel combination of 0.1 ,..F and 0.01 ,..F ceramic capaci
tors should be used as close to the supply. pins as possible, for 
both the + 12 V analog (Pin 18), + 12 V digital (Pin 40) and 
+5 V (Pin 1) supplies. It is also recommended that the VREFER
ENCE (Pin 39) is decoupled with a 0.1 ,..F ceramic capacitor. 

Extensive use of a ground plane is recommended. An analog 
ground (Pin 28) is supplied for the AGe section, while two 
digital grounds are supplied: one for the data qualifier section 
(pin 6), and one for the emitter of the open collector output 
transistor (Pin 44 for the AD892T only.). The digital ground 
should be connected to the analog ground as near to the power 
supply. common as possible to minimize noise injection to the 
analog ground. 

The filter and output pulse setting resistors should be tied, as 
directly. possible, to the + 5 V supply.. To prevent the data out
put pulse from coupling into the output pulse setting circuit, a 
1000 pF capacitor can be used in parallel with the output pulse 
setting resistor. 

WRITE DATA 0 1 0 1 0 0 0 0 0 0 0 1 0 1 0 0 1 0 1 "A" 

ANALOG INPUT 
TO AD892E/AD892T -tOOl 1 I 11100100 

~ t-BITCELL 

FU~~~~:E~~g~1:0LD 1MT r r r r r11rnfH1 
~ t-BITCELL 

"B" 

DIFFERENTIATOR 
OUTPUT 

INPUT TO ZERD·CRDSSING 
CDMPARATDRS 

" t\ J"'\. f\ ··C .. V \JV V 

ZERD·CRDSSING 
COMPARATDR ,OUTPUT 

I 
THRESHOLD COMPARISON 1 -1-

,OUTPUT 0- 1 -

AD892EI AD892T OUTPUT 1 

r777l UNKNOWN 
rLLLJ STATE 

0101000000010100101 

Figure 19. AD892EIAD892T Operation for Worst Case 1-7 RLL 
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Application - AD892E1AD892T 
.,.SV DIGITAL 0--..... --.---, ...... --..... ---.---o+5V ANALOG 

O.1..,f 

<>:rll--'\iv-~--l 
INPUT O.1JlF 

'* DIGITAL GROUND 

~ ANALOG GROUND 

d=---l f--,wO;..4----I2!.I 

12kU 

5k{) 

r----1~-..... -o+12V DIGITAL 

O.01p.F 

~GND 

3.B1kO 380.0 

1kO 7800pF 

Figure 20. Typical AD892T Connection for a 15 MHz Channel 

A 15 MHz APPLICATION 
Figure 20 shows a typical application using the AD892T in a 
IS MHz channel. This circuit includes a 5-pole IS MHz 
Gaussian-to-6 dB transitional filter plus a second-order RLC 
time domain equalizer. A single ended passive delay-line differ
entiator is also included. 

Using Equalizers with the AD892E1AD892T 
The AD892E1AD892T is ideal for applications where equaliza
tion is employed. The x4 buffer output drivers are designed to 
operate into 200 n loads, making tapped delay-line designs easy. 
Sum and differencing of different tap weights can be achieved 
by simple resistive dividers. 

The RLC Equalizer 
As an alternative, a simple RLC network can be implemented to 
provide a low cost, fully differential alternative to the three tap, 
tapped delay-line equalizer which often is used for pulse slim
ming. The equalizer shown in Figure 21 approximates a func
tion in the form of F ( .... T) = I - k cos ( .... T). The approximation 

Figure 21. RLC Equalizer 

is achieved by first creating a magnitude function and then add
ing phase compensation to provide a flat group delay character
istic over the frequency range of interest. Our 15 MHz applica
tion example employs the cosine equalizer; where K = 0.6 and 
T = 24 ns. The magnitude and group delay characteristics of the 
equalizer employed in the IS MHz application are shown in Fig
ures 22 and 23, respectively. 

Magnitude Approximation 
The magnitude approximation is achieved by an RC lattice 
(Figure 24). 
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Figure 23. RLC Equalizer Group Delay Response 

Figure 24. RC Lattice 

The transfer function is as follows: 

VOUT Rz(l-CR1 S) 
VIN = CR1RzS+Rz +2Rl 

at dc 

and at high frequency 

VOUT =-1 
VIN 

In the above case we can see that K in the 1-KCOs(WT) expres
sion is given by: 

K=~ 
Rl+Rz 

and the average gain is then equal to: 

R1+Rz 
2Rl+Rz 
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From these results we can see that K can be chaIiged by altering 
either Rl or Rz. However, doing so will change the frequency 
response of the network. Normal rules of impedance. scaling 
should be followed when changing the value of either R, or Rz• 

Group Delay Approximation 
An inductor can now be added to give a suitable group delay 
response. We now have the RLC lattice depicted in Figure 25. 

.~~ 
R, 

Figure 25. RLC Lattice 

The complete derivation for the response of this equalizer is as 
follows: 

Vour 
VIN = 

[~ + SL] . ..!.. 
2 2 SC 

R2 SL 1 
T+T+sc 

[ S2 Rl LC-S [L-CRI R21 - R2 ] 
= - S2 Rl LC+S [L+CR 1 R21 + 2Rl + R2 

There is no "best" solution to the group delay question. The 
choice of inductor value in the 15 MHz application example was 
based on SPICE simulation of the transfer function. However, if 
K remains the same as in the example, then altering T becomes 
a simple frequency scaling of the network. 

If R, and Rz remain unchanged 

and itT ..... T' 

Any deviation from the K value given in the example will 
require the value of L to be recalculated. 



CHOICE OF LOW PASS FILTER WITH THE 
RECOMMENDED EQUALIZER 
A fifth order, Gaussian-to -6 dB transitional filter is recom
mended for use with the equalizer. This type of low pass filter, 
shown in Figure 26, is also used in the 15 MHz application 
example. Low group delay ripple and high out-of-band rejection 
make this design work well with the recommended equalizer 
and differentiator networks. The recommended location for the 
low pass filter is between the VGA and the first x 4 buffer. The 
equalizer is then placed between the first and second x 4 buff
ers. This minimizes the potential for oscillations induced by 
interstage feedback. 

VGA IpF ~
'4 01p.F 2050 

~~~~~~~~~~ 
10 13 D.1p.F 206n 

Figure 26. 5th Order Guassian to 6 dB Transitional Filter 

The magnitude and group delay characteristics of this filter are 
shown in Figures 27 and 28, respectively. 

THE SINGLE ENDED PASSIVE DELAY-LINE 
D1FFERENTIATOR 
The recommended configuration of the passive delay-line differ
entiator is shown in Figure 29. Again, this configuration is 
employed in the 15 MHz application example. 
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Figure 29. Single Ended Configuration of Passive Delay 
Line Differentiator 
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fD = 
1 

2'frVLD CD 
fD = 1.5 Times the 

Maximum Desired 
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Figures 30 through 33 show the typical performance to be 
expected from the recommended passive delay-line differentia-
tor. The choice of components used to obtain these characteris- IJ 
tics are the ones used in the 15 MHz application example. 
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Figure 27. Gaussian Low Pass Filter 
Magnitude Response 

Figure 30. Magnitude Response of 
Undifferentiated Output 

Figure 32. Magnitude Response of 
Differentiated Output 
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Figure 31. Group Delay Characteris
tics of Undifferentiated Output 
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PIN ASSIGNMENTS 

Pin Description 

1 +5 V Supply 
2 No Connection (Can Be Left Floating) 
3 No Connection (Can Be Left Floating) 
4 Mode Control Bit B (TIL Compatible) 
5 Mode Control Bit A (TIL Compatible) 
6 Digital Ground 
7 No Connection (Can Be Left Floating) 
8 "AGe Level Set" Input Voltage 
9 Variable Gain Amplifier Input ( + ) 

10 Variable Gain Amplifier Input (- ) 
11 "VGA Level Set" Input Voltage 
12 No Connection (Can Be Left Floating) 
13 Variable Gain Amplifier Output (-) 
14 Variable Gain Amplifier Output (+) 
15 No Connection (Can Be Left Floating) 
16 # 1 12.75 dB Buffer Input (- ) 
17 #1 12.75 dB Buffer Input (+) 
18 + 12 V Supply (Analog) 
19 #1 12.75 dB Buffer Output (+) 
20 # 1 12.75 dB Buffer Output (- ) 
21 No Connection (Can Be Left Floating) 
22 Sample-and-Hold Capacitor 
23 No Connection (Can Be Left Floating) 
24 #212.75 dB Buffer Input (-\) 
25 #2 12.75 dB Buffer Input ( + ) 
26 #212.75 dB Buffer Output (+) 
27 #212.75 dB Buffer Output (- ) 
28 Analog Ground 
29 No Connection (Can Be Left Floating) 
30 Full Wave Rectifier Input (+) ORDERING GUIDE 
31 Full Wave Rectifier Input (- ) 
32 Rectified Signal to Derive Threshold 
33 Rectified Signal for Differentiator 
34 Rectified Signal to SIH; AGe Attack 

Model No. 

AD892EJP 
AD892TJP 

Package Options· 

44-Pin PLCC (P-44A) 
44-Pin PLCC (P-44A) 

and Decay Is Programmed at This Point ·See Section 20 for package outline information. 

35 Zero Crossing Comparator Input (+) 
36 Zero Crossing Comparator Input (- ) 
37 Minimum Threshold Level Input 
38 Signal Amplitude Comparator Input 
39 Internal Voltage Refe~nce 
40 + 12 V Supply (Digital) 
41 Apply Resistor to Program Time Domain 

Filter Pulse Width 
42 Apply Resistor to Program Output Pulse Width 
43 Data Output (Open Collector AD892T) 

Data Output (+ ECL AD892E) 
44 Data Output Ground (Emitter of Output Device AD892T) 

Data Output (- ECL AD892E) 

CAUTION ______________________________________________ ___ 

ESD (electrostatic discharge) sensitive device. The digital control inputs are diode protected; 
however, permanent damage may occur on unconnected devices subject to high energy electro
static fields. Unused devices must be stored in conductive foam or shunts. The protective foam 
should be discharged to the destination socket before devices are inserted. 
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FEATURES 
40 Mb/s Data Transfer Rate Capability 
500 ps (maxi Additional Pulse Pairing 
30 dB Gain VGA with 40 dB Control Range 
24 dB Buffer with 200 {} Differential Load Drive 

Capabilities 
0.1 dB/ms Typical Gain Drift in Hold Mode 
Symmetrical and User Programmable AGC Attackl 

Decay Times 
Three Levels of Data Qualification 

Amplitude Threshold 
Time Above Threshold 
Data Polarity 

Offsat Trimmed Zero Crossing Comparator 
±1 ns (maxi PLL Window Uncertainty 
Zero Phase Error VCO Start-Up 
No Phase Detector Dead Band at Center of Decode 

Window 
Exponential VCO Control 
52-Pin PQFP Package. +5 V and +12 V Supplies 

PRODUCT DESCRIPTION 
The AD897 is a complete solution for recovering binary infor
mation in a hard disk drive with data transfer rates up to 40 
megabits per second. It is connected to the output of the 
amplifier and performs the signal conditioning, . 
tion and data synchronization tasks 
components. 

The AD897 has the flexibility to 
sampled AGe functions; it is also ideal ~ 
cated, or mixed servo applications. Fast acq 
droop while in the hold mode allow for the If. ratio 
performed within the sector header without compromising 
nel behavior when reading data. 

Three levels of data qua1ification are provided: amplitude 
threshold, time above amplitude threshold, and data polarity. 
Level qua1ification is performed on positive and negative cycles 
of the data waveform using a user-defmed threshold level which 
is applied to the level qualification comparators. Each compara
tor then drives a resettable delay line, which implements the 
time above threshold qua1ification. Once the first two valid cri
teria have been satisfied, a third comparator is able to detect a 
zero crossings and clock a flip-flop if the data also exhibits the 
correct polarity. Each clocking of the flip-flop causes a second 
flip-flop to toggle and thereby implement the polarity check. 
The valid data event also triggers an output one-shot, with a 
user-defmed pulse width. 

40 Mb/s Fully Integrated 
Disk Drive Read Channel 

AD897 I 
AD897 FUNCTIONAL BLOCK DIAGRAM 

n provides four modes of operation: 
c to preamble, lock to data, and 
tor/charge pump utilizes a tri-phase 
pump-up approach in the lock to data 

dead band zone in the center of the 
when switching to the lock to data mode, 

se error start-up is initiated. In the lock to external 
back dividers provide the capability to achieve 
clock ratios of 1:2, 1:1,3:2,2:1. When switch
g modes, the charge pump is temporarily 

to prevent the veo control voltage from being 
disturbed. 

The AD897 is available in a 52-pin plastic flat pack package 
(PQFP) and is specified to operate over the commercial (0 to 
+ 70DC) temperature range. 

This information applies to a product under development. Its characteristics and specificati~ns are subject to c~ange without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherWise agreed to In writing. 
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SPECIFICATIONS 
PEAK DETECTOR SECTION (@ +25°C, +5 V, +12 V dc, unless otherwise noted) 
Parameter Conditions Min Typ Max Units 

VARIABLE GAIN AMPLIFIER 
Maximum Gain i 29 30 31 dB 
Gain Variation Tmin to Tmax -0.3 0.7 dB 
±3 dB Bandwidth Up to 40 dB Gain Reduction 40 60 MHz 
Input Voltage Noise o dB Gain Reduction 6 nVIYHz 
Input Signal Range I>-P Differential 10 200 mV 
Input Resistance Differential 20 24 kn 
Input Capacitance Differential 1 5 pF 
Output Impedance Differential, f = 1 MHz 10 20 n 
Harmonic Distortion 40 dB Gain, 10 m V I>-P Differential Input 0.25 % 

14 dB Gain, 200 mV I>-P Differential Input 2 % 
Output DC Level 6.7 V 
Control Range Set Gain Mode 36 40 dB 
Control Sensitivity Set Gain Mode (Per 20 mV Input) -1 dB 
Control Linearity Set Gain Mode (26 dB VGA Range) %0.5 dB 
VGA Level Set Input Range Set Gain Mode (For Specified Accuracy) 800 mV 

Nondestructive Input Range V12 V 
VGA Level Set Input Current -50 !LA 

INPUTCLA~ 
Turn-On Time 100 ns 
Turn-Off Time 100 ns 
Input Signal Attenuation 34 dB 
On-State Input Impedance 40 n 

GAIN OF 16 BUFFER 
Gain 24 24.5 dB 
Gain Variation 0.5 dB 
± 3 dB Bandwidth MHz 
Input Voltage Noise 8 nV/\I'Hz 
Input Resistance Differential 20 24 kn 
Input .Capacitance Differential I 5 pF 
Input Common-Mode Range TBD V 
Output Impedance Differential, f = 1 MHz 10 20 n 
Harmonic Distortion 1 V I>-P Differential Output, 200 n Load 0.5 % 
Output Signal Level I>-P Differential 4 V 
Output DC Level 5.75 V 

FULL WAVE RECTIFIER 
Input Signal Level I>-P Differential 4 V 
- 3 dB Bandwidth 70 MHz 
Input Resistance Differential 8 10 kn 
Input Capacitance Differential 1 5 pF 
DC Offset' Relative to the Reference Voltage %30 mV 
Output Impedance 10 20 n 
Peak Detector V REF 4.2 5.0 V 

AGe CONTROL SECTION 
Attack Time (Slow) AGe Acquire Gain = "0" 

26 dB Gain Step - 1000 pF CSAMPLE 10 .... s 
26 dB Gain S - <SO pF CSAMPLE 1.2 .... s 

Attack Time (Fast) AGe Acquire Gain = "I" 
26 dB Gain Step - 1000 pF CSAMPLE 1.0 .... 8 

26 dB Gain Step - <SO pF CSAMPLE 120 ns 
Hold-Droop 1 dB Gain Change - 1000 pF CSAMPLE 10 ms 
Dynamic Range AGe Acquire Mode TBD dB 
AGe Level Range AGe Acquire Mode (@ SIH Rectifier) 0.5 2.0 V 
Control Sensitivity AGe Acquire Mode (Per 10 mV Input) 5 mV 
AGe Level Set Input Range For Specified Accuracy 200 600 mV 

Nondestructive Input Range -0.3 Vee V 
AGe Level Set Input Current -so .... A 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Parameter 

COMPARATORS 
Input Offset Voltage 
Input Offset Current 
Input Bias Current 
Open-Loop Gain 
Input Resistance 
Input Capacitance 
Input Common-Mode Range 

RESETT ABLE DELAY LINE 
Resistor Scaling4 
Pulse Duration 

Resistor Range 

OUTPUT ONE SHOT 
Resistor Scaling 
Pulse Duration 

Resistor Range 

DATA THROUGHPUT 
Additional Pulse PairingS 
Max Transfer Rate 

NOTES 
'Over the full 60 MHz bandwidth of the A 
2Clamp Operation is specified with a source i 

Conditions 

f = 10 MHz 
Differential 
Differential 
Referred to Digital Ground 

RSET = I kO 
RSET = 5 kO 
RSET = Rmin to Rmax 

RSET = Rmin to Rmax 
RSET = 30 kO 
RSET = 10 kO 
RSET = R.nin to R 

3 Measured using a 4 kO resistor connected hetw 
4RSET specified in kn. 
sMeasurements were performed using a 100 mV sine wave appLi 
for two consecutive output pulses at the raw data output. 

Min Typ 

1 
TBD 
200 
TBD 
100 
1 
TBD 

Delay = 2+7.5 x RSET 
TBD 
TBD 
TBD 

Max 

2.0 

1000 

One Shot Pulse = 6+4.5 x RSET 
TBD 
TBD 
TBD 
TBD 

100 500 

All min and max: specifications are guaranteed. Specifications in boldface are tested on all production units at final electrical test. Results from those 
tests are used to calculate outgoing quality levels. 

Specifications subject to change without notice. 

AGC MODE CONTROL 

AGC AGC AGe Acquire 
Control Line Mode Control 0 Mode Control 1 Gain 

AGe Acquire with Slow Attack 0 0 0 
AGe Acquire with Fast Attack 0 0 1 
AGe Hold 0 1 X 
VGA Gain Set 1 0 X 
Input Clamp 1 1 X 

x = Do not care. 

AD897 
Units 

mV 
pA 
pA 
dB 
kO 
pF 
V 

ns 
ns 
ns 
kO 

ns 
ns 
ns 
ns 
kO 

ps 
Mb/s 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS 
PLL SECTION (@ + 25°C, +5 V, +12 V dc, unless otherwise noted) 
Parameter Conditions Min Typ Max Units 

PHASE DETECTOR 
Phase Detector Range ±1T Radians 
Gain Data Updates n Clock Cycles Apart IIn21T l/Radians 

CHARGE PUMP 
Gain Minimum Gain Mode 80 100 120 jl.A 

Nominal Gain Mode 160 200 240 jl.A 
Maximum Gain Mode 320 400 480 jl.A 

VCOIEXPONENTIATOR 
Frequency 10 60 MHz 
Range Fixed Frequency 4:1 
Gain l.lOw 1.4000 1.6500 (Radls)N 

WINDOW STROBE 
Range ±Tw/2 Seconds 
Sensitivity Per 10 mV Input on Window Strobe Control 
Control Line Input Range Relative to Analog V 5 1 V 
Control Line Input Current 50 ILA 

WINDOW LOSS 
Jitter (00) 1.5 ns 
Window Center Offset 1% ±1 ns %ofTw 
Zero Phase Start -U Ii 

Accuracy 1.5 ns 
Static Window Loss %ofTw 

DATA THROUGHPUT 
Max Data Transfer Rate Mb/s 
Max External Clock Frequency MHz 
External Clock to Synchronized 

Clock Delay 4 6 ns 

Specifications subject to change without norice. 

PLL LOCK MODE CONTROL 

PLL Lock PLL Lock PLL Acquire 
Control Line Mode Control 0 Mode Control 1 Gain 

Lock to External Clock (Charge Pump - 112 Nominal) 0 0 0 
Lock to External Clock (Charge Pump - Nominal) 0 0 I 
Lock to Preamble (Charge Pump - Nominal) 0 1 0 
Lock to Preamble (Charge Pump - 2x Nominal) 0 1 1 
Tristate 1 0 X 
Lock to Data (Charge Pump - 112 Nominal) 1 1 0 
Lock to Data (Charge Pump - Nominal) 1 1 1 

x = Do not care. 

VCO DIVIDER CONTROL 

Division Division 
Control Line Factor Bit 0 Factor Bit 1 

Division Factor = 1 0 0 
Division Factor = 2 0 1 
Division Factor = 3 1 0 
Division Factor = 4 1 1 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD897 

MODE CONTROL AND OUTPUT PINS 
Parameter Conditions Min Typ Max Units 

MODE CONTROL PINS TIL Compatible CMOS Inputs 
VIH 2.0 Vs+O.S V 
VIL VGND -0.5 0.8 V 
IIH I nA 
IlL 1 nA 
Mode Switching Times SO ns 

OUTPUT PINS CMOS Compatible 
VOH 4.0 Vs+O.S V 
VOL VGND -0.5 1.0 V 
IOH 4 rnA 
IOL 4 rnA 

Specifications subject to change without notice. 

POWER SUPPLIES 
Parameter Typ Max Units 

12 13.2 V 
5 5.5 V 

Supply Voltage V'2 
Supply Voltage Vs 
Quiescent Current 1'2 
Quiescent Current Is 

40 SO rnA 

~ ___________ 6_0 ________ 72 ______ ~ ___ m_A ___ 1IDI 
Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS' 

Parameter Conditions Min Typ Max Units 
Supply Voltage V'2 14.5 V 
Supply Voltage Vs 7.5 V 
RF Input Stage Differential 

Input Voltage -0.8 5.6 V 
Comparator Differential 

Input Voltage -0.8 5.6 V 
Storage Temperature Range -65 130 "C 
Operating Temperature Range2 0 +70 °C 
Lead Temperature Range Soldering 60 sec +300 "C 

Notes 
IStresses above those listed under "Absolute Maximum Ratings" may cause permanent damage 
to the device. This is a stress rating only, and functional operation of the device at these or any 
other condition above those indicated in the operational section of this specification is not implied. 
Exposure to absolute rating conditions for extended period may affect device reliability. 

'52-pin PQFP package: 6JA = 650C1watt. 

This information applies to a product under development. Its characteristics and speCifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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CONNECTION DIAGRAM 

52-Pin PQFP 
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VGA LEVEL SET INPUT COMPARATOR INPUT (+) 

ZERO-CROSSING 
AGC LEVEL SET INPUT 

COMPARATOR INPUT H 
NEGATIVE THRESHOLD 

AGC ACQUIRE GAIN COMPARATOR INPUT 

ANALOG GROUND ANALOG+12V 

ANALOG+5V WINDOW STROBE 

SET TIME ABOVE AGCMODE 
THRESHOLD CONTROL BIT 1 , 

SET TIME OUT FlLTERI AGCMODE 
OUTPUT PULSE WIDTH CONTROL BIT 0 
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ORDERING GUIDE 

Model Package Option· 

AD897JS S-S2 

*See Section 20 for package outline information. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
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Pin 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 

13 
14 
15 

16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 

30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 

42 
43 
44 
45 
46 
47 
48 

49 
50 
51 
52 

Pin Assignments - A0897 

Description VOType Application Notes 

No Connection May be left floating. 
VGA Input Voltage (Neg) Analog Voltage Input 
Internal Peak Detector Reference Voltage Analog Voltage Output +4.3 V reference is used to bias the full wave rectifier. 
VGA Output Voltage (Neg) Analog Voltage Output Emitter follower output, biased at 6.5 V. 
VGA Output Voltage (Pos) Analog Voltage Output Emitter follower output, biased at 6.5 V. 
24 dB Buffer Output (Neg) Analog Input Voltage Internally based at 5 V. 
24 dB Buffer Input (Pos) Analog Voltage Input Internally biased at 5 V. 
24 dB Buffer Output (Neg) Analog Voltage Output Emitter follower output, biased at 6.5 V. 
24 dB Buffer Output (Pos) Analog Voltage Outpqt Emitter follower output, biased at 6.5 V. 
Full Wave Rectifier Input (pos) Analog Voltage Input Internally biased at 5 V. 
Full Wave Rectifier Input (Neg) Analog Voltage Input Internally biased at 5 V. 
Rectified Signal to AGe Analog Voltage Output Emitter follower output with 250 n in series. No 

internal pull-down is provided. 
No Connection May be left floating. 
No Connection May be left floating. 
Rectified Signal to Derive Threshold Analog Voltage Output Emitter foil output. No internal pull-down is 

Positive Threshold Comparator Input sitive amplitude compo 
Zero-Crossing Comparator Input (Pos) rough passive differentiator network. 
Zero-Crossing Comparator Input (Neg) through passive differentiator network. 
Negative Threshold Comp for positive amplitude compo 
Analog Ground 
Analog +5 V g with 0.1 ILFIIO.OI ILF required. 
Set Time Above Thres Resistor/current programmable. 
Set Time Out Filter/Output esistor/current programmable. 
Digital Ground 
Output Buffer Ground 
No Connection May be left floating. 
No Connection May be left floating. 
Raw Data Output Digital CMOS Output Active high represents data pulse. 
Synchronized Data Output Digital CMOS Output Active high data output pulse lasting one clock period. 

Synchronized to rising edge of synchronized clock. 
Synchronized Clock Output Digital CMOS Output 
Digital +5 V Power Input Decoupling with 0.1 ILFIiO.OI ILF required. 
External Clock Input TTL Input Source clock divided by 2 internally. 
Division Factor Bit 0 TTL Input Sets division factor of VCO. 
Division Factor Bit 1 TTL Input Sets division factor of VCO. 
PLL Acquire Gain TTL Input Active high doubles charge pump gain. 
PLL Lock Mode Control Bit 0 TTL Input 
PLL Lock Mode Control Bit 1 TTL Input 
PLL Filter Current Analog Current Output Apply PLL fIlter referenced to Pin 41. 
No Connection May be left floating. 
No Connection May be left floating. 
PLL Filter Reference Voltage Analog Output Voltage 5 V reference voltage for the PLL fIlter, decoupling 

with 01 ILF capacitor required. 
Set VCO Center Frequency Analog Current Input Resistor/current programmable. 
AGe Mode Control Bit 0 TTL Input Defines read channel operating mode. 

• AGe Mode Control Bit 1 TTL Input Defines read channel operating mode. 
Window Strobe Analog Input Voltage ± 1 V range relative to analog + 5 V. 
Analog +12 V Power Input Decoupling with 0.1 ILFIiO.OI ILF required. 
AGe Acquire Gain Digital CMOS Input Logic "I" = 800 ILA, Logic "0" = 80 1JoA. 
AGe Level Set Input Analog Voltage Input Sets the average signal to the SIH to the applied 

input voltage. 
VGA Level Set Input Analog Voltage Input Sets the VGA gain (dB) =30 - (50 x VSBT level). 
Sample-and-Hold Capacitor Analog Current Output 
VGA Input Voltage (Pos) Analog Voltage Input 
No Connections May be left floating. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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CHANNJiL PROCESSING STAGES 
The VGA Stage 
The 30 dB variable gain stage inplit is biased at a potential of .. 
5.0 V above analog ground. No additional dc bias is required, 
but ac coupling is necessary. The bias voltage is maintained dur
ing norntal operation and during operation of the read after 
write recovery clamp. 

The VGA differential output stage· is an emitter follower with 
nominal dc biasing of 6. 7 V~ An internal l.25 mA current 
source provides bias current to the output emitter followers. 
Output drive can be increased by an additional 1.25 mA by par
alleling external resistors to the analog ground. However, cau
tion should be exercised in oroer to avoid causing excess power 
dissipation for the package. The recommended output level for 
the VGA is 300 mV p-p differential into a 200 .n differential 
load. 

When the AD897 is used in the "VGA Set Gain" mode, AGe 
Mode Control Bit 0 = 1 (Pin 43) and Bit 1 = 0 (Pin 44), the 
VGA gain is programmable through the "VGA Level Set" pin 
(Pin 49). A 0 V potential applied to the "VGA Level Set" pin 
will produce a nominal VGA gain of 30 dB. Each 20 mV incre
ment of voltage applied will produce a 1 dB reduction in VGA 
gain. Therefore, a simple equation can be used to calculate the 
nominal gain of the VGA in this mode: . 

VGA Gain (dB) = 30 - (SOx VSET 

If the "VGA Level Set" pin is not 
when the AD897 is used in theA 
modes only, it should be tied to an 

The AD897 offers a read-after-write over 
The "Input Clamp" mode, AGe Mode Co 
43), Bit 1 = 1 (Pin 44), lowers the differen' mput imp 
of the VGA from nominally 24 kO to 40 O. While .the inpu 
clamp is active, the AGe loopi$ placed in the hold mode. 
order for the clamp to operate coITeCtly with an emitter driven 
input, a 50 0 minimum resistor.should be placed in series with 
the input coupling capacitors. The input resistors can be used in 
conjunction with a shunt capacitor to limit the input bandwidth. 
For example, a 100 .n series resistor with a 10 pF shunt capaci
tor will limit the input bandwidth to 75 MHz . .when the VGA 
input is being driven by an open collector driver with resistive 
termination, no additional series resistors are required. 

The X16 Buffer 
The inputs of this stage has on-chip dc biasing of 4.3 V (Inter
nal Peak Detector Reference Voltage, Pin 3), therefore, no input 
bias current path needs to be provided. The inputs to the buffer 
should then be ac coupled. When nofused, the inputs should be 
shorted together in order to avoid noise pickup and instability. 

The nominal dc output level is 5.75 V with an internal 3.0 mA 
pull down current source. Output drive can be increased in a 
similar manner to that described for the VGA s~ge, by parallel
ing external resistors to analog ground. As before, .precautions to 
limit excessive overall power dissipation apply when steps are 
taken to increase the output drive capability. 

The FuB Wave Rectifiers 
The inputs to the full wave rectifiers are biased at an internal 
voltage of 5.75 V; therefore, only ac coupling is recommended. 
The full wave rectifier outputs consist of two nearly identical 
stages. Both employ emitter follower outputs. The nominal out
put voltage with zero input voltage is. close to the peak detec
tor's internal reference voltage of 4.3 V (Pin 3). 

The rectified output VlJltage for the AGe loop is available 
through a 250 .n resistor (Pin 12). The emitter follower output 
stage does not have a committed pull-down resistor. This en
ables the user to implement "peak-hold" AGe operation by ap
plying the appropriate parallel RC combination between the 
"Rectified Signal for the AGe" (Pin l2) and ground. 

The other full wave rectifier output - a rectified signal to derive 
the threshold for the data qualifier - is connected directly to its 
respective emitter follower output stage (Pin 15). This output 
also does not have a committed pull-down resistor, allowing for 
increased design flexibility. 

When choosing the respective pull-down resistor values, caution 
should be exercised in oroer to avoid causing excess power dissi
pation for the package. In addition, to maintain well controlled 
rectifier offset voltages their quiescent currents must be 
matched. 

The AGe Sample and Hold 
When the AD897 is used in the "AGe Acquire" mode, AGe 
Mode Control Bit 0 = 0 (Pin 43) and Bit 1 = 0 (Pin 44), the 
AGe level is programmable through the AGe Level Set pin 
(Pin 48). A thir , AGC Acquire Gain (Pin 47), sets 
the AGe c 

e as theA VERAGE of the full wave 
to the sample-and-hold amplifier. A 200 

to the AGe Level Set pin will produce 
o mY. Each 10 mV increment/decre

Ge Level Set" voltage will produce a 
crease/decrease in the AGe level. Therefore, a simple 

e used to calculate the nominal AGe level in this 

Without a peak hold capacitor at the full wave rectifier output 
for the AGe (Pin 12), accurate AGe operation only occurs with 
sinusoidal input signals. If your application requires the AGe 
operation to use a peak hold scheme, a "Peak-Hold" capacitor 
in series with a resistor maybe applied to the full wave rectifier 
output pin for the AGe (Pin 12). The addition of the RC alters 
the symmetry of the attack and decay rates of the rectifier, 
which is otherwise symmetric in operation. In order to ensure 
that the overall AGe response is the same for both high to low 
and low to high input level steps, it is necessary to make the 
rectifier attack and decay times at least a factor of two less than 
the AGe response time. 

The AD897 offers two user programmable attack/decay times 
for the AGe loop. The AGe "slow" attack/decay times are 
achieved by setting the AGe Acquire Gain = "0" (Pin 47) and 
results in an 80 .,A charge/discharge current on the Sample! 
Holli capacitor. Conversely, "fast" attack/decay times are 
achieved by setting the AGe acquire gain = "l" (Pin 47) and 
results in an 800 .,A charge/discharge current. With the AD897 
in the "fast" attack/decay mode and a 1000 pF sample-and-hold 
capacitor applied to Pin 50, a symmetrical 1 f.Ls attack/decay time 
is achieved. A low leakage variety of hold capacitor, such as a 
silver auca, is necessary to ensure a low droop rate. 

The AGe control potential is present at the "Sample-and-Hold 
Capacitor" pin (Pin 50). If control over open loop gain is de
sired, based on AGe control potentials measured during trial 
AGe operations, a FET input op amp should be used to buffer 
this node in order to avoid disturbing the hold operation. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless oth·erwise agreed to in writing. 
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DATA QUALIFIER STAGE 
The AD897 data qualifier stage consists of three comparators, a 
pair of externally adjustable "resettable" delay lines, two Nand 
gates, two Ootype flip-flops, and an externally adjustable one
shot (refer to the A0897 block diagram). 

Figure I illustrates the operation of the A0897 data qualifier, 
using the recommended passive delay-lineldifferentiator de
scribed in the application section. Sequence "A" represents the 
pattern written on the disk, where a logic" I" is a change in 
magnetic state. Each change in magnetic state results in an out
put pulse. The analog input to the A0897 consists of a sequence 
of alternating pulses "B." The data pattern shown is for worst 
case RLL 1, 7 code input. The A0897 requires that the analog 
data input pass three criteria in order to qualify a signal and 
produce an output bit. The triple data qualification requirement 
significantly reduces errors by ensuring that noise will not be 
misinterpreted. 

The first data qualification criteria is signal amplitude and is 
accomplished through the use of two amplitude threshold com
parators. The outputs of each comparator drives a "resettable 
delay line. The "resettable" delay line implements t 
valid-data criteria, minimum time above v· . 
before a zero-crossing can be 
above valid-signal threshold is 
The output of the "resettable" 
mine if the data exhibits the correct 

STORED DATA 

POSITIVE 

AD897 
qualification criteria. To determine if the data exhibits the cor
rect polarity a Ootype flip-flop is used. The flip-flop is toggled 
with each valid data pulse, thereby, ensuring an alternate polar
ity qualification for each valid incoming data bit. 

"C" represents the output waveform from the external differen
tiator, such that the points at which zero-crossings occur corre
spond to the peaks of the analog input "B." Sequence "0" 
shows the output from the zero-crossing comparator. Changes in 
the state of this output are used to clock an internal Ootype flip
flop. The flip-flop is enabled using the output from the data 
polarity check, such that the flip-flop output changes state only 
when ALL three of the data qualification criteria, described ear
lier, have been satisfied. If ALL three data qualification criteria 
were met, and a zero-crossing event occurs, the flip-flop changes 
state, producing an output pulse "E." The duration of this 
pulse, seen at the Raw Data Output pin (Pin 28), is set using an 
external resistor. The one-shot also triggers the second Ootype 
flip-flop, toggling uired valid-data polarity. The final out-
put dat wn in "F." As can be seen, despite in

put, the data is correctly detected and 
structed version of the write data. 

. nput is the most demanding of the popular 
alify, the A0897 easily handles such 

and RLL 2, 7. 

"A" 

ANALOG INPUT 
TO AMPLITUDE 

COMPARATORS OF 
THEAD897 

THRESHOLD 
~~-+Tr-r~~~~~~-+Tr-r~~+Tr-~ "8" 

DIFFERENTIATOR 
OUTPUT (INPUT TO 

ZERO CROSSING 
COMPARATOR) 

ZERO CROSSING 
COMPARATOR OUTPUT 

POSITIVE THRESHOLD 
COMPARATOR OUTPUT 

NEGATIVE THRESHOLD 
COMPARATOR OUTPUT 

AD897 RAW DATA 
OUTPUT 

~ UNKNOWN STATE 

NEGATIVE 
THRESHOLD 

o 

\::jO V 
f\ OJ\ Q 

CJ \.J 

~ ~ ----: ------------n -------n-----
I 

1 - - - - - - - -11---------------n -------IT 
o --- ---
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o 

POLARITY CHECK PREVENTS 
DATA OUTPUT PULSE 

Figure 1. AD897 Operation for Worst Case 1-7 RLL Code 

"C" 

"D" 

"E" 

"F" 
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DATASYNCHRON~ERSTAGES 
Phase Detector/Charge Pump 
Figure 2 illustrates the operation of the phase/frequency detector 
and the charge pump in the lock to data mode. The data signal 
initiates a puinp up - pump down - pump up cycle. The win
dow center is marked by the falling edge of the clock' present at 
the phase detector as shown. If the rising edge of the data pulse 
arrives at the windoW center then each charge pump cycle is 
exactly one half of the clock period long. Since the charge down 
current equals twice the charge up current charge balance is 
achieved at the end of the sequence. When the data pulse is 
early the ftrst charge up cycle is stretched and the voltage on the 
fIlter increases. Conversely, if the data pulse is late the ftrst 
pump-up cycle is shortened, thereby decreasing the voltage on 
the fIlter. 

The above "Tri-Phase" phase detector avoids the shortcomings 
of the traditional "sliver" approach phase detector, by eliminat
ing the dead band (zero phase detector gain) in the middle of 
the window. In addition, the "Tri-Phase" implementation does 
not require a half clock period long delay line, therefore window 
centering is improved and independent of the VCO frequency. 
To further improve window centering, the pump-up and pump
down currents are laser trimmed to ensure charge balancing. 

The "Tri-Phase" phase detector was designed to allow the d 
tection of data pulses arriving in adjacent windows 
that would be considered illegal with 
such an event does occur, the sync 
remain high for two consecutive cl 

In the frequency lock mode, the c p 
in both directions. In this mode, the earlie 
pulse generates a charge-up or charge-down c 

PHASE DETECTOR 

cycle is terminated upon arrival of the later pulse, data or clock. 
Therefore, the lock to frequency mode does utilize the "sliver" 
approach and has the aforementioned drawbacks. However, in 
the frequency lock (lock to external clock or lock to preamble) 
mode the emphasis is on acquiring frequency matching between 
the reference source and the VCO. 

In the tristate mode both the charge up and charge down cur
rent sources are disabled. This results in a frequency hold mode 
with respect to the VCO (coast). 

The charge pump gain depends on the state of the PLL mode 
control lines (PLL Lock Mode Control Bit 0, PLL Lock Mode 
Control Bit I) and the PLL Acquire Gain line (Pin 35). The 
following table gives a summary of the possible gain settings: 

PLL Acquire 
Gain 

0 
0 
I 
I 

Lock to Charge Pump 
Preamble Gain 

No 112 Nominal 
Yes Nominal 
No Nominal 
Yes 2x Nominal 

11 gain of the phase detector/charge 
to remember that the gain is a func

te of the detector: 

r of clock cycles per update 

~t I-B: js I,-r-Id b$ 1-3 
CHARGE PUMP 

3.280 3.290 3.300 3.310 
TIME-fA. 

NOTE: WAVEFORMS REFLECT SIMULATION RESULTS 
FOR ILLUSTRATION PURPOSE ONLY. 

3.320 

Figure 2. PLL Operation in Lock to Data Mode 

3.330 3.340 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
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ExponentiatorlVCO 
The exponentiator provides an exponential relationship between 
the control voltage appearing on the loop filter and the VCO 
frequency. Figure 3 graphically illustrates this exponential rela
tion, with the control voltage on the X axis and the VCO fre
quency (normalized to "'0) on the Y axis. 

2.0 r----r-,---r----r-,---,.-----r-,---,.--" 
1.91--+-+-l--+-+-l--+-+-l-f-t 
1~~-+-4--~-+-4--~-+-4--~-1 

1.71--+-+-l--+-+--1--+-+--jf---I 
1.61--+-+-l--+-+-1--+-+:~1---I 
1.5 ~-+-4--~-+-4--~-+--Jf--~-1 

1.41--+-+--1--+-+--1--+++--1---1 
1.3 ~-+-4--~-+-+--+-~'----+--+--1 
1.21--+-+--I--+-+-V-+~+--I---I 
1.11--+-+-+---+-+~1--+-+-1---I 
1.01--+-+-+---+--,1."=---1--+-+-1---1 
0.91--+-+-1----J.,,£+-1--+-+-1---I 
0.81--+-+--174-+-1--+-+--1---1 
0.7 ~-+---b"""'+--+-+--+--+-+--+--1 
0.61----J.7"'-'+--1--+-+-1--+-+-1---I 
0.5 I....:::...L,.---...L.--:.L..--L-:-...L.--::':---:'::-:::---::':---=. 
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Figure 3. ExponentiatorfV, 
to Center Frequency 

AD897 to achieve excellent frequency hold characteri 
the veo is coasting. 

The VCO center frequency is resistor or current programmable 
through the Set VCO Center Frequency pin (Pin 42). To help 
determine the appropriate resistor value, Figure 4 is provided. 
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Figure 4. VCO Center Frequency vs. Resistor Value 

The achievable VCO frequency range relative to center fre
quency is limited to 4: I. For example, if the user sets the center 
frequency to 30 MHz, the PLL will be abie to lock to a refer
ence frequency anywhere from 15 MHz to 60 MHz, more than 
adequate for zone bit recording applications with their 2: 1 
range. 

Applying the AD897 
Dividers 
The VCO clock is passed through a divider/multiplexer block 
prior to being applied to the phase/frequency detector. The divi
sion factor is programmed through the Division Factor Bit 0 
(Pin 33) and the Division Factor Bit 1 (Pin 34) control pins. 

Division Division Division 
Factor Bit 0 Factor Bit 1 Factor 

0 0 1 
0 1 2 
1 0 3 
I 1 4 

Under normal conditions these control lines are expected to 
change together with PLL mode control lines and the PLL 
acquire line. 

In the lock to external lock and lock to preamble modes the 
etermine the VCO/external clock or 

ratio. In both cases the VCO fre
by the programmed division factor. 

to external clock, the reference frequency is 
of two. In the lock to data and tristate 

is passed directly to the phase detector 

programmable divider in the feedback path and a fixed 
the reference clock path coupled with the 4: I VCO III 
ange provides considerable flexibility in choosing the 

rystal or preamble frequency for any encoding 

GENERAL LAYOUT REQUIREMENTS 
The AGC section of the AD897 has almost 60 dB of total gain 
available at 60 MHz. Good RF layout must be used in the cir
cuit board to avoid oscillations in the ISO MHz to 350 MHz re
gion. A single pole RC filter applied at the input of each stage, 
with a cutoff in the region of 75 MHz to 125 MHz, will help 
avoid oscillation problems. As a general rule, keep the connec
tions to interstage components as short as possible; it is also rec
ommended that any low-pass filtering that may be required by 
the system be performed between the VGA stage and the X16 
buffer amplifier. A ground plane should be used to surround 
any interstage components wherever possible. If these simple 
rules are followed, stable operation should be assured . 

A parallel combination of 0.1 fLF and 0.01 fLF ceramic capaci
tors should be used as close to the supply pins as possible; this 
includes the Analog + 12 V (Pin 46), Analog +5 V (Pin 21) and 
Digital +5 V (Pin 31) supplies. It is also recommended that the 
PLL Filter Reference Voltage (Pin 41) is decoupled with a 
O.lfLF ceramic capacitor. 

Extensive use of a ground plane is recommended. An analog 
ground (Pin 20) is supplied for the AGe section, while two digi
tal grounds are supplied: one for the Data QualifierlPLL section 
(Pin 24), and one for the output buffers (Pin 25). The digital 
ground should be connected to the analog ground as near to the 
power supply common as possible to minimize noise injection to 
the analog ground. 

The filter and output pulse setting resistors should be tied, as 
directly possible, to the +5 V analog supply. 

This information applies to a product under development. Its characteristics and specifications are subject to change wi,thout 
notice, Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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PPL OPERATING MODES 
Lock to External Clock 0;- PLL Lock Mode Control Bit 0 = 0, 
Bit 1 = o. Lock to both frequency and phase of the reference 
clock is divided down internally by 2. In the feedback path the . 
VCO output is divided down by the programmed division fac
tor: 1, 2, 3, or 4. This enables the user to achieve a range of 
VCO vs. external clock frequency ratios namely 1:2, 1:1,3:2, 
2: 1. The clock signal on the External Clock Input (Pin 32) is 
multiplexed to the Synchronized Clock Output (Pin 30). Upon 
entering or exiting this mode a glitch-free transition between the 
VCO and the external clock is provided. 

Lock to Preamble - PLL Mode Control Bit 0 = 0, Bit 1 = 1. 
In this mode, the raw input data stream provides the phase in
formation. A constant frequency input which equals the VCO 
frequency divided by the programmed division factor is re
quired. The loop is operated in the frequency lock mode. The 
charge pump gain is doubled or quadrupled if the PLL Acquire 
Gain pin (Pin 35) is high at the same time. 

Lock to Data - PLL Mode Control Bit 0 = 1, Bit 1 = 1. Phase 
lock only to the Raw Data Output (Pin 28) of the read channel. 
When entering this mode zero phase start-up is automatically 
initiated after four data pulse updates have been received follow
ing the command. The charge pump is tristated during the de
lay period, ensuring a minimal glitch during synchroniza . 
The loop time constant is defined by an exte 
work. This is the only mode when 
put (Pin 29) is enabled. 

Tristate - PLL Mode Control 0 = J 

lows the user to hold the loop filter volta 
quency remains constant without having to s 
external clock. 

Previous Mode Present Mode 

Lock to Ext. Clock Lock to Preamble 

Charge Pump 

Gain = 2x 

Switching Between PPL Operating Modes 
Figure 5 illustrates a typical sequence of PLL operating modes. 
The control signals should be derived from an external register. 
When changing between operating modes care should be taken 
to avoid shorter pulses than required to complete the transition 
from one operating mode to another. In most cases the charge 
pump is tristated and the VCO is disabled for a period of four 
data pulses applied to the phase detector (see Figure 6); this 
translates into a delay of 4 data or 8 external clock pulses. This 
features prevents the charge pump from generating any glitches 
thus preserving the integrity of the loop voltage. 

Upon the appropriate delay, the subsequent pulse restarts the 
VCO. When switching to lock to data mode the VCO is syn
chronized with the 5th data pulse, resulting in a zero phase 
start-up error. The combination of the above described fre
quency hold and zero phase start-up error eliminates any distur
bance of the loop during the transition from one operating mode 
to another. To further minimize the lock in time, the user has 
the option of momentarily doubling the charge pump gain 
through the "PLL Acquire Gain" control line. 

When switching froml to external clock, the transition 
involves c· source present on the Synchronized 

he signal present at this pin 
clock (Pin 32) to the VCO, or vice 
taken to provide glitch-free multi

rces and to minimize the time while 

table summarizes the possible operating mode 
their effects on the different circuit blocks. 

VCO Synchronized Clock 

No Effect Switch to VCO Clock 
Lock to Data Tristate for 4 Updates Zero Phase Start-Up Switch to VCO Clock 
Tristate High Impedance Coast Switch to VCO Clock 

Lock to Preamble Lock to Data Tristate for 4 Updates Zero Phase Start -Up Inactive for 4 Updates 
Tristate High Impedance Coast Inactive for 4 Updates 
Lock to Ext. Clock Tristate for 8T Ext. Clock Disabled for 8T Ext. Clock Switch to Ext. Clock 

Lock to Data Tristate High Impedance Coast VCO Clock 
Lock to Ext. Clock Tristate for 8T Ext. Clock Disabled for 8T Ext. Clock Switch to Ext. Clock 
Lock to Preamble Gain = 2x No Effect VCO Clock 

Tristate Lock to Ext. Clock Tristate for 8T Ext. Clock Disabled for 8T Ext. Clock Switch to Ext. Clock 
Lock to Preamble Tristate for 4 Updates Disabled for 4 Updates Inactive for 4 Updates 
Lock to Data Tristate for 4 Updates Zero-Phase Start -Up Inactive for 4 Updates 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD897 

CONTROL LOCK TO EXT. CLOCK LOCK TO PREAMBLE TRISTATE LOCK TO DATA 

~?=;I I I I I I I I I; I I I I 
PHASE DETECTOR VCO DISABLED 

:::~v. 
FILTER VOLTAGE CHARGE PUMP GAIN = 2X CHARGE PUMP GAIN = 4X CHARGE PUMP GAIN = lX 

~C$..L~j)f_t I n 
INPUTS/OUTPUTS 

EXT.CLK iOOijij@i¥!ii~!lii!iiilijj~~wiQ1W!i1 
SYNCLK J.U4/1UWVWfW\HHI-1~lA 

SYNC DATA J;;;~~:S~~~~~~~!;:&"~;==t=~=~~~. 
1.0 1.1 1.2 1.3 1.4 

CONTROL LOCK TO EXTERNAL CLOCK 

3.00 3.05 3.10 3.15 3.20 3.25 3.30 4.00 4.05 4.10 4.15 4.20 4.25 4.30 

TIME - fLS TIME - .... 

Figure 6. Transition Between Operation Modes. 
Lock to External Clock-Lock to Data-Lock to 
External Clock 

This information applies to a product under development. Its characteristics and specifications are subjec1 to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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FUNCTIONALITY OF SWITCHES 

Switch Description 

1 AGe Acquire Gain 
2 AGe Mode Control Bit 1 
3 AGe Mode Control Bit 0 
4 PLL Lock Mode Control Bit 1 
5 PLL Lock Mode Control Bit 0 
6 PLL Acquire Gain 
7 Division Factor Control Bit 1 
8 Division Factor Control Bit 0 

DEFINITION OF TEST POINTS 

Test 
Point Definition 

Negative input to the full wave rectifier, also 
serves as input to the passive differentiator 
and the negative comparator input. 

2 Positive input to the full wave rectifier, also 
serves as input to the passive differentiator 
and the positive comparator input. 

3 Negative AC coupled output of the VGA. 
4 Positive AC coupled output of the VGA. 
5 Negative input to the zero-crossing comparator. 
6 Positive input to. the zero-crossing comparator. 
7 Negative threshold comparator input. 
8 Positive threshold comparator input. 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Orientation . 
ATE Comp~nents 
A complete ATE test-head design requires an appropriate mix of 
high speed, high performance components that are small enough 
to provide the needed functional density. Analog Devices pro
vides a wide selection of components, based on various IC pro
cess technologies and logic families, to provide appropriate 
choices for ATE. 

Designers of automatic test equipment (ATE) systems for ad
vanced components have always had a dilemma; in order to test 
the newest, fastest, most precise products, they themselves need 
components that are even better than those they are testing. The 
unique design constraints of ATE add to the difficulties of as
sembling a system for testing high speed, high pin-count de
vices. The electrical interface between the device under test 
(DUT) and the rest of the ATE system is the pin electronics, a 
complex subsystem containing the functions needed to source 
precise signals to the DUT pins as well as measure DUT
generated signals. There is an identical-or nearly so-pin elec
tronics circuit for each active pin of the DUT, arranged in a 
circle around the DDT at the test head to maximize achievable 
density and partially equalize propagation delays between pin 
electronics and the DUT. 

The heart of the pin electronics is the pin driver. This device 
must produce highly repeatable, low jitter pulses with precisely 
set amplitude and slew rate for the DUT. The pin-driver timing 
is set digitally; its amplitude is determined by analog control 
voltages. Because of the high speeds of pin drivers-a 100 MHz 
repetition rate corresponds to a 5 ns pulse width - the driver and 
DUT are typically interconnected by a 50 n transmission line. 
The pin driver can be digitally disconnected via a high imped
ance three-state output mode, needed when the DUT has an 
input/output pin (two modes) that must be tested without physi
cally disconnecting the driver. 

Figure 1, a typical pin-electronics block diagram, shows the va
riety of devices needed for the complete function. Under control 
of the test computer and dedicated hardware, desired data pat
terns must be generated for simultaneous application to DUT 
inputs; at the same time, appropriate DUT outputs must be 
captured and measured. For complete parametric testing, signal 
levels must be precisely varied by the test program to determine 
maximum and minimum performance boundaries. 

The complete pin-electronics function requires many digital-to
analog converters (DACs) to program the source current, sink 
current, and the threshold (commutation) voltage between cur
rent sourcing and sinking modes. 

Although Figure 1 shows DACs setting key levels, many testers 
now use rapidly refreshed samplelhold circuits-driven by a 
shared, precise DAC. The SIH amplifier is used in data distribu
tion instead of data acquisition, i.e., the SIH holds a digitally 
determined value during the test to establish a quasi-steady-state 
value instead of capturing an unknown signal value prior to digi
tizing it. 

1Q-2ATE COMPONENTS 

Figure 1. Typical Pin-Electronics Block Diagram; All Items 
Shown May Recur for Each Driven Pin in High
Performance Systems 

Unavoidable time skew occurs between signals from the many 
drivers as they reach the DUT. This is due to different path 
lengths (and therefore delays), as well as propagation delays 
within active components. To compensate for this, a time-delay 
deskewing circuit or delay line is included with each pin's elec
tronics. The precise delay time must be set with high resolution; 
it is determined during the system calibration cycles or by actual 
test. 

The pulse output of a DUT pin is measured to provide rise and 
fall times (time from 10 to 90 per cent of upswing or down
swing), amplitudes, slew rate, and related information. For the 
short time periods associated with these parameters, the mea
surements are made using pairs of comparators; the comparator 
output changes state when the waveform under observation 
crosses a specific threshold value. The threshold values for all 
these comparators are established by DACs or SIH circuits, un
der control of the test computer. The cf)mparator outputs, in 
turn are connected to circuits that measure the period between 
changes in output states of the comparators. 



DESIGN CHALLENGES 
The designer's task is made more difficult by many simulta
neous and often conflicting demands, as ATE speeds reach 200 
MHz (and beyond), and DUT package content increases: 
• high speed signal transitions are affected by parasitic inductance 

and capacitance, which slow the transitions and affect wave
shape fidelity. 

• noise glitches induced by high speed signals corrupt signals in 
nearby wiring; although decoupling, short leads, and ground 
planes are a minimum line of defense against these, more 
advanced techniques, such as differentia! signal paths, may also 
be required. 

• accuracy in measurement requires components whose dynamic 
performance is predictable and stable with time and tempera
ture. For a 200 MHz pin driver, the leading-edge-to-trailing
edge matching specification should be better than 200 ps. Low 
dispersion (variation in propagation delay as a function of the 
input signa! swing) reduces skewing and makes compensation 
more precise; for example, low dispersion is critical in memory 
testers, to minimize the need for compensating delay lines on 
their many data pins. Dispersion matching should be close, both 
within a device and from device to device, for ease of replace
ment and calibration. 

• slew rates must also be controlled (2 V/ns for the 200 MHz 
driver) for performance consistency. 

• undershoot and overshoot of the pin-driver output must be 
limited in amplitude. 

• the DUT must be tested at its norma! operating voltages-and 
stressed beyond these values, so the ATE components must 
typically be capable of functioning with signals from - 2 to + 7 
volts. 

• mixed-signal testing imposes additional requirements for signal 
linearity, ramping, precision, and distortion for typically 20 out 
of 64 DUT pins. 

The constraints are not solely electronic; electromechanical fac
tors are also significant: 
• test-head pin counts are increasing from 64 (typically) to 512 

pins, requiring that more electronic circuitry be packed into the 
limited available space; using a larger test head means more 
propagation-delay uncertainty, timing mismatches, and corre
sponding inaccuracies. 

• power consumption of the high speed circuitry is relatively high, 
exceeding 3 watts per pin; cooling the large number of densely 
populated pin-electronic circuits is difficult. 

• power consumption and heating, along with other factors, affect 
reliability, which must be very high in a multimillion dollar test 
machine; users expect satisfactory up time and test throughput. 

• the layout of the test head must maintain signal fidelity; 
transmission-line impedances must be held constant to mini
mize signal reflections between DUT and pin electronics. 

• and, of course, cost becomes a significant factor when the 
per-pin cost is multiplied by the large number of pins. 

FUTURE ATE PRODUCTS 
For further information on the above products and future ATE 
products not listed here, please contact the factory directly. 
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1IIIIIIII ANALOG 
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FEATURES 
±50 rnA Voltage Programmable Current Range 
1.5 ns Propagation Delay 
Inhibit Mode Function 
High Speed Differential Inputs for Maximum Flexibility 
Hermetically Sealed Small Gull Wing Package 
Compatible with AD1321, AD1322 Pin Drivers 

APPLICATIONS 
Automatic Test Equipment 
Semiconductor Test System 
Board Level Test System 

PRODUCT DESCRIPTION 
The AD1315 is a complete, high speed, current switching load 
designed for use in linear, digital or mixed signal test systems. 
By combining a high speed monolithic process with a unique 
surface mount package, this product attains superb electrical 
performance while preserving optimum packaging densities in 
an ultrasmall 16-lead, hermetically sealed (gull wing) package. 

Featuring current programmability of up to ± 50 mA, the 
AD1315 is designed to force the device under test to source or 
sink the programmed IOHPROG and IOLPROG currents. The IOH 
and IOL currents are determined by applying a corresponding 
voltage (5 V = 50 mAl to the IOH and IOL pins. The voltage-to
current conversion is performed within the AD1315 thus allow
ing the current levels to be set by a standard voltage out digital
to-analog converter. 

The AD1315's transition from IOH to IOL occurs when the out
put voltage of the device under test slews above or below the 
programmed threshold, or commutation voltage. The commuta
tion voltage is programmable from -2 V to +7 V, covering the 
large spectrum of logic devices while able to support the large 
current specifications (48 mAl typically associated with line driv
ers. To test 110 devices, the active load can be switched into a 
high impedance state (Inhibit mode) electrically removing the 
active load from the path through the Inhibit mode feature. The 
active load leakage current in Inhibit is typically 20 nA. 

High Speed Active Load 
with Inhibit Mode 

AD1315 I 

AD1315 FUNCTIONAL BLOCK DIAGRAM 

+Vs IOlPAOG 

The Inhibit input circuitry is implemented utilizing high speed 
differential inputs with a common-mode voltage range of 7 volts 
and a maximum differential voltage of 4 volts. This allows for 
the direct interface to the precision of differential EeL timing or 
the simplicity of switching the Active Load from a single ended 
TTL or CMOS logic source. With switching speeds from IOH or 
IOL into Inhibit of less than 1.5 ns, the AD1315 can be electri
cally removed from the signal path "on-the-fly." 

The AD1315 is available in a 16-lead, hermetically sealed gull 
wing package and is specified to operate over the ambient com
mercial temperature range from 0 to + 70°C. 
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SPECIFICATIONS (All measurements made in free air at +25°C. +Vs = + 10 V, -Vs = -5.2 V, 
unless otherwise specified.) 

AD1315KZ 
Parameter Min Typ Max 

DIFFERENTIAL INPUT CHARACTERISTICS 
INH to INH 

Input Voltage -2.0 5.0 
Differential Input Range 0.4 ECL 4.0 
Bias Current -2.0 1.0 2.0 

Current Program Voltage Range 
IoH, 0 rnA to +50 rnA (Sink) 0 +5.0 
Iou 0 rnA to -50 rnA (Source) 0 +5.0 
Input Resistance 50 

IOHRTN' IOLRTN Range -2.0 +7.0 
V COM' V DUT Range -2.0 +7.0 

IoH, 0 rnA to 50 mA 0.5 +7.0 
Iou 0 rnA to -50 rnA -2.0 +4.0 

OUTPUT CHARACTERISTICS 
Active (Sink/Source) Mode 

Transfer Function 10 
Accuracy 

Linearity Error -0.12 +0.12 
Gain Error -2.0 +2.0 
Offset Error -1.0 +1.0 

Output Current TC 10 
Inhibit Mode 

Output Capacitance 3.0 
Inhibit Leakage -200 20 200 

DYNAMIC PERFORMANCE 
Propagation Delay 

±IMAX to INHIBIT (tPOl ) 0.5 1.5 
INHIBIT to ±IMAx (tpOl) 1.5 3.0 

POWER SUPPLIES 
-Vs to +Vs Range 15.4 
Supply Range 

Positive Supply +9.5 +10 +10.5 
Negative Supply -5.45 -5.2 -4.95 

Current 
Positive Supply +60 +75 +90 
Negative Supply -90 -75 -60 

Power Dissipation l.l 1.4 
PSRR 0.05 

NOTES 
IIoHI'Ro(jloLPROG voltage range may be extended to -100 m V due to a possible 1 rnA offset current. 
1IOHRTN/1oLRTN should be connected to V COM to minimize power dissipation. 
"VDl.!T = -2 V to +7 V, CTOTAL = 10 pF, RDt:T = 10 n. 
--Measured from the EeL crossing to the 10% change in the output current. 
5IpROGRAM = ±SO rnA. 

Units Comments 

Volts 
Volts 
mA 

Volts Note I 
Volts Note I 
kO 
Volts Note 2 
Volts 
Volts VDUT-VcoM>1 V 
Volts VCOM-VDUT>I V 

See Note 3 

rnNV See Figure I 
See Figure I 

%FSR 
%FSR 
rnA 

fLArC 

pF 
nA 

See Note 3 
See Figure 2 

ns See Note 4 
ns See Note 4 

Volts 

Volts 
Volts 

rnA See Note 5 
rnA See Note 5 
Watts See Note 6 
%/% See Note 7 

6Maximum power dissipation with +Vs = +10 V, -Vs = -5.2 V, IpROGRAM = ±SO rnA, VCOM = Vm;T = OV. 
7Por a 1% change in +Vs or -Vs, the output current may change a maximum of 0.05% of Full Scale Range (FSR). 

Specifications subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS· 
Power Supply Voltage 

+Vs to GND .......................... +12 V 
-Vs to GND .......................... -11 V 
Difference from +Vs to -Vs ................. 16 V 

Inputs 
Difference from INH to INH .................. 5 V 
INH, INH .............. +Vs -13.4 V, -Vs +11 V 
VCOM' VOUT •••••••••••• +Vs -13.1 V, -Vs +13.2 V 
Iou IOH Program Voltage ...... +Vs -IS V, -Vs +15 V 

PIN 
NO. SYMBOL FUNCTION 
1 IOlRTN LOGIC LOW CURRENT RETURN 
2 VCOM COMMUTATION VOLTAGE 
3 VDUT LOAD/OUT CONNECTION 
4 -Vs NEGATIVE SUPPLY 
5 IOHRTN LOGIC HIGH CURRENT RETURN 
6 IOlPRoa LOGIC LOW CURRENT PROGRAM VOLTAGE 
7 LID LID CONNECTION (INTERNAL) 
8 GND GROUND 
9 IOHPRoa LOGIC HIGH CURRENT PROGRAM VOLTAGE 

10 N/C NO CONNECTION 
11 N/C NO CONNECTION 
12 N/C NO CONNECTION 
13 +Vs POSITIVE SUPPLY 
14 INH INHIBIT 
15 INH INHIBIT 
16 N/C NO CONNECTION 

AD1315 

Operating Temperature Range .............. 0 to + 70°C 
Storage Temperature Range ........... -65°C to + 125°C 
Lead Temperature Range (Soldering 20 sec)** ...... +300°C 

·Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at chese or any other conditions above those indicated 
in the operational sections of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

**To ensure lead coplanarity (±O.002 inches) and solderability handling with 
bare hands should be avoided and the device should be stored in an environ
ment at 24°C, ±:SOC (75°P, ±lOOF) with relative humidity not to exceed 65%. 

CONNECTION DIAGRAM 

16 

15 

I. 
13 

12 

11 
10 

9 

SUGGESTED PAD LOCATION 
Dimensions shown in inches and (mm). 

SUGGESTED LANDING PADS LOCAOON 

~ ~-.l 
c::::J c::J 0.050 (1.27) 

c::::J c::JT 
c::::J c::J 
c::::J c::J ~ 
c::::J c::JTO.025 (0.64) 

c::::J ° 640 c::J I. 1-- (la.26) -'1 .1 
0.810 

(20.57) 
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DEFINITION OF TERMS 
Gain 
The measured transconductance. 

Gain = lOUT (@ 5 V Input) - lOUT (@ 0.2 V Input) 
VPROG (@ 5 V) - VPROG (@ 0.2 V) 

where VPROG values are measured at IOLlloH PROG 

Gain Error 
The difference between the measured transconductance and the 
ideal expressed as a % of full-scale range. 

Ideal Gain = 10 mAlV 

Ideal Gain - Actual Gain 
Gain Error = x 100 

Ideal Gain 

Offset Error 
Offset Error is measured by setting the IOHPROG or IOLPROG 

inputs to 0.2 V and measuring lOUT. Since both IOH and IOL 

outputs are unipolar, this small initial offset of 2 mA must be 
set to allow for measurement of possible negative offset. With a 
gain of 10 mAN, a 0.2 V input should yield an output of ±2 
mAo The difference between the observed output and the ideal 
± 2 mA output is the offset error. 

Offset Error = lOUT (@ 0.2 V) - Gain x VPROG (@' 0.2 V) 

Linearity Error 
The deviation of the transfer function from a straight line de
fined by Offset and Gain expressed as a % of FSR. 

lOUT (calc) = Gain x VPROG (@ set point) + Offset 

where set point = V PROG (from 0.2 V to 5 V) 

lOUT (FSR) = Gain x VPROG (@ 5 V) + Offset 

.. lOUT (measured) - louT!calc) 
Llneanty Error = lOUT (FSR) x 100 

Figure 1. Definition of Terms 

INH 

~--,---~. S> ~~POZ 
10H------....... 1 10% '~: 
O-------------r~~----------~----

I~ _____ --~ 10% 

Figure 2. Timing Diagram for Inhibit Transition 
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Figure 8. AD1315 DC Test Circuit 

Figure 9. AD1315 Propagation Delay Test Circuit 
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FUNCTIONAL DESCRIPI'ION 
The AD 1315 is a complete high speed active load designed for 
use in general purpose instrumentation and digital functio!1lll 
test equipment. The function of the active load is to provide 
independently variable source and sink currents for the device' 
to be tested. 

The equivalent circuit for the AD131s is shown in Figure 10. 
An active load performs the function of loading the output of 
the device under test with a pro8rammed IOH or IoL. These 
currents are independently programmable. V COM is the commu· 
tation voltage point at which the load switches from source to 
sink mode. The active load may also be inhibited, steering cur
rent to the IOLRTN and IOHRTN pins, effectively disconnecting 
it from the test pin. 

The AD131s accepts differential digital signals at its inhibit in
puts ensuring precise timing control and high noise immunity. 
The wide inhibit input voltage range allows for ECL power sup
plies of -5.2 V and 0 V, -3.2 V and +2 V, and 0 V and +5 V. 
Where speed and timing accuracy are less important, TTL or 
CMOS logic levels may be used to toggle the Inhibit inputs of 
the AD 1315. Single ended operation is possible by biasing one 
of the inputs to approximately + 1.3 V for TTL or V cc/2 for 
CMOS. 

The IOH and IOL programming inputs accept 0 V to +5 V ana
log inputs, corresponding to 0 to SO rnA output currents. The 
V COM input, which sets the IOH/IoL switch point, may be set 
anywhere within the input range of -2 V to +7 V. 

+Vs 10U'R0G 

Figure 10. Block Diagram 

VOUT VOLTAGE RANGE 
In Figure 11, VOUT range, IOH and IOL typical current maxi
mums are plotted versus DUT voltage. In the IOH mode rv OUT 
higher than V =M)' the load will sink 50 rnA, until its output 
starts to saturate at approximately -1.5 V. In the IOL mode 
rv OUT lower than V COM)' the load will source SO rnA until its 
output starts to saturate at approximately +5:5 V. At +7 V, the 
source current will be close to zero. 

Ideally, the commutation point set at VCOM would provide in
stantaneous current sink/source switching. Because of IIV char
acteristics of the internal bridge diodes, this is not the case. To 
guarantee full current switching at the DUT, at least a 1 volt 

10-10 ATECOMPONENTS 

difference between V COM and V OUT must be maintained in 
steady state conditions. Because of the relatively fast edge rates 
exhibited by typical logic device outputs, this should not b!! a 
problem in nortna1 ATE applications. 

1_= IoIl'GM" +IV ~ SPECIFIED OPEftATINO RANGE 

o T'tPICAL OPetATINO RANGE 

Figure ". Allowable Current Range for IOH' IOL vs. VOUT 

THERMAL CONSIDERATIONS 
The AD131s is provided in a 0.550" x 0.550", 16-lead (bottom 
brazed) gull wing, surface mount package with a O]C of lOOC/W 
(typ). Thertna1 resistance (case-to-ambient) vs. air flow for the 
AD13ls in this package is shown in Figure 12. The data pre
sented is for a ZIF socketed device. For PCB mounted devices 
(w/30 mils clearance) the thertna1 resistance should be "'3 to 7% 
lower with air flows below 320 Ifm('). Notice that the improve
ment in thertna1 resistance vs. air flow starts to flatten out just 
above 400 Ifm(2). 

NOTES 
Ilfm is air flow in linear feet/minute. 
2Por convection cooled systems, the minimum recommended airflow is 
400 Ifm. 

60 
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J 20 
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o 

r-- -.............. DEVlC~ MOUrheD I~ SOCK~ 

o lip 180 240 320 400 480 560 640 720 800 
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Figure 12. Case-to-Ambient Thermal Resistance vs. Air 
Flow 



APPLICATIONS 
The AD1315 has been optimized to function as an active load in 
an ATE test system. Figure 13 shows a block diagram illustrat· 
ing the electronics behind a single pin of a high speed digital 
functional test system with the ability to test I/O pins on logic 
devices. The AD1315 active load, AD1321 or AD1322 pin 
driver, AD96687 high speed dual comparator and the AD664 
quad 12·bit voltage DAC would comprise the pin electronic por· 
tion of the test system. Such a system could operate at 100 MHz 
with the AD1321 (200 MHz with the AD1322) in a data mode 
or SO MHz (100 MHz) in the I/O mode. 

AD1315 

Figure 13. High Speed Digital Test System Block 
Diagram 

LAYOUT CONSIDERATIONS 
10HRTN and 10LRTN may be connected to any potential between 
- 2 V and + 7 V. These return points must be able to source or 
sink SO mA, since the 10H and 10L programmed currents are 
diverted here in the inhibit mode. The RTNs may be connected 
to a suitable GND. However, to keep transient ground currents 
to a minimum, they are typically tied to the V COM programming 
voltage point. 

AD1315 
The V COM input sets the commutation voltage of the active 
load. With DUT output voltage above V COM' the load will sink 
current (IOH). With DUT output voltage below VCOM' the load 
will source current (IOL). Like the 10H and IOL return lines, the 
V COM must be able to sink or source SO rnA, therefore a stan· 
dard op amp will not suffice. An op amp with an external com· 
plementary output stage or a high power op amp such as the 
AD842 will work well here. A typical application is shown in 
Figure 14. 

+15V 

15k 2k 

OTO -4.5V 
VCOM IN 1k 

YIELDS 
VcoM =-2Vto+7V 

620 

+15V 
AD1315 

IOHRTN 

>--..... -~~ VCOM 

IOLRTN 

Figure 14. Suggested IOHRTN' IOLRTN' VCOM Hookup 
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EVALUATION BOARD 
The AD1315 Evaluation Board allows the designer to easily 
evaluate the performance of the AD 1315 and its suitability for 
the specific application. The AD1315EB includes a mounted 
AD1315KZ active load, an ECL input buffer for Inhibit and the 
oscilloscope probe jacks necessary to properly analyze the true 
performance of the AD1315KZ. An equipment list has been 
provided in order to minimize variations due to test setups. 

15k 

...... ""'''v-..... -< + 15V 

lk 

+V. 

Figure 15. AD1315EB Evaluation Board Circuit 
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ORDERING GUIDE 
Temperature 

Atodel ~ 

AD13l5KZ 0 to +70·C 

Description 

16-Lead 
Gull Wing 

*See Section 20 for package outline information. 

Package 
Option· 

Z-16B 
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FEATURES 
Full Window Comparator 
2.0 pF max Input Capacitance 
9 V max Differential Input Voltage 
2.5 ns Propagation Delays 
low Dispersion 
low Input Bias Current 
Independent Latch Function 
Input Inhibit Mode 
SO dB CMRR 

APPLICATIONS 
High Speed Pin Electronic Receiver 
High Speed Triggers 
Threshold Detectors 
Peak Detectors 

PRODUCT DESCRIPTION 
The AD1317 is an ultrahigh speed window comparator with a 
latch. It uses a high speed monolithic process to provide high dc 
accuracy without sacrificing input voltage range. The AD1317 
guarantees a 2.8 ns maximum propagation delay. 

On-chip connection of the common input eliminates the contri
butions of a second bonding pad and package pin to the i 
capacitance, resulting in a maximum input cap 

The dispersion, or variation in pr 
overdrive levels and slew rates, is 
nals and 200 ps for I V inputs. 

The AD1317 employs a high precision di€fC!Ti 
with a common-mode range of 9 V. Its com'e gital 
outputs are ECL compatible. The output stage is capable 
driving a 50 n line terminated to -2 V. The AD1317 als 
vides a latch function, allowing operation in a sample-hold 
and can also be used to generate hysteresis. 

Ultrahigh Speed 
Window Comparator with Latch 

AD1317 I 
AD1317 FUNCTIONAL BLOCK DIAGRAM 

-Vs IE iE LEB LEB GND 

The comparator input can be switched into a high impedance 
state through the inhibit mode feature, electrically removing the 
comparator from the circ .. The bias current in inhibit mode is 
typically 50 pA 

a small 16-lead, hermetically sealed II!I 
mount package and operates over the com-

nge, 0 to + 70°C. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS (All specifications at +25°C, free air. Outputs terminated into 50 n to -2 V, with +Vs = + 10 V, 
- Vs = - 5.2 V unless otherwise specified.) 

AD1317KZ 
PlI1'BI!'etu Symbol MiD' Typ Max Units Comments 

DC INPUT CHARACTERISTICS 
Offset Voltage Vos -10 10 mV CMV = OV 
Offset Drift dVosidT 20 !LVre 
VINAIB Bias CU1'1'eI!ts -2 V to +7V 

Active Ibca 10 33 !LA 
Inhibit 100 50 pA 

VINA, VINB Bias Currents -2Vto+7V 
Active Ibsa 5 16.5 !LA 
Inhibit Ibsi 50 pA 

VINAIB Resistance Rinc 4 MO 
VINA, VINB Resistance Rins 8 MO 
Capacitance VINAIB, VINA, VINB CIN 1.5 2.0 pF 
Voltage Range VCM -2 7 Volts See Note 5 
Differential Voltage VDlFF 9 Volts 
Common-Mode 

Rejection Ratio CMRR 70 80 dB -2Vto+7V 

LATCH ENABLE INPUTS 
Common-Mode Range 
Differential Voltage 
Logic "1" Current 
Logic "0" Current 
Capacitance pF 

INPUT ENABLE CURRENTS 
Common-Mode Range 
Differential Voltage 
Logic "1" Current 
Logic "0" Current 
Capacitance pF 

DIGITAL OUTPUTS 
Logic "1" Voltage 
Logic "0" Voltage 

SWITCHING PERFORMANCE See Figure 3 
Propagation Delays 

Input to Output tpDR, [PDF 1.8 2.8 ns See Note 1 
Latch Enable to Output tLO 2.0 2.5 ns See Note 1 
Active to Inhibit tID 2.5 ns See Note 2 
Inhibit to Active tIE IS ns See Note 3 
Propagation Delay T.C. 5 psFC 

Dispersion See Note 4 
5 V Signal See Figure I 

All Edges 450 600 ps 
Rising Edge 350 ps 
Falling Edge 350 ps 

1 V Signal See Figure 2 
All Edges 250 400 ps 
Rising Edge 200 ps 
Falling Edge 200 ps 

LATCH TIMING See Figure 3 
Input Pulse Width tpw 2.5 1.0 ns 
Setup Time ts I.S 0.4 ns 
Hold Time tH 0 ns 

POWER SUPPLIES 
-Vs to +Vs Range 15.2 15.6 See Note 5 
Positive Supply +Vs 8.0 10.0 11.0 Volts 
Negative Supply -Vs -7.2 -5.2 -4.2 Volts 
Positive Supply Current 1+ 50 70 rnA 
Negative Supply Curtent 1- -100 -70 rnA 
PSRR 65 75 dB Measured at ±2.S% of + V s and -V s 

NOTES 
'Propagation Delay is measured from the input threshold crossing at the 50% point of a 0 V to 5 V input to the output Q and Q crossing. 
'Propagation Delay is measured from the input crossing of IE and IE to when the input bias eurtents drop to 10% of their nominal value. 
'Propagation Delay is measured from the input crossing of IE and IE to when the input bias eurtents rise to 90% of their nominal value. 
'Dispersion is measured with input slew rstes of O.S Vlns and 2.S Vlns. 
'The comparstnr input voltage rsnge is specified for -2 V to +7 V for typical power supply values of -5.2 V and +10.0 V but can be offset fnr different input 
rsnges such as -1 V to +8 V with power supplies of -4.2 V and +11 V, as long as tbe required headroom of 3 V is msintained berween both VH and +Vs 
and VL and -Vs. 

Specifications subject to change without notice. 
This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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ABSOLUTE MAXIMUM RATINGS1 

Power Supply Voltage 
+Vs to GND .......................... +12 V 
-Vs to GND ........................... -9 V 
Difference from +Vs to -Vs ................ +16 V 

Inputs 
VINAIB, VINA, VINB ..... +Vs -13.5 V, -Vs +13.7 V 
LEA, LEA, LEB, LEB ....... +Vs -14 V, -Vs +12 V 
IE, IE ................. +Vs -14 V, -Vs +10.3 V 

Outputs 
QA, QA, QB, QB ......... GND -0.5 V, GND +3.5 V 

Operating Temperature Range .............. 0 to + 70°C 
Storage Temperature Range 

Mter Soldering .................. -65°C to + 125°C 
Lead Temperature Range (Soldering 20 sec)' ....... + 300°C 

NOTES 
I Stresses above those limits under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affec 
reliability. 

'To ensure lead coplanacity (±O.OO2 inches) and sol 
bare hands should be avoided and 
environment at 24"<: ±5°C (75°F ± 
65%. 

CONNECTION DIAuKJlM\M!"" 1 

VINA 16 
VINA/B 15 LEA 

V1NB AD1317 14 QA 

iE 13 iiA 
IE TOP VIEW 12 OB 

-Vs (Not To Scale) 11 QlI 
GND 10 LEB 

+V. 9 rn 

SUGGESTED LANDING PADS LOCATION 

~-.l 
c::J 0.050 (1.27) 

c::JT 
c::J 

CJ c::J ~ 
CJ c::J

T 
0.025 (0.63) 

CJ 0540 c::J 
I. 1-- (13.71) --I _I 

0.710 
(18.03) 

AD1317 
WINDOW COMPARATOR PIN ASSIGNMENT 

Pin No. 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

Description 

VINA 

VINAIB 

VINB 

IE 
IE 

-Vs 

GND 

+Vs 

LEB 

Noninverting Comparator A Input 

Window Comparator Common Input 

Inverting Comparator B Input 

Input Enable 

Input Enable 

Negative Supply, -S.2V 

Ground 

Positive Supply, + IOV 

Latch Enable B 

Latch Enable B 

Comparator B Output 

Comparator B Output 

Comparator A Output 

Comparator A Output 

Latch Enable A 

Latch Enable A 

ORDERING GUIDE 

Temperature 
Model Range Description 

Package 
Option· 

AD1317KZ 0 to +70°C 16-Lead 
Gull Wing 

*See Section 20 for package outline information. 

Z-16A 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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ADl317 DEFINITION OF TERMS 

Vos INPUT OFFSET VOLTAGE - The voltage which 
must be applied between either VINA and VINAIB 
or VINB and VINAIB to obtain zero voltage 
between outputs QA and QA, or QB and QB, 
respectively. 

dVos/dT OFFSET DRIFT - The ratio of the change in 
input offset voltages, over the operating temperature 
range, to the change in temperature. 

Ibca INPUT BIAS CURRENT (VINAIB, ACTIVE)
The bias current of the window comparator's 
common input with inputs enabled. 

Ibci 

Ibsa 

Ibsi 

Rinc 

Rins 

CMRR 

INPUT BIAS CURRENT (VINAIB, INHIBIT) -
The bias current of the window comparator's 
common input with inputs inhibited. 

INPUT BIAS CURRENT (VINA or VINB, 
ACTIVE) - The bias current of either single input 
with inputs active. 

INPUT BIAS CURRENT (VINA or VINB, 
INHIBIT) - The bias current of either single input 
with inputs inhibited. 

INPUT RESISTANCE (VINAIB) - The inp 
resistance looking into the window 
common input. 

INPUT RESIST AN 

common input. 

INPUT COMMON-MODE VOLTAGE RAN 
The range of voltages on the input terminals for 
which the offset and propagation delay specifica
tions apply. 

INPUT DIFFERENTIAL VOLTAGE RANGE -
The maximum difference between any input 
terminal voltages. 

COMMON-MODE REJECTION RATIO - The 
ratio of common-mode input voltage range to the 
peak-to-peak change in input offset voltage over this 
range. 

IIH LOGIC "I" INPUT CURRENT - The logic high 
current flowing into (+) or out of ( - ) a logic input. 

IlL LOGIC "0" INPUT CURRENT - The logic low 
current flowing into (+) or out of ( - ) a logic input. 

VOH LOGIC "I" OUTPUT VOLTAGE - The logic high 
output voltage with a specified load. 

VOL LOGIC "0" OUTPUT VOLTAGE - The logic low 
outpUt voltage with a specified load. 

IOH LOGIC "I" OUTPUT CURRENT - The logic 
high output source current. 

IOL LOGIC "0" OUTPUT CURRENT - The logic low 
output source current. 

I + POSITIVE SUPPLY CURRENT - The current 
required from the + V s supply. 

1- NEGATIVE SUPPLY CURRENT - The current 
required from the -Vs supply. 

PSRR POWER SUPPLY REJECTION RATIO - The 
ratio of power supply voltage change to the 
peak-to-peak change in input offset voltage. 

AD1317 SWITCHING TERMS (See Figure 3) 

tpDR INPUT TO OUTPUT RISING EDGE DELAY -
The propagation delay measured from the time 
VINAIB crosses either VINA or VINB, in a low to 
high transition, to the time QA and QA or. QB and 
QB cross, respectively. 

INPUT TO OUTPUT FALLING EDGE DELAY 
- The propagation delay measured from the time 
VINAIB crosses either VINA or VINB, in a high to 
low transition, to the time QA and QA or QB and 
QB cross, respectively. 

MINIMUM LATCH SET-UP TIME - The 
minimum time before LE goes high with respect to 
LE that an input signal change must be present .in 
order to be acquired and held at the outputs. 

MI TCH HOLD TIME - The 
after LE goes high with respect to 

. put signal must reInain unchanged in 
be acquired and held at the outputs. 

LATCH ENABLE PULSE WIDTH -
time that LE must be held high with 

E in order to acquire and hold an input 

between when LE goes high with respect to 
that QA and QA or QB and QB cross. 

INPUT STAGE DISABLE TIME - The time 
between when IE goes high with respect to IE that 
the input bias currents drop to 10% of their 
nominal value. 

INPUT STAGE ENABLE TIME - The time 
between when IE goes high with respect to IE that 
the input bias currents rise to 90% of their nominal 
values. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Figure 1. Dispersion Test Input Conditions - 5 V Signal 

Figure 2. Dispersion Test Input Conditions - 1 V Signal 
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Figure 3. Timing Diagram 

AD1317 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Typical Performance Characteristics 
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This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Figure 11. Output Waveform vs. Load Figure 12. Propagation Delay vs. 
Common-Mode Voltage 
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This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Typical Performance Characteristics 
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This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog DeviCes assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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FUNCTIONAL DESCRIPTION 
The AD1317 is an ultrahigh speed window comparator designed 
for use in general purpose instrumentation and automatic test 
equipment. The internal connections for windowing operation 
keep the capacitance at the critical common input (VINA/B) 
well below what could normally be obtained using separate in
put pins. 

Another key feature is that the front end circuitry may be dis
abled, decreasing input bias currents to 50 pA (typical). This 
enables sensitive dc current testing without having to physically 
disconnect the AD1317's input from the circuit. The compara
tor's outputs would normally be latched to maintain absolute 
logic levels prior to inhibiting the input. 

High speed comparators using bipolar process technology usu
ally have input bias currents in the 1 .... A to 20 .... A range, and 
the AD1317 is no exception in this regard. This occurs because 
the input devices usually have low current gain but must be op
erated at high currents to obtain the widest possible bandwidth. 
Careful design minimizes variations in the AD1317's bias cur
rent with respect to both differential and common-mode input 
variations. This translates directly to a high equiv . 
resistance, the minimum of which occurs 
input. The typical input resistance 
input under this condition is 

Many ATE applications have 
reduce standard logic voltages to level 
by "687" type comparators. These divi 
the slew rates at which the comparators perly 
The AD1317's 9 volt differential and common-mode in 
ranges and 2.5 V/ns slew rate capability make these b 
cuits unnecessary in most applications. 

Separate, complementary latch inputs are provided for each 
comparator. These may be driven by differential or single-ended 
sources ranging from ECL to HCMOS logic. When using the 
comparator's transparent mode, the latch inputs may be tied 
anywhere within their common-mode range with a maximum 
differential of 4 V. Symmetrical hysteresis may also be generated 
by applying a small differential voltage to the latch inputs (see 
HYSTERESIS). 

The AD1317's outputs are standard emitter followers with ECL
compatible voltage swings. The recommended output termina
tion is 50 ohms to - 2 V. Larger value termination resistors 
connected to -Vs may be used, but will reduce edge fidelity. 
Typical output rise and fall times (20%-80%) are 1 ns with a 
50 ohm, 10 pF load. The maximum output source current is 
4OmA. 

THERMAL CONSIDERATIONS 
The AD1317 is provided in a 0.450" x 0.450", 16-lead (bottom 
brazed) gull wing, surface mount package with a typical Ole 
(junction-to-case thermal resistance) of 17'soCIW. Thermal 
resistance OCA (case to ambient) vs. air flow for the AD1317 in 
this package is shown in Figure 25. The improvement in ther
mal resistance vs. air flow begins to flatten out just above 
400 lfm"'''. 

NOTES 
'Ifm is airflow in linear feet/minute. 
'Par convection cooled syotems, the minimum recommended airflow is 
400 Ifm. 
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rsion is the change in device propagation 
suits from changes in the input signal conditions. 

ersion is an indicator of how well the comparator's front-
balances the conflicting requirements of high gain 

dwidth. High gain is needed to ensure that small 
ill produce valid logic outputs without an increase 

in propagation delay, while wide bandwidth enables the compar
ator to handle fast input slew rates. The input signal criteria 
used to determine the AD1317's dispersion performance are am
plitude, overdrive and slew rate for both standard CMOS and 
ECL signal levels. 

HYSTERESIS 
The customary technique for introducing hysteresis into a com
parator uses positive feedback as shown in Figure 27. The major 
problems with this approach are that the amount of hysteresis 
varies with the output logic levels and that the hysteresis is not 
symmetrical around zero. 

The AD 1317 does not use this technique. Instead, hysteresis is 
generated by introducing a differential voltage between LE and 
LE as shown in Figure 28. Hysteresis generated in this manner 
is independent of output swing and is symmetrical around zero. 
The variation of hysteresis with input voltage is shown in Figure 
29; the useful hysteresis range is about 20 mV. 

LAYOUT CONSIDERATIONS 
Like any high speed device, the AD1317 requires careful layout 
and bypassing to obtain optimum performance. Oscillations are 
generally caused by coupling from an output to the high imped
ance inputs. All drive impedances should be as low as possible, 
and lead lengths should be minimized. A ground plane should 
be used to provide low impedance return paths. Care should be 
taken in selecting sockets for incoming or other testing to mini
mize lead inductance, and sockets are not recommended for pro
duction use. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Output wire lengths should be kept below one inch. Longer 
connections require the use of transmission line techniques to 
prevent ringing and reflections. Lines should be terminated with 
their characteristic impedance to - 2 V. Thevenin-equivalent 
termination to - V s is also possible. 

High quality RF capacitors should be used for power supply 
bypassing. These should be located as closely as possible to the 
AD1317's power pins and connections to the ground plane 
should have the minimum possible length. Both + V s and -V s 
must be bypassed with 470 pF capacitors located within 0.25 
inches of the device's supply pins. In addition, each supply 
should be bypassed with 0.1 J.LF ceramic and 10 J.LF tantalum 
capacitors. Low impedance power distribution techniques wUI 
make the locations of these components less critical. Adding 
470 pF capacitors at the VINA and VINB inputs, as close as 
possible to the package, will improve circuit performance and 
noise immunity in dc-compare applications. 

G)--~---........ 
~70PF 

T 
170PF" 

® ....... ---.... I~-----_ .. VINB REF 

Figure 26. AD1317 Basic Circuit Decoupling 
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Figure 30. AD1317 Hysteresis 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Figure 31. High Speed Digital List System Block Diagram 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
100 MHz Driver Operation 
Driver Inhibit Function 
250 ps Edge Matching 
Guaranteed Industry Specifications 

50 0 Output Impedance 
1 V Ins Slew Rate 
Variable Output Voltages for ECL, TTL and CMOS 

High Speed Differential Inputs for Maximum Flexibility 
Hermetically Sealed Small Gull Wing Package 

APPLICATIONS 
Automatic Test Equipment 

Semiconductor Test Systems 
Board Test Systems 

Instrumentation &. Characterization Equipment 

PRODUCT DESCRIPTION 
The AD1321 is a complete high speed pin driver designed for 
use in digital or mixed signal test systems. By combining a high 
speed monolithic process with a unique surface mount package, 
this product attains superb electrical performance while preserv
ing optimum packaging densities and long term reliability in an 
ultrasmall l6-lead, hermetically sealed (gull wing) package. 

Featuring unity gain programmable output levels of - 2 V to 
+7 V with output swing capability of less than 100 mV to 9 V, 
the AD1321 is designed to stimulate EeL, TIL and CMOS 
logic families. The 100 MHz (5.0 ns pulsewidth) data rate 
capacity, I V Ins slew rate, and matched output impedance 
allows for real-time stimulation of these digital logic families. To 
test 110 devices, the pin driver can be switched into a high 
impedance state (inhibit mode) electrically removing the driver 
from the path through the inhibit mode feature. The pin driver 
leakage current in inhibit is typically 50 nA, and output charge 
transfer entering inhibit is typically less than IS pC. 

The AD132 I transition from HIILO or to inhibit is controlled 
through the data and inhibit inputs. The input circuitry is 
implemented utilizing high speed differential inputs with a com
mon mode range of 3 volts. This allows for direct interface to 

High Speed Pin Driver 
with Inhibit Mode 

AD1321 I 
AD1321 FUNCTIONAL BLOCK DIAGRAM 

the precision of differential ECL timing or the simplicity of IIiI 
stimulating the pin driver from a single ended TIL or CMOS 
logic source. The analog logic HIILO inputs are equally easy to 
interface. Typically requiring 350 I1A of bias current, the 
AD 1321 can be directly coupled to the output of a digital-to-
analog converter. 

The 150 MHz analog bandwidth of the logic HIILO inputs 
allows for four quadrant multiplying providing maximum flexi
bility as a standard pin driver and a waveform generator all in 
one package. 

The AD1321 is available in a 16-lead, hermetically sealed gull 
wing package and is specified to operate over the ambient com
mercial temperature range from 0 to +70°C. 
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SPECIFICATIONS (Atl measurements made in free air at + 25°C. Output load 10 kO/6 pF with + Vs = + 1 0 V, 
-Vs == '-5.2 V unless otherwise specified) , . -

AD1321KZ 
Parameter Min .Typ Max Units Comments 
DIFFERENnlALINPUT 

CHARACTERISTICS 
D to 15, INH to INH 

Input Voltage -2.0 +7.0 Volts 
Differential Input Range 0.4 ECL 3.0 Volts 
Bias Current 175 300 jJ.A 

REFERENCE INPUTS See Note 1 
V HIGH Range (V H) -2.5 +7.5 Volts 
V LOW Range (V 0 -2.5 +7.5 Volts 
V HIGH Bias Currents (V W 0.5 1.2 rnA 
V LOW Bias Currents (V L) 0.3 0.5 rnA 
Input Bandwidth ISO MHZ See Figure 9 

OUTPUT CHARACTERISTICS See Notes 1, 2 
Logic High Range -2.0 +7.0 Volts 
Logic Low Range -2.0 +7.0 Volts 
Amplitude [VH-VrJ 0.1 +9.0 Volts 
Accuracy See Figure 1 

Initial Offset -50.0 +50.0 mV 
Gain Error -4.5 -2.5 -0.5 % of Set Level See Note 3 
Linearity Error' 

o V to +5.5 V -0.5 +0.5 % of Set Level 
-2Vto+7V -1.0 +1.0 % of Set Level 

OutpUt Voltage TC 0.5 mVrc See Figures 7 & 8 
Current Drive 

Static 30.0 rnA 
Dynamic 100.0 rnA See Note 4 
Current Limit 85 rnA 

Output Impedance 48.5 50.0 51.5 ohms See Note 5 
DYNAMIC PERFORMANCE 

Driver Mode See Note 6 
Delay Time 0.8 1.2 1.6 ns See Figure 2 
Prop Delay TC 2.0 psfC See Figure 4 

Delay Time Matching 
Edg~to-Edge -250 ±80 +250 ps See Figure 5 

Rise & Fall Times See Figure 10 
1 V Swing 0.9 1.2 -ns Measurement 20%-80% 
3 V Swing 2.7 3.0 ns Measurement 10%-90% 
5 V Swing 4.0 4.4 ns Measurement 10%-90% 
Large Signal Slew 0.8 1.l V/ns Measurement 20%-80% of 9 V Swing 

Toggle Rate 100 MHz ECL Output 
Minimum PW; VOUT = 2 V 5.0 ns See Figure 12 
Overshoot & Preshoot -(3% Vo+50) +(3% Vo +50) mV See Figure 3, Note 7 
Settling Time See Figure 3, Note 7 

to ±1% Vo 15 ns 
Delay Time vs. PW 150 ps See Note 8; See Figure 6 

-. 
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AD1321 
AD1321KZ 

Parameter Min Typ Max Units Comments 
DYNAMIC PERFORMANCE 

Inhibit Mode See Figure 2 
Delay Time See Note 9 

Drive-to-Inhibit 1.1 1.7 ns 
Inhibit -to-Drive 1.6 2.2 ns 

Edge-to-Edge Matching -250 ±100 +250 ps 
Overshoot & Preshoot 40 80 mV See Figure 3 
Output Capacitance 8 10 pF 
Output Charge Going 

into Inhibit Mode 15 pC See Figure 13 
Leakage Current 

in Inhibit Mode 
-2 V to +5 V 50 200 nA 
+5Vto+7V 1.0 JLA 

POWER SUPPLIES 
-Vs to +Vs Range 15.2 Volts 

Supply Range See Note 10 
Positive Supply +8.0 +10.0 +12.0 Volts 
Negative Supply -7.2 -5.2 -3.2 Volts 

Current 
Positive Supply 42 60 78 mA 
Negative Supply -78 -60 -42 rnA 

+PSRR VOH = +7 V 0.5 0.5 O/O/O/OVOUT +V = ±2.50/0 
-PSRR VOL = -2 V 0.5 0.5 O/O/O/OVOUT -V = ±2.50/0 

NOTES 
'The output voltage range is specified for -2 V to +7 V for typical power supply values of -5.2 V and + 10.0 V but can be offset for different values of VOUT 
such as 0 V to +9 V as long as the required headroom of 3 V is maintained between both V Hand + V s and V L and -V s' 

2V H can be set to be as much as 4 volrs below V L without any harm to the driver with the restriction that neither level can go below - 2 V with the typical __ I 
power supply setting. In this condition the rise and fall times will approximately double. .. 

3The gain error of the driver is always in the negative direction with respect to the voltage set level. 
'Transient output current can easily exoeed the AD132l's steady-state current limit when driving capacitive loads. The transient output current capability can be 
increased by connecting 0.039 J1l' capacitors between Pin 5 and ground and Pin 6 and ground. This will prevent the driver from current limiting by providing 
the "edge" current necessary when driving capacitive loads. These capacitors will not affect the driver's de current limit. 

'Driver output impedance is 50 ohms, ± 1.5 ohms for a 3 V swing into a 50 ohm cable. 
"Delay times are measured from the crossing of differential ECL outputs at the inputs to the driver to the 50% point of an ±400 mV driver output. 
7Due to uncontrolled inductances in the test socket, overshoot, preshoot and settling time cannot be 100% tested. These characteristics are guaranteed by char
acterization data instead. 

8Delay matching vs. PW is defined as the amount of change in propagation, with respect to the leading edge, due to change in pulsewidth of the input signal. 
The AD1321 is characterized over the pulsewidth range of 5 ns to 100 ns. 

"Inhibit mode delay times are measured from the crossing of differential (ECL) INH inputs to a 200 mV transition at the pin driver output. VOUT is connected 
to a 100 ohm/IS pF load terminated to ground. V OH is set at + I V and VOL is set at -I V for this test. 

,oA supply range of 15.2 V must be maintained to guarantee a 9 V output swing. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS* 
Power Supply Voltage 

+Vs to GND .......................... +13 V 
-Vs to GND •........•................ -8.2 V 
Difference from +Vs to -Vs ................. 16 V 

Inputs 
Difference from D to D ...................... 5 V 
Difference from INH to INH .................. 5 V 
D, D, INH, INH .•........ +Vs -12 V, -Vs +1l.5 V 
VH to VL ................•........ -4 V, +9 V 
VH, VL .......•....... +Vs -13.0 V; -Vs +13.2 V 

Driver Output 
Voltage .......•........ +Vs -13.0 V, -Vs +13.2 V 
Shon Circuitto GND .•................. Indefinite 

Operating Temperature Range .............. 0 to + 70°C 
Storage Temperature Range ........... -65°C to + 125°C 
Lead Temperature Range (Soldering 20 sec)t ....... +300°C 

NOTES 
'Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specifications is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

t-ro ensure lead coplanarity (±0.002 inches) and solderability, handling with 
bare hands should be avoided and the device should be stored in an 
environment at 24"C, ±5"C (75"1', ± IO"F) with relative humidity not to exceed 
65%. 
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CONNECTION DIAGRAMS 
Dimensions shown in inches and (mm). 

16 

15 

14 
13 

12 

11 

10 

9 

SUGGESTED LANDING PADS LOCATION 

~ ~-.l 
c::::J c:::J 0.050 (1.27) 

c::::J c:::JT 
c::::J c:::J 
c::::J c:::J t 
c::::J c:::JTO.025 (0.63) 

c::::J ° 540 c:::J I. 1-- (13.71) -·1 .1 
0.710 

(18.03) 

PIN CONFIGURATION 

PIN NO. SYMBOL FUNCTION 
1 GND CIRCUIT GROUND 
2 N/C NO CONNECTION 
3 VOUT DRIVER OUTPUT 
4 N/C NO CONNECTION 
5 C,+ POS.ITIVE DECOUPLE 
6 c,- NEGATIVE DECOUPLE 
7 VL VOLTAGE LOGIC LOW 
8 N/C NO CONNECTION 
9 LID LID CONNECTION* 

10 VH VOLTAGE LOGIC HIGH 
11 0 DRIVER INPUT 
12 D DRIVER INPUT 
13 INH INHIBIT INPUT 
14 INH INHIBIT INPUT 
15 -Vs NEGATIVE SUPPLY 
16 +Vs POSITIVE SUPPLY 

"IT IS RECOMMENDED TO CONNECT PIN 9 TO CIRCUIT GROUND. 

Model 

AD1321KZ 

ORDERING GUIDE* 

Temperature 
Range 

o to +70°C 

Package 
Option 

16-Lead 
Gull Wing 
(Z-16A) 

*See Section 20 for package outline infonnation. 



OFFSET ERROR 
The offset error for logic high is determined by holding the out
put of the driver at logic high, and applying zero volts to the 
logic high reference input. The driver output value represents 
the offset "high" error. The same approach is used to identify 
offset "low" error 

where: 
VH 
D 
D 
INH 
INH 

OV 
mGH 
LOW 
LOW 
HIGH. 

GAIN ERROR 

V HIGH OFFSET = VOUT 

Defined as the ratio of the driver's output voltage to its logic set 
level voltage and is expressed in terms of percent of set level. 
The gain error is typically seen as 2.5% and is always in the 
negative direction with respect to the logic set level 

V (%) - VOUT - VH - VHIGHOFFSET X 100 
HIGH GAIN - VH 

where: 
VH 5.0 V+VH1GH OFFSET 

D HIGH 
D LOW 
INH LOW 
INH HIGH. 

LINEARITY ERROR 
The deviation of the transfer function from a reference line. For 
the AD 1321, the linearity error is calculated by subtracting the 
worst case gain error from the best case gain error (for the speci
fied range) and divide the result by two. This method guaran
tees that the maximum linearity error for any set level within 
the specified range will be within the specified limits 

where: 

V I"" I - VHlGHGAlN lmax)- VHIGHGAlN Imin) x 100. 
HIGH LINEARITY 0 - 2 

DELAY TIME 
The amount of time it takes the input signal to propagate 
through the driver and be converted to the desired logic levels. 
The measurement technique is defined in the notes and is 
shown in Figure 2. 

EDGE-To-EDGE MATCHING 
Edge-to-edge matching is the difference, in time, between the 
delay time of the rising edge and the falling edge. 

MINIMUM PULSEWIDTH 
Defined as the smallest pulse applied to the input of the driver 
which can maintain an output signal amplitude of 2 V. The 
minimum pulsewidth is measured at the 50% points of the 
waveform. 

OVERSHOOT AND PRESHOOT 
The amount by which the driver's output voltage exceeds the 
desired set voltage. Preshoot is similar to overshoot but is the 
amount by which the driver's output goes below the initial volt
age when driving to the new set level (or inhibit mode). See 
Figure 3. 

Definition of Terms - AD1321 

IDEAL TRANSFER CURVE 

WHERE Yotn- '" Vae-r ± I OFFSET ERROR 1- GAIN ERROR ± UNEARITY ERROR 

Figure 1. Definition of Terms 

:=t----*:= 
~ .. ,. I 

Vo&.=_1V 

Figure 2. Timing Diagram for Driver and Inhibit 
Propagation Delay 
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Figure 3. Definition of Waveform Abberations 
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Typical Performance Characteristics 
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NOTES 
1. PULSE GENERATOR OUTPUT LEVELS 

TO BE -a.BY TO -2.OV. 
2. ALL SCOPE PROBES TO BE 10kO, 

3pF, 300MHz BANDWIDTH. 
3. SCOPE BANDWIDTH 3ODMHz. 
4. FIXTURE REQUIRES GROUND PLANES. 
S. SEE PARAGRAPH ON LAYOUT CONSIDERATIONS. 

AD1321 

Figure 14. AD1321 Test Setup 

FUNCTIONAL DESCRIPTION 
The AD1321 is a complete high speed pin driver designed for 
use in general purpose instrumentation and digital functional 
test equipment. The purpose of a pin driver is to accept digital, 
analog and timing information from a system source and com
bine these to drive the device to be tested. 

Figure 15. AD1321 Block Diagram 

The circuit configuration for the AD1321 is outlined in Figure 
IS. Simply stated, a pin driver performs the function of a pre
cise, high speed level translator with an output which can be 
disabled. The AD1321 accepts differential digital information 
utilizing a high speed differential design on the D and INH 
inputs providing precise timing at logic crossover and high noise IIIjI 
immunity. The wide input voltage range allows for ECL opera- .all 
tion with power supplies at 0 to -5.2 V, +2 V to -3.2 V or 
+5 V to 0 V. Where timing is less critical, TTL or CMOS logic 
levels may be used to toggle the AD 1321. By biasing the D and 
INH inputs to approximately + 1.3 V for TTL and 112 V = for 
CMOS, the D and INH inputs can be directly driven from these 
single-ended output sources. The output of the pin driver will 
follow the logic state of the D input providing the INH input is 
low. When inhibit is asserted, the output is disconnected and 
any activity on the input does not affect the output. 

Analog information is provided to the pin driver through the V H 

and V L terminals as reference voltages. These analog voltages 
are buffered internally using unity gain followers. The resulting 
gain and linearity errors are provided in the specification table. 
System timing requirements are achieved through a specified 
1.2 ns, ±400 ps driver propagation delay, 1.0 V/ns slew rate, 
defined preshoot and overshoot, and a dynamically trimmed 
SO n output impedance. 

ATE COMPONENTS 1{)-31 



LAYOUT CONSIDERATIONS 
While it is generally considered good engineering practice to 
capacitively decouple the power supplies of an active device, it is 
absolutely essential for a high power, high speed device such as 
the AD 1321. The engineer merely has to consider the current 
pulse demand from the power supply when a dynamic current 
change of -100 mA to + 100 mA is required in only a few nano
seconds. Therefore, a 470 pF high frequency decoupling capaci
tor must be located within 0.25 inches of the + V s and - V s 
terminals to a low impedance ground. A 0.1 ,...F capacitor in 
parallel with a 10 ,...F tantalum capacitor should also be situated 
between the power supplies and ground however, the proximity 
to the device is less critical assuming low impedance power sup
ply distribution techniques are employed. Circuit performance 
will be similarly enhanced and noise minimized by locating a 
470 pF capacitor as close as possible to V H' V L and connected 
to ground. Bypass considerations have been summarized in Fig
ure 16. 

An equally important consideration is the use of microwave 
stripline techniques on the output of the AD1321. Failure to 
preserve the 50 {} output impedance of the pin"driver will result 
in unwanted reflections, ringing and general corruption of the 
wave shape. Care should be exercised when selecting etch 
widths and routing, wire and cable to the device to be tested, 
and in choosing relays if they are required. 

@) 1 
470pF 

101}---+---+----...----t--v" 
471lpF 

)---+---+---+----1>--- COMMON 

470pF 

}----4-----+-----+----~---~ 

+ 
470PF1 ID.1~F _I 1oJ.lF 

@)~----~--~--~-----~--~--+. -~ 

Figure 16. Basic Circuit Oecoupling 
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THERMAL CONSIDERATIONS 
The AD1321 is provided in a 0.450" x 0.450", 16-lead (bottom 
brazed) gull wing, surface mount package with a typical 
junction-to-case thermal resistance of 5.6"C/W. Thermal resis
tance 8CA (case to ambient) vs. air flow for the AD1321 in this 
package is shown in Figure 17. The improvement in thermal 
resistance vs. air flow begins to flatten out just above 
400 Ifm(I,2). 

NOTES 
Ilfm is air flow in Linear Feet/Minute. 
'For convection cooled systems, the minimum recommended airflow is 
400 Ifm. 
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AD684(x2) 
QUAD 12-BIT DAC 

2 

AD96687 

2 

AD1315 

AD1321 

Figure 18. High Speed Digital Test System Block Diagram 

APPLICATIONS 
The AD 1321 has been optimized to function as a pin driver in 
an ATE test system. Shown in Figure 18 is a block diagram 
illustrating the electronics behind a single pin of a high speed 
digital functional test system with the ability to test 1/0 pins on 
logic devices. The AD1321 pin driver, AD%687 high speed 

dual comparator, AD1315 active load, and the AD664 quad 12-
bit voltage DAC would comprise the pin electronic portion of 
the test system. Such a system could operate at 100 MHz in a 
data mode or 50 MHz in the 110 mode, yet fit into a neat trim 
package. 
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!' INHIB~ 
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DATA IN 

~50Q 

NOTES: . 

AD1321 

PIN DRIVER 

"HALF·MOON" CONNECTORS CAN BE CONNECTED OR DISCONNECTED AS REQUIRED •• .... 
DECOUPLING CAPS ARE NOT SHOWN ON THIS SCHEMATIC, BUT THE BOARD USES O.I~F AND 
470pF CAPS TO DECOUPLE THE Vee, VEE, VLOW AND VHIGH SUPPLIES. 
SMA CONNECTORS • 
PROBE JACKS ) 
BNC CONNECTORS E 

VHlGH 

Figure 19. AD1321EB Evaluation Board Schematic 
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AD1321 EVALUATION BOARD 
Introduction 
The AD132IEB evaluation board was developed to aid the cus
tomer in quickly evaluating the performance of the AD1321. 
Included is complete documentation of the evaluation board 
along with suggestions on equipment to use and measurement 
limitations. 

Overview 
The AD1321 is a high speed pin driver used in automatic test 
equipment 

The device has true differential inputs for both the drive and 
inhibit which can be driven from either TTL or ECL logic 
levels (ECL is recommended). Standard ECL design and layout 
techniques should be used. 

The device runs from dual power supplies + 10 V and -5.2 V. 
It is very important that these power supplies are decoupled 
properly at the device pin. (High frequency oscillations will cou
ple through to the device output.) 

The reference input pins are dc inputs; therefore they also 
should be decoupled properly. The reference input range is 
-2 V to +7 V. 

The output slew rate is I V/ns for large signals and has a rep 
rate for an ECL level of 100 MHz minimum. 

Equipment 
The Drive and Inhibit inputs should be driven with standard 
ECL levels. If the full performance of the AD1321 needs to be 
evaluated, the generator must be able to supply an ECL level at 

AD1321 
frequencies greater than 200 MHz. Motorola's MCI0216 is used 
on the evaluation board to simulate the actual application. V BB 

is used on the MC10216 as the logic reference and the outputs 
have 330 ohm pulldowns to VEE. 

Five power supplies are required: DUT_Vee, DUT_VEE' 
VH1GH' VLOW and ECL_VEE. DUT_Vee requires +10 V at 
100 mA minimum; DUT_VEE requires -5.2 V at 100 mA mini
mum; ECL_VEE requires -5.2 V at 150 mA minimum. VH1GH 

and VLQW require -2 V to +7 V at 5 mA (each). 

The output performance of the pin driver can only be measured 
properly with a scope which has the proper bandwidth for the 
required application. The input impedance and the bandwidth 
of the scope probe should be taken into consideration when 
evaluating the performance of the device. The resultant band
width of the system is the RMS value of the components in the 
system. 

The characterizations performed by Analog Devices were per
formed using the following equipment: the scope equipment 
consists of the Tektronix 11402 mainframe (I GHz BW), P6203 
FET probe (l GHz, 1.2 pF, I M ohm) and the llA71 plug-in 
(l GHz BW, 50 ohm). 

The Hewlett-Packard 54120 and 54110 were also evaluated with 
the 500 ohm, 1.2 pF passive probes and the Data Precision 6100 
with their model 640 FET probe (50 kO, 4 pF). When measur
ing the performance of waveforms close to or exceeding the 
bandwidth of a scope, it is not uncommon for the results 
between scopes to be different because of aberrations and slew 
rates. 
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DC POWER SUPPLIES (4) 

RANGE: RANGE: RANGE: RANGE: RANGE: 
-2VTO +7V AT -2VTO+7V AT -5.2V NOMINAL +10V NOMINAL, -5.2V ~OMINAL 

<SmA <SmA 100mA MINIMUM 100mA MINIMUM 1SOmA MINIMUM 

-Q 0+ -0 Q+ -( 0+ -Q 0+ -0 Q+ 
I .1 .1 I - -

-
~ I 

6 6 
100 MHz 

~ 
VH1GH VLOW DUT _VEE DUT _ Vee GND ECL_VEE 

MINIMUM 

DATA_IN RECOMMENDED 
VOUT BANDWIDTH: 

1GHz MINIMUM 

SO MHz .-J INHIBIT_IN 
MINIMUM OSCILLOSCOPE 

PULSE GENERATORS (2) CONNECTORS ON AD1321 EVALUATION BOARD: 

1. DC POWER SUPPLIES: FEMALE BANANA JACKS 
2. PULSE GENERATORS: FEMALE BNC CONNECTORS 
3. OSCILLOSCOPE: FEMALE PROBE SOCKET (TEKTRONIX pIn: 131-0258-(0) 

Figure 20. AD1321 Evaluation Board Connections 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
200 MHz Driver Operation 
Driver Inhibit Function 
200 ps Edge Matching 
Guaranteed Industry Specifications 

50 n Output Impedance 
2 Vlns Slew Rate 
Variable Output Voltages for ECl. TTL and CMOS 

High Speed Differential Inputs for Maximum Flexibility 
Hermetically Sealed Small Gull Wing Package 

APPLICATIONS 
Automatic Test Equipment 

Semiconductor Test Systems 
Board Test Systems 

Instrumentation & Characterization Equipment 

PRODUCT DESCRIPTION 
The AD1322 is a complete high speed pin driver designed for 
use in digital or mixed signal test systems. By combining a high 
speed monolithic process with a unique surface mount package, 
this product attains superb electrical performance while preserv
ing optimum packaging densities and long term reliability in an 
ultrasmall 16-lead, hermetically sealed (gull wing) package. 

Featuring unity gain programmable output levels of -2 V to 
+7 V with output swing capability of less than JOO mV to 9 V, 
the AD1322 is designed to stimulate ECL, TTL and CMOS 
logic families. The 200 MHz (2.5 ns pulsewidth) data rate ca
pacity, and matched output impedance allows for real-time stim
ulation of these digital logic families. To test 110 devices, the 
pin driver can be switched into a high impedance state (inhibit 
mode) electrically removing the driver from the path, through 
the inhibit mode feature. The pin driver leakage current in 
inhibit is typically 50 nA, and output charge transfer entering 
inhibit is typically less than IS pC. 

The AD1322 transition from HIILO or to inhibit is controlled 
through the data and inhibit inputs. The input circuitry is im
plemented utilizing high speed differential inputs with a com
mon-mode range of 3 volts. This allows for direct interface to 

Ultrahigh Speed Pin Driver 
with Inhibit Mode 

AD1322 I 
AD1322 FUNCTIONAL BLOCK DIAGRAM 

the precision of differential ECL timing or the simplicity of 
stimulating the pin driver from a single ended TTL or CMOS 
logic source. The analog logic HIILO inputs are equally easy to 
interface. Typically requiring 350 fLA of bias current, the 
AD1322 can be directly coupled to the output of a digital-to
analog converter. 

The 200 MHz analog bandwidth of the logic HIILO inputs al
lows for four quadrant multiplying providing maximum flexibil
ity as a standard pin driver and a waveform generator all in one 
package. 

The AD1322 is available in a 16-1ead, hermetically sealed gull 
wing package and is specified to operate over the ambient com
mercial temperature range from 0 to + 70°C. 
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SPECIFICA'TIONS (All measurements made in fr~e air at. :-25°C. Output load 10 kO/6 pF with +Vs = +10 V, 
. It . - Vs = - 5.2 V unless otherwise specified) 

AD1322KZ 
Parameter Min Typ Max Units Comments 

DIFFERENTIAL INPUT CHARACTERISTICS 
D to D, INH to INH 

Input Voltage -2.0 +7.0 Volts 
Differential Input Range 0.4 ECL 3.0 Volts 

Bias Current 175 300 !LA 
REFERENCE INPUTS See Note 1 

V HIGH Range (V ~ -2.5 +7.5 Volts 
V LOW Range (V L) -2.5 +7.5 Volts 
V HIGH Bias Currents (V H) 0.5 1.2 mA 
V LOW Bias Currents (V 0 0.3 0.5 mA 
Input Bandwidth 200 MHz See Figure 9 

OUTPUT CHARACTERISTICS See Notes 1,2 
Logic High Range -2.0 +7.0 Volts 
Logic Low Range -2.0 +7.0 Volts 
Amplitude [VH-Vd 0.1 +9.0 Volts 
Accuracy See Figure 1 

Initial Offset See Note 3 
VH +320 +350 +380 mV 
VL -180 -150 -120 mV 

Gain Error -4.5 -2.5 -0.5 % of Set Level See Note 4 
Linearity Error 

o V to +5.5 V -0.5 +0.5 % of Set Level 
-2Vto+7V -1.0 +1.0 % of Set Level 

Output Voltage TC 0.5 mVrc See Figures 7 & 8 
Current Drive 

Static 30.0 mA 
Dynamic 100.0 mA See Note 5 
Current Limit 85 mA 

Output Impedance 48.5 50.0 51.5 ohms See Note 6 

DYNAMIC PERFORMANCE 
Driver Mode See Note 7 

Delay Time 0.9 1.2 1.5 ns See Figure 2 
Prop Delay TC 2.0 ps/"C See Figure 4 

Delay Time Matching 
Edge-to-Edge -200 ±50 +200 ps See Figure 5 

Rise & Fall Times See Figure 10 
1 V Swing 0.5 0.9 ns Measurement 20%-80% 
3 V Swing 1.8 2.2 ns Measurement 10%-90% 
5 V Swing 3.1 3.5 ns Measurement 10%-90% 
Large Signal Slew 1.0 1.3 V/ns Measurement 20%-80% 

at a 9 V Swing 
Toggle Rate 200 MHz ECL output 
Minimum PW, VOUT = 2 V 2.0 ns See Figure 12 
Overshoot & Preshoot -(3% Vo +50) +(3%Vo +50) mV See Figure 3, Note 8 
Settling Time See Figure 3, Note 8 

to ±1% Vo 15 ns 
Delay Time vs. PW 100 ps See Note 9, See Figure 6 
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AD1322 
AD1322KZ 

Parameter Min Typ Max Units Comments 

DYNANUCPERFORMANCE 
Inhibit Mode See Figure 2 

Delay Time ns See Note 10 
Drive-to-Inhibit 0.9 1.7 ns 
Inhibit-to-Drive 1.3 1.9 ns 

Delay Time Matching 
Edge-to-Edge -200 ±SO +200 ps 

Overshoot & Preshoot 40 80 mV See Figure 3 
Output Capacitance 8 10 pF 
Output Charge Going 

into Inhibit Mode 15 pC See Figure 13 
Leakage Current 

in Inhibit Mode 
-2Vto+SV 50 200 nA 
+5 V to +7 V 1.0 !LA 

POWER SUPPLIES 
-Vs to +Vs Range 15;2 Volts 

Supply Range See Note 11 
Positive Supply +8.0 +10.0 +12.0 Volts 
Negative Supply -7.2 -5.2 -3.2 Volts 

Current 
Positive Supply 4.2 60 78 rnA 
Negative Supply -78 -60 -42 mA 

+PSRR VOH = +7 V 0.5 0.5 O/O/O/OVOUT +V = ±2.S0/0 
-PSRR VOL = -2 V 0.5 0.5 O/O/O/OVOUT -V = ±2.S0/0 

NOTES 
lThe output voltage rauge is specified for -2 V to +7 V for typical power supply values of -5.2 V and +10.0 V but can be offset for different values ofVoUT IIl1 
sucb as 0 V to +9 V as long as the required headroom of 3 V is maintained between both VH and +Vs and VL and -Vs' I 

'V H can be set to be as mucb as 4 volts below V L without any harm to the driver with the restriction that neither level can go below - 2 V with the typical 
power supply selling. In this condition the rise and fall times will approximately double. 

'All pin drivers are prerrimmed at the factory to incorporate an offset error of +350 mY, ±30 mV for VH and -150 mY, ±30 mV for VL • For VH and VL the 
offset error remains constant within the specified range. 

+rile gain error of the driver is always in the negative direction with respect to the voltage set level. 
'Transient output current can easily exoeed the AD 1322's steady-state current limit when driving capacitive loads. The transient output current capability can 
be increased by connecting 0.039 ILF capacitors berween Pin 5 and ground and Pin 6 and ground. This will prevent the driver from current limiting by pro
viding the "edge" current necessary when driving capacitive loads. These capacitors will not affect the driver's de current limit. 

"Driver output impedance is 50 ohms, ± 1.5 ohms for a 3 V swing into a 50 ohm cable. 
'Delay times are measured from the crossing of differential EeL outputs at the inputs to the driver to the 50% point of a ±400 mV driver output. 
'Due to uncontrolled inductances in the test socket, overshoot, preshoot and settling time cannot be fully tested. These characteristics are guaranteed by char
acterization data instead. 

"Delay matching vs. PW is defined as the amount of cbange in propagation, with respect to the leading edge, due to change in pulsewidth of the input signal. 
The AD1322 is characterized over the pulsewidth range of 2 ns to 100 ns. 

I·Inhibit mode delay times are measured from the crossing of differential (ECL) INH inputs to a 200 mV transition at the pin driver output. VOUT is connected 
to a 100 ohm/IS pF load terminated to ground. V OH is set at + 1 V and VOL is set at -1 V for this test. 

llA supply range of 15.2 V must be maintained to guarantee a 9 V output swing. 

ABSOLUTE MAXIMUM RATINGS· 
Power Supply Voltage 

+Vs to GND .......................... +13 V 
-Vs to GND .......................... -8.2 V 
Difference from +Vs to -Vs ................. 16 V 

Inputs 
Difference from D to D ...................... 5 V 
Difference from INH to INH .................. 5 V 
D, D, INH, INH .......... +Vs -12 V, -Vs +11.5 V 
VH to VL ......................... -4 V, +9 V 
VH, VL ....•.......... +Vs -13.0 V, -Vs +13.2 V 

Driver Output 
Voltage ................ +Vs -13.0 V, -Vs +13.2 V 
Short Circuit to GND . . . . . . . . . . . . . . . . . . . Indefinite 

Operating Temperature Range ........ _ ..... 0 to +70"C 
Storage Temperature Range ........•.. -6S·C to + 12S·C 
Lead Temperature Range (Soldering 20 sec)t ... _ ... +3oo·C 

NOTES 
·Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specifications is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

tTo ensure lead coplanarity (±0.002 inches) and solderability handling with 
bare hands should be avoided and the device should be stored in an 
environment at 24"C, ±5"C (75°F, ± 10°F) with relative humidity not to exceed 
65%. 
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CONNECTION DIAGRAMS 
Dimensions shown in inches and (mm). 

16 

2 15 

3 
AD1322 

14 

4 13 

5 TOP VIEW 12 

6 (Not To Scale) 11 

7 10 

8 9 

PIN CONFIGURATION 

PIN NO. SYMBOL FUNCTION 
1 GND CIRCUIT GROUND 
2 N/C NO CONNECTION 
3 VOUT DRIVER OUTPUT 
4 N/C NO CONNECTION 
5 CI+ POSITIVE DECOUPLE 
6 C,_ NEGATIVE DECOUPLE 
7 VL VOLTAGE LOGIC LOW 
8 N/C NO CONNECTION 
9 LID LID CONNECTION* 

10 VH VOLTAGE LOGIC HIGH 
11 0 DRIVER INPUT 
12 D DRIVER INPUT 
13 INH INHIBIT INPUT 
14 INH INHIBIT INPUT 
15 -Vs NEGATIVE SUPPLY 
16 +Vs POSITIVE SUPPLY 

'IT IS RECOMMENDED TO CONNECT PIN 9 TO CIRCUIT GROUND. 
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SUGGESTED LANDING PADS LOCATION 

c::::J. 
c::::J-
c::::J 0.050 (1.27) 

c::::JT 
c::::J 
c::::J. 

c:::J c::::J- 0.025 (0.63) 

c:::J 0 540 c::::J T 
1 

I--- (13.71) --I .1 
• 0.710 

(18.03) 

Model 

AD1322KZ 

ORDERING GUIDE 

Temperature 
Range 

o to +70°C 

Description 

16-Lead 
Gull Wing 

*See Section 20 for package outline information. 

Package 
Option* 

Z-16A 



OFFSET ERROR 
The offset error for logic high is determined by holding the out
put of the driver at logic high, and applying zero volts to the 
logic high reference input. The driver output value represents 
the offset "high" error. The same approach is used to identify 
offset "low" error. Refer to the Specification Table, Note 3. 

V HIGH OFFSET = V OUT 
where: 

VH OV 
D HIGH 
D LOW 
INH LOW 
INH HIGH 

GAIN ERROR 
Defined as the ratio of the driver's output voltage to its logic set 
level voltage and is expressed in terms of percent of set level. 
The gain error is typically seen as 2.5% and is always in the 
negative direction with respect to the logic set level. 

VHIGHGAlN 1%) 

where: 

VOUT - V H - VHlGHOFFSET X 100 
VH 

V H 5.0V+VHIGHOFFSET 

D HIGH 
D LOW 
INH LOW 
INH HIGH 

LINEARITY ERROR 
The deviation of the transfer function from a reference line. For 
the AD1322, the linearity error is calculated by subtracting the 
worst case gain error from the best case gain error (for the speci
fied range) and divide the result by two. This method guaran
tees that the maximum linearity error for any set level within 
the specified range will be within the specified limits. 

VHIGHGAlN Imaxl-VHIGHGAlN Iminl 
V HIGH LINEARITY 1%) = 2 x 100 

DELAY TIME 
The amount of time it takes the input signal to propagate 
through the driver and be converted to the desired logic levels. 
The measurement technique is defined in the notes and is 
shown in Figure 2. 

EDGE-TO-EDGE MATCHING 
Edge-to-edge matching is the difference, in time, between the 
delay time of the rising edge and the falling edge. 

MINIMUM PULSEWIDTH 
Defmed as the smallest pulse applied to the input of the driver 
which can maintain an output signal amplitude of 2 V. The 
minimum pulsewidth is measured at the 50% point of the 
waveform. 

OVERSHOOT AND PRESHOOT 
The amount by which the driver's output voltage exceeds the 
desired set voltage. Preshoot is similar to overshoot but is the 
amount by which the driver's output goes below the initial 
voltage when driving to the new set level (or inhibit mode). See 
Figure 3. 

Definition of Terms - AD1322 

IDEAL TRANSFER CURVE 

WHERE VOUT = '/sET ± I OFFSET ERROR 1- GAJN ERROR ± LINEARITY ERROR 

Figure 1. Definition of Terms 

:=* F ~~I'l~t~ 
~~ ~ 

DRIVER MODE DELAY nilE 

:~~-*= 
V~ .. " I 
Vao.,,-1Y 

Figure 2. Timing Diagram for Driver and Inhibit 
Propagation Delay 

+3%(Your + SOmVO) i 
OVERSHOOT { --~::L~~u:-------------I 

ERROR 
BAND 

__ :a.7-iV~:. ~~V~) __ 

-1%(Vour) 

PRESHOOT 
E~~--tt~~-1~~~~-------t----------

-1%(VOUT) 

°UMITS ARE ±8OmV FOR INHIBIT MODE OVERSHOOT AND PRESHOOT 

Figure 3. Definition of Waveform Abberrations 
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Typical Performance Characteristics 
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Figure 13. Charge into Inhibit Test 
Setup 
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PULSE 
GENERATOR 

250MHz 

NOTES 
1. PULSE GENERATOR OUTPUT LEVELS 

TO BE -a.8V TO -2.0V. 
2. ALL SCOPE PROBES TO BE lOkO:, 

3pF, 300MHz BANDWIDTH. 
3. SCOPE BANDWIDTH 3OOIIHz. 
4. AXTURE REQUIRES GROUND PLANES. 
5. SEE PARAGRAPH ON LAYOUT CONSIDERATIONS. 

AD1322 

Figure 14. AD1322 Test Setup 

FUNCTIONAL DESCRIPTION 
The AD1322 is a complete high speed pin driver designed for 
use in general purpose instrumentation and digital functional 
test equipment. The purpose of a pin driver is to accept digital, 
analog and timing information from a system source and com
bine these to drive the device to be tested. 

Figure 15. AD1322 Block Diagram 

The circuit configuration for the AD 1322 is outlined in Figure 
15. Simply stated, a pin driver performs the function of a pre
cise, high speed level translator with an output which can be 
disabled. The AD1322 accepts differential digital information 
utilizing a high speed differential design on the D and INH in
puts providing precise timing at logic crossover and high noise 
immunity. The wide input voltage range allows for ECL opera
tion with power supplies at 0 to -5.2 V, +2 V to -3.2 V or 
+5 V to 0 V. Where timing is less critical TTL or CMOS logic 
levels may be used to toggle the AD1322. By biasing the D and 
INH inputs to approximately + 1.3 V for TTL and 112 V cc for 
CMOS, the D and INH inputs can be directly driven from these 
single-ended output sources. The output of the pin driver will 
follow the logic state of the D input providing the INH input is 
low. When inhibit is asserted the output is disconnected and any 
activity on the input does not affect the output. 

Analog information is provided to the pin driver through the V H 

and V L terminals as reference voltages. These analog voltages 
are buffered internally using unity gain followers. The resulting 
gain and linearity errors are provided in the specification table. 
System timing requirements are achieved through a specified 
1.2 ns, ±200 ps driver propagation delay, 2.0 V/ns slew rate, 
defined preshoot and overshoot, and a dynamically trimmed 
50 n output impedance. 
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LAYOUT CONSIDERATIONS 
While it is generally considered good engineering practice to 
capacitively decouple the power supplies of an active device, it is 
absolutely essential for a high power, high speed device such as 
the AD 1322. The engineer mere1yhas to consider the current 
pulse demand from the power supply when a dynamic current 
change of -100 mA to + 100 mA is required in only a few nano
seconds. Therefore, a 470 pF high frequency decoupJing capaci
tor must be located within 0.25 inches of the +Vs and -Vs 
terminals to a low impedance ground. A 0.1 J.LF capacitor in 
parallel with a 10 J.LF tantalum capacitor should also be situated 
between the power supplies and ground. However, the proxim
ity to the device is less critical assuming low impedance power 
supply distribution techniques are employed. Circuit perform
ance will be similarly enhanced and noise minimized by locating 
a 470 pF capacitor as close as possible to V H' V L and connect
ed to ground. Bypass considerations have been summarized in 
Figure 16. 

~~---1'---~1~---------'---' 
470pF O.lI1F 

+I 10I1F " 

101}-----~~-----i------_.------_+----. 

470pF 

470pF 

7}-----~----~~----~------~--. + _I 10I1F 
• 

470pF I I o.1I1F 

~----~-~--~-~--------~---
Figure 16. Basic Circuit Decoupling 
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An equally important consideration is the use of microwave 
stripline techniques on the output of the AD 1322. Failure to 
preserve the 50 n output impedance of the pin driver will result 
in unwanted reflections, ringing and general corruption of the 
wave shape. Care should be exercised when selecting etch 
widths and routing, wire and cable to the device to be tested, 
and in choosing relays if they are required. 
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THERMAL CONSIDERATIONS 
The AD 1322 is provided in a 0.450" x 0.450", 16 lead (bottom 
brazed) gull wing, surface mount package with a typical junction
to-case thermal resistance of 5 .6°C/W. Thermal resistance 6CA 

(case to ambient) vs. air flow for the AD1322 in this package is 
shown in Figure 17. The improvement in thermal resistance vs. 
air flow begins to flatten out just above 400 lfm(1, 2). 

NOTES 
llfm is air flow in Linear Feet/Minute. 
'For convection cooled systems, the minimum recommended airflow is 
400 Ifm. 
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Figure 17. Case-to-Ambient Thermal Resistance vs. Air 
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APPLICATIONS 

AD664(x2) 
QUAD 12-BIT DAC 

Figure 18_ High Speed Digital Test System Block Diagram 

The ADJ322 has been optimized to function as a pin driver in 
an ATE test system_ Shown in Figure 18 is a block diagram il
lustrating the electronics behind a single pin of a high speed dig
ital functional test system with the ability to test 110 pins on 
logic devices_ The ADJ322 pin driver, AD96687 high speed 
dual comparator, AD13IS active load, and the AD664 quad 12-
bit voltage DAC would comprise the pin electronic portion of 
the test system_ Such a system could operate at 200 MHz in a 
data mode or 100 MHz in the 110 mode, yet fit into a neat trim 
package_ 

AD1322 
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NOTES: 
"HALF-MOON" CONNECTORS CAN BE CONNECTED OR DISCONNECTED AS REQUIRED ..... 
DECOUPLING CAPS ARE NOT SHOWN ON THIS SCHEMATIC, BUT THE BOARD USES O.l~F AND 
470pF CAPS TO DECOUPLE THE Vee, VEE, VlOW AND VHIGH SUPPLIES. 
SMA CONNECTORS • 
PROBE JACKS ) 
BNC CONNECTORS E 

Figure 19. AD1322EB Evaluation Board Schematic 
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AD1322 EVALUATION BOARD 
Introduction 
The AD1322EB evaluation board was developed to aid the cus
tomer in quickly evaluating the performance of the AD1322. 
Included is complete documentation of the evaluation board 
along with suggestions on equipment to use and measurement 
limitations. 

Overview 
The AD 1322 is a high speed pin driver used in automatic test 
equipment 

The device has true differential inputs for both the drive and 
inhibit which can be driven from either TTL or ECL logic 
levels (ECL is recommended). Standard ECL design and layout 
techniques should be used. 

The device runs from dual power supplies + 10 V and -5.2 V. 
It is very important that these power supplies are decoupled 
properly at the device pin. (High frequency oscillations will cou
ple through to the device output.) 

The reference input pins are dc inputs; therefore they also 
should be decoupled properly. The reference input range is 
-2 V to +7 V. 

The output slew rate is I V Ins for large signals and has a rep 
rate for an ECL level of 100 MHz minimum. 

Equipment 
The Drive and Inhibit inputs should be driven with standard 
ECL levels. If the full performance of the AD 1322 needs to be 
evaluated, the generator must be able to supply an ECL level at 
frequencies greater than 200 MHz. Motorola's MC10216 is used 
on the evaluation board to simulate the actual application. V BB 

is used on the MClO216 as the logic reference and the outputs 
have 330 ohm pulldowns to VEE' 

AD1322 
Five power supplies are required: DUT_Vco DUT_VEE, 
VH1GH, VLOW and ECL_VEE. DUT_V= requires +10 V at 
100 mA minimum; DUT_VEE requires -5.2 V at 100 mA mini
mum; ECL_VEErequires ~5.2 Vat ISO mA minimum. VH1GH 

and VLOW require -2 V to +7 V at 5 mA (each). 

The output performance of the pin driver can only be measured 
properly with a scope which has the proper bandwidth for the 
required application. The input impedance and the bandwidth 
of the scope probe should be taken into consideration when 
evaluating the performance of the device. The resultant-band
width of the system is the RMS value of the components in the 
system. 

The characterizations performed by Analog Devices were per
formed using the following equipment: the scope equipment 
consists of the Tektronix 11402 mainframe (1 GHz BW), P6203 
FET probe (1 GHz, 1.2 pF, I M ohm) and the llA71 plug-in 
(1 GHz BW, SO ohm). 

The Hewlett-Packard 54120 and 54110 were also evaluated with 
the 500 ohm, 1.2 pF passive probes and the Data Precision 6100 
with their model 640 FET probe (SO kO, 4 pF). When measur
ing the performance of waveforms close to or exceeding the 
bandwidth of a scope, it is not uncommon for the results be
tween scopes to be different because of aberrations and slew 
rates. 
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DC POWER SUPPLIES (4) 

RANGE: RANGE: RANGE: RANGE: RANGE: 
-2VTO+7V AT -2VTO+7V AT -5.2V NOMINAL +10V.NOMINAL, -5.2V NOMINAL 

<SmA <SmA 100mA MINIMUM 100mA MINIMUM 150mA MINIMUM 

-Q C)+ ..... C) Q+ - 0+ -Q 0+ -0 Q+ 
I 1 1 I 

r-........., 
I 

6 6 
200 MHz n VH1GH VLOW OUT_Vee OUT_Vee GND ECL_Vee 
MINIMUM 

DATA_IN 
VOUT 

...... RECOMMENDED 
_ BANDWIDTH: 

1GHz MINIMUM 

W 100 MHz INHIBIT_IN 
MINIMUM OSCILLOSCOPE 

PULSE GENERATORS (2) CONNECTORS ON AD1322 EVALUATION BOARD: 

1. DC POWER SUPPLIES: FEMALE BANANA JACKS 
2. PULSE GENERATORS: FEMALE BNC CONNECTORS 
3. OSCILLOSCOPE: FEMALE PROBE SOCKET (TEKTRONIX pin: 131-0258-00) 

Figure 20. AD1322 Evaluation Board Connections 
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~ANALOG 
WDEVICES 

FEATURES 
200 MHz Driver Operation 
Driver Inhibit Function 
200 ps Edge-to-Edge Matching 
Guaranteed Industry Specifications 

Trimmed 50 n Output Resistance 
Variable Output Voltages for ECl, TTL and CMOS 

High Speed Differential Inputs for Maximum Flexibility 
Hermetically Sealed Small Gull Wing Package 

APPUCATIONS 
Automatic Test Equipment 
Semiconductor Test Systems 
Board Test Systems 
Instrumentation & Characterization Equipment 
Pulse Generator for High Speed Amplifiers 
General Purpose Driver 

PRODUCT DESCRIPTION 
The AD1322B is a complete high speed pin driver designed for 
use in digital or mixed signal test systems. By combining a high 
speed monolithic process with a unique surface mount package, 
this product attains superb electrical performance while preserv
ing optimum packaging densities and long-term reliability in an 
uitrasmallI6-lead, hermetically sealed gull wing package. 

Featuring unity gain programmable output levels of 
+ 7 V, with output swing capability of 4 
AD1322B is designed to stimulate e 
families. The 200 MHz (2.5 ns pul 
controlled slew rate, and matched 5 
for real-time stimulation of these digital I 
1/0 devices, the pin driver can be switched i 
ance state (Inhibit mode) electrically remov' e pin 
from the path. The typical Inhibit leakage current is 250 
the output charge transfer going into Inhibit is typically 
than 5 pC. 

Ultrahigh Speed Pin Driver with 
Inhibit Mode 
AD1322B I 

AD1322B FUNCTiONAL BLOCK DIAGRAM 

m HIILOW or to Inhibit is con-
inhibit inputs. The input uses high .wjI 

rcuitry with a common-mode range of 8 V. -.wi 
. terface to the precision of differential 

licity of stimulating the pin driver from 
OS logic source. The analog logic 

e equally easy to interface. Requiring typically 
current, the AD1322B can be directly coupled to 

DAC either alone or in parallel with several 

This information applies to a product under development. Its characteristics and specifications are subject to change without 
notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS (All measurements made in fr~e air at. :25°C. Output load 10 k016 pF with +Vs = +10 V. 
. -Vs = -5.2 V unless otheJ'WIse specified.) .. ---

AD1322BKZ 
Para1lleter Min Typ Max Units Comments 

DIFFERENTIAL INPUT 
CHARACTERISTICS 

D to '0, INH to INH 
Input Voltage -Vs +2.2 +Vs -4.5 Volts 
Differential Input Range 0.4 ECL 3.0 Volts 
Bias Current -300 175 300 j.LA. 

REFERENCE INPUTS See Note 1 
V HIGH Range (V H) -Vs +2.7 +Vs -2.5 Volts 
V LOW Range (V L) -Vs +2.7 +Vs -2.5 Volts 
Bias Currents -40 ±15 40 j.LA. 
Bias Current Change 2 10 ",A See Note 2 

OUTPUT CHARACTERISTICS See Notes 1, 3 
Logic High Range -Vs +3.2 +Vs -3.0 Volts 
Logic Low Range -Vs +3.2 +Vs -3.0 Volts 
Amplitude [VH-VLl 0.4 +9.0 
Accuracy 

Initial Offset -100 
Gain Error -2.5 ee Notes 4,5 
Linearity Error 

-Vs +5.2 V to +Vs -4.5 V 
-Vs +3.2 V to +Vs -3 V 
-Vs +4.2 V to +Vs -4 V 

Output Voltage TC 
Current Drive 

Static See Note 5 
Dynamic See Note 6 
Current Limit Output to GND 

Output Resistance 48.5 See Note 7 
Leakage Current in Inhibit Mode 

-2Vto+7V -1 0.25 +1 fLA 

DYNAMIC PERFORMANCE See Note 8 
Driver Mode 

Delay Time 1.0 1.3 1.6 ns See Note 9 
Prop Delay TC 1.0 ps?C 

Delay Time Matching Edge-to-Edge 50 200 ps 
Rise & Fall Times 

1 V Swing 0.3 0.5 0.7 ns Measurement 20%-80% 
2 V Swing 1.0 1.2 1.4 ns Measurement 10%-90% 
3 V Swing 1.4 1.7 2.0 ns Measurement 10%-90% 
5 V Swing 2.5 2.8 3.1 ns Measurement 10%-90% 
9 V Swing 4.6 5.0 5.4 ns Measurement 10%-90% 

Toggle Rate 200 MHz ECL Output 
Overshoot & Preshoot See Note 10 

I V to 7 V -(3% +50) +(3% +50) mV 
Settling Time See Note 10 

1 Vt07V, ±(I% x Vol 15 ns 
Delay Time vs. PW 100 ps See Note 11 

DYNAMIC PERFORMANCE 
Inhibit Mode Delay Time Note 12 

Drive to Inhibit 1.1 1.4 1.7 ns 
Inhibit to Drive 1.1 1.4 1.7 ns 

Delay Time Matching 
Edge-to-Edge 50 200 ps 

Overshoot & Preshoot 150 mV 1 V Swing 
Output Capacitance 3.5 5 pF 
Output Charge Going 

into Inhibit Mode 5 pC 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD1322B 
AD1322BKZ 

Parameter Min Typ Max Units Comments 

POWER SUPPLIES 
-Vs to +Vs Range 15.2 15.6 Volts 
Supply Range See Note 13 

Positive Supply +8.0 +10.0 +11.0 Volts 
Negative Supply -7.2 -5.2 -3.2 Volts 

Current 
Positive Supply 4.2 60 78 rnA 
Negative Supply -78 -60 -42 rnA 

+PSRR 5 20 mVN +Vs, -Vs = ±2.S% 

PACKAGE OPTION'4 

Gull Wing (Z-16A) 

NOTES 
'The output voltage range is specified for - 2 V to +7 V for typical power supply values of -5.2 V and + 10.0 V but can be offset for different values of VOUT 

such as -I V to +8 V or -4 V to + 5 V as long as the required headroom of 3 V is maintained between both V H and + V s and V L and -V s. 
2V H and V L inputs have internal buffers which reduce the input bias current requirements. These buffers also reduce the amount of bias current change when 
the output switches logic levels. 

'V H can be set to be as much as 4 V below V L without any harm to the driver with the restric level can go below - 2 V with the typical power 
supply setting. 

4While in inhibit move, the output voltage must not go more than 6 V a 
'Guaranteed with power supply conditions of: +Vs = +11 V, - -5.2 V; +Vs = +8V, -Vs = -7.2V. 
&fransient output current can easily exceed the AD 've loads. The transient output current capability can 
be increased by connecting 0.039 ",F ca " ill prevent the driver from current limiting by pro· 
viding the "edge" current n 's de current limit. 

'Driver output resistance is SO n 
'The driver output has 2 ns length 
"Delay times are measured from the 
±400 mY, respectively. 

IODue to uncontrolled inductances in the test be 100% tested. These characteristics are guaranteed by char~ 
acterization data instead. 

II Delay matching vs. PW is defined as the amount of change in .". 
This specification applies over the pulsewidth range of 2 DS to 1 _ 

12Inhibit mode delay times are measured from the crossing of di "al (EeL) INH inputs to a 200 mV crossing at the pin driver's output connected to a 2 ns 
length of so n coaxial cable. The cable is terntinated to ground through a SO n resistor. The measurement is made between the end of the cable and the SO n 
resistor to GND with a 10 k!lI2 pF scope probe. 

I3A supply range of 15.2 V must be maintained to guarantee a 9 V output swing. 

Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS· 
Power Supply Voltage 

+Vs to GND .......................... +13 V 
-Vs to GND .......................... -8.2 V 
Difference from +Vs to -Vs ................ + 16 V 

Inputs 
Difference from D to D .................... 4.75 V 
Diffetence from INH to INH ................ 4.75 V 
D, D, INH, INH .......... +Vs -13 V, -Vs +ll.S V 
VHtoVL •••••••••••••.•••..•••••• -I V, +9V 
VH, VL •••••• . ••••• +Vs -13.2 V, -Vs +13.2 V 

Driver Output 
Voltage. . . . . . . . ..... +Vs -13.2 V, -Vs +13.2 V 
Short Circuit to GND ................... Indefmite 

Operating Temperature Range .............. 0 to + 70°C 
Storage Temperature Range ........... -65°C to + 125°C 
Lead Temperature Range (Soldering 20 sec)t ....... +300°C 

NOTES 
*Stresses above those listed under uAbsolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only, and functional 
operation of the device at these or any other conditions above those indicated 
in the operational sections of this specifications is not implied. Exposure to 
absolute maximum rating conditions for extended periods may affect device 
reliability. 

rro ensure lead coplanarity (±0.002 inches) and solderability handling with 
bare hands should be avoided and the device should be stored in an 
environment at 24"C, ±s"C (7S"F, ± 10"F) with relative humidity not to exceed 
65%. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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This section contains technical data on integmted-circuit chips 
that could not be classified in any of the major sections of this 
databook without losing their identities. For example, the AD639 
trigonometric function generator is a close relative of analog 
multiplier/dividers, in both function and circuitry; but if it were 
listed in that section, its unique trigonometric capabilities would 
be "buried". 

We describe briefly here the function and salient uses of these 
devices. For further information, consult the individual data 
sheets. 

ANALOG FUNCTIONS 

AD7341 and AD7371 Filters 
These filters have been designed for use in high speed voice 
band modems, in particular those adhering to the CCITI V.32 
and V.33 recommendations. The AD7371 is the antialiasing 
filter for the receive ADC, while the AD7341 is the reconstruction 
filter for the output DAC. 

Both filters contain a 7th order low pass switched capacitor 
section with a cut-off frequency of 3.5kHz. This can be varied 
by changing the device CLKIN frequency. The AD7371 has an 
additional 4th order high pass section with a cut-off frequency 
of 180Hz to filter out mains interference. 

DSO DS1 DS2 DOND AGND v. TXOUT 

DSG OS1 DS2 DBND AGND v.. RXOUT 

Orientation 
Special Function Components 

The key performance features of the parts are low noise and 
distortion and high stopband attenuation. In-band signal-ta-noise 
ratio is 75dB, while THD is better than -75dB. The stopband 
attenation is 70dB minimum. 

Additional features include programmable gain for the AD7371 
and programmable attenuation for the AD7341. Both devices 
have signals which ease synchronization with accompanying 
DACs and ADCs. 

AD639 Universal Trigonometric Function Generator 
The AD639 is an analog "trigonometric microsystem" on a 
single silicon chip, packaged in a 16-pin DIP. From a differential 
input voltage, representing an angle (20mV/O), it can be pin 
programmed to generate a voltage output, accurately determined 
by any of the standard functions - sine, cosine, tangent, secant, 
cosecant and cotangent - as well as some lesser known variants, 
such as the versine and exsecant, plus a corresponding set of 
inverse functions. All inputs are differential, and either polarity 
of input or output can be generated. 

X1 .V. 

., cc 

U1 W 

U, Z1 

COM 22 

VA GT 

Y1 UP 

Y, -v, 

Trigonometric functions play an important role in electrouics. 
Inherent to many communications, measurement and display 
systems, they also fmd increasing application in control and 
robotics. Most familiar are the sine and the cosine, which fmd 
wide use as fundamental signal sources - both separately and in 
orthogonal pairs. In display systems, these functions are basic to 
graphical manipulations (axis rotation and polar-ta-Cartesian 
conversion), and they also appear in many antenna-related signal 
transformations. The tangent is important in scanning systems, 
and the arctangent is used in Cartesian-to-polar conversion and 
in determining phase angle from the real and imaginary compo
nents of a complex signal. 

With its large repertoire of functions, the AD639 makes it possible 
to include trigonometric transformations in the analog portion of 
a system with little added cost or board space, and with high 
accuracy, without the overhead in software, memory or time, 
which would accompany such computations in an associated 
digital system. It also makes it easy to generate low-distortion 
sine-wave signals, with voltage control of amplitude and frequency, 
up to IOVand IMHz, respectively. 
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DIGITAL FUNCTIONS 

AD9S00/AD9S01 Digitally Programmable Delay Generators 
The AD9500 delays events by an interval selected byan.S-bit 
digital code, with settable time resolution as small as 10 
picoseconds. The delay is initiated at the time a Trigger input 
goes high: an integrator generates a downgoing ramp, and when 
it crosses a preset level (established by an S-bit DAC), a comparator 
output changes state to produce the delayed output, Q. 

The delay is equal to the programmed delay - which depends 
on the integrator's selectable RC time constant and the precision 
threshold set by the DAC - plus a propagation delay. A pulse of 
appropriate width applied at the Reset input resets the integrator 
and the Q output to prepare the device for the next Trigger. The 

range of full-scale programmed delays is from 2.5ns to lOf.Ls, 
depending on the choice of Rand C. When RC = 2.5ns,the 
LSB (or one increment of delay) is 2,500 pS/256 = 10 ps, which 
is also the typical jitter level. 

The AD9500 is designed to delay ECL pulse patterns, while the 
AD9501 inputs and output are TTL compatible. The inputs to 
the AD9500 are differential for maximum noise immunity. 

An important application is in equalizing skew in. multichannel 
systems; with one line used as the standard, the programmed . 
delays of the other AD9500s are adjusted to eliminate the timing 
skews. Other applications include multiple-phase clock generators, 
measuring unknown delays and time response of high-speed ac 
waveforms, and digitally programmable oscillators. 

h;;utDIMAXI~ ______ _ 

------------t..II.,.F~L~.s~~E..?~LA! 1_11 __ -UPPiRTHREsHOU) 

INTERNAL 
UNEAR 
RAMP 

TRIGGER 
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QOUTPUT 

RESET 
INPUT 

. UMIT 

I DAC THRESHDLD 

---t:~ -~--I -r: rr-~~~T:R~S:O~------- F~rr-----~---
-}b~~ 
____ 1 \\.---.,.-_ 

.. IMAXI- PROGRAMDELAYIFULLSCALEI 

... _ MINIMUM PROPAGATION DELAY 

~s : ~~:~~~':ekING TIME 
tRD - RESET PROPAGATION DELAY 

AD9500 Internal Timing Diagram 
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FEATURES 
Complete. Fully-Calibrated Synthesis System 
All Standard Functions: Sin. Cos. Tan. Cosec. 

Sec. Cot. Arcsin. Arccos. Arctan. etc. 
Accurate Law Conformance (Sine to 0.02%) 
Angular Range of ± 500· (Sine Mode) 
Function Programmable by Pin Strapping 
1.5MHz Bandwidth (Sine Mode) 
Multiplication via External Amplitude Input 

APPLICATIONS 
Continuous Wave Sine Generators 
Synchro SinelCosine Multiplication 
Coordinate Conversion and Vector Resolution 
Imaging and Scanning Linearization Circuits 
Quadrature and Variable Phase Oscillators 

PRODUCT DESCRIPTION 
The AD639 is a high accuracy monolithic function converter 
which provides all the standard trigonometric functions and 
their inverses via pin-strapping. Law conformance and total 
harmonic distortion surpass that previously attained using analog 
shaping techniques. Speed also exceeds that possible using ROM 
look-up tables and a DAC; in the sine mode, bandwidth is 
typically I.SMHz. Unlike other function synthesis circuits, the 
AD639 provides a smooth and continuous sine conformance 
over a range of - SOO° to + SOO°. A unique sine generation 
technique results in 0.02% Jaw conformance errors and distortion 
levels of -74dB in triwave to sinewave conversion. 

The AD639 is available in three performance grades. The A and 
B are specified from - 2SoC to + 8SoC and the S is guaranteed 
over the extended temperature range of - SsoC to + l2soG. All 
versions are packaged in a hermetic TO-1l6, 16-pin ceramic 
DIP. A-grade chips are also available. 

PRODUCT HIGHLIGHTS 
The AD639 generates a basic function which is the ratio of a 
pair of independent sines: 

W=U sin (Xl - X2) 

sin (YI - Y2) 

*Protected by U.S. Patent Numbers 3,887,863; 4,475,169; 4,476,538. 

Universal Trigonometric 
Function Converter 

AD639* I 
AD639 FUNCTIONAL BLOCK DIAGRAM 

The differential angle arguments are proportional to the input 
voltages X and Y scaled by SOON. Using the 1.8V on-board 
reference any of the angular inputs can be preset to 90°. This 
provides the means to set up a fixed numerator or denominator 
(sin 90° = I) or to convert either sine function to a cosine 
(cosO = sin (90° - 0». Using the ratio of sines, all trigonometric 
functions can be generated (see Table I). 

The amplitude of the function is proportional to a voltage U, ID 
which is the sum of an external differential voltage (U 1 - U 2) 

and an optional internal preset voltage (Up). The control pin UP 
selects a OV, IV or 10V laser-trimmed preset amplitude which 
may be used alone (U 1 - U 2 = 0) or internally added to the U 1 - U 2 

analog input. At the output, a further differential voltage Z can 
be added to the ratio of sines to obtain the offset trigonometric 
functions versine (1- cos 0), coversine (1- sin 0) and exsecant 
(1- sec 0). A gating input is available which may be used to 
enable or disable the analog output. This pin also acts as an 
error flag output in situations where a combination of inputs 
will cause the output to saturate or to be undefmed. 

In the inverse modes, the argument can be the ratio of two 
input signals. This allows the user to compute the phase angle 
between the real and imaginary components of a signal using 
the arctangent mode. 
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SPEC I FI CATI OMS (tJpicaI @T,=25"C Ys= + l5Y U ... Up = lOV IIIIass oIhIIWise speciIiad) . - . 
AD639A AD6398 AD639S 

Panmeter Conditions Min Typ MOll Min Typ Mas Min Typ Mas Units· 

SYSTEMPERFO~CE 

SINE AND COSINE 
MODE ACCURACY 

Law Conformance l -90'10 +90', U= 10V 0.02 0.02 0.02 % 
Total Harmonic 

"Distortion2 @IOkHz,U=IOV -74 -74 -74 dB 
Mismalch of Six Peaks - 540' 10 + 540' 0.05 0.05 0.05 % 
OUlpulNoise @IOkHz,U=IOV 2.8 2.8 2.8 ",V/YHZ 

(iilOkHz,U=IV 0.5 0.5 0.5 ",V/YHZ 

PEAK ABSOLUTE ERROR 
Sine Mode -90'10 +90', Up = IOV 0.4 0.8 0.2 G.4 0.2 0.8 %FS 

TmintoTmax 1.0 0.8 1.8 1.2 2.5 %FS 

Cosine Mode -90'10 +90', Up = IOV 0.6 1.2 0.4 0.7 0.5 1.2 %FS 
TmintoTmax I.S 1.2 2.0 1.7 2.7 %FS 

Sine or Cosine -180'10 + 180', Up = 10V 0.8 1.5 0.5 0.8 0.6 1.5 %FS 
TmintoTmax 1.7 1.3 2.5 2.1 3.0 %FS 

-3600 to +360°, Up = IOV 1.2 1.0 0.9 %FS 

-90'10 +90',U.=IV 1.3 2.5 1.0 1.7 0.9 2.5 %FS 
TmintoTmax 1.5 1.0 2.3 l.O 3.5 %FS 

-180'10 + 180',Up = IV I.S 3.0 1.2 2.0 1.1 3.0 %FS 
TmintoTmax 1.7 1.3 2.5 2.3 4.0 %FS 

-360'10 +360', Up = IV 2.0 1.8 1.5 %FS 

vsSupply -360'10 +360', Up = IOV 0.02 0.02 0.02 %FSN 
V,=±15V±IV 

-360'10 +360', Up = IV 0.07 0.07 0.07 %FSN 
V,=±15V±IV 

TANGENT MODE ACCURACV 
Peak Error3 -45'10 +45', Up = IOV 0.5 3.5 0.5 2.0 0.5 3.5 %FS 

TmintoTmax 2.5 1.5 2.8 3.0 %FS 
-45'10 +45', Up = IV 0.9 5.0 0.9 3.0 0.9 2.5 %FS 
~mintoTmax 4.0 2.0 5.0 1.5 3.0 %FS 

ARCTANGENT MODE ACCURACY 
Peak Angular Error 

Fixed Scale U.=IV 0.5 0.5 0.5 Degrees 
Variable Scale U=O.IV, -IIVsZ,;;+ IIV 1.5 1.5 I.S Degrees 

U=IOV, -IIVsZs+IIV 0.2 0.2 0.2 Degrees 

SECTIONAL SPEClFlCATIONS 

ANGLE INPUTS (XI & X2, VI & V2)' 
Input Resistance to COM 3.6 3.6 3.6 kll 
Nominal Scaling Factor 50 50 50 'N 
XI & X2 Inpuls 

Angular Range For 
Specified Error(XI- X2) -360 +360 -360 +360 -360 +360 Degrees 

Scaling Error X I or X2 0.2 0.65 0.2 0.65 0.2 0.65 % 
Angular Offset X I = X2 = 0 0.1 0.3 0.1 0.3 0.1 0.3 Degrees 

V I & V2 Inpuls 
Angular Range For 

Specified Error (Y I - Y2) 0 +180 0 +180 0 + 180 Degrees 
Scaling Error VI or Y2 0.2 2.0 0.2 2.0 0.2 1.0 % 
Angular Offset VI = Y2 = 0 0.1 1.0 0.1 1.0 0.1 0.5 Degrees 

AMPLITUDEINPUTS(U1 & U2) 
Input Resistance to COM SO SO 50 k!l 
Nominal Gain X=V=VR, WtoZI I I I VN 
Gain Error U=O.ltoIOV 0.01 0.5 0.01 0.5 0.01 0.5 % 

TmintoTmax 0.08 0.08 0.25 % 
Voltage Offset U,=U,=OV 3.0 10 3.0 10 3.0 10 mV 

TmintoTmax 3.0 3.0 4.0 mV 
Linearity Error OsU,-U,sIOV 0.1 0.1 0.1 % 

AMPLITUDE PRESET (UP) 
I V Preset Enabled UP tied to - Vs 
Amplitude Accurscy 0.4 2.0 0.4 2.0 0.4 2.0 % 

TmintoTnw; 1.5 1.5 2.0 % 
10V Preset Enabled UP tied 10 +Vs 
Amplitude Accuracy 0.1 0.55 0.1 0.55 0.1 0.55 % 

TmintoTmax 1.0 1.0 1.5 % 

INVERSEINPUTS(ZI & Z2) 
Input Resistance to COM 50 50 50 kO 
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AD639A AD639B AD639S 
Parameter Coadilions Min Typ Max Min Typ Max Min Typ Max 

SIGNAL OUTPUT (W)' RL"'2ld1, CL" lOOpF 
Small Signal Bandwidth W 10 ZI 

CC~O 1.5 1.5 1.5 
Cc~200pF 30 30 30 

Slew Rate CC~O 30 30 30 
Output Voltage Swing :!:11 ±13 :!:11 ::t13 :!:11 :!:13 
Shon Circuit Current 20 30 45 20 30 45 20 30 45 
Output Offset Z, ~Z2~0, Up~ 10 5 30 5 30 5 30 

TmiDtoTmu: 10 10 
Z,~Z2~0,Up~IV 20 20 20 
T .... toT_ 7 7 

VOLTAGE REFERENCE (VR) 
RL"'~1.8kO 

Nominal Output +1.8 +1.8 +1.8 
Output Voltage Tolerance 0.05 0.45 0.05 0.45 0.05 0.45 

Tmin to Tmax 0.08 0.08 0.5 0.2 0.6 
Supply Regulation +Vs~5VtoI8V ISO 150 ISO 
Maximum Output Cunent 4 4' 4 

GATE I/O (GT) 
Switching Threshold as an Input Output Valid + 1.5 +1.5 +1.5 

Outpullnvalid 0.1 0.1 0.1 
Voltage Output Error, RL ~ 5kO +2.25 +2.25 +2.25 

No Error, RL ~ 5ld1 -0.25 -0.25 -0.25 

POWER SUPPLIES 
Opersting Range :!:5.5 :!:18 :!:5.5 :!:18 :!:5.5 :!:18 
+ V s Quiescent Current U~X~OV, Y~Vr 8.0 11 8.0 11 8.0 11 
- Vs,QuiescentCurrent U~X~OV, Y~Vr 5.5 7.5 5.5 7.5 5,5 7.5 

TEMPERATURE RANGE 
Operating, Rated Perfonnance -25 +85 -25 +85 ' -55 + 125 
Storage -65 +150 -65 +150 -65 +150 

PACKAGEOPTION6 

16-PinCeramic Side Braze DIP (D) A0639AO A0639BO AD639SD 

AD639SD/883B 
Chips AD639 A·Chips 

NOTES 
'Iab'iDlic acc:uracy mcuurcd at an amplitude of IOV usins exremal adjuslmCnts to absorb residual erron in aqular scaling, aqular offset, amplitude scaling and output offset. 
~Usina. time aad amplitude 1)'mJDCbic: trianpJu wave: of + 3.6V peak-to-pcak and external adjUStments to absorb residual errors in angular scalina: and offset. 
ipull ac:ale is defined as the ideal output when the aqlc input is at either end of the limit speclfiCd. 
"Specification. forme X inpullapplyforl'llllC U:z: IV to IOV. wbiletbe Y input erron ue specif1C8l1y given for U "" IV. 
SWhca. driviq Ioada of __ tbau 4kO, a 2SpF ca..ator from pia 15 to pia I) avoids pouiblc: instability. although this is unnecessary when CL is greater than 1 SOpF . 
'See Section 20 for pockqe OIlttiDc ioformation. 
Specifaatioas subject to chaaac withow DOdc:c. 
SpccifICatioas sbOWD ill boldface are tested on aU prodw:tion units at final e1ccuic:al (cat. Results from those tests are U&Cd to calculate oulgOing quality levels. 
All miD aad IIIQ: speciflCltioDs are puantecd. altbouab oaly thole sbown in boldface are ICIted on aU production units. Contact the factory fOJ' details. 

METALIZATION PHOTO 

AD639 

Units 

MHz 
kHz 
V/jJ.s 
V 
mA 
mV 
mV 
mV 
mV 

V 
% 
% 
jJ.VN 
mA 

V 
V 
V 
V 

V 
mA 
mA 

·C 
OC 

CHIP DIMENSIONS AND BONDING DIAGRAM 
PIN CONFIGURATION 

• 

Dimensions shown in inches and (mm). 
Consult factory for latest dimensions . 
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ABSOLUTE MAXIMUM RATINGS 

Supply Voltage 
Internal Power Di~sipation 
Output Short-Circuit to Ground 
InputVoltagesXI>Xz, YI> YZ1 

Input Voltages Vp, VI> Vz, ZI> ZZI 
Operating Temperature Range 
Storage Temperature Range 
Lead Temperature, Soldering 
Thermal Resistance, 0Je 
Thermal Resistance, OJA 
NOTES 
<Same asAD639A,B Specifications 

AD639A,B 

±I8V 
300mW 
Indeftnite 
±I2V 
±2SV 
- 25°C to + 85°C' 
- 65°C to + 150°C 
6Osec, + 300°C 
22°CIW 
90°CIW 

AD639S 

* 
* 
* 
* 
* 
- 55°C to + 125°C 

* 
* 
* 
* 

IThese inputs are purely resistive and the maximum inputs are determined by 
resistor dissipation limits, not the supply voltages. 

sin (0) = 
sin (0) 

= 
sin{O-O} 

cosec (0) = 
1 

= 
sin {900 -0} 

1 sin(9O"-0) sin (0) sin(O-O) 

~(O) = 
~{O} 

= sin{9O"- 02 sec (0) = 
1 

= 
sin{9O"-02 

1 sin(9O"-0) ~(O) sin (90"-0) 

tan (0) = sin{02 = 
sin{0-02 cotan(O) = 

~{O) 
= 

sin{9O"-0} 
~(O) sin(9O"-0) sin (0) sin(O-O) 

Table I. 

PrinCiples Of Operation 
Figure 1 is a functional equivalent of the AD639, intended to 
assist in understanding and utilizing the device: it is not a literal 
representation of the internal circuitryl. Two similar sine-shaping 
networks accept input voltages XI> Xz, YI and Yz, proportional 
to the corresponding angles XI> Xz, YI and Yz, with a scaling 
factor of SOON (20mVr). 

provided by applying inputs to VI or U2, or pre-selected to be 
IV or IOV by a control input to UP, or in combination; that is, 
the function amplitude is U = (U 1 - Uz) + Up. 

The second network generates an output proportional to the 
sine of y = (YI - yz). Although the X and Y networks are similar, 
other design considerations result in a smaller angular range for 
the Y -input .. The principal range is from 0° to + 180°; in the 
adjacent ranges ( + 180° to + 360° and 0° to -180°) the error 
trap is activated: 

The ratio of the two sines is generated by implicit division, 
rather than by use of a separate analog divider as indicated in 
Figure I, and is summed with the voltage Z=(ZI-ZZ). The 
difference is applied to the high-gain output op-amp. In the 
normal modes (see below) ZI is connected to the output W, and 
Z2 is grounded. Under these conditions, the function is 

W=U sin (Xl - Xz) 
sin (Yl - Yz) 

Either sine function can be converted to the cosine by applying 
UP the input to X2 or Y2 and introducing a + 90° offset, since 

Figure 1. Equivalent Block Sch~matic of the AD639 

The ftrst of these netw<!rks generates an output proportional to 
the sine of X = (x I - Xl) over II useful, operating range in excess of 
- 500° to + 500° (see Figure 3). The accuracy of the function 
over the central i.lSO° is eXcellent,II,~nsequenCeofthe optimized 
network design, further enhanced by. precision laser wafer trim
ming during manufacture. The output oft:h~ X-network is 
multiplied by the amplitude.,controlvoltage, U. This may be 

IFor details of the sine-netWork theory uK! desi8n. see "A Monolithic Micro
system for Analog Synthesis ofTJisonometric Functions and their Inverses," 
Barrie Gilbert, IEEE J~ of SolUJ.SIB,. Cimlirs, Vol. SC-17, No.6, Dec. 
1982, pp 1179-1191. Reprints available. 
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AD639 

i2}---..... -- ~~=:~ 
INPUT 

1-+-_-- -15V 

Figure 2. Connections for the Sine Mode with Amplitude 
Preset to 10V 



cos (6) = sin(9O° - 6). For example, by connecting the + 1.8V 
reference output at pin 6 (VR) to XI and the angle voltage, Va, 
to X2 the numerator becomes the cosine of angle 6. Alternatively, 
by connecting VR to either XI or YI and grounding X2 or Y2, 
the numerator or denominator, respectively, becomes unity, 
since sin(90° - 0) = 1. By these means, the full set of normal 
functions shown in Table I can be generated. All functions can 
be sign-inverted by interchanging the X-inputs. The Z2 input 
can be used to sum another function to the output, W, with 
unity gain. 

In addition to the normal modes providing sine, cosine, tangent, 
cosecant, secant and cotangent functions, the AD639 can generate 
the offset functions such as the versine, 1-cos (6), discussed 
below. The inverse functions such as arc-sine, arc-cosine and 
arc-tangent, are also supported by the AD639, by closing the 
feedback loop through the corresponding normal function. The 
output angle is limited to the principal range (for example, 
- 90° to + 90° for the arc-sine and arc-tangent, 0° to + 180° or 
-180° to 0° for the arc-cosine). 

TERMINOLOGY 
When discussing a device having as many inputs and operating 
modes as the AD639, it is important to clarify the nomenclature 
and scaling conventions. In all cases angles are denoted by lower
case letters (x, y, 0) and have the dimension of angular degrees. 
Vpper-case letters (A, V, V, W, X, Y and Z) refer to voltages; 
subscripts are used to refer to one or the other of a differential 
pair such as XI - Xz, or the preset value Vp. Numbered upper-case 
letters refer to the variable name or the package pin. 

THE ANGLE INPUTS: Xl, X2, YI, Y2 
The angles X=(XI-XZ) and y=(YI-Yz) are directly proportional 
to the differential voltages X = (XI - Xz) and Y = (Y 1-Y z) re
spectively, with a scaling factor of SOON. The X-inputs can be 
driven to ± 12V pk, that is ± 600°. The Y -input should be 
limited to 0 to + 3.6V (0° to + 180°) to satisfy certain internal 
requirements. The resistance at these inputs is nominally 3.6kO 
to COM. 

The sine function exhibits odd-order symmetry: sine - 6) = 
- sin(O). By simply interchanging the X-inputs, the overall sign 
of any function can be inverted. The Y-inputs can also be inter
changed to allow operation with a negative input voltage (0 to 
- 3.6V) while maintaining the correct angular range. 

It may occasionally be desirable to reduce the angular scaling 
factor. For example, to con\lert a triwave of ± lOY amplitude 
into a continuous sinewave requires a scaling factor of 9°N 
(since ± 10Vcorresponds to ± 90°). This can be achieved by 
using a resistor (in this case, about l6.4kO) in series with the 
Xl input; a resistor of equal value must be inserted in series 
with the X2 input to minimize angular offset error. Note that 
the on-chip thin-mm resistors are not trimmed to absolute value, 
so a scaling adjustment is needed; however, once set, scaling 
will be stable. 

THE AMPLITUDE-CONTROL INPUTS: UI, U2, UP 
The amplitude of the function can be determined either by the 
application of an external voltage to the VI and V2 inputs, or 
by enabling the internal preset voltage Vp by taking the control 
pin VP low or high, or via a combination of these modes. The 
net amplitude is V = (V I - V z) + V po This sum must be greater 

Interface Details - AD639 
than zero and less than 1- V,I; voltages beyond these limits 
activate the error trap. 

In the external mode, the differential voltage (V I - V z) will 
generally be in the range 10mV to lOY. Positive inputs are 
applied to VI while V2 is grounded; for negative inputs, inter
change VI and V2. The input resistance at VI and V2 is nominally 
50kO to analog common. A nominal bias current of - 50l1A is 
needed at the V-inputs; zero-valued inputs must therefore 
be connected to common to prevent offset error. The gain 
from the V-interface to the output is trimmed to be unity for 
sin(x)/sin(y) = I. The effective gain can be lowered using a series 
resistor; to avoid offset an equal resistor must be used in the 
zero-valued input. 

The VP control pin may be left unconnected (or grounded) to 
disable the internal amplitude preset, connected to + V s to set 
Vp= lOY, or to - V, to set Vp= IV. An external resistor of 
75kO (± V, = 5V) to 360kO (± V, = 15V) can be inserted in 
series with VP (which also has an input resistance of typically 
50kO) to minimize power dissipation. Alternatively, Vr can be 
used to enable Vp= lOY for ambient temperatures below 
+ 60°C. The VP input can be used to switch the output on or 
off under logic control, but requires a relatively long response 
time. The GT interface is more suitable for this purpose and it 
allows gating to any amplitude, V not just to the preset values 
of IV or 10V. 

THE REFERENCE OUTPUT: VR 
The voltage Vr is laser-trimmed to + 1.8V with respect to analog 
common. It can be used to fix the angle x or y to 90° and thus 
set sin(x) or sin(y) to unity. It can also provide a 90° offset to 
convert the numerator or denominator to a cosine function. 
Stable offsets less than 90° may be introduced using a voltage-divid- II 
ing series-resistor (nominally 3.6kO for 45°). Vr can also be used 
as the amplitude input voltage V I - V z, or as a convenient control 
input to set Vp= 10V for ambient temperatures below +60°C. 
This output is short-circuit protected and can provide up to 
4mA total load current. 

THE ERROR-TRAP AND GATE: GT 
In some applications it may be useful to know that the output is 
severely in error due to a dynamic combination of inputs. For 
example, the tangent, cotangent, secant and cosecant all exhibit 
regions where the function increases sharply for small anguiljr 
changes, and the output may easily saturate. Consider the case 
where (lOV) tan (6) is being generated. W is 10V for 0=45°, 
and the theoretical output of 17. 3V at 6 = 60° cannot be achieved 
using ± l5V supplies. Likewise, the output is invalid whenever 
the angle y is outside of a valid range (principally 0 to + 180°), 
or when V<O or V>I- V.I. Vnder such conditions the AD639 
generates a HIGH output at pin 11 and simultaneously clamps 
the analog output to zero (in fact, to the voltage Zz). Grounding 
GT disables the error trap. 

The GT pin may also be used as an input to gate the function 
output. This is achieved by raising pin 11 to a voltage above 
+ 1.5V. Response time is typically 500ns for a logic drive of 0 
to + 2V, and the ON/OFF ratio is greater than 83dB when used 
as a continuous-wave sine converter with a single-sided ± 1. 8V 
triwave drive at frequencies up to 10kHz, or 63dB at 100kHz; 
the feedthrough is entirely capacitive, and is equivalent to 5pF 
between Xl or X2 and the op-amp summing node. Feedthrough 
can be minimized by using a balanced drive to Xl and X2. 
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Operation in Normal Modes 
In IIOfJIUIl modes, the Z-input establishes a feedback path around 
the output op-amp, by COIIIleCting ZI to the output, W, and Z2 
to the ground associated with the load circuit. For the highest 
accuracy ZI can be used to sense the output at the load terminals. 
Similarly, zero-valued angle inputs and the angle common (pin 
5) should be connected to the ground associated with the source 
circuitry. 

SINE MODE 
The AD639 can generate either (I) a low-distortion continuous 
sinewave from a repetitive triwave input or (2) a high-accuracy 
sine function for use in computational applications. In most 
cases, the choice of preset or externally-controlled amplitude 
will make little difference to distortion or accuracy, and both 
methods are used in this section. In all of the normal modes, the 
Z2 input can be used either to sum a further signal to the output 
(or introduce an optional output offset trim). The denominator 
is set to unity by making y = 90", using the + I.SV output. 
Figure 2 shows typical connections. The 10V preset is selected, 
using Vr as a control input to UP, and the ideal output is 
(IOV)sin(x). In practice, five basic types of error arise: 

1. X-angle scaling error: The amount by which the angle generated 
for each volt of X-input differs from 50". In triwave-to-sinewave 
(CW) applications this introduces odd-order harmonic distor
tion, and is indistinguishable from an incorrect triwave 
amplitude. 

2. X -angle offiet error: The actual angle generated when 
X=(X1 -Xv=0. In CW applications this introduces even
order harmonic distortion, as a non-zero mean in the triwave 
would. 

3. Amplitude scaling error: The amount by which the peak-to-peak 
amplitude of the sinewave differs from the ideal value, U/sin(Y). 
This error is usually critical only in computational applications. 
Errors associated with the Y -network also affect the amplitude 
in the sine inode. 

4. Output offiet error: The amount by which the mean fJalll8 of 
the sinewave differs from zero (strictly, the voltage on Z2). 
This error is only important in computational applications. 
Note that the output may also be non-zero due to angular 
offset on the X-input. For example, the typical specified X
angle offset of 0.1° introduces an output error of 17.45mV 
when U/sin(y) = 10V, more than three times the specified 
mean offset component of 5mV. 

5. lAw-ctmfomumce error: The residual deviation between the 
output function and the ideal function when all of the above 
errors have been removed by trimming during manufacture 
or further external trimming, limiting the ultimate accuracy 
of the function. 

Figure 3 shows the function when driven well beyond the specified 
angular range, using a differential X-input of ± lSV peak. This 
also shows the AD639's ability to drive ± 15V into a 600n load, 
with supplies of ± lSV. Using an accurate data-acquisition system 
the output can be compared to a computer-generated sine function. 
When the first four types of errors are trinImed out, the peak 
error over the full input range is typically less than 0.5%. Over 
the central - 90° to + 90°, the peak law-conformance error is 
typically only 0.02%. Figure 4 shows the law conformance for 
four typical samples of AD639. The differential signal interfaces 
simplify the inclusion of optional offset correction to any of the vari
ables. 
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Figure 3. Output Function for Peak X-Input of ± 18V, with 
U= l5V" RL =600n (± Vs= l8V) 
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Figure 4. Residual Error Over Central 1800 Using Externai 
Trimming 

HARMONIC DISTORTION 
The AD639 can generate continuous sinewaves of very low 
distortion using a linear, highly-symmetric triangle~wave of 
± I.SV amplitude. Imperfections in the triwave will cause the 
following errors: 

1. Incorrect amplitude: This causes odd-order distortion. Each 
1% error (either too large or too small) generates 0.25% of 
HD3, 0.OS33% of HD5 and a total harmonic distortion (THD) 
of 0.27% (- 51.42dBs). 

2. Baseline offset: This causes even-order distortion. Each millivolt 
of offset in a I.SV triwave generates 0.037% of HD2, 0.0074% 
of HD4 and a THD of 0.03S%, as well as a DC offset of 
0.055% of the output amplitude. 

3. Time-asymmetry: The run-up time, t10 and run-down time, t2, 
of the triwave may be unequal. This causes both odd- and 
even-order harmonics. Let the asymmetry in percent be 
p = l00(tl - t2)/(tl + tv. The even-order terms are proportional 
to p; the odd-order terms increase as p2. A 1% time-asymmetry 
generates 0.57% of HD2, 0.00625% of HD3, 0.043% of 
HD4 and 0.00167% of HD5, and a THD of - #dBs. There 
is no DC term. 

4. Amplitude-nonlinearity: This can take on many forms, such as 
an exponential nonlinearity in the triwave, amplitude com" 
pression, and so on. Distortion can be calculated for various 
special cases. Fortunately, it is fairly easy to avoid these 
types of imperfections in the triwave generator using appro
priate design methods. 



When triwave errors are minimized, harmonic distortion can be 
as low as 0.01%. Fipre 5 shows the output spec:trum at 10kHz, 
with an output amplitude of 20V pk-pk and a load resistance of 
10kfi. An HP3325A synthesizerlfunction generator was used to 
produce the triwave. Distortion rises only slightly when using 
the minimum specified load of 2kfi; in fact, the AD639 can 
drive loads down to 6000. At ±V.= ± 18V, sine amplitudes of 
± 15V (l0.6V nos, or 22SmW of load power) can be generated, 
with typically 0.03% HD2 and HD3. 

Figure 5. Spectrum of 10V Sine Output at 10kHz; 
HD2= -88dBs, HD3= -85.5dBs 

COSINE MODE 
The cosine function is generated by offsetting the sine by 90" 
using Vr • The X-input is connected to X2 and VR to XI; then 

_ sin (90" - x) _ 
W - U sin (900-0) - U cos (x) 

Connections for the cosine are shown in Figure 6; the amplitude 
in this case is determined extemally, by way of illustration. The 
angular range now extends from - 400" to + 600", with highest 
accuracy between 00 and + 1800. 

TANGENT AND COTANGENT MODES 
The tangent function is provided by the connections shown in 
Figure 7. The angle voltage, corresponding to 9, is applied both 
to the numerator, set to the sine mode, and the denominator, 
set to the cosine of the same angle: 

W=U ~ (9-0) =U sin (9) =U tan (9) 
SID (90" - 9) cos (9) 

Most applications require accurate operation for angles up to 
nearly ± 90" and accordingly U is preset to I V (rather than 
1OV). Under these conditions, W= IV when 9=45° and 1l.43V 
when 9=85°. Using 15V supplies, the output op-amp will be 
unable to generate the tangent much beyond this point: at only 
86° it would theoretically need to reach 14.3V. For an input 
exceeding 90" in either direction the denominator becomes nega
tive, and the error trap is enabled. Figure 8 shows the function 
for inputs up to ± 2.5V (± 125°). 

The errors associated with the sine mode, (see above) apply to 
the tangent mode also, but the total error in the tangent, cosecant, 
secant and cotangent modes (when the V-input is also varied) 
are higher, since the Y network is not trimmed and. the angular 

Normal Modes - AD639 

+1SV 

X-ANGLE 
VOLTAGE ----+-~I cc 

(SOON) 

AMPUTUDE 
VOLTAGE,U 

(Oto +10VI 

AD639 

OPTIONAL 
Z2 11zl--..... -- SUMMING 

INPUT 

,.F 
~CERAMIC 

Figure 6. Connections for the Cosine Mode with External 
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Figure 7. Connections for Tangent Mode with Amplitude 
Preset to 1V 

Figure 8. The Tangent Output for Angle Inputs Up to 
± 125 0 (Error Trap Activated Above 85°) 

scaling and offset errors of this network are absorbed during 
trimming of the output in the sine mode. 

The cotangent is generated by interchanging numerator and 
denominator. The principal range is now from 0 to + 1800, and 
the output (I V)cot (9) ranges from + 11.43V at 9 = 5°, through 
zero at 9=90", to -11.43V at 9= 175°. 
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SECANT AND COSECANT MODES 
In secant and cosecant modeS, the numerator is fixed to unity 
by connecting Xl to VR and X2 to analog common. For the 
secant, angle voltage A is connected to Y2 and YI is tied to VR; 
then 

sin(9O" - 0) I 
W = U sin(900 _ 0) = U cos (0) = U sec (0) 

The principal range is - 90" to + 90°. The most practical amplitude 
scaling is provided using the U-preset of I V, when the output 
ranges from + 1l.47V at 0 = - 8So and + 8So, to + IV at 0=0. 
The cosecant differs only slightly: the angle input is connected 
to YI and Y2 is connected to analog common, making the de
nominator sin (0). The principal range is now 0 to + 180°. When 
U=IV the output is +ll.47VatO,=+Soand +17So,and +IV 
at 0 =90". 

OFFSET MODES 
The versine, vers (0) = 1-cos (0), coversine, covers (0) = 
1-sin (0), and exsecant, exsec (0) = 1-sec (0) involve the addition 
of a constant term to one of the normal trigonometric functions. 
These can be generated with the AD639 using the Z2 input to 
add a voltage to the output proportional to the amplitude of the 
basic function. In the versine and coversine modes this is simply 
the same voltage as applied to UI (U2 grounded) to set up 
the amplitude of the sign-inverted cosine or sine function, 
respectively: 

W=U,.. Uf (O)=U(I-f(O» 

In these two modes the output starts at zero and has a peak 
value of twice the amplitude voltage, U. 

For the exsecant a IUIgative voltage is added at Z2 and this same 
voltage is applied to U2 with U1 grounded; this satisfies the 
requirement that the sign of U 1-U2 be positive. (See comments 
on the Amplitude Control Inputs). The angle inputs are set up 
for the secant; the principal range is still - 90° to + 900, but the 
output is now zero when the input angle is zero. 

OPERATION AT LOW SUPPLY VOLTAGES 
The signal ranges at the angle interfaces are essentially independent 
of the supply voltsges. In almost all cases, the primary limitation 
to the function's range will arise at the output, W, which can 
swing to within approximately 2V of either supply. For example, 
the X-input may have a peak value of ± 12V (±6000) even 
when using ±"SV supplies. 

Inverse Function Modes 
The AD639 generates the inverse trigonometric functions by 
closing the feedback loop around the output op-amp through 
the angle inputs, rather than through the Z-interface, resulting 
in a nonlinear feedback system. To understand this, note first 
that the general transfer function (with UP disabled) is 

W=AoL [ (Ul-UV :~;:=;~ -(Zl-ZV] 

where AoL is the open-loop gain of the output op-amp (typically 
8SdB). Provided that the overall feedback remains negative, the 
loop" can be closed in many ways, so as to force the quantity 
inside the brackets to a null, when 

sin (Xl-XZ) (Zl-ZV 
sin (Yl-YZ) = (Ul- Uz) 
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whatever combinations of variables are used to set up the feedback 
path. In particular, when the angle inputs are used the system 

will have one of the nonnol functions in the feedback path. The 
input to this system is now the ratio (ZIU), and the output is a 
voltage" corresponding to the angle generated by the inverse of 
the function in the feedback path. 

Since all of the normal functions are periodic, and the maximum 
value of the op-amp output can be equivalent to angles as large 
as ± 6S00, the closed-loop system could arrive at false "solutions" 
to the above equation, that is, at angles outside of the principal 
range. Also, the feedback can become positive in the wrong 
angular range, causing latch-Up. Hence, it is essential to limit 
the magnitude of the feedback voltage. Ideally, this is done 
using precise active clamps, but the saturated value of the output 
at given supply voltages, in combination with a simple resistive 
divider to the angle inputs, is usually sufficient to limit operation 
to the principal range. the voltage at the angle inputs will be 
accurate, but the op-amp output will in general have inaccurate 
scaling and may show large offsets, due to the biss currents at 
the angle inputs. The error-trap should be disabled in the inverse 
modes by grounding GT. 

ARCTANGENT MODE 
The arctangent is the most useful of the inverse modes. With 
the connections shown in Figure 9 the loop solves the equation 

sin(O-O) __ _ (Zl-ZZ) 
sin (90°-0) - tan (0)- (Ul-UZ) 

where 0 is the angle corresponding to voltage A, scaled by SOON. 
It follows that 

0=tan- 1 (ZZ-Zl) 
(Ul-UZ) 

The reversal of Zl and Z2 in the numerator is due to the negative 
sign in the tangent function. The numerator may be either 
positive or negative, and the connections can be interchanged to 
alter the overall sign of the function. The denominator must be 
positive, but U1 and U2 may be interchanged to accept a negative 
input voltage. The ability of the AD639 to form the ratio of two 
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Figure 9. Connections for the General Arctangent Mode 



variables prior to the arctangent operation is very useful in 
many applications, for example, in real-time Cartesian-to-polar 
conversion (see Applications section). The denominator can also 
be preset to IV or 10V using the UP input; when U=IV, the 
angle a is simply the arctangent of the voltage value of Z2 - Z I. 
Figure 10 shows an X-Y plot of the output for Z = -IOV to 
+ 10V (horizontal axis of photograph) with four values of U 
(0.3V, IV, 3V, 10V). 

Figure 10. The Arctangent Output for Z= ± 10V and 
U = 0.3V, 1 V, 3V and 10V 

Range-Limiting and Loading 
Resistor Rr in Figure 9 forms a divider with the parallel sum of 
the input resistance at X2 and Y2 and the load resistance, shown 
here as 2kO, which prevents the output angle voltage A from 
exceeding ± I. 7V (8 = ± 85°), using ± 15V supplies. This voltage 
is not directly affected by the load resistance (that is, the output 
behaves as a low-impedance node) but the angular range limits 
are. Consequently, the nominal value of Rr should be calculated 
for specific values of load resistance, angular range and supply 
voltages, and a trim range of about ± 10"10 included to set up 
the angle limits correctly. R.,. is needed to compensate the input 
bias currents and thus equalize the clipping limits; it does not 
cause an offset in 6. The direct output at pin 14 is also the 
arctangent but with imprecise scaling. Although this can be 
trimmed by Rr there will also be a supply-dependent offset due 
to R.,.. For these reasons, the direct output should not be used 
in this mode. 

HF Compensation 
The output op-amp is internally compensated to be stable in all 
the normal modes when feedback is via the unity-gain difference 
amplifier associated with the Z-interface. The dominant pole is 
determined by the 3OkO resistor and on-chip 3.5pF capacitor 
(see Figure I) for a closed-loop bandwidth of 1.5MHz. In the 
arc-tangent mode, however, the gain of the feedback path is 
much greater than unity for practical angle values and is theoreti
cally unbounded. For example, if the forward path is set up to 
generate (1 V)tan(6), the incremental gain near 8 = 0 is slightly 
less than unity (since a 20mV change in voltage A causes a 
change of (IV)tan(l~ or 17.5mV in output W) but at 6 = 85° the 
gain is 115. While the resistive divider used to limit the angle 
voltage A will lower the loop gain, it can still exceed unity. The 
capacitors Cc and c... in Figure 9 provide the HF compensation 
required for operation up to ± 85°, with all values of U. 

Inverse Modes - AD639 
ARCSINE AND ARCCOSINE MODES 
The basic principles for the arcsine and arccosine are similar to 
those described for the arctangent. As before, the argument of 
the function is the ratio (- ZIU), where U may be preset to IV 
or 10V, the loop gain must be negative over the principal angular 
range of the output, and the feedback voltage must be limited 
to ensure that this range is not exceeded. The loop stability is 
easier to ensure, since the peak gain is bounded. With U = 10V 
the maximum incremental gain of the forward path (at 0° for 
the sine and +90° for the cosine) is 8.75 and the peak loop gain 
is much less than this because of the attenuation used to limit 
the angular range. Thus relatively little additional HF compen
sation is required. 

Connections for the arcsine are similar to the arctangent (Figure 
9) except that Y2 is grounded, and Co and c... can be reduced or 
even omitted. Rf is adjusted for a peak angular range of ± 90° at 
the (attenuated) output; if too high, the function will still be 
correct, but the maximum angle will be less than 90°; if too 
low, the function will exhibit hysteresis near the peak output. 
Adjustments will be needed for other values of load resistance 
and supply voltages. Note that the general limitation on the 
amplitude input (U< = 1-V.I) must be observed. Figure 11 
shows an X-V plot of the arcsine output for Z= -IOV to + 10V 
(horizontal axis of photograph) with three values of U (2V, 5V 
and 10V). The arcsine can be inverted by reversing the 
Z-interface. 

Figure 11. The Arcsine Output for Z= ± 10V and U=2V, 
5Vand 10V 

For the arccosine, use the arcsine connections with XI tied to 
Vr and insert a small-signal diode in series with Rf , having its 
cathode on the angle-interface side. This allows the output to 
move only in a positive direction. Z I now becomes the positive 
numerator input, and the principal range is from 0° (when 
ZIU = - I) to + 1800. The function is similar in appearance to 
the arcsine, except for the + 900 output pedestal and the reversal 
of phase along the horizontal axis. Note that 

cos-I(ZIU) = 90° - sin-I(ZIU) = 90° + sin-I( - ZIU). 

To generate the negative arccosine, reverse the X- and Z-interfaces 
and the polarity of the diode. The output now runs from - 1800 
for an input of Z = (ZI - Z2) = -IOV (with U = 10V) to 0° at 
Z= +IOV. 

It is strongly recommended that X-Y oscilloscope methods are 
used to investigate functional behavior during the development 
of any of these modes of operation: time-domain displays can 
easily become confusing. 
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Figure 12. General-Purpose Function Generator 

Applications 
WIDE-RANGE WAVEFORM GENERATOR 
Figure 12 shows an inexpensive signal generator, providing 
voltage control of frequency from 20Hz to 20kHz and a pre-set 
sine amplitude of 2.8V (within O.ldB of 2V rms).This output 
may be further modulated by an input of up to ±2.8V to U2, 
or gated off by an input of + I.SV or more to GT; Figure 13 
shows the gated response. If required, a further input can be 
summed into Z2. The sine output can be set to 10V amplitude 
by connecting UP to VR and grounding UI. 

An AD6S4 is used to generate the triwave which appears across 
the timing capacitor Ct, and is buffered, amplified and 1evel-shifted 
by Al and A2. Using a spectrum analyzer, P3 and P4 are adjusted 
to minimize even- and odd-harmonic distortion, respectively. 
The triwave linearity is not good enough to rea1ize the inherent 
capabilities of the AD639, but total harmonic distonion is in the 
- SOdB to - 60dB range. A3 provides further gain for a ± 10V 
triwave output. The square-wave output is taken directly from 
the AD6S4 and is unbuffered. It swings between ground and 
+ ISV; if pins 2 and S of the AD6S4 are connected to -ISV, 
this output is 30V pk-pk. 

The frequency scaling with the linear input (shown) is 10kHzIV, 
c:alibrated using PI. The frequency can be controlled manually, 
using a potentiometer and the V. output of the AD639. PI bas 
sufficient trim range to provide a full-scale frequency of 20kHz 
with the 1.8V peak input. The alternative input scheme pr0-

vides a "log-sweep" response with an approximate scaling of . 
lOy kHZ (when V is in volts). The range is now from about 
10Hz to 100kHz; the frequency should be set to 1kHz with 
V=O, using Pl. The frequency is now sensitive to variations in 
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Figure 13. Gated Output. Top Trace: 0 to +2V Gate Input. 
Bottom Trace: 2V rms Gated Sine Output 

both temperature and the + ISV supply, but stability will be 
adequate for many applications. 

Frequency Multiplication 
Because of the exceptionally wide angular range of the numerator 
function of the AD639, it is possible to generate sinewave outputs 
with 2, 3, 4 or S times the triwave frequency using the cosine 
mode for even multiples or the sine mode for odd multiples.2 

For example, to multiply the output frequency by 3, use the 
sine function with the X-inPUt driven to ±S.4V (±2700). Dis
tortion remains low; all harmonics are typically UDder - SOdBs, 
even for the frequency-quintup1ing mode. 

'For full details see "A Remarkable Mono1ithic Microsystem Generates 
Tfiaonometric FuDctions," Barrie Gilbert, IIIIbmrisl EkanInia EquipmMt 
DoJip, September 1984, pp. 19-24. Reprints available. 
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FOUlt-QUADRANT SINE/COSINE MULTIPLICATION 
In synchro applications it is often necessary to multiply an AC 
sinusoidal 'carrier' by a further sine 'modulation' function. This 
can be achieved in two ways; the first is suitable only when 
there is a large ratio between the carrier frequency and the 
modulation frequency. Using a single AD639, the carrier input 
Asin(wt) is applied to U2, and a DC bias yoltage established on 
Ul (which can be provided by a series resistor connected to 
+ V.). The modulation input, x, is applied to angle inputs 
connected for - sin(x). The output is then W = - sin(x) 
(U,- Asin(CIIt». Using AC-coup!ing to the load, the voltage 
Asin(x)sin(CIIt) results. Since the peak value ofW is (U,+A), a 
maximum of about 6V amplitude can be achieved before output 
saturation. A further limitation of this approach is that the AC
coupling may aIlow excessive transmission of the sine modulation 
function. However, with typical values of 400Hz for the carrier 
and 10Hz for the upper modulation frequency, this simple 
approach is practical. Cosine modulation is similarly achieved. 

An alternative method is DC-coupled and thus imposes no 
frequency-ratio limitations; it also aIlows an input/output 
amplitude of up to 12V. Two AD639s are used (Figure 14), the 
second having both the X- and U-interfaces phase-inverted 
relative to the first, and the two outputs. are summed. The 
figure shows a general bipolar input, A, applied to the U-inputs. 
The first device generates Asin(x) when A is positive and zero 
when A is negative. The second device generates - Asin(x) 
(actua1ly Asin( -x» when A is negative and zero when A is 
positive. The instantaneous sum of the two half-sines is Asin(x). 
The switching speed of the U-interface is adequate to handle a 
sinusoidal input A=(10V)sin(CIIt) at frequencies up to at least 
1kHz, without significant crossover distortion. In synchro appli
cations errors as small as 5 arc-minutes can be achieved. 

Polar-to-Cartesian Conversion 
Using a pair of AD639s connected as shown in Figure 14, and a 
second pair connected similarly for the cosine function, a vector 

of magnitude A and angle x can be resolved into its orthogonal 
components Asin(x) and Acos(x), with unrestricted operation in 
all quadrants and very higlI accuracy. 

Cartesian-to-Polar Conversion 
A point Z,U in a plane can be converted to a magnitude component, .., 
A, and an angle component, 9. A suitable vector summation _ 
circuit can be found in the AD637 data sheet. The AD639 in 
the arctangent mode can provide the angle output 9=tan-'(Z/U). 
If U is bipolar, an absolute-value circuit using an AD630 should 
be added. 

Sine/Cosine (Quadrature) Oscillators 
Quadrature oscillators generate a pair of sinusoudal outputs 
displaced by 90", and invariably are based on a "state-variable" 
loop consisting of two integrators and a sign-inverter. Practical 
difficulties in this approach are (1) considerable additional circuitry 
is required to control the amplitude of the oacillation; (2) a 
trade-off arises between the settling-time of this control circuitry 
and the distortion level, particularly troublesome at low fre
quencies; (3) the amplitude balance of the two outputs is dependent 
on the matching of two time-constants; (4) two tracking analog 
multipliers or multiplying DACs are needed if the frequency is 
to be programmable. 

These problems are avoided using a function-shaping technique 
based on a triwave oscillator, which requires only one time-con
stant, and whose frequency can thus be more easily controlled. 
The need for an amplitude control system is eliminated using 
the scheme shown in Figure 15. The two outputs have accurate 
amplitudes of 10V (Without the need for an external reference 
source) or can be individua1ly controlled by external voltages, 
without any effect on frequency . Variable-amplitude sine and 
cosine outputs can be added (using the Z-input discussed earlier) 
to provide continuously-variable phase-control of the output. 
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Figure 15. Quadrature Oscillator 

The triwave oscillator comprises an AD630, which alternates the 
sign of the 1.8V reference from one of the AD639s to generate a 
square-wave output of ± 1.8V amplitude, and an integrator 
formed by RI, CI and the op-amp, which generates the triwave. 
The amplitude of the triwave is determined by the ratio of R3 
and R4, and is nominally ± 1.84SV, 2.S% higher than needed at 
the inputs of the AD639s, providing the adjustment range needed 
to minimize distortion. In many applications, all adjustments 
can be eliminated; to do this, make R3=R4=SkO, omit P2, 
P4, RS and R7 and replace PI, P3, R6, and R8 with short 
circuits. The frequency is nominally 1I4C1Rh and is 1kHz with 
the component values shown. A variety of methods may be used 
to provide external control of frequency, including the use of 
another AD630 in series with RI, or the use of a multiplying 
DAC. 

Figure 16. Top Waveform: Difference Voltage Between 
Triwave and Squarewave. Bottom Waveform: Resulting 
Output 

The sine output is generated using the triwave directly. PI and 
P2 should be adjusted using a spectrum analyzer for minimum 
odd-order and even-order harmonics, respectively. The cosine 
output is generated by using the difference between the triwave 
and the square-wave, shoWli in the upper waveform in Figure 
16. This composite voltage first generates a sine-function over 
the range 0 to + 180", then over the. range 0 t.o -180", to produce 
the function'shown in the lower waveform, which can be seen 
to be 90° out of phase with the triwave. The complete set of 
waveforms available from this generator are shown in Figure 17. 

11-16 SPECIAL FUNCTION COMPONENTS 

Figure 17. Timing Relationships Between All Outputs of 
the Quadrature Oscillator 

Figure 18. Spectrum of Cosine Output at 1kHz 

P3 and P4 are adjusted for minimum odd-order and even-order 
cosine harmonics, respectively; Figure 18 shows the cosine 
spectrum for a well-adjusted circuit. 

Due to the finite transition time back to the baseline in the 
drive voltage to the cosine generator, a brief spike occurs at the 
zero-crossing of this output. The frequency components will be 
beyond the bandwidth of the output amplifier in the AD639, 
and the energy contained in these spikes will not generally be 
troublesome. They may be further reduced, if necessary, by 
adding a capacitor between pins 14 and IS, to roll off the AD639 
output response. 



r.ANALOG 
WDEVICES 

LC2MOS Voiceband Reconstruction 
and Antialiasing Filter Set 

FEATURES 
AD7341 - Transmit (Reconstruction) Filter for 14-Bit 

DAC (AD7840) 
Programmable Attenuation (OdB to-38dB) 

AD7371 - Receive Filter for 14-Bit ADC (AD7871) 
Programmable Gain (OdB to 24dB) 

70dB Stopband Attenuation 
75dB In-Band Signal-to-Noise Ratio 
Better Than -75dB Total Harmonic Distortion 
CCITT V.32 and V.33 Compatible 
Small, 0.3", 24-Pin Plastic Package and 28-Pin PLCC 

GENERAL DESCRIPTION 
The AD7341 and AD7371 are reconstruction and antialiasing 
filters designed for use in high speed voiceband modems with 
speeds up to 14.4 kbitsJsec, in accordance with CCITT V.32 
and V.33 recommendations. These filters, along with the 
AD7840 DAC, the AD7871 ADC and a digital signal processor 
(DSP) can be used to implement a complete modem. 

The AD7341 is the transmit or reconstruction filter. It imple
ments the filter function using a seventh order low pass 
switched capacitor filter and a second order low pass continuous 
time filter. The cutoff frequency is 3.5kHz. 

The AD7371 is the receive filter. It is a high order bandpass 
filter with a lower cutoff frequency of 180Hz and an upper 
cutoff frequency of 3.5kHz. The filter function is implemented 
using a second order low pass continuous time filter, a fourth 
order high pass switched capacitor filter and a seventh order low 
pass switched capacitor filter. 

AD7341/AD7371 I 
AD7341 FUNCTIONAL BLOCK DIAGRAM 

DPO DPl Vee VDO TXIN 

DSG OSl DSZ OGNO AGND Vss TXOUT 

AD7371 FUNCTIONAL BLOCK DIAGRAM 

OSO OSl DS2 DGND AGND Vas RXOUT 
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SPECIFICATIONS 
TRANSMIT FI-'TERl (VDD=Vcc =5V ±5%; Vss= -5V ±5%; AGND=DGND=DV; CLKIN = 288kHz (MIS Ratio =40160 to 60/40. 

L T. = +25°C. Attenuator set at OdB, unless otherwise stated.) . 
AD734lJN 

Parameter AD7341JP Units Test Conditions/Comments 

INPUT CHARACfERISTICS 
Input Signal Range ±3 V max 
Input Impedance 100 MOtyp 

FILTER CHARACTERISTICS2,3 

CLKIN Frequency 288 kHz NI=I (i.e., DPO=I, DPI=O) 
Cutoff Frequency 3.5 kHz O.ldB Down from the Lowest Point in the Passband 
Second Harmonic -80 dBtyp 
Third and Higher Harmonics -80 dBtyp 
Passband Ripple 0.4 dB max 0:5f:53.3kHz 
Passband Gain Error ±0.5 dB max Deviation from Nominal Setting on Programmable 

Attenuator 
Signal-to-Noise Ratio 72 dB min 0:5f:53.5kHz 

75 dBtyp SNR Includes Noise and Harmonics 
70 dBtyp Attenuator Set at - 30dB, 0:5f:53.5kHz 

Stopband Rejection 70 dB min f2::6.lkHz 
Differential Group Delay 350 I1S typ 0:5f:53.3kHz and Referenced to the Absolute 

Group Delay at 1kHz 

OUTPUT CHARACTERISTICS 
Output Voltage ±3 V max RL = 3kO, CL = lOOpF 
Offset Voltage ±70 mVmax 
Attenuation Range o to -38 dB Determined by DB2-DB7, See Table III 
Relative Accuracy3,4 ±O.I dB typ 
Output Resistance 0.2 Otyp 

LOGIC INPUTS 
WR, DB2-DB7, DPO, DPl, 
DSO-DS2, SYNCIN, CLKIN 

V1NH, Input High Voltage 2.0 V min 
V1NL, Input Low Voltage 0.8 V max 
IrNH, Input Current 10 j1A max 
CrN' Input Capacitance 10 pFmax 

CLKIN Divider Range (NI)s I to 4 CLKIN Can Be Set to 288kHz, 576kHz, 864kHz or 
1.152MHz. NI Is Set by DPO, DP!. 

LOGIC OUTPUTS SYNColJT6 
Divider Range (N2) I to 8 N2 Is Set by DSO-DS2. 
Frequency fcLKrN/(Nlx5xN2) kHz 
Pulse Width I/fcLKIN I1S 
VOH' Output High Voltage 2.4 V min IsoURCB = 400j1A 
VOL' Output Low Voltage 0.4 V max ISrNK = !.6mA 

POWER SUPPLIES 
Voo 4.7515.25 VminlVmax 
Vee 4.7515.25 VminlVmax 
Vss -4.751-5.25 V minIV max 
100 + Icc 25 mAmax 
Iss 25 mAmax 
Power Dissipation 265 mWmax 

NOTES 
lOperating temperature ranges as follows: J versions: 0 to + 70'C. 
'Specified for an input frequency of 288kHz. This is internslly divided by 5 to produce a switched capacitor filter frequency of 57.6kHz. For input frequencies 
lower than 288kHz, the filter response is shifted down by the ratio of this input frequency to 288kHz. 

3Measured using a ±3V, 1kHz sine wave. 
'Measured over the full attenuation range. 
'Required to derive internal frequency of 288kHz from eLKIN. 
"Determined by data transmission rate. 

Specifications subject to change without notice. 
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AD73411AD7371 

RECEIVE FILTERl NO~ =Vcc =5V ±5%; Vss= -5V ±5%; AGND= DGND=OV; CLKIN = 288kHz MIS Ratio =40160 to 60/40. 
TA = +25°C. PGA set at OdB, unless otherwise stated.) 

AD737lJN 
Parameter AD7371JP Units Test Conditions/Comments 

INPUT CHARACTERISTICS 
Input Signal Range ±3 V max 
Input Impedance 10 kO typ 

FILTER CHARACTERISTICS2.' 

CLKIN Frequency 288 kHz Nl=l (i.e., DPO=l, DPl=O) 
Lower Cutoff Frequency 180 Hz O.ldB Down from the Lowest Point in the Passband 
Upper Cutoff Frequency 3.5 kHz O.ldB Down from the Lowest Point in the Passband 
Second Harmonic -80 dBtyp 
Third and Higher Harmonics -80 dBtyp 
Passband Ripple 0.4 dB max 200Hzsfs3.3kHz 
Passband Gain Error ±0.5 dB max Deviation from Nominal Setting on PGA 
Signal-to-Noise Ratio 72 dB min 180Hzsfs3.5kHz 

75 dB typ 
60 dB typ Input Signal Level of - 24dB; PGA Gain Set at + 24dB 

Stopband Rejection 66 dB min f206.1kHz 
40 dBtyp f2060kHz 

Differential Group Delay 300 ILstyp 500Hzsfs3.3kHz and Referenced to the Absolute 
Group Delay at 1kHz 

OUTPUT CHARACTERISTICS 
Output Voltage ±3 V max RL = 3kO, CL = 100pF 
.Offset Voltage ±70 mVmax 
Gain Range o to +24 dB Determined by DBO-DB7, see Table VI 
Relative Accuracy'" ±O.l dBtyp 
Output Resistance 0.2 Otyp 

LOGIC INPUTS 
WR, DBO-DB7, DPO, DPI, 
DSO-DS2, SYNCIN, CLKIN 

VINH, Input High Voltage 2.0 V min 
VINL, Input Low Voltage 0.8 V max 
IINH' Input Current 10 ILAmax 
CIN, Input Capacitance 10 pFmax 

CLKIN Divider Range (Nl)5 1 to 4 CLKIN Can Be Set to 288kHz, 576kHz, 864kHz or 
1.l52MHz. Nl Is Set by DPO, DPI. 

LOGIC OUTPUTS SYNCOUT6 

Divider Range (N2) I to 8 N2 Is Set by DSO-DS2. 
Frequency fCLKIN/CNl x 5 xN2) kHz 
Pulse Width l/fcLKIN ILS 
VOH' Output High Voltage 2.4 V min IsouRcE =400j.LA 
VOL> Output Low Voltage 0.4 V max ISINK = 1.6mA 

POWER SUPPLIES 
Voo 4.75/5.25 VminlVmax 
Vcc 4.75/5.25 V minIV max 
Vss -4.75/-5.25 V minlVmax 
100 + Icc 25 mAmax 
Iss 25 mAmax 
Power Dissipation 265 mWmax 

NOTES 
lOperating temperature ranges as follows: J versions: 0 to + 70"<:. 
'Specified for an input frequency of 288kHz. This is internally divided by 5 to produce a switched capacitor filter frequency of 57.6kHz. For input frequencies 
lower than 288kHz, the filter response is shifted down by the ratio of this input frequency to 288kHz. 

3Measured using a ±3V, 1kHz sine wave. 
'Measured over the full attenuation range. 
'Requited to derive a switched capacitor filter frequency of 288kHz from eLKIN. 
6Determined by data transmission rate. 
Specifications subject to change without notice. 
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TIMING CHARACTERISTICS1 
(Voo=Vcc=+5V ±5%, Vss=-5V ±5%) 

Limit at 
Parameter TA = +25°C Units Comments 

tWR 80 nsmin Write Pulse Width 
tDS 60 nsmin Data Setup Time 

tDH 20 nsmin Data Hold Time 

tSYNCIN 80 ns min SYNCIN Pulse Width 

NOTE 
ITiming specifications are sample tested at + 25°C to ensure compliance. All 
input control signals are specified with tR =tF =20ns (10% to 90% of +5V) 
and timed from a voltage level of + 1.6V. 

Specifications subject to change without notice. 

I I 

WH --------------'\~ ______ ~}rr---------------:~ 

NOTES 
1. ALL INPUT SIGNAL RISE AND FALL TIMES MEASURED FROM 10% to 90% 

of +5V. tr=tf=20ns 
2. TIMING MEASUREMENT REFERENCE lEVEL IS (V, .. + V'l)/2. 

Figure 1. AD73411AD7371 Timing Diagram 

PIN CONFIGURATIONS 

NC "" NO CONNECT 

II '3 II ~ c c " z 0 ~ Z ~ " .) 
z 

..: :-: " :-: g 
" ..: ~ " Z > '" 

Z '" 
0 

AD7341 PLCC AD7371 PLCC 

TOP VIEW TOP VIEW 
(Not to Scale) INot to Scale) 

Voo Voo 

SYNCIN SVNCIN 19 OB5 

~ ~ ~ " I~ in :Ii ~ ~ 
Z " I~ " d 

z c c c ~ 
z c i!l 

Ne := NO CONNECT Ne = NO CONNECT 

11-20 SPECIAL FUNCTION COMPONENTS 



ABSOLUTE MAXIMUM RATINGS' 
V 00 to AGND ...................... -O.3V to + 7V 
Vee to DGND ....................... -O.3V to +7V 
Voo to Vee ....................... -O.6V to +O.6V 
Vss to DGND ...................... +O.3V to -7V 
AGND to DGND ..................... -O.3V to Vee 
RXIN, TXIN to AGND ........ Vss -O.3V to Voo + O.3V 
RXOUT, TXOUT to AGND i •..• Vss -O.3V to Voo + O.3V 
Digital Input Voltage to DGND ....... -O.3V to Vee +O.3V 
Power Dissipation (Any Package) to +75°C ........ lOOOmW 
Operating Temperature Range 

J Versions. . . . . . . . . . . . . . . . . . . . . . . . . . .0 to + 70°C 

AD7341JAD7371 

Storage Temperature Range ............ ~65OC to + 150°C 
Lead Temperature (Soldering, lOsecs) ............ + 300°C 

NOTE 
'RXOUT, TXOUT may be shorted to AGND, DGND, Voo' Veo V •• 
provided that the power dissipation of the package is not exceeded. 

·Stresses above those listed under "Absolute Maximum Ratings" may cause 
permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other conditions above those indi .. 
cated in the operational sections of this specification is not implied. Expo
sure to absolute maximum rating conditions for extended periods of time 
may affect device reliability. Only one absolute maximum rating may be 
applied at anyone time. 

CAUTION __________________________________________________ __ 

ESD (electrostatic discharge) sensitive device. The digital control inputs are diode protected; 
however, permanent damage may occur on unconnected devices subject to high energy electro
static fields. Unused devices must be stored in conductive foam or shunts. The protective foam 
shol!ld be discharged to the destination socket before devices are removed. 

ORDERING INFORMATION 

Temperature Range and Package Options· 

Plastic DIP CN-24) PLCC2 (P-28A) 

Transmit Filter AD7341JN AD7341JP 

Receive Filter AD7371JN 
NOTES 
ISee Section 20 for package outline information. 
2PLCC: Pla.tic Leaded Chip Cattier. 

AD7371JP 

WARNING! 0 
~~DEVICE 
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TERMINOLOGY 
Cutoff FJliquency 
The filter cutoff frequency is the point in the response where 
the amplitude begins to fall off. For the AD7341 and AD7371 it 
is defmed as O.ldB down from the lowest point in the passband. 
The AD7341 low pass filter has one cut off frequency at 3.5kHz 
while the AD7371 band pass filter has a lower cutoff frequency 
of 180Hz and an upper cutoff frequency of 3.5kHz. 

Signal-to-Noise Ratio (SNR) 
Signal-to-noise ratio (SNR) is the measured signal to noise at the 
output of the filter. The signal is the rms magnitude of the fun
damental. Noise is the rms sum of all nonfundamental signals 
(including harmonics) up to 3.5kHz. 

Second Harmonic 
Second harmonic is the ratio of the second harmonic amplitude 
to the fundamental amplitude, expressed in dBs. 

Third and Higher HanD.onics 
This is the amplitude ratio of the rms sum of the third and 
higher harmonics:tothe fundamental, expressed in dBs. Total 
harmonic distortion (THD) is the rms sum of the second har
monic and the third and higher harmonics. 

Passband Ripple 
This is the ripple in the passband section of the frequency re
sponse and is expressed in dBs. For the AD7341, it is measured 
in the band 0 to 3.3kHz, and for the AD7371 it is measured in 
the band 200Hz to 3.3kHz. 

Passband Gain Error 
Passband gain error is the deviation of the actual passband 
level from the ideal passband level. For the AD7341, it is 
measured with the attenuation set to OdB (DB2-DB7 = 0); 
for the AD7371, it is measured with the gain set to OdB 

-(DBO--DB7 = I). 
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Stopband Rejection 
This is the magnitude of the stopband response relative to the 
passband magnitude. The stopband is specified for frequencies 
greater than 6.lkHz. 

Differential Group Delay 
Absolute group delay is the rate of change of phase versus fre
quency, dO/df. For the AD7341 and AD7371, differential group 
delay is the absolute group delay in a specified band relative to 
the absolute group delay at 1kHz. The specified band for the 
AD7341 is 0 to 3.3kHz and for the AD7371 it is 500Hz to 
3.3kHz. 

Offset Voltage 
This is the amount of offset introduced into the input signal by 
the filter. For the AD7341 it is measured with the attenuation 
set at OdB, and for the AD7371 it is measured with the gain set 
at OdB. 

Attenuation Range 
For the AD7341, this is the amount by which the output can be 
attenuated, using the digital inputs DB7-DB2. Table I gives a 
selection of attenuations for various values of digital input. 

Gain Range 
For the AD7371, this is the amount by which the input can be 
amplified, using the digital inputs DB7-DBO. Table VI gives 
gain versus digital input code. 

Relative Accuracy 
This is a measure of the accuracy with which either the AD7341 
attenuation or the AD7371 gain can be programmed, having 
allowed for the passband gain error. It is expressed in dBs rela
tive to attenuation or gain setting with a digital input code of 
all Is. 



AD7341/AD7371 

TYPICAL PERFORMANCE CURVES (Voo=Vcc=+5V, Vss =-5V, iClKIN=288kHz, TA=+25°C unless otherwise stated) 
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Figure 2. AD7341 Amplitude 
Response 
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Figure 3. AD7371 Amplitude 
Response 
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Figure 4. AD7341 Phase Response 
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Figure 5. AD7371 Phase Response 
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Figure 8. AD7371 Group Delay 
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Figure 6. Passband Ripple in the 
AD73411AD7371 
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AD7341 DIP PIN FUNCTION DESCRIPTION 

Pin 

1 

2 

3 

DS2 

0 
0 
0 
0 
I 
I 
I 
I 

Mnemonic 

TXOUT 

SYNCOUT 

DSI 

0 
0 
I 
I 
0 
0 
I 
I 

Description 

Signal output pin from filter. 

Negative supply pin for the device. This is -5V ± 5%. 

This output pulse is derived from the SCF (Switched Capacitor Filter) clock and can be used in system 
synchronization. The pulse frequency is fSYNCOUT = fCLKIN I (Nlx5xN2), where fCLKIN is the input 
frequency at CLKIN, Nl is the value loaded to the input programmable divider and N2 is the value 
loaded to the output programmable divider. Nl is set by DPO and DPI (see Table II). N2 is set by DSO, 
DSI and DS2 and varies from 1 to 8. Table I shows the typical SYNCOUT frequencies which can be set 
when fCLKIN is 288kHz and Nl is 1. 

SYNCOUT CLKIN Divide 
DSO Frequency DPI DPO Ratio, Nl 

0 7.2kHz 0 0 4 
I 57.6kHz 0 I 1 
0 28.8kHz 0 2 
I 19.2kHz I 3 
0 14.4kHz 
I 1 1. 52kHz 
0 9.6kHz 

Table fl. Setting CLKIN Divide Ratio Using DP1, DPO 

I 8.22kHz 

Table I. Setting SYNCOUT Frequency Using DS2, DS1, 050 

4 DS2 

5 DSI 

6 DSO 

7 DGND 

8 Vcc 

9 SYNCIN 

10 DPI 

11 DPO 

12 CLKIN 

13 WR 

14-19 DB7-DB2 

20 NC 

21 NC 

22 AGND 

23 VDD 

24 TXIN 

Unlatched digital input which is used to set SYNCOUT frequency. See Table I. 

Unlatched digital input which is used to set SYNCOUT frequency. See Table I. 

Unlatched digital input which is used to set SYNCOUT frequency. See Table I. 

Ground point for on chip digital circuitry. 

Positive supply pin for the on chip digital circuitry. This is +5V ± 5%. 

This asynchronous digital input resets the internal clock circuitry from which SYNCOUT is derived. This 
allows SYNCOUT to be synchronized to an external signal. 

Unlatched digital input pin which is used to set divide ratio on the CLKIN input. See Table II. 

Unlatched digital input pin which is used to set divide ratio on the CLKIN input. See Table II. 

Clock input for the device. This is internally divided to produce the SCF clock. 

Active low digital input. Data for the on chip programmable attenuation is loaded to the input latch when 
this signal goes low and is latched when it goes high. 

Six-bit data bus which sets the attenuation level on the output. See Table III. 

No connect. 

No connect. 

Ground point for the on-chip analog circuitry. 

Positive supply pin for the on-chip analog circuitry. This is +5V ± 5%. 

Filter input. 

Attenuation 
DB? DB6 DBS DB4 DB3 DB2 dB 

I I I I I I 0 
0 I I I I I -6 
0 0 I I I I -12 
0 0 0 I I I -18 
0 0 0 0 I I -24 
0 0 0 0 0 I -30 
0 0 0 0 0 0 -38 

Table III. Output Attenuation vs. Digita/lnput Code 
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AD73411AD7371 
AD7371 DIP PIN FUNCTION DESCRIPTION 

Pin 

2 

3 

DS2 

0 
0 
0 
0 
I 
I 
I 
I 

Mnemonic 

RXOUT 

SYNCOUT 

DSI 

0 
0 
I 
I 
0 
0 
I 
I 

Description 

Signal output pin from filter. 

Negative supply pin for the device. This is -5V ± 5%. 

This output pulse is derived from the SCF (switched capacitor filter) clock and can be used in system 
synchronization. The pulse frequency is fSYNCOUT = fCLKIN / (Nlx5xN2), where fCLKIN is the input 
frequency at CLKIN, NI is the value loaded to the input programmable divider and N2 is the value 
loaded to the output programmable divider. NI is set by OPO and OPI (see Table V). N2 is set by OSO, 
OSI and OS2 and varies from I to 8. Table IV shows the typical SYNCOUT frequencies which can be 
set when fCLKIN is 288kHz and N I is 1. 

SYNCOUT CLKIN Divide 
DSO Frequency DPI DPO Ratio, NI 

0 7.2kHz 0 0 4 
I 57.6kHz 0 
0 28.8kHz 0 2 
I 19.2kHz I 3 
0 14.4kHz 
I 11.52kHz 
0 9.6kHz Table V. Setting CLKIN Divide Ratio Using DP1, DPO 

I 8.22kHz 

Table IV. Setting SYNCOUT Frequency Using DS2, DSl, 
DSO 

4 OS2 

5 OSI 

6 OSO 

7 OGNO 

8 Vee 

9 SYNCIN 

10 OPI 

11 OPO 

12 CLKIN 

13 WR 

14-21 OB7-0BO 

22 AGNO 

23 Voo 

24 RXIN 

Unlatched digital input which is used to set SYNCOUT frequency. See Table IV. 

Unlatched digital input which is used to set SYNCOUT frequency. See Table IV. 

Unlatched digital input which is used to set SYNCOUT frequency. See Table IV. 

Ground POin~ for on chip digital circuitry. 

Positive supply pin for the on chip digital circuitry. This is +5V ± 5%. 

This digital input resets the internal clock circuitry from which SYNCOUT is derived. This 
allows SYNCOUT to be synchronized to an external signal. 

Unlatched digital input pin which is used to set divide ratio on the CLKIN input. See Table V. 

Unlatched digital input pin which is used to set divide ratio on the CLKIN: input. See Table V. 

Clock input for the device. This is internally divided to produce the SCF clock. 

Active low digital input. Oata for the on chip programmable gain is loaded to the input latch when this 
signal goes low and is latched when it goes high. 

Eight-bit data bus which sets the gain level on the input. See Table VI. 

Ground p01 for the on-chip analog circuitry. 

Positive supply pin for the on-chip analog circuitry. This is + 5V ± 5%. 

Filter input. 

DB7 DB6 DBS DB4 DB3 DB2 DBl 

0 0 0 0 0 0 0 
0 0 0 I I 0 0 
0 0 I 0 0 0 I 
0 0 I I 0 0 0 
0 I 0 0 0 I 0 
0 1 I 0 0 0 0 
0 I I I 0 1 I 
I 0 I I 0 0 0 
I I I I I I I 

Table VI. Input Gain vs. Digital Input Code 

Gain 
DBO dB 

0 24 
0 21 
0 18 
0 IS 
0 12 
1 9 
I 6 
0 3 
I 0 
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CIRCUIT DESCRIPTION 

AD7341 Filter 
The AD7341 transmit filter performs the reconstruction or 
smoothing function for the transmit channel D/A converter. 
Figure II is the block diagram for the filter and programmable 
attenuation section. 

SCF CLOCK 0--........... 

SINGLE ENDED TO 
DIFFERENTIAL 
CONVERSION 

TXIN 

TXOUT 

Figure 11. AD7341 Filter Section 

DB7 

DB2 

The transmit channel signal is applied at TXIN and is converted 
to a differential signal. It then goes to the fully differential 
switched capacitor low pass section. This is a seventh order el
liptical filter which gives a 3.skHz cut off frequency and stop
band attenuation of greater than 70dB at frequencies above 
6. 1kHz. The use of the differential filter structure ensures an 
excellent harmonic distortion figure and also gives improved re
jection of common mode noise such as clock feed through in the 
switched capacitor switching transistors. The filter cut off fre
quency depends directly on the clock driving the switched ca
pacitor section and upon the capacitor matching. Capacitor 
matching is typically better than 2% and this means that if the 
clock is constant, cut off frequency variation from device to de
vice will be less than 2%. Since the switched capacitor filters are 
sampled data systems (analog data) with a sampling frequency of 
57.6kHz, they must be followed by a smoothing filter to remove 
aliased components due to this clock. This smoothing filter is a 
second order low pass continuous time section. The differential 
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outputs of the two smoothing filters are then recombined to a 
single ended signal. The level of SCF clock feedthrough at the 
output is typically -6SdB. This can be further reduced by using 
a simple RC combination at the. output (39kO and IOOOpF re
duce the feedthrough to -80dB). The second order filter shown 
in Figure 22 reduces it to below -90dB. After recombination of 
the differential signals, a programmable attenuation stage fol
lows. The attenuator circuit diagram is shown in Figure 12. It 

v," 

Figure 12. AD7341 Output Attenuator 

consists of an 8-bit multiplying DAC with the two LSBs (DBI, 
DBO) tied high. The transfer function is given by: 

256 
A=20 log 4N+3 

where A is the attenuation in dBs and N is the 6-bit binary code 
loaded to the device. Expressing N in terms of A gives: 

N = ~ [2S! -3] 
1020 

40 

°L\ 
1. 

-"" 
0 1"-

r-----. 
0 

l-t:=. 
20 40 .. 80 

DEVICE INPUT CODE INIIN DECIMAL 

Figure 13. Programmable Attenuation vs. Input Code for 
the AD7341 

This allows the calculation of the device input code for a given 
output attenuation. The attenuation range is 0 to 38dB and al
lows the user to adapt the output signal for different line specifi
cations. Figure 13 shows how attenuation varies with input 
code, and Table III gives a selection of attenuations for specific 
codes. 



AD7371 Filter 
The receive filter performs the antialiasing function for the re
ceive channel ND converter. It provides rejection of high fre
quency out-of-band signals, attenuation of low frequency noise 
at both 50Hz and 60Hz line frequencies and programmable gain 
for the input signal. Figure 14 is the block diagram for the filter 
and programmable gain section. 

RXIN 

RXOUT 

Figure 14. AD7371 Filter Section 

The input signal is applied at RXIN and passes through the 
programmable gain stage. Fignre 15 shows the circuit diagram 
for this. It consists of an 8-bit multiplying DAC and resistor 
combination in the feedback loop of an operational amplifier. 
The transfer function is given by: 

272.2 
G = 2010g N +17.2 

G is the gain in dBs and N is the 8-bit binary code loaded to the 
device. Varying this code between 0 and 255 gives a gain range 
of 24dB to OdB. Expressing N in terms of G gives: 

N = 272(,2 - 17.2 

1020 

AD73411AD7371 
DBO DB' 

v,. 0--_tv--...... ---1 

Figure 15. AD7371 Programmable Gain Amplifier 

This equation can be used to calculate the code, N, needed to 
give the desired gain, G. Figure 16 is a graph of gain versus in
put code, and Table VI gives a selection of gains for specific 
codes. 

30 

20 1\ 
\ 
\ 

" 10 

"-"-
........ r---. r- -. r-.. 

100 200 300 

DEVICE INPUT CODE (NIIN DECIMAL 

Figure 16. Programmable Gain vs. Input Code for the 
AD7371 

After the PGA stage, the receive signal is converted to a fully 
differential signal before going to the differential filters. The 
first differential filter is a second order continuous time section. 
This is necessary to provide antialiasing for the sampling 
switched capacitor filter. The continuous time filter eliminates 
any high frequency components from the input signal which 
would be aliased back into the passband of the switched capaci
tor filter and appear as noise. Following the continuous time 
filter, the fourth order elliptical high pass switched capacitor 
section has a cutoff frequency of 180Hz, and the seventh 

SPECIAL FUNCTION COMPONENTS 11-27 

III 



order elliptical low pass switched capacitor section has a cutoff 
frequency of 3.5kHz. As in the reconstruction filter, the cutoff 
frequency variation from device to device for fIxed CLKIN is 
typically less than 2%. On recombination of the differential 
signals, the output goes to RXOUT. 

SCF Clock and System Synchronization 
The clock generation circuitry for both the AD7341 and the 
AD7371 is identical and is shown in Figure 17. For the speci
fIed filter response, the switched capacitor clock must be 

DBO DB1 

eLKIN 0----1 

CLKX 

SYNCIN o---.j 

SCf eLK 

DSG DS1 DS2 

Figure 17. AD73411AD7371 Clock G.eneration Circuitry 

57.6kHz. This means that CLKX in Figure 17 must always be 
288kHz (57.6kHzx5). The input programmable divider allows 
the user the option of four CLKIN frequencies (288kHz, 
576kHz, 864kHz or 1152kHz). The input divider can then be 
programmed to ensure that CLKX is 288kHz. 

The AD7341 and the AD7371 are always used with a DAC and 
ADC respectively. The DAC and ADC update and sample at a 
certain rate (9.6kHz or 7.2kHz, for example). The filters sample 
at 57.6kHz. In order to ensure that there is no low frequency 
aliasing, the DACIADC rate must be synchronized with the SCF 
clock. This means the SCF rate must be an integral multiple of 
the DACIADC rate. The AD73411AD7371 actually generates 
this required synchronized clock on chip. The output program
mable divider allows division of the SCF clock by 1 to 8. The 
divide ratio is determined by inputs DSO- DS2. The output of 
the programmable divider goes to SYNCOUT which is then 
used to drive either the CONVST input of an ADC or the 
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LDAC input of a DAC. The output programmable divider also 
has a reset input (SYNCIN). This is normally tied high. When 
it is brought low, the counter is reset. On returning high, the 
counter is reactivated. By using this SYNCIN facility, it is pos
sible to adjust the point in time at which sampling occurs while 
maintaining the same rate. This is useful in modem applications 
and is known as cycle slipping. Figure 18 shows the complete 
timing waveforms for the AD73411AD7371. 

ClKX ...-

SCKCLK 
57.6kHz 

JlJlJ1J1JUU1f- -- -lf1JlJUlMf1Jlf --lfUU1JUUU1J 
JLj----u-u----lJLj 

U 
~---~=:~---~~~ 

T = 157.6! 103 x N21 SECONDS 

Figure 18. AD73411AD7371 Timing Waveforms 

APPLYING THE AD7341n311 
The prime application for the AD734117371 is in the analog 
front end for echo-cancelling modems. Here, the filters are com
bined with a high resolution DAC and ADC to provide the in
terface between the analog and the digital domain. The excellent 
noise performance of the AD7371 and the high resolution of the 
AD7871 (14-bit ADC) combine to allow the modem echo
cancelling loop to be implemented totally in the digital domain. 
This overcomes the disadvantage with lower resolution systems 
which need to do a digital approximation of the echo and recon
struct in analog form for an analog echo-cancelling loop. 

Conversely, in the modem transmitter, the combination of 
AD7341 and high resolution DAC (14-bit AD7840) allows trans
mission of the signal with minimum impairments to the line. 
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AD7371 

AD7341 
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Figure 19. Modem Analog Front End and Interface to 
ADSP-2101 DSP 



Figure 19 shows a typical hardware interface between the analog 
front end chipset and the ADSP-2lOl in an echo-cancelling mo
dem. The ADSP-2101 is the new DSP microcomputer from An
alog Devices. It has program memory and data memory on chip 
and is code compatible with the ADSP-2100. It also has two 
serial ports. The particular configuration, shown in Figure 19, 
uses the serial interface on both the AD7840 and AD7871 to 

elK In nn nn n n r----., nnnnnn nnr----, nnnnn nn I 
288kHz UUUUUUUU UUUUUUUUU UUUUUUUU 

SYNCOUT ----------[J If 
CONVST 
9.6kHz 

seLK 
288kHz 

JlJ11lJUU1JUlf----1JUUUlJUUlllf --.umnru 
ssmB -------------, r
RFS L--- ----1 

~~ATA ----------~~=~ ~ 

WR/SVNC 
TFS 

----~ ~ 

~~ATA ----------~ ==r-
Figure 20 System Timing for Figure 19 

talk to one of the ADSP-2101 serial ports. The system timing 
diagram is shown on Figure 20. 'The 288kHz clock drives the 
two filters and the ADC. The SYNCIN pulse may be used to 
set the absolute sampling instant. DSO, DSI and DS2 on the 
AD7371 are programmed to give a 9.6kHz SYNCOUT signal. 
This drives the AD7871 CONVST input and is thus the sam
pling rate. SCLK on the AD7871 clocks out serial data on its 
rising edge. SSTRB is the framing pulse for the serial data. 
Within this framing pulse, a 16-bit data stream is output on the 
SDATA line. Each data bit is valid on the falling edge of 
SCLK. There are two leading zeros and the 14-bit conversion 
result appears after these. When RFS on the ADSP-2101 goes 
low, data appearing on DR is clocked into the receive shift reg
ister on each falling edge of SCLK. Once the 16 data bits have 
been received an internal interrupt is set and the processor can 
read the data. ' 

The circuit of Figure 19 also uses the SSTRB signal to frame 
the transmit data from the DSP . Thus, when SSTRB goes low, 
data contained in the transmit shift register of the DSP is 
clocked out on each rising edge of SCLK. The AD7840, in 
turn, loads each data bit into its input ,register on the SCLK 
falling edges. The DAC output is upd8ted when 16 data bits 
have been received. 

AD73411AD7371 
Using the ADSP-2101 and the chipset, the modem hardware is 
simplified. The number of lines required to connect the chips is 
much less than a parallel interface structure would need and no 
external glue logic is required. 

CHIPSET LAYOUT 
Figure 23 is the circuit diagram for a modem analog front end 
based on the Analog Devices chip set. The component overlay is 
given in Figure 21, while the PCB layout is given in Figures 24 
and 25. 

The modem analog front end uses the AD7341, AD7371, 
AD7840 and AD7871. Total channel SNR performance is better 
than 72dB with a full scale input signal and unity gain on the 
filter chips. The 14-bit resolution of the converters gives an in
stantaneous dynamic range of 84dB. If greater dynamic range is 
required, then the AD7371 PGA can be used to give up to 
24dB extra. 

The evaluation board makes full use of the flexible interfaces on 
the AD7840 and the AD7871. Jl is a 96-way VME bus connec
tor which carries the parallel interface for the board. This plugs 
directly into the connector on the evaluation board for the 
ADSP-2lO0, which is another in the Analog Devices family of 
Digital Signal Processors and is code compatible with the 
ADSP-2lOl. Thus, direct interfacing between the boards is pos
sible. All the signals necessary for interfacing to other DSPs are 
available on J1. The 9-way D-Type connector, J2, carries the 
serial interface for the board. This allows DSPs with serial ports 
to interface directly to the chipset. 

Power supplies used to operate the board are ± 15V analog sup
plies and a single +5V digital supply. A ±5V analog supply is 
derived from the ± 15V supply by using the 78L05179L05 regu- III 
lators. This supply is used for the AD7341, AD7371, AD7840 
and AD7871. The supply grounds are tied together on the board 
so that there is no need to have them connected back at the sup-
ply source. 

The analog input and output ranges are both ± lOV. The analog 
input is attenuated by ICI and associated circuitry to give the 
required ±3V input range for the filter and ADC. Likewise, the 
analog output from the reconstruction filter (± 3V) is gained up 
by the output amplifier (IC6) to give a ± lOY output. This out
put amplifier also contains a simple second order filter to further 
attenuate the switched capacitor clock noise at the output. 

There are three digital inputs to the board. These are CLKIN, 
ADC SYNCIN and DAC SYNCIN. CLKIN provides the clock 
for the ADC and filters. The DIP switches on the board have 
been set up to accept a nominal clock of 288kHz for the filters. 
ADC SYNCIN and DAC SYNCIN can be used to resynchro
nize the filters/converters with an external synchronizing signal. 
If this is not required, then both of these inputs should be tied 
high. 
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Figure 21. Component Overlay for Circuit of Figure 23 

Parallel Interface 
If the parallel interface is required, then the four latch chips 
(IC7to IClO) should be inserted into the sockets provided. 
Links Ll6, Ll7, Ll8, LSand L6 should be omitted. This iso
lates tl\e serial port from bus activity. Link LIS should be in
serted to choose 14-bit parallel operation for the ADC. Omit 
links L14 and LB. Internal or external clock operation for the 
ADC may be chosen by Lll and Ll2. Lll gives external clock 
operation, while Ll2 gives internal clock operation. AD7871 
conversion is started by CONVST (pin I) going low. When con
version is complete, INTIBUSY (pin 4) goes low. ICB extends 
this pulse. This is then used to read the ADC result into the 
latches and to interrupt the processor. The processor interrupt 
service routine then reads the latch contents. Note that the data 
format is 14 bits with sign extension to 16 bits. 

On the AD7840 insert L2 to tie the chip select low and omit 
Ll. Insert L3 to use SYNCOUT of filter to write to the DAC 
and omit U. Thus, the processor writes data to the latches and 
the DAC gets updated on every rising edge of WRlSYNC. The 
data format is 14-bit right justified. 

Serial Interface 
If the serial interface is required, then omit the four latches 
(74LS374) and use the serial connector (12). Links LS, L6, 
Ll6, Ll7 and LI8 must be inserted. Omit LlS and insert Ll4. 
This places the AD7871 in serial mode of operation with contino 
uously running SCLK. As in the parallel mode, conversion is 
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started by CONVST going low. Serial data appears on Pin 9 
(SDATA) as conversion is taking place, and it is latched into the 
processor shift register on each falling edge of SCLK. The 
frame synchronization pulse for the data is on Pin 7 (SSTRB). 
The data format is 16-bit with the MSB first. The 16 bits of 
data are made up of two leading zeros and the 14-bit conversion 
result. For the DAC in the serial mode omit L3 and insert L4. 
This provides the necessary inversion of the SYNCOUT pulse 
from the filter so that it can be used as the frame synchroniza
tion for the DAC and the processor. When this goes low data in 
the processor shift register is clocked out on each rising edge of 
SCLK and latched into the DAt shift register on each falling 
edge of SCLK. Since LDAC (Pin 24) is tied permanently low, 
the DAC register is updated automatically when the 16-bit data 
stream has been received. The format of this data stream is set 
up by links L7 to LlO. Consult Table I on the AD7840 data 
sheet for the appropriate settings. Figure 22, below, shows the 
pin designations for 12. 

Figure 22. Pin Configuration for J2 (Front View) 
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Figure 23. Circuit Diagram for Modem Analog Front End 
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Figure 24. PCB Component Side Layout for Figure 23 

Figure 25. PCB Solder Side Layout for Figure 23 
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r-IANALOG 
WDEVICES 

Digitally Programmable 
Delay Generator 

AD9500 I 
FEATURES 
10ps Delay Resolution 
2.5ns to 10tJ.s Full-Scale Range 
Fully Differential Inputs 
Separate Trigger and Reset Inputs 
Low Power Dissipation - 310mW 

APPLICATIONS 
ATE 
Pulse Deskewing 
Arbitrary Waveform Generators 
High-Stability Timing Source 
Multiple Phase Clock Generators 

GENERAL DESCRIP110N 
The AD9500 is a digitally programmable delay generator, which 
provides programmed delays, selected through an 8-bit digital 
code, in resolutions as small as lOps. The AD9500 is constructed 
in a high-performance bipolar process, designed to provide 
high-speed operation for both digital and analog circuits. 

The AD9500 employs differential TRIGGER and RESET inputs 
which are designed primarily for ECL signal levels but function 
with analog and TTL input levels. An on-board ECL reference 
midpoint allows both of the inputs to be driven by either single 
ended or differential ECL circuits. The AD9500 output is a 
complementary ECL stage, which also provides a parallel Qa 
output circuit to facilitate reset timing implementations. 

The digital control data is passed to the AD9500 through a 
transparent latch controlled by the LATCH ENABLE signal. In 
the transparent mode, the internal DAC of the AD9500 will 
attempt to follow changes at the inputs. The LATCH ENABLE 
is otherwise used to strobe the digital data into the AD9500 
latches. 

The AD9500 is available as an industrial temperature range 
device, - 25"C to + 85"C, and as an extended temperature range 
device, - 55°C to + 125"C. Both grades are packaged in a 24-pin 
ceramic "Skinny" DIP (0.3" package width), as well as 28-pin 
surface mount packages. Contact the factory for MIL-STD-883, 
revision C, qualified devices. 

TRIGGER 

TiiiGGEii 

RESET 

R .. , 

AD9500 FUNCTIONAL BLOCK DIAGRAM 

DIFfERENTIAL I ___ -f...J..-;;~1 
ANALOG ~ 

INPUT 
STAGE 

PIN CONFIGURATIONS 

D,IMSBI Ii 

EC40u Ii 

OffSET ADJUST 1 

c •• 

o Q Q i1 C' 0' 0 
432 128 27 26 

AD9500 
TOP VIEW 

INottoSc.lel 

250.!LSBI 

24 LATCH ENABLE 

23 GROUND 

21 Rs 

+Vsl0 20 -Vs 

TRIGGER 11 19 Eel COMMON 

12 13 14 16 16 17 18 

Iffil~~~~I~I" ; ~ ! 
~ Ne = NO CONNECT 

ORDERING INFORMATION 

Device 

AD9500BP 
AD9500BQ 
AD9500TE 
AD9500TQ 

Temperature Range 

- 25°C to + 85°C 
- 25°C to + 85°C 
- 55°C to + 125"C 
- 55°C to + 125°C 

*See Section 20 for package outline information. 

Description 

28-Pin PLCC (Plastic), Industrial Temperature 
24-Pin "Skinny" DIP, Industrial Temperature 
28-Pin LCC, Extended Temperature 
24-Pin"Skinny" DIP, Extended Temperature 

Package 
Options* 

P-28A 
Q-24 
E-28A 
Q-24 

Q 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATlNGSI 

Positive Supply Voitage ( + V s) . . . . . . • . • . • • . . + 7V 
Negative Supply Voltage (-Vs) •..•...•••••.•• -7V 
ECL COMMON to Ground Differential •. -2.0V to +5.0V 
Digital Input Voltage Range •...•..• - 3.5V to + 5.0V 
TriggerlReset Input Voltage Range •..••..••.• ±5.0V 
TriggerlReset Differential Voltage .........•.• 5.0V 
Minimum Rsm- . . . . . . . . . . . . . . . . . . . . . . 2200 
Digital Output Current (Q and Q) ...•.•..••• 30mA 
Digital Output Current (<lR) ..••..••••••••• 2mA 

Offset Adjust Current (Sinking) . . . . • . • " • . . • • 4mA 
Power. Dissipation (+25"C Free Air)2 ..•••.••... 2.62W 
Operating Temperature Range 

AD9500BPIBQ . . . . . • . • . . • . •• - 25"C to + 85"C 
AD950OTEfI'Q . •. . . . . . . . . . . . - 55"C to + 125"C 

Storage Temperature Range .•.•••.•• -65"C to + 15O"C 
Junction Temperature ..•••....••. , • . •. + 175"C 
Lead Soldering Temperature (IOscc) ...•••.•. + 300"C 

ELECTRICAL CHARACTERISTICS (SUpplyVoIIaps + Vs = +5.IIY, -Vs = -5.2Y;Cm = OpF;Rsa = 50lI0, 
unless oIhlllWise slated) 

Industrial Military 
Mill -2S·Cto +8S"C - SS"C to + 12S·C 
Sub AD9S00BPIBQ An9S00TEfI'Q 

Parameter Group Temp Min Typ Max Min Typ Max Units 

RESOLUTION 8 8 Bits 

ACCURACy4 
Differential Linearity 7 +25"C 0.5 0.5 LSB 
Integral Linearity 7 + 25°C 1.0 1.0 LSB 
Monotonicity 7 +25"C Guaranteed Guaranteed 

DIGITAL INPUT 
Logic "I" Voltage 7,8 Full 2.0 2.0 V 
Logic "0" Voltage 7,8 Full 0.8 0.8 V 
Logic "I" Current 1,2,3 Full 5 5 fJ.A 
Logic "0" Current 1,2,3 Full 5 5 fJ.A 
Digital Input Capacitance 12 + 25°C 5.5 5.5 pF 
Data Setup TimeS 12 +25"C 0.4 0.75 0.4 0.75 ns 
.Qata Hold Time6 12 + 25°C 0.4 0.75 0.4 0.75 ns 
Latch Pulse Width (tLPW) 12 +25"C 3.0 3.0 ns 

RESETrrRIGGER INPUTS7 

TRIGGER Input Voltage Range Full -2.5;4.5 -2.5;4.5 V 
RESET Input Voltage Range Full -2.5;2.0 -2.5;2.0 V 
Differential Switching Voltage 7,8 Full 40 300 40 300 mV 
Input Bias Current 1 + 25°C 40 50 40 50 fJ.A 

2,3 Full 75 75 fJ.A 
Input Resistance +25~C 4 4 kG 
Input Capacitance 12 +25"C 6.5 7.25 6.5 7.25 pF 
Minimum Input Pulse Width 

(tTPW, tRPW) +25"C 2.0 2.0 ns 

DYNAMIC PERFORMANCE" 
Maximum Trigger Rate 12 +25"C 100 100 MHz 
Minimum Propagation Delay (tPD)9 4 +25"C 5.4 6.4 7.4 5.4 6.4 7.4 ns 
Minimum Propagation Delay TCIO Full 7.5 7.5 psrC 
Full-Scale Range TC Full 0.5 0.5 psrC 
Delay Uncertainty Gitter) + 25°C 10 10 ps 
Reset Propagation Delay (tRD)l1 4 +25"C 5.4 6.4 7.4 5.4 6.4 7.4 ns 
Reset-to-Trigger Holdoff(tTHo)12 4 +25"C 0.2 0 0.2 0 ns 
Trigger-to-ResetHoldoff(tRHo)13 4 +25"C 2.0 1.5 2.0 1.5 ns 
Minimum Output Pulse Width + 25°C 3.3 3.3 ns 
Output Rise Time 12 + 25°C 2.0 2.0 ns 
Output Fall Time 12 + 25°C 2.0 2.0 ns 
Delay Coefficient Settling Time (tDAc>14 +25"C 29 29 ns 
Linear Ramp Settling Time (tLRS) +25"C 22 22 ns 

.. 11-34 SPECIAL FUNCTION COMPONENTS 



Mill 
Sub 

Parameter Group Temp 

SUPPORT FUNCTIONS 
ECLREF 1 + 25°C 
ECLREF Voltage Drift15 Full 
Offset Adjust Range Full 

DIGITAL OUTPUTS8 

Logic "1" Voltage 1,2,3 Full 
Logic "0" Voltage 1,2,3 Full 

POWER SUPPLy16 

Positive Supply Current ( + S.OV) 1 + 25°C 
2,3 Full 

Negative Supply Current ( - S.2V) 1 + 25°C 
2,3 Full 

Nominal Power Dissipation + 25°C 
Power Supply Rejection Ratio17 

Full-Scale Range Sensitivity 7 + 25°C 
Minimum Propagation Delay 

Sensitivity 7 +25° 

NOTES 
'Absolute maximum ratings are limiting values, to be applied individually, 
and beyond which serviceability of the circuit may be impaired. Functional 
operability under any of these conditions is not necessarily implied. 
Exposure to absolute maximum rating conditions for extended periods 
may affect device reliability. 

2TypicaJ thermaJ impedance 
24-Pin Ceramic OIA = S6"CIW; 0IC = 16"CIW 
28-Pin PLCC (plastic) 0IA =6O"CIW; OIC = 22"CIW 
28-PinCeramicLCC 0IA = 69"CJW; 0IC = 2S"CIW 

'Military subgroups apply to military qualified devices only. 
4RSET = IOIdl. (Full-scaJe delay = lOOns). 
'The digital data inputs must remain stable for the specified time prior to 
the LATCH ENABLE signaJ. 

"The digital data inputs must remain stable for the specified time after the 
LATCH ENABLE signaJ. 

'The TRIGGER and RESET inputs are differential and must be driven 
relative to one another. Both of these inputs are ECL compatible, but 
can also be used with TTL logic families in a limited fasbion. 

"outputs terminated throush son resistors to - 2.0V. 

EXPLANATION OF GROUP A MILITARY SUBGROUPS 

Subgroup I - Static tests at + 25°C. 
Subgroup 2 - Static tests at max rated operating temp. 
Subgroup 3 - Static tests at min rated operating temp. 
Subgroup 4 - Dynamic tests at + 25"C. 
Subgroup 5 - Dynamic tests at max rated operating temp. 
Subgroup 6 - Dynamic tests at min rated operating temp. 
Subgroup 7 - Functional tests at + 25°C. 

AD9500 
Industrial Military 

- 25°C to + 85°C - 55°C to + 12S"C 
AD9500BPIBQ AD9500TEJTQ 

Min Typ Max Min Typ Max Units 

-1.4 -1.3 -1.2 -1.4 -1.3 -1.2 V 
1.1 1.1 mVrC 
-2 -2 rnA 

-1.1 -1.1 V 
-1.5 -1.5 V 

24 28 24 28 rnA 
30 30 rnA 

37 42 37 42 rnA 
44 44 rnA 

312 312 mW 

70 300 70 300 psIV 

150 500 150 500 psIV 

9Prosrsm Delay = O.Ops (Digital nata = OOH). In Operation, any 
programmed delays are in addition to the Minimum Propagation Delay. 

,oMeasured from the 50% transition point of the reset signaJ input, to the 
50% transition point of the resetting output. 

II Minimum time from falling edge of RESET to triggerins input, to insure a 
vaJid output event. 

''cbanse in total delay through AD9S00, exclusive of changes in minimum-
propagation delay tPD· II 

"Minimum time from triggerins event to risins edge of RESET, to insure a 
valid output event. 

"Measured from the LATCH ENABLE input to the point when the 
AD9S00 becomes 8-bit accurate again, after a fuJI-scale change in 
the programmed delay. 

"Staodard 10K and JOKH ECL families operate with a 1.1mVrC 
drift by design. 

"Supply voltages should remain stable within '" 5% for normal operation. 
"Measured at ",5% of -Vs and +Vs. 

Speciftcations sob;ect to change without notice. 

Subgroup 8 - Functional tests at max and min rated 
operating temp. 

Subgroup 9 - Switching tests at + 25°C. 
Subgroup 10 - Switching tests at max rated operating temp. 
Subgroup II - Switching tests at min rated operating temp. 
Subgroup 12 - Periodically sample tested. 

SPECIAL FUNCTION COMPONENTS 11-35 



ECLREF 

OFFSET ADJUST 

Cs 

+Vs 
TRIGGER 

TRIGGER 

RESET 

Q 

ECLCOMMON 

GROUND 
LATCH ENABLE 

Do (LSB) 

FUNCTIONAL DESCRIPTION 

DESCRIPTION 

- One of eight digital inputs used to set the programmed delay. 
- One of eight digital inputs\iSed to set the programmed delay. D7 (MSB) is the most significant bit of 

the digital input word. 
- ECL midpoint reference, nominally -1..3V. Use of the ECLREF, allows either of the TRIGGER or 

the RESET inputs to be conf1gll1'ed for single-ended ECL inputs. 
- The OFFSET ADJUST is used to adjust the minimum propagation delay (tpo), by pulling or 

pushing a small current out of or into the pin. 
- Cs allows the full-scale range to be extended by using an external timing capacitor. The value of 

CEXT, connected between Cs and + V s, may range from no external capacitance to O.I",F +. 
See Rs (CIN'TERNA:L ~ lOpF). 

- Positive supply terminal, nominally +S.OV. 
- Noninverted input of the edge-sensitive differential trigger input stage. The output at Q will be 

delayed by the programmed delay, after the triggering event. The programmed delay is set by the 
digital input word. The TRIGGER input must be driven in conjunction with. the TRIGGER input. 

- Inverted input of the edge-sensitive differential trigger input stage. The output at Q will be delayed 
by the programmed delay, after the triggering event. The programmed delay is set by the digital 
input word. The TRIGGER input must be driven in conjunction with the TRIGGER input. 

- Inverted input of the level-sensitive differential reset input stage. The output at Q will be reset 
after a signa1 is received at the reset inputs. In the "minimum configuration," the minimum output 
pulse width will be equal to the "reset propagation delay," tRD' The RESET input must be driven in 
conjunction with the RESET input. 

- Noninverted input of the level-sensitive differential reset input stage. The output at Q will be reset 
after a signal is received at the reset inputs. In the "minimum configuration," the minimum output 
pulse width will be equal to the "reset propagation delay," tRD' The RESET input must be 
driven in conjunction with the RESET input. 

- One of two complementary ECL outputs. A "triggering" event at the inputs will produce a logic 
HIGH on the Q output. A "resetting" event at the inputs will produce a logic LOW on the 
Q output 

- One of two complementary ECL outputs. A "triggering" event at the inputs will produce a logic 
LOW on the Q output. A "resetting" event at the inputs will produce a logic HIGH on the 
Q output. 

- Oa output is parallel to the Q output. The Oa output is typically used to drive delaying circuits 
for extending output pulse widths. A "triggering" event at the inputs will produce a logic 
LOW on the Oa output. A "resetting" event at the inputs will produce a logic IDGH on the 
Oa output. . 

- The collector common for the ECL output stage. The collector common may be tied to + S.OV, 
but normally it is tied to the circuit ground for standard ECL outputs. 

- Negative supply terminal, nominally - S.2V. 
- Rs is the reference current setting terminal. An external setting resistor, RsBT, connected between 

Rs and - Vs determines the internal reference current. See Cs (2S0{lsRsETsSOkO). 
- The ground return for the TTL and analog inputs. 
- Transparent TTL latch control line. A logic HIGH on the LATCH ENABLE freezes the digital 

code at the logic inputs. A logic LOW on the LATCH ENABLE allows the internal current levels to 
be continuoualy updated through the logic inputs Do thru D7. 

- One of eight digital inputs used to set the programmed delay. Do (LSB) is the least significant bit of 
the digital input word. 

- One of eight digital inputs used to set the programmed delay. 
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AD9500 Functional Block Diagram 

Q 

11-36 SPECIAL FUNCTION COMPONENTS 



--=t:}lPW ~ 
~TCH ~---------------------------------------------

ENABLE I I tH I 

DIGITAL 

I~~~~. 
\---tOAC--j --jtTPW '--

Tr~~3~R ______ ...In 1\ rfl... __ -,... __ 
RESET I tAHO -I I-t:,~ --j topw r 
INPUT ------1--:4 r- }'-_____ Y'L 

Qoomrr I rll~p~-to-o ____ .u.IhJ./.j'/Jh~'1H L 
t..o--J to 

ts - DIGITAL DATA SETUP TIME 
tH - DIGITAL DATA HOLD TIME 

NOTE 
A TRIGGERING EVENT MAY OCCUR AT ANYTIME 
WHILE THE INTERNAL DAC (PROGRAMMED DE~ YI 

AD9500 

tlPW - ~TCHENABLEPULSEWIDTH 
tDAC .- INTERNAL DAC SETTLING TIME 
tpo - MINIMUMPROPAGATIONDE~Y 
too - RESETPROPAGATIONDE~Y 

IS BEING CHANGED. TRIGGERING EVENTS DURING THE 
INTERNAL DAC SETTLING TIME MAY NOT GENERATE AN 
ACCURATE PULSE DE~Y. 

to - PROGRAMMEDDE~Y 

tTPW - TRIGGER PULSE WIDTH 
topw - RESET PULSE WIDTH 
tTHO - RESET·TO·TRIGGERHOLDOFF 
toHO - TRIGGER·TO·RESETHOLDOFF 

DIE LAYOUT D7 1MSBI 

OFFSET 

ADJUST "'" 

\ 

System Timing Diagram 

Do Do 

I I 
D. 0, 0, 0, 

I / / / /DoILSBI 

LATCH 
/ENABLE 

/GROUND 

/ .. 
/-Vs 

Eel 
/COMMON 

\\\ 
Q Q 0;; 

MECHANICAL INFORMATION 

Die Dimensions • • • • • • • • . .. 104 x 103 x 18 (max) mils 
Pad Dimensions. . • . • . . . . • • • . .. . 4x4 (min)mils 
Metalization . . • • • . • . . . . • . • Aluminum 
Backing . • • . • • • • . • . • • . . . . . •. None 
Substrate Potential •••.•.••.. . . . • . . - V s 
Passivation . . . . . . • . . . . . Oxynitride 
Die Attach . . . . . . . • . • . . .. Gold Eutectic 
Bond Wire 1.25 mil, Aluminum; Ultrasonic Bonding 

or lmil, Gold; Gold Ball Bonding 
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Input/Output Circuits 
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INSIDE THE AD9SOO 
The heart of the AD9S00 is the linear ramp generator. A triggering 
event at the input of the AD9S00 initiates the ramp cycle. As 
the ramp voltage falls, it will eventualy go below the threshold 
set up by the internal DAC (digital-la-analog converter). A 
comparator monitors both the linear ramp voltage and the DAC 
threshold level. The output of the comparator serves as the 
output for the AD9S00, and the interval from the trigger until 
the output switches is the total delay time of the AD9500. 

The total delay through the AD9500 is made up of two components. 
The first is the full-scale programmed delay, tD (max), determined 
by RsBT and CEXT• The second component of the total delay is 
the minimum propagation delay through the AD9500 (tpo). The 
full-scale delay is variable from 2.5ns to greater than Ims. The 
internal DAC is capable of generating 256 separate programmed 
delays within the full-scale range (this gives lOps increments for 
a 2.5ns full-scale setting). 

The actual programmed delay is directly related to both the 
digital control data (digital data to the internal DAC) and the 
RC time constant established by RSBT and CEXT• The specific 
relationship is as follows: 

Total Delay = Minimum Propagation Delay + 
Programmed Delay 
tpo + (digital value/256) RsBT (CEXT + IOpF) 
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Typical Programmed Delay Ranges 
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The internal DAC determines the programmed delay by way of 
the threshold level at its output. The LATCH ENABLE control 
for the on-board latch is active (latches) logic "HIGH". In the 
logic "LO~' state, the latch is transparent, and the internal 
DAC will attempt to follow changes at the digital data inputs. 

AD9500 
Both the LATCH ENABLE control and the data inputs are 
TTL compatible. The internal DAC may be updated at any 
time, but full timing accuracy may not be attained unless triggering 
events are held off until after the DAC settling time (tDAc). 

INTERNAL 
UNEAR 
RAMP 

TRIGGER 
IIII'UT 

QOUTPUT 

RESET 
INPUT 

tc.IMAX) - PROGRAMDELAYIFUUSCALE) 
t.o - MlNIMUMPROPAGAnONDELAV 
to - PROQRAMDELAY 
Us - LlNEARRAMPSETTLINGTIME 
tAD - RESETPROPAGATIONDELAV 

Intemal Timing Diagram 

On resetting, the ramp voltage held in the timing capacitor 
(CEXT + IOpF) is discharged. The AD9500 discharges the bulk 
of the ramp voltage very quickly, but to maintain absolute accuracy, 
subsequent triggering events should be held off until after the III 
linear ramp settling time (tLRS). Applications which employ 
high frequency triggering at a constant rate will not be affected 
by the slight settling errors since they will be constant for fixed 
reset-to-trigger cycles. 

The RESET and TRIGGER inputs of the AD9S00 are differential 
and must be driven relative to one another. Accordingly, the 
TRIGGER and RESET inputs are ideally suited for analog or 
complementary input signals. Sing1e-ended ECL input signals 
can be accommodated by using the EeL midpoint reference 
(EeLRIlF) to drive one side of the differential inputs. 

The output of the AD9500 consists of both Q and Q driver 
stages, as well as the Qa output which is used primarily for 
extending the output pulse width. In the most direct reset con
figuration, either the Q or the Q output is tied to the respective 
RESET input. This generates a delayed output pulse with a 
duration equal to the reset delay time (tRD) of approximately 
6ns. Note that the reset delay time (tao) becomes extended for 
very small programmed delay settings. The duration of the 
output pulse can be extended by driving the reset inputs with 
the Qa output through an RC network (see "Extended Output 
Pulse Width" application). Using the Qa output to drive the 
reset circuit avoids loading the Q or Q outputs. 
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APPLICATIONS 
The AD9S00 is a very versatile device, but at the same time, it 
is not difficult to use. Essentially there are only a few basic 
configurations which can be extended into a number of applica
tions. The TRIGGER and RESET inputs of the AD9S00 can be 
treated as single ended, or as differential, which allows the 
AD9S00,to operate with a wide range of signal sources. The 
output pulse from the AD9S00 can be reset in one of two ways, 
either immediately by driving the RESET inputs with the output 
itself, or in a delayed mode. 

MINIMUM CONFIGURATION 
The minimum configuration uses only one of the TRIGGER 
inputs. The other is connected to the ECL reference midpoint, 
ECLREF• This allows the AD9S00 to be triggered with standard 
10K or lOKH ECL signals. Once a triggering event occurs, the 
Q output will go into the logic HIGH state, and the Q output 
will go into the logic LOW state after the programmed delay. 
The Q output is then used to drive the RESET input, causing 
the AD9S00 to reset itself. The result is a delayed output pulse 
which is only as wide as the reset propagation delay (tRD). 

LATCH ENABLE 

+5.0V 

lCexT 

AD9500 

+5.0V 

-S.2V 

ECLGROUND 

Single Input- Minimum Timing Configuration 

EXTENDED OUTPUT PULSE WIDTHS 
The extended pulse configuration is similar to the minimum 
configuration. The difference here is that the output pulse width 
has been extended. Operation is identical in terms of triggering 
the AD9S00; the functional difference is in the resetting circuit. 
In this case the QR output is used to drive the RESET input 
through a resistor/capacitor charging network. The charging 
network will cause the signal at the RESET input to fall more 
slowly, which will extend the output pulse width. An added 
benefit of the extended pulse width configurations is that both 
the Q and the Q outputs are completely free for other uses. 
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+5.0V 
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LATCH ENABLE 

AD9500 
Q 

+5.0V 

-S.2V 

EClGROUND 

DELAYED 
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Extended Output Pulse Width Configuration 

MULTICHANNEL DESKEWING 
Perhaps the most appropriate use of the AD9S00 is in multiple 
delay matching applications. Slight differences in impedance 
and cable length can create large timing skews within a high-speed 
system. Much of this skew can be eliminated by running each 
signal through an AD9S00. With one line used as a standard, 
the programmed delays of the other AD9S00s are adjusted to 
eliminate the timing skews. With the very fme timing adjustments 
possible from the AD9S00 (as small as lOps), nearly any high-speed 
system should be able to automatically adjust itself to extremely 
tight tolerances. 

Multiple Delay Matching 

MEASURING UNKNOWN DELAYS 
Two AD9S00s can be combined to measure delays with a high 
degree of precision. One AD9S00 is set with little or no pro
grammed delay, and its output is used to drive the unknown 
delay circuit, which in turn drives the input of a "D" type 

flipflop. The second AD9S00 is triggered along with the first, 
and its output provides a clocking signal for the flipflop. The 
programmed delay of the second AD9S00 is then varied to 
detect the output edge from the unknown delay circuit. 



Detecting the output edge is relatively straightforward. If the 
programmed delay through the second AD9500 is too long, the 
flipflop output will be at logic HIGH. If, on the other hand, the 
programmed delay through the second AD9500 is too short, the 
flipflop output will be at logic LOW. When the programmed 
delay is properly adjusted, the flipflop will likely bounce between 
logic HIGH and logic LOW. The digital code value used to 
create the second programmed delay is a direct indication of the 
delay through the unknown circuit. The most accurate results 
can only be attained by calibrating the system without the unknown 
delay circuit in place. 

Measuring Unknown Delays 

MEASURING HIGH-SPEED AC WAVEFORMS 
The same circuitry used to measure unknown delays can be 
extended to measure the time response of high-speed ac waveforms. 
With the addition of a digital-to-analog converter and an analog 
comparator, the circuit functions very much like the previous 
application. The DAC sets a threshold level which drives one of 
the differential comparator inputs. The other comparator input 
is driven by the device under test (DUT). The output of the 
first AD9500 causes the DUT to produce an output. The second 
AD9500, which is also triggered along with the first AD9S00, 
strobes the comparator latch enable. 

If the DUT output is greater than the DAC threshold when the 
comparator is latched, the comparator output will be at logic 
HIGH. If the output is below the DAC threshold, the comparator 
will be at logic LOW. The programmed delay setting of the 
second AD9S00 is adjusted to the point where the DUT output 
equals the DAC threshold. By varying the DAC threshold level 
and adjusting the second AD9500 programmed delay, a point 
by point reconstruction of the ac waveform can be created. 

Measuring ac Waveforms 

AD9500 
PROGRAMMABLE OSCR.LATOR 
Another interesting use of the AD9500 is in a digitally pro
grammable oscillator. The highly accurate delays generated by 
the AD9500 can be exploited to create a ring oscillator with 
variable duty cycle. The delayed output of the first AD9S00 is 
used to drive the TRIGGER input of the second AD9500. The 
output of the second AD9500, in turn, is used to drive the 
TRIGGER input of the first AD9500. Together the two devices 
will alternately trigger each other creating two pulse chains on 
the outputs. 

The total delay through both AD9S00s combined, determines 
the period of the oscillation frequency. The duty cycle can be 
controlled by using the outputs to drive the SET and RESET 
inputs of a flipflop. The total delay through the first AD9S00 
will control the flipflop logic LOW output pu1ae width, and the 
second AD9500 will control the flipflop logic HIGH output 
pu1ae width. 

Ring Oscillator 

LAYOUT CONSIDERATIONS 
The AD9500 is a precision timing device, and as such high
frequency design techniques must be employed to achieve the 
best performance. The use of a low impedance ground plane is 
particularly important. Ideally the ground plane should be on 
the component side of the layout and extend under the AD9500, 
to shield it from system timing signals. Sockets pose a special 
problem for a circuit like the AD9500 because of the additional 
inter-lead capacitance they create. If sockets must be used, pin 
sockets are generally preferred. Power supply decoupling is also 
critical to a high-speed design; a O.lfJ.F ceramic capacitor and a 
O.OlfJ.F mica capacitor for both power supplies should be very 
effective. DAC threshold stability can be improved by decoupling 
the OFFSET ADJUST pin to + S.OV (note that tb;s will lengthen 
the DAC settling time, tDAc)' 
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lOOMHz TRIGGERING 
The AD9500 can be triggered at rates above IOOMHz. This is 
~plished by resetting the AD9500 shonly after it is triggered, 
which also tends to generate an extremely narrow output pulse. 
The delay circuit between the trigger input and the reset input 
provides the variable delay required for various configurations 
from 2.5ns fuIl«ale to over IOns full-scale (greater than IOns 
total delay precludes IOOMHz triggeriDg). 

REQUIREDDELAV = 1.4ns + FULL-8CALEDELAV 
i .•. , 1.4M + 2.lns = 3.9ns FROMTRlGGERTORESET 

~~~~-.----------------------~ T~GGffi 

_..~ ........... _~..,...,....., RES£T 

AD9500 

-I.OV -2.0V -z.OV -2.0V 

DELAY = 3.8ns + O.Ons to 6.0ns 

Reset Hoidofffor High-Speed Triggering 

DELAY OFFSET ADJUSTMENTS 
As the full-scale delay is increased, a component of the minimum 
propagation delay also increases. This is caused by the additiDnal 
time required by the ramp (now with a much "flatter" slope) to 
fall below the DAC threshold corresponding to the minimum 
propagation delay (tPD). One means of decressing the minimum 
propagation delay (when the full-scale delay, set by RSET and 
CBXT is large) is to offset the internal DAC threshold toward the 
initial ramp levels, thus reducing the time for the internal ramp 
to cross the threshold once the AD9500 is triggered. 

+10V 

-v 

CURRENT INTO THE OFFSET ADJUST 
PIN DECREASES THE MINIMUM 
PROPAGATION DELAY ItPOI 

OFFSET 
ADJUST AD9500 

CURRENT OUT OF THE OFFSET ADJUST 
ptN INCREASES THE MINIMUM 
PROPAGATION DELAY It,.ol 

The Offset Adjust Pin Can Be Used to Match Several 
AD9500s 
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The DAC levels are offset toward the initial ramp level by injecting 
a small current into the offset adjust pin. Note, however, that 
the ramp start-up region is less linear than the later portions of 
the ramp, which is the primary reason for the built-in offset. If 
the minimum propagation delay is kept above 5ns (the linear 
portion of the ramp), no significant degradation in linearity . 
should result. This concept can be extended to match the actna1 
propagation delays of severalAD9500s, by injecting or sinking a 
small eurrent «2mA) into or out of each of the OFFSET ADJUST 
pins. 

GENERAL PERFORMANCE ENCHANCEMENTS 
High-speed operation is generally more consistent if CBXT is 
kept small (i.e., no external capacitor) to maintain small discharge 
time constants. Integral linearity , however, benefits from larger 
values of CBXT by buffering small system spikes and surges. 
Another means of improving integral linearity is to draw a small 
current (=200t-tA) out of the OFFSET ADJUST pin with a 
47kn pull-down resistor. This has the effect of moving the 
internal DAC reference levels into a relatively more linear region 
of the ramp. This technique is generally only useful for small 
full-scale delay configurations. Its use with larger full-scale 
delays will extend the minimum propagation delay (tPD). A pull
up resistor to + S.OV creates the opposite effect by reducing the 
minimum propagation delay (tPD) at the expense of increased 
reset propagation delay (tRD) and degraded linearity (see OFFSET 
matching circuit). 

An external DAC can be used with the AD9500 for increased 
resolution and higher updste rates. For the most part, a standsrd 
ECL DAC, operating between + 5.0V and ground, should work 
with the AD9500. The output of the external DAC must be 
connected to the OFFSET ADJUST pin of the AD9500 with 
the internal DAC turned off (Do thru D7 at logic LOW). For 
normal operation, the external DAC output should range from 
0mA to -2mA (sinking). 

+5V +10V +s.ov 

AD9500 

f.'1oon=-__ ~O"'ET ADJUST 

LATCH ENABLE 

DIGITAL DATA 

Operation with External DAC 



IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Single +5 V Supply 
TTL and CMOS Compatible 
10 ps Delay Resolution 
2.5 ns to 10 .... Full-Scale Range 
Maximum Trigger Rate 50 MHz 

APPUCATIONS 
Disk Drive Deskewing 
Data Communications 
Test Equipment 
Radar I & Q Matching 

GENERAL DESCRIPTION 
The AD9501 is a digitally programmable delay generator which 
provides programmed time delays of an input pulse. Operating 
from a single +5 V supply, the AD9501 is TTL- or CMOS
compatible, and is capable of providing accurate timing adjust
ments with resolutions as low as 10 ps. Its accuracy and pro
grammability make it ideal for use in data deskewing and pulse 
delay applications, as well as clock timing adjustments. 

Full-scale delay range is set by the combination of an external 
resistor and capacitor, and can range from 2.5 ns to 10 .... s for a 

TRIGGER 3 

Digitally Programmable 
Delay Generator 

AD9501 I 
AD9501 FUNCTIONAL BLOCK DIAGRAM 

OFFSET 
ADJUST ~ CUT . . 

o..o.o.D.D.DzD,D" DAC GND +v" +V" 
(MBBJ ILSBI OUTPUT 

single AD9501. An eight-bit digital word selects a time delay 
within the full-scale range. When triggered by the rising edge of 
an input pulse, the output of the AD9501 will be delayed by an 
amount equal to the selected time delay (tD ) plus an inherent 
propagation delay (tPD)' 

The AD9501 is available for a commercial temperature range of 
o to +70°C in a 20-pin plastic DIP, 20-pin ceramic DIP, and a 
20-lead plastic leaded chip carrier (PLCC). Military temperature ID 
range devices for operation from - 55°C to + 125°C are available 
in ceramic DIPs. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS l 

Positive Supply Voltage ...................... +7 V Operating Temperature Range 
Digital Input Voltage Range .............. -0.5 V to + V s AD950IJN/JP/JQ . ..................... 0 to + 70°C 
TriggerlReset Input Volt. Range ........... -0.5 V to +Vs AD9501SQ ...................... -55°C to + 125°C 
Minimum RSET ............................ .30 n 
Digital Output Current (Sourcing) ............... 10 rnA 

Storage Temperature Range ............ -65°C to + 150°C 
Junction Temperature' ....................... + 175°C 

Digital Output Current (Sinking) ................ 50 rnA Lead Soldering Temperature (10 sec.) ............ +300°C 

ELECTRICAL CHARACTERISTICS [+Vs= +5 V; CEXT=Open; Rm =3090 n (Full-scale range=100 ns); Pin 8 
grounded; and device output connected to Pin 4 RESET input unless otherwise noted] 

COMMERCIAL MILITARY 
o to +70·C -55°C to +125"C 

Test AD9501jN/jP/jQ Mil AD9501SQ 
Parameter Temp Level Min Typ Max Sub3 Min Typ Max Units 

RESOLUTION 8 8 Bits 

ACCURACY 
Differential Nonlinearity +25°C I 0.5 7 0.5 LSB 
Integral Nonlinearity +2S·C I I 7 I LSB 
Monotonicity +25·C I Guaranteed 7 Guaranteed 

DIGITAL INPUTS 
Logic "I" Voltage Full VI 2.0 7, 8 2.0 V 
Logic "0" Voltage Full VI 0.8 7,8 0.8 V 
Logic" 1" Current Full VI 60 1,2,3 60 fLA 
Logic "0" Current Full VI 3 1,2,3 3 fLA 
Digital Input Capacitance + 25·C IV 5.5 12 5.5 pF 
Data Setup Time (ts)' + 25·C V 2.5 2.5 ns 
Data Hold Time (tHi +25·C V 2.5 2.5 ns 
Latch Pulse Width (td +25°C V 3.5 3.5 ns 
ResetlTrigger Pulse Width (tR, tT) +2S·C V 2 2 ns 

DYNAMIC PERFORMANCE 
Maximum Trigger Rate" +2SoC IV 18 22 12 18 22 MHz 
Minimum Propagation Delay (tpol' +25°C I 25 30 4 25 30 ns 
Propagation Delay Tempc08 Full V 25 25 ps/"C 
Full-Scale Range Tempco Full V 36 36 ps/"C 
Delay Uncertainty + 25'C V 53 53 ps 
Reset Propagation Delay (tRO)9 + 25·C I 14.5 17.5 4 14.5 17.5 ns 
Reset-to-Trigger Holdoff (tTHO)10 +25·C V 4.5 4.5 ns 
Trigger-to-Reset Holdoff (tRHO)" + 25·C V 19 19 ns 
Minimum Output Pulse Widthl' + 25·C V 7.5 7.5 ns 
Output Rise Time13 +25·C I 2.3 3.5 9 2.3 3.5 ns 
Output Fall Time13 +25°C I 1.0 2.0 9 1.0 2.0 ns 
DAC Settling Time (tLD)14 +25°C V 30 30 ns 
Linear Ramp Settling Time (tLRS)15 +2SoC V 20 20 ns 

DIGITAL OUTPUT 
Logic "I" Voltage (Source I rnA) Full VI 2.4 1,2,3 2.4 V 
Logic "0" Voltage (Sink 4 rnA) Full VI 0.24 0.4 1,2,3 0.24 0.4 V 

POWER SUPPL yl" 
Positive Supply Current (+5.0 V) Full VI 69.5 83 1,2,3 69.5 83 rnA 
Power Dissipation Full VI 415 1,2,3 415 mW 
Power Supply Rejection Ratio l7 

Full-Scale Range Sensitivity +2SOC I 0.7 2.0 7 0.7 2.0 nsN 
Minimum Prop Delay Sensitivity + 25°C I 0.45 1.7 7 0.45 1.7 nsN 
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AD9501 
NOTES 
I Absolute maximum ratings are limiting values, to be applied individually, and beyond which the serviceability of the circuit may be impaired. Functional oper
ability is not necessarily implied. Exposure to absolute maximum rating conditions for an extended period of time may affect device reliability. 

'Typical thermal impedances: 2()'Iead plastic leaded chip carrier 9IA=73"CIW; 9IC=29"CIW. 2().pin ceramic DIP 9IA=65"CIW; 9IC=20"C1W. 
20·pin plastic DIP 8lA =65"CIW; 8,c=26"CIW. 

'Militaty subgroups apply only to militaty-qualified devices. 
'Digital data inputs must remain stable for the specified time prior to the positive rransition of the LATCH signal. 
'Digital data inputs must remain stable for the specified time after the positive transition of the LATCH signal. 
'Programmed delay (to)=O ns. Maximum self-resetting trigger rate is limited to 6.9 MHz with 100 ns programmed delay. If to=O ns and external RESET sig
nal is used, maximum trigger rate is 23 MHz. 

'Programmed delay (to)=O ns. In operation, any programmed delays are in addition to the minimum propsgation delay (tpo). 
8Programmed delay (to)=O ns. [Minimum propagation delay (tpo)) 
"Measured from 50% transition point of the RESET signal input to the 50% rransition point of the falling edge of the output. 
I·Minimum time from the falling edge of RESET to the triggering input to insure valid output pnlse, using external RESET pnlse. 
"Minimum time from triggering event to rising edge of RESET to insure valid output event, using external RESET pulse. Extends to 125 ns when 

programmed delay is 100 ns. 
"When self-resetting with a full-scale programmed delay. 
"Measured from +0.4 V to +2.4 V; source=1 mA; sink=4 mA .. 
"Measured from the data input to the time when the AD9501 becomes 8-bit accurate, after a full-scale change in the program delay data word. 
"Measured from the RESET input to the time when the AD9501 becomes 8-bit accurate, after a full-scale programmed delay. 
"Supply voltage shonld remain stable within ±5% for normal operation. 
17Measured at +Vs==+S.O V :t5%; specification shown is for worst case. 

Specifications subject to change without notice. 

EXPLANATION OF TEST LEVELS 

Test Level 
I 100% production tested. 

II 

III 

IV 

V 

VI 

100% production tested at + 25·C, and sample tested at 
specified temperatures. 

Sample tested only. 

Parameter is guaranteed by design and characterization 
testing. 

Parameter is a typical value only. 

All devices are 100% production tested at + 25·C. 
100% production tested at temperature extremes for 
extended temperature devices; sample tested at tem
perature extremes for commercial/industrial devices. 

EXPLANATION OF MILITARY SUBGROUPS 
Subgroup I 

Subgroup 2 

Subgroup 3 

Subgroup 4 
Subgroup 5 

Subgroup 6 

Subgroup 7 
Subgroup 8 

- Static tests at + 25·C. 
(5% PDA calculated against Subgroup I for 
high-rei versions) 

- Static tests at maximum rated operating 
temperature. 

- Static tests at minimum rated operating 
temperature. 

- Dynamic tests at + 25·C. 
- Dynamic tests at maximum rated operating 

temperature. 
- Dynamic tests at minimum rated operating 

temperature. 
- Functional tests at + 25·C. 
- Functional tests at maximum and minimum 

rated temperatures. 
Subgroup 9 - Switching tests at + 25·C. 
Subgroup 10 - Switching tests at maximum rated operating 

temperature. 
Subgroup II - Switching tests at minimum rated operating 

temperature. 
Subgroup 12 - Periodically sample tested. 

+v.Q-------.----------1----.-----------, 

AI 0---'-----(1 
A2 0-----___ -( 

UNLESS OTHERWISE NOTED; 
RESISTORS 1 kfi, ::t:5% 
CAPACITORS IN I'F. ±ZO% 
+V. = +5 V. ±5% 

STATIC OPTIONS: 
A,=VHIQtI 
A~:::::' VHIOH 

A2 

AD9501 

AD9501 Burn-In Circuit 

MlL-STD-883 Compliance Information 
The AD9501 is a time delay generator and is constructed in 
accordance with MIL-STD-883. The AD9501 is electrostatic 
sensitive and falls within electrostatic sensitivity classification 
Class 1. Percent Defective Allowance (PDA) is computed based 
on Subgroup I of the specified Group A test list. Quality Assur
ance (QA) screening is in accordance with Alternate Method A 
of Method 5005. 

The following apply: Burn-In per lOIS; Life Test per 1005; 
Electrical Testing per 5004. (Note: Group A electrical testing 
assumes TA = Tc = T1.) MIL-STD-883-compliant devices are 
marked with "c" to indicate compliance. 
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DIE LAYOUT AND MECHANICAL INFORMATION 

MECHANICAL INFORMATION 

Die Dimensions ............... 89 x 153 x 15 (±2) mils 
Pad Dimensions ......................... 4 x 4 mils 
Meta1ization ........................... Aluminum 
Backing ................................. None 
Substrate Potential ......................... Ground 
Passivation . . . . . . . . . . . . . . . . . . . . . . . . . . . .Oxynitride 
Die Attach .......................... Gold Eutectic 
Bond Wire ........ 1.25 mil, Aluminum; Ultrasonic Bonding 

or 1 mil, Gold; Gold Ball Bonding 
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Pin No. Name 

1 +VS 

2 LATCH 

3 TRIGGER 

4 RESET 

5 DACOUTPUT 

6 CEXT 

7 RSET 

8 OFFSET ADJUST 

9 GROUND 

10 OUTPUT 

11 +VS 

12-19 0 0-07 

20 GROUND 

AD9501 
AD9S01 PIN DESCRIPTIONS 

Function 

Positive voltage supply; nomina11y +5 V. 

TTUCMOS register control line. Logic HIGH latches input data 0 0-07 • Register is transparent 
for logic LOW. 

TTUCMOS-compatible input. Rising edge triggers the internal ramp generator, and begins the 
delay cycle. 

TTUCMOS-compatible input. Logic mGH resets the ramp voltage and OUTPUT. 

Output voltage of the internal digital-to-analog converter. 

Optional external capacitor connected to + V s; used with RSET and 8.5 pF internal capacitor to 
determine full-scale delay range (tOFS). 

External resistor to ground, used to determine full-scale delay range (tOFS). 

Normally connected to GROUND. Can be used to adjust minimum propagation delay (tpo); see 
Theory of Operation text. 

Circuit ground return. 

TTL-compatible delayed output pulse. 

Positive voltage supply; nominally +5 V. 

TTUCMOS-compatible inputs, used to set the programmed delay of the AD9501 delayed ouput. 
Do is LSB and 0 7 is MSB. 

Circuit ground return. 

Do-D7 
LATCH 

TRIGGER 
RESET 

12811 

AD9501 Equivalent Circuits 

OUTPUT 
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THEORY OF OPERATION 
The AD9501 is a digitally programmable delay device. Its 
function is to provide a precise incremental delay between 
input and output, proportional to an 8-bit digital word applied 
to its delay control port. Incremental delay resolution is 10 ps at 
the minimum full-scale range of 2.5 ns. Digital delay data 
inputs, latch, trigger and reset are all TTUCMOS-compatible. 
Output is TTL-compatible. 

Refer to the block diagram of the AD9501. 

Inside the unit, there are three main subcircuits: a linear ramp 
generator, an 8-bit digital-to-analog converter (DAC) and a volt
age comparator. The rising edge of the input (TRIGGER) pulse 
initiates the delay cycle by triggering the ramp generator. The 
voltage comparator monitors the ramp voltage and switches the 
delayed output (Pin 10) HIGH when the ramp voltage crosses 
the threshold set by the DAC output voltage. The DAC thresh
old voltage is programmed by the user with digital inputs. 

TRIGGER n 
DELAYED OUTPUT 

RESET 

TRIGGER RAMP 
CIRCUIT GEN. 
DELAY DELAY 

Figure I, the AD9501 Internal Timing diagram, illustrates in 
detail how the delay is determined. Minimum Delay (tpo) is the 
sum of Trigger Circuit delay, Ramp Generator delay, and Com
parator delay. 

The Trigger Circuit delay and Comparator delay are fixed; 
Ramp Generator delay is a variable affected by the rate of 
change of the linear ramp and (to a lesser degree) the value of 
the offset voltage described below. 

Maximum Delay is the sum of Minimum Delay (tpo) and Full
Scale Program Delay (tOFS)' 

Ramp Generator delay is the time required for the ramp to slew 
from its reset voltage to the most positive DAC reference voltage 
(OOH)' The difference in these two voltages is nominally 18 mV 
(with OFFSET ADJUST open) or 34 mV (OFFSET ADJUST 
grounded). 

COMPARATOR - ""-OELAY 
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I I-- RESET PROP 
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DAC REFERENCE 
100HI 

PROGRAMMED 
DAC THRESHOLD 

IXXH) 

DAC REFERENCE 
IFFHI 

DELAY 

~ I'D) 

I r~ 

bJ~ RAMP GEN. I I "'-
DELAY __ i--' 
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~ DELAY Ito) - • ~ 

I FU~~~:LE, 
--t I RANGE 'Ocr--

FULL-SCALE DELAY RANGE 

TRIGGER 
INPUT 

(tOFS) 

rv 

'-...J 
• I 

MINIMUM PROPAGATION DELAY = (tpo) = TRIGGER CIRCUIT DELAY + RAMP GENERATOR DELAY + COMPARATOR DELAY 

MAXIMUM PROPAGATION DELAY = MINIMUM PROPAGATION DELAV(tpo) + FULL·SCAlE DELAY RANGE (tOFS ) 

PROGRAMMED DELAY lte) '" (DIGIT~~~ALUE) RSH (Cur + 8.5pFJ (3.84) 

TOTAL DELAY = (1,.0) + (tD) 

AD9501 TESTED WITH CEXT '" 0 pF; RSH = 3.09 kn (100 ns PROGRAMMED DELAY} 

Figure 1. AD9501 Internal Timing 
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Offset between tbe two levels is necessary for three reasons. 
First, offset allows the ramp to reset and settle without re
entering tbe voltage range of tbe DAC. Second, the DAC may 
overshoot as it switches to its most positive value (OOH); this 
could lead to false output pulses if there were no offset between 
the ramp reset voltage and tbe upper reference. Overshoot on 
the ramp could also lead to false outputs without tbe offset. 
Finally, the ramp is slightly nonlinear for a short interval when 
it is first started; tbe offset shifts the most positive DAC level 
below this nonlinear region and maintains ramp linearity for 
short programmed delay settings. 

Pin 8 of tbe AD9501 is called OFFSET ADJUST (see block 
diagram) and allows the user to control the amount of offset sep
arating the initial ramp voltage and the most positive DAC ref
erence. This, in turn, causes tbe Ramp Generator delay to vary. 

Figure 2 shows differences in timing which occur if OFFSET 
ADJUST Pin 8 is grounded or open. The variable Ramp Gener
ator delay is the major component of tbe tbree components 
which comprise Minimum Delay (tpD) and, therefore, is 
affected by tbe connection to Pin 8. 

It is preferable to ground Pin 8 because the smaller offset tbat 
results from leaving it open increases the possibility of false out
put pulses. When grounding tbe pin, it should be grounded 

70 
I I 

CEXT = 0 pF 

60 

.. 
c 50 
I 

> 
:5 40 w c 
:E 
::J 30 

OFFSET ADJUST 
r-- (PIN 81 GROUNDED V 

V 
L 

AD9501 
directly or connected to ground through a resistor or potentiom
eter witb a value of 10 kO or less. 

Caution is urged when using resistance in series witb Pin 8. The 
possibility of false output pulses, as discussed above, is 
increased under these circumstances. Using resistance in series 
with Pin 8 is recommended only when matching minimum 
delays between two or more AD9501 devices; it is not recom
mended if using a single AD9501. Changing the resistance 
between Pin 8 and ground from zero to 10 kO varies the Ramp 
Generator Delay by approximately 35%. 

The Full-Scale Delay Range (tDFS) can be calculated from the 
equation: 

(tDFS) = RSET x (CEXT + 8.5 pF) x 3.84 

Whenever Full-Scale Delay Range is 326 ns or less, CEXT 
should be left open. Additional capacitance and/or larger values 
of RSET increase tbe Linear Ramp Settling Time, which reduces 
tbe maximum trigger rate. When delays longer tban 326 ns are 
required, up to 500 pF can be connected from CEXT to +Vs. 
RSET should be selected in the range from 50 0 to 10 kO. 
Graph 1 shows typical Full-Scale Delay Ranges for various val
ues of RSET and CEXT' 

/" 

V 
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V ./ 

V V 
:E 
Z 
!E 

20 
V V 

./ ~FFSET ADJUST L 

10 ~ 
~ 

(PIN 81 OPEN 

o 
o 40 80 120 160 200 240 280 320 360 400 

FULL-SCALE DELAY RANGE - ns 

Figure 2. AD9501 Minimum Delay (tpo) VS. Full-Scale Delay Range (tOFS) 
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Ramp charging current and DAC full-scale current are slaved 
together in the AD9501 to minimize delay drift over tempera
ture. To preserve the unit's low drift performance, both RSET 
and CEXT should have low temperature coefficients. Resistors 
which are used should be I % metal film types. 

The programmed delay (to) is set by the DAC inputs, Do-D7. 
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Graph 1. RC Values vs. Full-Scale Delay Range (tDFS) 
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DIGITAL 
DATA 

TRIGGER 
INPUT 

RESET 
INPUT 

OUTPUT 

The minimum delay through the AD950 I corresponds to an 
input code of OOH' and FFH gives the full-scale delay. Any pro
grammed delay can be approximated by: 

tD = (DAC code/2S6) x tDFS 

Total delay through the AD9501 for any giveri DAC code is 
equal to: 

tTOTAL = tD + tpD 

As shown on the block diagram, TTL/CMOS latches are 
included to store the digital delay data. Data is latched when 
LATCH is HIGH. When LATCH is LOW, the latches are 
transparent, and the DAC will attempt to follow any changes on 
inputs Do-D7. 

The System Timing Diagram, Figure 3, shows the timing rela
tionship between the input data and the latch. The DAC settling 
time (tLO) is approximately 30 ns. After the digital (Program
med Delay) data is updated, a minimum 30 ns must elapse 
between the time LATCH goes high and the arrival of a 
TRIGGER pulse to assure rated pulse delay accuracy. 

When RESET goes HIGH, the ramp timing capacitor (CEXT + 
8.5 pF) is discharged. The RESET input is level-sensitive, and 
overrides the TRIGGER input. Therefore, any trigger pulse 
which occurs when RESET is HIGH will not produce an output 
pulse. As shown on the system timing diagram, Figure 3, the 
next trigger pulse should not occur before the Linear Ramp Set
tling Time (tLRS) interval is completed to assure rated pulse 
delay accuracy. 

NOTE: A TRIGGERING EVENT MAY OCCUR AT ANY TIME THE INTERNAL DAC 
(PROGRAMMED DELAY) IS BEING CHANGED. TRIGGERING EVENTS DURING THE 
INTERNAL DAC SETTLING TIME MAY NOT GENERATE AN ACCURATE PULSE 
DELAY. 

tL - LATCH PULSE WIDTH 
tH - DIGITAL HOLD TIME 

t RHO - TRIGGER-TO-RESET HOLD-OFF 
t THO - RESET-TO-TRIGGER HOLD-OFF 

ts - DIGITAL DATA SETUP TIME 
tLO - DAC SETTLING TIME 
tT - TRIGGER PULSE WIDTH 
tLRS - LINEAR RAMP SETTLING TIME 

tR - RESET PULSE WIDTH 
tpo - MINIMUM PROPAGATION DELAY 
tRO - RESET PROPAGATION DELAY 
to - PROGRAMMED DELAY 

Figure 3. AD9501 System Timing 
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For most applications, OUTPUT can be tied to RESET. This 
causes the output pulse to be narrow (equal to the Reset Propa
gation Delay tRO)' Alternatively, an external pulse can be 
applied to RESET. To assure a valid output pulse, however, the 
delay between TRIGGER and RESET should be equal to or 
greater than the total delay of tpo + to illustrated in the inter
nal timing diagram Figure 1. 

As shown in that figure, the capacitor voltage discharges very 
rapidly and includes a small amount of overshoot and ringing. 
Rated timing delay will not be realized unless subsequent trigger 
events are delayed until after the linear ramp settles to its reset 
voltage value. 

The values for the various delay increments in the specification 
table are based on a Full-Scale Delay Range of 100 ns with 
OUTPUT tied to RESET (self-resetting operation). 

When Full-Scale Delay Range is set for intervals shorter than 
100 ns, the rate of change of the linear ramp is increased. This 
faster rate means the Maximum Trigger Rate shown in the spec
ification table is increased because the Ramp Generator Delay 
and, consequently, Minimum Propagation Delay tpo become 
smaller. 

Linear Ramp Settling Time tLRS also becomes shorter as Full
Scale Delay Range is decreased. Minimum Delays for various 
Full-Scale Delay Range values are shown in Figure 2. 

APPLICATIONS 
The AD950 I is useful in a wide variety of precision timing 
applications because of its ability to delay TTUCMOS pulse 
edges by increments as small as lOps. 

In Figure 4, the AD9501 typical circuit configuration, the 
delayed output is tied back to the RESET input. This will pro-

SIGNAL 1 I 

I .---I 
1 1 
I I 
1 I 
I 

DECODER 
I 

1 I 
I N 

1 
I t--

SIGNALN 

8~ 
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0----1 E~li~E 
o-r--t 0,-0. 

GROUND 
GROUND 

AD9501· 

I--~--o +5V 

~O.l"'F 

OUTPUT t-_--Q~= 

~c:.t~NG 0--_"'1 TRIGGER 

RESET 
AD9501 

Figure 4. AD9501 Typical Circuit Configuration 

duce a narrow output pulse whose leading edge is delayed by 
an amount proportional to the 8-bit digital word stored in the 
on-board latches. For the configuration shown, the output pulse 
width will be equal to the Reset Propagation Delay (tRO)' If 
wider pulses are required, a delay can be inserted between 
OUTPUT and RESET. If preferred, an external pulse can be 
used as a reset input to control the timing of the falling edge 
(and consequently, the width) of the delayed output. 

Multiple Signal Path Deskewing 
High speed electronic systems with parallel signal paths require 
that close delay matching be maintained. If delay mismatch 
(time skew) occurs, errors can occur during data transfer. For II] 
these situations, the matching of delays is generally accom-
plished by carefully matching lead lengths. 

TRIGGER AD9501#1 

DIGITAL DATA OUTPUT ~r-r-
I 

SIGNAL l' 

LATCH RESET 1 
I I 
1 
I 
I LATCH AD9501#N 
1 

DIGITAL DATA OUTPUT ~ SIGNALN' 

TRIGGER RESET 

L--

Figure 5. Multiple Signal Path Deskewing 
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This deiay matching is often difficult when using high speed, 
high-pin-eouilt testers because lead length and circuit impedance 
can change when the testet setup is changed fordiffetent types 
of devices. The skew which qUght result from these changes can 
be compensated by using AD9501 units as .shown in Figure 5. 

When deskewing multiple signal paths, a single stimulus pulse is 
applied to all inputs of the AD9501s which are used. The delay 
for each signal path is then measured by the tester's delay mea; 
surement circuit. Using a closed loop technique, all delays are 
equalized by changing the digital value held in the register of 
each AD9501. Once all delays have been matched to the desired 
tolerance, the calibration loop is opened; and the tester is ready 
to test the new type of device. 

Digitally Programmable Oscillator 
Two AD9501s can be configured as an astable oscillator, as 
shown in Figure 6. 

START 
PULSE TRIGGER 

triggered from a common clock signal. Their outputs go to the 
inputs of an RS flip-flop. A digital delay value is applied as an 
input to. each with AD9501 #2 typically having a larger value 
than AD9501 #1. 

As shown by the timing portion of the diagram, changing the 
delay value from one clock cycle to the next genetates a pseudo
random pulse whose leading and trailing edge delays are con
trolled relative to Clock In. The dashed lines illustrate how the 
programmed delays of the AD9501 components control both the 
timing and width of the generator output. 

The frequency (f) and pulse width (tpw) of the pulse generator 
can be determined as follows: 

/=/CLOCKIN 

and: 

AD9501 #1 

.~ DIGITAL DATA OUTPUT 
-~ 

LATCH RESET 
,. 

I l- S Q --0 OUTPUT 

DECODER 

I-- R a --0 
LATCH AD9501 #2 

..- DIGITAL DATA OUTPUT f--4 -- TRIGGER RESET 

I 8, 
PBUS 

Figure 6. Digita!ly Programmable Oscillator 

Delay through each side of the oscillator is determined by the 
programmed delay (to) of each AD9501 plus the minimum 
propagation delay (tpo) of each. Increasing the digital value 
applied to either AD950 I decreases frequency, just as increasing 
RC decreases frequency in an analog ring oscillator. 

Using a pair of AD9501 Delay Generators as shown allows the 
user great flexibility because both the frequency and the duty 
cycle of the oscillator are easily controlled .. 

Frequency of the oscillator output can he established with the 
equation: 

/ = 1I(2tpD + tDJ + tDZ) 

when tDl and t02 are the programmed delays of AD9501 #1 
and AD9502 #2, respectively. 

Programmable Pulse Generator 
In this application, shown in Figure 7, two AD9501 units are 
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with TToT being equal to each AD9501's minimum propagation 
delay (tpo) plus programmed delay (to). If both AD950ls are 
set for the same full-scale delay range, their minimum propaga
tion delays will be approximately the same, and the pulse width 
will be approximately equal to the difference in programmed 
delays. 

Digital Delay Detector 
An unknown digital delay can be measured by applying a repeti
tive clock to the circuit shown in Figure 8. 

The pictured delay detector works in a manner similar to a suc
cessive approximation ADC; in this circuit, however, aD-type 
flip-flop replaces the ADC's voltage comparator. 

To calibrate the circuit, short out the unknown delay and apply 
the clock input to both AD9501 units. 



AD9501 

CLOCK IN TRIGGER AD9501 #1 
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a, 
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aD n S~ L 
Figure 7. Programmable Pulse Delay Generator 

AD9501 #1 should be programmed so its delay is greater than 
the zero-set programmed delay of AD9501 #2. To accomplish 
this, continue to apply clock pulses and increment the digital 
data into AD9501 #1 until the output of the successive approxi
mation register (SAR) is 02H (00000010) or greater. At this 
point, the delay through AD9501 # 1 is slightly longer than the 
delay through AD9501 #2, making it possible to use the SAR 

output as the zero reference point for measuring the unknown 
delay when it is reinserted into the circuit. 

This calibration procedure compensates for the setup time of the 
flip-flop, stray circuit delays and other nonideal characteristics 
which are an inherent part of any circuit. 

Eight cycles of the clock input are required to determine the 
value of the unknown delay. 

OCKIN CL TRIGGER AD9501 #1 

GROUND- LATCH OUTPUT r-r-l UNKNOWN 
DELAY 

OOH--- DIGITAL DATA RESET 
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TRIGGER AD9501 #2 f CLK 
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Figure 8. Digital Delay Detector 
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Analog Settling Time MeasUrement 
This circuit, shown in Figure 9, functions in a manner similar 
to the digital delay detector; for this application, too, the clock 
must be repetitive. At. in the delay detector, AD9501 # 1 is used 
to cancel the propagation delay of AD9501 #2, propagation 
delay of the comparators, stray delays, etc. To accomplish this, 
use the calibration procedure described earlier for the digital . 
delay generator. 

The difference betwen the two· circuits is in the detectiJn 
method. The register of the digital delay is replaced by a win
dow comparator for the analog settling measurement. 

CLOCK IN TRIGGER AD9501#1 

GROUND LATCH OUTPUT 

OOH DIGITAL DATA RESET 

TRIGGER AD9501 #2 

LATCH OUTPUT 

DIGITAL DATA RESET 

8 

Threshold Voltages VI and V2 are set for the desired toleranCe 
around the final value of the DUT output signal. As shown in 
the lower portion of the diagram, the output of the detector is 
high when the analog output signal of the converter is within 
the limits set by VI and V2 • 

Therefore, the settling time can be measured by starting the 
delay of AD9501 #2 at its maximum setting and decrementing 
it until the window comparator goes low. The difference 
between theDAC codes applied to AD9501 #2 and AD9501 #1 
is a measure of the settling time of the DI A converter being 
tested. 

DI A CONVERTER OUTPUT 
UNDER TEST 

Figure 9. Analog Settling Time Measurement 

Layout Considerations 
Although the inputs and output of the AD9501 are digital, the 
delay is determined by analog circuits. This·makes it critical to 
use high speed analog circuit layout techniques to achieve rated 
performance. 

The ground plane should be on the component side of the board 
and extend under the AD9501 to shield it from digital switching 
signals. Most socket assemblies add significant inter-lead capaci
tance, and should be avoided whenever possible. If sockets· 
must be used, individual pin sockets such as AMP part number 
6-330808-0 (closed knock-out end) or 6-330808-3 (open end) 
should be used. 
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Power supply decoupling is also critical for high speed design; a 
0.1 ILF capacitor should be connected as close as possible to 
each supply pin; 

ORDERING INFORMATION 

Package 
Device Temperature Description Options* 

AD9501]N o to +70·C 20-Pin Plastic DIP N-20 
AD9501]P o to',+70"C 20-Lead PLCC P-20A 
AD9501]Q o to +70"C 20-Pin Ceramic DIP Q-20 
AD950lSQ - 55·C to + 125"C 20-Pin Ceramic DIP Q-2O 

*See Section 20 for package outline information. 
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Ultrahigh Speed 
Phase/Frequency Discriminator 

FEATURES 
Phase and Frequency Detection 
ECl/TTl/CMOS Compatible 
Linear Transfer Function 
No "Dead Zone" 

APPLICA liONS 
low Phase Noise Reference loops 
Fast-Tuning "Agile" IF loops 
Secure "Hopping" Communications 
Coherent Radar Transmitter/Receiver Chains 

GENERAL DESCRIPTION 

........ CE 
INPUT 

OSCIllATOR 
I\IPUT 

THE AD9901 is a digital phase/frequency discriminator capable 
of directly comparing phase/frequency inputs up to 200MHz. 
Processing in a high speed trench-oxide isolated process, com
bined with an innovative design, gives the AD9901 a linear 
detection range, free of indeterminant phase detection zones 
common to other digital designs. 

With a single +SV supply, the AD9901 can be configured to 
operate with TTL or CMOS logic levels; it can also operate with 
ECL inputs when operated with a -S.2V supply. The open
collector outputs allow the output swing to be matched to post
filtering input requirements. A simple current setting resistor 

AD9901 I 
AD9901 BLOCK DIAGRAM 

Q Q 
REFERENCE 
FREQUENCY 

DISCRtMINATOR 
FUP·FLOP 

ii OUT1'lJT 

0iJi'iiij'f 

0 

OSCIllATOR 
jj FREQUENCY 

QlSCRlMINATOR 
FUp..FLOP 

Q 

controls the output stage current range, permitting a reduction 
in power when operated at lower frequencies. 

A major feature of the AD9901 is its ability to compare phase
Ifrequency inputs at standard IF frequencies without prescalers. 
Excessive phase uncertainty which is common with standard 
PLL configurations is also eliminated. The AD9901 provides 
the locking speed of traditional phase/frequency discriminators, 
with the phase stability of analog mixers. 

The AD9901 is available as a commercial temperature range de
vice, 0 to + 70°C, and as a military temperature device, -55°C 
to + 125°C. The commercial version is packaged in a 14-pin ce
ramic DIP, and the military versions are available in both 14-pin 
ceramic DIPs and 20-contact ceramic LCC packages. 
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SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS' Operating Temperature Range 
Positive Supply Voltage (+VS for TTL Operation) .... +7V 
Negative Supply Voltage (-Vs for ECL Operation) ..... -7V 

AD990lKQ/KP ............. ~ ........ 0 to +70°C 
AD990ITQITE .................. -55°C to + 125°C 

Input Voltage Range (TTL Operation) ........ OV to +5.5V 
Difflirential Input Voltage (ECL Operation) .......... 4.OV 

Storage Temperature Range ........... -65°C to + 150°C 
Junction Temperature2 ••••••••••••••••••••• + 175°C 

ISBT Current .............................. 12rnA Lead Soldering Temperature (lOsec) ............ + 300°C 
Output Current ........................... 30mA 

ELECTRICAL CHARACTERISTICS (±Vs=+S.OV [for TTL] or -S.2V [for Eel], unless otherwise noted) 

Commercial Temperature Military Temperature 
o to +700c -SSOC to + usee 

AD9901KQIKP AD9901ITQITE 
Test Mil. 

Temp Level Min Typ Max Sub' Min Typ Max 

INPUT CHARACTERISTICS 
TTL Input Logic "I" Voltage FuJI VI 2.0 1,2,3 2.0 
TTL Input Logic "0" Voltage FuJI VI 0.8 1,2,3 0.8 
TTL Input Logic" I" Current' Full VI 0.6 1,2,3 0.6 
TTL Input Logic "0" Current' Full VI 1.6 1,2,3 1.6 
ECL Differential Switching Volt. FuJI VI 300 1,2,3 300 
ECL Input Current Full VI 20 1,2,3 20 

OUTPUT CHARACTERISTICS 
Peak-to-Peak Output Voltage Swing' Full VI 1.6 1.8 2.0 1,2,3 1.6 1.8 2.0 
TTL Output Compliance Range Full V 3; 7 3; 7 
ECL Output Compliance Range Full V ±2 ±2 
lOUT Range Full V 0.9; II 0.9; II 
Internal Reference Voltage Full VI 0.42 0.47 0.52 1,2, 3 0.42 0.47 0.52 

PHASE CHARACTERISTICS 
Linear Phase Detection Range' 

40kHz +25°C V 360 360 
30MHz + 25°C V 320 320 
70MHz +25°C V 270 270 

POWER SUPPLY CHARACTERISTICS 
TTL Supply Current ( + 5 .OV)6, 7 + 25°C I 43.5 54.0 I 43.5 54.0 

Full I 43.5 54.0 2,3 43.5 54.0 
ECL Supply Current (-5.2v)6, 7 +25°C I 42.5 52.5 I 42.5 52.5 

Full I 42.5 52.5 2,3 42.5 52.5 
Nominal Power Dissipation +25OC V 215 215 

NOTES 
'Absolute maximum ratings are limiting values, to be applied individually, and beyond which the serviceability of tbe circuit may be impaired. Functional 
operability is not necessarily implied. Exposure to absolute maximum rating conditions for an extended period of time may affect device reliability. 

'Maximum junction temperature should not exceed + l7S'C. Junction temperature can be calculated by: 
tl = PO (alA) +tA = PO (aIel +Ie 

where: 
PO = power dissipation 
alA = tbermal impedance from junction to air ('CIW) 
alC = tbermal impedance from junction to case ('C!W) 
tA = ambient temperature ('C) 
Ie = case temperature ('C) 

ORDERING INFORMATION 

Units 

V 
V 
mA 
mA 
mV 
!LA 

V 
V 
V 
rnA 
V 

Degrees 
Degrees 
Degrees 

mA 
mA 
rnA 
rnA 
mW 

typical thermal impedances: 
AD9901 Ceramic DIP = alA = 74'CIW; alc = 2l'CIW 
ADmI LCC = alA = 80'C!W; alC = 19'C/W 
ADmI PLCC = alA = 80'C!W; ale = 30'C1W 

Model Temperature Description Paclage Options· 

'Military subgroups apply only to military-qualified devices. 
'VL = +O.4V; VH = +2.4V. 
'RSET = 47.sn; RL = 1820. 

AD990lKQ 
AD990lKP 
AD990lTQ 
AD990lTE 

o to +70°C 
o to +70°C 
-55°C to + 125°C 
- 55°C to + 125°C 

14-Pin Ceramic DIP 
20-Pin PLCC 
14-Pin Ceramic DIP 
20-Contact Ceramic LCC 

"Includes load current of lOrnA (load resistors = 1820). 
'Supply should remain stable within ± 5% for normal operation. *See Section 20 for package outline information. 

Specifications subject to change witbout notice. 
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Q-14 
P-20A 
Q-14 
E-20A 



+5.OV 

veO/REF. INPUT 5112 }--+011-.... --{ 

TTL Input 

GNDIVCOINI VCOINI-Vsl 

AD9901 
INPUT/OUTPUT EQUIVALENT CIRCUITS 

(Based on DIP pinouts) 

TTL MODE = GROUND 
Eel MODE = V. (-• .lVI 

Output 

-5.2V 

ECL Input 

DIE LAYOUT AND MECHANICAL INFORMATION 

Die Dimensions ............... 63 x 118 x l6(±2) mils 
Pad Dimensions ........................ 4 x 4 mils 

GND(-Vsl Metalization .......................... Aluminum 
Backing ................................ None 
Substrate Potential . . . . . . . . . . . . . . . . . . . . . . . . . . - V s 
Passivation ............................. Nitride 
Die Attach ......................... Gold Eutectic 

+VsIGNDI Bond Wire ........ 1.25 mil Aluminum; Ultrasonic Bonding 

OUTPUT 
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EXPLANATION OF MILITARY SUBGROUPS 

Subgroup 1 - Static tests at + 25°C. Subgroup 7 - Functional tests at + 25°C. 
(5% PDA calculated against Subgroup 1 for high-rei versions) ,Subgroup 8 - Functional tests at maximum and minimum 

Subgroup 2 - Static tests at maximum rated operating rated temperatures. 
temperature. Subgroup 9 - Switching tests at + 25°C. 

Subgroup 3 - Static tests at minimum rated operating Subgroup 10 - Switching tests at maximum rated operating 
temperature. 

Subgroup 4 - Dynamic tests at + 25°C. 
Subgroup 5 - Dynamic tests at maximum rated operating 

temperature. 
Subgroup 6 - Dynamic tests at minimum rated operating 

temperature. 

TTUCMOS MODE FUNCTIONAL PIN DESCRIPTIONS 

GROUND 

BIAS 

VCOINPUT 

OUTPUT 

Ground connections for AD9901. Connect all 
grounds together and to low-impedance 
ground plane as close to the device as 
possible. 

Positive supply connection; nominally +S.OV 
for TTL operation. 

Connect to + V s (+ SV) for TTL operation. 

TTL compatible input; normally connected to 
the VCO output signal. VCO INPUT and 
REFERENCE INPUT are equivalent to one 
another. 

The noninverted output. In TTL/CMOS 
mode, the output swing is approximately 
+3.2V to +SV. 

temperature. 
Subgroup 11 - Switching tests at minimum rated operating 

temperature. 
Subgroup 12 - Periodically sample tested. 

OUTPUT 

REFERENCE 
INPUT 

+v. 

External RSET connection. The current 
through the RSET resistor is equal to the 
maximum full-scale output current. RSET 
should be connected to ground through an 
external resistor in TTL mode. ISET = 
0.47V/RsET = ILoAD (max.) 

The inverted output. In TTL/CMOS mode, 
the output swing is approximately + 3.2V to 
+SV. 

TTL compatible input, normally connected to 
the reference input signal. The VCO INPUT 
and the REFERENCE INPUT are 
equivalent. 

TTL Mode 
(Based on DIP Pinouts) 
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AD9901 

EXPLANATION OF TEST LEVELS 

Test Level 
I 100% production tested. 
II 100% production tested at + 25°C, and sample tested at 

III 
IV 

specified temperatures. 
Sample tested only. 
Parameter is guaranteed by design and characterization 
testing. 

ECL MODE FUNCTIONAL PIN DESCRIPTIONS 

-Vs 

BIAS 

VCOINPUT 

VCOINPUT 

OUTPUT 

GROUND 

Negative supply connection, nominally -S.2V 
for ECL operation. 

Connect to -S.2V for ECL operation. 

Inverted side of ECL compatible differential 
input, normally connected to the VCO output 
signal. 

Noninverted side of ECL-compatible 
differential input, normally connected to the 
VCO output signal. 

The noninverted output. In ECL mode, the 
output swing is approximately OV to -1.8V. 

Ground connections for AD9901. Connect all 
grounds together and to low-impedance 
ground plane as close to the device as 
possible. 

REFERENCE REFERENCE 
INPUT INPUT -Vs 

-VS 

V Parameter is a typical value only. 
VI All devices are 100% production tested at + 25°C. 

100% production tested at temperature extremes for 
extended temperature devices; sample tested at 
temperature extremes for commercial/industrial 
devices. 

OUTPUT 

REFERENCE 
INPUT 

REFERENCE 
INPUT 

R2 

External RSET connection. The current 
through the RSET resistor is equal to the 
maximum full-scale output current. RSET 
should be connected to - V S through an 
external resistor in ECL mode. ISET = 
0.47VIRSET = ILoAD (max). 

The inverted output. In ECL mode, the 
output swing is approximately OV to -1. 8V. 

Noninverted side of ECL-compatible 
differential input, normally connected to the 
reference input signal. The VCO INPUT and 
the REFERENCE INPUT are equivalent to 
one another. 

Inverted side of ECL-compatible 
differential input, normally connected to the 
refefeiiCe input signal. The VCO INPUT and 
the REFERENCE INPUT are equivalent. 

-Vs 

Rl 

ECL Mode 
(Based on DIP Pinouts) 
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AD9901 BURN-IN CIRCUIT 
(Based on DIP ECL Pinouts) 

DII3 0,------, r-----.,-----..,.... ..... ....,.--1~_1,.....O -v. (-5.2VI 

D~o----+--;--~ 

TTL DIP Pinouts ECL DIP Pinouts 

~ O.Ot"F 

All RESISTORS ±5% 
ALL CAPACITORS ::1:20% 
ALL SUPPLY VOLTAGES ::1:5% 
VM1D =-1.3V ::1:5% 

STATtc: DA2=ECL HIGH) DA3=ECL LOW 

DYNAMIC, ECl HIGH 

Eel HIGH 

DA2 

Eel lOW 

Eel HIGH 

DA3 
Eel LOW 

-Vs REFERENCE INPUT 

REFEReNCE INPUT 

-v. TTL LCC Pinouts 

TTL PLCC Pinouts 

GROUND 4 " REFERENCE INPUT 

GROUND 4 

NC' 

GROUND 6 

NC 7 

veo INPUT 8 

Ne ." NO CONNECT 

A09901 
TOP VIEW 

INot la Seale' 

9 10 11 12 13 

~ ~ ~ ~ J 
8 ~ 

18 REFERENCE INPUT 

17 Ne 

" +Vs 

15 Ne 

'4 OUTPUT 

A09901 
TOPYIEW 

INol to SCIlel 

NC ECL LCC Pinouts 
'V, 
NC 

ECL PLCC Pinouts 
14 0iffiiDT 

i i 
Nt ,. NO CONNECT 

~ ~ 

i :f' ~ I I 
3 2 , 20 " 

veo INPUT 4 

AD9901 
TOP VIEW 

!NottoSeafe, 

NC • 

• ,. " '2 13 

Ne '" NO CONNECT ~ i 

~ 
~ :f' J 
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veo INPUT 8 

NC 7 

-VI 8 

i 
3 

i i 

I ~ :f' ~ 
~ 
l!! 

2 , 20 19 

" " 
AD9901 

TOP VIEW 
INatto Scalel 

91011 12 13 i ; ~ :f' J 
NC '" NO CONNECT 

18 -v" 
17 Ne 

16 GROUND 

15 Ne 

14 OUTPUT 



REFERENCE 
INPUT 

LOW 
PASS 

FILTER 
OSCILLATOR 
OUTPUT 

OPTIONAL 1/N PRESCALER 
TYPICAL OF DIGITAL PLLs 

Figure 1. Phase-Locked Loop Control System 

THEORY OF OPERATION 
A phase detector is one of three basic components of a phase
locked loop (PLL); the other two are a filter and a tunable oscil
lator. A basic PLL control system is shown in Figure l. 

The function of the phase detector is to generate an error signal 
which is used to retune the oscillator frequency whenever its 
output deviates from a reference input signal. The two most 
common methods of implementing phase detectors are (1) an 
analog mixer and (2) a family of sequential logic circuits known 
as digital phase detectors. 

The A0990 1 is a digital phase detector. As illustrated in the 
block diagram of the unit, straightforward sequential logic 
design is used. The main components include four "0" flip
flops, an exclusive-OR gate (XOR) and some combinational Out
put logic. The circuit operates in two distinct modes: as a linear 
phase detector and as a frequency discriminator. 

REFERENCE 
INPUT 

OSCILLATOR 
INPUT 

REFERENCE 
FLIP-FLOP 
OUTPUT 

OSCILLATOR 
FLIP-FLOP 
OUTPUT 

XORGATE 
OUTPUT 

AD9901 

When the reference and oscillator are very close in frequency, 
only the phase detection circuit is active. If the two inputs are 
substantially different in frequency, the frequency discrimina
tion circuit overrides the phase detector portion to drive the 
oscillator frequency toward the reference frequency and put it 
within range of the phase detector. 

Figure 2. AD9901 Timing Waveforms at "Lock" 

Input signals to the A0990 1 are pulse trains, and its output 
duty cycle is proportional to the phase difference of the oscilla
tor and reference inputs. Figures 2, 3 and 4 illustrate, respec
tively, the input/output relationships at lock; with the oscillator 
leading the reference frequency; and with the oscillator lagging. 
This output pulse train is low-pass filtered to extract the de 
mean value [K,I' (<p, - <Po)] where K'I' is a proportionality con
stant (phase gain). 

At or near lock (Figures 2, 3 and 4), only the two input flip
flops and the exclusive-OR gate (the phase detection circuit) are 
active. The input flip-flops divide both the reference and oscilla
tor frequencies by a factor of two. This insures that inputs to 
the exclusive-OR are square waves, regardless of the input duty 
cycles of the frequencies being compared. This division-by-two 
also moves the nonlinear detection range to the ends of the 
range rather than near lock, which is the case with conventional 
digital phase detectors. 

REFERENCE 
INPUT 

OSCILLATOR 
INPUT 

REFERENCE 
FLIP-FLOP 
OUTPUT 

OSCILLATOR 
FLIP-FLOP 
OUTPUT 

XORGATE 
OUTPUT 

Figure 3. Timing Waveforms (<POUT Leads <PIN) 
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REFERENCE· 
INPUT 

OSCILLATOR 
INPUT 

REFERENCE 
FLIP-FLOP 
OUTPUT 

OSCILLATOR 
FLIP-FLOP 
OUTPUT 

XORGATE 
OUTPUT 

Figure 4. Timing Waveforms (cPOUT Lags cP/N) 

Figure 5 illustrates the constant gain near lock. 

When the two square waves are combined by the XOR, the out
put has a 50% duty cycle if the reference and oscillator inputs 
are exactly 180· out of phase; under these conditions, the 
AD9901 is operating in a locked mode. Any shift in the phase 
relationship between these input signals causes a change in the 
output duty cycle. Near lock, the frequency discriminator flip
flops provide constant HIGH levels to gate the XOR output to 
the final output. 

The duty cycle of the AD990 I is a direct measure of the phase 
difference between the two input signals when the unit is near 
lock. The transfer function can be stated as 
[K.~(q" - q,o](V/RAD), where K", is. the allowable output volt
age range of the AD9901 divided by 21f. 

2 

For a typical output swing of L8V, the transfer function can be 
stated as (L8V/21f = 0.285VIRAD). Figure 5 shows the rela
tionship of the dc mean value of the AD9901 output as a func
tion of the phase difference of the two inputs. 

It is important to note that the slope of the transfer function is 
constant near its midpoint. Many digital phase comparators have 
an area near the lock point where their gain goes to zero, result
ing in a "dead zone." This causes increased phase noise (jitter) 
at the lock point. 

The AD9901 avoids this dead zone by shifting it to the end
points of the transfer curve, as indicated in Figure 5. The 
increased gain at either end increases the effective error signal to 
pull the oscillator back into the linear region. This does not 
affect phase noise, which is far more dependent upon lock 
region characteristics. 

It should be noted, however, that as frequency increases, the 
linear range is decreased. At the ends of the detection range, the 
reference and oscillator inputs approach phase alignment. At 
this point, slew rate limiting in the detector effectively increases 
phase gain. This decreases the linear detection by nominally 
3.6ns. Therefore, the typical detection range can be found by 
calculating [(IfF - 3.6ns)/(IIF)] x 360·. As an example, at 
200MHz the linear phase detection range is ± 50·. 

Away from lock, the AD9901 becomes a frequency discrimina
tor. Any time either the reference or oscillator input occurs 
twice before the other, the Frequency High or Frequency Low· 
flip-flop is clocked to logic LOW. This overrides the XOR out
put and holds the output at the appropriate level to pull the 
oscillator toward the reference frequency. Once the frequencies 
are within the linear range, the phase detector circuit takes over 
again. Combining the frequency discriminator with the phase 
detector eliminates locking to a harmonic of the reference. 

------ - - - ------ - -~-...,...-:: ...... -
~ 
Z 
~ 
UJ 
w 
~ 

~ 
0 
> 
I-
~ a. 
I-
~ 
0 

1 

Fo =5MHz 

TYPICAL PHASE DETECTOR 
GAIN IS O.2865V IRAD 

.1VouT=1.8V 

oJ=~~~===-------~----------------r 
.-2n -n o 

PHASE DIFFERENCE AT INPUTS 

Figure 5. Phase Gain Plot 
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Photograph I shows the effect of the "Frequency Low" flip-flop 
when the oscillator frequency is much lower than the reference 
input. The narrow pulses, which result from cycles when two 
positive reference-input transitions occur before a positive VCO 
edge, increase the dc mean value. Photograph 2 illustrates the 
inverse effect when the "Frequency High" flip-flop reacts to a 
much higher VCO frequency. 

Photograph 3 shows the output waveform at lock for SOMHz 
operation. This output results when the phase difference 
between reference and oscillator is approximately -'!TRad. 

Photograph 1. AD9901 Output Waveform(Fo «F,) 

Photograph 2. AD9901 Output Waveform (Fo» F,) 

Photograph 3. AD9901 Output Waveform (Fo=F,= 50MHz) 

AD9901 
AD9901 APPLICATIONS 
Page 10 of the data sheet illustrates a phase-locked loop (PLL) 
system utilizing the AD9901. The first step in designing this 
type of circuit is to characterize the VCO's output frequency as 
a function of tuning voltage. The transfer function of the oscilla
tor in the diagram is shown in Figure 6. 

'65 -/"'" 
/' 

, .. 
145 

... 135 

/ 
/ 

/ 
V 

/ 
V 

~ 
I 125 

1; 
ffi 115 

a 
~ 105 

~ 95 

65 

V 
,. 
o. 

-1 +1 +2 +3 +4 +5 +0 

VARACTORS TUNING VOLTAGE - VOLTS 

Figure 6. VCO Frequency vs. Voltage 

Next, the range of frequencies over which the VCO is to operate 
is examined to assure that it lies on a linear portion of the trans
fer curve. In this case, frequencies from 100MHz to 120MHz 
result from tuning voltages of approximately + I.SV to +2.5V. 
Because the nominal output swing of the AD990 I is 0 to 
-1.8V, an inverting amplifier with a gain of 2 follows the loop ID 
filter. 

As shown in the illustration, a simple passive RC low-pass filter 
made up of two resistors and a tantalum capacitor eliminates the 
need for an expensive high speed op amp active-filter design. In 
this passive-filter second-order-loop system, where n = 2, the 
damping factor is equal to: 

I) = 0.5 [KoKd/nCT, + T2)]'12 [T2 + (n /KoKd)] 

and the values for T, and T2 are the low-pass filter's time con
stants R,C and R2C. The gain of 2 of the inverting stage, when 
combined with the phase detector's gain, gives: 

Kd = O.S72VIRAD 

With Ko = llS.2RAD/sN, T, equals I.71Ss, and T2 equals 
3.11 x 1O-4s for the required damping factor of 0.7. The 
illustrated values of 30B (R,), 160B CR2), and IOjJ.F (C) in the 
diagram approximate these time constants. 

The gain of the RC filter is: 

VoN, = (I + sR2C)/[1 + sCR, + R2)C]. 

Where KoKd » W n , the system's natural frequency: 

Wn = [KoK)n(T, + T2)]'12 = 4.SkHz. 

For general information about phase-locked loop design, the 
user is advised to consult the following references: Gardner, 
Phase-Lock Techniques (Wiley); or Best, Phase Locked Loops 
(McGraw-Hill). 
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REFERENCE 
INPUT 0-----1 
55MHz 

+5.0V 

50n 

-2V 

REF 

r-------, 
I 160kO I 

47.50 RSET 

-S.2V 

OSCILLATOR 
OUTPUT 
110MHz 

50n 

-2V 

++V. 

ALTERNATE HIGH LEVEL 
OUTPUT CIRCUIT 

I++V. TYPICALLY +15V TO +60V;} 

Phased Locked Loop Using AD9901 
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Selection Guide 
Temperature Transducers 

Cal Error Nonlin 
lOUT ·C ·C Package Temp 

Model j.U\IK. max max Options· Range' Page Comments 

AC2626 1 0.5-5 0.3-1.5 3/16" Stainless C,M 12-5 General Purpose Temperature Probe 
Steel Sheath 4" and 6" Length 

AD590 1 0.5-5 0.3-1.5 F,B M+ 12-7 Wide Temperature Range, Accurate 
AD592 1 0.5-2.5 0.15-0.35 N 1+ 12-17 Low Cost, Accurate 

'Package Options: F-Flat Pack; H-Round Hermetic Metal Can (Header); N-Plastic Molded Dual-In-Line. 
'Temperature Ranges: C-Commercial, 0 to +7O"C; I-Indnstrial, -40"C to +8S'C (Some older products -2S"C to +8S'C); M-Military, -SS'C to +12S"C. 
Boldface Type: Product recommended for new design. 



The devices in this section are two-terminal monolithic integrated 
circuits designed to measure temperatures within the range 
- 55°C to + 150°C. When + 4V to + 30V of excitation voltage 
is applied, they act as current sources that provide an output 
proportional to absolute temperature, I JLA/K. Expressed in 
degrees Celsius (T C), 

I = lJLArC· Tc + 273.2JLA 

Current sources have a number of advantages: they are based on 
a linear relationship and are highly repeatable; the current is 
independent of voltage drops, voltage noise and common-mode 
voltage - and practically independent of excitation voltage; the 
current can be translated to a voltage at a remote destination via 
an appropriate value of resistance (V = I R) - and simple offsetting 
circuitry (if necessary). 

They are easy to use; they don't require linearization circuitry, 
high-precision voltage amplifiers, resistance-measuring circuitry 
or cold-junction compensation. Indeed, they are themselves 
widely used for cold-junction compensation of thermocouple 
circuitry. 

There are many other applications, including appliance tempera
ture sensing, automotive temperature measurement and control, 
HVAC (heating, ventilating and air conditioning) system moni
toring, industrial temperature control, board-level electronics 
temperature diagnostics, temperature readout options in in
strumentation and temperature-correction circuitry for precision 
electronics. 

AD592 Low-Cost Precision IC Temperature Transducer 
The ADS92 is a low-cost, plastic packaged device with an operating 
temperature range of - 25°C to + 105°C and precalibrated accuracy 
(using laser wafer-trimming) to within OSC (ADS92CN) at 
+ 25°C. Its specified nonlinearity (maximum deviation from a 
best straight line) is O.3soC maximum over temperature and less 
than O.ISoC from 0 to + 70°C. 

Orientation 
Temperature Transducers 

AD590 IC Temperature Transducer 
The ADS90 is similar in principle to the ADS92 but is encased 
in a choice of a hermetically sealed metal can and a probe
compatible ceramic sensor package. Its maximum temperature 
range for rated performance is - 55°C to + ISO°C, with maximum 
nonlinearity of O.3°C over the temperature range (ADS90M). 

AC2626 General-Purpose Temperature Probe 
The AC2626 is a stainless steel tubular probe containing an 
ADS90 chip, with specifications generally similar to those of the 
ADS90. The probe has an outside diameter of 3/16" (4.76mm); 
it is available in 6" (152.4mm) and 4" (101.6mm) lengths and 
has 3-foot Teflon-coated lead wires. 

The probe is designed for immersion in both liquids and gases 
and can also be used for temperature measurements in refrigera
tion and general temperature monitoring. Its applications in
clude flow-rate measurement, level detection of fluids and 
anemometry . 

For measurements in pipes or other closed vessels, a compression 
fitting (AC2629) is available. It may be applied anywhere along 
the probe and is available in a choice of brass and stainless steel. 

RELATED PRODUCTS 
A variety of digital panel instruments are available for use in 
temperature monitoring. They can be found in the section on 
Digital Panel Instruments. The AD2040* low-cost, 3-digit 
temperature indicator and the AD2038* 6-channel digital scanning 
thermometer may be of especial interest. 

For interfacing temperature measurements to systems, signal
conditioning products in wide variety of architectures and physical 
forms can be found in the section on signal conditioning; for the .. 
circuit designer, suitable operational, instrumentation and isolation l1li 
amplifiers can be found in the respective sections. 

For background information, a valuable aid to understanding, 
design, and applications is the Transducer Interfacing Handbook, 
published by Analog Devices (1980). It is available for $14.50 
(hard cover) from P. O. Box 796, Norwood, MA 02062. 

*Data sheets available upon request. 
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IIIIIIIIIII ANALOG 
WDEVICES General Purpose Temperature Probe 

FEATURES 
Linear Current Output: 1j.1A/K 
Wide Range: -55°C to +150°C 
Laser Trimmed Sensor (AD590) to ±1.0oC Calibration 

Accuracy (AC2626L) 
Excellent Linearity: ±O.4°C Over Full Range (AC2626L) 
6 Inch or 4 Inch Standard, Stainless Steel Sheath 
3116 Inch in Outside Diameter 
3 Feet Teflon Coated Lead Wire 
Wide Power Supply Range +4V to +30V 
Low Cost 
Fast Response: 2 Seconds (In Stirred Water) 
Sensor Isolated From Sheath 

PRODUCT DESCRIPTION 
The AC2626 is a stainless steel tubular probe measuring 3/16 
inch (4.76mm) in outside diameter and is available in 6 inch 
(1S2.4mm) or 4-inch (101.6mm) lengths. The probe is avail
able in linearity grades of O.3°C, O.4°C, O.8°C or 1.SoC. 

The probe is designed for both liquid and gaseous immersion 
applications as well as temperature measurements in refrigera
tion or any general temperature monitoring application. 

For taking measurements in pipes or other closed vessels, the 
AC2629 compression fitting is available. The AC2629 may be 
applied anywhere along the probe and is supplied in two ma
terials. The low cost AC2629B is constructed of brass and the 
higher priced AC2629SS is made of stainless steel. 

PRODUCT HIGHLIGHTS 
The AC2626 is based on the ADS90 temperature transducer, 
a two terminal integrated circuit which produces an output 
current linearly proportional to absolute temperature. 

Costly linearization circuitry, precision voltage amplifiers, 
resistance measuring circuitry and cold junction compensation 
are not needed in applying the AC2626. 

Due to the high impedance current output of the ADS90, the 
AC2626 is particularly useful in remote sensing applications, 
because of its insensitivity to voltage drops over lines. The out
put characteristics also make the AC2626 easy to multiplex. 

In addition to temperature measurement, applications include 
temperature compensation, biasing proportional to absolute 
temperature, flow rate measurement, level detection of fluids 
and anemometry. 

DIRECT INTERFACE PRODUCTS 
For display and/or control applications, two companion prod
ucts are available. The AD2038, 6 channel digital thermometer, 

AC2626 I 

and the AD2040,low cost temperature indicator, were designed 
to be used in conjunction with the AC2626. 

1. The AD2038 is a low cost, ac line powered 6 channel digital 
scanning thermometer designed to interface to printers, 
computers, serial data transmitters, etc., for display, con
trol,logging or transmission of multi-point temperature 
data. Channel selection is made via three methods: manual, 
using the switch provided on the front; auto/scan, where 
the AD2038 cycling on an internal clock can continually 
scan the six input channels or external selection, where con
trol inputs provided on the rear connector enable channel 
selection via external BCD coding. 

2. The AD2040 is a low cost, 3 digit temperature indicator. 
An internal precision voltage reference, resistor network 
and span and zero adjusts allow the AD2040 to read out 
directly in °c, OF, K or R. User selectable readout as well 
as all other connections, i.e., +SV dc power and AC2626 
interface are all made via the terminal block on the rear. 

APPLICATION HINTS 
1. Under all operating conditions, a minimum 4V dc must be 

present across the AC2626. 

2. Use of twisted pair wiring is recommended, particularly 
for remote applications or in high noise environments. 
Shielded wire is desirable in severe noise environments. 

3. For the lowest cost, the J and K grades are recommended. 
Where probe interchangeability is desired, grade L is 
recommended. 
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SPEC I F I CAli 0 NS (typicaI@ + ZSOC and + 5Y IHIhIss otI18Iwise specified) 

MODEL AC26Z6J 

ABSOLUTE MAXIMUM RATINGS' 
Forward Yoltage (Ys) +44Y 
Reverse Yoitage (Ys) -lOY 
Breakdown Voltage (Case to Lead.) ±ZOOY 
Rated Performance Temp. Range -SSoC to +lS0oC 
Storage Temperature Range -60oC to +l60oC 

POWER SUPPLY 
Operating Voltage Range +4V to +30V 

OUTPUT 
Nominal Current Output @ +2SoC 

(298.ZoK) Z98.2jlA 
Nominal Temperature Coefficient 
Calibration Error@ +2SoC 

!pAtC 
±S.OoC max 

Absolute Error (over rated performance 
temperature range) 

Without External Calibration 
Adjustment' ±IO.ODCmu 

With +2SoC Calibration Error 
Set to Zero ±3",OOC inax 

Nonlinearity ±1.SoCmax. 
Repeatability2 O.loe 
Long Tenn Drift3 0.1 0 C max/month 

Time Constant4 (in stirred water) 2 sec, 
Current Noise 40pAVHz 
Power Supply Rejection 

+4Y.;vs';"SV O.Sp.A!V 
+Sy.;vs';"1SY O.Zp.A!V 
+!Sy.;vs';"lOY O.!pAN 

Electrical Turn-On Time ZOp. 
+ Lead Color yellow 

ORDERING GUIDE 
AC2626 

GRADE ~l-~ .. J 1 
!} _ENTER~ LENGTH 

AC26Z9 
BRASS 
TYPE 316 

STAINLESS 

NOTBS 

. :s} - ENTER ~ 

ACZ626K' AC16Z6L AC26Z6M 

· · 

±2.SoC max ±1.0oC max ±osoe max 

±"S.SoC max ±3.0oCmax ±1.7°C max 

±2.0oC max ±1.6°C max ±1.0oC max 
±O.SoCmax ±o.4°Cmax ±O.3°Cmax 

· 

orange blue green 

} Maximum safe recommended pressure= 7500psi (5.17 X 10" Kpa). 
a Maximum deviation between +250 C readingi after temperature cycling betweeo -55' C and + l'ri'C; guaranteed, 

not tested. 
'Conditions= constant+5V. constant +12'oC; guaranteed, not tested. 
4The time constant is defined as the time required to reach 63.2% of an instantaneous temperature change. 
·Specifications same as AC2626J. 
Specifications subject to change without notice, 

CALIBRATION ~+VS 

~= : ~-------oVo 
RT ~ loon FOR °c 
RT = 200n FOR OF 

R = 953Sl FOR °c 
R = 17400 FOR OF 

[ EOS °c = 273.2mV 
OF = 459.8mY 

For most applications, a single point calibration is 
sufficient, With the probe at a known temperatura, 
adjust RT so that Vo corresponds to the known 
tempararure. 
If more detailed information is desired. sea the 
AD590 data sheet and application note. 
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31'. (4.761 

MECHANICAL OUTLINE 
Dimensions shown in inches and (mm). 

AC2626 
3/18 STAINLESS STEEL TUBING 

FILLED WITH THERMALLY CONDUCTIVE EPOXY 

TINNED 

Lc 
3 FT. (914AI±1 (26AI 
#24 STRANDED WIRE 
TEFLON INSULATED ,I "''''''-/ See'rz::::+ 

BLACK -

~±O.o6(1.581 

'/2 
(12.71 

AC2629 
STAINLESS STEEL TYPE 318 

COMPRESSION FITTING ISee NotII31 

M P1PE THREAD 118 

3/16 L - - - - ---1 3/16 7/16 

14.761, -- - ,-I...L14_.76_1 ___ II1.;..'1 

I-- '23 REF:::oJ 
(31.2) 

NOTE t Probes are availabla in 4-inch or 6·inch langths. 
NOTE 2 + Iud wire is color codad= .. , yeltow; K, aranga; L, blue. 
NOTE 3 When lIIImbIint compression fitting (AC28291 tv probe, 

tighten tha 112~ nut 3/4's of. tum from .ingar tight. 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Linear Current Output: 1p.A/K 
Wide Range: _55°C to +150°C 
Probe Compatible Ceramic Sensor Package 
Two·Terminal Device: Voltage In/Current Out 
Laser Trimmed to ±O.5°C Calibration Accuracy (AD590M) 
Excellent Linearity: ±O.3°C Over Full Range (AD590M) 
Wide Power Supply Range: +4V to +30V 
Sensor Isolation from Case 
Low Cost 

PRODUCT DESCRIPTION 
The ADS90 is a two·terminal integrated circuit temperature 
transducer which produces an output current proportional to 
absolute temperature. For supply voltages between +4V and 
+30V the device acts as a high impedance, constant current 
regulator passing lILNK. Laser trimming of the chip's thin film 
resistors is used to calibrate the device to 298.21LA output at 
298.2K (+2SoC). 

The ADS90 should be used in any temperature sensing applica· 
tion below +ISO°C in which conventional electrical tempera· 
ture sensors are currently employed. The inherent low cost of 
a monolithic integrated circuit combined with the elimination 
of support circuitry makes the ADS90 an attractive alternative 
for many temperature measurement situations. Linearization 
circuitry, precision voltage amplifiers, resistance measuring 
circuitry and cold junction compensation are not needed in 
applying the ADS90. 

In addition to temperature measurement, applications include 
temperature compensation or correction of discrete compo· 
nents, biasing proportional to absolute temperature, flow rate 
measurement, level detection of fluids and anemometry. The 
ADS90 is available in chip form making it suitable for hybrid 
circuits and fast temperature measurements in protected en· 
vironments. 

The ADS90 is particularly useful in remote sensing applica· 
tions. The device is insensitive to voltage drops over long lines 
due to its high impedance current output. Any well·insulated 
twisted pair is sufficient for operation hundreds of feet from 
the receiving circuitry. The output characteristics also make 
the ADS90 easy to multiplex: the current can be switched by 
a CMOS multiplexer or the supply voltage can be switched by 
a logic gate output. 

·Co..,..,d by Patent No. 4,123,698. 

Two-TerminallC 
Temperature Transducer 

AD590* I 

AD590 PIN DESIGNATIONS 

BOTTOM VIEW 

PRODUCT HIGHLIGHTS 
1. The ADS90 is a calibrated two terminal temperature sensor 

requiring only a dc voltage supply (+4V to +30V). Costly 
transmitters, filters, lead wire compensation and lineariza· 
tion circuits are all unnecessary in applying the device. 

2. State·of·the·art laser trimming at the wafer level in conjunc
tion with extensive final testing insures that ADS90 units 
are easily interchangeable. 

3. Superior interference rejection results from the output 
being a current rather than a voltage. In addition, power 
requirements are low (1.SmW's @ SV @ +2SoC). These n 
features make the ADS90 easy to apply as a remote sensor. _ 

4. The high output impedance (>IOMU) provides excellent 
rejection of supply voltage drift and ripple. For instance, 
changing the power supply from SV to IOV results in only 
a lILA maximum current change, or 1°C equivalent error. 

5. The ADS90 is electrically durable: it will withstand a 
forward voltage up to 44 V and a reverse voltage of 20V. 
Hence, supply irregularities or pin reversal will not damage 
the device. 
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SPECIFICATIONS (@ +25"& and V -5V unless otherwise noted) '., s- .' , , 

Model ADS90J ADS90K' 

Min Typ Max Min Typ Max Units 

ABSOLUTE MAXIMUM RATINGS , 
Forward Voltage(E+ toE-) +44 +44 Volts 
Reve~ Voltage (E'+ to E - ) -20 -20 Volts 
Breakdown Volrage(CasetoE+ orE-) ±200 ±200 Volts 
Rated Performance Temperature Rangel -55 +150 -55 + ISO 'c 
Storage Temperature Rangel -65 + ISS -65 +155 "C 
Lead Temperature (Soldering, 10 sec) +300 +300 'c 

POWER SUPPLY 
Operating Voltage Range +4 +30 +4 +30 Volts 

OUTPUT 
Nominal Current Output@ + 25"C (298.2K) 298.2 298.2 ",A 
Nominal Temperature Coefficient I I ",AIK 

Calibration Error@ + 25'C ±S.O ±2.S 'c 
Absolute Error (over rated performance 

temperature range) 
Without External Calibration Adjustment ±10 ±S.S 'c 
With + 25"C Calibration Error Set to Zero ±3.0 ±2.0 'c 
Nonlinearity ±l.S ±0.8 "C 

Repeatability' ±O.I ±O.I 'c 
Long Term Drift' ±O.I ±O.I "C 

Current Noise 40 40 pNYHz 

Power Supply Rejection 

+4V"Vs,,+5V 0.5 0.5 ",AN 

+ 5V"Vs" + 15V 0.2 0.2 ",NY 
+ 15V"Vs" +30V 0.1 0.1' ",NY 

Case Isolation to Either Lead 1010 1010 n 
Effective Shunt Capacitance 100 100 pF 

Electrical Turn-On Time 20 20 ",S 

Reverse Bias Leakage CUrrent' 

(Reverse Voltage = 10V) 10 10 pA 

PACKAGEOPTIONSs 
TO-52 (H-03A) AD590}H AD590KH 

Flat Pack (F-2A) , AD590}F AD590KF 

NOTES 
'The AD590 bas been used at -IOO"C and + 200"C for sbort periods of measurement with no pbysical damage to tbe device. However, tbe absolute errors 
specified apply to only the rated performance temperature range. 

'Maximum deviation between + 25'C readings after temperature cycling between - 55'C and + 150'C; guaranteed not tested. 
JConditions: constant + 5V, constant + 125°C; guaranteed, not tested. 
'Leakage current doubles every 10"C., 
'See Section 20 for package outline information. 
Specifications subject. to change without notice. 

Specifications sbown in boldface are tested on all production units at final electrical test. Results from those tests are used to calculate outgoing quality levels, 
All min and max specifications are guaranteed, although only those shown in boldface are tested on all production units. 
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AD590 
Model ADS90L ADS90M 

Min Typ Max Min Typ Max Units 

ABSOLUTE MAXIMUM RATINGS 
ForwardVoltage(E+ toE-) +44 +44 Volts 
Reverse Voltage (E + to E - ) -20 -20 Volts 
Breakdown Voltage (Case to E + or E - ) :t200 :t200 Volts 
Rated Performance Temperature Range' -55 + ISO -55 + ISO °C 
Storage Temperature Range' -65 + ISS -65 +155 °C 
Lead Temperature (Soldering, 10 see) +300 +300 °C 

POWER SUPPLY 
Operating Voltage Range +4 +30 +4 +30 Volts 

OUTPUT 
Nominal Current Output@ + 25"C(298.2K) 298.2 298.2 ",A 
Nominal Temperature Coefficient I I ",AlK 
Calibration Error@ + 25°C ±l.O ±O.S °C 
Absolute Error (over rated performance 

temperature range) 

Without External Calibration Adjustment ±3.0 ±1.7 °C 
With + 25°C Calibration Error Set to Zero ±1.6 ±l.O "C 
Nonlinearity ±O.4 ±O.3 "C 
Repeatability2 :to.1 :to.1 °C 
Long Term Drift' :to.1 :to.1 °C 

Current Noise 40 40 pAv'Hz 
Power Supply Rejection 

+4V",Vs"'+5V 0.5 0.5 ",A/V 
+SV",Vs",+15V 0.2 0.2 ",AN 
+ 15V",Vs'" + 30V 0.1 0.1 ",A/V 

Case Isolation to Either Lead 10'0 1010 n 
Effective Shunt Capacitance 100 100 pF 
Electrical Turn-On Time 20 20 ",s 
Reverse Bias Leakage Current' 

(Reverse Voltage = IOV) 10 10 pA 

PACKAGE OPTIONs 
TO-52 (H-03A) AD590LH AD590MH 
Flat Pack (F-2A) AD590LF AD590MF 

+223° +213° +2980 +323° +373" +423° 
_50" 0" +250 +50" +100" +1500 

I" ,', ! 11"11'1 ,', ~, I Ii h" ,I, II" "11'1 'i' I "I ,', ,', II, I II 

TEMPERATURE SCALE CONVERSION EQUATIONS 

°c = 2.-tF -32) K = °c +273.15 
9 
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The S90H has 60/1. inches of gold plating on its Kovar leads and 
Kovar header. A resistance welder is used to seal the nickel cap 
to the header. The ADS90 chip is eutectically mounted to the 
header and ultrasonically bonded to with 1 MIL aluminum 
wire. Kovar composition: S3% iron nominal; 29% ±1% nickel; 
17% ±1% cobalt; 0.6S% manganese max; 0.20% silicon max; 
0.10% aluminum max; 0.10% magnesium max; 0.10% zirco
nium max; 0.10% titanium max; 0.06% carbon max. 

The S90F is a ceramic package with gold plating on its Kovar 
leads, Kovar lid, and chip cavity. Solder of 80/20 Au/Sn com
position is used for the 1.S mil thick solder ring under the lid. 
The chip cavity has a nickel underlay between the metalization 
and the gold plating. The ADS90 chip is eutectic ally mounted 
in the chip cavity at 410°C and ultrasonically bonded to with 
1 mil aluminum wire. Note that the chip is in direct contact 
with the ceramic base, not the metal lid. When using the 
ADS90 in die form, the chip substrate must be kept elec
trically isolated, (floating), for correct circuit operation. 

METALIZATION DIAGRAM 

THE ADIIO ISAYAILAaLE IN LASER·TRIMMED CHI' 
FORM: CONSULT THE CHIP CATALOG FOR DETAILS. 

CIRCUIT DESCRIPTION' 
The ADS90 uses a fundamental property of the silicon tran
sistors from which it is made to realize its temperature propor
tional characteristic: if two identical transistors are operated 
at a constant ratio of collector current densities, r, then the 
difference in their base-eminer voltages will be (kT/q)(In r). 
Since both k, Boltzman's constant and q, the charge of an 
electron, are constant, the resulting voltage is directly propor
tional to absolute temperature (PTAT). 
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In the ADS90, this PTAT voltage is converted to a PTAT cur
rent by low temperature coefficient thin film resistors. The 
total current of the device is then forced to be a multiple of 
this PTAT current. Referring to Figure I, the schematic dia
gram of the ADS90, Q8 and Qll are the transistors that pro
duce the PT AT voltage. RS and R6 convert the voltage to 
current. QIO, whose collector current tracks the collector 
currents in Q9 and Qll, supplies all the bias and substrate· 
leakage current for the rest of the circuit, forcing the total· 
current to be PTAT. RS and R6 are laser trimmed on the 
wafer to calibrate the device at + 2So c. 
Figure 2 shows the typical V -I characteristic of the circuit 
at +2SoC and the temperature extremes. 

423 

loUT 
(PAl 298 

218 

Figure 1. Schematic Diagram 

+150°C r-
+25°C 

1-
_55°C 

t-

~~~2--3~~4--~5~6--4j~ 

SUPPLY VOLTAGE 

Figure 2. V-I Plot 

1 For a more detailed circuit description see M.P. Timko, "A Two· 
TerminallC Temperature Transducer," IEEE J. Solid State Circuits, 
Vol. SC-ll , p. 784-788, Dec. 1976. 



EXPLANATION OF TEMPERATURE SENSOR 
SPECIFICATIONS 
The way in which the AD590 is specified makes it easy to 
apply in a wide variety of different applications. It is important 
to understand the meaning of the various specifications and 
the effects of supply voltage and thermal environment on ac
curacy. 

The AD590 is basically a PTAT (proportional to absolute tem
perature)' current regulator. That is, the output current is 
equal to a scale factor times the temperature of the sensor in 
degrees Kelvin. This scale factor is trimmed to lllA/K at the 
factory, by adjusting the indicated temperature (i.e. the output 
current) to agree with the actual temperature. This is done with 
5V across the device at a temperature within a few degrees of 
25°C (298.2K). The device is then packaged and tested for 
accuracy over temperature. 

CALIBRATION ERROR 
At final factory test the difference between the indicated tem
perature and the actual temperature is called the calibration 
error. Since this is a scale factor error, its contribution to the 
total error of the device is PTAT. For example, the effect of 
the lOC specified maximum error of the AD590L varies from 
O.73°C at -55°C to 1.42°C at l50oC. Figure 3 shows how 
an exaggerated calibration error would vary from the ideal 
over temperature. 

louTh.A) 

298.2 TEMP{KI 

Figure 3. Calibration Error vs. Temperature 

The calibration error is a primary contributor to maximum 
total error in all AD590 grades. However, since it is a scale 
factor error, it is particularly easy to trim. Figure 4 shows the 
most elementary way of accomplishing this. To trim this cir
cuit the temperature of the ADS90 is measured by a reference 
temperature sensor and R is trimmed so that VT = lmV/K at 
that temperature. Note that when this error is trimmed out at 
one temperature, its effect is zero over the entire temperature 
range. In most applications there is a current to voltage con
version resistor (or, as with a current input ADC, a reference) 
that can be trimmed for scale factor adjustment. 

5V+ 

+ 

Figure 4. One Temperature Trim 

1 T(oc) =T(K) -273.2, Zero on the Kelvin scale is "absolute zero", 
there is no lower temperature. 

Understanding the Specifications - AD590 
ERROR VERSUS TEMPERATURE: WITH CALIBRATION 
ERROR TRIMMED OUT 
Each AD590 is also tested for error over the temperature range 
with the calibration error trimmed out. This specification could 
also be called the "variance from PTA T" since it is the maxi
mum difference between the actual current over temperature 
and a PTAT multiplication of the actual current at 25°C. This 
error consists of a slope error and some curvature, mostly at 
the temperature extremes. Figure 5 shows a typical AD590K 
temperature curve before and after calibration error trimming. 

+2"c 
BEFORE 
CALIBRATION 
TRIM 

\AFTER 
CALIBRATION 
TRIM 

-2"cL-----~~O~C--------------------------+~,&r~C--
TEMPERATURE 

Figure 5. Effect of Scale Factor Trim on Accuracy 

ERROR VERSUS TEMPERATURE: NO USER TRIMS 
Using the AD590 by simply measuring the current, the total 
error is the "variance from PTAT" described above plus the 
effect of the calibration error over temperature. For example 
the ADS90L maximum total error varies from 2.33°C at 
-55°C to 3.02°C at l50°C. For simplicity, only the larger fig
ure is shown on the specification page. 

NONLINEARITY 
Nonlinearity as it applies to the AD590 is the maximum devia-
tion of current over temperature from a best-fit straight line. ~ 
The nonlinearity of the AD590 over the -55°C to +lSOoC ~ 
range is superior to all conventional electrical temperature 
sensors such as thermocouples, RTD's and thermistors. Fig-
ure 6 shows the nonlinearity of the typical AD590K from 
Figure 5. 

+1.6"C 

-1.S'·C '----:.,,:,c::--------------------------------:-,,="'::::.c,--
TEMPERATURE 

Figure 6. Nonlinearity 

Figure 7 A shows a circuit in which the nonlinearity is the ma
jor contributor to error over temperature. The circuit is 
trimmed by adjusting Rl for a OV output with the AD590 
at OOC. R2 is then adjusted for lOV out with the sensor at 
lOOoC. Other pairs of temperatures may be used with this pro
cedure as long as they are measured accurately by a reference 
sensor. Note that for +l5V output (150oC) the V+ of the op 
amp must be greater than 17V. Also note that V- should be 
at least -4V: if V- is ground there is no voltage applied across 
the device. 
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+1SV 

AD581 

v-

Figure lA. Two Temperature Trim 

_2°e L_5~5"'-C---~-------+1::O"'::Oo:::C--+::'5=OO::C-

Figure lB. Typical Two-Trim Accuracy 

VOLTAGE AND THERMAL ENVIRONMENT EFFECTS 

The power supply rejection specifications show the maximum 
expected change in output current versus input voltage changes. 
The insensitivity of the output to input voltage allows the use 
of unregulated supplies. It also means that hundreds of ohms 
of resistance (such as a CMOS multiplexer) can be tolerated 
in series with the device. 

It is important to note that using a supply voltage other than 
5V does not change the PTAT nature of the AD590. In other 
words, this change is equivalent to a calibration error and can 
be removed by the scale factor trim (see previous page). 

The AD590 specifications are guaranteed for use in a low 
thermal resistance environment with 5V across the sensor. 
Large changes in the thermal resistance of the sensor's envi
ronment will change the amount of self-heating and result 
in changes in the output which are predictable but not neces
sarily desirable. 

The thermal environment in which the AD 5 90 is used deter
mines two important characteristics: the effect of self heating 
and the response of the sensor with time. 

Figure 8. Thermal Circuit Model 

Figure 8 is a model of the AD590 which demonstrates these 
characteristics. As an example, for the TO-52 package, 0JG is 
the thermal resistance between the chip and the case, about 
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26° C/watt. 0GA is the thermal resistance between the case and 
its surroundings and is determined by the characteristics of 
the thermal connection. Power source P represents the power 
dissipated on the chip. The rise of the junction temperature, 
TJ' above the ambient temperature TA is: 

Eq. 1 

Table I gives the sum of OJG and 0GA for several common 
thermal media for both the "H" and "F" packages. The heat
sink used was a common clip-on. Using Equation 1, the temper
ature rise of an AD590 "H" package in a stirred bath at +25°C, 
when driven with a 5V supply, will be 0.06°C. However, for 
the same conditions in still air the temperature rise is 0.72° C. 
For a given supply voltage, the temperature rise varies with 
the current and is PT AT. Therefore, if an application circuit 
is trimmed with the sensor in the same thermal environment 
in which it will be used, the scale factor trim compensates for 
this effect over the entire temperature range. 

MEDIUM OJ!:: + 0CA (C!watt) T (sec) (Note 3) 

H. E H. .E 
Aluminum Block 30 10 0.6 0.1 
Stirred Oil! 42 60 1.4 0.6 
Moving Air2 

With Heat Sink 45 5.0 
Without Heat Sink 115 190 13.5 10.0 

Still Air 
With Heat Sink 191 108 
Without Heat Sink 480 650 60 30 

1 Note: T is dependent upon velocity of Oili average of several velocities 
listed above. 

7: Air velocity ~ 9ft/sec. 
3The time constant is defined as the time required to reach 63.2% of 
an instantaneous temperature change. 

Table I. Thermal Resistances 

The time response of the AD 5 90 to a step change in tempera
ture is determined by the thermal resistances and the thermal 
capacities of the chip, CcH' and the case, Ce· CcH is about 
0.04 watt-sectC for the AD590. Cc varies with the measured 
medium since it includes anything that is in direct thermal con
tact with the case. In most cases, the single time constant ex
ponential curve of Figure 9 is sufficient to describe the time 
response, T (t). Table I shows the effective time constant, T, 

for several media. 

TFINAL - - - - - -c::-.. -----~ 

SENSED 
TEMPERATURE 

T(t~ = TINtTlAl +(TFINAl - TINITLAl){l - e-llt~ 

TlNlTIAl '--"------~--------
TIME 

Figure 9. Time Response Curve 



GENERAL APPLICATIONS 

+5V 

8 
9 

AD2040 4 

3 

GND 

Figure 10. Variable Scale Display 

OFFSET 
CALIBRATION 

GAIN SCALING 

OFFSET SCALING 

Figure 10 demonstrates the use of a low-cost Digital Panel 
Meter for the display of temperature on either the Kelvin, 
Celsius or Fahrenheit scales. For Kelvin temperature Pins 9, 
4 and 2 are grounded; and for Fahrenheit temperature Pins 4 
and 2 are left open. 

The at>ove configuration yields a 3 digit display with 1°C or 
1°F resolution, in addition to an absolute accuracy of t2.0oC 
over the -55°C to +12SoC temperature range if a one-temper
ature calibration is perfonned on an ADS90K, L, or M. 

+15V +5V 

333.:m 
(0.1%) 

Figure 11. Series & Parallel Connection 

AD590 

Connecting several ADS90 units in series as shown in Figure 
11 allows the minimum of all the sensed temperatures to be 
indicated. In contrast, using the sensors in parallel yields the 
average of the sensed temperatures. 

The circuit of Figure 12 demonstrates one method by which 
differential temperature measurements can be made. Rl and 
R2 can be used to trim the output of the op amp to indicate 

AD590L 
#2 

ADS90L 
#1 

Applying the AD590 

V+ 

10k!'! 

R, SM!'! 

SOk!'! R2 

V-

Figure 12. Differential Measurements 

a desired temperature difference. For example, the inherent 
offset between the two devices can be trimmed in. If V + and 
V- are radically different, then the difference in internal dissi
pation will cause a differential internal temperature rise. This 
effect can be used to measure the ambient thennal resistance 
seen by the sensors in applications such as fluid level detec
tors or anemometry. 

7.5V 

S2.3!'! 

B.66k!'! 

RESISTORS ARE 1%. 50ppmrc 

Figure 13. Cold Junction Compensation Circuit for 
Type J Thermocouple 

Figure 13 is an example of a cold junction compensation circuit 
for a Type J Thermocouple using the ADS90 to monitor the 
reference junction temperature. This circuit replaces an ice-bath 
as the thermocouple reference for ambient temperatures 
between +1SoC and +3SoC. The circuit is calibrated by adjust
ing RT for a proper meter reading with the measuring junction 
at a known reference temperature and the circuit near +2SoC. 
Using components with the T.C.'s as specified in Figure 13, 
compensation accuracy will be within to.SoC for circuit 
temperatures between +1SoC and +3SoC. Other thermocouple 
types can be accommodated with different resistor values. 
Note that the T.C.'s of the voltage reference and the resistors 
are the primary contributors to error. 
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4mA = 17"e 
12mA = 25°e 
ZOmA = 33"e 

AD590 

0.01 
jLF 10kn 

5kn 

v+ 

12.7kn 
5kn soon 

Ion 

v-

Figure 14. 4 to 20mA Current Transmitter 

Figure 14 is an example of a current transmitter designed to be 
used with 40V, 1kn systems; it uses its full current range of 
4mA to 20mA for a narrow span of measured temperatures. 
In this example the 1J,!A/K output of the AD590 is amJ'lified 
to 1mAlo C and offset so that 4mA is equivalent to 17 C and 
20mA is equivalent to BOC. RT is trimmed for proper reading 
at an intermediate reference temperature. With a suitable 
choice of resistors, any temperature range within the operating 
limits of the AD590 may be chosen. 

AD581 
I HEATING OUT IOV 
I ELEMENTS 

v- I 

At. 

RoE. 

RL 

Figure 15. Simple Temperature Control Circuit 

Figure 15 is an example of a variable temperature control cir
cuit (thermostat) using the AD590. RH and RL are selected to 
set the high and low limits for RSET ' RSET could be a simple 
pot, a calibrated multi-turn pot or a switched resistive divider. 
Powering the AD590 from the 10V reference isolates the 
AD590 from supply variations while maintaining a reasonable 
voltage (-7V) across it. Capacitor C1 is often needed to filter 
extraneous noise from remote sensors. RB is determined by 
the fl of the power transistor and the current requirements of 
the load. 

Figure 16 shows how the AD590 can be configured with an 8-
bit DAC to produce a digitally controlled set point. This 
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6.98k.G 

AD590 

6 ... n 

>6V 

.. v 

1kn 

OUTPUT HtGH - TEMPERATURE ABOVE SET POINT 

OUTPUT LOW - TEMPERATURE BELOW SET POINT 

S.1Mn 

Figure 16. DAC Set Point 

particular circuit operates from 0 (all inputs high) to +51 ° C 
(all inputs low) in O.2°C steps. The comparator is shown with 
1 ° C hysteresis which is usually necessary to guard-band for 
extraneous noise; omitting the 5.1Mn resistor results in 
no hysteresis. 

+ 
AD590 

+ 

+ 

lk!l(O.l%) 

Figure 17. AD590 Driven from CMOS Logic 

The voltage compliance and the reverse, blocking characteristic 
of the AD590 allows itto be powered directly from +5V CMOS 
logic. This permits easy multiplexing, switching or pulsing for 
minimum internal heat dissipation. In Figure 17 any AD590 
connected to a logic high will pass a signal current through the 
current measuring circuitry while those connected to a logic 
zero will pass insignificant current. The outputs used to drive 
the AD590's may be employed for other purposes, but the 
additional capacitance due to the AD590 should be taken 
into account. 



ROW I SELECT 

11 

12 

13 

10 

+10V 

16 

4028 
CMOS 

BCD-TO
DECIMAL 
DeCODeR 
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+ + 
02 - 01 

+ 
12 - 11 - 10 

- 22 - 21 - 20 

+ 
A0590 

- 00 

COLUMN I 
SELECT 4051 CMOS ANALOG 

MULTIPLEXER 

INHIBIT BINARY TO l-of-B DeCODER 

7 8 

10kn 10mVrC 

Figure 1B. Matrix Multiplexer 

CMOS Analog Multiplexers can also be used to switch ADS90 
current. Due to the ADS 90's current mode, the resistance of 
such switches is unimponant as long as 4V is maintained 
across the transducer. Figure 18 shows a circuit which combines 
the principal demonstrated in Figure 17 with an 8 channel 
CMOS Multiplexer. The resulting circuit can select one of 
eighty sensors over only 18 wires with a 7 bit binary word. The 
inhibit input on the multiplexer turns all sensors off for mini· 
mum dissipation while idling. 

-5Vto-16V EN ----
BINARY 

CHANNEL 
SELECT 

Figure 19. B·Channel Multiplexer 

Figure 19 demonstrates a method of multiplexing the ADS90 
in the two·trim mode (Figure 7). Additional ADS 90's and their 
associated resistors can be added to multiplex up to 8 channels 
of ±O.SOC absolute accuracy over the temperature range of 
-SSoC to +12SoC. The high temperature restriction of +12SoC 
is due to the output range of the op amps; output to +IS0oC 
can be achieved by using a +20V supply for the op amp. 

AD590 
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11IIIIIIII ANALOG 
L.IIII DEVICES 

FEATURES 
High Precalibrated Accuracy: 0.5·C max @ 25·C 
Excellent Linearity: 0.15·C max (0 to + 70·CI 
Wide Operating Temperature Range: -25·C to + 105·C 
Single Supply Operation: +4V to +30V 
Excellent Repeatability and Stability 
High Level Output: 111A/K 
Two Terminal Monolithic IC: Temperature Inl 

Current Out 
Minimal Self-Heating Errors 

PRODUCT DESCRIPTION 
The AD592 is a two terminal monolithic integrated circuit tem
perature transducer that provides an output current proportional 
to absolute temperature. For a wide range of supply voltages the 
transducer acts as a high impedance temperature dependent 
current source of I .. A/K. Improved design and laser wafer 
trimming of the IC's thin film resistors allows the AD592 to 
achieve absolute accuracy levels and nonlinearity errors previously 
unattainable at a comparable price. 

The AD592 can be employed in applications between - 25°C 
and + lOS·C where conventional temperature sensors (i.e., ther
mistor, RTD, thermocouple, diode) are currently being used. 
The inherent low cost of a monolithic integrated circuit in a 
plastic package, combined with a low total parts count in any 
given application, make the ADS92 the most cost effective tem
perature transducer currently available. Expensive linearization 
circuitry, precision voltage references, bridge components, resis
tance measuring circuitry and cold junction compensation are 
not required with the ADS92. 

Typical application areas include; appliance temperature sensing, 
automotive temperature measurement and control, HVAC (heat
ing/ventilating/air conditioning) system monitoring, industrial 
temperature control, thermocouple cold junction compensation, 
board-level electronics temperature diagnostics, temperature 
readout options in instrumentation, and temperature correction 
circuitry for precision electronics. Particularily useful in remote 
sensing applications, the AD592 is immune to voltage drops and 
voltage noise over long lines due to its high impedance current 
output. ADS92s can easily be multiplexed; the signal current 
can be switched by a CMOS multiplexer or the supply voltage 
can be enabled with a tri-state logic gate. 

·Covered by PateDt No. 4,123,698. 

Low Cost, Precision I C 
Temperature Transducer 

AD592* I 
AD592 CONNECTING DIAGRAM 

PIN 3 PIN 2 PIN 1 

DOD 
(-) (NC) (+) 

'PIN 2 CAN BE EITHER ATTACHED OR UNCONNECTED 

BOTTOM VIEW 

The AD592 is available in three performance grades; the 
AD592AN, ADS92BN and AD592CN. All devices are packaged 
in a plastic TO-92 case rated from - 45°C to + 125°C. Performance 
is specified from - 25°C to + 105°C. ADS92 chips are also 
available, contact the factory for details. 

PRODUCT HIGHLIGHTS 
1. With a single supply (4V to 30V) the ADS92 offers OSC 

temperature measurement accuracy. 
2. A wide operating temperature range ( - 25°C to + 105°C) and 

highly linear output make the ADS92 an ideal substitute for 
older, more limited sensor technologies (i.e., thermistors, .. 
RTDs, diodes, thermocouples). ~ 

3. The ADS92 is electrically rugged; supply irregularities and 
variations or reverse voltages up to 20V will not damage the 
device. 

4. Because the ADS92 is a temperature dependent current source, 
it is immune to voltage noise pickup and IR drops in the 
signal leads when used remotely. 

5. The high output impedance of the ADS92 provides greater 
than O.5°CN rejection of supply voltage drift and ripple. 

6. Laser wafer trimming and temperature testing insures that 
ADS92 units are easily interchangeable. 

7. Initial system accuracy will not degrade significantly over 
time. The AD592 has proven long term performance and 
repeatability advantages inherent in integrated circuit design 
and construction. 
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SPECIFICATIONS (typical @ 25"&, Ys=5Y, IIIIass oIh8IWIse ncdIId) 

ADS9ZAN AD59ZBN ADS9lCN 
Mcidel Mia Tn> Ma Mia Tn> Ma Mia Tn> Ma UDita 

ACCURACY 
Calibration Error@25"C' 1.5 2.5 0.7 1.0 0.3 0.5 "C 

TA = 010 +7O"C 
ErroroverTemperature 1.8 3.0 0.8 1.5 0.4 0.8 "C 
NonliD<ari,y 0.15 0.35 0.1 0.25 0.05 0.15 "C 

TA = -2510 + 105"C 
ErroroverTemperarure' 2.0 3.5 0.9 2.0 0.5 1.0 "C 
NonliD<ari,y 0.25 0.5 0.2 0.4 0.1 0.35 "C 

OUTPUT CHARACTERISTICS 
Nominal Current Output 

@25"C(298.2K) 298.2 298.2 298.2 p.A 
TemperatureCoefficient I I I p.Af'C 
Repeatability< 0.1 0.1 0.1 "C 
Long Term Stability' 0.1 0.1 0.1 "CImonth 

ABSOLUTE MAXIMUM RATINGS 
OperatingTemperature -25 +l05 -25 +105 -25 +105 "C 
Padcage Temperature" -45 +l25 -45 +l25 -45 +125 "C 
Forward Voltqe ( + to -) 44 44 44 V 
Reverse Voltqe ( - 10 +) 20 20 20 V 
Lead Temperature 

(Soldering 10...,) 300 300 300 "C 

POWER SUPPLY 
OperatiDg Voltqe Range 4 30 4 30 4 30 V 
Power Supply Rejection 

+4V<Vs<+5V 0.5 0.5 0.5 "CIV 
+5V<Vs<+ 15V 0.2 0.2 0.2 "CIV 
+ 15V<Vs<+ 30V 0.1 0.1 0.1 "CIV 

NOTES 
'Anextemal c:aIi .... tiOll trim can be used to zero theenor@25"C. 
'Defined .. the muimum deviation from a mathematic:alJy best fit line. 
'!'anmeter tested em alI production units at + 105"ConIy. C paolo at 

6A1thouab performmceis not specified beyond the operatiDg temperatureraage,temperature 
_ within thepac:kqe temperature raage will DOl damaae thedevke. 

-25"Calao. 
Specifu:aticma subject tothangewithoutDOtke. 

4Maximumdeviationbetween +25"Creadingsafteratemperaturec:yc1e 
between -45"C1IIIII + 125"C. JlrrorsofthisrypearellOllCUJBlDuiative. 

sOperaticm@125OC,errorovertimeisnoncumm.ulative. 

Specific:aticma shown in boldfu:e are tested OD alI prodw:tion units at final electri
cal test. Results from those tests are used to calculate outgoing quality levels. AU 
min and l1l8I< specifications are guaranteed, although only those showD in 
boldface are tested on all production units. 

I r II i I iii III; r I rill r I 1'1 i 'I , i '1'11 'I' i i 
OF -100" go I ~ +100" ~2OOj +3Or 

32" 711' 212" 

TEMPERATURE SCALE CONVERSION EQUATIONS 
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°C=2..(OF-32) 
9 

OF =. ~ °C+32 

K = °c +273.15 

METALIZATION DIAGRAM 

TtlE ADBII2I8 AVAILABLE IN LASER-TRIIIIMED CliP FORM. 



Typical @ Vs = + 5V 
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ADS92 ORDERING GUIDE 
Package Max Cal Max Error Max Nonlinearity 

Model Option} Error@ 2SOC - 2SOC to + 105°C - 25°C to + 105°C 

ADS92CN TO-92 O,SOC 1.0°C O.3S·C 
ADS92BN TO-92 1.00C 2.0°C OAoC 
ADS92AN TO-92 2,SOC 3,SOC O,SOC 

NOTE 
'See Section 20 for package outline information. 

TEMPERATURE TRANSDUCERS 12-19 



THEORV OF OPERATION 
The AD592 uses a fwidamc:n1lll property of silicon transistors to 
realize its temperature proportional output. If two identical 
transistors are operated at a constant ratio of collector current 
densities, r, thc:n the differc:nce in base-emitter voltages will be 
(kT/q)(ln r). Since ~th k, Boltzman's constant and q, the charge 
of an electron are constant, the resulting voltage is directly 
Proportional To Absolute Temperature (PTAT). In the ADS92 
this difference voltage is converted to a PT AT currc:nt by low 
temperature coefficic:nt thin film resistors. This PTAT c=t 
is then used to force the total output current to be proportional 
to degrees Kelvin. The result is a current source with an output 
equal to a scale factor times the temperature (K) of the sc:nsor. 
A typical V-I plot of the circuit at + 2SOC and the temperature 
extremes is shown in Figure I. 

+1OS"C 
37 8 

/ +as.., 
8 

// -as.., 

0 Ij -UP TO 
30V 

/ 
2 3 • 

SUPPLY VOLTAGE- Volts 

Figure 1. V-I Characteristics 

Factory trimming of the scale factor to ItJAlK is accomplished 
at the wafer level by adjusting the ADS92's temperature reading 
so it corresponds to the actual temperature. During laser trimming 
the IC is at a temperature within a few degrees of 2S·C and is 
powered by a SV supply. The device is thc:n packaged and 
automatically temperature tested to specification. 

FACTORS AFFECTING AD592 SYSTEM PRECISION 
The accuracy limits givc:n on the Specifications page for the 
ADS92 makes it easy to apply in a variety or'diverse applications. 
To calculate a total error budget in a givc:n system it is important 
to correctly interpret the accuracy specifications, nonlinearity 
errors, the response of the circuit to supply voltage variations 
and the effect of the surrounding thermal c:nvironmc:nt. As with 
other electronic designs external componc:nt selection will have a 
major effect on accuracy. 

CALmRATION ERROR, ABSOLUTE ACCURACY AND 
NONLINEARITY SPECIFICATIONS 
Three primary limits of error are givc:n for the ADS92 such that 
the correct grade for any given application can easily be chosc:n 
for the overa1l1evel of accuracy required. They are the calibration 
accuracy at 2S"C, and the error over temperature from 0 to 700c 
and - 2S"C to + IOS"C. These specifications correspond to the 
actual error the user would see if the current output of a ADS92 
were converted to a voltage with a precision resistor. Note that 
the maximum error at room temperature, over the commercial 
IC temperature range, or an extended range including the boiling 
point of water, can be directly read from the Specifications 
Table. All three error limits are a combination of initial error, 
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scale factor variation and nonlinearity deviation from the ideal 
1 tJAlK output. Figure 2 graphically depicts the guaranteed 
limits of accuracy for an ADS92CN. 

i' 
I 

i 
~ 
11 

-0.51-----+--.,.;.0;;::-----+-----1 

-as +25 
TEMPERATURE - "c 

+70 +105 

Figure 2. Error Specifications (AD592CN) 

The ADS92 has a highly linear output in comparison to older 
technology sensors (i.e., thermistors, RTDs and thermocouples), 
thus a nonlinearity error specification is separated from the 
absolute accuracy givc:n over temperature. As a maximum deviation 
from a best-fit straight line this specification represc:nts the only 
error which cannot be trimmed out. Figure 3 is a plot of typical 
ADS92CN nonlinearity over the full rated temperature range. 

+0.2 

+0.1 
TYPICAL NONUNEARITY 

i' 
I 

! 
.L 

.",- t --" V "'-
!il -D. 1 

-0.2 

-as +25 +70 +105 

TEMPERATURE - "C 

Figure 3. Nonlinearity Error (AD592CN) 

TRIMMING FOR HIGHER ACCURACY 
Calibration error at 2SOC can be removed with a single temperature 
trim. Figure 4 shows how to adjust the ADS92's scale factor in 
the basic voltage output circuit. 

+V 

+ 
VouT=1mV/K 

Figure 4. Basic Voltage Output (Single Temperature Trim) 



To trim the circuit the temperature must be measured by a 
reference sensor and the value of R should be adjusted so the 
output (Vour) corresponds to ImV/K. Note that the trim proce
dure should be implemented as close as possible to the temperature 
highest accuracy is desired for. In most applications if a single 
temperature trim is desired it can be implemented where the 
AD592 current-to-output voltage conversion takes place (e.g., 
output resistor, offset to an op amp). Figure 5 illustrates the 
effect on total error when using this technique. 

+1.0,------,.--------, 

ACCURACY 
WITHOUT TRIM 

-1.0 t--.----+---------j 

-25 +25 
TEMPERATURE - "C 

+105 

Figure 5. Effect of Scale Factor Trim on Accuracy 

If greater accuracy is desired, initial calibration and scale factor 
errors can be removed by using the AD592 in the circuit of 
Figure 6. 

+5V 

AOI403 

R2 
97 .• 0 Skn 

V-

+ 

Figure 6. Two Temperature Trim Circuit 

With the transducer at O"C adjustment of Rl for a OV output 
nulls the initial calibration error and shifts the output from K to 
"C. Tweaking the gain of the circuit at an elevated temperature 
by adjusting R2 trims out scale factor error. The only error 
remaining over the temperature range being trimmed for is 
nonlinearity. A typical plot of two trim accuracy is given in 
Figure 7. 

SUPPLY VOLTAGE AND THERMAL ENVIRONMENT 
EFFECTS 
The power supply rejection characteristics of the AD592 minimizes 
errors due to voltage irregularity, ripple and noise. If a supply is 
used other than 5V (used in factory trimming), the power supply 
error can be removed with a single temperature trim. The PT AT 
nature of the AD592 will remain unchanged. The general insen-

AD592 
+2.0 

+1.0 

P , .. 
~ 
~ 

I..--""" --V ----1.0 

-Z.O 

-25 +2& +75 +105 
TEMPERATURE - "C 

Figure 7. Typical Two Trim Accuracy 

sitivity of the output allows the use of lower cost unregulated 
supplies and means that a series resistance of several hundred 
ohms (e.g., CMOS multiplexer, meter coil resistance) will not 
degrade the overall performance. 

The thermal environment in which the AD592 is used determines 
two performance traits: the effect of self-heating on accuracy 
and the response time of the sensor to rapid changes in temperature. 
In the first case, a rise in the IC junction temperature above the 
ambient temperature is a function of two variables; the power 
consumption level of the circuit and the thermal resistance 
between the chip and the ambient environment (OJ,J. Self-heating 
error in "C can be derived by multiplying the power dissipation 
by 0JA. Because errors of this type can vary widely for surroUndings 
with different heat sinking capacities it is necessary to specify 
OJA under several conditions. Table I shows how the magnitude 
of self-heating error varies relative to the environment. In typical .m 
free air applications at 25"C with a 5V supply the magnitude of ~ 
the error is 0.2"C or less. A common clip-on heat sink will 
reduce the error by 25% or more in critical high temperature, 
1arge supply voltage situations. 

Medium 8JA ("C/watt) .,.(sec)· 

Still Air 
Without Heat Sink 175 60 
With Heat Sink 130 55 

Moving Air 
Without Heat Sink 60 12 
With Heat Sink 40 10 

Fluorinert Liquid 35 5 
Aluminum Block·· 30 2.4 

*T i. an average of five time constants (99.3% of firud value). In cases where 
the thermal response i. not a simple exponential function, the actual tbermal 
response may be better than indicated. 
**With tbermal grease. 

Table I. Thermal Characteristics 
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Response of the ADS92 output to abrupt changes in ambient 
temperature can be modeled by a single time constant,. exponential· 
function. Figure 8 shows typical response time plota for several 
media of interest. 
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10 

o ZO 40 60 90 100 1ZO 140 160 180 ZOO 220 240 260 280 300 
TIME-sec 

Figure 8. Thermal Response Curves 

The time constant, ,., is dependent on IIJA and the thermal 
capacities of the chip and the package.Table I liSts the effective 
,. (time to reach 63.2% of the final value) for several different 
media. Copper printed circ:uit board connections where neglected 
in the analysis, however, they will sink or conduct heat directly 
through the AD592's solder dipped Kovar lesds. When faster 
response is required a thermally conductive grease or glue between 
the ADS92 and the surface temperature being measured should 
be used. In free air applications a clip-on heat sink will decrease 
output stabilization time by 10-20%. 

MOUNTING CONSIDERATIONS 
If the AD592 is thermally attached and properly protected, it 
can be used in any temperature measuring situation where the 
maximum range of temperatures encountered is between - 25"C 
and + 10S"C. Because plastic IC packaging technology is employed, 
excessive mechanical stress must be safeguarded against when 
fastening the device with a clamp or screw-on heat tab. Thermally 
conductive epoxy or glue is recommended under typical mounting 
conditions. In wet or corrosive environmenta liny electrically 
isolated metal or ceramic well can be used to shield the ADS92. 
Condensation at cold temperatures can cause leakage current 
related errors and should be avoided by sealing the device in 
nonconductive epoxy paint or dips. 

APPLICATIONS 
Connecting several ADS92 devices in parallel adds the currents 
through them and produces a reading proportional to the average 
temperature. Series ADS92s will indicate the lowest temperature 

+5V 

+ 
AD692 

+15V 

+ 
AD692 

AD592 

AD592 

Figure 9. Average and Minimum Temperature 
Connections 
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because the coldest device limita the series current flowing through 
the sensors. Both of these circ:uita are depicted in Figure 9. 

The circ:uit of Figure 10 demonstrates a method in which 
a voltage output can be derived in a differential temperature 
measurement, 

+V 

AD692 

AD592 

-v 

+ 
VOUT= 

IT,-Tzlx 
l,omVI"C1 

Figure 10. Differential Measurements 

Rl can be used to trim out the inherent offset between the two 
devices. By increasing the gain resistor (10kO) temperature 
measurementa can be made with higher resolution. If the mag
nitude of V + and V - is not the same, the difference in power 
consumption between the two devices can cause a differential 
self-heating error. 

Cold junction compensation (CJc) used in thermocouple signal 
conditioning can be implemented using an ADS92 in the circ:uit 
configuration of Figure 11. Expensive simulated ice baths or 
hard to trim, inaccurate bridge circ:uita are no longer required. 

+7.5V THERMOCOUPLE APPROX. 
TYPE RVAWE 
J .... 
k .,0 
T 410 E .,0 
S III AD1403 
R III ---.., , .... 

I .. 0 

I 
I , ... o~_~ 

REFERENCE I 
I cu JUNCTION I 
L ______ ...J 

... 
(tkOl 

R., 

Figure 11. Thermocouplfl Cold Junction Compensation 

The circ:uit shown can be optimi2ed for any ambient temperature 
range or thermocouple type by simply selecting the correct 
value for the scaling resistor - R. The ADS92 output (1(IAIK) 
times R should approximate the line best fit to the thermocouple 
curve (slope in VI"C) over the most likely ambient tempera~ 
range. Additionally, the output sensitivity can be chosen by 
selec:ting the resistors Rol and Roz for the desired noninverting 
gain. The offset adjustment shown simply references the ADS92 
to "C. Note that the Te's of the reference and the resistors are 
the primary contributors to error. Temperature rejection of 40 
to 1 can be easily achieved using the above teclmique. 

Although the ADS92 offers a noise immune current output, it is 
not compatible with process control/industrial automation current 
loop standsrds. Figure 12 is an example of a temperature to 4-
20mA transmitter for use with 4OV, lkO systems. 

In this circ:uit the 1(IAIK output of the ADS92 is amplified to 
lmAf'C and offset so that 4mA is equivalent to 17"C and 20mA 
is equivalent to 33"C. Rt is trimmed for proper reading at an 
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.on 
L---...... -------------i~-ZDV 

Figure 12. Temperature to 4-20mA Current Transmitter 

intermediate reference temperature. With a suitable choice of 
resistors, any temperature range within the operating limits of 
the AD592 may be chosen. 

Reading temperature with an AD592 in a microprocessor based 
system can be implemented with the circuit shown in Figure 13. 

+5V 

+ FORMAT V= 
AD&92 

YIN HI 

.. n 
SPAN .oon CENTER 
ttaM POINT YIN HI 

TRIM 

zoon 
... n 

V~LO 

'kO 

Figure 13. Temperature to Digital Output 

By using a differential input AID converter and choosing the 
current to voltage conversion resistor correctly any range of 
temperatures (up to the l30"C span the AD592 is rated for) 
centered at any point can be measured using a minimal number 
of components. In this configuration the system will resolve up 
to 1"C. 

A variable temperature controlling thermostat can easily be built 
using the AD592 in the circuit of Figure 14. 

RHIGH and RLO'\I!I determine the limits of temperature controlled 
by the potentiometer Rsm-. The circuit shown operates over the 
full temperature range ( - 25°C to + 105"C) the AD592 is rated 
for. The reference maintains a constant set point voltage and 
insures that approximately 7V appears across the sensor. If it is 
necessary to guardband for extraneous noise hysteresis can be 
added by tying a resistor from the output to the ungrounded 
endofRLO'\I!I. 
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+15V 
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" ..... 
12.7kO 

""", 
27.3kO 
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AD592 

I TEMP<SETPOINT 
I OUTPUT LOW 

... ,.., I 

- "t-'INI.-1" .J 
Y J---I (OPTIONAL) 

C 

Figure 14. Variable Temperature Thermostat 

Multiple remote temperatures can be measured using several 
AD592s with a CMOS multiplexer or a series of 5V logic gates 
because of the device's current-mode output and supply-voltage 
compliance range. The on-resistance of a PET switch or output 
impedance of a gate will not effect the accuracy, as long as 4V is 
maintained across the transducer. MUXs and logic driving circuits 
should be chosen to minimize leakage current related errors. 
Figure 15 illustrates a locally controlled MUX switching the 
signal current from several remote AD592s. CMOS or TTL 
gates can also be used to switch the AD592 supply voltages, 
with the multiplexed signal being transmitted over a single 
twisted pair to the load . 

+ 
T. 

+ 
T, T, REMOTE 

AD592'S 

+15V -1SV 

VOUT 

Figure 15. Remote Temperature Multiplexing 

To minimize the number of MUXs required when a large number 
of AD592s are being used, the circuit can be configured in a 
matrix. That is, a decoder can be used to switch the supply 
voltage to a column of AD592s while a MUX is used to control 
which row of sensors are being measured. The maximum number 
of AD592s which can be used is the product of the number of 
channels of the decoder and MUX. 
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An example circuit controlling 80 ADS92s is shown in Figure 
16. A 7-bit digital word is all that is required to select one of 
the sensors. The enable input of the multiplexer turns all the 
sensors off for minimum dissipation wbile idling. 

COlUMN 

SElf'" 

. 
"-ADIUS 

Figure 16. Matrix Multiplexer 
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To convert the ADS92 outpUt to "C or OF a single inexpensive 
reference and op amp can be used as shown in Figure 17. Although 
this circuit is similar to the two temperature trim circuit shown 
in Figure 6, two important differences exist. First, the gain 
resistor is fixed alleviating the need for an elevated temperature 
trim. Acceptable accuracy can be achieved by choosing an inex
pensive resistor with the correct tolerance. Second, the ADS92 
calibration error can be trimmed out at a known convenient 
temperature (i.e., room temperature) with a single pot adjustment. 
This step is independent of the gain selection. 

AD1403 

v-

Figure 17. Celsius or Fahrenheit Thermometer 
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1B51 X TC,mV X 13-91 c:: 
~ AC1226 Thermocouple Cold Junction Compensator X 13-5 
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(n 2B23 X X X 13-103 
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2B59 X X 2-WireRTD X 21-4 

3B Series Modular Signal Conditioning Subsystem, Flexible, User Configurable 13-123 
4B Series Alarm Limit Subsystem 21-4 
5B Series Modular Signal Conditioning Subsystem; System Applications 13-127 
6B Series Software Configurable, Digitizing Signal Conditioning Subsystem 13-135 
7B Series Low Cost, Modular Process Control Signal Conditioners 13-143 
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Orientation 
Signal Conditioning Components & Subsystems 

Signal conditioners provide an analog interface between sensors 
and the systems they serve. They amplify signals, provide zero 
suppression where necessary, introduce electrical isolation, furnish 
excitation for passive transducers and provide analog outputs in 
the form required by the system - either voltage or current - at 
appropriate levels. 

The most popular sensors are thermocouples, RTDs (resistance 
temperature detectors) and strain gages; they are low-level devices 
requiring precision amplification with low drift and noise. A 
useful discussion of their properties and signal-conditioning 
requirements can be found in the Analog Devices Transducer 
Interfacing Handbook (1980, $14.50 postpaid), available from 
P.O.Box 9106, Norwood MA 02062-9106. 

Signal-conditioning circuits can be assembled using many of the 
precision products to be found in this databook, such as operational 
amplifiers, instrumentation amplifiers, and isolation amplifiers, 
along with other electronic circuit elements and appropriate 
hardware. However, many system designers have found that, 
with less expenditure of valuable engineering talent, excellent 
and reliable results can be achieved at lower cost by purchasing 
complete dedicated signal conditioners with fully specified per
formance in standard packages. 

The general requirements for signal conditioners include the 
usual precision electrical characteristics, such as high gain, low 
drift and noise, accurate scale factors and fast - or filtered -
response. Quite often, electrical isolation must be provided 
between the point of measurement and the system; besides 
maximizing common-mode rejection, this can provide protection 
of people and equipment. Where ruggedness and safety are 
involved, it may be useful to choose products, when available, 
that meet appropriate standards developed by such entities as 
CSA and Factory Mutual Research Company. 

Many sensors require auxiliary circuitry; for example, ther
mocouples require a constant-temperature reference junction or 
an equivalent "ice-point" reference circuit, and strain gages and 
RTDs are passive devices that need excitation. Although the 
results of a measurement may be produced - and are ultimately 
needed - in the form of voltage, they may have to be transmitted 
as a varying current with a standard span, such as 4 to 20mA; 
often the power for such current loops is furnished to the sensor 
and its conditioner from the remote destination. 

Another requirement arises from the fact that systems often 
involve many diverse channels of measurement. Such systems 
need a family of signal conditioners to meet the multiplicity of 
functional needs, yet it is desirable that they be compactly and 
ruggedly housed, modular, provided with a power supply and 
capable of being interchanged as system needs change. It is for 
such applications that the 3B, 5B, 6B and 7B families and their 
housings were designed. 

The selection guide lists the available devices that are recommended 
for new system designs, along with their salient features; detailed 
information will be found in the data sheets. Examples of such 
devices include conditioners for thermocouples, RTDs, strain 
gages, and low (m V)-level signal sources and current transmitters 
that convert the signal information to 4-20mA or 0-20mA currents 
for loops requiring analog information in that form. If a modular 
subsystem is desired, selection information for choosing specific 

modules within the 3B, 5B, 6B and 7B families will be found in 
the family data sheets. 

The individually listed devices are manufactured in various 
forms, ranging from monolithic integrated circuits (AD594/5951 
596/597 and AD693/AD694) to devices in dual in-line packages 
- using hybrid and surface-mount technologies - to modules 
with either pins for chassis wiring or screw terminals for field 
wiring. 

The 3B Series is an integrated modular signal-conditioning sub
system consisting of a series of color-coded functionally complete 
plug-in mix-and-match input and output modules on a universal 
backplane available for mounting in either rugged industrial 
chassis or a standard rack. The backplane connects directly to 
field wiring via screw terminals and to the system destination 
via connectors. A standard 19" relay rack mount will hold 16 
modules; 8- and 4-module units are also available. Among the 
characteristics of the modules are input protection, low-pass 
filtering, ± IiJ.VrC zero drift, and galvanic isolation to ± 1,500 
volts peak. The output modules translate high-level voltage 
inputs to standard process-current levels (0-20mA or 4-20mA) 
with accuracy to within 0.1%. 

The 5B Series of modules comprises a family of plug-in single
channel signal conditioners for sensors that perform complete 
signal conditioning functions optimized for the nature of each 
device's specified input. Characterized by high performance, 
small size and low price, they are ideal for monitoring such 
analog quantities as temperature, pressure and flow in industrial 
data-acquisition applications. 

They are isolated (1,500 volts rms), operate from single 5-volt 
supplies and have ±0.05% calibration accuracy; they are identical 
in size (2.25" x 2.25" x 0.60") and pinout. Physically compatible 
backplanes will hold as many as 16 units in a 19" rack-mount 
space 3 112" high. Signal-conditioning functions include input 
protection, filtering, chopper-stabilized low-drift amplification, 
isolation, linearization for RTD and thermocouple inputs and 
excitation for strain gages and RTDs. 

5B Series modules have 240-volt protection for all field termina
tions. All feature excellent common-mode rejection, meet IEEE 
472-1974 surge-withstand specs and operate over the - 40°C to 
+ 85°C ambient temperature range. They are physically rugged, 
with sturdy 0.04' pin connections and no adjustment poten
tiometers to compromise accuracy and system integrity; they are 
secured with a single self-contained mounting screw. 

The 6B Series of modules represents a new level of integration 
in modulator signal conditioners. Each module performs signal 
conditioning, isolation, ranging, 16-bit AID conversion and 
digital communications (RS-485) for thermocouples, RTDs, 
millivolt, volt and process current signals. An on-board micro
controller autocalibrates the AID converter and controls all 
channel parameters such as address, baud rate, sensor type, 
etc., which are stored in nonvolatile memory in the module. 

The 6B Series modules are ideal for remote monitoring and data 
gathering applications in harsh environments. The module con
figurability also reduces inventory that is needed for an application 
interfacing with a variety of sensors. 

SIGNAL CONDITIONING COMPONENTS & SUBSYSTEMS 13-3 



The 7B Series of Process Control Signal Conditioners is a family 
of isolation-based, plug-in, signal-channel signal conditioners 
that accept inputs from a wide range of process control sensors 
and low level signals while providing high level output signals. 
Characterized by high performance, compact size and low cost, 
these modules have been optimized for use in process control 
applications. 

The 7B modules are isolated (1.5kV rms), operate from a single 
+24V dc supply and have a ±O.l%, max calibrated accuracy; 
they are identical in size (1. 7" x 2.11" x 0.60") and are footprint 
compatible with standard solid-state relays. Signal conditioning 
functions include input protection, ftltering, isolation, linearization 

for RTP and thermocouple inputs, excitation for remote trans
mitters and an output current module. User-specified custom 
ranges, that are technically feasible, can be supplied. 

The 7B modules have 240 volt protection ( - 25°C to + 85°C) for 
all field wiring terminations. All modules feature high common
mode rejection and operate over the extended industrial temper
ature range of - 40°C to + 85°C. The modules are packaged in 
a rugged, compact plastic case, and they utilize sturdy 0.04" pin 
connections. No external adjustment potentiometers are provided, 
thus minimizing the possibility of mechanical or human errors 
in the field that may adversely affect the system integrity. The 
7B modules are secured with a single self-contained mounting 
screw. 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
80,..A Supply Current 
4V to 36V Operation 
O.SoC Typical Initial Accuracy 
Compatible with Standard Thermocouples 

IE. J. K. R. s. T) 
Auxiliary 10mV/OC Output 
Bow Corrected 

APPLICATIONS 
Thermocouple Cold Junction Compensator 
Centigrade Thermometer 
Temperature Compensation Network 

PRODUCT DESCRIPTION 
The AC1226 is a micropower thermocouple cold junction com
pensator for use with type E, J, K, R, Sand T thermocouples. 
It utilizes wafer level and post-package trimming to achieve typi
cal OSC initial accuracy. Special curvatUre correction circuitry 
is used to match the "bow" found in all thermocouples so that 
accurate cold junction compensation is maintained over a wider 
temperature range. 

The ACI226 will operate with a supply voltage from 4V to 36V. 

10mV/oC 
TEMPERATURE 

SENSOR 

GND Vo 10mVrC 

Micropower Thermocouple 
Cold Junction Compensator 

AC1226 I 

AC1226 PIN CONFIGURATION 

E 
60.9"vrc 

Vo 
10mvrc 

J 
51.7"vrc 

K.T 
4O.6"vrc 

R.S 
6"V/'C 

R
COMMON 

Typical supply current is 80f1A, resulting in less than O.loC 
internal temperature rise for supply voltages under IOV. A 
10mVrC output is available at low impedance in addition to the 
direct thermocouple voltages of60.9f1VrC (E), SI.7f1VrC (1), 
4O.3f1VrC (K, T) and S.9Sf1VrC (R, S). All outputs are essen
tially independent of power supply voltage. 

The AC1226 is available in an 8-pin plastic mini-DIP for tem
peratures between 0 and + 70·C. 

K. T 40.6,..V/oC 

J 51.7,..V/oC R. S 6,..V/oC 

AC1226 Block Diagram 
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SPECIFICATIONS 
Electrical Characteristics (Vs=5V, TA=+25°C, Pin 5 tied to Pin 4, unless otherwise noted.) 

Parameter Conditions Min Typ Max Units 

TEMPERATURE ERROR AT 10mV/oC OUTPUT,,2 TJ=+25°C 0.5 2.0 °C 
Full Temperature Span* See Curve 

RESISTOR DIVIDER ACCURACy,,3 VouT=10mV/oC 
E 60.4 60.9 61.6 "..vrc 
J 51.2 51.7 52.3 
K,T 40.2 40.6 41.2 
R,S 5.75 5.95 6.3 

SUPPLY CURRENT 4VsVINs 36V 50 80 100 "..A 
* 50 150 

LINE REGULA nON' 4VsV1Ns 36V* 0.003 0.02 0c/v 

LOAD REGULA nON' OsIoslmA* 0.04 0.2 °C 

DIVIDER IMPEDANCE E 2.5 kfi 
J 2.1 
K,T 4.4 
R, S 3.8 

CHANGE IN SUPPLY CURRENT 4VsVINs 36V 0.01 0.05 "..AN 

PACKAGE OPTIONs 
Plastic DIP (N-8) 

NOTES 
ITo calculate total temperature error at individual thermocouple outputs, add lOmVrC output error to the resistor divider error. Total error for type K output 
at +2SoC with an ACl226 is 2.0°C plus (O.6Jl.VfC) (2S'C)I(40.6Jl.VfC=2.0'C+O.3TC=2.3TC. 

2Temperature error is defined as the deviation from the following formula: VouT=lOmV(T) + (lOmV)(S.SXlO-4XT-2S'C)2. The second term is a built-in 
nonlinearity designed to help compensate the nonlinearity of the cold junction. This "bow" is =0.34°C for a 25°C temperature change. 

3Divider accuracy is measured by applying a lO.OOOV signal to the output divider and measuring the individual outputs. 
4Regulation does not include the effects of self-heating. See "Internal Temperature Rise" in Application Guide. Load regulation is 30v-A::sloslmA for 
TA",O'C. 

5See Section 20 for package outline information. 

*Denotes the specifications which apply over the full operating temperature range. 
Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage ......................... .36V 
Output Voltage (Forced) ........................ 5V 
Output Short Circuit Duration ............... .IndefInite 
Operating Temperature Range ............... 0 to + 70°C 
Storage Temperature Range ............ -55°C to + 150°C 
Lead Temperature (Soldering, lOsec) ............. + 300°C 

Typical Performance Characteristics 
10 

~ I-- GU~RANT~ED LlMJrs. ./ 
AC1226 v -1"--.. ,.., i-""" 

....... V -- .......... 
/ ............ 

...... -6 

-. 
-10 

-50 -25 25 50 15 100 125 

JUNCTION TEMPERATURE -'C 
·EAAOR CURVE FACTOfIS IN lllE NONUNEARITY TEAM BUilT IN 
~~;:Es~~~ SEE TtlEOIIV Of OPERATlOf\I IN APPlICATION 

10mV/oC Output Temperature Error 
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APPLICATION GUIDE 
The AC1226 was designed to be extremely easy to use, but the 
following ideas and suggestions should be helpful in obtaining 
the best possible performance and versatility from this new cold 
junction compensator. 

THEORY OF OPERATION 
A thermocouple consists of two dissimilar metals joined 
together. A voltage (Seebeck EMF) will be generated if the two 
ends of the thermocouple are at different temperatures. In Fig
ure 1, iron and constantan are joined at the temperature measur
ing point Tl. Two additional thermocouple junctions are formed 
where the iron and constantan connect to ordinary copper wire. 
For the purposes of this discussion it is assumed that these two 
junctions are at the same temperature, T2. The Seebeck voltage, 
V s, is the product of the Seebeck coefficient a, and the temper
ature difference, TI-T2; Vs=a (TI-T2). The junctions at T2 
are commonly called the cold junction because a common prac
tice is to immerse the T2 junction in O·C ice/water slurry to 
make T2 independent of room temperature variations. Thermo
couple tables are based on a cold junction temperature of O·C. 

Fe r'\ CU} 
TEMPERATURE <: :' Ie I v. 

TO BE MEASURED 11 "'_-==~_.!I~=~--,;I T2:tel:;l;--.;:::-
CONSTANTAN 1/ Cu 

AC1226 MUST BE LOCATED 
NEXT TO COLD JUNCTION 
FOR TEMPERATURE TRACKING 

Figure 1. 

For most applications an electronically simulated cold junction is 
required. The idea is basically to add a temperature dependent 
voltage to V s such that the voltage sum is the same as if the T2 
junction were at a constant O·C instead of at room temperature. 
This voltage source is called a cold junction compensator. Its 
output is designed to be OV at O·C and have a slope equal to the 
Seebeck coefficient over the expected range of T2 temperatures. 

To operate properly, a cold junction compensator must be at 
exactly the same temperature as the cold junction of the thermo
couple (T2). Therefore, it is important to locate the AC 1226 
physically close to the cold junction with local temperature gradients 
minimized. If this is not possible, an extender made of matching 
thermocouple wire can be used. This shifts the cold junction 
from the user termination to the end of the extender so that the 
AC1226 can be located remotely from the user termination as 
shown in Figure 2. 

"HOT" oFe ii Fe I I 
JUNCTION I I I I 

I I I I 
I I I I 

CN /.) CN '-<.CuL __ ...I 
EXTENDER "-

FRONT PANEL "NEW" COLD 
CONNECTOR JUNCTION 

Figure 2. 

AC1226 
The four thermocouple outputs on the AC1226 are 60.9",VfC 
(E), S1.7",VfC (J), 40.6",VfC (K and T) and 6",VfC (R and 
S). These particular coefficients are chosen to match the room 
temperature (+ 2S·C) slope of the thermocouples. Over wide 
temperature ranges, however, the slope of thermocouples 
changes, yielding a quasi-parabolic error compared to a constant 
slope. The AC1226 outputs have a deliberate parabolic "bow" to 
help compensate for this effect. The outputs can be mathemati
cally described as the sum of a linear term equal to room tem
perature slope plus a quadratic term proportional to temperature 
deviation from +2S·C squared. The coefficient ((3) of the qua
dratic term is a compromise value chosen to offer improvement 
in all the outputs. 

VOUT = aT+(3(T-2S·C/ 
(3=S.SXIO--4 

The actual (3 term which would be required to best compensate 
each thermocouple type in the temperature range of 0 to + SO·C 
is: E, 6.6x 10-"; J, 4.8x 10--4; K, 4.3x 10--4; R, 1.9x 10-3 ; S, 
1.9xl0-3 ; T, Ix 10-3 • 

The temperature error specification for the AC1226 (shown as a 
graph) assumes a (3 of 5.5 x 1rr'. For example, an AC1226 is 
considered "perfect" if its 10m V fC output filS the· equation 
Vo= lOmV(T)+S.Sx1rr'(T-2S/. 

OPERATING AT NEGATIVE TEMPERATURES 
The AC1226 is designed to operate with a single positive supply. 
It therefore cannot deliver proper outputs for temperatures 
below zero unless an external pull-down resistor is added to the 
Vo output. This resistor can be connected to any convenient 
negative supply. It should be selected to sink at least 30",A of 
current. Suggested value for a -SV supply is lS0kO, and for a 
-lSV supply, 470kO. Smaller resistors must be used if an 
external load is connected to the 10mVrC output. The AC1226 
can source up to lmA of current, but there is a trade-off with 
internal temperature rise. 

INTERNAL TEMPERATURE RISE 
The AC1226 is specified for temperature accuracy assuming no 
internal temperature rise. At low supply voltages this rise is usu
ally negligible (=O.OS·C @ SV), but at higher supply voltages or 
with external loads or pull-down current, internal rise could 
become sigoificant. This effect can be calculated from a simple 
thermal formula, .:iT = (6JA) (V+) (IQ+IL), where 6h is thermal 
resistance from junction to ambient (=130·CIW), V+ is the 
AC1226 supply voltage, IQ, is the AC1226 supply current 
(=80",A), and IL is the total load current including actual load 
to ground and any pull-down current needed to generate nega
tive outputs. A sample calculation with a 15V supply and 
SO",A pull-down current would yield, (130·CIW) (l5V) 
(80+ SOiJ-A) = 0.32·C. This is a significant rise in some applica
tions. It can be reduced by lowering supply voltage (a simple fix 
is to insert a 10V Zener in the VIN lead) or the system can be 
calibrated and specified after an initial warm-up period of sev
eral minutes. 
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THERMOCOUPLE EFFECTS IN LEADS 
Thermocouple voltages are generated whenever dissimilar mate
rials are joined. This includes the leads of Ie packages, which may 
be kovar in TO-S cans, alloy 42 or copper in dual-in-line pack
ages, and a variety of other materials in plating finishes and sol
ders. The net effect of these thermocouples is "zero" if all are at 
exactly the same temperature, but temperature gradients exist 
within IC packages and across PC boards whenever power is 
dissipated. For this reason, extreme care must be used to ensure 
that no temperature gradients exist in the vicinity of thermocou
ple terminations, the AC1226, or the thermocouple amplifier. If 
a gradient cannot be eliminated, leads should be positioned iso
thermally, especially the ACI226 R - and appropriate output 
pins, the amplifier input pins and the gain setting resistor leads. 
An effect to watch for is amplifier offset voltage warm-up drift 
caused by mismatched thermocouple materials in the wire 
bond/lead system of the package. This effect can be as high as 
tens of microvolts in TO-S cans with kovar leads. It has nothing 
to do with the actual offset drift specification of the amplifier 
and can occur in amplifiers with measured "zero" drift. Warm
up drift is directly proportional to amplifier power dissipation. 
It can be minimized by avoiding TO-S cans, using low supply 
current amplifiers and by using the lowest possible supply volt
ages. Finally, it can be accommodated by calibrating and speci
fying the system after a five minute warm-up period. 

Figure 3 shows how to connect the ACI226 to the IBSI to 
compensate for the cold junction. This circuit is a conditioned 
and isolated channel for E, J, K, R, S or T thermocouples. 

Figure 4 shows optional ACI226/IBSI connections with open 
input detection. This circuit minimizes input offset error gener
ated by the pull up (or pull down) resistor, by eliminating the 
AC1226's divider impedance as seen by theresistor Rl. 

'PIN NUMBER DEPENDS ON THERMOCOUPLE TYPE. 

Figure 3. Using the AC21226 with the 1B51, Isolated 
mVlThermocouple Signal Conditioner 

'PIN NUMBER DEPENDS ON THERMOCOUPLE TYPE. 

Figure 4. Optional AC122611B51 Connections for Thermo
couple Input with Open Detection Circuit 
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1IIIIIIII ANALOG 
WDEVICES 

Monolithic Thermocouple Amplifiers 
with Cold Junction Compensation 

FEATURES 
Pretrimmed for Type J (AD594) or 

Type K (AD595) Thermocouples 
Can Be Used with Type T Thermocouple Inputs 
Low Impedance Voltage Output: 10mVrC 
Built-in Ice Point Compensation 
Wide Power Supply Range: +5V to ±15V 
Low Power: <lmW typical 
Thermocouple Failure Alarm 
Laser Wafer Trimmed to l·C Calibration Accuracy 
Set-Point Mode Operation 
Self-Contained Celsius Thermometer Operation 
High Impedance Differential Input 
Side-Brazed DIP or Low Cost Cerdip 

PRODUCT DESCRIPTION 
The AD594/AD595 is a complete instrumentation amplifier and 
thermocouple cold junction compensator on a monolithic chip. 
It combines an ice point reference with a precalibrated amplifier 
to produce a high level (JOmVrC) output directly from a ther
mocouple signal. Pin-strapping options allow it to be used as a 
linear amplifier-compensator or as a switched output set-point 
controller using either fixed or remote set-point control. It can 
be used to amplify its compensation voltage directly, thereby 
converting it to a stand-alone Celsius transducer with a low-im
pedance voltage output. 

The AD594/AD595 includes a thermocouple failure alarm that 
indicates if one or both thermocouple leads become open. The 
alarm output has a flexible format which includes TTL drive 
capability. 

The AD594/AD595 can be powered from a single ended supply 
(including + 5V) and by including a negative supply, temperatures 
below O°C can be measured. To minimize self-heating, an unloaded 
AD594! AD595 will typically operate with a total supply current 
of 160fLA, but is also capable of delivering in excess of ± SmA 
to a load. 

The AD594 is precalibrated by laser wafer trimming to match 
the characteristic of type J (iron-constantan) thermocouples and 
the AD595 is laser trimmed for type K (chromel-alumel) inputs. 
The temperature transducer voltages and gain control resistors 
are available at the package pins so that the circuit can be re
calibrated for other thermocouple types by the addition of two 
or three resistors. These terminals also allow more precise cali
bration for both thermocouple and thermometer applications. 

"Protected by U.S. Patent No. 4,029,974. 

AD594* IAD595* I 
AD594/AD595 FUNCTIONAL BLOCK DIAGRAM 

The AD594/AD595 is available in two performance grades. The 
C and the A versions have calibration accuracies of ± 1°C and 
± 3°C, respectively. Both are designed to be used from 0 to 
+ 50°C, and are available in 14-pin, hermetically sealed, side
brazed ceramic DIPs as well as low cost cerdip packages. 

PRODUCT HIGHLIGHTS 
1. The AD594/AD595 provides cold junction compensation, 

amplification, and an output buffer in a single IC package. 

2. Compensation, zero, and scale factor are all precalibrated by 
laser wafer trimming (LWT) of each Ie chip. 

3. Flexible pin-out provides for operation as a set-point controller 
or a stand-alone temperature transducer calibrated in degrees 
Celsius. 

4. Operation at remote application sites is facilitated by low 
quiescent current and a wide supply voltage range of + 5V to 
dual supplies spanning 30V. 

5. Differential input rejects common-mode noise voltage on the 
thermocouple leads. 
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SPECIFICATIONS (@ +25OC and Vs = 5 V, Type J (AD594),Type K (AD595) Thermocouple, unless otherwise noted) 

Model AD594A AD594C AD595A 1\D595C 
Mill Typ Mu Mill Typ M .. Mill Typ Mu Mill Typ Mu UDiIs 

ABSOLUTE MAXIM1)'M RATINGS 
+Vsto -Vs l6 l6 l6 l6 Volts 
Common-Mode Input Voltage -Vs -0.15 +Vs -Vs -0.15 +Vs -Vs -0.15 +Vs -Vs -0.15 +Vs Volts 
Differential Input Voltage .-Vs +Vs -Vs +Vs -Vs +Vs -Vs +Vs Volts 
AlannVol_ 

+ALM -Vs -Vs +36 -Vs -Vs +36 -Vs -Vs +36 -Vs -Vs +36 Volts 
-ALM -Vs +Vs -Vs +Vs -Vs +Vs -Vs +Vs Volts 

Operating Temperature Range -55 +125 -55 +125 -55 +125 -55 +125 'C 
Output Short Circuit to Common Indefinite Indefinite Indefinite Indefmite 

TEMPERATURE MEASUREMENT 
(Specified Temperature Range 
o to +5O'C) 

Calibration Error at + 2SOCI ±3 ±1 ±3 ±1 'C 
Stability "'. Temperatu"" ±O.OS ±O.O25 ±O.OS %0.025 "CI"C 
Gain Error ±l.S ±O.7S ±1.S %0.75 % 
Nominal Transfer Function 10 10 10 10 mVI'C 

AMPUFIER CHARACTERISTICS 
Closed Loop Gain' 193.4 193.4 247.3 247.3 
Input Offset Voltage (Temperature in 'C)x51.70 ,..VI'C (Temperature in OC)x51.70 ".vrc (Temperature in OC)x40.44 .... vrc (Temperarure in 'C)x40.44 ,..VI'C ,..V 
Input Bias Current 0.1 0.1 0.1 0.1 ,..A 
Diff ..... tial Input Range -10 +50 -10 +50 -10 +50 mV 
Common-Mode Range -Vs -US +Vs-4 -Vs -0.15 +Vs -4 -Vs -US +Vs -4 -Vs -0.15 +Vs -4 Volts 
Common-Mode Sensitivity - RTO 10 10 10 10 mVN 
Power Supply Sensitivity - RTO 10 10 10 10 mVN 
Output Voltage Range 
Dual Supplies -Vs +2.5 +Vs -2 -Vs +2.5 +Vs -2 -Vs +2.5 +Vs -2 -Vs +2.5 +Vs -2 Volts 
Single Supply 0 +Vs -2 0 +Vs -2 0 +Vs +2 0 +Vs -2 Volts 
Usable Output Current" ±5 ±5 ±5 ±5 mA 
3 dB Bandwidth IS IS IS IS kHz 

ALARM CHARACTERISTICS 
VCE(SAl) at 2 rnA 0.3 0.3 0.3 0.3 Volts 
Leakage Current %1 ",I ±1 ±1 lLAma 
Operating Voltage at - ALM +Vs-4 +Vs-4 +Vs -4 +Vs -4 Volts 
Shon Circuit Current 20 20 20 20 mA 

POWER REQUIREMENTS 
Specified Performance +Vs = S, -Vs = 0 +Vs = 5, -Vs = 0 +Vs = S, -Vs = 0 +Vs = 5, -Vs = 0 Volts 
Operating5 +Vs to -Vs s30 +Vs to -Vs s30 +Vs to -Vs s30 +Vs to -Vs s30 Volts 
Quiescent Cum:nt (No Load) 

+Vs 160 300 160 300 160 300 160 300 ,..A 
-Vs 100 100 100 100 ,..A 

PACKAGE OPTIONS' 
TO-1l6 (0.14) AD594AD AD594CD AD595AD AD595CD 
Cerdip (Q-14A) AD594AQ AD594CQ AD595AQ AD595CQ 

Notes 
lCalibrated for minirnwn error at +25"C using a thermocouple sensitivity of 51.7 ~vrc. Since a J type thermocouple deviates from this straight line approximation, the ADS94 will nonnally read 3.1 mV 
when the measuring junction is at <re. The AD595 will similarly read 2.7 mV at 00<:. 

2Defined as the slope of the line connecting the ADS94IAD59S errors measured at OOC and sere ambient temperature. 
'Pin 8 shorted to Pin 9. 
4Current Sink Capability in single supply configuration is limited to current drawn to ground through a 50 ItO resistor at output voltages below 2.5 V. 
s-Vs must not exceed -16.5 V. 
6See Section 20 for package outline information. 

SpecifICations subject to change without notice. 

SpecifICations shown in boldface are tested on all production units at final e1ecuical test. Results from those tests are used to calculate outgoing quality levels. 
All min and max specifications are guaranteed, although only those shown in boldface are tested on aU production units. 
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AD594/AD595 
Thermocouple TypeJ ADS94 TypeK ADS9S ThermocoupJe TypeJ ADS94 TypeK ADS9S 
Temperature Voltage Output Voltage Output Temperature Voltage Output Voltage Output 
"C mV mV mV mV "C mV mV mV mV 

- 200 - 7.890 -1523 - 5.891 -1454 500 27.388 5300 20.640 5107 

- 180 - 7.402 -1428 - 5.550 -1370 520 28.511 5517 21.493 5318 

- 160 - 6.821 -1316 - 5.141 -1269 540 29.642 5736 22.346 5529 

- 140 - 6.159 -1188 - 4.669 -1152 560 30.782 5956 23.198 5740 
- 120 - 5.426 -1046 - 4.138 -1021 580 31.933 6179 24.050 S950 

- 100 - 4.632 - 893 - 3.553 - 876 600 33.096 6404 24.902 6161 
- 80 - 3.785 - 729 - 2.920 - 719 620 34.273 6632 2S.751 6371 
- 60 - 2.892 - 556 - 2.243 - 552 640 35.464 6862 26.599 6581 
- 40 - 1.960 - 376 - 1.527 - 375 660 36.671 7095 27.445 6790 
- 20 - .995 - 189 - .777 - 189 680 37.893 7332 28.288 6998 

- 10 - .501 - 94 - .392 - 94 700 39.130 7571 28.128 7206 

0 0 3.1 0 2.7 720 40.382 7813 29.965 7413 
10 .507 101 .397 101 740 41.647 8058 30.799 7619 
20 1.019 200 .798 200 750 42.283 8181 31.214 7722 

25 1.277 250 1.000 250 760 - - 31.629 7825 

30 1.536 300 1.203 300 780 - - 32.455 8029 

40 2.058 401 1.611 401 800 - - 33.277 8232 

50 2.585 503 2.022 503 820 - - 34.095 8434 

60 3.115 606 2.436 605 840 - - 34.909 8636 

80 4.186 813 3.266 810 860 - - 35.718 8836 

100 5.268 1022 4.095 1015 880 - - 36.524 9035 

120 6.359 1233 4.919 1219 900 - - 37.325 9233 

140 7.457 1445 5.733 1420 920 - - 38.122 9430 
160 8.560 1659 6.539 1620 940 - - 38.915 9626 
180 9.667 1873 7.338 1817 960 - - 39.703 9821 

200 10.777 2087 8.137 2015 980 - - 40.488 10015 
220 11.887 2302 8.938 2213 1000 - - 41.269 10209 
240 12.998 2517 9.745 2413 1020 - - 42.045 10400 
260 14.108 2732 10.560 2614 1040 - - 42.817 10591 
280 15.217 2946 11.381 2817 1060 - - 43.585 10781 

300 16.325 3160 12.207 3022 1080 - - 44.349 10970 
320 17.432 3374 13.039 3327 1100 - - 45.108 11158 
340 18.537 3588 13.874 3434 1120 - - 45.863 11345 
360 19.640 3801 14.712 3641 1140 - - 46.612 11530 
380 20.743 4015 15.552 3849 1160 - - 47.356 11714 

400 21.846 4228 16.395 4057 1180 - - 48.095 11897 
420 22.949 4441 17.241 4266 1200 - - 48.828 12078 
440 24.054 4655 18.088 4476 1220 - - 49.555 12258 
460 25.161 4869 18.938 4686 1240 - - 50.276 12436 
480 26.272 5084 19.788 4896 1250 - - 50.633 12524 

Table I. Output Voltage vs. Thermocouple Temperature (Ambient +25°C, Vs = -511, + 15V) 

INTERPRETING AD594/AD595 OUTPUT VOLTAGES 
To achieve a temperature proportional output of IOmVI"C and 
accurately compensate for the reference junction over the rated 
operating range of the circuit, the AD5941AD595 is gain trimmed 
to match the transfer characteristic of J and K type thermocouples 
at 25"C. For a type J output in this temperature range the TC is 
51.70I'-VI"C, while for a type K it is 4O.44I'-VI"C. The resulting 
gain for the AD594 is 193.4 (lOmVI"C divided by 51.71'-VI"C) 
and for the AD595 is 247.3 (IOmVI"C divided by 4O.44I'-VI"C). 
In addition, an absolute accuracy trim induces an input offset to 
the output amplifier characteristic of 161'-V for the AD594 and 
III'-V for the AD595. This offset arises because the AD5941 AD595 
is trimmed for a 250m V output while applying a 25°C thermocouple 
input. 

Because a thermocouple output voltage is nonlinear with respect 
to temperature, and the AD5941AD595 linearly amplifies the 
compensated signal, the following transfer functions should be 
used to determine the actual output voltages: 

AD594 output = (Type J Voltage + 161'-V) x 193.4 

AD595 output = (Type K Voltage + lll'-V) x 247.3 
or converse1y: 

Type J voltage = (AD594 output 1193.4) - 161'-V 

Type K voltage = (AD595 output 1247.3) - lll'-V 

Table I above lists the ideal AD5941AD595 output voltages as a 
function of Celsius temperature for type J and K ANSI standard 
thermocouples, with the package and reference junction at 25"C. 
As is normally the case, these outputs are subject to calibration, 
gain and temperature sensitivity errors. Output values for inter
mediate temperatures can be interpolated, or calculated using 
the output equations and ANSI thermocouple voltage tables 
referred to zero degrees Celsius. Due to a slight variation in 
alloy content between ANSI type J and DIN FE-CuNI ther
mocouples Table I should not be used in conjunction with Euro
pean standard thermocouples. Instead the transfer function 
given previously and a DIN thermocouple table should be used. 
ANSI type K and DIN NICR-NI thermocouples are composed 
of identical alloys and exhibit similar behavior. The upper tem
perature limits in Table I are those recommended for type J and 
type K thermocouples by the majority of vendors. 
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SINGLE AND DUAL SUPPLY CONNECTIONS 
The AD594/AD595 is a completely self-contained thermocouple 
conditioner. Using a single + 5V supply the interconnections 
shown in Figure I will provide a direct output from a type J 
thermocouple (AD594) or type K thermocouple (AD595) meas
uring from 0 to + 300"C. 

.. .... 
') 
I 

CONSTANTAN 
IALUMELJ 

I 
Ir_~~_,... __ _ 
ICHROMELI, 

I 

10mvfc 

Figure 1. Basic Connection, Single Supply Operation 

Any convenient supply voltage from + SV to + 30V may be 
used, with self-heating errors being minimized at lower supply 
levels. In the single supply configuration the + 5V supply connects 
to pin II with the V - connection at pin 7 strapped to power 
and signal common at pin 4. The thermocouple wire inputs 
connect to pins I and 14 either directly from the measuring 
point or through intervening connections of similar thermocouple 
wire type. When the alarm output at pin 13 is not used it should 
be connected to common or - V. The precalibrated feedback 
network at pin 8 is tied to the output at pin 9 to provide a 
10m V I"C nominal temperarure transfer characteristic. 

By using a wider ranging dual supply, as shown in Figure 2, the 
AD5941 AD595 can be interfaced to thermocouples measuring 
both negative and extended positive temperatures. 

CONSTANTAN 

IALUMElI 

.... 
1 
I 
I IRON l _________ ~-

ICHROMEL) I 
I 
I 

OTO-15V 

Figure 2. Dual Supply Operation 

SPAN OF 
6VT03OV 

With a negative supply the output can indicate negative temper
atures and drive grounded loads or loads returned to positive 
voltages. Increasing the positive supply from 5V to 15V extends 
the output voltage range well beyond the 7500c temperature 
limit recommended for type J thermocouples (AD594) and the 
1250"C for type K thermocouples (AD595). 

Common-mode voltages on the thermocouple inputs must remain 
within the common-mode range of the AD594/AD595, with a 
return path provided for the bias currents. If the thermocouple 
is not remotely grounded, then the dotted line connections in 
Figures I and 2 are recommended. A resistor may be needed in 
this connection to assure that common mode voltages induced in 
the thermocouple loop are not convened to normal mode. 

THERMOCOUPLE CONNECTIONS 
The isothermal terminating connections of a pair of themocouple 
wires forms an effective reference junction. Thia junction must 
be kept at the same temperature as the AD5941AD595 for the 
internal cold junction compensation to be effective. 

A method that provides for thettna1 equilibrium is the printed 
circuit board connection layout illustrated in Figure 3. 

COMMON -T -c V- Vour V+ 

Figure 3. PCB Connections 

Here the AD5941AD595 package temperature and circuit board 
are thermally contacted in the copper printed circuit board 
tracks under pins I and 14. The reference junction is now composed 
of a copper-constantan (or copper-alumel) connection and copper
iron (or copper-chromel) connection, both of which are at the 
same temperature as the AD594/AD595. 

The printed circuit board layout shown also provides for placement 
of optional alarm load resistors, recalibration resistors and a 
compensation capacitor to limit bandwidth. 

To ensure secure bonding the thermocouple wire should be 
cleaned to remove oxidation prior to soldering. Noncorrosive 
rosin flux is effective with iron, constantan, chromel and alumel 
and the following solders: 95% tin-5% antimony, 95% tin-5% 
silver or 90% tin-IO% lead. 

FUNCTIONAL DESCRIPTION 
The AD594 behaves like two differential amplifiers. The outputs 
are summed and used to control a high-gain amplifier, as shown 
in Figure 4. 

Figure 4. AD5941AD595 Block Diagram 

In normal operation the main amplifier output, at pin 9, is 
connected to the feedback network, at pin 8. Thermocouple 
-signals applied to the floating input stage, at pins 1 and 14,are 
amplified by gain G of the differential amplifier and are then 
further amplified by gain A in the main amplifier. The 'output 
oCthe main amplifier is fed back to a second differential stage in 
an inverting connection. The feedback signal is amplified by 
this stage and is also applied to the main amplifier input through 
a summing circuit. Because of the inversion, the amplifier causes 
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the feedback to be driven to reduce this difference signal to a 
small value. The two differential amplifiers are made to match 
and have identical gains, G. As a result, the feedback signal that 
must be applied to the right-hand differential amplifier will 
precisely match the thermocouple input signal when the difference 
signal has been reduced to zero. The feedback network is trimmed 
so that the effective gain to the output. at pins 8 and 9, results 
in a voltage of IOmvrc of thermocouple excitation. 

In addition to the feedback signal, a cold junction compensation 
voltage is applied to the right-hand differential amplifier. The 
compensation is a differential voltage proportional to the Celsius 
temperature of the AD594!AD595. This signal disturbs the 
differential input so that the amplifier output must adjust to 
restore the input to equal the applied thermocouple voltage. 

The compensation is applied through the gain scaling resistors 
so that its effect on the main output is also 10mVI"C. As a result, 
the compensation voltage adds to the effect of the thermocouple 
voltage a signal directly proportional to the difference between 
O·C and the AD594!AD595 temperature. If the thermocouple 
reference junction is maintained at the AD594! AD595 tempera
ture, the output of the AD594! AD595 will correspond to the 
reading that would have been obtained from amplification of a 
signal from a thermocouple referenced to an ice bath. 

The AD5941AD595 also includes an input open circuit detector 
that switches on an alarm transistor. This transistor is actually a 
current-limited output buffer, but can be used up to the limit as 
a switch transistor for either pull-up or pull-down operation of 
external alarms. 

The ice point compensation network has voltages available with 
positive and negative temperature coefficients. These voltages 
may be used with external resistors to modify the ice point 
compensation and recalibrate the AD594!AD595 as described in 
the next column. 

The feedback resistor is separately pinned out so that its value 
can be padded with a series resistor, or replaced with an external 
resistor between pins 5 and 9. External availability of the feedback 
resistor allows gain to be adjusted, and also permits the AD594! 
AD595 to operate in a switching mode for set-point operation. 

CAUTIONS: 
The temperature compensation terminals ( + C and - C) at pins 
2 and 6 are provided to supply sma1l calibration currents only. 
The AD594! AD595 may be permanently damaged if they are 
grounded or connected to a low impedance. 

The AD594!AD595 is internally frequency compensated for 
feedback ratios (corresponding to normal signal gain) of 75 or 
more. If a lower gain is desired, additional frequency compensation 
should be added in the form of a 300pF capacitor from pin 10 
to the output at pin 9. As shown in Figure 5 an additional O.OlfLF 
capacitor between pins 10 and 11 is recommended. 

AD594/ 
AD595 

Figure 5. Low Gain Frequency Compensation 

AD594/AD595 
RECALIBRATION PRINCIPLES AND LIMITATIONS 
The ice point compensation network of the AD5941AD595 
produces a differential signal which is zero at OOC and corresponds 
to the output of an ice referenced thermocouple at the temperature 
of the chip. The positive TC outpUt of the circuit is proportional 
to Kelvin temperature and appears as a voltage at + T. It is 
possible to decrease this signal by loading it with a resistor from 
+ T to COM, or increase it with a pull-up resistor from + T to 
the larger positive TC voltage at + C. Note that adjustments to 
+ T should be made by measuring the voltage which tracks it at 
- T. To avoid destabilizing the feedback amplifier the measuring 
instrument should be isolated by a few thousand ohms in series 
with the lead connected to - T. 

Figure 6. Decreased Sensitivity Adjustment 

Changing the positive TC half of the differential output of the 
compensation scheme shifts the zero point away from OOC. The 
zero can be restored by adjusting the current flow into the negative 
input of the feedback amplifier, the - T pin. A current into this 
terminal can be produced with a resistor between - C and - T 
to balance an increase in + T, or a resistor from - T to COM to 
offset a decrease in + T. 

If the compensation is adjusted substantially to accommodste a 
different thermocouple type, its effect on the final output voltage 
will increase or decrease in proportion. To restore the nominal 
output to IOmvrc the gain may be adjusted to matCh the new 
compensation and thermocouple input characteristics. When 
reducing the compensation the resistance between - T and ..,. 
COM automatically increases the gain to within 0.5% of the l1li 
correct value. If a smaller gain is required, however, the nominal 
47kO internal feedback resistor can be paralleled or replaced 
with an external resistor. 

Fine calibration adjustments will require temperature response 
measurements of individual devices to assure accuracy. Major 
reconfigurations for other thermocouple types can be achieved 
without seriously compromising initial calibration accuracy, so 
long as the procedure is done at a fixed temperature using the 
factory calibration as a reference. It should be noted that inter
mediate recalibration conditions may require the use of a negative 
supply. An example using a type E thermocouple and an AD594 
is given on the next page. 
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EXAMPLE: TYl'E E .. RECALmRATION - ADS94/AD595 
Both the ADS94 and ADS9S can be conftgUred to condition the 
output of a type E (chromel-constantan) thermocouple. Temper
ature characteristics of type E thermocouples differ less from 
type J, than from type K, therefore the ADS94 is preferred for 
recalibration. 

While maintaining. the device at a constant temperature follow 
the recalibration steps given here. First, measure the device 
temperature by tying both inputs to common (or a selected 
common mode potential) and connecting FB to Yo. The ADS94 
is now in the stand alone Celsius thermometer mode. For this 
example assume the ambient is 240C and the initial output Vo is 
240m V. Check the output at Vo to verify that it corresponds to 
the temperature of the device. 

Next, measure the voltage - T at pin 5 With a high impedance 
DVM (capacitance should be isolated by a few thousand ohms 
of resistance at the measured terminals). At 24·C the - T voltage 
will be about 8.3mV. To adjust the compensation of an ADS94 
to a type E thermocouple a resistor, RI, should be connected 
between + T and + C, pins 2 and 3, to raise the voltage at - T 
by the ratio ofthermocouple sensitivities. The ratio for converting 
a type J device to a type E characteristic is: 

r (ADS94) =(60.9jLVIOC)/(SI.7jLV/OC)= 1.18 

Thus, multiply the initial voltage measured at - T by r and 
experimentally determine the Rl value required to raise - T to 
that level. For the example the new - T voltage should be 
about 9.8mV. The resistance value should be approximately 
1.8kO. 

The zero differential point must now be shifted back to O"C. 
This is accomplished by multiplying the original output voltage 
Vo by r and adjusting the measured output voltage to this value 
by experimentally adding a resistor, R2, between -C and -T, 
pins 5 and 6. The target output value in this case should be 
about 283m V. The resistance value of R2 should be approximately 
24OkO. 

Finally, the gain must be reca1ibrated such that the output Vo 
indicates the device's temperature OJice again. Do this by adding 
a third resistor, R3, between FB and -T, pins 8 and S. Vo 
should now be back to the initial240mV reading. The resistance 
value ofR3 should be approximately 280kO. The fmal connection 
diagram is shown in Figure 7. An approximate verification of 
the effectiveness of reca1ibration is to measure the differential 
gain to the output. For type E it should be 164.2. 

Rl 

R2 

Figure 7. Type E Recalibration 

When implementing a simi1ar recalibration procedure for the 
ADS9S the values for RI, R2, R3 and r will be approximately 
6500, 84kO, 93kO and 1.51, respectively. Power consumption 
will increase by about SO% when using the ADS9S with type E 
inputs. 

Note that during this procedure it is crucial to maintain the 
AD5941AD59S at a stable temperature because it is used as the 
temperature reference. Contact with fingers or any tools not at 
ambient temperature will quickly produce errors. Radiational 
heating from a change in lighting or approach of a soldering 
iron must also be gusrded against. 

USING TYl'E T THERMOCOUPLES WITH THE AD59S 
Because of the similarity of thermal EMFs in the 0 to SO"C 
range between type K and type T thermocouples, the AD595 
can be directly used with both types of inputs. Within this 
ambient temperature range the AD59S should exhibit no more 
than an additional O.2·C output calibration error when used 
with type T inputs. The error arises because the ice point com
pensator is trimmed to type K characteristics at 2S·C. To calculate 
the AD59S output values over the recommended - 200 to 3SO"C 
range for type T thermocouples, simply use the ANSI ther
mocouple voltages referred to O·C and the output equation given 
on page 3 for the ADS9S. Because of the relatively large non
linearities associated with type T thermocouples the output will 
deviate widely from the nominalIOmVIOC. However, cold junction 
compensation over the rated 0 to SOOC ambient will remain 
accurate. 

STABILITY OVER TEMPERATURE 
Each ADS94IADS9S is tested for error over temperature with 
the measuring thermocouple at O"C. The combined effects of 
cold junction compensation error, amplifier offset drift and gain 
error determine the· stability of the AD594/AD595 output over 
the rated ambient temperature range. Figure 8 shows an AD5941 
ADS9S drift error envelope. The slope of this figure has units of 
·crc. 

Figure 8. Drift Error vs.· Temperature 

THERMAL ENVIRONMENT EFFECTS 
The inherent low power dissipation of the AD594/AD595 and 
the low thermal resistance of the package make self-heating 
errors almost negligible. For example, in still air the chip to 
ambient thermal resistance is about 80"CIwan (for the D package). 
At the nominal disSipation of 800jL W the self-heating in free air 
is less than O.06SOC. Submerged in tluorlnert liquid (unstirred) 
the thertna1 resistance is about 4O"Clwan, resulting in a self-heating 
error of about O.032OC. 
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SET-POINT CONTROLLER 
The ADS94/ADS9S can readily be connected as a set-point 
controller as shown in Figure 9. 
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Figure 9. Set-Point Controller 

The thermocouple is used to sense the unknown temperature 
and provide a thermal EMF to the input of the ADS941ADS9S. 
The signal is cold junction compensated, amplified to IOmvre 
and compared to an external set-point voltage applied by the 
user to the feedback at pin 8. Table I lists the correspondence 
between set-point voltage and temperature, accounting for the 
nonlinearity of the measurement thermocouple. If the set-point 
temperature range is within the operating range ( - SS"C to 
+ 12S"C) of the ADS94/ADS9S, the chip can be used as the 
transducer for the circuit by shorting the inputs together and 
utilizing the nominal calibration of 10m V re. This is the centigrade 
thermometer configuration as shown in Figure 13. 

In operation if the set -point voltage is above the voltage corres
ponding to the temperature being measured the output swings 
low to approximately zero volts. Conversely, when the temperature 
rises above the set -point voltage the output switches to the 
positive limit of about 4 volts with a + 5V supply. Figure 9 
shows the set-point comparator configuration complete with a 
heater element driver circuit being controlled by the ADS941 
ADS95 toggled output. Hysteresis can be introduced by injecting 
a current into the positive input of the feedback amplifier when 
the output is toggled high. With an ADS94 about 200nA into 
the + T terminal provides I"C of hysteresis. When using a 
single SV supply with an ADS94, a 20MO resistor from Vo to 
+ T will supply the 200nA of current when the output is forced 
high (about 4V). To widen the hysteresis band decrease the 
resistance connected from Vo to + T. 

ALARM CIRCUIT 
In all applications of the ADS94IADS9S the - ALM connection, 
pin 13, should be constrained so that it is not more positive 
than (V +) - 4V. This can be most easily achieved by connecting 
pin 13 to either common at pin 4 or V - at pin 7. For most 
applications that use the alarm signal, pin 13 will be grounded 
and the signal will be taken from + ALM on pin 12. A typical 
application is shown in Figure 10. 

In this configuration the alarm transistor will be off in normal 
operation and the 20k pull up will cause the + ALM output on 
pin 12 to go high. If one or both of the thermocouple leads are 
interrupted, the + ALM pin will be driven low. As shown in 
Figure 10 this signal is compatible with the input of a TTL gate 
which can be used as a buffer and/or inverter. 

AD594/AD595 

~~-----<oW 

...... ~-..... --~~--.... ---<GND 

Figure 10. Using the Alarm to Drive a TTL Gate 
("Grounded" Emitter Configuration) 

Since the alarm is a high level output it may be used to directly 
drive an LED or other indicator as shown in Figure II. 

10mvfc 

Figure 11. Alarm Directly Drives LED 

A 2700 series resistor will limit current in the LED to 10mA, 
but may be omitted since the alarm output transistor is current 
limited at about 20mA. The transistor, however, will operate in 
a high dissipation mode and the temperature of the circuit will .m 
rise well above ambient. Note that the cold junction compensation .u 
will be affected whenever the alarm circuit is activated. The 
time required for the chip to return to ambient temperature will 
depend on the power dissipation of the alarm circuit, the nature 
of the thermal path to the environment and the alarm duration. 

The" alarm can be used with both single and dual supplies. It 
can be operated above or below ground. The collector and emitter 
of the output transistor can be used in any normal switch con-
figuration. As an example a negative referenced load can be 
driven from -ALM as shown in Figure 12. 

The collector ( + ALM) should not be allowed to become more 
positive than (V -) + 36V, however, it may be permitted to be 
more positive than V +. The emitter voltage ( - ALM) should 
be constrained so that it does not become more positive than 4 
volts below the V + applied to the circuit. 

Additionally, the ADS94IADS9S can be configured to produce 
an extreme upscale or downscale output in applications where 
an extra signal line for an alarm is inappropriate. By tying either 
of the thermocouple inputs to common most runaway control 
conditions can be automatically avoided. A + IN to common 
connection creates a downscale output if the thermocouple opens, 
while connecting - IN to common provides an upscale output. 
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Figure ,12. -ALM Driving A Negative Referenced Load 

CELSIUS THERMOMETER 
The AD594/ AD595 may be Configured as a stand-alone celsius 
thermometer as shown in Figure 13. 

Figure 13. AD5941AD595 as a Stand-Alone Celsius 
Thermometer 

Simply omit the thermocouple and connect the inputs (pins I 
and 14) to common. The output now will reflect the compensation 
voltage and hence will indicate the AD594/AD595 temperature 
with a scale factor of 10m V re. In this three terminal, voltage 
output, temperature sensing mode, the AD594/AD595 will 
operate over the full military - 55°C to + 125°C temperature 
range. 

THERMOCOUPi..i! BASICS 
Thermocouples are economical and rugged; they have reasonably 
good long-term stability. Because of their small size, they respond 
quickly and are good choices where fast response is important. 
They function over temperature ranges from cryogenics to jet
engine exhaust and have reasonable linearity and accuracy. 

Because the number of free electrons in a piece of metal depends 
on both temperature and composition of the metal, two pieces 
of dissimilar metal in isothermal contact will exhibit a potential 
difference that is a repeatable function of temperature, as shown 
in Figure 14. The resulting voltage depends on the temperatures, 
TI and T2; in a repeatable way. 

Since the thermocouple is basically a differential rather than 
absolute measuring device, a known reference temperature is 
required for one of the junctions if the temperature of the, other 
is to be inferred from the output voltage. Thermocouples made 
of specially selected materials have been exhaustively characterized 
in terms of voltage versus temperature compared to primary 
temperature standards. Most notably the water"ice point of O"C 
is used for tables of standard thermocouple performance. 

UNKNOWN 
TEMPERATURE 

ICE POINT 
REFERENCE 

Figure 14. Thermocouple Voltage with erc Reference 

An alternative measurement technique, illustrated iii Figure 15, 
is used in most practical applications where accuracy requirements 
do not warrant maintenance of primary standards. The reference 
junction temperature is allowed to change with the environment 
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Figure 15. Substitution of Measured Reference 
Temperature for Ice Point Reference 

of the measurement system, but it is carefully measured by 
some type of absolute thermometer. A measurement of the 
thermocouple voltage combined with a knowledge of the reference 
temperature can be used to calculate the measurement junction 
temperature. Usual practice, however, is to use a convenient 
th~rmoelectric method to meairure the reference temperann-e 
Bl!d to arrange its output voltage so that it corresponds to a 
thermocouple referred to OOC. This voltaie is simply added to 
the thermocouple v~ltage and the sum then corresponds to 
the standard voltage tabulated for ~ ice-point referenced 
thermocouple.' , 

The temperature sensitivity of silicon integrated circuit transistors 
is quite predictable and repeatable. This sensitivity is exploited 
in the AD594/AD595 to produce a temperature related voltage 
to compensate the reference or "cold" junction of a thermocouple 
as shown in Figure 16. 
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Figure 16. Connecting Isothermal Junctions 

Since the compensation is at the reference junction temperature, 
it is often convenient, to form the reference "junction" by con
necting directly to ,the circuit wiring. So long as these connecti!>ns 
and the compensation are at the same temperature no CIlTOr will 
result. 
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r.ANALOG 
WDEVICES 

FEATURES 
Low Cost 
Operates with Type J IAD596) or Type K IAD597) 

Thermocouples 
Built-in Ice Point Compensation 
Temperature Proportional Operation - 10mV/"C 
Temperature Set-Point Operation - ON/OFF 
Programmable Switching Hysteresis 
High Impedance Differential Input 

PRODUCT DESCRIPTION 
The AD5961AD597 is a monolithic temperature set-point con
troller which has been optimized for use at elevated temperatures 
such as those found in oven control applications. The device 
cold junction compensates and amplifies a type J or K ther
mocouple input to derive an internal signal proportional to 
temperature. The internal signal is then compared with an ex
ternally applied set-point voltage to yield a low impedance switched 
output voltage. Dead-Band or switching hysteresis can be pro
grammed using a single external resistor. Alternately, the ADS961 
AD597 can be configured to provide a voltage output (10m V I"C) 
directly from a type J or K thermocouple signal. It can also be 
used as a stand-alone voltage output temperature sensor. 

The AD5961AD597 can be powered with a single supply from 
+ 5V to + 30V, or dual supplies up to a total span of 36V. 
Typical quiescent supply current is 160,.A which minimizes 
self-heating errors. 

The AD5961 AD597 includes a thermocouple failure alarm that 
indicates an open thermocouple lead when operated in the tem
perature proportional measurement mode. The alarm output has 
a flexible format which can be used to drive relays, LEDs or 
TTL logic. 

The device is packaged in a reliability qualified, cost effective 
100pin metal can and is trimmed to operate over an ambient 
temperature range from + 25°C to + lOOOC. Operation over an 
extended ambient temperature range is possible with slightly 
reduced accuracy. The AD596 will amplify thermocouple signals 
covering the entire - 2000C to + 760°C temperature range 
recommended for type J thermocouples while the AD597 can 
accommodate - 200"C to + 12500C type K inputs. 

*Protected .., u.s. Pateat No. 4,8,974. 

Thermocouple Conditioners and 
Set-Point Controllers 

AD596* / AD597* I 
AD596/AD597 FUNCTIONAL BLOCK DIAGRAM 

v-

The AD5961AD597 has a calibration accuracy of ± 4°C at an 
ambient temperature of 600C and an ambient temperature stability 
specification of O.OS°Cl"C from + 25°C to + 100°C. If higher 
accuracy, or a lower ambient operating temperature is required, 
either the AD594 a thermocouple) or AD595 (K thermocouple) 
should be considered. 

PRODUCT HIGHLIGHTS 
I. The ADS96IAD597 provides cold junction compensation 

and a high gain amplifier which can be used as a set-point 
comparator. 

2. The input stage of the AD596/ADS97 is a high quality in
strumentation amplifier that allows the thermocouple to float 
over most of the supply voltage range. D 

3. Linearization not required for thermocouple temperatures 
close to 1750C ( + 100°C to + 540°C for ADS96). 

4. Cold junction compensation is optimized for ambient temper
atures ranging from + 25°C to + 100°C. 

5. In the stand-alone mode, the AD596/AD597 produces an 
output voltage that indicates its own temperature. 
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SPECIFICATIONS (@ +6O"C and Vs ::; lOY. Tp J (AD596~ Type K (AD597) 1hennocoupIe, unless DlhIllWise noIIId) 

Model AD596AH ADS97AH 
Min Typ Max Min Typ Max 

ABSOLUTEMAXlMVMRATINGS 
+Vsto -Vs 36 36 
Common-Mode inpUt Vol...., (-V,-O.IS) +Vs (-Vs -0.15) +Vs 
Differentia1lnput Volta&< -Vs +Vs -Vs +Vs 
A1armVoI....,. 

+ALM -V, (-Vs +36) -V, (-V,+36) 
-ALM -Vs +V, -V, +V, 

Operating Temperature Ranse -55 +125 -55 +125 
OutpUt Short Circuit to Common Indefinite Indefinite 

TEMPERATURE MEASUREMENT 
(Specified Temperature Ranse 
+ 2S"C to + lOO"C) 

Calibration Error' -4 +4 -4 +4 
Stability VI. Temperature' ",o.02 ",0.05 "'0.02 "'0.05 
Gain Error -1.5 +1.5 -1.5 +1.5 
Nominal Tnnsfer FttDCtion 1O \0 

AMPLlFlERCHARACfERISTICS 
Closed Loop Gain' 180.6 245.5 
Input Offset Vol...., "C X 53.21 + 235 "Cx41.27-37 
Input Bias Current 0.1 0.1 

Differentia1lnput Ranse. -10 +50 -1O +50 

Common-Mode Ranse (-Vo-O.IS) (+V,-4) (-V,-O.IS) (+V, -4) 

Common-Mode Sensitivity-RTO 10 10 
Power Supply Sensitivity-RTO I 10 I 10 

OutpUt Voltage Ranse 
Dual Supplies (-Vs +2.5) (+Vs -2) (-V. +2.5) (+Vs-2) 
Single Supply ° (+Vs -2) 0 (+Vs-Z) 

Usable OutpUt Current' ",5 ±5 
3dB Bandwidth IS IS 

ALARM CHARACTERISTICS 
VCE(SAT) at 2mA 0.3 0.3 
Leskage Current :1:1 :1:1 
Operating Vol...., at - ALM (+Vs -4) (+Vs-4) 
Short Circuit Current 20 20 

POWER REQUIREMENTS 
Operating' (+V,to -Vs)s30 

(+r;~VT30 Quiescent Current 

I I +Vs 160 300 300 
-V, 100 200 ZOO 

PACKAGE OPTION' 
TO-lOO(H-IOA) ADS96AH ADS97AH 

NOTES 
'This is a measure of the deviation from ideal with a measuring thermocouple junction of 17S'C and a chip temperature of 6O'C. The 
ideal tranafer function is given by: 
AD596:VOUT = lSO.S7x(Vm-V.+ (ambient in 'C)xS3.21,1.Vrc +23S"V) 
ADS97: VOUT = 24S.46x(Vm-V.+ (ambient in 'C)x41.27"Vrc -37"V). 

VailS 

Volts 
Volts 
Volts 

Volts 
Volts 
"C 

"C 
"CI'C 
% 
mVrc 

VN 

"V 
JLA 
mV 
Volts 
mVN 
mVN 

Volts 
Volts 
mA 
kHz 

Volts 

"A 
Volts 
mA 

Volts 

JLA 
tLA 

Where V m and V. represent tbe measuring and ambient temperatures and are taken from the appropriate J or K thermocouple table. Tbe Ideal 
tranafer function minimizes the error over the ambient temperature range of 2S'C to lOO'C with a thermocouple temperature of approXimately 17S'C~ 

'Deemed as the slope of the line connecting the AD5961ADS97 CJC errors measured at 2S'C and lOO'C ambient temperature. 
'Pin 6 shorted to pin 7. 
'Current Sink Capability in single supply configuration is limited to current drawn to ground through a SOkO resistor at output voltages below 2.SV. 
'-Vs must not exceed -16.SV. 
·S .. Section 20 for package out1inc information. 

Specifications subject to change without notice. 

Specifications shown in boldface are tested on all production units at fmal electrical test. Results from those tests are used to calculate oUigoing quality 
levels. All min and max specifications are guaranteed, although ouly those shown in boldface are tested on all production units. . 
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AD596/AD597 
n-oeoaple TypeJ AD596 TypeK ADS97 n ............ pJo TypeJ ADS96 TypeK AD597 
Temperature VoItqe 0Iltput VoItqe Output Temperature VoItqe Output Voltqe Output 
'C mV mV mV mV 'C mV mV mV mV 

-200 - 7.890 -1370 - 5.891 -1446 500 27.388 5000 20.640 5066 
- 180 - 7.402 -1282 - 5.550 -1362 520 28.511 5203 21.493 5276 
- 160 - 6.821 -1177 - 5.141 -1262 540 29.642 5407 22.346 5485 
- 140 - 6.159 -1058 - 4.669 -1146 560 30.782 5613 23.198 5694 
- 120 - 5.426 - 925 - 4.138 -1016 580 31.933 5821 24.050 5903 

- 100 - 4.632 - 782 - 3.553 - 872 600 33.096 6031 24.902 6112 
- 80 - 3.785 - 629 - 2.920 - 717 620 34.273 6243 25.751 6321 
- 60 - 2.892 -468 - 2.243 - 551 640 35.464 6458 26.599 6529 
- 40 - 1.960 - 299 - 1.527 - 375 660 36.671 6676 27.445 6737 
- 20 - .995 - 125 - .777 - 191 680 37.893 6897 28.288 6944 

- 10 - .501 - 36 - .392 - 96 700 39.130 7120 29.128 7150 
0 0 54 0 0 720 40.382 7346 29.965 7355 

10 .507 146 .397 97 740 41.647 7575 30.799 7560 
20 1.019 238 .798 196 750 42.283 7689 31.214 7662 
25 1.277 285 1.000 245 760 - - 31.629 7764 

30 1.536 332 1.203 295 780 - - 32.455 7966 
40 2.058 426 1.611 395 800 - - 33.277 8168 
50 2.585 521 2.022 496 820 - - 34.095 8369 
60 3.115 617 2.436 598 840 - - 34.909 8569 
80 4.186 810 3.266 802 860 - - 35.718 8767 

100 5.268 1006 4.095 1005 880 - - 36.524 8965 
120 6.359 1203 4.919 1207 900 - - 37.325 9162 
140 7.457 1401 5.733 1407 920 - - 38.122 9357 
160 8.560 1600 6.539 1605 940 - - 38.915 9552 
180 9.667 1800 7.338 1801 960 - - 39.703 9745 

200 10.777 2000 8.137 1m 980 - - 40.488 9938 
220 11.887 2201 8.938 2194 1000 - - 41.269 10130 
240 12.998 2401 9.745 2392 1020 - - 42.045 10320 
260 14.108 2602 10.560 2592 1040 - - 42.817 10510 
280 15.217 2802 11.381 2794 1060 - - 43.585 10698 

300 16.325 3002 12.207 2996 1080 - - 44.439 10908 
320 17.432 3202 13.039 3201 1100 - - 45.108 11072 
340 18.537 3402 13.874 3406 1120 - - 45.863 11258 
360 19.640 3601 14.712 3611 1140 - - 46.612 11441 
380 20.743 3800 15.552 3817 1160 - - 47.356 11624 

400 21.846 3999 16.395 4024 1180 - - 48.095 11805 
420 22.949 4198 17.241 4232 1200 - - 48.828 11985 
440 24.054 4398 18.088 4440 1220 - - 49.555 12164 
460 25.161 4598 18.938 4649 1240 - - 50.276 12341 
480 26.272 4798 19.788 4857 1250 - - 50.633 12428 

Table I. Output Voltage vs. Thermocouple Temperature (Ambient +60°C, Vs = -5V, + 15V) 

TEMPERATURE PROPORTIONAL OUTPUT MODE 
The AD5961 AD597 can be used to generate a temperature pro
portional output of 10mVrC when operated with J and K type 
thermocouples as shown in Figure 1. Thermocouples produce 
low level output voltages which are a function of both the tem
perature being measured and the reference or cold junction 
temperature. The AD5961AD597 compensates for the cold junc
tion temperature and amplifies the thermocouple signal to produce 
a high level 10m, V rc voltage output which is a function only of 
the temperature being measured. The temperature stability of 
the part indicates the sensitivity of the output voltage to changes 
in ambient or device temperatures. This is typically 0.02°crc 
over the + 250C to + lOO"C recommended ambient temperature 
range. The parts will operate over the extended ambient tem
perature ranges from - 550C to + 125°C, but thermocouple 
nonlinearity at the reference junction will degrade the temperature 
stability over this extended range. Table I is a list of ideal AD5961 
AD597 output voltages as a function of Celsius temperature for 
type J and K ANSI standard thermocouples with package and 
reference junction at 60"<:. As is normally the case, these outputs 

CONSTANTAN 

IALUMELI 
IRON 

ICHROMEl) + 15 

, ... 
O~~~L 10k ~_---+-+--' 
ADJUST 1M , ... 

-,. 

Figure 1. Temperature Proportional Output Connection 

are subject to calibration and temperature sensitivity errors. 
These tables are derived using the ideal transfer functions: 

AD596 output = (Type J voltage +301.5JLV) x 180.57 
AD597 output = (Type K voltage) x 245.46 

The offsets and gains of these devices have been laser trimmed 
to closely approximate thermocouple characteristics over meas
urement temperature ranges centered around 175°C with the 
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ADS96IADS97 at an ambient temperature between 2S"C and 
lOO"C. This elimiDates the need for additional gain or offset 
adjustments to make the outpUt voltage read: 

VOUT = lOmVrc x (thermocouple temperature in "C) 
(within specified tolerances). 

Excluding calibration errors, the above transfer function is accurate 
to within 1"C from + 8O"C to + SSO"C for the ADS96 and - 2O"C 
to + 3SO"C for the ADS97. The different temperature ranges are 
due to the differences in J and K type thermocouple curves. 

European DIN FE-CuNi thermocouple vary slightly from ANSI 
type J thermocouples. Table I does not apply when these types 
of thermocouples are used. The transfer functions given previously 
and a thermocouple table should be used instead. 

Figure 1 also shows an optional trimming network which can be 
used to change the device's offset voltage. Injecting or sinking 
200nA from Pin 3 will offset the output aproximately lOmV 
(I"C). 

The ADS96IADS97 can operate from a single supply from SV to 
36V or from split supplies totalling 36V or less as shown. Since 
the output can only swing to within 2V of the positive supply, 
the usable measurement temperature range will be restricted 
when positive supplies less than ISV for the ADS97 and IOV for 
the ADS96 are used. If the ADS96IADS97 is to be used to 
indicate negative Celsius temperatures, then a negative supply is 
required. 

Common-mode voltages on the thermocouple inputs must remain 
within the common-mode voltage range of the ADS96IADS97, 
with a return path provided for the bias currents. If the ther
mocouple is not remotely grounded, then the dotted line connection 
shown in Figure I must be made to one of the thermocouple 
inputs. If there is no return path for the bias currents, the input 
stage will sanmite, causing erroneous output voltages. 

In this configuration, the ADS961ADS97 has circuitry which 
detects the presence of an open thermocouple. If the thermocouple 
loop becomes open, one or both of the inputs to the device will 
be deprived of bias current causing the output to saturate. It is 
this saturation which is detected internally and used to activate 
the alarm circuitry. The outpUt of this feature has a flexible 
format which can be used to source or sink up to 20mA of 
current. The collector ( + ALM) should not be allowed to become 
more positive than (-Vs + 36V), however, it may be permitted 
to be more positive than + V s. The emitter voltage ( - ALM) 
should be constrained such that it does not become more positive 
than 4V below + V s. If the alarm feature is not used, this pin 
should be connected to Pins 4 or 5 as shown in Figure 1. 

SET-POINT CONTROL MODE 
The ADS96IADS97 can be connected as a set-point controller as 
shown in Figure 2. The thermocouple voltage is cold junction 
compensated, amplified, and compared to an external set-point 
voltsge. The relationship between set-point voltage and temper
ature is given in Table I. If the temperature to be controlled is 
within the operating range (- 55"C to + 12S·C) of the device, it 
can monitor its own temperature by shorting the inputs to ground. 
The set-point voltage with the thermocouple inputs grounded is 
given by the expressions: 

ADS96 Set-Point Voltage = ·C x 9.6mVrc +42mV 
ADS97 Set-Point Voltage = ·C x IO.lmVrC -9.lmV 

The input impedance of the set-point pin of the ADS96IAD597 
is approximately SOkn. The temperature coefficient of this 
resistance is ± 15ppmfC. Therefore, the lOOppmfC 5kO pot 
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Figure 2. Set-Point Control Mode 

shown in Figure 2 will only introduce an additional ± I·C de
gradation of temperature stability over the + 25"C to + lOO·C 
ambient temperature range. 

Switching hysteresis is often used in set-point systems of this 
type to provide noise immunity and increase system reliability. 
By reducing the frequency of on-off cycling, mechanical compo
nent wear is reduced leading to enhanced system reliability. 
This can easily be implemented with a single external resistor 
between Pins 7 and 3 of the ADS96IADS97. Each 200nA of 
current injected into Pin 3 when the output switches will cause 

about 1"C of hysteresis; that is: RHYST (0) = ~~:A x .C~ST' 
In the set-point configuration, the ADS96/ADS97 output is 
saturated at all times, so the alarm transistor will be ON regardless 
of whether there is an open circuit or not. However, - ALM 
must be tied to a voltage below (+ Vs -4V) for proper operation 
of the rest of the circuit. 

STAND-ALONE TEMPERATURE TRANSDUCER 
The ADS96/ADS97 may be configured as a stand-alone Celsius 
thermometer as shown in Figure 3. 

-v. 
Figure 3. Stand-Alone Temperature Transducer 
Temperature Proportional Output Connection 

Simply omit the thermocouple and connect the inputs (Pins I 
and 2) to common. The output will now reflect the compensation 
voltage and hence will indicate the ADS96/ADS97 temperature. 
In this three terminal, voltage output, temperature sensing 
mode, the ADS961ADS97 will operate over the full extended 
- SS·C to + 12S"C temperature range. The output scaling will be 
9.6mV per "C with the ADS96 and 1O.lmV per·C with the 
ADS97. Additionally there will be a 42mV offset with the AD596 
causing it to read slightly high when used in this mode. 
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THERMOCOUPLE CONNECTIONS 
The connection of the thermocouple wire and the normal wire 
or printed circuit board traces going to the ADS96I ADS97 forms 
an effective reference junction as shown in Figure 4. This junction 
must be kept at the same temperature as the ADS96/ADS97 for 
the internal cold junction compensation to work properly . Unless 
the ADS96/ ADS97 is in a thermally stable enclosure, the ther
mocouple leads should be brought in directly to Pins I and 2. 

REFERENCE JUNCTION I 
1 0 1 

GND -v. 

Figure 4. PCB Connections 

To ensure secure bonding, the thermocouple wire should be 
cleaned to remove oxidization prior to soldering. Noncorrosive 
resin flux is effective with iron, constantan, chromel, ·and alumel, 
and the following solders: 95% tin-S% silver, or 90% tin-loo/. 
lead. 

SINGLE AND DUAL SUPPLY CONNECTIONS 
In the single supply configuration as used in the set-point controller 
of Figure 2, any convenient voltage from + SV to + 36V may be 
used, with self-heating errors being minimized at lower supply 
levels. In this configuration, the - V s connection at Pin 5 is tied 
to ground. Temperatures below zero·can be accommodated in 
the single supply set-point mode, but not in the single supply 
temperature measuring mode (Figure I reconnected for single 
supply). Temperatures below zero can only be indicated by a 
negative output voltage, which is impossible in the single supply 
mode. 

Common-mode voltages on the thermocouple inputs must remain 
below the positive supply, and not more than 0.15V more negative 
than the minus supply. In addition, a return path for the input 
bias currents must be provided. If the thermocouple is not 
remotely grounded, then the dotted line connections in Figures 
I and 2 are mandatory. 

STABILITY OVER TEMPERATURE 
The ADS96IADS97 isspecifJ.ed for a maximum error of ±4"C 
at an ambient temperature of 6O"C and a measuring junction 
temperature at 17S"C. The ambient temperature stability is 
specWed to be a maximum of O.OS"CI"C. In other words, for 
every degree change in the ambient temperature, the output will 
change no more than 0.05 degrees. So, at 25"C the maximum 
deviation from the temperature-voltage characteristic of Table I 
is ±S.7S"C, and at lOO"C it is ±6"C maximum (see Figure 5). 
If the offset error of ± 4"C is removed with a single offset ad
justment, these errors will be be reduced to ± 1. 7S·C and ± 2"C 
max. The optional trim circuit shown in Figure I demonstrates 
how the ambient offset error can be adjusted to zero. 

I 
I 
I 
I 
I 

AD596/AD597 

-------,-------
&O"C 

Figure 5. Drift Error vs. Temperature 

THERMAL ENVIRONMENTAL EFFECTS 
The inherent low power dissipation of the ADS96IAD597 keeps 
self-heating errors to a minimum. However, device output is 
capable of delivering ± SmA to an external load and the alarm 
circuitry can supply up to 20rnA. Since the typical junction to 
ambient thermal resistance in free air is ISO"O'W, significant 
temperature difference between the package pins (where the 
reference junction is located) and the chip (where the cold junction 
remperature is measured and then compensated) can exist when 
the device is operated in a high dissipation mode. These tem
perature differences will result in a direct error at the output. In 
the temperature proportional mode, the alarm feature will only 
activate in the event of an open thermocouple or system transient 
which causes the device output to saturate. Self-Heating errors 
will not effect the operation of the alarm but two cases do need 
to be considered. First, after a fault is corrected and the alarm 
is reset, the ADS96IADS97 must be allowed to cool before readings 
can again be accurate. This can take 5 minutes or more depending 
upon the thermal environment seen by the device. Second, the 
junction temperature of the part should not be allowed to exceed 
ISO"C. If the alarm circuit of the ADS96IADS97 is made to 
source or sink 20rnA with 30V across it, the junction temperature IIJ 
will be 9O"C above ambient causing the die temperature to exceed 
ISO"C when ambient is above 6O"C. In this case, either the load 
must be reduced, or a heat sink used to lower the thermal 
resistance. 

TEMPERATURE READOUT AND CONTROL 
Figure 6 shows a complete temperature indication and control 
system based on the AD5961AD597. Here the ADS961ADS97 is 
being used as a closed-loop thermocouple signal conditioner and 
an external op-amp is used to implement set point. This has two 
important advantages. It provides a high level (lOmVI"C) output 
for the AID panel meter and also preserves the alarm function 
for open thermocouples. 

The AID panel meter can easily be offset and scaled as shown to 
read directly in degrees Fahrenheit. If a two temperature cali
bration scheme is used, the dominant residual errors will arise 
from two sources; the IIII1bient temperature rejection (typically 
± 2"C over a 2S·C to lOO"C range) and thermocouple nonlinearity 
rypical + 1"C from 8O"C to 55O"C for type J and + I"C from 
- 2O"C to 3S0"C for type K. 

An external voltage reference is used both to increase the stability 
of the AID converter and supply.a stable reference for the set-point 
voltage. 
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A traditional requirement for the design of set-point control 
thermocouple systems bas been to configure the system such 
that the appropriate action is taken in the event of an open 
thermocouple. The open thermocouple alarm pin with its flexible 
current-limited output format supPorts this function when the 
part operates in the temperature proportional mode. In addition, 
if the thermocouple is not remotely grounded, it is possible to 
program the device for either a positive or negative full scale 
output in the event of an open thermocouple. This is done by 
connecting the bias return resistor directly to Pin 1 if a high 
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output voltage is desired to indicate a fault condition. Alternately, 
if the bias return is provided on the thermocouple lead connected 
to Pin 2, an open circuit will result in an output low reading. 
Figure 6 shows the ground return connected to Pin I so that if 
the thermocouple fails, the heater will remain off. At the same 
time, the alarm circuit lights the LED signalling the need to 
service the thermocouple. Grounding Pin 2 would lead to low· 
output voltage saturation, and in this circuit would result in a 
potentially dangerous thermal runaway under fault conditions. 

ICL7136 
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Figure 6. Temperature Measurement and Control 
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IIIIIIIIIII ANALOG 
WDEVICES 

FEATURES 
Single Chip Solution, Contains Internal Oscillator and 

Voltage Reference 
No Adjustments Required 
Insensitive to Transducer Null Voltage 
Insensitive to Primary to Secondary Phase Shifts 
DC Output Proportional to Position 
20 Hz to 20 kHz Frequency Range 
Single or Dual Supply Operation 
Unipolar or Bipolar Output 
Will Operate a Remote LVDT at Up to 300 Feet 
Position Output Can Drive Up to 1000 Feet of Cable 
Will Also Interface to an RVDT 
Outstanding Performance 

Linearity: 0.05% of FS max 
Output Voltage: ±11 V min 
Gain Drift: 50 ppm/"C of FS max 
Offset Drift: 50 ppm/oC of FS max 

PRODUCT DESCRIPTION 
The AD598 is a complete, monolithic Linear Variable Differen
tial Transformer (LVDT) signal conditioning subsystem. It is 
used in conjunction with L VDTs to convert transducer mechan
ical position to a unipolar or bipolar dc voltage with a high de
gree of accuracy and repeatability. All circuit functions are 
included on the chip. With the addition of a few external pas
sive components to set frequency and gain, the AD598 converts 
the raw LVDT secondary output to a scaled dc signal. The de
vice can also be used with RVDT transducers. 

The AD598 contains a low distortion sine wave oscillator to 
drive the LVDT primary. The LVDT secondary output consists 
of two sine waves that drive the AD598 directly. The AD598 
operates upon the two signals, dividing their difference by their 
sum, producing a scaled unipolar or bipolar dc output. 

The AD598 uses a unique ratiometric architecture (patent pend
ing) to eliminate several of the disadvantages associated with 
traditional approaches to LVDT interfacing. The benefits of this 
new circuit are: no adjustments are necessary, transformer null 
voltage and primary to secondary phase shift does not affect sys
tem accuracy, temperature stability is improved, and transducer 
interchangeinterchangeabilityability is improved. 

The AD598 is available in two performance grades: 

Grade Temperature Range Package 

AD598JR 0 to + 70"C 20-Pin Small Outline (SOIC) 
AD598AD -40°C to +85°C 20-Pin Ceramic DIP 
It is also available processed to MIL-STD-883B, for the military 
range of -55"C to + 125°C. 

LVDT Signal 
Conditioner 

AD598 I 

AD598 FUNCTIONAL BLOCK DIAGRAM 

EXCITATION (CARRIER) 

PRODUCT HIGHLIGHTS 
1. The AD598 offers a monolithic solution to L VDT and 

RVDT signal conditioning problems; few extra passive com
ponents are required to complete the conversion from 
mechanical position to dc voltage and no adjustments are 
required. 

2. The AD598 can be used with many different types of 
L VDTs because the circuit accommodates a wide range of 
input and output voltages and frequencies; the AD598 can 
drive an L VDT primary with up to 24 V rms and accept sec
ondary input levels as low as 100 mV rms. 

3. The 20 Hz to 20 kHz L VDT excitation frequency is deter
mined by a single external capacitor. The AD598 input signal 
need not be synchronous with the L VDT primary drive. .a 
This means that an external primary excitation, such as the .all 
400 Hz power mains in aircraft, can be used. 

4. The AD598 uses a ratiometric decoding scheme such that 
primary to secondary phase shifts and transducer null voltage 
have absolutely no effect on overall circuit performance. 

5. Multiple LVDTs can be driven by a single AD598, either in 
series or parallel as long as power dissipation limits are not 
exceeded. The excitation output is thermally protected. 

6. The AD598 may be used in telemetry applications or in hos
tile environments where the interface electronics may be 
remote from the LVDT. The AD598 can drive an LVDT at 
the end of 300 feet of cable, since the circuit is not affected 
by phase shifts or absolute signal magnitudes. The position 
output can drive as much as 1000 feet of cable. 

7. The AD598 may be used as a loop integrator in the design of 
simple electromechanical servo loops. 
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SPECIFICATIONS (typical @ +25°C and :1:15 V dc, Cl = 0.015 /LF, R2 = 80 kil, Rl = 2 kil, unless otherwise 
noted. See Fillure 7.J 

AD598J AD598A 
Model Min Typ Max Min Typ Max Unit 

TRANSFER FUNCTION! VOUT = 
V,1- VB ---
VA+VB 

X 500 f).A x R2 V 

OVERALL ERROR2 

T min to Tmax 0.6 2.35 0.6 1.65 % ofFS 

SIGNAL OUTPUT CHARACTERISTICS 
Output Voltage Range (Tmin to Tmax) ±11 ±11 V 
Output Current (T min to T ma.) 8 6 rnA 
Short Circuit Current 20 20 rnA 
Nonlinearity' (T min to T ma.) 75 ±500 75 ±500 ppm ofFS 
Gain Error' 0.4 ±1 0.4 ±1 % ofFS 
Gain Drift 20 ±100 20 ±50 ppml"C ofFS 
OffsetS 0.3 ±1 0.3 ±1 % ofFS 
Offset Drift 7 ±200 7 ±50 ppml"C ofFS 
Excitation Voltage Rejection6 100 100 ppm/dB 
Power Supply Rejection (± 12 V to ± 18 V) 

PSRR Gain (T min to T ma.) 300 100 400 100 ppmN 
PSRR Offset (T min to T max) 100 15 200 15 ppmN 

Common Mode Rejection (± 3 V) 
CMRR Gain (T min to T ma.) 100 25 200 25 ppmN 
CMRR Offset (T min to T max) 100 6 200 6 ppmN 
Output Ripple7 4 4 mVrms 

EXCITATION OUTPUT CHARACTERISTICS (~; 2.5 kHz) 
Excitation Voltage Range 2.1 24 2.1 24 Vrms 
Excitation Voltage 

(Rl = Open)8 1.2 2.1 1.2 2.1 V rms 
(Rl = 12.7 kG)8 2.6 4.1 2.6 4.1 Vrms 
(Rl = 487 G)8 14 20 14 20 Vrms 

Excitation Voltage TC9 600 600 ppml"C 
Output Current 30 30 mArms 

T min to Tmax 12 12 mArms 
Short Circuit Current 60 60 rnA 
DC Offset Voltage (Differential, Rl = 12.7 kG) 

Tmin to Tmax 30 ±100 30 ±100 mV 
Frequency 20 20k 20 20k Hz 
Frequency TC, (Rl = 12.7 kG) 200 200 ppml"C 
Total Harmonic Distortion -50 -50 dB 

SIGNAL INPUT CHARACTERISTICS 
Signal Voltage 0.1 3.5 0.1 3.5 V rms 
Input Impedance 200 200 kG 
Input Bias Current (AIN and BIN) 1 5 1 5 IJ-A 
Signal Reference Bias Current 2 10 2 10 IJ-A 
Excitation Frequency 0 20 0 20 kHz 

POWER SUPPLY REQUIREMENTS 
Operating Range 13 36 13 36 V 
Dual Supply Operation (± 10 V Output) ±13 ±13 V 
Single Supply Operation 

o to + 10 V Output 17.5 17.5 V 
o to -10 V Output 17.5 17.5 V 

Current (No Load at Signal and Excitation Outputs) 12 15 12 15 rnA 
Tmin to Tmax 16 18 rnA 

TEMPERATURE RANGE 
JR (SOIC) 0 70 ·C 
AD (DIP) -40 +85 ·C 

PACKAGE OPTION!O 
SOIC (R-20) ADS98JR 
Side Brazed DIP (D-20) AD598AD 
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'AD598 
NOTES 
IVA and VB represent the Mean Average Deviation (MAD) of the detected sine waves. Note that for this Transfer Function to linearly represent positive dis
placement, the sum of VA and VB of the LVDT must remain constant with stroke length. See "Theory of Operation." Also see Figures 7 and 12 for R2. 

2Prom Tmin to Tmax the overall error due to the AD598 alone is determined by combining gain error, gain drift and offset drift. For example, the worst case 
overall error for the AD598AD from T m,. to T_ is calculated as follows: overall error = gain error at +25'C (±I% full scale) + gain drift from -40'C to 
+25"C (50 ppml"C of FS x +65'C) + offilet drift from -40'C to +25"C (50 ppml"C of FSx 65'C) = ±1.65% of full scale. Note that 1000 ppm of full scale 
equals 0.1 % of full scale. Full scale is defined as the voltage difference between the maximum positive and maximum negative output. 

'Nonlinearity of the AD598 only, in units of ppm of full scale. Nonlinearity is defined as the maximum measured deviation of the AD598 output voltage from 
a straight line. The straight line is determined by connecting the maximum produced full-scale negative voltage with the maximum produced full-scale positive 
voltage. 

4See Transfer Function. 
'This offset refers to the (VA -VB)I(VA +VB) input spanning a full-scale range of ±1. [For (VA -VB)/(V A +VB) to equal +1, VB must equal zero volts; and corre
spondingly for (VA - V B)I(V A + V B) to equal - 1, V A must equal zero volts. Note that offset errors do not allow accurate use of zero magnitude inputs; practical 
inputs are limited to 100 mV rms.] The ± 1 span is a convenient reference point to define offset referred to input. For example, with this input span a value of 
R2 = 20 kO would give VOUT span a value of ± 10 volts. Caution, most LVDTs will typically exercise less of the (VA - V B)I(V A + V B) input span and thus re
quire a larger value of R2 to produce the ± 10 V output span. In this case the offset is correspondingly magnified when referred to the output voltage. For ex
ample, a Schaevitz ElOO LVDT requires 80.2 ill for R2 to produce a ± 10.69 V output and (VA - V B)l1Y A + VB) equals 0.27. This ratio may be determined 
from the graph shown in Figure 18, (VA -VB)I(VA+VB) = (1.71 V rms-0.99 V rms)/(1.71 V rms+0.99 V rms). The maximum offset value referred to the 
±1O.69 V output may be determined by multiplying the maximum value shown in the data sheet (±1% ofFS by 110.27 which equals ±3.7% maximum. Simi
larly, to determine the maximum values of offset drift, offset CMRR and offset PSRR when referred to the ±1O.69 V output, these data sheet values should 
also be multiplied by (110.27). For this example, for the AD598AD the maximum values of offset drift, PSRR offset and CMRR offset would be: 185 ppml"C 
of FS; 741 ppmN and 741 ppmN respectively when referred to the ± 10.69 V output. 

"For example, if the excitation to the primary changes by 1 dB, the gain of the system will change by typically 100 ppm. 
'Output ripple is a function of the AD598 bandwidth deterntined by C2, C3 and C4. See Figures 16 and 17. 
SRI is shown in Figures 7 and 12. 
9Excitation voltage drift is not an important specification because of the ratiometric operation of the AD598. 

lOSee Section 20 for package outline information. 

Specifications subject to change without notice. 

Specifications shown in boldface are tested on all production units at final electrical test. Results from those tested are used to calculate outgoing quality levels. 
All min and max specifications are guaranteed, although only those shown in boldface are tested on all production units. 

THERMAL CHARACTERISTICS 

sOle Package 
Side Brazed Package 

ABSOLUTE MAXIMUM RATINGS 
Total Supply Voltage +Vs to -Vs ........ 36 V 
Storage Temperature Range 

R Package ..................... -65°C to + 150°C 
D Package ..................... -65°C to + 150°C 

Operating Temperature Range 
AD598JR .......................... 0 to + 70°C 
AD598AD ...................... -40°C to +8SoC 

Lead Temperature Range (Soldering 60 Seconds) .... + 300°C 
Power Dissipation Up to +6SoC ................ 1.2 W 
Derates Above +6SoC .................... 12 mwrc 

CONNECTION DIAGRAM 

Plastic SOIC (R) Package 
and 

Side Brazed Ceramic DIP (D) Package 
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Typical Characteristics (at +25°C and Vs = ±15 V unless otherwise noted) 
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THEORY OF OPERATION 
A block diagram of the AD598 along with an L VDT (Linear 
Variable Differential Transformer) connected to its input is 
shown in Figure 5. The LVDT is an electromechanical trans
ducer whose input is the mechanical displacement of a core and 
whose output is a pair of ac voltages proportional to core posi
tion. The transducer consists of a primary winding energized by 
an external sine wave reference source, two secondary windings 
connected in series, and the moveable core to couple flux 
between the primary and secondary windings. 

EXCITATION (CARRIER) 

VOUT 

Figure 5. AD598 Functional Block Diagram 

The AD598 energizes the LVDT primary, senses the LVDT 
secondary output voltages and produces a de output voltage pro
portional to core position. The AD598 consists of a sine wave 
oscillator and power amplifier to drive the primary, a decoder 
which determines the ratio of the difference between the L VDT 
secondary voltages divided by their sum, a filter and an output 
amplifier. 

The oscillator comprises a multivibrator which produces a tri
wave output. The triwave drives a sine shaper, which produces 
a low distortion sine wave whose frequency is determined by a 
single capacitor. Output frequency can range from 20 Hz to 
20 kHz and amplitude from 2 V rms to 24 V rms. Total har
monic distortion is typically -50 dB. 

The output from the L VDT secondaries consists of a pair of 
sine waves whose amplitude difference, (V A-VB)' is proportional 
to core position. Previous L VDT conditioners synchronously 

AD598 
detect this amplitude difference and convert its absolute value to 
a voltage proportional to position. This technique uses the pri
mary excitation voltage as a phase reference to determine the 
polarity of the output voltage. There are a number of problems 
associated with this technique such as (1) producing a constant 
amplitude, constant frequency excitation signal, (2) compensat
ing for LVDT primary to secondary phase shifts, and (3) com
pensating for these shifts as a function of temperature and 
frequency. 

The AD598 eliminates all of these problems. The AD598 does 
not require a constant amplitude because it works on the ratio of 
the difference and sum of the LVDT output signals. A constant 
frequency signal is not necessary because the inputs are rectified 
and only the sine wave carrier magnitude is processed. There is 
no sensitivity to phase shift between the primary excitation and 
the L VDT outputs because synchronous detection is not 
employed. The ratiometric principle upon which the AD598 
operates requires that the sum of the L VDT secondary voltages 
remains constant with L VDT stroke length. Although L VDT 
manufacturers generally do not specify the relationship between 
VA + VB and stroke length, it is recognized that some LVDTs do 
not meet this requirement. In these cases a nonlinearity will 
result. However, the majority of available LVDTs do in fact 
meet these requirements. 

The AD598 utilizes a special decoder circuit. Referring to the 
block diagram and Figure 6 below, an implicit analog comput
ing loop is employed. After rectification, the A and B signals are 
multiplied by complementary duty cycle signals, d and (l-d) 
respectively. The difference of these processed signals is inte
grated and sampled by a comparator. It is the output of this 
comparator that defines the original duty cycle, d, which is fed 
back to the multipliers. 

As shown in Figure 6, the input to the integrator is [(A + B)d]
B. Since the integrator input is forced to 0, the duty cycle 
d = B/(A+B). 

The output comparator which produces d = B/(A + B) also con-
trols an output amplifier driven by a reference current. Duty IE 
cycle signals d and (I-d) perform separate modulations on the 
reference current as shown in Figure 6, which are summed. The 
summed current, which is the output current, is IREF x (1- 2d). 

Figure 6. Block Diagram of Decoder 
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Since d = B/(A + B), by substitution the output current equals 
IREF x (A - B)/(A + B). This output current is then filtered and 
converted to a voltage since it is forced to flow through the scal
ing resistor R2 such that: 

VOUT = [REF x IA-BI/IA+BI x R2 

CONNECTING THE AD598 
The AD598 can easily be connected for dual or single supply 
operation as shown in Figures 7 and 12. The following general 
design procedures demonstrate how external component values 
are selected and can be used for any L VDT which meets AD598 
input/output criteria. 

Parameters which are set with external passive components 
include: excitation frequency and amplitude, AD598 system 
bandwidth, and the scale factor (Vlinch). Additionally, there are 
optional features, offset null adjustment, filtering, and signal 
integration which can be used by adding external components. 

DESIGN PROCEDURE 
DUAL SUPPLY OPERATION 

Figure 7 shows the connection method with dual ± 15 volt 
power supplies and a Schaevitz ElOO LVDT. This design proce
dure can be used to select component values for other L VDTs 
as well. The procedure is outlined in Steps I through 10 as 
follows: 

1. Determine the mechanical bandwidth required for L VDT 
position measurement subsystem, fSUBSYSTEM' For this 
example, assume fSUBSYSTEM = 250 Hz. 

2. Select minimum LVDT excitation frequency, approximately 
10 x fSUBSYSTEM' Therefore, let excitation frequency = 

2.5 kHz. 

3. Select a suitable LVDT that will operate with an excitation 
frequency of 2.5 kHz. The Schaevitz ElOO, for instance, 
will operate over a range of 50 Hz to 10 kHz and is an eligi
ble candidate for this example. 

T 
-15V 

C1 

C2 

4. Determine the sum of LVDT secondary voltages V A and 
VB' Energize the LVDT at its typical drive level V PRJ as 
shown in the manufacturer's data sheet (3 V rms for the 
EIOO). Set the core displacement to its center position 
where V A = VB' Measure these values and compute their 
sum V A +VB. For the ElOO, V A +VB = 2.70 V rms. This 
calculation will be used later in determining AD598 output 
voltage. 

5. Determine optimum LVDT excitation voltage, VEXC ' With 
the L VDT energized at its typical drive level V PRJ' set the 
core displacement to its mechanical full-scale position and 
measure the output V SEC of whichever secondary produces 
the largest signal. Compute L VDT voltage transformation 
ratio, VTR. 

VTR = V PRI/V SEC 

For the ElOO, VSEC = 1.71 V rms for VPRJ = 3 V rms. 
VTR = 1.75 

The AD598 signal input, V SEC> should be in the range of 
I V rms to 3.5 V rms for maximum AD598 linearity and 
minimum noise susceptibility. Select VSEC = 3 V rms. 
Therefore, LVDT excitation voltage VEXC should be: 

VEXC = VSEC x VTR = 3 x 1.75 = 5.25 Vrms 

Check the power supply voltages by verifying that the peak 
values of V A and VB are at least 2.5 volts less than the volt
ages at +Vs and -Vs· 

6. Referring to Figure 7, for V s = ± 15 V, select the value of 
the amplitude determining component RI as shown by the 
curve in Figure 8. 

7. Select excitation frequency determining component C 1. 

CI = 35 fl.F Hz/fEXCITATION 

8. C2, C3 and C4 are a function of the desired bandwidth of 
the AD598 position measurement subsystem. They should 
be nominally equal values. 

I--..--H>--' R, 

NOTE 
FOR C1, C2, C3 AND C4 MYLAR 

~ V, 

VA CAPACITORS ARE 
SCHAEVITZ E100=--------------' RECOMMENDED. CERAMIC 

lVOT CAPACITORS MAY BE 
SUBSTITUTED. FOR R2, R3 AND 
R4 USE STANDARD 1% 
RESISTORS. 

Figure 7. Interconnection Diagram for Dual SupplV Operation 
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C2 = C3 = C4 = lO-4 Farad HzI!suBSYSTEM (Hz) 

If the desired system bandwidth is 250 Hz, then 

C2 = C3 = C4 = lO-4 Farad Hzl250 Hz = 0.4 .... F 

See Figures 13, 14 and IS for more information about 
AD598 bandwidth and phase characterization. 

9. In order to Compute R2, which sets the AD598 gain or full
scale output range, several pieces of information are needed: 

a. LVDT sensitivity, S 

b. Full-scale core displacement, d 

c. Ratio of manufacrurer recommended primary drive level, 
VpRI, to (VA + VB) computed in Step 4. 

L VDT sensitivity is listed in the L VDT manufacturer's 
catalog and has units of millivolts output per volts input 
per inch displacement. The EIOO has a sensitivity of 
2.4 mVNlmil. In the event that LVDT sensitivity is not 
given by the manufacturer, it can be computed. See section 
on Determining LVDT Sensitivity. 

For a full-scale displacement of d inches, voltage out of the 
AD598 is computed as 

VOUT = S x [(VAV:R~B)] x 500floA x R2 x d. 

VOUT is measured with respect to the signal reference, 
Pin 17 shown in Figure 7. 

Solving for RZ, 

R2 = VOUT x (VA + VB) 
S x VPRI X 500 floA x d 

Note that V PRI is the same signal level used in Step 4 to 
determine (VA + VB) 

For VOUT = 20 V full-scale range (±IO V) and d = 0.2 
inch full-scale displacement (±O.I inch), 

20 V x 2.70 V 
R2 = 2.4 x 3 x 500 floA x 0.2 = 75.3 kO 

(I) 

V OUT as a function of displacement for the above example 
is shown in Figure 9_ 

AD598 
VOUT (VOLTS) 

-0.1 +0.1 d (INCHES) 

Figure 9. VOUT (± 10 V Full Scale) 
vs. Core Displacement (±0.1 Inch) 

10. Selections of R3 and R4 permit a positive or negative output 
voltage offset adjustment. 

v: - I 2 V x R2 x ( I _ I ) (2) 
as - . R3 + 5 kO* R4 + 5 kO* 

*These values have a ±20% tolerance. 

For no offset adjustment R3 and R4 should be open circuit. 

To design a circuit producing a 0 to + lO V output for a 
displacement of ±O.I inch, set VOUT to + lO V, d = 0.2 
inch and solve Equation (I) for R2. 

R2 = 37.6 kO 

This will produce a response shown in Figure lO. 

VOUT (VOLTS) 

-0.1 +0.1 d (INCHES) 

Figure 10. VOUT (±5 V Full Scale) 
vs. Core Displacement (±0.1 Inch) 

In Equation (2) set Vos = 5 V and solve for R3 and R4. 
Since a positive offset is desired, let R4 be open circuit. 

Rearranging Equation (2) and solving for R3 

1.2 x R2 
R3 = --- -5 kO = 4.02 kO 

Vas 
Figure 11 shows the desired response. 

VOUT (VOLTS) 

-0.1 +0.1 d (INCHES) 

Figure 11. VOUT (0-10 V Full Scale) 
vs. Displacement (±0.1 Inch) 
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LVDT 

Figure 12. Interconnection Diagram for Single Supply Operation 

DESIGN PROCEDURE 
SINGLE SUPPLY OPERATION 

Figure 12 shows the single supply connection method. 

For single supply operation, repeat Steps 1 through 10 of the 
design procedure for dual supply operation, then complete the 
additional Steps II through 14 below. R5, R6 and C5 are addi
tional component values to be determined. VOUT is measured 
with respect to SIGNAL REFERENCE. 

11. Compute a maximum value of R5 and R6 based upon the 
relationship 

R5 + R6:sV ps/100 f.IA 
12. The voltage drop across R5 must be greater than 

( 1.2 V VOUT ) 
2 + 10 kG* R4 + 5 kG + 250 f.IA + 4 x R2 Volts 

Therefore 

( 1.2 V Your ) 
2 + !O kO*R4 + 5 kO + 250 ~ + 4XR2 

R52: - -
!OO~ 

*These values have :!:20% tolerance. 

Ohms 

Based upon the constraints of R5 + R6 (Step ll) and R5 
(Step 12), select an interim value of R6. 

13. Load current through RL returns to the junction of R5 and 
R6, and flows back to Vps. Under maximum load condi
tions, make sure the voltage drop across R5 is met as 
defined in Step 12. 

As a final check on the power supply voltages, verify that 
the peak values of V A and VB are at least 2.5 volts less than 
the voltages at + Vs and -V s. 

14. C5 is a bypass capacitor in the range of 0.1 fLF to 1 fLF. 

Gain Phase Characteristics 
To use an LVDT in a closed loop mechanical servo application, 
it is necessary to know the dynamic characteristics of the trans-

ducer and interface elements. The transducer itself is very quick 
to respond once the core is moved. The dynamics arise prima
rily from the interface electronics. Figures 13, 14 and 15 show 
the frequency response of the AD598 L VDT Signal Condi
tioner. Note that Figures 14 and 15 are basically the same; the 
difference is frequency range covered. Figure 14 shows a wider 
range of mechanical input frequencies at the expense of accu
racy. Figure 15 shows a more limited frequency range with 
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enhanced accuracy. The figures are transfer functions with the 
input to be considered as a sinusoidally varying mechanical posi
tion and the output as the voltage from the ADS98; the units of 
the transfer function are volts per inch. The value of C2, C3 and 
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Figure 15. Gain and Phase Characteristics vs. Frequency 
(0-10 kHz) 

AD598 
C4, from Figure 7, are all equal and designated as a parameter 
in the figures. The response is approximately that of two real 
poles. However, there is appreciable excess phase at higher fre
quencies. An additional pole of filtering can be introduced with 
a shunt capacitor across R2, (see Figure 7); this will also 
increase phase lag. 

When selecting values of C2, C3 and C4 to set the bandwidth of 
the system, a trade-off is involved. There is ripple on the "de" 
position output voltage, and the magnitude is determined by the 
filter capacitors. Generally, smaller capacitors will give higher 
system bandwidth and larger ripple. Figures 16 and 17 show the 
magnitude of ripple as a function of C2, C3 and C4, again all 
equal in value. Note also a shunt capacitor across R2 shown as a 
parameter (see Figure 7). The value of R2 used was 81 kG with 
a Schaevitz EIOO LVDT. 
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Figure 16. Output Voltage Ripple vs. Filter Capacitance II 
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Figure 17. Output Voltage Ripple vs. Filter Capacitance 
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Determining L VDT Sensitivity 
LVDT sensitivity can be determined by measuring the LVDT 
secondary voltages as a function of primary drive and core posi
tion, and performing a simple computation. 

Energize the L VDT at its recommended primary drive level, 
VPRI (3 V rms for the ElOO). Set the core to midpoint where 
VA = VB' Set the core displacement to its mechanical full-scale 
position and measure secondary voltages V A and VB' 

Sensitivity = 
VA (at Full Scale) - VB (at Full Scale) 

From Figure 18, 

1.71-0.99 
Sensitivity = 3 x 100 mils = 2.4 mVIVlmil 

Thermal Shutdown and Loading Considerations. 
The AD598 is protected by a thermal overload circuit. If the die 
temperature reaches 165°C, the sine wave excitation amplitude 
gradually reduces, thereby lowering the internal power dissipa
tion and temperature. 

Due to the ratiometric operation of the decoder circuit, only 
small errors result from the reduction of the excitation ampli
tude. Under these conditions the signal-processing section of the 
AD598 continues to meet its output specifications. 

APPLICATIONS 
PROVING RING-WEIGH SCALE 
Figure 20 shows an elastic member (steel proving ring) com
bined with an LVDT to provide a means of measuring very 
small loads. Figure 19 shows the electrical circuit details. 

The advantage of using a Proving Ring in combination with an 
L VDT is that no friction is involved between the core and the 
coils of the LVDT. This means that weights can be measured 
without confusion from frictional forces. This is especially 
important for very low full-scale weight applications. 

Although it is recognized that this type of measurement system 
may best be applied to weigh very small weights, this circuit 
was designed to give a full-scale output of 10 V for a 500 Ib 
weight, using a Morehouse Instruments model 5BT Proving 
Ring. The LVDT is a Schaevitz type HR050 (±50 mil full 

.'5rV ________________________ ~+~~---------, 

6.8IJF O.1IJF 

-15V 

1ifr...-__ ...-____ =+<r-r R, 

~l"t.:!..-v, __ ----' 
LVDT 

Figure 19. Proving Ring-Weigh Scale Circuit 

VSEC WHEN VPR1 = 3V rms 

0.99Vrms 

VB 

d=-100mlls d=O d = +100 mils 

Figure 18. L VDT Secondary Voltage vs. Core 
Displacement 

The thermal load depends upon the voltage and current deliv
ered to the load as well as the power supply potentials. An 
L VDT Primary will present an inductive load to the sine wave 
excitation. The phase angle between the excitation voltage and 
current must also be considered, further complicating thernIal 
calculations. 

FORCE/LOAD 

Figure 20. Proving Ring-Weigh Scale Cross Section 

scale). Although this LVDT provides ± 50 mil full scale, the 
value of R2 was calculated for d = ± 30 mil and V OUT equal to 
10 V as in Step 9 of the design procedures. 

The 1 ",F capacitor provides extra filtering, which reduces noise 
induced by mechanical vibrations. The other circuit values were 
calculated in the usual manner using the design procedures. 

This weigh-scale can be designed to measure tare weight simply 
by putting in an offset voltage by selecting either R3 or R4 (as 
shown in Figures 7 and 12). Tare weight is the weight of a con
tainer that is deducted from the gross weight to obtain the net 
weight. 

The value of R3 or R4 can be calculated using one of two sepa
rate methods. First, a potentiometer may be connected between 
Pins 18 and 19 of the AD598, with the wiper connected to 
-VSUPPLY' This gives a small offset of either polarity; and the 
value can be calculated using Step 10 of the design procedures. 
For a large offset in one direction, replace either R3 or R4 with 
a potentiometer with its wiper connected to - V SUPPLY' 
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The resolution of this weigh-scale was checked by placing a 100 
gram weight on the scale and observing the AD598 output sig
nal deflection on an oscilloscope. The deflection was 4.8 mY. 

The smallest signal deflection which could be measured on the 
oscilloscope was 450 j.L V which corresponds to a 10 gram 
weight. This 450 j.L V signal corresponds to an L VDT displace
ment of 1.32 microinches which is equivalent to one tenth of the 
wave length of blue light. 

The Proving Ring used in this circuit has a temperature coeffi
cient of 250 ppml"C due to Young's Modulus of steel. By put
ting a resistor with a temperature coefficient in place of R2 it is 
possible to temperature compensate the weigh-scale. Since the 
steel of the Proving Ring gets softer at higher temperatures, the 
deflection for a given force is larger, so a resistor with a negative 
temperature coefficient is required. 

SYNCHRONOUS OPERATION OF MULTIPLE LVDTS 
In many applications, such as multiple gaging measurement, a 
large number of LVDTs are used in close physical proximity. If 
these L VDTs are operated at similar carrier frequencies, stray 
magnetic coupling could cause beat notes to be generated. The 
resulting beat notes would interfere with the accuracy of mea
surements made under these conditions. To avoid this situation 
all the L VDTs are operated synchronously. 

AD598 
The circuit shown in Figure 21 has one master oscillator and 
any number of slaves. The master AD598 oscillator has its fre
quency and amplitude programmed in the usual manner via Rl 
and C2 using Steps 6 and 7 in the design procedures. The slave 
AD598s all have Pins 6 and 7 connected together to disable their 
internal oscillators. Pins 4 and 5 of each slave are connected to 
Pins 2 and 3 of the master via 15 kO resistors, thus setting the 
amplitudes of the slaves equal to the amplitude of the master. If 
a different amplitude is required the 15 kO resistor values 
should be changed. Note that the amplitude scales linearly with 
the resistor value. The 15 kO value was selected because it 
matches the nominal value of resistors internal to the circuit. 
Tolerances of 20% between the slave amplitudes arise due to 
differing internal resistors values, but this does not affect the 
operation of the circuit. 

Note that each L VDT primary is driven from its own power 
amplifier and thus the thermal load is shared between the 
AD598s. There is virtually no limit on the number of slaves in 
this circuit, since each slave presents a 30 kO load to the master 
AD598 power amplifier. For a very large number of slaves (say 
100 or more) one may need to consider the maximum output 
current drawn from the master AD598 power amplifier. 

--
SCHAEVITZ E 100 f LVDT 
MECHANICAL POSInON INPUT 

--
SCHAEVITZ E 100 f LVDT 
MECHANICAL POSITION INPUT 

L-~~---
SCHAEVITZ E 100 f LVDT 
MECHANICAL POSITION INPUT 

Figure 21. Multiple LVDTs - Synchronous Operation 
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HIGH RESOLUTION POSITION-TO-FREQUENC\' 
CIRCUIT 
In the circuit shown in Figure 22, the ADS98 is combined with 
an AD652 voltage-to-frequency (VIP) converter to produce an 
effective, simple data converter which can make high resolution 
measurements. 

This circuit transfers the signal from the L VDT to the V IF con
verter in the form of a current, thus eliminating the errors nor
mally caused by the offset voltage of the VIP converter. The 
V IF converter offset voltage is normally the largest source of 
error in such circuits. The analog input signal to the AD652 is 
converted to digital frequency output pulses which can be 
counted by simple digital means. 

-v. .Vo 
O.1J.1F O.1J.1F 

SCHAEVITZ E 100 f LVDT 
MeCHANICAL POSITION INPUT 

This circuit is particularly useful if there is a large degree of 
mechanical vibration (hum) on the position to be measured. 
The hum may be completely rejected by counting the digital 
frequency pulses over a gate time (fixed period) equal to a mul
tiple of the h1,\1ll period. For the effects of the hum to be com
pletely rejected, the hum must be a periodic signal. 

The VIP converter is currently set up for unipolar operation. 
The AD652 data sheet expiains how to set up for bipolar opera
tion. Note that when the L VDT core is centered, the output 
frequency is zero. When the L VDTcore is positioned off cen
ter, and to one side, the frequency increases to a full-scale value. 
To introduce bipolar operation to this circuit, an offset must be 
introduced at the L VDT as shown in Step 10 of the design 
procedures. 

AD652 
SYNCHRONOUS 

VOLTAGE TO 
FREOUENCY 
CONVERTER 

Figure 22. High Resolution Position-to-Frequency 
Converter 

OUTPUT 
POSITION 
SCHAEVITZ E 100 
LVDT 

Figure 23. Low Cost Set-Point Controller 
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LOW COST SET-POINT CONTROLLER 
A low cost set-point controller can be implemented with the cir
cuit shown in Figure 23. Such a circuit could possibly be used 
in automobile fuel control systems. The potentiometer, PI, is 
attached to the gas pedal, and the L VOT is attached to the but
terfly valve of the fuel injection system or carburetor. The posi
tion of the butterfly valve is electronically controlled by the 
position of the gas pedal, without mechanical linkage. 

This circuit is a simple two IC closed loop servo-controller. It is 
simple because the L VOT circuit is functioning as the loop inte
grator. By putting a capacitor in the feedback path (normally 
occupied by R2), the output signal from the AD598 corresponds 
to the time integral of the position being measured by the 
LVDT. The LVDT position signal is summed with the offset 
signal introduced by the potentiometer, PI. Since this sum is 
integrated, it must be forced to zero. Thus the L VDT position 
is forced to follow the value of the input potentiometer, PI. The 
output signal from the AD598 drives the LM675 power ampli
fier, which in turn drives the solenoid. 

This circuit has dual advantages of being both low cost and high 
accuracy. The high accuracy results from avoiding the offset 
errors normally associated with converting the L VDT signal to a 
voltage and then subsequently integrating that voltage. 

OUTPUT 
I MECHANICAL 

I POSITION '" - - ---c:== 
SCHAEVrrz E 100 ............ _u.. ...... " 
LVDT 

INPUT 
MECHANICAL 

:": ':~~;--1 
SCHAEVIlZ E 100 ............ _u.. ...... " 
LVDT 

AD598 
MECHANICAL FOLLOWER SERVO-LOOP 
Figure 24 shows how two Schaevitz ElOO LVDTs may be com
bined with two AD598s in a mechanical follower servo-loop con
figuration. One of the L VOTs provides the mechanical input 
position signal, while the other L VOT mimics the motion. 

The signal from the input position circuit is fed to the output as 
a current so that voltage offset errors are avoided. This current 
signal is summed with the signal from the output position 
L VDT; this summed signal is integrated such that the output 
position is now equal to the input position. This circuit is an 
efficient means of implementing a mechanical servo-loop since 
only three ICs are required. 

This circuit is similar to the previous circuit (Figure 23) with 
one exception: the previous circuit uses a potentiometer instead 
of an L VDT to provide the input position signal. Replacing the 
potentiometer with an LVDT offers two advantages. First, the 
increased reliability and robustness of the L VDT can be 
exploited in applications where the position input sensor is 
located in a hostile environment. Second, the mechanical 
motions of the input and output L VDTs are guaranteed to be 
identical to within the matching of their individual scale factors. 
These particular advantages make this circuit ideal for applica
tion as a hydraulic actuator controller. 

30k 

.... -""""''""""-...... 25V 

:l3!<F 

-4_ .......... - .... GND 

POWER SUPPL V 

4 .... 

Figure 24. Mechanical Follower Servo-Loop 
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DIFFERENTIAL GAGING 
LVDTs are' commonly used in gaging systems. Two LVDTs 
can be used to measure the thickness or taper of an object. To 
measure thickness, the L VDTs are placed on either side of the 
object to be measured. The L VDTs are positioned such that 
there is a known maximum distance between them ,in the fully 
retracted position. 

This circuit is both simple and inexpensive. It has the advantage 
that two L VDTs may be driven from one ADS98, but the dis,
advantage is that the scale factor of each L VDT may not match 
exactly. This causes the workpiece thickness measurement to 
vary depending upon its absolute position in the differential 
gage head. 

• 
A 

SCHAEVITZ E 100 

• 

SCHAEVITZ E 100 

This circuit was designed to produce a ± 10 V signal output 
swing, composed of the sum of the two independent ± 5 V 
swings from each LVDT. The output voltage swing is set with 
an 80.9 kO resistor. The output voltage Vout for this circuit is 
given by: 

v: _ [(VA-VBI (VC-VDI] 
OUT - (VA+VBI + (Vc+VDI xSOOIlA x ~2. 

-v .V 

'I-_t----OVO;,. ±10V 
FULL SCALE 

AD598 

VOUT _ VA-V •• Vo-VD • 50011A • R2 
- (VA. a.( C.VD) 

Figure 25. Differential Gaging 
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PRECISION OIFFERENTIAL GAGING 
The circuit shown in Figure 26 is functionally similar to the dif
ferential gaging circuit shown in Figure 25. In contrast to Fig
ure 25, it provides a means of independently adjusting the scale 
factor of each LVOT so that both scale factors may be matched. 

The two L VOTs are driven in a master-slave arrangement 
where the output signal from the slave L VOT is summed with 
the output signal from the master L VDT. The scale factor of 
the slave LVDT only is adjusted with Rl and R2. The summed 
scale factor of the master L VOT and the slave L VOT is 
adjusted with R3. 

151dl 

lSkO 
• 

• 
A 

B 
MASTERLVDT 

• 
SCHAEVrrz E 100 

AD598 

Rl and R2 are chosen to be 80.9 kO resistors to give a ± 10 V 
full-scale output signal for a single Schaevitz EI00 LVOT. R3 is 
chosen to be 40.2 kO to give a ± 10 V output signal when the 
two El00 LVDT output signals are summed. The output volt
age for this circuit is given by: 

VOUT = [(VA - VB) + (Vc- VD) x R2] x 500 I!A x R3. 
(VA + VB) (Vc+ VD) Rl 

Voor = (VA-va + ~.&).500jJ.A.R3 
V,..V. Vc+Vo R1 

Figure 26. Precision Differential Gaging 
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OPERATION WITH A HALF-BRIDGE TRANSDUCER 
Although the AD598 is not intended for use with a half-bridge 
type transducer, it may be made to function with degraded 
performance. 

A half-bridge type transducer is a popular transducer. It works 
in a similar manner to the L VDT in that two coils are wound 
around a moveable core and the inductance of each coil is a 
function of core position. 

In the circuit shown in Figure 27 the V A and VB input voltages 
are developed as two resistive-inductor dividers. If the inductors 
are equal (i.e., the core is centered), the V A and VB input volt
ages to the AD598 are equal and the output voltage V OUT is 
zero. When the core is positioned off center, the inductors are 
unequal and an output voltage VOUT is developed. 

The linearity of this circuit is dependent upon the value of the 
resistors in the resistive-inductor dividers. The optimum value 
may be transducer dependent and therefore must be selected by 
trial and error. The 300 n resistors in this circuit optimize the 

SANGAMO 
AGHI 
HALF-BRIDGE 

MECHANICAL 

lOOn 

~~~~ON /' 

-v 

300n 

nonlinearity of the transfer function to within several tenths of 
1%. This circuit uses a Sangamo AGHI half-bridge transducer. 
The 1 ",F capacitor blocks the dc offset of the excitation output 
signal. The 4 nF capacitor sets the transducer excitation fre
quency to 10 kHz as recommended by the manufacturer. 

ALTERNATE HALF·BRIDGE TRANSDUCE~ CIRCUIT 
This circuit suffers from similar accuracy problems to those 
mentioned in the previous circuit description. In this circuit the 
V A input signal to the AD598 really and truly is a linear func
tion of core position, and the input signal VB' is one half of the 
excitation voltage level. However, a nonlinearity is introduced 
by the A - BI A + B transfer function. 

The 500 n resistors in this circuit are chosen to minimize errors 
caused by dc bias currents from the V A and VB inputs. Note 
that in the previous circuit these bias currents see very low resis
tance paths to ground through the coils. 

AD598 

+v 

VOUT ±10V 
t---~------~FULLSCALE 

Figure 27. Half-Bridge Operation 

SANGAMO 
AGHI 
HALF-BRIDGE 

MECHANICAL 

~~~~ON /' 

soon 

soon 

-v +v 

t--_.-______ -oVOUT ±10V 
FULL SCALE 

AD598 

Figure 28. Alternate Half-Bridge Circuit 
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rIIANALOG 
WDEVICES 

FEATURES 
Instrumentation Amplifier Front End 
Loop-Powered Operation 
Precalibrated 30mV or 60mV Input Spans 
Independently Adjustable Output Span and Zero 
Precalibrated Output Spans: 4-20mA Unipolar 

0-20mA Unipolar 
12±8mA Bipolar 

Precalibrated 1000 RTD Interface 
6.2V Reference with Up to 3.SmA of Current Available 
Uncommitted Auxiliary Amp for Extra Flexibility 
Optional External Pass Transistor to Reduce 

Self-Heating Errors 

PRODUCT DESCRIPTION 
The AD693 is a monolithic signal conditioning circuit which 
accepts low-level inputs from a variety of transducers to control 
a standard 4-20mA, two-wire current loop. An on-chip voltage 
reference and auxiliary amplifier are provided for transducer 
excitation; up to 3.5mA of excitation current is available when 
the device is operated in the loop-powered mode. Alternatively, 
the device may be locally powered for three-wire applications 
when 0-20mA operation is desired. 

Precalibrated 30m V and 60m V input spans may be set by simple 
pin strapping. Other spans from ImV to lOOmV may be realiied 
with the addition of external resistors. The auxiliary amplifier 
may be used in combination with on-chip voltages to provide six 
precalibrated ranges for lOon RTDs. Output span and zero are 
also detennined by pin strapping to obtain the standard ranges: 
4-20mA, 12 ± 8mA and 0-2OmA. 

Active laser trimming of the AD693's thin-flIm resistors result 
in high levels of accuracy without the need for additional adjust
ments and calibration. Total unadjusted error is tested on every 
device to be less than 0.5% of full scale at + 25"<:, and less than 
0.75% over the industrial temperature range. Residual nonlinearity 
is under 0.05%. The AD693 also allows for the use of an external 
pass transistor to further reduce errors caused by self-heating. 

For transmission of low-level signals from RTDs, bridges and 
pressure transducers, the AD693 offers a cost-effective signal 
conditioning solution. It is recommended as a replacement for 
discrete designs in a variety of applications in process control, 
factory automation and system monitoring. 

The AD693 is packaged in an 20-pin ceramic side-brazed DIP 
and is specified over the - 4O"C to + 85°C industrial temperature 
range. 

Loop-Powered, 4-20mA 
Sensor Transmitter 

AD693 
AD693 PIN CONFIGURATION 

PRODUCT HIGIH..IGBTS 
1. The AD693 is a complete monolithic low-level voltage-to

current loop signal conditioner. 

2. Precalibrated output zero and span options include 4-20mA, 
0-20mA, and 12 ± 8mA in two- and three-wire conftgnra
tions. 

3. Simple resistor programming adds a continuum of ranges to 
the basic 30mV and 60mV input spans. 

4. The common-mode range of the signal amplifier input extends 
from ground to near the device's operating voltage. 

5. Provision for transducer excitation includes a 6.2V reference 
output and an auxiliary amplifier which may be configured 
for voltage or current output and signal amplification. 

6. The circuit configuration permits simple linearization of 
bridge, RTD, and other transducer signals. 

7. A monitored output is provided to drive an external pass 
transistor. This feature off-loads power dissipation to extend 
the temperature range of operation, enhance reliability, and 
minimize self-heating errors. 

8. Laser-wafer trimming results in low unadjusted errors and 
affords precalibrated input and output spans. 

9. Zero and span are independently adjustable and noninteractive 
to accommodate transducers or user defined ranges. 

10. Six precalibrated temperature ranges are available with a 
loon RTD via pin strapping. 
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SPECIFIC .'JIONS(@+25"CandYs = +24~,lnputSpan = 3Om~or6IDY,0Utput~n = ~2OmA, 
. . " lit = 2500, YQ1 ;= 3.1Y, with external pass 1ransistDr unless. oIhlll'WlS8 specified) . 

AD693AD 
Model Conditions Min Typ Max Units 
LOOP·POWERED OPERATION 

TOTALUNADJUSTEDERROR1,2 ±0.25 ±0.5 % FuJI Scale 
TmintoTmax ±0.4 ;1;0,75 % FuJI Sca1e 

IOOflRTDCALIBRATIONERROR3 (See Fig. 17) ±0.5 ±2.0 °C 

LOOP POWERED OPERATION2 

Zero Current Error4 Zero =4mA ±2S ;1;80 ,..A 
Zero = 12rnA ±40 ±120 ,..A 
Zero = 0mA5 +7 +35 +100 ,..A 

vs. Temp. Zero = 4rnA ±0.5 ± I.S ,..AI"C 
Power Supply Rejection (RTI) l2V sVops36y6 ±3.0 ;1;5.6 ,..VN 

OVsVCMs6.2V 
Common·Mode Input Range (See Fig. 3) 0 +Vop -4y6 V 
Common·Mode Rejection (RTI) OVsVCMs6.2V ±10 ;1;30 ,..VN 
Input Bias Currene +5 +20 nA 

Tmin to T""", +7 +25 nA 

Input Offset Currene VSIG=O ±O.S ±3.0 nA 

Transconductance 
Nominal 30mVInputSpan 0.5333 AN 

60mV Input Span 0.2666 AN 
Unadjusted Error ±0.05 ±0.2 % 
vs. Common·Mode OVSVCMS6.2V 

30mV InputSpan :!;0.03 ±0.04 %N 
60mV InputSpan ±O.OS ±0.06 %N 

Errorvs. Temp. ±20 ±50 ppml"C 
Non1inearity8 30m V Input Span ±0.01 ;1;0.05 % of Span 

60mV InputSpan ±0.02 ±0.07 % of Span 

OPERATIONAL VOLTAGE RANGE 
Operational Voltage, VOp6 +12 +36 V 
Quiescent Current Into Pin 9 +500 +700 ,..A 

OUTPUT CURRENT LIMIT +21 +2S +32 rnA 

COMPONENTS OF ERROR 

SIGNAL AMPLIFIER9 

Input Voltage Offset ±40 ±200 ,..V 
vs.Temp ± 1.0 ±2.5 /LVre 

Power Supply Rejection 12VsVops36V6 ±3.0 ±5.6 /LVN 
OVsVCMs6.2V 

VII CONVERTER9, 10 

Zero Current Error Output Span = 4-20rnA ±30 ±80 ,..A 
Power Supply Rejection l2V sV'ops~6y6 ± 1.0 ±3.0 !LAN 
Transconductance 

Nominal 0.2666 AN 
Unadjusted Error ±O.OS ±0.2 % 

6.200V REFERENCE9, 12 

Output Voltage Tolerance ±3 ±12 mV 
vs.Temp. ±20 ±SO ppmrG 

Line Regulation 12VsVops36V6 ±200 ±3OO /LVN 
Load Regulation 11 OmAsIREFs3rnA ±0.3 ;1;0.75 mV/rnA 
Output Currentl3 Loop Powered, (Fig. 10) +3.0 +3.S rnA 

3·WireMode,(Fig.IS) +S.O rnA 

AUXILIARY AMPLIFIER 
Common·Mode Range 0 +Vop-4y6 V 
Input Offset Voltage ±SO ±200 /LV 
Input Bias Current +5 +20 nA 
Input Offset Current +0.5 ±3.0 nA 
Common·Mode Rejection 90 dB 
Power Supply Rejection 105 dB 
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AD693AD 
Model Conditions Min Typ Max Units 

Output Current Range Pin Ix OUT +0.01 +5 
Output Current Error PinVx -Pin Ix ±0.OO5 

TEMPERATURE RANGE 
Case Operatingl4 TmintoTmax -40 +85 
Storage -65 +150 

PACKAGE OPTIONls D-20 

NOTES 
'Total error can be significantly reduced (typically less than 0.1%) by trimming the zero current. The remaining unadjusted 
error sources are transconductanci: and nonlinearity. 

mA 
% 

·C 
·C 

'The AD693 is tesred as a loop powered device with the signal amp, VII converter, voltage reference, and application voltages 
operating together. Specifications are valid for preset spans and spans between 30m V and 60m V. 

'Error from ideal output assuming a perfect lOOn RTD at 0 and + lOO'C. 
'Refer to the Error Analysis to calculate zero current error for input spans less than 30mV. 
'By forcing the differential signal amplifier input sufficiently negative the 7,.A zero current can always be achieved. 
'The operational voltage (Vop) is the voltage directly across the AD693 (Pin 10 to 6 in two-wire mode, Pin 9 to 6 in 
local power mode). For example, VOp=Vs - (ILOOP x RL) in two-wire mode (refer to Figure 10). 

'Biss currents are not symmetrical with input signa11eve1 and flow out of the input pins. The input bi .. current of the 
inverting input increases with input signa1 vnltage, see Figure 2. 

"Nonlinearity is defIned .. the deviation of the output from a straight line connecting the endpoints .. the input is swept over a 
30mVand 60mV input span. 

'SpeclfIC8tions for the individual functional blocks are components of error that contribute to, and that are included in, the Loop 
Powered Operation specifications. 

u'Includes error contributions of VII converter and Application Voltages. 
"Changes in the reference output voltage due to load will affect the Zero Current. A 1% change in the voltage reference output will 

result in an error of 1% in the value of the Zero Current. 
"If not used for ""terna1 excitation, the reference should be IoacIed by approximately lmA (6.2kfl to common). 
"In the loop powered mode up to SmA can be drawn from the reference, however, the lower limit of the output span will be 

increased accordingly. 3.SmA is the maximum current the reference can source while still maintaining a 4mA zero. 
'~AD693 is tested with a pass transistor so TA"'Tc • 
"See Section 20 for package outline information. 

Specifications subject to c:bans<: without notice. 

Specifications shown in boldface are tested on all production UDits at fmal electrical teat. Results from those tests are used to 
ca1cuIate outaoing quality levels. AU min and DIU specifications are guaranteed, although only those shown in boldface are 
tested on all production UDits. 

ABSOLUTE MAXIMUM RATINGS 
Supply Voltage .. . . . 
Reverse Loop Current. . . . . . . . 
Signal Amp Input Range . . . . . . 
Reference Short Circuit to Common 
Auxiliary Amp Input Voltage Range 
Auxiliary Amp Current Output . . . 
Storage Temperature ....... . 
Lead Temperature, 10sec Soldering. 
Max Junction Temperature ..... 

.... +36V 

.... 200mA 
-0.3V to Vop 
.. Indefinite 
-O.3V to Vop 
.... IOmA 

-65·C to + 150·C 
+300·C 

. .... + 150·C 

AD693 
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Typical Characteristics 
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Figure 1. Maximum Load Resistance vs. Power Supply 
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FUNCTIONAL DESCRIPTION 
The operation of the AD693 can be understood by dividing the 
circuit into three functional pans (see Figure 9). First, an in
strumentation ampliflC1' front-end buffers and scales the low-level 
input signal. This amplifier drives the second section, a VII 
converter, which provides the 4-to-20rnA loop current. The 
third section, a voltage reference and resistance divider, provides 
application voltages for setting the various "live zero" currents. 
In addition to these three main sections, there is an on-chip 
auxiliary amplifier which can be used for transducer excitation. 

VOLTAGE-TO-CURRENT (VII) CONVERTER 
The output NPN transistor for the VII section sinks loop current 
when driven on by a high gain amplifier at its base. The input 
for this amplifier is derived from the difference in the outputs 
of the matched preamplifiers having gains, G2. This difference 
is caused to be small by the large gain, + A, and the negative 
feedback through the NPN transistor and the loop current 
sampling resistor between lIN and Boost. The signal across this 
resistor is compared to the input of the left preamp and servos 
the loop current until both signals are equal. Accurate voltage-to
current transformation is thereby assured. The preamplifiers 
employ a special design which allows the active feedback amplifier 
to operate from the most positive point in the circuit, lIN. 

The V II stage is designed to have a nominal transconductance of 
0.2666 AN. Thus, a 75mV signal applied to the inputs of the 
VII (Pin 16, noninverting; Pin 12, inverting) results in a full-scale 
output current of 20rnA. 

The current limiter operates as follows: the output of the feedback 
preamp is an accurate indication of the loop current. This output 
is compared to an internal setpoint which backs off the drive to 
the NPN transistor when the loop current approaches 25mA. As 
a result, the loop and the AD693 are protected from the conse
quences of voltage overdrive at the V II input. 

VOLTAGE REFERENCE AND DIVIDER 
A stabilized bandgap voltage reference and laser-trimmed resistor 
divider provide for both transducer excitation as well as pre
calibrated offsets for the V II converter. When not used for 
external excitation, the reference should be loaded by approxi
mately lmA (6.2kfl to common). 

The 4mA and 12mA taps on the resistor divider correspond to 
-15mVand -4SmV, respectively, and result in a live zero of 
4mA or 12mA ofloop current when connected to the VII converter's 

Operation of the AD693 
inverting input (Pin 12). Arranging the zero offset in thia way 
makes the zero signal output current independent of input span. 
When the input to the signal amp is zero, the noninverting 
input of the VII is at 6.2V. 

Since the standard offsets are laser trimmed at the factory, 
adjustment is seldom necessary except to accommodate the zero 
offset of the actual source. (See "Adjusting Zero".) 

SIGNAL AMPLIFIER 
The Signal Amplifier is an instrumentation amplifrer used to 
buffer and scale the input to match the desired span. Inputs 
applied to the Signal Amplifier (at Pins 17 and 18) are amplified 
and referred to the 6.2V reference output in much the same way 
as the level translation occurs in the V II converter. Signals from 
the two preamplifiers are subtracted, the difference is amplified, 
and the result is fed back to the upper preamp to minimize the 
difference. Since the two preamps are identical, this minimum 
will occur when the voltage at the upper preamp just matches 
the differential input applied to the Signal Amplifier at the left. 

Since the signal which is applied to the V II is attenuated across 
the two 800n resistors before driving the upper preamp, it will 
necessarily be an amplified version of the signal applied between 
Pins 17 and 18. By changing this attenuation, you can control 
the span referred to the Signal Amplifier. To illustrate: a 75m V 
signal applied to the VII results in a 20mA loop current. Nominally, 
15mV is applied to offset the zero to 4mA leaving a 60mV range 
to correspond to the span. And, since the nominal attenuation 
of the resistors connected to Pins 16, IS and 14 is 2.00, a 30mV 
input signal will be doubled to result in 20rnA of loop current. 
Shorting Pins IS and 16 results in unity gain and permits a 
60mV input span. Other choices of span may be implemented 
with user supplied resistors to modify the attenuation. (See 
section "Adjusting Input Span".) 

The Signal Amplifier is specially designed to accommodate a 
large common-mode range. Common-mode signals anywhere up 
to and beyond the 6.2V reference are easily handled as long as 
VIN is sufficiently positive. The Signal Amplifier is biased with .. 
respect to V IN and requires about 3.5 volts of headroom. The .. 
extended range will be useful when measuring sensors driven, 
for example, by the auxiliary amplifier which may go above the 
6.2V potential. In addition, the PNP input stage will continue 
to operate normally with common-mode voltages of several 
hundred mY, negative, with respect to common. This feature 
accommodates self-generating sensors, such as thermocouples, 

-AUX +AUX 75mV 10011 150mV COM 

Figure 9. Functional Block Diagram 
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which may produce small pegative ~ormal-mode signals as well 
as common-mode noise on "grounded" signal sources. 

AUXILIARY AMPLIFIER 
The Auxiliary Amplifier is included in the AD693 as a ~ 
conditioning aid. It can be used as an op amp in noninverting 
applications and baa special provisions to provide a controlled 
current output. Designed with a differential input stage and an 
unbiased Class A output stage, the amplifier can be resistively 
loaded to common with the self-contained lOOn resistor or with 
a user supplied resistor. 

As a functional element, the Auxiliary Amplifier can be used in 
dynamic bridges and arrangements such as the RTD signal 
conditioner shown in Figure 17. It can be used to buffer,amplify 
and combine other signals with the main Signal Amplifier. The 
Auxiliary Amplifier can also proyide other voltages for excitation 
if the 6.2V of the reference is unsuitable. Configured as a simple 
follower, it can be driven from a user supplied voltage divider 
or the precalibrated outputs of the AD693 divider (Pins 3 and 
4) to provide a stiff voltage output at less than the 6.2 level, or 
by incorporating a voltage divider as feedback around the amplifier, 
one can gain-up the reference to levels higher than 6.2V. If 
large positive outputs are desired, Ix, the Auxiliary Amplifier 
output current supply, should be strapped to either VIN or 
Boost. Like the Sigrial Amplifier, the Auxiliary requires about 

Applying the AD693 
CONNECTIONS FOR BASIC OPERATION 
Figure 10 shows the minimal connections for basic operation: 
O-3OmV input span, 4-20mAoutput span in the rwo-wire, loop
powered mode. If not used "for externa1 excitation, the 6.2V 
reference should be loaded by approximately lmA (6.2kn to 
common). 

USING. AN EXTERNAL PASS TRANSISTOR 
The emitter of the NPN output section, lour, of the AD693 is 
usua1Iy connected to common and the negative loop connection 
(Pins 7 to 6). Provision baa been made to reconnect lOUT to the 
base of a user supplied NPN transiStor as shown in Figure 11. 
This permits the majoriry of the power dissipation to be moved 
off chip to enhance performance, improve reliability, and extend 
the operating temperature'railge. An internal hold-down resistor 
of about 3k is connected across the base emitter of the externliI 
transiStor. 

The external pass transiStor selected should have a BV CIlO greater 
than the intended supply voltage with a sufficient power rating 

vw=o 
TO 30mV 

3.5V of headroom with respect to V IN at its input and about 2V 
of difference berween Ix and the voltage to which Vx is required 
to swing. 

The output stage of the AuxiliBry Amplifier is actuaIiy a high 
gain Darlington transistor where Ix is the collector and Vx is 
the emitter. Thus, the Auxiliary Amplifier can be used as a VII 
converter when configured as a' follower and resistively loaded. 
Ix functions as a high-impedance current source whose current 
is equal to the voltage at Vx divided by the load resistance. For 
example, using the onboard lOon resiStor and the 7SmV or 
150mV application voltages, either a 7S0jl.A or 1.5mA cUrrent 
source can be set up for transducer'excitation. 

The Ix terminal has voltage compliance within 2Vof V x. If the 
Auxiliary Amplifier is not to be used, then Pin 2, the noninverting 
input, should be grounded. 

REVERSE VOLTAGE PROTECTION FEATURE 
In the event of a reverse voltage being applied to the AD693 
through a current-limited loop (limited to 200mA), an internal 
shunt diode protects the device from damage. This protection 
mode avoids the compliance voltage penalry which results from 
a series diode that must be added if reversal protection is required 
in high-current loops. 

for continuous operation with 25mA current at the supply voltage. 
Ft should be in the 10MHz to l00MHz range and p should be 
greater than 10 at a 20mA emitter current. Some transiStors that 
meet this criteria are the 2N1711 and 2N2219A. Heat sinking 
the external pass transiStor is suggested. 

The pass transiStor option may also be employed for other ap
plications as well. For example, lour can be used to drive an 
LED connected to Common, thus providing a local monitor of 
loop fault conditions without reducing the minimum compliance 
voltage. 

ADJUSTING ZERO 
In general, the desired zero offset value is obtained by connecting 
an appropriate tap of the precision reference/voltage divider 
network to the inverting termina1 of the VII converter. As shown 
in Figure 9, precalibratedtaps at Pins 14, 13 and 11 result in 
zero offsets ofOmA, 4mA and 12mA, respectively, when connected 
to Pin 12. The voltages which set the 4mA and 12mA zero 
operating points are 15mV and 45mV negative with respect to 

Figure 10. Minimal Connection for 0-30mV Unipolar Input, 
4-20mA Output 
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Figure 11. Using an External Pass Transistor to Minimize 
Self-Heating Errors 

6.2V, and they each have a nominal source resistance of 4500. 
While these voltages are laser trimmed to high accuracy, they 
may require some adjustment to accommodate variability between 
sensors or to provide additional ranges. You can adjust zero by 
pulling up or down on the selected zero tap, or by making a 
separate voltage divider to drive the zero pin. 

The arrangement of Figure 12 will give an approximately linear 
adjustment of the precalibrated options with fixed limits. To 
find the proper resistor values, first select lA' the desired range 
of adjustment of the output current from nominal. Substitute 
this value in the appropriate formula below for adjustment at 
the4mA tap. 

RZI = (1.6VIIAl- 400fl and 

Rzz = RZI x 3.IV/(ISmV + IA x 3.750) 

Usc a similar connection with the following resistances for ad
justments at the 12mA tap. 

RZI = (4.8VIIAl- 400fl and 

Rzz = RZI x 3.IV/(4SmV + IA x 3.750) 

These formulae take into account the ± 10% tolerance of tap 
resistance and insure a minimum adjustment range of IA. For 
example, choosing IA = 200,..A will give a zero adjustment 
range of ± 1% of the 20mA full-scale output. At the 4mA tap 
the maximum value of: 

RZI = 1.6V/200,..A - 4000 = 7.6kO and 

Rzz = 7.6kO x 3.IV/(ISmV + 200,..A x 3.750) = 1.49MO 

Figure 12. Optional4mA Zero Adjustment (12mA Trim 
Available Also) 

These can be rounded down to more convenient values of 7.SkO 
and I.3MO, which will result in an adjustment range comfortably 
greater than ±200,..A. 

ADJUSTING INPUT SPAN 
Input Span is adjusted by changing the gain of the Signal Amplifier. 
This amplifier provides a O-to-6Om V signal to the VII section to 
produce the 4-to-20mA output span (or a O-to-75mV aignal in 
the O-to-20mA mode). The gain of this amplifier is trimmed to 
2.00 so that an input aignal ranging from O-to-3OmV will drive 
the VII section to produce 4-to-20mA. Joining PI and P2 (Pins 
IS and 16) will reduce the Signal Amplifier gain to one, thereby 
requiring a 60mV aignal to drive the VII to a full20mA span. 

To produce spans less than 3OmV, an c:xtemal resistor, Rsh can 
be connected between PI and 6.2V. The nominal value is given 
by: 

400fl 
Rsl = 30mV -I 

-S-·-

where S is the desired span. For example, to change the span to 
6mVa value of: 

400fl 
Rsl = 30mV -I = 1000 

6mV 

is required. Since the internal, 8000 gain setting resistors exhibit 
an absolute tolerance of 10%, Rsl should be provided with up to 
± 10% range of adjustment if the span must be well controlled. 

.For spans between 30mV and 60mVa resistor Rsz should be 
connected between PI and P2. The nominal value is given by: 

400fl (I - 6OmV) 

Rsz = ---:~==--=:S,--
30mV -I 
-S-

For example, to change the span to 4OmV, a value of: 

Rsz= 

4000 (1- 6OmV) 

40mV 
---:3Om=-':":V""-"""'I:=:- = 8000 

40mV 

is required. Remember that this is a nominal value and may 
require adjustment up to ± 10%. In many applications the span 
must be adjusted to accommodate illdiflidlUll variations in the 
sensor as well as the AD693. The span changing resistor should, 
therefore, include enough adjustment range to handle both the 
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sensOr. uncertainty and the absolute resistance tolerance of PI 
and Pl .. Note that the temperature coefficient of the internal 
resil!tors is nominally -l7.ppml"C, and tbat the external resis
tors sbould be comparably stable to insure good temperature 
performance. 

An alternative arrangement, allowing wide range span adjustment 
between two set ranges, is sbown in Figure 13. RSI and RS2 are 
calculated to be 90% of the values determined from the previous 
formulae. The smallest value is then placed in series with the 
wiper of the 1.5kn potentiometer sbown in the figure. For 
example, to adjust the span between 25mV and 4OmV, RSI and 
RS2 are calculated to be 20000 and 8000, respectively. The 
smaller value, 8000, is then reduced by 10% to cover the possible 
ranges of resistance in the AD693 and that value is put in place. 

1.Skn 

MINIMUM OF 
Rs,ANDRaz 

,.' 6 
- AUX + AU" 7!iimV 10011 1samV COM 

Figure 13. Wide Range Span Adjustment 

A number of other arrangements can be used to set th.e span as 
long as they. are compatible with the pretrimmed i10ninverting 
gain of two. The span adjustment can even include thermistors 
or other sensitive elements to compensate the span of a sensor. 

In devising your own adjustment scheme, remember that you 
should adjust the gain such that the desired span voltage at the 
Signal Amplifier input translates to 60m V at the output. Note 
also that the full differential voltage applied to the V II converter 
is 75mV; in the 4-20mA mode, -15mV is applied to the inverting 
input (zero pin) by the Divider Network and +6OmV is applied 
to the noninverting input by the Signal Amplifier. In the 0-ta-2OmA 
mode, the total 75mV must be applied by the Signal Amplifier. 
As a result, the total span voltage will be 25% larger than that 
calculated for a 4-20mA output. 

Finally, the external resistance from P2 to 6.2V should not be 
made less than 1kO unless the voltage reference is loaded to at 
least 1.0mA. (A simple load resistor can be used to meet this 
requirement if a low value potentiometer is desired.) In no case 
sbould the resistance from P2 to 6.2V be less than 2000. 

Input Spans Between 60 and lOOmV 
Input spans of up to 100mV can be obtained by adding an 
offset proportional to the output signal into the zero pin of the 
VII converter. This can be accomplished with two resistors and 
adjusted via the optional trini scheme sbown in. Figure 14. The 
resistor divider formed by REI and Rm from the output of the 
Signal Amplifier modifies the differential input voltage range 
applied to the VII converter. 

In order to determine the fixed resistor values, REI and Rm, 
first measure the source resistance (RD) of the internal divider 
network. This can be accomplisbed (power supply disconnected) 

by measuring the resistance between' the 4mA of offset (Pin 13) 
and common (Pin 6) with the 6.2V reference (Pin 14) connected 
to common. The measured value, RD , is then used to calculate 
REI and Rm via the following formUla: 

Rru = Ro (S _S60mv - 1.0024) 

al'ld Rill = 412Rru 

Figure 14. Adjusting for Spans between 60mVand 100mV 
(REf and RE2) with Fine-Scale Adjust (RE3 and RHJ 

Figure 14 sbows a scheme for adjusting the modified span and 
4mA offset via RE3 and RE4. The trim procedure is to flfSt 
connect both signal inputs to the 6.2V Reference, set RE4 to 
zero and then adjust RE3 sO that 4mA flows in the current loop. 
This in effect, creates a divider with the same ratio as the internal 
divider that sets the 4mA zero level ( -- 15m V with respect to 
6.2V). As long as the input signal remains zero the voltage at 
Pin 12, the zero adjust, will remain at -15mV with respect to 
6.2V. 

After adjusting RE3 place the desired full scale (S) across the 
signal inputs and adjust RE4 so that 20mA flows in the current 
loop. An attenuated portion of the input signal is now added 
into the VII zero to maintain the 75mV maximum differential. 
If there is some small offset at the iI~put to the Signal Amplifier, 
it may be necessary to repeat the two adjustments. 

LOCAL-POWERED OPERATION FOR 11-2eImA OUTPUT 
The AD693 is designed for local-powered, three-wire systems as 
well as two-wire loops. All itS usual ranges are available in three
wire operation, and in addition, the 0-ta-20mA range can be 
used. The 0-20mA convention offers slightly more resolution 
and may simplify the loop receiver, two reasons why it is sometimes 
preferred. 

The arrangement, illustrated in Figure IS, results in a 0-20mA 
transmitter where the precalibrated span is 37.sm V. Connecting 
PI to P2 will double the span to 75m V. Sensor input and excitation 
is unchanged from the twa-wire mode except for the 25% increase 
in span. Many sensors are ratiometric so that an increase in 
excitation can be used instead of a span adjustment. 

In the local-powered mode, increases in excitation are made 
easier. Voltage compliance at the lIN terminal is also improved; 
the loop voltage may be permitted to fall to 6 volts at the AD693, 
easing the trade-off between loop voltage and loop resistance. 
Note that the load resistor, RL , should meter the current into 
Pin 10, liN' so as not to confuse the loop current with the local 
power silpply current. 

13-46 SIGNAL CONDITIONING COMPONENTS & SUBSYSTEMS 



AD693 

Figure 15. Local Powered Operation with 0-20mA Output 

OPTIONAL INPUT FILTERING 
Input mtering is recommended for all applications of the AD693 
due to its low input signal range. An RC mter network at each 
input of the signal amplifier is sufficient, as shown in Figure 16. 
In the case of a resiative signal source it may be necessary only 
to add the capacitors, as shown in Figure 18. The capacitors 
should be p1ac:ed as close to the AD693 as possible. The value 
of the filter resistors should be kept low to minimize errors due 
to input bias current. Choose the 3dB point of the filter high 
enough so as not to compromise the bandwidth of the desired 
signal. The RC time constant of the filter should be matched to 
preserve the ac: common-mode rejection. 

Figure 16. Optional Input Filtering 

INTERFACING PLATINUM RTDs 
The AD693 has been specially configured to accept inputs from 
loon Platinum RTDs (Resistance Temperature Detectors). 
Referring to Figure 17, the RTD and the temperature stable 
loon resistor form a feedback network around the Auxiliary 
Amplifier resulting in a noninverting gain of (1 + R-rlloon), 
where RT is the temperature dependent resistance of the RTD. 
The noninverting input of the Auxiliary Amplifier (Pin 2) is 
then driven by the 75mV signal from the Voltage Divider (Pin 
4). When the RTD is at 0, its loon resistance results in an 
amplifier gain of +2 causing Vx to be ISOmV. The Signal 
Amplifier compares this voltage to the lSOmV output (Pin 3) so 
that zero differential signal results. As the temperature (and 
therefore, the resistance) of the RTD increases, Vx will likewise 
increase according to the gain relationship. The difference between 
this voltage and the zero degree value of 150mV drives the 
Signal Amp to modulate the loop current. The AD693 is pre-
calibrated such that the full 4-20mA output span corresponds to 
a 0 to 104"C range in the RTD. (This assumes the European 
Standard of a = 0.00385.) A total of 6 precalibrated ranges for 
three-wire (or two-wire) RTDs are available using only the pin III 
strapping options as shown in Table I. 

A variety of other temperature ranges can be realized by using 
different application voltages. For example, loading the Voltage 
Divider with a l.Sk1l resistor from Pin 3 to Pin 6 (common) 
will approximately halve the original application voltages and 

Figure 17. 0-to-104 C Direct Three-Wire lOon RTD Interface. 
4-20mA Output 
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Raap PIa CoomectioDo 

010 +104"C 12 to I3 . 

010 +211"C 12 to I3,and 
IStol6 

+ 2S"C to + 130"<: 12tol4 

+SI"Cto +266"C 12 to 14, and 
ISto 16 

-SO"Cto +SI"C 12 to II 

-IOO"Cto + 104"C 12to II and 
151016 

Table I. Precalibrated Temperature Range Options Using 
a European Standard 100n RTD and the AD693 

allow for a doubling of the range of resistance (and therefore, 
temperature) required to fill the two standard spans. Like}vise, 
increasing the application voltages by adding resistance between 
Pins 14 and 3 will decrease the temperature span. 

An external voltage divider may also be used in Conjunction 
with the circuit shown to produce.any range of temperature 
spans as well as providing .zero output (4mA) for a non 0 tem
perature input. For example, measuring Vx with respect to a 
voltage 2.385 times the excitation (rather than 2 times) will 
result in zero input to the Signal Aniplifier whenJhe RTD is at 
l00"C (or 138.50). ' 

As suggested in Table I, the temperature span may also be 
adjusted by changing the voltage span of the Signal Amplifier. 
Changing the gain from 2 to 4, for example, will halve the tem
perature span to about S2°C on the 4-20mA output configuration. 
(See section "Adjusting Input Span".) 

The configuration for a three-wire RTD shown in Figure 17 can 
accommodate two-wire sensors by $iinply joining Pins 1 and 5 
of the A0693. . . 

INTERFACING LOAD CELLS ANi> METAL FOIL 
STRAIN GAGES 
The availability of the on-chip Voltage Reference, Auxiliary 
Amplifier and 3mA of excitation Current make it easy to adapt 
the AD693 to a variety of load cells and strain' gages. 

52.3kR .1Dkn 

The circuit shown in Figure 18 illustrates a gCneia1ized approach 
in which the full flexibility of the AD693 is required to interface 
to aJow resistance bridge. For a high.impedance transducer the 
bridge can be directly powered from the 6.2V Reference. 

Component values in this example have been selected to match 
the popular standard of2mVN sensitivity and 350,0 bridge 
resistance. LOad cells are genera1ly made for either tension and 
compression, or compression only; IJl!C of the 12mA zero tap 
allows for operation in the tension and compression mode. An 
optional zero adjustment is provided with values selected for 
±2% FS adjustment range. 
Because of the low resistance of most foil bridges, the excitation 
voltage must be low so as not to exceed the available 4mA zero 
current. About IV is derived from the 6.2V Reference and an 
external voltage divider; the Aux-Amp is then used as a follower 
to make a stiff drive for the bridge. Similat applications with 
higher resistance sensors can use proportionally higher voltage. 

Finally, to accommodate the 2mVN sensitivity of the bridge, 
the full-scale span of the Signal Amplifier must be reduced. 
Using the load cell in both tension and compression with I V of 
excitation, therefore, dictates that the span be adjusted to 4m V. 
By substituting in the expression, RSI =4000/[(30mV/S) -1], 
the nominal resistance required to achieve this span is found to 
be 61.540. Calculate the minimum resistance required by sub
tracting 10% from 61.540 to allow for the internal resistor 
tolerance of the AD693, .leaving 55.380 (See "Adjusting Input 
Span".) The standard value of 54.90 is used with a 200 poten
tiometer for full-scale adjustment. 

If a load cell with a preca1ibrated sensitivity constant is to be 
used, the resultant full-scale span applied to the Signal Amplifier 
is found by multiplying that sensitivity by the excitation 
voltage. (In Figure 18, the excitation voltage is actually 
(IOkO/62.3kO) (6.2V) = 0.995V). 

THERMOCOUPLE MEASUREMENTS 
The AD693 can be used with several types of thermocouple 
inputs to provide a 4-20mA current loop output corresponding 
to a variety of measurement temperature ranges. Cold junction 
compensation (C}C) can be implemented using an AD592 or 
AD590 and a few external resistors as shown in Figure 19. 

-35OU. ZmVtv .... OP11ONAL INPUT FtL TEA 
E.G., SENSOTEC MODEL 41 (SiEE TEXTI 
AL DEStGN MODEL ALD-UTC 

Figure 18. Utilizing the Auxiliary Amplifier to Drive a Load 
Cell, 12mA ± 8mA Output 
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AD693 

ReOMP 665U 

- : ISOTHERMAL+-,!-' -+----' 
I REGION + I 

l AD592 I 
, _I 
1 1 L ______ oJ 

R, 

Figure 19. Thermocouple Inputs with Cold Junction 
Compensation 

30mV 60mV 
AMBIENT TEMP TEMP 

POLARITY MATERIAL TYPE TEMP RCOMP RZ RANGE RANGE 

+ IRON ] 25· 51.7fl 301K 
S46"C I035"C 

CONSTANTAN 75· 53.60 294K 

+ NlCKEL-CHROME 25· 40.211 392K 
721"C -

NICKEL-ALUMINUM K 75· 42.211 374K 

+ NICKEL-CHROME 25· 60.411 261K 
E 4J3"C 787"C 

COPPER·NICKEL 75· 64.911 243K 

+ COPPER 25· 40.211 392K 
T USEWITHGAIN>2 

COPPER·NICKEL 75· 45.311 340K 

Table II. Thermocouple Application - Cold Junction Compensation Table 

From Table II simply choose the type of thermocouple and the 
appropriate average reference junction temperature to select 
values for RcoMP and Rz. The qc voltage is developed across 
RcoMP as a result of the AD592 llloA/K output and is added to 
the thermocouple loop voltage. The 500 potentiometer is biased 
by Rz to provide the correct zero adjustment range appropriate 
for the divider and also translates the Kelvin scale of the AD592 
to "Celsius. To calibrate the circuit, put the thermocouple in an 
ice bath (or use a thermocouple simulator set to 0) and adjust 
the potentiometer for a 4mA loop current. 

The span of the circuit in "C is determined by matching the 
signal amplifier input voltage range to it's temperature equivalent 
via a set of thermocouple tables referenced to "C. For example, 
the output of a properly referenced type J thermocouple is 
60mV when the hot junction is at 1035"C. Table II lists the 
maximum measurement temperature for several thermocouple 
types using the preadjusted 30mV and 60mV input ranges. 

More convenient temperature ranges can be selected by deter
mining the full-scale input voltages via standard thermocouple 
tables and adjusting the AD693 span. For example, suppose 
only a 3OO"C span is to be measured with a type K thermocouple. 
From a standard table, the thermocouple output is 12.207mV; 
since 60mV at the signal amplifier corresponds to a 16mA span 
at the output a gain of 5, or more precisely 6OmV/12.207m V = 4.915 
will be needed. Using a 12.207mV span in the gain resistor 
formula given in "Adjusting Input Span" yields a value of about 
2700 as the minimum from PI to 6.2V. Adding a 500 poten
tiometer will allow ample adjustment range. 

With the connection illustrated, the AD693 will give a full-scale 
indication with an open thermocouple. 

ERROR BUDGET ANALYSIS 
Loop-Powered Operation specifications refer to parameters .m 
tested with the AD693 operating as a loop-powered transmitter. .. 
The specifications are valid for the preset spans of 3OmV, 60mV 
and those spans in between. The section, "Components of Error" , 
refers to parameters tested on the individual functional blocks, 
(Signal Amplifier , VII Converter, Voltage Reference, and Auxiliary 
AmplifIer). These can be used to get an indication of device 
performance when the AD693 is used in local power mode or 
when it is adjusted to spans of less than 3OmV. 

Table III lists the expressions required to calculate the total 
error. The AD693 is tested with a 2500 load, a 24V loop supply 
and an input common-mode voltage of 3.IV. The expressions 
below calculate errors due to deviations from these nominal 
conditions. 

The total error at zero consists only of offset errors. The total 
error at full scale consists of the offset errors plus the span 
errors. Adding the above errors in this manner may result in an 
error as large as 0.8% of full scale, however, as a rule, the AD693 
performs better as the span and offset errors do not tend to add 
worst case. The specification ''Total Unadjusted Error", (TUE), 
reflects this and gives the maximum error as a % of full scale 
for any point in the transfer function when the device is operated 
in one of its preset spans, with no external trims. The TUE is 
less than the error you would get by adding the span and offset 
errors worst case. 
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Thus, ~ alternative way of calculating the total etrOr is to start 
with the TUE and add to it those errors that result from operation 
of the AD693 with a load resistance, loop supply voltage, or 
common-mode input voltage different than specified. (See Example 
1 below.) 

ERROR BUDGET FOR SPANS LESS THAN 30mV 
An accommodation must be made to include the input voltage 
offset of the signal amplifier when the span is adjusted to less 
than 3OmV. The TUE and the Zero Current Error include the 
input offset voltage contribution of the signal amplifier in a gain 
of 2. As the input offset voltage is multiplied by the gain of the 
signal amplifier, one must include the additional error when the 
signal amplifier is set to gains greater than 2. 

an~ ... OIhetI!nw --1m Zero Current Error 
PSRR Power Supply Rcjcctioa Ratio 
CMRR Commoa-ModeRejectionRatio 
lOS InputOffoetCurrent 

Tnnsamd_1lnor 
Tnnsamd1lCtaD<ePSRR ' 
TtaIISCtlIIduaaaCMRR 
Noalinearity 
DifferentiallnputCurrent' 

Ab_ 
I. Zero Current (usualIy4mA) 
I. OutpUtspon(usualIy 16mA) 
lis Inpuuourccimpcdance 
RL Load resistance 
VLOOP Loopsupplyvol_ 
VCM Input common·modevol_ 
VSPAN Inpuupan 
X. NominaltraDS<OndU<lUla:inAIV 

I!qnaoIoaIW anEaorotZen> 
IZ&"X. 
(JVLOOP -24VJ +(JRL -25CXl/ x IzD x PSRR 
IVCM -3.IVI x CMRR 
lis x lOS 

I!ttpnooioaIW .n_otF1tllSale 
VSPANX XSE 
IRL -25CXl/ x Is x PSRR 
I\'CM -3.IVJ x V .. AN x Xc.uu. 
VSPANX XNL 
as x IDIPF 

For example, the 300 OK span thermocouple application discussed 
previously requires a 12.207mV input span; the signal amplifier 
must be adjusted to a gain of approximately 5. The loop trans
conductance is now 1.333 AN, (5 x 0.2666 AN). Calculate the 
total etrOr by substituting the new values for the transconductance 
and span into the equations in Table III as was done in Example 
I. The etrOr contribution due to Vos is 5 x Vos, however, since 
2 x Vos is already included in the TUE and the Zero Current 
Error it is necessary to add an error of only (5 - 2) x V os to the 
error budget. Note that span error may by reduced to zero with 
the span trim, leaving only the offset and nonlinearity of the 
AD693. 

'The 4-20mA si&naI, IIowing tbrouah the met<rins mlstor, modulates the power supp1y voI_ ..... by the A1l693. The ~ in voI_ co ..... power supply ",jec:tion ....... 

that varies with the outpUt current, thus it appears as a span error. 

2Thc input bias C\llTCDtofthciovcniDginputincteases with input signal voI.tqe. Thcdifferential 
input CUrTeDt, IOIFF, equals the inverting input current miDus the noninvertiag input current; 
see Figure 2. JDlPFJ flowing into an input source inpedance, will cause an input voltqe 
error that varies with sipal. If the chanae in differential input current with input signal is 
approximated. as a linear function, dtcn any errorduc to source impedance may be approximated 
as a span error. To caIcuIa[C IDlFF, refer to FiJurc 2 and find the value for IDQIFI'+1n cor
...poncfing to the full·scaIe input voI_ for your application. Multiply by + In max to ... 
IDIFF. Multiply IDJFF by the source impedance to get the input voItqe error It full scale. 

Table III. RTI Contributions to Span and Offset Error 

EXAMPLE I 
The AD693 is configured as a 4-20mA loop powered tranamitter 
with a 60mV FS input. The inputa are driven by a differential 
voltage at 2V common mode with a 300fi balanced source resis
tance. A 24V loop supply is used with a SOOO metering 
resistance. (See Table IV below.) 

Trimming the offset and span for your application will remove 
all span and offset etrOrs except the nonlinearity of the AD693. 

OFFSET ERRORS 
Iz Already included in the TUE spec. 

PSRR PSRR=S.6ILVN;(l24V -24VI + [Isoon -2sonl x 4mA)) x S.6ILVN = 
VLQOP = 24V 
RL = soon Iz = 4mA 

CMRR CMRR = 301LVN;12V -3.1VI x 30ILVN = 
VCM=2V 

lOS lOS = 3nA, lis = 300n; 300n x 3nA = 

Total Additional Error at 4mA 

As%offuilscale;(39.SILV x O.2666A1V)l20mA x 100% = 

SPAN ERRORS 

XSE Already included in the TUE spec. 

XPSRR PSRR = S.6ILVN;(lSoon -2SOfiI x l6mA) x S.6ILVN = 
RL = soon, Is = l6mA 

Xc.uu. Xc.uu. = O·06%/V;12V -3.IVI x 60mV x O.06%/V = 
VCM =2V, VSPAN = 60mV 

IOIFF VSPAN = +60mV; 300n x 2 x 20nA 
IDl.,,! + In = 2 
from Figure 2) 

XNL Already included in the TUE 

Total Additional Span Error at FuB Scale 

Total Additional Error at FuB Sca1e; EoFFSET + .SPAN = 39.SILV + 74.01LV = 
As % ofFuBSca1e;(I 13.5ILV x O.2666AN)120mAx 100% = 

NewTotaiUnadjustedError@FS;ETIJI!+EADornoNAL=0.5%+0.151%= 

Table IV. Example 1 

13-50 SIGNAL CONDITIONING COMPONENTS & SUBSYSTEMS 

O.OILV 

S.6ILV 
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O.OILV 
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12.01LV 

O.OILV 

113.SILV 
O.ISI%ofFS 

39.5,.V 

74.0,.V 

0.6SI%ofFS 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
4-20 mA, 0-20 mA Output Ranges 
Precalibrated Input Ranges: 

o V to 2 V, 0 V to 10 V 
Precision Voltage Reference 

Programmable to 2.000 V or 10.000 V 
Single or Dual Supply Operation 
Wide Power Supply Range: +4.5 V to +36 V 
Wide Output Compliance 
Input Buffer Amplifier 
Open-Loop Alarm 
Optional External Pass Transistor to Reduce 

Self-Heating Errors 
0.002% typ Nonlinearity 

PRODUCT DESCRIPTION 
The AD694 is a monolithic current transmitter that accepts high 
level signal inputs to drive a standard 4-20 mA current loop for 
the control of valves, actuators, and other devices commonly 
used in process control. The input signal is buffered by an input 
amplifier that can be used to scale the input signal or buffer the 
output from a current mode DAC. Precalibrated input spans of 
o V to 2 V and 0 V to 10 V are selected by simple pin strap
ping; other spans may be programmed with external resistor. 

The output stage compliance extends to within 2 V of V s and its 
special design allows the output voltage to extend below com
mon in dual supply operation. An alarm warns of an open 4 to 
20 mA loop or noncompliance of the output stage. 

Active laser trimming of the AD694's thin fIlm resistors results 
in high levels of accuracy without the need for additional adjust
ments and calibration. An external pass transistor may be used 
with the AD694 to off-load power dissipation, extending the 
temperature range of operation. 

The AD694 is the ideal building block for systems requiring 
noise immune 4-20 rnA signal transmission to operate valves, 
actuators, and other control devices, as well as for the transmis
sion of process parameters such as pressure, temperature, or 
flow. It is recommended as a replacement for discrete designs in 
a variety of applications in industrial process control, factory 
automation, and system monitoring. 

The AD694 is available in hermetically sealed, 16-pin cerdip, 
specified over the -40°C to + 85°C industrial temperature range 
and in a 16-pin plastic DIP specified over the 0 to + 70°C tem
perature range. 

"Protected by U.S. Patents: 30,586; 4,250,445; 4,857,862. 

4-20 rnA Transmitter 
AD694* I 

AD694 FUNCTIONAL BLOCK DIAGRAM 

BWADJ 

FO~g~ 7 

s~~ (o8i)-4-==--..J 

'SlG 

YosADJ 2V COM 4mA 4mA 
FS ONIOFF ADJ 

PRODUCT HIGHLIGHTS 
1. The AD694 is a complete voltage in to 4-20 rnA out current 

transmitter. 

2. Pin programmable input ranges are pre-calibrated at 0 V to 
2 V and 0 V to 10 V. 

3. The input amplifier may be configured to buffer and scale 
the input voltage, or to serve as an output amplifier for cur
rent output DACs. 

4. The output voltage compliance extends to within 2 V of the 
positive supply and below common. When operated with a 
5 V supply, the output voltage compliance extends 30 V be
low common. 

S. The AD694 interfaces directly to 8-, 10-, and 12-bit single 
supply CMOS and bipolar DACs. 

6. The 4 rnA zero current may be switched on and off with a 
TIL control pin, allowing 0-20 mA operation. 

7. An open collector alarm warns of loop failure due to open 
wires or noncompliance of the output stage. 

8. A monitored output is provided to drive an external pass 
transistor. The feature off-loads power dissipation to extend 
the temperature range of operation and minimize self-heating 
error. 
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SPECIFICATIONS (@ +25°C, RL = 2500 and Vs = +24 V, unless otherwise noted) 
Model AD694JN/AQ AD694BQ 

Min Typ Max Min Typ Max Units 

INPUT CHARACTERISTICS 
Input Voltage Range -0.2 Vs-2.0V Vs -2.S V -0.2 Vs-2.0 V Vs -2.S V V 
Input Bias Current 

Either Input, T min to T max 1.5 S 1.5 S nA 
Offset Current, T min to T max ±O.I ±1 ±0.1 ±1 nA 
Offset Current Drift . ±1.0 ±5.0 ±1.0 ±5.0 pArC 

Input Impedance 5 5 Mfl 

OUTPUT CHARACTERISTICS 
Operating Current Range 0 23 0 23 rnA 
Specified Performance 4 20 4 20 rnA 
Output Voltage Compliance Vs -36 V Vs-2V Vs -36 V Vs-2V V 
Output Impedance, 4-20 rnA 40.0 50.0 40.0 50.0 Mfl 
Current Limit @ 2x FS Overdrive 24 44 24 44 rnA 
Slew Rate 1.3 1.3 mAl,...s 

SPAN AND ZERO ACCURACY) 
4 rnA Offset Error @ 0 V Inpu~ 

Error from 4.000 rnA, 4 rnA On ±1O ±20 ±5 ±10 ,...A 
Error from 0.000 rnA, 4 rnA Off 0 +10 +20 0 +5 +10 fLA. 
Tmin to Tmax ±IO ±40 ±5 ±20 ,...A 
vs. Supply (2 V Span/lO V Span) 0.3/0.05 0.8/0.4 0.3/0.05 0.8/0.4 ,...AN 
Trim Range, 4 rnA Zero 2.0 4.8 2.0 4.8 rnA 

Span 
Nominal Transfer Function 

Input FS = 2 V 8.0 8.0 mAN 
Input FS = 10 V 1.6 1.6 mAN 

Transfer Function Error from Nom, 
InputFS = 2V,lOV ±O.l ±0.3 ±0.05 ±O.lS % of Span 
Tmin to Tmax ±0.002 ±0.005 ±O.OOI ±0.002S % ofSpanfC 
vs. Supply ±O.OOI :to.OOS ±O.OOI ±O.OOS % of SpanN 
N onlinearity3 ±0.005 ±O.OIS ±O.OOI ±O.OOS % of Span 

4 rnA On: Max Pin 9 Voltage 0.8 0.8 V 
4 rnA Off: Min Pin 9 Voltage 2.0 2.0 V 

VOLTAGE REFERENCE 
Output Voltage: 10 V Reference 9.960 10.000 10.040 9.980 10.000 10.020 V 
Output Voltage: 2 V Reference 1.992 2.000 2.008 1.996 2.000 2.004 V 

Tmin to Tmax 4 30 50 20 30 ppml"C 
vs. Output Current, VREF = 2 V, 10 V 0.15 O.SO 0.15 O.SO mV/mA 
vs. Supply, VREF = 2 V, 10 V ±O.OOI :to.OOS ±0.001 :to.OOS %N 
Output Current 

Source S S rnA 
Sink 0.2 0.2 rnA 

ALARM CHARACTERISTICS 
VCE(SAT) @' 2.5 rnA 0.35 0.35 V 
Leakage Current :tl :tl ,...A 
Alarm Pin Current 20 20 rnA 

POWER REQUIREMENTS 
Specified Performance 24 24 V 
Operating Range 

2 V FS, VREF = 2 V 4.S 36 4.5 36 V 
2 V, 10 V FS, VREF = 2 V, 10 V 12.S 36 12.S 36 V 

Quiescent Current, 4 rnA Off 1.5 2.0 1.5 2.0 rnA 

TEMPERATURE RANGE 
Specified Performances AD694AQIBQ -40 +85 -40 +85 °C 

AD694JN 0 +70 0 +70 °C 
Operating AD694AQIBQ -55 +125 -55 +125 °C 

AD694JN -40 +85 -40 +85 °C 
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AD694 
Model AD694JN/AQ AD694BQ 

Min Typ Max Min Typ Max Units 

BUFFER AMPLIFIER6 

Input Offset Voltage 
Initial Offset ±150 ±5oo ±50 ±500 fLV 
Tmin to Tmax ±2 ±3 ±2 ±3 fLVI'C 
vs. Supply 80 90 80 90 dB 
vs. Common Mode 80 90 80 90 dB 
Trim Range ±2.5 ±4.0 ±2.5 H.O mV 

Frequency Response 
Unity Gain, Small Signal 300 300 kHz 

Input Voltage Noise (0.1 to 10 Hz) 2 2 fLV p-p 
Open-Loop Gain 

Va = + 10 V, RL ;" 10 kO 50 50 V/mV 
Output Voltage @ Pin I, FBI 

VOL 1.0 10 1.0 10 mV 
VOJ{ Vs-2.5 V Vs-2 V Vs-2.5 V Vs-2 V V 

NOTES 
IThe single supply op amps of the AD694, lacking pull down current, may not reach 0.000 V at their outputs. For this reason, span, offset, and nonlinearity are 
specified with the input amplifiers operating in their linear range. The input voltage used for the tests is 5 mV to 2 V and 5 mV to 10 V for the two pre
calibrated input ranges. Span and zero accuracy are tested with the buffer amplifier confIgured as a follower. 

'Offset at 4 mA out and 0 rnA out are extrapolated to 0.000 V input from measurements made at 5 mV and at full scale. See NOIe I. 
3Nonlinearity is specified as the maximum deviation of the output, as a % of span, from a straight line drawn through the endpoints of the transfer function. 
·Voltage reference drift guaranteed by the Box Method. The voltage reference output over temperature will faU inside of a box whose length is determined by 
the temperature range and whose height is determined by the maximum temperature coefficient multiplied by the temperature span in degrees C. 

sDevices tested at these temperatures with a pass transistor. Allowable temperature range of operation is dependent upon internal power dissipation. Absolute 
maximum junction and case temperature should not be exceeded. See section: "Power Dissipation Considerations." 

'Buffer amplifier specs for reference. Buffer amplifier offset and drift already included in Span and Zero accuracy specs above. 
Specifications subject to change without notice. 

ABSOLUTE MAXIMUM RATINGS 
Supply Voltage ........................... + 36 V 
Vs to lOUT ............................. +36 V 
Input Voltage, (Either Input Pin 2 or 3) .... -0.3 V to +36 V 
Reference Short Circuit to Common ........... Indefinite 
Alarm Voltage, Pin 10 ...................... +36 V 
4 rnA Adj, Pin 6 ........................... + I V 
4 rnA On/Off, Pin 9 .................... 0 V to 36 V 

Storage Temperature Range 
AD694Q ..................... -65°C to + 150°C 
AD694N ..................... -65°C to + 125°C 

Lead Temperature, 10 sec Soldering ............ + 300°C 
Maximum Junction Temperature ............... + 150°C 
Maximum Case Temperature 

Plastic Package (N) .................... + 125°C 
Cerdip Package (Q) .................... + 125°C 

Transistor Count: .................. 7S Active Devices 
Substrate Connection: .................. to Com, Pin 5 

Thermal Characteristics: 
Plastic (N) Package: !lJe = 50°C/Watt 

!leA (Still Air) = 85°C/W att 
Cerdip (Q) Package: !lJe = 30°C/Watt 

!lCA (Still Air) = 70"CIWatt 

ESD Susceptibility 
All pins are rated for a minimum of 4000 V protection, except 
for Pins 2, 3 and 9 which are rated to survive a minimum of 
1500 V. ESD testing conforms to Human Body Model. Always 
practice ESD prevention. 

No pin, other than lOUT (II) and ±Sig (2), (3) as noted, may be permitted to become more negative than Com (5). No pin may be 
permitted to become more positive than V s (13). 

PIN CONFIGURATION 

FB 

-SIG 

+SIG 

COM 

4mAADJUST 

10V(FORCE) 

2V(SENSE) 

Vos AOJUST 

Vos ADJUST 

BWADJUST 

vs 

BOOST 

lOUT 

ALARM 

4mAONIOFF 
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0.DD8 

2V FULL-SCALE INPUT 

0.007 

0.DD8 

!:i 0.DD5 

!! 
~ 

0.DD4 

.,. 
0.DD3 

0.002 

\ ~2VORllDV 
1 REFERENCE 

II 
1\ 
\\ ""'- TYPMAX 

1.5 
0.001 ~ 1"- --t--

............-~MEAN 
0.5 

o 
-40 20 40 

CASE TEMPERATURE _·C 
eo so 0.000 5 

r-- TYP MIN 

10 15 20 25 3D 35 40 
SUPPLY VOLTAGE - Yo 

Typical Minimum Supply Voltage VB. Temperature for 2 V 
& 10 V Full Scale 

Voltage Reference Power Supply Rejection 

l80D 

1600 I I 
14DD TYPICAL 

HEADROOM 
-0.5 

REQUIRED 
12DD BElWEENVs 

1 AND lOUT 

i lOGO 

rt BOD 

BOD 

4DD r--
-2 

l-t--

200 

0 -2.5 
0 -40 -20 o 20 40 eo 

CASE TEMPERATURE _·c 

Maximum RL VB. Supply Voltage lour: Voltage Compliance VB. Temperature 

ORDERING GUIDE 

Model 

AD694JN 
AD694AQ 
AD694BQ 

Package Option· 

Plastic DIP (N-16) 
Cerdip (Q-16) 
Cerdip (Q-16) 

·See Section 20 for package outline information. 
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FUNCTIONAL DESCRIPTION 
The operation of the AD694 can best be understood by dividing 
the circuit into three functional parts (see Figure I). First, a 
single supply input amplifier buffers the high level, single-ended 
input signal. The buffer amplifier drives the second section, a 
voltage to current (VII) converter, that makes a 0 to 16 mA sig-
nal dependent current. . 

The third section, a voltage reference and offset generator, is 
responsible for providing the 4 mA offset current signal. 

BWADJ 'Is 

2V COM 4mA 4mA 
FS ON/OFF ADJ 

Figure 1. Functional Block Diagram 

BUFFER AMPLIFIER 
The buffer amplifier is a single supply amplifier that may be 
used as a unity gain buffer, an output amplifier for a current 
output DI A converter, or as a gain block to amplify low level 
signals. The amplifier's PNP input stage has a common-mode 
range that extends from a few hundred m V below ground to 
within 2.5 V of V s. The Class A output of the amplifier appears 
at Pin I (FB). The output range extends from about I mV 
above common to within 2.5 V of V s when the amplifier is op
erated as a follower. The amplifier can source a maximum load 
of 5 kG, but can sink only as much as its internal 10 kG pull
down resistor allows. 

VII CONVERTER 
The ground referenced, input signal from the buffer amplifier is 
converted to a 0 to 0.8 mA current by A2 and level shifted to 
the positive supply. A current mirror then multiplies this signal 
by a factor of 20 to make the signal current of 0 to 16 mAo This 
technique allows the output stage to drive a load to within 2 V 
of the positive supply (V s). Amplifier A2 forces the voltage at 
Pin I across resistors RI and R2 by driving the Darlington tran
sistor, Q2. The high gain Darlington transmits the resistor cur
rent to its collector and to R3 (900 G). A3 forces the level 
shifted signal across the 45 G resistor to get a current gain of 
20. The transfer function of the VII stage is therefore: 

lOUT = (20 x V(PINl) / (RI + R2) 

resulting in a 0-16 mA output swing for a 0-10 V input. Tying 
Pin 4 (2 V FS) to ground shorts out R2 and results in a 2 V 
full-scale input for a 16 mA output span. 

The output stage of the VII converter is of a unique design that 
allows the loUT pin to drive a load below the common (sub
strate) potential of the device. The output transistor can always 

AD694 
drive a load to a point 36 V below the positive supply (V s). An 
optional NPN pass transistor can be added to transfer most of 
the power dissipation off -chip, to extend the temperature range 
of operation. 

The output stage is current-litnited at approximately 38 mA to 
protect the output from an overdrive at its inputs. The VII will 
allow linear operation to approximately 24 mA. The VII con
verter also has an open collector alarm (Pin 10) which warns of 
open-circuit condition at the lOUT pin or of attempts to drive 
the output to a voltage greater than V s - 2 V. 

4 mA OFFSET GENERATOR 
This circuit converts a constant voltage from the voltage refer
ence to a constant current of approximately 200 J.LA. This cur
rent is summed with the signal current at Pin 14 (BW Adjust), 
to result in a constant 4 mA offset current at lOUT. The 4 mA 
Adj (Pin 6) allows the offset current to be adjusted to any cur
rent in the range of 2 mA to 4.8 mA. Pin 9 (4 mA On/Oft) can 
shut off the offset current completely if it is lifted to 2.0 V or 
more, allowing 0 to 20 mA operation of the AD694. In normal 
4-20 mA operation, Pin 9 is connected to ground. 

VOLTAGE REFERENCE 
A 2 V or 10 V voltage reference is available for user applica
tions, selectable by pin-strapping. The 10 V option is available 
for supply voltages greater than 12.5 V, the 2 V output is avail
able over the whole 4.5 V - 36 V power supply range. The ref
erence can source up to 5 mA for user applications. A boost 
transistor can be added to increase the current drive capability 
of the 2 V mode. 

APPLYING THE AD694 
The AD694 can easily be connected for either dual or single 
supply operation, to operate from supplies as low as 4.5 V and 
as high as 36 V. The following sections describe the different 
connection configuration, as well as adjustment methods. 
Table I shows possible connection options. 

Input Output Voltage Min 
Range Range Reference Vs Pin 9 Pin 4 
0-2 V 4-20mA 2V 4.5 V Pin 5 PinS 
0-10 V 4-20mA 2V 12.5 V Pin 5 Open 
0-2.5 V 0-20mA 2V 5.0V ;;,,2 V Pin 5 
0-12.5 V 0-20mA 2V 13.0 V ;;,,2 V Open 
0-2 V 4-20mA 10V 12.5 V Pin 5 Pin 5 
0-10 V 4-20mA 10V 12.5 V Pin 5 Open 
0-2.5 V 0-20mA 10V 12.5 V ;;,,2 V Pin 5 
0-12.5 V 0-20mA 10V 13.0 V ;;,,2 V Open 

Table I. Precalibrated Ranges for the AD694 

BASIC CONNECTIONS: 12.5 V SINGLE SUPPLY 
OPERATION WITH 10 V FS 

Pin 8 

Pin 7 
Pin 7 
Pin 7 
Pin 7 
Open 
Open 
Open 
Open 

Figure 2 shows the tninimal connections required for basic oper
ation with a + 12.5 V power supply, 10 V input span, 4-20 mA 
output span, and a 10 V voltage reference. The buffer amplifier 
is connected as a voltage follower to drive the VII converter by 
connecting FB (Pin I) to -Sig (Pin 2). 4 mA On/Off (Pin 9) is 
tied to ground (Pin 5) to enable the 4 mA offset current. The 
AD694 can drive a maximum load RL = [V s - 2 V] I 20 mA, 
thus the maximum load with a 12.5 V supply is 525 G. 
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Figure 2. Minimal Connections for 0-10 V Single-Ended 
Input, 4-20 mA Output, 10 V Reference Output 

SELECTING A 2 V FULL-SCALE INPUT 
The 2 V full-scale option is selected by shorting Pin 4 (2 V FS) 
to Pin 5 (Common). The connection should be as short as possi
ble; any parasitic resistance will affect the precalibmted span 
accumcy. 

SELECTING THE 2 V VOLTAGE REFERENCE 
The voltage reference is set to a 2 V output by shorting Pin 7 to 
Pin 8 (10 V Force to 2 V Sense). If desired, the 2 V reference 
can be set up for remote force and sense connection. Keep in 
mind that the 2 V Sense line carries a constant current of 
100 ,..A that could cause an offset error over long wire runs. 
The 2 V reference option can be used with all supply voltages 
greater than 4.5 V. 

An NPN boost tmnsistor can be added in the 2 V mode to in
crease the current drive capability of the 2 V reference. The 
10 V force pin is connected to the base of the NPN, and the 
NPN emitter is connected to the 2 V sense pin. The minimum 
Vs of the part increases by approximately 0.7 V. 

4.5 V SINGLE SUPPLY OPERATION 
For operation with a +4.5 V power supply, the input span and 
the voltage reference output must be reduced to give the ampli
fiers their required 2.5 V of head room for opemtion. This is 
done by adjusting the A0694 for 2 V full-scale input, and a 
voltage reference output of 2 V as described above. 

GENERAL DESIGN GUIDELINES 
A 0.1 ",F decoupling capacitor is recommended in all applica
tions from V s (Pin 13) to Com (Pin 5). Additional components 
may be required if the output load is nonresistive, see section on 
driving nonresistive loads. The buffer amplifier PNP inputs 
should not be brought more than -0.3 V of common, or they 
Will begin to source large amounts of current. Input protection 
resistors must be added to the inputs if there is a danger of this 
occurring. The output of the buffer amplifier, Pin 1 (FB), is not 
short circuit protected~ Shorting this pin to ground or V s with a 
signal present on the amplifier may damage it. Input signals 
should not drive Pin 1 (FB) direcdy; always use the buffer am
plifier to buffer input signals. 

DRMNG NONRESISTIVE LOADS 
The A0694 is designed to be stable when driving resistive 
loads. Adding a 0.01 ",F capacitor from lOUT (Pin 11) to Com 
(Pin 5), as shown in Figure 3, insures the stability of the A0694 
when driving inductive or poorly defined loads. This capacitor is 
recommended when there is any uncertainty as to the character
istics of the load. 

D2 

Figure 3. Capacitor Utilized When Driving Nonresistive 
Loads; Protection Diodes Used When Driving Inductive 
Loads 

Additional protection is recommended when driving inductive 
loads. Figure 3 shows two protective diodes, 01 and 02, added 
to protect against voltage spikes that may extend above V s or 
below common that could damage the A0694. These diodes 
should be used in addition to the 0.01 ",F capacitor. When the 
optional NPN transistor is used, the capacitor and diodes should 
connect to the NPN emitter instead of Pin 11. 

0-20 mA OPERATION 
A 0-20 rnA output range is available with the A0694 by remov
ing the 4 rnA offset current with the 4 rnA On/Off pin. In nor
mal 4-20 mA operation 4 rnA On/Off (Pin 9) is tied to ground, 
enabling the 4 rnA offset current. Tying Pin 9 to a potential of 
2 V or greater turns off the 4 rnA offset current; connecting Pin 
9 to the voltage reference, 2 V or 10 V, is a convenient way to 
do this. In 0-20 rnA mode the input span is increased by 20%, 
thus the precalibmted input spans of 2 V and 10 V become 
2.5 V and 12.5 V. Minimum supply voltages for the two spans 
increase to 5 V and 13 V. 

The 4 rnA On/Off pin may also be used as a "jiggle pin" to un
stick valves or actuators, or as a way to shut off a 4-20 rnA loop 
entirely. Note that the pin only removes the 4 rnA offset and 
not the signal cqrrent. 
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Figure 4. Using Optional Pass Transistor to Minimize Self
Heating Errors; Dual Supply Operation Shown 

DUAL SUPPLY OPERATION 
Figure 4 shows the AD694 operated in dual supply mode. (Note 
that the pass transistor is shown for illustration and is not re
quired for dual supply operation.) The device is powered com
pletely by the positive supply which may be as low as 4.5 V. 
The unique design of the output stage allows the lOUT pin to 
extend below common to a negative supply. The output stage 
can source a current to a point 36 V below the positive supply. 
For example, when operated with a + 12.5 V supply, the AD694 
can source a current to a point as low as 23.5 V below common. 
This feature can simplify the interface to dual supply D/A con
verters by eliminating grounding and level-shifting problems 
while increasing the load that the transmitter is able to drive. 
Note that the lOUT pin is the only pin that should be allowed to 
extend lower than -0.3 V of common. 

OPERATION WITH A PASS TRANSISTOR 
The AD694 can operate as a stand-alone 4-20 rnA converter 
with no additional active components. However, provisions have 
been made to connect lOUT to the base of an external NPN pass 
transistor as shown in Figure 4. This permits a majority of the 
power dissipation to be moved off-chip to enhance performance 
and extend the temperature range of operation. Note that the 
positive output voltage compliance is reduced by approximately 
0.7 V, the V BE of the pass device. 

The external pass transistor selected should have a BV CEO 
greater than the intended supply voltage with a sufficient power 
rating for continuous operation with 25 rnA current at the sup
ply voltage. Ft should be in the 10 MHz to 100 MHz range and 
13 should be greater than 10 at a 20 rnA emitter current. Heat 
sinking the external pass transistor is suggested. 

POWER DISSIPATION CONSIDERATIONS 
The AD694 is rated for operation over its specified temperature 
without the use of an external pass transistor. However, it is 
possible to exceed the absolute maximum power dissipation, 
with some combinations of power supply voltage and voltage 
reference load. The internal dissipation of the part can be calcu
lated to determine there is a chance that the absolute tnaximum 
dissipation tnay be exceeded. The die temperature must never 
exceed ISO"C. 

Total power dissipation (PTOT)' is the sum of power dissipated 
by the internal amplifiers, P (Standing), the voltage reference, 
P (VREF) and the current output stage, P(IOUT) as follows: 

P TOT = P (Scanding) + P (V REP) + P (lOUT) 

where: 

P (Standing) = 2 rnA (max) x V s 
P (VREP) = (Vs - VREF)X IVREF 
P (lOUT) = (Vs - VOUT) X lOUT (max): 

lOUT (max) may be the max expected operating cur
rent, or the overdriven current of the device. 

P (lOUT) drops to (2 Volts x lOUT) if a pass transistor 
is used. 

Definitions: 
V REF = output voltage of reference 
IVREP = output current of reference .a 
Vs = supply voltage .. 
V OUT = voltage at lOUT pin. 

An appropriate safety factor should be added to PTOT' 

The junction temperature tnay be calculated with the following 
formula: 

T, = P TOT (6yc + 6CA) + TAMBIENT 

6lC is the thermal resistance between the chip and the package 
(case), 6CA is the thermal resistance between the case and its 
surroundings and is determined by the characteristics of the 
thermal connection of the case to ambient. 

For example, assume that the part is operating with a V s of 
24 V in the cerdip package at SO'C, with almA load on the 
10 V reference. Assume that lOUT is grounded and that the max 
lOUT would be 20 mAo The internal dissipation would be: 

P(TOT) = 2 rnAx24 V + (24 V - 10 V) x 1 rnA + (24 V -0 V) x 20 rnA 

= 48 mW + 14 mW + 480 mW = 542 mW 

Using 6lC of 30'C/Watt and 6CA of 70'C/Watt, (from spec page) 
the junction temperature is: 

Ty = 542 mW (30"CIW + 70"CIW) +50'C = J04.2'C 

The junction temperature is in the safe region. 
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Figure 5. Internal Power Dissipation in mW 

Internal power dissipation can be reduced either by reducing the 
value of OCA through the use of air flow or heat sinks, Qr by re
ducing P(TOT) of the AD694 through the use of an external pass 
transistor. Figure 5 shows the maximum case and still air tem
peratures for a given level of power dissipation. 

ADJUSTMENT PROCEDURES . 
The following sections describe methods for trimming the out
put current offset, the span and the voltage reference. 

ADJUSTING 4 mA ZERO 
The 4 Il\A zero current may be adjusted over the ~e of 2 mA 
to 4.8 IDA to accommodate large input signal offsets, or to allow 
small adjustment in the zero current. The zero may be adjusted 
by pulling up or down on Pin 6 (4 mA Adj) to increase or de
crease the nominal offset current. The 4 mA Adj. (pin 6) should 
not be driven to a voltage greater than 1 V. The arrangement of 
Figure 6 will give an approximately linear adjustment of the 
4 mA offset within fixed limits. To fmd the proper resistor val
ues, first select X, the desired range of adjustment as a fraction 
of 4 mA. Substitute this value in the appropriate formula below 
along with the chosen reference output voltage (VREP = 2 V or 
10 V usually), to determine the resistor values required. 

BWADJ Va 

Figure 6. Optional 4 mA Zero Adjustment 

. Rp = ISO 0 (1 IX - 4.S) 

RF = SOOO[(VREFI 1.22 V) -O.IS - O.S2X][l/X - 4.S1 

These formulae take into account the ± 10% internal resistor 
tolerance and ensure a minimum adjustment range for the 4 mA 
offset. For example, assume the 2 V reference option has been 
selected. Choosing X = 0.05; gives an adjustment range of ±5% 
of the 4 mA offset. 

Rp = 1800 (110.05 - 4.5) = 2.79 kO 
RF = 500 0 [(2 V /1.22) - 0.18 - 0.82 x 0.05][110.05 - 4.5J 

= 10.99kO 
These can be rounded down to more convenient values of 
2.5 kO and 9.76 kO. In general, if the value of Rp is rounded 
down slightly, the value of Rp should be rounded down propor
tionately and vice versa. This helps to keep the adjustment 
range symmetrical. 

ADJUSTING SPAN FOR 10 V FS 
When the AD694 is configured with a 10 V input full-scale the 
span maybe adjusted using the network shown in Figure 7. This 
scheme allows an approximately linear adjustment of the span 
above or below the nominal value. The span adjustment does 
not interact with the 4 mA offset. To select Rs and Rn choose 
X, the desired adjustment range as a fraction of the span. Sub
stitute this value in the appropriate formula below. 

RT = I.S kO «(1 - X) I X) 

Rs = 9 kO[ I - 0.2 (I + X)( I - X )J I 2X 

These formulae take into account the ± 10% absolute resistor 
tolerance of the internal span resistors and ensures a minimum 
adjustment range of the span. For example, choosing the adjust
ment range to be ±2%, or 0.02 gives: 

RT = I.S kO«(1 - 0.02) I 0.02) = 88.2 kO 

Rs = 9 kO [ I - 0.2 (1 + 0.02)( 1 - 0.02 )1 I (2 x 0.02) = 
175.S kO 

These values can be rounded up to the more convenient values 
of 100 kO and 198 kO. In general, ifRT is rounded up, then 
the value of Rs should be rounded up proportionally and vice 
versa. 

Figure 7. Span Adjustment, 10 V Full Scale 
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ADJUSTING SPAN FOR 2 V FS 
The precalibrated 2 V full-scale range requires a different ad
justment scheme due to the single supply nature of the AD694. 
Figure 8 shows an adjustment scheme that allows an approxi
mately linear adjustment of the 2 V span plus or minus the 
nominal value. The span adjustment does not affect the value of 
the 4 mA offset current. 

To find the proper resistor values first select X, the desired 
range of adjustment as a fraction of the output span. Substitute 
this value into the following formulae: 

RA = 2 X RB where RB is greater than 5 K 
Rc = (2.75 kO x X) / (1 - 0.275X) 

These formulae take into account the ± 10% absolute tolerance 
of the internal span resistors and ensure a minimum adjustment 
range. 

For example, choosing the adjustment range to be ±320 j1A of 
FS or, ±2%, let X = 0.02. Thus: 

Setting RB = 10 K, then RA = 2(.02) x 10 kO = 400 0 

Rc = (2.75 kO x 0.02)1 (1 - 0.275 x (0.02)) = 55.3 0 

The value of Rc can be rounded to the more convenient values 
of 49.9 O. In general, if RA is rounded up, then Rc should be 
rounded up proportionally and vice versa; rounding up will in
crease the range of adjustment. 

BWADJ Va 

Figure 8. Span Adjustment, 2 V Full Scale 

PROGRAMMING OTHER SPANS 
There are two methods for programming input spans less than 
10 V. The first decreases the input span by programming a non
inverting gain into the buffer amplifier. For example, to achieve 
an input span of 0-5 V, the AD694 is set in its 10 V full-scale 
mode and the buffer amplifier is conflgllre<i with a noninverting 
gain of 2 by adding 2 resistors. Now a 5 V signal at + Sig results 
in a 10 V full-scale signal at FB (Pin 1), the input to the VII. 
This method requires that the VII be programmed to a 10 V full 
scale for input spans between 2 V to 10 V. It should be pro
grammed to a 2 V full scale if input spans of less than 2 V are 

AD694 
required. This adjustment scheme makes the accuracy of the 
span adjustment dependent upon the ratio accuracy of the re
quired gain resistors. Thus, it is possible to accurately configure 
spans other than 2 V or 10 V without using trimming potenti
ometers, given that the resistor ratios are sufficiently accurate. A 
supply voltage of 12.5 V is required for spans between 2 V and 
10 V. Spans below 2 V require a Vs of 4.5 V or greater. 

A second method, allows other spans of less than 10 V to be 
programmed when supply voltage is less than 12.5 V. Since the 
AD694 amplifiers require 2.5 V of headroom for operation, a 
5 V full-scale input is possible with a 7.5 V supply. This is 
achieved by placing a resistor, in parallel with RZ, (2 V FS (Pin 
4) to Com (Pin 5)), to adjust the transconductance of the VII 
converter without a headroom penalty. A disadvantage of this 
method is that the external resistor must match the internal re
sistor in a precise manner, thus a span trim will be required. 
The value should be chosen to allow for the ± 10% uncertainty 
in the absolute value of the internal resistor RZ. 

ADJUSTING REFERENCE OUTPUT 
Figure 9 shows one method of making small adjustments to the 
10 V reference output. This circuit allows a linear adjustment 
range of ±200 mY. The 2 V reference may also be adjusted but 
only in the positive direction. 

BWADJ 'Is 

71.5kU 

SOkU 

Figure 9. 10 V Reference Output Adjustment 

Other reference voltages can be programmed by adding external 
resistors. For example, a resistor placed in parallel with R5 can 
be added to boost the reference output as high as 20 V. Con
versely, a resistor in parallel with R6 can be used to set the ref
erence voltage to a value between 2 V and 10 V. The output 
voltage VRBF = 2 V (R6 + RS) 1 R5. In choosing externa1 ad
justment resistors remember that the interna1 resistors, while 
ratio matched to a high degree of accuracy, have an absolute 
resistor tolerance of only ± 10%. Be prepared to compensate for 
this if a precise voltage other than the precalibrated values of 
2 V or 10 V is required. 
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BANDWIDTH CONTROL 
The bandwidth of the AD694 can be limited to provide noise 
filtering. This is achieved by connecting an external capacitor 
from BW AD] (Pin 14) to V s (Pin 13) as shown in Figure 10. 
To program the bandwidth,. substitute the desired bandwidth in 
Hz, into the formula below to determine the required capacitor. 

C = I farad Hz 0 / ( 2 1r 900 0 BW) 

The bandwidth chosen will vary ± 10% c;lue to internal resistor 
tolerance, plus an additional amount due to capacitor tolerance. 

This method of bandwidth control is not recommended as a way 
to fllter large high frequency transients in the input signal. It is 
recommended that trequencies greater than the BW of the 
buffer amplifier be eliminated with an input fllter to avoid recti
fication of noise by the input amplifiers. 

c 

Figure 10. Noise Filtering with an External Capacitor 

BUFFER AMPLIFIER OFFSET ADJUST 
The buffer amplifier input voltage offset has been laser trimmed 
to a high degree of accuracy; however, there may be occasions 
when an offset trim is desired. Figure 11 shows the adjustment 
method; a trim range of greater than ±2.S mV is available with 
this scheme. It is not recommended that this adjustment method 
be used to affect the 4 rnA offset current as the trim will induce 
offset drift into the buffer amplifier. The buffer amplifier will 

drift approximately IJ.l. VI"C for each 300 J.l. V of induced offset. 
To adjust the 4 rnA offset current refer to the section "AD
JUSTING ZERO." 

ALARM CIRCUIT 
The AD694 has an alarm circuit which warns of open circuit 
conditions at lOUT (Pin 11), or of attempts to drive the voltage 
at loUT higher than V s - 2 V. The alarm transistor will pull . 
down if an out of control condition is sensed. The alarm current 
is limited to about 20 rnA. 

AD694 

Figure 11. Buffer Amplifier Vos Adjustment 

Figure 12 shows a typical application. In a digitaVanalog system 
the alarm can provide a TTL signal to a controller. The collec
tor of the alarm transistor is tied to the system logic supply 
through a 20 kO pull-up resistor. The alarm is off in normal 
operation and the voltage at the alarm pin is high. In the event 
that the wire from lOUT (Pin 11) is opened, or if a large input 
overdrive forces lOUT too close to V s, then the alarm pin is 
driven low. This configuration is compatible with CMOS or 
TTL logic levels. The alarm transistor can also be used to di
rectly drive an LED or other indicators. 

Vs = +4.5V TO +36V 

ALARM 

TTL GATE 

VosAOJ 4mA 4mA 
ON/OFF ADJ 

Figure 12. Using the Alarm to Drive a TTL Gate 
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Figure 13. Digital to 4-20 rnA Interface Using a Current 
Steering DAC 

APPLICATIONS 

CURRENT OUTPUT DAC INTERFACE 
The AD694 can be easily interfaced to current output DACs 
such as the AD566A to construct a digital to 4-20 rnA interface 
as shown in Figure 13. The AD694 provides the voltage refer
ence and the buffer amplifier necessary to operate the DAC. 
Only simple connections are necessary to construct the circuit. 
The 10 V reference of the AD694 supplies reference input of the 
AD566. The buffer amplifier converts the full-scale current to 
+ 10 V utilizing the internal resistors in the DAC; therefore the 
AD694 is configured for a 10 V full-scale input. A 10 pF capaci
tor compensates for the 25 pF output capacitance of the DAC. 
An optional 100 n trim resistor, (RT ), allows the full-scale to be 
trimmed, a 50 n resistor may be substituted if a trim is not re
quired; accuracy will be typically ± 1 LSB and the trim does not 
affect the 4 rnA offset. Care should be taken in managing the 
circuit grounds. Connections from AD694 Pins 9,3 and AD566 
Pins 3 and 7 should be as short as possible and to a single point 
close to Pin 5 of the AD694. Best practice would have separate 
connections to the star ground from each pin; this is essential 

for the AD566 power ground from Pin 12. The 4-20 rnA output 
(Pin 11) must have a return path to the power ground. The re
turn line from the load may be connected to the power ground, 
or to the - 15 V supply based upon the size of the load to be 
driven, and on power dissipation considerations. 

SINGLE SUPPLY DIGITAL TO 4-20 rnA INTERFACE 
A 12 bit input to 4-20 rnA output interface can be constructed 
that operates on a single 15 V supply. The DAC is operated in 
its voltage switching mode; this allows the DAC, when supplied 
with a voltage reference of less than 2.5 V, to provide an output 
voltage that is proportional to the digital input code and ranges 
from 0 V to V REP' The AD694 voltage reference is connected to 
supply 2 V and the input stage is set to a 2 V full scale; the in- IIJ 
put buffer amplifier serves to buffer the voltage output from the 
DAC. Connected in this manner a full-scale DAC input code 
will result in a 20 rnA output and an all 0 code will result in a 
4 rnA output. The loading on the AD694 voltage reference is 

Figure 14. Single Supply Digital Input to 4-20 rnA Output 
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code dependent, and the response time of the circuit will be de
termined by the reaction of the voltage reference. The supply 
voltage to the AD7541A should be kept close to IS V.IfVs is 
reduced significantly from IS V the differential nonlinearity of 
the DAC will increase and the linearity will be degraded. 

In some applications it is desirable to have some under-range 
and over-range in the 4-20 mA output. For example, assume an 
over and under range capability of ±5% of span is needed, then 
the output current range corresponding to the full scale of the 
DAC is 3.2 mA to 20.S mA .. To accomplish this,. the span of the 
AD694 would be increased 10% to 17.6 mA by adding a nonin
verting gain of 1.1 to the buffer amplifier. The 4 mA offset 
would then be reduced by O.S mA, by utilizing the adjustment 
scheme explained in "Adjusting 4 mA Zero." Then a digital 
input from all zero code to full scale would result in an output 
current of 3.2 mA to 20.S mAo 

LOW COST SENSOR TRANSMITTER 
Sensor bridges typically output differential signals in the 10 mV 
to 100 mV full-scale range. With an AD694, a dual op amp, and 
some resistors, an instrumentation amplifier front end can be 
added which easily handles these types of low level signals. 

The traditional 3 op amp instrumentation amplifier is built us
ing an AD70S, dual op amp for the front end, and the AD694's 
buffer amplifier is used for the subtractor circuit, as shown in 
Figure IS. The AD694's 2 V reference is used to provide a 
"ground" of 2 V that insures proper operation of the in amp 

over a wide common mode range. The reference pin· of the sub
tractor circuit is tied to the 2 V reference (point C). A 2 kO 
pull-down resistor insures that the voltage reference will be able 
to sink any subtractor current. The 2 V FS (Pin 4) is attached 
to the 2 V reference; this offsets the input range of the VII con
verter 2 volts positive, to match the "ground" of the in amp. 
The AD694 will now output a .4-20 mA output current for a 0 
to 2 V differential swing across V A' The gain of the in amp 
front end is adjusted so that the desired full-scale input signal at 
V,N results in a VA of 2 V. For example a sensor that has a 
100 mV full scale will require a gain of 20 in the front end. The 
gain is determined according to the equation: 

G = [2Rs / RgJ + I 
The circuit shown, will convert a positive differential signal at 
VIN to a 4-20 mA current. The circuit has common'mode range 
of 3 V to S V. The low end of the common-mode range is lim
ited by the AD70S's ability to pull down on Rs. A single supply 
amplifier could be used instead to extend the common-mode 
range down to about 1.5 V. 

As shown, the circuit handles positive differential signals, (V,N 
positive). To handle bipolar differential signals (V IN is positive 
or negative), the reference pin of the in amp (point C) must be 
offset positively from the 2 V reference. For example, discon
nected point C from the 2 V reference and connecting it to a 
3 V source would result in a VA of 1 V, (or half scale) for a zero 
volt differential input from the sensor. 

Figure 15. Low Cost, Single Supply, 3-Wire Sensor Transmitter 
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FEATURES 
Wide Input Range: 0-1V to 0-10V 
High CMV Isolation: 1500V rms 
Programmable Output Ranges: 4mA to 20mA 

Oto 20mA 
Load Resistance Range: 0 to 1.35kO max 
High Accuracy 

Low Offset Tempco: ±300nAfC 
Low Gain Tempco: :!:50ppmrc 
Low Nonlinearity: :!: 0.02% 
High CMR: 90dB min 

Small Package: 0.7"x2.1"xO.35" 
Meets IEEE Std. 472: Transient Protection (SWC) 

APPLICATIONS 
Multichannel Process Control 
DIA Converter - Current Loop Interface 
Analog Transmitters and Controllers 
Remote Data Acquisition Systems 

GENERAL DESCRIPTION 
The 1 B21 is an isolated voltage-to-current converter that incor
porates a unique circuit design utilizing transformer based isolation 
and automated surface mount manufacturing technology. It 
provides an unbeatable combination of versatility and performance 
in a compact plastic package. Designed for industrial applications, 
it is especially suited for harsh environments with extremely 
high common-mode interference. 

Functionally, the VII converter consists of four basic sections: 
input conditioning, modulator, demodulator and current source 
(IB21 Functional Block Diagram). The input is a resistor pro
grammable gain stage that accepts a O-IV to 0-10V voltage input. 
This maps into a 0 to 20mA output or can be offset by 20% 
using the internal reference for 4mA to 20mA operation. The 
high level signal is modulated and passed across the barrier 
which provides complete input to output galvanic isolation of 
1500V rms continuous by the use of transformer coupling tech
niques. Nonlinearity is an excellent :1:0.05% max. 

Isolated, loop-Powered 
Voltage-to-Current Converter 

1B21 I 
IB21 FUNCTIONAL BLOCK DIAGRAM 

Designed for multichannel applications, the IB21 requires an 
external loop supply and can accept up to 30V max. This would 
provide a loop compliance of 27V, which is sufficient to drive a 
1.35kD. load resistance. 

The IB21 is fully specified over - 25°C to + 85°C and operates 
over the industrial ( - 40°C to + 85°C) temperature range. 

DESIGN FEATURES AND USER BENEFITS 
High CMV Isolation: The IB21 features high input to output 
galvanic isolation to eliminate ground loops and offer protection 
against damage from transients and fault voltages. The isolation 
barrier will withstand continuous CMV of 1500V rms and meets 
the IEEE Standard for Transient Voltage Protection (Std. 472-
SWC). 

Small Size: The IB21 package size (0.7"x2.1" DIP) makes it ..:! 
an excellent choice in multichannel systems for maximum channel ~ 
density. The 0.35" height also facilitates applications with limited 
board clearance. 

Ease of Use: Complete isolated voltage-to-current conversion 
with minimum external parts required to get a conditioned 
current signal. No external buffers or drivers are required. 
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SPECIFICATIONS (typical at +25"C and Ys = :tl5YuniessolhelWisenoted) 

Model 

INPUT SPECIFICATIONS 
Input Range 
Full-Scale Input 
Input Bias Current 

OUTPUT SPECIFICATIONS 
Current Output Range 
Load Compliance at VLOOP = 30V 
Max Output Current @ Input Overload 
Output Noise, 100Hz Bandwidth 

NONLINEARITY (% of Span) 

ISOLATION 

IB21AN 

Oto + lOY 
+ IV min to + 10Vmax 
± 30pA ( ± 400pA max) 

4rnA to 20rnA, 0 to 20rnA 
27Vmin 
25rnA 
l,...Ap-p 

± 0.02% ( ± 0.05% max) 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

ACI060 MATING SOCKET 

CMV, Input to Output Continuous 1500V rms 

~~~;i~t~~:ection :~~~;D472(SWC) r " ~ ~~ " I ;':.~; 
--------------:...~ I +·'-·---'-'·+-LT~' 
ACCURACY _\________ ~_ ~~ ?;:":\ 

Warm-Up Time to Rated Performance S min 
TotalOutputError@ + 25°C (Untrimmed) +···--------·-·i--

Offset(VIN = OV)1 ± 100,...A , .... "."DIA .oj 10-
Span (V1N = +IOV) ±0.6%FSR BOTH'NDS ','-:':'"1 

vs. Temperature ( - 25°C to + 85°C) 
Offset2 

Span 

REFERENCE OUTPUT 
Voltage 
Output Error 
Temperature Coefficient 

DYNAMIC RESPONSE 
Settling Time to 0.1 % ofF.S. for lOY Step 
Small Signal Bandwidth 

POWER SUPPLY 
Input Side 

Operating Voltage 
Quiescent Current 

+ 15VSupply 
-15VSupply 

Power Supply Rejection 
Loop Side 

Operating Voltage 
Maximum Current 

ENVIRONMENTAL 
Temperature Range 

Rated Performance 
Operating 
Storage 

Relative Humidity, Noncondensing 

CASE SIZE 

NOTES 

±300nAf'C 
±50ppml"C 

+6.4Vdc 
± 1.5% max 
± 20ppml"C max 

9ms 
100Hz 

± 15V ±S% 

lOrnA 
SmA 
±O.OI%N 

+ ISVto +30V 
25mA 

- 25°C to + 85°C 
- 40°C to + 85°C 
-- 40°C to + 85°C 
Ot095%(", + 60°C 

0.7" x 2.1" x 0.35" 
(17.8 x 53.3 x 8.9)mm 

IPor()"20mAmode. Por4-20mA mode an additional 60pA iscontributed by the ± 1.5% reference error on the4mAoutput. 
2Por a complete discussion of the temperature effects of the offset resistor and reference refer to "Using the IB21" section. 
Specifications subject to change without notice. 
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PIN DESIGNATIONS 

PIN FUNCTION 

1 OUT HI 
11 IN 
18 FB 
19 REF 
20 +1SV 
21 COM 
22 -1SV 
38 OUTLOW 



INSIDE THE IB21 
Referring to the functional block diagram, the ± 15V power 
inputs provide power to both the input side circuitry and the 
power oscillator. The 25kHz power oscillator provides both the 
timing information for the signal modulator and drives transformer 
T2 for the output side power supplies. The secondary winding 
of T2 is full wave rectified and filtered to create the output side 
power. 

The input stage is conflgured as an inverting amplifler with 
three user supplied resistors for gain, offset and feedback. The 
conditioned signal is modulated to generate a square wave with 
a peak-to-peak amplitude proportional to VIN. This signal drives 
the signal transformer T 1. An internal reference with a nominal 
output voltage of + 6.4V and tempco of ± 20ppml"C is provided 
to develop a 4mA offset for 4mA to 20mA current loop 
applications. 

After passing through signal transformer T 1, the amplitude 
modulated signal is demodulated and filtered by a single pole 
filter. Timing information for the output side is derived from 
the power transformer T2. The filtered output provides the 
control signal for the voltage-to-current converter stage. An 
external power supply is required in series with the load to 
complete the current loop. 

USING THE IB21 
Input Configurations: The IB21 has been designed with a 
flexible input stage for a variety of input and output ranges. 
The basic interconnection for setting gain and offset is shown in 
Figure 1. The output of the internal amplifler is constrained to 
o to -5V, which maps into 0 to 20mA across the isolation 
barrier. Thus to create a 4mA offset at the output, the input 
amplifler has to be offset by 1 V. 

For example, for 0 to 20mA operation the transfer function for 
the input stage is: 

5NIN = RplRl 

and no offset resistor is needed. For 4mA to 20mA operation we 
get: 

4NIN = RFIRI 

which maps the input voltage into a 4V span. To create a IV 
offset at the output of the interna1 ampliller (4mA at the output 
of the IB21) a current derived from the reference can be fed 
into the summing node. The offset resistor (for a I V output 
offset) will be given by the equation: Ro = 6.4RF. For most 
applications it is recommended that RF be in the 25k!l ± 20% 
range. Resistor values for typical input and output ranges are 
shown in Table 1. 

v,. <>-.JV\_+-< 

+15V o---,~--{l " __ .-J--L--' 

COM o---;-;---{l 

-15V o---::-'!=-:---{l 

Figure 1. Basic Interconnections 

Input Output RI RF 
Volts mA kfi kfi 

0-5 0-20 25 25 
0-10 0-20 50 25 
0-5 4-20 25 20 
0-10 4-20 50 20 
1-5 4-20 25 25 

1B21 

Ro 
kfi 

Open 
Open 
128 
128 
Open 

Table I. Resistor Values for Typical Ranges 

Adjustments: Figure 2 is an example of using potentiometers 
for trimming gain and offset for a 0-5V input and 0 to 20mA 
output. The network for offset adjustment keeps the resistors 
relatively small to mininIize noise effects while giving a sensitivity 
of ± 1 % of span. For more adjustment range, resistors smaller 
than 274k can be used. Resistor values from Table I can be 
substituted for other input and output ranges. 

In general, any bipolar voltage can be input to the IB21 as long 
as it is offset to meet the 0 to - 5V constraint of the modulator 
and the input signal range is IV mininIum. 

+15V 
~ 274k 

50k~._"""'_-i 

-15V 1k 

RECTIFIER 

Figure 2. Offset and Span Adjustment 
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TC Considerations of External Resistors: The specifications 
for gain and offset temperature coefficient (TC) for the IB21 
exclude the effects of external components. The total gain TC 
for the circuit in Figure I is: 

Gain TC = IB21 Gain TC + (Tracking TC of RF and R1) 

The offset TC is also affected by the thermal stability of the 
internal voltage reference and its contribution is: 

Ref TC = (VREF)(RF/Ro)(4mAlV)(TC of VREF + 
Tracking TC of RF and Ro)/1 X 106 

Total Offset TC = IB21 Offset TC + Ref TC 

Specifically using RF, RI and Ro from Case 3 in Table I, with 
absolute TCs of ± 25pprof'C we get: 

Gain TC = 50 + (25 + 25) = lOOppml"C 
Offset TC = 300 + (6.4V)(20klI28k)(4mAlV)(20 + 25 + 25)1 

I x 106 

= ±5S0nAI"C 

Similarly, when using a resistor network with a tracking spec of 
± 5ppm/oC, the total gain TC would be ± 55ppm/oC and the 
total offset TC would be ± 400nAloC. 

APPLICATIONS 
Output Protection: In many industrial applications it may be 
necessary to protect the current output from accidental shorts to 
ac line voltages in addition to high common-mode voltages and 
short circuits to ground. The circuit shown in Figure 3 can be 
used for this purpose. The maximum permissible load resistance 
will be lowered by the fuse resistance (typically SH) when 
protection circuitry is utilized. 

Figure 3. Output Protection Circuitry 

Low Drift Input Network: Figure 4 shows a configuration 
suitable for applications where errors have to be minimized over 
a wide temperature range. A temperature tracking network such 
as a 50k Beckman (PN 698-3R50KD) can be used to implement 
both offset and gain for either 0 to 20mA or 4mA to 20mA 
current loops. For 0-IOV signals either INI or IN2 can be used 
for input. For 0-5V signals, jumper INI to IN2. Similarly, for 
4mA to 20mA operation the 4mA node should be jumpered to 
OFFSET, while for 0 to 20mA it should be tied to COM. 

BECKMAN 50k RIN r---' r---, 
'N2 o---7--"""'T''-'II_;-,r---<G8}c:...._-.:......., 
'N1 o---7-00AN""';'+C,.....,_7-i 

OFFSET o--'--""':'"","",'---'-1f--< 
4mA <>-1""';"ooAN""';'-,"""'--:-, ...J 

COM? L ___ .J L ___ .J 

NOTE 
ftODES LABELLED FCIR 
IllUSTRATION ONLY. 

Figure 4. Low Tempco Resistor Network Configuration 

Multiloop Isolation: Multiple IB21s can be connected to a 
single loop supply in parallel as shown in Figure 5. The amperage 
of the loop supply should be sufficient to drive all the loops at 
full-scale output. 

Figure 5. Multiple 1821s with Single Loop Supply 
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1IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Internal Isolated Loop Supply Drives 1000 fi Load 
Pin Programmable Inputs: 0 to +5 V or 0 to +10 V 
Pin Programmable Outputs: 4 to 20 mA or 0 to 20 mA 
High CMV Isolation: 1500 V RMS 
Normal Mode Output Protection: 240 V RMS 
High Accuracy 

Low Offset Tempco: ±300 nA/oe; 
Low Gain Tempco: ±50 ppm 1°C 
Low Nonlinearity: ±0.020/0 
High CMR: 90 dB min 

Small Package: 1.O"x2.10"xO.35" 
Meets IEEE STD 472: CMV Transient Protection (SWCI 

APPLICATIONS 
Multichannel Process Control 
DIA Converter - Current Loop Interface 
Analog Transmitters and Controllers 
Remote Data Acquisition Systems 

GENERAL DESCRIPTION 
The IB22 is an isolated voltage-to-current converter that incor
porates transformer isolation to achieve high performance and 
automated surface mount manufacturing for low cost and in
creased reliability. Designed for industrial applications, it is es
pecially suited for harsh environments with extremely high 
common mode interference. With programmable inputs and out
puts, the IB22 provides an unbeatable combination of versatility 
and performance in a compact plastic package. 

Functionally, the VII converter consists of four basic sections: 
input conditioning, modulator/demodulator, isolated loop supply 
and current source (Figure 1). The IB22 is pin programmable 
for 0 to +5 V or 0 to + 10 V inputs and 0 to 20 mA or 4 to 20 
rnA outputs using an internal resistor network. It can also be set 
by an external resistor to accept 0 to + 1 V to 0 to + 10 V in
puts. Transformer coupling provides 1500 V rms galvanic isola
tion between the inputs and the current loop. Nonlinearity is an 
excellent ±0.05% max. 

Loop power is generated internally through a dddc converter 
and is also isolated from the input side (1500 V rms). Loop 
compliance voltage is dependent on the voltage supplied to the 
IB22, and with V LOOP = 28 V, it is sufficient to drive a 1000 n 
load. 

The IB22 is fully specified over - 25"C to + 85"C and operates 
over the industrial (-4O"C to +85°C) temperature range. 

Programmable, Isolated 
Voltage-to-Current Converter 

1822 I 
IB22 FUNCTIONAL BLOCK DIAGRAM 

P COM VlOOP 

DESIGN FEATURES AND USER BENEFITS 

Isolated Loop Power: Interna1loop supply completely isolates 
the loop from the input terminals (1500 V rms) and provides the 
capability to drive 0 to 1000 n loads. This eliminates the need 
for an external dddc converter. 

Ease of Use: The IB22 offers complete isolated voltage-to
current conversion with minimum external parts required to get 
a conditioned current signal. No external buffers or drivers are 
required. 

High CMV Isolation: The IB22 features high input to output 
galvanic isolation to eliminate ground loops and offer protection 
against damage from transients and fault voltages. The isolation 
barrier will withstand continuous CMV of 1500 V rms and IIJ 
meets the IEEE Standard for Common Mode Voltage Transient 
Protection (STD 472-SWC). 

Small Size: The IB22 package size (1.0"x2.1" DIP) makes it an 
excellent choice in multichannel systems for maximum channel 
density. The 0.35" height also facilitates applications with lim
ited board clearance. 
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SPECIFICATIONS (typical @ +25°C and Vs = ±15 V. VLOOP = +24 V. unless otherwise noted) 

Model 

INPl.1T SPECIFICATIONS 
Factory Calibrated, User Selectable 
Input Impedance 

o .to + 10 V Input Range 
o to + 5 V Input Range 

OUTPUT SPECIFICATIONS' 
Current Output Range, User Selectable 
Load Compliance Range, V LOOP= + 15 V 

VLoop=+28 V 
Maximum Output Current @ Input Overload 
Output Noise, 100 Hz Bandwidth 

NONLINEARITY (% OF SPAN) 

ISOLATION 
CMV, Input to Output Continuous 
CMR,@6OHz 
Normal-Mode OutpUt Protection 
CMV Transient Protection 

ACCURACY 
Warm-Up Time to Rated Performance 
Total Output Error @ + 25°C 

Offset (VIN = 0 V) 
Span(VIN = +10V) 

vs. Temperature (-25°C to + 85°C) 
Offset 
Span 

DYNAMIC RESPONSE 
Settling Time to 0.1% of FS for 10 V Step 
Small Signal Bandwidth 

POWER SUPPLY 
Bipolar Input Supplies 

Operating Voltage 
Quiescent Current 
Power Supply Rejection 

Loop Supply 
Operating Voltage 
Operating Current, at 'Full-Scale Output 
Loop Supply Rejection 

ENVIRONMENTAL 
Tempemture Range 

Rated Performance 
Operating 
Stomge 

Relative Humidity, Noncondensing 

CASE SIZE 

NOTE 
Specifications subject to change without notice. 

IB22AN 

Oto+5V,Oto+l0V 

50kO 
25 kO 

4 to 20 rnA, 0 to 20 rnA 
8 V min 
20 V min 
30 rnA 
300 nA p-p 

±0.02% (±0.05% max) 

1500 V rms max 
90 dB min 
240 V rms continuous 
IEEE - STD 472 (SWC) 

5 min 

±60 ,...A 
±0.7% Full Scale 

±300 nArC 
±50ppmfC 

9ms 
400 Hz 

±15 V ±5% 
±7.5 rnA 
±O.OI%N 

+14Vto+30V 
25 rnA 
±0.OO5%N 

- 25°C to +85OC 
-40°C to +85OC 
-40°C to +85°C 
o to 95% @ 60°C 

1.0"x2.1"xO.35" 
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OUTLINE DIMENSIONS 
DimensionsShown in inches and (!DID). 

" ' 

~~.'3. .L 003 18.9) 
1'.15..1... (0:78) MAX 

(3.811 0.01810.46) MINT SQ.PlN 

20 

I. 
25 

H--H-;;!BO~no~Mrl-t-H 1~3~;1 . 
VIEW MAX· 

t-+-t-H--t-t-Hr+-t 

0.1 -L ~::j:::~t:t~ttt 
12.541 

TV. T H+t+-H-++-t-; 

0.1 • ....l I 3 •• 
13.8) I 

1.BO 
146:7) 

1 
TYP T 1--".0012&.41 MAX~ 12~~;'1 

TYP 

AC1225 MATING SOCKET 

~. 210{&33) _I 

fT -=-Ir--- ''''''''~I· ° oot'i~:"'''' 100 0800 I 0100DlA,CSTO HiI2S1 [20) 01BODIATYP IT _@::.:".::;LA::.:CES=--____ @ 

'" I I I12S1L II -:1-- ,,: :r~ I ~ ~'''' 
\--01513751 '800 \21>41 .1 --10300 1---1321 

1457) I'll 5) 

PIN DESIGNATIONS 

PIN FUNCTION 

1 OUTHI 
16 IN2 
17 IN1 
18 S.NODE 

19 4mAOFFSET 
20 +15V 
21 ANA COM 
22 -15V 
23 SYNC 
24 VLOOP 

25 POWER COM 
38 OUTLOW 



INSIDE THE IB22 
The IB22 produces an isolated 4 to 20 rnA or 0 to 20 rnA out
put current which is proportional to the input voltage and inde
pendent of the output load resistance (Figure I). The input 
stage is confJ.gured as an inverting ampliller with a resistor net
work to provide pin-strappable input ranges of 0 to + 5 V and 0 
to + 10 V and output ranges of 0 to 20 rnA and 4 to 20 rnA. 
The conditioned signal is modulated to generate a square wave 
that drives transformer Tl. The peak-to-peak amplitude of the 
signal is proportional to V IN' An internal, high stability refer
ence with a nominal output voltage of +6.4 V is used to develop 
a 4 rnA offset for the 4 to 20 rnA current loop output. 

P.COM VlOOP 

Figure 1. 1B22FunctionalBlockDiagram 

Mter passing through signal transformer Tl, the amplitude 
modulated signal is demodulated and ftltered by a single pole 
fJ.lter. This ftltered output is the control signal for the voltage
to-current converter stage. Tinting information for the demodu
lator is derived from the power transformer T2. The IB22 
outputs are protected from accidental shorts to ac line voltages 
up to 240 V rms. Combined with 1500 V input to output isola
tion, the IB22 provides unbeatable protection against transients, 
wiring errors and current loop short circuits to power lines. 

The dc-dc converter consists of a power driver, power trans
former T2, a full wave rectifJ.er and a ftlter. The dc-dc converter 
provides the power for the output circuitry as well as the iso
lated compliance voltage for the loop. This voltage is propor
tional to V LOOP on the input side. The IB22 requires ± 15 V 
supplies to power the input side circuitry and a + 14 V to 
+ 30 V supply for the dc-dc converter. 

USING THE IB22 

Basic Interconnections: The IB22 Inay be applied to achieve 
rated performance as shown in Figure 2. For 0 to 10 V signals 
either INI or IN2 can be used for input; for 0 to +5 V signals 
jumper INI to IN2. Similarly, for 4 to 20 rnA operation the 4 
rnA OFFSET node should be jumpered to the S. NODE, while 
for 0 to 20 rnA it should be tied to COM. Figure 3 shows the 
functional diagram of the resistor network used in the IB22. 

For applications where a separate loop supply is not available, 
the ±15 V supplies can be used by connecting + 15 V to VI.:OOP 

(Pin 24) and COM to P.COM (Pin 25). For additional compli
ance voltage, P.COM can be connected to -15 V to drive 
higher loads. 

1822 

+1SV 

-1SV"'=-<!!P_ 

Figure 2. Basic Interconnections 

Figure 3. Internal Resistor Network 

Optional Trim Adjustments: Figure 4 is an example of using 
potentiometers for trimming gain and offset for a 0 to + 10 V 
input and 4 to 20 rnA output. The network for offset adjust
ment keeps the resistors relatively small to minimize noise 
effects while giving a sensitivity of ± 1 % of span. For more 
adjustment range, resistors smaller than 274 kG can be used. 

Figure 4. Optional Offset and Span Adjustment 

SIGNAL CONDITIONING COMPONENTS &SUBSYSTEMS 13-69 

II 



TO IB22SYNCPINS 

Figure 5. Multiple 1B22s'Synchronization 

Synchronizing Multiple IB22s: In applications where multiple 
IB22s are used in close proximity, radiated individual oscillator 
frequencies may cause "beat frequency" related output errors. 
These errors can be eliminated by driving the SYNC pins of all 
the units with a 40 kHz clock circUit at 50% duty cycle (Figure 
5). The SYNC input typically bas an input impedance of 
ISO kOll180 pF. 

1200 t---+--t--+--t---+--t--+-~ 

1000 r---t--~-~--~--+--~~~~~ 

15 20 25 
EXTERNAL + VLOOP - Volts 

Figure 6. Loop Supply vs. Load 

Loop Supply Requirements: The IB22 design allows flexible 
loop supply options. The loop supply voltage required for any 
value of load resistance can be calculated from the following 
equation: 

v _ 2RL + 780 
LOOP - 106 

This value allows for approximately 10% overrange capability. 
The graph in Figure 6 shows thereiationship between supply 
voltage and load resistance. 

APPUCATIONS 

30 

Isolated DI A Converter: The IB22 offers total ground isolation 
and protection from high voltage transients in interfacing DI A 
converters to standard 4 to 20 mA current loops. The D/A 
converter, such as the Analog Devices' 12-bit AD7245 
DACPORT'·, should be connected for operation on the 
unipolar 0 to + 10 V output range. This is shown in Figure 7. 

Figure 7. DIA Converter - Isolated 4-20 mA Interface 

Pressure Transmitter: In Figure 8, the IB22 is used in a pres
sure transmitter application to provide complete input-output 
isolation and avoid signal errors due to ground loop currents. 
The process pressure is monitored with a strain gage type pres
sure transducer interfaced by the Analog Devices' IB32 trans
ducer signal conditioner. The high level voltage output of the 
IB32 is converted to the isolated 4 to 20 mA current for trans
mission to a remote recorder or indicator. 

Figure 8. Isolated Pressure Transmitter 
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11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
Low Cost 
Complete Signal-Conditioning Solution 
Small Package: 2a-Pin Double DIP 
Internal Half-Bridge Completion Resistors 
Remote Sensing 
High Accuracy 

Low Drift: :!::0.25~Vrc 
Low Noise: 0.3~V Pop 
Low Nonlinearity: :!:: 0.005% max 
High CMR: 140dB min (60Hz, G = 1000VN) 

Programmable Bridge Excitation: +4V to +15V 
Adjustable Low Pass Filter: fc = 10Hz to 20kHz 

APPUCATIONS 
Measurement of: Strain, Torque, Force, Pressure 
Instrumentation: Indicators, Recorders, Controllers 
Data Acquisition Systems 
Microcomputer Analog 110 

GENERAL DESCRIPTION 
Model IB31 is a high performance strain gage signal-conditioning 
component that offers the industry's best price/performance 
solution for applications involving high-accuracy interface to 
strain gage transducers and load cells. Packaged in a 28-pin 
double DIP using hybrid technology, the IB31 is a compact and 
highly reliable product. Functionally, the signal conditioner 
consists of three sections: a precision instrumentation ampli
fier, a two-pole low pass filter, and an adjustable transducer 
excitation. 

The instrumentation amplifier (IA) section features low input 
offset drift of ±0.2S""VrC CRTI, G= l000VIV) and excellent 
nonlinearity of ± 0.005% max. In addition, the IA exhibits low 
noise of 0.3""V pop typ CO. 1Hz-10Hz), and outstanding 140dB 
min common-mode rejection (G= lOOOVN, 60Hz). The gain is 
programmable from 2VN up to SOOOVN by one external 
resistor. 

The two-pole low pass filter offers a 40dB/decsde roll-off from 
1kHz to reduce high frequency noise and improve system signal
to-noise ratio. The comer frequency is adjustable downwards by 
external capacitors and upwards to 20kHz by three resistors. 
The output voltage can also be offset by ± 10V with an external 
potentiometer to null out dead weight. 

The IB31's regulated transducer excitation stage features low 
output drift C±O.OO4%rC typ) and can drive 1200 or higher 
resistance load cells. The excitation is preset at + 10V and is 
adjustable from +4Vand + ISV. This section also has remote 
sensing capability to allow for lead-wire compensation in 6-wire 
bridge conflgUflltions. For half-bridge strain gages, a matched 

Wide Bandwidth Strain Gage 
Signal Conditioner 

1B31 I 
IB31 FUNCTIONAL BLOCK DIAGRAM 

+INPUT 1 

v~ 
(UNFILTERED) 

INPUTOFF= 9 

I~OF~~ 101}----I 

OUTPUTf.:f"~ 111}----, 

BAN~~ 12 

BANDW~ 13 

(FlL~EDI 14 

pair of thin-film 20k.{} resistors is connected across the excitation 
outputs. This assures temperature tracking of :t SppmrC max 
and reduces part count. 

The IB31 is available in a plastic package specified over the 
industrial ( - 4O"C to + 8S"C) temperature range and will be 
available soon in a bottom-brazed ceramic package specified 
over the military ( - 55°C to + l2S"C) temperature range. 

DESIGN FEATURES AND USER BENEFITS 
Ease of Use: Direct transducer interface with minimum ex
ternal parts required, convenient offset and span adjustment 
capability. 

Half-Bridge Completion: Matched resistor pair tracking to 
± SppmI"C max for half-bridge strain gage applications. 

Remote SensiDg: Voltage drops across the excitation lead-wires 
are compensated by the regulated supply, making 6-wire load-cell 
interfacing straightforward. 

Programmable Transducer Excitation: Excitation source preset 
for + IOV dc operation without external components. User
programmable from a +4V to + lSV de to optimize transducer 
performance. 

Adjustable Low Pass Filter: The two-pole active filter (fc = 1kHz) 
reduces noise bandwidth and aliasing errors with provisions for 
external adjustment of cutoff frequency (10Hz to 20kHz). 
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SPEC I FI CAli OMS (tJpIcaI@ + 2ft .. Vs:; :I: 15Y unless IIIhIIWis8 naIId) 

Model IB3IAN IB3ISDt OUTLINE DIMENSIONS 
GAIN' DimeasioDs shown in inches and(IIIID). 

GliinRange ZtoSOOOVN · Plastic Package (N) 
Gain Equation R,;= 80kO · G-Z 

~ 0.83121.1IMAX ----i Gliin Equation Accuracy, G"IOOOVN ±3% · Gain TemperatureCoefficient2 ± ISppm?C(±ZSppmI"Cmax) • 

~~ Nonliitearity ±O.OOS%max · .i.. ~AX 
OFFSET VOLTAGES' 

0.15 T 0.010(0.261'" 
Total Offset Voltqe, Referr<d to Input 13.81 MIN 0.01510.38) 0.020(0.511 

lnitial,@ + ZS"C (Adjustable to Zero) ~ MAX RECTANGULARLEAD 

G=ZVN ±ZmV(±IOmVmax) · "'"1 
G= lOOOVN ±50I'V(±ZOOI'Vmax) · Warm'UpDrift,Smin.,G= lOOOVN Within ± II'Voffina1value · 

I 
" I. 

VI. Temperature 
G=ZVN ±ZSI'VI"C(±SOI'Vl"Cmax) · G= lOOOVN ±O.ZSI'VI"C(±ZI'VI"Cmax) · 
At Other Gliina (+Z+ 100) · - -QI'VI"C 

... Supply 
G=ZVN ±SOI'VN · I." 
G= lOOOVN ±O.SI'VN · 133.01 8 Z1 I." 

1 
141.7' 

Output Offset Adjust Range ±IOVmin · MAX 

INPUT BlASCURRENT 
loitial@ZS"C ± 1000(±SOnAmax) · VI. Temperature ±ZSpAI"C · 4 .. 

INPUT DIFFERENCE CURRENT 
Initial@ +ZS"C ± SnA (± ZOnA max) · vs. Temperature ± 10pAI"C · 1 Z8 

INPUT IMPEDANCE 0.17 
Differential IGnJl4pF · (4.3) 

CommnnMode IGOll4pF · T 80TT0MYEW 
'-

~ I- 0.0111.27) GRID 
INPUT VOLTAGE RANGE 

Linear Differential Input (V 0) ±SV · 
MaximumCMVInput ( GXVn) ± IZ - -4- Vmax · Ceramic Package (D) 
CMR, lkO Source Imbalance .. " G=ZVN,dcto60Hz 86dB · G= lOOVNIOSOOOVN 

IItHzBandwidth' 
@dcto60Hz 1I000min · 10Hz Bandwidth4 

@dc 1I000min · @60Hz 140dBmin · ... 
INPUT NOISE NOlE, " 

Voltqe,G= IOOOVN , 
'4 

O.IHzto 10Hz O.3I'Vp-p · t- 1.178140.01 .1 
10Hz to 100Hz II'Vp-p · -r-lo.o15O 

Current,G= IOOOVN 

~·~nnnH~ijn 1"1' 
O.IHz to 10Hz fiOpAp-p · 10Hz to 100Hz 10000p-p · RATED OUTPUT' 

-~~[~ -- -~ -~[ 100 
Voltage, 2kO Load, min ±IOV · ~ ~~ ~ ~ ~ ~ 
Current ±SmA · 0.100(2.'" 0.0141G.381 0.10012.14' .2:.!!!.f!:Z!l 0.137'3.41) 

Impedance,dctoZHz,G=ZVNtoIOOOVN 0.50 · 0.02310.58) O.07OIt.78) 

Load CapBcitance 10000F · NOTES. 
1. LEAD NO.1 IDENTIFIED BY DOT OR NOTCH. 

Output Shon-Circuit Duratinn Indefinite · DYNAMIC RESPONSE' ~ :::l::t------t 
Small Sipal Bandwidth - 3dE, G = ZVN to IOOOVN 1kHz · l J SlewRate O.OSVI .... · FullPower 3S0Hz · SettliDiTime,G=ZVNtoIOOOVN, ± IOVOutput, ZIDS · 1 ~f SteplQ ±O.I% 

0.01510.38) 

LOW PASS FILTER '-- :=f!~~:~ 
Number of Poles Z • 
Gain (Pass Band) -ZVN · PIN DESIGNATIONS 
Cutoff Frequency ( - 3dE Point) 1kHz · PIN FUNCTION PIN FUNCTION 
RoU-Off 40dBJdeeadc · 1 +INPUT 15 -V. 

2 -INPUT 16 COMMON 
3 GAIN 17 +V. 
4 GAIN 18 +V.REGULATOR 
8 VOlJTIUNFlLTEREDI 19 REF OUT 
9 INPUT OFFSET ADJ. 20 REF IN 

10 INPUT OFFSET ADJ. 21 EXCITATION ADJ. 
11 OUTPUT OFFSET ADJ. 25 HALF-BRIDGE COMPo 
12 BANDWIDTH ADJ. 1 26 SENSE LOW 
13 BANDWIDTH ADJ. 2 27 SENSE HIGH 
14 VouTIFILTEREDI 28 VEXCOUT 
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1831 
Model 183lAN 1831SDt ACI222 MOUNTING CARD 

BRIDGE EXCITATION 
Regulator Input Voltage Range +9.5Vto +28V 
Ootput Voltage Range +4Vto +15V 
Regulator Input/Output Voltage Differential +3Vto +24V 
Output CurrentS lOOmAmax 
Regulation, Output Voltage vs. Supply ±0.05%N 
Load Regulation, k = ImA to SOmA =0.1% 
Output Voltagevs. Temperature ± 0.004%I"C 
Output Noise, 10Hz to lkHz6 200",Vp-p 

o 0" O~ 0" 0"'0'''0 0"" o 1P1 OUT GND T"'V"", 
FINEGAIN ,Tn TI'3 

AD..!. OUTPUl '\ 

OFFSET UM'ILTEREO 

O INI'IJT OUT J3 
OFFS" ~ 

"'9" 

0 .. ,,"'·...: 
.~. 

Reference Voltage (Internal) +6.8V ±5% 
Internal Half-Bridge Completion 

Nominal Resistor Value 20kl} ± 1% 
Temperature Tracking ± SppmfOC max 

POWER SUPPLY 
Voltage, Rated Performance ±15Vdc 
Voltage, Operating ± 12Vto ± 18Vdc 
Current, Quiescene +IOmA 

ENVIRONMENTAL 
Temperature Range 

Rated. Performance -4O"{;to +85'C - 55'C to + 125'C 
Operatiog -4O"{;to +85'C - 55'C to + J25'C 
Storage -4O"Cto + lOO'C -65'Cto + 150'C 

Relative Humidity Ot095%@+6O"C ACl222 CONNECTOR DESIGNATION 
CASE SIZE 0.83" x 1.64" x 0.25" 0.81" x 1.57"x 0.23" 

FUNCTION FUNCI10N 
(21.1 x41.7 x 6.350mm) max (20.6 x 40.0 x 5. 72mm) 

PIN PIN 
1 +INPUT T YpeOUT 

NOTES 
*SpcciflC8tionssuneas IB31AN. 
tSD grade available in Spring 1988. 
ISpeclfntionsmcrrcd to thefdtc:red outpuur Pin 14. 
2Exclusive of external gain settling resistor. 
JUnadjusred fdter setting. 
4Filtercutofffrequency set withexremaicapacitots. 
5Dcratefrom + 5O"C as shown in Figure 14. 
64. 7 ... F capacirorfrom VREP IN (Pin 20) toCOMM. 
7Exc::luding bridge excitation's current, and with no loading on the outpUt. 
Specifications subject to change without notice. 

APPLICATIONS 
The IB31 can be interfaced easily and directly to a wide variety 
of transducers for precise measurement of strain, torque, force 
and pressure. For applications in harsh industrial environments, 
such characteristics as high CMR, low noise and excellent tem
perature stability make the IB31 unsurpassed for use in indicators, 
recorders and controllers. 
The combination of low cost, small size and high performance 
of the IB31 allows the system designer to use one conditioner 
per channel. The advantages include significantly lower system 
noise and high resolution, and elimination of crosstalk and 
aliasing errors. 

FUNCTIONAL DESCRIPTION 
Model 1831 is based on a two-stage amplifier design and an 
adjustable voltage regulator section, as shown in Figure I. The 
front end is a low noise, low drift, instrumentation amplifier 
(IA) that is optimized to amplify low level transducer signals 
(from 2mV full scale) riding on high common-mode voltage 
(±9.SV). The gain of the IA is programmed by a single resistor 
(IVN to 2S00VN) and the input offset nulled out by an external 
potentiometer across the offset adjust Pins 9 and 10. The inverted 
signal (V - INPUT - V + INPUT) is brought out to Pin 8 for applications 
such as vibration and torque testing where the unfiltered output 
is required_ 

The signal is also fed to an inverting Butterworth mter with a 
fixed gain of - 2VN _ This two-pole mter is preset with a 1kHz 

2 -INPUT U SENSEtlGH • N/C V SENSE LOW • GAfNtll W H.Al.NlIIIDOECOMP. • GAIN", X 1lEF0UT • VOUTIUNFLTERED) y REFIN 
7 INPUrOFFSEr ADJ.1t1 Z EXC.ADJ. • INPUTOFFSETADJ.(tO) • OlITPUTOFFSET ADJ. ,. BANDWlDTHADJ. t 

" 8ANDWIDTHADJ.2 
12 VOUTIRLTEREDJ ,. -V. .. COMMON 
21 +V. 
22 +V.REG 

The ACI222 mounting card is available for the IB31. The ACI222 
is an edge connector card with a 28-pin socket for plugging in 
the 1831. In addition, it has provisions for installing the gain 
resistor and adjusting the bridge excitation voltage and cotoff 
frequency. Adjustment potentiometers for offset, fine gain and 
excitation are also provided. The ACI222 comes with a Cinch 
251-22-30-160 (or equivalent) edge connector. 

z 
Q lOkn 

~ NC 

~ NC 

:!i 
Q NC 
Ii! .. 

v,~ EXC.ADJ. IUNALTERED) 

INPUT OFFSET • REF. IN 
ADJ 

INPUT OFFSET REF. OUT ADJ 
OUTPUT OFFSET +VsREG ADJUST 

BANDWIDTH 12 
ADJ. 1 

1831 

Figure 1. Block Diagram and Pinout 
comer frequency which can be adjusted downwards to 10Hz by 
using two external capacitors or upwards to 20kHz by three 
resistors. This stage also provides a convenient means of adjusting 
output offset voltage (± IOV) by connecting a SOkO potentiometer 
to Pin 11. 
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The bridge excitation section is an adjustable output, regulated 
supply with an internally provided reference voltage ( + 6.8V). It 
is configured as a gain stage with the output preset at + 10V; 
The excitation voltage is increased by connecting a resistor 
between Pins 21 and 26, and decreased by connecting a resistor 
between Pins 19 and 20. Sense lines are provided to compensate 
for lead-wire resistance by effectively bringing the leads into the 
feedback loop. 

For half-bridge applications, two tracking thin-film resistors 
(20kfl), ± SppmI"C max) are connected from VBXe OUT 
(Pin 28) to SENSE LOW (Pin 26). 

OPERATING INSTRUCTIONS 
Gain Setting: The differential gain, G, is determined by the 
equation: 

G= 2 + 80kfl 
Rt; 

where ~ is connected between the GAIN terminals (Pins 3 and 
4) of the 1831, as shown in Figure 2. For best performance, a 
low temperature coefficient (Sppml"C) ~ is recommended. For 
fine span adjustment, a son potentiometer may be connected in 
series with ~. 

COMM -15V +15V 

NOTES: + v. son 
• USE5ppmI"CGAINRESISTOR FOR LOWGAINTEMPCO . 
• ALL TRlMPOTSSHOULDB~ 100 ppmJ"CORBETTER 

(TYPE79PR 1& TURN CERMETRECOMMENDEDI. 

Figure 2. Typical Application 

SOleO 

Input Offset Adjustment: To null input offset voltage, an optional 
10kfl potentiometer may be connected across the INPUT 
OFFSET ADJ. terminals (Pins 9 and 10 in Figure 2). With 
gain set at the desired value, connect both inputs (Pins 1 and 2) 
to COMMON (Pin 16), and adjust the 10kfl potentiometer for 
zero volts at Pin 14. For applications using software nulling, 
Pins 9 and 10 should be left unconnected. 

Output Offaet Adjustment: The output can be offset over the 
± 10V range to compensate for dead load or bridge imbalance 
by using a SOkfl potentiometer connected to Pin 11 as shown in 
Figure 2. Pin 11 is normally grounded if output offsetting is not 
desired. 

Filter Cutoff Frequency Proaramming: The low paas filter 
cutoff frequency is internally set at 1kHz. It may be decreased 
from 1kHz by the addition of two externa1 capacitors connected 
as shown in Figure 3 (from Pin 12 to common and between 
Pins 13 and 14). The values of capacitors required for a desired 
cutoff frequency, fe, below 1kHz are obtained by the equations 
below: 

CsELI = O.OlS",F [1!Z -1] 

CSEL2 = 0.OO22",F [1~ -1] 

CSEL1 can be polarized for large values. 

24011 

NOTE 
• USE5ppmrcGAIN RESISTOR FOR LOWGAINTEMPCO 

Figure 3. Narrow Bandwidth Application 

The cutoff frequency may also be increased from 1kHz to 20kHz 
by the addition of three external resistors, connected as shown 
in Figure 4. The equations for determining the resistor values 
are: 

RsELI = 20k.Ol [1~ -1] 
RsEL2 = 16k.01 [1~ -1] 
RsEL3 = 4Ok.OI [1~ -1] 

2400 

NOTE 
• USEIpprnM;GAIN RESISTOR FOR LOWGAINTEMPCO 

Figure 4. Wide Bandwidth Application 
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Table I gives the nearest resistor and capacitor values for several 
common filter cutoff frequencies. 

fc(Hz) CSEL1 ( .... F) CsELl ( .... F) 

10 
50 
100 
200 
500 

2000 
5000 
10000 
20000 

1.5 
0.27 
0.15 
0.056 
0.015 

RSEL1(kO) 

20 
4.99 
2.21 
1.05 

0.2 
0.039 
0.02 
0.0082 
0.0022 

RsEU(kO) 

16.2 
4.12 
1.78 
0.866 

RsEu(kO) 

40.2 
10.0 
4.42 
2.21 

Table I. FilterCutoff Frequency vs. RSEL and CSEL 

Note: The 25MHz gain bandwidth product of the IA should be 
considered in high-gain, wide bandwidth configurations. 

Voltage Excitation Programming: The excitation voltage is 
preset to + 10V. To increase VEXC up to + 15V a resistor must 
be connected between EXC. ADJ. and SENSE LOW (Pins 21 
and 26) as shown in Figure 5. For a desired VEXC the resistor 
value, RElIT, is determioed by the following equations: 

IOkO x VREFOUT 
RT = VEXC _ VREFOUT ; VREFOUT = +6.8V 

20kO X RT 
REXT = 20kO - RT 

The + 10V to + 15V range can be covered by a 20kO 
potentiometer between the reference terminals. 

NOTE 
TRIM POTSHOULD BE 100ppmrcOR BETIER 
(TYPE 79PR 15 TURNCERMETRECOMMENOED). 

Figure 5. Constant Voltage Excitation: + 10V to + 15V 
Range 

To decrease VEXC down to +4V, a resistor has to be connected 
between REF IN and REF OUT (Pins 19 and 20) as shown in 
Figure 6. The equations to determine the value of REXT are: 

VREF IN = 0.68Vnxc 

REXT = lo··n [VREFOUT 1] V 68V "". VREFIN - ; REFOUT = + . 

1831 
A 20kO potentiometer between the REF IN and REF OUT 
pins will span the +4V to + 10V excitation range. A 4.7 .... F 
tantalum capacitor from REF IN (Pin 20) to COMMON (Pin 
16) is recommended in all cases to lower the voltage noise at the 
reference input. 

lB31 

EXCADJ 

NOTE 
TRfMPOT SHOULD BE 100ppmrcOR BETTER 
{TYPE79PR 15 TURN CERMETRECOMMENDEDI. 

Figure 6. Constant Voltage Excitation: +4V to + 10V Range 

The remote sensing inputs should be connected to the transducer 
separately from the excitation leads or jumpered as shown in 
Figure 2. 

Power Supply Decoupling: The power supplies should be de
coupled with l .... F tantalum and lOOOpF ceramic capacitors as 
close to the IB31 as possible (Figure 2). 

Input Protection: The differential inputs of the 1B3l can be 
protected from accidental shorts to power line voltages (115V 
rms) by the circuit shown in Figure 7. The back-ta-back diodes 
clantp the inputs to a maximum of ± 12.5V and were selected 
for low leakage current. The l5kO resistors in series with the 
inputs will degrade the noise performance of the lB31 to 4.2 .... V 
pop in a bandwidth of O.IHz to 1kHz. For six-wire load cells in III 
harsh environments the additional protection for the sense inputs 
shown in Figure 7 is recommended. 

,."" 'w· 
+VIN 

,."" 'w· 
-v" 

-30kOZWRESiSTORS FOR240VINPUTPROTECTION 

Figure 7. 115V Input Protection for 1B31 
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PERFORMANCE CHARACTERISTICS 
Input Offset Voltage Drift: Total offset voltage drift is composed 
of input and output drifts and is a function of gain. The lB31 
typically exhibits ±O.25.,.VI"C RTI drift at a gain of IOOOVN 
over the full tempemture mnge. The RTI voltage offset drift'vs. 
gain, is gmphed iIi Figure 8. 

'00 

'0 

~ 
I 

i .. , 
t; 

~ 
i ! 0.1 

0.0' , 

" 
1'0... 

I' 

'0 

~ 

'00 
GAIN-V/V 

'000 

Figure 8. Total Input Offset Drift vs. Gain 

10.000 

Low Pass Fi1ter: The two pole Butterworth filter is a multiple 
feedback design with a gain of -2VN. It is preset at a cutoff 
frequency of 1kHz ( - 3dB) with a 40dBIdecade roll-off. The 
step response at 1kHz is 1.Sms settling time to 0.1% of fina1 
value with less than 5% overshoot. The frequency response of 
the filter is ahown graphically in Figure 9. 

~ 
-20 

'1'0 

-80 

-'00 

0.' 

~ 

'0 
f-kHz 

" 
~ 

1'0 
'00 '000 

Figure 9. Filter Amplitude Response vs. Frequency 

Gain Nonlinearity and Noise: Gain Nonlinearity is specified as 
a percent of full-scale output, and for the 1B31 it is ± 0.005% 
maximum over the full-gain mnge. The IA design also offers 
exceptionally quiet performance with typical input noise of 
O.3 .... V pop for a 10Hz bandwidth (Figure lOa) and l.,.V POp for 
a 1kHz bandwidth (Figure lOb). 

a. Bandwidth = 0.1 Hz to 10Hz 

b. Bandwidth =0. 1Hz to 1kHz 

Figure 10. Voltage Noise, RTO @ G= 1000VN 

Common-Mode Rejection: CMR as a function of gain and 
frequency is ahown in Figure 11. The best results (14OdB @ 
60Hz) are obtained by programming the low pass filter with a 
10Hz cutoff frequency, which contributes an additional 30dB to 
the 1kHz specification where 60Hz noise is not attenuated by 
the filter. 

.. ... 
I 

Z 
0 

~ 
iil 
0: 
III .. 
0 
:Ii 
Z 
0 
:Ii 
:Ii 
8 

'40 

'20 ~:UU I 
'00 

80 

60 

40 

'20 

o , 

IG=:oc:.~ 
UNFIL T.ERED OUTPUT 

G=2VN 
RL TERED OUTPUT' 

'0 

~ 

'I' .... , 
f-

'00 ,k 
FREQUENCY - Hz 

*1 kHz CUTOFF FREQUENCY 

;'" 

G='OOOVN 
FILTERED OUTPUT· 

'Ok 100k 

Figure 11. Common-Mode Rejection vs. Frequency and 
Gain 
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Turn On Drift: The input offset of the IB31 stabilizes to within 
llLV of fInal value in 5 minutes (Figure 12). The test conditions 
are: 350.0 bridge with + lOY excitation and ambient temperature 
of +25°C. 

v -
./ 

V 

/ 
V 

V 
/ 

II 

WARM~UP TIME - Minutes 

Figure 12. Offset Voltage, RTI, Turn-On Drift 

Bridge Excitation: The adjustable bridge excitation is specifIed 
over a wide regulator input voltage range ( + 9.5V to + 28V). 
Maximum load current IL as a function of regulator input-output 
differential voltage is shown in Figure 13. The maximum output 
current also depends on ambient temperature and above 50°C a 
derating factor should be derived from Figure 14. 

100 

"" 80 

~ 
I'.. 0 

~r-.. 
0 

'" 20 

5 10 15 20 24 25 

INPUT·OUTPUT VOLTAGE DIFFERENTIAL - V 

Figure 13. Excitation Source Input - Output Voltage 
Differential vs. Load Current; Ambient Temperature 
:5250(;. 

APPLYING THE IB31 
Strain Measurement: The IB31 is shown in a strain measurement 
system in Figure 15. A single active gage (120.0, Gage Factor = 
2) is used in a bridge confIguration to detect fractional changes 
in gage resistance caused by strain. An equivalent reaistance 

1831 

700 

CERAMIC PACKAGE 
~ 

\ 
PLASTIC PACKAGE 

-'1 ~ 0 

l \ 
0 

SAFE OPERATING REGION \ ~ 
----- ----~ -

600 

~ 500 
, 

I ~ 
30 

~ 
~ 200 
~ 

~ 100 

150 

55 -25 +25 +50 +75 +100 +125 

AMBIENT TEMPERATURE - oc 

Figure 14. Excitation Source Internal Power Dissipation 
vs. Temperature 

dummy gage mounted adjacent to the active gage provides tem
perature compensation. The rest of the bridge is completed by 
the IB31 internal half-bridge network which consists of two 
20kO., 1% thin-illm resistors tracking to within ± 5ppmJOC max. 
Bridge excitation is set at + 4V to avoid self-heating errors from 
the strain gage. System calibration produces a + IV output for 
an input of 1000 microstrains. The fIlter cutoff frequency is set 
at approximately 100Hz. 

ACTIVE 
GAGE 
120fi 

OT01000f1 ti 

NOTES 
e· USESppmfGCGAINRESISTOR FOR'LOWGAINTEMPCO. 
• TRIM POT SHOULD BE 100pprnJ"COR BEITER 

(TYPE 19PR 15 TURN CERMETRECOMMENDEDI. 

Figure 15. Strain Gage Application Using Internal 
Half-Bridge 

Pressure Transducer Inferface: A strain gage type pressure 
transducer (Dynisco 800 series) is interfaced to a IB31 in Figure 
16. Regulated excitation of + lOY dc is provided for a 30mV 
full-scale output. The gain is settat 333.3 to achieve a O-IOV 
output for a 0-10,000 psi range of the transducer. A shunt cali
bration resistor is built into the transducer for easy verifIcation 
of the 80% point of its full-scale output. A typical shielding 
scheme to preserve the excellent performance characteristics of 
the IB31 is also shown. To avoid ground loops, signal return or 
cable shield should be grounded only at one point. 
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NOTE 
• USE111ppmf"CGAIN RESISTOR FOR LOWGAINTEMPCO. -v. 

Figure 16. Pressure Transducer Application 

Multiple Load-Cells: For transducer configurations where the 
maximum load current of lOOmA of the IB31 is not sufficient, a 
buffer and a power transistor such as a TIP31 can be used as 
shown in Figure 17. This design can supply 300mA at + 10V 
excitation over the full industrial temperature range ( - 25"C to 
+ 85"C). In a multiple IB31 system an added advantage is that 
ratiometric operation can be preserved by using one excitation 
source which also serves as the reference voltage for the system 
AID convener. 

Figure 17. Multiple Load-Cell Application 

Mobile Transducer Application: The small size and reliability 
of the IB31 make it an ideal choice for mobile applications. 
Since the IB31 requires a negative supply, one possible solution 
for its generation is shown in Figure 18. The positive voltage of 
a + 12V battery is used to drive a CMOS TLC555 oscillator 
with a typical supply current of 360jIA. The outpUt is a square 
wave that is rectified by the diodes and filtered to provide a 
- 9V supply. Excitation voltage should be equal to or less than 
+9V for adequate headroom for the IB31 voltage regulator. 

Pressure Traasduc:er Data Acquisition System: Figure 19 
shows a two module solution for microcomputer based data 
acquisition using a IB31 and an ADIl70 IS-bit AID convener. 
A 3mVN pressure transducer (e.g. Dynisco 800 series) is interfaced 
to a IB31 set up with a gain of 333.3 to give a 0 - 5V outpUt. 
The regulated excitation is + 5V, and for ratiometric operation 
it is also used as the voltage reference input for the AD1l70. An 
initial ECAL command eStablishes the voltage excitation as the 
full-scale input of the AD 1170 and periodic calibration cycles 
keep the convener tracking the reference input. This configuration 
yielda very high CMR (l68dB @ 60Hz) enhanced by the IB31 
low pass filter and the integrating conversion scheme of the 

Figure 18. Negative Supply Generation for 1B31 

AD1170. In addition, fixed offsets caused by bridge imbalance 
can be nulled out by the AD 1170 with a power-up initialization 
command from the microcomputer. This eliminates a poten
tiometer or software overhead which might otherwise be 
needed. 

NOTES 
• amVNLOAOCELL 
• +5VEXCITAnON.15mVFS 
• GAIN =333 
• USE 1OppmI"CGAlN RESISTOR FORLOWGAINTEMPCO 

Figure 19. Pressure Trensducer Data Acquisition Using 
1831 andAD1170 

Isolated Cunent Loop Interface: The output of the IB31 can 
be interfaced to a process loop as shown in Figure 20. The 2B23 
module produces an isolated 4-to-20mA output current which is 
proportional to the input Voltage and independent of the outpUt 
load resistance. Common-mode input/output isolation is ± ISOOV 
pk continuous. 

Figure 20. Isolated 4-2OmA Transmitter 
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r.ANALOG 
WDEVICES 

FEATURES 
Low Cost 
Complete Signal-Conditioning Solution 
Small Package: 28-Pin Double DIP 
Internal Thin-Film Gain Network 
High Accuracy 

Low Input Offset Tempco: :0.07 .... VI"C 
Low Gain Tempco: :2ppmI"C 
Low Nonlinearity: :0.005% max 
High CMR: 140dB min 160Hz, G = 1000VNI 

Programmable Bridge Excitation: +4V to + 15V 
Remote Sensing 
Low Pass Filter Ifc=4Hzl 

APPLICAnONS 
Weigh Scales 
Instrumentation: Indicators, Recorders, Controllers 
Data Acquisition Systems 
Microcomputer Analog 1/0 

GENERAL DESC1UPTION 
Model IB32 is a precision, chopper-based, signal-conditioning 
component ideally suited for high-accuracy applications of load 
cells and bridge transducers. Packaged in a compact 28-pin 
plastic double DIP, the IB32 takes advantage of hybrid technology 
for high reliability as well as higher channel density. Functionally, 
the signal conditioner consists of three basic parts: a high per
formance chopper-based amplifier, a low-pass filter and an ad
justable transducer excitation source. 

The chopper-based amplifier features extremely low input offset 
tempco of ±O.07 .... VI"C (RTI, G=500VIV) and excellent non
linearity of ±O.005% max over its full pin range of 100 to 
5000VN. The IB32 has a thin-film resistor network for pin
strapping the pin to 500VN or 333.3VN (for 2mVN and 
3mVN load cells). The gain tempco for these fixed gains is a 
highly stable ± 2ppml"C. Additionally, the gain can be lIet to 
any value in the pin range with two external resistors. The 
amplifier also has a wide-range input referred zero suppression 
capability (: IOV), which can easily be interfaced to a D/A 
converter. The bandwidth of the chopper is 4Hz at G= lOOVN. 

The integral three-pole, low-pass filter offers a 60dBIdecade roll
off from 4Hz to reduce common-mode noise and improve system 
signal-to-noise ratio. 

The IB32's regulated transducer excitation Stage features low 
output drift (±4OppmI"C typ) and can drive 1200 or higher 
resistance load cells. The excitation is preset at + lOY with 
other voltages between +4Vand + 15V programmable with 
external resistors. This section also has remote sensing capability 
to allow for lead-wire compensation in 6-wire load cells and 
other bridge configurations. 

Bridge Transducer 
Signal Conditioner 

1832 I 
IB32 FUNCTIONAL BLOCK DIAGRAM 

The IB32 is fully specified over the industrial ( - 25"<: to + 85"<:) 
temperature range. 

DESIGN FEATURES AND USER BENEFITS 
Pin-Strappab1e Gain: The internal resistor network can be pin
strapped for pins of 500VN and 333.3VN for 2mVN and 
3mVN load cells. The tracking network guarantees a pin tempco 
of ±6ppmI"C max. 

Custom Trimmab1e Network: For volume applications, the 
IB32 can be supplied with a custom laser trimmed pin network. 
Contact factory for further information. 

Wide Range Zero Suppression: The output can be offset by 
± lOY for nulling out a dead load or to do a tare adjustment. 

Remote Sensing: Voltage drops across the ex~~tion.lead-wires ~ 
are compensated by the regulated supply, DIlIkinI6-wue load-cell ~ 
interfacing straightforward. 

Propammab1e Transducer ElIcitation: The excitation source is 
preset for + lOY dc operation without external components. It 
is user-programmable for a +4V to + 15V dc range (@ lOOmA) 
to optimize transducer performance. 

Low-Pass Filter: The three-pole active filter (fc = 4Hz) reduces 
60Hz line noise and improves system signal-to-noise ratio. 
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SPEC I F I CAT I 0 NS (typical @ + 25"C and Vs = :!: 15V ulilss oIherwise noIIId) 

Model 

GAIN 
Gain Range 
Internal GIIin Setting 

Gain Equation 

GIIin Equation AccuracYl 

Gain Temperature CocfIicient2 

Gain Nonlinearity 

OFFSET VOLTAGES 
Total Offset Voltage, RTI 

Initial,@+25"C,G=IOOOVN 
Warm-Up Drift, G = lOOOVN, 10min 
vs. Temperature ( - 25"C to + 85"C) , 

G= lOOOVN 

At Other Gllins 

Output Offset Adjust Range 

INPUT BIAS CURRENT 
Initial@25"C 

vs. Temperature ( -25"Cto + 85"C) 

INPUT DIFFERENCE CURRENT 
Initial @ + 25"C 

VS. Temperature ( - 25"C to + 85°C) 

INPUT RESISTANCE 
Differential 
Common Mode 

INPUT VOLTAGE RANGE 
Linear Differential Input 
Maximum Differential Input 
CMV Input Range 
CMR, lkO. Source Imbalance3 

G= lOOVNt05000VN@dc 
G= lOOVN,@60Hz 
G= lOOOVN,@60Hz 

INPUT NOISE 
Voltase,G= lOOOVN 

O.IHzto 10Hz 
Current,G= lOOOVN 

O.IHz to 10Hz 

RATED OUTPUT 
Voltase, 2kO.Load, min 
Current 
Impedance,dct02Hz,G= lOOVN 
Load Capacitance 
Output Short Circuit Duration (to Ground) 

DYNAMIC RESPONSE 
Small Signal Bandwidth 

- 3dB Gain Accuracy,G,., lOOVN 
G=IOOOVN 

Slew Rate 
Full Power 
SettlingTime,G= lOOVN, ± 10VOutput 

Stepto ±O.I% 

LOW PASS FILTER 
Number of Poles 
Cutoff Frequency ( - 3dB Point) 
Roll-Off 

IB32AN 

lOOVNt05000VN 
333.3VN and 500VN 

1+ Rp 
RI 

±O.I% 
± 2ppmrC (± 6ppm?Cmax) 
±0.OO5%max 

±0.07 ... VI"C(±0.2 ... VI"Cmax) 

±(0.06 + ~) ... VI"C 

±lOV 

±3nA 
±5OpA/"C 

±3nA 
± IOpA/"C 

lOOMO 
lOOMO 

±O.IV 
+5V 
Oto +7.5V 

86dB 
120dB 
I40dBmin 

3pAp-p 

±IOV 
±5mA 
0.60 
500pF 
Indefmite 

4Hz 
3.5Hz 
20V/sec 
0.5Hz 
2sec 

3 
4Hz 
6OdB/decade 

(Continued on next page) 
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I 
1.30 

(33.0) 

--' 
0.17 
(4.3) 

OUTLINE DIMENSIONs ' 
Dimensionsshownininchesuid(mm). 

14 ,15 

8 21 

3 26 

1 26 

0,010 (0.25) x 
0.020 (0.51) 
RECTANGULAR LEAD 

I~r-

1.64 
(41.7) 
MAX 

_t.. 

t BOTTOM VIEW -.j I- 0.05 (1.27) GRID 

PIN DESIGNATIONS 

PIN FUNCTION PIN FUNCTION 
1 + INPUT 15 -v. 
2 -INPUT 16 COMM 
3 INPUT OFFSET ADJ 17 +V. 
4 NC 18 +V.REG 
5 NC 19 REF OUT 
6 NC 20 REF IN 
7 NC 21 EXCADJ 
8 SlGNALCOMM 22 NC 
9 EXT GAIN SET 23 NC 

10 333.3 GAIN 24 NC 
11 500 GAIN 25 NC 
12 GAIN SENSE 26 SENSE LOW 
13 GAlNCOMM 27 SENSE HIGH 
14 VOUT 28 VEXCOUT 



Model 

BRlDGEEXCITATlON 
Regulator Input Voltage Range 
Output Voltage Range 
Regulator Input/Output Voltage Differential 
Output Current' 
Regulation, Output Voltage vs. Supply 
Load Regulation, IL = lmA to SOmA 
OutputVoltagevs. Temperature ( -25OCto + 85OC) 
Output Noise, O.IHzto 10Hz' 
Reference Voltage (Internal) 
Sense & Excitation Lead Resistance 

POWER SUPPLY 
Voltage, Rated Performance 
Voltage, Operating 
Current, Quiescent" 

ENVIRONMENTAL 
Temperature Range 

Rated Performance 
Operating 
Storage 

Relative Humidity 

CASE SIZE 

NOTES 
'UsiDg internal network for pin. 

IB32AN 

+9.sVto+28V 
+4Vto+15V 
+3Vto +24V 
lOOmAmax 
±O.OS%IV 
±O.I% 
±4Oppmf'C 
3OO,.Vp-p 
+6.8V ±5% 
100 max 

±15Vdc 
±12Vto±18Vdc 
+4mA, -lmA 

- 250C to + 850C 
- 400C to + 850C 
- 400C to + lOO"C 
Ot09s%,NoDCOndensing,@ +6OOC 

0.83" x 1.64" x 0.25" 
(21.1 x 41.7 x 6.3smm) max 

1832 

'Porpin-strappec! pin. The tempcoofthc individual thin-fdmresistorsis ± 5Oppmf'Cmu. 
'3V P-P 60Hz common-mode signal used in testseNp. 
'Derate 2mAfC from + SO"C. 
'4.7"PcapacitorfromREPIN(Pin20)toCOMM. 
'Excluding bridge excitation c:unentand withno!oadingon tbcoutpUt. 

SpeciflC8tions subject to cbaoaewithoutnotite. 

AC1224 MOUNTING CARD 

fool·I---------4 051,,4.31--------I 

r 0 c\\:1~~'N.U~TOFFSETo 0 
R2 0 W1 TP2 

o 0 R1 

AC1224 0 

8 9 <>=J2 
R4~ 0 0 <>=E>J3 ::E3: 0 0 

4.126 
{104.77) 

" '[II ,==-,==-
Rl G{::::J-f> 

0 
0 
0 
0 
0 
0 

8 
8 

0 c>=<)J4 
0 
0 <>e::J<> R8 
0 
0 

8 
0 

8 
eG!::J<> 
<>CE:Je 

AC1224 GAIN SETTINGS VIA SWITCH SI 

GAIN 51-1 51-2 51-3 

333 CLOSED OPEN CLOSED 
500 OPEN CLOSED CLOSED 
EXTERNAL OPEN OPEN OPEN 

AC1224 CONNECTOR DESIGNATIONS 

PIN FUNCTION PIN FUNCTION 

T VEXcOUT 1 + INPUT 
U SENSE HIGH 2 -INPUT 
V SENSE LOW 12 VOUT 

X REF OUT 19 -Vs 
y REFIN 20 COMM 
Z EXCADJ 21 +Vs 

I 22 +VsREG 

The AC1224 mounting card is available for the IB32. The AC1224 
is an edge connector card with a socket for plugging in the 
IB32. In addition it has provisions for switch selecting internal 
gains as well as installing gain resistors. Adjustment pots for 
offset, fine gain and excitation are also provided. The AC1224 
comes with a Cinch 251-22-30-160 (or equiValent) edge 
connector. 

III 
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FUNCTIONAL DESCRIPTION 
Model IB32 is based on a switched capacitor, chopper stabilized 
amplifier followed by an active filter and an adjustable voltage 
regulator section for excitation. The ultralow drift chopper 
samples the difference between the + INPUT and - INPUT at 
190Hz. The signal is modulated, amplified and then demodulated. 
This stage introduces a pole with a 20dB/decade rolloff from 
4Hz. The high-level signal is then filtered by a two-pole active 
filter with a 4Hz cutoff frequency to give a :!: 10V output. The 
clock signal for the chopper is generated by an on-board 
oscillator. 

As shown in Figure 1, the gain can be pin-strapped by an internal 
resistor network. Standard gains of 333.3 and 500 can be achieved 
by this method with gain tempco of :!: 6ppm?C max. Finally, 
the offset adjust of the amplifier is input referred, and requires 
a voltage input similar to the differential input voltage to implement 
wide range suppression. 

The bridge excitation section is an adjustable ouput, regulated 
supply with an internally provided reference voltage ( + 6.8V). It 
is configured as a gain stage with the output preset at + IOV. 
The excitation voltage is increased by connecting a resistor 
between Pins 19 and 20. Sense lines are provided to compensate 
for lead-wire resistance by bringing the leads into the feedback 
loop. 

+INPUT t}----.., 

INPUT OFFSET 
ADJ 

NC 4 

SIGNAL COMM 8 

EXT GAIN SET 9 

333.3 GAIN 

500 GAIN 

GAIN SENSE 

GAINCOMM 

VOUT 

Vexc OUT 

SENSE HIGH 

SENSE LOW 

NC 

NC 

NC 

NC 

EXCADJ 

REF IN 

REF OUT 

+Vs IREG) 

+Vs 

COMM 

-Vs 

Figure 1. 1B32 Block Diagram and Pinout 

OPERATING INSTRUCTIONS 
Ground Connections: Signal common (Pin 8) and power common 
(Pin 16) are not internally connected within the IB32. These 
pins must be connected together externally or excessive currerlt 
will be drawn. 

Gain Setting: The differential gain of the IB32 can be either 
pin-strapped or programmed externally with two resistors. The 
internal thin-film gain network (Figure I) provides gains of 500 
and 333.3 for standard load-cell sensitivities of 2mVIV and 
3mVIV. This is achieved by connecting GAIN SENSE (Pin 12) 
to GAIN COMM (Pin 13) and grounding Pin 10 or Pin II 
(Figure 2). The gain tempco using the internal network is an 
excellent :!: 2ppm/oC typ (:!: 6ppml'C max). 

To program the gain externally, two resistors are connected as 
shown in Figure 3. The gain equation is: 

G= I + RF 
Rr 

The gain-strapping Pins (10 and II) and GAIN SENSE (Pin 12) 

COMM -15V +15V 

1000pF 

Figure 2. Internal Gain Strapping 

Figure 3. External Gain Setting 

are left unconnected, effectively floating the internal network. 

Offset Adjustment: The input-referred offset adjust has the 
same sensitivity as the inputs of the I B32. The voltage level at 
INPUT OFFSET AD] (Pin 3) is gained by the same factor as 
the input signal to provide a :!: 10V output adjust. Figure 2 
shows an external network and potentiometer set up for a :!: 7. Sm V 
span at the input, which gives a :!:2.SV (7.SmV x 333.3) output 
adjust capability. Wider ranges can be chosen with the appropriate 
resistor and potentiometer values. 

Note: If offset adjustment is not required, Pin 3 must be 
grounded. 

Voltage Excitation Programming: The excitation voltage is 
preset to + 10V. To increase VEXC up to + ISV a resistor must 
be connected between EXC AD] and SENSE LOW (Pins 21 
and 26) as shown in Figure 4. 

The Vs (REG) input (Pin 18) must be raised to + 18V to satisfy 
the + 3V min input -output voltage differential of the regulator. 
Consult the Performance Characteristics section for safe operating 
conditions of the regulator. For a desired V EXC the resistor 
value, REXT, is determined by the following equations: 

IOkO x V REF on 
RT = VEXC _ VREF OcT ; VREF OcT = +6.8V 

20kO X RT 
REXT = 20kO - RT 

The + 10V to + ISV range can be covered bya 20kO potentiometer 
between REF IN (Pin 20) and REF OUT (Pin 19). REXT of 
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Figure 4. Constant Voltage Excitation: + 10V to + 15V 
Range 

200kH is recommended for fine adjustment at + lOY excitation 
voltage. 

Similarly to decrease VEXC down to +4V, connect a 20kH 
potentiometer between Pins 19 and 20, as shown in Figure 5. 

Figure 5. Constant Voltage Excitation: +4V to + 10V 
Range 

A 4.7f.LF tantalum capacitor from REF IN (Pin 20) to COMMON 
(16) is recommended in all cases to lower the voltage noise at 
the reference input. 

The remote sensing inputs should be connected to the transducer 
separately from the excitation leads or jumpered as shown in 
Figure 2. The resistance of the excitation and sense lines should 
not exceed 100. 

Power Supply: The Vs REG input (Pin 18) should be connected 
to + V s (Pin 17) even if the bridge excitation section is not 
used. Also the power supplies should be decoupled with If.LF 
tantalum and lOOOpF ceramic capacitors as close to the IB32 as 
possible (Figure 2). 

Input Protection: The IB32 differential inputs can be protected 
from accidental shorts to power line voltages (1l5V rms) by the 
circuit shown in Figure 6. The back-to-back diodes clamp the 
inputs to a maximum of ± 12.5V and were selected for low 
leakage current. The 15kO resistors in series with the inputs 
will degrade the noise performance of the IB32 to 4f.L V p-p 
(O.IHz to 10Hz). When interfacing with six-wire load cells in 
harsh environments, input protection for the sense inputs is also 
recommended (Figure 6). 

1832 

15kn 
'w· 

+v" 

, ..... 
15kR 
'w· -v", 

1N963 

*3OkU 2WRESISTORS FOR240V INPUT PROTECTION 

Figure 6. 115V Input Protection 

PERFORMANCE CHARACTERISTICS 
Input Offset Voltage Drift: The chopper front end of the IB32 
gives it excellent input offset stability. As shown in Figure 7, it 
typically exhibits drift of ±0.07f.LVrc RTI at a gain of l000VN 
(±75f.LVrc RTO). The measurement is two-point, and is taken 
at - 25"C and + 85"C, which covers the specified temperature 
range of the IB32. 

400 

~ .. 
I 300 

Ii: 
iii: / I' 
Q 

Iii 200 
If 
II. 

./ 
", 

V 
0 ... 
:;) 100 "" ... 
:;) 

V 
./ ~ 

0 ./ 
0 

o 1000 2000 3000 4000 5000 

GAIN-VN 

Figure 7. Total Output Offset Drift vs. Gain 

'6. 

I 
1 =.'00. V 

'40 

V ~=100 
/ 

~ 

40 

20 .. , ,. 
'00 

FREQUENCY - Hz 

Figure 8. Common-Mode Rejection vs. Frequency 
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Figure 9. Voltage Noise, 0. 1Hz to 10Hz,G = 1000 

Common-Mode Rejection: CMR as a function of frequency is 
shown in Figure 8. Test conditions are a 3V pop common-mode 
signal and Ikn source imbalance. The CMR improves with 
increasing gain. Note that the 4Hz filter enhances the CMR 
performance above the comer frequency by attenuating the 
normal-mode signal at 6OdBIdecade. 

Gain Nonlinearity and Noise: Gain Nonlinearity is specified as 
a percent of full-scale output, and for the IB32 it is ± 0.005% 
max over the full span. The chopper design also offers exceptional 
low-noise performance, with typical input noise of IlL V pop in 
the O.IHz to 10Hz bandwidth (Figure 9). 

Low-Pass Filter: The IB32 has three poles at 4Hz in its design. 
One is introduced in the amplifier, while the other two are 
provided by an active Butterworth filter following the amplifier. 
Total roll-off is 60dBIdecade from 4Hz. The frequency response 
of the filter is shown in Figure 10. 

•• 
.. 
• 

• 
20 

• 

• 0.01 .0' 

...... 

, 
FREQUENCY - Hz 

1\ 

\ 
1\ 
\ 

,. , .. 
Figure 10. Filter Amplitude Response VB. Frequency, 
G=500 

Turn-On Drift: The IB32 offset voltase stabilizes to within 
IlL V of its final value in 10 minutes (Figure II). The test conditions 
are: 350n bridge with a + 10V excitation and ambient temperature 
of +25"C. 

15 

10 
o 

-V 
/ 

/ 
1 
J 

10 

WARM-UP TIME - Minutes 

15 

Figure 11. Offset Voltage RTI, Turn-On Drift 

20 

Bridge &citation: The adjustable bridge excitation is specified 
over a wide regulator input voltase range (+9.5V to +28V). 
Maximum load current IL as a function of regulator input-output 
differential voltase is shown in Figure 12. The maximum output 
current also depends on ambient temperature, and above + 5O"C 
a derating factor of 2mAI"C must be applied. The safe operating 
region for internal power dissipation vs. temperature is graphed 
in Figure 13. 

'00 

so 

~ 
'50 ... 

40 

• 

~ 
~~ 
~ 

" "-

3 5 , . 15 20 24 25 

INPUT·OUTPUT VOLTAGE DIFFERENTIAL - V 

Figure 12. Excitation Source Load Current vs. Input-Output 
Voltage Differential, s25°C 
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Figure 13. Excitation Source Internal Power Dissipation 
VB. Temperature 

13-84 SIGNAL CONDITIONING COMPONENTS & SUBSYSTEMS 



APPLYING THE 1832 
Pressure Transducer Interface: A strain gage type pressure 
transducer (Dynisco 800 series) is interfaced to a 1B32 in Figure 
14. Regulated excitation of + lOY dc is provided for a 30mV 
full-scale output for a 0-10,000 psi range of the transducer. A 
shunt calibration resistor is built into the transducer for easy 
verification of the 80% point of its full-scale output. A typical 
shielding scheme to preserve the excellent performance charac
teristics of the 1B32 is also shown. To avoid ground loops, 
signal return and cable shield should be grounded only at one 
point. 

COMM 
-15V +15V 

Figure 14. Pressure Transducer Interface 

Pressure Transducer Data Acquisition System: A two module 
solution for microcomputer based data acquisition using a 1B32 
and an AD1170 18-bit AID converter is shown in Figure 15. A 
3mVN pressure transducer (e.g. Dynisco 800 series) is interfaced 
to a 1B32 configured with a gain of 333.3, to provide a 0 to 5V 
output. The regulated excitation is + 5V, and is used as the 
reference input for the AD 1170 to produce ratiometric operation. 

1832 
This configuration yields very high CMR enhanced by the 1B32 
low pass ruter and the integrating conversion scheme of the 
AD1170. 

NOTES 
• 3mVIV lOiilld Cell 
• + 5V Excitiilltion, 1SmV FS 
• Gain"" 333.3 

Figure 15. Auto-Calibrating Data Acquisition Using 
1B32 and AD1170 

In addition, fixed offsets caused by bridge imbalance can be 
nulled out by the ADl170 with a power-up initiaIization command 
from the microcomputer. The full-scale output of the 1B32 and 
transducer can be normalized to the AD 1170 full scale through 
the electronic calibration command ECAL. Both the offset and 
full-scale correction data will then be stored in nonvolatile memory 
to eliminate the need for the trim process after each power-up. 
The ADl170 eliminates a potentiometer or software overhead 
which might otherwise be needed for these functions. 

Multiple Load-CeUs: For transducer configurations where the 
maximum load current of the 1B32 is not sufficient, a buffer 
and a power transistor such as a TIP31 can be used as shown in 
Figure 16. This approach will supply 300mA at + 10V excitation 
over - 25"C to + 85"C temperature range. In a multiple 1B32 III 
system an added advantage is that ratiometric operation can be 
preserved by using the excitation voltage as the reference for the 
system AID converter. 

Figure 16. Multiple Load-Cell Application 
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Mobile Transducer App6cations: The smaJl size and reliability 
of the 1832 make it an excellent rooke for mobile app6c:ations. 
Since the 1832 requires bipolar supplies, a possible circ:uit to 
provide the negative voltage is shown in Figure 17. The CMOS 
TLC555 is powered by a + 12V battery, and typic:ally draWs 
3601JA. The output is a square wave that is rec:tified by the 
diodes and filtered to provide a - 9V supply. Excitation vOltage 
should be equal to or less than + 9V for adequate headroom for 
the 1832 voltage regulator. Note that the 1832 will operate with 
± 9V supplies as long as the excitation voltage and the output 
range are less than 5V. 

Figure 17. Negative Supply Generation for 1 B32 

DIGITAL INPUT 
MSB LSB 

1111111111 

1000000001 

1000000000 

0111111111 

0000000001 

0000000000 

Digital Outputottset AdjUst: A lO-bit mliltiplying DAC suc:b 
as the AD7533 c:an be used to control the output offset of the 
IB32 as shown in Figure 18. The DAC is configured for unipolar 
operation with an AD OP-07 generating a voltage output. This 
0-10Voutput is attenuated by RJ and RsIlL and superposed on 
another fixed voltage derived from V EXC. Thus the voltage at 
Pin 3 (INPUT OFFSET ADJUST) is insensitive to the tempco 
of the excitation voltage since it is also used as the referenc:e of 
the DAC. For best performance RJ and Rz should trac:k to 
± 5ppmfC. As an example, a ± 5V output adjustment c:an be 
obtained by using RSIlL = 200n for G = 500 and Vmcc = 
10V. 

TO PIN 28 
1832 Voo (+15V) 

R2 
ZOOkll 

R _ VADJ x 200k 
sa.-~ 

R, 
100kll 

Figure 18. Output Offset Adjust Using a 1o-Bit DAC 

ANALOG OUTPUT 
(Boas shown in Figure 18) 

-VRBPo~m 
-VRBP(I~~!) 
-VRBP(~)= VIf' 

- VRBP(to~~) 
-VRBP(f024) 

- VRBP(10~4)= 0 

Table I. Unipolar Binary Code Table 
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~ANALOG 
WDEVICES 

FEATURES 
Complete RTD Signal Conditioning Solution 
Resistor Programmable Linearization 
Lead Resistance Compensation 
High CMV Isolation: 1500 V rms Continuous 
High Accuracy 

Low Input Offset Tempco: 0.0020/"C 
Linearization Conformance: :1:0.1% FSR 
High CMR: 160 dB (60 Hz. G = 1000 VIV) 

Small Package: 1.O"x2.1"xO.35" DIP 
Low Pass Filter (fe = 3 Hz) 
Pin Compatible with 1B51 Isolated mV/Thermocouple 

Conditioner 

APPLICATIONS 
Multichannel RTD Temperature Measurement 
Industrial Measurement and Control Systems 
Data Acquisition Systems 

GENERAL DESCRIPTION 
The IB41 is a precision, isolated, RTD signal conditioner that 
incorporates a circuit design utilizing transformer based isolation 
and automated surface mount manufacturing technology. It pro
vides an unbeatable combination of versatility and performance 
in a compact plastic package. Designed for measurement and 
control applications, it is especially suited for harsh environ
ments with extremely high common mode interference. Unlike 
expensive solutions that require separate dc/dc conveners, each 
lB41 generates its own floating current excitation, providing 
true low cost channel-to-channel isolation. 

Functionally, the signal conditioner consists of four basic sec
tions: chopper stabilized amplifier, isolation, current excitation 
and output filter. The amplifier section allows an RTD resis
tance range of 20 G to 5 kG. Wide range zero suppression can 
be implemented at this stage. 

The isolation section has complete input to output galvanic iso
lation of 1500 V rms continuous by the use of transformer cou
pling techniques. A stable sensor excitation provides 0.25 mA 
for most RTD applications. For platinum RTDs the excitation 
is internally compensated to provide an output that is linear 
with temperature. Filtering at 3 Hz is implemented by a passive 
antialiasing filter at the input and a two-pole active filter at the 
output. Overall NMR is 60 dB and CMR is 160 dB min @ 

60 Hz. 

The IB41 is fully specified over -25°C to +85°C and operates 
over the industrial (-40°C to +85°C) temperature range. 

Isolated RTD 
Signal Conditioner 

1841 I 
IB41 FUNCTIONAL BLOCK DIAGRAM 

DESIGN FEATURES AND USER BENEFITS 
Ease of Use: The IB41 has direct RTD interface with mini
mum external pans required to get a high-level, conditioned 
signal. 

Lead Resistance Compensation: Voltage drops in RTD lead 
wires are compensated by the use of matching current sources in 
the lB41. 

High Noise Rejection: The combination of a chopper stabi
lized front end with a low pass filter provides high system accu
racy in harsh industrial environments as well as good rejection 
of 50/60 Hz noise. 

Small Size: The IB41 package size (1.00"x2.1"x0.35") and 
functional completeness makes it an excellent choice in systems 
with limited board space and clearance. 

Wipe Range Zero Suppression: This input referred function is 
a convenient way to null large input offsets. A single resistor 
value sets the RTD resistance for which the output is zero volts. 

Low Pass Filter: The three-pole active filter (fe = 3 Hz) re
duces 50/60 Hz noise and aliasing errors. 
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SPECIFICATIONS1 (typical @ +25°C and Vs = +15 V unless otherwise noted) 

Model 

INPUT SPECIFICATIONS 
Sensor Type 
Linear Input Resistance Range 
Max InputVoltage Range 
Input Offset 
Input Offset Tempco 
Max CMV, Input to Output 

ae, 60 Hz, Continuous 
Continuous, de 

CMR, @ 60 Hz, I kO Source Imbalance 
NMR,@60Hz 
Common Mode Transient Protection 
Sensor Current Excitation 
Current Source Matching 

OUTPUT SPECIFICATIONS 
Voltage, 2 kfi Load, min 
Current 
Output Offset Voltage 

Initial 
vs. Temperature 

Output Noise, de to 100 kHz 
Impedance, dc 

ACCURACY 
Gain Accuracy' 
Gain Tempco (0 to + 70"C) 

(-25'C to +85'C) 
Gain Nonlinearity 
Linearization Conformance 

Pt 1000 
o to +600'C 
o to +200'C 
o to + IOO"C 
-1OO"C to + lOO'C 

Lead Wire Compensation 

DYNAMIC RESPONSE 
Bandwidth - 3 dB 

POWER SUPPLY 
Voltage, Rated Performance 
Voltage, Operating 
Current, Qniescent 

ENVIRONMENTAL 
Temperature Range 

Rated Performance 
Operating 
Storage 

Relative Humidity 

CASE SIZE 

NOTES 
*Specifications same as IB41AN. 
1 All specifications use the test circuit of Figure 1. 
2Excluding external ranging resistor errors. 

Specifications subject to change without notice. 

IB41AN 

Pt 100 0 @ O'C, " = 0.00385, 0.00392 
20 0 to 5 kG Full Scale 
+IVto-5V 
0.5 0 (2 0 max) 
0.002 nrc (0.01 nrc max) 

1500 V rms 
±2000 V peak 
160 dB min 
60 dB min 
IEEE-STD 472 (SWC) 
0.25 mA 
1.5 ".A 

±IOV 
±5mA 

50 mV typ 
175 ".VI'C 
I mVpk-pk 
0.10 

2% FSR (5% FSR max) 
±50 ppmI'C 
±75 ppml'C 
±0.035% 

0.1% FSR 
0.09% FSR 
0.06% FSR 
0.06% FSR 
0.06% FSR 
0.01 !lIO 

dcto3Hz 

±15 V dc 
±13.5 V to ±18 V 
+12mA, -4mA 

- 25'C to + 85'C 
-40'C to + 85'C 
-4O"C to +85'C 
o to 95% @ 6O'C 

I.O"x2.I"xO.35" 
(25.4x53.3x8.9) mm 
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IB41BN 

* 
* 
* 
* 

* 
* 
* 
* 
* 
* 
* 

* 
* 

25 mV typ 
50 ".vrc 
* 
* 

* 
* 
* 
±0.025% 

* 
* 
* 
* 
* 
* 

* 

* 
* 
* 

* 
* 
* 
* 
* 
* 

0.15 
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PIN DESIGNATIONS 

PIN DESIGNATION 
1 HI 
2 PROT HI 
3 RTD EXC 
4 ICOM 
5 LO 
6 Rz EXC 

16 +15V 
17 -15V 
22 Vo 
23 GND 
33 LIN 
35 +VISO 

36 LIN 
37 GAIN 
38 FB 



INSIDE THE IB41 
Referring to the functional block diagram, the ± 15 V power 
inputs provide power to both the output side circuitry and the 
power oscillator. The 25 kHz power oscillator provides both the 
timing information for the signal demodulator and drives trans
former T2 for the input side power supplies. The secondary 
winding of T2 is half wave rectified and ftltered to create the 
input side power. 

1B41 Functional Block Diagram 

Dual current sources of 0.25 rnA are derived from the floating 
power supply and accomplish 3-wire compensation as well. This 
creates a voltage difference between the RTD and Rz. This 
voltage is applied to the chopper stabilized differential amplifier. 
Linearization can be implemented at this stage by a simple 
jumper option. This creates a bow in the current source that 
nulls out the nonlinearity of Pt 100 RTDs. 

The signal input (HI) is single pole ftltered for noise rejection 
and antialiasing. PROT HI is the output node of the ftlter, and 
is used only for special input applications as described in the 
applications section of this data sheet. 

The chopper stabilized gain stage amplifies the differential input 
voltage with a gain set by external resistors. 

The signal is amplitude modulated onto a 25 kHz carrier and 
passed through the signal transformer T 1. The synchronous 
demodulator restores the signal to the baseband. A two-pole 
active low pass stage ftlters out clock noise and completes a 
three-pole Butterworth filter formed with the input pole. 

USING THE IB41 
Range Setting: The gain of the IB41 is controlled on the input 
side by a pair of user provided resistors (see Figure I). A feed
back resistor of 20 kO ± I % is required between the feedback 
pin (Pin 38) and the gain pin (Pin 37). The gain setting resistor 
is connected between the gain pin (Pin 37) and input side com
mon (Pin 4). 

In the equations below Rz is the value of the RTD resistance at 
the temperature at which zero volts ouptut is desired, RHS is the 
resistance of the RTD when the temperature is the average of 
the zero ouput temperature and the full-scale temperature, and 
RFS is the resistance of the RTD at the full-scale temperature. 

RG = 20 knJ(G-iI 

RUN = 6.1 kO(2Q-3)/(2-Q) 

where Q"" IlRFS/IlRHS 
G "" (20 kO/IlRFS)(Q-I) 
IlRFS = RFS-Rz 
IlRHS = RHS-Rz 

1841 

1841 

Figure 1. 1B41 Basic Hookup 

Since gain and linearization are interactive, it is recommended 
that any offset and span errors be removed in software or at a 
later stage in the data acquisition circuitry. 

The accuracy of the resistor values must be taken into account 
when calculating the initial gain accuracy of an application. The 
initial accuracy of the IB41 must then be added to the resistor 
errors to predict the total accuracy. Likewise, the ratiometric 
temperature coefficient of the gain and feedback resistors must 
be added to the temperature coefficient of the IB41 to predict 
the total resulting thermal drift. 

3-Wire Compensation: The IB41 accomplishes 3-wire compen
sation by using matched current sources on both RTD EXC 
(Pin 3) and Rz EXC (Pin 6). Figure 2 shows lead wires with 
resistances of RL!' RL2 and Ru. The following equation de
scribes the error voltage caused by lead resistance and the cur
rent source mismatch. 

VERROR = 11RL3 -hRL2 

This equation depends upon the matching of the wire resistance 
and the matching of the IB41 current sources. When all leads 
have the same resistance and the current sources are matched, 
no error is introduced. 

For 2-wire RTDs, ICOM (Pin 4) can be connected as shown in 
Figure 1. This does not compensate for lead wire resistance. 

R, 

RTD 

Figure 2. 3-Wire Compensation 
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Note that since the current sources are in fact current sinks, as 
the RTD resistance increases, the voltage at HI (Pin 1) gets 
more negative. This causes the output of the IB41 to get more 
positive. 

Example: A 100 n platinum RTD, Cll = 0.0038S, is 100 n at 
O°C, 138.S0 n at 100°C, and 17S.84 n at 200°C. 

Rz = lOOn, RHS = 138.S0 n, RFS = 17S.84 n 

175.84-100 
Q = 138.S0-100 = 1.9699 

6.1 kn(2x 1.9699-3) 
RLIN= (2 -1.9699) = 190.46 kn 

20kn 
RG = 2SS.78-1 = 78.sn 

PERFORMANCE 
CMR and NMR: Common mode rejection is a result of both 
isolation and filtering, and is dependent on signal frequency, 
conditioner gain and source impedance imbalance. 

The CMR performance is also enhanced by low pass filtering, 
giving an effective CMR of 160 dB at 60 Hz (fe = 3 Hz) at the 
output of the filter, 

Gain Nonlinearity: IB41 gain nonlinearity is defmed as the 
deviation of the output voltage from the best straight line and is 
specified as % peak-to-peak of a ± 10 V output span. 

APPLICATION EXAMPLES 
Input Protection: Although the IB41 provides ± IS00 V of 
common mode protection, it is sometimes desirable to have 
some level of normal mode protection as well. The signal input 
of the IB41 is normally less than SOO m V but could be very 
large under a fault condition. 

RTD 

lN4005 

Figure 3. 120 VI240 V AC Normal Mode Input Protection 

Referring to Figure 3, the inputs and current sources show 
240 V rms protection. The PN3906 pnp transistors are used for 
the diode properties of the base emitter junction. When the 
emitter is more positive than the base, the transistor functions as 
a forward biased diode. When the emitter is negative with 
respect to the base, the junction is a very low leakage Zener 
diode with a breakdown voltage of about - 8 V. This serves as a 
voltage clamp for LO and PROT HI. A fault voltage applied 
between ICOM and either of the two inputs will appear mostly 
across the 40 kn resistor. The power dissipated in the resistor is 
approximately 1.44W for a 240 V fault. 

Each current source is protected by a MOSFET and a diode. 
The MOSFET is an n-channe1 enhancement mode device. The 
RTD EXC and Rz EXC pins are normally about -3.S V with 
respect to ICOM. The voltage at +V1SO is about +6.S V, yield
ing a V GS of about 10 V. For normal operation, the FET must 
be saturated on. A device with a threshold voltage of less than 
S V at 1 rnA IDS guarantees saturation. 

The VDS breakdown voltage must be greater than the expected 
fault voltage. At 240 V rms, the peak voltage is 339V, so the FET 
must have a breakdown voltage of at least 3S0 V. The power 
dissipation requirements are minimal, however. The power dis
sipated in the FET under fault mode is 240 VxO.2S mAxO.S 
= 30 mW. The faetorof O.S is due to the SO% duty cycle. 
This allows a compact TO-92 packaged device, such as the 
VN06S0. 

During the other half of the cycle, the fault voltage is applied 
across the series diode. The diode must have a reverse break
down voltage of at least 3S0 V. 

Other RTD Measurements. The IB4l can be configured for 
making differential measurements using 2-wire RTDs. As shown 
in Figure 4, the two RTDs are connected between ICOM and 
HI and LO. The current sources at Rz EXC and RTD EXC 
create a differential signal across HI and LO that is proportional 
to the difference in resistance of the two RTDs. The following 
equation shows how to calculate ~ for applications where hard
ware linearization is not desired. 

40 kn 
RG= G-2 

The LIN pins (Pins 33 and 36) must be left unconnected to 
maintain a constant current source. 

Figure 4. Differential RTD Measurement 
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FEATURES 
Functionally Complete Precision Conditioner 
High Accuracy 

Low Input Offset Tempco: :l:0.1 .... V/oC 
Low Nonlinearity: :1:0.025% 
High CMR: 160dB (60Hz, G=1000VIVI 

High CMV Isolation: 1500V rms Continuous 
240V rms Input Protection 
Small Package: 1.0"x2.1"xO.35" DIP 
Isolated Power 
Low Pass Filter (fc =3Hzl 
Pin Compatible with 1841 Isolated RTD Conditioner 

APPLICATIONS 
Multichannel Thermocouple Temperature 
Measurement 
Low Level Data Acquisition Systems 
Industrial Measurement & Control Systems 

GENERAL DESCRIPTION 
The IB51 is a precision, m V Ithermocouple signal conditioner 
that incorporates a circuit design utilizing transformer based iso
lation and automated surface mount manufacturing technology. 
It provides an unbeatable combination of versatility and perfor
mance in a compact plastic package. Designed for measurement 
and control applications, it is specially suited for harsh environ
ments with extremely high common-mode interference. Unlike 
costlier solutions that require separate dc/dc converters, each 
IB51 generates its own input side power, providing true, low 
cost channel-to-channel isolation. 

Functionally, the signal conditioner consists of three basic sec
tions: chopper stabilized amplifier, isolation and output filter. 
The chopper amplifier features a highly stable offset tempco of 
:l:O.l .... VfC and resistor programmable gains from 2 to 1000. 
Wide range zero suppression can be implemented at this stage. 

The isolation section has complete input to output galvanic iso
lation of 1500V rms continuous using transformer coupling tech
niques. Isolated power of 2mA at :l:6.2V is provided for ancil
lary circuits such as zero suppression and open-input detection. 
Filtering at 3Hz is implemented by a passive antialiasing filter at 

Isolated mVIThermocouple 
Signal Conditioner 

1851 I 
IB51 FUNCTIONAL BLOCK DIAGRAM 

the front end and a two-pole active filter at the output. Overall 
NMR is 60dB and CMR is 160dB min @ 60Hz, G= 1000. 

The IB51 is specified over - 25°C to + 85°C and operates over 
the industrial ( -40°C to + 85°C) temperature range. 

DESIGN FEATURES AND USER BENEFITS 
High Noise Rejection: The combination of a chopper stabilized 
front end with a low pass filter provides high system accuracy in 
harsh industrial environments as well as excellent rejection of 
SO/60Hz noise. 

Input Protection: The input is internally protected against 
continuous application of 240V rms. 

Low Cost: The 1B51 offers a very low cost per channel for II 
high performance, isolated, low level signal conditioners. 

Wide Range Zero Suppression: This input referred function 
is a convenient way to null large input offsets. 

Low Pass Filter: The three pole active filter (fc=3Hz) reduces 
60Hz noise and aliasing errors. 

Small Size: The IB51 package size (1.0"x2.1"x0.35") and 
functional completeness make it an excellent choice in systems 
with limited board space and clearance. 
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SPECIFICATIONS (typical @ +25°C and Vs =±15V unless otherwise noted) 

Model 

GAIN 

Gain Equation 

Gain Error 
Gain Temperature Coefficient l 

Gain Nonlinearity 

OFFSET VOLTAGES 
Input Offset Voltage 

Initial, @ +25'C (Adjustable to Zero) 
vs. Temperature 
vs. Time, Noncumulative 

Output Offset Voltage 
Initial 
vs. Temperature 

INPUT OFFSET CURRENT 
Initial 

vs. Temperature 

INPUT BIAS CURRENT 
Initial @ + 25"C 

vs. Temperature 

INPUT IMPEDANCE 
Power On 
Power Off 

INPUT VOLTAGE RANGE 
Linear Differential Input 
Max CMV, Input to Output 

ae, 60Hz, Continuous 
Continuous, de 

CMR @ 60Hz, lkll Source Imbalance, G = 1000 
NMR@60Hz 
Transient Protection 

INPUT NOISE 
Voltage, a.1Hz to 10Hz, Hill Source Imbalance 

RATED OUTPUT 
Voltage, 2kO Load, min 
Current 
Output Noise, de to 100kHz 
Impedance, de 

FREQUENCY RESPONSE 
Bandwidth, - 3dB 

ISOLATED POWER 
Voltage, No Load 
Current 
Regulation, No Load to Full Load 
Ripple 

POWER SUPPLY 
Voltage, Rated Performance 
Voltage, Operating 
Current, Quiescent 
PSRR 

ENVIRONMENTAL 
Temperature Range 

Rated Performance 
Operating 
Storage 

Relative Humidity 

CASE SIZE 

NOTES 
"Specifications same as IBSIAN. 
'See graph in text. 

Specifications subject to change without notice. 

IB51AN 

G=[I + i:J x 2 

1% max 
5Oppmf'C 
±O.035% (±O.05% max) 

25j.LV (100j.LV max) 
±O.Ij.LVI"C (±O.5j.LVrC max) 
± I/J.V/month max 

-5OmV 
-175",VI"C 

O.6nA (2.5nA max) 
±2.5pAfC (12.5pAi"C max) 

IOnA 
IOpAfC 

50MIl 
40kO min 

±lOmV to ±SV 

1500V rms 
±2000V 
160dB min 
60dB min 
IEEE-STD 472 (SWC) 

Ij.LVp-p 

±IOV 
±SmA 
lmVp-p 
O.lO 

de [0 3Hz 

±6.2V±S% 
2mA 
7.5% 
250mV POp 

±lSV de 
± 13.SV to ± 18V 
+12mA@ +15V, -4mA@ -15V 
O.I%N 

-25'C to +S5"C 
-4O"C to +S5"C 
-4O'C to +S5"C 
o to 95% @ +6O"C 

I.OO"x2.IO"xO.35" 
(25.4x53.3xS.9)mm 
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OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 
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PIN DESIGNATIONS 

PIN 

1 
2 
4 
5 

16 
17 
22 
23 
34 
35 
37 
38 

DESIGNATION 

HI 
PROT HI 
ICOM 
LO 
+15V 
-15V 
Va 
GND 
-VISO 

+VISO 

GAIN 
FB 

I 
2.10 

153.31 
MAX 



1851 

Functional Block Diagram 

INSIDE THE IBSI 
Referring to the functional block diagram, the ± 15V power in
puts provide power to both the output side circuitry and the 
power oscillator. The 25kHz power oscillator provides the tim
ing information for the signal demodulator and drives power 
transformer T2 for the input side power supplies. The second
ary winding of T2 is half wave rectified and filtered to create the 
input side bipolar unregulated supplies. 

The signal input (HI) is single-pole filtered for noise rejection 
and antialiasing. The protection clamps limit the voltage at 
PROT HI to ± 8V. Thus, a large voltage applied between HI 
and input common (I COM) appears mostly across the input 
resistor. 

The chopper stabilized gain stage amplifies the differential input 
voltage with a gain set by external resistors. The voltage at the 
inverting input of the chopper stabilized amplifier (LO) should 
be equal to the input voltage at which the desired output voltage 
is zero. This is a true input referred zero suppression function. 

The signal is amplitude modulated onto a 25kHz carrier and 
passed through the signal transformer T 1. The synchronous de
modulator restores the signal to the baseband. A two-pole active 
low pass stage filters out clock noise and completes a three-pole 
Butterworth filter formed with the input pole. 

USING THE IBSI 
Gain Setting: 
The gain of the IB51 is controlled on the input side by a pair of 
user provided resistors (see Figure 1). A feedback resistor of 
between lOkO and 20kO is required between the feedback pin 
(FB) and the gain pin. The gain setting resistor is connected 
between the gain pin and input side common (ICOM). The gain 
equation is 

[ RFB] G= 1+ R<; x2 

Gains of 2-1000 can be achieved by adjusting this ratio. 

The accuracy of the resistor values must be taken into account 
when calculating the initial gain accuracy of an application. The 
initial accuracy of the IB51 must then be added to the resistor 
errors to predict the total accuracy. Likewise, the ratiometric 
temperature coefficient of the gain and feedback resistors must 
be added to the temperature coefficient of the IB51 to predict 
the total resulting thermal drift. 

It is possible to use a trimming potentiometer to correct for ini
tial gain and system gain errors. The feedback resistor can be 
comprised of a resistor in series with a trimming potentiometer, 
as long as the total resistance remains between lOkO and 20kO. 
Alternatively, the gain resistor can also be an adjustable resistor. 
In general, the greater the trim range, the coarser the resolution. 

Zero Suppression: 
\ Since the IB51 is a differential input device, true input referred 

1851 \ zero suppression can be accomplished (see Figure 1). A voltage 

+V,~" 

-V,:;" 34}-----------i-

Figure 1. Input Gain Setting and Zero Supression 

I reference powered by the input side power supplies is applied to 
the LO terminal. Since the transfer function is 

Vo = (V(HI) - V(LO)) x GAIN 

the input voltage for which the desired output is zero should be 
applied to the LO pin. The equation is 

Vz = 1.25(Rz/(R1 + Rz)) 

Any drift of this input zero suppression voltage appears as offset 
drift, so a temperature stable reference should be used. The 
source impedance at the LO terminal should be kept below 
lkO. 
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Open Input Detection: 
The IBSI can sense an open thermocouple or broken input line 
with the addition of an external resistor. By connecting a 
220MO resistor between the HI pin and the positive or negative 
isolated supply, an open input will cause a positive or negative 
full scale output, respectively. 

To preserve the normal mode input protection capability of the 
IBSI, the resistor must be able to withstand 220Vac. A high 
voltage rating can be obtained by connecting lower value resis
tors in series. 

Cold Junction Compensation: 
When using a thermocouple as an input to the IBSI, a second 
thermocouple junction is formed at the terminations of the ther
mocouple wires, commonly referred to as the cold junction. The 
measured output voltage of the sensor is the voltage generated 
by the thermocouple minus the voltage generated by the cold 
junction. 

Since thermocouples are specified with OV representing O°C, it 
would be ideal to maintain the cold junction at O°C. A more 
practical approach involves adding a temperature dependent 
voltage to the thermocouple signal so as to oppose the cold junc
tion effects. This type of correction is known as cold junction 
compensation. 

Many different methods are commonly used to implement cold 
junction compensation. Usually a thermistor or a semiconductor 
sensor is used to generate the cold junction voltage. The slope 

of the cold junction voltage must be the 'same as that of the ther
mocouple. Therefore, the cold junction compensation depends 
on the thermocouple type. 

Sometimes, one cold junction compensation sensor is used by a 
number of thermocouple channels. This is accomplished by 
measuring the temperature of the connection block directly, and 
adding the appropriate voltage to each uncompensated thermo
couple channel after the gain has been taken. In all cases, the 
cold junction sensor must be in the thermal proximity with the con
nection block. 

Figure 2 shows a monolithic cold junction compensation device 
used with the IBSl. The Analog Devices ACl226 measures the 
ambient temperature and generates the appropriate cold junction 
voltage for several different thermocouple types. 

·PIN NUMBER DEPENDS ON THERMOCOUPLE TYPE. 
SEE ACl226 DATA SHEET FOR DETAILS. 

Figure 2. 1B51 Cold Junction Compensation 

TYPICAL PERFORMANCE CURVES <@TA=+25°C, Vs=:±:15Vl 
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WDEVICES 

High Performance, 4-20mA Output 
Voltage-to-Current Converter 

FEATURES 
Complete, No External Components Needed 
Small Size: 1.1" x 1.1" x 0.4" Module 
Input: 0 to +10V; Output: 4 to 20mA 
Low Drift: o.oOS%fC max; Nonlinearity: O.OOS% max 

(2B20B) 
Wide Temperature Range: - 2SOC to +8SoC 
Single Supply: +10V to +32V 
Meets ISA Std SO.1 for Type 3, Class Land U, Nonisolated 

Current Loop Transmitters 
Economical 
APPLICATIONS 
Industrial Instrumentation and Control Systams 
D/A Converter - Current Loop Interface 
Analog Transmitters and Controllers 
Remote Data Acquisition Systems 

GENERAL DESCRIPTION 
Model 2B20 is a complete, modular voltage·to·current con
verter providing the user with a convenient way to produce 
a current output signal which is proportional to the voltage 
input. The nominal input voltage range is 0 to + lOY. The out
put current range is 4 to 20mA into a grounded load. 

Featuring low drift (o.oOS%fC max, 2B20B) over the -2SoC 
to +8SoC temperature range and single supply operation (+lOV 
to +32V), model2B20 is available in two accuracy grades. The 
2B20B offers precision performance with nonlinearity error 
of O.OOS% (max) and guaranteed low offset error of ±O.l % 
max and span error of ±o.2% max, without external trims. The 
2B20A is an economical solution for applications with lesser 
accuracy requirements, featuring nonlinearity error of 0.02S% 
(max), offset error of ±0.4% (max), span error of ±0.6% (max), 
and span stability of 0.01 %fC max. 

The 2B20 is contained in a small (1.1" x 1.1" x 0.4"), rugged, 
epoxy encapsulated package. For maximum versatility, two 
signal input (VlNl and V1N2) and two reference input (REFlNl 
and REFIN2) terminals are provided. Utilizing terminals VlNl 
and REFlNl eliminates the need for any external components, 
since offset and span are internally calibrated. If higher accu
racy (up to ±0.01 %) is required, inputs VIN2 and REFIN2 with 
series trim potentiometers may be utilized. 

APPUCATIONS 
Model 2B20 has been designed for applications in process con
trol and monitoring systems to transmit information between 
subsystems or separated system elements. The 2B20 can ser:ve 
as a transmission link between such elements of process con-

2820 I 
2B20 FUNCTIONAL BLOCK DIAGRAM 

trol system as transmitters, indicators, controllers, recorders, 
computers, actuators and signal conditioners. 

In a typical application, model2B20 may actas an interface 
between the D/A converter output of a microcomputer based 
system and a process control device such as a variable position 
valve. Another typical.application of the 2B20 may be as a 
current output stage of a proportional controller to interface 
devices such as current-to-position converters and current-to
pneumatic transducers. 

DESIGN FEATURES AND USER BENEFITS 
Process Signal Compatibility: To provide output signal com
patibility, the 2B20 meets the requirements of the Instrument 
Society of America Standard SSO.l, "Compatibility of Analog 
Signals for Electronic Industrial Process Instruments" for Type II 
3, Class Land U, nonisolated current loop transmitters. 

External Reference Use: For increased flexibility, when ratio-
metric operation is desired, the 2B20 offers a capability of 
connecting an external reference (i.e., from multiplying D/A 
converter) to the REFIN2 terminal. 

Wide Power Supply Range: A wide power supply range (+10V 
to +32V dc) allows for operation with either a +12V battery, 
a +lSV powered data acquisition system, or a +24V powered 
process control instrumentation. 
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SPECIFICATIONS (typical @ + 25"1: and Vs = + 15V unless othelWise noted) 

Model 2820A 28208 

INPUT SPECIFICATIONS 
Voltage Signal Range o to +10V 
Input Impedance 10kn 

OUTPUT SPECIFICATIONS 
Current Output Rangel 4 t020mA 
Load Resistance Range2 

Vs=+12V Oto 3S0nmax 
Vs=+lSV Oto SOOn max 
Vs= +24V o to 9S0n max 

NONLINEARITY (% of Span) ±0.02S%max ±O.OOS%max 
ACCURACY' 

Warm-Up Time to Rated SfCcS 1 minute 
Total Output Error @ +2S C·· 4 

Offset (VIN = 0 volts) ±0.4%max ±O.l%max 
Span (VIN =+10 volts) ±0.6%max ±0.2%max 

vs. Temperature (-2S·C to +8S·C) 
Offset (VIN= 0 volts) ±o.Ol%/C max ±o.OOS%/ C max 
Span (VIN = +10 volts) ±O.Ol%i"C max ±o.OOS%/C max 

DYNAMIC RESPONSE 
Settling Time - to 0.1% of F.S. 

for 10V Step 2SIls 
Slew Rate 2.SmA/lls 

REFERENCE INPUTS 
Voltage +2.SV dc 
Input Impedance lOkn 

POWER SUPPLY 
Voltage. Rated Performance +lSV dc 
Voltage, Operating +10V to +32V de max 
Supply Change Effect (% of Span)6 

on Offset ±o.OOS%N 
on Span ±0.OO5%N 

Supply Current 6mA+ILOAD 

TEMPERATURE RANGE 
Rated Performance -2S·C to +8S·C 
Storage -SS·C to +12S·C 

CASE SIZE 1.12S" X I.12S" 
X 0.4" 

NOTES 
·Specifications same 81 2B20A. 
I CUl'!eot output sourced into a grounded load over a supply voltage ranse of +tOV to +32V. 
'See Figure 1 for the maximum load resistancc value over the power supply range. 
I Ac~uracy is paranteed with no external trim adjustments when REFIN is connected to REFOUT' 
4A11 accuracy is specified as % of output span where output span is 16mA (±O.l %=t:O,016mA 
output error). 

J Reference input is normally connected to the reference output (+2 .SV de), 
• Optional trim pots may be uoe<! for calibration at each supply voltage. 

Specifications subject to cbange without notice. 
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OUTUNE DIMENSIONS 
Dimensions shoWn in inches and (mm). 

/-1.13 128.71 MAX-j J 
L~OA~AI 

Jr-:::r-, -u.:;ro 0.2& 0.00 11.02) 

I&TOUI DIA 1 
1.13128.71 

;asjAX 
'lc~m-l I-- I I .--\ I-°~m 
MAX ~ J..- MAX 

0.1 (2'&) GRID 

BOTTOM VIEW 
WEIGHT: 108 Or ..... 

MATING SOCKET I ACI016 

LOAD RESISTANCE RANGE 
The load resistance is the sum of the resistances 
of all connected receivers and the connection 
lines. The 2820 operating load resistance is 
power supply dependent and will decrease by 
SO ohms for each 1 volt reduction in the power 
supply. Similarly, it will increase by SO ohms 
per volt increase in the power supply, but must 
not exceed the.safe voltage capability of the unit. 

! I> 4---1--..,"--+-
I i! 760 +--+---1-

J 600 

MIN 
POWER SUPPL v (+Vs) - Volts 

.... MAX.~ 1111 

Figure 1_ Maximum Load Resistancs ItS. 

Power Supply 



PRINCIPLE OF OPERATION 
The design of the 2B20 is comprised of high performance op 
amps, precision resistors and a high stability voltage reference 
to develop biasing and output drive capability. The 2B20 is 
designed to operate from a single positive power supply over a 
wide range of +IOV to +32V dc and accepts a single ended, 0 
to +IOV voltage input. The internal reference has nominal out
put voltage of +2.SV (REFOUT) and is used to develop 4mA out
put current for a zero volts input when REFIN is connected 
toREFoUT· 

The .output stage of the 2B20 utilizes a sensing resistor in the 
feedback loop, so the output current is linearly related to the 
voltage input and independent of the load resistance. There is 
no minimum resistance for the loads driven by the 2B20; it 
can drive even a short circuit with no damage to the unit. The 
maximum resistance of the load as seen by the unit (resistance 
of the load plus the resistance of the connecting wire) is lim
ited. The maximum external loop resistance, RL, is given by: 

( +VS - SV ) 
RL (n) max = 20mA 

Figure I shows the operating region of the 2B20. The load 
must be returned to power supply common. The voltage 
appearing between loUT (pin 5) and COM (pin 2) should not 
exceed Vmax = +Vs - SV. Exceeding this value (up to +32V 
dc) will not damage the unit, but it will result in a loss of 
linearity. 

The basic connections of the 2B20 are shown in Figure 2. 

+v, 

Figure 2. 8asic Connections Diagram 

OPTIONAL CALIBRATION AND TRIM PROCEDURE 
Model 2B20's factory trimmed offset error is ±O.l % max and 
span error is ±0.2% max (2B20B). In most applications, further 
trimming will not be required. If it is necessary to obtain cali
brated accuracy of up to ±0.01 %, or, if a high signal source 
resistance (with respect to 10kn) introduces calibration error, 
inputs VIN2 and REFIN2 and optional trim pots should be 
used with VlNl and R£FlNl open. To perform external trims, 
connect soon potentiometers in series with VIN2 (span trim) 
and REFIN2 (offset trim) as shown in Figure 3. Adjust span 
pot, monitoring voltage drop across RLOAD, to obtain an out
put voltage of S.OOOV (IOUT= 20mA) for a +IOV input. Next. 
with 0 volts input, adjust offset pot to obtain 1.000Voutput 
(louT=4rnA). Check both offset and span and retrim if neces
sary after each adjustment. 

Applying the 2820 

Figure 3. Model 2820 Connections Using Optional Offset 
and Span Trims 

CONNECTING THE 2B20 FOR 0 TO lOrnA OUTPUT 
The 2B20 may be utilized in applications requiring 0 to lOrnA 
current output for a 0 to + 10V input voltage range as shown 
in Figure 4a. To obtain OmA output for OV input, adjust the 
offset potentiometer until there is no current flowing in the 
output. The 2B20 span calibration may be adjusted by a 2kn 
gain potentiometer in series with the VSIG input. 

4.22k 

-1SV 

Figure 4a. 2820 Configuration for 0 to 10mA Operation 

CONNECTING THE 2B20 FOR 0 TO 20mA OUTPUT 
The 2B20 may also be configured for use in applications 
requiring 0 to 20rnA output for a 0 to +IOV input range as 
shown in Figure 4b. To obtain OrnA output for OV input, 
adjust the offset potentiometer. The 2B20 span calibration 
may be adjusted by a 2kn gain potentiometer in series with 
the VSIG input. 

4.22k 

-1SV 

Figure 4b. 2820 Configuration for 0 to 20mA Operation 
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OUTPUT PROTECTION 
In many industti41 applications, it may be necessary to protect 
the 4 to 20rnA output from accidental shorts to ac line volt
ages. The circuit shown in Figure 5 can be used for this pur
pose. The maximum permissible load resistance will be lowered 
by a fuse resistance value when protection circuitry is utilized. 

FUSE (S.B.) 

1116A 

a.E. Rt.OAD 
VARISTOR 
V27ZAl 

Figure 5. Output Protection Circuitry Connections 

APPLICATIONS 
Interfacing Voltage Output D/A Converters. The 2B20 is well 
suited in applications requiring 4 to 20mA output from 
DI A converters. The voltage necessary to power the current 
loop can be derived from the same +1 SV supply that is used 
to power the converter. The D/A converter, such as the 12-bit 
AD DAC80, should be connected for operation on the uni
polar 0 to +10V output range. This is shown in Figure 6. After 
the load resistor connection has been made, the ·current 
loop can be calibrated using the offset and span adjustment 
potentiometers associated with the 2B20 (or the AD DAC80). 
First, a digital input code of all ones is loaded into the D/A, 
and the offset adjustment potentiometer is adjusted for a 
current output of exactly 4mA. Then, a digital code of aliOs 
is loaded into the D/A, and the span adjustment potentiometer 
is adjusted for a voltage across the load that corresponds to a 
current of 20mA -lLSB = 19.9961mA. 

.,0 
2DmA 

R, 

Figure 6. AD DAC80 - 4 to 20mA Current Loop Interface 

Interfacing Olrrent Output D/A Converters. To interface cur
rent output DI A converters, such as the ADS62, a circuit con
figuration illustrated in Figure 7 should be used. Since the 
ADS62 is designed to operate with an external +10V reference, 
the same external reference may be utilized by the 2B20 for 
ratiometric operation. The output of the ADS62 is used to 
drive the summing junction of an operational amplifier to pro
duce an output voltage. Using the internal feedback resistor of 
the ADS62 provides a 0 to + 10V output voltage range suitable 
to drive the 2B20. 

Figure 7. 12-Bit - 4 to 20mA Current Loop Interface 

Microcomputer - Olrrent Loop Interface. Figure 8 shows a 
typical application of the 2B20 in a multichannel microcom
puter analog output system. When a microcomputer is to con
trol a final control element, such as a valve positioner, servo
mechanism or motor, an analog output board with 4 to 20rnA 
outputs is often necessary. The output boards typically have 
from one to eight channels, each with its own D/A converter. 
The 2B20, in a compact package, allows for an easy installation 
without any additional components and offers a 12-bit system 
compatible performance. 

Figure 8. Microcomputer Analog Output Subsystem 

Pressure Control System. In Figure 9, model 2B20 is used in a 
proportional pressure control system. The 3-1Spsi working 
pressure of a system is monitored with a pressure transducer 
interfaced by the model 2B31 signal conditioner. The high level 
voltage output of the 2B31 is converted to a 4 to 20mA to 
provide signal to the limit alarm and proportional control cir
cuitry. A current-to-position converter controlling a motorized 
valve completes the pressure-controlloop . 

I 
MOTORIZED t 

VALVE 

Figure 9. Proportional Pressure Control System 

lsolated 4 to 20rnA Output. For. applications requiring up to· 
±lS00V dc input to output isolation, consider using Analog 
Devices' rnodel2B22 isolated voltage-to-current converter. 
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FEATURES 
Wide Input Range: 0 to +1V to 0 to +10V 
Standard Output Range: 4 to 20mA 
High CMV Input/Output Isolation: 1500V de Continuous 
Low Nonlinearity: 0.05% max. 2B22L 
Low Span Drift: o.o05%fC max. 2B22L 
Single Supply: +14V to +32V 
Meets IEEE Std 472: Transient Protaction (SWC) 
Meets ISA Std 50.1: lsolatad Current Loop Transmitters 

APPLICATIONS 
Industrial Instrumentation and Process Control 

Ground Loop Elimination 
High Voltage Transient Protection 

D/A Converter - Current Loop Interface 
Analog Transmitters and Controllers 
Remota Data Acquisition Systems 

GENERAL DESCRIPTION 
Model 2B22 is a high perfonnance, compact voltage-to-cur
rent converter offering lSOOV dc input to output isolation in 
interfacing standard process signals. The input stage of the 
model 2B22 is single resistor programmable to accept voltage 
ranges from 0 to +1 V to 0 to + lOY. The isolated output cur
rent range is 4 to 2OrnA, and the 2B22 can be operated with 
o to lOOOn grounded or floating loads. 

Using modulation techniques with transfonner isolation for 
reliable performance, the 2B22 is available in three accuracy 
selections offering guaranteed nonlinearity error (2B22L: 
±O.OS% max, 2B22K: ±O.l% max, and 2B22): ±0.2%max) 
and guaranteed low span drift: ±0.OO5%t C max, ±0.01 %t C 
max, and ±O.OlS%tC max, respectively. The internally trim
med span and offset errors are ±O.l % max for the 2B22L and 
±O.2S% max for the 2B22} /2B22K. Both span and offset are 
adjustable by the optional external potentiometers. 

Featuring a wide range, single supply operation (+14V to 
+32V), the 2B22 provides isolated +28V loop power and is 
capable of delivering rated current into an external 0 to looon 
load resistance. The unique output stage configuration also al
lows the user to utilize an optional external loop power su pply 
to interface systems designed for a two-wire operation. 
APPUCATIONS 
Model 2B22 has been specifically designed for high accuracy 
applications in process control and monitoring systems to offer 
complete galvanic isolation and protection against damage 
from transients and fault voltages in transmitting infonnation 
between subsystems or separated system elements. The 2B22 

High Performance, Isolated 
VOltage-to-Current Converter 

2822 I 
2B22 FUNCTIONAL BLOCK DIAGRAM 

REF OUT 

R. 
REF IN 

R, 

"'N 

meers the requirements of the InstrUment Society of America 
Std. 50.1 "Compatibility of Analog Signals for Electronic 
Industrial Process InstrUments" for Type 4, Class U isolated 
current loop transmitters. 

In the industrial environment, model 2B22 can serve as a 
transmission link between such system elements as transmit
ters, indicators, controllers, recorders, computers, actuators 
and signal conditioners. In data acquisition and control sys
tems, the 2B22 may act as an isolated interface between the 
D/A converter output of a microcomputer and standard 4 to 
20mA analog loops. 

DESIGN FEATURES AND USER BENEFITS 
High Reliability. Model 2B22 is a conservatively designed, II 
compact module capable of reliable operation in harsh 
environments. To assure high reliability, the 2B22 has a 
calculated MTBF of over 270,000 hours and has been de-
signed to meet the IEEE Standard for Transient Voltage 
Protection (472-1974: Surge Withstand Capability). 

Process Signal Compatibility. The versatile input stage design 
with a single resistor gain adjustment enables the 2 B22 to ac
cept anyone of the standard inputs-Q-IV, O-lOV, 1-5V; or 
1-SmA,4-20mA, 10-SOmA; and provide standard, isolated 
4-20mA output. 

Isolated Loop Power. Internal 28V dc loop supply, completely 
isolated from the input power tenninals (±lSOOV dc isolation), 
provides the capability to drive 0 to lOOOn loads and elimi
nates the need for an external dc/dc converter. 
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SPECIFICATIONS (typical @ +~f'C andYs = +15Y ooless oIhenvise noted) 

Model 2822) 

INPUT SPECIFICAUONS 
Voltage Signal Range, G = 1.6mAN. o to +10V 

G=16mAN Oto+lV 
Gain Range 1.6to16mAN 
Maximum Safe Input +lSV 
Input Impedance 10M!1 

OUTPUT SPECIFICATIONS 
CUrrent Output Range 4t020mA 
Load Resistance Range, Vs = +14V to +32V, 

Internal Loop Power o to 1000.0 max 
Maximum Output Current, 

@ Input Overload 2SmA 
Output Ripple, 100Hz Bandwidth 

G=1.6mAN 60llA £k:£k 

NONLlNEARITY (% of Span) ±O.2%max 

CMV, INPUT TO OUTPUT 
ac, 60Hz, 1 Minute Duration lSOOVrms 
Continuous, ac or de ±lSooV pk max 

CMR, INPUT TO OUTPUT 
60Hz, lkn Source Imbalance 90dB 

ACCURACY' 
Warm Up Time to. Rated Performance S Minutes 
Total Ou.tput Error@ +2S0C1 ,1 

Offset (VIN = OV) ±O,2S% max 
Span (VIN = +10V) ±O,2S% max 

VI. Temperature (0 to +700 C. G = 1.6mAN) 
Offset (VIN = OV) ±Q,Ol%fC max 
Span (VIN = +10V) ±Q,OlS%fC max 

vs. Temperature (0 to +700 C) 
Offset (VIN = OV, G = 1.6mAlV to 

16mAN) 
Span (G = 1.6mAlV to 16mAN)' 

DYNAMIC RESPONSE 

±Q,ol%fc 
±Q,015%fC 

Settling Time - to 0.1% of F.S. for 10V Step 300J.tS 
Slew Rate 0.06mAlJ.tS 

REFERENCE INPUT 
Voltage 
Input Impedance 

OSCILLATOR 

+2,5V de 
6k!1 

100kHz ± 10% 

2822K 

±Q.l%max 

±0.2S% max 
±o.2S%max 

±o,oos%fc max 
±Q,OI %fC max 

±O,OOS%I'C 
±O,Ol%fC 

Frequency. Internal Oscillator 
External Sync Input 

Frequency 
Waveform 

100kHz ± 10% max '" 
Square wave, 

Voltage 

POWER SUPPLY 
Voltage. Rated Performance 
Voltage, Operating 
Supply Current (at Full Scale Output) 

Using Internal Loop Power 
Using External Loop Power 

Supply Change Effect (% of Span) 
on Offset (VIN =OV) 
on Span (VIN = +IOV) 

TEMPERATURE RANGE 
Rated Performance 
Operating 
Storage 

CASE SIZE 

NOTES 

SO% duty cycle 
20Vp-p 

+1SV de 
+14V to +32V de 

100mA 
50mA 

±Q,OOOS%/V 
±Q,OOOS%IV 

o to +70°<: 
-2SoC to +7SoC 
-55°C to +8SoC 

2.2" X 3" X 0.6" 

I Accuracy is guaranteed at G ;; 1.6mA/V with no externaJ. trim 
adjustments when connected as shown in Figure 1. 

t All accuracy is % of SfJ&D where span is 16mA (:1:0.1% = ±0.016mA error). 
'Span T.C. for gains higber than 1.6mAIV is RG dependent - a low T.e. 
(±10ppmf'C) Rc; is recommended for beSt perfonnance. 

'Specificadons same as 2822J. 

Specifications subject to change without notice. 

2B22L 

±O.OS%max 

±O.I%max 
±O.I%max 

±o.OO2S%/oC max 
±O.OOS%/oC max 

±O,oo2s%fc 
±O,OOS%fC 
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OUTLINE DIMENSIONS' 
Dimensions shown in inches and' (mrii). 

" 

3JMMAxm.2J "I 

.LI MODEL 2822 J~"~" 
U O.040(l.oz! 

U.20MINI6.08J 
O.26MAX(8,36J 

1 1 AEFOUT -tCUAA'ENT"OUT 11 

2 REPIN 

3 GAIN 

6 INPUT 2.23 MAX 
(66.841 

• SlGCOM -CURRENT"OUT 12 

1 7 PWRCOM +VlOOP PUT 13 

9 SYNC IN 

,OSVNCOUT wVLOOPOUT 14 

BOTTOM VIEW -I ~(l'(2.64IGRID 
WEIGHT: 1&Ogms. 

INTERCONNECTION DIAGRAM 
Model2B22 can be applied directly to 
achieve rated performance as shown in 
Figure 1 below_ The input stage gain of 
1.6mA/V, to convert a 0 to +10V signal 
into a 4 to 20mA output current, is ob
tained with the values shown_ A single 
polarity power supply (+14V to +32V dc) 
should be connected to pin 8_ To elimi
nate ground loops, the user should ensure 
that the signal return (common) lead does 
not carry the power supply current_ Pow
er common (pin 7) and signal common 
(pin 6) should be tied at the power supply 
common terminal_ The voltage difference 
between pins 6 and 7 should not.exceed 
0_2V. An internal dc-dc converter pro
vides isolated output loop power (pins 13 
and 14), which is connected externally to 
the current output terminals (pins 11 and 
12) and a load resistance. The standard 4 
to 20mA current output signal is delivered 
into any external load between zero and 
10000. 

~------V~~Or-------
*16OOVaMAX 

NOTE: A.iston Ro and RG are 1%. SOppmrc Mirtal Film Typa. Values ::wn so:::rCOR~~·&nAIV. FIX' G = 18mA/V. use 10ppmrC RG 

Figure 1. Basic Connections 

R, .TO 
,DIIDn 



FUNCTIONAL DESCRIPTION 
The high performance of model 2B22 is derived from the 
carrier isolation technique which is used to transfer both signal 
and power between the V II converter's input circuitry and the 
output stage. High CMV isolation is achieved by the transform
er coupling between the input amplifier, modulator section 
and the current output circuitry. The block diagram for model 
2B22 is shown in Figure 2 below. 

The 2B22 produces an isolated 4 to 20mA output current 
which is proportional to the voltage input and independent of 
the load resistance. The input amplifier operates single-ended 
and accepts a positive voltage within 0 to +lOY range. Gain 
can be set from 1.6mAIV to l6mAlV by changing the gain 
resistor RG to accommodate input ranges from 0 to +lV (G = 
l6mAIV) to 0 to + lOY (G = 1.6mAIV). The transfer function 
is lOUT = (4mA + G X VIN)' 
An internal, high stability reference has nominal output volt
age of +2.SV (REF OUT) and is used to develop a 4mA output 
current for a 0 volts input. The terminals REF OUT (pin 1) 
and REF IN (pin 2) should be connected via the offset setting 
resistor Ro. For ratiometric operation, an external reference 
voltage can be connected to the REF IN terminal. 

The 2B22 is designed to operate from a single positive power 
supply over a wide range of +14V to +32V dc. An internal 
dc-dc converter provides isolated +28V loop power which is 
independent of +Vs. The maximum resistance of the load RL 
(resistance of the receivers plus the resistance of the connec
ting wire) is 1000n. Since the loop power is derived from the 
input side, the current capability of the power supply (+Vs) 
must be 100mA min to supply full output signal current. 

REF OUT 

". 
REF IN 

Figure 2. Block Diagram - 2B22 

OPTIONAL TRIM ADJUSTMENTS 
Model 2B22 is factoty calibrated for a 0 to + lOY input range 
(G = 1.6mA/V). As shipped, the 2B22 meets its listed specifica
tions without use of any external trim potentiometers. Addi
tional trim adjustment capability, to reduce span and offset 
errors to ±O.OS% max, is easily provided as shown in Figure 3. 
The span and offset trim pots are adjusted while monitoring 
the voltage drop across a precision (or known) load resistor. 
The following trim procedure is recommended, 
1. Connect model 2B22 as shown in Figure 3. 
2. Apply VIN = 0 volts and adjust RO (Offset Adjust) for 
VOUT = +2V ±4mV. 

Applying the 2822 
3. Apply VIN = +10.00V and adjust RG (Span Adjust) for 
VOUT = + lOY ± 4mV. . 

I OFFSET I 
ADJ. 

r;;:;;-l 
~ 

Figure 3. Optional Span and Offset Adjustment 

GAIN AND OFFSET SETTING 
The gain of the 2B22 is a scale factor setting that establishes 
the nominal conversion relationship to accommodate +lV to 
+lOV full scale inputs (VIN)' The value of the gain setting re
sistor RG is determined by: RG(kn) = 6.314SF/(10.1- SF) 
where SF is a scale factor equal to the value of VIN F.S. Ex
ample: to convert a 0 to +lV input to the 4 to 20rnA output, 
SF = 1 and RG = 693n. Due to device tolerances, allowance 
should be made to vary RG by ±S% using the potentiometer. 

The value of the offset resistor Ro is independent from the 
gain setting and given by the relationship: RO (kn) = 2.S 
(VREF - 2.4) where VREF is the reference voltage applied. For 
example, the reference provided by the 2B22 is +2.SV and 
therefore RO = 2S0n. The accuracy of the RO calculation from 
from the above formula is.±S%. When an external reference 
operation is desired (i.e. for ratiometric operation), connect 
the reference voltage via RO to pin 2 and leave pin 1 open. 

EXTERNAL LOOP POWER OPERATION 
For maximum versatility, the 2B22's output stage is designed 
to operate from the optional, isolated external loop power sup-II 
ply. This feature allows the user to interface systems wired for 
a two-wire operation. As shown in Figure 4, the same wiring is 
used for loop power and output. The load resistance is con-
nected in series with an external dc power supply (+6V to 
+32V), md the current drawn from the supply is the 4 to 
20mA output signal. The input stage of the 2B22 still requires 
+Vs power, but the current drain from +Vs is limited to SOmA. 
Use of an external loop power may require gain and offset 
trimming to obtain specified accuracy. The maximum series 
load resistance depends on the loop supply voltage as shoWn 
in Figure 4. 

EXTERNAL +Vt.ooP - Valb 

Figure 4. Optional External Loop Power Operation 
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SYNCHRONIZING MULTIPLE 2822'S 
In applications where multiple 2B22 's are used in close prox
imity, radiated individual oscillator frequencies may cause 
"beat frequency" related output errors. These errors can be 
eliminated by synchronizing multiple units by connecting the 
SYNC OUT (pin 10) terminal to the SYNC IN (pin 9) terminal 
of the adjacent 2822. The SYNC OUT terminal of this 
"slaved" unit can be used to drive another adjacent 2B22 
(Figure S). For best accuracy, each 2B22 should be retrim
med when synchronizing connections are used. 

Figure 5. Multiple 2822's Synchronization 

OUTPUT PROTECTION 

TO ADDITIONAL 
2822 

The current output terminals (pins 11 and 12) are protected 
from shorts up to +32V dc but in many industrial applications, 
it may be necessary to protect the 4 to 20mA output from 
accidental shorts to ac line voltages in addition to back EMF 
induced from long output connections. The circuit shown in 
Figure 6 can be used for this purpose. The maximum per
missible load resistance will be lowered by a fuse resistance 
value when protection circuitry is utilized. 

Figure 6. Output Protection Circuitry Connections 

APPUCATIONS IN INDUSTRIAL MEASUREMENT AND 
CONTROL SYSTEMS 
Process Signal Isolator: In process control applications, model 
2B22 can be applied to interface standard process signals (e.g. 
1 to SmA,4 to 20rnA, 10 to SOmA, 1 to SV) and convert 
them to isolated 4 to 20mA output. A typical hook-up of 
model 2B22 is illustrated in Figure 7, showing inpu t resistor 

RC= ~:::: +Vs 

ftc; -1f.a1\~~; 
SF-VIN F.8. 

"N 
MEASURING 
RESISTOR 

-Ra EQUATION ACCURACY IS ±6% 

Figure 7. Process Signal Current Isolator 

Rc converting the current from a remote loop to a voltage in
put, and a span adjustment resistor Re. A value of Rc should 
be selected to develop a minimum of + 1 V signal with full scale 
input current applied. For example, a son resistor converts 
the 4 to 20mA current input to a 200mV to 1 V voltage input, 
which the 2B22 isolates and converts to a 4 to 20mA output. 
The reference input (pin 2) is not connected since the process 
signal provides a desired offset. 

Isolated DIA Converter: Model 2B22 offers total ground isola
tion and protection from high voltage transients in interfacing 
01 A converters to standard 4 to 20mA current loops. This 
requirement is common in a microcomputer-based control 
system. The voltage necessary to power the current loop can 
be derived from the same + 1 SV supply that is used to power 
the D/A converter. The D/A converter, such as the 12-bit AD 
DACSO, should be connected for operation on the unipolar 
o to +lOVoutput range. This is shown in Figure S. After the 
load resistor connection has been made, the current loop can 
be calibrated using the offset and span adjustment potentio
meters associated with the 2B22. First, a digital input code of 
all one's is loaded into the D/A, and the offset adjustment 
potentiometer is adjusted for a current output of exactly 4mA. 
Then, a digital code of all zero's is loaded into the D/A, and the 
span adjustment potentiometer is adjusted for a voltage across 
the load that corresponds to a current of 20mA less lLSB 
(19.9961rnA). 

Figure 8. D/A Converter - Isolated 4 to 20mA Interface 

Pressure Ttansmitter: In Figure 9, model2B22 is used in a 
pressure transmitter application to provide complete input
output isolation and avoid signal errors due to ground loop 
currents. The process pressure is monitored with a strain gage 
type pressure transducer interfaced by the Analog Devices' 
model 2B30 transducer conditioner. The bridge excitation and 
system power is provided by the model2B3S triple output 
power supply. The high level voltage output of the 2B30 is 
converted to the isolated 4 to 20mA current for transmission 
to a remote recorder or indicator. 

Figure 9. Isolated Pressure Trensmitter 
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Programmable Output, 
Isolated Voltage-to-Current Converter 

FEATURES 
Wide Input Range. Resistor Programmable 
Pin Programmable Output: 4 to 20mA or 0 to 20mA 
High CMV Input/Output Isolation: ± 1500V pk 

Continuous 
Low Nonlinearity: :!: 0.05% max (2B23K) 
Low Span Drift: :!:0.OO5%J"C max (2B23K) 
Single Supply Operation: +14V to +28V 
Small Size: 1.8" x 2.4" x 0.6" 
Meets IEEE Std. 472: Transient Protection (SWC) 
Meets ISA Std. 50.1: Isolated Current Loop 

Transmitters 

APPLICATIONS 
Industrial Instrumentation and Process Control 

Ground Loop Elimination 
Transient Voltage Protection 

Analog Transmitters and Controllers 
Remote Data Acquisition Systems 

GENERAL DESCRIPTION 
The model 2B23 is a high performance, low cost voltage to 
current converter featuring :!: 15()()V pk input to output isolation 
for interfacing with standard process signals. The input stage of 
the 2B23 may be single resistor programmed to accept voltages 
within a 0 to + lOY range (+O.lV to + lOY full scale). The 
isolated output is pin programmable to provide current in the 
range of 4 to 20mA or 0 to 20mA and can be operated with 0 to 
800n grounded or floating loads. 

The 2B23 uses reliable transformer isolation techniques and is 
available in two accuracy selections offering guaranteed non
linearity error (2B23K: :!:0.05% max, 2B23J: ±O.l% max) and 
guaranteed low span drift (2B23K: :!:0.005o/o/"C max, 2B23J: 
±O.Ol%/"C max). The internally trimmed span and offset errors 
are ± 0.1 % for the 2B23K and ± 0.25% for the 2B23J. Both 
span and offset may be adjusted using optional external 
potentiometers. 

Featuring wide range, single supply operation (+ 14V to + 28V 
dc), the 2B23 provides isolated loop power, thus elintinating the 
need for an external dc/dc converter. 

APPLICATIONS 
Model2B23 has been designed to provide high accuracy, versatility 
and low cost in industrial and laboratory system applications 
requiring isolated current transntission. The 2B23 meets the 
requirements of the Instrument Society of America Std. 50.1 
"Compatibility of Analog Signals for Electronic Industrial Process 
Instruments" and may serve as a transntission link between 
such system elements as computers, controllers, actuators, re
corders and indicators. 

2823 I 
2B23 FUNCTIONAL BLOCK DIAGRAM 

SlOCUM •• 

~:r~. 7~+-__ "'" 

In data acquisition and control systems, the 2B23 may act as an 
isolated interface between the D/ A converter output of a micro
computer analog lIO and standard 4 to 20mA or 0 to 20rnA 
analog loops. In process control systems, the 2B23 may be used 
as a current output stage of a proportional controller to interface 
devices such as current-to-position converters and current-to
pneumatic transducers. 

DESIGN FEATURES AND USER BENEFITS 
High CMV Isolation: The 2B23 fearures high input to output 
galvanic isolation to eliminate ground loops and offer protection 
against damage from transients and fault voltages. Its isolation 
barrier will withstand continuous CMV of ± 1500V pk and 
1500V rms @ 60Hz for 60 seconds. .a 
High Reliability: To assure high reliability in harsh industrial ~ 
environments, reliable magnetic isolation is used. The 2B23 
meets the IEEE Standard for Transient Voltage Protection (472-
1974: Surge Withstand Capability) and offers reliable operation 
over - 25°C to + 85°C temperature range. 

Versatility: The 2B23 can be easily tailored to the user's appli
cation, accommodating a wide range of input voltages, providing 
pin programmable, standard current outputs and offering wide 
range, single supply operation. 

Small Size: To conserve board space, the 2B23 is packaged in a 
compact, 1.8" x 2.4" x 0.6" module. 
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SPECIFICATIONS 
JYl.odel 

INPUT SPECIFICATIONS 
Input Voltage Range 

Factory Calibrated 
Full Scale Input 

Transfer Function (TF) 
Factory Calibrated 
User Programmable 

Maximum Safe Input 
Input Impedance 

OUTPUT SPECIFICATIONS 
Current Output Range 

User Selectable 
Load Resistance Range 

Internal Loop Power 
Maximum Output Current 

@ Input Overload 
Output Noise 

100Hz Bandwidth 

NONLINEARITY 

ISOLATION 
CMV, Input to Output 

ae,60Hz, I min 
Continuous, ac or dc 

Transient Protection 
CMR 

@60Hz, lkO Source Imbalance 

ACCURACY' 
WarmUp Time to Rated Performance 
Total Output Error@ + 2S"C2•3 

Offset (V IN = OV) 
Span(V,N = + 10V) 

vs. Temperature (0 to +70"C) 
Offset, 4-20mA Mode 

0-20mAMode 
Span, Both Modes 

DYNAMIC RESPONSE 
Settling Time to 0.1 % ofFS for 10V Step 
Small Signal Bandwidth 

POWER SUPPLY 
Voltage, Rated Performance ( + V s) 
Voltage, Operating 
Supply Current (@20mAOutput) 
Supply Change Effect 

on Offset and Span 

ENVIRONMENTAL 
Temperature Range 

Rated Performance 
Operating 

Relative Humidity 
per MIL-STD 202, Method 103B 

RFI Immunity 
27MHz@5W@3ft 

CASE SIZE 

NOTES 

(typical @ + 25°C and Vs = + 15V unless otherwise noted) 

2B23J 

Oto +IOV 
+O.IVminto +IOVmax 

1.6mAN 
1.6mANio200mAN 
±ISV 
IOMO 

4 to 20mA, 0 to 20mA 

Ot08oo0max 

22mAtyp 

I.S.,.Apk-pk 

::t 0.1% max 

ISooVrms 
± ISooVpk 
IEEE Std. 472 (SWC) 

86dB 

SMinutes 

±0.2S%max 
±0.2S%max 

±O.OI%I"Cmax 
±O.OI%I"Ctyp 
±O.OI%I"Cmax 

Sms 
400Hz 

+ 15Vdc 
+ 14V min to + 28V max 
7SmA 

±O.ooIS%N 

Oto +700C 
- 2S"C to + 85"C 

±0.2%Error 

±O.l%Error 

1.8" x 2.4" x 0.6" 

2B23K 

* 
* 

* 
* 

* 

* 

* 

* 

* 
±0.OS%max(±0.02%typ) 

* 

* 

* 

±O.I%max 
±O.I%max 

±O.OOSo/oI"Cmax 
± O.OOSo/oI"C typ 
± O.OOS%I"C max 

* 

* 
* 
* 

* 

* 
* 

* 

* 
* 

I Accuracy is guaranteed@TF = 1.6mAN with no external trim adjustments when connected in the basic configuration. 
2All accuracyis% of span wbere span is 16mA(i.e., ±O.l% "'" O.016rnAerror). 
'Span T .C. for transfer functions higher than 1.6mAIV is Ro dependent-low T .C . .( ± IOppmI"C) 
Ro recommended for be.t performance. 

*SpecificariODS same as 2B23J. 
Specifications subject to change without notice. 
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FUNCTIONAL DESCRIPTION 
The high performance of model 2B23 is derived from the carrier 
isolation technique which is used to transfer both signal and 
power between the VII converter's input circuitry and the output 
stage. High CMV isolation is achieved by the transformer coupling 
between the input amplifier stage, modulator, and current output 
circuitry. A block diagram of the 2B23 is shown in Figure 1. 

....... 
A:i:··C;,')-'-+-.JN,;.J 

Figure 1. 2B23 Functional Block Diagram 

The model 2B23 produces an isolated 4 to 20rnA or 0 to 20mA 
output current which is proportional to the input voltage and 
independent of the output load resistance. The input amplifier 
accepts a positive voltage within the range of 0 to + lOY. The 
transfer function of the input stage may be set from 1.6rnAN to 
200mAN (dependent upon the output current range desired) by 
changing the gain resistor Ro connected between pins 5 and 7. 

An internal, high stability reference having a nominal output 
voltage of + SV (REF OUT) is used to develop a 4rnA output 
current for a 0 volts input. REF OUT (Pin 3) and REF IN (Pin 
4) should be connected via the offset scaling resistor Ro. An 
output current bypass section allows scaling of the nominal 4 to 
20rnA output current to a range of 0 to 20rnA. This is accomplished 
by connecting the output range select pin (Pin 12) to the lOUT 

pin (Pin 10) thereby providing a bypass for the 4rnA. For 4-20rnA 
operation, the bypass pin is connected to lOUT COMMON 
(Pin 11). 

The 2B23 is designed to operate from a single positive power 
supply ( + V s) over a range of + 14V to + 2SV dc. The power 
supply section consists of an input voltage regulator, a dc/dc 
converter, plus associated rectifying and filtering circuitry. The 
dc/dc converter generates isolated loop power which is independent 
of V s and capable of driving the maximum load resistance (re
sistance of receivers plus the resistance of connecting wire) of 
SOOO. The current capability of the power supply ( + V s) must 
be 7SrnA minimum to supply full output signal current. 

BASIC INTERCONNECTIONS 
The 2B23 may be applied to achieve rated performance as shown 
in Figure 2. The transfer function of 1.6mAN, for co~version 
of the 0 to + lOV input signal into a 4 to 20rnA output current, 
is obtained using the values shown (Ro = IOIdl, Rsc = 3010, 
RG open). For best performance, Rsc should be a metal film, 
±O.l% tolerance, 25ppml"C resistor and Ro should be ± 1%, 
lOOppml"C. 

Applying the 2823 

... 
OTO lOon 

OTO +1OV INPUT/4-2OmA OUTPUT 

Figure 2. Basic Interconnections 

A power supply ( + V s) is connected to Pin 1. To avoid ground 
loops, the user should ensure that the input signal return (SIG 
COM) does not carry the power supply return current. Power 
common (Pin 2) and signal common (Pin 5) should be tied at 
the power supply common terminal. 

OPTIONAL TRIM ADJUSTMENTS 
Model 2B23 is factory calibrated for a 0 to + IOV input range 
and an output of 4 to 20rnA, meeting its listed specifications 
without use of any external trim potentiometers. If desired, 
optional span and zero trim adjustments may be easily accom
plished as described in the following sections. 

InpUt Gain Adjustment: The input gain of the 2B23 is a scale 
factor setting that establishes the nominal conversion relationship 
to accommodate + IV to + lOY full scale inputs (VIN). In addition, 
full scale inputs as low as lOOmV may be accommodated. 

The value of the gain setting resistor Ro is determined by: Ro 
(ldl) = IOIdl/(G-l) where G represents a ratio of IOVNIN(V) II 
F.S. For example, to convert a 0 to + IV input to 4 to 20rnA 
output, VIN F.S. = + IV and G = IOV/IV = 10, therefore Ro 
= lOkO/9 = 1.1kO. Due to resistor tolerances, allowance should 
be made to vary Ro by using a series cermet type potentiometer 
(Figure 3). For best performance, Ro should be a metal film, 
1% tolerance, 25ppml"C resistor. 

+o---{ 

o TO + 1V de INPUT/4-20mA OUTPUT 

Figure 3. Input Gain Adjustment 

R~ 
274ll 
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Offset and Output Scaling Adjustments: After selecting the 
required input stage gain, the 2B23 must then be configured for 
either 4 to 20rnA or 0 to 20DlA output current range. Figures 4a 
and 4b illustrate the respective methods for each. The value of 
the offset resistor Ro is independent from the gain setting and 
may be adjusted by a series cermet pot. 

For fme adjustment of the output current, Rsc value should be 
trimmed as shown in Figure 3. 

48. 4-20mA Output Connections 

4b. 0-20mA Output Connections 

Figure 4. 4-20mAl0-20mA Scaling Connections 

USING MUL TlPLE 2B23s 
Unlike other transformer-based isolators, the 2B23 does not 
require any synchronizing circuits to eliminate beat frequency 
related output errors in multichannel applications. This is due 
to the use of pulse-width modulation technique in the 2B23. 
Radiated individual oscillator frequencies will have no effect 
upon performance, even in situations requiring multiple 2B23s 
to be located in close proximity to one another. For this reason, 
no provisions for external synchronization are necessary. 

OUTPUT PROTECTION 
The current output terminals (Pins 10 and II) are protected for 
reverse voltage and shorts up to + 32V dc but in many industrial 
applications it may be necessary to protect the 4 to 20rnA from 
accidental shorts to ac line voltages. The circuit shown in Figure 
5 may be employed for this purpose .. The maximum permissible 
load resistance will be lowered by a fuse resistance value when 
protection circuitry is utilized. 

fUSE 1/16 A. IS.B.l 

G.E. 
VARISTOR 
V27ZA1 

~~~~~~X O.' ... F. SOY 

Figure 5. Output Protection Circuitry 

APPLICATIONS 
In Figure 6, model 2B23 is used in multiloop application of the 
data acquisition and control system to provide isolated current 
interface to a recorder, indicator and a valve positioner. 

, '- ______ .J 

WOmA 10 ~""'" 
2B23 ==.. 
-"""" """"'" VALVE 

Figure 6. Multiloop Isolation 

In applications requiring current to voltage conversion, the 
2B23 may be used as shown in Figure 7. An external -lOY 
reference is used to provide necessary input offset. This circuit 
will provide ± 1500V isolation in converting 4-20mA into a 0 to 
+ lOY output. The output measurement device must have a 
high input impedance to avoid loading errors. 

+15Y 

-1SV 

o TO +10V 
OUT 

:h 

Figure 7. 4-20mA to 0 to + 10V Isolated Converter 
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11IIIIIIII ANALOG 
WOEVICES 

FEATURES 
Low Cost 
Complete Signal Conditioning Function 
Low Drift: 0.5/lVfC max ("L"); Low Noise: 1/lV p.p max 
Wide Gain Range: 1 to 2000VN 
Low Nonlinearity: 0.0025% max ("L") 
High CMR: 140dB min (60Hz, G = 1000VN) 
Input Protected to 130V rms 
Adjustable Low Pass Filter: 6OdB/Decade RolI·Off (from 2Hz) 
Programmable Transducer Excitation: Voltage (4V to 15V @ 

100mA) or Current (100uA to 10mA) 
APPLICATIONS 
Measurement and Control of: 

Pressure, Temperature, Strain/Stress, Force, Torque 
Instrumentation: Indicators, Recorders, Controllers 
Data Acquisition Systems 
Microcomputer Analog I/O 

GENERAL DESCRIPTION 
Models 2B30 and 2B31 are high performance, low cost, com
pact signal conditioning modules designed specifically for high 
accuracy interface to strain gage·type transducers and RTD's 
(resistance temperature detectors). The 2B31 consists of three 
basic sections: a high quality instrumentation amplifier; a 
three-pole low pass filter, and an adjustable transducer excita
tion. The 2B30 has the same amplifier and filter as the 2B31, 
but no excitation capability. 

Available with low offset drift of O.S/lV/oC max (RTl, G = 
1000VIV) and excellent linearity of 0.0025% max, both 
models feature guaranteed low noise performance (l/lV pop 
max) and outstanding 140dB common mode rejection (60Hz, 
CMV= ±10V, G = 1000V/V) enabling the 2B30/2B31 to main
tain total amplifier errors below 0.1 % over a 20°C temperature 
range. The low pass filter offers 60dB/decade roll-off from 
2Hz to reduce normal-mode noise bandwidth and improve 
system signal-to-noise ratio. The 2B31 's regulated transducer 
excitation stage features a low output drift (o.olS%fC max) 
and a capability of either constant voltage or constant cur
rent operation. 

Gain, filter cutoff frequency, output offset level and bridge 
excitation (2B31) are all adjustable, making the 2B30/2B31 
the industry'S most versatile high-accuracy transducer-interface 
modules. Both models are offered in three accuracy selections, 
J/K/L, differing only in maximum nonlinearity and offset drift 
specifications. 
APPLICATIONS 
The 2B3 0/2B31 may be easily and directly interfaced to a wide 
variety of transducers for precise measurement and control of 
pressure, temperature, stress', force and torque. For ap-

High Performance, Economy 
Strain Gage/RTD Conditioners 

2830/2831 I 
2831 FUNCTIONAL BLOCK DIAGRAM 

REF 
-v. +v. +V"IN OUT 

'---J '---/OUTPUT 
INPUT fiNE OffSET 

OFFSET SPAN ADJ. 
TIIM ADJ. 

EXC Exe lmu: 
sa.. SELcz Iaa OUT 

OUT B.W. B.W. B.W. '--' 
PUT ADJ 1 ADJ Z ADJ 3 FLTER 

1 OfFSET 
11I1M 

our 
7 PUT 

2 

plications in harsh industrial environments, such characteristics 
as high CMR, input protection, low noise, and excellent tem
perature stability make 2B30/2B31 ideally suited for use in 
indicators, recorders, and controllers. 

The combination of low cost, small size and high performance 
of the 2B3012B31 offers also exceptional quality and value to 
the data acquisition system designer, allowing him to assign a 
conditioner to each transducer channel. The advantages of this 
approach over low level multiplexers include significant im
provements in system noise and resolution, and elimination of 
crosstalk and aliasing errors. 

DESIGN FEATURES AND USER BENEFITS 
High Noise Rejection: The true differential input circuitry 
with high CMR (140dB) eliminating common-mode noise 
pickup errors, input filtering minimizing RFI/EMI effects, out
put low pass filtering (fc=2Hz) rejecting SO/60Hz line frequen
cy pickup and series-mode noise. 

Input and Output Protection: Input protected for shorts to 
power lines (130V rms), output protected for shorts to ground 
and either supply. 

Ease of Use: Direct transducer interface with minimum exter
nal parts required, convenient offset and span adjustment 
capability. 

Programmable Transducer Excitation: User-programmable 
adjustable excitation source-constant voltage (4V to 15V @ 

100mA) or constant current (l00p.A to 10mA) to optimize 
transducer performance. 

Adjustable Low Pass Filter: The three-pole active filter 
(fc=2Hz) reducing noise bandwidth and aliasing errors with 
provisions for external adjustment of cutoff frequency. 
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SPECIFICATIONS (typical @ + 25"1: -and Vs ± 15V unless otherwise noted) 

MODEL 

GAIN' 
Gain Range 
Gain Equation 

Gain Equation Accuracy, 
Fine Gain (Span) Adjust. Range 
Gain Temperature Coefficient 
Gain Nonlinearity. 

OFFSET VOLTAGES' 
Total Offset Voltage, Referred to 

Input 
Initial, @ +2S"C 

2B30J. 
2B31J 

1 to 2000V/V 
G = (1 + 94kn/RG) 120kn/CRF + 

16.2kn» 

.. " 
±20% 

2830K 
2831K 

±25ppmlC max (±lOppmlCtyp) • 
±O.Ol% max to.OO5% max 

Adjustable to Zero.(±o.SmV typ) " 
Within ±SIlV (RTI) of Final Value· 

2B30L 
2B31L 

±O.OO25%max 

Warm-Up Drift, 10 Min .• G = 1000 
VI. Temperature 

. G",lV/V ±1Sollvfc max 
±3/lVfCmax 

±7Sp.vfc max ±SOJ,IVfC max 
±l/J.VfCmax ±o.S",VfCmax G= lOOOV/V 

At Other Gains 
vs, Supply, G = lOOOVNs 

vs. Time, G "" lOOOVN 
OUtput,Offset Adjust. R!Ulgc 

INPUT BIAS CURRENT 
Initial @ +25°C 
vs. Temperature (0 to +70oC) 

INPUT DIFFERENCE CURRENT 
Initial@ +25°C 
vs. Temperature (0 to +70°C) 

INPUT IMPEDANCE 
Differential 
Common Mode 

INPUT VOLTAGE RANGE 

±(l ± lSO/G)pV/"C max 
±25JJ.V/V 
±SpV/month 
±IOV 

+200nA max (lOOnA typ) 
-o.6nAfC 

±5nA 
±4OpA/oC 

lOOMnll47pF 
IOOMnll47pF 

Linear Differential Input ±10V 
Maximum Differential or CMV Input 

Without Damage: BOV nns 
Common Mode Voltage ±10V 
CMR; lkO Source Imbalance 

G= IVIV,dcto60Hz1. 90dB 
G = l00VIV to 2000VIV, 60Hz1 140dB min 

dc2 90dB min (112 typ.) 

INPUT NOISE 
voltag~, G '" 1000VIV 

O.OlHz tlit 2Hz l~V pop max 
10Hz to 100Hz2 l~V pop 

Current, G '" 1000 
O.OlHz to 2Hz 70pA pop 
10Hz to 100Hz2 30pA fms 

RATED OUTPUT I 
Voltage, 2kO Load:t ±IOV min 
Current ±5mA min 
Impedance, dc to 2Hz, G = lOOV/V o.ln 
Load Capacitance O.OIIJF max 

DYNAMIC RESPONSE (Unfiltered)2 
Small Signal Bandwidth 

-3dB Gain Accuracy, G = 100VIV 30kHz 
G", 1000VIV 5kHz 

Slew Rate 1 V I~s 
Full Power 15kHz 
Settling Time, G '" 100, ±lOV Output 

Step to ±O.I% 301lS 

LOW PASS FILTER (Bessel) 
Number of Poles 
Gain (Pass Band) 
Cutoff Frequency (-3dB Point) 
Roll-Dff 
Offset (at 25°C) 
Settling Time, G = lOOV/V, ±IOV 

Output Step totO.I'IL 

BRIDGE EXCITATION (Sec Table I) 

POWER SUPPLY' 
Voltage, Rated Performance 
Voltage, Op~rating 
CUrrent, Quicscent6 

TEMPERATURE RANGE 
Rated Performance 
Operating 
Storage 

+1 
2Hz 
60dB/decade 
tSmV 

600ms 

±ISVdc 
±(l2 to lS)V de 
±ISmA 

o to +70°C 
-2SoC to +8SoC 
-SSoC to +I2SoC 

±(1 ± 7SIG)IlVfC max ;(0.5 t 50/G)~VfC max 

CASE SIZE 2"x2"xO.4"(Slx5IxlO.2mm) • 

NOTES 

·Specifications same II 2B30J/2B31J. 
• Specif'tcations refetted to outpUt at pin 7 with 3.75k. 1 '!fI, 2'ppmfC 
fine span resistor installed and internally set 2Hz filter cutoff 
frequency. 

'Specifications referred to the unfiltered output at pin 1. 
I Protected for shorts to ground aru:llor either supply voltage. 
"Recommended power supply ADI model 902-2 or model 2B35 
sTradcins power supp6a. 
, Does not include bridse excitation and IoMl cunents. 

SpecirlCltions subject to change without notice. 
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OUrUNE DlMENSIONS 

PIN DESIGNATIONS 
PIN FUNCTION PIN FUNCTION 
1 OUTPUT 1 (UNFILTERED) 18 EXCSELl 
2 FINE GAIN C .. AN) ADJ. 17 t'S£L 
3 FINE GAIN (SPAN) ADJ. 18 VeXCOUT · FILTiA OFFSET TAIM ,. IEXCOUT • FIL TEA OFFSET TRIM 20 SeNSE HIGH 1+) • BANDWIDTH ADJ. 3 21 EXC SIEL 2 
7 OUTPUT21FILTERED) 22 REF OUT • BANDWIDTH ADJ. 2 23 8EN8E LOW 1-1 · BANDWIDTH ADJ. 1 24 "AEGULA TOA +VR IN ,. 

"AN .. REF IN 
11 AGAIN .. -v, 
12 -INPUT rt .v, 
13 INPUT OFFSET TAIM .. COMMON 

" INPUT OFF$ET TRIM .. OUTPUT OFFSET TRIM ,. +1""UT 

NotI:Pinl"lthru2h,.notcon~IIIMod111283D 

AC1211/AC1213 MOUNTING CARDS 

PIN 

A 

• C 
D 

• F 
H 

• · L 

• N 
P 

• S 
T 
U 
V 
W 
X 
V 
Z 

AC1211/AC1213 
CONNECTOR DESIGNATIONS 

FUNC'r.ION PIN FIINCTION. 
AEGULAlOR +VfllN 1 EXCSELl 
SENSE LOWI-J 2 ISEL 
REF OUT · VExc OUT 
AEFIN 4 IrxCOUT • SENSE HIGH 1+1 • EXCSEL2 

7 OUTflUT OFFSET TRIM 

• -v, • -v, 
.v, , . • v, 

11 
COMMON 12 COMMON 

13 
FiNE GAIN ADJ. 1. 
FINE GAIN ADJ. " f'ILTERO .... TTRIM " FILTER OFFSET TAIM 17 ..... 
OUTPUT 2 IFILTEAED) 18 RoAIN 
-I,...UT ,. OUTPUT lCUNFIL TERED) 
INPUT OFFSET TRIM 20 BANDWIDTH ADJ. 1 
INPUT OFFSET TRIM 21 BANDWIDTH ADJ. 3 
+ INPuT .. BANDWIDTH ADJ. 2 

The AC,'211/AC1213 mounting card is available for the 
2830/2831. The AC1211/AC1213 is-an edge ci>nnector 
card with pin receptacles for plugging in the 2830/2831. 
In eddition, it has provisions for installing the gain re
sistors and the bridge excitation, offset adjustment and 
filter cutoff programming components. The AC12111 
AC1213 is provided with a Cinch 251·22·30·160 (or 
equivalent! edge connector. The AC1213 Includes the 
adjustment pots; no pots are provided with the 
AC12". 



FUNCTIONAL DESCRIPTION 
Models 2B30 and 2B31 accept inputs from a variety of full 
bridge strain gage-type transducers or RTD sensors and con
vert the inputs to conditioned high level analog outputs. The 
primary transducers providing direct inputs may be 60n to 
1000n strain gage bridges, four-wire RTD's or two- or three
wire RTD's in the bridge configuration. 

The 2B30 and 2B31 employ a multi-stage design, shown in 
Figure 1, to provide excellent performance and maximum 
versatility. The input stage is a high input impedance (lOB n), 
low offset and drift, low noise differential instrumentation 
amplifier. The design is optimized to accurately amplify low 
level (mV) transducer signals riding on high common mode 
voltages (±10V), with wide (l-2000V/v), single resistor (RG), 
programmable gain to accommodate 0.5mV/V to 36mV/V 
transducer spans and 5n to 2000n RTD spans. The input 
stage contains protection circuitry for accidental shorts to 
power line voltage (BOV rms) and RFI filtering circuitry. 

The inverting buffer amplifier stage provides a convenient 
means of fine gain trim (0.8 to 1.2) by using a lOkn poten
tiometer (RF); the buffer also allows the output to be offset 
by up to ±lOV by applying a voltage to the noninverting input 
(pin 29). For dynamic, high bandwidth measurements-the 
buffer output (pin 1) should be used. 

The three-pole active filter uses a unity-gain configuration and 
provides low-pass Bessel-type characteristics-minimum over
shoot response to step inputs and a fast rise time. The cutoff 
frequency (-3dB) is factory set at 2Hz, but may be increased 
up to 5kHz by addition of three external resistors (RSEL 1 _ 
RSEL3)' 

INTERCONNECTION DIAGRAM AND SHIELDING 
TECHNIQUES 
Figure 1 illustrates the 2B31 wiring configuration when used 
in a typical bridge transducer signal conditioning application. 
A recommended shielding and grounding technique for pre
serving the excellent performance characteristics of the 2B301 
2B31 is shown. 

Because models 2B30/2B31 are direct coupled, a ground return 
path for amplifier bias currents must be provided either by di
rect connection (as shown) or by an implicit ground path 
having up to 1Mn resistance between signal ground and condi
tioner common (pin 28). The sensitive input and gain setting 

Understanding the 283012831 
terminals should be shielded from noise sources for best per
formance, especially at high gains. To avoid ground loops, sig
nal return or cable shield should never be grounded at more 
than one point. 

The power supplies should be decoupled with 1tlF tantalum 
and 1 OOOp F ceramic capacitors as close to the amplifier as 
possible. 

TYPICAL APPLICATION AND ERROR BUDGET 
ANALYSIS 
Models 2B3012B31 have been conservatively specified using 
min-max values as well as typicals to allow the designer to 
develop accurate error budgets for predictable performance. 
The error calculations for a typical transducer application, 
shown in Figure 1 (350n bridge, 1mV/v F.S., 10Vexcitation), 
are illustrated below. 
Assumptions: 2B31L is used, G = 1000, LlT = ±lOoC, source 
imbalance is won, common mode noise is 0.25V (60Hz) on 
the ground return. 

Absolute gain and offset errors can be trimmed to zero. The 
remaining error sources and their effect on system accuracy 
(worst case) as a % of Full Scale (lOV) are listed: 

Effect on Effect on 
Absolute Accuracy Resolution 

Error Source %0£ F.S. %ofF.S. 

Gain Nonlinearity ±O.OO2S ±O.OO2S 
Gain Drift ±0.025 
Voltage Offset Drift ±o.os 
Offset Current Drift ±O.OO4 
CMR ±0.00025 ±0.00025 
Noise (0.01 to 2Hz) ±O.Dt ±O.D! 

Total Amplifier Error to.09175 max ±O.0127S max 
Excitation Drift ±0.15 (±0.03 !Y2) ----
Total Output Error ±O.24175 max ±O.OI27 max 

(Worst Case) (to.l typ) 

The total worst case effect on absolute accuracy over ±10oC is 
less than ±0.25% and the 2B31 is capable of 112 LSB resolu-
tion in a 12 bit, low input level system. Since the 2B31 is con
servatively specified, a typical overall accuracy error would be IE 
lower than ±0.1% of F.S. 

In a computer or microprocessor based system, automatic 
recalibration can nullify gain and offset drifts leaving noise, 
nonlinearity and CMR as the only error sources. A transducer 
excitation drift error is frequently eliminated by a ratiometric 
operation with the system's AID converter. 

Figure 1. Typical Bridge Transducer Application Using 2B31 
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8RIDGE EXCITATION (2831) 
The bridge excitation stage of the model 2831 is an adjustable 
output. short circuit protected. regulated supply with internally 
provided reference voltage (+7.1SV). The remote sensing 
inputs are used in the voltage output mode to compensate 
for the voltage drop variations in long leads to the transducer. 
The regulator circuitry input (pin 24) may be connected to 
+VS or some other positive dc voltage (pin 28 referenced) 
within specified voltage level and load current range. User
programmable constant voltage or constant current excitation 
mode may be used. Specifications are listed below in Table I. 

MODEL 
Constant Voltage Output Mode 

Regulator Input Volt. Range 
Output Voltage Range 
Regulator Input/Output Voltage 

Differential 
Output Current' 
Regulation, Output Voltage 

¥s. Supply 
Load Regulation, IL "" ImA to 

IL = SOmA 
Output Voltage n. Temperature 

(0 to +70oC) 
Output Noise 
Reference Voltage (Internal) 

Constant Current Output Mode 
Regulator Input Voltage Range 
Output Current Range 
Compliance Voltage 
Load Regulation 
Temperature Coefficient 

(0 to +70°C) 
OUtput Noise 

2831) 

+9.SV to +28V 
+4Vto+lSV 

3Vto24V 
o to IOOmA max 

o.OS%/V 

0.1% 
O.01S%/oC max 
o.o03%fC typ 
ImVrms 
7.1SV±3% 

+9.SV to +28V 
lOOlJA,to lOrnA 
Oto lOY 
0.1% 

o.oo3%fc 
l~Arms 

2B31K 

1 Output Current derated [0 33mA max for 24V regulator input/output 
vo1uac diff~tW. 

Table I. Bridge Excitation Specifications 

OPERATING INSTRUCTIONS 

2831L 

Gain Setting: The differential gain. G. is determined according 
to the equation: 

G = (1 +94kn/RG) [20kn/(Rp + 16.2kn)J 

where RG is the input stage resistor shown in Figure 1 and Rp 
is the variable 10kn resistor in the output stage. For best 
performance. the input stage gain should be made as large as 
possible. using a low temperature coefficient (lOppmfC) RG. 
and the output stage gain can then be used to make a ±20% 
linear gain adjustment by varying Rp. 

Input Offset Adjustment: To null input offset voltage. an op
tional 100kn potentiometer connected between pins 13 and 
14 (Figure 1) can be used. With gain set at the desired value. 
connect both inputs (pins 12 and 15) to the system common 
(pin 28). and adjust the 100kn potentiometer for zero volts 
at pin 3. The putpose of this adjustment is to null the internal 
amplifier offset and it is not intended to compensate for the 
transducer bridge unbalance. 

Output Offset Adjustment: The output of the 2B30/2B31 can 
be intentionally offset from zero over the ±10V range by apply
ing a voltage to pin 29. e.g .• by using an external potentiometer 
or a fixed resistor. Pin 29 is normally grounded if output off
setting is not desired. The optional filter amplifier offset null 
capability is also provided as illustrated in Figure 1. 

Filter Cutoff Frequency Programming: The low pass filter cut
off frequency may be increased from the internally set 2Hz by 
the addition of three external resistors connected as shown in 
Figure 1. The values of resistors required for a desired cutoff 
frequency. fe• above 5Hz are obtained by the equation below: 

RSELI = 11.6 X 106 /(2.67fe -4.34). 

RSEL2 = 27.6 X 106 /(4.12fc - 7) 

RSEL 3 = 1.05 X 106 /(0.806fc - 1.3) 

where RSEL is in ohms and fc in Hz. Table II gives the nearest 

1% RSEL for several common filter cutoff (-3d8) frequencies. 
RoELl (kG) RSEL. (kG) Rnu (ill) 

f, (IU) (PIn 1 to 9) (PIn 9 to 8) (PIn 8 to 6) 

Open Open Open 
1270.000 20S0.00 383.000 

10 523.000 806.00 154.000 
SO 90.000 137.00 26.700 
100 44.200 68.10 13.300 
sao 8.660 13.30 2.610 
1000 4.320 6.65 1.300 
SOOO 0.866 1.33 0.261 

Table II. Filter Cutoff Frequency vs. RSEL 
Voltage Excitation Programming: Pin connections for a con
stant voltage. output operation are shown in Figure 2. The 
bridge excitation voltage. VEXC. is adjusted between +4V to 
+1SV by the 20kn (SOppmfC) RVSEL potentiometer. For 
ratiometric operation. the bridge excitation can be adjusted 
by applying an external positive reference to pin 25 of the 
2B31. The output voltage is given by: VEXC OUT = 3.26SVREP 
IN. The remote sensing leads should be externally connected 
to the excitation leads at the transducer or jumpered as shown 
in Figure 2 if sensing is not required. 

Figure 2. Constant Voltage Excitation Connections 

Current Excitation Programming: The constant cu rrent excita
tion output can be adjusted between 100J.lA to lOrnA by two 
methods with the 2B 31. Figure 3 shows circuit configuration 
for a current output with the maximum voltage developed 
across the sensor (compliance voltage) constrained to +SV. The 
value of programminl! resistor RISEL may be calculated from 
the relatIOnship: RISEL = (VREG IN - VREP IN)/IEXC OUT. 
This application requires a stable power supply because any 
variation of the input supply voltage will result in a change 
in the excitation current output. 

\tf,6YTO +2BVI>--H..c-<F"--, 

I101lJ1AT0101nA1 19 

RISIL-tyREQ IN ~v..lf .. )/IEXCOllT 
""EO IN· 4'UV TO+28V 

IEXCOOT-I~1010mA 

VREf .. -VREfoUT-+7.TIV 

Figure 3. Constant Current Excitation 
Connections (VCOMPL = 0 to +5V) 

A compliance voltage range of 0 to + 10V can be obtained by 
connecting the 2B31 as shown in Figure 4. The 2kn potenti
ometer RISEL is adjusted for desired constant current excita
tion output. 

'.' 

Figure 4. Constant Current Excitation 
Connections (VCOMPL = 0 to +10V) 
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APPLICATIONS 
Strain Measurement: The 2B30 is shown in Figure 5 in a strain 
measurement system. A single active gage (120n, GF = 2) is 
used in a bridge configuration to detect small changes in gage 
resistance caused by strain. The temperature compensation is 
provided by an equivalent dummy gage and two high precision 
120n resistors complete the bridge. The 2B3S adjustable 
power supply is set to a low +3V excitation voltage to avoid 
the self-heating error effects of the gage and bridge elements. 
System calibration produces a 1 V output for an input of 1000 
microstrains. The filter cutoff frequency is set at 100Hz. 

Figure 5. Interfacing Half-Bridge Strain Gage Circuit 
Pressure Transducer Interface: A strain gage type pressure 
transducer (BLH Electronics, DHF Series) is interfaced by the 
2B31 in Figure 6. The 2B31 supplies regulated excitation 
(+10V) to the transducer and operates at a gain of 333.3 to 
achieve 0-10V output for 0-10,000 p.s.i. at the pressure trans
ducer. Bridge Balance potentiometer is used to cancel out any 
offset which may be present and the Fine Span potentiometer 
adjustment accurately sets the full scale output. Depressing 
the calibration check pushbutton switch shunts a system cali
bration resistor (ReAL> across the transducer bridge to give an 
instant check on system calibration. 

OUTPUT 
RGAIN OFFSET RF 

Figure 6. Pressure Transducer Interface Application 

Platinum RTD Temperature Measurement: In Figure 7 model 
2B31 provides complete convenient signal conditioning in a 

Applying the 2830/2831 
wide range (-100°C to +600°C) RTD temperature measure
ment system. YSI - Sostman four-wire, lOOn platinum RTD 
(PT139AX) is used. The four wire sensor configuration, com
bined with a constant current excitation and a high input im
pedance offered by the 2B31, eliminates measurement errors 
resulting from voltage drops in the lead wires. Offsetting may 
be provided via the 2B31's offset terminal. The gain is set by 
the gain resistor for a +10V output at +600oC. This applica
tion requires a stable power supply. 

COM _15V +16V 

Figure 7. Platinum RTD Temperature Measurement 

Interfacing Three-Wire Sensors: A bridge configuration is par
ticularly useful to provide offset in interfacing to a platinum 
RTD and to detect small, fractional sensor resistance changes. 
Lead compensation is employed, as shown in Figure 8, to 
maintain high measurement accuracy when the lead lengths are 
so long that thermal gradients along the RTD leg may cause 
changes in line resistance. The two completion resistors (RI, 
R2) in the bridge should have a good ratio tracking (±Sppmt C) 
to eliminate bridge error due to drift. The single resistor (R3) 
in series with the platinum sensor must, however, be of vety 
high absolute stability. The adjustable excitation in the 2B31 
controls the power dissipated by the RTD itself to avoid II 
self-heating errors. 

COM +1SV 

l000pF l00DpF 

Figure 8. Three-Wire RTD Interface 

OTO 
HOV 

linearizing Transducer Output: To maximize overall system 
linearity and accuracy, some strain gage-type and RTD trans
ducer analog outputs may require linearization. A simple cir
cuit may be used with the 2B31 to correct for the curvature 
in the input signal as shown in Figure 9. The addition of feed
back in the excitation stage will allow for the correction of 
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nol)linearity by the addition of two components. The sense 
of the feedback is determined by whether the nonlinearity 
is concave upward or concave downward (jumper A to pin 21, 
or to pin 25). The magnitude of the correction is determined 
by the resistor, RSEL, and the linearity adjust pot provides 
a fine ttVn. 
If an RTD is to be used, the adjustment can be made effi
ciendy, without actually changing the temperature, by 
simulating the RTD with a precision resistance decade. The 
offset is adjusted at the low end of the resistance range, the 
fine span is adjusted at about one third of the range, and 
the linearity is adjusted at a resistance c;orresponding to 
full-scale temperature. One or two iterations of the adjust
ments will probably be found necessary because of the 
interaction of linearity error and scale-factor error; This 
circuit's applications are not restricted to RTD's; it will 
work in most cases where bridges are used - e.g., load cells 
and pressure transducers. 

BRIDGE COMPLETION 
RESl$TORS SHOULD BE 

=~~ANCE 

An> ... FINEsPAlli 
A""IIT 

Figure 9. Transducer Nonlinearity Correction 

PERFORMANCE CHARACTERISTICS 
Input Offset Voltage Drift: Models 2B30/2B31 are available 
in three drift selections: ±O.S, ±1 and ±3IJ.VtC (max, RTI, G = 
1000V/V). Total input drift is composed of two sources'(input 
and output stage drifts) and is gain dependent. Figure 10 is a 
graph of the worst case total voltage offset drift vs. gain for 
all versions. 

,,. 
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Figura 10. Total Input Offset Drift (Worst Case) VB. Gain 

Gain Nonlinearity and Noise: Nonlinearity is specified as a per
cent of full scale (10V), e.g. 0.2SmV RTO for 0.0025%. Three 
maximum noniinearity selections offered are: ±0.002S%; 
±O.OOS% and ±0.01% (G = 1 to 2000VN). Models 2B30/2B31 

offer also an excellent voltage noise performance by guaran
teeing maximum RTI noise of 11lV POp (G = 1000V N, Rs OS;; 
Skfl) with noise bandwidth reduced to 2Hz by the· LPF. 

Common Mode Rejection: CMR is rated at ±10V CMV and 
1kfl source imbalance. The CMR improves with· increasing 
gain. As a function of frequency, the CMR performance is en
hanced by the incorporation of low pass filtering, adding to 
the 90dB minimum rejection ratio of the instrumentation am
plifier. The effective CMR at 60Hz at the output of the filter 
(fc = 2Hz) is 140dB min. Figure 11 illustrates a typical CMR 
vs. Freq~ency and Gain. 
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..... 
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Figura ". Common-Mode Rejection vs. Frequency and Gain 

Low Pass Filter. The three pole Bessel-type active filter attenu
ates unwanted high-frequency components of the input sig-
nal above its cutoff frequency (-3dB) with 60dB/decade roll
off. With a 2Hz filter, attenuation of 70dB at 60Hz is obtained, 
setding time is 600ms to 0.1 % of final value with less than 1 % 
overshoot response to step inputs. Figure 12 shows the filter 
response. 
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FREQUeNCY - Hz 
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, .. 
Figure 12. Filter Amplitude 
Response vs. Frequency 
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INPUT -OUTPUT VOLTAGE DIFFERENTIAl- Y 

Figure 13. Maximum Load 
Current vs. Regulator Input
Output Voltage Differential 

Bridge Excitation (2B31): The adjustable bridge excitation is 
specified to operate over a wide regulator input voltage range 
(+9.SV to +28V). However, the maximum load current is a 
function of the regulator circuit input-output differential volt
age, as shown in Figure 13. Voltage ourput is short circuit 
protected and its temperature coefficient is ±0.015% VOUT/oC 
max (±0.OO3%tC typ). Ourputtemperaturestability isdirecdy 
dependent on a temperature coefficient of a reference and for 
higher stability requirements, a precision external reference 
may be used. . 
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r'III ANALOG 
WDEVICES 

FEATURES 
Accepts J, K, T, E, R, S or B Thermocouple Types 
Internally Provided Cold Junction Compensation 
High CMV Isolation: ±1500V pk 
High CMR: 160dB min @ 60Hz 
Low Drift: ±1IlVtC max (2850B) 
High Linearity: ±0.01% max (2850B) 
I nput Protection and Filtering 
Screw Terminal Input Connections 

APPLICATIONS 
Precision Thermocouple Signal Conditioning for: 

Process Control and Monitoring 
Industrial Automation 
Energy Management 
Data Acquisition Systems 

GENERAL DESCRIPTION 
The model2B50 is a high performance thermocouple signal 
conditioner providing input protection, isolation and common 
mode rejection, amplification, filtering and integral cold junc
tion compensation in a single, compact package. 

The 2B50 has been designed to condition low level analog 
signals, such as those produced by thermocouples, in the pres
ence of high common !node voltages. Featuring direct thermo
couple connection via screw terminals and internally provided 
reference junction temperature sensor, the 2B50 may be jump
er programmed to provide cold junction compensation for 
thermocouple types J, K, T, and B, or resistor programmed for 
types E, R, and S. 

The high performance of the 2B50 is accomplished by the use 
of reliable transformer isolation techniques. This assures com
plete input to output galvanic isolation (±1500V pk) and 
excellent common mode rejection (160dB @ 60Hz). 

Other key features include: input protection (220V rms), 
filterinl{ (NMR of 70dB @ 60Hz), low drift amplification 
(±lIlV(C max - 2B50B), and high linearity (±0.01% max-
2B50B). 

APPLICATIONS 
The 2B50 has been designed to provide thermocouple signal 
conditioning in data acquisition systems, computer interface 
systems, and temperature measurement and control instrumen
tation. 

r f+ 
INPUTl_ 

Isolated, Thermocouple 
Signal Conditioner 

2850 I 
2850 FUNCTIONAL BLOCK DIAGRAM 

ISOLATED 
POWER 

+VOUT ·VOUT 

9 

SENSOR SENSOR J K,T X 

,OUT. IN ,~ 
CJC SENSOR PROGRAMMING 

OPEN INPUT 
DETECTION 

OUTPUT OFFSET 
ADJUST 

In thermocouple temperature measurement applications, ou t
standing features such as low drift, high noise rejection, and 
1500V isolation make the 2B50 an ideal choice for systems 
used in harsh industrial environments. 

DESIGN FEATURES AND USER BENEFITS 
IDgh Reliability: To assure high reliability and provide isola
tion protection to electronic instrumentation, the 2B50 has 
been conservatively designed to meet the IEEE Standard for 
transient voltage protection (472-1974: SWC) and provide 
220V rms differential input protection. 

IDgh Noise Rejection: The 2B50 features internal filtering 
circuitry for elimination of errors caused by RFIIEMI, series II 
mode noise, and 50Hz/60Hz pickup. 

Ease of Use: Internal compensation enables the 2B50 to be 
used with seven different thermocouple types. Unique circuit
ry offers a choice of internal or remote reference junction 
temperature sensing. Thermocouple connections may be 
made either by screw terminals or, in applications requiring 
PC Board connections, by terminal pins. 

Small Package: 1.5" X 2.5" X 0.6" size conserves board space. 
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SPECIFICATIONS (typical @ + 2SOC and Vs = ± 15V unless otherwise noled) 

MODEL 

INPUT SPECIFICATIONS 
Thermocouple Types 

Jumper Configurable Compensation 
Resistor Configurable Compensation 

Input Span Range 
Gain Range 
Gain Equation 
Gain Error 
Gain Temperature Coefficient 
Gain Nonlinearityl 
Offset Voltage 

Input Offset (Adjustable to Zero) 
vs. Temperature 
vs. Time 

Output Offset (Adjustable to Zero) 
vs. Temperature 

Total Offset Drift 

Input Noise Voltage 
O.OlHz to 100Hz, Rs = 1kn 

Maximum Safe Differential Input Voltage 
CMV, Input to Output 

Continuous, ac or de 
Common Mode Rejection 

@ 60Hz, lkn Source Unbalance 
Normal Mode Rejection @ 60Hz 
Bandwidth 
Input Impedance 
Input Bias Current2 

Open Input Detection 
Response Time3 , G = 2S0 

Cold Junction Comjensation 
Initial Accuracy 

vs. TemperatureS (+5°C to +4S°C) 

OUTPUT SPECIFICATIONS 
Output Voltage Range6 

Output Resistance 
Output Protec"tion 

POWER SUPPLY 
Voltage 

Output ±Vs (Rated Performance) 
(Operating) 

Oscillator +Vosc (Rated Performance) 

ENVIRONMENTAL 
Temperature Range, Rated Performance 

Operating 
Storage Temperature Range 
RFI Effect (SW @470MHz @ 3ft) 

Error 

PHYSICAL 
Case Size 

NOTES 
·Speciflcations same as 2B50A. 

2BSOA 

J, K, T, orB 
R, S, orE 
±SmV to ±lOOmV 
50VN to 1000V/V 
1 + (200kn/RG ) 

±0.2S% 
±3SppmtC max 
±0.02S% max 

±5Oj.tV 
±2.SIlVtCmax 
±1.SIlV/month 
±10mV 
±30IlV/oC 

± (2.5 + ~) IlV/oC 

1llV p-p 
220V rms, Continuous 

±lS00V pk max 

160dB min 
70dB min 
dc to 2.SHz (-3dB) 
100Mn 
±SnA 
Downscale 
1.4sec 

±O.SoC 
±O.Ol°CtC 

±SV@±2mA 
0.10 
Continuous Short to Ground 

±lSV dc ±10% @ ±O.SmA 
±12V to ±18V dc max 
+13V to +18V @ lSmA 

o to +70°C 
-2SoC to +8SoC 
-SSoC to +8SoC 

±O.S% of Span 

1.5" X 2.5" X 0.6" 

2B50B 

±2SppmtC max 
±0.01% max 

±lllVtCmax 

I Gain nonlinearity is specified as a percentage of output signal span representing pesk devistion from the 
beat straiPt line; e.g., nonlinearity at an output span of 10V pk-pk (.5V) is .0.01% or ±lmV • 

• Does not include open circuit detection current of 20nA (optional by jumper conncerion). 
'Open iDput resPonse time is dependent upon gain. 
• When used with internally provided CJC sensor. 
• Compensation error contributed by ambient temperature changes at the module. 
• Output swing of .10V may be obtained through output sealing (Figure 5). 

Specifications subject to change without notice. 
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OUTLINE DIMENSIONS 
Dimensions shown in inches and (nt!nl. 
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FUNCTIONAL DESCRIPTION 
The internal structure of the 2B50 is shown in Figure 1. An 
input filtering and protection network precedes a low drift, 
high performance amplifier whose gain is set by a user supplied 
resistor (RG) for gains of 50 to 1000VIV. Isolated power is 
brought out to permit convenient adjustment of the input off
set voltage, if desired. 

ISOLATED 
POWER 

+VOUT -Your 

"G/COMd.~-===:;:::I 

• J+ 
INPUTl_ 

SENSOR SENSOR J K,T X 

,OUT. IN ,~ 
CJC SENSOR PROGRAMMING 

OPEN INPUT 
DETECTION 

OUTPUT OFFSET 
ADJUST 

OSO 
COM esc 

'--r------' 
OSCILLATOR 

POWE. 

Figure 1. 2B50 Functional Block Diagram 

Internal circuitry provides reference junction compensation. 
An integral reference junction sensor is provided for direct 
thermocouple connections, or an external reference sensor 
(2N2222 transistor) may be used in applications having remote 
thermocouple termination. Compensating networks for 
thermocouple rypes J, K, and T are built into the 2B50. A 
fourth compensation (X) may be programmed with a single 
resistor for any other thermocouple type. The 2B50 can be 
programmed for uncompensated output when used with 
inputs other than thermocouples. 

Transformer coupling is used to achieve stable, reliable input 
to output galvanic isolation, as well as elimination of ground 
loop error effects. 

Normally, the full scale output of the 2B50 is ±5V. However, 
with the addition of an external resistive divider, the output 
buffer amplifier may be scaled for a gain of up to 2, providing 
a full scale output swing of ± 10V. 

OPERATING INSTRUCTIONS 
The connections shown in Figure 2 are common to most appli
cations using the 2B50, and, in many cases, will be all that is 
required. 

'J--<t'---..- COM 

I 
I I 

* * II ®-....--i-+-- COM 

SIGNAL 

Figure 2. Basic 2850 Application 

Applying the 2850 
Two sets of parallel thermocouple input connections are pro
vided. The thermocouple input may be connected by screw 
terminals (input +, Input -) or to terminal Pins 1 (-) and 
2 (+) in cases where thermocouples are to be remotely termi
nated. The following sections describe a basic thermocouple 
application, as well as detail some optional connections to en
hance performance in more demanding applications. Jumper A 
(Figure 2) is used to disconnect cold junction compensation 
circuitry during offset adjustments. 

INTERCONNECTION GUIDEUNES 
All power supply inputs should be decoupled with l/lF ca
pacitors as close to the unit as possible. Any jumpers installed 
for programming purposes should also be installed as close as 
possible to minimize noise pickup effects. 

Since the oscillator section of the 2B 50 accounts for most 
of the power consumption but can accept a wide range of 
voltages (+13V to +18V), it may be desirable to power this 
section from a convenient source of unregulated power. 

If the same supply is to be used for both amplifier and oscil
lator circuitry, the power supply returns should be brought 
out separately so that oscillator power supply currents do not 
flow in the low lead of the signal output. In either case, a 
l/lF capacitor must be connected from +Vosc (Pin 28) to 
Oscillator COM (Pin 29). 

The oscillator and amplifier sections are completely isolated; 
therefore, a dc power return path is not required between the 
two power supply commons. 

GAIN SETTING 
The gain of the 2B50 is set by a user-supplied resistor (RG) 
connected as shown in Figure 2. Gain will normally be selected 
so that the maximum output of the signal source will result in 
a plus full scale output swing. The resistor value required 
is determined by the equation: RG = 200kn/(G-l). 

A series trim on the gain setting resistor can be used to trim 
out the resistor tolerance and module gain error (Figure 3). ~ 
Since addition of a series resistance will always decrease gain, .alii 
the value of the gain-setting resistor should be selected to pro-
vide a gain somewhat higher than the desired trimmed gain. A 
good quality (e.g., 10ppmfC), metal-film resistor should be 
used for RG, since drift of RG will add to the overall gain 
drift of the 2B50. A cermet pot is suitable for the trim. Note 
that a minimum gain of SO is required for guaranteed operation. 

Figure 3. Gain Adjustment 

INPUT AND OUTPUT OFFSET ADJUSTMENTS 
The 2B50 has provisions for adjusting input and output offset 
errors of the module. None of the offset adjustments will af
fect drift performance, and adjustments need not be used 
unless the particular application calls for lower offsets than 
those specified. 

Connections for offset adjustments are shown in Figure 4. 
Isolated supply voltages are brought out for input trimming 
convenience only and are not for use as a power supply for 
external components. 
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19, 

Figure 4. fAJ Input and fBJ Output Offset Adjustment 

OFFSET CALIBRATION 
1. Short Input + and Input - together. 
2. Disconnect cold junction compensation circuitry by 

removing Jumper "A" (Figure 2). 
3. Adjust input offset trim pot (±250j.1V range, RTI) to 

zero output while operating at the desired gain. In most 
applications, adjustment of the input offset alone will be 
sufficient. Output offset adjustment (±30mV range) may be 
performed if it is desired to adjust output offset on the 
nonisolated side. 

OPEN INPUT DETECTION 
Connecting the open input detection pin (Pin 39) to Input 
High (Pin 2) creates a 20nA bias current which will provide a 
negative overscale response if the input is opened, or in case 
of thermocouple "burn out". The speed at which this occurs 
is dependent on gain, with a typical response time of 1.4sec 
@ G = 250. For positive upscale response, connect a 500Mn 
resistor between +VISO (Pin 8) and Input Hi (Pin 2). 

OUTPUT SCALING 
With the output scale (Pin 16) connected to the output (Pin 
17), the full scale output range is ±5V and the total gain is 
equal to the gain set by ~. For applications requiring a full 
scale output of ±10V, a resistive divider may be connected 
to provide a gain of 2 at the output amplifier (see Figure 5). 
In this configuration, total gain will be twice the gain set by 
RG' Output gains greater than 2 cannot be used. 

O-.... --_±10VOUT 

Figure 5. Output Scaling Connections 

COLD JUNCTION COMPENSATION 
The 2B50 may be programmed to provide cold junction 
compensation for types J, K and T thermocouples by con
necting a jumper from Input Low (Pin 1) to the appropriate 
programming points (Pin 42 for J, Pin 41 for K or T). To 
compensate other themocouple types, a resistor (Rx) is con
nected from the "X" programming point (Pin 40) to Input 
Low (Pin 1). Table I shows the appropriate Rx values for 
types E, R, and S. Rx should be a 50ppmtC, 1 % tolerance 
resistor. 

Type B thermocouples are unique, in that they have almost 
no output in the +5°C to +45°C range, and, therefore, do not 
require cold junction compensation at all. To accommodate a 
type B thermocouple, resistor Rxmust be left open. Error due 
to cold junction temperature will be less than ±1°C for any 
measurement above 260°C. In the measurement range above 
10000 C (where type B thermocouples are normally used) the 
error will be less than ±0.3° C. 

'l Type Rx (kn) 

E 1.87 
R,S 19.6 
B Open 

Table I. Compensation Values for Thermocouple Types E, 
R, Sand B 

REMOTE REFERENCE SENSING 
In applications requiring termination of thermocouple leads 
at a point located remotely from the 2BSO, with connections 
brought to the 2BSO (Pins 1, 2) by copper wires, reference 
temperature sensing at the remote location will be nd:essary. 
The 2B50 has provisions for connection of a 2N2222 tran
sistor (metal can version) for use as a reference junction 
sensor. The connections are shown in Figure 6. The remote 
sensing transistor is calibrated by adjusting ReAL to obtain 
the value of VCAL as specified in Table II. 

(Example: VCAL = 570.0mV @ 2S°C) 

~r~11: 2N2222 I 

I E I I-+--{< 

I~CU 
~CU 

REMOTE I I 
REFERENCE ~_ - - "" ........... --{ 

JUNCTION 

Figure 6. Remote Reference Junction Sensing 

Sensor Temp (oC) 

5 
10 
15 
20 
25 
30 
35 
40 
45 

VCAL (mV) 

616.5 
604.9 
593.3 
581.6 
570.0 
558.4 
546.8 
535.1 
523.5 

(Values may be interpolated) 

Table II. Calibration Voltages vs. Sensor Temperature 

Proper sensor placement is important. Close thermal contact 
of the sensor and thermocouple termination point (reference 
junction) is essential for accurate operation of the 2B50. The 
sensor may be placed any distance from the 2B50. When the 
sensor leads are more than ten feet long, or in the presence of 

. strong noise signal sources, shielded cable should be used. 
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r.ANALOG 
WDEVICES 

FEATURES 
Low Cost Per Channel 
Wide Input Span Range: ±5mV to ±100mV (2B54) 

±50mV to ±5V (2B55) 
Pin Compatible with 2B34 RTD Conditioner 
High CMV Isolation: ±1000V de; CMR = 156dB min @:60Hz 
Low Input Offset Voltage Drift: ±1p.vfc max (2B54B) 
Low Gain Drift: ±25ppmfC max (2854B) 
Low Nonlinearity: ±0.02% max (±O.012% typ) 
Normal Mode Input Protection (130V rms) and Filtering 
Channel Multiplexing: 400 chan/sec Scanning Speed 
Solid State Reliability 

APPLICATIONS 
Multichannel Thermocouple Temperature Measurements 
Low and High Level Data Acquisition Systems 
Industrial Measurement and Control Systems 

GENERAL DESCRIPTION 
Models 2B54 and 2B55 are low cost, high perfonnance, four
channel signal conditioners. Both models are functionally 
complete, providing input protection, isolation and common 
mode rejection, multiplexing, filtering and amplification. 

The 2B54 has been designed to condition low level signals 
(±5mV to ±lOOmV), like those generated by thennocouples 
or strain gages, in the presence of high common mode voltages. 
The 2B55 is optimized to condition ±50mV to ±5V or 4 to 
20mA transmitter signals as inputs. The four-channel structure 
of both models results in significant cost and size reduction. 

The high performance of the 2B54 and 2B55 is accomplished 
by the use of reliable transformer isolation techniques and an 
amplifier-per-channel architecture. Each of the input channels 
is galvanically isolated (±1000V de) from the other input 
channels and from output ground. The amplifier-per-channel 
structure is used to obtain low input drift (±lJ.lVtC max, 
2B54B), high common mode rejection (156dB @ 60Hz), and 
very stable gain (±25ppmtC max). Other key features include 
low input noise (lP.V pop), low nonlinearity (±0.02% max) 
and open-thermocouple detection (2B54). 

APPLICATIONS 
Models 2B54 and 2B55 were designed to serve as a superior 
alternative to the relay multiplexing circuits used in multi
channel data acquisition systems, computer interface systems, 
process signal isolators, and temperature measurement and 
control instrumentation. Advantages over relay circuits include 
functional versatility, superior performance, and solid state 
reliability. Both models are also pin compatible with the 
2B34, four-channel RTD/strain gage conditioner. 

In thermocouple temperature measurement applications, out
standing low drift, high noise rejection, high throughput and 
1000V isolation make the 2B54 a natural choice over flying 

Four-Channel, Isolated 
Thermocouple/mY Conditioners 

2854/2855 I 
2B54/2B55 FUNCTIONAL BLOCK DIAGRAM 

RO/COM ~f-::~ ...... ----i 

"' R. 

RG/COM 

I 
I 
I 
I 
I 
I 

I CHANNEL I 
I A I L _____________ J 2854/2865 

capacitor multiplexers in conditioning any thermocouple type. 
When cold junction compensation is required in measurement 
of temperature with thennocouples, the 2B54 may be used 
directly with the model 2B56 Universal Cold Junction Com
pensator. 

DESIGN FEATURES AND USER BENEFITS 
High Reliability: To assure high reliability and provide isola
tion protection to electronic instrumentation, reliable trans
former isolation and solid state switching are used. Both 
models have been conservatively designed to meet the IEEE 
standard for Transient Voltage Protection (472-1974:SWC) 
and offer BOV rms normal mode input protection. 

High Noise Rejection: To preserve high system accuracy in 
electrically noisy industrial environments, the 2B54 and 2B55 
provide excellent common mode noise rejection, RFIIEMI 
immunity, and low pass filtering for rejection of series mode 
noise and 50Hz/60Hz pickup. 

~se of Use: Th,7 mU,\tichanf,eI, functionally complete design 
m a compact (2 X 4 X 0.4 ) module, assures ease of use, con
serves board space and eliminates the need for a number of 
discrete components necessary in relay multiplexing circuits. 

Low Cost: The 2B54 and 2B55 offer the lowest cost per chan
nel for isolated, solid state, low level signal conditioners. 
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SPECIFICATIONS (typical @ +25"1: and Vs = ±15V and Vase = + 15V, unless otherwise noted) 

Model 

ANALOG INPUTS 
Number of Channels 
Input Span Range 
Gain Equation 
Gain Error 

Gain Temperature Coefficient 
Gain Nonlinearity 1 

Offset Voltage 

2854A 

tSrnV to ±100mV 
G·l + 10kniRc 

28548 

to.Z% max (G,.. 50 to 300) • 
±l%max (G: 1000) 
±35ppmfC max ±2sppmfC max 
±O.03% max (G == SO to 300) ±O.02% max(::tO.012% typ) 
±0.03% (G. 1000) • 

285M 

±SOmVto tSV . 
to.2% max (G = 1 to 100) 
NA 
±2'ppm/oC max 
to.021)(. max (G '" 1 to 100) 
NA 

Input Offset, Initial (Adj. to Zero) 
vs. Temperature 
vs. Time 

t20~tV max 
±2.SpVtC mAX 

±l.SIJV/month 
±12mVmax 
±50lJVfCmax 

t50IJVmax 
!l lJvfc max(±O.S,",vfc typ). !s,",vfc max 

Output Offset (Adjustable to Zero) 
VI. Temperature 

Total Offset Drift (RTI), max 

Input Noise Voltage 
'O.OlHz -100Hz, Rs = lkn 

CMV, Channel-to-Channel or 
Channel-to-Ground 
Continuous, act 60Hz 
Continuous, ae or de 
Common Mode Rejection 

RS';;lOOn. t';> 50Hz 
Rs ';;IOOn.t';> 50Hz 

Normal Mode Input, Without Damage 
Normal Mode Rejection, @ 60Hz 
Input Resistance, Power On 

PowcrOff 
Input Bias CUrrc:nt 

ANAWGOUPUT 
Output Voltage Swing' 
Output Noise, dc - 100kHz 
Ot:tput Resistance 

Direct Output 
Switched Output 

CHANNEL SELECTION 
Channel Selection Time to ±0.01 % FS 
Channel Scanning Speed 
Channel Select Input Reverse Voltage 

Rating 

POWER SUPPLY 
Voltage 

Output ±Vs (Rated Performance) 
(Operating) 

O~cillator +VOSC 
(Rated Performance) 

Absolute max +VOSC 
Current 

Output ±VS '" ±1SV 
Oscillator +VOSC = +lSV 

Supply Effect on Offset 
Output tVs 
Oscillator + Vose 

ENVIRONMENTAL 
Temperature 

Rated Performance 
Operating 
Storage 

Relative Humidi~y ° 
Non-COndensmg to +40 C 

CASE SIZE 

NOTES 

·Specifications SUDe as 2B54A. 

±(2.5+~)lJvfC 

IpVp'p 

750Vrms 
±1000V pk max 

156dB min (G = 1000) 
128dB min (G = 50) 
nov rms, 60Hz 
SSdB min (G = 1000) 
lOOMn 
3Sknmin 
+8nAmax 

±SV@±SmA 
0.8mV P""P 

O.In 
3m 

2.Smsmax 
400 chan/sec min 

3Vmax 

t15V dc ±10% 
i12Y to ±l8Y de max 

+13.SY to +24Y 
+26Y 

±4mAmax 
40mAmax 

lOOpVNRTO 
ipV/VRTI 

Oto +70oC 
-25°C to +8SoC 
-SSoC to +8SoC 

Ot08S% 

2"X4"'XO.4" 

I Gain nonlinearity is specified IS a perCCDtap: of output signal span rqn'ICsenting peak deviation 
from the best straisbt line; e.g. nonlinearity at an output span of IOV pk-pk (±5V) Is ±O.02tH. or ±2mV. 

2 Protcctcd for sbam to ground and/or either supply vol •• 
Specifications SUbject to change without notice. 

MOUNTING CARDS 
ACI215, AC1216 

±~J1v+~)#!vfc 

14SdB min (G '" 100) 
llOdB min (G '" 1) 

SSdB min (G '" 100) 

74knmin 

The AC121S and AC1216 mounting cards are availahle to assist in evaluation of the 
2BS4 and 2BSS. These 4112" X 6" printed circuit edge connector cards have sockets 
that allow a 2BS412BS'S and 2BS6 to he plugged directly onto them, as well as offset 
adjustment pots, and address decoding circuitry. The ACI21S and AC1216 differ only 
in input signal connections: the AC121S includes a screw tenninal block and AC1216 
has an edge connector. 
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()UTUNE DIMENSIONS 
Dimerisions shown in inches and (mm). 

~ 2.01 161.lIMAX------l ~ 

1..1 1'~~" u o.O:I~61 T 
"L"';.ZI5.1I,MAX 

1 
'.02 

1102.1) 

BOTTOM VIEW 
WEIGHT:' OZ. 

(17G) 

NOTES: 

I 
--1l---0.1 (2.MI GRID 

TERMINAL PINS INSTALLED ONLY IN SHADED 
HOlE LOCATION$. 

2854/2855 PIN DESIGNATIONS 

"" FUNCTION ,," FUNCTION 

i ~} SELECTCH.O 37 H. } " '0 ABLE " R, '-r 40 RoICOM CHANNEL A . 41 LOIOFS 
8 DIRECT 42 V-OUT 
7 SENSE 43 v+OUT 
8 UT T ;;; 9 OF8.ADJ. flU 

" .. 
11 -Vs 

~". } 12 COM 
13 +V .. R, ,. 150 RalCOM CHANNEL B 

"] 61 LOIOFS 

~~ SELECT CtI. C 62 V-OUT 
&3 V+OUT 

" . 
" .. 
~ :} SELECT CH. B 

.. 
H' } " 22 .. R, 

23 .. RofCOM CHANNEL C 
24 eo 1.010,. .. " V_OUT 

" .. V+OUT 

" " I: :: 
:' ~OSC.POWER .. H' } " :: ::ur }SVNC .. R, 

.. RGICOM CHANNEl 0 

" 70 LOIOFS 

". }SELECTCH.A 
71 V-OUT 

" . 72 V+OUT 

AC1215 OUTUNE DIMENSIONS 
Dimensions shown in inches and (mm). 

~1======~~~~======~I!U~ n = r---- -1 '~R 11··~' 
i~,; I, ir----------1 
f~ II I 

I II 2856 I 3.575 
I Ii I 190.811 

I t----------J~ 
: ' L. ________ J 

Mating Connector: 

..., 
111.131 

Cinch 251-22-30-160 or equivalent. 



FUNCTIONAL DESCRIPTION 
The internal structure of the 2B5412B55 is shown in Figure 1. 
Four individua1ly isolated input channels are multiplexed into 
a single output buffer, with the desired channel selected by 
control inputs SELECT A through SELECT D. Isolated power 
and timing signals for the input channels are provided by an 
internal oscillator. 

Each channel contains an input protection and filtering net
work and a low-drift amplifier whose gain is set by a user
supplied resistor (Rc). Additional filtering is provided in the 
amplifier circuit. This structure preserves signal integrity by 
taking all signal gain ahead of the isolation and multiplexing 
circuits. The isolated power supply for each channel is brought 
out to permit convenient fine adjustment of the input offset 
voltage if desired. 

Transformer coupling is used to achieve stable, reliable galvanic 
isolation of each channel from all other channels and from out
put ground. Although the bandwidth of the input channels is 
small «2Hz at high gains) to provide immunity to normal
mode noise, the multiplexing technique allows the channels 
to be scanned at a high rate (400 channels/sec). Thus a high 
revisitation rate is maintained even in systems with a large 
number of input channels. 

The output buffer amplifier operates at unity gain with feed
back provided by an external connection from the DIRECT 
output to the SENSE input. The DIRECT output provides a 
±5V swing with low source resistance to permit error-free 
operation with heavy loads. In addition, a separate series
switched output with an active-low enable control is provided 
so that multiple modules may be combined without the use of 
external analog multiplexers. An offset trim point which does 
not affect drift is also provided on the output channel. 

., ~f----+-"""-"-----> 
.,/COM@if--;c;;-*.,------j 
LOfOFS 

., 
RGICOM 

LO/OFS 

V' 

., 
RO/COM 

LO/OFS 

R, , 

RG/COM : : 

LOIOFS 41: : 

v- I I ! CHA~NEL ~ 
L... _____________ J 2B64/2865 

Figure 1. 285412855 Functional 810ck Diagram 

The internal oscillator has its own power supply pins for en
hanced application flexibility, and a sync mechanism is pro
vided to eliminate beat-frequency errors when multiple 2B54/ 

Understanding the 2854/2855 
2B5 5 's are used or when a system clock is present. 

The 2B54 and 2B55 share the same design, differing only in 
input specifications and filter characteristics. 

OPERATING INSTRUCTIONS 
The connections shown in Figure 2 are common to most 
applications of the 2B5412B55, and in many cases will be all 
that is required. The following sections describe this basic 
application and also detail some optional connections which 
enhance the module's utility in more complex applications. , 

SENSE 7 OUTPUT 

DIRECTI'·~_---_ SIGNAL} 

,----_ COM 
r+------ -15V 

} 
OUTPUT 
POWER t---t~~~-.,-~~--.COM 

1-"'-+-..... =-+-.-- +15V 

F-"""=---.~= ;;2.v}~~ER 
I-'-.,--.,-----•• V 

I D 1 

15 
SELECT C 

- 8 20 

A 3. 

OPTIONAL 

Y3 

Y2 

Y1 

GUARD TRACK ON PCB 

*OOTTED CONNECTIONS SHOWN FOR 
SEPARATE OSCILLATOR SUPPLY IF USED, 

} CHANNEl 
SELECT 

LOGIC 
COMMON 

Figure 2. 8asic 2854/2855 Application 

Interconnection Guidelines 
In any high accuracy isolator application it is important to 
minimize coupling between input and output, and the 2B54/ ..:t 
2B55 pinout has been designed to make this easy to do. For .alii 
best results, keep all leads associated with signals on the input 
edge as far as possible from signals on the ou tpu t edge. This 
will minimize the effects of board leakage and capacitance. 
The use of a guard track on both sides of the board (Figure 2) 
can also be helpful. 

The power supplies should be decoupled with tantalum capac
itors as close to the unit as possible. For lowest noise, the out
put grounding scheme should be as shown in Figure 2. The 
output signal common is connected directly to pin 12, with 
power supply returns brought separately to that pin so that 
power supply currents do not flow in the low lead of the signal 
output. 

Since most of the power taken by the 2B54/2B55 is supplied 
to the internal oscillator which requires only a positive supply 
and can accommodate a wide range of supply voltages, it is 
sometimes desirable to power the oscillator from a convenient 
source of unregulated power (such as +Z4V - Figure 2). A 
0.1/lF capacitor should be then connected directly from 
pin 12 to pin 31. Since the output and oscillator circuits 
are not fully isolated, a dc path must exist between the two 
power supply commons. A sma1l (one or two volts) potential 
difference between OUT COM and OSC COM will not affect 
operation. 

SIGNAL CONDITIONING COMPONENTS & SUBSYSTEMS 13-119 



Gain Setting 
The gain of each channel is independently set by a user
supplied resistor (RG) connected as shown in Figure 2. Chan
nel gain will normally be selected so that the maximum output 
of the signal source will result in a plus or minus full scale 
(±5V) output swing. The resistor value required is RG = 
10kOl (G -1). Thus if RG = 1010, the gain will be 100, and 
an input signal swing of ±5OmV will yield an output span of 
±5V. 

A parallel trim on the gain-setting resistor can be used to trim 
out the resistor's tolerance and the module's gain error (Fig
ure 3). Since a parallel trim will always increase the gain, the 
value of the gain-setting resistor should be chosen to give an 
untrimmed gain somewhat lower than the desired trimmed 
gain. Good quality metal-film resistors should be used for ~ 
since gain accuracy and drift are a direct function of ~ 's 
characteristics. Cermet pots are suitable for the trim. 

Figure 3. Input Offset and Gain Adjustments 

Optional Offset Adjustment 
The 2B54/2B55 has provision for fine adjustment of the input 
offset of each channel and the output offset of the entire 
module. None of the offset adjustments affect offset drift, and 
there is no need to make any adjustment unless the application 
calls for tighter offsets than those specified for the module type. 

Connections for input offset adjustment are shown in Figure 
3. This is a fine trim with a limited range (±250~V - 2B54 
and ±lmV - 2B55, RTI), used to adjust each channel for 
zero offset while operating at the desired gain. Since the 
range of the input offset trim is small, it will usually be neces
sary to adjust output offset first. This can be conveniently 
done by operating one channel with zero input at unity gain 
(by disconnecting the gain resistor) and adjusting the output' 
offset control for zero output. Connections for output offset 
adjustment are shown in Figure 4. 

2854/285& 

OUTPUT1"~:::::f.!:4""'-== 
0001""'----_ 

* TO PftESERVE GAIN STABILlTV THE OUTPUT GAIN ADJUSTMENT 
RANGE SHOULD NOT BE MORE THAN 10'1'0. 

Figure 4. Output Offset and Master Gain Adjustments 

An alternative offset adjustment procedure is appropriate in 
applications where the channel gains are field-selected by 
switching the gain-setting resistor. Here it is desirable to set 
the input offset so that there is no zero shift at the ou tpu t 
when the gain is changed. To make the adjustment, switch 
back and forth from low to high gain with zero input and ad
just the input offset control until no shift occurs at the output 
when changing gains. Then adjust the output offset control for 
zero output at the lower gain. 

Stable components (a metal film resistor and a cermet pot) 
should be used for the input offset adjustment to avoid com
promising drift. Output offset adjustment components are not 
critical and may be omitted altogether when a single 2B541 
2B55 is followed by an A to D Converter that has a zero 
adjustment. 

OIannel Selection 
Each channel in the 2B54/2B55 is turned on and off by a 
SELECT input. As indicated in Figure 1, each SELECT input 
consists of an LED in series with a resistor, and is not con
nected to any other circuits in the module. Turning the LED 
on (I;;'2.5mA) turns the channel on, and turning the LED off 
(I"50~A) turns the channel off. This allows considerable 
flexibility of connection, but the easiest way to use the SELECT 
inputs is to tie all four SELECT + pins to +5V and drive the 
SELECT-inputs from TTL logic (either open-collector or 
totem-pole outputs can be used), as shown in Figure 2. 

It is also possible to use CMOS logic to drive the SELECT 
inputs (Figure 5). With a +15V logic supply a standard CMOS 
decodet or gate can supply enough current to drive the SE
LECT inputs directly, but at lower supply voltages it is advisa
ble to use a buffer such as that shown in Figure 5b. The power 
taken by the SELECT inputs is small, since only one is on at a 
time, but at the higher CMOS supply voltages more current 
than the required 2.5mA will flow. This does not affect opera
tion, but if desired the current can be brought back to the min
imum value with series resistors as shown in Figure S. Use 2kO 
for 10Voperation, and 3.9kO at 15V. 

The maximum reverse voltage applied to any SELECT input 
must be limited to 3V to avoid damage to the LED. Maximum 
forward current should be kept below 25mA. Each SELECT 
input is isolated from all other circuits in the module and may 
be operated up to ±SOV away from output and power ground. 

Channels may be selected in any order, and there are no 
restrictions on rate or duty cycle except the 2.Sms settling 
time for access to a channel. It should be noted, however, that 
selecting two or more channels simultaneously for more than 
a few microseconds will result in a very long settling time when 
the conflict is resolved. Timing overlaps should therefore be 
avoided. 

2854/ 
2B66 

1'-< ....... - .... --+1SV LOGIC POWER 

Figure 5a. 

Figure5b. 

Figl!re 5. CMOS Channel Selection 
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Otanne1 Expansion 
The 2BS412BSS has provision for direcdy interconnecting 
several modules when more than four channels are needed. 
The series-switched outputs of a group of modules are con
nected together, the SELECT inputs are driven in parallel, 
and the output of the desired module is selected using the 
Output Enable pin. This is shown in Figure 6. A single 
74LS139 decoder is used to drive the SELECT inputs of up 
to four modules, and also provides address expansion so that 
the binary coded channel address word selects the appropriate 
module output via the Output Enable pins. The overall opera
tion of the series-switched outputs is analogous to three-state 
logic, and the output rail is thus an analog bus. 

It is possible to operate up to sixteen modules in parallel, for 
a total of 64 input channels. Note that it will be necessary to 
break up the SELECT inputs into several groups to avoid over
loading the decoder when many modules are used. The set
ding time of the output switches is <SOILs to ±O.01 % and is 
thus negligible in comparison to the channel selection times. 

The Output Enable signal is active low, and is compatible with 
both TTL and CMOS logic. The switching threshold is + 1.8V; 
input current at OV is typically -O.4mA. 

The output resistance of the Switched Output (typically 3Sn 
+o.S%fC) is low enough to provide fast switching times but 
will cause gain errors when driving a heavy load. A single buf
fer isolating the Switched Outputs from the load will solve 
this problem in an "analog bus" application (Figure 6). In 
single-module applications the DIRECT (low impedance) out
put should be used. Note that in all cases the SENSE pin must 
be connected to the DIRECT output to provide feedback for 
the output amplifier. 

TO ADDITIONAL MODULES , 
ANALOG CHANNEL MODULE 

BUS SELECT SELECT 
".---.,~~ 

I o~:~:/{2~~~~f'~'--2 -l-+--l-+t+--I+rtS--1'::: 1""-, 
ENABLE ~3!..-.tl=tt:j:j:::::;-til----

SELECT{ : f!:<-++-++-i 
B-~++--H 
A- 35 

2854/2855 

{ 
J-!--- 74LS 139 

OUTPUT sw~:::: ~ L-. :: 1-1-- Msa }SINARY 

\ 
COMMON t1L- ~ 2Yl 18 I-- ~~~~~ 
ENABLE ~3'--__ ++++ __ -<l2YO lA ~ LSS 

) SELECT{: :: ::~ 2. 8 
A. 36 1YO 10 

'--- ~ 
NOTE: ALL "SELECT +" PINS TIED TO +5V. 

Figure 6. Expansion to More than Four Channels 

Synchronization 
In applications where multiple 2BS412BS S 's are used in close 
proximity or when system clock signals are present near the 
isolator, differences in individual oscillator frequencies may 
cause "beat frequency" related output errors. To eliminate 
these errors, multiple units may be synchronized by con
necting the SYNC OUT (pin 33) terminal to the SYNC IN (pin 

2854/2855 
32) terminal of the adjacent 2BS412BSS (Figure 7). The first 
of a group of modules may be synchronized to an external 
source via the SYNC IN pin. To minimize noise pickup, sync 
wiring should be separated from analog signal runs. 

The frequency of the external sync source, when used, will 
have a small effect on the gain and output offset of the 2BS4/ 
2BSS. Thus any adjustments should be made with the module 
synchronized. 

NOTE: MAKE NO CONNECTIONS TO SYNC IN OR SYNC OUT 
FOR UNSYNCHRONIZED OPERATION 

Figure 7. Synchronization 

Open Input Detection 
The 2BS4 can be programmed to respond to an open-circuit 
condition on a channel input with either an upscale or down
scale response when the affected channel is selected. The 
response time to detect an open input can be in the tens of 
seconds, since only a few nA of input bias current are avail
able to charge the input filter. The circuits in Figure 8 
indicate the selection of either downscale or upscale response 
and can be used to provide shorter open-circuit response 
times. Either circuit will produce a bias current of approxi
mately 20nA which can be used to aid or oppose the 3nA 
typically supplied by the module, as shown. The circuit of 
Figure 8A has the advantage of simplicity, but the high
value resistor may not be readily available. Figure 8B shows 
how to solve the problem at the expense of complexity. The 
values shown may be modified to give an optimum trade of 
bias current for response time in a given application. A 2 to 
S second response is typical for the values shown. 

If a downscale response is desired, a resistor divider circuit 
like Figure 8B may be desired to prevent a negative over
scale. If a negative overscale condition occurs (typically 
-7V), the output will saturate on all channels. 

G) GIVES DOWNSCALE RESPONSE 

® GIVES UPSCALE RESPONSE .. 

2854/2855 

CD GIVES DOWNSCALE RESPONSE 

o GIVES UPSCALE RESPONSE .. 

C~AN 

CTYP) 

Figure 8. High Speed or Reversed Open Input Detection 
Output Filtering 
In most applications, no output filtering will be required since 
the effect of the small carrier-related noise spikes on the out
put «1mV p-p, 100kHz B.W.) drops off rapidly as bandwidth 
decreases and in many cases will be negligible. In some applica
tions (e.g., when driving a successive-approximation A to D) 
the effective system bandwidth may be large enough to pass 
the noise. To eliminate the carrier noise (without any effect 
on switching times), a simple R-C filter may be used at the 
output (Figure 9A). Only one filter is needed even when mul
tiple modules are used, as shown in Figure 9B. If the load to 
be driven has an input resistance of less than 10Mn, a buffer 
will be needed. 
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Figure 9. Output Filtering 

CMR AND NMR PERFORMANCE 
Common mode rejection is a result of both isolation and 
filtering and indicates ability to reject common mode inputs 
while amplifying differential signal inputs. CMR is dependent 
on source impedance imbalance, signal frequency and condi
tioner gain. 

Normal mode rejection is also a function of the 2B 5412B5 5 
gain. Figures 10 and 11 illustrate typical CMR and NMR 
performance. Note that any additional low pass filtering (e.g., 
an integrating A to D converter) at the output of the 2B541 
2B55 will further improve both CMR and NMR performance. 

Figure 10. Common Mode and Normal Mode 
Response - 2B54 

~~~~~E~~F=t._;+44+-~~~~~+4~ 
==:;11~ , ~ __ .... 

. ''',~., -,-I ",-!-11....l.-1 .L.Lj-';';;---L....L---~---'-1-~--...L.--l...l..':.! 
10 100 1000 

FREQUENCY - Hz 

Figure ". Common Mode and Normal Mode 
Response - 2B55 

APPLICATIONS 
Thermocouple Temperature Measurement: Figure 12 shows a 
four-channel thermocouple input system with isolation, amp
lification, and multiplexing provided by the 2B54. Several 
different thermocouple types are used, and the gain-setting 
resistors on each channel have been chosen to take the stand
ard ANSI range for each type to a 5V output span. Since 

thermocouples must be compensated for the temperature of 
the reference junction which is formed where the thermo
couple leads are terminated, the 2B56 Universal Cold Junction 
Compensator is used. The 2B56 monitors the temperature of 
the reference junction (terminal block) via an external sensor 
and corrects the signal at the output of the 2B54 for reference 
temperature. Compensation for several thermocouple types is 
selectable via digital control inputs. Thermocouple lineariza
tion, if needed, would be typically performed in system's 
software. 

Figure 12. Four·Channel Thermocouple Temperature Measure
ment with Cold Junction Compensation 

Process Signals Interface: In Figure 13, the 2BS 5 is used to 
provide floating inputs for four 4-20mA process signal loops. 
The use of floating inputs in this type of application gives 
protection from common-mode voltages and greatly simplifies 
system configuration, since additional loads in series with the 
loop can be connected on either side of the isolator input. 

Each current input is converted into a 1 to 5 volt signal by 
a 250n resistor. The 2B55 is operated at unity gain (no gain
setting resistors) sO that a 1 to 5 volt signal appears at the out
put. Since no gain-setting resistors are used, gain adjustment, 
if required, is done by connecting trims directly across the 
input resistors. Other current ranges can be accommodated 
by changing the value of the input resistors. 

When there are several loads on the loop, compliance voltage 
at the transmitter may be at a premium. In this case it will 
be advantageous to reduce the voltage swing at the isolator 
inputs by using smaller resistors (perhaps 25n) and scaling 
the output back to a 5V span by taking an appropriate gain 
in the isolator. 

} CHANNEL 
SELECT 

LOGIC 
COMMON 

Figure 13. Isolated 4-20mA Loop Signals Interface 
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1IIIIIIII ANALOG 
WDEVICES 

Complete 
Signal Conditioning liD Subsystem 

FEATURES/BENEFITS 
Low Cost. Completely Integrated 16-Channel Modular 

Signal Conditioning Subsystem 
Wide Selection of Functionally Complete Input and 
Output Plug-In Modules 
Rugged Industrial Chassis. Rack or Surface Mounted 
On-Board Power Supplies Available 

Analog Input Modules Available for Direct Interface to a 
Wide Variety of Signal Sources 

Thermocouples. RTDs. AC and DC Strain 
Gages. Torque Transducers. LVDTs 
Millivolt. Voltage and Frequency Sources. 
4-20mAlO-20mA Process Current Inputs 

Current Output Modules 
4-20mAlO-20mA Outputs 

Complete Signal Conditioning Function 
Input Protection. Filtering. Amplification. 
Galvanic Isolation to ± 1500V. 
Wide-Range Zero Suppression. 
High Noise Rejection and RFIIEMllmmunity. 
Simultaneous Voltage and Current Outputs 

FM Approved for Use in Class I. Division 2. 
Groups A. B. C and D Locations 

GENERAL DESCRIPTION 
The 38 Series Signal Conditioning I/O Subsystem provides a 
low cost, versatile method of interconnecting real-world analog 
signals to a data acquisition, monitoring or control system. It is 
designed to interface directly to analog signals such as ther
mocouple, RTD, ac and dc strain gage, torque transducer, or 
AD590/ AC2626 solid state temperature sensor outputs or millivolt 
or process current signals and convert the inputs to standardized 
analog outputs compatible with high level analog I/O subsys
tems. 

The 38 Series Subsystem consists of a 19" relay rack compatible 
universal mounting backplane and a family of plug in (up to 16 
per rack) input and output signal conditioning modules. Eight 
and four channel backplanes are also available. Each backplane 
incorporates screw terminals for sensor inputs and current outputs 
and a connector for high level single ended outputs to the user's 
equipment. 

The input and output modules are offered in both isolated 
(± 1500V peak) and nonisolated versions. The input modules 
feature complete signal conditioning circuitry optimized for 
specific sensors or analog signals and provide high level analog 
outputs. Each input module provides two simultaneous outputs: 
o to lOY (or ± 10V) and 4-20mA (or 0-20mA). Output modules 
accept high level single ended signals and provide an isolated or 
nouisolated 4-20mA (or 0-20mA) process signal. All modules 
feature a uuiversal pin-out and may be readily "mixed and 
matched" and interchanged without disrupting field wiring. 

Each backplane contains the provision for a subsystem power 
supply. The 38 Series Subsystem can operate from a dc/dc 
converter or ac power supply mounted on each backplane or 
from externally provided dc power. Two LEDs are used to 
indicate that power is being applied. 

38 Series I 

APPLICATIONS 
The Analog Devices 38 Series Signal Conditioning Subsystem is 
designed to provide an easy and convenient solution to signal 
conditioning problems in measurement and control applications. 
Some typical uses are in mini- and microcomputer based systems, 
standard data acqnisition systems, programmable controllers, 
analog recorders, dedicated control systems, and any other ap
plications where monitoring and control of temperature, pressure, 
flow, and analog signals are required. Since each input module 
features two simultaneous outputs, the voltage output can be 
used to provide an input to a microprocessor based data acquisition 
or control system while the current output can be used for 
analog transmission, operator interface, or an analog backup 
system. 

DESIGN FEATURES AND USER BENEFITS 
Ease of Use: Direct sensor interface via screw terminals, stan-
dardized high level outputs, factory precalibration of each unit .." 
and the modular design make the 38 Series Subsystem extremely ~ 
easy to use. The subsystem features rugged packaging for the 
industrial environment and can be easily installed and 
maintained. 

High Protection and Reliability: All field wired terminations 
offer BOV or 220V rms normal-mode protection. To assure 
connection reliability, gold plated pin and socket connections 
are used throughout the system. The isolated modules offer 
protection against high common-mode voltages and are designed 
to meet the IEEE Standard for Transient Voltage Protection 
(472-1974: SWC). 

High Performance: The high quality signal conditioning features 
± 0.1 % calibration accuracy and chopper-based amplification 
which assures low drift (± I.,.V;oC) and excellent long-term 
stability. For thermocouple applications, high accuracy cold 
junction sensing is provided in the backplane on each channel. 
Low drift sensor excitation is provided for RTD, strain gage, 
LVDT and AD590 models. RTD models and the 3847 ther
mocouple model linearize the input signal to provide an output 
which is linear with temperature. 

This four-page data summary contains key specifications to speed your selec
tion of the proper solution for your application. Additional information on 
this product can be obtained from your local sales office. 
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FEATURES 
Wide Variety of Sensor Inputs 

Thermocouples. RTDs. AC and DC Strain 
Gages. Torque Transducers. LVDTs. 
AD590/AC2626 

Dual High Level Outputs 
Voltage: 0 to + 10V or ± 10V 
Current: 4-20mAlO-20mA 

Mix and Match Input Capability 
Sensor Signals. mY. V. 4-20mA. 0-20mA 

High Accuracy: ±0.1% 
Low Drift: ±1fJ.Vrc 
Reliable Transformer Isolation: 

± 1500V CMV. CMR = 160dB 
Meets IEEE-STD 472: Transient Protection (SWC) 

Input Protection: 130V or 220V rms Continuous 
Low Cost Per Channel 

GENERAL DESCRIPTION 
Each input module is a single channel signal conditioner that 
plugs into sockets on the backplane and accepts its signal from 
the input screw terminals. All input modules provide input 
protection, amplification and filtering of the input signal, accuracy 
of ±0.1%, low drift of I",V/oC (low level input modules), and 
feature two high level analog outputs that are compatible with 
most process instrumentation. The isolated input modules also 
provide ± 1500V isolation. 

The choice of specific 38 module depends on the type of input 
signal and also whether an isolated or nonisolated interface is 
required. Input modules are available to accept millivolt, volt, 
process current, thermocouple, RTD, ac and dc strain gage, 
torque transducers and AD590 inputs. The voltage output of 
each module is available from the voltage I/O connector while 
the current output is available on the output screw terminals. 

THERMOCOUPLE INPUT MODELS 3837, 3847 
The isolated thermocouple models incorporate cold junction 
compensation circuitry which provides an accuracy of ± OSC 
over the + SoC to + 4SoC ambient temperature range. Open 
thermocouple detection (upscale) is also provided. Standard 
models are available for thermocouple types J, K, T, E, R, S 
and 8. Factory configured custom ranges are also available. The 
3837-X-00 can be user confignred with the ACBI0 ranging 
card. The 3847 internally linearizes the thermocouple signal. 
All screw terminals have a 220V rms protection. 

RTD INPUT MODELS 3814, 3815, 3834 
Each RTD model provides a sensor excitation current and produces 
an output signal that is linear with temperature with a conformity 
error of ±0.05% of span and accuracy of ±0.1% span. The 
lead resistance effect for the three models is ± 0.02°C/O for the 
3814 and the 3834, and ± .00001°C/O for the 3815. All excitation 
input and output screw terminal connections have at least BOV 
rms protection. 
STRAIN GAGE INPUT MODEL 3816 
Models 3816 accepts inputs from full four arm bridge strain 
gage-type transducers. It provides a constant + lOY bridge 
excitation and can be used with a bridge resistance of 3000 or 
greater. All excitation input and output screw terminal connections 
have BOV rms protection. 

WIDE8AND STRAIN GAGE MODEL 3818 
Model 3818 accepts inputs from full four arm bridge strain 
gage-type transducers. It provies a switch selectable excitation of 
+ 3.3V or + 10.0V and can be used with 1000 to 10000 strain 
gage bridges. The module has a 20kHz bandwidth to interface 

to dynamic signals. 

AC STRAIN GAGEITORQUE TRANSDUCER INPUT 
MODEL 3820 
Model 3820 is a nonisolated wideband input module that is 
designed to interface to four arm bridge transducers or transformer 
coupled torque transducers. The 3820 provides an ac excitation 
of 2-10V rms at frequencies ranging from 1kHz to 10kHz. This 
module can accept inputs from 1.5mV rms to l50mV rms. 
MILLIVOLT AND VOLTAGE INPUT MODELS 3810, 
3811, 3830, 3831 
Models 3810 and 3811 are nonisolated modules that accept mV 
and V signals respectively. Models 3830 and 3831 are isolated 
modules that accept mV and V signals respectively. All screw 
terminal connections have at least BOV rms protection. 

WIDEBAND MILLIVOLT AND VOLT INPUT 
MODELS 3840, 3841 
Models 3840 and 3841 are isolated modules that accept mV and 
V signals respectively. The modules have a 10kHz bandwidth to 
interface to dynamic signals. All screw terminal connections 
have at least BOV rms protection. 

CURRENT INPUT MODELS 3812, 3832 
Models 3812 (nonisolated) and 3832 (isolated) accept process 
current signals. 80th models use a 1000 sensing resistor that is 
mounted on backplane terminals 2 and 3. All screw terminal 
connections have at least BOV rms protection. 

AD590 INPUT MODEL 3813 
Model 38 13 accepts an AD590 as its input signal. Sensor excitation 
is provided and a 2kO sensing resistor is mounted on backplane 
terminals 2 and 3. All excitation input and output screw terminal 
connections have BOV rms protection. 

LVDT OR RVDT INPUT MODEL 3817 
Model 3817 accepts signals from 4, Sand 6 wire LVDT or 
RVDT transducers. It provides an ac excitation of 1-5V rms at 
frequencies ranging from 1kHz to 10kHz and has a 100Hz 
bandwidth. All screw terminal connections have BOV rms 
protection. 

AC INPUT MODELS 3842, 3843 AND 3844 
Models 3842, 3843, and 3844 accept ac signals from 20mV to 
450V rms. The modules are rms calibrated for sinusoidal inputs, 
such as ac power lines. All screw terminal connections have at 
least BOV rms protection. 

FREQUENCY INPUT MODELS 3845, 3846 
Models 3845 and 3846 accept frequency input signals from 
25Hz to 25kHz. User selectable thresholds of 1.6V and OV (for 
zero crossing) are available. All screw terminal connections have 
at least BOV rms protection. 
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FEATURES 
High Level Voltage Input (0 to + 10V, ± 10V) 
Process Current Output (4-20mAlO-20mA) 
High Accuracy: ±0.1% 
Reliable Transformer Isolation: ± 1500V CMV, CMR = 

90dB 
Meets IEEE-STD 472: Transient Protection (SWC) 
Output Protection: 130V or 220V rms Continuous 
Reliable Pin and Socket Connections 
Low Cost Per Channel 

GENERAL DESCRIPTION 
Each output module accepts a high level analog signal from the 
system connector and provides a current output on the output 
screw terminals. When a + 24V loop supply is used, loads up to 
8500 can be driven. If desired, + lSV can be used to power the 
output modules with a smaller load (up to 4000). Each output 
module features high accuracy of ± 1%. If isolation is required, 
the 3839 provides ± 1500V peak common-mode voltage isolation 
protection. 

NONISOLATED OUTOUT MODEL 3819 
The 3819 output module accepts a 0 to + 10V or ± 10V input 
signal and converts it to a proportional current output. Output 

FEATURES 
4-, 8-, or 16-Channel Versions Available 
ac or dc Power Supply Options 

GENERAL DESCRIPTION 
The three backplane models, 3801, 3802 and 3803 are designed 
for 16, 8 and 4 channels, respectively, to give users the flexibility 
to match the size of a system to specific applications. The 16-chan
nel backplane can be mounted in a 19" x 5.25" panel space. The 
backplanes can be surface mounted, mounted on a rack or mounted 
in a NEMA enclosure. 

POWER SUPPLY 
The 38 Series Subsystem can operate from a common ac power 
supply or dc/dc ( + 24V input) power supply mounted on the 
backplane or an externally provided ± 15V and + 24V supply. 
The power supply is bussed to all signal conditioners in the 
system. The current consumption is a function of the modules 
that are actually used. 

Output Modules - 3B Series 

ranges are jumper selectable for either O-to 20rnA or 4-to-20rnA. 
The current output is protected to BOV rms continuous. 

ISOLATED OUTPUT MODEL 3839 
Model 3839 is an isolated module that accepts a 0 to + 10V or 
± 10V input signal and converts it to a proportional current 
output. Output ranges are jumper selectable for either O-to-2OmA 
or 4-to-20mA. Input to output isolation is rated to lS00V pk 
continuous. 

Backplanes 
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3B Series Subsystem Specifications 

INPUT MODULES 

Input Types 
Thermocouples: J, K, T, E, R, S, B 
Thermocouples: J, K, T, E, R, S, B (Linearized) 
RTDs: lOon Platinum, 100 Copper, l200Nickel (Linearized) 
DC Strain Gage Transducers: ±3OmVand ±lOOmV spans 
AC Strain GagelTorque 'transducers: 1.5mV to.150mV rms 
LVDT or RVDT: 4, 5, 6 Wire 
Solid State Temperature Transducers: AD5900r AC2626 
DC Voltage: ±lOmV, ±5OmV, ±lOOmV ±lV, ±5V,±10V 
DC Current: 4-to-20mA, 0-to-20mA 
AC Voltage: o:.50mV rms, O-lOOmV rms, o:.lOV rms, 

o:.150V rms,0-250V rms 
Frequency: o:.25Hz, 0-300Hz, 0-1500Hz, o:.3000Hz, 0-25kHz 

Outputs (Simultaneous) 
o to + lOY or ± lOY and 

4-to-20mA or o:.to-20mA* 

Performance 
Accuracy: ±0.1% of span 
Nonlinearity: ±0.01% of span 
Bandwidth: 3Hz ( - 3dB) 

Isolated Modules 
Common-Mode Voltage, Input to Output: ± 1500V pk continuous 
Transient Protection: Meets IEEE-Std 472 (SWC) 
Normal-Mode Input Protection: 220V rms continuous 
Current Output Protection: BOV rms continuous 
Common-Mode Rejection @ 50Hz or 60Hz: I60dB 
Normal-Mode Rejection @ 50Hz or 60Hz: 60dB 

Nonisolated Modules 
Common-Mode Voltage: ±6.5V 
Normal-Mode Input Protection: BOV rms continuous 
Current Output Protection: BOV rms continuous 
Common-Mode Rejection @ 50Hz or 60Hz: 90dB 
Normal-Mode Rejection @ 50Hz or 60Hz: 60dB 

OUTPUT MODULES 

Input 
o to + lOY or ± 10V 

Output 
4-to-20mA or 0-to-20mA 

Performance 
Accuracy: ±0.1% of span 
Nonlinearity: ±0.01% of span 

Isolated Module 
Common-Mode Voltage, 

Input to Output: ± 1500V pk continuous 
Current Output Protection 

Transient: Meets IEEE-Std 472 (SWC) 
Continuous: 220Vrms 

Nonisolated Module 
Current Output Protection: BOV rms continuous 

*There is no current output on the 3B47. 
Specifications subject to change without notice. 

BACKPLANES 

Channel Capacity 
3B01: 16 channels 
3B02: 8 channels 
3B03: 4 channels 

POWER SUPPLIES 

Backplane Mounted: 
100, 115, 220, 240V ac, SO/60Hz 
or +24V dc 

External Power Option 
± 15V dc and + 24V dc 

MECHANICAL 

Input or Output Modules: 
3.150" x 0.775" x3.395" 
(80.Omm x 19.7mm x 86.2mm) 

Backplanes: 
3B01: 17.40" x 5.20" x 4.37" 

(442.Omm x B2.1mm x 111.1mm) 
3B02: 11.00" x 5.20" x 4.37" 

(279.4mm x B2.1mm x l11.1mm) 
3B03: 7.80" x 5.20" x 4.37" 

(198.1mm x B2.1mm x 111.1mm) 

ENVIRONMENTAL 

Temperature Range, Rated Performance: 
- 25°C to + 85°C 

Storage Temperature Range: 
- 55°C to + 85°C 

Relative Humidity: Conforms to MIL-STD 202, 
Method 103 

RFI Susceptibility: ±0.5% span error, 
5W @ 400MHz @ 3 ft. 
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11IIIIIIII ANALOG 
L..III DEVICES 

FEATURES 
• Rugged, Compact, Low Cost Signal Conditioners 
• Analog Input Modules for Direct Interface to 

Sensors: Thermocouples, RTDs, and Strain Gages 
Millivolt and Voltage Sources 
4-20mA or 0-20mA Process Current Inputs 

• Analog Output Module 
4-20mA or 0-20mA Process Current Output 

• Complete Signal Conditioning Function 
240V rms Field Wiring Protection, Filtering, 
Amplification, 1500V rms CMV Isolation, 
High Noise Rejection, RFIIEMI Immunity, and 
Wide Range Zero Suppression 

• High Accuracy: ±O.05% 
• Low Drift: ±1 ... VrC 
• -25°C to + 85°C Temperature Range 
• Mix and Match Module Capability 
• Convenient Connection to User's Equipment 
• Simplified Designer Application 
• Custom Ranged Modules Available 
• FM Approved 

Approved for Use in Class I, Division 2, 
Groups A, B, C and D Locations 

GENERAL DESCRIPTION 
The 5B Series represents an innovative generation of low cost, 
high performance plug-in signal conditioners. Designed for 
industrial applications, these modules incorporate a new circuit 
design utilizing transformer-based isolation and automated surface 
mount manufacturing technology. They are compact, economical 
components whose performance exceeds that available from 
more expensive devices. Combining l500V rms continuous 
CMV isolation, ±0.05% calibrated accuracy, small size and low 
cost, the 5B Series is an attractive alternative to expensive signal 
conditioners and in-house designs. 

All modules are hard potted and identical in pinout and size 
(2.25" x 2.25" x 0.60"). They can be mixed and matched, permit
ting users to address their exact needs, and may be changed 
without disturbing field wiring. The isolated input modules 
provide 0 [0 + 5V or ± 5V outputs and accept J, K, T, E, R, S 
and B thermocouples; lOOn platinum, IOn copper and 120n 
nickel RTDs; full or half bridge strain gages; mY, V, 4-20mA 
or 0-20mA, and wide bandwidth (10kHz) mV and V signals. 
These modules feature complete signal conditioning functions 
including 240V rms input protection, filtering, chopper stabilized 
low drift (± If!. VI'C), amplification, l500V rms isolation, lineariza
tion for RTD and thermocouple (with 5B47) inputs and sensor 
excitation when required. The output module converts a 0 to 
+ 5V input to an isolated 4-20mA or 0-20mA process current 
signal. All modules feature excellent common mode rejection 
and meet IEEE 472-1974 surge withstand specs. 

Compact, Low Cost 
Modular Signal Conditioners 

58 Series I 

The 5B Series provides system designers with an easy to use 
solution for analog I/O in a minimum of board space. The modules' 
simple pinout and easy mechanical application simplify design. 

There are also a number of backplanes which provide a complete 
signal conditioning solution for end users. Each backplane in
corporates screw terminals for field wiring inputs and outputs 
and cold junction compensation sensors for thermocouple appli
cations. Nineteen-inch relay rack compatible units that can hold 
up to sixteen modules are available. 

APPLICATIONS 
These signal conditioners are designed to provide an easy and 
convenient solution to signal conditioning problems of both 
designers and end users in measurement and control applications. ." 
Typical uses include mini- and microcomputer-based measurement _ 
systems, standard data acquisition systems, programmable con-
trollers, analog recorders and dedicated control systems. The 5B 
Series modules are ideally suited to applications where monitoring 
and control of temperature, pressure, flow and other analog 
signals are required. 

FM APPROVAL/THE 58 SERIES 
The 5B Series Signal Conditioners are approved by Factory 
Mutual for use in Class I, Division 2, Groups A, B, C and D 
locations. This approval certifies that the 5B Series is suitable 
for use in locations where a hazardous concentration of flammable 
gas exists only under unlikely conditions of operation. Equipment 
of this type is called "nonincendive" and needs no special enclosure 
or other physical safeguards. 
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DESIGN FEATURES AND USER BENEFITS 
System Design: It is easy for system designers to apply the 
functionally complete SB Series modules in their own circuit 
board or backplane. These modules feature a simple pinout, 
plug into widely available sockets and are secured with self
contained mounting screws. Other features, which can be used 
to minimize system interface cost, have also been incorporated 
in the SB Series design. Each input module has an output switch 
which is controlled by a TTL-compatible enable input, eliminating 
the need for an external multiplexer. Each output module has a 
track and hold input which permits a single DAC to serve numerous 
current output channels. For thermocouple applications, cold 
junction compensation sensors are available. 

Subsystem Solution: The SB Series provides a complete signal 
conditioning solution. A family of backplanes, plug-in modules, 
factory precalibration of each unit, direct sensor interface via 
screw terminal connections, standardized high level outputs, 
and ribbon cable system interface result in easy integration into 
any system. For thermocouple applications, high accuracy cold 
junction compensation sensing is provided on each channel. A 
general susbsystem application is outlined in Figure I. 

Flexibility: The SB Series can be easily tailored to meet each 
user's needs. These plug-in signal conditioners can be mixed 
and matched to provide 110 for various process sensors and 
actuators. Many standard configurations of each module are 
available, and, for added flexibility, factory laser trimmed custom 
units can be supplied. A wide zero suppression capability allows 
a user to map any portion of the input signal into the full ouput 
span permitting improved system resolution within a selected 
measurement range. 

High Reliability: The SB Series was designed to assure maximum 
reliability under real-world conditions. The modules are specified 
over the - 25°C to + 85°C temperature range. Each module is 
hard potted; there arc no adjustment potentiometers which 
could introduce mechanical and human errors that impair system 
integrity. All field wired terminations, including sensor inputs, 
excitations and current outputs, arc protected against continuous 
240V rms line voltage. This prevents a fault from damaging the 
module, the backplane or other devices connected to the system. 
The modules also provide protection against high common-mode 

voltages and are designed to meet the IEEE standard for transient 
voltage protection (472-1974: SWC). Gold plated pin and socket 
connections are used throughout the system to assure connection 
reliability. 

Higb Performance: The high quality signal conditioning features 
±O.OS% calibration accuracy, nonlinearity of only ±0.02% span 
and chopper-based amplification which assures low drift (± 1 J.I. V I 
0c) and excellent long-term stability. Low drift sensor excitation 
is provided when required, and the RTD and thermocouple 
modules provide an output which is linear with temperature. 

High Noise Rejection: The 5B Series modules were designed 
to accurately process low level signals in electrically noisy envi
ronments by providing 1 SO~Y rms continuous transformer isolation 
which eliminates ground loops, protects against transients and 
solves common-mode voltage problems. To further preserve 
signal integrity, 160dB common-mode rejection, 60dB normal
mode rejection and excellent RFIIEMI immunity arc provided. 

Small Size: Each SB Series module measures only 
2.25" x 2.25" x 0.60" resulting in space savings for both system 
designers and end users: each module occupies 1.35 square 
inches of board space and a 16-channel backplane occupies only 
3.5 inches in a rack. 

INPUT MODULES ACCEPT REAL 
WORLD ANALOG INPUTS AND 

PROVIDE ISOLATED HIGH LEVEL 
mV. V. THERMOCOUPLE. ANALOG OUTPUTS 

RTD.4-20mA/O-20mA 0 to +5V/±5V 

4-20mAlO·20mA 

INPUT MODULE 

OUTPUT MODULES ACCEPT 
HIGH LEVEL VOLTAGE INPUTS 

AND PROVIDE ISOLATED 
PROCESS CURRENT OUTPUTS 

I OUTPUT MODULE I 
'----------' 

OTO +5V1±5V 

Figure 1. Functional Block Diagram of a General Measurement and Control Application Using the 5B Series 
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INPUT MODULE FEATURES 
• Variety of Signal Source Inputs 

Sensors: Thermocouples, RTDs, and Strain Gages 
Millivolt and Voltage Sources 
4-20mA or 0-20mA Process Current Inputs 

• Mix and Match Input Capability 
• High Level Voltage Output: ± 5V or 0 to + 5V 
• High Accuracy: ±O.05% 
• Low Drift: ±1 .... VfDC 
• Reliable Transformer Isolation: 1500V rms CMV, 

160dB CMR, Meets IEEE-STD 472: Transient 
Protection (SWC) 

• Input Protection: 240V rms Continuous 
• Factory Ranged and Trimmed, Custom Ranges 

Available 

GENERAL DESCRIPTION 
The galvanically isolated sB Series input modules are single 
channel, plug-in signal conditioners that provide input protection, 
amplification and filtering, series output switching, and a high 
level analog output. Key specifications include: IsOOV rms 
isolation, accuracy of ± 0.05%, ± 0.02% span nonlinearity and 
low drift of ± If1V;oC. All modules operate from a single + SV 
supply with typical power consumption of O.lsW. The modules 
are hard potted. 

The transfer function provided by each input module is: 
Input - specified sensor measurement range 
Output - Oto + sVor ± SV. 

Each sB Series input module is available in a number of standard 
ranges, and special ranges can be factory configured. Analog 
Devices will provide a special function when a model sB 
-CUSTOM is ordered with the desired range. - -

5B37 FUNCTIONAL DESCRIPTION 
Figure 2 shows a functional diagram for a typical input module, 
the sB37 thermocouple conditioner. The module provides cold 
junction compensation for the associated screw terminals as well 
as a bias current to give a predictable (upscale) response to an 
open thermocouple. Input protection allows safe operation even 
in the event of a 240V rms power line being connected to the 
signal terminals. (In modules designed to work with sensors 
requiring excitation, low drift sensor excitation is provided and 
is protected at the same level.) 

A three-pole filter with a 4Hz cutoff provides 60dB of normal-mode 
rejection and CMR enhancement at 60Hz. One pole of this filter 
is located at the module input while the other two poles are in 
the output stage for optimum noise performance. A chopper
stabilized input amplifier provides all of the module's gain for 
ultralow drift. This amplifier operates on the input signal after 
subtraction of a stable, laser trimmed zero-~uppression signal 
which sets the zero-scale input value. It is, therefore, possible to 
suppress a zero-scale input which is many times the total span 
to provide precise expanded scale measurements. 

58 Series 

Signal isolation is provided by transformer coupling, using a 
proprietary modulation technique for exceptionally linear, stable 
performance at low cost. A demodulator on the output side of 
the signal transformer recovers the original signal, which is then 
filtered and buffered to provide a clean, low impedance output. 
A series output switch is included to eliminate the need for 
external multiplexing in many applications. This switch has a 
low output resistance (SOn) and is controlled by an active-low 
enable input which is compatible with CMOS and LSTTL 
signals. In cases where the output switch is not used, such as 
single-channel and conventionally multiplexed applications, the 
enable input should be grounded to power common to turn on 
the switch. 

A single + SV power supply input (as used for all SB Series 
modules) operates a clock oscillator which drives power trans
formers for the input and output circuits. The input circuit is, 
of course, fully floating. In addition, the output section acts as a 
third floating port, eliminating many problems that might be 
created by ground loops and supply noise. The common-mode 
range of the output circuit is limited; however, output common III 
must be kept within ± 3V of power common, and a current 
path must exist between the two commons at some point for 
proper operation of the demodulator and output switch. 

+2.SV 

READ 
EN(Ol 

.,y 
t-----~l .,.c .. H~~~~ 

Figure 2. 5B37 Block Diagram 
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INPUT MODULE SPECIFICATIONS (typical@ +25OCand +5Vpower) 

Model 

Input Ranges 
Output Ranges 
Accuracy] 
Nonlinearity 
Stability VS. Ambient Temperature 

Input Offset 
Output Offset 
Span 

Common·Mode Voltage, Input (0 Output 
Common-Mode Rejection(a, 50Hz to 60Hz 

lkH SQu:'ce Unbalance 
NonnaJ-Mode Rejection (a 50Hz or 60Hz 
Differenual Input Protection 
Output Resistance 
Voltage Output Protection 
Input Transient Protection 
Input Resistance 
Bandwidth 
Output Selection Time 
Power Supply 
Power Consumption 
Size 
Environmental 

Temperature Range, Rated Performance 
Temperature Range, Operation 
Storage Temperature Range 
Relative HumidityConforms to 

MIL spec 202 
RFI Susceptibility 

NOTES 
*Specificationssameas S830. 

5B30/5B31 

de mV/de V 
±5VorOto +5V 
±O.OS%Span 
± 0.02% Span 

± 1.,.Vrcl20.,.Vrc 
±20""VI"C 
± 2Sppm of rdgre 
I SOOV rms Continuous 

16OdB/1SOdB 
60dB 
240V nns Continuous 
son 

5B32 

Process Current 
Ota +SV 

: 0.0025% Span/"C 

;: 3.5ppm of rdgiQC 

Continuous Short to Ground 
Meets IEEE-STD 472 (SWC) * 
SM!lI650kn 
4Hz 
20ILS 
+5V ±5% 
O.lSW, 
2.25" x 2.25" x 0.6" 

-25<><: to +85°c 
- 4O"C to + 85°C 
-40<><:to + 85°C 
Ot095%(a 6O"C 
Noncondensing 
±O.5% Span Error, 5W 
fa 400MHz ((I 3' 

5B34 5B37/5847 

RTD Thermocouple 
Oto +5V 010 +SV 

·/O:lO%~pan 
0.05% Span Conformity */NA 

±O.OZCCloC ± IJ.l.VfOC 
'INA 

:- 50ppm of rdgre 

5840/5841 

Widebanddcm\'fV , 

;: 2J.l. VfCl ± 4OJ.l. V,<OC 

lOOdB/90dB 
N/A 

200M!l!6S0klJ 
10kHz 

5B38 

300n t~ IOldl Bridges 
±SV 

lOOdB 
N/A 

>20MU 
10kHz 

lW 

I A~uracy .speci.ficI.tion includes the combined effects of repeatability. hysteresis and linearity and does not include sensor or signal source error 
Thl~ spe~lficauo~ 15 {or the S8 Ser~ {amily and may not apply to all ranges of all modules. CO(lsuit the 5B Series User's Manual for detailed sp~ifications 

SpeclrlCatlOnS subJCCt lochange without notice. 

Input Type/Span Output Model 

dc, ±SmVto ±SOOmV ±5V 5B30,SB40 
dc, ± SOOm V to ± lOY ±SV SB31,SB41 
Process Current, 4-20mA or 0-20mA 0-5V 5B32 
Thermocouple Types], K, T, E,R, S,B O-SV 5B37/5B47 
Linearized 'Thermocouple 

Types], K, T, E, R, S, B 0-5V SB47 
2,3,4 WireRTDs-IOOnPlatinum, 

Ion Copper, 120n Nickel 0-5V SB34 
FuJI and Half Bridge Strain Gages ±5V 5B38 

Table I. Input Selection 

ISOLATED MILLIVOLT AND VOLTAGE INPUT 
MODELS 5830 AND 5831 
Models 5B30 and 5B31 accept millivolt and voltage signals 
respectively and have a 4Hz bandwidth. 

ISOLATED CURRENT INPUT MODEL 5832 
Model 5B32 accepts process current signals. A resistor is supplied 
to convert the signal current to a voltage, and, since that resistor 
cannot be protected against destruction in the event of inadvertent 
connection of the power line, it is provided in the form of a 
separate pluggable resistor carrier assembly. Extra current con
version resistors are available as accessories. 

ISOLATED RTD INPUT MODEL 5B34 
This RTD input module provides 3 wire lead resistance com
pensation and can be connected to 2,3 or 4 wire RTDs. The 

lead resistance effect is ± 0.02°C/0. It provides a low drift sensor 
excitation current of 0.25mA for the 5B34 or 5B34-N or 1.0mA 
for the 5B34-C and produces an output signal that is linear with 
temperature with a conformity crror of ± 0.05% of span and 
accuracy of ± 0.05% of span. 

ISOLATED THERMOCOUPLE INPUT MODELS 5B37 
AND 5847 
The isolated thermocouple models incorporate cold junction 
compensation circuitry which provides an accuracy of ± O.5°C 
over the + 5°C to + 45°C ambient temperature range. Open 
thermocouple detection (upscale) is also provided. Standard 
models are available for thermocouple types], K, T, E, R, S 
and B. Model 5B47 provides a linearized 0-5V output signal for 
all thermocouple types. 

ISOLATED WIDEBAND MILLIVOLT AND VOLTAGE 
INPUT MODELS 5840 AND 5841 
Models 5B40 and 5B41 accept millivolt and voltage signals 
respectively and have a 10kHz bandwidth for interface to dynamic 
signals. 

ISOLATED WIDEBANO STRAIN GAGE INPUT MODEL 
5B38 
The SB38 accepts signals from full and half bridge 3000 to 
10k!} transducers. The 5B38 provides + 1O.0V excitation and 
provides a - 5V to + 5V output. This module features a 10kHz 
bandwidth. 
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"'1 .. 1-------r5~5~-----~·1 

58 SERIES MODULE OUTLINE 
Dimensions shown in inches and (mm). 

1 
2.250 
157.2) 

1+-°.590...../ I 115.0) I 

0.345 
18.8) 

58 Series 

'---nmmnmm----=14=r---l 
ITOP) 

PIN DESIGNATIONS 

WRITE EN (0) 23 
22 READ EN (0) 

RESERVED 21 
20 VOUT 

I/O COM 19 
18 VIN 

+5V 17 
16 POWER COM 

6 INHI 
INLO 5 

4 +EXC 
-EXC 3 

2 SENSOR + 
SENSOR-

-EXC + +EXC + + -----0----1'~ 2 3 4~1 

THERMOCOUPLE 
mV,V 

FULL BRIDGE STRAIN GAGE 

4-20mA 

RTD 

HALF BRIDGE STRAIN GAGE 

Figure 3. 5B Series Input Connections 
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OUTPUT MODULE FEATURES 
• Voltage Input Ranges: 0 to +5V or :l:5V 
• Process CURent Output: 4-20mA or 0-20mA 
• High Accuracy: :I: 0.05% 
• Reliable Transformer Isolation: 1500V rms CMV, 

CMR = 90dB 
• Meets IEEE-STD 472: Transient Protection (SWC) 
• Output Protection: 240V rms Continuous 

GENERAL DESCRIPTION 
The '5B39 Current Output Module accepts a high level analog 
signal at its input and provides a 4-20mA or 0-20mA process 
current signal at its output. The module features high accuracy 
of ±0.05% and 1500V rms common-mode voltage isolation pro
tection. 

The transfer function provided by this module is: 
Input - Oto +5Vor ±5V 
Output - 4-20mAor0-20mA. 

To provide this range of functions four varieties of the 5B39 are 
available; unipolar or bipolar input and output range must be 
specified when ordering. 

5839 FUNCTIONAL DESCRIPTION 
Figure 4 is a functional block diagram of the 5B39 current 
output module. The voltage input, usually from a digital-ta-analog 
converter, is buffered and a quarter scale offset is added if a 
4-20mA output is specified. 

The signal is latched in a track-and-hold circuit. This track-and
hold allows 1 DAC to serve numerous output channels. The 
output droop rate is 80tJA/s which corresponds to Ii refresh 
interval for 0.01% FS droop of 25ms. The track-and-hold is 
controlled by an active-low enable input which is compatible 
with CMOS and LSTTL signals. In conventional applications 
where one DAC is used per channel and the ttack-and-hold is 
not used, the enable input should be grounded t,~ power common. 
This keeps the module in tracking mode. 

The signal is sent through an isolation barrier to the current 
output (V-to-I converter) stage. Signal isolation is provided by 
transformer coupling using a proprietary modulation technique 
for linear, stable performance at low cost. A demodulator on the 
output side of the signal transformer recovers the original signal, 
which is then filtered and converted to a current outpUt. Output 
protection allows safe operation even in the event of a 240V rms 
power line beiog connected to the signal terminals. 

IOCOM ~"""t-4~--if--1 

+5V 

PWR 
COM 

A single + SV supply powers a clock oscillator which drives 
power transformers for the input circuit and the output's high 
compliance, current loop supply. The output current loop is, of 
course, fully floating. In addition, the input section acts as a 
third floating port, eliminating many problems that might be 
created by ground loops and supply noise. The common-mode 
range of the input circuit is limited; however, input common 
must be kept with ± IV of power common, and a current path 
must exist between the two commons at some point for proper 
operation of the track-and-hold control input. 

OUTPUT MODULE SPECIFICATIONS 
1tJpicaI@ + 25"C and + 5Y power) 

Input Ranges 
Output Ranges 
Load Resistance Range' 
Atcuracy' 
Nonlinearity 
Stability vs. Ambient Temperature 

Zero 
Span 

Common-Mode Voltage, Output to 
Input and Power Supply 

Common-Mode Rejection 
Normal-Mode Output Protection 
Output Transient Protection 
Sample & Hold: 

Output Droop Rate 
Acquisition Time 

Over Range Capability 
Maximum Output Under Fault 
Input Resistance 
Bandwidth 
Power Supply 
Power Consumption 
Maximum Input Voltage Without Damage 
Size 
Environmental 

Temperature Range, Rated Performance 
Storsge Temperature Range 
Relative Humidity Conforms to 

MIL Spec 202 

RFI Susceptibility 

NOTES 

Oto +5Vor ±5V 
4-20mAor0-20mA 
o to 6500 
± 0.05% Span 
± 0.02% Span 

±0.5..,A 
20ppm ofSpanf'C 

1500V rmsContinuous 
90dB 
240V rms Continuous 
Meets IEEE-STD 472 (SWC) 

80vAfs 
50l'-s 
10% 
26mA 
IOMO 
400Hz 
+5Vdc ±5% 
0.85W (170mA) 
±IOV 
2.25" x 2.25" x 0.6" 

-25°Cto + 85°C 
- 40°C to + 85°C 

o to 95% @ 6O"C 
Noncondensing 
± 0.5% span error) SW 
@4OOMHz@ 3 ft. 

IWith a minimum power supply voltage of 4. 9SV, Rl. can be up to 7500. 
2 Accuracy specification includes the combined effects of repeatability, hysteresis and 
linearity. Does not include signal source error. 

SpecificatioBSsubject to change without notice. 

VIC 

Figure 4. 5B39 Block Diagram 
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DESIGNER APPUCATION FEATURES 
• Module Pins Fit Widely Available Sockets 
• Single Threaded Insert for Module Hold Down 
• Cold Junction Compensation Sensors Available 
• Input Modules Have Internal Series Output 

Switches 
• Output Modules Have Track-and-Hold Inputs 

DESIGNER APPUCATION INFORMATION 
The 5B Series was designed to facilitate integration by a system 
designer into his own circuit board or backplane. Only a single 
3.Omm threaded insert is required for module hold down. Module 
pins are accommodated by widely available sockets, and temper
ature sensors for thermocouple cold junction compensation are 
available as one-piece precalibrated units. 

The 5B Series was also designed to minimize system interface 
space and cost. Each input module has an internal series output 
switch which can be controlled by a TIL-compatible enable 
input eliminating the need for extema1 multiplexers. Each output 
module has a track-and-hold input which allows a single digital-to
analog converter to serve numerous channels. In applications 
where it is desirable to do so, the module enable lines can be 
grounded, and the 5B Series input modules can be used with a 
conventional extemal mux and the output modules with a DAC 
per channel. 

Ease of system application of these modules is enhanced by the 
fact that the output modules have enable and signal input pin 
assignments which do not coincide with the enable and signal 
output pins of the input modules, see Figure 5. This means that 
in a single mix-and-match backplane environment the reading of 
inputs and the writing and refreshing of outputs are completely 
independent and occur simultaneously. For example, the input 
system may dwell for a long time on a single channel to collect 
thousands of samples without having to interrupt the process to 
do an output refresh or set a new output value. Similarly, a 
"dumb" refresh circuit can be built which can maintain outputs 
without even knowing which channels have output modules; it 
can refresh all channels, and those that are really inputs will 
ignore the operation. 

BASIC DESIGN GUIDEUNES 
Modules may be mounted in any position and will normally be 
placed next to the screw terminals connecting to the associated 
field wiring. The temperature sensor is only used by thermocouple 
modules, but it is normally installed in all channel locations in a 
"mix-and-match" application. This sensor must be physically 
close to the terminals where the thermocouple wire connects to 
copper. Because the low power dissipation of the 5B Series 
minimizes temperature gradients on the backplane, no special 
precautions are needed to get accurate temperature sensing. 
Provision must be made on each channel for the 5B32's current 
conversion resistor. 

The width of the modules is intended to permit installation on 
0.6" centers where required, but consideration must be given in 
each application to the required distance between backplane 
conductors where 1arge interchannel voltages exist or where 
code requirements apply. The nature of the screw terminals 
used for field wiring will also factor in determining practical 
interchannel spacing. 

58 Series 
The 5B Series User's Manual includes an extensive discussion of 
system design issues. Design of backplanes which take full 
advantage of the 5B Series' capabilities by maintaining isolation 
is emphasized. 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

0.345 
(8.8) 

(TOP) 

Figure 5. Module Footprint and Pinout 

PIN DESIGNATIONS 

WRITE EN (0) 23 
22 READ EN (0) 

RESERVED 21 
20 VOUT 

1/0 COM 19 
18 VIN 

+5V 17 
16 POWER COM 

6 INHI 
INLO 5 

4 +EXC 
-EXC 3 

2 SENSOR + 
SENSOR-
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BACKPLANE FUNCTIONAL DESCRIPTION 
To addreSs diverse applications, the 5B Series includes an ex
panding family of backplanes. Two 16-channel backplanes which 
can be mounted. in a 19" x 3.5" panel space are available. Each 
channel has four screw terminals for field connections. These 
connections satisfy all transducer inputs, process current outputs; 
and provide transducer excitation when necessary. A cold junction 
sensor is supplied on each channel to accommodate thermocouple 
modules. A system interface connector provides high level voltage 
110 for all channels. Both 5B Series backplanes require a + 5V 
external power source. Other backplanes with integral power 
supplies are under development. 

The 5B Series offers high density packaging to conserve mounting 
space and can be easily tailored to fit the user's needs. All modules 
feature universal pin out which assures interchangeability. The 
screw down design allows easy reconfiguration. 

The 5BOI, diagrammed in Figure 6, provides sixteen single 
ended input/otltput pins on the system connector. It is pin 
compatible with Analog Devices' 3B Series applications. (Note, 
however, that 5B Series modules provide a ±5V output swing 
rather than the ± 10V swing provided by 3B Series modules). 

VOLTAGE 
I/O 

Figure 6. 5B01 Block Diagram 

The 5B02, diagrammed in Figure 7, incorporates an input and 
an output bus which take advantage of the internal series output 
switches in theinput modules and the track-and-holds in the 
output modules. Designers integrating the 5B02 into a measure
ment and control system do not need external multiplexers and 
can use a single digital to analog or analog to digital converter to 
serve numerous output or input channels. 

For smaller applications, the 5B03 and 5B04 module sockets are 
available for one and two 5B Series modules, respectively. These 
module sockets may be clustered for groups of three or more 
signals, and they are DIN rail compatible using Phoenix Universal 
Module UM elements. 

ADDRESS 
DECODERS 

FROM • { " 
CHANNEL 

$ELECT 
LOOIC 

OUTPUT ENABLE 

INPUT ENABLE 

FROM~C __ ~~--~--++--~~~~~ ____ ~~-r __ --' 
TO AID --~~-<H---++----?-F==~--~+~-r--, 

+.v -.J0L 
PDWER·~ 

CHANNEL . 
Figure 7. 5B02 Block Diagram 

CHANNEL 

" 

BACKPLANE SPECIFICATIONS 

Channels 
External Power 

Requirement 

5801,5B02 

16 

+5V 

5803/5B04 

1,2 

Cold Junction Sensor 
Physical Size 

On Each Channel 
3.5"x 17.4" 
88.9mmx442mm 

* 
* 
4.25" x 1.37" 

·Same as 5801, 5B02. 

5801 

eM. , 0 0 · CHI 

COM 3 0 0 • eM. 
CH' • 0 0 · COM 

OH' , 0 0 · OHIO 

COM • 0 0 10 CH11 

CH311 0 0 II COM 

CH.,3 0 0 14 eH,2 

COM 16 0 0 16 Ott 13 

CHi 11 0 0 ,. COM 

CHI" 0 0 20 CH14 

COM 21 0 0 22 CH1S 

CHl23 0 0 .. COM 

SENSE 25 0 0 ZINC 

BOTTOMVlEW 

MATING CONNECTOft AMP PN 48958-& OR EQUIVALENT 

108mm x 34.7mm 

5802 

VIIIIID 1 0 0 '..,COM 
v_u 30 0 • SNSLO 

IIOCOM I 0 0 • I/O COM 

[~" 0 
0 · ~'] .... 
0 ONPUll 8&T3. 0 11""4 ....... 

II MIl 'Brrln 0 0 

[LSI" 0 
0 , .. rr.] 

WRITE 
0 'I8IT4 IOUTPUTI BIT 3 1& 0 

AOO"" 
BIT Ii 11 0 0 " MSI 

READ ENB 101" 0 0 20 WRITEENaIQI 

Nle 21 0 0 22 RESERVED 

""'''0 0 " ." 
DCOM2& 0 0 " o COM 

BOT1"OMVIEW 

V""AD IS THE ANALOG OUTPUT OF.!NM MODULES 
V_n IS THE ANALOG INPUT Of ~ MODULES 

MATING CONNECTOR AMP PN 4.1·1 Oft EQUIVAlENT 

Figure 8. System Connector Pinout 

ACCESSORIES 
To ease the board design process for designers and to complete 
the 5B Series subsystem solution, the following accessories are 
available. 

CjC Sensors. SIP temperature sensors are available to provide 
cold junction temperature measurement for thermocouple appli
cations on user designed backplanes. These sensors are provided 
on each channel of all backplanes. Model number AC1361. 

Current Conversion Resistors. Supplied with each 5B32 Current 
Input Module, a replacement pluggable resistor (20U) assembly. 
Model number AC1362. 

Single Channel Socket. A single channel test socket with screw 
terminals and cold junction compensation for module evaluation. 
DIN rail compatible. Model number AC1360. 

Rack Mount. A single piece metal chassis for mounting 5B 
Series backplanes in a 19" rack. Model number AC1363. 

Power Supplies. Chassis mounted IA (model number 955), 3A 
(model number 976) and SA (model number 977) 5V power 
supplies are available. 

Cables. A 2' (60cm) 26-pin cable with two connectors, model 
number AC1315. For daisy.chaining 5B02 backplanes, a 26-pin 
cable with three connectors, model number CAB-O I. 

Interface Board. A universal interface board with a 26-pin 
connector in and 26 screw terminals out. Model number 
AC1324. 

Voltage Switch Input Module. A nonisolated, unity gain module 
which allows a preconditioned signal to be connected into the 
5B Series backplane. Model number AC1367. 
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11IIIIIIII ANALOG 
WDEVICES 

ANALOG 1/0 FEATURES 
• Sensor-to-Computer Conditioning and Digitizing 
• Inputs/Outputs: Thermocouples, RTDs, Millivolt, 

Volt, Process Current 
• Communication Interface: RS-485 

Backplane Option of RS-232 or RS-485 
• Field Configurable via Software 

6B11: J, K. T, E, R, Sand B Thermocouple, 
±15 mV to ±5 V, 4-20 mA, 0-20 mA 

6B12: ±150 mV to ±50 V, 4-20 rnA, 0-20 mA 
6B13: 100 fi Pt, 120 fi Ni and 10 fi Cu 
6B21: 0-20 mA or 4-20 mA Output 

• Configurable Parameters Stored in Module's 
EEPROM 

• Autocalibrating, High Performance Integrating 
Converter, No Potentiometers Required 

• Linearized Outputs in Engineering Units 
• Input to Output Isolation: 1500 V rms 

Meets IEEE Standard for CMV Transient Voltage 
Protection (lEEE-STD 472) 

This eight-page data summary contains key specifications to speed 
your selections of the proper solution for your application. Addi
tional information on this product can be obtained by from your 
local sales office. 

Configurable, Analog and Digital 110 
Signal Conditioners 

68 Series I 

• Small Package: 2.3"x3.1"xO.75" 
Modules Plug into Backplane for High Channel 
Density 

• Specifications Valid Over the -25°C to +85°C 
Temperature Range 

DIGITAL I/O FEATURES 
• 24 Channels of Digital 1/0 
• Interfaces with Industry Standard Solid-State Relay 

Panels 
• Readback for Output Monitoring 
• Bit or Byte Addressable 
• Communication Compatible with Analog 1/0 

Backplanes 

APPLICATIONS 
Distributed Data Acquisition and Control 
Test Stand Automation 
Machine Monitoring 
Material Testing 
Energy Management 
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GENJ!R.AL DESCRIPTION 
The.6B Series of modules and boards provide the hardware 
needed to implement a flexible, distributed monitoring and con
trol application. By selecting only the modules and interfaces 
needed and connecting them via RS-485, the data acquisition 
and control strategy can be designed for optimum location of the 
1/0 as well as minimi~g sensor runs. The modularity and con
ftgurability of the 6B Series also makes them very cost effective. 

Analog 110 
The 6B Series analog 110 modules represent a complete sensor
to-RS-485 solution. Each module performs signal conditioning, 
isolation, ranging, AID orDIA conversion and digital communi
cations. The sensors and inputs supported include thermocou
ples, RTDs, millivolt, volt.and current signa1s. The output 
module can drive 0-20 rnA or 4-20 rnA interface valves or actua
tors. All calibration, address and linearizing parameters are 
stored in nonvolatile memory in the module. 

Designed for industrial applications, the 6B Series modules in
corporate transformer based isolation with automated surface 
mount manufacturing technology for increased reliability at 
low cost. These compact, rugged modules can be mixed and 
matched on a 16 channel backplane for high density, remote 
data acquisition and control. 

Unlike conventional signal conditioners, each 6B module is a 
complete microcomputer based data acqnisition system. A big 
advantage of an onboard microcontroller is the ability to recon
ftgure each module for various sensor types and input ranges. 
This reduces the number of different models that have to be 
used in a given application and carried in inventory. Also, by 
distributing the processing needs down to the node level, the 
host is off-loaded for supervisory and higher level control 
functions. 

Interconnection between modules is via an RS-485 bidirectional 
serial bus standard. Communications between modules and host 
is in ASCII over an RS-232 or RS-485 link. Interface .circuitry 
to convert RS-232 to RS-485 is built into the backplane. Baud 
rates are software programmable, and speeds up to 19.2 K baud 
can be selected. 

All modules are fully encapsulated and identical in pinout and 
size (2.3"X3.l"XO.75"). The 6B Series is fully specifted over the 
industrial temperature range of - 25·C to + 85·C. 

Digital 110 
Digital signals can be monitored and controlled in a 6B Series 
RS-485 network by a 24-channel digital 1/0 interface board. 
This subsystem is completely compatible with the 6B Series 
protocol. Connections to 16 and 24 channel solid-state relay 
backplanes is via a SO conductor ribbon cable. This allows inter
facing with inputs and outputs from 4 to 240 V, Power control 
modules are also available that can switch up to three amps and 
come with a variety of ratings for low voltage dc to 280 V ac. 

Similar to the analog modules, the digital 110 subsystem has an 
onboard microcontroller as well as nonvolatile memory. All the 
digital channels are addressable on a byte or bit-by-bit basis. In 
addition, the board can easily be conftgured for its address, 
baud rate and checksum status. 

DESIGN FEATURES AND USER. BENEFITS 
Digitizing and Conditioning: By combining the: .signai condi
tioning and isolation functions wiin the AID or D/A converter, .. 
the task of designing a computer based data· acquisition system 
is greatly simplifted. Since the.RS-485stlmdard is a Par1~ line 
conftguration, multiple 6B modules can be daisy chained. onto 
the same bus. 

Conftgllrable: Each 6B Series module is conftgurable through 
software for many parameters including sensor type, output for
mat, baud rate and checksum status. This can be very useful in 
pilot plant environments where the temperature ranges are not 
known beforehand. An additional beneftt is that inventory can 
be greatly reduced for an application. 

Higb Performance: The high quality signal conditioning com
bined with a precision AID or DIA converter delivers ±0.05% 
accuracy including all temperature effects. For input modules, 
the auto-zeroing feature of the AID converter assure excellent 
zero drift and long term stability; 

SmaIl Size and R.emotely Mountable: A 16-channel backplane 
can be mounted on a 19" rack and occupies only 3.5" of rack 
space. Each backplane has a RS-485 interface on screw terminals 
and an optional converter to RS-232. This allows easy hookup to 
a computer over distances up to 4000 ft (RS-485). 

IlAClCPlAN. 

Figure 1. 6B Series Analog 110 Block Diagram 

Figure 2. 6B Series Digital 110 Block Diagram 
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FEATURES 
• Variety of Signal Source Inputs 

Sensors: Thermocouples and RTDs 
Millivolt and Voltage Sources 
4-20 mA and 0-20 mA Process Current Inputs 

• RS-485 Output 
• Software Configurable for Ranges and Sensors 
• All Configurable Parameters Stored in EEPROM 
• Linearized Output in Engineering Units 
• Mix and Match Input Capability 
• Reliable Transformer Isolation: 1500 V CMV, 

160 dB CMR, Meets IEEE-472: CMV Transient 
Protection 

• Input Protection: 240 V rms Continuous 

DESCRIPT«lN 
The 6B Series input modules cover all signal ranges from 
±15 mV to ±50 V and all thermocouple and RTD types. The 
input signal is conditioned and scaled by the programmable gain 
amplifier and digitized by a 16-bit integrating converter under 
microprocessor control. The conversion rate is 9 samples/sec 
which gives a Nyquist bandwidth of 4.5 Hz. 

The digitized value is passed serially across a magnetically iso
lated barrier (1500 V rms) and clocked in by a custom controller 
chip. The onboard microcontroller then converts the data into 
engineering units as determined by the channel parameters, i.e., 
whether the input signal was from a thermocouple, an RTD or a 
process current. In between conversions the microcontroller 
auto-zeros the offset and gain by monitoring the onboard tem
perature and reference drift. CJC compensation is also per
formed at this stage. 

The 6Blliinearizes and compensates J, K, T, E, R, S and B 
thermocouples and digitizes millivolt and volt ranges from 
±15 mV to ±5 V. The 6BI2 interfaces with high level signals 
ranging from ±150 mV to ±50 V and the 6B13linearizes 100 n 
Pt (alphas of 0.00385 and 0.003916), 120 n Ni RTDs and 10 n 
Cu RTDs. 

The 6B Series modules have a simple master-slave relationship 
with the host and respond only when spoken to. Each module 
has a unique ID number stored in nonvolatile memory for ad-

Analog lID Modules - 68 Series 

dressing. The format is ASCII, and all standard baud rates up 
to 19.2 K baud are possible. Refer to the communication section 
of the data sheet for a summary of the command set. 

Each 6B Series module can be recalibrated in the field or lab to 
an external reference. Similarly it can be reconfigured in the 
field for a different transfer function. All user configured param
eters are stored in the nonvolatile memory (EEPROM) of the 
module. 

INPUT 

CJC 
INPUT 

FLOATING _ iHt: 
POWER =..lIt..: 

CUSTOM 
CMOS 

CONTftOLLER 
CK. 

MICRO
CONTROLLER 

Figure 3. 6B Input Module B/ock Diagram _ GNO 
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FEATURES 
Digitally Controlled Current Loop Output (12-Bits) 
Programmable Output Ranges: 0-20 mAor.4-20 mA 
Active Current Output; External Loop Power Supply 

Not Required 
Common Mode Isolation: 1500 V 

Meets IEEE-Std 472 for CMV Transient Protection 
Normal Mode Output Protection: 240 V rms 
Programmable Slew Rate Limiting 
Output Monitoring and Readback for Fault Datection 

APPUCATIONS 
Distributed Data Acquisition and Control 
Industrial Pilot Plant Control 
Machine Control 
Energy Management 

GENERAL DESCRIPTION 
The 6B21 is an output module in the 6B Series that provides 
0-20 rnA or 4-20 rnA process currents. It is electrically and me
chanically compatible with the existing modules and backplanes. 
It takes a command from the host and converts it into an iso
lated process current suitable for interfacing with valves and ac
tuators. The 6B21 was designed with fault protection as a key 
objective. In addition, the actual current flowing in the current 
loop can be read back by an on-board isolated AID converter. 
The module will revert to a preset output stored in 
EEPROM in case of a brown-out. 

The block diagram for the 6B21 is shown in Figure 4. An on
board microprocessor commuuicates with the host through a 
RS-485 port to exchange command and status information. An 
EEPROM is used to store calibration constants as well as config-

Figure 4. 6B21 Block Diagram 

uration information. The microprocessor also controls the 
output DAC through an optically isolated serial interface. The 
DI A converter drives the current loop through a protected VII 
converter. 

The output monitor is a V/F converter whose frequency is pro
portional to the loop current. This variable signal frequency is 
fed back to the microprocessor through an optical isolator. The 
microprocessor then scales the frequency signal and returns the 
current readback data to the host. A DC/DC converter generates 
25 V @ 25 rnA to power the current loop and output circuitry 
from the +5 V power supply. 

The 6B21 is encapsualted and packaged in a 2.3"x3.I"xO.75" 
module. It is fully specified over the industrial (-25°C to 
+85°C) temperature range. 

Output Module Specifications (typical @ 25°C and +5 V power unless otherwise noted) 

Model 

OUTPUT SPECIFICATIONS 
Range 

Initial Accuracy 
Output Offset 
Span 

Accuracy vs. Temperature 
Output Offset TC 
Gain TC 

Resolution 
Nonlinearity 
Bandwidth 
Settling Time 
Noise (100 Hz Bandwidth) 
Load Resistor 
Normal Mode Protection 
Slew Rate 

READBACK SPECIFICATIONS 
Initial Accuracy 

Output Offset 
Span 

Accuracy vs. Temperature 
Output Offset TC 
Gain TC 

Resolution 
Nonlinearity 

ISOLATION SPECIFICATIONS 
Common Mode Voltage Input to Output 

CMR@6OHz 
Transient Protection 

POWER CONSUMPTION 

NOTES 
t See table for SpecifIC accuracy by range. 
*Specifications same as 6BU. 
Specifications subject to change without notice. 

6B21 

0·20 mA + 10% Overange 
4-20 mA +10% Overrange 

±5 jl.A (±15 !I-A max) 
±0.02% FSR (±0.05% FSR max) 

±I p.A!'C 
±50 ppml"C 
±0.02% FSR 
±0.02% FSR 
100 samples/sec 
I ms to·O.I% FSR 
I jl.A pk·pk 
Ot07500 
240 V rms 
Step Response Plus 0.125 - 128 mNsec in Eleven Binary Ranges 

±IOO jl.A 
±0.5% FSR 

±5 jl.ArC 
±200 ppm?C 
0.5% FSR 
0.5% FSR 

1500 V rms 
90 dB min 
IEEE·Std 472 (SWC) 

1.2W 
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FEATURES 
24 Channels of Digital 1/0 
Interfaces with Industry Standard Digital 1/0 Panels 
High Output Current Capability 
RS·232 Interface to Host (6B50·21 
RS-485 Interface to Other 6B Series Backplanes 
Instruction Set Compatible with 6B Series 
Readback for Output Monitoring 

APPLICATIONS 
Distributed Data Acquisition and Control 
Industrial Pilot Plant Control 
Machine Control 
Energy Management 

GENERAL DESCRIPTION 
The 6BSO is a digital 1/0 board that is compatible with the 6B 
Series at the network level. It takes a command from the host 
and converts it into logic levels suitable for interfacing with in
dustry standard optoisolated digital 110 panels. All 1/0 channels 
can be conflgun.-d for input or output, using bit or byte address
ing. In addition, the status of the port can be read back by the 
host to confirm the 1/0 configuration. 

The block diagram for the 6BSO is shown below. An onboard 
microprocessor communicates with the host to exchange com
mand and status information. An EEPROM is used to store 
system parameters (address, baud rate, etc.) as well as 110 
configuration information. The microcontroller is interfaced to 
8-bit latches and buffers for a maximum of 24 digital 110 chan
nels. Each channel can be set individually as an input or output. 

Similar to other 6B Series backplanes, the 6BSO is available 
with only an RS-48S interface (6BSO-I), or with an additional 
RS-48S/RS-232 converter (6BSO-2). The 6BSO is a 3.47" x 6.5" 
open bf)ard that can be panel or rack mounted. It is fully speci
fied over the commercial (0 to + 70°C) temperature range. 

INTERFACING 
The 6BSO interfaces with industry standard single and quad 
solid-state relay modules. These are available for use with inputs 
and outputs from 4 V to 240 V. Power control modules can 
switch up to three amps and are available in a variety of ratings 
for low voltage dc to 280 V ac. Analog Devices also supplies 16-
and 24-channel digital subsystems (DB-16 and DB-24) that in
terface with the 6BSO through a 50 conductor flat ribbon cable. 

The single channel modules listed below plug into the DB-16 
board. 

Digital lID - 68 Series 

+5V =~:::j=~~os~c~ OND 

Figure 5. 6B50 Block Diagram 

Model Range 

IAI40A AC Input, 140 V 
IA280A AC Input, 280 V 
OAI4OA AC Output, 140 V 
OA280A AC Output, 280 V 
IDOl6 DC Input, 16 V 
ID032 DC Input, 32 V 
OD060 DC Output, 60 V 
OD200 DC Output, 200 V 

The quad modules listed below plug into the DB-24 board. 

Model Range 

OA24OQA 4 Channels Output, 120 V/240 V AC 
OD60Q 4 Channels Output, 60 V DC 
IAI20QA Input, 120 V AC 
IA240QA 4 Channels Input, 240 V AC or DC 
ID32Q 4 Channels Input, 10-32 V DC 
IDI6FQ 4 Channels Fast Input, 16 V DC 

50 I1S Turn-on Time, 100 I1S Turn-off Time 
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BACKPLANES 
Backplane Description 
The 6B Series backplanes, combined with modules, provide a 
complete data acquisition system for end users. Each backplane 
incorporates screw terminals for field wiring inputs and outputs 
and cold junction compensation for ' thermocouple app1ications. 
The communication interface is RS-232 or RS-485 depending on 
the option. ' 

For flexibility in application, one, four and sixteen channel 
backplanes are provided. These can be ordered either with the 
standard RS-485 interface, or with the optional RS-485 to RS-
232 converter. The RS-232 interface allows easy hookup to most 
serial ports, while the standard RS-485 interface can be used for 
daisy chaining additional backplanes. The RS-485 interface can 
drive a twisted pair cable upto a maxintum of 4000 ft. 

BACKPLANE SPECIFICATIONS 
Power 

Channels Interfacel Dintensions Consumption 

6BPOI-l I RS-485 4.25"x 1.37" Passive 
6BPOI-2 1 RS-232 4.25"x2.85" 200mA 
6BP04-1 4 RS-485 3.47"x6.5" 200mA 
6BP04-2 4 RS-232 3.47"x6.5" 200mA 
6BP16-1 16 RS-485 3.47"x 17.4" 200mA 
6BP16-2 16 RS-232 3.47"x 17.4" 200mA 

'All backplanes have the RS-485 interface. 

All 6B Series backplanes require a + 5 V ± 5% power supply for 
the backplane circuitry as well as the modules. Backplanes and 
power supplies can be easily mounted on a rack mount kit 
described below. 

RS-23Z TO/FROM 
HOST COMPUTER 

RTSLED 

DATA LED.-+-----' 

o 

CONFtG JUMPER 

SOFTWARE SUPPORT 
Utility Disk: A test program to evaluate the 6B Series is part of 
the 613 Series User's Manual. This allows for functionalitY of the 
modules to be tested on the bench as well as for prograiruDing all 
parameters, i.e., address, range, output format, checksum 
enable, etc. 

Drivers: Drivers for popular software packages 'are' also available 
as accessories. These drivers provide transparent access to the6B 
Series modules from the serial port, and maintain a userfriendly 
interface. Drivers are currently available for: Control EG*, ' 
LABTECH NOTEBOOKt and THE FIX*. 

LABTEW ACQUIRE: Bundled with every 6B Series order at 
no extra charge, ACQUIRE is a basic software package that sint
plifies the data acquisition and recording process. It provides a 
menu driven software interface for the 6B Series and is very eaSy 
to learn. ACQUIRE features data logging and triggering options, 
as well as several ways to display data graphically. 

·Control EG is a trademark of Quinn-Curtis. 
tLABTECH and LABTECH NOTEBOOK are registered trademarks of 

Laboratory Technologies Corporation. 
*THE FIX is a registered trademark of Inte1lution, Inc. 

1-----------1}{]° 
tWl G:::iI 
.... 1:.10 

r AELD TERMINATION 
BLOCK CJCSENSOA 

AS_ TO/FROM NEXT BACKPLANE; 
AU. SUBSEQUENT BACKPLANES MUST 

BE AS_INTERFACE ONLY 

Figure 6. 6BP16-2 Block Diagram 
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68 Series 

Input Module Specifications (typical @ 25°C and +5 V power) 

Model 6811 6812 6813 

Input Ranges Thermocouple, m V, mV,V,mA Pt, Ni, ell RTD 
V,mA 

Output RS-485 
Accuracyt ±O.OS% or better' ±0.03°C (Pt, Ni) 
Zero Drift ±0.3/-LVrC 

} Combined Effect: ±0.005°CloC Span Drift ± 25 ppml°C max ± 50 ppml°C max 
Common Mode Voltage, Input to Output 1500 V rms Continuous * 
Common Mode Rejection @ 50 Hz or 60 Hz 160 dB 108 dB 

1 kn Source Imbalance 
Norma! Mode Rejection @: SO Hz or 60 Hz 58 dB 56 dB 
Differential Input Protection 240 V rms Continuous 
Input Transient Protection (CMV) IEEE-Std 472 (SWC) 
Input Resistance 100 Mil I Mil N/A 
Bandwidth 4 Hz 
Conversion Rate 9 samples/sec 
Power Consumption I.2W 

Range Accuracy (typical @ 25°C and + 5 V power) 
Hex Typical Maximum Peak-to-Peak 
Code Range Description Accuracy Error Noise Units 

681l 
00 ±15mV ±0.03 ±0.06 ±0.02 % ofFS 
01 ±50mV ±0.015 ±0.04 ±0.01 % ofFS 
02 ±100mV ±0.0055 ±0.03 ±0.005 % ofFS 
03 ±500 mV ±0.005 ±0.03 ±0.002 % ofFS 
04 ±lV ±0.005 ±0.03 ±0.005 % ofFS 
05 ±5V ±0.005 ±0.03 ±0.0015 % ofFS 
06 ±20 mAl ±0.008 ±0.03 ±0.005 % ofFS 
OE J Thermocouple, 0 to 760°C ±OA ±0.75 ±0.14 °C 
OF K Thermocouple, 0 to 1000°C ±O.S ±0.75 ±0.22 °C 
10 T Thermocouple, -100°C to 400°C ±O.S ±0.75 ±0.2 °C 
11 E Thermocouple, 0 to lOOO"C ±0.5 ±0.75 ±O.2 °C 
12 R Thermocouple, 500°C to 1750°C ±0.63 ±l.S ±O.3 °C 
13 S Thermocouple, 500°C to 1750°C ±0.62 ±l.S ±O.4 °C 
14 B Thermocouple, SOO°C to 1800°C ±1.2 ±2.0 ±O.7 °C 

6812 
07 ±50V ±0.006 ±0.03 ±0.004 % ofFS 
08 ±IO V ±0.006 ±0.03 ±0.005 % ofFS 
09 ±SV ±0.006 ±O.03 ±0.006 % ofFS 
OA ±lV ±0.006 ±0.03 ±0.007 % ofFS 
OB ±500 mV ±0.01 ±0.04 ±0.008 % ofFS 
OC ±150mV ±0.03 ±0.06 ±0.02 % ofFS III 
OD ±20 mAl ±0.006 ±0.03 etO.007 % ofFS 

6B13 
20 Pt, -100°C to + 100°C, ex ~ 0.00385 0.02 0.15 0.03 °C 
21 Pt, Ooc to + 100°C, ex ~ 0.00385 0.03 0.15 0.04 °C 
22 Pt, O°C to + 200°C, a = 0.00385 0.03 0.15 0.04 °C 
23 Pt, O°C to +600°C, ex ~ 0.00385 0.05 0.15 0.05 °C 
24 Pt, -100°C to + 100°C, ex ~ 0.003916 0.03 0.15 0.03 °C 
25 Pt, O°C to + 100°C, ex ~ 0.003916 0.05 0.15 0.03 °C 
26 Pt, O°C to +200°C, ex ~ 0.003916 0.03 0.15 0.04 °C 
27 Pt, O°C to +600°C, ex ~ 0.003916 0.04 0.15 0.05 °C 
28 Ni, -80°C to + 100°C 0.05 0.15 0.02 °C 
29 Ni, O°C to + 100°C 0.03 0.15 0.02 °C 
2A Cu, O°C to + 120°C, = 0 n @ 25°C 0.\3 0.5 0.04 °C 
2B Cu, O°C to + 120°C, 10 11 @' 25°C 0.11 0.5 0.04 °C 

NOTE 
lExcluding error contribution from current sense resistor. 

Common Module Specifications 
POWER SUPPLY 

Voltage, Operating +5 V ± 5% 

ENVIRONMENTAL 
Temperature Range 

Rated Performance - 25°C to + 85°C 
Storage -40°C to + 85°C 

Relative Humidity (MIL Spec 202) o to 95% Iii 60°C 
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Digital liD Specifications (typical @ 25°C and +5 V power unless otherwise noted) 
Model 

DIGITALI/O 
Number of I/O 
I/O Circuit Configuration 
Digital Inputs 

High Level Input 
Low Level Input 

Digital Outputs 
High Level Output Current 
Low Level Output Current 
High Level Output Voltage 

COMMUNICATIONS 
RS-232C 

Baud Rates 
Maximum Distance 

RS-485 
Baud Rates 
Maximum Distance 

POWER SUPPLY 
Voltage, Operating 
Current, Quiescent 

SIZE 

ENVIRONMENTAL 
Temperature Range 

Rated Performance 
Storage 

Relative Humidity 

NOTE 
1 Excluding load current. 

Specifications subject [0 change without notice. 

RS-485 FROM PREVIOUS 
BACKPLANE (ON 6850·1 ONLY) 

o 

(ON 6850·2 ONLY) O RS·232 

+5 VOLTS DC RS-.485 TO NEXT 
POWER BACKPLANE 

50-PIN FLAT CABLE 
CONNECTOR 

6850 

24 (Configurable for Input or Output) 
Open Collector Outputs with 47 kfl Pullups to + 5 V 

3.5 V min, 5.25 V max 
0.8 V max 

50j.LA@5V 
100 rnA@ 1.1 V 
5.2S V max 

300,600, 1200,2400,4800, %00, 19.2 K 
50 ft 

300,600, 1200,2400,4800,9600, 19.2 K 
4000 ft 

+5 V ± 5% 
225 mAl 

3.47" x 6.5" (90.68 mm x iM.1 mm) 

o to +70°C 
-40°C to +85°C 
o to 90% Noncondensing 

DB·16OR DB·24 
BACKPLANE 

Figure 7. 6B50 Digital If 0 Board Block Diagram 

Input Connections 

Figure 8. 68 Series Connections 

Output 
Connections 
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Input Module 
Pin Designations 

NIC 25 

xcv-
RTS

PWRCOM 19 

INLO 

CJC EXC 3 

-SNS 

XCV+ 

RTS+ 

20 +!iVPWR 

18 CONFIG 

• IN HI 

• +£XC 

2 +SNS 

Output Module 
Pin Designations 

Nle .. 
XCV+ 

XCV- 23 

" ATS. 
RTS- 21 

+!iVPWR 
PWRCOM " " CONFIG 

LO . HI 
Nle . Nle 
Nle 

2 Nle 
Nle 

68 Module Outline 



~ANALOG 
WDEVICES 

Low Cost, Modular 
Process Control Signal Conditioners 

FEATURES 
• Accepts Process Control Input Signals: 

Thermocouples, RTDs, Current, Millivolt and 
Voltage Inputs 

• Powered Current Input Provides Isolated +24 V 
for a Transmitter 

• Analog Current Output Module 
• Complete Signal Conditioning Function: 120 V RMS 

Field Wiring Protection, Filtering, Amplification, 
1500 V RMS Transformer Based Isolation 

• Operates From +14 V DC to +35 V DC Power 
• Factory Calibrated Accuracy 
• Mix and Match Modularity 
• Custom Ranges Available 

GENERAL DESCRIPTION 
The 7B Series of signal conditioners represents a new level of 
price versus performance for the process control industry. These 
modular, plug-in conditioners accept inputs from the most com
mon process control transducers and signals and provide a high 
level isolated output voltage. Galvanic isolation of 1500 volts rms 
is achieved by transformer based circuitry. Both the signal path 
and the power supply are isolated enabling true channel-to
channel isolation. 

The modules accept a nominal po 
dc with a range of + 14 volts to + 
x 2.1" x 0.60" allows large point c 
taking up a lot of space. All specificatIOns 
to +85°C. 

Isolated input modules are available for J, K, , , R, S a 
thermocouples; platinum, copper and nickel RTDs; and 
rent, voltage and millivolt signals. The isolated powered I 
input module provides + 24 volts for a transmitter and accepts a 
4-20 mA current input. All input modules provide a high level 
1-5 volt output signal, with additional output ranges available. 
An isolated current output module provides a 0-20 rnA or 
4-20 mA signal to the field for control applications. A compact 
sensor for cold junction compensation reduces the space re
quired on the backplane. 

78 Series I 

A variety of backplanes are available to provide a complete solu
tion for the end user or systems integrator. Each backplane con
tains screw terminals for the field wiring connections. A cold 
junction compensation thermistor is installed under the terminal 
blocks on each channe the thermocouple input module 

. s flexibility allows any module 
sed in any channel on the back-

connector is used for system hookup. 
redundant power connections as well as 
r on. Nineteen-inch rack mount kits 

of signal conditioners is designed to provide an 
tive solution to interfacing to transducers in 

OrIng and control systems. These modules can be 
ed into a system as a component or used with Analog De

vices' backplanes to provide a higher level solution. The + 24 
volt power supply requirement and a simple pinout eases the 
integration of the 7B Series into a user designed backplane. Ap
plications requiring monitoring and control of large numbers of 
analog signals are a perfect fit for the 7B Series. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SPECIFICATIONS 
Input· Modules (All specifications are at +25°C. +24 V power.) 

Model 7B30nB31 7B32 7B33 7B34 7B35 71137 

Input Ranges DCmV/DCV Current dcV RTD Current Thermocouples 
Output Ranges 1-5 v, 0-10 V 1-5 V, 2-10 V 1-5 V, 2-10 V * 1-5 V, 2-10 V * 
Accuracy' ±0.1% Span max * * ±0.13%-±0.25% * ±0.1O%-±0.15% 

Span max2 Span Mar 
Nonlinearity ±0.02% max ±0.025% * ±0.05% Span ±0.025% * 

Conformance 
Stability vs. Ambient Temperature 

Input Offset (max) ±lILVt'C / ±5 ILVt'C ±35 ppmf'C ±35 ppml"C ±0.02"CI"C ±25 ppml"C * 
Output Offset ±10 ppmf'C * * * * * 
Span 60 ppmf'C maxl80 ppmf'C max * * * * * 

CMV, Input to Output 1500 V RMS Continuous * * * * * 
CMR @ 50 or 60 Hz, 

1 kO, Source Unbalance 140 dBI120 dB min 105 dB min 160 dB min 105 dB min 160 dB min 
NMR@60Hz 60 dB min NA * NA * 
NMR@50Hz 56 dB min NA * NA * 
Input Protection, Continuous 120 V AC Continuous * * * * 
Voltage Output Protection Continuous Short to Gnd * * * 
Input Transient Protection Meets IEEE-STD472 * * 
Input Resistance lOM0I100kO 2500 lOMOmin 
Bandwidth 3 Hz 100 Hz 3 Hz 
Response Tin1e, 0 to 90% 200 ms max 10ms max 200ms max 
Minimum Output Voltage -1.2 V'/-30 V· * * 
Maximum Output Voltage +7.4 V'I+ * * 
Open Input Response NA Downscale Upscale 
Open Input Detection Time NA 2 s max lOs max 
Power Supply +14 + 18 V to +30 V * 
Power Supply Sensitivity ±0.025% * 
Power Consumption 60 rna max * 
Size (H)(W)(D) * 
Environmental 

Rated Temperature Range -4O"C to +85"C * * * 
Operating Temperature Range -40"C to +85"C * * * * 
Storage Temperature Range -40"C to +85OC * * * * * 
Relative Humidity o to 90%, Noncondensing * * * * * 

NOTES 
1 Accuracy specificstion includes the combined effects of repeatability, hystereSis and linearity and does not include sensor or signal source error. 
2 Accuracy specification is dependent on input range, consult factory. 
'1-5 V output. 
"0-10 V output. 
*Specifications same as 7830. 
Specifications subject to change without notice. 

Input Type / Span Output 

VOLTAGE 
mVDC: 0-10 mY, 0-50 mY, 0-100 mV 1-5 V, 0:-10 V 
V DC: 0-1 V, 0-5 V, 1-5 V 1-5 V, O-io V 
V DC: 0-10 V 1-5 V, 0-10 V 
V: 1-5 V 1-5 V 

PROCESS CURRENT 
4-20mA 1-5 V 
4-20 rna, External 250 0 Resistor 1-5 V 
0-20 rna dcl4-20 rna dc, 

External 250 OResistor 1-5 V, 0-10 V 
4-20 rna Powered Loop Current 1-5 V 

RTDs 
100 0 Pt, 10 n Cu, 120 n Ni 1-5 V, 0-10 V 

THERMOCOUPLES 
J, K, T, E, R, S, B 1-5 V, 0-10 V 

Table I. Input Selection 

Model 

7B30 
7B30 
7B31 
7B33 

7B32 
7B33 

7B30 
7B35 

7B34 

7B37 

PIN DESIGNATIONS 

1/0 & POWER COM 5 
VOUT 4 
+24 VOLTS 3 
INPUT LOW 2 
INPUT HIGH 1 
SENSOR 0 

NOTE 
PIN 0 IS ONLY USED ON THE 
7834 RTD INPUT AND THE 7837 
THERMOCOUPLE INPUT MODULES. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Output Module (All specifications are at +25°C ±5°C, +24 V power.) 

Model 

Input Range 
Output Range 
Load Resistance Range 
Accuracy' 
Nonlinearity 
Stability vs. Ambient Temperature 
CMV, Input To Output 
Normal Mode Output Protection 
Output Transient Protection 
Input Resistance 
Open Input Response 
Open Input Detection Time 
Response Time 0 to 90% 
Output Range 

Minimum Output Current 
Maximum Output Current 

Bandwidth 
Power Supply 
Power Supply Sensitivity 
Power Consumption 
Maximum Input Voltage 
Size 
Environmental 

Rated Temperature Range 
Operating Temperature Range 
Storage Temperature Range 
Relative Humidity 

NOTES 

7B39 

1-5 V, 0-10 V 
4-20 rnA, 0-20 rnA 
o to 750 n 
±0.1% max 
±0.02% max 
±O.Ol%fC max 
1500 V RMS Continuous 
120 V RMS Continuous 
Meets IEEE-STD472 (SWC) 
10Mn 
Downscale 
2 s max 

·10 ms max 

o rnA 
32 rnA 
100 Hz 
+ 14 V dc to + 35 V dc 
±0.012%N 
65 

78 Series 

1 Accuracy specification includes the combined effects of repeatability, hysteresis and linearity. Does not include signal source error. 

Specifications subject to change without notice. 

7B SERIES MODULE OUTLINE 
Dimensions shown in inches and (mm). 

0.040/0.042 
11.0211.01) DIA 

6PLCS 

Module 

~ 1.663142.24) REF~ 

1 
2.11 ±O.02 

'-,r--"'I'I!!'I-,.--n-,r" Jo.51) 

--r 
0.210 :to.D05 
15.33 ±0.121) 

~"3:Or"00r(:1~1;~;;'~) 
0.400110.2) r- 0.200 15.08) 

~:' ::'~',~ ~I -;1;--;1""",;--;1---:--+1 ,-,-T '0-.300-----,'" 

~ -0 0 0 0 0 --*-17.621 f-i:.'2D :O~1~~~ 
5 4 3 2 0 t 

~--e t 

~OTTOM VIEW ~ 0.30 ±0.01 
1.700 ;:to.005 (7.6 ::1:0.25) 
(43.8 ±O.127) 

~63114!lJ 
,REF _, 

Fastening Screw 

PHIL&:: :E~~ED. 0.219 15.563) 
#4 HEAD PER 1Ft STDS~REF 

THREAD 
4-40 UNC 

........ ~ 
0.080 (2.032) REF 

0.095 
12.41) 

= 

1.32 ::to.03 
133.53 ±0.16) 

2.32 :to.OO, -0.06 
158.93 ±O.OO, -0.152) 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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SYSTEM DESIGN FEATURES 
• Power Supply Range of +14 Volts to +35 Volts 
• Single Threaded Insert for Module Hold Down 
• Accepts Thermistor for Cold Junction Compensation 

SYSTEM DESIGN INFORMATION 
The 7B Series was designed to be easily integrated into a process 
control system. The pins and the hold down screw fit into the 
same sockets as those used with the solid-state relays. The ther
mistor recommended for cold junction compensation is commer
ciallyavailable. The pins are 0.040" in diameter and 0.210" 
extending from the bottom of the case. The millivolt, volt and 
current input modules and the current output module have five 
pins and the thermocouple and RTD modules have six pins 
each. The RTD module requires three field wiring connections, 
all others need two. 

BASIC DESIGN GUIDELINES 
Modules may be mounted in any position and will normally be 
placed next to the screw terminals connecting to the associated 
field wiring. The temperature sensor is used only by the ther
mocouple modules; but if it is installed in each channel, then 
modules can be inserted in any channel depending upon the ap
plication. The operation of the non-thermocouple modules is not 
affected by the temperature sensor. This sensor must be 
cally close to the terminals where the thermoc 
nects to copper. Because the low 
Series modules minimizes temper 
plane, no special precautions are n 
ature sensing. 

Provisions must be made for a current sense 
current inputs and the 7B32 with the internal nse resist 
not being used. The the screw terminals for the field wirin 
connections are large enough the resistor can be connected 
recdy on the termina1s. Provisions can also be made to use the 
pluggable current sense resistor offered as an accessory. 

The width of the modules permits installation on 0.625" centers 
where required, but consideration must be given in each appli
cation to the required distance between backplane conductors 
where large interchannel voltages exist or code requirements ap
ply. The isolation specification may be downrated due to the 
module spacings. 

MODULE DESCRIPI'IONS 

7B30 and 7B31: Isolated Millivolt and Voltage Input 
The 7B30 and 7B31 a millivolt and volt signals, respec-
tively. They ea isolated + 1 to + 5 volt or 0 to + 10 
volt 0 ules have standard ranges from 

or a custom range can be specified 
7B31 can be used with the AC1372 cur
vide a current input module with a 0 to 

odules have a 3 Hz bandwidth. 

block diagram of the 7B30nB31. The high 
ermina1s are protected for up to 120 V rms. The 
Is of the 7B3l are attenuated and both modules 
low pass filter on the input. A low drift ampli-

e gain of the module. The signal is modulated 
passed across a transformer supplying 1500 volts of isola

tion. The signal is then demodulated so the original signal is 
recovered. The tWo pole output filter and buffer ensure a clean 
low noise signal on the output. The power supply section of the 
module is also isolated allowing channel-to-channel isolation. 

SIGNAL 

PROT 
& 

LPF 
(ATTN 

ON 
7831) 

,..-__ -,ISOLATION,..-__ ., 

Figure 1. 7B30flB31 Block Diagram 

POWER 
OSC 

2-POLE 
FILTER 

& 
AMPLIFIER 

4 

3 
--oVs 

5 

~COM 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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78 Series 
SIGNAL 

.----.., ISOLATION .--__ -, 

PROT 
& 

LPF 

MOD 

2·POLE 
ALTER 

& 
AMPLIFIER 

4 
VOUT 

3 
---0 Vs 

5 rCOM 
Figure 2. 7B32 Block Diagram 

7832: Isolated Current Input 
The 7832 accepts a 4-20 mA current input and provides a + I 
to + 5 volt output. The 7832 incorporates an internil1 protected 
current conversion resistor allowing the process current to be 
directly connected to the module without compromising system 
integrity. The internal resistor allows the module calibration to 
include the current sense resistor. Downscale open in 
tion and a bandwidth of 100 Hz is feature 

Figure 2 is a functional block 
features input protection of 12 
filter on the input. The input 
signal and then modulated to pass ac 
rier. The isolated signal is then demo 
filtered to provide a clean output voltage 
put current. 

The 7832 is available with a + 1 to + 5 volt output. If nt 
input module with a 0 to + 10 volt output is desired, a standard 
7831 with a + I to + 5 volt input and a 250 n current conver
sion resistor (model AC1372) can be used. In applications where 
an external current sense resistor is preferred, the 7833 voltage 
input module and the current sense resistor can be used to allow 
a + 1 to + 5 volt output. 

7833: Isolated High Level Voltage Input 
The 7833 accepts a + 1 to + 5 volt input signal and provides a 
+ I to +5 volt output with a signal bandwidth of 100 Hz. 

block diagram of the 7833. The two 
ected for the hookup of 120 V rms. A 
input provides downscale open input 

2 seconds of a break on the input. A low pass 
low drift amplifier insure a clean signal 

The signal is modulated and passed 
er to provide 1500 V rms common mode 

The signal is recovered by the demodulator and fed 
2-pole filter and buffered to provide a clean, low im

put signal. 

volt power input to the 7833 provides power for the 
output stage and is passed across a second transformer in order 
to provide isolated. power for the input circuitry. This ensures 
channel-to-channel isolation of the modules. 

The 7833 is available with a + 1 to + 5 volt input and a + I to 
+ 5 volt output, this module has no provisions for gain or atten
uation or custom ranges. The 7830 and 7831 mVand V input 
modules should be used for custom ranges or different input or 
output ranges. IE 
The 7833 can be used with a 250 n resistor as a current input 
module. This external current sense resistor allows the current 
loop to be maintained if the module has to be removed. 

SIGNAL 
....-__ -,ISOLATIONr-__ .., 

2.2 
2 MO PROT 

& 
LPF 

MOD 

POWER 
ISOLATION 

DEMOD 

POWER 
SUPPLY .-.--...II~ POWER 

OSC 

Figure 3. 7833 Block Diagram 

4 ...----0 VOUT 

3 
--0 Vs 

~COM 
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SIGNAL 
ISOLATION 

r---~ ~--~ 

2-POLE 
FILTER 

& 
AMPLIFIER 

4 
VOUT 

Figure 4. 7B34 Functional Block Diagram 

7B34: Isolated Linearized RTD Input 
The 7B34 accepts inputs from 100 0 platinum (DIN and JIS 
alphas), 1200 nickel and 100 copper RTDs and provides a lin
ear voltage output. The 7B34 is available with a + 1 to + 5 volt 
or a 0 to + 10 volt output range, all ranges feature a 3 Hz band
width. Three wire lead compensation is provided, and 2, 3 or 4 
wire RTDs may be used. Upscale open input protection is 
vided on the signal leads. 

Figure 4 is a functional block diagr 
uses three pins for the RTD input, 
third for the excitation. All three in 
for up to 120 V rms. Low drift sensor exci 
0.25 rnA is provided for platinum and nickel 
current for copper RTDs. A current source i to the 
tation current source is connected to the third lead of the R 
to cancel the effects of lead resistance. This current also flo 
through Rz, chosen to represent the RTD value of the zero out
put to voltage of the module. This signal is then amplified and 
modulated to be passed across the isolation barrier. The original 
signal is recovered in the demodulator stage. A two pole filter 
and a buffer ensure a clean low noise output voltage is provided. 

The + 24 volt power is also isolated by transformer coupling to 
provide channel-to-channel isolation and signal to power isola
tion. The 7B34 will accept power supply inputs from + 14 volts 
to + 35 volts. 

POWER 
SUPPLY 

7835: Isolated Powered Current Loop Input 
The 7B35 accepts a 4-20 rnA current input and provides the 
loop power for a transmitter. This module features downscale 
open input detecti dwidth of 100 Hz. The module 

o current sense resistor eliminating 
. A + 1 to + 5 volt output range is 

am is shown in Figure 5. The two 
for 120 V rms. A one-pole input 

uency noise. A 250 0 current conver
verts the signal to a voltage to be amplified. The 

ulated and passed across the galvanic isolation 
er to provide 1500 volts of common mode isola

ator reclaims the original signal, which is fil
buffered to give a clean, low noise output voltage. 

The power supply for the module is also isolated and the mod
ule will accept power inputs from + 18 volts to + 30 volts. 

SIGNAL 
,...---, ISOLATION ,...---., 

2-POLE 4 FILTER 
MOD DEMOD & VOUT 

AMPLIFIER 

3 
.--0 Va 

5 

DRIVER POWER 
~COM 

OSC 

Figure 5. 7B35 Functional Block Diagram 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
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78 Series 

22nA 
SIGNAL 

TCcEt: P~T 
~~E-N-S-OR""':_LP_F~ 

ISOLATION 

2-POLE 4 
MOD DEMOD ALTER VOUT 

8. 
AMPLIFIER 

POWER 3 
ISOLATION ~Vs 

II 
6 

POWER POWER 
rOOM SUPPLY OSC 

Figure 6. 7B37 Block Diagram 

7837: Isolated Thermocouple Input 
The 7837 accepts inputs from}, K, T, E, R, Sand 8 type 
thermocouples and provides a nonlinearized + 1 to + 5 volt or 0 
to + 10 volt output. Upscale open thermocouple detect" . 
featured within 10 seconds of a break in in 
wiring. This module is designed to 
sation from a thermistor moun 
the field wiring terminals. 

There are standard ranges availa 
and custom ranging is available to map a 
the full output span. 

Figure 6 is a functional block diagram ofthe 7B37. In 
accommodate the C}C input, the 7B37 uses three input 
Cold junction compensation circuitry corrects for the effects of 
connecting the thermocouple wires to the screw terminals on the 
backplane. Upscale open input detection is provided through the 
22 nA current source. The input terminals are protected for the 
inadvertent connection of 120 V rms. A one-pole low pass fllter 
on the input rejects high frequency noise. The input signal is 
offset to set the zero scale input value. A low drift amplifier pro
vides a stable signal into the modulator; 1500 volt signal isola
tion is provided by transformer coupling. A demodulator on the 
output side recovers the original, which is buffered and flltered 
to provide a clean output signal. 

SIGNAL 

Output 
1 to + 5 volt or 0 to + 10 volt input 

nd provides a galvanically isolated 
o rnA current output to the field wiring capable 

load at +24 volt power. The bandwidth is 

oc diagram is shown in Figure 7. The module 
input signal from the user's system, typically a DI A. 
is buffered and then modulated to be passed across 

er isolation barrier. After the signal is demodu-
, nverted to an output current. The output current 
is floating. The output terminals are protected even if a 

120 V rms signal is connected. 

A single +24 volt power supply drives the module's power 
transformer and the clock oscillator. The power is isolated from 
the input signal. 

4 
,--__ ., ISOLATION ,--__ ., 

3 
Vso--

5 

ooM~ 

PROT 

POWER 
OSC 

MOD DEMOD 

DRIVER ~~~~ 1----... 

Figure 7. 7B39 Functional Block Diagram 
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BACKPLANE FUNCTIONAL DESCRIPTION 
The 7B Series includes a variety of backplanes to address end 
user and evaluation needs. Backplanes are available in 16-, 8-
and 4-channel sizes. The 16- and 8-channel backplanes can be 
mounted in a 19" by 3.5" panel space. The 4-channel backplane 
is ideal for evaluation purposes or small point count applica
tions. 

CHANNEL • CHANNEL , CHANNEL ,. 

Each backplane channel has three screw terminals for field con
nections. The field connections accept transducer or signal in
puts and provide excitation and current outputs when needed. A 
cold junction compensation sensor is mounted underneath the 
screw terminal block on each channel to accommodate thermo
couple modules. Each YO channel has six pin sockets to ensure 
interchangeability of the modules. A standard D type 25-pin 
connector is used for system interface on the 16-channel back
plane. The connector provides 16 single ended input and/or out
put signals. 

Figure 8. 7BP16 Block Diagram 

All 7B Series backplanes have three power supply connections. 
The modules can accept power supply levels from +14 to +35 
volts. Two connections are used for a primary + 24 volt power 
input and a backup power supply. A series diode is used to 
sense the power supply. If one supply fails, the other supply can 
take over. The diode also provides reverse power connection 
protection. The third power connection can be used for a+ 15 
volt power supply since there is no diode drop in the 
fect the power supply level. A LED on 
the power status. 

BACKPLANE SPECIFICATIONS 

7BP16 

Channels 16 

External Power 
Requirement +14 V to +35 V * * 

CHO 

COM 

CHI 

7BP16 

0 0 0 0 
0 0 

0 
0 
0 
0 
0 
0 
0 

21 0 
23 0 
25 

2 CH8 

4 CH9 

6 COM 

8 CH 10 

10 CH 11 

12 COM 

14 CH 12 

16 CH 13 

18 COM 

20 CH 14 

22 CH 15 

24 COM 

Cold Junction Sensor On Each Channel * * Figure 9. System Connector Pinout 

Size 3.5"xI7.4" 

*Specifications same as 7BP16 

Bottom View 

ACCESSORIES 
To facilitate system design with the 7B Series the following ac
cessories are available: 

CJC Sensor. The thermistor used for cold junction compensa
tion is available for integmtion into a custom designed back
plane. This sensor is installed on each channel of the backplane. 

Current Conversion Resistor. This encapsulated, precision 
250 n resistor can be used with the 7B33 Isolated Voltage Input 
Module to convert a 4-20 rnA current input to the 1-5 volt in
put for the module. 

Rack Mount. A single piece metal chassis for mounting a 7B 
Series backplane in a 19" mck. Model number AC1363. 

Power Supply. Chassis mounted + 24 volts at 1 amp power 
supply, capable of supplying a l6-channel backplane. 

Cables. A 2 foot cable with a 25-pin D type connector and a 
26-pin connector is available to connect the 7B Series backplane 
to systems compatible with the 3B and 5B Series families. 

This information applies to a product under development. Its characteristics and specifications are subject to change without notice. 
Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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t Selection Guide 
§ Digital Panel Instruments 
~ 
r-

~ Digital Panel Meters 
~ 
~ FS Data Display 

:ti Model Digits Range Output Type Page Comments 
c: AD2026-1 3 -99 mV to +999 mV NIA LED 14-11 +5 V Power § AD2010 3 112 ±199.9 mV BCD LED 14-7 +5 V Power 

(jj AD2021 3 112 ±199.9 mY, ±1.999 V, ±19.99 V Serial LED 14-9 +5 V Power 
AD2026-2 3 -99 mV to +999 mV NIA LED 14-11 Line Power 

Digital TemperaturelTransducer Meters 
Digital 

Model Interface Readout Data Output Page Comments 

ADZOSO Thermocouple LED 3 112 Digits 7-Bit Character Serial ASCII 14-13 Self-Calibrated, User Specified Thermocouple 
ADZOSI Thermocouple LED 3 112 Digits 7-Bit Character Serial ASCII 14-13 Self-Calibrated, Switch Selected Thermocouple 
AD2060 RTDlThermister LED 3 112 Digits 7-Bit Character Serial ASCII 14-15 Self-Calibrated, User Specified RTDlThermister 
AD2061 RTDIThermister LED 3 112 Digits 7-Bit Character Serial ASCII 14-15 Self-Calibrated, Switch Selected RTDlThermister 
AD2070 Thermocouple LED 4 112 Digits 7-Bit Character Serial ASCII 14-17 Self-Calibrated, Autoranging Thermocouple 
ADZ07l Thermocouple LED 4 112 Digits 7-Bit Character Serial ASCII 14-17 Self-Calibrated, Autoranging Thermocouple 



A digital panel instrument is a self-contained instrument designed 
for panel mounting. It contains circuitry for measuring analog 
quantities, converting them to digital and providing a numeric 
readout. In addition, it usually provides data outputs for interfacing 
with a printer and/or a computer system. 

Digital panel instruments manufactured by Analog Devices fall 
into two classes: digital panel meters for voltage measurements 
and microprocessor-based digital thermometers to read out 
temperature measurements from user-chosen sensors. A digital 
panel meter measures voltage, generally with fractional-millivolt 
resolution. A temperature meter accepts inputs from standard 
thermocouples, RTDs, and thermistors, and provides readouts 
directly in temperature, to 3 112 or 4 112 digits; thermocouple 
meters provide reference-junction compensation and linearization, 
while RTD/thermistor meters also provide current excitation for 
RTDs and thermistors. 

Two useful publications from Analog Devices may be helpful in 
understanding the issues involved in signal conditioning and 
data conversion: Analog-Digital Conversion Handbook, third 
edition (1986, $32.95) and Transducer Interfacing Handbook 
(1980, $14.50). Both are available from the Analog Devices 
Literature Center at P.O. Box 9106, Norwood MA 02062-9106. 

A DPM samples the input voltage periodically, converts that 
voltage to digital, and displays the corresponding reading visually. 
A digital panel meter, then, consists of four basic functional 
sections: the input section, including signal conditioning and 
analog to digital conversion circuitry; the display; the data outputs 
and the power supply. 

Processing the Input Signal 
The primary function of the input section is to convert an analog 
input voltage into a digital signal for display. Besides this basic 
function, the input section also buffers the input to provide a 
high input impedance, prevent circuit damage in overvoltage 
conditions, reject both normal-mode and common-mode noise 
on the input signal, compensate for large variations in operating 
temperature and sometimes even measure the ratio of two separate 
input voltages. 

The analog to digital conversion scheme used on most DPMs is 
the dual-slope type due to its inherent stability and normal-mode 
noise rejection. The dual-slope converter can also be used to 
measure the ratio of two input voltages in some DPM designs. 
Lower-resolution DPMs sometimes use staircase or single slope 
converters which require RC filtering of the input signal for a 
normal-mode-noise rejection. 

The input of the DPM may be single-ended, differential or 
floating. Single-ended inputs measure the input voltage with 
respect to input common and may require some care in application 
to avoid ground loop problems. To prevent ground loops, some 
of Analog Devices' DPMs use a "limited differential input," 
where a resistor separates analog and digital grounds allowing 
up to 200mV of common-mode voltage and providing up to 
60dB of common-mode rejection. 

AC-powered DPMs can be floated on the power-supply trans
former to provide isolation and CMR. For example, the line
powered AD2026-2 has floating inputs with 116dB of CMR and 
a 1,000-volt common-mode rating. 

Orientation 
Digital Panel Instruments 

Displaying the Data - Digital Outputs 
Once the input signal is digitized, it is decoded and displayed 
on a digital readout. Analog Devices DPMs use large seven
segment light-emitting diode (LED) displays. 

DPM full-scale range, including overrange, is defined by the 
number of digits and polarity. In mixed-fraction designations 
(e.g., 3 112 digits), a full digit is one capable of displaying any 
numeral from 0 through 9. The fraction generally means the 
ratio of the display's maximum leading digit to the power of two 
that corresponds to the number of overrange bits; for example, 
a 3 II2-digit meter's maximum reading is 1999, a 4 3/4-digit 
meter's maximum reading is 39999. 

Since the visual display of a DPM must be in a decimal format, 
counter chips used in DPM conversion circuitry are generally 
binary-coded decimal (BCD) types. The data output format 
depends on the circuit design of the meter; for example, the 
AD2010 has parallel BCD data outputs with all BCD bits available 
simultaneously, while the AD2021 has character-serial outputs -
each BCD digit is gated onto a single set of parallel output lines 
in sequence. The latter technique requires fewer connections 
and simplifies data interfacing. 

Digital data outputs from DPMs are generally compatible with 
DTL or TTL logic systems; many DPMs are also compatible 
with CMOS logic. 

Control 
The kinds and number of control inputs and outputs - and 
their interpretation - may differ from one model to another, but 
they are well defined on the data sheets. Examples of typical 
control functions that may be found in DPMs include triggering 
of conversions, external hold, decimal points (jumper or logic
programmable), display blanking and status output. 

DIGITAL TEMPERATURE METERS 
Microprocessor-based devices in this class include the AD20501 
AD2051 Thermocouple Meters, the AD20601 AD2061 Autoranging 
RTDlThermistor Meters and the AD2070/AD2071 Autoranging III 
Thermocouple Meters. 

In addition to the basic panel-meter circuitry, these instruments 
have signal-conditioning front ends with overvoltage protection 
and open-sensor detection, automatic self-calibration and sophis
ticated output options. Besides linearization, their functions 
include cold-junction compensation for thermocouples and exci
tation for RTDs and thermistors. They read out in degrees 
Fahrenheit or Celsius, and the autoranging types choose between 
0.10 and 10 resolution, depending on range. 

The AD2050, AD2060, and AD2070 are dedicated instruments 
for optional specific sensor types (e.g., type K thermocouple), 
while the AD2051, AD2061, and AD2071 are "universal instru
ments" for anyone of a set of specified sensors, programmable 
by the user to meet the needs of the application. 

Communication options simplify temperature recording with 
computers, strip-chart recorders or printers. In addition to 7-bit 
character-serial ASCII outputs, the user has the option of a 
linearized analog output for strip-chart recorders, and serial 
ASCII output in two forms: isolated 20rnA digital current-loop 
and/or nonisolated TTL. The AD2070/AD2071 has optional 
isolation for all data outputs, including RS-232. 

DIGITAL PANEL INSTRUMENTS 14-3 



Understanding Performance Specifications 
Resolution, Accuracy and Srabililjl - these three specs are very 
important in the selection of a PPM. Although more digits may 
mean more resolution, the digitS themselves are useless unless 
the accuracy is sufficient for the digits to have real meaning. 
Therefore, accuracy and resolution should be comparable. 

Besides temperature variations, there are three components of 
DPM inaccuracy: zero offset error, gain error and quantization 
error. In any device using a counter and clock to determine a 
digital output, there is always a potential ± 1 count error in the 
output. This is caused by the timing of the input gate of the 
counter; when the gate closes asynchronously with the clock, a 
clock pulse that occurs just as the gate closes mayor may not be 
counted, hence the fixed ± 1· digit inaccuracy. 

Zero-level offsets in the analog circuitry cause errors specified as 
a percentage of full-scale reading. These errors can be corrected 
by a zero-calibration potentiometer requiring periodic resetting, 
or by internal calibration circuits that set the zero level automat
ical�y between each pair of readings, assuring po zero-level 
contribution to the error. 

Gain variations occur as a function of signal level in the analog 
circuitry and produce errors which are specified as a percentage 
of the reading. These are the hardest errors to design out of a 
DPM circuit, but they can be minimized by component specifi
cation and selection. A range potentiometer is used for periodic 
adjustment of the gain. Gain errors may a1sO be calibrated out 
in "smart" instruments having an automatic internal calibration 
facility (e.g. AD2070). 

Since all the electronic components used in· the design of a 
DPM have some temperature dependence, one can expect the 
accuracy of the DPM to be affected by changes in operating 
temperature. If automatic zero correction circuitry is not used, 
the zero level may drift with temperature. Variations in the 
reference voltage circuitry and its associated switches will cause 
changes in the gain of the DPM, but careful selection and matching 
of components can minimize this error. 

To illustrate these specifications, consider a 3 112 digit DPM 
(1999 counts full scale). The resolution of the unit is the value 
of one digit, I part in 2(}()() or 0.05% of full scale. If the accuracy 
is comparable to the resolution (exclusive of digital indecision), 
the DPM should have a maximum error of ±0.05% ± 1 digit. 

Temperature coefficient specifications for a DPM should be 
very good to maintain the accuracy. A tempco of only 5Oppml"C 
(0.005%I"C) will produce an additional error of ±0.05% over a 
range of only ± 10°C. 

Since each manufacturer tends to use a different method of 
specifying accuracy and temperature coefficients', specifications 
must be expressed in common terms to be comparable. 
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DEFINITIONS - DPM TERMS & SPECIFICATIONS 
Accuracy (Absolute): DPMs are calibrated with respect to a reference 
voltage which is in turn calibrated to a recognized voltage standard. 
The absolute accuracy error of the DPM is the tolerance of the 
full-scale set point referred to the absolute voltage standard. 

Accuracy (Relative): Relative accuracy error is the difference 
between the nominal and actual ratios to full scale of the 
digital output corresponding to a given analog input. See also: 
Lineariljl. 

Automatic Zero: To achieve zero stability, a time interval during 
each conversion is provided to allow the circuitry to compensate 
for drift errors, thereby providing virtually no zero drift error. 

Bias CUTTent: The current required from the source at zero 
signal input by the input circuit of the DPM. Bias current is 
normally specified at typical and maximum values. Analog Devices' 
DPMs using transistor input circuitry are biased current sinks. 

Binary Coded Decimal (BCD): Data coding where each decimal 
digit is represented by a group of 4 binary coded digits (called 
"quads"). Each quad has bits corresponding to 8, 4, 2 and 1 
and 10 permissible levels with weights 0-9. BCD is normally 
used where a decimal display is needed. 

Bipolar: A bipolar DPM measures inputs which may be of either 
positive or negative polarity and automatically displays the polarity 
as well as the magnitude of the input voltage on the readout. 

Character Serial BCD: Multiplexed BCD data outputs, where 
each digit is gated sequentially onto four common output lines. 

Common-Mode Rejection: A differential-input DPM will reject 
any input signals present at both input terminals simultaneously 
if they are within the common-mode voltage range. Common
mode rejection is expressed as a ratio and usually given in dB. 
(CMR = 20 log CMRR 120dB of common-mode rejection.) 
(CMRR = 106) means that a lOV common-mode voltage is 
processed as though it were an additive differential input signal 
of 10,.. V magnitude. 

Common-Mode Volrage: A voltage that appears in common at 
both input terminals of a device, with respect to its ground. 

Conversian Rate: The frequency at which readings may be pro
cessed by the DPM. Specifications are typically given for internally 
clocked rates and maximum permissible externa11y-triggered 
rates. 

Conversian Time: The maximum time required for a DPM to 
complete a reading cycle, specified for the full-scale reading. 

Dual-Slope Conversion: An integrating AID conversion technique 
in which the unknown signal is converted to a propOrtional time 
interval, which is then measured digitally. This is done by inte
grating the unknown for a predetermined time. 



Then a reference input is switched to the integrator, and integrates 
"down" from the level determined by the unknown, until a 
"zero" level is reached. The time for the second integration 
process is proportional to the average of the unknown signal 
level over the predetermined integrating period. 

Input Impedance: The complex ratio of signal voltage to signal 
current at the input terminals. For dc measuring DPMs, the 
input is measured at dc. For ac measuring DPMs, it is expressed 
as a dc resistance shunted by a specified capacitance. 

Linearit,y: The conventional defmition for nonlinearity of a DPM 
is the deviation from a "best" straight line which has been fitted 
to a calibration curve. Analog Devices defmes nonlinearity as 
the deviation from a straight line drawn between the zero and 
full-scale end points. Not only is this an easier method for customer 
calibration, it is also a more conservative method of specifying 
nonlinearity. 
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Normal-Mode Rejection: Filtering or integrating the input signal 
improves noise rejection of undesired signals present at the 
analog high input. Normal-mode rejection is expressed as the 
ratio of the actual value of the undesired signal to its measured 
value over a specified frequency range. (NMR (dB) = 20 log 
NMRR, e.g. NMR = 40dB means an attenuation of 100:1.) 

Ooerload: An input voltage exceeding the full-scale range of the 
DPM produces an overload condition. An overload condition is 
usually indicated by conspicuous manipulation of the display 
such as all dashes, flashing zeros, etc. On a 3 112 digit DPM 
with a range of 199.9mV, a ",,200mV, signal will produce an 
overload condition. 

Overrange: An input signal that exceeds all nines on a DPM, 
but is less than an overload. On a 3 112 digit DPM with a full-scale 
range of 199.9mV, the all-nines range is 0-99.9mV, and signals 
from 100-199. 9m V are said to fall in the 100% overrange region. 
Some DPMs have higher overrange capability. A 3 3/4 digit 
DPM has a full-scale range of 3.999 or 300% overrange. 

Overvoltage Protection: The input section of the DPM must 
provide protection from large overloads. Specifications are given 
for sustained dc voltages that can be tolerated. 

Parallel BCD: A data output format where all digital outputs 
are available simultaneously. 

Range (Temperature Operating): The range of temperatures 
over which the DPM will meet or exceed its performance 
specifications. 

Range (Full Scale): The range of input signals that can be measured 
by a DPM before reaching an overload condition. A 3 112 digit 
DPM's full-scale range consists of three digits (all-nines range) 
and 100 percent overrange capability. 

Ratiometric: Dual Slope DPMs compare voltage inputs to a 
stable internal reference voltage. In some systems, the voltage 
being measured is a function of another voltage, and accurate 
measurements should be made as the ratio of the two voltages. 
Some DPMs provide inputs for external reference voltages for 
ratiometric measurements. 

Resolution: The smallest voltage increment that can be measured 
by a DPM. It is a function of the full-scale range and number 
of digits of a DPM. For example, if a 3 112 digit DPM has a 
resolution of 1 part in 2000 (0.05%) over a full-scale range of 
199.9mV, the DPM can resolve O.lmV. 

Digits Counts (F.S.) Resolution (% F.S.) 

2112 199 0.5% 
3 999 0.1% 
3112 1999 0.05% 
33/4 3999 0.025% 
4 9999 0.01% 
4112 19999 0.005% 
43/4 39999 0.0025% 

Temperature Coefficient: The additive error term (ppm/"C or % 
Reading/°C) caused by effects of variations in operating temper
ature on the electronic characteristics of the DPM. 

Unipolar Input DPM: A DPM designed to measure input voltages 
of only one polarity. 
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Grounding Configurations of DPMs 

14-6 DIGITAL PANEL INSTRUMENTS 



11IIIIIIII ANALOG 
WDEVICES 

FEATURES 
LED Display with Latched Digital Outputs 
Small Size, Lightweight 
Automatic Zero Correction; Max Error: 0.05% ±1 Digit 
High Normal Mode Rejection: 40dB @ 50 or 60Hz 
Optional Ratiomatric Operation 
Leading "0" Display Blanking 
5V dc Powered 

APPLICATIONS 
Medical/Scientific/Analytic Instruments 
Data Acquisition Systams 
Industrial Weighing Systams 
Readouts in Engineering Units 
Digital Thermometars 

GENERAL DESCRIPTION 
Analog Devices' model AD2010 represents an advance in pricel 
performance capabilities of 3~ digit digital panel meters. The 
AD2010 offers 0.05% ±l digit maximum error with bipolar, 
single ended input, resolution of 100~.tV, and a common mode 
rejection ratio of 60dB (CMRR) at ±200mV (CMV). 

The AD2010 features a light-emitting·diode (LED) display 
with a full scale range of 0 to ±199.9 millivolts, latched digital 
data outputs and control interface signals, and leading zero dis
play blanking. Automatic-zero correction circuitry measures 
and compensates for offset and offset drift errors, thereby 
providing virtually no error. Another useful feature of the 
.AD2010 is its 5V dc operation. The AD2010 can operate from 
the users' 5V dc system supply, thereby eliminating the shield
ing and decoupling needed for line powered units when the ac 
line must be routed near signal leads. 

To satisfy most application requirements, the conversion rate 
of the AD2010 is normally 4 readings per second. However, an 
external trigger may be applied to vary the sampling rates from 
a maximum of 24 readings per second down to an indefinite 
hold time. The AD2010 can also be connected for automatic 
conversion at its maximum conversion rate. During conversion, 
the previous reading is held by the latched logic. The numeric 

For detailed infonnation, contact faaory. 

Low Cost, 3 1/2 Digit 
DPM for OEM Applications 

AD2010 I 
AD2010 FUNCTIONAL BLOCK DIAGRAM 

ANALOG IN 

ANALOG GND 

DIGITALGND 

sv ... 

ANALOG seCTION 

3" DIGIT A TO D 

ANALOG 
CONVERSION Y >
- CIRCUITRY iii 

OWu 
iN~ 

DIGITAL SECTION 

1888 
LED DISPLAY 

BCD DATA 

{

POLARrTY SIGNAl 
OVERLOAD SIGNAL 

'-----.,/ OVERRANGE SIGNAL 
STATUS SIGNAL 

readout is available as BCD data. Application of the metering 
system in a computer or data logging system is made easy with 
the availability of the "overrange," "polarity," "overload," 
and "status" signals. 

A simplified block diagram of the AD2010, illustrating the 
features described above is shown in Figure 1. 

IMPROVED NOISE IMMUNITY, ACCURACY AND 
ZERO STABILITY 
Dual-slope integration, as used in the AD2010 and as described 
in the the,?ry of operation section, offers several design benefits. 
• Conversion accuracy, for example, is independent of both 

the timing capacitor value and the clock frequency, since 
they affect both the up ramp and down ramp integration 
in the same ratio. 

• Normal mode noise at line frequencies or its harmonics is 
rejected since the average value of this noise is zero over the n 
integration period. ~ 

• To achieve zero stability, a time interval during each conver
sion is provided to allow the automatic-zero correction cir
cuitry to measure and compensate for offset and offset drift 
errors, thereby, providing virtually no zero error. 
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SPECIFICATIONS (typical @ +25°C and +5VDC unlass otherwise noted) 

DISPLAY OUTPUT 
• Display cOOsists of four LED's (0.27" (6.9mm) high). 

for data digits plus 100% overrange and l'olarity 
indication. 

• Overload - three data digits display zeros 
and flashes. 

• Decimal Points - selectable at input connector. 
• Leading "0" Display Blanking - controlled externally. 

INPUT 
• Full Scale Range - 0 to ±199.9 millivolts 
• Automatic Zero 
• Automatic Polarity 
• Bias Current - 3nA 
• DC Impedance -IOOMO 
• Overvoltage Protection - 20V sustained, SOV momentary 

without damage. 
• Decimal Points (3) - illuminate with logic "I ", extin

guish with logic uO". 

ACCURACY 
• Maximum' Error - 0.05% of reading ±I digit 
• Resolution - 0.1 millivolt 
• Temperature Range - 0 to +SO·C operating 

-30·C to +8S·C storage 
• Temperature Cuefficient - ±SOppm/·C 

NORMAL MODE REJECTION 
• 4OdB@60Hz 

COMMON MODE REJECTION 
• 60dB@±200mV 

CONVERSION RATE 
• External Trigger - up to 24 conversions per second 
• Internal Trigger - 4 conversions per second 
• Automatic - A new conversion is initiated automatically 

upon completion of conversion in process; conversion 
rate will vary from 24/sec to 40/sec depending on input 
magnitude. 

• Hold and Read upon command. 

CONVERSION TIME 
• Normal Conversion - 42ms max (full scale input) 
• Overload Conversion - 62ms max 

INTERFACE SIGNALS 
• DTLfI'TL Compatible 

• Inputs 

logic "0" 
logic "I" 

IN 
<0.8V 
>2.0V 

OUT 
<0.4V 
>2.4V 

External Trigger - Operation in the "External Trigger" 
mode requires that the "External Hold" input be a logic 
"0" or ground. 

Negative Trigger Pulses - Applying a logical "low" to 
the "HOLD" input disables the internal trigger. A 
negative trigger pulse (logic "1" to logic "0") of 
I.OIIS minimum applied to the "EXT TRIGGER" in
put will initiate conversion in the same manner as the 
internal oscillator. The external trigger should not be 
repeated, however, until the "status" indicates com
pletion of the conversion in process. 
Positive Trigger Pulses - The "HOLD" input can be 
used to trigger the AD2010 from a "normally low" 
signal with the "EXT TRIGGER" input open or logic "I". 
Following a "hold" a new reading will be initiated on the 
leading edge of the "hold" signal. Thus, a momentary 
positive pulse on the "HOLD" input can be used to 
trigger the AD2010. The drift correct interval, how-
ever, begins on the trailing edge of the positive pulse, 
so if the pulse width exceeds I ms, the conversion will 
actually be initiated by the internal trigger. 

Specifications subject to change without notice. 
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Maximum Cunversion Rate - Automatic - The AD2010 
can also be connected for automatic, conversion at its 
rnaximul1.1 conversion rate by connecting the "status" 
output back into the "hold" input. In this manner the 
status signal going high at the end of one conversion 
. immediately initiates a new conversion. The pulses 
appearing on the status line can be used to step a 
multiplexer directly, since the built-in drift-correct 
delay of 8.33ms will aDow settling of the input prior 
to conversion. A logic "0" applied to the "EXT TRIGGER" 
will inhibit the automatic trigger mode. 

External Hold- Logic "0" or ground applied to this in
put disables the internal trigger and the last conversion is 
held and displayed. For a new conversion under internal 
control the input must be opened or at logic "1". For a 
new conversion under external control, a positive pulse 
of less than 1.0ms can be applied (as previously explained). 

OUTPUTS 
• 3 BCD Digits (8421 Positive True) - latched - 3TTL loads 
• Overrange -logic "I" - latched - 6TTL loads, indicates 

overrange. 
• Overload -logic "0" indicates overload (>199.9mV) 

logic "I" - latched - 6TTL loads, indicates 
data valid. 

• Polarity -logic "I" -latched - 6TTL loads, indicates 
positive polarity input. 

• Status - logic "0 U - conversion in process 

POWER 

logic "1" -latched - 6TTL loads, indicates con
version complete. 

• +SV dc ±S%, SOOmA 

WARM UP 
• Essentially none to specified accuracy 

ADJUSTMENTS 
• Range potentiometer for full scale calibration. Calibra

tion recommended every six months. 

SIZE 
• 3"W x 1.8"H x 0.84"D (76.2 x 45.7 x 21.3mml (overall 

depth for case and printed circuit board extension is 
1.40· (3S.6mm». 

ORDERING GUIDE 
• AD2010 - Standard AD2010 as described above - tuned 

for peak normal mode rejection at 60Hz and its 
harmonics. 

WEIGHT 
• 4 oz. (I13.Sgm) 

OVERALL DIMENSIONS 
All dimensions are given in inches and (mm). 

PIN "5" 

00.30 (7.82) MIN. 

~~ ~============~~---r L ~ (2!.3IMAX. 

I 1--3.020 (78.7) MAX. ---I IJss (3.941 MAl<. 
1---3.420 (86.9) MAX.----I 

LENS 
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Low Cost, 31/2 Digit 
Logic Powered DPM with LED Displays 

FEATURES 
"Second Generation" MOS·LSI Design 
Large 0.5" (13mml LED Displays 
+5VDC Logic Powered 
±1.999V, ±199.9mV or ±19.99V Full Scale Ranges 
Limited Differential Input 
Low Power Consumption: 2.0 Watts 
Small Size, Industry Standard Case Design 

APPLICATIONS 
General Purpose Logic Powered DPM Applications 
Portable Applications Requiring Low Power Consumption 

GENERAL DESCRIPTION 
The AD2021 is a low cost, 3~ digit, +SV dc logic powered 
digital panel meter with large LED displays. While designed for 
general purpose DPM applications, the small size, light weight 
and low power consumption of the AD2021 make it an ideal 
digital readout for modern, compact instrument designs. 

THE BENEFITS OF "SECOND GENERATION" DESIGN 
The AD2021 is designed around MOS·LSI (Metal·Oxide·Semi· 
conductor, Large Scale Integration) integrated circuits, which 
greatly reduce the number of components, and thereby the 
size, and reduce power consumption to 2.0 watts. Both the 
lower power consumption and fewer interconnections between 
components promise greatly increased reliability, and the cir
cuit design maintains the performance and features of earlier 
DPMs. Large O.S inch (13mm) LED displays offer the visual 
appeal of gas discharge displays with the ruggedness and life· 
time of all solid state devices. 

EXCELLENT PERFORMANCE AND EASY APPLICATION 
The AD2021 measures input voltage over a full scale range of 
±1.999V dc or ±199.9mV dc ("S" option) with an accuracy 
of ±O.OS% reading ±0.02S% full scale ±1 digit. Using the 
"limited differential" input first used on Analog Devices' 
AD2010, the AD2021 prevents ground loop problems and 
provides 3S to SOdB of common mode rejection at common 
mode voltages up to ±20OmV. Normal mode rejection is 
40dB at SOHz to 60Hz. 

BCD data outputs are provided in a bit parallel, character serial 
format compatible to CMOS logic systems. For those applica· 
tions requiring parallel BCD data, schemes for making the ser· 
ial to parallel conversion are available. Controls to hold readings, 
select decimal points and blank the display are provided. 

DESIGNED AND BUILT FOR RELIABILITY 
The AD2021 is packaged in Analog Devices'logic powered 
DPM case size, only 1.2S inches (32mm) deep. The small size 
of this DPM makes it easy to accommodate in any instrument 
design, and since several other manufacturers now use the same 
panel cutout for logic powered DPMs, this industty standard· 
ization allows mechanical second sourcing. In addition, the 

For detailed infonnadon, contact factory. 

AD2021 I 

AD2021 uses the same pin connections as the AD2010 (except 
in BCD outputs, of course) as a convenience to allow updating 
designs to take advantage of the second generation design and 
larger display of the AD2021. Each AD2021 receives a full 
one week failure free burn-in before shipment. 

CLOCK ;.0 .... ----'1-.../)-----...., '3 

BCD' 
(5) 
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,. 
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,. 
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OR 
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Figure 1. AD2021 Bit Parallel Character Serial to Full Parallel 
Data Conversion. AD2021 Pin Connections. Are Shown in 
Parentheses. 
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SPECIFICATIONS (typical at +25°C and nominal power supply voltage) 

DISPLAY OUTPUT 
• Light emitting diode, planar seven segment display read

outs, 0.5" (13mm) high for three data digits, 100% over
range and negative polarity indication. Overload indicated 
by flashing display, polarity remains valid. 

• Decimal points selectable at input connector. 
• Display blanking on three data digits (does not affect 

overrange digit, polarity sign of decimal points). 

ANALOG INPUT 
• Configuration: bipolar, limited differential 
• Full Scale Range: ±1.999V or ±199.9mV ("S" option) 

±19.99V ("V" option) 
• Automatic Polarity 
• Auto Zero 
• Input Impedance: 100MSl (lMSl - "V" option) 
• Bias Current: 50pA 
• Overvoltage Protection: ±50V dc, sustained 

ACCURACY 
• ±O.05% reading ±0.025% full scale ±1 digitI 
• Resolution: 1mV, 10mV ("V" option) or 100j,lV 

("S" option) . 

• Tem;erature Range2 : 0 to +50oC operating; -25°C to 
+S5 C storage 

• Temperature Coefficient: Gain: 50ppmtC 
Zero: auto zero 

• Warm-Up Time to Rated Accuracy: less than one minute 
• Settling Time to Rated Accuracy: 0.4 second 

NORMAL MODE REJECTION 
• 40dB at 50-60Hz 

COMMON MODE REJECTION 
• AD2021: 35dB (dc -10kHz) 
• AD20211S: 50dB (dc -10kHz) 
• AD2021N: 15dB (dc -10kHz) 

COMMON MODE VOLTAGE 
• ±200mV 

CONVERSION RATE 
• 5 conversions per second 
• Hold and read on command 

CONTROL INPUTS 
• Display Blanking: (TTL, DTL compatible, 2 TTL loads). 

Logic "0" or grounding blanks the three data digits only, 
not the decimal points, overrange digit (if on) and polar
ity sign. Logic" I" or open circuit for normal operation. 
Display blanking has no effect on output data and the 
display reading is valid immediately upon removal of a 
blanking signal. 

• Hold: (CMOS, DTL, TTL compatible, 1LP TTL load). 
Logic "0" or grounding causes the DPM to cease conver
sions and display the data from the last conversion. Logic 
"1" or open circuit for normal operation. After the 
"Hold" input is removed, one to two conversions are 
needed before the reading is valid. 

• Decimal Points: Grounding or Logic "0" will illuminate 
the desired decimal point. External drive circuitry must 
sink 35mA peak at a 25% duty cycle when the decimal 
points are illuminated. 
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DATA OUTPUTS (See Application Section for details on 
data outputs) 

• BCD Data Outputs: (CMOS, LP TTL or LP Schottky 
compatible), bit parallel, character serial format. 

• Digit Strobe Outputs: (CMOS, DTL, TTL compatible, 
one TTL load). Logic" I" on any of these lines indicates 
the output data is valid for that digit. 

• Polarity Output: (CMOS, TTL, DTL compatible, one 
TTL load). Logic" I" indicates positive polarity input, 
logic "0" indicates negative polarity. 

• Status: (CMOS or LP TTL compatible). When this signal 
is at Logic "1", the output data is valid. 

• Clock: (CMOS, DTL, TTL compatible, one TTL load). 
The clock signal is brought oUt to facilitate conversion 
from character serial to parallel data. 

• INTERFACING DATA OUTPUTS. The BCD data outputs 
are in a bit parallel, character serial format. There are four' 
BCD bit outputs (1, 2, 4, 8) and four digit outputs (10°,101, 

102 , (03 ). The BCD digits are gated onto the output lines 
sequentially, and the BCD bits are valid for the digit whose 
digit line is high. The data is valid except when being updated 
which occurs within 2 milliseconds after the status line 
goes low. 

REFERENCE OUTPUT 
• A 6.4V ±5% analog reference output is made available. 

This reference should be buffered and filtered if use in 
external circuitry is desired. 

POWER INPUT 
• +5V dc ±5%, 1.45 watts 

CALIBRATION ADJUSTMENTS (See Application Section for 
calibration instructions) 

• Gain 
• Zero 
• Recommended recalibration interval: six months 

SIZE 
• 3"W x l.S"H x l.33"D (76 x 46 x 34mm) 
• 1.90" (48mm) overall depth to rear of card edge connector. 
• Panel cutout required: 3.175" x 1.810" (SO.65 x 45.97mm). 

WEIGHT 
• 4 ounces, (115 grams) 

OPTIONS - ORDERING GUIDE 
• Input Voltage Range: AD2021 - 1.999V dc Full Scale 

AD20211S - 199.9mV dc Full Scale 
AD2021N - 19.99V dc Full Scale 

CONNECTOR 
• 30 pin, 0.156" spacing card edge connector. Viking 

2VK1SD/1-2 or equivalent. 
• Optional: Order AC1501 

NOTES 

1 Guaranteed at 2S·C aud nominal supply voltage 
• Guaranteed 

Specifications subject to change without notice. 
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FEATURES 
Third Generation 12 L LSI Design 
Either Line Powered or Logic Powered 
Large 0.56" Red Orange LEOs 
Balanced Differential Input/Floating 
1000V,CMV 
Terminal Block Interface (ac Version) 
High Reliability: >250,000 Hour MTBF 
Small Size and Weight 
Low Cost 

GENERAL DESCRIPTION 
The AD2026 is specifically designed to provide a digital alter
native to analog panel meters. The AD2026 is available either 
logic powered (+5V dc) or ac line powered. Most of the 
analog and digital circuitry is implemented on a single 12L 
LSI chip, the AD2020. Only 13 additional components are re
quired to complete the AD2026 +5V dc version. The entire 
dc version is mounted on a single 3" X 1 5/S" PCB. AC line 
power is achieved with the addition of a second PCB contain
ing the ac power transformer and power supply circuitry. 

The AD2026, on both the ac line and logic powered versions, 
offers as a standard feature, 0.56" high LED Displays. Brightness 
is enhanced on both versions due to the Red Orange lens. In ad
dition to the Red Orange lens, the AD2026 is also available 
with a dark red lens for applications where maximum bright
ness is not required and minimum backlighting is desired. 

A unique patented case design utilizes molded-in fingers, both 
to capture the PCB in the case and to provide snap-in mount
ing of the DPM in a standard panel cutout. No mounting hard
ware of any kind is used. The dc version occupies less than 1" 
of space behind the panel. The line powered version offers the 
same mounting features but occupies 2 112" of behind-panel 
space. 

EXCELLENT PERFORMANCE 
The AD2026 offers the instrument designer digital accuracy, 
resolution and use of readout while occupying less space than 
its analog counterpart. Other features of analog meters such as 
reliability and instantaneous response are retained in the 
AD2026. 

The AD2026 measures and displays inputs from -99mV to 
+999mV, with an accuracy of 0.1% of reading ±1 digit. Zero 
shift is less than one bit over the full operating temperature 
range, resulting in the same performance as a DPM with auto 
zero. The balanced differential input of the dc powered 
AD2026 rejects common mode voltages up to 200mV, enough 
to eliminate most ground loop problems. The floating differ
ential input inherent in the ac line powered version offers 
1000V of common mode voltage rejection. 

"Covered by patent numbers: 4,092,698; 29,992; 3,872,466; 
and 3,881,863. 

Low Cost, 3 Digit 
AC Line or Logic Powered DPM 

AD2026* I 

Optional10.0V full scale (F.S.) range is available on the ac 
line version that will accept inputs from -o.99V to 9.99V. 

WIRING CONNECTIONS 
For Balanced Differential operation with the AD2026 dc ver
sion, connect input as shown in Figure 1. The common mode 
loop must provide a return path for the bias currents internal 
to the AD2026. The resistance of this path must be less than 
100kn and total common mode voltages must not exceed 
200mV. 

For applications where attenuation is required, scaling re
sistors can be connected between pins 6 and 7 and between 
pins F and H. Pin 5 must be used as the High Analog Inpu t 
when scaling resistors are used and pin 4 when they are not. 
Pin E is the Analog Low Input. 

161 

lEi 

'" 
EXTERNA~ (F) 
SCALlNG·1,. L...... 
RESISTORS 

IHI 

R( .... 100kU) 

Figure 1. 

leI {1) 

Connection to the ac line powered AD2026 is via the terminal 
strip on the rear. AC line power is connected to terminals 4 
and 5 and the signal inpu t is connected to terminal 1 (An
alog HI) and 2 (Analog Ground). 
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SPECIFICATIONS (typical at +25°C and nominal supply voltage unless otherwise noted)·· 

D1SPl,A V OUTPUT 
• Light emitting diode. planar seven segment display readou'ts, 0.56" (14.6mm) 

high (orange) 
• Overload Indication: EEE 
• Negative Indication: -xx 
• Negative Overlo~ Indication: ---
• Decimal Points: three (3) selectable at input connector (de version); internally 

on ac version 

ANAWGINPUT 
• Confrguration: balanced differential input (de version) single ended isolated 

(ac version) 
• Full Scale Range, -99mV to +999mV 

-O.99V to +9.99V (lOV option on ac version) 
• Automatic Polarity 
• Input Impedance, 100Mfi, 100kfi (lOV option) 
• Bias Current: IOOnA 
• Ovctvoltage Ptoduc~on: ±lSV dc, sustained 

ACCURACY 
• to.1% t1 digit' 
• Resolution: tmVor lOmV 
• TemperatUre Range2 : _IOoe to +60oC operating; -2SoC to +80oC stofage 
• Temperature Coefficient: Gain: SOppmfC 

Zero: lOp:vfc <essentially auto zero) 
• Warm-Up Time to Rated Accuracy: Instantaneous 
• Setding Time to Rated Accuracy: 0.3 second for full input voltage 

swing (dc version); 0.75 second for full input voltage swing (ac version) 

COMMON MODE REJECTION (lkfi source imbalance, de to 1kHz) 
• 5OdB, ±200mV common mode voltage (dc version) 
• 116dB (96dB on 10V range); 1000V rms max CMV (ae version) 

NORMAL MODE REJECTION 
• 30dB at 5~Hz (ac version) 

CONVERSION RATE 
• 4 conversions per second 
• Hold and read on command (dc version only) 

CONTROL INPUTS 
Display Blanking/Display Power Input. (de version only): The display of It he 
AD2026 can be blanked by removal of power to the display power input, with 
no effect on conversion circuitry. If extemallogic switching is used, the display 
requires 110mA peak (8SmA average) when illuminated. 

Hold (de version only): When the Hold input is at Logic "0", grounded or open 
cirtuit, the AD2026 will conven at 4 conversions per second. If a voltage of 
0.6V to 2.4V is applied to this input, the DPM will stop converting and hold the 
last reading. A 12kO resistor in series with this input to +5V will provide the 
proper voltage input. (Conlsult factory for "HOLD" on ac version.) 

DECIMAL POINT 
• To illuminate decimal points on de version, ground appropriate pin 

(A,B or 3). 
• To illuminate decimal points on ac version. remove shroud and bridge 

appropriate solder pad (A, B or 3). 

POWER INPUT LOGIC POWER' 
• Converter: +5V ±5%. 0.2 watts tyPi 0.33 watts max 
• Display: +5V ±40%, 0.45 watts tyPi 0 • .15 watts max 

POWER INPUT AC LINE POWER 
• AC line, SO-60Hz. 1.5 watts 

CALIBRATION ADJUSTMENTS 

• Gain 
• Zero 
• Recommended recalibration interval: six months 

SIZE" 
• 3.43"W X 2.0"H X 0.85"0 (87 X 52 X 22mm) 
• 0.88'" (22mm) overall depth to rear of connector 
• Panel cutout required: 3.175 ±O.OlSH X 1.810,±O.0151/ 

(80.65 to.38 X 45.97 to.38mm) 

WEIGHT 
• 1.8 ounces (53 grams) (dc version) 
• 7 ounces (198 grams) (ac version) 

CONNECTIONS 
A lo-pin T&B/Ansley 609-1000M with two feet of 10 conductor ribbon 
cable is available. Order AC2618 (de version, only). 

Conductor to pin A is color coded. Sequence of ribbon connections is 
A, 1, B, 2, C, 3, etc. 

The AD2026 ac version is complete with terminal strip for easy interface. 

ORDERING GUIDE 
AD2026 
Power Input 

+5Vde 
9O·1Z9Vac 
198·Z64Vac 

Full Scale InputS 
1 V de Full Scale 
10V de Full Scale 6 

Lens' 
Red Lens 
Red Orange Lens 

NOTES: 

H-,-J 1 
~}-ENTER~ 
~}-- ENTER ------' 

I Guaranteed at +25°C and nominal supply voltage. 
2Guaranteed. 
'When the same power supply is used to power both display and cooverter, +5V. :1:5%. 

0.65 watts typical, 0.9 watts max is required. 
4 Dimensions for ac line powered version: 3.43"W X 2.0"H X 2.44"D (87mm X 52mm X 

63mm) 
'No Charge Options 
s IOV de full scale option is avai1able on ac power only 
Sp~clflCations subject to change without ootice. 

OUTLINE DIMENSIONS 
Dimensions shown in inches and (mm). 

ACVERSION 
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t45.211 
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t12.11 
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MODEL AD2026 

0.100 

®888=8~ Tl 
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o 

~"~\,,::r'''-11---1 J 
1.34 ---J.- 0.&25 0.50 

IM.IMI nUll 412.101 

PANEL THICKNEBSO.OB2&TOO.I2&U'&ITO(3.21. 

PIN CONNECTIONS 
ACVERSION DC VERSION 

FUNCTION 

N' .0 HI 
ACLO !PI'N~i::~l 

A Decimal Point XX.X 
DKlmaiPoifttXXX. 
Pow.rOround 

D Hold 
E AntIogGround , .... ".A~.f""" 

RlllilitorDi¥idar 

-NOT NORMALLY USED. ALLOWS CONVENIENT 
MOUNTING OF SCALING RESISTORS. 



~ANALOG 
WDEVICES 

FEATURES 
Automatic Self-Calibration for Gain, Offset, Cold Junction 

Compensation and Thermocouple Linearization 
J, K, T, E, R, S Thermocouple Selections (AD2050) 

Universal Meter (AD2051), User Programmable 
Character Serial ASCII Digital Output 
Optional Linearized Analog Output: 1mV/degree 
Optional Isolated 20mA LooplTTL Serial Outputs 
Meets DIN/NEMA Dimension Specifications 
Temperature Ranges: -265°F to + 1999°F 

-165°C to + 1760°C 
Power Options: 120V ac, 240V ac, + 7.5V dc to + 28V dc 

APPLICATIONS 
Temperature Monitoring in Laboratory, Manufacturing, 

and Quality Control Environments 
Process Control Temperature Measurements 
Remote Data Logging 

GENERAL DESCRIPTION 
The AD20S0 and AD20S I are high performance single channel 
3'/2 digit thermocouple meters that can measure temperatures 
accurately between - 26S and + 1999 in degrees Celsius or 
Fahrenheit. The AD20S0 is supplied factory programmed to 
interface directly with any of the following six thermocouple 
types: J, K, T, E, Rand S. The AD20S1 is a universal instrument 
in which the user selects one of the six thermocouple types via 
switch programming. Being microprocessor based, all gain and 
offset error correction, cold junction compensation, thermocouple 
linearization, and °C/oF scaling are automatically performed in 
firmware. 

The AD20S0 and AD20S 1 display temperature information on 
large 0.S6" (14.3mm) high LEDs. Digital information is provided 
in standard ASCII character serial format with rate selection for 
easy interface to printers, terminals, and other peripherals. For 
remote data acquisition applications, an optional isolated 20mA 

Microprocessor-Based 
Thermocouple Meters 

AD2050/ AD2051 I 

serialloop/TTL compatible interface is available. Also an optional 
analog output linearized to ImV/degree is provided for driving 
recorders and other analog instruments. Selection of °C or of 
scaling is accessed by removing the front panel lens and setting 
the selector switch to its proper position. 

The AD20S0 and AD20S1 can also be ordered with any of the 
following power versions: l20V ac, 240V ac, or +7.SV dc to 
+ 28V dc. Input overvoltage protection for 300V peak (ther
mocouple to ac line shorts) and common mode voltages as high 
as 1400V peak (ac version) with overrange and open thermocouple 
detection are provided. These instruments are rated for operation 
over the + 10°C to + 40°C temperature range. Testing is performed 
per MIL-STD-202E Method 103B to insure specified operation 
over various relative humidity conditions. The AD20S0 and 
AD20S I are supplied in rugged high impact plastic cases that 
meet DIN/NEMA standard dimensions. 

AD2050/AD2051 FUNCTIONAL BLOCK DIAGRAM 

SELF-CALIBRATION CHANNEL SELECT 

For detailed information, contact factory. 

DIGIT ADDRESS 

M 
I l-__ J,l 
C DIGIT 
~ INFORMATION 

p 

" a 
c • S DIGIT g ASCII INFO 

" 

} 10PTIONAlI 
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S PEe I Fie AT ION S (typical@ + 25"C and rated supply voltages unless otherwise spe!:ified) . 

THERMOCOUPLE INPUTS 
• ThenuOCoupleT~:J,K, T,E,S,j\. 
• Input ImpOdanc¢:'> IOOMO" , .. 
• External (Lead) ItesiStan~, Effect: <20", V per 3SM of Lead 

Resi.taru:e 
• Cold Junction !Amp.;,sation Error: ±O.S"C max (+ IO"C to 

+4O"C) 
• Open Thermocouple: + EEE Display; + EEEE ASCII 

DisitalOutimt; +2.048V AcalogOutput 
• Thermocouple Short to ae Line: Internal Protection Provided 

to 300V peak (2ooV ae rms) 
• Common Mode Voltage: I400V peak (de or ae), between 

Inputand Power Line Ground (ae Versional 
• Common Mode Rejection Ratio: > 130dB with 25M Source 

Imbalance (ae Vemons);{de to 60Hz) 
• Normal Mode Rejection ~tio: >8OdB'@ SO/60Hz 

DIGITAL OUTPUts .. , 

• CharaererSeriaiASCII , 
Data: Ninitransmittedcl!ar~rS, (each 7 bita pllis strobe) 
DriveCapabiliiY: 2TTLloads, CMOSrrTL compatible, 
Strobe: Neptive transitiondctermincs when Character aerial 
datai. valid. CMOsrrTLcompatible. 
Character Rate:'SeIcctable onPI (pin 32) 
Grounded: 25 cbaraCter.lscc. (SLOW) 
Open: 100 CharacicrslSec. (FAST) 

• Isolated Serial Output (Optional) 
Data: Asynchronous ASClI20mA current loop 
(OpticaUy isolated to ± 600V peak) 
Baud Rate: Selectable on PI (Pin 32) 
Grounded: 300 baud (SLOW) 
Open: 1200 baud (PAST) 
Distance: 10,000 ft. max 

• Serial Output (Nonisolated, Optional) 
Data: Serial ASCII 
Drive Capability: 2TTL Load., CMOsrrTL compatible 
Baud Rate: (same as Isolated Serial Output) 

• Overranso: ± EEEE 
• Minimum Time Between New Data Update: ISOms 

D1GITALINPUTS 
• REQ: Low·Level Triggered: Must go low at any time other 

than during data transmission to be recognized. REQ line 
taken low during data transmission will not be acknowledged 
and the ASCII digital output transmission will not oCcur. Dis.
play readings are not effected by REQ. 

• SERIAL INPUT (Optional): EdSO Triggeted, Current On to 
current 01I: Must be triggeted at any time other than during 
data tlansmission to be recognized. Serial Input triggeted 
during da~ transmission will Dot be acknowledged and the 
20rnA isolatedlTTL compatible serial output transmission 
will not occur. Display rea<liogs are not effected by Serial 
Input. 

ANALOG OUTPUT (OPTIONAL) 
• Voltage: tmVldegree, linearized 
• Current: ± 2mA max drive 
• CMV: 1400V peak (ae or de) Peak between Analog Output 

Ground & ac Power Line Ground 
• Overranse: +2.048V, -0.SI2V 

ACCURACY 
• TemperatureResolution: I"CIl"F 
• All Ranges are Guaranteed Monotonic . 
• Range Temperature Coefficient: ±2Sppml"Ctyp, ±6Oppm/ 

OCmax 
• Readout Accuracy@2SOC: 

Sensor 
Type Range Accuracy 

J 
J 
K 
K 
T 
T 
E 
E 

-165'Ct076O"C ±0.7OC 
-265'Fto 14OO'P ± 1.3'P 
-SO'Cto1250"C ±0.9'C 
-S8'Pto 1999'P ± 1.6'P 
-15O"Ct04OO"C ±0.8"C 
- 238'P to 7S2'F ± 1.4'P 
-1OO"Ct087O"C ± I.OOC 
-148'Pto 159s'F ±2.O"P 

S,R +3OO"CtoI76O"C ±I.SOC 
O"t0299'C ±6.O"C 

S,R +572'Ptol999'P ±3.O'P 
+ 32'Pto571'F ± 12.O'P 

ANALOG TO DIGITAL CONVERSION 

±1I2LSD 
±1/2LSD 
±112LSD 
,±I12LSD 
±1/2LSD 
±1/2LSD 
±1/2LSD 
±1I2LSD 
±1/2LSD 
± 1I2LSD 
±1I2LSD 
±112LSD 

• Technique: OlIset Dual Slope with Gain and Offset Error 
Correction 
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• Rate: 2.5 Conversions/Second Typical· 
• Input Integration Period: lOOma for SO/60Hz 

Noise Rejection 

POWER REQUIREMENTS (Choice cit Three' SupPly Rangea) 
• ac: 90V ae to 132V ae @ 25mA (47Hz to 500Hz) 

198V ac to 264V Be @ 12.SmA (47Hz to 500Hz) 
• de: + 7.SV to + 28V de @ 200mA (protected Against 

Supply Reversala) 

DISPLAY 
• Type: Seven Segment Orange LED 0.56" (14.3mm) high 
• PolaritY Indication: u+" oi'u_u diSPlayed . 
• Overranse Indication: ± BEE 
• Display Test: At Power Turn-On, 3 Second Display of 

.. + 1888" Tests aU Segments of Display 

ENVIRONMENTAL 
• Rated Temperature Range: + IO"C to +4O"C 
• Operating Temperature Range: -IO"C to + 5O"C 
• Storage Temperature Range: -4O"C to +85OC 
• Relative Humidity: Meeta MIL-STD-202E, Method 103B 

DIMENSIONS 
• Caae: 3.78" x 1.89" x S.13" (96.8mm x 48.9mm x 

131.3mm), high impact molded plastic caae. D1NINEMA 
Standard 

• Weight: 15.2 oz (431 grams) max, ae powered 
12.00z (341 grams) max, de powered,. 

RELIABILITY 
• Bum In: 168 Hours at + SO"C and Power. ON/OFF Cy-

cles. 
• Calibration: NBS Traceable 
• Recalibration: Recommended 15·Month Intervala 
• Warranty: 12 months 

CONNECTOR 
One 44 pin 0.1" (2.S4mm) spacing card edge connector 
Vikiog 3VH22/1 JN5 or equivalent 
Optional: Order AC2630 

" ASCIDIGITAL 
OUTPUT BOARD 

Rear Panel View 

ORDERING GUIDE 

THERMOCOUPLE TYPE" 

J 
K 
T 
E 
R 
S 

POWEROPTION* } 
(I) 120Vae 
(2) 240Vae 
(3) +7.5Vdeto +28Vde , 

ANALOG OUTPUT OPTION 
(A) Contams Analog Output 
(Blank) Does Not Contain Analog Output 

SERIAL OUTPUT OPTION 
(S) Contains Serial Output 
(Blank) Does Not Concsin Serial Output 

AD2051 /_/~/_ '-r J. 
ENTER 

ENTER 

!ENTER 

! ENTER--_._--J 

*Only oneoption can beordered. The thermocouple type docs not need to be specified 
when ordering the AD2051 since it is userprogrammablc. 

Specifications subject to change without notice. 



IIIIIIIIIII ANALOG 
WDEVICES 

Microprocessor-Based Autoranging 
RTOfrhermistor Meters 

FEATURES 
Temperature Ranges: - 328°F to + 1562°F 

- 200°C to + 850°C 
Autoranging: 0.1° from -199.9° to +199.9°; 1°2:200° 
Sensor Selection (AD2060): RTD 100n Platinum 

IX = 0.00385, 0.00390, 0.00392 or 2252n Thermistor 
Universal Meter (AD2061) Sensor User Programmable 
Switch Selectable Sensor Configuration: 2,3 or 4-Wire 
7-Bit ASCII Character Serial Data Output 
Automatic Self-Calibration for Gain, Offset, Excitation 

and Sensor Linearization 
Optional Linearized Analog Voltage Output: 

1mV/Degree 
Optional Isolated 20mA ASCII LooplTTL Serial Outputs 

APPLICATIONS 
Temperature Monitoring in Laboratory, Manufacturing 

and Quality Control Environments 
Process Control Temperature Measurements 
Remote Data Logging 

GENERAL DESCRIPTION 
The AD2060/AD2061 are high performance single channel3Yz 
digit RTDlThermistor meters that can measure temperature 
accurately between - 328°F and + 1562°F ( - 200°C and + 850°C). 
Both meters offer autoranging from O.loCiF to 1 °C/F. The 
AD2060 is supplied factory programmed for one of four sensor 
types: lOOn Platinum RTDs: <>=0.00385,0.00390,0.00392 or 
a 2252.0 Thermistor. The AD2061 is a universal meter in which 
the user selects one of the four sensor types via switch program
ming. The microprocessor based AD2060/AD2061 provides 
gain, offset and excitation error correction, linearization and °CI 
OF scaling in firmware. The AD2060/AD2061 display temperature 
information on large 0.56"(14.3mm) high LEDs. Digital infor
mation is provided in 7-bit standard ASCII character serial 

AD2060/A02061 I 

format with baud rate selection for easy interf<lce to printers, 
terminals and other peripherals. For remote data acquisition 
applications, an optional isolated 2-wire 20rnA ASCII serial 
looplTTL compatible interface is available. For driving recorders 
or other analog instruments, an optional linearized analog voltage 
output of ImV/degree is available. Selection of °C or OF scaling 
is accessed by removing the front panel lens and setting the 
selector switch to its proper position. 

The AD2060/AD2061 can be ordered in one of the following 
power versions: l20V ac, 240V ac or + 7.5V dc to + 28.0V dc. 
Input voltage protection of 180V peak (RTD short to ac line), 
common-mode voltage to 1400V peak (ac version) with overrange 
and open sensor detection is provided. These meters are rated 
for operation over the 0 to + 40°C temperature range. Each 
AD2060/AD2061 is burned-in for 168 hours @ 50°C with on/off 
power cycles for increased reliability.The AD2060/AD2061 are III 
supplied in rugged molded plastic cases that meet UL94V-O and 
DININEMA standard dimensions. 

AD2060/ADZ061 FUNCTIONAL BLOCK DIAGRAM 

4WIRE .m 

"o.oc} INPUT 
POWER 

} 'O"'ON'" 

For detailed information, contact factory. 
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SPEC I FI CAli 0 NS (1JpicaI @ +.2rt: and rabid supply WJIIages unless ath8IWise specifiad) 

RTDINPUTS 
• RTDTypes: lOOOPlatinuni 

0= 0.00385 (Per DIN 43760) 
0=0.00390 
0=0.00392 

• Confisuration: 2, 3 or 4 Wile 
• Excitation Current: O.2SmA IlOIIli.n&l 
• External Lead 

Resistance Effect: AUlOlllllti<:a\ly Compensated for 3 & 4 wire conr ....... tions 
• Lead Resistance: 50!l1l..ead max; RTD + Lead Resistance must be I .. s than 4DOn 
• 3 Wile Error: 2.8"CI0 af impedomc:e imbalance 
• Open Sensor: DISPLAY + EEE 
• RTD Short to Ie Line: Internal protection provided to 180V peak (\30V rms) 
• Maximum Common·Mode Voltage: 1400V peak (a<: or de) between input and power 

line ground (ae version) 
• Common-Mode Rejection Ratio: lOOdB ac: power to RTD input 
• Narmal Mode Rejection: 60dB @ 5OI60Hz 

THERMISTOR INPUTS 
• 'Thennistor Type: Series 400 R = 225m 
• Confisuration: 2 Wile 
• Open Sensor: DISPLAY ·EEE 

ACCURACY 
• Tempenture Resolution: Autoranging (0.1° from -199,.9" to + 199.9", 1°~20(0) 
.. All Ranges Gusranteed Monotonic 
• Ranae Temperature CoeffIcient: 20ppmrC typ, 3Oppm?C msx 
• Resdout ACC\IrICY' @ + 25"C - -. 

1000 RTD 0 = 0.00385 - 2OO"C to + 85O"C 
- 32trF to + 1562'F 

1000 RTD 0 = 0.00392 - 2OO"C to + 64O"C 
- 32trF to + 1\84'F 

lOOORTDo=0.00390 - 200"C to + 64O"C 
- 32trF to + 1\84'F 

Thermistor R = 22520 - 3O"Cto + lOO"C 
- 22'Fto + 212'F 

'Readout Accuracy: Includes Gain and OlHet Erron. Reecmunendcd 
Rec:ab'brationlntmllI15·MONTHS. 

DIGITAL OUTPUTS 
• Character Serial ASCII 

Data: Eleven transmitted c:baracrers, (each 7 bits plus strobe) 
Drive Capsbility: 2TTL losds, CMOSfITL compstible 

Accurac:, 

±0.3"C± 1I2LSD 
± O.6°P ± 112LSD 
± 0.3"C ± II2LSD 
± 0.6·F ± II2LSD 
±0.3"C±II2LSD 
± O.6°P ± 112LSD 
± 0.4"C ± 1I2LSD 
± 0.8·F ± II2LSD 

Strobe: Neptive transition determines when character serial data is valid. CMOSfITL 
compstible. 
Character Rate: Selectable on PI (Pin 32) 
Grounded: 25 cbaracters/sec. (SLOW) 
Open: lOll c:baracters/sec. (FAST) 

• Isolated Serisl Output (Optioilal) 
Data: Asynchtonous ASCII 20mA eurtent loop (Opti<:a\Iy isolated to ± 600V peak) 
Baud Rate: Selectable on)1 (Pin 32) 
Grouoded: 300 baud (SLOW) 
Open: 1200 baud (FAST) 
Distance: 10,000 ft. max 

• Nonisolated Serial Output (OptioiIal) 
Data: Serial ASCII 
Drive Capsbility: 2TTL Loads, CMOSfITL compstible 
Baud Rate: (same as Isolated Serial Output) 

• Overranp: ± EEE.E 
• Minimum Time Between New Data Update: 150ms 

DIGITAL INPUTS 
• REQ: Low·Level Tri88ered: Must 80 low at any time other than during dam 

tranamission to be m:ognized. REQ line taken low during data transmission will 
not be acknowledged and the ASCII diPtal output transmission will not occur. 
Display readinp are not effected by REQ. 

• SERIAL INPUT (Optional): Ed&< Tris8ered, Cunent On to Current Off: Must be 
tris8ered at any time other than during data transmission to be recopUzed. Serial 
Input tris8ered during dati tnnsmission wiD not be acknowledged and the 20mA 
isolatecIfI'TL compstible aerisl output tranamissionwill not occur. Disp1ay readinp 
are DOt effected by Serial Input. 

ANALOG OUTPUT (OPTIONAL) 
• Votuse: ImVldesree, linearized 
• Current: ± 2mA max drive 
• CMV: 1400V peak (ac or de) between Analog Output Ground & ac Power Line 

Ground 
• Overranp: +2.048V, -O.512V 
• Accuracy: ± 2mV from Display Reading 
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ANALOG TO DIGITAL CONVERSION 
• Technique: 0lHet Dust Slope with Gain and Offset Error Correction 
• Rate: 2.5 ConversionslSecond Typical 
• Input I~_tion Period: lOOms for 50160Hz Noise Rejection 

POWER REQUIREMENTS (Choice of Three Supply Ranges) 
• ac: 90Vac to 132Vac @ 25mA (47Hz to 500Hz) 

198Vac to 264V ac @ 12.5mA (47Hz to 500Hz) 
• de: + 7.5V to + 28V de @ 200mA (Protected Against Supply Revenala) 

DISPLAY 
• Type: Seven Segment Orange LED 0.56" (14.3mm) bish 
• Polarity Indication: u + " or "--" displayed 
• Overrangc Indication: ± BEE 
• Display Test: At Power Turn-On, 3 Second Display of"+ 188.8." Tests all 

Segments of Display 

ENVIRONMENTAL 
• Rated Temperature Ranae: 0 to + 4O"C 
• Operating Temperature Ranae: - IO"C to + 5O"C 
• Stotage Temperature Ranae: - 4O"C to + 85"C 
• Relati .. Humidity: M .... M1L-STD-202E, Method 103B 

(0 to 90%, Noncondensing) 

DIMENSIONS 
• Caae: 3.78" x 1.89" x 5.\3" (96.8mm x 48.9mm x 131.3mm), ruqed mo1ded 

plastU: case. M .... UL94V-O and DININEMA Standard dimensions 
• Weight: 15.2 oz (431 1IfIDIS) mu, ac powered 

12.0 oz (341 1IfIDIS) max, de powered. 

RELJABILITY 
• MTBF: >55,000 houn caleuIated 
• Bum In: 168 Houn at + 5O"C and Power ON/OFF Cycles. 
• Calibration: NBS Tracesble 
• Recalibration: Recommended 15·Month Interval. 
• Warranty: 12 montha 

CONNECTOR 
One 44 pin 0.1" (2.54mm) spscing card edge connector Viking 3VH2211 )N5 or 
equivalent 
0pti0iIal: Order AC2630 

o 

SENSOR 
INPUT 

PO 
ASCIIDIOITAL 

O\ITPIJT ..... 

Rear Panel View 

ORDERING GUIDE / / / 
AD2061 1_1_1_ 

ADZ060 LLLI_ 
S~8~~=~tinumRTD"'=0'00385~J 

(390) 1000 Platioum RTD 0 = 0.00390 ENTER 
(392) 1000 Platinum RTD 0 = 0.00392 
(2252)Thermistor R = 225m 

POWER OPTION' 
(1)I2OVac ) 
(2) 240V ac ENTER 
(3) +7.5Vdeto + 28V de 

ANALOG OUTPUT OPTION 
(A)ContainaAilalogOutpUt } ENTER 
(Blank) Does Not Contain AiIalosOutput 

SERIAL OUTPUT OPTION 
(S)ContainaSerialOutpUt } ENTER-----... 
(Blank) Does Not Contain Serial Output 

"Only one option can heOldered. The_typed ... not need to he specified 
when orderins the AD2061 since it iauaerprogrammable. 

Specificationa oubject 10 chaagewithout notice. 



r.ANALOG 
WDEVICES 

Microprocessor-Based Autoranging 
Thermocouple Meters 

FEATURES 
Autoranging (0.1" - 1") 
4 112 Digit Resolution 
Automatic Self-Calibration for Gain, Offset, Cold 

Junction Compensation and Thermocouple 
linearization 

J, K, T, E, R, S, C, B, J DIN, and T DIN Thermocouple 
Selection 

Universal Meter (AD2071), User Programmable for All 
Thermocouple Types 

Four Port Isolation: Input, Power, Digital Output 
and Analog Output 

Optional Isolated and Linearized Analog Voltage Out-
put 1mV/Degree 

Optional Isolated 20mA Loop/TTL Serial Data Output 
Optional Isolated RS-232/TTL Serial Data Output 
Heavy Gauge Rugged Metal Case 

GENERAL DESCRIPTION 
The AD2070/AD2071 are high performance, microprocessor 
based, autoranging, single channel thermocouple meters that 
can measure temperature accurately from - 328°F to + 4200"F 
( - 200"C to + 2315"C). The AD2070 is supplied factory pro
grammed for any of the following ten thermocouple types: J, K, 
T, E, R, S, C, B, J DIN, and T DIN. The AD2071 is a universal 
meter in which the user selects one of the ten thermocouple 
types via switch programming. Both meters offer autoranging 
from O.IOC1"F to 10000F. The microprocessor based AD20701 
AD2071 provides gain and offset error correction, cold junction 
compensation, thermocouple linearization and "CI"F scaling in 
firmware. 

The AD2070/AD2071 display temperature information on large 
0.56" (14.3mm) high LEDs. Digital information is provided in 
standard ASCII character serial format with rate selection for 
easy interface to printers. For remote data acquisition applications, 
an optional isolated 20mA serial loop or RS-232 compatible 

AD2070/AD2071 I 

interface is available. For driving recorders or other analog 
instruments, an optional isolated and linearized analog voltage 
output of ImV/degree is available. Selection of"C or OF scaling 
is accessed by removing the front panel lens and setting a selector 
switch. 

The AD2070/AD2071 can be ordered in one of the following 
power versions: 120V ac, 240V ac or +7.SV dc to +28.0V dc. 
Input overvoltage protection rating is 300V peak (thermocouple 
to ac line shorts). The common-mode voltage rating is 1400V 
peak. Overrange and open thermocouple detection are provided 
in all models. Analog output and digital outputs are isolated to 
SOOV peak from power, input and output sections. Each meter 
is burned-in for 168 hours at SO"C with on/off power cycles for 
increased reliability. These meters are rated for operation over a 
+ 1O"C to +40"C range. The AD20701AD2071 are supplied in a 
heavy gauge, rugged metal case that meets DININEMA standard ., 
dimerunons. ~ 

AD2070/AD2071 FUNCTIONAL BLOCK DIAGRAM 

For detailed infonnation, contact factory. 

}
OPTlONAL 20m. 

LOOP 

}
OI'TIONAL ...... 
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THI!IlMOCOUJ'Ll! '1NPU,is " 
THERMOCOUPLB TYPES: 

1, K, T, B, R"S, B, C, 1 DIN IUId T DIN 
INPUT IMPEDANCE: ' 

looMfi 
EXTERNAL LEAD RESISTANCE BFFECT: 

<20", V per 3SOIl of Lead resistance 
COLD JUNCTION COMPENSATION ERROR: 

± 0.3"<: max ( + IO"C to + 4O"C) 
OPEN THERMOCOUPLB: 

+BBBB Display; +BBBB.,E,ASCII DIGITAL OUTPUT: +3.SooV 
ANALOG OUTPUT '" 

THERM0C9UPLB S\:!:ORT TO AC LINE: 
Intemal ~on Provided to 300V peak, (2ooV ac rIDS) 

COMMON·MODB VOLTAGB:, ,,' , 
I400V peak (ck: or a,c), ,lIctW= Input and POwer I.iue Ground 

COMMON-MODB RE1ECTION RATIO: 
> 130dB with 25011< s.nm:e Imbalailc:i> (de to 60Hz) 

NORMAL-MODB REJECtiON RATIO: 
>8OdB @ SOI6OHz ' 

DIGITAL OUTPUTS 

ISOLATED CHARAcTI!RSinuAL ASCII (Standard) 

DATA: , ' 
IlIeveo traDSmitted ~, each.7 bits plus strobe 

DRIVE CAPABILITY: ' , 
2TTL Loads, CMOsrrTL compatible 

OVBRRANGB: ± EBEB.E 
STROBB: 

Positive traDsitioll determiocs when character serial data is valid. 
CMOsrrTL c:c>mJian"ble .. 

ISOLATION: 
SOOV -= Input, ADalog Output and Power Ioput 

CHARACTER RATE: 
Selectable on PI (Pin 20) 
Grounded: 2S CharactasI .... (SLOW) 
Open: 100 Charactaslsec. (FAST) 

ISOLATED SERIAL OUTPUT (Optional) 

DATA: 
Asyocbronous ASCII 20mA current loop or RS-232 

BAUD RATE: 
Selectable on PI (Pio20) 
Grqunded: 300 boud (SLOW) 
Open: 1200 bsud (FAST) 

OVBRRANGE: 
±BBBB.B 

DISTANCE: 
SO ft. (RS-232), Hi,OOO ft. (20mA loop) 

ISOLATION: ' 
SooV -= Ioput, AnaI<ig Output and Power Ioput 

. ISOLATBD SBRIAL OUTPUT 
DATA: 

Serial ASCII TTL 
DRIVE CAPABILITY: 

2TTL Loads, CMOsrrTL Compatible 
BAUDRATB: 

(""""' ... bove) 
OVBRRANGE: 

±EBEB.E 
ISOLATION: 

SOOV Betweeo Input, Aualog Output md Power Input 
MINIMUM 11MB BBTWEEN NEW DATA UPDATE: 

lOOms 

DIGITAL INPUTS 

tmQ: LOW-LEVEL TRIGGERED: 
Must go low at my time other thao during data traoamission to ,be 
recopiaed. iBQ line taken low during data traoamission wiD oot be 
acknowledaed md the ASCII digital !!!!!J!!1t traoamission wiD oot occur. 
Display n:adiogs "'" not effected by REQ. 

SBRIAL INPUT: EDGB TRIGGERED, CURRENT ON TO CURRENT OFF 
Must be triggered at 80y time other thao during data traoamission to be 
rc:cogoizeci. '&ri8I1iijjUt triggered during data traoamissioo wiD Dot 
be aclmowledaed and the isolated 20mA 1oop/TfL or isolated RS-232fITL 
compan1>1e serial ouzrw ismission wiD Dot occur. Diaplay n:adiogs 
are not effected by oput. ' 

ISOLATED ANALOG OUTPUT (OPTIONAL) 

VOLTAGB: 
ImV/degree, Fahreoheit or Celsius 1inearized 

14-18 DIGITAL PANEL INSTRUMENTS 

CURRENT: 
±2mAmax 

OVBRRANGE: 
+ 3.SooV, - 0.32l1V 

ACCURACY: 
± 2mV from Display Readiog 

ISOLATION: 
SOOV Between Ioput, Dilital Output md Power Ioput 

ACCURACY 

TEMPERATURE RESOLUTION: 
Autonmgiog O.I"Cf'F - I"Cf'F 

RANGE TEMPERATURE COEFFICIENT: 
20ppmf'C typ, ±4OppmI"C max (of Readiog) 
AU Raog<s are Guaranteed Monotonic. 

POWER REQUIREMIiNTS (Choice of Three Supply Raops> 

ac: 

de: 

90V ac to 132V ac @ 2SmA (de to 1kHz) 
198V Be to 264V ac @ 12.5mA (de to 1kHz) 

+ 7,5V to +28V de @ 600mA (Protected AgaiostSupply Reversals) 

DISPLAY 

TYPB: ' 
SeveoSegment Orange LBD 0.56" (14.3mm) high 

POLARITY INDICATION: 
U+" or "-" displayed 

OVBRRANGE INDICATION: 
±EBEB 

DISPLAY TEST: 
At Power Tum-On, 3 Second Diaplay of "+ 1888.8." Tests All Segments 
of Display 

DIMENSIONS 

CASE: 
3.78" x 1.89" x 6.75" (96.8mm x 48.0i0m' x 17I.Omm), rugged 
aluminum e .... DININEMA StaDdard. 

PANBL CUT OUT: 3.622"+0.031"(92 + ,8)mrnx 1.771 +0.024(45 +,6)mm 
PANEL THICKNESS: - 0.000" - ,0 - 0.000 -,0 

1116" (1.5mm) to 3116" (4.8mm) 
WBIGHT: 

23 oz. (650 grams) typ 

ORDERING GUIDE 

.•.. ~ 

THERMOCOUPLE TYPE" 
1 

K 
T 
B 

AD207l/--I---I--' -

AD2070 IT./. I I 

R 
S 
C 
B 

JDlN 
TDiN 

POWER OPTION" 

ENTBR~ 

(I) 120Vac } 
(2) 240Vae ENTBR ___ --I 

(3) +7.SV de to +28V de 

ANALOG OUTPUT OPTION 

(A) Contains Aualog Ouput } ENTER 
(BLANK) Does Not Co,ntain AoaIog Output 

SERIAL OUTPUT OPTION" 

(SI) Contaios RS-232 Serial Output } 
(S2) Contains 20i0A Loop Serisl Output ENTER ____ ..J 

(BLANK) Does Not Contain Serial Output 

Example Order Number: AD2070/J/I1A1S1 = AD2070 for] Thermocouple 
Type, 120V ae Power, Aualog Voltage Output and 
RS-232 Serial Output. 

*Only one option can be ordered. The thermocouple type does not need to 
be specified when ordering the AD2071 since it is user programmable. 

Specifications subject to change without notice. 



Bus Inteliace & Serial 1/0 Products 
THE fJ.MAC® SERIES 
The ",MAC product line consists of data acquisition and control 
front ends designed for use in industrial applications. The sys
tems provide signal conditioning, AID and D/A conversion and 
control capabilities in front of a supervisory computer or in a 
stand-alone configuration. Two general groups of systems are 
available: intelligent, fixed function systems and programmable 
stand-alone systems. 

Fixed-Function Front Ends 
The fixed function systems are the ",MAC-4000 and the ",MAC-
1050. The ",MAC-4000 system provides isolation and condition
ing of signals, AID and D/ A conversion, and storage of data (in 
engineering units) that is transferred to any host computer upon 
command (via RS-232 link). The ",MAC-1050 offers additional 
levels of functionality such as minimum/maximum recording, 
local alarming, CAM sequence emulation, configuration storage 
in EEPROM, ramping of analog outputs, and other features that 
minimize host computer interaction. The unit also supports an 
RS-42214S5 port for multidrop configurations. 

Software driver options are available for both the ",MAC-4000 
and ",MAC-1050 to provide a high level language interface to 
the units. Refer to the chart for more detailed information. 

Programmable Units 
The programmable ",MAC units are the ",MAC-I060, ",MAC-
5000, ,..,MAC-6000, and the ",DCS-6000. The ",MAC-5000 and 
",MAC-6000 are fully programmable in ",MACBASIC® or C 
(",MAC-6000 only) and support battery-backed data and pro
gram storage, hardware watchdog timers, and serial communica
tions for stand alone operation or custom host interface. 

The ,..,MAC-1060 is a single board controller that offers unprece
dented price/performance levels. The unit is programmable in a 
fast, space efficient version of C, and also provides a watchdog 
timer, battery-backed memory, and up to three serial ports. 

The ",DCS-6000 provides a complete solution for distributed 
process monitoring and control applications. Based on the 
,..,MAC-6000 hardware, the system becomes a powerful control
ler with embedded FIX DMACS* software from Intellution. 

RTI, pMAC and pMACBASIC are registered trademarks of Analog 
Devices, Inc. 
*ASYST is a trademark of ASYST Software Technologies, Inc. 
Control EG is a trademark of Quinn-Curtis 
PS/2, Micro Channel, PC DOS, IBM PC, PC/XT and PC AT are trade
marks of International Business Machines Corporation 
LABTECH NOTEBOOK and LABTECH CONTROL are registered 
trademarks of Laboratory Tecbnologies Corporation 
MS-DOS, QuickBASIC and Microsoft are registered trademarks of 
Microsoft Corporation 
MUL TIBUS is a trademark of Intel Corporation 
SNAPSHOT STORAGE SCOPE is a trademark of HEM Data 
Corporation 
THE FIX and FIX DMACS are trademarks of Intellution, Inc. 
TURBO Pascal and TURBO C are trademarks of Borland International 
Corporation 
Unkelscope is a trademark of the Massachusetrs Institute of Technology 

THE RTI® SERIES 
The RTI Series consists of analog and digital input/output 
boards that are compatible with popular microcomputer bus 
standards including: 

• RTI-SOO Series, ffiM PCIXT/AT* 
• RTI-200 Series, ffiM PS/2,* Micro Channel* Architecture 
• RTI-1200 Series, STD 
• RTI-600 Series, 
• RTI-700 Series, 

VMEbus 
MULTIBUS* 

The RTI Series are families of boards that provide a wide range 
of functionality. Each board can operate independently or can 
be used with other RTI Series boards to solve an application. 
Different analog-to-digital conversion speeds, resolutions, input 
and output channel capacities are available, allowing customiza
tion of the systems. The RTI Series are typically used in appli
cations where the computer is close to the sensors being 
measured. 

RTI Software 
The RTI-200 Series, RTI-800 Series and some of the RTI-1200 
Series boards are supported by MS-DOS* driver software that 
provides easy-to-use, high-level routines for user written soft
ware programs. The routines can be called from popular lan
guages like Microsoft* BASIC (Interpreted and Compiled), C, 
QuickBASIC,* Borland International TURBO Pascal* and 
TURBOC.* 

Industry standard data acquisition and control software products 
like LABTECH NOTEBOOK,* LABTECH CONTROL,* 
SNAPSHOT STORAGE SCOPE,* Control EG,* THE FIX,* 
and UnkelScope* support many of the RTI Series boards. 

Signal Conditioners 
The ",MAC and RTI products can be used with signal condi
tioners in applications that require conditioning for isolated or 
nonisolated signals. The 3B and 5B Series of signal conditioning 
modules and the STB family of analog signal conditioning pan
els can be used with most RTI and ",MAC products. 

BUS INTERFACE AND SERIAL liD PRODUCTS 15-1 
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Selection Guide 
Bus Interface & Serial liD Products 
IBM PC/XT/AX I/O Boards 

Analog Input 

Analog Max 
Input Throughput 

Model Function Channels Resolution XT AT 

RTI-800 Analog Input 16 SE/8 DI 12-Bit 31 kHz 27kHz 
RTI-800-A and Digital 110 16 SE/8 DI 12-Bit 58kHz 58kHz 
RTI-800-F 16 SE/8 DI 12-Bit 91 kHz 58 kHz 

RTI-802-4 Analog Output 
RTI-802-8 

RTI-815 Multifunction 16 SE/8 DI 12-Bit 31 kHz 27kHz 
RTI-815-A Analog and 16 SE/8 DI 12-Bit 58kHz 58kHz 
RTI-815-F Digital 110 16 SE/8 DI 12-Bit 91 kHz 58kHz 

RTI-817 Digital 110 

RTI-820 Modular Up to 64 12-Bit 19 kHz 19kHz 
Analog and 
Digital 1/0 

RTI-827 Frequency Input, Event 
Counting, Pulse Output 

RTI-850-F High Resolution 8DI 16-Bit N/A 71 kHz 
Analog Input IS-Bit N/A 76kHz 

14-Bit N/A 76kHz 

RTI-860 High Speed 16 SE 12-Bit N/A 250 kHz 
Simultaneous Analog Input 8-Bit N/A 330 kHz 

RTI-870 Ultrahigh Resolution 4DI 22-Bit 20 Hz 

II 

Analog Output Digital 110 

Analog 
Output 
Channels Resolution Channels Time-Related Other Features 

8 Inl8 Out 3 Counterffimers Analog Input 
8 Inl8 Out 3 Counterffimers Expandable to 
8 Inl8 Out 3 Counterffimers 32 SE/16 DI 

PGA 
External Digital Trigger 

4 12-Bit Remote Sensing 
8 12-Bit 

2 12-Bit 8 Inl8 Out 3 Counterffimers Analog Input 
2 12-Bit 8 Inl8 Out 3 Counterffimers Expandable to 
2 12-Bit 8 Inl8 Out 3 Counterffimers 32 SE/16 DI 

PGA 
External Digital Trigger 

Three 8-Bit Ports External Strobing 
Interrupts on Change 
of State 

Up to 16 12-Bit Three 8-Bit Ports Interfaces Directly to 

Analog Signal 
Conditioning Panels; 
Slave Microprocessor 
Controls Analog 
Outputs 

Three Outputs 5 Counterffimers Debounce Circuitry on 
One 4-Bit Port on Inputs 

External Interrupts 

On-Board Memory 
Extensive Analog and 
Digital Triggering 

On Board Memory 
Extensive Analog and 
Digital Triggering 

Two 4-Bit Ports 
-
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Analog Devices 
Part Number 

Board Type Input 
Input/Output 
Output 

Channel Capacity Input 
(Single Ended! 

Differential) 
Output 

Input Resolution 10 Bits 
12 Bits 

Output Resolution 8 Bits 
12 Bits 

Additional Features 
Programmable Gain Amplification 
Single + 5 V Operation 
4-20 mA Output 
Direct Sensor· Interface 

Thennocouples, RTDs 
IBM PC Software Compati~le 

RTI·1226 RTI·122S 

• 
• 

1618 1618 
2 

• • 

• 

• • 

--~----

RTI·1260 

• 

32116 

• 

• 
• 

STDBUS STDBUS 
(NMOS) (CMOS) 

RTI·1262 RTI·126S RTI·1266 RTI·1267 RTI·1270 RTI·1280 RTI·I281 RTI·1282 RTI·1287 

• • • 
• • • • 

• • 
24 24 

64 64 Digital 16116 1618 1618 Digital 
4 16 I/O 2 4ur 8 I/O 

• • • • • 

• • • • 
'. 

• • 
• • • • • • • • • 
• • 

• • • 
• • • 
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IBM PS/2 Micro Channel I/O Boards 
Analog Input 

Analog 
Input 

Model Function Channels Resolution 

RTI-204 Low Cost Analog Input 8 SE 12-Bit 
and Digital 110 

RTI-205 Low Cost Multifunction 8 SE 12-Bit 
Analog and Digital 110 

RTI-817 Digital 110 0 N/A 

RTI-220 Analog 110 Up to 64 12-Bit 

RTI-222 Analog Output 0 N/A 

II 

Max 
Throughput 

19kHz 

19kHz 

N/A 

21 kHz 

N/A 

Analog Output Digital 110 

Analog 
Output 
Channels Resolution Channels Time Related Other Features 

0 N/A 8 Bits 2 CounterlTimers Digital Panern Recognition 

2 12-Bit 8 Bits 2 CounterlTimers Digital Panern Recognition 

0 N/A Four 8-Bit Ports 0 Interrupt on Change of State; 
External Strobing and 
Interrupt Support 

Up to 16 12-Bit 0 0 Interfaces Directly to 
Analog Signal 
Conditioning Panels; 
Slave Microprocessor 
Controls Analog 
Outputs 

Up to 16 12-Bit 0 0 Interfaces Directly to Analog 
Signal Conditioning Panels; 
Slave Microprocessor Controls 
Analog Outputs 



f Selection Guide 
~ Bus Interface & Serial 1/0 Products 
~ 
ill 
~ VMEbus Compatible lID Boards 
~ 
~ 

~ 
m 
:0 
);: 
r-
~ o 
~ 

~ 
iii 

Analog Devices 
Part Number 

Board Type Input 
Input/Output 
Output 

Channel Capacity Input 
(Single Ended! 

Differential) 
Output 

Input Resolution 10 Bits 
12 Bits 

Output Resolution 8 Bits 
12 Bits 

Additional Features 
Programmable Gain Amplification 
Single + 5 V Operation 
4-20mA Output 
Direct Sensor Interface 

Thermocouples, RTDs 

VMEbus 
RTI-600 RTI-602 

• 
• 

32/16 
4 

• 
• 

• • • • 
, 

-- -----

Multibus Compatible lID Boards 

Analog Devices MULTmUS 
Part Number RTI-711 RTI-724 RTI-732 

Board Type Input • 
Input/Output • 
Output • 

Channel Capacity Input 
(Single Ended! 

Differential) 32/16 32/16 
Output 4 2 

Input Resolution 10 Bits 
12 Bits • • 

Output R~lution 8 Bits 
12 Bits • • 

Additional Features 
Programmable Gain Amplification • • 
Single +5 V Operation • • • 
4-20 mA Output • 
Direct Sensor Interface 

Thermocouples, RTDs 
-------- ----- --------- - ------- --
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p.MAC Series 

tJMAC-I0S0 

Programming Fixed Function 
(PC Programming 
in C, Basic Pascal, 
3rd Party Packages) 

Max RAM N/A 

# CommPorts 

Serial 1 

IEEE-488 None 

Max 110 Points 

AIO 48 AIN, 10 AOT 

010 64 

Resolution (Bits) 18 Bits 

Data Acquisition 15 
Rate per Channel 

"Input/Output capability depends on confIgl11'lltion. 

tJMAC-4000 tJMAC-SOOO ,..MAC-6000 tJMAC-I060 ,..nCS-6000 

Fixed Function .,MACBASIC .... MACBASIC, C C FIXDMACS 

N/A 128K 256K 256K 

1 2 3 3 

None None 1 None 

48 AIN, 32 AOT 100+* 350+* 350+* 

272 304 1024 1024 

13 Bits 11114 Bits 12114 Bits 13-18 Bits 12114 Bits 

15 50/25 2800/1400 (C) 400-44 10 

II 
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This section contains solid-state sensors and sensor signal condi
tioners designed specifically for automotive applications. The 
solid-state sensors integrate one or more sensors with signal con
ditioning circuitry and a complete output interface onto a single 
monolithic Ie. The ability to work from typical automotive volt
age supplies over wide temperature ranges, together with the 
benefits of advanced signal conditioning, make the products in
herently user friendly. 

The devices in this section represent several years of market re
search and product development in a cooperative effort with ma
jor customers in the automotive industry. While ideally suited 
for automotive applications, many of the products are attractive 
for nonautomotive applications as well. All products are avail
able as described or can be modified for custom volume 
applications. 

SOLID-STATE SENSOR PRODUCT CONCEPT 
In order to achieve significant improvement in automotive sen
sors, Analog Devices utilizes its knowledge and expertise in 
process technology, signal conditioning circuitry, and laser trim
mabIe on-chip thin film resistors. This allows the sensor and 
signal conditioning circuitry to be brought onto one and the 
same Ie resulting in the following benefits: 

1. Higher signal resolution is achieved by combining the sensor 
and signal conditioner to get a high level output (for example 
linear 0 V to 5 V) which can be transferred with high noise 
immunity to the microcontroller. 

This is an improvement over traditional sensors which trans
fer low level outputs (for example 100 m V) across long trans
fer lines between the sensor and microcontroller with 
significant loss of resolution. 

2. Increased accuracy and linearity are atrained by using on-chip 
smart compensation circuitry and linear signal processing to 
compensate for all major sensor errors and unwanted drifts 
over temperature and time. 

3. Standard signal interfaces include voltage (for example 0 V to 
5 V), current, or digital signal outputs. This increases the 
possibility of sharing the solid-state sensor with more than 
one controller unit. 

AUTOMOTIVE POWER SUPPLY CONSIDERATIONS 
Many of Analog Devices' solid-state sensors are designed to 
operate directly from the car battery, and thus withstand the 
inherent harsh conditions present from an unregulated and un
protected power supply. Other members of the sensor family are 
designed to use the existing +5 V regulated power supply from 
the microcontroller PC board. 

Automotive Components 
The car battery voltage, nomina1ly + 12 V, is a dc voltage which 
varies between +8.5 V and + 14.6 V during normal operating 
conditions. However, in some cases, the battery voltage can 
drop far below +8.5 V (for example, during engine start in win
ter) or can go above + 14.6 V (for example, when the alternator 
charge controller fails). Some systems must remain operative 
even under these harsh conditions, and all systems should re
main undamaged. 

Other situations which need to be considered are: 
- reversed power supply (incorrectly installed battery) 
- double battery voltage (jump start) 
- voltage transients in the range of ± 60 V to ± 100 V 
-load dump 
- EMI (electromagnetic interference) 

OPERATING TEMPERATURE RANGE 
Automotive sensors must operate over a wide temperature 
range. Typical requirement include: 

Passenger Compartment 
The minimum temperature rises 
above ooe almost immediately 
after the car has been started. 

Engine Compartment 
Temperatures may exceed ISOoe 
or even 1800 e depending 
on ventilation. 

Trunk and Chassis 

Brake Systems 
This may extend to + 2500 e 
depending on location 
and ventilation. 

-40oe to +8Soe 

-40oe to + 12Soe 

-40oe to + 1l0oe 

-40oe to + 1800e 

All of the devices in this section meet the temperature range 
of -40oe to + 125°e. Many of the products extend to + 150oe, 
and Analog Devices is continuing developments to increase 
the temperature range to + 1800e and beyond. 

FUTURE DEVELOPMENTS 
Analog Devices is continuing to develop new solid-state sensors 
and signal conditioning circuits, both general purpose and appli
cation specific (ASIC). We will continue to seek direction from 
key automotive system designers to develop and produce prod
ucts that will enhance the next generation of automobiles. 

AUTOMOTIVE COMPONENTS 16-1 



AD22001 * - 5~Channel Monolithic Comparator 
for Lamp Monitoring 

FEATURES 
Continuous Status Checks of Five Bulbs 
lamp Status Check In "On" and "Off" State 
Status Checks of Two In-line Fuses 
Very low Voltage Drop at Sensor Shunt .Resistor 

INominal1.75 mV at 22"C) 
Temperature and Supply Voltage Compensated 
Can Be Powered Directly from Car Battery 
Operating Temperature Range: -400c to +125·C 
15 V CMOS Compatible Digital Outputs Signals 
Voltage limited Power Supply Output for 15 V CMOS 

logic ICs 

The AD22001 is a monolithic, five channel comparator circui 
for monitoring the functionality of various lamps i 
applications. 

The basic function of the IC is to 
to the lamp to determine if the cir 
lamp is in the socket. The AD22001 
status of four to five bulbs in either their ' 

series circuits. 

'Patents pending. 

AD22100* - Monolithic Temperature Sensor 
with Signal Conditioning 

FEATURES 
200·C Temperature Span 
Accuracy Better Than 2% of Full Scale 
linearity Better Than ±2·C 
Ratiometric Output Voltage - Output Proportional to 

Temperature x Supply Voltage 
Reverse Voltage Protection 
low Quiescent Current - Minimal Self-Heating 
High level, low Impedance Output 
22.5 mV/OC from +5.000 V Supply 
Wide Power Supply Range 

The AD22100 is a monolithic temperature sensor with on-chip 
signal conditioning. It covers the range -50°C to + 150°C mak
ing it ideal for use in a wide range of automotive applications, 
including both liquid and air temperature measurement. 

The signal conditioning obviates the need for any trimming, 
buffering or linearization circuitry, greatly simplifying the over
all system design. 

'Patents pending. 

Digital outputs indicate the status of each channel. Additionally, 
the AD22001 provides a voltage limited power supply output to 
supply IS V CMOS circuits that may interface to the AD22001. 

+U BATT o-all-<P-¢--I 

SIGNAL OUTPUT TO 
15V CMOS LOGIC 

'rcuit For a Single Channel Lamp 

The output voltage, which is proportional to the temperature 
times the supply voltage, can be input directly to an analog-to
digital converter, which can use the AD22100 supply voltage as 
its reference. 

AIR INTAKE. 
-sooe TO +150°C 

Typical Application Circuit 

ANALOG TO 
DIGITAL 

CONVERTER 

This information applies to products under development. Their characteristics and specifications are subject to change with
out notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD22050* - Single-Supply Sensor Interface 
Circuit 

FEATURES 
Gain of x20 Alterable from x1 to x160 
Input CMR from Ground to 6x (Vs -1 VI 
Output Span 10 mV to (VS -0.21 V 
1-, 2-, 3-Pole Low Pass Filtering Available 
Accurate Midscale Offset Capability 
Differential Input Resistance 400 kG 
Drives 1 kG Load to +4 V Using Vs = +~ V 
Transient Spike Protection & RFI Filters Included 
Operating Temperate Range -40·C to +125·C 

APPLICATIONS 
Current Sensing 
Motor Control 
Interface for Pressure Transducers, 

Position Indicators, Strain Gages, 
and Other Low Level Signal Sources 

The AD220S0 is a single supply difference amplifier for amplify
ing and low pass fIltering small differential voltages (typically 
100 mV FS at a gain of 40) from sources having a large 
common-mode voltage. 

'Patents pending. 

AD22150* - Monolithic HaO 
Signal Conditioning .~. 

FEATURES 
Sensitive to Small Changes in Field: rate and 

lease Points at -12 G and +12 G Respectively 
Switch Points Moved in Presence of Large Dynamic 

Fields (Up to :1:200 GI 
Open Collector Output 
Stable Over -40·C to +150·C Temperature Range 
Hysteresis Built Into the Output 
Maximum Frequency 50 kHz 
Minimum Frequency User Selectable with One Exter

nal Capacitor 
Powered Directly by Automobile Battery 

The AD22150 is a monolithic Hall effect sensor complete with 
signal conditioning circuitry, which is sensitive to changes in 
magnetic field provided, for example, by teeth on a moving fer
rous wheel. 

When used in a biasing magnetic field, the ac coupling rejects 
the steady state field to provide precisely controlled switch 
points, while hysteresis of the output ensures bounce free transi
tions between states. 

"'Patents pending. 

Supply voltage of between + 3.0 V and + 36 V can be used. The 
input common-mode range extends from ground to over + 24 V 
using a + 5 V supply with excellent rejection of this common
mode voltage. This is achieved by the use of a special resistive 
attenuator at the input, laser trimmed to a very high differential 
balance. 

Provisions are included for optional low pass fIltering and gain 
adjustments. An accurate mid-scale offset feature allows bipolar 
signals to be amplified. 

+Y (CAR BAnERY) +5 VOLT 

OUTPUT 
4V PER AMP 

CORNER 
FREQUENCY", 
O.796Hz-uF 

C 

ANALOG 
GROUND 

it for a Current Sensor Interface 

. stable over a wide temperature range and has a 
response. Its tolerance of assembly inaccuracies 

Its immunity to surface roughness combine to give a part 
ideal for use in diverse applications. 

0~1"\ 
~ ~ AD22150 _ 

TARGET WHEEL 

Typical Application Circuit 

AD221SO BASIC CONNECTION DIAGRAM 

AD22150 Basic Connection Diagram 

This information applies to products under development. Their characteristics and specifications are subject to change with
out notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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AD22180* - Automotive Battery Monitor Circuit 

FEATURES 
Measures Automotive Battery Temperature & Voltage 
Built-In Battery Charging Characteristic 
Provides a Signal to Maximize the Battery Charging 

Without Exceeding the Battery Gassing Voltage at 
Any Given Temperature 

Signals "Charge Battery" for Battery Voltage Below 
the Battery Voltage Characteristics of the Figure: 
13.35 V @ 4O"C +35 mV/"C for Temperatures Below 
4O"C and -11 mV/"C Above 40"C 

TTL Compatible Open Collector Output 
Output Short Circuit Protected 
No External Components Required 
Powered Directly by Automobile Battery with 

Transient and Reverse Voltage Protection 
Operating Temperature Range -55°C to +125°C 

The AD22180 is a three-terminal, 
12 V, lead based, automotive batte 

The basic function of this IC is to 
and temperature. The measured voltage an 
then be compared with the internal battery cn 
IC should be mounted in thermal conract with 

"Protected by U.S. Patent Re30,586; others pending. 

AD22181* - Alternator Control Circuit 

FEATURES 
Directly Controls Alternator Excitation 
Temperature Invariant Charging Voltage Limiter 
Over-Temperature Protective Shutdown 
Remote Sensed Headlamp Voltage Charging Limit 
Interface for Battery Temperature - Voltage Charge 

Control Using AD22180 
Fail-Safe Operation 
Acceleration Cut-Off Mode 

The AD22181 is a 4-pin hybrid device to control an automobile 
alternator. The AD22181 and AD22180 work together to pro
vide a complete charging control system designed to maximize 
battery charge without damaging the battery, alternator, head
lamps, or electrical system, due to overvoltage or extreme 
temperature. 

The AD22181 contains sensors, control circuitry, and a power 
transistor to control the exciration to the alternator based on the 
following input parameters: AD22180 output (car battery volt
age and temperature control), alternator temperature (to avoid 
extreme temperatures), headlamp voltage (to avoid overvolrage 
to headlamps when they are in "on" condition), and alternator 
volrage (fail-safe mechanism to avoid overvoltage to the electrical 
system in case the signal from the AD22180 is lost). 

The digital open collector output indicates when the battery can 
be further charged without damaging or reducing its lifetime 
(digital state: high), and when to stop charging (digital srate: 
low). 

The digital output of the AD22180 can be directly connected to 
the Alternator Controller Circuit AD22181. 

AD22180 

Temperature-Voltage Characteristics 

LAMP 

I. 

AD22181 

OUT 
(EXCITATION) 

(FIIOM O:======~--<W AD2218O) L 
8-

Typical Application Circuit 

~ 14.0 ~::j:::3J::;;;j;;~~;.::J 
13.0f-+-+--'>..;J--I 

.) FIXED UPPER UMIT FOR BATTERY VOLTAGE 
b) FIXED CHARGING LIMIT 

HEADLAMPVOLTAGE 
c) OVER-TEMPERATURE SHUT-DOWN 
d) BATTERY VOLTAGE va TEMPERATURE 

CHARGING LIMIT FROM A022180 

Temperature-Voltage Characteristics 

"Protected by U.S. Patent Re30,586; others pending. 

This information applies to products under development. Their characteristics and specifications are subject to change with
out notice. Analog Devices assumes no obligation regarding future manufacture unless otherwise agreed to in writing. 
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Application Specific Integrated Circuits 
Analog Devices offers a full spectrum of capabilities in mixed
signal application specific integrated circuits (ASICs). These 
chip-level systems can implement combined analOg/digital de
signs with 12-bit accuracy and 16-bit resolution that formerly 
required board-level solutions. 

Analog Devices can incorporate most of the functions of its stan
dard monolithic parts in full-custom and semicustom ICs. Full
custom parts optimize performance and space requirements, 
while cell-based semicustom parts reduce development time and 
engineering expense. Development costs can be cut further by 
tailoring a predefined system-on-a-chip known as a Linear 
System Macro to your application. 

Analog's experienced design engineers work with powerful 
computer-aided design tools to design and layout your circuit. 
Design centers are currently in Massachusetts, England and 
Ireland. 

Multiple locations for fabrication, assembly and testing ensure a 
ready supply of production parts. Products can be processed in 
full MIL-38S10 certified facilities. 

DESIGN EXAMPLES 
Analog Devices has created a variety of customer-specific and 
function-specific ASIC parts. Described here are three Linear 
System Macros, a custom chipset and a semicustom chip. 

AD75004 Quad DAC 
This circuit contains four separate 12-bit D/A converters with 
amplifiers for voltage output and an on-board reference. Double
buffering latches interface with an 8-bit parallel bus and permit 
updating of all four channels individually or simultaneously. 

AD75004 QUAD DAC 

Voun 

D7 
DI 
D5 'Ioun 
D. 
D. 
D. 

VOUTI D, 
DO 

v.~ 

V~ 

V .. 

AOND 

DGND 

AD75068 Octal Programmable Gain Amplifier 
The AD7S068 contains eight programmable gain amplifiers 
(PGAs). Each is complete, including switch/resistor network and 
gain programming latch, and requires no exteriJal components. 

Each channel may be independently programmed for gains from 
1 to 128. A unique circuit design maintains constant 2 MHz 
bandwidth at all gains and offers very low phase shift; the PGAs 
also feature low input bias current « 10 pAl. 

AD75068 OCTAL PROGRAMMABLE GAIN AMPUFIER 

VDD1 VDD2 VSS1 VSS2 

VINO 
VOUTU 

VIN1 
VJN2 

voun 
VIN3 

VOUT2 

VIN4 
VOUT3 

VINS 
VOUT4 

VIN6 
VOUT5 

VIN7 
VOUT6 
VOUT7 

AGNDU 

GU AGND1 

G1 AGND2 
G2 AGND3 

AU 
OCTAL 

AGND4 
LATCH 

A1 AGND5 
A2 AGND6 

WR AGND7 

DGND 

Derivative Circuits 
The circuits outlined above can be modified to suit a specific 
customer's application. For example, the AD7S004 quad DAC 
could be expanded to 6 channels, each of which may have sepa
rate reference inputs. The AD7S068 could be configured to in
clude filtering. These modifications, if based on standard library 
cells, can provide the fastest, most cost effective semicustom 
solution. 

Modem Chipset 
Library cells can be combined to form macro building blocks 
for high speed modems. This two-chip design concept filters 
and converts data to interface a digital signal processor with the 
analog circuitry of a 9600-baud modem. On one chip, the re
ceived signal passes through an antialiasing filter, sample-and
hold, 12-bit ND converter, 8th-order digital filter and 
decimation. On the other chip, transmit data is 8 x oversam
pled, then goes to an 8th-order filter, a 12-bit DAC and an ac
tive reconstruction filter. 

HIGH SPEED MODEM CHIPSET 
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AD7901S LOW LEVEL DAS 
This circuit is a complete data acquisition systetn for low level 
signals (e.g., ECG and EEG) with a throughput of 10,000 sam
ples per second. It provides high accuracy, high stability and 
functional completeness in a small 2S-pin PLCC package. It in
cludes a high performance instrumentation amp, bandpass and 
50/60 Hz notch filters, and a 12-bit ADC with on-cltip refer
ence. It also includes a fast Sll2-bit smal port to interface to 
most microprocessor systems. 

HPF BPF 
r------~ 

LPFCAP 
r--., 
, 2 , 

HIGH PERFORMANCE PROCESSES 
Analog Devices' semicustom and custom circuits are fabricated 
using the same high performance processes as our standard ICs. 
These technologies include two mixed bipolar-CMOS processes 
and a high voltage CMOS process. These processes include thin
film resistors which may be laser trimmed for precise matching 
and stable performance over a wide temperature range. 

The BiMOS II and Linear Compatible CMOS (LC2MOS) pro
cesses combine bipolar and CMOS devices on one chip. Func
tional density is an order of magnitude greater than previous 
mixed-signal processes; over 20,000 devices can be placed on a 
single chip. Bipolar transistors provide low noise, low offset in
put stages and high power output stages. The CMOS devices 
offer high input impedance, and make dense logic and good . 
switches for data converters, multiplexers and switched-capacitor 
filters. LC2MOS also provides a JFET for very low input noise. 

The bipolar-CMOS processes operate on supply voltages ranging 
from single + 5 volts to split ± IS V, with signal levels ranging 
from single-ended + 3 V to ± 10 V. These processes are ideally 
suited for applications in data acquisition, instrumentation, in
dustrial automation and telecommunications. 

The High Voltage Switch (HVS) process provides quality analog 
switches that can operate with supply voltages up to ±22 volts. 
It can combine switches and multiplexers with CMOS logic. 

The following table summarizes the processes available for de
signing ASICs. Other processes in development offer even 
higher speed, denser logic and higher integration of analog and 
digital functions. 

ANALOG DEVICES HIGH PERFORMANCE PROCESSES FOR ASICS 

Process Power Signal Features 

BiMOS II 
LC2MOS 
HVS 

±12 V 
+SVto±lSV 
+5 V to ±22 V 
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±SV 
+3Vto±10V 
+2 V to ±lS V 

Wide Variety of Precision Linear and Digital Functions 
Wide Variety of Precision Linear and Digital Functions 
High Voltage Switches, Muxes and Logic Functions 



CELL LIBRARIES 
Cell libraries for the bipolar CMOS processes are described be· 
low. These libraries are growing with the development of new 
processes, macrocells and cells. Many new catalog parts will also 
be available as cells. Your local sales office can give you current 
information on the cell libraries and available Linear System 
Macros. 

Operational amplifiers are available in bipolar, JFET and CMOS 
configurations. Representative bipolar op amp cells have perfor· 
mance characteristics similar to an AD OP·27 and a slew· 
enhanced AD74I. The LC2MOS process offers JFET op amps, 
including an AD711 equivalent. 

Instrumentation amplifiers with performance comparable to the 
AD52l and AD524 are available. Linear comparators have re· 
sponse times down to 100 nanoseconds and strobed comparators 
have setup/access times down to SO nanoseconds. 

Digital·to·analog converters range in resolution from 8 to 16 
bits, and include cells similar to the AD667 and AD1856. 
Analog·to·digital converters vary from 8 to 16 bits in resolution, 
and include cells equivalent to the AD7572 and AD674. One 
half·flash ADC cell converts to 8·bit accuracy in 500 nanosec· 
onds, and one successive approximation cell converts to 12 bits 
in less than 5 microseconds. 

Support cells include sample·and·hold amplifiers with perfor· 
mance comparable to the AD585, low voltage bandgap refer· 
ences comparable to the AD584, and low noise buried Zener 
references. 

RC active fllters and programmable switched·capacitor fllters are 
available with specifications in these ranges: 

Topology: all classical fllter types 

Frequency Range: 200 Hz to 20 kHz (switched·cap) or 100 Hz 
to 1 MHz (RC) 

Number of Sections: up to lOth·order (switched·cap) or 
4th·order (RC) 

SignaI/Noise and THD: >72 dB, compatible with 12·bit data 
acquisition. 

Logic cells include gates, counters, registers, microsequencer, 
PLA, RAM and ROM. Interface cells include 8·bit and 16·bit 
parallel I/O ports as well as synchronous serial ports and 
UARTS. 

COMPUTER·AIDED DESIGN TOOLS 
Designing a high performance mixed·signal IC is inherently 
more difficult than designing a gate array. The variety of analog 
and digital functions requires a cell·based approach. However, 
the use of powerful tools gives high confidence of functionality 
at first silicon through thorough simulation and layout verifica· 
tion. Complete computer·generated documentation of all sche· 
matics and analog and logic simulation waveforms permits 
thorough evaluation of Analog's design by your design staff be· 
fore signoff for final layout and fabrication. 

The overall work flow through the CAD environment is shown 
below. Key to meeting the special challenges of mixed analog· 
/digital circuitry are the simulation and auto·layout tools, and 
the unification of design and layout information in a single data· 
base. Analog Devices has developed a suite of proprietary 
computer·aided design tools, called JANUS"', to address these 
issues and to implement turn·key designs. 

Computer-Aided DeSign 
Flow 

The JANUS schematic editor offers numerous time-saving tech· 
niques and provides for specification of such data as wire 
widths, routing layers and routing priorities. It automatically 
generates a netlist used by subsequent tools. 

Analog uses several simulators, including electrical, logic and 
behavioral types. ADICE, a proprietary enhanced version of the 
SPICE electrical simulator, gives precision simulation of critical 
analog sections. It uses Newton·Raphson methods to iteratively 
solve nonlinear time·dependent simultaneous differential equa· 
tions. It is efficient for circuits up to about 250 active devices 
and is used for the frequency domain or transient analysis of 
analog cells such as op amps, or sensitive digital cells such as 
dynamic RAM. 

Event-driven simulators handle larger circuits, with thousands of 
devices, and are typically used to simulate logic. The JANUS II 
mixed·signal simulator combines an event·driven simulator with 
Newton·Raphson methods. It dynamically partitions the circuit 
to apply the faster event·driven techniques where possible, and 
the matrix methods where necessary. It also dynamically sizes 
the matrix and time steps to speed simulation further. The sim· 
ulator can operate at the transistor level or use behavioral mod· 
els, or both at the same time, allowing trade·offs between 
accuracy and speed. 

JANUS is a trademark of Analog Devices, Inc. 
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For layout, the challenge is to increase automation while accom
modating the layout sensitivity of analog circuitry. Device gener
ators exist for the full range of active and passive devices 
available in the technology to automatically create a physical 
representation of the circuit schematic. This layout may be opti
mized through conventional interactive polygon-pushing. 

The JANUS placement editor starts with a topological place
ment based on the schematic, and uses simulated annealing to 
automatically place devices and cells. The user may derme the 
cost function for the annea1er; the default version comprehends 
such analog concerns as thermal and electrical matching and de
vice and cell grouping, as well as cell overlap, net length, and 
die area. 

The JANUS routing editor is driven by the connectivity of the 
schematics, but allows great freedom to mannally control the 
routing of critical analog signal paths or power/ground lines 
while autorouting noncritical nets and spacing the layout to 
achieve automatic enforcement of layout rules. The JANUS 
routing editor uses up to three interconnect levels, and will au
tomatically expand and compact placement as necessary to 
achieve 100% routing. 

Finally, industry-standard layout verification tools assure con
formance of the layout to both the schematic and design rules to 
give high confidence of functionality in first silicon. The CAD 
tool suite communicates via industry-standard stream formats to 
external databases and pattern generators. 

TEST AND TRIM 
Analog Devices has over 20 years of experience in testing com
plex circuits and manufactures commercial test systems for pre
cision linear ICs. In each fabrication facility, a computer 
network integrates Analog Devices, H-P, Teradyne and LTX 
test equipment. The design, wafer probe and test areas share 
data on the network for statistical analysis and device modeling. 

All Analog Devices ASICs are tested at the wafer level, and 
most are laser-wafer trimmed to llchieve high accuracy. Un
trimmed thin-film resistors match within 1% to 0.1%, depend
ing on area. Trimmed resistors can match to better than 0.01%. 
Wafers may be laser drift trimmed with a hot-chuck probe to 
minimize the effects of temperature on accuracy. 

Mter packaging, all parts are tested to assure that they meet 
guaranteed specifications. Environmental handlers can verify 
parts at multiple temperatures. Burn-in is performed as specified 
by the customer. 
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PACKAGING 
Analog Devices ICs are available in most modem package types, 
including high pin-count and surface mount varieties. ASICs 
may be assembled in any of Analog Devices' standard packages, 
listed below. This list is constantly expanded and other packages 
may be used if they are suitable for high performance applications. 

Available Packages 
Pin-grid array (PGA): 68 to 144 pins 
Leaded ceramic chip carrier (LDCC): 44 pins 
Leadless ceramic chip carrier (LCC): 20 to 68 1I0s 
Plastic quad flat pack (PQFP): 100 pins 
Plastic leaded chip carrier (PLCC): 20 to 68 pins 
Plastic dual in-line package (DIP): 14 to 64 pins 
Side-brazed DIP: 14 to 64 pins 
Frit-seal DIP (Cerdip): 14 to 40 pins 
Small outline (SO): 14 to 28 pins 

PROGRAM RESPONSmILITIES AND INTERFACES 
The following figure shows the major phases in developing an 
ASIC and responsibilities during each phase. The overall devel
opment time depends on the complexity of the circuit and on 
how custom the design is. 

Your Analog Devices Sales Engineer is your first interface for 
ASIC development. Your local sales office can provide further 
information on Analog Devices' customlsemicustom capabilities. 

PROGRAM RESPONSIBILITIES AND INTERFACES 



GENERAL DESCRIPTION 
Analog Devices offers a broad line of modular addc power sup
plies that provide both OEMs and designers a reliable, easy to 
use, low-cost solution to their power requirements. Models are 
available in PC mountable and chassis mountable designs with 
5 volt to IS volt (single, dual, triple) outputs and current ratings 
from 25 rnA to 5 amps. Since these modular supplies are fully 
encapsulated, no trintming or external component selection is 
necessary; simply mount the unit, connect power and output 
leads, and you're on the air! Most Analog Devices' power sup
plies are available from stock in both large and smaIl quantities 
with substantial discounts being applied to large quantity orders. 

AC/DC POWER SUPPLY FEATURES 
• Current Limit Short Circuit Protection 
• PC Mounted and Chassis Mounted Versions 
• Single (+ 5 V), Dual (± 12 V, ± IS V), and Triple 

(±ls V/+s V, ±ls V/+I V to +IS V) Output Supplies 
• Current Outputs: 

25 mA to 1000 rnA for Dual and Triple Output Supplies 
250 mA to 5000 rnA for Single Output Supplies 

• Wide Input Voltage Range 
• Low Output Ripple and Noise 
• Excellent Line & Load Regulation Characteristics 
• High Temperature Stability 
• Free-Air Convection Cooling; No External Heat Sink Required 

Power Supplies 
Modular AC/DC Power Supplies 

GENERAL SPECIFICATIONS 
Power Requirements 

Input Voltage Range: 
Frequency: 

Electrical Specifications 
Temperature Coefficient: 
Output Voltage Accuracy: 

Breakdown Voltage: 
Isolation Resistance: 
Short Circuit Protection: 

Environmental Requirements 
Operating Temperature 

Range: 
Storage Temperature 

Range: 

105 V ac to 125 V ac 
50 Hz to 250 Hz 

0.02%IOC 
±2%, max 
See Specifications Table 
500 V rms, min 
50MO 
All ac/dc power supplies 
employ current limiting. They 
can withstand substantial 
overload including direct 
short. Prolonged operation 
should be avoided since 
excessive temperature rises 
will occur. 

-25°C to +71°C 

-25°C to +85°C 

SPECIFICATIONS - Typical @ +2S"C and 115 V ac 60 Hz unless otherwise noted> 

Output Outpot Line Reg. Load Reg. Output Ripple & 
Voltage CurreDt max max Voltage Noise Dimensions 

Type Model Volts mA 0/0 % Error max mVnnsmu Inches 

904 0015 OoSO 0.02 0.02 00200 mV 0.5 3.5x2.SxO.87S 
-OmV 

902 0015 00100 0.02 0.02 +300 mV 0.5 3.Sx2.SxI.2S 
-OmV 

Dual 902·2 0015 ±IOO 0.02 0.02 +300 mV 0.5 3.5x2.5xO.875 
Output -OmV 

920 0015 00200 0.02 0.02 +300 mV 0.5 3.5x2.5xI.25 
-OmV 

." 925 0015 00350 0.02 0.02 001% 0.5 3.5x2.SxI.62 B = 921 0012 00240 0.02 0.02 +300 mV 0.5 3.sx2.Sx 1.25 = 0 -OmV :il 

l 90S 1000 0.02 0.05 001% I 3.Sx2.SxI.2S 
Single 922 2000 0.02 0.05 ±l% I 3.5X2.5XI.62 
Output 928 3000 0.05 0.10 ±2% 5 (typ) 3.5 x2.S x 1.25 

&: 923 0015 00100 0.02 0.02 001% 0.5 3.Sx2.5xI.2S 
+5 500 0.02 0.05 ±1% 0.5 

Triple 927 0015 00150 0.02 0.02 002% 0.5 (typ) 3.Sx2.SxI.62 

Output +5 1000 0.02 0.10 ±2% 1.0 (typ) 
2B3SJ 0015 0065 0.08 0.1 (-0, +300 mY) 0.5 3.5x2.SxI.2S 

+1 to +15** 125 0.08 0.1 0.25 
2B35K ±IS ±65 0.01 0.02 (-0, +300 mY) 0.5 3.5x2.5xI.25 

+1 to +15** 125 0.01 0.02 0.25 

952 ±IS 00100 0.05 0.05 002% 4.4x2.7xI.45 
Dual 970 0015 00200 0.05 0.05 002% 4.4x2.7x 1.45 

11 Output 973 0015 00350 0.05 0.05 ±2% 4.4x2.7x2.00 

~ 975 0015 00500 0.05 0.05 002% 4.4x2.7x2.00 

:il 955 1000 0.05 0.15 :tl% 2 4.4x2.7xI.4S 

J 
Single 976 3000 0.05 0.10 ±2% 5 (typ) 4.7Sx2.7x 1.45 
Output 977 5000 0.05 0.10 ±2% 5 (typ) 4.7Sx2.7xI.4S 

972 ±IS 00150 0.02 0.02 002% 0.5 (typ) 4.7Sx2.7x 1.45 
Triple +5 300 0.02 0.10 ±2% 1.0 (typ) 
Output 974 0015 00150 0.02 0.02 002% 0.5 (typ) 4.7Sx2.7xI.4S 

+5 1000 0.02 0.10 ±2% 1.0 (typ) 

·Consult Analog Devices Power Supplies Catalog far additional information. 
-*Resistor programmable. 
Specifications subject to change without notice. 
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Modular DC/DC Converters 
GENERAL DESCRIPTION 
Analog Devices' line of compact dddc converters offers system 
designers a means of supplying a reliable, easy to use, low cost 
solution to a variety of floating (analog and digital) power appli
cations. These devices provide high accuracy, short circuit pro
tected, regulated outputs with very low output noise and ripple 
characteristics. 

Fourteen models are offered in five power levels of 1 watt, 1.8 
watts, 4.5 watts, 6 watts and 12 watts. Input voltage versions 
include 5 volt, 12 volt, 24 volt and 28 volt with output ranges 
as follows: +5 volt, ±l2 volts and ±ls volts at ±60 mA to 
1000 mA output current capability. 

Most models are high efficiency (typicaly over 60% at full load) 
and feature complete 6-sided continuous shielding for EMIIRFI 
protection. A 1T-type input mter is contained, in some models, 
which virtually eliminates the effects of reflected input ripple 
current. Most Analog Devices' dddc converters are available 
from stock in both large and small quantities with substantial 
discounts being applied to large quantity orders. 

DC/DC POWER SUPPLY FEATURES 
• Inaudible (>20 kHz) Converter Switching Frequency 
• Continuous, Six-Sided EMIlRFI Shielding Except on I Watt 

and 1.8 Watt Models 
• Output Short Circuit Protection (Either Output to Common) 
• Automatic Restart After Short Condition Removed 
• Automatic Starting with Reverse Current Injected into 

Outputs 
• Low Output Ripple and Noise 
• High Temperature Stability 
• Free Air Convection Cooling 

No external heat sink or specification derating is 
required over the operating temperature range. 

GENERAL SPECIFICATIONS FOR 1 W AND 
1.8W MODELS 
Line Regulation - Full Range: ±0.3% (±I% max, 949) 
Load Regulation - No Load to Full Load: ±0.4% (±O.S% max, 

949) 
Output Noise and Ripple: 20 mV POp (with IS ,..F tantalum 

capacitor across each output) 2 m V rms max, 949) 
Breakdown Voltage: 300 V dc min (500 V dc min, 949) 
Input Filter Type: 1T 
Operating Temperature Range: - 25°C to + 7l °C 
Storage Temperature Range: -40°C to + 125°C (+ 100°C, 949) 
Fusing: If input fusing is desired, we recommend the use of a 

slow blow type fuse that is rated at 150%-200% of the 
dddc converter's full load input current. 

GENERAL SPECIFICATIONS FOR 4.5 W, 6 WAND 
12 W MODELS 
Line Regulation - Full Range: ±0.07% max (±0.02% max, 951, 

960 Series) (±0.1% max, 943) 
Load Regulation - No Load to Full Load: ±0.07% max 
(±0.02% max, 951, 960 Series) (;1:0.1% max, 943) 
Output Noise and Ripple: I mV rms max 
Breakdown Voltage: 500 V dc min 
Input Filter Type: 1T 
Operating Temperature Range: -25°C to +7l°C 
Storage Temperature Range: -40°C to + 125°C 
Fusing: If input fusing is desired, we recommend the use of a 

slow blow type fuse that is rated at 150%-200% of the 
dddc converter's full load input current. 

SPECIFICATIONS - Typical @ +2SoC at nominal input voltage unless otherwise noted* 

Input! 
Output Output Input Voltage Input Output Temperature Efficiency 
Voltage Current Voltage Range Current Voltage Coefficient Full Load Dimensions 

Model Volts mA Volts Volts Full Load Error max I"Cmax min Inches 

943 5 1000 5 4.7515.25 I.S2A ±1% ±0.02% 62% 2.0x2.0xO.38 
958 5 100 5 4.5/5.5 200mA ±S% ±0.01 % (typ) 50% 1.2SxO.8xO.4 
941 ±12 ±IS0 5 4.75/5.25 1.17A ±1% ±0.01% 58% 2.0x2.0xO.38 
960 ±12 ±40 5 4.5/5.5 384mA ±S% ±0.01 % (typ) 50% 1.2sxO.8xO.4 
962 ±IS ±33 5 4.5/5.5 396mA ±S% ±0.01% (typ) 50% 1.2sxO.8xO.4 
964 ±IS ±33 12 10.8/13.2 165 mA ±S% ±0.01 % (typ) 50% 1.2sxO.8xO.4 
965 ±IS ±19O 5 4.65/5.5 1.7 A ±1% ±O.OOS% (typ) 62% (typ) 2.0x2.0xO.38 
966 ±ls ±190 12 11.2113.2 7l0mA ±1% ±O.OOS% (typ) 62% (typ) 2.0x2.0xO.38 
967 ±IS ±190 24 22.3/26.4 350 mA ±1% ±O.OOS% (typ) 62% (typ) 2.0x2.0xO.38 
949 ±ls ±60** 5 4.65/5.5 0.6A ±2% ±0.03% 58% 2.0x 1.0xO.37s 
940 ±IS ±ls0 5 4.7515.25 1.35 A ±1% ±0.01% 62% 2.0x2.0xO.38 
953 ±ls ±ls0 12 11113 0.6A ±O.S% ±0.01% 62% 2.0x2.0xO.38 
945 ±IS ±ls0 28 23/31 2s0mA ±O.S% ±0.01% 61% 2.0x2.0xO.38 
951 ±ls ±410 5 4.6515.5 3.7 A ±0.5% ±0.01% 62% 3.sx2.sxO.88 

NOTES 
'Models 940 and 941 will deliver up to 120 rnA output CUlTent (and Model 943 will deliver up to 600 mAl over an input voltage tSnge of 4.65 V dc 
and 5.5 V dc. 

*Consult Analog Devices Power Suppies Carslog for additional information. 
**Single-ended or unbalanced operation is permissible sueb that torsi output current load does not exceed a torsi of 120 mAo 
Specifications subject to cbange without notice. 

1~2 POWER SUPPLIES 



LTS-2U2U Component Test Systems 

HANDLER INTERFACE FOR 
HANDLER CONTROL SIGNALS 

BIDIRECTIONAL R6-232 PORT 
FOR COMMUNICATING WITH 
ANY RS-232 DEVICE DUAL DISK DRIVES. DOUBLE-SIDED FOR 

OPERATING SYSTEM. MASS STORAGE OF DATA. 
USER PROGRAMS. AND SUPPLIED PROGRAMS 

"'
~~~D~~~~,ttA~:;'~: PORT -... 

DEVICE SOCKET 

SOCKET PC BOARD ___ _ 

PLUG-IN SOCKET AIi:Iit:IVlBI_ Y-

START TEST BUTTON - OPERATOR 
INSTALLS DEVICE IN THE SOCKET 
AND PUSHES THE BUTTON 

PLUG-IN FAMILY BOARD MODULE (E.G .. LINEAR. DIGITAL. 
DATA CONVERSION. DISCRETE. MIXED SIGNAL) 

THE LTS CONCEPT 
The L TS-2020 is a versatile component test system which tests a 
multitude of components to the manufacturer's specifications 
(linear, digital, data conversion, and discrete devices). The sys
tem offers such features as RS-232 ports for networking, IEEE 
for compatibility with handlers and probers, dual disk drives for 
mass storage of data, automatic self-calibration, and a full statis
tical analysis software package. 

The LTS-2020 provides several data output formats - datalog, 
yield analysis, and statistical analysis. The console provides the 
primary measurement and control functions to test a specific 
class of devices. The socket assembly is the mechanical and elec
tronic interface for the family board and the DUT board. The 
DUT board plugs directly into the socket assembly and contains 
the circuitry and socket, specific to the actual device under test. 

Analog Devices' component test systems are the first benchtop 
testers that are programmable in BASIC and fill-in-the-blanks 
CREATE. CREATE is menu-driven software which prompts 
the user for data sheet limits and conditions, then builds a com
pleted test program for the specified device. Turnkey program 
libraries are available for each of the device families. 

Far more than just comprehensive production testers, these test 
systems can handle complex engineering analysis and incoming 
inspection. They are the first systems that can provide all the 
capabilities of today's large centralized test systems at a price 
that is approximately one-third the cost. The L TS-2020 not only 
provides the flexibility of distributed or decentralized testing, it 
allows for cost effective multiple system purchases. They 
increase overall test reliability since the threat of a single big 
failure is eliminated in a distributed testing environment. 

MIXED SIGNAL TEST CAPABILITY 
The L TS-2800 Mixed Signal Family Board and L TS-0680 Test 
Head perform a wide variety of ac and dc parametric tests on 
devices such as complex hybrids, octal DACs, ASICs, convert
ers, and pulse width modulators. The family board supplies the 
dc pin drivers, the dc force and measure system, a V cc buffer, 
an rms-to-dc conversion circnit, voltage and current sources, 
and a 24 x 5 switching matrix. With its 24 programmable pin 
drivers, the system can provide high and low digital voltages, a 
thr~state (high impedance) output mode, and accurate voltages 
and currents (VII source). 

The family board incorporates a series of 12-bit calibrated 
sources, used for programming V1L and VIH voltage levels at the 
digital inputs of the device under test. A threshold source for 
programming voltage levels on a comparator is used to detect 
digital output voltage levels accurately. For forcing and measur
ing currents, a VII source provides and measures 10 .... A to 
400 rnA and voltages to ±20 V. 

A switching matrix provides system flexibility by allowing any 
one of several capabilities to be switched to any of the pin driv
ers. These include the measure system, VII source, VIH and V1L 

sources, the rms-to-dc circuit, and BNC input and output con
nectors for interconnection with external instruments using the 
IEEE-488 bus. 

The LTS-0680 Mixed Signal Test Head contains a precise and 
versatile time measure unit which provides accurate ac measure
ment of propagation delays, slew rates, pulse widths, and rise 
and fall times. It also incorporates a 16-bit user data bus, 16-bit 
relay driver bus, four 12-bit programmable sources, and a user's 
expansion board. A square wave source to the DUT provides up 
to ±10 volt signals, from 1.22 kHz to 2.5 MHz. 

COMPONENT TEST SYSTEMS 19-1 



LINEAR DEVICE TEST CAPABILITY 
The L TS-2101 Operational Amplifier Family Board tests today's 
very demanding high precision op amps, comparators, and regu
lators. This board houses the test loop used in testing op amps 
and comparators and the pulse load circuitry used in developing 
the high currents needed for voltage regulator testing. 

For testing devices under 100 I1V, the LTS-2101 offers a tight 
offset spec of ±(0.25% + 5 11 V). Use of low thermal Emf relays 
and a test loop gain of 10,045 ensures superior low level Vas 
measurement performance for optimum repeatability of low 
level signals. 

Testing of low current devices is achieved with the LTS-0614 
Socket Assembly which is designed to test bias and offset cur
rents with an accuracy of ±(5% + 25 fA) for any FET ampli
fier, including quad devices. Program libraries containing pre
written test programs for many standard op amps, comparators 
and regulators are available on disk. 

ANALOG-TO-DIGITAL TEST CAPABILITY 
The LTS-2200 ADC Family Board provides the test circuitry 
required for testing monolithic, hybrid, or modular ADCs. An 
on-board 16-bit microprocessor with 8K bytes of memory acts as 
a slave for the system console and executes preprogrammed test 
routines such as linearity, all codes existence, transition noise 
measurements, and conversion time measurements at high 
speed. Absolute accuracy can be measured within 200 11 V. Lin
earity, differential nonlinearity, offset, gain, and PSSR are 
tested to ±0.05 DUT LSB +200 I1V, Turnkey test packages are 
available for many of the standard ADCs currently in use. 

DIGITAL·TO·ANALOG TEST CAPABILITY 
The L TS-2302 DAC Family Board utilizes advanced state-of
the-art test techniques to provide comprehensive test capabili
ties for a wide variety of D/A converters. It will test both volt
age and current output DACs, DACs with and without buffer 
registers, and serial or parallel input DACs to 16-bit accuracy. 

High repeatability on low level signals is achieved because of the 
grounding scheme on the L TS-2302. The incorporation of high 
level components in the VII circuits ensures true accuracy. In 
addition, the methodology for measuring low bit currents allows 
appropriate testing of this parameter on CMOS DACs. 

Output leakage current on the L TS-2302 is measured with the 
bit drivers to the DAC set to logic O. Current is measured using 
the I to V converter. A I MO resistor within the I to V circuitry 
ensures sensitivity, thereby measuring current down to ±l ~ 
full scale. 

DIGITAL DEVICE TEST CAPABILITY 
The LTS-2510 Digital Device Family Board provides 24-pin 
driverldetectors and a precision, four quadrant V II source for 
testing SSIIMSI TTL and CMOS digital devices. This board 
contains four programmable device supplies and switching cir
cuitry necessary for performing accurate parametric measure
ments on all device pins. 

1~2 COMPONENT TEST SYSTEMS 

Together with the L TS-0655 remote ac test fixtnre, dynamic 
parametric testing of 24-pin SSIIMSI TTL digital devices can be 
achieved. Accuracies are achieved down to ±4% + 1.5 ns at a 
resolution of 500 ps. Dynamic parameters tested are propagation 
delay, setnp, and hold times. 

DISCRETE DEVICE TEST CAPABILITY 
The L TS-2600 Transistor Family Board tests bipolar transistors, 
JFETs, diodes, and optocouplers. An on-board 16-bit micro
processor with 4K bytes of memory acts as a slave for the LTS 
system and coordinates the timing and pulse width control of 
the stimulus and measurement signals. In addition, the micro
processor monitors the interlock circuitry to insure safe handling 
of high power test signals. 

MOSFET software packages support the testing of N and P 
channel enhancement mode and N channel depletion mode 
devices. Tests which may be performed on MOSFET devices 
include Idss, Igss, Igssf, Igssr, Id (oft), Id (on), B Vdss, B 
Vgss, B Vgssf, B Vgssr, Vds (on), Vgs (th), Vgsoff, Vsd, Rds 
(on), and Gsf. 

The Smartpower Test Fixtnre will support fast, accurate testing 
of devices such as Darlington Arrays, Differential Line 
Drivers/Receivers, and Transceivers/Repeaters. It contains a 
matrix board which facilitates the muxing of High VoltagelHigh 
Current VIis, a nonometer, diffamp, 16-bit measure system, and 
mecca ground reference to anyone of eight matrix points at the 
DUT site and eight dc pin drivers programmable to anyone of 
four modes - VII, V'H' V'L or Tristate. This confignration 
allows true digital dc parametric testing of the front end of 
smartpower devices while providing the high voltage and high 
current capability to test the discrete output stage. 

ANALOG SWITCH TEST CAPABILITY 
The L TS-2700 Analog Switch Family Board adds switch and 
multiplexer testing capability to the LTS-2020. This test capa
bility, with CREATE software, allows datalogged device testing 
at the incoming inspection and semiconductor manufacturing 
levels and includes software power for use in component evalua
tion applications. 

The L TS-2700 tests on and off drain to source leakage currents 
with an accuracy of 250 pA while forcing differential voltages up 
to 50 V (± 25 V from GND). Other tests performed are drain 
to source on resistance, greatest change in drain-source on resis
tance between channels, digital input current and supply cur
rent. 

Twenty high integrity analog lines are provided - four to be 
used as drain connections and sixteen for source connections. 
Also provided are eight programmable digital drivers, four digi
tal control bits, six variable power supplies, and one fixed + 5 V 
supply. These combinations of sources provide testing of devices 
such as 4-channel switches, 16 to 1 multiplexers, and other com
binations of switches and multiplexers. 



ADILETTER 
DESIGNATOR DESCRIPTION 

Side Brazed DIP (Ceramic) 

0-14 14 Lead 
0-16 16 Lead 
0-18 18 Lead 
0-20 20 Lead 

Bottom Brazed DIP (Ceramic) 

DH-14A 14 Lead 
DH-14B 14 Lead 

Metal Platform DIP 

OH-16B 16 Lead 

Leadless Chip Carrier (Ceramic) 

E-20A 20 Terminal 
E-28A 28 Terminal 

Flat Pack (Ceramic) 

F-2A 2 Lead 

Metal Can 

H-03A 3 Lead (TO-52) 
H-03B 3 Lead (TO-5 Style) 
H-08A 8 Lead (TO-99) 
H-08B 8 Lead (TO-99 Style) 
H-lOA 10 Lead (TO-l00) 
H-12A 12 Lead (TO-8 Style) 

Plastic DIP 

N-8 8 Lead 
N-14 14 Lead 
N-16 16 Lead 
N-18 18 Lead 
N-20 20 Lead 
N-24 24 Lead 
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20- 2 
20- 3 
20-4 
20- 5 

20 - 6 
20-7 

20- 8 

20-9 
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20 - 11 

20 - 12 
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20-14 
20 -15 
20 - 16 
20 -17 

20 -18 
20-19 
20-20 
20 - 21 
20- 22 
20 -23 
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ADILETTER 
DESIGNATOR DESCRIPTION 

Plastic Leaded Chip Carrier (PLCC) 

P-20A 20 Lead 
P-28A 28 Lead 

Cerdip 

Q-8 
Q-14 
Q-16 
Q-18 
Q-24 

Smail Outline (SOIC) 

8 Lead 
14 Lead 
16 Lead 
18 Lead 
24 Lead 

R-8 8 Lead 
R-16 16 Lead 
R-20 20 Lead 

Plastic Quad Flat Pack 

S-52 52 Lead 

Plastic 

TO-92 3 Lead 

Single In-Line Package (SIP) 

Y-I0 10 Lead 

Leaded Chip Carrier (Gull Wing) 

Z-8 8 Lead 
Z-16A 16 Lead 
Z-16B 16 Lead (Wide) 

PAGE 

20 -24 
20 -25 

20 - 26 
20- 27 
20 -28 
20 -29 
20 -30 

20 - 31 
20- 32 
20 - 33 

20- 34 

20- 35 

20- 36 

20- 37 
20- 38 
20- 39 
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Package Outline Dimensions 

INCHES 
SYMBOL MIN MAX 

A 0.200 
b 0.014 0.023 
b, 0.030 0.070 
c 0.008 0.015 
D 0.785 
E 0.220 0.310 
E, 0.290 0.320 
e 0.090 0.110 
L 0.125 0.200 
L, 0.150 
Q 0.015 0.060 
S 0.098 
S, 0.005 

20-2 PACKAGE INFORMA TION 

D-14 
14-Lead Side Brazed Ceramic DIP 

MILLIMETERS 
MIN MAX 

5.08 
0.36 0.58 
0.76 1.78 
0.20 0.38 

19.94 
5.59 7.87 
7.37 8.13 
2.29 2.79 
3.18 5.08 
3.81 
0.38 1.52 

2.49 
0.13 

NOTES 

6 
2,6 
6 
4 
4 

7 

3 
5 
5 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(O.58mm) for all four corner leads only. 
3. Dimension Q shall be measured from the seating plane 

to the base plane. 
4. This dimension allows for off-center lid, meniscus 

and glass overrun. 
5. Applies to all four corners. 
6. All leads - increase maximum limit by 0.003" (0.08mm) 

measured at the center of the flat, when hot solder 
dip lead finish is applied. 

7. Twelve spaces. 



INCHES 
SYMBOL MIN MAX 

A 0.200 
b 0.014 0.023 
b, 0.030 0.070 
c 0.008 0.015 
D 0.840 
E 0.220 0.310 
E, 0.290 0.320 
e 0.090 0.110 
L 0.12& 0.200 
L, 0.150 
Q 0.015 0.060 
S 0.080 
S, 0.005 

D-16 
16-Lead Side Brazed Ceramic DIP 

MILLIMETERS 
MIN MAX 

&.08 
0.38 0.58 
0.76 1.76 
0.20 0.38 

21.34 
5.59 7.87 
7.37 8.13 
2.29 2.79 
3.18 5.08 
3.81 
0.38 1.52 

2.03 
0.13 

NOTES 

6 
2.6 
6 
4 
4 

7 

3 
5 
5 

R 
!--E,-I 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

CO.58mml for all four comer leads only. 
3. Dimension Q shall be measurad from the seating plane 

to the base plane. 
4. This dimension allows for off-center lid. meniscus 

and glasl overrun. 
5. Applies to all four comers. 
6. All leads - Increase maximum limit by O.OO3"CO.08mml 

measured at the center of the flat. when hot solder 
dip leed finish is applied. 

7. Fourteen lpaceS. 
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INCHES 
SYMBOL MIN MAX 

A 0.200 
b 0.014 0.023 
b, 0.030 0.070 
c 0.008 0.015 
D 0.960 
E 0.220 0.310 
E, 0.290 0.320 
e 0.090 0.110 
L 0.125 0.200 
L, 0.150 
Q 0.015 0.060 
S 0.098 
S, 0.005 

20-4 PACKAGE INFORM A TION 

0-18 
I8-Lead Side Brazed Ceramic DIP 

MILUMETERS 
MIN MAX 

5.08 
0.36 0.58 
0.76 1.78 
0.20 0.38 

24.38 
5.59 7.87 
7.37 8.13 
2.29 2.79 
3.18 5.08 
3.81 
0.38 1.52 

2.49 
0.13 

NOTES 

6 
2.6 
6 
4 
4 

7 

3 
5 
5 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(O.58mm) for all four comer leads only. 
3. Dimension Q shall be measured·from the seating plane 

to the base plane. 
4. This dimension allows for off-center lid. meniscus 

and glass overrun. 
5. Applies to all four comers. 
6. All leads - increase maximum limit by 0.003" (0.08mm) 

measured at the center of the flat. when hot solder 
dip lead finish is applied. 

7. Sixteen spaces. 



INCHES 
SYMBOL MIN MAX 

A 0.200 
b 0.014 0.023 
b, 0.030 0.070 
c 0.008 0.015 
D 1.060 
E 0.220 0.310 
E, 0.290 0.320 
e 0.090 0.110 
L 0.125 0.200 
L, 0.150 
Q 0.015 0.060 
S 0.080 
S, 0.005 

D-20 
20-Lead Side Brazed Ceramic DIP 

I-- S, 

20 

MILLIMETERS 
MIN MAX 

5.08 
0.36 0.58 
0.76 1.78 
0.20 0.38 

2&.92 

5.59 7.87 
7.37 8.13 
2.29 2.79 
3.18 5.08 
3.81 
0.38 1.52 

2.03 
0.13 

NOTES 

6 
2.6 
6 
4 
4 

7 

3 
5 
5 

11 

10 

c ........ 

NOTES 
1. Index area; a notch or a lead one identification merk 

is loeated adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

10.58mml for a" four corner leads only. 
3. Dimension Q shell be measured from the seating plane 

to the base plane. 
4. This dimension allows for off-center lid. meniscus 

and glass overrun. 
5. Applies to a" four corners. 
6. A" leads - increase maximum limit by 0.003" 10.08mml 

measurad at the center of the flat. when hot solder 
dip lead finish is appliad. 

7. Eighteen spaces. 

PACKAGE INFORMA TlON 20-5 
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DH.14A 
14.Lead Bottom Brazed Ceramic.DIP 

SYMBOL 

A 
b 
b, 
c 
D 
E 
E, 
e 
L 
L, 
Q 

S 
S, 

SEE 
NOTE1 .... 

II 

14 

I I I I I I 
I -

II 
-

INCHES MILLIMETERS 
MIN MAX MIN MAX 

0.220 5.59 
0.014 0.023 0.3& 0.58 
0.030 0.070 0.76 1.78 
0.008 0.015 0.20 0.38 

0.805 20.45 
0.480 0.505 12.19 12.83 
0.290 0.320 7.37 8.13 

0.100BSC 2.54BSC 
0.125 0.200 3.18 5.08 
0.180 4.57 
0.015 0.060 0.38 1.52 

0.098 2.49 
0.005 0.13 

20-6 PACKAGE INFORMA TION 

I I I 
- - -

NOTES 

2 

6 
4.7 

3 
5 
5 

8 

7 

II Q 

I I 
I !=!:-r - TL, 

i 
c 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(0.58mm) for all four corner leads only. 
3. Dimension Q shall be measured from the seating plane 

to the base plane. 
4. The basic pin spacing is 0.100" (2.54mm) between 

centerlines. . 

5. Applies to all four corners. 
6. E, shall be measured at the centerline of the leads. 
7. Twelve spaces. 



SEE 
NOTE 1 

INCHES 
SYMBOL MIN MAX 

A 0.140 0.220 
b 0.014 0.023 
b, 0.030 0.070 
c 0.008 0.015 
D 0.835 0.875 
E 0.480 0.510 
E, 0.295 0.305 
e 0.100 SSC 
L 0.150 0.200 
L, 0.180 
Q 0.015 0.035 
S 0.137 
S, 0.080 

DH-14B 
14-Pin Bottom Brazed Ceramic (Large Capacity) 

14 

D 

j.-

MILUMETERS 
MIN MAX NOTES 
3.56 5.59 
0.36 0.58 
0.76 1.78 
0.20 0.38 

21.21 22.23 
12.19 12.95 
7.49 7.75 5 

2.54 SSC 3,6 
3.05 5.08 
4.57 
0.38 1.91 2 

3.48 4 
1.52 4 

8 

7 

r E -I 
Q 

I~ c 

~ 
~Sj.- I- E,---./ 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. Dimension Q shall be measured from the seating plane 

to the base plane. 
3. The basic pin spacing is 0.100" (2.54 mm) between 

centerlines. 
4. Applies to all four corners. 
5. E, shall be measured at the centerline of the leads. 
6. Twelve spaces. 

PACKAGE INFORM A TION 20-7 



~i[ " 
I-

rrr 
SEATING_~E 

PLANE--':--

L 

* 

..., 

D8·16B. 
16-Lead Metal Platform DIP 

Q 

: ] 
D===i 

'-h ..., ..., 
L, 

• 
INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX NOTES NOTES 
1. Index area; a square corner or a lead one identification 

A 0.175 0.215 4.45 5.46 mark is located adjacent to lead one. 
cf>b 0.016 0.020 0.41 0.51 2. Pin 6 is electrically connected to the case. 
D 0.960 0.985 24.4 25.0 3. Case has metal bottom surface. 
E 0.490 0.520 12.45 13.21 4. E, shllil be measllred at the centerline of the leads. 
E, 0.295 0.305 7.49 7.75 4 5. Fourteen spaces. 
e 0.095 0.105 2.41 2.67 5 
L, 0.160 0.255 4.06 6.48 
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E·20A 
20·Terminal Leadless Ceramic Chip Carrier 

BOTTOM VIEW 

(hx45°) L I i (" 450) 
3PLACES TT IT JX r-=:D -I 

I IH H H H Hill 
JNCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX NOTES NOTES 
1. Dimension A controls the overell peckage thickness. 

A 0.064 0.100 1.63 2.54 1 2. Applies to all 4 sides. 
B, 0.022 0.028 0.56 0.71 3. All terminals are gold plated. 
D 0.342 G.358 8.69 9.09 2 
D, 0.075 REF 1.91 REF 

e O.05OBSC 1.27BSC 

j 0.020 REF 0.51 

h 0.040 REF 1.02 

L 0.045 0.055 1.14 1.40 

PACKAGE INFORM A TION 20-9 



E-28A 
28-Terminal Leadless Ceramic Chip Carrier 

.J.. 
fB, 

.L ...... 
e NO.1 PIN INDEX 

r 
BOTTOM VIEW 

(h x 45°) .L ..J.. 
3 PLACES I I Ii x 45°) 

'To 0 P 
I I'H H H H H H H 1TI 

INCHES MILLIMETERS 
SYMBOL MIN MAX MIN MAX NOTES NOTES 

A 0.064 0.100 1.63 2.54 1 
B, 0.022 0.028 0.56 0.71 
0 0.442 0.458 11.23 11.63 2 

1. Dimension A controls the overall package thickness. 
2. Applies to all 4 sides. 
3. All terminals ere gold plated. 

0, 0.075 REF 1.91 REF 

e O.050BSC 1.27BSC 
j 0.020 REF 0.51 
h 0.040 REF 1.02 
L 0.045 0.055 1.14 I 1.40 
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INCHES 

SYMBOL MIN MAX 

A 0.044 0.066 
b 0.015 0.019 

c 0.0045 0.0065 
D 0.250 
D, 0.220 

E 0.081 0.093 
e 0.045 0.055 
L, 0.750 

L, 

c 

+ 
t 

~ 

MILLIMETERS 

MIN MAX 

1.12 1.67 
0.38 0.48 
0.12 0.17 

6.35 

5.59 
2.06 2.36 
1.14 1.40 

19.05 

F-2A 

2-Lead Flat Pack 

-EI T ] E 

1 , 

I· 

NOTES 

2 
2 

1 

1 

D, :1 D 

NOTES 
1. This dimell$ion allows for off-center lid. meniscus 

and solder overrun. 

2. All leads - increase maximum limit by 0.003" 
(0.08 mm) when hot solder dip finish is applied. 

PACKAGE INFORMATION 20-11 



F-j 

INCHES MILLIMETERS 
SYMBOL MIN MAX MIN MAX 

A 0.115 0.150 2.92 3.81 
ct>b 0.021 0.53 
ct>bz 0.016 0.019 0.41 0.48 
ct>D 0.209 0.230 5.31 5.84 
ct>D, 0.178 0.195 4.52 4.95 
e 0.100T.P. 2.54T.P. 
e, O.OSOT.P. 1.27T.P. 
F 0.030 0.76 
i 0.036 0.046 0.91 1.17 
k 0.028 0.048 0.71 1.22 
L 0.500 12.70 
L, 0.050 1.27 

Lz 0.250 6.35 
ex 45°T.P. 
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H-03A 
3-Lead ~etal Can. (TO-52) 

ct>b 

NOTES 

1.4 
1.4 

2 
2 

3 
1 
1 

NOTES 
1. (Three Leads) ct>bz applies between L, and Lz. ct>b applies 

between Lz and 0.5" (12.70mml from seating plane. 
Diameter is uncontrolled in L, and beyond 0.5" 
(12.70mml from seating plane. 

Z. Leads having maximum diameter 0.019" (O.48mml 
measured in gauging plane 0.054" 11.4mml + 0.001" 
(O.03mml - 0.000" (O.OOmml below the seating plane 
ot the device are within 0.007" (0.18mml ot their true 
positions relative to a maximum-width tab. 

3. Measured from maximum diameter of the actual 
device. 

4. All leads - increase maximum limit by 0.003" (0.08mml 
when hot solder dip finish is applied. 



INCHES 
SYMBOL MIN MAX 

A 0.165 0.185 
cl>b 0.016 0.021 
cl>b. 0.016 0.019 
cl>D 0.335 0.370 
cl>D, 0.305 0.335 

,e 0.200T.P. 
e, 0.100T.P. 
h 0.015 0.035 
j 0.028 0.034 
k 0.029 0.045 
L 0.500 
L, 0.050 
L. 0.250 
P 0.100 
Q 

r 0.007 
ex 45"T.P. 

H·03B 
3·Lead Metal Can (TO·S Style) 

MILLIMETERS 
MIN MAX 

4.19 4.70 
0.41 0.53 
0.41 0.48 
8.51 9.40 
7.75 8.51 

5.08T.P. 
2.54T.P. 

0.38 0.89 
0.71 0.86 
0.74 1.14 

12.70 
1.27 

6.35 
2.54 

0.18 

NOTES 

2,7 
2,7 

4 

3 
2 
2 
2 
1 
5 

NOTES 
1; This zone is controlled for automatic handling. The 

variation in actual diameter within the zone shall not 
exceed 0.010" (0.25mml. 

2. (Three leadsl cl>b. applies between L, and L •. cl>b applies 
between lz and 0.500" (12.70mml from seating plane. 
Diameter is uncontrolled in L, and beyond 0.500" 
(12.70mml from seating plane. 

3. Measured from maximum diameter of the actual 
device. 

4. Leads having maximum diameter 0.019" (O.48mml 
measured in gauging plane 0.54" (1.37mml + 0.001" 
(O.03mml - 0.000" (O.OOmml below the seating plane 
of the device are within 0.007" (0.18mml of their true 
positions relative to the maximum-width tab. 

5. Details of outline in this zone optional. 
6. Lead #3 connected to case. 
7. A" leads - Increase maximum limit by 0.003" (0.08mml 

when hot solder dip finish is applied. 
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SYMBOL 

A 

+b 
+b, 
+D 
+D, 

+Dz 
e 
e, 
F 
k 
k, 
L 
L, 
La 
Q 

« 

H·08A 
8-Lead Metal Can (TO-99) 

1'-1R~ 
In' ,.... ~z. 

+D II I 

llL~ '1:\: ¢=:::J~ \: 

F -'.)t +b +b, 

Q I: SEATING PLANE 

INCHES MILLIMETERS 
MIN MAX MIN MAX NOTES 

0.185 0.18& 4.19 4.70 
0.018 0.019 0.41 0.48 1.4 
0.018 0.021 OA1 0.&3 1.4 
0.335 0.370 8.51 9.40 
0.305 0.335 7.75 8.51 
0.110 0.180 2.79 4.08 

O.200BSC 5.08BSC 3 
0.100BSC 2.54BSC 3 

0.040 1.02 
0.027 0.034 0.88 0.8& 
0.027 0.045 0.88 1.14 
0.500 0.750 12.70 19.05 

0.050 1.27 
0.280 8.35 
0.010 0.045 0.25 1.14 

45°BSC 45°BSC 3 

NOTES 
1. (All leeds) +b applies between L, and La. +b, applies 

between La and 0.500" (12.70mm) from the reference 
plane. Diameter is uncontrolled in L, and beyond 0.500" 
(12.70mm) from the reference plane. 

2. Measured from the maximum diameter of the 
product. 

3. Leads having a maximum diameter 0.019" (O.48mm) 
measued in gauging plane 0.054" (1.37mm) + 0.001" 
(O.03mm) - 0.000" (O.OOmm) below the base plane of 
the product are within 0.007" (0.18mm) of their true 
position relative to the maximum width tab. 

4. All leads - increase maximum limit 0.003" (O.08mm) 
when hot solder dip finish is applied. 
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INCHES 
SYMBOL MIN MAX 

A 0.165 0.185 
+b 0.016 0.019 

+bt 0.016 0.021 
+D 0.335 0.370 
+D, 0.305 0.335 

+~ 0.110 0.160 
e O.230BSC 
e, 0.115BSC 
F 0.040 
k 0.027 0.034 
k, 0.027 0.045 
L 0.500 0.750 
L, 0.050 
a... 0.250 
Q 0.010 0.045 
CI 45°BSC 

H-088 
8·Lead Metal Can (TO·99 Style) 

MILUMETERS 
MIN MAX 

4.19 4.70 
0A1 0.48 
0.41 0.53 
8.51 9.40 
7.75 8.51 
2.79 4.06 

5.84BSC 
2.128SC 

1.02 
0.69 0.86 
0.69 1.14 

12.70 19.05 
1.27 

6.35 
0.25 1.14 

45°8SC 

NOTES 

1.4 
1.4 

3 
3 

2 
1 
1 
1 

3 

NOTES 
1. (All leads\ +b applies between L, and a.... +b, applies 

between a... and 0.500" (12.70mm\ from the reference 
plane. Diameter is uncontrolled in L, and beyond 0.500" 
(12.70mm\ from the reference plane. 

2. Measured from the maximum diameter of the 
product. 

3. Leads having a maximum diameter 0.01" (O.48mm\ 
measued in gauging plane 0.054" (1.37mm\ + 0.001" 
(O.03mm\ - 0.000" (O.OOmm\ below the base plane of 
the product are within 0.007" (0.18mm\ of their true 
position relative to the maximum width tab. 

4. All leads - increase maximum limit 0.003" (0.08mm\ 
when hot solder dip finish is applied. 
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SYMBOL 

A 

+b 
+b, 
+D 
+0, 
+Dz 
e 
e, 
F 
k 
k, 
L 
L, 
La 
Q 

u 

H-IOA 
IO-Lead Metal Can (TO-lOO) 

rAtll' 
1 r . !! 

+D ~ 

I+rl ~ 1lL: 11\ 1 \ 
F~ +b +b, 

Q r SEATING PLANE 

INCHES MILUMETERS 
MIN MAX MIN MAX NOTES 

0.166 0.186 4.19 4.70 
0.016 0.019 0.41 0.48 1,4 
0.016 0.021 OA1 0.53 1,4 
0.335 ·0.370 8.51 9.40 
0.305 0.335 7.75 8.51 
0.110 0.160 2.79 ·4.06 

O.230BSC 5.84BSC 3 
0.115BSC 2.92BSC 3 

0.040 1.02 
0.027 0.034 0.69 0.86 
0.027 0.045 0.69 1.14 2 
0.500 0.750 12.70 19.05 1 

0.060 1.27 1 
0.250 6.35 1 
0.010 0.045 0.25 1.14 

36"BSC 36"BSC 3 

NOTES 
1. (Three Leads) +bz applies between L, and La. +b applies 

between La and .0.5" 112.70mm) from seating plane. 
Diameter is' uncontrolled in L, and beyond 0.5" 
112.70mm) from seating plane. 

2. Leads having maximum diameter 0.019"10.48mm) 
measurad in gauging plane 0.054" 11.4mm) + 0.001" 
10;03mm) - 0.000" 10.00mm) below the seating plane 
of the device are within 0.001' 10.18mm) of their true 
positions relative to a maximum-width tab. 

3. Measurad from maximum diameter of the actual 
device. 

4. All leads - increase maximum IIm.it by 0.003" (0.08mm) 
when hot solder dip finish is applied. 
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SYMBOL 

A 
<l>b 
<f>b, 
<l>D 
<l>D, 
e 
e, 

liz 
F 
k 
k, 
L 
L, 
Q 

R-12A 
12-Lead Metal Can (TO-8 Style) 

rAi,7i rrr ' : 
il 1'\' \' 

F -:Ii: <l>b <l>b, 

Q t SEATING PLANE 

INCHES MIWMETERS 
MIN MAX MIN MAX NOTES 

0.148 0.181 3.18 4.80 
0.018 0.019 0.41 0.48 1 
0.018 0.021 0.41 0.53 1 
0.592 0.610 15.04 15.44 
0.54& 0.555 13.84 14.10 

O.400BSC 3 
O.200BSC 3 
0.100BSC 3 

0.040 1.02 
0.026 0.036 0.66 0.91 
0.026 0.036 0.66 0.91 2 
0.375 9.50 1 

0.050 1.27 1 
0.010 0.046 0.25 1.14 

NOTES 
1. IAllleads) <l>b applies between Land L,. <l>b, applies 

between L, and 0.375" 19.50mm) from the reference 
plane. Diameter is uncontrolled in L, and beyond 0.375" 
19.50mm) from the reference plane. 

2. Measured from the maximum diameter of the 
product. 

3. Leads having a maximum diameter 0.019" 10.48mm) 
measued in gauging plane 0.054" 11.37mm) + 0.001" 
10.03mm) - 0.000" 10.00mm) below the bese plane of 
the product is within 0.007 10.18mm) of their true 
position reletive to the maximum width tab. 
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INCHES 
SYMBOL MIN MAX 

A 0.210 

A2 0.115 0.195 
b 0.014 0.022 
b, 0.045 0.070 
c O.OOS 0.015 
D 0.348 0.430 
E 0.300 0.325 
E, 0.240 0.280 
e 0.1OOBSC 
L 0.125 0.200 
L, 0.150 
Q 0.015 0.060 
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b 

MILLIMETERS 
MIN MAX 

5.33 
2.93 4.95 
0.356 0.558 
1.15 1.77 
0.204 0.381 
8.84 10.92 
7.62 8.25 
6.10 7.11 

2.54BSC 
3.18 5.05 
3.81 
0.38 1.52 

e 

N-8 
8-Lead Plastic DIP 

b, 

NOTES 

2 

2 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. This dimension does not include mold flash or 

protrusions. 



SYMBOL 

A 
Az 
b 
b, 
c 
D 
E 
E, 
e 
L 
L, 
Q 

N-14 
14-Lead Plastic DIP 

SEE -,-
NOTE 1 I 
~ E, 

L...r=,-"""""-r-r-T...,....,..-r-r-r..,...;7,...... J. 

~D~ Ir=.~-L 
SEATING L - . -'--- ~ T~QAz 

PlANE-r- - - - - - - -, ~ c 

INCHES 
MIN MAX 

0.210 
0.115 0.195 
0.014 0.022 
0.045 0.070 
0.008 0.015 
0.725 0.795 
0.300 0.325 
0.240 0.280 

0.100BSC 
0.125 0.200 
0.150 
0.015 0.060 

L I I I I * 
~j.. -Ie~ ~ ~b, 

MILLIMETERS 
MIN MAX 

5.33 
2.93 4.95 
0.356 0.558 
1.15 1.n 
0.204 0.381 

18.42 20.19 
7.62 8.25 
6.10 7.11 

2.54BSC 
3.18 5.05 
3.81 
0.38 1.52 

NOTES 

2 

2 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. This dimension does not include mold flash or 

protrusions. 
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SYMBOL 

A 
Az 
b 
b, 

c 
0 
E 
E, 
e 
L 
L, 
Q 

A 

N-l6 
16-Lead Plastic· DIP 

I,=E~i 
T~Q 

SEATING . 
PLANE+ - - '.-.. - - -. - .~ f 

. - T R·· ..... A2. 

INCHES 
MIN MAX 

0.210 
0.11.5 0,195 
0.014 0.022 
0.045 0.070 
0.008 0.015 
0.745 0.840 
0.300 0.325 
0.240 0.280 

0.1OOBSC 
0.125 0.200 
0.150 
0.015 I 0.060 

L '"l L, ~\.-b ../e~ ~ ~b, f 

c 

MILLIMETERS 
MIN MAX 

5.33 
2.93 4.95 
0.356 0.558 
1.15 1.77 
0.204 0.381 

18.93 21.33 
7.62 8.25 
6.10 7.11 

2.54BSC 
3.18 5.05 
3.81 
0.38 I 1.52 

NOTES 

2 

2 

NOTES 
1 .. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. ' 
2. This dimension ·does not include mold flash or 

protrusions. 
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SYMBOL 

A 
Az 
b 
b, 
c 
D 
E 
E, 
e 
L 
L, 
Q 

N-18 
IS-Lead Plastic DIP 

~~:::: :::::11 
~ D ~ 

Tlnn-n-n-nn-n-n- Q 

SEA.,'l~*n-n-fU-U-IUlt : ! ~I--' -oj.1- U U.. I 

INCHES 
MIN MAX 

0.210 
0.115 0.195 
0.014 0.022 
0.045 0.070 
0.008 0.015 
0.845 0.925 
0.300 0.325 
0.240 0.280 

0.100BSC 
0.125 0.200 
0.150 
0.015 0.060 

MILLIMETERS 
MIN MAX 

5.33 
2.93 4.95 
0.356 0.558 
1.15 1.77 
0.204 0.381 

21.47 23.49 
7.62 8.25 
6.10 7.11 

2.54BSC 
3.18 5.05 
3.81 
0.38 1.52 

NOTES 

2 

2 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 

2. This dimension does not include mold flash or 
protrusions. 
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SYMBOL 

A 
Az 
b 
b, 
c 
0 
E 
E, 
e 
L 
L, 
Q 

N-20 
20-Lead Plastic DIP 

~~:::::::::Il 
~ 0 _I ~E~ 
T~Q R-y'-L s~~:~-+- _ _ _ _ _ _ _ _ _ : f . -~ 

L ~~ L, c , 
...I..- * 

INCHES 
MIN MAX 

0.210 
0.115 0.195 
0.014 0.022 
0.045 0.070 
0.008 0.015 
0.925 1.060 
0.300 0.325 
0.240 0.280 

0.100BSC 
0.125 0.200 
0.150 
0.015 0.060 

-,/1-- b -I e j.- b, 

MILLIMETERS 
MIN MAX 

5.33 
2.93 4.95 
0.356 0.558 
1.15 1.77 
0.204 0.381 

23.50 26.90 
7.62 8.25 
6.10 7.11 

2.54BSC 
3.18 5.05 
3.81 
0.38 1.52 

NOTES 

2 

2 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. This dimension does not include mold flash or 

protrusions. 
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N-24 
24-Lead Plastic DIP 

1 t s, ~ rs 

~4 : : : : :: : : : : : 11 
14 D -I ~E~ 
TO -A-T1-L 

.EAllNG 1 ~--!-r -; 
PLANE --r-- ~ U T L, C 

L + 
~I--b -I e I- b, 

INCHES MILLIMETERS 
SYMBOL MIN MAX MIN MAX NOTES NOTES 

A 0.210 

A2 0.115 0.195 
b 0.014 0.022 
b, 0.045 0.070 
c 0.008 0.015 
D 1.125 1.275 
E 0.300 0.325 
E, 0.240 0.280 
e 0.100BSC 
L 0.125 0.200 
L, 0.150 
0 0.015 0.060 

5.33 
2.93 4.95 
0.356 0.558 
1.15 1.77 
0.204 0.381 

28.60 32.30 
7.62 8.25 
6.10 7.11 

2.54BSC 
3.18 5.05 
3.81 
0.38 1.52 

2 

2 

1. Index area; a notch or a lead one identification mark 
is located adjacent to lead one. 

2. This dimension does not include mold flash or 
protrusions. 
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P·20A 
20-Lead Plastic Leaded Chip Carrier (PLCC) 

19m PIN 1 
IDENTIFIER 18 

TOP U B 

I~FN 131Jl 
~:~ 

INCHES MILLIMETERS 
SYMBOL MIN MAX MIN MAX 

A 0.385 0.395 9.78 10.02 
B 0.385 0.395 9.78 10.02 
C 0.165 0.180 4.19 4.57 
D 0.025 0.040 0.64 1.01 
E 0.085 0.110 2.16 2.79 
F 0.013 0.021 0.33 0.53 
G O.050BSC 1.27BSC 
H 0.026 0.032 0.66 0.81 
J 0.015 0.025 0.38 0.63 
K 0.290 0.330 7.37 8.38 
R 0.350 0.356 8.89 9.04 
U 0.350 0.356 8.89 9.04 
V 0.042 0.048 1.07 1.21 
W 0.042 0.048 1.07 1.21 
X 0.042 0.056 1.07 1.42 
Y 0.020 0.50 
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PIN 1 
IDENTIFIER 

TOP 
VIEW 

P-28A 
28-Lead Plastic Leaded Chip Carrier (PLCC) 

YR 

INCHES MILLIMETERS 
SYMBOL MIN MAX MIN MAX 

A 0.485 0.495 12.32 12.57 
B 0.485 0.495 12.32 12.57 
C 0.165 0.180 4.19 4.57 
D 0.025 0.040 0.64 1.01 
E 0.085 0.110 2.16 2.79 
F 0.013 0.021 0.33 0.53 
G 0.050BSC 1.27BSC 
H 0.026 0.032 0.66 0.81 
J 0.015 0.025 0.38 0.63 
K 0.390 0.430 9.91 10.92 
R 0.450 0.456 11.43 11.58 
U 0.450 0.456 11.43 11.58 
V 0.042 0.048 1.07 1.21 
W 0.042 0.048 1.07 1.21 
X 0.042 0.056 1.07 1.42 
Y 0.020 0.50 

o 
PIN 1 

IDENTIFIER 

BOTTOM 
VIEW 
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j4- S, 

Q-8 
8-Lead Cerdip 

-.j r- s 

4 

INCHES MILUMETERS 
SYMBOL MIN MAX MIN 

A 0.200 
b 0.014 0.023 0.36 
b, 0.030 0.070 0.76 
c 0.008 0.015 0.20 
D 0.405 
E 0.220 0.310 5.59 
E, 0.290 0.320 7.37 
e 0.090 0.110 2.29 
L 0.125 0.200 3.18 
L, 0.150 3.81 
Q 0.015 0.060 0.38 
S 0.055 
S, 0.005 0.13 
Cl 0" 15° 0" 
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MAX NOTES 

5.08 
0.58 7 
1.78 2.7 
0.38 7 

10.29 4 
7.87 4 
8.13 6 
2.79 8 
5.08 

1.52 3 
1.35 5 

5 
15° 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(0.58mml for all four corner leads only. 
3. Dimension Q shall be measured from the seating plane 

to the base plane. 
4. This dimension allows for off-center lid. meniscus 

and glass overrun. 
S. Applies to all four corners. 
6. Lead center when .. is 0°. E, shall be measured at the 

- centerline of the leads. 
7. All leads - increase maximum limit by 0.003"(0.08mml 

measured at the center of the flat. when hot solder 
dip lead finish is applied. 

8. Six spaces. 



SYMBOL 

A 
b 
b, 
c 
D 
E 
E, 
e 
L 
L, 
Q 

S 
S, 
II 

Q-14 
14-Lead Cerdip 

-, ~S, -.j rS 

~~:::::: :l 
I. D ~ 

INCHES 
MIN MAX 

0.200 
0.014 0.023 
0.030 0.070 
0.008 0.015 

0.785 
0.220 0.310 
0.290 0.320 
0.090 0.110 
0.125 0.200 
0.150 
0.015 0.060 

0.098 
0.005 
O· 15· 

• .-ojj.. -oj. j.. .. ~. SEE" •• 

MILLIMETERS 
MIN MAX 

5.08 
0.36 0.58 
0.76 1.78 
0.20 0.38 

19.94 
5.59 7.87 
7.37 8.13 
2.29 2.79 
3.18 5.08 
3.81 
0.38 1.52 

2.49 
0.13 
0" 15· 

NOTES 

7 
2.7 
7 
4 
4 
6 
8 

3 
5 
5 

NOTE 7 

NOTES 
1. Index area; a notch or a lead one identification mark, 

is located adjacant to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(O.58mm) for all four corner leads only. 
3. Dimension Q shall be measured from the seating plane 

to the base plane. 
4. This dimension allows for off-center lid. meniscus 

and glass overrun. 

5. Applies to all four corners. 
6. Lead center when II is 0". E, shall be measured at the 

centerline of the leads. 
7. All leads -Increase maximum limit by 0.003" (O.08mm) 

measured at the center of the flat. when hot solder 
dip lead finish is appliad. 

8. Twelve spaces. 
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SYMBOL 

A 
b 
b, 
c 
D 
E 
E, 
e 
L 
L, 
Q 

S 
S, 
ex 

Q-16 
16-Lead Cerdip 

11--s, ~ r S 

~~: : : : : : : :1 
I. D .1 

T~Ql ·=~~t-1 L T L, E, 

~I-- -.l • I-- J L .. -----1.,. ,-oil--
SEE 
NOTE 7 

INCHES MILLIMETERS 
MIN MAX MIN MAX 

0.200 5.08 
0.014 0.023 0 .• 0.58 
0.030 0.070 0.76 1.78 
0.008 0.015 0.20 0.38 

0.840 21.34 
0.220 0.310 5.59 7.87 
0.290 0.320 7.37 8.13 
0.090 0.110 2.29 2.79 
0.125 0.200 3.18 5.08 
0.150 3.81 
0.015 0.060 0.38 1.52 

0.080 2.03 
0.005 0.13 
0° 15° 0- 15° 

NOTES 

7 
2.7 
7 
4 
4 
6 
8 

3 
5 
5 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(O.58mml for all four corner leads only. 
3. Dimension Q shall be measured from the seating plane 

to the base plane. 
4. This dimension allows for off-centerlid. meniscus 

and glass overrun. 
5. Applies to all four corners. 
6. Lead center when ex is 0°. E, shall be measured at the 

centerline of the leads. 
7. All leads - increase maximum limit by 0.003"(O.08mml 

measured at the center of the flat. when hot solder 
dip lead finish is applied. 

8. Fourteen spaces. 
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SYMBOL 

A 
b 
b, 
c 
D 
E 
E, 
e 
L 
L, 
Q 

S 
S, 
II 

Q-18 
IS·Lead Cerdip 

11--s, ..j r S 

~4: : : : : : : : 1 
~ D ~ 

L ' ~ PLANE J L L 

~I-- ..j • I-- b'~. SEE 

INCHES MILLIMETERS 
MIN MAX MIN MAX 

0.200 5.08 
0.014 0.023 0.36 0.58 
0.030 0.070 0.76 1.78 
0.008 0.015 0.20 0.38 

0.960 24.38 
0.220 0.310 5.59 7.87 
0.290 0.320 7.37 8.13 
0.090 0.110 2.29 2.79 
0.125 0.200 3.18 5.08 
0.150 3.81 
0.015 0.060 0.38 1.52 

0.098 2.49 
O.DOS 0.13 
0° 15° 0- 15° 

NOTES 

7 

2.7 
7 
4 
4 
6 
8 

3 
5 
5 

NOTE 7 

NOTES 
1. Index area; a notch or a lead one identification mark 

is located adjacent to lead one. 
2. The minimum limit for dimension b, may be 0.023" 

(O.58mm) for all four corner leads only. 
3. Dimension Q shall be measured from the seating plane 

to the base plane. 
4. This dimension allows for off·center lid. meniscus 

and glass overrun. 
S. Applies to all four corners. 
6. Lead center when II is 0°. E, shall be measured at the 

centerline of the leads. 
7. All leads - increase maximum limit by 0.003"'O.08mm) 

measured at the center of the flat. when hot solder 
dip lead finish is applied. 

8. Sixteen spaces. 
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INCHES 

SYMBOL MIN MAX 

A 0.225 

b 0.014 0.023 

b, 0.030 0.070 

c 0.008 0.015 

D 1.280 

E 0.220 0.310 

E, 0.290 0.320 

e 0.090 0.110 

L 0.125 0.200 

L, 0.150 

Q 0.015 0.060 

S 0.098 

S, 0.005 .. 0° 15° 
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MILLIMETERS 

MIN MAX 

5.715 

0.36 0.58 

0.76 1.78 

0.20 0.38 

32.51 

5.59 7.87 

7.37 8.13 

2.29 2.79 

3.18 5.08 

3.81 

0.38 1.52 

2.49 

0.13 

0° 15° 

Q-24 
24-Lead Cerdip 

NOTES 

7 

2; 7 

7 

4 

4 

6 

8 

3 

5 

5 

NOTE 7 

NOTES .f.. k 
1. Index area; a notch or a lead one identl Icatlon mar 

is located adjacent to lead one. 

2. The minimum limit for dimension b, may be 0.023" 
0.58mm) for a" four corner leads only. 

3. Dimension Q shall be measured from the seating 
plane to the base plane. 

4. This dimension allows for off-center lid, meniscus 
and glass overrun. 

5. Applies to a" four corners. 

6. Lead center when .. is 0°, E, shall be measured at the 
centerline of the leads. 

7 A" leads - increase maximum limit by 0.003" 
. (0.08mm) measured .a~ th~ cente.r of the flat, when 

hot solder dip lead finish IS applied. 

8. Twenty-two spaces. 



R-S 
8-Lead Small Outline (SOIC) 

INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX 

A 0.189 0.196 4.80 4.98 

B 0.150 0.157 3.81 3.99 

C 0.094 0.102 2.39 2.59 

D 0.014 0.019 0.36 0.48 

F 0.016 0.050 0.41 1.27 

G 0.050 BSC 1.27 BSC 

J 0.0075 0.0098 0.19 0.25 

K 0.004 0.010 0.10 0.25 

P 0.229 0.244 5.82 6.20 

I 
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R-16 

16·Lead Small Outline sOle 

~I 
16 · 1 

B P 

1-::----0 --------::-1.1 

INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX 

A 0.398 0.413 10.10 10.50 

B 0.291 0.299 7.40 7.60 

C 0.089 0.104 2.26 2.64 

0 0.014 0.022 0.36 0.56 

F 0.018 0.034 0.46 0.86 

G 0.50 BSC 1.27 BSC 

J 0.007 0.015 0.18 0.38 

K 0.005 0.011 0.125 0.275 

P 0.404 0.419 10.26 10.65 
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R-20 

20-Lead Wide Body Plastic sOle 

I- I 
20 11 

1 
B P 

0 1 10 

INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX 

A 0.496 0.512 12.60 13.00 

B 0.292 0.300 7.40 7.60 

C 0.093 0.104 2.36 2.64 

0 0.014 0.019 0.36 0.48 

F 0.016 0.050 0.40 1.27 

G 0.50 BSC 1.27 BSC 

J 0.007 0.015 0.18 0.38 
K 0.004 0.011 0.10 0.28 

P 0.394 0.419 10.00 10.65 
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S-52 

52-Lead Plastic Quad Flat Pack 

13 

14 

: 

A B 

26 
'Z1 

INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX 

A 0.537 0.557 13.65 14.15 

B 0.390 0.398 9.9 10.10 

C 0.078 0.082 1.97 2.09 

0 0.010 0.014 0.25 0.35 

F 0.026 0;037 0.65 0.95 

G 0.0256 BSC 0.65 BSC 

J 0.006 I 0.008 0.15 I 0.20 

K 0.006 0.012 0.15 0.30 
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SYMBOL 

A 
c 
<l>D 
e 
e, 
E 
J 
L 
L, 
S 

TO-92 
3-Lead Plastic 

INCHES 
MIN MAX 

0.170 0.210 
0.016 0.019 
0.175 0.205 
0.095 0.105 
0.045 0.055 
0.125 0.165 
0.175 0.205 
0.500 

0.050 
0.080 0.105 

MILLIMETERS 
MIN MAX 

4.58 5.33 
0.407 0.482 
4.96 5.20 
2.42 2.66 
1.15 1.39 
3.94 4.19 
4.96 5.20 

12.70 
1.27 

2.42 2.66 

I 
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SEAnNG 
PLANE 

SYMBOL 

A 
A, 
b 
b, 
c 
D 
E 
E, 

E. 

• 
L, 
Q 

S 
S, 

S, 

T 

E 

h • 

INCHES 
MIN MAX 

0.123 0.150 
0.038 0.042 
0.016 0.020 
0.040 0.070 
0.009 0.012 \' 
1.566 1.586 
0.990 1.050 

0.750 REF 
0.810 REF 
0.1008SC 

0.150 I 0.350 
0.060 I 0.080 

0.780 REF 
0.115REF 
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Y·IO 
lO-Lead Single In-Line Package (SIP) 

0 

0- -
0 

1 10 

b.jj.- .j.1-- .. l~ 
MILLIMETERS 
MIN MAX NOTE 

3.12 3.81 
1. Metal tab is electrically insulated from circuitry. 

0.97 1.07 
0.41 0.51 
1.02 1.78 
0.23 0.31 

39.78 40.28 
25.15· 26.67 

19.05 REF 
20.57 REF 
2.548SC 

3.81 I 8.89 
1.52 I 2.03 

19.51 REF 
2.92 REF 



Z-8 
8·Lead Leaded Chip Carrier (Gull Wing) 

PIN 
IND 

/1 
4 1 

FG TOP VIEW BOTTOM VIEW 

5 8 

D.j ..j I-c 

INCHES MILLIMETERS 
SYMBOL MIN MAX MIN MAX 

A 0.250 0.260 6.35 6.61 

B 0.028 0.049 0.711 1.25 

C 0.015 0.019 0.38 0.48 

D 0.045 0.055 1.14 1.40 

F 0.433 0.457 10.90 11.60 

G 0.323 0.347 8.20 8.81 

J 0.083 0.103 23.37 23.87 

K 0.015 0.381 
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Z-16A 

16-Lead Leaded Chip Carrier (Gull Wing) 

IX 

F 

11 
16 9 

I L 

8 

/. ~ U U U 

INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX 

A 0.103 0.133 2.61 3.38 

b 0.013 0.017 0.33 0.43 

b, 0.040 0.060 1.02 1.52 

C 0.080 0.100 2.03 2.54 

D 0.442 0.458 11.23 11.63 

E 0.442 0.458 11.23 11.63 

e 0.045 0.055 1.14 1.40 

J 0.007 0.010 0.18 0.25 

K 0.023 0.033 0.58 0.84 

L 0.675 0.685 17.15 17.40 

at _5° +5° _5° +5° 
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Z-16B 

16-Lead Leaded Chip Carrier (Gull Wing-Wide) 

rn 
." 

16 9 

E 

W 
LEAD1~)( ~ INDEX 

j..- b 1 

D 

1 8 

I ~ U U l I 

INCHES MILLIMETERS 

SYMBOL MIN MAX MIN MAX 

A 0.113 0.143 2.87 3.63 

b 0.013 0.017 0.33 0.43 

b, 0.090 0.110 2.29 2.79 

C 0.090 0.110 2.29 2.79 

0 0.542 0.558 13.77 14.17 

E 0.542 0.558 13.77 14.17 

e 0.045 0.055 1.14 1.40 

J 0.007 0.010 0.18 0.25 

K 0.023 0.033 0.58 0.84 

L 0.775 0.785 16.69 19.94 

'" _5° +5" _5° +5° 

.d 
F 

t 

a 

L 
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Ordering Guide 
INTRODUCTION 
This Ordering Guide should make it easy to order Analog Devices products, whether you're buying one Ie op amp, a 
multi-option subsystem, or 1000 each of IS different items. It will help you: 

I. Find the correct part number for the options you want. 

2. Get a price quotation and place an order with us. 

3. Know our warranty for components and subsystems. 

For answers to further questions, call the nearest sales office (listed at the back of the book) or our main office in Norwood, 
Massachusetts, U.S.A. (617-3294700). 

MODEL NUMBERING 
Many of the data sheets in the Databook for products having a number of standard options contain an Ordering Guide. 
Use it to specify the correct part number for the exact combination of options you want. Ie and hybrid part numbers are 
created using one of these two systems: 

Figure I shows the form of model number used for our proprietary standard monolithic Ies and many of our hybrids. It 
consists of an "AD" (Analog Devices) prefIX, a 3-to-5-digit model number, for some models, the combination [digit ][letter][ two 
or three digits] is used instead of ADXXXX, e.g., 2S80 an alphabetic performance/temperature-range designator and a 
package designator. One or two additional letters may immediately follow the digits ("A" for second-generation redesigned 
Ies, "DI" for dielectrically isolated CMOS switches, e.g., AD536AJH, AD7S12DIKD). 

Figure 2 shows the somewhat different numbering scheme used by our Computer Labs Division for some hybrid circuits. 
The number starts with a three-character alphabetic prefix, followed by a hyphen, a three- or four-digit number, and 
alphabetic designators (as applicable) to indicate additional functional designations or options and packaging options. 

[NANN] 
ADXXXXAYZ 
T~ 

,...... 
~~~g I 
PREAX I 

THREE·TO-FIVE I 
DIGIT NUMBERS I 
1 OR 2 LETTERS 
PROVIDE ADDITIONAL 
GENERAL INFORMATION 
A: SECOND GENERATION 
01: DIELECTRICALLY 
ISOLATED 
Z: OPERATION ON ± 12V SUPPLIES / 

PERFORMANCE-
TEMPERATURE RANGE 
DESIGNATOR' {l-J PARAMETRIC 

o TO + 70"<: ~ PERFORMANCE 

M BEST OVERALL 
PERFORMANCE 

-25'C OR -4O'C {: t ~~~:~~CE 
TO + 125'C C BEST OVERALL 

PERFORMANCE {s t INCREASING 
PERFORMANCE 

-55OC TO + 125"C ~ BEST OVERALL 

PERFORMANCE 

PACKAGE OPTIONS: 

D HERMETIC DIP. CERAMIC DR METAL 
E CERAMIC UEADLESSCHIP CARRIER 
F CERAMICFLATPACK 
G CERAMICPINGRIOARRAY 
H HERMETIC METAL CAN 
J J-LEADEDCERAMIC 
M HERMETIC METAL CAN DIP 
N PLASTIC OR EPOXY SEALED DIP 
P PLASTIC LEADED CHIP CARRIER 
Q CERDIP 
R SMALL OUTLINE "SD"PACKAGE 
S PLASTIC QUAD FLATPACK 
W NON HERMETIC CERAMICiGLASS DIP 
Y SlNGLE-IN-LiNE "SIP" PACKAGE 
2 CERAMIC LEADED CHIP CARRIER 

EXAMPLES: 
AD521KCHIPS 
AD7524AD 
AD536ASHI883B 
AD1S1ZDIKD 

'MONOLITHIC CMOS CHIpS IN THE AD75XX 
SERIES WERE FORMERLY DESIGNATED 
AD7SXX/COMICHIPS AND AD75XX/MIUCHIPS 
AND MAY APPEAR ON PRICE LISTS WITH 
THOSE DESIGNATIONS. CONSULT ANALOG 
DEVICES FOR CURRENT PRICING OF AD75XX 
CHIPS. 

Figure 1. Model-Number Designations for Standard 
Analog Devices Monolithic and Hybrid Ie Products. 
S, T and U Grades have the Added Suffix, 18838 for 
Devices that Qualify to the Latest Revision of MIL-STD-
883, Level 8. 

·For some models, the combination [digit][letterllWo or three digits] is used instead of ADXXXX, e.g., 2580. 
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SECOND SOURCE 

XXX-VVZWMB 

1 MILITARY OPTIONS 
1883: SCREENED TO 
MlL-STD 883. PER 
METHDD SOO8 
B: SCREENED 
TO MIL-STD 883 
CLASS B 

PACKAGE OPTION 

'-- M OR H 
HERMETICALLY 
SEALED 
METAL-CASE DIP 

EXAMPLES: 

HVBRID~H JA S- 12 ~02 t HERMEnC 

AID METAL CASE 

CONVERTER 2.2 .... 
12-BIT 

drrr 
10·81TS 

15n5 TO 0.1% 
(VOLTAGEI 

ECL 

HDS-1015EM 
"I....- HERMmC 

METAL 
CASE 

HDS-1015EMB 
1... '00% SCREENED 

TO MIL-sm 883 
CLASSB 

Figure 2. Computer Labs Video Hybrid Product Designations 

In addition to our many proprietary products, we also manufacture devices that are fit-, form-, and function-compatible 
(and often superior in performance and reliability) to popular products that originated elsewhere. For such products, we 
usually add the prefIX "AD" to the familiar model number (example: ADDAC85C-CBI-V). 

ORDERING FROM ANALOG DEVICES 
When placing an order, please provide specific information regarding model type, number, option designations, quantity, 
ship-to and bill-to address. Prices quoted are list; they do not include applicable taxes, customs, or shipping charges. All 
shipments are F.O.B. factory. Please specify if air shipment is required. 

Place your orders with our local sales office or representative, or directly with our customer service group located in the 
Norwood facility. Orders and requests for quotations may be telephoned, sent via TWX or TELEX, or mailed. Orders 
will be acknowledged when received; billing and delivery information is included. 

Payments for new accounts, where open-account credit has not yet been established, will be C.O.D. or prepaid. On all 
orders under fifty dollars ($50.00), a five-dollar ($5.00) processing charge is required. 

When prepaid, orders should include $2.50 additional for packaging and postage (and a 5% sales tax on the price of the 
goods if you are ordering for delivery to a destination in Massachusetts). 

WARRANTY AND REPAIR CHARGE POLICIES 
All Analog Devices, Inc., products are warranted against defects in workmanship and materials under normal use and 
service for one year from the date of their shipment by Analog Devices, Inc., except that components obtained from others 
are warranted only to the extent of the original manufacturers' warranties, if any, except for component test systems, which 
have a ISO-day warranty, and ",MAC and MACSYM systems, which have a 90-day warranty. This warranty does not 
extend to any products which have been subjected to misuse, neglect, accident, or improper installation or application, or 
which have been repaired or altered by others. Analog Devices' sole liabiliry and the Purchaser's sole remedy under this 
warranty is limited to repairing or replacing defective products. (The repair or replacement of defective products does not 
extend the warranty period. This warranty does not apply to components which are normally consumed in operation or 
which have a norrnailife inherently shorter than one year.) Analog Devices, Inc., shall not be liable for consequential 
damages under any circumstances. 

THE FOREGOING WARRANTY AND REMEDY ARE IN LIEU OF ALL OTHER REMEDIES AND ALL OTHER 
WARRANTIES, WRITTEN OR ORAL, STATUTORY, EXPRESS, OR IMPLIED, INCLUDING ANY WARRANTY 
OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. 
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Product Families Not Included in the Oatabook 
(But Still Available) 
The information published in this Databook is intended to assist the user in choosing components for the design of new equipment, 
using the most cost-effective products available from Analog DeVices. The popular product types listed below may have been 
designed into your circuits in the past, but they are n(j longer likely to be the most economic choice for your new designs. Never
theless, we recognize that it is often a wise choice to refrain from redesigning proven equipment, and we are continuing to make 
these products available for use in existing designs or in designs for which they are uniquely suitable. Data sheets on these products 
are available upon request. 

Model Model Model Model 

ADlOI AD7541 HOS-OSO/050Al05OC 148 
AD201 AD7546 HOS-06O 171 
AD293 AD75S0 HOS-200 184 
AD294 AD7552 RDC-1700 234 
AD301 AD7574 RDC-1702 235 
AD301AL AD9611 RDC-1704 260 
AD370/371 AD9686 RDC-1725 261 
ADS03 ADC-14I1l7I RDC-1726 272 
AD504 ADCl111 RDC-1768 273 
AD506 ADC1143 RTM Series 275 
ADS 10 AD DAC-08 SDC1700 276 
AD515 ADEB770 SDC1702 277 
AD518 CAV-1210 SDC1704 285 
ADS33 DAC-QS SDCI725 288 
AD535 DAC-QZ SDCI726 310 
AD545 DAC-lOZ SDC1768 428 
AD567 DAC-12M SHA-2A 429 
AD611 DAC-12QS SHA-5 433 
AD651 DAC-12QZ SHA-1l34 434 
ADl403 DAClO09 SHA-1144 435 
AD2004 DACll08 STM Series 436 
AD2006 DAC1132 2B24 440 
AD2008 DAC1146 2B34 442 
AD2009 DAC1420 2B35 450 
AD2016 DAC1422 2B50 451 
AD2020 DACI423 2B52 452 
AD2033 DAS1128 2B53 453 
AD2040 DAS1150 2B56 458 
AD3554 DAS1l51 2B57 460 
AD3860 DAS1l52 2B58 603 
AD7110 DAS1153 2B59 606 
AD7118 DAS1155 4B Series 610 
AD7240 DAS1l56 40 756 
AD7506 DAS1157 44 903 
AD7507 DAS1158 45 906 
AD7520 DRC1705 46 915 
AD7521 DRC1706 48 926 
AD7S22 DSCI705 50 947 
AD7523 DSCI706 51 948 
AD7525 HDH-1205 52 950 
AD7530 HDS-1240E 118 959 
AD7531 968 
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Substitution Guide for Product Families 
No Longer Available 

The products listed in the left-hand column are no longer available from Analog Devices. In many cases, comparable functions and 
performance may be obtained with newer models, but - as a rule - they are not directly interchangeable. The closest recommended 
Analog Devices equivalent, physically and electrically, is listed in the right-hand column. If no equivalent is listed, or for further 
information, contact your local sales office. 

Closest Closest Closest 
Recommended Recommended Recommended 

Model Equivalent Model Equivalent Model Equivalent 

ADl 08/208/308 AD70S AD2038 None DAC-IODF ADS68 
AD 108A1208A1308A AD70S ADSOIO/6020 AD9000 DAC-IOH DAC-lOZ 
AD 1111211/311 AD790 AD6012 AD565A DAC-14QM DACI136 
AD345 AD132111322 AD7115 AD7111 DAC-16QM DACI136 
AD3Sl AD790 AD7513 ADG20lA DAClO09 AD767 
AD362 AD 1362 AD7516 AD7SI0D! DACll 06 ADS68 
AD376 AD 1376 AD75 19 None DACl112 DACl2QS 
ADSOI AD711 AD7527 AD7548 DAC1118 AD767 
AD502 AD711 AD7544 AD7548 DAC1122 AD7541A 
ADS05 ADS09 AD7555 AD1175K DAC1125 AD7533 
ADS08 ADS 17 AD7560 None DRC I 605106 DRC1705106; SDCI740 
ADS 11 AD711 AD7570 AD7579/AD7580 DRCl765/66 AD2S65/66 
AD512 AD711 AD757 I AD7579/AD7580 DSCl605106 DSC170S/06; SDCI740 
ADS 13 AD711 AD7583 AD7880+MUX DSCl765/66 AD2S65/66 
ADSl4 AD711 AD9011 AD9002 DTMI716/17 Consult ADI 
ADSl6 AD711 AD9615 AD96l1/ AD9617 HAS-0802 HAS 1202A 
ADS20 ADS24 AD9685 AD96685 HAS-I002 HAS 1202A 
AD523 AD549 AD9687 AD96686 HAS-1202 HASl202A 
ADS28 AD7111744 AD9688 AD9002/AD9028 HDD-IOI5 AD9712A 
ADS30 ADS33 ADADC-816 AD7820/AD782 I HDD-1409 None 
ADS31 AD532 ADC-8S AD673 HDH-0802 AD9713A 
ADS40 ADS44 ADC-lOZ AD574A HDH-I003 AD9713A 
ADS59 AD557/AD558 ADC-12QL AD7578 HDL-3805 ADV453/ADV478 
ADS65 ADS65A ADC-12QZ AD574A1AD674A HDL-3806 ADV453/ADV478 
AD566 AD566A ADC-ll00 AD7550/AD7552 HDM-1210 AD6681 AD9713A 
AD612 ADS24 ADCl102 AD7870 HDS-081OE AD9712A 
AD614 ADS24 ADC1103 AD7572A HDS-0820 AD9713A 
AD801 AD711 ADC1105 AD7550/AD7552 HDS-IOI5E AD9712A 
AD810-813 None ADC1109 AD7572A HDS-I025 AD9713A 
AD814-816 None ADC1111 AD574A HDS-1250 AD668/AD9713A 
AD818 None ADC1121 AD7880 HOS-IOOAH/SH None 
AD820-822 None ADC1123 AD7880 HTC-0300 HTC-0300A 
AD830-833 None ADCI133 AD574A HTC-OSOO HTC-0300A 
AD835-839 None ADC-QM ADS74A1AD674A IPA-175I IPA-1764 
AD1145 AD7846 ADC-QU AD574A1AD674A IRDCI730-33 2S80 
ADl408 AD558 AD DACIOO ADS61 MAH-0801 AD9005 
ADl508 ADS58 ADG200 None MAH-IOOI AD900S 
ADl678 AD678 ADG201 ADG20lA MAS-0801 AD9005 
ADl679 AD679 ADLH0032G/CG AD843 MAS-IOOI AD900S 
ADI779 AD779 ADLH0033G/CG AD9620/AD9630 MAS-1202 AD9005 
AD2003 AD2021 ADM501 None MATV0811 AD9012/48 
AD2022 None ADP501 None MATV-0816 AD90 I 2/48 
AD2023 None ADSHC-85 AD585 MATV-0820 AD9012148 
AD2024 None ADSHM-5 HTC-0300A MCI-1794 2S80 + CCT 
AD2025 None APll620/1718 Consult AD! MDAFamily AD9712A113A 
AD2027 None BDMl615/16/17 SDCI740 Series+CCT MDH Family AD97I 2A113A 
AD2028 None CAV-0920/1020 AD9020/9060 MDMS Family AD9712A113A 
AD2036 None CAV-1202 AD9005 MDS Family AD9712AIl3A II AD2037 None CAV-1205 AD9005 MDSL Family AD9712A113A 
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Closest Closest Closest 
Recommended Recommended Recommended 

Model Equivalent Model Equivalent Model Equivalent 

MOD-l005/20 AD9020/60 THC-Family HTC-0300A 287 None 
OSC-1754 OSC-1758 THS-Family HTC-0300A 301 (Module) 52 
RAC1763 Consult AD! TSL1612 Consult AD! 302 310 (Module) 
RDC1602/03 RDC1702/03 lS10/20 1 S40; 2S80/82 311 ADS49 
RDCI711121 2S80 IS 14/24144/64 lS74 350 None 
RDCI767 RDC1768 lS61 lS6O; 2S80/82 424 435/ADS34 
RSCTl621 2S80 2S20 None 426 ADS34 
RTI-1200 RTI-711 Series 9S70171172 None 427 None 
RTI-1201 RTI -711 Series 9S75176179 None 432 None 
RTI-1202 RTI-711 Series 41 AD515A 454 ADS37 
RTM1630-34 RTM1680/83 42 AD549 456 AD537 
RTM1636 Consult ADI 43 AD549 602J10 AD524 
RTM1660/63171172 Consult AD! 47 48 602JlOO AD524 
RTM1679 None 102 48 602KIOO AD524 
RTM1681186/87/89 Consult AD! 106 118 603 ADS24 
RTM1690196 Consult ADI 107 118 605 AD524 
RTM1697 None 108 52 751 AD640 
RTM1736/37 RDC1740 + CCT 110 48 752 759 
SAC1763 Consult AD! 120 50 901 904 
SBCD 1752/53/56/57 SDC1740 + CCT 141 40 907 921 
SCDX1623 None 142 48 908 921 
SCM 1677 None 143 52 909 921 
SDC1602/3/4 SDC1702/03/04/40 146 AD382 931 None 
SDC1711121 2S80 149 50 932 None 
SDC1767 SDC1768 153 ADS17 933 None 
SERDEX ,...MAC-5000 161 None 935 None 
SHA-1A AD585 163 None 942 None 
SHA-3 AD585 165 None 944 None 
SHA-4 AD585 170 None 946 None 
SHA-6 AD1l54 180 AD OP-07 948 947 
*SHAll14 AD585 183 184 950 None 
SPA-1695 None 220 234 956 None 
SSCT1621 2S80 230 235 971 921 
STM1630-34 STM1680/83 231 233 
STM1636 Consult AD! 232 235 
STM1660/63171172 Consult AD! 233 None 
STM1679 None 274J 284J 
STM1681186187/89 Consult AD! 279 286J 
STM1690/96 Consult AD! 280 281 
STM1697 None 282J 292A 
STM1736137 SDC1740 + CCT 283J 292A 
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Analog Devices provides a wide army of FREE technical publi
cations. These include Data Sheets for all products, Catalogs, 
Application Notes and Guides and four serial pUblications: 
Analog Product/og, a digest of new-production information; 
DSPatch, ,. a newsletter about digital signal-processing (appli
cations); Ana/og Briefings, Qj) current information about products 
for military/avionics and the status of reliability at ADI; and 
Analog Dia/ogue, our technical magazine, with in-depth discus
sions of products, technologies and applications. 

In addition to the free publications, seven technical reference 
books are available at reasonable cost. Subsystem products are 
supported with hardware, software, and user documentation, at 
prices related to content. 

Brief descriptions of typical publications appear below. For 
copies of any items, to subscribe to any of our free serials or to 
request any other publications, please get in touch with Analog 
Devices or the nearest sales office. 

CATALOGS 
Data Acquisition Products Databooks. Contain selection 
guides, data sheets and other useful information about all 
Analog Devices ICs, hybrids, modules and subsystem com
ponents recommended for new designs. The 1989/90 series 
consists of: 

DATA CONVERSION PRODUCTS DATABOOK-1989/90. 
Data Sheets and Selection Guides on D/A, AID, V/F, and FN 
Converters, Sample-TrackIHold Amplifiers, Voltage References, 
Multiplexers & Switches, Synchro-Resolver Converters, Data 
Acquisition Subsystems, Application-Specific ICs. (Available 
FREE.) 

DSP PRODUCTS DATABOOK-1989. Data Sheets, Selection 
Guides and Application Notes on DSP Microprocessor, Micro
coded Support Components, Floating-Point Components and 
Fixed-Point Components. (Available FREE.) 

LINEAR PRODUCTS DATABOOK-1990. Data Sheets and 
Selection Guides on Op Amps, Instrumentation Amplifiers, 
Isolators, RMS-to-DC Converters, Multipliers/Dividers, Log! 
Antilog Amplifiers, Comparators, Temperature-Measuring Com
ponents and Transducers, Special Function Components, Digital 
Panel Instruments, Signal-Conditioning Components and Sub
systems, Mass Storage Components, ATE Components, Auto
motive Components, Bus Interface and Serial 110 Products, 
Application Specific ICs. (Available FREE.) 

MILITARY PRODUCTS DATABOOK. Information and 
data on products processed in accordance with MIL-STD-883 
Class B. 

DATA-ACQUISITION AND CONTROL CATALOG-1990. 
Tutorial and Configuration Guide, with Product Reference 
and Index. Bus-Compatible I/O Boards for: IBM PS/2,* IBM 
Pc/xT/AT,* STD Bus, VMEbus, MULTIBUS.t Distributed 
110 Subsystems-fixed-function front ends, programmable 
units, and distributed control systems. Modular Signal Condi
tioners-analog and digitizing. Analog Signal-Conditioning 
Panels-isolated and non-isolated. Digital Subsystems-16- and 
24/32-channel. Software-DOS drivers and applications 
packages. 

Technical Publications 
POWER SUPPLIES-Linear Supplies-DC-DC Converters. 
12-page Short-Form Catalog listing Ac/DC Power Supplies, 
Modular DC/DC Converters, Power-Supply Test Procedures, 
Transients, Thertna1 Derating, Mechanical Outlines of Packages 
and Sockets. 

APPLICATION NOTES AND GUIDES 
All are available upon request. 

Application Notes. 
AID Converters: 

"AD7672 Converter Delivers l2-Bit 200-kHz Sampling 
Systems." 
"Asynchronous Clock Interfacing with the AD7878." 
"Bipolar Operations with the AD7572." 
"FIFO Operation and Boundary Conditions in the AD1332 

and AD1334." 
"How to Obtain the Best Performance from the AD7572." 
"Implement Infinite Sample-and-Hold Circuits Using Analog 

Input/Output Ports." 
"Interfacing the AD7572 to High-Speed DSP Processors." 
"Simultaneous and Independent Sampling of Analog Signals 

with the AD1334." 
"The AD7574 Analog-to-Microprocessor Interface." 

Amplifiers: 
"An IC Amplifier User'.s Guide to Decoupling, Grounding, 

and Making Things Go Right for a Change." 
"Applications of High-Performance BiFET Op Amps." 
"CMOS DACs and Operational Amplifiers Combine to Build 

Programmable-Gain Amplifiets" (in 2 parts: I and II). 
"How to Select Operational Amplifiers." 
"How to Test Basic Operational-Amplifier Parameters." 
"Applications of High-Performance BiFET Op Amps." 
"Low-Cost Two-Chip Voltage-Controlled Amplifier and Video 

Switch" (AD539). 
"Using the AD9610 Transimpedance Amplifier." 

D/A Converters: 
"AD7528 Dual 8-Bit CMOS DAC." 
"Analog Panning Circuits Provide Almost Constant Output 

Power." 
"Circuit Applications of the AD7226 Quad CMOS DAC." 
"CMOS DACs and Opemtional Amplifiers Combine to Build 

Programmable-Gain Amplifiers" (in 2 parts: I and II). 
"Dynamic Performance of CMOS DACs in Modem 

Applications. " 
"8th Order Programmable Low-Pass Filter Using Dua112-Bit 

DACs." 
"Exploring the AD667 12-Bit Analog Output Port." 
"l4-Bit DACs Maintain High Performance Over Extended 

Temperature Range." 
"Gain Error and Tempco of CMOS Multiplying DACs." 
"Genemte 4 Channels of Analog Output Using AD7542 

12-Bit D/A Converters and Control the Lot with Only 
Two Wires." 

Analog Briefings is a registered trademark of Analog Devices, Inc. 
DSPatch is a trademark of Analog Devices, Inc. 
Word-Slice is a registered trademark of Analog Devices, Inc. 

*PCJXT/AT, PS/2 and Micro Channel are trademarks of International 
Business Machines Corporation. 

tMUL TmUS is a trademark of Intel Corporation. 
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"Interfacing the AD7549 Dual 12-Bit DAC to the MCS-48 
and MCS-51 Microcomputer Families." 

"Simple Interface Between D/A Converter and 
Microcomputer Leads to Programmable Sine-Wave 
Oscillator" (AD7542). 

"The AD7224 DAC Provides Programmable Voltages Over 
Varying Ranges." 

"Three-Phase Sine-Wave Generation Using the AD7226 Quad 
DAC." 

Digital Signal-Processing: (Note: Seven additional DSP Applica
tion Notes are incorporated in the 1989 DSP Products Databook.) 

"A Guide to Designing Microcoded Circuits." 
"Considerations for Selecting a DSP Processor" 

(ADSP-2100A vs. TMS320C25). 
"Implement a Cache Memory in Your Word-Slice® System." 
"Interfacing the AD7572 to High-Speed DSP Processors." 
"Sharing the Output Bus of the ADSP-1401 Microprogram 

Sequencer." 
"Variable-Width Bit Reversing with the ADSP-1410 Address 

Generator. " 
"Wait-State Generation on the ADSP-2100 and 

ADSP-2100A." 
Disk-Drive Electronics: 

"Microstepping Drive Circuits for Single-Supply Systems." 
"Simple DAC-Based Circuit Implements Constant Linear 

Velocity (CLV) Motor Speed Control." 
Resolver (Synchro)-to-Digital Conversion: 

"Circuit Applications of the 2S81 and 2S80 Resolver-to
Digital Converters." 

"Dynamic Characteristics of Tracking Converters." 
"Dynamic Resolution-Switching on the IS74 Resolver-to

Digital Converter." 
"Using the 2S80 Series Resolver-to-Digital Converters with 

Synchros: Solid-State Scott-T Circuit." 
"Why the Velocity Output of the IS74 and IS64 Series 

RID Converters Is Continuous and Step-Free Down to 
Zero Speed." 

Sample-Holds: 
"Applying IC Sample-Hold Amplifiers." 
"Generate 4 Channels of Analog Output Using AD7542 l2-Bit 

D/A Converters and Control It All with Only Two Wires." 
"Implement Infinite Sample-and-Hold Circuits Using Analog 

Input/Output Ports." 
Switches and Multiplexers: 

"ADG201N202A and ADG2211222 Performance with 
Reduced Power Supplies." 

"Bandwidth, OFF Isolation, and Crosstalk Performance of the 
ADG5XXAA Multiplexer Series." 

"Overvoltage Protection for the ADG5XXA Multiplexer 
Series." 

Temperature Measurement: 
"A Cost-Effective Approach to Thermocouple Interfacing in 

Industrial Systems." 
"Use of the AD590 Temperature Sensor in a Remote Sensing 

Application. " 
V IF Converters: 

"Analog-to-Digital Conversion Using Voltage-to-Frequency 
Converters." 

Word-Slice is a registered trademark of Analog Devices, Inc. 
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"Operation and Applications of the AD654 IC V-to-F 
Converter." 

Video Applications: 
"Animation Using the Pixel Read Mask Register of the 

ADV47X Series of Video RAM-DACs." 
"Changing Your VGA Design from a 1711176 to an 

ADV471." 
"Design and Layout of a Video Graphics System for Reduced 

EMI." 
"Improved PCB Layouts for Video RAM-DACs Can Use 

Either PLCC or DIP Package Types." 
"Low-Cost Two-Chip Voltage-Controlled Amplifier and Video 

Switch" (AD539). 
"The AD9502 Video Signal Digitizer and Its Applications." 
"Video Formats & Required Load Terminations." 

Application Guides. 
Analog CMOS Switches and Multiplexers. A l6-page short-form 
guide to high-speed CMOS switches, CMOS switches with di
electric isolation and CMOS multiplexers. Also included are reli
ability data and information on single-supply operation. 

Applications Guide for Isolation Amplifiers and Signal Conditioners. 
A 20-page guide to specifications and applications of galvanically 
isolated amplifiers and signal conditioners for industrial, instru
mentation and medical applications. 

CMOS DAC Application Guide 3rd Edition by Phil Burton 
(1989-64 pages). Introduction to CMOS DACs, Inside CMOS 
DACs, Basic Application Circuits in Current-Steering Mode, 
Single-Supply Operation Using Voltage-Switching Mode, The 
Logic Interface, Applications. 

ESD Prevention Manual - Protecting ICs from electrostatic dis
charges. Thirty pages of information that will assist the reader 
in implementing an appropriate and effective program to assure 
protection against electrostatic discharge (ESD) failures. 

High-Speed Data Conversion - A 24-page short-form guide to 
video and other high-speed ND and D/A converters and 
accessories, in forms ranging from monolithic ICs to card-level 
products. 

RMS-to-DC Conversion Application Guide 2nd Edition by 
C. Kitchin and L. Counts (1986-61 pages). RMS-DC Conver
sion: Theory, Basic Design Considerations; RMS Application 
Circuits; Testing Critical Parameters; Input Buffer Amplifier 
Requirements; Programs for Computing Errors, Ripple and 
Settling Time. 

Surface Mount IC-A 28 page guide to ICs in SO and PLCC 
packages. Products include op amps, rms-to-dc converters, 
DACs, ADCs, VFCs, sample-holds and CMOS switches. 

DSPMANUALS 
Available at no charge for single copies; write on letterhead. 

ADSP-2100 Family Support Publications-for the ADSP-2100 
and ADSP-2101 single-chip signal processors. 

ADSP-2100 USER'S MANUAL. Introduction, Computational 
Units, Data Moves, Program Control, System Interface, Instruc
tion Set Overview, Appendixes. 162 pages. 



ADSP-2JOI USER'S MANUAL-Architecture. Introduction, 
Computational Units, Data Moves, Program Control, Timer, 
Serial Ports, System Interface, Memory Interface, Instruction 
Set Overview, Appendixes. 184 pages. 

TECHNICAL REFERENCE BOOKS-Can be purchased 
from Analog Devices, Inc.; send check for indicated amount 
to One Technology Way, P.O. Box 9106, Norwood, MA 
02062-9106. If more than one book is ordered, deduct a 
discount of $1 from the price of each book. Price of the entire 
set of seven books is $129 (in effect, the synchro, transducer, 
and nonlinear circuits books are free). VISA or MasterCard 
accepted; phone (617) 461-3392. 

ANALOG-DIGITAL CONVERSION HANDBOOK: Third 
Edition, by the Engineering Staff of Analog Devices, edited by 
Daniel H. Sheingold. Englewood Cliffs, NJ: Prentice Hall 
(1986). A comprehensive guide to AID and D/A converters and 
their applications. This third edition of our classic is in hard
cover and has more than 700 pages, an Index, a Bibliography, 
and much new material, including: video-speed, synchro
resolver, VIF, high-resolution, and logarithmic converters, ICs 
for DSP, and a "Guide for the Troubled." Seven of its 22 chap
ters are totally new. $32.95 

NEW-DIGITAL SIGNAL-PROCESSING APPLICA
TIONS USING THE ADSP-2JOO FAMILY, by the Applica" 
tions Staff of Analog Devices, DSP Division; edited by Amy 
Mar (628 pages). Englewood Cliffs NJ: Prentice Hall (1990). 
Bridge the gap between DSP algorithms and their real-world 
implementation on state-of-the-art signal processors. Each chap
ter tackles a specific application topic, briefly describing the al
gorithm and discussing its implementation on the ADSP-2100 
family of DSP chips. Comprehensive source-code listings are 
complete with comments and accompanied by explanatory text. 
Programs are listed on a pair of supplementary diskettes-fur
nished with the book. Application areas include fixed- and 
floating-point arithmetic, function approximation, digital fIlters, 
one- and two-dimensional FFTs, image processing, graphics, LP 
speech coding, PCM, ADPCM, high-speed modem algorithms, 
DTMF coding, sonar beamforming. Additional topics include 
memory interface, multiprocessing, and host interface. The 
book can serve as a companion to Digital Signal Processing in 
VLSI. Price includes diskettes. $38.00 

NEW-DIGITAL SIGNAL PROCESSING IN VLSI, by Ri
chard J. Higgins. Englewood Cliffs NJ: Prentice Hall (1990). 
An introductory 614-page guide for the engineer and scientist 
who needs to understand and use DSP algorithms and special
purpose DSP hardware ICs-and the software tools developed to 
carry them out efficiently. Real-World Signal Processing; Sam
pled Signals and Systems; The DFT and the FFT Algorithm; 
Digital Filters; The Bridge to VLSI; Real DSP Hardware; Soft
ware Development for the DSP System; DSP Applications; plus 
Bibliography and Index. $38.00 

NEW-HIGH-SPEED DESIGN SEMINAR, published by 
Analog Devices (1990). A 496-page guide to the practical appli
cation of high-speed semiconductor devices in processing of ana
log signals. Topics include: data conversion, digital video 
applications, high-speed sample-holds and operational amplifi
ers, nonlinear signal processors (including log amps), compara
tors and pin electronics, time-delay generators, phase-locked 
loops, direct digital synthesis, computer graphics and RAM-
DACs, and high-speed techniques. $20.00 

NONLINEAR CIRCUITS HANDBOOK: Designing with 
Analog Function Modules and ICs, by the Engineering Staff of 
Analog Devices, edited by Daniel H. Sheingold. Norwood MA: 
Analog Devices, Inc. (1974). A 540-page guide to multiplying 
and dividing, squaring and rooting, rms-to-dc conversion, and 
multifunction devices. Principles, circuitry, performance, speci
fications, testing, and application of these devices--contains 325 
illustrations. $5.95 

SYNCHRO & RESOLVER CONVERSION, edited by Geoff 
Boyes. Norwood, MA; Analog Devices, Inc. (1980). Principles 
and practice of interfacing synchros, resolvers, and Inductosyns* 
to digital and analog circuitry. $11.50 

TRANSDUCER INTERFACING HANDBOOK: A Guide to 
Analog Signal Conditioning, edited by Daniel H. Sheingold. Nor
wood MA: Analog Devices, Inc. (1980). A book for the elec
tronic engineer who must interface transducers for temperature, 
pressure, force, level, or flow to electronics, these 260 pages tell 
how transducers work-as circuit elements-and how to connect 
them to electronic circuits for effective processing of their 
signals. $14.50 

*Inductosyn is a registered trademark of Farrand Industries, Inc. 
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Worldwide Sales Directory 
North America 

Alabama Hawaii Minnesota North Carolina Utah 
(205) 536-1506 *(714) 641-9391 (612) 835-2414 (919) 373-0380 (801) 466-9336 

Alaska Idaho Mississippi (704) 846-1702 "(119) 590-9952 

*(206) 575-6344 (303) 443-5337 (205) 536-1506 North Dakota Vermont 
*(714) 641-9391 *(719) 590-9952 Missouri (612) 835-2414 *(617) 329-4700 

Arizona *(206) 575-6344 (314) 521-2044 Ohio Virginia 
(602) 949-0048 Illinois (913) 829-2800 (216) 247-0060 *(301) 992-1994 

*(719) 590-9952 (708) 520-0710 Montana *(614) 764-8795 Washington 
Arkansas Indiana (801) 466-9336 Oklahoma *(206) 575-6344 
*(214) 231-5094 (317) 244-7867 *(714) 641-9391 *(214) 231-5094 West Virginia 
California Iowa Nebraska Oregon *(614) 764-8795 
*(714) 641-9391 (319) 373-0200 (913) 829-2800 *(206) 575-6344 Wisconsin 
*(408) 559-2037 Kansas Nevada Pennsylvania (414) 784-7736 
*(619) 268-4621 (913) 829-2800 (505) 828-1300 *(215) 643-7790 Wyoming 
Colorado Kentucky *(408) 559-2037 (412)745-8441 (801) 466-9336 

(303) .443-5337 (615) 459-0743 *(714) 641-9391 Rhode Island Puerto Rico * (719) 590-9952 *(617) 329-4700 New Hampshire *(617) 329-4700 *(617) 329-4700 
Connecticut Louisiana *(617) 329-4700 South Carolina 

(516) 673-1900 Canada 

*(617) 329-4700 
*(214) 231 "5094 New Jersey (919) 373-0380 (416) 821-7800 
Maine (516) 673-1900 South Dakota (613) 729-0023 

Delaware *(617) 329-4700 *(215) 643-7790 (612) 83.5-2414 (514) 697-0804 
*(215) 643-7790 *(716) 425-4101 

Tennessee (604) 941-7707 
Maryland 

Florida *(301) 992-1994 New Mexico (205) 536-1506 Mexico 
(407) 855-0843 (505) 828-1300 (615) 459-0743 *(617) 329-4700 
(407) 724-6795 Massachusetts * (719) 590-9952 
(813) 963-1076 *(617) 329-4700 Texas 

NewVork *(214) 231-5094 
Georgia Michigan (516) 673-1900 

(404) 497-9404 (313) 489-1500 (716) 425-4101 

*Analog Devices, Ihc., Direct Sales Offices 
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International 
Australia Ireland Mexico Taiwan 

(3) 8900970 *(44 932) 253320 (83) 351721 (2) 719-8419 
(2) 646-5255 (United (83) 351661 Turkey 
(7) 845-1911 Kingdom New Zealand (1) 3372245 
(8) 211-8499 Sales) (9) 592629 United Kingdom 

Austria Israel Norway *(932) 232222 
*(222) 885504-0 *(52) 911415 (3) 847099 *(932) 253320 
Belgium *(52) 913551 

People's Republic (Sales) 
*(3) 2371672 Italy of China - Beijing *(081) 9411066 

Brazil *(2) 66500120 (1) 890721, Ext. *(635) 35335 

(11) 531-9355 *(6) 8393405 120 *(506) 30306 
*(11) 287789 *(21) 5011166 

Denmark (2) 9520551 Romania *(279) 418611 
*(42) 845800 (51) 555614 *(43 222) 885504-0 

United States of 
Finland (49) 633600 (Austria) 

America 
(0) 8041041 (6) 3332283 Singapore *(617) 329-4700 

France 
(11) 3181481 2848537 

West Germany 
*(1) 46662525 Japan South Africa *(89) 570050 
*(76) 222190 *(3) 2636826 (11) 882-1620 *(4181) 8051 
*(61) 408562 *(6) 3721814 Spain *(721) 48567 
*(99) 834666 Korea (1) 5553686 *(30) 39190 3537 

Ho"and (2) 5543301 
Sweden 

*(221) 686006 
*(1620) 81500 Malaysia *(8) 282740 Yugoslavia 
Hong Kong (65) 2848537 Switzerland 

*(43 222) 885504-0 
8339013 (Singapore) 

*(22) 731-5760 
(Austria) 

India *(1) 8200102 
(212) 333880 
(11) 6862460 
(812) 560506 
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Alpha-Numeric by Model Number 

Model Page· 

ACl226 . . . . . . . . . . . . . . . . . . L 13-5 
AC2626 . . . . . . . . . . . . . . . . . L 12-5 

HAD2S44 ............... C 
eeAD2S65 ............... . ., C 
-AD2S66 ......................... C 

ADlOll401l301AL .................. L 21-4 
AD202/204 . . . . . . . . . . . . . . . . . . . . .. L 5-5 

eAD203N ....................... L 5-17 
eAD206 . . . . . . . . . . . . . . . . . . . . . . . . L 5-29 
eAD208 . . . . . . . . . . . . . . . . . . . . . . . . L 5-39 

AD210 . . . . . . . . . . . . . . . ....... L 5-53 
AD293 ........................ L 21-4 
AD294 ........................ L 21-4 
AD295 . . ...................... L 5-61 
AD346 ..................... C 
AD363 . . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD364 ......................... , C 
AD365 ........................ L 4-7 
AD367 ......................... , C 
AD368 .......................... C 
AD369 ...............•.......... C 
AD370/371 . . . . .................. L 21-4 
AD380 ........................ L 2-19 
AD381 . . . . . . . . . . . . . . . . . . . . . . .. L 2-25 
AD382 . . . . . . . . . . . . . . . . . . . . . . . . L 2-25 
AD386 .......................... C 
AD389 .......................... C 
AD390 .......................... C 
AD392 ......................... C 
AD394 ......................... , C 
AD395 .......................... C 
AD396 .......................... C 
AD503 ........................ L 21-4 
AD504 ........................ L 21-4 
AD506 ........................ L 21-4 
AD507 ........................ L 2-31 
AD509 . . . . . . . . ................ L 2-35 
AD510 ........................ L 21-4 
AD515 ........................ L 21-4 
AD515A ....................... L 2-39 
AD517 ........................ L 2-45 
AD518 . . . . . . . . . . . . . . .. . ...... L 21-4 
AD521 ................ . ...... L 4-15 
AD522 ............. . . . . . . . L 4-21 
AD524 . . . . . . . . . . . . . . .. ....... L 4-25 
AD526 . . . . . . . . . . . . . . .. ....... L 4-37 
AD532 ........................ L 6-7 
AD533 ....................... L 21-4 
AD534 ................ ....... L 6-13 
AD535 ....................... L 21-4 
AD536A ...................... L 8-5 
AD537 . . . . . . . . . . . . . .. C 
AD538 . . . . . . . . . . . . . . . . . . . . . . . . L 6-23 

Product Index 
Model Page· 

AD539 . . . . . . . . . . . . . . . . . . . . . . L 6-31 
AD542 . . . . . . . . . . . ......... L 2-51 
AD544 ........ , .............. L 2-51 
AD545 . . . . .. . . . . . . . . .. .,. L 21-4 

eAD545A ...... . . . . . . . . . . . . .. L 2-59 
eAD546 . . . . . . . . . . . . . . .. ... L 2-63 

AD547 . . . . . . . ............. L 2-51 
AD548 . . . . . . . . . . ....... L 2-75 
AD549 . . . . . . . . . . .. . . . . . . . . L 2-83 
AD557 . . . . . . . . . . .. . . . . . . . . .. C 
AD558 . . . . . . . . . . . . . . C 
AD561 ............ . . C 
AD562 . . . . . . . . . . . . . . C 
AD563 . . . . . . . . . . . . C 
AD565A ........ C 
AD566A ............. C 
AD567 . . . . . . . . . . . . . . . .. L 21-4 
AD568 ...... ...... C 
AD569 ....... ........... C 
AD570 ................... C 
AD571 ................... C 
AD572 . . . . . . . . . . . . C 
AD573 . . . . . . . . . C 
AD574A. . . . . . . . . . . . . C 
AD575 . . . . . .. . . . . . C 
AD578 . . . . . . . . . . . . . . . . . . . C 
AD579 . . . . . . . . . . . . .. ... . . . . C 
AD580 . . . . . . . . . . . . . . C 
AD581 ......... C 
AD582 ......... C 
AD583 ......... C 
AD584 ......... C 
AD585 . . . . . . . . . . . C 
AD586 . . . . . . . . . . . . . . . . . . . . . . . . C 
AD587 . . . . . . . . . . . . . . . . . . . . . . . . C 
AD588 . . . . . . . . . . . . . . C 
AD589 . . . . . . . . . . . . . . .... . . C 
AD590 . . . . . . . . . . . . .. .. . . .. . L 12-7 
AD592 . . . . . . . . . . . . .. . ... " L 12-17 
AD594 . . . . . . . . L 13-9 
AD595 ....................... L 13-9 
AD596 . . . . . . . . . . . . . . . . . . . . . . . L 13-17 
AD597 . . . . . . . . . . . . . . . . . . . . . . . L 13-17 

eAD598 . . . . . . . . . . . . . . . . . . . . L 13-23 
AD611 .. . . . . . . . . . . . . . . . . . . . . .. L 21-4 
AD624 . . . . . . . . . . . . . . . . . . . . . . . . L 4-49 
AD625 . . . . . . . . . . . . . . . . . . . L 4-61 
AD630 . . . . . . . . . . . . .. L 6-39 
AD632 . . . . . . . . . . . . . . . . . .. L 6-47 

eAD633 . . . . . . . . . . . . . . . . . .. L 6-51 
AD636 . . . . . . . . . . . . . . .... . . . . L 8-13 
AD637 . . . . . . . . . . . . . . . . . . . . . . L 8-21 
AD639 . . . . . . . . . . . . . . . . . . .. . L 11-5 

*C=Daro Conwrsion Products Darobook, D=DSP Products Darobook, L=Linear Products Darobook. 
eNew product since publication of 1988 Linear Products Darobook. 

"New product since publication of 1989/90 Data Conwrsion Products Darobook. Call or write for individual data sheet. 
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Model Page* 

eAD640 . . . . . . . . . . . . . . . . . . . . . . .. L 7-7 
AD642 . . . . . . . . . . . . . . . . . . . . . . . . L 2-95 
AD644 . . . . . . . . . . . . . . . . . . . . . . . L 2-101 

eAD645 ....................... L 2-107 
AD647 . . . . . . . . . . . . . . . . . . . . . . . L 2-115 
AD648 . . . . . . . • . . . . . . . . . . . . . . . L 2-121 
AD650 .......................... C 
AD651 ..........•....•........ L 21-4 
AD652 .......................... C 
AD654 .......................... C 
AD662 .......................... C 
AD664 .......................... C 
AD667 .......................... C 
AD668 .......................... C 
AD670 .......................... C 

eeAD671 .......................... C 
AD673 .......................... C 
AD674A ......................... C 
AD678 .......................... C 
AD679 .......................... C 
AD684 .......................... C 
AD689 .......................... C 
AD693 . . . . . . . . . . . . . . . . . . . . . . . L 13-39 

eAD694 ....................... L 13-51 
AD704 ....................... L 2-131 
AD705 . . . . . . . . . . • . . . . . . . . . . . . L 2-135 
AD706 . . . . . . . . . . . . . . . . . . . . . . . L 2-143 
AD707 . . . . . . . . . . . . . . . . . . . . . . . L 2-151 
AD708 ....................... L 2-159 
AD711 .......... . . . . . . . . . . . . . L 2-167 
AD712 . . . . . . . . . . . . . . . . . . . • . . . L 2-179 
AD713 . . . . . . . . . . . . . . . . . . . . . . . L 2-191 

eAD734 . . . . . . . . . . . . . . . . . . . . . . . . L 6-55 
AD736 . . . . . . . . . . . . . . . . . . . . . . . . L 8-29 
AD737 . . . . . . . • . . . . . . . . . . . . . . . . L 8-37 
AD741 Series .................... L 2-203 

eAD743 . . . . . . . . . . . . . . . . . . . . . . . L 2-207 
AD744 . . . . . . . . . . . . . . . . . . . . . . . L 2-219 
AD746 ....................... L 2-231 

"AD766 .......................... C 
AD767 .......................... C 
AD770 ......................•... C 
AD779 .......................... C 
AD790 ........................ L 3-5 

eAD827 . . . . . . . . . . . . . . . . . . L 2-239 
eAD829 . . . . . . . . . . . . . . . . . . . . . . . L 2-247 

AD834 . . . . . . . . . . . . . . . . . . . . . . . . L 6-65 
AD840 ....................... L 2-251 
AD841 ....................... L 2-259 
AD842 . . . . . . . • . . . . . . . . . . . . . L 2-267 

eAD843 . . . . . . . . . . . . . . . . . . . . L 2-275 
eAD844 . . . . . . . . . . . . . . . . . . . . L 2-287 

AD845 . . . . . . . . . . . . . . . . . . . . L 2-299 
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AD846 ....................... L 2-307 
AD847 . . . . . . . . . . . . . . . . . . . . . . . L 2-319 
AD848 .. . . . . . . . . . . . . . • . . . . . . . L 2-327 
AD849 . . . . . . . . . . . . . . . . . . • . . . . L 2-327 

eAD880 . . . . . . . . . . . . . . . . . . . . . . .. L 9-3 
AD890 ........................ L 9-7 
AD891 ........................ L 9-15 

eAD891A ....................... L 9-23 
eAD892EIT .......•.............. L 9-31 
eAD897 . . . . . . . . . . . . . . . . . . . . . . . . L 9-43 

AD1139. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD1147 .......................... C 
AD1148. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD1154. . . . . . . . . . . . . . . . . . . • . . . . .. C 
AD1170. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD1175K ...............•....•.... C 

eAD1315 ........................ L 10-5 
eAD1317 ....................... L 10-13 
eAD1321 . . . . . . . . . . . . . . . . . . . . . . . L 10-25 
eAD1322. . . . . . . . . . . . . . . . . . . . . . . L 10-37 
eAD1322B ...................... L 10-49 

AD1330 .......................... C 
AD1332 .......................... C 
AD1334 .......................... C 
AD1362. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD1376 .......................... C 
AD1377. . . . . . . . . . . • . . . ........ C 
AD1380 .......................... C 
AD1403/1403A .................... L 21-4 
AD1856. . . . . . . . . . . . . . . . . . . . . . . . .. C 
ADI860 .........•.......•........ C 
AD2004. . . . . . . . . . . . . . . . . . . ..... L 21-.4 
AD2006. . . . . . . . . . . . . . . . . . . . . ... L 21-4 
AD2008 ..•..................... L 21-4 
AD2009 ........................ L 21-4 
AD2010. . . . . . . . . . . . . . . . . . . . . ... L 14-7 
AD2016 ........................ L 21-4 
AD2020 •..................•.... L 21-4 
AD2021 .........•.............. L 14-9 
AD2026. . • . . . . . . . . . . . . . . . . . . . . L 14-11 
AD2033 .......................• L 21-4 
AD2040. . . . • • . . . . • . . . . . . . .....• L 21-4 
AD2050 ...•................... L 14-13 
AD2051 • . . . • . . . . • . . . . . . . . . . . . . L 14-13 
AD2060. . . . . . . . . . . . . . . . . . . . . . . L 14-15 
AD2061 . . . . . . . . . . . . . . . . . . . . . . . L 14-15 
AD2070 • . . • . . . . . . . . . . . . . . . . . . . L 14-17 
AD2071 . . . . . . . . . . . . . . . . . • . . . . . L 14-17 
AD2700/270112702 . . . . . . . . . . . . . . . . . . .. C 
AD2710/2712 • . . . . . . • . . . . . . . . . . . . . .• C 
AD3554. • . . . . . . . . . . . . . . . . . . . .. L 21-4 
AD3860. • • . . . . . • . . . . . . . . . . . . ... L 21-4 
AD5200 Series . • . . . . . . . . . . . . . . . . . . .. C 

*C = DalJJ Con'Dmion Prod",,. Databook, D = DSP Produc,. Dotabook, L = Linun- Prod",,. Databook. 
eNew product since publication of 1988 Linun- Produc,. DolJJbook . 

.. New product since publication of 1989190 DoIJJ Con'Dmion Produc,. DalJJbook. Call or write for individual data sheet. 
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AD5210 Series . . . . . . . . . . . . . . . . . . . . .. C 
AD5240 .......................... C 
AD5539. . . . . . . . . . . . . . . . . . . . . . . L 2-335 
AD7110 ........................ L 21-4 
AD7111 .......................... C 
AD7118 ........................ L 21-4 
AD7224 .......................... C 
AD7225 .......................... C 
AD7226 .......................... C 
AD7228. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7237 .......................... C 

eAD7240. . . . . ................... L 21-4 
AD7245 .......................... C 
AD7247 .......................... C 
AD7248 .......•.................. C 

eAD7341 . . . . . . . . . . . . . . . . . . . . . . . L 11-17 
eAD7371 ....................... L 11-17 

AD7501 .......................... C 
AD7502 .......................... C 
AD7503 .............•............ C 
AD7506 ........................ L 21-4 
AD7507 . . . . . . . . . . . ............. L 21-4 
AD7510DI ........................ C 
AD7511DI . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7512DI . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7520. . . . . . . . . . . . . . . . . . . . . . . . L 21-4 
AD7521 ........................ L 21-4 
AD7522 . . . . . . . . . . . . . . . . . . . . . ... L 21-4 
AD7523. . . . . . . . . . . . . . . ......... L 21-4 
AD7524 .......................... C 
AD7525 ........................ L 21-4 
AD7528. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7530. . . . . . . . ................ L 21-4 
AD7531 ........................ L 21-4 
AD7533 .......................... C 
AD7534 .......................... C 
AD7535. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7536 .......................... C 
AD7537. . .. . .................... C 
AD7538 .......................... C 
AD7541 . . . . . . . . ................ L 21-4 
AD7541A. . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7542 .......................... C 
AD7543. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7545. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7545A ......................... C 
AD7546 ...•.................... L 21-4 
AD7547 .......................•.. C 
AD7548 .......................... C 
AD7549 .......................... C 
AD7550. . . . . . . . . . . . . . . ......... L 21-4 
AD7552. . . . . . . . . . . . . . . ......... L 21-4 
AD7569 .......................... C 

AD7572. . . . . . . . . . . . . . . . . . . . . . .. C 
"AD7572A ......................... C 

AD7574 ........................ L 21-4 
AD7575. . . . . . . . . . . . . . . . . . • . . . . . .. C 
AD7576 .......................... C 
AD7578. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7579. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7580. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7581. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7582. . . . . . . . . . . . . . . . . . . . . C 
AD7590DI . . . . . . . . . . . . . . . . . . . . . . .. C 
AD759IDI . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7592DI . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7628 ....................•..... C 
AD7669 .......................... C 
AD7672 .......................... C 

"AD7701 .......................... C 
AD7769 .......................... C 

"AD7770 .......................... C 
AD7772 .......................... C 
AD7820 .......................... C 
AD7821. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7824. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7828 .......................... C 

"AD7837 .......................... C 
AD7840 .......................... C 
AD7845. . . . . . . . . . . . . . . . . . . . . . . . .. C 
AD7846 .......................... C 

"AD7847 .......................... C 
AD7848. . . . . . . . . . . . . .. . ......... C 

"AD7868. . . . . . . . . . . . . .. . ......... C 
AD7870. . . . . . . . . . . . . .. . ......... C 
AD7871 .......................... C 
AD7872. . . . . . . . . . . . . . . . . . . . . . . . .. C 

"AD7874 .......................... C 
eeAD7875 .......................... C 
"AD7876 .......................... C 

AD7878 .......................... C 
AD9000 .......................... C 
AD9002 .......................... C 
AD9003 .......................... C 
AD9005 ......•................... C 
AD9006 .......................... C 
AD9012 .......................... C 
AD9016 .......................... C 
AD9028 .......................... C 
AD9038 •......................... C 
AD9048 .........................• C 
AD9300 .......................... C 
AD9500. . . . . . . . . . . . . . . . . . . . . . . L 11-33 

eAD9501 . . . . . . . . . . . . . . . . . . . . . . . L 11-43 
AD9502. . . . . . . . . . . . . ....... C 
AD9521 . . . . . . . . . . . . . . . . . . . ..... L 7-23 

*C=Data Con""";.., Products Databaak, D=DSP Products Databook, L=Linear Products Databaak. 
eNew product since publication of 1988 LiMar Products Databaak. 

"New product since publication of 1989190 Data Con ..... sinn Products Databook. Call or write for individual data sheet. 
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AD9610. . . . . . . . . . . . . . . . . . . . . . . L 2-351 
AD9611 .......•...........•.... L 21-4 

.AD9617 ............•......•.•. L .2-359 

.AD9618 . . . . . . . . . . . . . . . . . . . . . . . L 2-367 

.AD9620. . . . . . . . • . . . . . . . . . . . . . . L 2-375 

.AD9630. . . . . . • . . . . . . . . . . . • . . • . L 2-377 
AD9686 .....•.................. L 21-4 

.AD9696 ........................ L 3-13 

.AD9698 .......................• L 3-13 
AD9700 .......................... C 
AD9701 ..............•.......•••. C 
AD9702 .............•..........•• C 
AD9703 .......................... C 
AD9712 ........................•• C 
AD9713 ....•....•...••.........•. C 
AD9768 .......................... C 

.AD9901 . . . . . . . . . . . . . . . . . . . . . . • L 11-55 
AD75004 ....................... L 17-1 
AD75068 ...•................... L 17-1 
AD96685/87 ............••....... L 3-21 
AD ADC71n2 ...................... C 
AD ADC80 ....................... C 
AD ADC84/85 .. .. .. .. .. .. .. .. .. .... C 
ADC-14I/17I ..................... L 21-4 
ADCl111 .............•......... L 21-4 
ADClI30/1131 . . . . . . . . . . . . • . . . . . • . .. C 
ADCII40 ......................... C 
ADCII43 . . . . . . • . . . . . . . . . . . . .... L 21-4 
AD DAC-08 . . . . . . . . • . . . ......... L 21-4 
AD DAC71n2 ..........•••......•.. C 
AD DAC80 ....................... C 
AD DAC85 ....................... C 
AD DAC87 ......•..••...•......•. C 
ADDS-21XX (Hardware) ................ D 
ADDS-21XX (Software) . . . . . . . . . . . . . . . •. D 
ADEB770. . . . . . . . . . . . . ..•......• L 21-4 
ADG201A .......•.............••. C 
ADG201HS .....................•.• C 
ADG202A ........•.....•......... C 
ADG211A ........................ C 
ADG212A ...........•..•.....••.. C 
ADG221 ........•...............• C 
ADG222 •.........•.............. C 
ADGS06A ........................ C 
ADGS07A .....•.................. C 
ADGS08A ....•................... C 
ADGS09A ........................ C 
ADGS26A .......•.......•.......• C 
ADGS27A •.....•........•........ C 
ADGS28A •....................... C 
ADGS29A .......................• C 
AD OP-07 . . . . . • • . . . . . . . . . . . . . . L 2-383 
AD OP-27 . . . . . . . . . . . . . . . . . . . . . L 2-389 

Model Page· 

AD OP-37 . . . . . . . . . . . . . . . . • • . • . L 2-397 
ADREFOI .•..............•••••... C 
ADREF02 •....•........•....••... C 
ADSP-1OO8A ..........•........•.•. D 
ADSP-l009A . . • • . . • . . . . . . . . . . . . . . •. D 
ADSP-10I0A . . . . . . . . . . . . . . . . . . . • • •. D 
ADSP-I0l0B • . . . . . . . . . . . . . . • . • • • • .. D 
ADSP-1012A • . . . . . . . . . . . . . . • . . . . • .. D 
ADSP-I016A . . . . . . . . . . . . . . . . • . . . . •. D 
ADSP-I024A . . • . . . . . . . . . . . . . . . . . . .. D 
ADSP-1080A • . . . . . . . . . . . . . . • . • . • • .• D 
ADSP-1081A . . . . . . . . . . . . . . . . . . . • • .. D 
ADSP-1I01 .................••....• D 
ADSP-1I10A . . . . . . . . . . . . . . . . . . . • . .. D 
ADSP-l40l . . . . . . . . . . . . . . . . • . . . . . .. D 
ADSP-1402 • . • . . . . . . . • . . . . • • . . • • • .. D 
ADSP-1410 . . . . . . . . . . . . . . . . . . • . • . •. D 
ADSP-2100 . . . . . . . . . . . . . . . . . . . . . . .. D 
ADSP-2l00A .....•.........•.••.•.. D 
ADSP-210l . • . . . . . . . . . . . . . . . . . . • . •. D 
ADSP-210l Emulator ••.•.............• D 
ADSP-2102 . . . . . . . . . . . . . . . . . . . . . . .. D 
ADSP-3l28A . . . . . . • . . . . . . . . • . . • . • .. D 
ADSP-3201l02 ..............•.••..•. D 
ADSP-3210/11 .. . . • . . • . . . . . . . • . . . . .• D 
ADSP-3212 . . . . . . . . . . . . . . . . . . . . . . .. D 
ADSP-3220/2l .....•.•............•• D 
ADSP-3222 . . . . . . . . . . . . . . . . • • . . . . .. D 
ADV4S3 .......••.•.............. C 
ADV471 ................•.......• C 
ADV476 .......••.••............. C 
ADV478 •••.•.................•.. C 

•• ADV7120 .......................•. C 
•• ADV7121 ..•...•.................. C 
•• ADV7122 ......•.................• C 

ADVFC32 •.......•....•...••••... C 
ASICs •••................•..... L 17-1 
CAV-I040 •....•...•.....•..••••.. C 
CAV-1210 ................•..•.. L 21-4 
CAV-1220 .........•.............. C 
DAC-12M ............•...•••... L 21-4 
DAC-12QS • . . . . . . . . ..........•.. L 21-4 
DAC-12QZ ......•..•......••••.. L 21-4 
DAC-08 (see AD DAC-08) 
DAC-I0Z .......•.••.....•...... L 21-4 
DAC71n2 (see AD DAC71n2) 
DAC80 (see AD DAC80) 
DAC8S (see AD DAC8S) 
DAC87 (see AD DAC87) 
DACl009 • . . .........•....•.•••• L 21-4 
DACII08 •...........•....•.•••• L 21-4 
DACII32 .......••••.....•...... L 21-4 
DACII36 ...............•........• C 

*C = Data Con""";"" Products Databook, D = DSP Products Databook, L = Linear Products Databook. 
eNew product since publication of 1988 Linear Products Databook • 

.. New product since publication of 1989190 Data ConfImion Products Databook. Call or write for individual data sheet. 
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DACII38 . . . . . . . . . . . . . . . . . . . . . .. C 
DACII46 . . . . . . . . . . . . . . . . . . . . . . . L 21-4 
DACI420 . . . . . . . . . . . . . .......... L 21-4 
DACI422 . . . . . . . . . . . . . . . . . ...... L 21-4 
DACI423 . . . . . . . . . . . . . . . . ....... L 21-4 
DASII28 ....................... L 21-4 
DASII50 . . . . . . . . . . . . . . . . . . . .... L 21-4 
DASII51 ....................... L 21-4 
DASII52 ....................... L 21-4 
DASII53 ....................... L 21-4 
DASII55 ....................... L 21-4 
DASII56 . . . . . . . . . . . . . . . . . . . . . . . L 21-4 
DASII57 ...•.................. L 21-4 
DASII58 ....................... L 21-4 
DASII59 ......................... C 
DRC1705/06 . . . . . . • . . . ........... L 21-4 
DRC1745/46 . . . . . . . . . . . . . . . . . . . . . .. C 
DSC1705/06 ..................•.. L 21-4 
HAS-120l ........................ C 
HAS-1204 ........................ C 
HAS-I409 ........................ C 
HDD-1206 ........................ C 
HDG Series ....................... C 
HDG-0807 ........................ C 
HDH-1205 ...................... L 21-4 
HDS-1240E ...................... L 21-4 
HOS-050/050Al050C ..............•.. L 21-4 
HOS-06O ....................... L 21-4 
HOS-200 ....................... L 21-4 
HTC-0300A ....................... C 
HTS-00I0 ........................ C 
HTS-0025 ........................ C 
IPAI764 ......................... C 
LTS-2020 ....................... L 19-1 

.J1DCS-6000 . . . . . . . . . ............. L 15-7 

.J1MAC-I050 ..................... L 15-7 
eJ1MAC-4000 ..................... L 15-7 
.... MAC-SOOO .............. ....... L 15-7 
eJ1MAC-6000 ................. .... L 15-7 

MOD-1205 . . . . . . . . . . . . . . . . . . . . . . .. C 
OSC1758 ...........•............. C 
RDCI700 ....................... L 21-4 
RDC1702 ....................... L 21-4 
RDCI704 .••.•.................. L 21-4 
RDCI725/26 ..................... L 21-4 
RDC1740/174111742 .........•..•...•.. C 
RDC1768 ....................... L 21-4 

eRTI-204 .............. ......... L 15-5 
eRTI-205 ....................... L 15-5 
eRTI-220 .•..................... L 15-5 
eRTI-222 ...................•... L 15-5 

RTI-600 ....................... L 15-6 
RTI-602 ..................... .. L 15-6 
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RTI-711 ....................... L 15-6 
RTI-724 .............. ......... L 15-6 
RTI-732 ....................... L 15-6 
RTI-800 ................. ...... L 15-3 
RTI-802 ....................... L 15-3 
RTI-815 .................. ..... L 15-3 
RTI-817 ............. L 15-3, L 15-5 
RTI-820 .............. ......... L 15-3 

.RTI-827 ..................... .. L 15-3 
RTI-850 .................•... .. L 15-3 
RTI-860 ...•................... L 15-3 

eRTI-870 .•............ ......... L 15-3 
RTI-1225 ....................... L 15-4 
RTI-1226 . . . . . . . . . . . . . . . . . . ..... L 15-4 
RTI-1260 ........•.............. L 15-4 
RTI-1262 . . . . . . . . . . . . . . . . . . . . . .. L 15-4 

.RTI-1265 ....................... L 15-4 
RTI-1266 . . . . . . . . . . . . . . ......... L 15-4 
RTI-1267 ....................... L 15-4 
RTI-1270 . . . . . . . . . . . . . . . ........ L 15-4 
RTI-1280 . . . . . . . . . . . . . • . . . . . •... L 15-4 
RTI-1281 . . . . . . . . . . . • . . . . ....... L 15-4 
RTI-1282 ....................... L 15-4 
RTI-1287 . . . . . . . . . . . . ........... L 15-4 
RTM Series ..................... L 21-4 
SDCI700 ....................... L 21-4 
SDC1702 ....................... L 21-4 
SDCI704 ....................... L 21-4 
SDCI725 ....................... L 21-4 
SDCI726 ............•.......... L 21-4 
SDC1740/174111742 ......•........•.•. C 
SDCI768 ....................... L 21-4 
SHA-2A ........ ...... ........ L 21-4 
SHA-5 ......... ...... ..•..... L 21-4 
SHA-I134 ....... . ............. L 21-4 
SHAII44 . . . . . . .. ............ .. L 21-4 
STM Series ...................... L 21-4 
IB21 ........................ L 13-63 
IB22 .......... . . . . . . . . . . . . . . L 13-67 
IB31 .......... . . . . . . . . . . . . . . L 13-71 
IB32 ......................•• L 13-79 
IB41 .............. . . . . . . . . . . L 13-87 
IB51 ......................•• L 13-91 
IS40 ..........................• C 
IS60 .......................•... C 
IS74 ........................... C 
2B20 . . . . . . . . . . . . . . . . . . . . . . . . L 13-95 
2B22 .............•.. . . . . . . . . L 13-99 
2B23 ...•........... . . . . • . .. L 13-103 
2B24 ......................... L 21-4 
2B30 . . . . . . . . . . . . . . . . . . . . . .. L 13-107 
2B31 .............. . . .. L 13-107 
2B34 . . . . . . . . . . . . . . . ..... L 21-4 

*C=Data COIIYJeTIion ProductB Databook, D=DSP ProdUCtB Databook, L=Lwar ProductB Databook. 
eNew product since publication of 1988 Linear ProductB Databook. 

"New product since publication of 1989190 Data ComJerSion ProductB Databook. Call or write for individual data sheet. 
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2B35 ...•..................... L 18-1 
2B50 ............... . . . . . . .. L 13-113 
2B52 .....••.................. L 21-4 
2B53 ..............•.......... C 21-4 
2B54 ............... . . . . . . .. L 13-117 
2B55 ..............•........ L 13-117 
2B56 .............•........... L 21-4 
2B57A-l ...•.•................. L 21-4 
2B58A ...................... •. L 21-4 
2B59A ............•...... •.... L 21-4 
2S50 ........................... C 
2S54 .........................•. C 
2S56 •......•.............•..... C 
2S58 ........................... C 
2S80 •............•......•...... C 
2S81 ........................... C 
2S82 .........•......•.......... C 
3B Series . . . . . . . . . . . . . . . . . . . .. L 13-123 
4B Series . . . . . . . . . . . . • . . . ....•.. L 21-4 
5B Series . . . . . . . . . . . . . . . . . . . .. L 13-127 
5S70 .......................•.•• C 
5S72 ........................... C 

e6B Series . . . . . . . . . . . . . . . . . . . .. L 13-135 
"6S04 ......................•.... C 

e7B Series . . . . . . . . . . . . . . . . . . . .. L 13-143 
40 ........................... L 21-4 
44 ........................... L 21-4 
45 ........................... L 21-4 
46 ........................... L 21-4 
48 ........................... L 21-4 
50 ........................... L 21-4 
51 ........................•.. L 21-4 
52 ........................... L 21-4 
118 .......................... L 21-4 
148 .......................... L 21-4 
171 .......................... L 21-4 
184 ............•••.....•..... L 21-4 
234 .......................... L 21-4 
235 •....................•.... L 21-4 
260 .......................... L 21-4 
261 .......................... L 21-4 
272 .......................... L 21-4 
273 .......................... L 21-4 
275 .......................... L 21-4 
276 ......................... L 21-4 
277 .......................... L 21-4 
284} ....................•.... L 5-67 
285 .......................... L 21-4 
286}/281 ..•...... .............. L 5-73 
288 .......................... L 21-4 
289 .......................... L 5-79 
29OAl292A . . . . . . . . . . . . . . . . . . . . . . L 5-85 
310 ...........•..•.........•. L 21-4 

428 .................•........ L 21-4 
429 .......................... L 21-4 
433 ....................•..... L 21-4 
434 .......................... L 21-4 
435 .................•...•.... L 21-4 
'436 ...................•...... L 21-4 
440 ....................•..... L 21-4 
442 .....................•...• L 21-4 
450 .................•........ L 21-4 
451 .......................... L 21-4 
452 .......................... L 21-4 
453 .......................... L 21-4 
458 .......................... L 21-4 
460 .....................•.... L 21-4 
603 .......................... L 21-4 
606 .......................... L 21-4 
610 .......................... L 21-4 
755/759 . . . . . . . • . . . . . . . . . . . . . . . . L 7-27 
756 ...................•...... L 21-4 
757 .......................... L 7-31 
902/902-2 .......•.•.••...•...•.• L 18-1 
903 .......................... L 21-4 
904 .......................... L 18-1 
905 .......................... L 18-1 
906 .......................... L 21-4 
915 ...................•...... L 21-4 
920 .......................... L 18-1 
921 .......................... L 18-1 
922 .......................... L 18-1 
923 .......................... L 18-1 
925 .......................... L 18-1 
926 .......................... L 21-4 
927 .......................... L 18-1 
928 .......................... L 18-1 
940 .........•................ L 18-2 
941 .......................... L 18-2 
943 ....•..••.•.•............. L 18-2 
945 .......................... L 18-2 
947 .........•...•............ L 21-4 
948 ...•...••. ' .•.............. L 21-4 
949 .......................... L 18-2 
950 .......................... L 21-4 
951 .......................... L 18-2 
952 ....•..................... L 18-1 
953 .......................... L 18-2 
955 ••....•................... L 18-1 
958 .......................... L 18-2 
959 .......................... L 21-4 
960 ...............•.......... L 18-2 
962 .......................... L 18-2 
964 .......................... L 18-2 
965 ........................... L 18-2 
966 .......................... L 18-2 

*C = Data C07IfJ8TSion Products Databook, D = DSP Products Databook, L = Linear Products Databook. 
eNew product since pUblication of 1988 Linear Products Darabook . 

.. New product since publication of 1989190 Data C07IfJ8TSion Products Databook. Call or write for individual data sheet. 
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967 .......................... L 18-2 974 .......................... L 18-1 
968 .......................... L 21-4 975 .......................... L 18-1 
970 .......................... L 18-1 976 .......................... L 18-1 
972 .......................... L 18-1 977 .......................... L 18-1 
973 .......................... L 18-1 
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